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Introduction

The Indium Gallium Nitride (InGaN) ternary alloy has attracted attention as a potentially ideal candidate for high efficiency solar cells. Indeed, its bandgap can cover the whole solar spectrum, solely by changing its Indium composition [START_REF] Bhuiyan | InGaN solar cells: present state of the art and important challenges[END_REF][START_REF] Reichertz | Demonstration of a III-Nitride/Silicon tandem solar cell[END_REF]. tent high enough to allow the optimal covering of the whole solar spectrum [START_REF] Yamamoto | Metalorganic vapor-phase epitaxial growth of InGaN and InAlN for multijunction tandem solar cells[END_REF][START_REF] Durukan | Examination of the temperature related structural defects of InGaN/GaN solar cells[END_REF]. For these reasons the InGaN based solar cell is still in early development stages and the reported PV efficiency is still very low to be competitive with other well established thin films technologies [START_REF] Toledo | InGaN solar cell requirements for highefficiency integrated III-nitride/non-III-nitride tandem photovoltaic devices[END_REF].

That is the reason why we present a comprehensive comparative study of PN, PIN and p-layer free Schottky Based Solar Cells (SBSC) structures using realistic physical models and rigorous mathematical optimization approaches and propose a new efficient p-layer free solar cell design with performances higher and tolerances wider than the previously studied Schottky structure [START_REF] Saad Hamady | Numerical simulation of InGaN Schottky solar cell[END_REF].

The following section 2 describes the physical modeling and simulation methodology for the InGaN solar cell structures and discusses their main physical models and material parameters. Section 3 presents the optimal results for the PN and PIN structures and discusses the impact of the p-layer parameters. Section 4 propose the replacement of the p-layer by a Schottky contact and discusses the performances of the resulting Schottky based solar cells, evidencing, in particular, better fabrication tolerances for the new MIN structure. Section 5 presents the results obtained using actual recently published InGaN experimental composition [START_REF] Fabien | Large-area III-nitride double-heterojunction solar cells with record-high in-content InGaN absorbing layers[END_REF], before section 6 concludes.

Modeling and Simulation

Physical Modeling

The physical modeling used throughout this paper to carry out the device simulations and optimizations presented in the next sections has been conceived with the less possible approximations and based, whenever possible, on actual measurements. It is summarized in this section.

Transport modeling

The mobilities for electrons and holes, needed for the driftdiffusion model, were calculated using the Caughey-Thomas expressions [START_REF] Schwierz | An electron mobility model for wurtzite GaN[END_REF]:

µ m = µ 1m T 300 α m + µ 2m T 300 β m -µ 1m T 300 α m 1 + N N crit m ( T 300 ) γm δ m , (1) 
where m is either n or p, µ n being the electrons mobility and µ p that of holes. T is the absolute temperature. N is the doping concentration. N crit and the n or p subscripted α, β , δ and γ are the model parameters which depend on the Indium composition [START_REF] Brown | Finite element simulations of compositionally graded InGaN solar cells[END_REF].

In addition to the mobility model, were taken into account the bandgap narrowing effect [START_REF] Schenk | Band gap narrowing and radiative efficiency of silicon doped GaN[END_REF], as well as the Shockley-Read-Hall (SRH) [START_REF] Ryu | Rate equation analysis of efficiency droop in InGaN light-emitting diodes[END_REF] and direct and Auger recombination models using the Fermi statistics [START_REF] Bertazzi | A numerical study of auger recombination in bulk InGaN[END_REF].

Light absorption modeling

Modeling InGaN based solar cells also implies the need for a precise model of light absorption in the whole solar spectrum and for all x Indium composition. We used a phenomenological model for InGaN that was proposed previously [START_REF] Brown | Finite element simulations of compositionally graded InGaN solar cells[END_REF] as

α (cm -1 ) = 10 5 (cm -1 ) C E ph -E g + D E ph -E g 2 , ( 2 
)
where E ph is the incoming photon energy, E g is the material bandgap at a given Indium composition, C and D are empirical parameters depending on the Indium composition.

For the refraction index we used the Adachi model [START_REF] Djurišić | Modeling the optical constants of hexagonal GaN, InN, and AlN[END_REF], defined for InGaN and for a given photon energy as

n E ph = A E ph E g 2 2 -1 + E ph E g -1 - E ph E g + B, (3) 
where A and B are also empirical parameters depending on the Indium composition.

Material parameters

The material dependent parameters have been determined for GaN and InN binaries, either from experimental work or ab initio calculations [START_REF] Brown | Finite element simulations of compositionally graded InGaN solar cells[END_REF][START_REF] Nawaz | A TCAD-based modeling of GaN/InGaN/Si solar cells[END_REF]. A review of their values is given in Table 1.

E g

(eV) In the following, the values for the material parameters of InGaN, for any Indium composition x ∈ [0, 1], were linearly interpolated in between the GaN and InN binaries, except for the bandgap E g and the electronic affinity χ where we used the modified Vegard Law with a bowing factor b = 1.43eV for the bandgap and b = 0.8eV for the affinity [START_REF] Brown | Finite element simulations of compositionally graded InGaN solar cells[END_REF][START_REF] Franssen | Bowing of the band gap pressure coefficients in InGaN alloys[END_REF] respectively.

χ (eV) N c (cm -3 ) N v (cm -3 ) ε GaN 3.
For the recombination models, we chose a relatively low carrier lifetime value of 1ns, much lower than the value of 40ns reported for GaN [START_REF] Ščajev | Time-resolved free carrier lifetime microscopy in bulk gan[END_REF], in order to get as realistic results as can be.

For the light absorption model, the values of C and D in equation (2) are taken from the experimental measurement reported in [START_REF] Brown | Finite element simulations of compositionally graded InGaN solar cells[END_REF] and summarized in Table 2. We approximated their dependency on the Indium composition x by a polynomial fit, of the 4 th degree for the former, and quadratic for the latter:

C = 3.525 -18.29x + 40.22x 2 -37.52x 3 + 12.77x 4 , D = -0.6651 + 3.616x -2.460x 2 .
The A and B parameters in the refraction index equation ( 3) are experimentally measured [START_REF] Brown | Finite element simulations of compositionally graded InGaN solar cells[END_REF][START_REF] Nawaz | A TCAD-based modeling of GaN/InGaN/Si solar cells[END_REF] for GaN (A GaN = 9.31 and B GaN = 3.03) and InN (A InN = 13.55 and B InN = 2.05) and linearly interpolated for InGaN.

Finally, we have chosen to shine on the cell the ASTM-G75-03 solar spectrum taken from the National Renewable Energy Laboratory database1 .

Simulation Methodology

The devices are simulated in the framework of a driftdiffusion model using the Atlas R device simulation software from the Silvaco R suite, in which we implemented our physical models. Atlas R solves, in two dimensions, the drift-diffusion nonlinear partial differential problem using the Newton coupled and the Gummel decoupled methods [START_REF] Selberherr | Analysis and simulation of semiconductor devices[END_REF]. The solar cell analyzed characteristics were the spectral response, the I-V characteristics, the inner electric field and potential distributions as well as the recombination rate variations.

We used mathematically rigorous multivariate optimization methods to find the optimum efficiency with respect to a given set of parameters (as later shown in tables 3 and4). This methodology is far more rigorous than the usual single parametric analysis, where one parameter is varying while the other parameters are kept constant. It yields for instance the absolute optimum efficiency as a function of the physical parameters.

We have used three mathematical optimization methods that give very similar results within a comparable amount of computing time (typically a few hours per simulation with a highly optimized code): the truncated Newton algorithm (TNC) [START_REF] Nocedal | Large-scale unconstrained optimization[END_REF], the Sequential Least SQuares Programming (SLSQP) method [START_REF] Kraft | A software package for sequential quadratic programming[END_REF] and the L-BFGS-B quasi-Newton method [START_REF] Nocedal | Large-scale unconstrained optimization[END_REF]. The optimization work has been done with a Python package we developed in the SAGE [START_REF] Stein | Sage Mathematics Software (Version 6.4.1), The Sage Development Team[END_REF] interface to the SciPy [START_REF] Van Der Walt | The NumPy array: A structure for efficient numerical computation[END_REF][START_REF] Jones | SciPy: Open source scientific tools for Python[END_REF] optimizers, using the Atlas R simulator as the backend engine.

Substrate

Optimization of PN and PIN structures

Optimal Results

The PN and PIN solar cells are schematically shown in Fig- ure 1. These devices could be realized in practice using the developed growth techniques of InGaN on GaN/sapphire substrates and the device realization techniques [START_REF] Yamaguchi | Growth of thick InGaN films with entire alloy composition using droplet elimination by radical-beam irradiation[END_REF].

The first device, shown on figure 1(a), is an InGaN PN structure. Its optimization, and eventually its practical realization with a competitive efficiency, is the sine qua none condition to actually manufacturing the high efficiency multijunction nextgeneration solar cells [START_REF] Zhang | Simulation of In 0.65 Ga 0.35 N single-junction solar cell[END_REF][START_REF] Fischer | Highly luminescent, high-indium-content InGaN film with uniform composition and full misfit-strain relaxation[END_REF][START_REF] Fabien | Guidelines and limitations for the design of high-efficiency InGaN single-junction solar cells[END_REF]. The physical parameters for which the optimum was sought are shown on table 3: the relevant five parameters for the PN structure are the thickness and dopings of the two layers, along with their common Indium composition.

The second design is based on a PIN structure where the "intrinsic" layer consists in an n-doped layer with a relatively low doping concentration. The standard intrinsic layer (i-layer) has been replaced by a slightly doped n-layer for two reasons:

on the one hand, the elaborated InGaN usually exhibits residual n-doping [START_REF] Pantha | Origin of background electron concentration in In x Ga 1-x N alloys[END_REF][START_REF] Hoffbauer | In-rich InGaN thin films: Progress on growth, compositional uniformity, and doping for device applications[END_REF] and, on the other hand as we will demonstrate later in this section, the optimal efficiency for a PIN solar cell is obtained for an intermediate n-doped layer and not for the quasi-intrinsic layer. The resulting structure is shown on figure 1(b). The seven optimization parameters are shown in table 3, with the thickness and dopings of the three layers along with their common Indium composition. The minimum value of the quasi-intrinsic layer doping has been set lower than the usually reported residual doping value in InGaN [START_REF] Pantha | Origin of background electron concentration in In x Ga 1-x N alloys[END_REF].

To optimize these devices, we used the mathematical optimization methods presented in section 2.2. These methods are constrained and therefore need a parameter range, and, as for the non-constrained methods, a starting point. We defined the parameter range to ensure the physical meaning and the technological feasibility of each parameter. The range chosen for each parameter is shown on the second line of table 3. We then chose to run the optimization with several randomly chosen starting points to get an insight into the precision of our computation and ensure that the found optimum is absolute.

For the PN structure, we found a maximum cell efficiency of 17.8% and optimal values for the physical parameters. The optimal thickness of the P layer is found to be L p = 0.01µm. along with the corresponding physical and material parameters. These results are obtained from several optimizations with random starting points ensuring the absoluteness of the optimum efficiency η. x is the Indium composition. L p , L i and L n are the thicknesses of the P, I and N layers respectively and where applicable.

η η η( ( (%) ) ) L L L p p p ( ( (µ µ µm m m) ) ) L L L i i i ( ( (µ µ µm m m) ) ) L L L n n n ( ( (µ µ µm m m) ) ) N N N a a a ( ( (c c cm m m -3 ) ) ) N N N i i i ( ( (c c cm m m -3 ) ) ) N N N d d d ( ( (c c cm m m -3 ) ) ) x x x V V V OC ( ( (V V V ) ) ) J J J SC ( ( (m m mA A A/ / /c c cm m m 2 2 2 ) ) ) F F FF F F( ( (%) ) ) Range [ [ [0 0 0. . .1 1 10 0 0 ---1 1 1. . .0 0 00 0 0] ] ] [ [ [0 0 0. . .1 1 10 0 0 ---1 1 1. . .0 0 00 0 0] ] ] [ [ [0 0 0. . .1 1 10 0 0 ---1 1 1. . .0 0 00 0 0] ] ] [ [ [1 1 1. . .0 0 0 × × × 1 1 10 0 0 16 ---1 1 1. . .0 0 0 × × × 1 1 10 0 0 19 ] ] ] [ [ [1 1 1. . .0 0 0 × × × 1 1 10 0 0 14 ---1 1 1. . .0 0 0 × × × 1 1 10 0 0 17 ] ] ] [ [ [1 1 1. . .0 0 0 × × × 1 1 10 0 0 16 ---1 1 1. . .0 0 0 × × × 1 1 10 0 0 19 ] ] ] [ [ [0 0 0. . .0 0 00 0 0 ---1 1 1. . .0 0 00 0 0] ] ] 1 
[ [ [0 0 0. . .0 0 01 1 1 ---0 0 0. . .0 0 04 4 4] ] ] [ [ [0 0 0. . .1 1 18 8 8 ---1 1 1. . .0 0 00 0 0] ] ] [ [ [0 0 0. . .1 1 10 0 0 ---1 1 1. . .0 0 00 0 0] ] ] [ [ [5 5 5. . .9 9 9 × × × 1 1 10 0 0 16 ---1 1 1. . .0 0 0 × × × 1 1 10 0 0 19 ] ] ] [ [ [1 1 1. . .0 0 0 × × × 1 1 10 0 0 14 ---1 1 1. . .0 0 0 × × × 1 1 10 0 0 17 ] ] ] [ [ [1 1 1. . .9 9 9 × × × 1 1 10 0 0 16 ---1 1 1. . .0 0 0 × × × 1 1 10 0 0 19 ] ] ] [ [ [0 0 0. . .4 4 47 7 7 ---0 0 0. . .7 7 71 1 1] ] ] 2 
N a , N i and N d are the dopings of the P, I and N layers respectively where applicable. For each parameter, a range and a tolerance range are given. The range is on the second line of the table. It is the range within which the optimum value of a given parameter is sought. The tolerance range is given just below each parameter optimal value. It corresponds to the set of values of that parameter for which the efficiency η remains above 90% of its maximum, the other parameters being kept at their optimum values.

That of the N layer thickness is L n = 1.00µm. The optimal doping of the P layer is N a = 1.0 × 10 19 cm -3 . That of the N layer is N d = 3.9 × 10 16 cm -3 . The optimal Indium composition is x = 0.56. The corresponding open-circuit voltage (V OC ) is 0.855V with a short-circuit current (J SC ) of 26.75mA/cm 2 and a fill factor (FF) of 77.85%.

For the PIN structure, we found a maximum cell efficiency of 19.0% for the optimal values of the following parameters: a P layer thickness of L p = 0.01µm, an I layer thickness of L i = 0.54µm, a N layer thickness of L n = 0.50µm, a P layer doping of N a = 1.0 × 10 19 cm -3 , an I layer doping of

N i = 5.8 × 10 16 cm -3 , a N layer doping of N d = 5.0 × 10 17 cm -3
and an Indium composition of x = 0.59. The corresponding PV parameters are V OC = 0.875V, J SC = 27.36mA/cm 2 and FF = 79.39%.

All these parameters with their tolerance range, as defined below, are reported in table 3.

In practice, it is indeed necessary for an optimal parameter to have a wide tolerance range in which it can vary without lowering the cell efficiency too much. We have performed the tolerance analysis on each parameter, while keeping all the others at their optimal value. We have thus defined a tolerance range, which is the range of values of a given parameter for which the efficiency η remains above 90% of its maximum value. The tolerance range is shown on table 3, just below the optimal value.

For instance, for the PN structure, the efficiency value remains between 16.0% and 17.8% for a p-layer doping N a varying between 4.4 × 10 16 cm -3 and 1.0 × 10 19 cm -3 , the other parameters remaining at their optimal values. Table 3 shows that, on the one hand, the PIN solar cell has an efficiency slightly higher than that of the PN solar cell and, on the other hand, the tolerance ranges for layers thicknesses in the PIN structure are wider than in the PN structure. This latter property is a considerable advantage of the PIN structure in the practical cell realization. For instance, the PIN structure has a tolerance range of [0.10 -1.00]µm for the n-layer thickness, almost twice wider than that of the PN structure. The wider tolerance range for the n-doping in the PIN structure also allows increasing the n-layer doping value without noticeably impacting the efficiency, for designing low resistance ohmic contacts [START_REF] Jani | Design and characterization of GaN/InGaN solar cells[END_REF]. the efficiency is optimal for a given p-doping which increases when the p-thickness decreases. For a given thickness, say 0.10µm, the maximum electric field value obviously increases with the p-doping while the space charge region (SCR) width decreases, as well as the recombination rate. This is mainly due to the SRH recombination mechanism. These two variations lead to an increase of the V OC and, in the same time, to a decrease of J SC . These two opposing trends of J SC and V OC lead to maximum efficiency points depending on the p-doping and thickness of the p-layer, as shown in Figures 2(a) and 3(a). 

Impact of the p-layer parameters

Schottky Based Solar Cells

As demonstrated in the previous section, the optimal PN and PIN solar cell efficiencies were obtained for p-layer thicknesses much lower than the light penetration depth and for a relatively The Schottky and MIN solar cells were optimized with respect to their most important parameters: L i and L n , the thicknesses of the I and N layers respectively and where applicable, N i and N d , the doping levels of the I and N layers respectively and where applicable, the Indium composition x and the metal

η η η( ( (%) ) ) L L L i i i ( ( (µ µ µm m m) ) ) L L L n n n ( ( (µ µ µm m m) ) ) N N N i i i ( ( (c c cm m m -3 ) ) ) N N N d d d ( ( (c c cm m m -3 ) ) ) W W W f f f ( ( (e e eV V V ) ) ) x x x V V V OC ( ( (V V V ) ) ) J J J SC ( ( (m m mA A A/ / /c c cm m m 2 2 2 ) ) ) F F FF F F( ( (%) ) )
Range workfunction W f . The optimization was conducted in the same way as in the previous section. As was also done in the previous section, the optimum efficiency is reported in table 4, along with the associated photovoltaic parameters as well as the corresponding parameters and their tolerance range, with the same definition as in the previous section.

For the Schottky structure, we found a maximum cell efficiency of 18.2% for the following optimal parameter values: L n = 0.86µm, N d = 6.5 × 10 16 cm -3 , x = 0.56 and W f = 6.30eV. The corresponding open-circuit voltage is V OC = 0.863V with a short-circuit current of J SC = 26.80mA/cm 2 and a fill factor of FF = 78.82%.

For the MIN structure, the maximum cell efficiency is 19.8% for the following parameters values: L i = 0.61µm, L n = 0.83µm, N i = 6.1 × 10 16 cm -3 , N d = 3.6 × 10 17 cm -3 , x = 0.60 and W f = 6.30eV. The corresponding open-circuit voltage is V OC = 0.835V with a short-circuit current of J SC = 30.29mA/cm 2 and a fill factor of FF = 78.39%.

Figure 5 shows the current-voltage characteristics of the Schottky and MIN solar cells. We observe that the Schottky structure has a lower J SC and a higher V OC compared to the MIN structure. This is due to the different optimal Indium composition: the Schottky structure has an optimal Indium composition of 56%, that is lower than the optimal value for the MIN structure (60%). V OC increases as the Indium concentration decreases, owing to the widening of the bandgap. Simultaneously, J SC decreases as the direct consequence of a lower solar light absorption.

Figure 6(a) shows the variation of the PV efficiency as a function of the i-layer thickness (i-thickness), whereas figure 6(b) shows it as a function of i-doping, for different i-thicknesses.

The optimal i-thickness value, as shown in figure 6(a), is about 0.60µm as a consequence of the trade-off between the solar light absorption, increasing with the thickness, and the diffusion length that need to remain relatively higher than the layer thickness. The same figure 6(b) shows that the optimal i-doping value is 6.1 × 10 16 cm -3 , corresponding to the optimal Space Charge Region (SCR) in the device.

In addition to its main advantage of being p-layer free, the Schottky : η =18.2%, J SC =26.80mA/cm 2 , V OC =0.863V, FF =78.82% MIN : η =19.8%, J SC =30.29mA/cm 2 , V OC =0.835V, FF =78.39% even the Schottky structures: the wider tolerance ranges of its optimal parameters, as Table 4 shows. This is due to the additional degree of freedom obtained with the i-layer. Indeed, The above presented optimisation work lead to an optimal InGaN composition of x = 0.60 which is not yet experimentally achieved with sufficient material quality, although some very recent papers suggest that these compositions are in the process of being accessible [START_REF] Fabien | Large-area III-nitride double-heterojunction solar cells with record-high in-content InGaN absorbing layers[END_REF][START_REF] Krishna | Epitaxial growth of high In-content In 0[END_REF][START_REF] Dinh | MOVPE growth and indium incorporation of polar, semipolar (11-22) and (20-21) InGaN[END_REF][START_REF] Yang | Growth parametric study of N-polar In-GaN films by metalorganic chemical vapor deposition[END_REF]. In this section, we propose to use one actual recent Indium composition obtained by Fabien et al. [START_REF] Fabien | Large-area III-nitride double-heterojunction solar cells with record-high in-content InGaN absorbing layers[END_REF], that is x = 0.22 for large-area solar cells, and to evaluate the maximum efficiency that it allows.

MIN
Furthermore, a thickness constraint is linked to a composition constraint. We therefore limited the reachable thickness to 0.4µm.

Even though, the actually grown layers can have a high density of defects [START_REF] Yamamoto | Metalorganic vapor-phase epitaxial growth of InGaN and InAlN for multijunction tandem solar cells[END_REF]. To take it into account, we introduced, on the one hand, valence and conduction band Urbach tails in the simulation, with an energy of 0.125eV as experimentally obtained in [START_REF] Valdueza-Felip | High In-content InGaN layers synthesized by plasma-assisted molecular-beam epitaxy: Growth conditions, strain relaxation, and in incorporation kinetics[END_REF], and, on the other hand, a Gaussian distribution of defects in the bandgap. We used defects that were experimentally studied in the literature using the well known Deep Level (Transient & Optical) Spectroscopy (DLTS and DLOS), the Steady- tally measured and reported in [START_REF] Nakano | Electrical characterization of thick In-GaN films for photovoltaic applications[END_REF][START_REF] Lozac'h | Study of defect levels in the band gap for a thick InGaN film[END_REF] for the x = 0.09 Indium composition, in [START_REF] Armstrong | Quantitative and depth-resolved deep level defect distributions in InGaN/GaN light emitting diodes[END_REF] for x = 0.13 and in [START_REF] Gür | Detailed characterization of deep level defects in InGaN schottky diodes by optical and thermal deep level spectroscopies[END_REF] for x = 0.20. The defect energy is measured relatively to the conduction band edge. State PhotoCapacitance (SSPC) and the Lighted Capacitance-Voltage (LCV) techniques [START_REF] Nakano | Electrical characterization of thick In-GaN films for photovoltaic applications[END_REF][START_REF] Lozac'h | Study of defect levels in the band gap for a thick InGaN film[END_REF][START_REF] Armstrong | Quantitative and depth-resolved deep level defect distributions in InGaN/GaN light emitting diodes[END_REF][START_REF] Gür | Detailed characterization of deep level defects in InGaN schottky diodes by optical and thermal deep level spectroscopies[END_REF] as summarized in table 5.

The capture cross section that we chose to include in the simulation is the highest experimental value reported in [START_REF] Gür | Detailed characterization of deep level defects in InGaN schottky diodes by optical and thermal deep level spectroscopies[END_REF].

The optimization process was then run within these constraints and yield the optimal parameters summarized in table 6. As could be expected the layer thicknesses as well as the Indium concentration were found at their maximum authorized value, 0.4µm and x = 0.22 respectively, yielding a 7.25% maximum efficiency. However, the computed tolerances deserve attention, since they are higher than one fourth, or even one half, of the optimal values, as far as the thicknesses are concerned.

As this was carried out without defects included, we then evaluated the MIN cell efficiency while varying the total density of states from 1.0 × 10 13 cm -3 to 1.0 × 10 17 cm -3 . This latter density is even higher than the dominating defects concentration reported in [START_REF] Nakano | Electrical characterization of thick In-GaN films for photovoltaic applications[END_REF][START_REF] Lozac'h | Study of defect levels in the band gap for a thick InGaN film[END_REF][START_REF] Armstrong | Quantitative and depth-resolved deep level defect distributions in InGaN/GaN light emitting diodes[END_REF][START_REF] Gür | Detailed characterization of deep level defects in InGaN schottky diodes by optical and thermal deep level spectroscopies[END_REF].

Figure 7 shows the MIN solar cell photovoltaic efficiency, with the actual experimental Indium composition, with respect
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Range metal work functions W f , lower than the optimal 6.30eV yield by the optimization process; and for the optimal x = 0.60 Indium composition alongside the x = 0.22 composition published in [START_REF] Fabien | Large-area III-nitride double-heterojunction solar cells with record-high in-content InGaN absorbing layers[END_REF].

to the defect concentration for two decay energy δ values of 0.05eV and 0.10eV. The efficiency remains close to its maximum value as long as the defect concentration is smaller than the i-layer doping concentration (6.1 × 10 16 cm -3 ). When the defect concentration becomes comparable to the optimal i-layer doping concentration, the solar cell efficiency decreases within a concentration range that depends on the distribution decay energy. This result means that the defects concentration must be kept lower but not necessarily much lower than the doping concentration. The demonstrated wide tolerance of the MIN structure can allow keeping as low as possible the negative impact of the defects on the overall solar cell efficiency, by adjusting accordingly the InGaN doping. A compromise can therefore be found to limit the effect of the defects density that is relatively high in the presently elaborated InGaN layers.

Finally, one may spot that the optimal 6.30eV work func-tion obtained in table 6 seems to be relatively high when compared to the most reported values in the literature for Platinum (Pt), which is the ideal candidate for the practical realization of the MIN solar cell. However, a closer look at the reported values reveals a large dispersion in the Platinum work function measurements, from 5.65eV in [START_REF] Rotermund | Investigation of surfaces by scanning photoemission microscopy[END_REF] to 6.35eV in the historical works by Lee Alvin Dubridge from Caltech (see e.g. [START_REF] Dubridge | The photoelectric and thermionic work functions of outgassed platinum[END_REF]), through 5.93eV [START_REF]Lide CRC handbook on chemistry and physics[END_REF] and 6.10eV [START_REF] Derry | Work function of Pt (111)[END_REF]. To take these discrepancies into account, as well the possibility to use lower work function metals for the practical realization of the MIN solar cell, we have evaluated the foreseen efficiency for a set of possible work functions for both the optimal x = 0.60 Indium composition and the x = 0.22 composition reported in [START_REF] Fabien | Large-area III-nitride double-heterojunction solar cells with record-high in-content InGaN absorbing layers[END_REF]. The results are summarized in table 7.

Conclusion

We investigated the photovoltaic performances of InGaN based PN, PIN and SBSC structures, using rigorous multivariate numerical optimization methods to simultaneously optimize the main physical and geometrical parameters of the solar cell structures. We have found optimal photovoltaic efficiencies of 17.8% and 19.0% for the PN and PIN structures respectively.

The optimization results led us to propose a new p-layer free SBSC structure called MIN, the optimal efficiency of which is a higher 19.8% for an Indium composition of a yet-to-reach x = 0.60, and as high as 7.25% for a recent experimental Indium composition of x = 0.22 for a 0.4µm thin layer that is not free of cristalline defects, the density of which we took into account. In addition, the MIN structures has been shown to allow wider tolerance ranges on its physical and geometrical parameters, which allows to enhance its practical feasibility and reliability. The wider tolerance ranges of the new MIN structure allow, for example, when compared to the previously studied Schottky structure, the easier realization of low resistance ohmic contacts, solely by raising the n-doping, as it was shown not to impair the efficiency.
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 2 Figures 2(a) and 3(a) show the efficiency as a function of the p-layer doping for various p-layer thicknesses (p-thicknesses) for PN and PIN structures respectively. These results show that

Figure 2 :

 2 Figure2: Impact of the p-layer parameters in the optimal InGaN PN solar cell electrical characteristics. The optimal parameters are given in table3. All 3 sub-figures are drawn from a set of calculated points approximately 10 times larger than actually displayed. This allow better readability. For each curve, the hidden points lie on the displayed line.

  InGaN PIN solar cell efficiency as a function of the p-layer doping with various thicknesses. The other parameters are kept at their optimal value. InGaN PN optimal p-doping variation with thickness. The efficiency corresponding to some points are shown. thickness (µm), p-doping (cm -3 )] [0.01, 1.0x10 19 ] [0.04, 1.8x10 17 ] [0.10, 2.9x10 16 ] (c) InGaN PIN solar cell current-voltage characteristics or different p-layer doping/thickness optimal couples corresponding to points shown in figure 3(b).

Figure 3 :

 3 Figure3: Impact of the p-layer parameters in the optimal InGaN PIN solar cell electrical characteristics. The optimal parameters are given in table3. All 3 sub-figures are drawn from a set of calculated points approximately 10 times larger than actually displayed. This allow better readability. For each curve, the hidden points lie on the displayed line.

Figures 2 (

 2 Figures 2(b) and 3(b) display the optimal p-doping variation with the p-thicknesses for the PN and PIN structures respectively. For the PN structure, the corresponding efficiency varies from 17.8% down to 15.6% with the thickness of the p-layer varying from 0.01µm to 0.10µm. The corresponding efficiency for the PIN structure, varies from 19.8% down to 16.5% with the thickness of the p-layer varying from 0.01µm to 0.10µm.Figures2(c) and 3(c) display the I-V characteristics for some p-thicknesses values, for the PN and PIN structures respectively. The I-V curves for the PN structure were obtained for the thicknesses of the p-layer of 0.01µm, 0.04µm and 0.10µm corresponding to the optimal p-doping values of 1.0 × 10 19 cm -3 , 1.3 × 10 17 cm -3 and 3.0 × 10 16 cm -3 respectively. For the PIN structure, the I-V curves were obtained for the same thicknesses corresponding to the optimal p-doping values of 1.0 × 10 19 cm -3 , 1.8 × 10 17 cm -3 and 2.9 × 10 16 cm -3 respectively. For both the PN and the PIN structures, the short-circuit current J SC remains almost constant while the open-circuit voltage V OC increases when decreasing the p-thickness and increasing the p-doping along the optimal curve of figures 2(b) and 3(b).

Figures 2 (

 2 Figures 2(b) and 3(b) summarize this variation showing thateven if the absolute optimal doping is high, the efficiency remains relatively high for wide doping and thickness ranges. For instance, for the PIN structure, a p-thickness of 0.04µm and a p-doping of 1.8 × 10 17 cm -3 lead to an efficiency of 17.5%. It remains relatively close to the optimal one obtained for a thickness of 0.01µm and a doping of 1.0 × 10 19 cm -3 . This point

  high p-doping. The Schottky solar cell, obtained by replacing the p-layer in the PN structure by a relatively high workfunction metal, was previously demonstrated as a reliable alternative to the InGaN PN solar cell[START_REF] Saad Hamady | Numerical simulation of InGaN Schottky solar cell[END_REF]. Similarly, replacing the p-layer in the PIN solar cell by a rectifying metal/InGaN contact leads to the new MIN (Metal-IN) structure. Figure4schematically displays these Schottky and MIN structures.

Table 4 :

 4 [ [ [0 0 0. . .1 1 10 0 0 ---1 1 1. . .0 0 00 0 0] ] ] [ [ [0 0 0. . .1 1 10 0 0 ---1 1 1. . .0 0 00 0 0] ] ] [ [ [1 1 1. . .0 0 0 × × × 1 1 10 0 0 14 ---1 1 1. . .0 0 0 × × × 1 1 10 0 0 17 ] ] ] [ [ [1 1 1. . .0 0 0 × × × 1 1 10 0 0 16 ---1 1 1. . .0 0 0 × × × 1 1 10 0 0 19 ] ] ] [ [ [5 5 5. . .5 5 50 0 0 ---6 6 6. . .3 3 30 0 0] ] ] [ [ [0 0 0. . .0 0 00 0 0 ---1 1 1. . .0 0 00 0 0] ] ] 0 0 0. . .1 1 10 0 0---1 1 1. . .0 0 00 0 0] ] ] [ [ [0 0 0. . .1 1 10 0 0 ---1 1 1. . .0 0 00 0 0] ] ] [ [ [1 1 1. . .0 0 0 × × × 1 1 10 0 0 14 ---1 1 1. . .0 0 0 × × × 1 1 10 0 0 17 ] ] ] [ [ [1 1 1. . .8 8 8 × × × 1 1 10 0 0 16 ---1 1 1. . .0 0 0 × × × 1 1 10 0 0 19 ] ] ] [ [ [666. . .1 1 11 1 1 ---6 6 6. . .3 3 30 0 0] ] ] [ [ [0 0 0. . .4 4 48 8 8 ---0 0 0. . .7 7 72 2 2] Optimum efficiency η obtained for the Schottky and MIN structures and associated open-circuit voltage V OC , short-circuit current J SC and Fill Factor FF,along with the corresponding physical and material parameters. These results are obtained from several optimizations with random starting points ensuring the absoluteness of the optimum efficiency η. x is the indium composition. L i and L n are the thicknesses of the I and N layers respectively and where applicable. N i and N d are the dopings of the I and N layers respectively where applicable. For each parameter, a range and a tolerance range are given. The range is on the second line of the table. It is the range within which the optimum value of a given parameter is sought. The tolerance range is given just below each parameter optimal value. It corresponds to the set of values of that parameter for which the efficiency η remains above 90% of its maximum, the other parameters being kept at their optimum values.

  structure has another decisive advantage over the PN and InGaN based MIN solar cell.

Figure 4 :

 4 Figure 4: Schematic views of the Schottky and MIN solar cells structures.

Figure 5 :

 5 Figure 5: Current-voltage characteristics for the InGaN Schottky and MIN solar cells.

  MIN PV efficiency as a function of the i-doping for various i-layer thicknesses.

Figure 6 :

 6 Figure 6: InGaN MIN solar cell efficiency for the optimal parameters given in table 4, varying only the i-layer parameters. Only part of the points is plotted for clarity's sake.

  for the Schottky structure, the tolerance range of the n-layer thickness is [0.53 -1.00]µm, while for the MIN structure, it is [0.10 -1.00]µm. This gives the MIN structure a wider nlayer manufacturing tolerance than the Schottky structure. This tolerance range is important when actual device fabrication is considered. For the n-doping, the Schottky structure has a tolerance range of [1.0 × 10 16 -3.0 × 10 17 ]cm -3 , while, for the MIN structure, the tolerance range is [1.8 × 10 16 -1.0 × 10 19 ]cm -3 . This allows to design heavily dopped n-layer to elaborate low resistance ohmic contact on InGaN, one of the major challenges in the III-Nitride solar cell processing [1], and without noticeably impacting the PV performances.5. MIN structure with actual experimental InGaN composition, thickness and metal workfunction

Figure 7 :

 7 Figure 7: The photovoltaic efficiency of the InGaN MIN solar cell with the actual experimental Indium composition, with defect density for two Gaussian distributions. The cell parameters are fixed to their optimal values shown in table 6.
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Table 1 :

 1 

		42	4.1		2.3 × 10 18 4.6 × 10 19 8.9
	InN	0.7		5.6		9.1 × 10 17 5.3 × 10 19 15.3
					(a) Data from ref [15].
		µ 1 n	(cm 2 /Vs)	µ 2 n	(cm 2 /Vs)	δ n	n N crit	(cm -3 )
	GaN		295			1460	0.71	7.7 × 10 16
	InN	1982.9		10885	0.7439 1.0 × 10 17
					(b) Data from refs [20, 21].
		µ 1 p	(cm 2 /Vs)	µ 2 p	(cm 2 /Vs)	p δ p N crit	(cm -3 )
	GaN			3.0				170	2.0 1.0 × 10 18
	InN			3.0				340	2.0 8.0 × 10 17
					(c) Data from ref [15].
	1							0.69642 0.46055
	0.83						0.66796 0.68886
	0.69						0.58108 0.66902
	0.57						0.60946 0.62182
	0.5						0.51672 0.46836
	0							3.52517 -0.65710

Experimental or ab initio data used in the simulations. Owing to the absence of any experimental data, α n , β n , γ n , α p , β p and γ p have been estimated to 1.

Indium Composition C (eV -1 ) D (eV -2 )

Table 2 :

 2 

Values for C and D in equation (2) as found by

Brown et. al. in [15]

.

Table 3 :

 3 Optimum efficiency η obtained for the PN and PIN structures and associated open-circuit voltage V OC , short-circuit current J SC and Fill Factor FF,

Table 5 :

 5 The dominating deep-level defect parameters in InGaN as experimen-

Table 6 :

 6 Optimum efficiency η obtained for the MIN solar cell with a recently published actual experimental x = 0.22 Indium composition[START_REF] Fabien | Large-area III-nitride double-heterojunction solar cells with record-high in-content InGaN absorbing layers[END_REF] and layer thicknesses limited to 0.4µm. The associated open-circuit voltage V OC , short-circuit current J SC and Fill Factor FF, along with the corresponding physical and material parameters, are equally shown. For each parameter, a range and a tolerance range are given. The range, within which the optimum value of a given parameter is sought, is on the second line of the table. The tolerance range is given just below each parameter optimal value. It corresponds to the set of values of that parameter for which the efficiency η remains above 90% of its maximum, the other parameters being kept at their optimum values.

	W f (eV ) η for x = 0.60 (%) η for x = 0.22 (%)
	5.65	6.34	3.70
	5.93	13.58	5.22
	6.10	17.84	6.15
	6.30	19.80	7.25

Table 7 :

 7 Optimum efficiency η obtained for a MIN solar cell with various usual

http://rredc.nrel.gov/solar/spectra/am1.5/astmg173/astmg173.html