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A simple alternative to the expression of finite Warburg diffusion impedance in porous electrodes by considering oxygen consumption along the air channel

The classical expression of the finite Warburg element used for analysing electrochemical impedance spectroscopy (EIS) spectra is obtained assuming that the reaction occurs at the electrode/membrane interface and that the oxygen concentration at the gas channel/gas diffusion layer interface is constant. An alternative to this expression is proposed: it takes into account the variation in oxygen concentration along the gas channel due to the oxygen-reduction reaction (ORR). This pseudo-2D approach is well suited for investigating mass transfer limitations in the fuel cell membrane-electrode assemblies (MEA). Simple numerical applications starting from data already published by different authors show that with this new expression, conclusions about the mass transfer limiting layer and its main characteristics can be significantly modified. This improvement to the usual Warburg impedance could contribute to a better understanding of mass transfer limitation in fuel cells and eventually, to the design of MEAs in which diffusion losses are minimal.

Introduction

Fuel cell development has made considerable progress in recent years, so that their incorporation in mobile and stationary power applications becomes a realistic aim for the near future. Among the different categories of fuel cells (depending on the fuel and on the type of electrolyte), proton exchange membrane fuel cells (PEMFC) are very promising because of their moderate operating conditions (temperatures < 100 °C, gas pressures from 1 to 3 atm (1)). Fed by pure hydrogen and air, they do not emit any greenhouse gases.

Fuel cells must be able to operate at high current densities with a satisfying efficiency and reasonable gas consumption. Under these conditions, the slow oxygen diffusion to the cathode reaction sites is a significant impediment, which has a direct influence on the oxygen reduction reaction (ORR) kinetics: for instance, various studies highlight the role of the gas diffusion layer in oxygen mass transport limitations in PEMFC (2,3). Hence, there is a need for mass transfer studies pointing out clearly the origin of the oxygen diffusion limitations, for which EIS can be of great interest besides of being a powerful technique for investigating electrochemical reaction kinetics in the porous electrodes.

The first one-dimensional steady-state diffusion model proposed by Springer et al. (4) made it possible to analyse fuel cells performance dependence on water management. Since, many improvements have been brought to the theoretical models. Most of them focus on charge and mass transfer dynamics in the cathode active layer (5)(6)(7). Eikerling and Kornyshev (6) even developed a model describing potential and concentration gradients through the active layer in the direction perpendicular to the electrode surface. In parallel, EIS allows to investigate the different processes occurring in PEMFCs (8) and to analyse in situ fuel cells behaviour (9,10). One of the most common expressions of diffusion impedance used in fuel cell equivalent circuits is the finite Warburg element (11). It is based on simple assumptions: Fick's diffusion of oxygen, surface reaction, and a constant concentration at the gas channel boundary of the diffusion medium. The resulting expression of the diffusion impedance yields surprisingly good results. However, in order to improve this model, a decreasing oxygen concentration profile along the gas channel can be used as a boundary condition. This does not change radically the expression of the diffusion impedance, but it is a first step for obtaining a more accurate mass transfer model.

Theoretical Model

Before accessing the active reaction sites, air and hydrogen have to flow through different media: the bipolar plates ensuring the gas supply via the flow-field channels, the gas diffusion layers (GDL) homogenising the gas propagation over the electrodes, and the catalyst layers consisting of a porous mixture of carbon powder and catalyst particles embedded in the electrolyte. Gases have to flow through their pores and the electrochemical reactions occur on (or in) the solid phase. Mass transfer models should take into account as well as possible the geometrical characteristics of these successive media but actually, the finite Warburg element describes only gas diffusion through a homogeneous medium.

Mass transfer model

According to the majority of the authors (5,6,12), the oxygen reduction reaction is the limiting factor for the energy conversion process in PEMFC and on top of that, the access of oxygen to the reaction sites remains problematic, due to the (possible) presence of liquid water in the MEA and to the low oxygen partial pressure when the fuel cell is fed by air (1). On the other hand, since the cathode is the place of water production, the ionic resistance of the well-hydrated polymer can be neglected. As a consequence, the main hypotheses of the one-dimensional cathode model, where oxygen transport occurs only by diffusion are:

• The fuel cell is isotherm and isobar.

• Ohmic drops in the active layer and in the GDL are neglected due to their high ionic and electronic conductivity. • Mass transfer of O2 and H2O is assumed to occur only by diffusion in the pores of the active layer and the GDL. • There is no H2O diffusion through the agglomerates. These are usual assumptions for one-dimensional mass transfer modelling in fuel cells. In order to obtain a pseudo-2D model (Figure 1), which takes into account oxygen concentration variation along the gas channel, three more hypotheses are made:

• Mass transfer limitations in the gas channel are neglected.

• Time variations of the oxygen concentration in the channel are neglected.

• The Tafel slope b is constant between the inlet and the outlet of the air channel.

The electrode surface is given by L × d; the gases flow along the channel length L.

Usually, it is preferable to use a Butler-Volmer formalism to describe oxygen reduction kinetics (13) but for sufficiently high current densities and in steady state, the activation overpotential follows a Tafel law of the form: 

 = = [1]
In equation [1], the faradaic current density jf (y) and the oxygen concentration cO2 (x,y) vary along the gas channel, i.e. as functions of the y coordinate (Figure 1). The cell average current density J is given by:

0 1 L f J j dy L =  [2]
It is worth mentioning that by convention, the activation overpotential as well as the faradaic current density at the cathode side are usually negative. However, for convenience their absolute values are considered in the following: ( )

,0 f j y t  .
Under the conditions mentioned above, the molar fluxes of oxygen and water in the channel depend also on their y-position. Thus, the molar flux of oxygen 2 () O Ny corresponds to that at the inlet of the gas channel minus the flux consumed at the cathode:

( ) 0 02 02 4 y f in d j dy N y N F =-  [3]
Supposing that all water produced by the fuel cell remains in the air channel, it comes:

( )
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The fuel cell being fed by air, the oxygen molar ratio at the GDL/gas channel interface as a function of y is given by: Neglecting the integral in the denominator of [6], it can finally be approached by: ( ) ( )
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. According to the previous hypotheses, mass transport of oxygen through the pores of the GDL and those of the electrode is described by Stefan-Maxwell equations (1,14,15). However, since the binary diffusion coefficients of O2/H2O and O2/N2 are close to each other, it seems reasonable to use Fick's 1 st law. Assuming that the electrochemical reaction takes place only at the active layer/membrane interface (x = 0), the 1 st Fick's law can be written:

( ) 2 2 0 O O eff x y c N y D x =  =-  . [8]
The gas diffusion and active layers being porous, it is necessary to use an effective diffusion coefficient eff D (16,17) taking into account their porosity ε and possibly, the presence of Knudsen diffusion (1,17). The most common expressions obey Archie's law (18,[START_REF] Torquato | Random Heterogeneous Materials: Microstructure and Macroscopic Properties[END_REF]:

m eff D D  = [9]
Where m is an exponent varying between 1.5 and 4. In the case of a 3D medium, there is a wide consensus for using m = 3/2, which corresponds to the differential effective medium approximation introduced by Bruggeman [START_REF] Torquato | Random Heterogeneous Materials: Microstructure and Macroscopic Properties[END_REF][START_REF] Bruggeman | Berechnung verschiedener Physikalischer Konstanten von heterogenen Substanzen[END_REF]. m = 3/2 is probably appropriate for the active layers, in which the orientation of the solid phase does not follow a privileged direction (although this is not true in the agglomerate models using a cylindrical description). In the gas diffusion layers however, the solid phase can be considered as two-dimensional since the carbon fibres are mainly parallel to the electrodes. In this case, the result of the differential effective medium theory is m = 2 [START_REF] Torquato | Random Heterogeneous Materials: Microstructure and Macroscopic Properties[END_REF]. In a liquid, the diffusion is governed by shocks between particles and D corresponds to the molecular diffusion coefficient Dmol. In a gas, two cases have to be distinguished depending on the values of the pore size and of the molecules mean free path  (14):

2 A PN 2 RT    = [10]
Where NA is the Avogadro number and  the mean molecule diameter. If the mean free path is much smaller than the pore size inter-molecule collisions govern the diffusion process and D = Dmol. If the mean free path is of the same range as the pore size ( ≈ dpore) molecule collisions with the pore wall become significant and the Knudsen diffusion must be considered. This is not the case in the GDL where the typical pore size is between 20 and 50 m (21). On the other hand, Kong et al. (22) showed that in most of the active layers, the pore size is between 30 and 60 nm. Therefore, the Knudsen diffusion has to be taken into account. Since the mean free path of the gas molecules is of the same order of magnitude as the pore size, there exist various more or less sophisticated expressions combining D K and Dmol for estimating the diffusion coefficient D. One of the most simple is the Bosanquet formula

K mol D 1 D 1 D 1 + = the Knudsen diffusion coefficient of species i K i D can be expressed by i pore K i M RT 8 d 3 1 D  = .

DC solution

In steady-state conditions, cO2 and Ni (with i = O2, N2, H2O), as well as jf and ηact are constant in time. As the different species are neither consumed nor produced in the diffusion layers, their molar fluxes depend only on the y position. Nitrogen being inert, its flux is null while oxygen and water fluxes can be expressed by jf (y): Solving the two Fick's diffusion equations in steady-state, knowing the oxygen concentration at the channel/diffusion layer interface [7] yields an expression for cO2 (x,y). Fick's 2 nd law in steady-state conditions is given by:

2 02 2 0 eff c D x  =  . [12]
Using equation [11] relating jf and the molar oxygen flux, the 1 st Fick's law [8] gives:
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This leads to the following expression for oxygen concentration in steady-state:
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For comparison, the oxygen concentration in the classical 1D model is expressed by:

( ) 0 02 02 1 4 eff Jx c x c FD    = - -   . [15]
The difference between [14] and [15] lies in the oxygen concentration at the gas channel boundary. In the one-dimensional model, it is constant over the electrode surface, whereas in the two-dimensional model it varies between the gas inlet and the outlet.

AC solution

When a small sinusoidal perturbation Δjf (y,t) is added to the mean (DC) current density ( )

f t
jy, the oxygen concentration cO2 fluctuates around its steady-state value with the same frequency. Solutions for the current density and the concentration must obey the following conditions:
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And the time-averaged values of the oxygen concentration jy correspond to the steady-state solution [14]:
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Thus, in boundary conditions [7] and [13], the current density is replaced by its timeaveraged expression ( )

f t
jy. Fick's 2 nd law in AC conditions is given by:

2 02 02 2 eff cc D tx  =  [19]
Resolving this system of partial differential equations yields the following expression for cO2(x,y,t): 
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At x = 0, the variation in oxygen concentration ΔcO2(x = 0,y,t) is given by: ( ) ( )
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]
which makes it possible to express the faradaic impedance, defined as:

2 2 0 act act act O f f f O f x c Z j j c j    =     = = +     . [22]
The first term

act f j   
is the charge transfer resistance Rct, which can be obtained by deriving the Tafel law [1]:

( ) () tc f t b Ry jy = , in Acm 2 . [23]
The second term . Therefore, the mass transfer impedance can be calculated with [21] and [17], which yields:

( )
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[24]

The oxygen concentration at x = 0 can be obtained with [18]. The expression of the diffusion impedance [24] can also be written:

( ) ( ) 2 2 tanh d D co d d iw Z y R iw   = , [ 25] 
with the low frequency limit Rd 2D [27]

At the first sight the expression of the pseudo-2D diffusion impedance is identical to a classical finite Warburg element (11):

( )

1 tanh d D Wd d iw ZR iw   = , [28] with 1 02 4 ( 0) D d eff t b R FD c x  = = .
[29]

The characteristic diffusion time τd is also the same as in the pseudo 2D model [27]. Actually, the difference lies in the expression of the low frequency limit 1 /2 DD d

R

: in the pseudo 2D model [START_REF] Fischer | [END_REF] the oxygen concentration 02 ( 0, ) t c x y = depends on the y position, which should improve the precision of parameter estimation starting from the global diffusion impedance as well as from its local values along the cell.

Results and discussion

Applied to actual fuel cell systems, the pseudo-2D diffusion model gives access to the global and local mass transfer characteristics under specified working conditions. It is used to analyse data taken from the literature (15,23) in order to open a discussion about its accuracy and interest.

of local mass transfer

It can be useful to assess the local gas diffusion conditions in a given MEA in order to determine the optimal operating parameters. From [START_REF] Fischer | [END_REF] and [18], an explicit expression for the diffusion resistance ( )

2D d
Ry can be obtained. Calculating the 2 D d R profile between the gas inlet and the gas outlet reflects the local mass transfer dynamics, which affects in turn the oxygen reduction kinetics:
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2 2 0 0 2 2 () 4 ( ) 1 D d y Of t eff O f t O b R IS d j y dy FD c j y IS H   = - - +  .
[30]

The results illustrated below are deduced from data published by Bultel et al. (15). They correspond to a H2/air PEMFC operating at 60 °C and with an inlet relative humidity of about 90%. The characteristics of the gas diffusion layer and the main operating conditions are summarized in table I.

Table I:

Values of the parameters used for mass transfer kinetic analysis (15).

Tcell [°C] 60 H [-] 0.9 p [atm] 1 SO2 1 [-] 2 (if not mentioned otherwise) Aelectrode [cm 2 ] 0.5 L 1 [cm] 1 d 1 [cm] 0.5 δGDL [µm] 500 (if not mentionend otherwise) εGDL 0.2 2, 2 O H O GDL eff D [m 2 s -1 ]
3. ( )

2D d
Ry profiles between the air inlet and the air outlet for different air stoichiometries. The curves tend toward infinity for SO2 < 1.93 according to eq. [31] and to the values of the parameters given in table I. Ry for each position y. Fig. 2 shows the modelled profiles of ( )

2D d
Ry under the operating conditions of table 1 and for air stoichiometries varying between 1.5 an 8. The increase in ( )

2D d
Ry from the air inlet to the air outlet depends on the air stoichiometry. There is a critical value of the air stoichiometry ( )

2 crit O
S  -depending on the diffusion medium thickness δ-for which no oxygen can access to the active sites beyond a limiting length ylim. As a consequence, for y approaching ylim, 2 D d R tends toward infinity.

( )

2 crit O
S  is defined as the stoichiometry factor for which the oxygen concentration at the electrode/membrane interface at the gas channel outlet

( ) 2 0, O c x y L == is null.
In steady-state conditions and from [14], it comes:

( )

0 02 2 0 02 1 4 crit O eff c S J cH FD  = -+ [31]
In the example of Figure 2, ( )

2 crit O
S  is about 1.93 and for SO2 = 1.5, there is no oxygen reaching the electrode/membrane interface beyond ylim/L = 0.78. The analysis of ( )

2D d
Ry profiles makes it possible to determine in which conditions the diffusion impedance can be described by a one-dimensional model (when, for instance, the maximum relative variation over the electrode length

( ) ( ) ( ) ( ) 22 2 2 0 0 DD dd D d D d R L R RL R - = is below 10%).
For this example ( 15), a one-dimensional behaviour would be achieved only for air stoichiometries SO2 above 11. Ry between the air inlet and the air outlet for different values of the diffusion layer thickness and with an air stoichiometry SO2 = 2 (starting from data of Bultel et al. (15), table I).

The curves in Figure 3 show that the thickness of the diffusion layer can have a great impact on mass transfer kinetics: when SO2 = 2, reducing its initial value (500 µm With relatively simple hypotheses, this alternative expression of the Warburg diffusion impedance shows that in certain conditions, mass transfer limitations due to oxygen consumption along the channel can be quite significant: the usual 1D expression remains satisfying only for large values of the air stoichiometry which do not correspond to usual operating conditions. Further investigations should focus on the time-variations of the oxygen concentration resulting from upstream consumption and convection, which should entail -in some cases-a time-shift between oscillation in current density and in oxygen concentration, as a function of the flow velocity (24).

Identification of the main characteristics of diffusion EIS could also be used to estimate the geometrical characteristics of diffusion layers. As 1 /2

DD d R
and τd depend both on the diffusion medium thickness δ, on the effective diffusivity Deff, and indirectly on the porosity ε [9], the experimental impedance spectra can be used to identify the value of these parameters. Starting from the expression of the characteristic diffusion time τd [27], that of ( )

2 02 0 02 02 1 1 2 4 1 d tc D d JR R S Fc SH    =+   - + .
[34]

The limiting diffusion layer can be determined by comparing the value of δ identified from the experimental spectra to the actual thickness of the gas diffusion layer and of the active layer. Furthermore, comparing the results of equations [32] and [33], shows whether oxygen transport can be considered as one dimensional or 2-dimensional. Examples of results are presented in the following, using data published by Rubio et al. (23), which are obtained with a single PEM cell of S = 100 cm 2 operating at 12.5 A. The fuel cell is fed by pure H2 and air (at 1 atm) with a stoichiometry SO2 = 2.3 (23).

According to Rubio et al., the charge transfer resistance Rtc = 13.2 mΩ and the diffusion resistance Rd = 7.97 mΩ. Since the cell temperature was not controlled, it has to be estimated, as well as the air inlet relative humidity. Knowing that the fuel cell was not humidified, we chose Tcell = 60 °C and RH = 0.1. The identified values for δ and Deff are given in table II. The differences between values of the diffusion layer thickness δ and of the effective diffusion coefficient Deff obtained with the usual Warburg expression and with the one resulting from the pseudo-2D approach shows clearly that gas consumption along the air channel has a significant influence, at least in these operating conditions. The classical one-dimensional Warburg expression yields a value of the effective diffusion coefficient typical of active layers [table II]; the corresponding value of the porosity (starting from an equivalent -molecular and Knudsen-diffusion coefficient equal to 6.9 10 -6 × εAL 3/2 [9]) is also within the range generally considered for active layers. However, using the finite Warburg impedance, the estimated thickness of the diffusion layer is almost 2 orders of magnitude larger than that of an active layer (≈ 10 µm). As a consequence, the 1D model does not allow conclude about the limiting layer for mass transfer. Using the pseudo-2D approach [34], both the porosity and the equivalent diffusion coefficient are within ranges typical of gas diffusion layers. The estimated thickness is about 3 times larger than actual GDL thickness, which could be explained by gas diffusion in the y direction below the channel rib (increasing the total diffusion length) and/or by a possible mass transfer resistance in the gas channel. Thus, the pseudo 2D approach returns results pointing out the gas diffusion layer as the limiting mass transfer layer, in accordance with some previous works (15).

Conclusions and perspectives

EIS is frequently used to investigate the origin of the mass transfer impedance in cathode gas diffusion and active layers. However, the classical expression of a finite Warburg element used for analysing impedance spectra is obtained assuming that the oxygen concentration at the gas channel/gas diffusion layer interface is constant. This hypothesis is much constraining when the gas stoichiometry is low, and it could lead to wrong estimates of mass transfer parameters characterising the diffusion media. An alternative to this expression is proposed: considering gas consumption along the gas channel entails minor changes to the classical Warburg expression but the first numerical applications show that conclusions about the mass transfer limiting layer and its main characteristics can be significantly modified. The estimated value of the GDL thickness is significantly higher than the actual one, which could be linked to a possible mass transfer resistance in the gas channel and/or to constriction effects in the GDL, below the channel rib. Considering oxygen consumption also makes it possible to investigate variations in local impedance spectra and in the diffusion kinetics along the air channel. These first results are only of qualitative interest and should be shortly confirmed by specific experimental investigations. Other alternatives to the expression of Warburg impedance will also be evaluated, by considering for instance mass transfer resistance in the gas channel or at the interface between the channel and the GDL.

Figure 1 .

 1 Figure 1. Schematic representation of the pseudo 2D diffusion model. Oxygen concentration variation in the channel is taken into account for mass transfer modelling.
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Table II :

 II Diffusion layer thickness δ and effective diffusion coefficient identified starting from experimental results of Rubio et al.(23) and comparison with typical values from the literature. Oxygen is assumed to diffuse in gas phase in the GDL and the active layer: the possible presence of liquid is accounted through the actual value of the porosity ε.

	Model	δ [m]	Deff [m 2 s -1 ]	εGDL	εAL
	1D	0.834 10 -3	9.94 10 -7	0.18	0.27
	pseudo 2D	1.2 10 -3	1.96 10 -6	0.25	0.43
	Literature	GDL: 0.42 10 -3 [27] AL: 10 10 -3 (est.)	GDL: 3.2 10 -5 x εGDL 2 AL: 6.9 10 -6 x εAL 3/2 (25)	0.2 -0.6 (5)	0.2 -0.35 (26)