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Abstract

Heat and mass exchanges between the two phases of a spray is a key point for the understanding of physical phenomena occurring
during spray evaporation in a combustion chamber. Development and validation of physical models and computational tools dealing
with spray evaporation requires experimental databases on both liquid and gas phases. This paper reports an experimental study of evap-
orating acetone droplets streaming linearly at moderate ambient temperatures up to 75 �C. Two-color laser-induced fluorescence is used
to characterize the temporal evolution of droplet mean temperature. Simultaneously, fuel vapor distribution in the gas phase surrounding
the droplet stream is investigated using acetone planar laser-induced fluorescence.

Temperature measurements are compared to simplified heat and mass transfer model taking into account variable physical properties,
droplet-to-droplet interactions and internal fluid circulation within the droplets. The droplet surface temperature, calculated with the
model, is used to initiate the numerical simulation of fuel vapor diffusion and transport in the gas phase, assuming thermodynamic equi-
librium at the droplet surface. Influence of droplet diameter and droplet spacing on the fuel vapor concentration field is investigated and
numerical results are compared with experiments.

Keywords: Laser-induced fluorescence; Droplet; Acetone; Evaporation; Temperature; Fuel mass fraction
1. Introduction

Most industrial combustors operate with liquid fuel
sprays (e.g. aircraft engines, gas turbines) in order to
improve combustion efficiency by increasing heat and mass
transfer surface between fuel and oxidizer. However, spray
vaporization and combustion are very complex topics
which require the understanding of physical processes such
as spray atomization, transport by turbulence, chemistry
and also interactions of all these quantities. For instance,
depending on parameters such as droplet diameter and
spacing, the fuel spatial distribution around droplets may
change and various combustion regimes may occur such
* Corresponding author. Tel.: +33 3 83 99 57 32; fax: +33 3 83 99 99 44.
E-mail address: fabrice.lemoine@ensem.inpl-nancy.fr (F. Lemoine).
as group combustion or individual droplet burning [1,2].
In addition, spatial and temporal non-uniformities of fuel
distribution have been identified as key factors leading to
increased pollutant emissions or combustion oscillations
[3,4]. Nonetheless, in an industrial-type combustor, all
the parameters mentioned above are generally coupled to
each other, which makes it difficult to determine their
separate influence. As a result, experiments are often
performed on idealized sprays in order to minimize the
coupling between the different effects and to provide para-
metric results. In particular, many studies on droplet evap-
oration or combustion have been performed using linear
monodisperse droplet streams [5–8]. This simple geometry
is particularly attractive because it generates a temporally
and spatially repeatable stream of droplets with well-con-
trolled injection frequency, droplet size and velocity and
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Nomenclature

a thermal diffusivity
A Einstein coefficient of spontaneous emission
B Einstein coefficient of absorption
BM mass transfer Spalding number, BM ¼ Y S�Y1

1�Y S

C reduced droplet spacing or distance parameter
Cp specific heat
D droplet diameter
Dg molecular diffusivity of acetone vapor
E laser energy
fi population fraction of the pumped states
I fluorescence intensity
Le Lewis number
Lv liquid fuel latent heat of vaporization
m droplet mass
_m fuel vapor flowrate
Nabs number density of absorbing species
Nu space averaged Nusselt number
Pr Prandtl number
QL heat flux penetrating into the droplet
P pressure
Q collisional quenching rate
Re droplet Reynolds number
Pe Peclet number
r radial coordinate
R droplet radius
S droplet surface
Sh space averaged Sherwood number
T temperature
Tm droplet mean temperature

t time
US maximum surface velocity
V probe volume
~V gas phase velocity vector
Vd droplet velocity
YK fuel vapor mass fraction

Greek symbols

a optical constant
d fuel vapor boundary layer thickness
UC convective heat flux
Uvap vaporization heat flux
v fuel vapor molar fraction
k thermal conductivity
l dynamic viscosity
q specific density

Subscripts
* normalized quantities
1 conditions far from the droplets
d droplet
g gas phase
iso isolated droplet
i injection
K fuel vapor phase
l fuel liquid phase
ref reference state
S conditions at the droplet surface
droplet spacing, which allows determining the individual
influence of each of these parameters on droplet vaporiza-
tion. Therefore, experiments performed with this geometry
can provide a database for various aerothermal conditions,
which is very useful for the validation of computational
fluid dynamics codes on test cases where all the flow
parameters are controlled. In addition, physical models
can be derived from such experiments and can be subse-
quently implemented into simulation codes in order to cal-
culate more complex situations. For example, computation
of the spatial distribution of fuel vapor concentration in the
gas phase requires the knowledge of the vapor mass flow-
rate at the droplet surface, which is directly related to the
liquid phase temperature. Therefore, it is necessary to col-
lect experimental data simultaneously on both the liquid
and gas phases in order to fully characterize the spray
behavior for the validation of such computations. How-
ever, experimental studies found in the literature were
focused either on the liquid fuel phase by measuring drop-
let size, velocity, temperature and mass flux or on fuel
vapor surrounding the droplets, but very few provide com-
bined measurements on both the liquid and gas phases.
Measurement of physical parameters in a spray requires
the use of non-intrusive techniques. One of the most usual
techniques is Laser-Induced Fluorescence (LIF), which is
particularly interesting because it allows discriminating
the liquid and vapor phases of the fuel. In addition, LIF
signals are intense, which leads to better detectivity and
also improved signal-to-noise ratio. Spectroscopic proper-
ties of acetone are well known and, therefore, it has been
widely used as a tracer in planar laser-induced fluorescence
(PLIF) measurements of gas phase concentration and tem-
perature [9,10]. In particular, spatial distribution of acetone
vapor around a monodisperse stream of acetone droplets
can be measured using acetone PLIF [11], while droplet
mean temperature can be obtained with two-color laser-
induced fluorescence [12].

The remaining paper comprises four sections. The first
part describes the laser-induced fluorescence techniques
and the optical set-up used in the experiments. The second
and the third parts present the modeling for the liquid and
gas phase with a special emphasis on boundary conditions.
In the fourth part, experimental data obtained using com-
bined measurements of fuel vapor concentration around a
monodisperse stream of acetone droplets and droplet
temperature are presented. The data are compared with



calculations of the liquid phase temperature based on evap-
oration models of interacting droplets. The determined
droplet surface temperature is then used as a boundary
condition for numerical simulations of the gas phase taking
into account vapor diffusion and transport. The com-
puted vapor distribution is then compared to experimental
results obtained by PLIF. Influence of droplet diameter
and droplet spacing on the fuel vapor boundary layer is
particularly examined for ambient temperature limited to
75 �C. Finally, the paper ends with a summary of the main
findings.

2. Experimental set-up and measurement techniques

2.1. Monodisperse droplet stream

A linear monodisperse droplet stream is generated by
Rayleigh disintegration of a liquid jet, with the use of a
mechanical vibration obtained by a piezoceramic orifice
[13]. The fuel can be pre-heated within the injector by
means of an external heated water circulation. Fuel tem-
perature is measured at the injection point with the use
of a K type thermocouple. Additionally, the droplet stream
can be injected in a large enclosure equipped with adequate
optical access, where temperature can be maintained up to
75 �C.

2.2. Measurement techniques

2.2.1. Two-colors laser-induced fluorescence applied to

droplet temperature measurements

The main outlines of the two-color laser-induced fluo-
rescence technique are presented in this section, and the
extension of the method to acetone droplet temperature
measurements is emphasized. Further technical details
can be found in a previous paper [12]. Acetone fuel is pre-
viously seeded with a low concentration (a few mg/l) of
rhodamine B. The fluorescence of rhodamine B, which
can be easily induced by the green line of an argon ion laser
(k = 514.5 nm), is broadband, and its temperature sensitiv-
ity is strongly dependent on the wavelength [12]. The fluo-
rescence intensity, as a function of the different physical
and optical parameters, is given by [14]:

I fðkÞ ¼ KoptðkÞKspecðkÞV cI0CebðkÞ=T ð1Þ
where Kopt(k) is an optical constant, Kspec(k) is a constant
depending solely on the spectroscopic properties of the
fluorescent tracer in its environment (i.e. the fuel), I0 the
laser intensity, C the molecular tracer concentration, T

the absolute temperature, Vc is the fluorescence photons
collection volume. The product CVc of the collection vol-
ume by the tracer molecular concentration is related to
the number of fluorescence photons emitted by the rhoda-
mine B molecules excited by the laser radiation and reach-
ing the photodetector surface. This parameter is strongly
dependent on the droplet size and on its position within
the laser probe volume. The factor b(k) characterizes the
temperature dependence of fluorescence intensity at the
wavelength k.

In order to collect a large number of photons, the fluo-
rescence signal is detected over a spectral band [ki1;ki2], i

denoting the spectral band. The resulting signal can be
expressed using second-order polynomials as [7]:Z ki1

ki1
KoptðkÞKspecðkÞV cI0CebðkÞ=T dk ¼ KoptiKspeciV cI0Ce

ai
T 2þ

bi
T

ð2Þ

where Kopti and Kspeci are the optical and spectroscopic con-
stants related to the spectral band i. The parameters ai and
bi are the temperature sensitivity coefficients for the spectral
band i. Measuring the temperature of a moving and evapo-
rating droplet requires to eliminate the influence of the
parameters CVc and I0. For example, in pure vaporization
conditions, the dye concentration is likely to vary and the
collection volume is constantly changing when the droplet
crosses the probe volume. Furthermore, the intensity distri-
bution of the laser inside the droplet depends on the posi-
tion of the droplet within the probe volume due to the
lensing effect of the droplet spherical interface. In order to
overcome these problems, fluorescence intensity is detected
over two spectral bands for which temperature sensitivity is
highly different. Selection of these spectral bands is opti-
mized with a preliminary study of the influence of tempera-
ture on the fluorescence spectrum of rhodamine B dissolved
in acetone, which allows b(k) to be determined, as presented
in Fig. 1. A first band located in the vicinity of 535 nm and a
second one centered at 580 nm seems to be a good trade-off
between signal intensity and temperature sensitivity. The
ratio between both fluorescence intensities collected on both
optimal spectral bands is given by:

Rf ¼
I f1

I f2

¼ Kopt1

Kopt2

Kspec1

Kspec2

e
a1�a2

T 2 þ
b1�b2

T ð3Þ

This ratio is totally independent of the dimensions of the
intersection between the droplet, the laser probe volume
and the photon collection volume. The influence of the
local laser intensity and tracer concentration is also totally
eliminated. The set of coefficients (a1–a2) and (b1–b2) is pre-
liminarily determined in a temperature-controlled cell. The
use of a single reference point where temperature is known
allows eliminating the optical and spectroscopic constants
Kopt and Kspec.

The measurement volume is formed by means of a laser
Doppler anemometer, which also allows the droplet veloc-
ity to be measured (Fig. 2). Droplet mean temperature
can be obtained using a measurement volume diameter
comparable to the droplet diameter itself and by averaging
the fluorescence signal over the overall transit time of the
droplet in the measurement volume [12]. The fluorescence
signal is transmitted by an optical fiber to a set of beam-
splitters and optical filters, which permits the fluorescence
signal to be divided into the two aforementioned spectral
bands. Mie scattering is eliminated using a high-pass filter.
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Fig. 1. Dependence of the temperature sensitivity b(k) as a function of fluorescence wavelength.

Fig. 2. Two-colors laser-induced fluorescence optical set-up.
The fluorescence signal is detected over the two spectral
bands by means of two photomultiplier tubes equipped
with two rapid pre-amplifiers (Fig. 2).

2.2.2. Acetone vapor concentration measurements using

Planar Laser-Induced Fluorescence (PLIF)
In the present experiment, acetone acts as the evaporat-

ing fuel as well as a fluorescent tracer for the gas phase. The
main advantages of using acetone as a fluorescent tracer
are summarized in [11].

PLIF is based on the absorption of the incident light by
molecules which are excited to a higher energy level. Some
of the excited molecules return to equilibrium by emitting
fluorescence. The intensity of the fluorescence signal is pro-
portional to the molar fraction C of the absorbing fluores-
cent molecules and an efficiency coefficient depending on



the temperature T and the excitation wavelength k. The
flow is illuminated by a laser sheet which wavelength is
tuned to excite a particular transition of a molecular spe-
cies. The total light emission per unit sheet area, for unsat-
urated excitation is given by [15]:

I ¼ aEVN absfiðT ÞB½A=ðAþ QÞ� ð4Þ

where a is a specific constant of the experimental set-up, E

is the laser energy per pulse per unit area per unit fre-
quency, V is the measurement volume, Nabs is the number
density of the absorbing species, and fi (T) represents the
population fraction of the pumped states. A and B are
the Einstein coefficients related to the spontaneous emis-
sion and absorption processes respectively. The parameter
Q, known as the collisional quenching rate constant, repre-
sents the energy loss by both intermolecular redistribution
and internal conversion. When a molar fraction is to be
measured, a single-wavelength excitation tuned on a quan-
tum state, which minimises the overall temperature depen-
dence of the fluorescence signal in the temperature range of
the experiment, can be used. Consequently, if pressure is
constant, the fluorescence signal is proportional to the
number density of fluorescent species. The proportionality
factor can then be evaluated using suitable calibration tech-
niques. It depends on experimental parameters such as
probe volume, solid angle, spectral and spatial efficiencies
of filters and cameras, power density of the laser, spectro-
scopic constants such as transition probability, absorption
lineshape and fluorescence quantum yield which are usually
known. The UV beam at 266 nm, is formed into a thin
sheet by combining cylindrical and spherical lenses
(Fig. 3). Fluorescence from part of the laser sheet is col-
lected by an imaging lens at right angles and recorded with
a 16-bit intensified CCD camera equipped with a 512 � 512
array, connected to a PC, where the images are stored. The
exposure time of the ICCD camera is 1 ls and acquisition
frequency is 2 Hz. The area of the laser sheet imaged by the
ICCD camera is equal to 8.5 � 8.5 mm2 leading to spatial
resolution of 16 lm per pixel. Thickness of the laser sheet
is of the order 130 lm. Spectral filters are placed in front
Fig. 3. Acetone PLIF experimental set-up.
of the imaging lens to absorb the scattered light while
transmitting the acetone fluorescence.

In the present experiments, performed under constant
pressure conditions and with a moderate temperature evo-
lution (less than 75 �C), the fluorescence signal emitted by
acetone molecules is proportional to acetone concentra-
tion, which corresponds to fuel concentration in the
surrounding gas phase in the case of vaporizing acetone
droplets. In addition to classical corrections for back-
ground luminosity, non-uniformities in the collection
optics and variations in the laser sheet profile, the correc-
tion introduced in [11] consists of reducing the influence
of halation phenomenon on fuel vapor measurements.
Mie scattering is first performed on a monodisperse stream
of ethanol droplets because ethanol is a non-fluorescent
fuel. Spatial extent of halation is determined from these
Mie experiments. PLIF imaging on the same monodisperse
droplet stream operating with acetone fuel is then carried
out. Halation intensity from Mie experiments (normalized
by the value of the LIF signal at the droplet surface) is sub-
tracted from PLIF images. This corrected intensity is then
converted into fuel vapor concentration around droplets
via a calibration of fluorescence signals which is performed
in a cell where temperature and acetone concentration are
well controlled.

3. Modeling of the liquid phase heat and mass transfer

In the following modeling, the effect of the motion of the
droplet boundary due to vaporization is neglected, which
can be justified by assuming that the droplet surface regres-
sion rate is small for low evaporation regimes. The temper-
ature T within a droplet, taking into account the effect of
the internal liquid circulation, is governed by the equation:

oT �

ot�
þ ~V �: ~r�T � ¼ 1

Pe
D�T � ð5Þ

where ~V is the liquid phase velocity vector, Pe is the droplet
Peclet number, Pe ¼ U sR

al
and al is the thermal diffusivity

of the liquid. In Eq. (5), the spatial coordinates are nor-
malized by the droplet radius R and the velocity by the
maximum velocity US at the droplet surface. The non-
dimensional time is defined by t� ¼ US

R t. The temperature
T can be normalized by using any reference because Eq.
(5) is linear with T. It is assumed that the internal stream-
lines of the liquid circulating within the droplet follow a
spherical Hill vortex pattern, according to the stream func-
tion w [16]:

wðr�; h;uÞ ¼ �U sR2

2
r�2ð1� r�2Þ sin2 h ð6Þ

where (r*,h,u) are the spherical coordinates of a point of
the droplet, and r* = r/R is the non-dimensional radius.
The maximum surface velocity US is given by US ¼
1

6p ðV 1 � V dÞ
lg

ll

� �
Re CF [17], where lg and ll are the

dynamic viscosities of the gas and the liquid, Re the droplet
Reynolds number, V1 the gas velocity far from the droplet



and Vd the droplet velocity. CF is the friction coefficient
estimated, for the case of an isolated evaporating droplet,
as:

CF ¼
12:69

Re2=3ð1þ BMÞ
ð7Þ

where BM is the mass transfer Spalding number. Since the
droplet radius, the velocity Us and the physical properties
are time-varying, Eq. (5) is solved under the quasi-steady
assumption, i.e. the evolution of droplet temperature will
be seen as a succession of steady states. Therefore, Eq. (5)
is solved at each time step with updated droplet radius, Pec-
let number and physical properties, in order to determine
the next state. The liquid phase properties are estimated
at the droplet average temperature. The physical properties
of the gas phase are evaluated at the reference state (Tref

and YK,ref) according to the ‘‘1/3 rule” [18], Tref = TS +
(T1 � TS)/3 and YK,ref = YK,S + (YK,1 � YK,S)/3. The fuel
vapor mass fraction YK,S at the droplet surface is calculated
assuming the liquid-vapor equilibrium, by the Clausius–
Clapeyron law:

P SðT SÞ ¼ P
Y K;S

MK

� ��
Y K;S

MK

þ 1� Y K;S

Mair

� �
ð8Þ

where PS(TS) is the vapor saturated pressure at the droplet
surface temperature TS, P the ambient pressure, MK and
Mair the molecular weight of fuel and air respectively.

Eq. (5) is solved under the initial condition T(r, t = 0) =
Tinj (injection temperature of the liquid fuel) supple-
mented by the conditions at the droplet surface
2pR2kl

R p
h¼0

oT
or

� �
r¼R

sin hdh ¼ QLðtÞ, where kl is the thermal
diffusivity of the liquid and QL the heat flux penetrating
into the droplet by conduction and convection from the
gas phase. The instantaneous heat flux QL is evaluated by
means of the overall energy budget equation, where radia-
tive exchanges are neglected:

QL ¼ UC � Uvap ð9Þ

where UC ¼ NukgpD
4
ðT1 � T SÞ is the convective heat flux ex-

changed with the gaseous environment and the heat flux
due to vaporization Uvap is defined by:

Uvap ¼ LvpDqgDgBMSh ð10Þ

where Lv is the latent heat of vaporization of the liquid fuel
and Dg the molecular diffusivity of fuel vapor into air. The
Nusselt number Nu and Sherwood number Sh, according
to the film theory, are expressed following the suggested
forms of Abramzon and Sirignano [17]. In such a configu-
ration, the influence of droplet-to-droplet interactions
should be taken into account because the reduced distance
parameter C is less than 10. According to Sirignano [19],
Hill’s spherical vortex approximation remains valid in the
case of interacting droplets. Droplet-to-droplet interactions
should affect only heat, mass and momentum transfer by
modifying the values of the Nusselt and Sherwood num-
bers and drag coefficient. It is well known that the decrease
of the reduced droplet spacing leads to a decrease of the
Nusselt and Sherwood numbers [20]. Therefore, due to
similarities between heat and mass transfer, it was shown
that the interaction effects are similar on both Nusselt
and Sherwood numbers, and these effects may be described
by applying the same reduction factor g(C) which depends
only on the reduced droplet spacing C [21]:

gðCÞ ¼ Sh
Shiso

¼ Nu
Nuiso

ð11Þ

where Nuiso and Shiso represent the Nusselt and Sherwood
numbers for isolated, moving, evaporating droplets defined
by Abramzon and Sirignano [17]. The correlation
suggested by Atthasit et al. [22], obtained for a pure
evaporating droplet stream, is used:

gðCÞ ¼ 1� 0:57
1� e�0:13ðC�6Þ

1þ e�0:13ðC�6Þ

� �
; ð2:5 6 C 6 16Þ ð12Þ

The resolution of Eq. (5) is performed by splitting the non-
dimensional temperature on the Legendre polynomials
based at each time step [23]. As proposed by Abramzon
and Sirignano [17], equation solving takes into account the
regulation mechanism which correlates the penetrating heat
flux QL, droplet surface temperature, fuel vapor mass frac-
tion at the droplet surface YK,S and the vaporization rate _m.

4. Numerical simulation of the gas phase

4.1. Governing equations

The conservation equations for momentum, mass and
enthalpy in the gas phase, for a non-reactive medium
may be written as follows:

qg

o~V
ot
þ ~Vr~V

 !
¼ � ~rP þ ~r �

lg

2
r~V þ tr~V
� �� �

þ qg~g

ð13Þ
oqg

ot
þ ~r � ðqg

~V Þ ¼ 0 ð14Þ

oqgY K

ot
þ ~r � ðqgY K

~V Þ þ ~r � ð�DK
~rðqgY KÞÞ ¼ 0 ð15Þ

oðqgCpg
T Þ

ot
þ ~r � ðqgCpg

T~V Þ � ~r � ðkg
~rðT ÞÞ ¼ 0 ð16Þ

These equations are strongly coupled, mainly because of
the heat and mass transport by the gas flow. In the present
computations, the dependence of gas physical properties on
temperature and vapor concentration is taken into ac-
count. In the case of a binary mixture, the specific density
of the (fuel + air) mixture qg and the heat capacity Cpg

of
the mixture are given by:

qgðT ; Y KÞ ¼ ðY K=qKgðT Þ þ ð1� Y KÞ=qairðT ÞÞ
�1 ð17Þ

Cpg
ðT ; Y KÞ ¼ Y KCpKg

ðT Þ þ ð1� Y KÞCpair
ðT Þ ð18Þ

Evaluation of the viscosity lg and the thermal conductivity
kg of a binary mixture can be estimated according to the
Wilke relationships [24].



4.2. Solving assumption

Resolution of equations is performed with assumptions
specific to the case of the monodisperse droplet stream,
which consists of a quasi-periodical linear arrangement of
droplets. Therefore, the following hypotheses are made:

� the cylindrical coordinates system (r,h,z), with z corre-
sponding to the jet axis, is used,
� because of the cylindrical symmetry around the stream

axis, velocity, temperature and fuel vapor concentration
fields are invariant according to the coordinate h,
� droplets are supposed to be arranged periodically, mak-

ing it possible to solve the equations on a portion of the
stream restricted to a length corresponding to the drop-
let spacing. A sketch of the elementary cell where equa-
tions are solved is presented in Fig. 4. Therefore, the
resulting two-dimensional equations can be solved using
an Eulerian approach. With such a space limitation of
the computational domain, a fine description of the tem-
perature, concentration and velocity fields around drop-
lets can be achieved without being time-consuming.

Droplet surface temperature is determined according to
the model of the liquid phase and it is supposed to be spa-
tially uniform but time-varying. Furthermore, in such a
low evaporation regime at moderate ambient temperature,
the effect of the droplet surface regression and Stefan flow
on the fuel vapor field is neglected.

The hypothesis of periodic approximation consists of
calculating the temporal evolution of the boundary layers
around a droplet using an Eulerian approach. In particu-
lar, while in the experiments droplets are moving in a still
environment with zero velocity, in the simulations the
droplet is motionless in a flow of axial bulk velocity equal
to the experimental value of droplet velocity. As a conse-
quence of the periodicity, there is no stationary solution
of the equations. After a sufficiently long time, the distance
covered by the droplet becomes large compared to the
droplet spacing, which permits the assumption that drop-
let-to-droplet interactions are well-established. Compari-
son is then possible with the case of a semi-infinite
droplet stream in a steady regime. Using this approach,
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Fig. 4. Sketch of the elementary domain where gas phase equations are
solved.
the droplet spacing is constant with time, whereas, the
droplet size reduction due to evaporation and the drag
force tend actually to reduce this spacing. However,
although the gas phase pattern is calculated for a fixed
droplet spacing in the solving of the diffusion/convection
equation of vapor, droplet surface temperature, obtained
in the simulation of the liquid phase, takes into account
this reduction of droplet velocity. Nonetheless, this approx-
imation for the calculation of the gas phase is likely to
weakly affect the results.

4.3. Initial and boundary conditions

At t = 0, at each point of the computational domain,
temperature, fuel mass fraction and velocity of the gas
phase are initially equal to their value far from the droplet
stream. The resolution domain exhibits 6 boundaries
(Fig. 4).

The conditions imposed on boundaries 1 and 3 are sim-
ilar in order to respect the condition of periodicity. Bound-
aries 1 and 3 are symmetry planes for the radial component
of the velocity U, leading to oU

oz

		
z¼�L=2

¼ 0, where L is the
droplet spacing (center-to-center).

The conditions of periodicity are given by:

Aðr; z ¼ þL=2Þ ¼ Aðr; z ¼ �L=2Þ
oA
oz

		
z¼þL=2

¼ oA
oz

		
z¼�L=2

(
; 8r > 0 ð19Þ

A is either the axial component of the gas velocity ~V , the
temperature T, the pressure P or the fuel mass fraction in
the gas phase YK.

At boundary 2, the conditions of the gas phase far from
the droplet stream are written as:

Aðr ¼ l; zÞ ¼ A1; A ¼ T ; Y K; P ;U ; V ð20Þ

where l represents the extend of the calculation domain
(Fig. 4).

Since the present approach considers motionless drop-
lets, the gas phase velocity field far from the droplet stream
is given by:

U1 ¼ 0

U1 ¼ �V d



ð21Þ

where Vd = Vinj is given in Table 1 for all the conditions
investigated.

Additionally, the variables T, YK, U, V and P must tend
asymptotically to their value in r = l:
Table 1
Summary of the aerothermal conditions of the different test cases

Case 1 Case 2 Case 3 Case 4 Case 5 Case 6 Case 7

D (lm) 144 170 130 230 136 164 193
Vinj (m/s) 9.5 9 9.5 9.5 9.5 9.5 9.5
C 4.5 5.2 4.5 3.5 4 5.7 8
g(C) 0.37 0.4 0.37 0.34 0.35 0.42 0.5
Tinj (�C) 39 39 25 25 27 27 27
Tair (�C) 21 21 21 21 75 75 75



oA
or

				
r¼1

¼ 0; A ¼ T ; Y K; P ;U ; V ð22Þ

At boundaries 4 and 6, which belong to revolution axis of
the droplet stream, the condition is:

oA
or

				
r¼0

¼ 0 ð23Þ

Boundary 5 corresponds to the droplet surface. As men-
tioned previously, in order to respect the assumption of
the model for the liquid phase, the temperature is uni-
formly distributed at the droplet surface, but time-varying.
The fuel mass fraction at the droplet surface is directly
related to the surface temperature by assuming the liquid–
vapor equilibrium. This mass fraction can be calculated
according to the Clausius–Clapeyron law (Eq. (8)).

For the velocity, the conditions at the droplet surface
can be written as follows:

~V �~n ’ 0

~V �~t ¼ �US sin h

(
ð24Þ

where the vectors ~n and~t are respectively the normal and
the tangential vectors to the droplet surface (Fig. 4).

4.4. Numerical resolution

The resolution of the equations was performed using the
finite elements method by the commercial code FEM-
LABTM. The mesh consists of about 8000 elements and is
relatively dense near the surface of the droplet and in the
vicinity of boundaries 1 and 3 where the conditions of peri-
odicity apply.
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Fig. 5. Experimental and calculation results of the temporal evolu
5. Results

The different test cases detailed in this section corre-
spond to conditions achievable by best tuning the fre-
quency of the monodisperse injector, knowing that the
operating frequency, droplet diameter and droplet spacing
are coupled altogether.

The first experiments (cases 1 and 2 in Table 1) consist
of injecting overheated acetone droplets (Tinj = 39 �C)
in a free and quiescent atmosphere at ambient temperature
(Tair = 21 �C) and atmospheric pressure. Two different
droplet diameters and spacing are considered (D =
144 lm, C = 4.5 and D = 170 lm, C = 5.0). The evolution
of droplet mean temperature as a function of time is
depicted in Fig. 5. It is characterized by a strong tempera-
ture decrease in the break-up phase of the liquid jet
(not shown), followed by a smoother decrease due to the
dominating vaporization phenomena together with heat
transfer by forced convection. The temperature evolution
of these two droplet streams is quite comparable, which
can be qualitatively explained by the occurrence of two
opposite phenomena: on one hand, large droplets (case 2)
tend to cool down slower than small ones (case 1) and on
the other hand, large droplets have the highest distance
parameter which enhances vaporization and the subse-
quent cooling. The simulation results, i.e. droplet mean
temperature and droplet surface temperature, are also
reported in Fig. 5. It is important to notice that since heat
and mass transfer is not modeled in the break-up region of
the liquid jet, the simulation of the liquid phase is started
at the first measurement point (z = 10 mm downstream
from the injector). The starting temperature in the calcu-
lations is equal to the injection temperature, uniformly
4 5 6

t (ms)

tion of droplet temperature for D = 144 lm and D = 170 lm.



distributed over the droplet volume. The artifact on the
evolution of the surface temperature at t < 1 ms is due to
the fixed uniform initial conditions. Nonetheless, for t >
1 ms, the calculated mean temperature shows good agree-
ment with the experimental values and lies within the error
bars (±1 K) which represent the uncertainty of the 2-color
LIF technique. In particular, the decay rate of droplet
mean temperature is well described by the simulation.

Using the numerical values of surface temperature TS

and surface velocity US obtained from Fig. 5 as inputs, fuel
vapor spatial distribution in the gas phase around the
droplet stream can be calculated. Fig. 6 displays a typical
example of such distribution for a droplet diameter of
D = 144 lm and droplet spacing of 4.5. On the zoomed
picture of Fig. 6, the asymmetric fuel vapor repartition
around the droplet is clearly visible. In particular, the drop-
let wake and the accumulation of vapor in the recirculation
zone behind the droplet (i.e. on the droplet side opposed to
the bulk flow direction) are well captured by the simula-
tion. Radial profiles of acetone vapor molar fraction
around a droplet can be derived from Fig. 6. Fig. 7 shows
comparison between experimental and numerical radial
profiles at different axial locations (z = 20 mm, 28 mm,
36 mm and 44 mm) for D = 144 lm D = 170 lm and for
the same initial conditions as in Fig. 5. The vertical error
bars represent the rms of fluctuations of fuel vapor molar
fraction around the mean value. The horizontal error bars
represent the uncertainty on the measurement location
resulting from the spatial resolution of the technique
(16 lm per pixel). For clarity, the horizontal error bars
are displayed only for the first point of each profile in
Fig. 7. However, each point of the profiles is obviously
associated with the same uncertainty on its location.
Except for the position z = 20 mm, where a significant dif-
ference between numerical results and experimental data is
observed, a good agreement between experiment and simu-
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Fig. 6. Simulation of the spatial distribution of acetone vapor molar
fraction around droplets at z = 44 mm (t = 5 ms) for D = 144 lm.
lation can be observed. In particular, the radial decrease of
molar fraction is properly modeled with the simulation,
which generates confidence that the hypotheses made for
the calculation of both phases were appropriate. The dis-
crepancy at z = 20 mm can be attributed to the insufficient
convergence of the Eulerian calculation of the gas phase
because the equivalent number of droplets launched from
the injection point N is probably too low.

The second experiment concerns the specific effect of
droplet diameter on mass transfer between the liquid and
gas phases. Droplets with strongly different diameters
(D = 130 lm and D = 230 lm, cases 3 and 4 in Table 1),
but with similar distance parameter (C = 4.5 and C = 3.5
respectively) are considered for Tinj = 25 �C and Tair =
21 �C. Both experimental and calculation results obtained
for the temperature of the liquid phase are shown in
Fig. 8. A reasonable agreement between experiment and
simulation is observed for both diameters, although drop-
let mean temperature obtained with calculation is slightly
underestimated at large times. As expected, droplet temper-
ature decreases faster for the smallest droplet diameter.
Discrepancies observed may result from different causes.
For example, it is well known that the thermodynamic
properties of liquid fuel or vapor can be a major source
of uncertainty for droplet evaporation calculations
[17,20]. In addition, the friction coefficient considered in
the present calculation is that of an isolated droplet which
probably differs from that of a droplet in a monodisperse
stream. Unfortunately, no information on that subject is
available in the literature and, therefore, this approxima-
tion were used. Finally, the expression of g(C) in Eq. (12)
is determined experimentally with an uncertainty of about
20% and this may partly explain the differences observed
between experiments and simulations in Fig. 8. Experimen-
tal radial profiles of fuel vapor molar fraction around a
droplet at t = 3 ms after injection (about z = 30 mm) are
compared with calculation in Fig. 9. For both droplet
diameters investigated, a good agreement between experi-
mental and numerical data can be noticed, both in terms
of the decay rate of molar fraction and in terms of its spa-
tial extent. However, in many situations, it is often interest-
ing to compare non-dimensional profiles, for example to
understand the influence of a specific parameter. In the
present case, it is believed that the fuel vapor boundary
layer is a key point for the spatial distribution of fuel vapor
around the droplet stream. The fuel vapor boundary layer
thickness is estimated by simple dimensional analysis. The
mass conservation at the droplet surface is written as:

Uvap

Lv
Y S � pD2qgDg

dY
dr

				
S

¼ Uvap

Lv

ð25Þ

The vapor mass fraction gradient in the gas phase,
dY
dr

		
S
¼ � Uvap

Lv

ð1�Y SÞ
pD2qgDg

, can be estimated by:

dY
dr

				
S

	 Y S � Y1
d

	 Uvap

Lv

ð1� Y SÞ
pD2qgDg

ð26Þ
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Fig. 7. Radial profiles of acetone vapor molar fraction around a droplet at z = 20 mm, 28 mm, 36 mm and 44 mm, for D = 144 lm (a) and D = 170 lm
(b). Comparison with numerical simulations.
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Using the expression of the vaporization flux (Eq. (10)),
and the definition of the Spalding number BM, the vapor
boundary layer thickness d can be estimated by:

d 	 D
Sh
¼ D

gðCÞShiso

ð27Þ

where the expression Shiso of the Sherwood number for a
moving isolated suggested in [17] is used. According to
Eq. (27), the thickness of the boundary layer increases with
droplet diameter. This behavior is clearly observed in the
vapor molar fraction profiles of Fig. 9, where the profile
corresponding to the largest diameter is broader. The valid-
ity of Eq. (27) is also checked more carefully by normaliz-
ing the radial distance by d and the vapor molar fraction by
its theoretical value at the droplet surface (Fig. 10). The
correct overlap of both normalized experimental profiles
confirms the suitability of the previously estimated thick-
ness d of the mass transfer boundary layer regarding the
influence of droplet size. A similar conclusion applies also
for both simulated profiles reported on the same figure.
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Finally, the influence of droplet spacing on fuel vapor
distribution is investigated on three test cases (cases 5, 6
and 7 in Table 1). All these experiments performed in a
large preheated enclosure, where air temperature is
maintained at 75 �C in order to enhance fuel vaporization.
The frequency of the piezoceramic is adjusted so as to
obtain the three different distance parameters summa-
rized in Table 1. Radial profiles of vapor molar fraction
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Fig. 11. Normalized fuel vapor molar fraction at t = 4.66 ms for D = 136 lm
numerical results.
are presented in Fig. 11, at the same time after injection
(t = 4.66 ms) for the three test cases with a normaliza-
tion similar to that in Fig. 10. As can be seen in
Fig. 11, the three vapor molar fraction profiles, corre-
sponding to the different droplet spacing, are overlapping.
Therefore, it is clear that the spatial distribution of
vapor around a droplet can be described by two
parameters:
2 2.5 3

C=4, D=136 µm, experiment
C=8, D=193 µm, experiment
C=5.7, D=164 mm, experiment
C=4, D=136 µm, simulation 
C=5.7, D=164 µm, simulation
C=8, D=193 µm, simulation

δ/)( Rr −

(C = 4), D = 164 lm (C = 5.7), D = 193 lm (C = 8). Comparison with



Table 2
Droplet temperature at t = 4.66 ms for the different test cases

At t = 4.66 ms Tm measured Tm calculated Ts calculated

Case 5 12.6 12.2 11.3
D = 136 lm
C = 4

Case 6 11.6 11.6 10.5
D = 164 lm
C = 5.7

Case 7 13.6 13.5 12.1
D = 193 lm
C = 8
� the boundary layer thickness d, where the factor g(C)
taking into account the interaction phenomena (Eq.
(27)), is included.
� the vapor molar fraction at the droplet surface that can

be well predicted from the simplified model presented in
Section 4.

The calculated and measured droplet mean tempera-
tures, as well as the calculated surface temperature, are
summarized in Table 2, for the three investigated cases,
at t = 4.66 ms. Similarly to results in Figs. 5 and 8, exper-
imental and numerical data are very close. Gas phase
calculations are also reported in Fig. 11: a good agreement
between experiment and calculation is noticed for the
smallest distance parameter (C = 4). Some discrepancy is
yet observed for C = 5.7. Important difference is found
for the largest distance parameter (C = 8). This disagree-
ment can be attributed to the lack of convergence of the
calculation at the considered time (t = 4.66 ms). Indeed,
for the largest distance parameter (C = 8), the equivalent
number of launched droplets N is only 27 whereas it is
about 77 for C = 4.

6. Conclusion

Combined measurements of the liquid phase tempera-
ture and fuel vapor distribution in a monodisperse stream
of evaporating acetone droplets have been reported. Exper-
imental results have been compared to numerical simula-
tions of both the liquid and gas phases. The modeling of
the liquid phase takes into account the internal fluid circu-
lation and the influence of droplet-to-droplet interactions
by modifying both Sherwood and Nusselt numbers with
a factor depending only on the distance parameter. The
gas phase simulation is based on an Eulerian approach of
droplets periodically arranged in space. The coupling
between both phases is realized by taking as a boundary
condition for the gas phase simulation, the time-varying
droplet surface temperature issued from the liquid phase
calculation.

For moderate distance parameters, both liquid and gas
phase measurements are in good agreement with calcula-
tions because the convergence is reached more rapidly.
Analysis of the influence of the sole droplet diameter has
shown that the mass transport boundary layer thickness
can be safely approximated by d 	 D

Sh, where the Sherwood
number is calculated with the film theory as suggested by
Abramzon and Sirignano [17]. The effect of droplet spac-
ing, which characterizes droplet-to-droplet interactions,
has also been investigated. Normalization of the radial dis-
tance by d and the fuel vapor molar fraction by its value at
the droplet surface leads to overlapping fuel vapor radial
profiles for different droplet diameters and spacing. Conse-
quently, droplet-to-droplet interactions in the range of
investigation (4 6 C 6 8) can be properly described by
modifying both Nusselt and Sherwood numbers with a fac-
tor depending only on the distance parameter C, which
modifies both conditions at the droplet surface and mass
transport boundary layer thickness.

Further investigation will concern the extension of the
range of droplet spacing, which requires a different strategy
for droplet generation. Finally, droplet evaporation at high
temperature needs to be investigated, both experimentally
and numerically.
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