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Abstract 

Standard pore size determination methods like mercury porosimetry, nitrogen sorption, 
microscopy or X-ray tomography are not suited to highly porous, low density and thus very 
fragile materials. For this kind of materials, a method based on thermal characterization has 
been developed in a previous study. This method has been used with air pressure varying from 
10-1 to 105 Pa for materials having a thermal conductivity less than 0.05 W m�� K�� at 
atmospheric pressure. It enables the estimation of pore size distribution between 100 nm and 1 
mm. In this paper, we present a new experimental device enabling thermal conductivity 
measurement under gas pressure up to 106 Pa, enabling the estimation of the volume fraction of 
pores having a 10 nm diameter. It is also demonstrated that the main thermal conductivity 
models (Parallel, Series, Maxwell, Bruggeman, Self-consistent) lead to the same estimation of 
the pore size distribution as the extended parallel model (EPM) presented in this paper and then 
used to process the experimental data. 
Three materials with thermal conductivities at atmospheric pressure ranging from 
0.014 W m�� K�� to 0.04 W m�� K�� are studied. The thermal conductivity measurements 
results obtained with the three materials are presented and the corresponding pore size 
distributions between 10 nm and 1 mm are presented and discussed.  
 
Keywords: Insulating material, nano-porosimetry, pore size distribution, thermal conductivity, 
pressure, vacuum. 
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Nomenclature 

a, b Coefficients 
C Constant depending on gas nature mbar.m.K 
d Pore size m 
dx Relative uncertainty on parameter x  
I Current intensity A 
J Number of values in an experimental curve  
K Number of noised curves simulated  
N Number of ranges of pore size  
P Pressure mbar 
px Parameter number x  
r Random number between -1 and 1  
S Surface of the heating element m2 

Sx Reduced sensitivity to the parameter x  
T Temperature K 
U Voltage applied to the heating element V 
α Fraction of the gas associated to continuous transfer (CSP model)  
β Fraction of the solid associated to continuous transfer (CSP model) 
� Mean free path m 
εx Volume fraction of the x phase 
 Constant in the air thermal conductivity model 
�  Constant of the EPM model 
λx Thermal conductivity of the x phase W.m-1.K-1 

ρ Density kg.m-3 

Subscripts 
air Air  
atm Atmospheric pressure  
c Contacts  
cp Continuous paths  
exp Experimental  
i i th air phase  
j j th point of the conductivity curve  
k kth noised conductivity curve  
mod Modeled  
v Vacuum 
s Solid 
 
Introduction 

Thermal porosimetry is a method developed for the estimation of pore size distribution in a 
porous medium. This method takes place as a complement to other classical methods such as 
mercury porosimetry1-3, gas sorption4-6 or imagery7-8. It is based on the processing of thermal 
conductivity measurements performed on a sample set in an enclosure with variable air 
pressure. For highly porous and insulating materials, the thermal conductivity of the sample is 
sensitive to the thermal conductivity of the air and thus to the size of the containing pore9. O.J. 
Lee et al.10 already used this sensitivity to deduce information about the pores size from 
thermal conductivity measurements under various air pressure values. Felix et al.11 develop a 
method to estimate pore size distribution between 100 nm and 1 mm by processing thermal 
conductivity measurements realized under gas pressures varying from 1 to 105 Pa. They also 
validate the method with materials having a thermal conductivity lower than 0.05 W m�� K��. 
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In this paper we present a new experimental device enabling the measurement of the thermal 
conductivity of a porous medium under a gas pressure up to 106 Pa, extending the estimation of 
the pore size distribution between 10 nm and 1 mm.  
Then the results obtained with three materials with thermal conductivities ranging from 
� = 0.014 W m�� K�� to 0.04 W m�� K�� under normal gas pressure are given. Finally the 
pore size distributions of each material between 10 nm and 1 mm are presented. 
   
Theoretical background 

Thermal conductivity of the air 

A highly porous material is mainly composed of air which thermal conductivity is a function of 
both its pressure and the size of its containing cavity. Indeed, if the mean free path of gaseous 
molecules is high related to the mean distance between the cavity walls, those molecules only 
interact with the walls, so that the heat conduction property is governed by the pore size, this is 
called the Knudsen effect. As a consequence, pore size is an important parameter in the 
equation of the thermal conductivity of the air that is confined into a pore. For spherical pores, 
that equation comes under the form9: 

������, �� = ��
���� ��� ,!�  (1) 

With:  �" Thermal conductivity of the air at atmospheric pressure (0.026 W.m-1.K-1) 
  Constant,  = 1.5 for air9  

The Knudsen number #$��, �� is calculated by: 

 #$��, �� = %
!  (2) 

With: � Pore diameter (m)  

  �   Mean free path, its value for air is12: ���� = 2.27 × 10�)  *
   (3) 

 + Temperature (K) 
�  Air pressure (Pa) 

Fig. 1 shows that the thermal conductivity of the air does not vary in the same pressure range 
for different values of �. It also shows that thermal conductivity of air in the pores with a 10 
nm diameter varies significantly only for gas pressure values between 105 Pa and 106 Pa.  
 

 
Figure 1: Thermal conductivity of air vs gas pressure for different pore diameters 
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Thermal conductivity of porous media 

The material is considered as a heterogeneous porous medium which global porosity ratio is 
,��� = 1 − ,., composed of a solid phase characterized by its thermal conductivity �. and / 
fluid phases (air). Each fluid phase correspond to a class of pore diameter �� with thermal 
conductivity ����,� and volume fraction ,���,�. 
Several models can be used to predict the thermal conductivity of the equivalent homogeneous 
medium �01! = 23,., �., ,���,�, ����,�4. According to Felix et al11 , the most suited ones for low 
density thermal insulators are the parallel model (PM) and a combined serial/parallel (CSP) 
model developed by these authors11. The later one was developed to represent the thermal 
conductivity of materials which thermal conductivity verifies: 

� 5��60 − � 7�"890:�� > ,. �.         (4) 

In this case, the parallel model can no longer represent the thermal conductivity on all the 
pressure range. 
In fact, to estimate the pores size distribution, one only needs the form of the curve � = 2���, 
the amplitude enabling the estimation of the thermal conductivity of the solid phase.  
It is thus possible to process only the reduced thermal conductivities curves defined as: 

�∗ = �=>?���
�@���

            (5) 

Where �A is the thermal conductivity for � → ∞ and �" is the thermal conductivity for � → 0. 
We will show that for low density porous materials (,��� > 0,80), all the main thermal 
conductivity models leads to similar curves for �∗. It is the reason why the thermal porosity 
method is a robust method, leading to the same estimation of the pore size distribution 
whatever the model used. On the contrary, the estimated value of the solid phase thermal 
conductivity highly depends on the model used. 
We have thus chosen the model closer to the physics of the considered materials, i.e. the 
parallel model, hence: 

�∗ = �=>?���
�@���

= �∥���∥
�@∥���∥

          (6) 

Thus: �01! = �∥���∥
�@∥���∥

 ��A − �"� + �"       (7) 

With for the parallel model: �∥ = ,.�. + ∑ ,��� �       (8) 

And: �"∥ = ,.�.           (9) 

Thus:  �01! = ��A − �"�/��A∥ − �"∥� ∑ ,��� �  +�"      (10) 

The model used for the estimation called the extended parallel model (EPM) can then be 

expressed as: 

�01! = � ∑ ,��� � + �"          (11) 

Where � and �" are two unknown parameters to be identified. 
The figures represent the simulated thermal conductivities and their reduced values as a 
function of the gas pressure for 8 models and for 3 types of products representing the products 
that will be further studied and a cellular concrete. 
The models are: 

- The Maxwell model13: (1)  
- The parallel model: (2) 
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- The series model: (3) 
- The Bruggeman models14: (4), (5) and (6), the last one being the average of (4) and (5)  
- The self-consistent model15 (7) 
- The combined series-parallel model CSP11. 

The expressions of the thermal conductivity given by these models are presented in the 
Appendix. 
For the comparison, the considered typical porous materials have two pores sizes, which are 
described in Table 1. To be more realistic, we have used the properties that have been estimated 
from experimental curves. 
 
Table 1: Characteristics of the typical materials considered for the simulations 

 Nano-T Super-insulator Pavapor Cellular concrete 
�� 10�H 10�I 10�J 10�J 
�� 10�I 10�K 10�) 10�I 
,. 0.123 0.1 0.104 0.35 
,� 0.03 0.45 0.566 0.5 
,� 0.844 0.45 0.33 0.15 
�. 0.2 0.33 0.26 0.4 
L 0.964 0.958 0.896 0.99989 
M 0.599 0.4 0.544 0.96388 

 
The figures 2 to 4 show that the thermal conductivities simulated with the different models are 
quite different but that the reduced ones are rather the same for three first materials having high 
porosities: Nano-T, super-insulator and Pavapor. 
 

  
 

Figure 2: Thermal conductivity � (and reduced one �∗)  of Nano-T, simulated by different 
models 

 
One can wonder if the method could be extended to lower porosity materials such as cellular 
concrete (with 0.65 porosity) which characteristics are given in Table 1. The eight models have 
been tested on this material. Figure 5 shows that in this case even the reduced thermal 
conductivity curves obtained with the different models cannot be assimilated to a unique curve. 
Thus, the estimated pore size distribution will depends on the thermal conductivity model used 
for the estimation. The thermal porosimetry technique is thus only suited to high porosity 
insulating materials with a porosity greater than 0.80. 
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Figure 3: Thermal conductivity � (and reduced one �∗) of super-insulator, simulated by 
different models 

 

  

Figure 4: Thermal conductivity � (and reduced one �∗) of Pavapor, simulated by different 
models 

 

 

Figure 5: Thermal conductivity � (and reduced one �∗) of cellular concrete, simulated by 
different models 
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pressure, the contribution of the radiation heat transfer is included in the estimated parameter 
independent on the gas pressure, i.e. the thermal conductivity of the solid phase. Particularly, 
when the equivalent thermal conductivity is extrapolated for a null gas pressure, the obtained 
value takes into account both the conduction in the solid phase and the radiation.  
 
Materials and methods 

Materials and devices 

This study has been carried out on insulating materials for which density and global porosity 
have been measured using a helium pycnometer device16: 
- A super-insulating material with a density N = 116.8 kg m�H and a global porosity ,��� =

0.901.  
- “Nano-T” commercialized by Final Materials that is an insulating material design for high 

temperature applications with a density N = 247.7 kg m�H and a global porosity ,��� =
0.877. 

- “Pavapor” that is a fibrous wood-based material commercialized by Pavatex with a density 
N = 152.9 kg m�H and a global porosity ,��� = 0.896. 

Thermal conductivity measurements have been done using the centered hot plate method17  
with 100 × 100 mm2 cross section samples. The measurement device (see figure 6) has been 
placed inside a chamber in which pressure is controlled between 10-1 and 106 Pa. Fig. 1 shows 
that the thermal conductivity of the air stops decreasing under 10-1 Pa if the pores size is lower 
than 1 mm. Apparently, the considered materials have not any pore greater than 1 mm, so 
measuring conductivities at lower pressures than 10-1 Pa would not bring any useful 
information. 
 

 

Figure 6: View of the measurement device 
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The choice of the number / of ranges of pore sizes is based on a sensitivity analysis developed 
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by Felix et al11. According to their 
mean diameter values of the pores: 10 nm, 100 nm, 1

Estimation method 

The first step is to measure the thermal conductivity of the materials under different pressures 
varying between 10-1 and 106

four different pressures for each pressure decade, such as represented on figure 7 giving an 
example of a measurement set.

Figure 7: Example of thermal conductivity measurements used for the estimation of pore size 
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[
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Standard deviations of the estimated parameters

Thermal conductivity measurements using the hot plate method are deduced from the 
expression: 

�UVW � \]^

_

U `9

a*
 

With: 
b Samples’ thickness (m)
cUd  Electrical resistance of
e  Current intensity passing through the 
f Surface of the heating element (m
Δ+ Temperature difference between the heated surface of the sample and the constant 

temperature surface (°C)

Two kinds of errors can be done on th
- A systematic error on each experimental value of the thermal conductivity which depends on 

the knowledge of the thickness 

According to their conclusions, the value / � 6 was chosen with the following 
mean diameter values of the pores: 10 nm, 100 nm, 1µm, 10 µm, 100 µm and 1 mm. 

The first step is to measure the thermal conductivity of the materials under different pressures 
6 Pa. Typically, the thermal conductivity is measured for 

four different pressures for each pressure decade, such as represented on figure 7 giving an 
example of a measurement set. 

 

Figure 7: Example of thermal conductivity measurements used for the estimation of pore size 
distribution 
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Figure 7: Example of thermal conductivity measurements used for the estimation of pore size 
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constant deviation equal to ± 3% on the measured values. 
- A random error, different for each point due to the accuracy of the current e measuring 

device (± 1%) and of the temperature acquisition chain which is evaluated at 0.1 °C for a Δ+ 
of 10 °C representing a ± 1% deviation. The total random deviation is so estimated at ± 2% 
of the measured value. 

The error on the global porosity ratio using the Helium pycnometer16 has been considered 
constant and equal to ± 2%. Finally, the uncertainty on pressure measurements has been 
evaluated at ± 5% of the measured value.  
Standard deviations of the estimated parameters (�" ,�, ,���,�) have been calculated by a 
statistical method. Modeled thermal conductivities �01! have first been computed taking the 
estimated parameters as nominal values and considering the biased value ,. + �,. of the solid 
volume fraction ,. (so that the uncertainty on the global porosity ratio ,��� is considered); 
Then, the obtained values of the thermal conductivities and the experimental pressure values 
are noised # times as describes by relations (16) and (17): 

�h,Y = �Y + ih,Y ��          (16) 

�h,Y = �01! + �� + i′h,Y ��′         (17) 

Where: 1 < l < # and: 1 < m < n 
With: 
n   Number of experimental points of the thermal conductivity curve �UVW��� 
#   Number of simulated thermal conductivity curves �h��� 
ih,Y, i′h,Y  Random number (uniform density of probability between –1 and +1) 
��    Maximum value of the systematic error on � due to the errors on b and f 
��′   Uncertainty due to random error on e and Δ+  
��   Uncertainty due to random error on �  
 
The # noised curves �h��� have been considered as ‘numerical’ experiments and a set of 
optimal parameters (�" ,�, ,���,�) has been estimated for each curve. 
Finally the mean values and the standard deviations of the # estimated values for each 
parameter have been calculated. To have a good statistic representation, # has been set to 1000. 
 
Results and discussion 
 
The results obtained by processing the thermal conductivity measurements of the three studied 
materials are presented in this part. Measurements have then been processed considering the 
global porosity ratio as a known parameter measured by Helium pycnometry. 
   
Figure 8 representing the thermal conductivity vs gas pressure shows a very good fitting of the 
experimental points by the EPM model, with very low residues centered on the null value. 
Figure 9 representing the volume fraction for each pore size class shows that a porous material 
must contain a high percentage of nanopores to be super-insulating. The estimated pores size 
distribution for Pavapor (wooden wool) in the range 10 to 100 µm is in agreement with the pore 
size of wood which mean value is around 40 µm. It could also be noticed that the low volume 
fraction of pore with diameter in the range 100 µm - 1 mm for super insulator materials could 
be interpreted by the existence of point defects inside the material or at the contact between the 
material and the heating resistance on one hand, and between the material and the thermostated 
blocks on the other hand. Nevertheless, the corresponding volume fraction is quite low in each 
case. 
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Figure 8: Thermal conductivities (experiment, model and residues) vs gas pressure 
 

 

 

Figure 9: Estimated pore size distributions  
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Conclusion 
 
We showed that it is possible to determine the distribution of the open pores sizes of a low 
density porous material by a thermal method. 
Working under gaseous pressure up to 10 bars makes it possible to detect pore sizes as low as 
10 nm, so that the pore size characterization of super-insulators becomes possible. 
The main advantages of this method are the followings: 

- with regard to the classical methods, such as the mercury porosimetry or the nitrogen 
sorption, it enables to obtain directly the size of pores and not the size of the opening of 
pores.  

- there is no mechanical constraint applied on the sample during the measurement, so that 
it may be used for fragile materials with very high porosities (up to 99%).  

- the method is robust, since it is independent from the model. 
Its main disadvantages are the followings: 

- it requires a great number of thermal conductivity measurements (around 20) so that it 
may take a long time.  

- it is only suited to materials having a high porosity (greater than 0.8). 
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Appendix 

Expressions of the thermal conductivity �01! given by different models for a porous media 
with global porosity ratio ,��� � 1 − ,., composed of a solid phase characterized by its thermal 
conductivity �. and its volume fraction ,., and / fluid phases (air). Each fluid phase 
correspond to a class of pore diameter �� with thermal conductivity ����,� and volume fraction 
,���,�. 
Parallel model (2): 

�01! = ,.�. + ,��� + �1 − ,. − ,����  (A1) 

Serial model (3):  

�01! = opq
�q

+ pr
�r

+ ��pq�pr
�9

s��
  (A2) 

Combined serial/parallel model (CSP), (8): 

�01! = tupq�v���pq�
�wx

+ ���u�pq����v����pq�
�w

y  (A3) 

With: �zW = upq�q�v{pr�r����pq�pr��9|
upq�v���pq�  (A4) 

And: �z = ���u�pq�q����v�{pr�r����pq�pr��9|
���u�pq����v����pq�  (A5) 

Maxwell (1): 

�01! = �.  pq�pr }~r
9~q�~r����pq�pr� }~9

9~q�~9
pq�pr }~q

9~q�~r����pq�pr� }~q
9~q�~9

  (A6) 

 

Self-consistent (7): 

�01! = 3�01! �,.
�q

��=>?��q
+ ,�

�r
��=>?��r

+ �1 − ,. − ,�� �9
��=>?��9

�  (A7) 

Bruggemann(4), (5) and (6): 

�01!J = �. ,.
H �� + �� ��,. + ,��H �� −  ,.

H �� � +�� �1 − �,. + ,��H �� �  (A8) 

�01!) = �. ,.
H �� + �� �1 − �1 − ,��H �� � +�� ��1 − ,��H �� − ,.

H �� �  (A9) 

�01![ = �=>?���=>?�
�   (A10) 


