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ABSTRACT
More than 40 years after their publication, updated versions of the generalized Soave α2

function  α (Tr , ω ) = 1 + m (ω ) 1 − Tr0.5   suitable for the Redlich-Kwong (RK) and Peng
 

Robinson (PR) equations of state (EoS) are proposed in this work. The new mathematical
expressions of mRK (ω ) and mPR (ω ) have been determined by correlating the optimal m

(

)

values, fitted on vapor pressures ( P sat ) and/or enthalpies of vaporization ( ∆vap H ) and/or
saturated-liquid heat capacities ( c Psat,liq ) against the acentric factor ω . The correlations
determined in this study can be considered as broad-based and sound since they were
established for 1721 pure compounds belonging to many different chemical families
(hydrocarbons, halogenated, oxygenated, sulfur, nitrogen compounds …) for which
experimental data were available. Significant improvements on the reproduction of vapor
pressures were obtained for the PR EoS with respect to the original version. The updated
SRK EoS achieved similar average deviations for the three properties of interest ( P sat ,
∆vap H and c Psat,liq ), in comparison with the original SRK equation. A substantial improvement
is also noticeable for heavy molecules with an acentric factor larger than 0.9.
Keywords: Alpha function; Cubic equation of state; Soave; Peng-Robinson; Redlich-Kwong
1. INTRODUCTION
As stated by Valderrama [1], the Soave-Redlich-Kwong (SRK) [2] and the Peng-Robinson
[3] equations of state (EoS) are the most popular cubic equations currently used in research,
simulations and optimizations that require thermodynamics and vapor-liquid equilibrium
(VLE) properties. These two equations have been considered for all types of calculations,
from simple estimations of pure-fluid volumetric properties and vapor pressures to
descriptions of complex multicomponent systems. As a direct consequence, all commercially
available process simulation packages (ProSim, Pro/II, Aspen, UniSim …) include the SRK
and PR EoS among their thermodynamic models. Such EoS are usually used in their
translated form [4–6] in order to improve their abilities to predict liquid densities. They can be
summarized as follows:
t–SRK:

R 2Tc2,exp
1
 ac =
ac ⋅ α Tr , ωexp
9 ( 3 2 − 1) Pc,exp

RT
P(T , v ) =
−
with : 
3
v − b ( v + c )( v + b + 2c )
2 − 1 RTc,exp

=
−c
b

3
Pc,exp


(

)

(1)
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t–PR:
−1

1 + 3 4 − 2 2 + 3 4 + 2 2  ≈ 0.25308
=
η


 c

2 2
2 2
ac ⋅ α Tr , ωexp
 a = 40ηc + 8 R Tc,exp ≈ 0.45724 R Tc,exp
RT
c
(2)
−
P (T , v) =
with : 
49 − 37ηc Pc,exp
Pc,exp
v − b ( v + c )( v + b + 2c ) + ( b + c )( v − b )

RTc,exp

ηc RTc,exp
− c ≈ 0.07780
−c
b =
Pc,exp
 ηc + 3 Pc ,exp

(

)

c is the component-dependent volume-translation factor. It is usually [7] selected in order to
exactly reproduce the experimental saturated liquid volume at a reduced temperature of 0.8.

(

The temperature-dependent function α Tr , ωexp

)

in the attraction term of both the SRK and

PR equations is the one developed by Soave. For a given pure compound (characterized by
its acentric factor ωexp and its critical temperature Tc ,exp ), the temperature-dependent
function is expressed as:

(

)

α Soave (Tr , ωexp ) = 1 + m(ωexp ) ⋅ 1 − Tr 


2

(3)

with,

or:

2
m = A + Bωexp + Cωexp

(4)

2
3
m = A + Bωexp + Cωexp
+ Dωexp

(5)

Tr = T / Tc ,exp is the reduced temperature; and A , B , C and D are universal constants that

depend on the selected EoS.
In 1972, Soave [2] assumed ω values ranging from zero to 0.5 with a step of 0.05. For each
of these eleven ω values, he determined the corresponding m values enabling to exactly
reproduce reduced vapor pressures at Tr = 0.7 calculated as: Prsat (Tr = 0.7) = 10−ω −1 . Such m
values were correlated against ω with the following second order polynomial:

mRK = 0.480 +1.574ω − 0.176ω2

(6)

In 1976, Peng and Robinson [3] determined suitable m values for their EoS for 14
hydrocarbons (methane, ethane, propane, i-butane, n-butane, cyclohexane, benzene, ipentane, n-pentane, n-hexane, n-heptane, n-octane, n-nonane and n-decane) and 3
permanent gases (N2, CO2, H2S) by minimizing the deviations between the calculated and
experimental vapor pressures. They used vapor pressure data from the normal boiling point
to the critical point. These optimized m values were correlated against the acentric factor
and the resulting equation was:

mPR = 0.37464 +1.54226ω − 0.26992ω2

(7)

As recently noted by Lopez-Echeverry et al. [8], since 1976 many papers have been devoted
to improving the Soave α-function. The most recent is likely the one published by Yang et al.
[9] only a few weeks ago. We will only cite some of them, which were essentially written by
Soave himself or by Peng and Robinson. As a first example, in 1978 Graboski and Daubert
[10] refit the constants in Eq. (6). The regression was based on a detailed set of hydrocarbon
vapor pressure data compiled by the American Petroleum Institute. The regression equation
for mRK based on such data was derived to be:

mRK = 0.48508 + 1.55171ω − 0.15613ω2

(8)
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As a second example, in 1993 Soave [11] correlated vapor pressures generated by the
Lee-Kesler equation in order to derive – for the RK EoS – the following two-parameter αfunction, which is particularly suitable for heavy hydrocarbons:
2
m = 0.484 + 1.515ω − 0.044ω 2
α (Tr ) = 1 + m (1 − Tr ) + n 1 − Tr with: 
(9)
n = 2.756m − 0.700
Soave [11] also explained that the 2 parameters m and n in Eq. (9) can be adjusted
separately to accurately correlate the experimental vapor pressures of polar substances. A
few months later, Soave [12] advised dividing the m values returned by Eq. (6) by a factor
1.18 so the translated SRK EoS would accurately predict the fugacity coefficients of pure
gaseous fluids at high temperatures pressures.
As a third example, in 1978 Robinson and Peng [13] proposed a piecewise expression of m .
They recommended generating m values for substances whose acentric factors are lower
than or equal to that of n-decane by Eq. (7), which was published in 1976. For heavier
molecules, they advised estimating m by a third order polynomial of the acentric factor:
mPR = 0.37464 + 1.54226ω − 0.26992ω 2
ω ≤ ωn−decane
(10)

2
3
ω > ωn−decane
mPR = 0.379642 + 1.48503ω − 0.164423ω + 0.016666ω

(

)

Eq. (10) received a considerable acclaim and is specifically used in the well-acknowledged
PPR78 model [14–16].
This short bibliographic review makes it possible to conclude that the correlations of m
parameters against ω have always been conducted on a small number of hydrocarbons in
order to either exactly reproduce the vapor pressure at Tr = 0.7 or to minimize the deviations
between the calculated and experimental vapor pressures. In this paper, we decided to
follow the conclusions of one of our recent studies [17], in which we demonstrated that safe
α-function parameters can only be obtained if the data regressions are performed
considering at least the vapor pressure ( P sat ) data. As was done in our previous paper [17],
and thanks to the DIPPR database, we were able to find 1721 compounds with available and
accurate vapor pressures. Moreover, for 1523 of these 1721 compounds, the DIPPR
database also provided enthalpies of vaporization ( ∆vap H ) and/or saturated liquid heat
capacity ( c Psat,liq ) data.
For each of these 1721 compounds, mRK and m PR were determined in order to minimize
the deviations between the calculated and available experimental data, which included P sat
and/or ∆vap H and/or c Psat,liq . To the best of our knowledge, ∆vap H and c Psat,liq data have never
been used to calibrate the Soave α-function and no fittings have been conducted on such a
large number of components. Eventually, these optimized m values were correlated against
the acentric factor in order to update the generalized Soave α-function suitable for the RK
and PR EoS.
At this step, it is worth noting that the Soave α-function does not pass the consistency test
proposed by Le Guennec et al. [18,19], which stipulates that α-functions must obey the
following list of constraints to guarantee safe property predictions in both the subcritical and
supercritical domains:
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α ≥ 0
and α (Tr ) continuous

 dα ≤ 0 and dα continuous
 dTr
dTr

2
(11)
α (Tc ) = 1 and for all T:  d α
d 2α
≥
0
and
continuous
2
 dT 2
dTr
 r
 d 3α
 3 ≤0
 dTr
However, as explained by Le Guennec et al. [18], the 1972 Soave α-function is consistent,
i.e., it satisfies the constraints given in Eq. (11), up to a temperature that is generally higher
than 1500 K. This is the reason why this study was conducted and the reason why the Soave
α-function is certainly the most used α-function in chemical industries.

2. UPDATED SOAVE

PARAMETER

As stated in the introduction, thanks to the DIPPR database we were able to find 1721
compounds belonging to many different chemical families (hydrocarbons, halogenated,
oxygenated, sulfur, nitrogen compounds …) for which at least the vapor pressure data could
be accurately generated from a temperature-dependent correlation (see the Supplementary
Material section for the entire listing of the 1721 compounds). In addition, for 1523
compounds among these 1721, other experimental data, such as the enthalpy of
vaporization ( ∆vap H ) and/or saturated liquid heat capacity ( c Psat,liq ), were also available. Table
1 summarizes the available property data for the 1721 compounds considered in this study.
Table 1. Distribution of the 1721 retained compounds according to the accurate property data available in the
DIPPR database.

Accurate property data available in the
DIPPR database
( P sat + ∆vap H + c Psat,liq )

Number of
compounds

( P sat + ∆vap H )

694

(P

sat

+

c Psat,liq

)

sat

(P )
TOTAL:

759

70
198
1721

First, the optimal m parameters for each of the 1721 considered compounds have been
determined. Our first task was thus to generate pseudo-experimental data thanks to the
correlations available in the DIPPR database. The rules used for the generation of the
pseudo-experimental data along with a long discussion on the accuracy of the data can be
found in one of our recently published papers [20], which used the same database.
3. RESULTS
The optimized m parameters for each of the 1721 compounds considered in this study
are reported in the Supplementary material section for both the PR and the RK EoS. As
illustrated in Fig. 1, they have been correlated against ωexp for both cubic EoS. The resulting
expressions are the following third order polynomials:

mPR = 0.3919 + 1.4996ω − 0.2721ω 2 + 0.1063ω 3

(12)
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mRK = 0.4810 + 1.5963ω − 0.2963ω 2 + 0.1223ω3

(13)

To have an overview of the capabilities of these two new expressions, they are compared
with the original polynomials for both the PR and RK equations. The Mean Absolute
Percentage Error (MAPE) on P sat , ∆vap H and c Psat,liq calculated with the original and the
updated Soave α-functions are reported in Table 2 (the detailed results obtained with the
updated α-functions for each of the 1721 compounds are available in the Supplementary
material section).
Table 2. Comparison of the MAPEs calculated with the original and the updated Soave α-functions. Application
to the PR and RK EoS.

Peng-Robinson
Original Soave αfunction [Eq. (7)]
MAPE on P sat
(1721 compounds)
MAPE on ∆vap H
(1453 compounds)
sat
MAPE on c P,liq

(829 compounds)

Redlich-Kwong

Updated Soave
Updated Soave
Original Soave αα-function [this
α-function [this
function [Eq. (6)]
work – Eq. (12)]
work – Eq. (13)]

2.7%

1.8%

2.2%

2.1%

3.1%

2.8%

2.9%

2.9%

7.1%

6.8%

5.3%

5.3%

A graphical comparison of the original and updated polynomials can be found in Fig. 1.
2.5

mPR 2.5

this work

this work

RK EoS:

mRK = 0.4810 + 1.5963ω − 0.2963ω + 0.1223ω
2

PR EoS:

mRK

3

mPR = 0.3919 + 1.4996ω − 0.2721ω 2 + 0.1063ω 3

original
correlation
original
correlation

1.5

1.5

0.5

0.5

ωexp
0.0

0.5

1.0

Figure 1. Correlation of optimized

1.5

ωexp
0.0

0.5

1.0

1.5

m parameter against ωexp for both the PR and RK EoS. Comparison

between the original correlation and the one determined in this work. Each of the 1721 open circles
represent a pure compound.

First, Table 2 highlights that the accuracies of both EoS are quite similar. This is
especially true with the updated Soave α-functions (the use of the original Soave α-functions
indeed gives an advantage to the SRK EoS). It is also possible to conclude that the use of a
one-parameter α-function (like the one developed by Soave) makes it impossible to
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simultaneously catch P sat , ∆vap H and c Psat,liq . Indeed, for both EoS, the MAPE on c Psat,liq is
greater than 5%.
Second, it is possible to highlight the decrease of 0.9% of the MAPE on P sat when the
updated Soave α-function, instead of the original version, is coupled with the PR EoS.
Third, by focusing only on the average overall deviations, it is observed that there is no
difference between the original and updated Soave α-functions coupled with the RK EoS. All
three properties of interest ( P sat , ∆vap H and c Psat,liq ) are reproduced with the same accuracy.
This demonstrates the pertinence of the approach used by Soave in 1972, who determined
the m values in order to exactly reproduce the experimental vapor pressures at Tr = 0.7 .
However, it is worth noting that the updated α-function is more accurate than the original αfunction for very heavy molecules. Such an improvement is not reflected in the average
deviations given in Table 2 because the number of very heavy compounds (124) is small in
comparison to the total number of compounds (1721). However, the significant divergence
between the 2 polynomials when ωexp is larger than 0.9 is prominent in Fig. 1 (right panel)
and this point certainly deserves further development. Indeed, a similar behavior is observed
with the PR EoS and, as highlighted by Fig. 1 (left panel), the significant divergence between
the 2 polynomials begins as soon as ωexp is larger than 0.7. As summarized in Table 3, in
these regions where the original and updated polynomials do not coincide, the updated αfunction makes it possible to significantly improve the MAPE on P sat for both EoS. For the
PR EoS, a roughly three-fold decrease on the MAPE on P sat is obtained for the 276
compounds for which ωexp ≥ 0.7 , while for the SRK EoS, the MAPE on P sat is reduced by a
factor 1.5 for the 124 compounds for which ωexp ≥ 0.9 .
Table 3. Comparison of the MAPEs on P sat calculated with the original and the updated Soave α-functions for
molecules whose ωexp is larger than 0.7 and 0.9 for PR and SRK EoS, respectively.

Peng-Robinson EoS with:
Original Soave α-function [Eq. (7)]
Updated Soave α-function [this work – Eq. (12)]
Redlich-Kwong EoS with:
Original Soave α-function [Eq. (6)]
Updated Soave α-function [this work – Eq. (13)]

MAPE on P sat (for the 276
compounds for which ω exp ≥ 0.7 )
6.5%
1.9%
MAPE on P sat (for the 124
compounds for which ω exp ≥ 0.9 )
4.5%
3.1%

As shown in Fig. 2, it is possible to assess the similarities and differences – across the 11
defined chemical families – of the deviations in the vapor pressures reported in Table 3.
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(1) Original SRK
(2) Updated SRK

MAPE on
Psat (%)

(3) Original PR

8,0

(4) Updated PR
3
1

4,0
2

4

z

0,0

Figure 2. MAPE on P sat for 11 chemical families. For each family, the order of series is bar #1: original SRK,
bar #2: updated SRK, bar #3: original PR, and bar #4: updated PR.

For all the chemical families, the updated α-function is more accurate than the original αfunction for both the PR and SRK EoS. With the aim of focusing on applications specific to
the oil and gas industry where cubic EoS are widely used, the hydrocarbons family, which
groups the Alkane + the Alkenes + the Aromatics families, was also defined. For such a
family, the conclusions are identical: whatever the EoS, much lower deviations on the vapor
pressure data are obtained with the updated versions of the α-functions. At this step, it would
be interesting to analyze the temperature dependence of the deviations on P sat reported in
Table 3 for heavy molecules. It was thus decided to plot the MAPE on P sat as a function of
the reduced temperature for both EoS. Such curves were plotted between Tr = 0.73 and
Tr = 1 because it was the temperature interval in which pseudo-experimental data could be
generated by the correlations available in the DIPPR database. In Fig. 3 it is possible to
observe that the updated versions of the α-functions perform much better, regardless of the
temperature.
10.0

MAPE on 10.0
Psat (%)

PR EoS
original
α-function

MAPE on
Psat (%)

RK EoS
original
α-function

5.0

updated
α-function

5.0
updated
α-function

Tr
0.0

Tr

0.0

0.73

0.9

0.8

1.0

0.73

0.8

0.9

1.0

sat

Figure 3. MAPE on P
for heavy molecules (see Table 3) plotted against the reduced temperature for PR (left)
and RK (right) EoS. (□) Original α-function, (●) Updated α-function.
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At this step, it was also decided to estimate the MAPE on the liquid molar volumes.
Among the 1721 compounds considered in this paper, the DIPPR database has accurate
sat
correlations to estimate the liquid molar volumes at saturation ( vliq
) for 1489 of them. As
was previously done for the P sat , ∆vap H and c Psat,liq properties, for each of these 1489
compounds the DIPPR correlation was used to generate 50 equidistant liquid molar volume
data points between Tmin and Tmax = 0.9Tc . In this case, Tmin is the minimum temperature at
sat
which vliq
can be estimated from the DIPPR correlation, whereas Tmax = 0.9Tc is the highest

temperature at which the volume-translation concept has a beneficial effect. By denoting
sat ,t −CEoS
vliq
as the molar volume calculated with the translated EoS [see Eqs. (1) and (2)], the
sat
MAPE on vliq
is calculated as:
sat
 sat ,t −CEoS  vliq

− vliq
Ti 


100



MAPE =
(14)
sat
50 i =1
sat , DIPPR  vliq 
vliq
T
 i 


These MAPEs are reported in Table 4 for both the PR and RK EoS in their translated and
untranslated versions (the detailed results obtained with the updated α-functions for each of
the 1489 compounds are available in the Supplementary material section).

50

∑

sat
sat , DIPPR  vliq
vliq
 Ti


sat
Table 4. Comparison of the MAPEs on vliq
calculated with the original and the updated Soave α-functions.

Application to the translated and untranslated PR and RK EoS.

MAPE on

sat
v liq

Peng-Robinson
Updated Soave
Original Soave αα-function [this
function [Eq. (7)]
work – Eq. (12)]

Redlich-Kwong
Updated Soave
Original Soave αα-function [this
function [Eq. (6)]
work – Eq. (13)]

Untranslated

Untranslated

8.5%

(1489 compounds)
( Tr < 0.9 )

8.5%

19%

Translated
2.2%

19%
Translated

2.2%

3.8%

3.8%

sat
Such a table highlights that the reproduction of the experimental vliq
data is dramatically

improved for both EoS when a volume translation is applied. Another key conclusion is that
the choice of the α-function (original or updated) has a negligible impact on the MAPE on
sat
. In addition, for completing our analysis the average deviations on the molar critical
vliq
volume are reported in Table 5 (the detailed results obtained with the updated α-functions for
each of the 1489 compounds are available in the Supplementary material section).
Table 5. Comparison of the MAPEs on the molar critical volume ( v c ) calculated with the original and the updated
Soave α-functions. Application to the translated and untranslated PR and RK EoS.

MAPE on vc

Peng-Robinson
Updated Soave
Original Soave αα-function [this
function [Eq. (7)]
work – Eq. (12)]

Redlich-Kwong
Updated Soave
Original Soave αα-function [this
function [Eq. (6)]
work – Eq. (13)]

Untranslated

Untranslated
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(1489 compounds)

21%

21%

31%

Translated
20%

31%
Translated

20%

24%

24%

At the critical point, the volume-translation parameter c has too small an influence on the
calculated critical volume ( vc ) to obtain a good match with the experimental value. Although
the influence of the volume translation concept is more visible on the RK EoS, the PR CEoS
yields better predictions of v c . Table 4 and Table 5 definitively demonstrate the superiority of
the PR EoS to correlate the molar volumes in comparison with the SRK EoS.
To conclude this section, we must say a few words about VLE calculations for binary
systems when classical vdW one-fluid mixing rules that involve a temperature-independent
interaction parameter (k12) are considered. A prerequisite for the successful correlation of
binary systems is accurate knowledge of the vapor pressure of each pure component; this is
certainly the dominant factor, whereas the second most important factor is k12. Consequently,
by improving the prediction of the vapor pressure data, the updated correlations developed in
this study without a doubt contribute to a better correlation of binary systems. A key question
we also need to address is how much change in the interaction parameter is needed when
we switch from the original to the updated correlation? It is indeed acknowledged that
numerical values of k12 are specific to the considered α-function. To answer this question, we
decided to refer to the work by Jaubert and Privat [20], who developed an equation that
makes it possible to calculate the k12 suitable for a desired α-function (e.g., the updated αfunction developed in this work) knowing the corresponding k12 value for another α-function
(e.g., the original Soave α-function). Such an equation is written as:
updated
k12

=

(

original original original
2k12
δ1
δ2
+ δ1original − δ 2original

with: δ ioriginal =

) − (δ
2

2δ1updated δ 2updated
ac ,i ⋅ α ioriginal

updated
1

− δ 2updated

)

2

(15)

ac ,i ⋅ α iupdated

and δ iupdated =
bi
bi
Eq. (15) was used for several binary systems and the change in k12 was found to be small
after switching from the original to the updated correlation. Consequently, it is possible to
continue use of the numerical values of k12 available in commercial process simulation
software for hundreds of binary systems when the updated correlations developed in this
paper are used. It is however obviously advised to update the k12 values, thanks to Eq. (15).

4. CONCLUSION
In this study, updated versions of the generalized Soave α-function suitable for the RK
and PR EoS have been proposed. Significant improvements on the reproduction of vapor
pressure data have been obtained for the PR EoS with respect to the original version. The
updated SRK EoS achieved similar average overall deviations for the three properties of
interest ( P sat , ∆vap H and c Psat,liq ) in comparison with the original SRK equation. However, the
use of the updated α-function developed in this study significantly reduces the MAPE on P sat
for heavy molecules with an acentric factor larger than 0.9.
This paper also allows us to conclude that the accuracies of the PR and SRK EoS are
very similar, except for the molar volumes, which are better predicted with the PR EoS.
To conclude, we do encourage developers of commercial process simulation software to
update the parameters of the m (ωexp ) function involved in Soave α-functions as reported in
Eqs. (12) and (13) of the present study.
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