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A B S T R A C T

In heap leaching, agglomeration of clay rich ores is commonly used and may prevent plugging phenomena
within heaps, but is not always successful. In order to better understand the heap leaching process of uranium
ore agglomerates, a multi-scale approach, based on 10-cm and meter-scale columns, was used to achieve a
Representative Elementary Volume (REV) of packed agglomerates. Flow rate and agglomerate size distribution
were found to have no impact on the ore leaching kinetics. An increase of the sulfuric acid content of the
leaching solution caused a slight increase of uranium extraction. Meter-scale tests indicated that scaling up had
no significant influence on extraction kinetics. Some tests have also shown that column porosity and perme-
ability decreased during irrigation and with the heap depth. This led to the occurrence of plugging. X-ray to-
mography analyses on clogged sections of the column revealed that this phenomenon arises from agglomerate
mechanical degradation. In addition, an integrative numerical model of the leaching of the meter scale column
of agglomerates was built, combining flow and reactive transport equations where the effective reaction term
was directly inferred from the REV experiments. An excellent agreement was observed with the column tests.

1. Introduction

Heap leaching is an industrial method to process low grade ores,
consisting of percolating an acid or alkaline leaching solution through a
4 to 10meter high heap of crushed ore (Ghorbani et al., 2016). This
technique is used to process several ores such as uranium, copper or
nickel laterites and is based on fluid-rocks interactions at the heap scale
and on the percolation of the leaching solution through ore porosity to
dissolve minerals of interest at the micro-scale (Bartlett, 1997). In this
way, the accessibility of these minerals by the leaching solution is a
limiting factor (Ghorbani et al., 2011).

Due to the significant size of heaps and the long leaching time
(about 1 year for a 6 to 9m high heap), heap leaching processes may be
difficult to investigate. Smaller size experimental models and numerical
models are used instead. Experimentally, columns from 0.5 to 6m high
are used to reproduce leaching conditions (Bennett et al., 2012;
Robertson, 2017). Such tests allow analysing the influence of the dif-
ferent leaching parameters. However, they may contain a bias: Bouffard
and West-Sells (2009) noted that the leached ore density decreased
with the decrease of column diameter. This scale reduction decreases

the ore packing density, due to wall effects, which subtly alters me-
chanical behaviour in the case of column leaching. In addition, het-
erogeneities present in the heap, such as a wide particle size distribu-
tion or the presence of inert materials, may cause an overestimation of
the leaching rate measured in columns compared to that measured in
situ. Numerical models (Dixon and Hendrix, 1993; Mellado et al., 2009)
using parameters fitted to experimental data were also developed, in
order to study the impact of the different leaching parameters
(Ghorbani et al., 2016) from very simplified analytical models to more
complex mechanistic approaches. They classically describe fluid flow
and transport of leached solution through the heap and reaction ki-
netics with the minerals of interest (Dixon, 2003; Dixon and Petersen,
2003). Depending on the operating conditions (evolution of heap
packing or of the heat within the heap), additional couplings may be
required (Dixon, 2000; Valencia et al., 2008). Note that several models
were proposed in the literature but few are used in industrial applica-
tions (Ghorbani et al., 2016; Robertson, 2017). The main difference
between these models lies in the governing assumptions and the related
mass balance equations used to represent dissolved species transport,
leaching solution flow and the reactional model. The Richards equation

https://doi.org/10.1016/j.hydromet.2018.05.011
Received 17 January 2018; Received in revised form 7 May 2018; Accepted 10 May 2018

⁎ Corresponding author.
E-mail address: emerence.hoummady@univ-lorraine.fr (E. Hoummady).

Hydrometallurgy 178 (2018) 274–282

0304-386X/ © 2018 Elsevier B.V. All rights reserved.

T

http://www.sciencedirect.com/science/journal/0304386X
https://www.elsevier.com/locate/hydromet
https://doi.org/10.1016/j.hydromet.2018.05.011
https://doi.org/10.1016/j.hydromet.2018.05.011
mailto:emerence.hoummady@univ-lorraine.fr
https://doi.org/10.1016/j.hydromet.2018.05.011
http://crossmark.crossref.org/dialog/?doi=10.1016/j.hydromet.2018.05.011&domain=pdf


in combination with the traditional Mualem-Van Genuchten model is
usually chosen to model solution flow through the heap (Robertson,
2017) as leaching are often occurs under partially saturated conditions.
However a generalised Darcy model may also be used when the gas
phase is considered (Bennett et al., 2012). Moreover, two types of
leaching transport models may be distinguished depending on the level
of column heterogeneity (Golfier et al., 2007): (i) models considering
the heap as a homogeneous medium controlled by diffusion or advec-
tion (Bennett et al., 2012) and (ii) dual porosity models, considering the
heap as two distinct regions: a stagnant region and a mobile one
(Bouffard and Dixon, 2001; Dixon and Petersen, 2003; Robertson,
2017). Such models can closely emulate heap behaviour in case of
channelling (Ogbonna et al., 2006). At the mineral particle scale, the
easiest approach is to consider a uniform reaction model (“uniform- or
homogeneous-reaction model”), meaning a uniform penetration of
leaching solution within particles, independently of their size. How-
ever, when diffusion is limiting (Sheikhzadeh and Mehrabian, 2007),
most models use the shrinking core model to describe reactions be-
tween minerals and leaching solution (Bennett et al., 2012; Robertson,
2017). Although the shrinking core model is easy to apply, it supposes
that the particles to be leached are spherical and that minerals dis-
tribution is homogeneous, which is not the case in experimental tests
(Bennett et al., 2012). All of these models led to identify and assess
parameters that influence heap leaching efficiency such as heap tem-
perature or leaching reagent concentration which both impact the
dissolution kinetics (Bartlett, 1997; Petersen, 2016). Ghorbani et al.
(2011) also point out heap permeability as a key factor of heap
leaching. If percolation of leaching solution is too slow, chemical re-
actions between reagent and minerals cannot occur and on the other
hand, if this characteristic time is too long, it might result in the
flooding of the ore (Ghorbani et al., 2016). In addition, a low porosity
may enhance plugging, causing a decrease of leaching efficiency and
heap collapsing. An uneven permeability is also reported to induce
channelling and to prevent irrigation of some parts of the heap. Such
permeability difficulties are mostly caused by the nature of the ore and
especially high clay and fine particles content.

To solve this problem, the nickel, copper and uranium industries use
agglomeration, consisting of increasing ore particle size distribution by
binding fines and clays together into larger particles. This improves

heap permeability and stability and also prevents fines migration
during leaching (Bartlett, 1997; Bouffard, 2005; Yijun et al., 2004).
Note that most studies of agglomerate heap leaching focus on copper or
nickel laterite ore (Dhawan et al., 2013; Kodali et al., 2011; Nosrati
et al., 2012a,b) but up to now, the behaviour of uranium-ore agglom-
erates remains poorly understood. The only exception is the recent
study of Hoummady et al. (2017) who have identified changes in the
structure of uranium-ore agglomerates during leaching.

Here, we focus on leaching effects at the agglomerate scale and at
the Representative Elementary Volume (REV) scale (by the use of small
column leaching tests). The objective of the current work is to upscale
these results to the heap scale, by using both REV leaching experiments,
meter scale columns leaching tests and numerical modelling. An in-
tegrative multiscale approach, illustrated in Fig. 1, is conducted for this
purpose by (i) identifying the limiting processes at the smaller scale, (ii)
stating the governing assumptions at the heap scale in terms of these
latter processes and (iii) predicting the uranium extraction. In addition,
this study also intends to characterize and understand plugging.

2. Materials and methods

2.1. Ore, agglomeration and leaching processes

The agglomerates used in this study were produced from clay-rich
sandstone containing about 900 ppm of uranium and>10wt% of clay
minerals (mainly kaolinites, illites, mixed layered illite-smectite phases
and chlorites) provided by AREVA and originating from Somaïr, Niger.
Most of the uranium in this ore is hosted by clay minerals and especially
by chlorites. In addition, this ore contains a low amount of carbonate
(0.4 wt%) and calcium (0.29 wt%), compared to the aluminium content
(8.32 wt%). Due to this feature and to the high clay content, this ore is
ideally suited for a study of the agglomeration process.

Crushed ore was agglomerated with water and sulfuric acid, at a
ratio of 25 kg of acid per 1000 kg of ore for a liquid/solid ratio of
0.08 kg/kg, within a cement mixer at a speed of 32 rpm. Half of the
water was first mixed with the dry ore. Sulfuric acid mixed with the rest
of the water was then added to the ore and the agglomeration carried
on for 3min. Then, agglomerates were stored for curing during at least
24 h to harden the bonds between particles (Pietsch, 2002).

Fig. 1. Multi-scale analysis of uranium ore agglomerates leaching.
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2.2. REV-scale leaching tests

A series of leaching tests in small columns were conducted to assess
the existence of mass transfer limitations within and around the ag-
glomerates. At the REV scale, such limitations can be due to (i) the
diffusion through the fluid boundary layer surrounding the agglomer-
ates (external transfer limitation) and (ii) the diffusion through the
pores within the agglomerate (internal mass transfer limitation). In
addition, the impact of acid concentration, which can be a rate-limiting
step for the reaction, was also evaluated. Experimental results discussed
hereafter will be used as a basis for our upscaling analysis. Note that
characterizing the structure of uranium-ore agglomerates prior to and
after leaching was previously discussed in Hoummady et al. (2017) and
the impact of agglomeration conditions on heap leaching efficiency was
investigated in Hoummady et al. (2017). Interested readers can refer to
Hoummady et al. (2017) for more details about the experimental setup
and analytical methods.

About 120 to 150 g of agglomerates of uniform diameter were
packed in a column of 10 cm high and 4 cm diameter and leached over
10 days with a diluted sulfuric acid solution at a given flowrate defined
in Table 1. This volume of agglomerates, corresponding to a homo-
geneous porous medium, is expected to be large enough to achieve a
REV of the entire heap. The first batch from Table 1 corresponds to the
reference leaching conditions and is noted as RC-batch. The leach so-
lution was sampled daily and analysed by ICP-OES after dilution by a
factor 10 with 2 vol% nitric acid (results are given with a measurement
uncertainty of 10%). The extraction of each element was calculated as
moles contained in the leach solution to the total moles within the ore,
at the initial time. The dimensionless extraction rate η was also calcu-
lated for each element as the ratio between the current extent and the
final extent of extraction.

2.3. Meter-scale column leaching tests

To scale-up leaching studies, they were carried out in a 1m tall and
10 cm diameter column randomly packed with 9 to 10 kg of variable-
size agglomerates. Agglomerates were leached for 13 days with a 10 g/l
sulfuric acid solution and at a flowrate of 45ml/h (corresponding to a
specific flowrate of 6 l/m2/h). These conditions are similar to the re-
ference conditions (RC) defined in Table 1 for 10-cm high columns,
using the same surface flow rate and the same sulfuric acid con-
centration. In addition, to simulate leaching conditions at different
depths within the heap, a constant compressive axial load was exerted
on the 1m tall column corresponding to the vertical stress of the
equivalent mass of the overlying material. Three representative depths
of the heap leaching process (0–1m, 3–4m and 5–6m) were con-
sidered. As for the small columns tests, the leached solution was sam-
pled daily and analysed by ICP-OES (results are given with an un-
certainty of 10%). The column weight and the saturation index of the
column at different heights (0.3 m, 0.5m, 0.7m and 0.9 m) were
measured every 5min by means of the Balance Link software and Trime
Pico64 TDR probes. Due to column settlement, causing a modification
of the porosity, these probes had to be recalibrated during the tests.
These data were used to calculate the column total porosity throughout
leaching. Air permeability measurements before and after leaching

were also done. Experiments were repeated twice to assess reproduci-
bility of the results.

After each experiment, the columns were partially disassembled
into 5 subsections of 20 cm tall for post-mortem dry mass and water
content measurement. In case of plugging, plugged areas were sampled
and analysed by X-ray tomography with a Nanotom Phoenix tomograph
with a resolution of 50 μm. Results were then processed, using VG
Studio Max 2.2 software to determine the macro-porosity of the clogged
sections.

3. Results and discussion

3.1. Influence of leaching parameters

Three main leaching parameters were studied: (i) the sulfuric acid
content of the leaching solution, (ii) the agglomerate size and (iii) the
flowrate.

Two different leaching solutions were first tested. Increasing this
concentration from 5 g/l to 20 g/l was found to slightly increase the
uranium extraction (Fig. 2a). Such results are consistent with those of
Hoummady et al. (2017). Sulfuric acid causes the dissolution of illites
and kaolinites. Sulfuric acid concentration above 5 g/l is enough and
thus not the limiting reactant. Obviously, the small difference in ur-
anium extraction might be economically important but the change
measured is not statistically significant.

The influence of internal mass transfer on the uranium extraction
rate was investigated by changing the agglomerate size (from 5, to 10
and to 20-mm diameter). The initial uranium content was found to
decrease slightly and quasi-linearly with agglomerate diameter, causing
an apparent decrease of the uranium extraction with increasing ag-
glomerate size. Results in Fig. 2b were shown as a function of the η
ratio, calculated as the ratio between current extraction and the final
extraction. This dimensionless extraction rate was used to consistently
account for the initial varying uranium content and also agglomerates
porosity variations (Fig. 2b). It was found to be the same except for the
smallest agglomerates, which means that the uranium leaching kinetics
was not significantly limited by internal mass transfer.

Batches #1 and #6 were carried out at two different flow rates,
respectively 7.2 and 3.6 ml/h, at constant acid concentration. For
comparative purpose, the results in Fig. 1c–e are presented in terms of
the L/S ratio calculated as the mass of leached solution injected into the
column divided by the initial mass of agglomerates within the column.
Considering the measurement uncertainty, no major difference between
the extraction for Si, Al, Ca or K was found at the two flowrates. As an
example, Al extraction for both flow rates is shown in Fig. 2c (data not
shown for the other species). Yet, this did not seem to be the case for
uranium (Fig. 2d). Since a change in the initial uranium content be-
tween two batches of agglomerates was suspected, the dimensionless
uranium extraction extent η was also calculated, showing similar ki-
netics between the two flowrates tested (Fig. 2e). Due to the mea-
surement error of 10% of the ICP OES, the differences of dimensionless
uranium extraction rate between the flowrates were assumed not to be
significant. There is no evidence of significant external mass transfer
limitations for acid leaching in a 10 cm tall column (i.e. at the REV
scale).

3.2. Meter-scale column leaching

3.2.1. Evolution of the column behaviour during leaching and at different
depths

Leaching conditions and packed bed properties are reported in
Table 2 for the three l m-tall columns. A mass balance calculation has
shown consistency between measurements of solution saturations and
agglomerate column weight (Fig. 3a). Fig. 3b compares the change in
the total mass of solution within the column as a function of the L/S
ratio for the two limiting cases of depth increment (0–1 and 5–6m).

Table 1
Leaching parameters used in the experimental tests.

Batch Agglomerates diameter Flowrate Sulfuric acid ratio

#1 (RC) 10mm 7.2ml/h (i.e. 6 l/m2/h) 10 g/l
#2 10mm 7.2ml/h 5 g/l
#3 10mm 7.2ml/h 20 g/l
#4 5mm 7.2ml/h 10 g/l
#5 20mm 7.2ml/h 10 g/l
#6 10mm 3.6ml/h 10 g/l
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Three steps can be highlighted: (i) a preliminary step of filling the
column with solution corresponding to the time needed by the solution
to percolate down to the bottom of the column (L/S ratio < 0.1 for the
0–1m depth), then (ii) a transient drainage step of the column
(0.1 < L/S ratio < 0.25 for the 0–1m depth) and finally (iii) a steady
state in which the mass fluxes of solution going in and out of the column
are equal (L/S ratio > 0.25 for the 0–1m depth). The second step can

be related to the settling of the material due to the variation in pore-
fluid pressure when drainage occurs. This is consistent with the de-
crease of the total porosity observed during the early hours of irrigation
(Fig. 3c). The total porosity decreases logically with depth. Perme-
ability analyses reveal a similar trend (16 Darcy for the 0–1m column
and 7 Darcy for the 5–6m column after settling). The establishment of
steady state takes a longer time (Fig. 3b). In addition, water saturation
on a vertical profile (i.e. during steady state) was measured at a ratio L/
S of 0.9. Fig. 3d highlights that the water saturation remains the same
across the column. At the basis of the column, this rate slightly de-
creases probably due to the outflow geometry.

The pH of the feed and filtrate was similar, indicating that sulfuric
acid was in excess for this scale. In this way, this factor is not a limiting
factor for leaching. As extraction curves during leaching were similar to
those obtained at REV scale (Hoummady et al., 2017), specific attention
was paid to uranium and calcium. Fig. 4a shows that the calcium
concentration exhibits a three-step trend. During the fill, the calcium
concentration exceeded the gypsum solubility, which might cause
precipitation. As gypsum was found to cause plugging (Agatzini-
Leonardou and Zafiratos, 2004), we estimated the total volume of
gypsum which may be formed if all the calcium contained within the
column precipitated. This volume reaches about 0.6% of the volume of

Fig. 2. Influence of acid concentration (A), agglomerate diameter (B) and leaching flowrate on aluminium (C), uranium extraction (D) and uranium η factor (E).

Table 2
Characteristics of leaching tests.

Heap depth (m) 0–1m 5–6m 5–6m

Leaching time (days) 13 13 2
Column density at L/S=0.1 1472.8 kg/m3 1649.5 kg/m3 1618.7 kg/m3

Column density at L/S=0.9 1456.9 kg/m3 1686.8 kg/m3 –
Saturation rate at L/S= 0.9 35.75% 49.15% –
Total porosity at L/S=0.9 52.06% 44.62% –
Settlement at L/S= 0.9(%) 15% 15.4% 12%
Clogging No No Yes

Notes: L/S= 0.1 corresponds to about 1 day after the beginning of leaching
(transient state) and L/S=0.9 corresponds to about 7 days after the beginning
of leaching (steady state).
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Fig. 3. Comparison of the solution weight inside the column calculated by the probe data and measured by the weighing instrument (A), evolution of solution weight
of the columns through time (B), changes in column porosity with time (C), and vertical saturation profile at L/S= 0.9 (D).
Notes: three steps are distinguished: a filling step, a drainage step and a steady step.

Fig. 4. Evolution of A) calcium concentration, B) uranium extraction and C) uranium η factor during leaching.
Notes: the comparison is done with reference conditions: agglomerates of 10mm diameter within a 10 cm scale column, 10 g/l of sulfuric acid in the leaching
solution, and a flow rate of 7.2 ml/h.
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the column, i.e. about 1% of the total porosity of the column. This value
is too small to be the cause of plugging. Moreover, column homogeneity
along its depth precludes the presence of localised precipitates due to
heterogeneous calcium concentration. This finding will be confirmed by
X-ray images of plugged sections in the next section.

The final uranium extraction of 75% was higher than in the 10 cm
tests but this depends on the agglomerate size of interest (extraction
vary between 65% and 90% for 5mm- to 20mm-diameter agglomerates
in 10-cm columns). The uranium extraction rate η was very similar for
both tests (Fig. 4c). In other words, effective reaction (column-scale)
and apparent reaction (REV scale) kinetics were very similar, thus va-
lidating the use of smaller column tests to study agglomerate leaching.

3.2.2. Analysis of plugged areas
To go further in the analysis, let us take a closer look at the way

clogging occurs. Early on the tests, the two columns representing the
conditions in the middle of the heap (3–4m of depth) and one of the
columns corresponding to the bottom (5–6m of depth) plugged. In all
cases, plugging occurred in the upper 20 cm layer, i.e. where the
maximal vertical stress due to initial pre-compaction applies. The
plugged sections were analysed by X-ray tomography and compared to
a non-plugged unleached section (Fig. 5a,b). In the latter section, ag-
glomerates were noticeable contrary to the plugged section where no
structure was observed. Agglomerates are mechanically degraded by
the weight of the heap above, subsequently causing clogging. We pre-
sume that the weight of the material above and the settling during the
first step of leaching deformed the agglomerates and, combined with
acid solution percolation, gradually caused their degradation. This also
decreased the porosity between agglomerates from 44% to 7% and
permeability from 17 to 6 Darcy (Table 3). Saturation increased and
also enhanced agglomerate degradation. Pore connectivity was also
found to decrease when plugged, as shown in Fig. 5d, leading to

solution channelling, unlike in the non-plugged section where porosity
was uniform (Fig. 5c) and solution flowed homogeneously.

3.3. Numerical model of acid leaching of uranium-ore agglomerates at the
1-m column-scale

3.3.1. Governing assumptions of the model
At this point, we have to infer from REV experiments the governing

assumptions for heap acid leaching and build a numerical model cap-
able of predicting the uranium extraction rate. Effective reaction ki-
netics will be directly upscaled from REV measurements so that lower-
scale information is not discarded. Model assumptions that govern flow
and transport processes can be stated as follows:

(i) The acid flow is assumed to be one-dimensional (from the top to
the bottom of the heap) under variably saturated conditions.

(ii) Mass transfer limitations (both internal and external) do not sig-
nificantly affect the observed reaction rate as shown by REV-scale
tests and are also neglected at the column scale.

(iii) Uranium dissolution kinetics is not influenced by the extraction
rate of the other elements in solution. Uranium dissolution and
mass transport down the column can therefore be uncoupled and
modelled independently of other mineral species.

(iv) Acid is assumed to be in large excess so that it is constant with time

Fig. 5. X-ray tomography analyses of A) unleached non-plugged section B) leached plugged section and 3D porosity volume of C) unleached non plugged section and
D) leached plugged section.

Table 3
Evolution of sections macro porosity and permeability caused by clogging.

Macro porosity (%) Permeability (Da)

Unclogged section 44% 17 Da
Clogged section 7% 6 Da
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and all along the column. No mass balance equation is required for
acid species.

(v) In a first step, hydro-mechanical coupling is discarded so that
changes in porosity and permeability are neglected. As a con-
sequence, we will focus only on 0–1m column leaching tests and
the transient behaviour before bed settlement will not be explicitly
simulated.

The resulting model has been built with the COMSOL Multiphysics
4.2 software, using parameters deduced from our experiments. A 1D
meter-scale column, having dimensions similar to those we used, was
modelled.

3.3.2. Flow model
Fluid flow in the variably-saturated column was modelled using the

Richards equation coupled with the model of Van Genuchten and
Mualem:
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We denote θs and θr the residual and saturated water content re-
spectively. α, m, l and n are the Mualem-Van Genuchten parameters.

Initially, the column has a uniform pressure head fixed at
−0.075m. An inward flux is imposed at the inlet as
N0= 1.41 · 10−3 kg/m2 s N0= 1.41. 10−3kg/m2s (corresponding to a
volume flow rate per unit area of 6 l/m2/h) and a free drainage
boundary condition is imposed at the outlet. Numerical parameters
fitted against experimental saturation curves are shown in Table 4. Both
hydraulic conductivity and water volume fractions were extracted from
data coming from meter scale column experiments (Tables 2 and 3).

The average saturation curves and local profiles at different cross-
sections are presented in Fig. 6. The comparison reveals a very good
agreement between experimental data and numerical predictions for
the mean effective saturation during steady state. The TDR measure-
ments give similar conclusions. Although the model is constrained by
experimental data, this nice concordance supports the initial hy-
potheses on the fluid flow behaviour within the column (no channelling

effect in the upper part of the heap). However, the model fails to re-
produce the transient regime and especially the stage when saturation
decreases. As previously explained, this mechanical process is due to
the settlement of the bed. A more complex model taking into account
the hydro-mechanical effects is required so that column permeability
and effective compressibility can vary during leach.

3.3.3. Uranium transport model
Two mass balance equations were used to describe uranium ex-

traction and transport of the dissolved mineral within the column. As
previously mentioned, only uranium mass transport governing equa-
tions are considered here, since any geochemical couplings with other
mineral species are neglected. We denote by cUs and cUagglo, respec-
tively, the uranium concentration in the acid solution and in the ag-
glomerates. The set of governing differential equations is written as
follows:
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Table 4
Parameters used for the flow model.

Parameter Value

Hydraulic conductivity Kw (m/s) 1.6 10−4 m/s
Water volume fraction at saturation θs 0.58
Residual water volume fraction θr 0.09
α 19.297
n 8
l 0.689

Fig. 6. Comparison of effective saturation evolution during leaching between
experimental results and COMSOL model for A) the entire column B) a cross
section at 0.3 m depth within the column.
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with θ, the water content, u, the fluid-averaged velocity of the leaching
solution inside the column (both determined by the Richards equation
in the previous part of the model), DU, the axial dispersion coefficient of
uranium in water, ρagglo, the agglomerate density, ε, the column por-
osity (assumed to be constant in the absence of hydro mechanical
couplings) and Reff, the effective reaction rate at the column scale. A
constant concentration is imposed at the inlet, cUs(z=0, t)= 0 and a
boundary condition of convective flux type is specified at the outlet.
The initial conditions are defined by:

= = = =c z t( , 0) 0c (z, t 0) 0U
s

U
s (9)

= = =c z t c( , 0) 900 ppmU
agglo

U
0 (10)

The axial dispersion coefficient of uranium flowing through the
column was fitted against experimental curves as DU=3.35 ∙ 10−7 m2/
s. The effective reaction rate Reff is only expressed as a function of the
local uranium extraction rate χ, calculated as the ratio between the
present mass of recovered uranium and the initial mass of uranium
within the agglomerates, i.e.,

=
−

χ z t
c c z t

c
( , )

( , )U U
agglo

U

0

0 (11)

This effective reaction rate is directly extracted from the apparent
reaction rate RREV measured at the REV-scale, as stated in the as-
sumptions of the model so we have:

=R χ R χ( ) ( )eff REV (12)

Changes in the reaction rate RREV as a function of χ are calculated
from REV-scale leaching experiments and plotted in Fig. 7. A poly-
nomial function f(χ) is fitted on this experimental correlation and used
instead in our simulations with COMSOL Multiphysics for the sake of
simplicity.

Comparison between experimental and numerical rates of uranium
global extraction is reported in Fig. 8. We observe good agreement
between the two curves, especially over the long term. The discrepancy
during the first one hundred hours of leaching may be attributed to the
underestimation of the saturation in the flow model, as a result of the
absence of mechanical coupling. Another explanation is the lack of
experimental data at the VER-scale for L/S < 0.4 that induces an un-
certainty on the effective reaction rate value at the very start of the
heap leaching process. This satisfying prediction of uranium leaching
extraction is particularly striking since reaction rates were extracted
from REV-scale column experiments and apart from the axial dispersion
coefficient of uranium, no fitting with the meter –scale column ex-
periments was employed. This comparison justifies the use of small-
scale column experiments (i.e. 10 cm high columns), from which re-
action rate were extracted, to investigate uranium-ore agglomerate
leaching at the heap scale (i.e. 1 meter scale columns and further 6 to
9meters high heaps).

4. Conclusions

The present paper focuses on the column leaching behaviour of
uranium-ore agglomerates at different scales, from the representative
elementary volume of the heap to the meter-scale columns tests. An
original experimental set-up has been used to reproduce and investigate
the leaching conditions at various depths within the heap.

The effect of leaching parameters was investigated from REV-scale
leaching tests. Based on these results, several physical assumptions
were set forth and we derived a numerical model of a 1-meter column
of agglomerates, coupling Richards and reaction-advection-diffusion
equations to simulate flow within the column and uranium extraction.
A good agreement has been found with the meter-scale experiments,
representative at the top of the heap.

From the results obtained in this work, our primary findings and
recommendations for future work on this topic can be stated as follows:

• Micro-scale (i.e. REV scale) experiments have revealed less or no
evidence of mass transfer limitations during uranium-ore agglom-
erate leaching. This supports the assumption that the overall reac-
tion rate is dominated by kinetics.

• The same series of experiments in 10 cm-columns has highlighted a
small impact of the acid concentration in the range of values we
investigated. In addition, meter-scale experiments have shown that
the sulfuric acid was in excess and not the limiting reactant.
Accordingly, we have neglected changes in acid concentration in the
numerical model and kept this parameter as constant. However, it
should be kept in mind that this assumption is questionable for a
heap of 6 to 9m high. An additional mass balance equation for the
sulfuric acid would be required to extent the model at the heap scale
and to describe the acid consumption with depth (and the related
impact on the uranium extraction).

• The origin of the plugging problem observed at a macro-scale during
heap leaching has been elucidated. First, chemical analyses of the
leaching solution have confirmed the small quantity of dissolved
calcium and discarded the chemical origin assumption – due to
gypsum precipitation - for this plugging. The application of the
vertical stress due to the heap weight in meter-scale leaching ex-
periments was found to cause agglomerate degradation, which in
turn induces a strong decrease of permeability and porosity, leading
to clogging. This clogging mechanism, being purely mechanical, has
been confirmed by X-ray tomography imaging. Using stronger ag-
glomerates may be a solution to address this issue and improve
leaching efficiency. Preliminary research on the use of poly-
acrylamide binder with uranium-ore agglomerates and its impact on
their mechanical properties have been conducted in Hoummady
et al. (in submission). Further columns tests, using such improved
agglomerates, would be required to assess their technical applic-
ability at the heap scale.

Fig. 7. Relation between the reaction rate and the conversion rate extracted
from REV-scale leaching experiments.

Fig. 8. Changes in the global recovery rate of uranium during leaching and
comparison between experimental results (0–1m column) and COMSOL model.
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• Based on the physical assumptions inferred from REV experiments,
we derived a numerical model of acid leaching at the meter-scale.
Further improvement of model forecasting capabilities, especially at
early times of leaching, will require to integrate mechanical cou-
pling between permeability and compressibility. This 1D model
should provide a first basis for application at the heap scale.
However, a study of the impact of lateral heterogeneities within a
heap and the related channelling effects would be needed. In addi-
tion, due to the heap height, some assumptions such as the excess of
sulfuric acid or the absence of hydro-mechanical coupling (causing
heap plugging) would become invalid. Additional equations will be
required for fully describing these couplings and building a pre-
dictive model of leaching at the scale of 6 to 9m heaps.
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