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Abstract 13 

Biochar was obtained from Eucalyptus pruning residues with a non-conventional device 14 

named Kon-Tiki kiln. The average heat of combustion of the biochar, 27.3 MJ kg
-1

, was 15 

higher than that of Eucalyptus wood, 17.8 MJ kg
-1

. Activation with CO2 was performed by 16 

varying the activation time from 0 to 60 minutes. The activated carbons (ACs) and the carbon 17 

precursor have been characterised and tested for paracetamol removal in the liquid phase, 18 

studied in both kinetic and equilibrium aspects. ACs presented an increase in BET area (up to 19 

845 m
2
/g), total pore volume and microporosity with the activation time. The pseudo-second 20 

order model was the one that best fitted the experimental data. Elimination of paracetamol 21 

was much faster when using ACs, 5h, than when using the biochar, 3 days. However, 22 

pollutant removal was greater than 95% for all materials, which is a promising result for low-23 

cost biochars in a difficult economic context. All the adsorption equilibrium experiments 24 

exhibited multilayer behaviour, showing values up to 98 mg g
-1

 for the maximum monolayer-25 

adsorption capacity. 26 

 27 

 28 

 29 

 30 

 31 

 32 

 33 

 34 

Keywords: Kon-Tiki kiln; activated carbon; biochar; CO2 activation; paracetamol adsorption. 35 
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1. Introduction 36 

Pharmaceutical and Personal Care Products (PPCPs) are emerging pollutants, which are 37 

increasingly found in treated urban and industrial wastewaters, as well as in watercourses 38 

(Kolpin et al., 2002). PPCPs are not listed as pollutants in the World Health Organization 39 

guidelines for drinking water quality (WHO, 2004) and, therefore, they are not regulated. For 40 

this reason, studies on their effects on human and environmental health are still rare 41 

(Daughton and Ternes, 1999). Although PCPCs are present in low concentrations in aquatic 42 

ecosystems, typically at trace levels (ng L
-1

 to μg L
-1

), they can still induce adverse effects due 43 

to cumulative effects and continuous exposure (Boudrahem et al., 2017; Dordio et al., 2009). 44 

Paracetamol (N-4-hydroxyphenylacetamide or acetaminophen), a common analgesic and 45 

anti-inflammatory for humans and animals, is usually chosen as a model molecule (García-46 

Mateos et al., 2015; Lladó et al., 2015; Mestre et al., 2015, 2011; Spessato et al., 2020; 47 

Terzyk, 2001; Terzyk et al., 2003; Terzyk and Rychlicki, 2000) because it is a pharmaceutical 48 

compound used worldwide and does not require medical prescription. Depending on the 49 

source, 58 to 90% of the ingested paracetamol and its metabolites are excreted by the human 50 

body without being metabolised (Correia et al., 2016; Wu et al., 2012). In surface waters, the 51 

median concentration of paracetamol detected was 0.055 ± 0.051 μg L
−1

 (Bound and 52 

Voulvoulis, 2006; Gros et al., 2006; Wiegel et al., 2004) although higher concentrations have 53 

been measured. Paracetamol has been found in concentrations up to 6 µg L
−1

 in effluents from 54 

European sewage treatment plants, up to 10 µg L
−1

 in USA natural waters, and higher than 65 55 

μg L
−1

 in the Tyne River in the UK (Wu et al., 2012). In raw wastewater, paracetamol was 56 

detected at a median concentration of 48 ± 75 μg L
−1

 but in raw hospital effluents and some 57 

wastewater effluents, paracetamol concentrations can even exceed 150 μg L
−1 

(Wu et al., 58 

2012). 59 
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Activated carbons (ACs) have been widely studied to remove contaminants from water, 60 

and PPCPs are no exception (Acosta et al., 2016; Baccar et al., 2012; Marques et al., 2017; 61 

Mestre et al., 2009, 2007; Selmi et al., 2018). Pyrolysis of biomass at the laboratory scale for 62 

the production of ACs requires specific and expensive equipment both for carbonisation and 63 

activation steps. Commercial carbons are usually physically activated with steam, CO2, air or 64 

mixtures, or are chemically activated by adding zinc salts, KOH or H3PO4 to the carbon 65 

precursors (Zhang et al., 2004). After chemical activation, an extensive washing step with 66 

water and sometimes HCl is needed (Fierro et al., 2006; Schaefer et al., 2016). Despite the 67 

desired chemical and textural properties are successfully achieved by chemical or physical 68 

activation, the overall yield of the process is sometimes quite low, especially by KOH 69 

activation (Basta et al., 2009; Szczurek et al., 2014). 70 

This study focuses on the development of low-cost adsorbent production strategies. In this 71 

sense, Schmidt and Taylor designed a non-conventional carbonisation device named Kon-Tiki 72 

kiln, which allows the production of large amounts of carbonaceous material with minimal 73 

infrastructure and without external energy supply, promoting the reuse of agricultural by-74 

products (Schmidt and Taylor, 2014). It follows the principle of pyrolysis of biomass layer 75 

after layer in an open metal kiln, conical in shape, easy to use, fast and resulting in low 76 

greenhouse gas emissions (Cornelissen et al., 2016). The process of carbonisation using this 77 

device resembles the carbon production by ancient civilisations and small contemporary 78 

communities, which proves that it is well known, easy to reproduce and cheap. Kon-Tiki kiln-79 

derived biochar has been used for soil amendment as it possesses chemical properties and 80 

agronomic effects similar to those seen for biochars produced in other types of kilns (Pandit et 81 

al., 2017). 82 
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The aim of this study was to produce biochar from Eucalyptus pruning residues in a Kon-83 

Tiki kiln and to use them as such or more carbonised and activated with CO2, for the removal 84 

of paracetamol removal in water. 85 

 86 

2. Materials and Methods 87 

2.1 Biochar and activated carbons (ACs) preparation 88 

Biochar was obtained from the urban pruning of Eucalyptus branches from La Plata, 89 

Argentina. Charring was performed in a Kon-Tiki kiln according to the procedure presented 90 

by Schmidt & Taylor (2014). In short, fire was first produced inside the kiln with small 91 

branches (diameter d about 1 cm) and, as soon as a layer of ash was perceived, new larger 92 

branches were added to the kiln (d < 4 cm). The kiln was fed constantly using the same 93 

criteria until all the selected biomass was consumed. Apart from the addition of more 94 

feedstock when the flames are low, the temperature in the Kon-Tiki kiln cannot be controlled, 95 

but the operating and investment costs are much lower than those of traditional carbonisation 96 

kilns. The maximum temperature recorded before quenching was 700ºC and was measured by 97 

using a copper-aluminium K-type thermocouple sheathed in an alumina tube and coupled to a 98 

digital thermometer. Figure SI 1 shows an image of the device in operation. Then, distilled 99 

water was poured to put out the fire. The biochar thus obtained was then filtered and dried at 100 

105°C for 48h. The biochar was ground and sieved, and the particle fraction used in this study 101 

was 600-250 µm (mesh 30-60, ASTM). The material was labelled as CV. 102 

Physical activation with CO2 was carried out in a quartz tube reactor installed in a 103 

horizontal furnace. The inner diameter of the quartz tube was 3.5 cm and its length was 100 104 

cm. A quartz boat containing between 0.5 and 0.6 g of CV was located in the centre of the 105 

quartz tube and the system was purged for 1 h with a 100 mL min
-1

 nitrogen flow to eliminate 106 
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any trace of oxygen before heating. Then, the oven was heated at 5°C min
-1

 to 900°C, and the 107 

latter temperature was held for 1h. Then, the nitrogen flow was switched to a 25 mL min
-1

 108 

CO2 flow, which was maintained for a given time of 15, 30 or 60 min. After this time, the 109 

sample was cooled under N2 flow. The resultant activated carbons (ACs) were labelled as 110 

CV15, CV30 and CV60, respectively. The ACs obtained were weighed and the yield of the 111 

process (Y) was calculated according to equation (1): 112 

  
  

   
               (1) 113 

where WCH is the initial weight of biochar and WC is the weight of the sample after activation. 114 

A reference carbon material was prepared by heating CV up to 900°C for 1h without CO2 115 

activation and it was labelled CV0. 116 

2.2 Materials characterisation 117 

Carbon, hydrogen, nitrogen and sulphur contents in all carbonaceous materials were 118 

determined using an elemental analyser (Vario El Cube, Elementar). Oxygen was also 119 

determined in the same equipment in a second step. The measurements were performed in 120 

duplicate. The ash content was estimated by difference. 121 

The morphology of the samples was studied with a Scanning Electron Microscope (FEG-122 

SEM Hitachi S 4800) equipped with an EDX (Energy Dispersion of X-rays) instrument. The 123 

latter was used for semi-quantitative analysis and element mapping. 124 

Calorific tests were carried out in a 6200 Isoperibolic Calorimeter (Parr) in order to 125 

determine the enthalpy of combustion of the raw biomass (Eucalyptus wood) and the biochar 126 

(CV). For that purpose, sample weights between 0.6 and 0.9 g were used and the variation of 127 

temperature while burning in an excess of oxygen was recorded. The measurements were 128 

performed with a resolution of 0.0001°C over a working range of 20 to 40°C. 129 

https://www.parrinst.com/products/oxygen-bomb-calorimeters/6200-isoperibol-calorimeter/
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The porous texture was characterised by N2 adsorption-desorption at -196°C and by CO2 130 

adsorption at 0°C, using an automatic equipment (ASAP 2020, Micromeritics). First, the 131 

samples were outgassed at 110°C under secondary vacuum for at least 48h. The N2 isotherms 132 

were used to estimate the apparent surface area, ABET (m
2
 g

-1
), by applying the BET equation 133 

in the adequate range of relative pressures (p/p0), and the total pore volume, VT (cm
3
 g

-1
), at 134 

p/p0 = 0.97. The p/p0 range was chosen by plotting Vads  (1 - p/p0) as a function of p/p0, Vads 135 

being the STP adsorbed volume, and we took the range of values of p/p0 for which Vads  (1 - 136 

p/p0) increased with p/p0. The micropore volume, VDR (cm
3
 g

-1
), was determined from the 137 

application of the Dubinin-Radushkevich (DR) equation to the N2 adsorption, VDR,N2, and to 138 

the CO2 adsorption isotherms, VDR,CO2 (Dubinin, 1989). The mesopore volume, VMESO (cm
3
 g

-139 

1
), was calculated as the difference between V0.97 and VDR,N2. The average pore size, L0 (nm), 140 

was calculated using the following equation:  141 

        
     

        
          (2) 142 

where E0 (kJ mol
-1

) is the characteristic adsorption energy derived from the application of the 143 

DR method to the N2 adsorption isotherms (Stoeckli et al., 2000). The 2D NLDFT-HS 144 

method was applied to obtain the pore size distributions (PSD) from both the N2 and CO2 145 

adsorption isotherms. Surface areas, SNLDFT (m
2
 g

-1
), micropore volumes, V, NLDFT (cm

3
 g

-1
), 146 

and total pore volumes, VT, NLDFT (cm
3
 g

-1
), were also obtained from the PSDs. 147 

The textural information was supplemented by mercury porosimetry (Autopore IV, 148 

Micromeritics) to obtain macro and mesopore size distributions. The skeletal density of the 149 

solids was obtained by helium pycnometry (AccuPyc II 1340, Micromeritics), using samples 150 

previously degassed at 100°C under vacuum. 151 
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Given that the material yield is as important as the surface area, the total surface area, 152 

ATOTAL (m
2
 g

-1
), can be used as a criterion for selecting materials for further testing (Acosta et 153 

al., 2016; Fierro et al., 2010). It reads: 154 

     L   
      

   
           (3) 155 

The pH at the point of zero charge, pHPZC, which is the pH where the net charge of the 156 

surface is zero, was determined according to Carrott et al. (Carrott et al., 2001). Briefly, 15 157 

mg of material was added to 15 mL of NaNO3 solution (0.1 mol L
-1

), bubbled with N2 for 2 158 

min, sealed and placed in a stirrer. The initial pH of the solution was recorded, and, after 48h 159 

of stirring, the suspension was filtered and the equilibrium pH was measured. 160 

The amount of proton-binding groups was also measured. For that purpose, 0.1g of 161 

activated carbon was suspended in 50 mL of NaNO3 solution (0.01 mol L
-1

) as support 162 

electrolyte and was stirred overnight to equilibrate. The suspension was then titrated with 163 

NaOH (0.1 mol L
-1

) under saturation with N2 (Jagiello, 1994) using an automatic titrator (905 164 

Titrando, Metrohm controlled by Tiamo® V2.2 software). The titration curves, pH vs volume, 165 

were transformed to proton-binding isotherms, Q vs pH, using the proton balance equation. 166 

Here, Q is equal to the total amount of protonated sites on the material. The relationship 167 

between the experimental proton-binding isotherms and pKa values is given by an integral 168 

equation (Jagiello et al., 1995). The integration of this function over finite intervals, arbitrarily 169 

defined, gives the amount of sites whose pKa values belong to these intervals. For the 170 

evaluation of the unknown distribution, f (pKa), the numerical SAIEUS-pK-Dist program was 171 

used. 172 

 173 

  174 
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2.3 Paracetamol adsorption studies 175 

2.3.1 Kinetic studies 176 

The materials were tested as paracetamol adsorbents in liquid phase. A paracetamol stock 177 

solution of concentration 180 mg L
-1

 was prepared without adjusting the initial pH, which was 178 

equal to 6. 98% pure paracetamol (Acros Organics) was used. The 2D and 3D structures of 179 

paracetamol are shown in Figure SI 2. 180 

For kinetic studies, 15 mg of carbon and 15 mL of paracetamol solution were mixed in a 181 

glass flask that was introduced into a water bath at 30°C and stirred at 500 rpm in a 15-182 

position stirring plate (Mutistirrer 15, VELP Scientifica). After the desired contact time, an 183 

aliquot was removed and the amount of paracetamol remaining in the solution was 184 

determined by UV spectroscopy at 243 nm (Lambda 35 UV/VIS Spectrometer, Perkin 185 

Elmer). All tests have been carried out in duplicate. The effect of the initial paracetamol 186 

concentration, 10, 20 and 40 mg L
-1

 was studied. 187 

The paracetamol uptake was calculated according to the following equation: 188 

   
       

 
           (4) 189 

where    (mg g
-1

) is the amount of paracetamol removed at time  ,    (mg L
-1

) is the initial 190 

concentration of paracetamol,    (mg L
-1

) is the concentration of paracetamol at time  ,   (L) 191 

is the volume of the solution and   (g) is the weight of dry carbon. 192 

2.3.2 Kinetic modelling 193 

Two different kinetics models were applied to describe the experimental data. The first was 194 

the pseudo-first order (PFO) kinetic model proposed by Lagergren (Lagergren, 1898), 195 

mathematically represented by equation (5): 196 

   

  
                    (5) 197 
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where qt and qe are the adsorbed amounts (mg g
-1

) at time t and at equilibrium, respectively, 198 

and k1 (min
-1

) is the kinetic rate constant of pseudo-first order. 199 

The second kinetic model applied was the pseudo-second order (PSO) kinetic model 200 

proposed by Ho and McKay (Ho and McKay, 1999), and mathematically represented by 201 

equation (6): 202 

   

  
          

           (6) 203 

where k2 (g mg
-1

 min
-1

) is the pseudo-second order rate constant. 204 

The product     
  represents the initial adsorption rate, h. The half-life time, t½, which is 205 

the time required for the adsorbent to uptake half of the adsorbate at equilibrium and which is 206 

often used as a measure of adsorption rate was also calculated. For PFO kinetic model, it is 207 

calculated according to equation (7) and, it is calculated according to equation (8) for the 208 

PSO:  209 

      
   

  
            (7) 210 

      
 

     
           (8) 211 

2.3.3 Equilibrium tests 212 

Adsorption studies at equilibrium were carried out at 20, 30 and 40°C by varying the 213 

paracetamol concentration (5 – 180 mg L
-1

) for the materials CV and CV15. After 5 days and 214 

24h of stirring, respectively, to guarantee equilibrium, the sample suspensions were filtered 215 

and diluted if necessary. Then, the concentration of paracetamol remaining in solution at 216 

equilibrium (Ce) was determined, and the corresponding uptake (qe) was calculated using 217 

equation (4). Experiments were done in duplicate. 218 

The isotherms were modelled with the Langmuir, Freundlich and Sips equations (9), (10) 219 

and (11), respectively: 220 
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          (9) 221 

where    and     have the same meaning as before, KL (L mg
-1

) is the Langmuir constant, and 222 

   (mg g
-1

) is the monolayer adsorption capacity. 223 

          
             (10) 224 

where KF (mg
1-1/n

 L
1/n

 g
-1

) is the Freundlich constant and n (dimensionless) is the Freundlich 225 

exponent. 226 

   
         

 
  

 

         
 

  
 

          (11) 227 

where KS (L mg
-1

) is the Sips constant, and nS (dimensionless) is the heterogeneity factor. 228 

The BET liquid adsorption equilibrium model was also fitted to the experimental data, 229 

since this model considers the possibility of multilayer adsorption. The model is 230 

mathematically represented by equation (12). 231 

   
         

                   
  
  

 
         (12) 232 

where KBET (L mg
-1

) is the BET constant, and Cs (mg g
-1

) is the saturation concentration of 233 

paracetamol in water. 234 

2.3.4 Parameter estimation 235 

All the parameters were estimated using as an objective function the sum of the square of 236 

errors, obtained through equation (13): 237 

                     
     

           (13) 238 

where FOBJ is the objective function value, ndat is the number of experimental points and Yi,exp 239 

and Yi,mod are respectively the experimental and predicted value for the experimental point i. 240 
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The method of Nelder and Mead was applied to such optimisation, using the mathematic 241 

software Maple®. 242 

3. Results and discussion 243 

3.1. Characterization of the carbon materials 244 

3.1.1 Calorific value and elemental composition 245 

The average heat of combustion of CV (27.3 MJ kg
-1

) was higher than that of wood (17.8 246 

MJ kg
-1

). These calorific values are consistent with what has been reported in the literature for 247 

different species of Eucalyptus (Gaqa et al., 2014; Heidari et al., 2014; Khider and Elsaki, 248 

2012; Kumar et al., 2010) and are slightly lower than for Eucalyptus-derived chars produced 249 

by fast pyrolysis using a pilot-scale fluidised bed reactor (Heidari et al., 2014). These trends 250 

have also been reported for other agroforestry tree crops (Fuwape, 1993; Khider and Elsaki, 251 

2012) and for other types of biomass such as corn crop residues (Mullen et al., 2010). The 252 

calorific value obtained here indicates that CV can be potentially used as fuel. 253 

Table 1 presents the elemental analysis of the different materials studied. The carbon 254 

content in the original sample (CV) was 81.8 wt. % and it slightly decreased after 255 

carbonisation at 900°C to 80.6 wt. %. Activation with CO2 further decreased the carbon 256 

content due to evolution of volatiles and enrichment in ashes of the activated carbons. Thus, 257 

the ash content of the CV sample was 4.4 wt. %, and increased up to 10.7 wt. % after 258 

carbonisation at 900°C and even to 46.4 wt. % after CO2 activation for 60 min. The hydrogen 259 

and nitrogen contents were low, and there was no significant difference between the materials. 260 

Table 1. Elemental composition (wt. %), yield Y (%) and pHPZC of the materials. 261 

Sample C  H N O S Ash* Y (%) pHPZC 

CV 81.8  1.8 0.4 11.6 0.0 4.4 100 8.3 

CV0 80.6  0.8 0.4 7.5 0.0 10.7 81.7 10.3 
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CV15 80.5 0.8 0.5 7.2 0.0 11.0 61.4 11.3 

CV30 74.9 0.9 0.7 9.3 0.0 14.3 41.1 11.7 

CV60 40.2 1.4 0.5 11.5 0.1 46.4 10.8 - 

* Calculated as 100 – all other element weight fractions. 262 

The SEM images in Figure 1a show that the wood structure was preserved after 263 

carbonisation and activation, and an increase in the ash content can be observed with 264 

activation, see Figure 1b. Thus, CV60 contained nearly 50 wt .% of ashes, clearly seen in the 265 

photo. A basic characterisation of this material was done just to illustrate trends, but no 266 

further paracetamol adsorption tests was performed on it. EDX analysis allowed to identifying 267 

and mapping inorganic components in the ashes, see Figure 1c. Among these, calcium was 268 

the major element identified ranging from 6 wt. % in CV to 30 wt. % in CV30. Mg, K, Fe and 269 

Al contents ranged between 2 wt. % and 6 wt. %, with no clear trend. Other elements such as 270 

Si, P, Na, Cu and Mn were identified but at lower percentages (<1 wt. %). These results are 271 

consistent with already reported ash composition of Eucalyptus wood (Girón et al., 2012; 272 

Khanna et al., 1994).  273 

Figure 1 274 

3.1.2 Textural properties 275 

Figure 2a shows the N2 adsorption/desorption isotherms of the materials. The original 276 

sample (CV) presents, according to the IUPAC classification, a type I isotherm with a marked 277 

knee in the region of low relative pressure and a slight slope at higher relative pressures 278 

(Thommes et al., 2015). This is characteristic of essentially microporous materials with a 279 

narrow micropore size distribution and an absence of significant mesoporosity, as also shown 280 

by the PSD (Figure 2d). The longer the activation time, the wider the knee and the higher the 281 

slope, indicating a widening of the micropore size distribution and the development of 282 

mesoporosity. The hysteresis loop appears and becomes more marked with the activation 283 

time, which is attributed to capillary condensation in the mesopores (Lin and Teng, 2002). 284 
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Figure 2 285 

It is well known that following the activation step, which is a controlled gasification of the 286 

carbon, part of the material is lost (called burn-off, BO (%) = 100 – Y (%). The extent of the 287 

activation influences the morphology and the textural properties of the activated carbons (Al 288 

Bahri et al., 2016). As shown in Table 1, the carbon yield decreased with the activation time: 289 

from 81.7% for the reference material (CV0) to 10.8% after 60 minutes of exposure to CO2. 290 

Concerning the BET area (ABET), see Figure 3, activation with CO2 increased it from 392 to 291 

845 m
2
 g

-1
 from CV to CV30, respectively. CO2 developed the pore texture over the entire 292 

range of pore diameters, in particular the microporosity by opening closed pores as well as 293 

widening existing ones, in agreement with previous studies (Rodríguez-Reinoso et al., 1995). 294 

The pore texture parameters of all carbon materials are presented in Figure 3 and in Table 295 

SI 4. By comparing CV to CV0, ABET increased from 392 to 498 m
2
 g

-1
, due to the usual 296 

volatile evolution when increasing the temperature from 700°C (typical Kon-Tiki charring 297 

temperature) to 900°C. The tars produced during pyrolysis at 700°C could partially block the 298 

micropores that would be opened at 900°C (Ibarra et al., 1991), as suggested by the values of 299 

L0 that did not change when increasing the pyrolysis temperature from 700 to 900°C (i.e., 300 

from CV to CV0, see Table SI 4). ABET reached a maximum value of 845 m
2
 g

-1
 after 30 min 301 

of CO2 activation but decreased by around 10% when the activation time was 60 min (Figure 302 

3 and Table SI 4). Despite the fact that the ash-free fraction of CV60 may have a very high 303 

surface area, this material also has a high ash content and ashes do not have a significant 304 

surface area. Except for CV60, all the materials had higher VDR, CO2 values than VDR, N2, 305 

suggesting that a significant part of the microporosity was not accessible to N2 at the 306 

equilibrium times given for this analysis. This also means that, to give an accurate overview 307 

of the textural properties of the materials, both N2 and CO2 adsorption isotherms must be 308 

taken into account, as this has been shown in Figure 2c. Therefore, VDR, N2, VDR, CO2 and V0.97 309 
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are given for comparison with textural data reported in the open literature, but V, NLDFT and 310 

VT, NLDFT give a more precise indication of the microporosity and total porosity, respectively 311 

(see Figure SI 3 and Table SI 4). 312 

Figure 3 shows the evolution of the ABET, ATOTAL, SNLDFT, the total and micropore volume 313 

and the average pore size with the burn-off (BO, wt. %). While ABET and SNLDFT showed a 314 

marked increase from 392 to 845 m
2
 g

-1
 and from 600 to 1000 m

2
 g

-1
 at 30 min of activation 315 

(58.9 % BO), respectively, ATOTAL only slightly increased from 392 to 415 m
2
 g

-1
 at 15 min of 316 

activation (39.6% BO) and markedly decreased afterwards. The microporosity fraction 317 

decreased with the increase in the burn-off. Based on previous studies (Acosta et al., 2016; 318 

Basta et al., 2009; Selmi et al., 2018), we selected CV15 for further paracetamol adsorption 319 

studies because a good compromise between ABET and Y was reached. 320 

Figure 3 321 

 322 

Figure 2d shows that CV presented a bimodal PSD, with a narrow peak centred at 0.4 nm 323 

and some pores with a diameter of 0.75 nm. The PSD widened with the activation time up to 324 

CV30 at the same time as the pores narrower than 1 nm increased. CV60 showed a 325 

continuous PSD with an enlargement of the pore size. Besides, mercury porosimetry suggests 326 

a higher volume of mesopores in the activated carbons (Figure 4). 327 

Figure 4 328 

Figure 4 shows the PSD in the mesopore (2-50 nm) and macropore (> 50 nm) ranges. 329 

However, the equipment used for mercury intrusion, with a maximum intrusion pressure of 330 

414 MPa, only allows access to pores with diameters greater than 3.6 nm. CV and CV0 331 

showed very similar PSDs, but the amount of pores narrower than 100 nm decreased 332 

compared to those of larger diameter, in agreement with the higher ash content of ACs 333 
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produced at longer activation times. The bulk density of the materials calculated at a mercury 334 

intrusion pressure of 0.0036 MPa decreased from 0.21 g cm
-3

 for CV to 0.16 g cm
-3

 for CV60, 335 

which suggests the increase of porosity of the materials with the activation time, not only in 336 

the micropore range already evidenced by N2 + CO2 adsorption, but also in the mesopore and 337 

macropore ranges. 338 

3.1.3 Surface chemistry 339 

With respect to surface chemistry, the values of pHPZC shown in Table 1 suggest that CV 340 

and derived ACs have a basic nature. Although the ash contents were only quantified for raw 341 

eucalyptus biomass and CV, a simple visual analysis of Figure 1b and the estimation 342 

presented from the elemental analysis revealed that ashes became noticeable as the activation 343 

time increased, and were evident in CV60. Then, a basic nature of the ACs was expected and 344 

it should be greatly influenced by the ash content. 345 

A more detailed analysis was performed on samples CV and CV15 to study the 346 

modification of surface functionalities with the activation process. Figure 5 shows the results 347 

of the potentiometric titration of these materials. Activation increased the density of 348 

functional groups from 0.63 to 1.04 mmol g
-1

 (see Table 2). The number of peaks, 349 

representing different types of functional groups, was 4 and 5 for CV and CV15, respectively. 350 

The pKa distributions showed the predominance of strongly basic species such as lactol- or 351 

hydroxyl-containing functional groups with pKa > 8 (Seredych et al., 2015). The basicity of 352 

CV and CV15 materials was confirmed by the high value of pHPZC, around 8 and 11, 353 

respectively (see again Table 1).  354 

Figure 5 355 

Table 2. Results of potentiometric titration measurements: peak position and number of types 356 

of functional groups (mmol/g, in brackets); the pHPZC is also recalled. 357 
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Samples pKa 3-5 pKa 5-7 pKa 7-8 pKa 8-10 pKa 10-12 
All 

(mmol g
-1

) 
pHPZC 

CV 
3.79 

(0.02) 

5.35 

(0.05) 
- 

8.16 

(0.09) 

11.33 

(0.46) 
0.63 8.3 

CV15 
4.41 

(0.08) 

6.21 

(0.04) 

7.78 

(0.19) 

9.63 

(0.22) 

10.91 

(0.51) 
1.04 11.3 

This analysis is relevant given that changes in the surface chemistry of activated carbons 358 

can also affect the adsorption process of pollutants by dissociation of functional groups on the 359 

adsorbent surface (Ruiz et al., 2010). 360 

3.2 Removal of paracetamol in the liquid phase 361 

3.2.1 Paracetamol adsorption kinetics 362 

Figure 6 shows the kinetics of paracetamol adsorption at 30°C on CV, CV0, CV15 and 363 

CV30 for initial paracetamol concentrations of 10, 20 and 40 mg L
-1

. While CV took almost 3 364 

days to equilibrate, CV15 and CV30 reached equilibrium in 1h at C0 = 10 mg L
-1

 and 5 h at 365 

C0 = 40 mg L
-1

. CV0 reached equilibrium in about 5h at C0 = 10 mg L
-1

 and 12h at C0 = 40 366 

mg L
-1

. For the three ACs (CV0, CV15 and CV30), the removal of paracetamol at equilibrium 367 

was complete for the three concentrations tested. The experimental kinetic data were best 368 

fitted by the pseudo-second order kinetic model. 369 

Figure 6 370 

Table SI 5 shows the kinetic parameters derived from the application of PFO and PSO 371 

models, and the corresponding determination coefficients R
2
. For the three concentrations of 372 

paracetamol tested, a longer activation time had a positive effect on the initial (h) and global 373 

(k1 and k2) adsorption rates, and reduction of the adsorption half-time (t1/2), i.e., the time 374 

required to reach half of the paracetamol uptake at equilibrium. For example, t1/2 at the 375 

highest initial concentration (40 mg L
-1

) for CV15 and CV30 was 6 minutes while it was 282 376 
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min for CV. Then, it can be concluded that the adsorption process of paracetamol is faster 377 

with activation. Given the dimensions of the paracetamol molecule (0.46 nm and 0.66 nm for 378 

monomer and dimer, respectively), micropores are known to be the active sites with the 379 

highest adsorption potential for its removal from the liquid phase (Mestre et al., 2009). Thus, 380 

a higher volume of micro- and mesopores and a wider micropore size distribution should 381 

allow a faster diffusion of paracetamol molecules in the materials. 382 

The initial concentration of paracetamol did not show a marked effect on the PFO constant. 383 

However, the parameter k2 decreased with the increase in C0, in agreement with previous 384 

studies of adsorption of diuron (Al Bahri et al., 2016) or ibuprofen (Mestre et al., 2007).  385 

Regarding the removal efficiency, there was no significant difference between the ACs for 386 

all the concentrations tested (removal between 96 and 99%). For low initial concentrations of 387 

paracetamol (10 mg L
-1

), the CV removed as much paracetamol as ACs at equilibrium, but its 388 

performance decreased with the increase in C0. This is an interesting result, given that this 389 

type of pollutant is present at low concentrations in the environment. Since the production of 390 

CV is an easy and reproducible process, which does not require any exceptional equipment, it 391 

is a promising material to continue exploring in difficult economic contexts.  392 

3.2.2 Paracetamol equilibrium adsorption studies 393 

The paracetamol adsorption isotherms displayed in Figure 7 suggest that the adsorption 394 

mechanisms of the original carbon (CV) and the activated carbon CV15 were the same, as 395 

both were type II (Brunauer et al., 1940). The isotherm obtained for CV15 has two defined 396 

regions: in the first, a steep initial rise that approaches a plateau is observed and, in the second 397 

region, an upward curvature is recorded for higher equilibrium paracetamol concentrations. 398 

The former phenomenon is related to the formation of a complete monolayer, while the latter 399 

is explained by multilayer or aggregate formation at the interface at high coverage (Girods et 400 
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al., 2009). The formation of multilayers could be related to the characteristics of the adsorbent 401 

surface and to the pH of the medium, which could affect the interactions between the solvent, 402 

the adsorbate and the adsorbent (Al Bahri et al., 2016). This type of isotherm has also been 403 

reported by Terzyk and Rychlicki (Terzyk and Rychlicki, 2000) for some chemically ACs 404 

when removing paracetamol at similar concentrations, but this is not the usual behaviour 405 

reported in the literature concerning paracetamol adsorption. However, it has been also 406 

observed for other pollutants such as phenol (Girods et al., 2009), cationic dyes (Cotoruelo et 407 

al., 2011) and diuron (Al Bahri et al., 2016). Figure 7a shows a higher paracetamol uptake at 408 

20°C compared to that determined at 30°C, which could be related to the experimental 409 

uncertainty (the error bars of the two temperatures indeed overlap), as well as to small uptake 410 

differences between these two fairly close temperatures. 411 

Figure 7 412 

Langmuir, Freundlich and Sips models were fitted to the data corresponding to CV and 413 

CV15 samples (see Table SI 6 and Figures SI 10 and SI 11). In addition, the Langmuir and 414 

Freundlich models were applied to the monolayer region only (see Table SI 7 and Figure SI 415 

8). This approach gave results different from those obtained when applied to the entire range 416 

of equilibrium experimental data. Since the isotherms were type II, multilayer adsorption may 417 

be better described by applying the BET equation in the liquid phase (Brunauer et al., 1938). 418 

Table SI 9 summarises the parameters derived from this model. 419 

The monolayer adsorption capacities qm derived from the application of the BET model 420 

were equal to the values obtained when the Langmuir model was applied to the monolayer 421 

region. The values obtained were in the range of 14.4 to 14.9 mg g
-1

 and 88.1 to 98.2 mg g
-1

 422 

for CV and CV15, respectively. In addition, the ratios of the KBET and Cs parameters were 423 

very close to the values of KL of the monolayer region. This proximity of the parameters 424 
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means that at low concentration, the two models converge towards a very similar value of 425 

Henry’s constant. 426 

As far as the effect of temperature is concerned, there is no clear trend. The calculated 427 

parameters, such as the equilibrium constant KL and the monolayer capacity qm of the 428 

Langmuir equation, do not change gradually with increasing temperature. Contrasting results 429 

have been reported in literature. Consistent with our study, some authors ((Baccar et al., 2012) 430 

and (Mestre et al., 2007)) did not notice any effect of temperature on the removal of 431 

pharmaceutical products, among them ibuprofen and diclofenac. More specifically on 432 

paracetamol, while García-Mateos et al. (García-Mateos et al., 2015) reported an exothermic 433 

nature of the adsorption process (i.e., the uptake decreased with temperature), others ((Terzyk 434 

and Rychlicki, 2000) and (Cotoruelo et al., 2011)) observed an endothermic behaviour (i.e., 435 

the uptake increased with temperature ). Moreover, Villaescusa et al. (Villaescusa et al., 2011) 436 

reported similar sorption capacity when the temperature was maintained in the range of 5–437 

20°C, but a slight increase in sorption was observed when the temperature was increased to 438 

25–30°C.  439 

3.3 Comparison with data from the literature 440 

Figure 8 collects information related to paracetamol removal with different types of 441 

activated carbons and modified carbons reported in the literature (Cabrita et al., 2010; 442 

Cotoruelo et al., 2011; Galhetas et al., 2014a, 2014b; García-Mateos et al., 2015; Mestre et al., 443 

2015) and in the present study. Comparison with the literature is sometimes difficult because 444 

experimental variables chosen for materials synthesis and removal assays differ considerably 445 

from one study to another. For instance, the paracetamol concentrations tested here are 446 

significantly lower, but more realistic, than those used in other articles, whereas they have a 447 

very high influence on the adsorption capacities obtained in this work. 448 
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Figure 8 449 

There is a trend (R
2
 = 0.78) that suggests that the higher the surface area, the higher the 450 

maximum paracetamol removal capacity (qm). As mentioned in many articles, surface 451 

chemistry also influences the removal capacity, and different activation processes and/or 452 

heteroatom doping can introduce changes in the surface functionalities of the ACs. Hence, the 453 

surface functional groups and the net surface charge might explain the variability remaining 454 

unexplained in the material performance.  455 

 456 

4. Conclusion 457 

Four microporous activated carbons were obtained from a biochar precursor, called CV, 458 

produced with Eucalyptus pruning residues charred in a simple and low-cost device, a Kon-459 

Tiki kiln. Additional CO2 activation significantly enhanced the specific surface area, the total 460 

pore volume and the micropore volume. 461 

The equilibrium paracetamol (PC) adsorption was reached at 5h for the activated carbons 462 

and at 3 days for their precursor at the highest initial paracetamol concentration tested, and a 463 

pseudo-second order model suitably fitted the experimental data. The textural characterisation 464 

suggested an opening and widening of micropores and a development of mesopores with CO2 465 

activation, which favoured the diffusion of paracetamol molecules in the material. 466 

At low concentrations, which are the most realistic for this type of contaminants, CV had a 467 

very high removal efficiency, similar to those of the activated carbons tested (> 95 %). A 468 

simple adjustment (i.e., an increase) in the solid / liquid ratio might be enough to reduce the 469 

time for the efficient treatment of water in vulnerable communities with such inexpensive 470 

carbon material.  471 
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Concerning paracetamol uptake at equilibrium, CV and CV15 showed a favourable 472 

adsorption and the corresponding isotherms suggested the formation of paracetamol 473 

multilayers. The equilibrium adsorption capacities of CV15, whether for monolayer or 474 

multilayer adsorption, were about 5 times higher than for CV. This has been attributed to the 475 

more developed textural properties of CV15. 476 
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Captions of the Figures 693 

Figure 1. (a) SEM images of CV (500 ×, left) and CV30 (200 ×, right); (b) Photos of the 694 

samples showing the increase in ash content with activation time; (c) Elemental mapping by 695 

SEM-EDX of samples CV, CV0 and CV30. 696 

Figure 2. Adsorption-desorption isotherms of (a) N2 at -196°C and (b) CO2 at 0°C; (c) fits of 697 

the isotherms by the NLDFT for CV30; and (d) corresponding pore size distributions. 698 

Figure 3. Changes of pore texture parameters as function of the burn-off: (a) surface areas 699 

ABET, ATOTAL, and SNLDFT; and (b) pore volumes (total and micropore) and average pore sizes. 700 

Figure 4. Pore size distribution in the ranges of mesopores and macropores obtained by 701 

mercury intrusion: (a) differential; and (b) cumulative Hg intrusion volumes. 702 

Figure 5. Distribution of functional groups as a function of pKa, for CV (blue) and CV15 703 

(light brown) samples. 704 

Figure 6. Fits of the PFO and PSO models to the experimental data of paracetamol adsorption 705 

kinetics on CV, CV0, CV15 and CV30 at 30°C, with three different paracetamol initial 706 

concentrations (10, 20 and 40 mg L
-1

). 707 

Figure 7. Experimental paracetamol adsorption isotherms at 20°C (red), 30°C (blue) and 708 

40°C (green) for: (a) CV; and (b) CV15 samples. The symbols correspond to experimental 709 

data whereas the lines represent the fits using the BET isotherm model. 710 

Figure 8. Maximum paracetamol adsorption capacities of activated carbons (obtained in 711 

similar experimental conditions) as a function of their BET surface area (1- Mestre et al, 712 

2015; 2- Galhetas et al, 2014a; 3- Galhetas et al, 2014b; 4- Cotoruelo et al, 2011; 5- Cabrita et 713 

al, 2010; 6- Spessato et al., 2020; 7- Lladó et al., 2015 and 8- Marques et al., 2017). 714 

 715 

 716 



34 
 

Paracetamol removal by Kon-Tiki kiln-derived biochar and activated carbons 717 

Bursztyn Fuentes et al. 718 

 719 

Figure 1 720 

 721 

 722 

 723 

 724 

 725 

(a) 

 

 

 

 

 

 

 

 

 

 

 

 

 

(b) 

 

 

 

 

 

 

 

(c) 

 

 



35 
 

Paracetamol removal by Kon-Tiki kiln-derived biochar and activated carbons 726 

Bursztyn Fuentes et al. 727 

 728 

Figure 2 729 

 730 

 731 

 732 

 733 

 734 

 735 

 736 

 737 

 738 

 739 

  740 



36 
 

Paracetamol removal by Kon-Tiki kiln-derived biochar and activated carbons 741 

Bursztyn Fuentes et al. 742 

 743 

Figure 3 744 

 745 

 746 

 747 

 748 

 749 

 750 

 751 

 752 

 753 

 754 

  755 



37 
 

Paracetamol removal by Kon-Tiki kiln-derived biochar and activated carbons 756 

Bursztyn Fuentes et al. 757 

 758 

Figure 4 759 

 760 

 761 

 762 

 763 

 764 

 765 

 766 

 767 

 768 

 769 

 770 

 771 

 772 

 773 

 774 



38 
 

 775 

Paracetamol removal by Kon-Tiki kiln-derived biochar and activated carbons 776 

Bursztyn Fuentes et al. 777 

 778 
Figure 5 779 

 780 

 781 

 782 

 783 

 784 

 785 

 786 

 787 

 788 

 789 

 790 

  791 



39 
 

Paracetamol removal by Kon-Tiki kiln-derived biochar and activated carbons 792 

Bursztyn Fuentes et al. 793 

 794 

Figure 6 795 

 796 

 797 

 798 

 799 

 800 

 801 

 802 

 803 

 804 

 805 

 806 

 807 



40 
 

Paracetamol removal by Kon-Tiki kiln-derived biochar and activated carbons 808 

Bursztyn Fuentes et al. 809 

 810 

Figure 7 811 

 812 

 813 

 814 

 815 

 816 

 817 

 818 

 819 

 820 

 821 

 822 

 823 

  824 



41 
 

Paracetamol removal by Kon-Tiki kiln-derived biochar and activated carbons 825 

Bursztyn Fuentes et al. 826 

 827 

Figure 8 828 

 829 

 830 

 831 

 832 


