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Introduction

Hot working is an important processing procedure for metal forming and mechanical property optimization, and thus widely used for the manufacturing of metallic materials, such as steels (Eyckens et al., 2015;Fujita et al., 2018;[START_REF] Khan | A deformation mechanism based crystal plasticity model of ultrafine-grained/nanocrystalline FCC polycrystals[END_REF][START_REF] Kestens | Texture formation in metal alloys with cubic crystal structures[END_REF][START_REF] Pham | Thermally-activated constitutive model including dislocation interactions, aging and recovery for strain path dependence of solid solution strengthened alloys: Application to AA5754[END_REF][START_REF] Tasan | Strain localization and damage in dual phase steels investigated by coupled in-situ deformation experiments and crystal plasticity simulations[END_REF], Titanium alloys [START_REF] Khan | Quasi-static and dynamic loading responses and constitutive modeling of titanium alloys[END_REF][START_REF] Khan | Effect of oxygen content and microstructure on the thermo-mechanical response of three Ti-6Al-4V alloys: Experiments and modeling over a wide range of strain-rates and temperatures[END_REF][START_REF] Liu | Mechanical behavior of ultrafine-grained/nanocrystalline titanium synthesized by mechanical milling plus consolidation: Experiments, modeling and simulation[END_REF][START_REF] Mandal | Simulation of plastic deformation in Ti-5553 alloy using a self-consistent viscoplastic model[END_REF][START_REF] Meredith | Texture evolution and anisotropy in the thermo-mechanical response of UFG Ti processed via equal channel angular pressing[END_REF], Aluminum alloys [START_REF] Sidor | Evolution of recrystallization textures in particle containing Al alloys after various rolling reductions: experimental study and modeling[END_REF][START_REF] Sun | Modeling of continuous dynamic recrystallization of Al-Zn-Cu-Mg alloy during hot deformation based on the internal-state-variable (ISV) method[END_REF], and NiTi shape memory alloys [START_REF] Wang | A thermomechanically coupled finite-strain constitutive model for cyclic pseudoelasticity of polycrystalline shape memory alloys[END_REF][START_REF] Xiao | Micromechanical modeling on thermomechanical coupling of cyclically deformed superelastic NiTi shape memory alloy[END_REF]. During the process, two opposite effects -hardening from crystal defect multiplication and crystal reorientation, and softening from defect rearrangement or annihilation via recovery and recrystallizationinterweave, resulting in characteristic stress-strain behavior and microstructure evolution. Thus the mechanical responses of the alloys during thermomechanical processes have been a topic of intensive experimental and theoretical investigations for process optimization and microstructure and mechanical property improvement.

Among the metallic materials, the metastable β titanium alloys are of particular interest for structural applications in aerospace and biomedicine [START_REF] Bonisch | Giant thermal expansion and α-precipitation pathways in Ti-alloys[END_REF][START_REF] Boyer | Discontinuous yielding behavior and microstructure evolution during hot deformation of TC11 alloy[END_REF][START_REF] Lütjering | Titanium[END_REF], and hot working by rolling or forging is routinely used for their manufacturing. Thus, numerous studies have been devoted to conceiving novel thermo-mechanical processes, and to revealing the hot deformation behavior and the microstructure evolution.

So far, the investigations on hot deformation of metastable titanium alloys have been focused on deformation either in the single β phase region (>Tβ (β transus temperature)) or in the α+β two phase region (<Tβ). For the former, only the β phase is concerned. The investigations have been mainly on the effect of deformation parameters, such as deformation strain rate, on microstructure evolution by recovery and/or recrystallization and texture change of the β phase (Furuhara et al., 2007;[START_REF] Rollett | Recrystallization and related annealing phenomena[END_REF][START_REF] Kanjarla | Assessment of plastic heterogeneity in grain interaction models using crystal plasticity finite element method[END_REF][START_REF] Matsumoto | Hot forging characteristic of Ti-5Al-5V-5Mo-3Cr alloy with single metastable β microstructure[END_REF]. For the hot deformation conducted in the α+β two phase region, the initial microstructure consists of the two phases, β and α. Since the deformation temperature (usually from 873K to 1023K) is close to the processing temperature (usually from 973K to 1123K), the topic has received much attention. Many investigations have been conducted on the deformation behavior of the alloys and the effect of deformation variables on microstructure evolution and on the underlying mechanisms. It has been revealed that the hot deformation (compression) behavior of metastable β alloys in this region is always characterized first by a linear stress-strain state, then by a drastic stress drop (termed discontinuous yielding) and finally by a steady-state [START_REF] Mandal | Simulation of plastic deformation in Ti-5553 alloy using a self-consistent viscoplastic model[END_REF].

The discontinuous yielding is a typical behavior not only of metastable β titanium alloys (Jing et al., 2017;[START_REF] Jonas | Transformation softening in three titanium alloys[END_REF][START_REF] Koike | Stress-induced phase transformation during superplastic deformation in two-phase Ti-Al-Fe alloy[END_REF][START_REF] Philippart | High temperature dynamic yielding in metastable Ti-6.8Mo-4.5F-1.5[END_REF][START_REF] Srinivasan | Yield points during the high temperature deformation of Ti-15V-3Al-3Cr-3Sn alloy[END_REF] but also of zirconium alloys [START_REF] Jonas | Anneal hardening and flow softening in beta zirconium niobium alloys[END_REF]. It has been proved to be a result of the stress induced reverse phase transformation (α→β) (Jing et al., 2017;[START_REF] Jonas | Transformation softening in three titanium alloys[END_REF][START_REF] Koike | Stress-induced phase transformation during superplastic deformation in two-phase Ti-Al-Fe alloy[END_REF], or to be related to the generation of mobile dislocations at the grain boundary regions [START_REF] Philippart | High temperature dynamic yielding in metastable Ti-6.8Mo-4.5F-1.5[END_REF][START_REF] Srinivasan | Yield points during the high temperature deformation of Ti-15V-3Al-3Cr-3Sn alloy[END_REF], depending on the alloy composition. The steady-state is found to be a result of a counterbalance between work hardening and work softening.

Dislocation slip has been considered as the main deformation mechanism and the dynamic recovery is the dominant mechanism for restoration of the β phase [START_REF] Jones | Thermomechanical processing of Ti-5Al-5Mo-5V-3Cr[END_REF][START_REF] Jones | The flow behavior and microstructural evolution of Ti-5Al-5Mo-5V-3Cr during subtransus isothermal forging[END_REF][START_REF] Johnston | Dislocation velocities, dislocation densities, and plastic flow in lithium fluoride crystals[END_REF][START_REF] Pham | Thermally-activated constitutive model including dislocation interactions, aging and recovery for strain path dependence of solid solution strengthened alloys: Application to AA5754[END_REF][START_REF] Rollett | Understanding materials microstructure and behavior at the mesoscale[END_REF]. In addition to the dislocation activity, the effects of the secondary phase (α phase), especially its distribution, size and morphology, on deformation behavior have also been examined [START_REF] Jones | Thermomechanical processing of Ti-5Al-5Mo-5V-3Cr[END_REF][START_REF] Jones | The flow behavior and microstructural evolution of Ti-5Al-5Mo-5V-3Cr during subtransus isothermal forging[END_REF]Ozturk and Rollet, 2018;[START_REF] Poletti | Unified description of the softening behavior of beta-metastable and alpha+ beta titanium alloys during hot deformation[END_REF][START_REF] Warchomicka | Quantitative analysis of the microstructure of near β titanium alloy during compression tests[END_REF][START_REF] Weiss | Thermomechanical processing of beta titanium alloys-an overview[END_REF].

Despite the large amount of experimental investigations and theoretical simulations, the hot deformation of metastable β titanium alloys with an initial single β phase in the α+β two phase region has seldom been addressed. The deformation process should be more complicated as the β to α phase transformation happens naturally in this temperature region. Although the β to α phase transformation and α variant selection criteria during hot deformation have been intensively studied both experimentally [START_REF] Bohemen | Nucleation and variant selection of secondary α plates in a β Ti alloy[END_REF]Hua et al., 2018) and theoretically [START_REF] Shi | Variant selection during α precipitation in Ti-6Al-4V under the influence of local stress -A simulation study[END_REF], the influence of the transformation, especially the transformation associated lattice deformation, on the mechanical response of the alloy has not yet been reported.

Based on such an observation, we conducted the present work with an aim to correlate the microstructure evolution with the hot compression stress-strain behavior of a β quenched metastable β titanium alloy (Ti-7333) to resolve the underlying mechanisms of the hot deformation behavior of the alloy. Special efforts have been made to the contribution of the β to α phase transformation at different deformation stages. Especially, for the steady state of deformation, the results of our previous work on variant selection of intragranular α precipitates under the same hot compression condition and on the associated lattice deformation feature (Hua et al., 2018) provided a solid basis for the present work to specify the role of the phase transformation as another kind of deformation mechanism for crystal plasticity. To obtain accurate and statistical experimental evidences, in-situ and ex-situ multiscale characterization techniques have been utilized and the examinations have been made on large sample volume or areas. This study is expected to provide more information to enrich the fundamental knowledge on hot deformation of Ti alloys and to offer experimental data for theoretical simulation utilizing various mechanical models.

Experimental procedures

The material used in the present work is hot forged Ti-7Mo-3Nb-3Cr-3Al (in wt. %). Cylindrical specimens with dimensions of Φ10 x 15 mm were cut out of the forged bar and solution-treated at 1173 K (Tβ ~ 1123 K. Tβ is the β transus temperature) for 30 minutes and quenched in water to obtain a homogeneous single β phase as the initial microstructure.

The as-solution treated specimens were then subjected to unidirectional isothermal compression using a Gleeble-3500 thermo-mechanical simulator system under vacuum (to prevent oxidation of the specimen and also the parts of the deformation frame of the Gleeble system exposed to the heat). The specimens were first heated to 973 K (the compression temperature) at a rate of 25 K/s and held for 5 s to homogenize the temperature, and then they were compressed at a strain rate of 10 -3 s -1 (that corresponds to a constant cross-head speed (mm/s) in the Gleeble simulator system) to the true strains of 0.015, 0.03 and 0.35, respectively. After being strained, the specimens were immediately quenched in water to preserve the deformed microstructure. In order to reduce friction and maintain a uniform deformation, two pieces of thin tantalum sheets were placed between the specimen and the compression die. The microstructural and crystallographic features of the deformed specimen were examined by post mortem characterization techniques from the macroscopic scale to the microscopic scale to ensure a statistical relevance of the results. For the phase constituents and the morphological features, the deformed specimens were examined using a Jeol JMF6500-F SEM. For the crystallographic features, the deformed regions were analyzed using a Jeol JMF6500-F SEM equipped with an EBSD camera and the Aztec online acquisition software package (Oxford Instruments). The orientations of the fine microstructural constituents (α precipitates) were measured manually and the coarse constituents (β grains) were measured automatically by EBSD. The data were processed using Channel 5 (Oxford Instruments) and ATEX software [START_REF] Beausir | Analysis Tools for Electron and X-ray diffraction[END_REF]. The examined total area (1.7 × 3 mm 2 ) covers the whole homogeneous deformation region in the cross section of the deformed specimen. To achieve the surface quality of the specimens for SEM and SEM-EBSD measurements, the specimens were first mechanically polished and then electrolytically polished with a solution of 10% perchloric acid in methanol at 35 V for 5 s at temperatures lower than 5°C. For the fine microstructure features of the deformed specimen, the examinations were performed using a Philips CM200 TEM equipped with a LaB6 cathode, a Gatan Orius 833 CCD camera, and a homemade automatic orientation analysis software -Euclid's Phantasies (EP) (Fundenberger et al., 2003). The TEM thin foil samples were prepared first by mechanical thinning to a thickness of about 70 μm and then by electro polishing to perforation at -35°C in a solution of 5% perchloric acid in ethanol at a voltage of 35V, using a Struers Tenupol-5 twin-jet electropolisher.

The isothermal compressions were also performed in-situ under neutron diffraction measurements at 973 K to the as β quenched specimens with the dimensions of Φ5mm x 10mm, using the rotatable multifunctional (tension/compression/torsion) loading frame incorporated in the STRESS-SPEC instrument. The loading frame is also integrated with a clip-on extensometer and a home-made inductive heating system. The specimens were heated in air to 973 K at a rate of 50K/s, then isothermally compressed to a true strain of 0.35 and finally cooled with compressed air. The neutron diffraction measurements were performed using the neutron diffractometer STRESS-SPEC located at a thermal beam port of FRM-II (Garching, Germany). The Ge (311) monochromator was selected to reflect neutrons with a wavelength of 1.7076 Å. The {110}β diffraction peak (corresponding to β phase), {0002}α and {101 1}α diffraction peaks (corresponding to α phase) were recorded at the detector position of 2θ=42° with a window of 15°. The diffraction patterns were collected in-situ during the heating, isothermal compression and cooling processes each at every 20 seconds.

The {110}β pole figure of the un-deformed specimen (as-solution treated or β quenched) and the {110}β and {0002}α pole figures of the same specimen after the deformation were measured ex-situ to find out the favorable diffraction measurement geometry allowing recording the reflections of the very first precipitation of the intragranular α precipitates according to our recent work on β to α transformation under compression (Hua et al., 2018). The experimental setup is detailed in Appendix.

The gauge volume of the specimens for the pole figure measurements was Φ5 × 10 mm. The software StressTextureCalculator (STeCa) [START_REF] Randau | StressTextureCalculator: a software tool to extract texture, strain and microstructure information from area-detector measurements[END_REF] was used to extract the diffraction patterns.

Results and discussion

3.1 Initial β quenched microstructure and lattice constants of the corresponding phases at deformation temperature Fig. 1 shows the EBSD orientation micrograph of the as-solution-treated microstructure of the Ti-7333 with the corresponding correlated disorientation angle distribution. It is seen that the alloy is composed of the single β phase in a form of equiaxed grains with an average size of about 119 ± 76 μm (Fig. 1(a)). Here the standard deviation indicates the size distribution spread but not the experimental error.

The β grains are rather randomly oriented than textured, as shown by the correlated disorientation angle distribution (Fig. 1(b)). Such a microstructure is typical of solution treated or β quenched metastable β Ti alloys (Hua et al., 2017;[START_REF] Lai | ω phase acts as a switch between dislocation channeling and joint twinning-and transformation-induced plasticity in a metastable β titanium alloy[END_REF]. The initial texture is represented by the {110}β pole figure in Fig. 1(c). It is seen that the texture is globally random. The uneven distribution of the pole densities is from two factors. The first one is that the grain sizes of the β grains are large. The total number of grains in the measured volume is relatively small (less than 1500).

Thus not all the orientation space is occupied by orientations. The second is that the grain sizes are not homogeneous (with a spread of ± 76 μm). Thus the individually located higher pole densities are from large grains. According to the variant selection criteria revealed by our previous results (Hua et al., 2018), The {110}β planes that can be the Burgers orientation relationship plane for the selected intragranular α precipitates during deformation can be determined. Thus the orientation of the specimen with respect to the incident beam and the detector can be figured out, as detailed in Appendix. In Fig. 1(b), the {110}β reflection used to monitor the phase transformation for intragranular α is indicated with the black square.

At the deformation temperature (973K) that is lower than Tβ (1123K), the β to α phase transformation happened. The lattice constants of the two phases at 973K measured previously (Hua et al., 2018) are listed in Table 1. These lattice constants will be used to analyze the lattice deformation during the β to α phase transformation. 

Mechanical behavior

Figure 2 shows the true stress-strain curve and the corresponding work hardening rate curve of one specimen unidirectionally compressed to the true strain of 0.35.

From the true stress-strain (σ-ε) curve (in red in Fig. 2), it is seen that, as a function of the strain, the stress starts with a linear part, corresponding to an elastic deformation, then undergoes a sudden drop from the peak, the so-called discontinuous yielding, and finally reaches a steady-state. Such a stress-strain behavior of the present alloy is typical of isothermally compressed metastable β Ti alloys [START_REF] Mandal | Simulation of plastic deformation in Ti-5553 alloy using a self-consistent viscoplastic model[END_REF]. The It is seen that when the specimen was deformed to 0.015, the β grains still retain the equiaxed shape and there is no obvious grain growth.

The average grain size is about 121 ± 66 μm (Fig. 3(a)) (as noted above, the standard deviation indicates rather the size spread than experimental error). A close examination revealed that a large amount of α phase is present along the grain boundaries of the β phase but no α phase is spotted in the β grain interiors (Fig. 3(b)).

This evidences that the grain boundary α precipitates (αGB) were already formed before the end of the Stage I deformation, but the intragranular α precipitates were not yet formed till then. According to the presence and the morphology of the grain boundary α precipitates (αGB), the β grain boundaries can be categorized into 3 types:

with continuous αGB, with discontinuous αGB and without αGB, as shown in Fig. 3(b).

Statistical analysis made on a total area of 2 × 1 mm 2 revealed that 92% of the length of the β grain boundaries is covered by α precipitates. The majority part of the boundaries are covered by continuous α (89%), whereas only a very minor portion of the β grain boundaries by discontinuous α (3%), as shown in Fig. 6. This demonstrates that before the end of the first stage of the deformation (Stage I) the β to α phase transformation happened intensively on the β grain boundaries. Almost all the boundary regions were transformed to the α phase. As the α phase is harder than the β phase, the formation of the αGB strengthens the β grain boundaries.

From the Grain Gravity Center Referenced Orientation Deviation (GGCROD) analysis result displayed in Fig. 

Stage III

Fig. 7 shows the neutron diffraction intensity evolutions of the {110}β reflection from the β phase and the {0002}α reflection from the α phase during the compression.

It should be mentioned that the diffraction intensity of the α phase is from the intragranular α, as the formation of the αGB ended before the end of Stage I (at the strain of about 0.015) and no α intensity was detected during this period, as seen in Fig. 7(a). This is due to the fact that αGB is very thin and distributed along the randomly oriented and coarse β grain boundaries. Thus the amount of αGB is not sufficient to produced detectable diffraction intensity. Moreover, during the in-situ neutron diffraction measurement, the detector position was fixed, not allowing detecting all the possible reflections from the αGB. Therefore, the diffracted intensity from the αGB may be largely submerged in the background noise. The experimental setup allowing such detection is detailed in Appendix. It is seen that the intragranular α started to precipitate with detectable amount at the strain of 0.14 (corresponding to 140s of the isothermal holding and in the middle of the steady stress-strain state, Stage III). After the transformation, the intensity of the diffraction peak of the α phase presents a very slow increase till the strain of 0.2 and stays stable afterwards, meaning that the transformation started very rapidly at the beginning and finished at strains about 0.2. Correspondingly in the stress-strain curve, the stress increases very slightly at 0.14 but decreases from 0.2. The slight upturning of the stress-strain curve in Stage III is coincident with the formation of the intragranular α precipitates. In the present work we found that such slip bands go through the entire β grains (type I). It is worth mentioning that no {112}β<111 >β dislocations were evidenced in the present alloy. The absence of this type of dislocations is consistent with what reported in the literature that the {112}β<111 >β slip system in BCC crystals are more easily activated at low deformation temperatures than at high temperatures [START_REF] Rollett | Recrystallization and related annealing phenomena[END_REF]. The formation of the slip bands should be related to the temperature effect.

Obviously recovery occurred intensively with the deformation. However, no recrystallized grains were detected, suggesting that there is no occurrence of recrystallization during the present compression to the strain of 0.35. In contrast, in the type II grains no dislocation bands were found existing in the zones where the α precipitates were intensively formed, as shown in Fig. 9(b), indicating that the deformation mechanisms are different in the two types of grains. In the former the deformation is controlled by dislocation activity and in the latter the deformation is accommodated mainly by phase transformation. These results demonstrate that the steady stress-strain behavior of the alloy is rooted from the different contributions of the two types of β grains. For the type I grains, the hardening from the multiplication of the dislocations is balanced by the rearrangement of the dislocations to the soft configurations (the slip bands in the present work) through dislocation movement, as the activation energy of the dislocation slip is decreased at elevated temperatures (Gloaguen et al., 2013;Groger and Vitek, 2013). For the type II β grains, the formation of the intragranular α precipitates should strengthen the type II β grain interiors. As they form intensively around the strain of 0.14, as shown in Fig. 7, the slight hardening shown by the stress-strain curve in Fig. 2 is due to the formation of the intragranular α precipitates in the type II β grains. With the further progress of the deformation from the strain of about 0.2, a slight but obvious softening can be seen in the stress-strain curve in Fig. 2.

The softening is mainly related to the dislocation rearrangement, but not by the formed intragranular α precipitates, as they did not show any fragmentation or spheroidization until the strain of 0.35.

Conclusions

The deformation process of a metastable β titanium alloy with a β quenched Hua, K., Zhang, Y., Kou, H., Li, J., Gan, W., Fundenberger, J.J., Esling C., 2017.

Composite structure of α phase in metastable β Ti alloys induced by lattice strain during β to α phase transformation. Acta Mater. 132, 307-326. Hua, K., Zhang, Y., Gan, W., Kou, H., Li, J., Esling, C., 2018. Correlation between imposed deformation and transformation lattice strain on α variant selection in a metastable β-Ti alloy under isothermal compression. Acta Mater. 161, 150-160.
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  work hardening rate (dσ/dε) (in blue in Fig.2) well reveals the 3 stages of the present deformation. Thus we labeled them State I (elastic deformation), II (discontinuous yielding) and III (steady-state), as indicated in Fig.2. To further reveal the origins of the three deformation stages, we will focus ourselves only on the evolution of the deformation microstructure.
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 92 Fig. 9 TEM bright field micrographs of Ti-7333 alloy after being compressed at 973
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  Fig. A1 (a) Atomic correspondences between the β and the α phase under the Burgers
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  Fig. A2 (a) {110}β pole figure measured by neutron diffraction at room temperature

Table . 1

 . The lattice constants of β and α phases in Ti-7333 alloy at 973 K(Hua et al., 2018).

	Phase Lattice structure	Lattice constants
	β	BCC	a=3.2471 Å
	α	HCP	a=2.9340 Å; c=4.6795 Å

Table 3

 3 Displacement gradient tensors of two α precipitates in one example of type I β grain and that of {110}β<11 1>β slip system of one example of type II β grain expressed in the sample X-Y-Z coordinate system. The compression is along Y axis.

	Precipitates No.	Displacement gradient tensor
	A	0.0238 0.0279 0.0225 -0.0224 -0.0999 -0.0812
		0.0216 0.0962 0.0952
	B	0.0945 -0.0757 -0.0152 0.1010 -0.0989 -0.0182
		-0.0308 0.0319 0.0234
		0.0032 -0.0276 0.0211
	(01 1)β[1 1 1 ]β	0.0214 -0.1824 0.1393
		0.0275 -0.2347 0.1792
		-0.0032 0.0276 -0.0211
	(01 1)β[111]β	-0.0214 0.1824 -0.1393
		-0.0275 0.2347 -0.1792
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boundary regions. For the steady-state stage, the deformation behavior of the β grains is further diversified into two types, i.e., type I having their {110}β<11 1>β slip system in the favorable orientation with respect to the external compressive load and type II with their {11 2 }β<1 11 >β system in the favorable orientation. Thus for the type I β grains the deformation progresses through the formation of {110}β<1 1 1>β dislocations counter-balanced by the arrangement of the formed dislocations into slip bands, whereas for the type II β grains the deformation is realized by the intensive formation of intragranular α precipitates that is characterized by a large shear strain in {11 2 }β<1 11 >β system accompanied by some small lattice distortions. This evidenced that the phase transformation serves as another kind of deformation mechanism for crystal plasticity. The present work provides new information of orientation dependent deformation mechanisms of metastable β titanium alloys, especially on the contribution of the phase transformation to the overall deformation behavior and offers detailed experimental data that can be useful for the simulation of the mechanical behavior of metastable β titanium alloys. A2 (a). This result verified our neutron diffraction setup to detect the formation of the intragranular α precipitates and further confirmed the variant selection criteria that we worked out previously (Hua et al., 2018).

Appendix