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Introduction

Additive manufacturing (AM) of metallic parts is one of the main emerging process technologies in recent years [START_REF] Frazier | Metal Additive Manufacturing: A Review[END_REF]. First applications mostly concern components with high added value and rather low batch size. For instance, some components with complex geometries made of Ni-based superalloys are already produced for hightemperature aeronautic or aerospace applications. In this field, laser-based powder-bed fusion (L-PBF) is the mostly used technique [START_REF] Jia | Selective laser melting additive manufacturing of Inconel 718 superalloy parts: Densification, microstructure and properties[END_REF][START_REF] Shao | Overview: Additive Manufacturing Enabled Accelerated Design of Ni-based Alloys for Improved Fatigue Life[END_REF]. During the last decade, R&D on additive manufacturing of metallic parts logically focused on achieving -with reproducibility-parts with high density and mechanical properties comparable to parts made by standard processes [START_REF] Amato | Microstructures and mechanical behavior of Inconel 718 fabricated by selective laser melting[END_REF][START_REF] Bremen | Correlation of the High Power SLM Process with Resulting Material Properties for IN718, BHM Berg-Hüttenmänn[END_REF][START_REF] Everton | Review of in-situ process monitoring and in-situ metrology for metal additive manufacturing[END_REF]. Direct relationships were empirically established between process parameters and macroscopic properties, whereas less attention was paid to microstructures resulting from the deposition process [START_REF] Kok | Anisotropy and heterogeneity of microstructure and mechanical properties in metal additive manufacturing: A critical review[END_REF]. This lack of interest was partly justified by the fact that the microstructure can be modified by solid phase transformations during cooling or by subsequent heat treatments. As-manufactured L-PBF microstructures are known to present rather low and fine chemical segregations, due to rapid solidification [START_REF] Deng | Microstructure and mechanical properties of Inconel 718 produced by selective laser melting: Sample orientation dependence and effects of post heat treatments[END_REF][START_REF] Bauer | Microstructure and mechanical characterisation of SLM processed Haynes® 230®[END_REF][START_REF] Wang | The microstructure and mechanical properties of deposited-IN718 by selective laser melting[END_REF][START_REF] Chlebus | Effect of heat treatment on the microstructure and mechanical properties of Inconel 718 processed by selective laser melting[END_REF][START_REF] Criales | Laser powder bed fusion of nickel alloy 625: Experimental investigations of effects of process parameters on melt pool size and shape with spatter analysis[END_REF]. Rapid cooling also generally leads to a lower proportion of strengthening phases [START_REF] Lass | Formation of the Ni3Nb δ-Phase in Stress-Relieved Inconel 625 Produced via Laser Powder-Bed Fusion Additive Manufacturing[END_REF]. However, these phases are homogeneously distributed and their optimal volume fraction can be adjusted afterwards by heat treatment. Both these microstructure features appear favorable for mechanical properties. Actually, the main microstructural drawback associated with AM is the possible anisotropy resulting from directional manufacturing. As far as L-PBF is concerned, a lot of works pointed out a more or less strong difference between mechanical properties measured parallel or perpendicular to the building direction [START_REF] Kok | Anisotropy and heterogeneity of microstructure and mechanical properties in metal additive manufacturing: A critical review[END_REF][START_REF] Rombouts | Laser metal deposition of Inconel 625: Microstructure and mechanical properties[END_REF][START_REF] Etter | Reduction in mechanical anisotropy through high temperature heat treatment of Hastelloy X processed by Selective Laser Melting (SLM)[END_REF]. However, it is not always clear if this mechanical anisotropy results from the porosities or impurities leaved between successive laser melting pools and/or from the crystallographic texture induced by the multi-pass solidification process.

Texture strongly depends on the deposition process, on the laser beam properties (power and energy distribution) and on the building strategy (hatching distance, lasing speed and path along and between layers …) [START_REF] Almangour | Scanning strategies for texture and anisotropy tailoring during selective laser melting of TiC/316L stainless steel nanocomposites[END_REF][START_REF] Helmer | Grain structure evolution in Inconel 718 during selective electron beam melting[END_REF][START_REF] Andreau | Texture control of 316L parts by modulation of the melt pool morphology in selective laser melting[END_REF][START_REF] Sun | Simultaneously enhanced strength and ductility for 3D-printed stainless steel 316L by selective laser melting[END_REF]. As a result, different crystallographic textures can be obtained [START_REF] Dehoff | Site specific control of crystallographic grain orientation through electron beam additive manufacturing[END_REF]. The most common one has large columnar grains with <100> crystal axes parallel to the building direction [START_REF] Nadammal | Effect of hatch length on the development of microstructure, texture and residual stresses in selective laser melted superalloy Inconel 718[END_REF] but more recently <110> fibers [START_REF] Leicht | Effect of build geometry on the microstructural development of 316L parts produced by additive manufacturing[END_REF][START_REF] Lim | Comparison of Additive Manufactured and Conventional 316L Stainless Steels[END_REF] and random textures [START_REF] Almangour | Rapid fabrication of bulk-form TiB2/316L stainless steel nanocomposites with novel reinforcement architecture and improved performance by selective laser melting[END_REF] have also been reported. Strong texture is difficult to reduce through heat treatments, especially in the case of metallic alloys which do not encounter solid phase transformations such as Ni-based alloys [START_REF] Muñoz-Moreno | Effect of heat treatment on the microstructure, texture and elastic anisotropy of the nickel-based superalloy CM247LC processed by selective laser melting[END_REF][START_REF] Popovich | Impact of heat treatment on mechanical behaviour of Inconel 718 processed with tailored microstructure by selective laser melting[END_REF]. At the present time, due to the high complexity of AM processes, just a few models exists to predict the texture intensity of L-PBF parts from the process parameters [START_REF] Rodgers | Simulation of metal additive manufacturing microstructures using kinetic Monte Carlo[END_REF][START_REF] Pauza | Computer Simulation of Microstructure Development in Powder-Bed Additive Manufacturing with Crystallographic Texture[END_REF]. Therefore, there is a need to understand the development of grains structure during this process.

Crystallographic texture can also affect the characteristics of mechanical waves, through the introduction of elastic anisotropy in the material [START_REF] Musgrave | Crystal acoustics: Introduction to the Study of Elastic Waves and Vibrations in Crystals[END_REF]. It is known that the wave velocities of compression and shear modes can vary according to their direction of propagation [START_REF] Royer | Elastic Waves in Solids I: Free and Guided Propagation[END_REF]. When using ultrasonic (US) testing methods, strong elastic anisotropy of the tested part can result in an inaccurate detection or location of defects [START_REF] Lhémery | Modeling tools for ultrasonic inspection of welds[END_REF][START_REF] Chassignole | Ultrasonic and structural characterization of anisotropic austenitic stainless steel welds: Towards a higher reliability in ultrasonic non-destructive testing[END_REF][START_REF] Connolly | Correction of ultrasonic array images to improve reflector sizing and location in inhomogeneous materials using a ray-tracing model[END_REF][START_REF] Lu | Applications of non-destructive testing techniques for post-process control of additively manufactured parts[END_REF]. Inversely, various ultrasonic non-destructive evaluation (NDE) techniques can be used in order to determine anisotropic elastic properties [START_REF] Arts | Complete inversion of the anisotropic elastic tensor in rocks: Experiment versus theory[END_REF][START_REF] Leymarie | Identification of complex stiffness tensor from waveform reconstruction[END_REF][START_REF] Ploix | Measurement of ultrasonic scattering attenuation in austenitic stainless steel welds: Realistic input data for NDT numerical modeling[END_REF][START_REF] Leisure | Resonant ultrasound spectroscopy[END_REF]. In the case of polycrystalline materials, this allows the determination of elastic constants of an equivalent homogeneous medium with respect to the wavelength scale used (around 1 mm at 5 MHz for a metallic alloy).

The main objectives of the present work were to evaluate the magnitude of crystallographic texture resulting from optimized L-PBF processing of Inconel 625 parts and to relate it the anisotropy of US wave velocities. The Nibased superalloy Inconel 625 was chosen because it is of industrial interest, but also as a model material with a high single-crystal elastic anisotropy and no solid phase transformation which could modified the as-deposited microstructure. The present paper focuses on results obtained on parallelepipeds made by L-PBF conditions. Their resulting microstructure and crystallographic texture were characterized. Their elastic anisotropy was deduced from the measured distribution of crystal orientations, coupled with the knowledge of single-crystal stiffness matrix. This allowed the prediction of the velocities of US waves as a function of AM process direction and comparison with direct measurements.

Materials and methods

Two similar parallelepipeds (60 x 60 x 10 mm 3 ) of Inconel 625® alloy were manufactured by Polyshape company via the laser powder bed technique (L-PBF), using optimized but undisclosed process parameters in an EOS® M270 machine. Figure 1 shows a schematic view of one sample to illustrate part of the laser scanning strategy used. Each layer was scanned with the laser direction at 45° from the parallelepiped faces and a rotation of 90° was applied between two successive layers. In the following, the build-up direction is noted Z. X and Y are parallel to others parallelepiped faces and defined the plane perpendicular to the build-up direction. One parallelepiped was used for microstructure and crystallographic texture investigations, while the other was used to measure velocities of the transversal and longitudinal US waves along X, Y and Z axes. One parallelepiped was cut along two planes perpendicular and parallel to the build-up direction (resp. XY and XZ planes). The microstructure and crystallographic texture of the material were observed at the center of these surfaces, where the deposition process can be considered as stationary [START_REF] Khabouchi | Relation between microstructure/texture anisotropy and ultrasound propagation in a Ni-based superalloy elaborated by laser powder bed fusion[END_REF].

The microstructure was observed using both Optical (OM) and Scanning Electron (SEM) microscopes. Porosities were detected by OM, after conventional polishing with successive SiC papers and a final polishing step with diamond paste (1µm). Quantitative analysis of their size and volume fraction was performed using ImageJ software. Fusion pools were revealed by electrolytic etching in a solution of 48 ml H2SO4, 40 ml of H2NO3 and 12 ml of H2PO4, with a 0.5 V voltage during 40 s. Microstructures were also observed by SEM, using both a Zeiss Supra40 SEM with field-emission gun or a JEOL 6490 SEM with tungsten filament. Grain structure was observed with the back scattered electron detector on polished surfaces and from EBSD (Electron Back Scattering Diffraction) maps, while solidification structure was observed after electrolytic etching.

Crystallographic textures were obtained from large EBSD maps of polished surfaces, using JEOL 6490 SEM under an acceleration voltage of 20 kV. A Nordlys S camera from Oxford Instrument coupled with the EBSD indexing software AZtec was used. Only the FCC crystal symmetry was searched, corresponding to both the Ni-rich γ matrix and the fine γ' phase coherent with γ matrix. However, no effort was done in the present work to identify the presence of strengthening phases. The experimental configuration allowed good indexing rate (better than 95%) with an acquisition rate of 70Hz, which enabled to scan large areas in reasonable time. EBSD data were treated afterwards using both Channel5 software from Oxford or ATEX software developed in LEM3 [START_REF] Beausir | ATEX[END_REF]. In the following, the measured textures and microstructures are represented using either pole figures (distribution of the orientations of one crystallographic direction with respect to X, Y and Z sample axes) or orientation maps colored as the inverse pole figures (IPF-maps). In this latter case, the color of a pixel always represents the crystallographic direction parallel to the build-up axis, Z, whatever the analyzed plane. Surfaces of several mm 2 large were investigated along XY and YZ planes, in order to get statistically significant orientation distributions. Grain boundaries were considered having a disorientation larger than 6°. The mean grain sizes along X, Y and Z directions were measured by intercept method on orientation maps.

Elastic anisotropy modeling

The elastic properties (stiffness matrix) of the material were estimated from the distribution of grains orientations and the elastic constants of a single crystal. Concerning Inconel 625 alloy, which has a cubic symmetry, two sets of single-crystal stiffness constants C11, C12 and C44 were found in the literature [START_REF] Wang | Diffraction and single-crystal elastic constants of Inconel 625 at room and elevated temperatures determined by neutron diffraction[END_REF][START_REF] Holden | Intergranular strains in Inconel-600 and the impact on interpreting stress fields in bent steam-generator tubing[END_REF]. They are reported in Table 1, together with the anisotropy coefficient A (or Zener ratio) defined as 2C44/(C11-C12) [START_REF] Zener | Contributions to the Theory of Beta-Phase Alloys[END_REF]. The transition from single-to poly-crystal needs a rule of mixture taking into account the distribution of elastic strain/stress within grains. The two extreme models assume perfect homogeneity of either stress (Reuss scheme) [START_REF] Reuss | Berechnung der Fließgrenze von Mischkristallen auf Grund der Plastizitätsbedingung für Einkristalle[END_REF] or strain (Voigt scheme) [START_REF] Voigt | Lehrbuch der Kristallphysik[END_REF] within grains, leading to lower and upper bounds of stiffness, respectively. Several models giving intermediate values have also been proposed. Among them, the Hill scheme [START_REF] Hill | The Elastic Behaviour of a Crystalline Aggregate[END_REF] is the simplest. It corresponds to the average of Reuss and Voigt and gives a reasonable value in case of equiaxed grains. In the present study, Reuss, Voigt and Hill schemes have been tested with the two sets of single crystal stiffness constants of Table 1. In addition, another set of elastic constants was also estimated to give results closer to US measurements. More details concerning the modeling are given in §. 3.4. 

Table 1. Stiffness coefficients and anisotropy ratio of Inconel 625

® single crystal C11 (GPa) C12 (GPa) C44 (GPa) A Ref

Ultrasonic characterization from wave velocity measurements

Velocities of ultrasonic waves along the X, Y and Z axes of the second parallelepiped were measured at CEA-LIST laboratory. Both longitudinal and transverse (or shear) US waves were tested. A classical method was used for longitudinal waves propagation. Velocities of longitudinal waves were deduced from measurements performed on a sample immersed in water, using transducers Olympus V120 with a working frequency of 5 MHz and an aperture of 6.35 mm. More attention was paid to the characterization of transverse US waves propagation which is more sensitive to elastic anisotropy (Figure 2a). Direct contact transducers Olympus V115 were used in transmission mode, with a working frequency of 5 MHz and an aperture of 6.35 mm. Contact coupling between transducers and sample surfaces was ensured by means of a shear wave couplant. The device allows rotating the parallelepiped around the wave propagation axis (X, Y or Z). In case of an isotropic material, the velocity of an US transverse wave does not depend on the position around the rotation axis. However, in case of an elastic anisotropic material, it depends on both wavefront and polarization (transverse) directions with respect to the anisotropy main axes of the material (see Figure 2b). Considering a material with orthotropic anisotropy (orthogonal symmetry with different elastic moduli along X, Y and Z directions), and assuming that the propagation direction is shared with one axis of orthotropy, the transverse wave properties can be directly deduced according to their polarization directions parallel to the symmetry axes (see discussion in Part.4 for details). In the present study, these two shear waves were detected and their rates were measured. From these measurements, anisotropy factors of US transverse wave, denoted αi, is deduced and defined such as:

; * 100 (1)
where i is the propagation direction (X, Y, or Z) and Vij and Vik are the measured velocities of the quasi-transverse waves decomposed in the two others orthotropic directions (i≠j≠k). This anisotropy factor was measured in the three directions of the parallelepiped. As explained in § 3. 

Figure 2. a) Experimental device used for the measurement of velocity of transverse US waves; b) Illustration of the different directions of interest in the propagation analysis (in the example, X is the US propagation direction

It should be noted that the validity of this characterization method is linked to the nature of the waves considered.

In order to determine the mechanical properties of the medium, we have to estimate the velocities of bulk waves corresponding to the solutions of the wave equation for an infinite medium. In practice, this implies that the dimensions of the sample must be large compared to the size of the probe. If along the X axis this condition is clearly verified, this working assumption becomes more questionable according to the other two directions of propagation Y and Z. direction (cf. Figure 3.a). Their width and depth are largely dispersed, with their means estimated at about 85 µm and 35 µm, respectively. Porosities are also observed, indicated by arrows in Figure 3 (a and b), but with a very low volume fraction of about 0.2 %, and a mean size of about 10.8 µm. Their shape appears irregular and they are mostly located in between laser traces, which results in alignments parallel to the built-up direction. This suggests that they probably result from a lack of fusion [START_REF] Tang | Prediction of lack-of-fusion porosity for powder bed fusion[END_REF]. At a finer scale, the microstructure illustrated at Figure 3.d shows chemical contrast typical from dendritic solidification [START_REF] Marchese | The role of texturing and microstructure evolution on the tensile behavior of heat-treated Inconel 625 produced via laser powder bed fusion[END_REF][START_REF] Boussinot | Strongly Out-of-Equilibrium Columnar Solidification During Laser Powder-Bed Fusion in Additive Manufacturing[END_REF], with a mean arm spacing of about 1 µm. No second phase was detected neither by high resolution SEM nor by X Ray diffraction. However, the present paper does not focus on the very fine microstructure but mostly on grain morphology and orientation. Figure 4 shows a SEM micrograph and an EBSD map illustrating the grain structure of AM alloy. Two different grain morphologies are observed: some grains appear elongated along the build-up direction, whereas the majority of them are shorter with more erratic shapes and a growth direction rather oblique with respect to Z direction. However, as illustrated by Figure 4b, this trend is more or less marked depending on the location. The grain sizes were measured along X (or Y) and Z directions by intercept method on XZ plane. The distance between two measurement lines was about 30 µm and grains with a surface less than 6 pixels were excluded from the analysis to limit the influence of indexation noise. The resulting mean intercept lengths along X and Z directions were found equal to λX=10.1 µm and λZ=12.7 µm, respectively. The localization of the two morphologies of grains with respect to the melt pools was inferred using hardness indentations as markers (Figure 5). Some of the columnar red grains in the EBSD map are marked with a white line on top of the optical micrograph. It reveals that elongated grains are localized in the middle of successive aligned liquid pools, whereas the other grains (inclined) are present in between. It is also very clear that the main growth direction grains is perpendicular to the melt pool border. 

Results

Microstructure

Crystallographic texture

Figure 6 shows EBSD maps measured along both XY and XZ planes of the parallelepiped, while Figure 7 reports the corresponding {100} {110} {111} pole figures. The grain morphology and texture distribution are clearly related to the lasing strategy. It is worthwhile to note that, in addition to elongated grains previously detected parallel to the build-up direction (Figure 4b and Figure 6a), a similar development is also observed parallel to the lasing directions (Figure 6b). Most of these elongated grains appear oriented with one <100> crystal axis parallel to the Z direction. Globally, the sample texture is relatively low (texture index =1.24) with a slight reinforcement of <100> along the build-up direction Z and at 45° of X/Y directions, i.e. parallel to the lasing directions. To confirm with higher statistics that this specific texture is associated with the development of elongated <100>||Z grains, a large EBSD mapping with an area of 4.2 × 1.7 mm 2 was performed along a XZ plane (cf. Figure 8a). After detecting the grains, two orientation sets were separated: the first one corresponding to the pixels belonging to elongated grains, i.e. grains with aspect ratio higher than 4 (the aspect ratio being defined as the ratio of the major axis to minor one of the best fitting ellipse), and the second one being the complementary set. EBSD maps and {100} pole figures are given at Figure 8b and Figure 8c for these two sets. From this analysis, it is clear that the slight texture detected on the whole sample is mostly due to the elongated grains located in the middle of melt pools as they represent a fraction of 25% of the volume. The texture of the complementary set is close to random and, remarkably, present little <100> density in the Z direction. Instead, the {110} pole figure (not shown here) has a slight reinforcement in that Z direction. The mechanism behind this resulting microstructure is discussed in §.4, on the basis of solidifications mechanisms. Table 2 collects the velocities as a function of polarization directions and anisotropy factors calculated using equation ( 1). Longitudinal waves are slightly slower along the Z direction than along X and Y direction.

Transverse waves along X and Y direction pointed out a significant anisotropy of velocities between Z and X (or Y) directions. Transverse waves polarized along Z direction have a higher velocity than those polarized along X or Y direction, leading to anisotropy factors of 9.3±2.5 % and 10±0.2 %, respectively. The higher uncertainty on αX is due to the smaller propagation distance in this direction. Although X and Y sample axes are equivalent with respect to lasing conditions, the value of αZ is very low but not equal to 0, which could be due both to measurement errors or and to the difference between X and Y dimensions. 

Anisotropy estimations from EBSD and wave velocity measurements

The Voigt, Reuss and Hill schemes can be used to evaluate the stiffness tensor of a polycrystal from its orientation distribution function and stiffness coefficients of the single crystal as an input. The orientation distribution function was extracted from the EBSD data of Figure 8 and the single-crystal stiffness coefficients are given in Table 1. As an example, the stiffness matrix expressed in the sample coordinates and obtained with the Hill model is given in Table 3a. It can be seen that the anisotropy is very close to elastic tetragonality (orthotropy where C11 = C22, C23 = C13, C44 = C55) but differs from transverse isotropy since C66 ≠ (C11-C12)/2. In a first approximation, this means that the polycrystal can be described by 6 coefficients. Some of these coefficients can be calculated assuming this tetragonal symmetry using the following equations [START_REF] Mason | Physical acoustics and the properties of solids[END_REF][START_REF] Van Buskirk | Ultrasonic Measurement of Orthotropic Elastic Constants of Bovine Femoral Bone[END_REF]:

Propagation along X: , ( 2 
)
Propagation along Y:

(3) Propagation along Z: [START_REF] Amato | Microstructures and mechanical behavior of Inconel 718 fabricated by selective laser melting[END_REF] where is the density of the material and Vij is the velocity along direction i of a quasi-transverse wave polarized in direction j. Therefore, it is possible to calculate the anisotropy factor, αi (equation 1, i=X, Y or Z)) in each propagation direction without to measure the material density (cf. Table 4). The calculated velocities vary qualitatively with the same trends as the measured ones. Ratio αZ is estimated lower than 0.25 whatever the mechanical model or the stiffness coefficient used. As expected, αX and αY were close to each other. Table 4 gives the mean values of these values when calculated with three different mechanical models and each set of Inconel 625 single-crystal stiffness matrix reported in Table 1. These values are compared with the anisotropy factor measured by US propagation in the Y direction (this value was preferred to αX since the accuracy was found better in Y direction). It can be seen that calculated values are much lower than the measured one, whatever the model or the coefficients set. Calculations were also performed starting from others EBSD maps or from ODF (orientation distribution function) obtained by X-Ray diffraction. They all lead to similar anisotropy factors. This means that the model used here with representative crystallographic texture resulting from the AM process does not fully explain the magnitude of elastic anisotropy measured on the as-manufactured material.

Table 4. Mean values of anisotropy factors calculated along X and Y directions from the texture measurement, using three different mechanical models and two sets of single crystal stiffness coefficients.

Voigt Hill Reuss Cij from [START_REF] Wang | Diffraction and single-crystal elastic constants of Inconel 625 at room and elevated temperatures determined by neutron diffraction[END_REF] 5,39 5,73 6,17 Cij from [START_REF] Holden | Intergranular strains in Inconel-600 and the impact on interpreting stress fields in bent steam-generator tubing[END_REF] 5,55 5,91 6,38 US propagation measurement along Y 10±0.2 Cij computed in §4. [START_REF] Jia | Selective laser melting additive manufacturing of Inconel 718 superalloy parts: Densification, microstructure and properties[END_REF] 7.84 8.42 9.59

Discussion

Mechanisms of the formation of the crystallographic texture

The crystallographic texture observed in the present work is clearly related to the building strategy. It is associated with the minor presence of elongated grains aligned along the Z (building) direction, with their <100> directions parallel to the Z direction and to the two scanning directions of the laser beam. Moreover, it was noted that these grains are mostly located in the middle of successive ex-liquid pools. A similar texture have been also measured in another work [START_REF] Andreau | Texture control of 316L parts by modulation of the melt pool morphology in selective laser melting[END_REF]. These observations can be qualitatively explained on the basis of usual solidification mechanisms. In classical industrial casting processes, metals with a cubic symmetry are known to solidify through the development of dendrites -or cells-with their primary and secondary arms oriented along <100> directions [START_REF] Dantzig | Solidification -2nd Edition[END_REF][START_REF] Kurz | Fundamentals of Solidification[END_REF]. In the presence of a temperature gradient, dendrites with one <100> direction close to the normal to the solidification front, i.e. parallel to the gradient, grow more rapidly than the others. The growth competition between dendrites can progressively lead to significant solidification textures, provided that the direction of the thermal gradient remains stable over sufficient distances. Nickel-based alloys are particularly sensitive to this mechanism, which is used to elaborate single-crystal components for aeronautic applications [START_REF] Giamei | Development of Single Crystal Superalloys: A Brief History[END_REF]. In the case of powder-bed additive manufacturing, although solidification rates are high, thermal gradients are high too and dendritic-or cellular-solidification still takes place [START_REF] Boussinot | Strongly Out-of-Equilibrium Columnar Solidification During Laser Powder-Bed Fusion in Additive Manufacturing[END_REF][START_REF] Arısoy | Influence of scan strategy and process parameters on microstructure and its optimization in additively manufactured nickel alloy 625 via laser powder bed fusion[END_REF]. This was confirmed in the present work by the observation of segregation cells (Figure 3.d). However, the selection of favorable crystal orientations is difficult, due to two specificities of the process: i) the size of one pool is too small to enable the selection mechanism to be effective during only one solidification step [START_REF] Li | Solidification microstructure during selective laser melting of Ni based superalloy: experiment and mesoscopic modelling[END_REF] and ii) the direction of normal to the thermal gradient changes at each deposition layer, due to more or less complex lasing strategies. Figure 11.a shows the typical shape of liquid pools associated with the melting of a metallic alloy by a moving laser beam [START_REF] Gremaud | The microstructure of rapidly solidified AlFe alloys subjected to laser surface treatment[END_REF][START_REF] Harrison | Reduction of micro-cracking in nickel superalloys processed by Selective Laser Melting: A fundamental alloy design approach[END_REF]. This shape is often approximated by the so-called Rosenthal solution, developed for welding applications [START_REF]Mathematical Theory of Heat Distribution during Welding and Cutting[END_REF], which express the temperature distribution around a moving point heat source. Using this model, Pauza et al. pointed out that the elongation of the liquid pool in AM processes differ from an alloy to the other alloy, due the differences of thermal conductivities, solidification temperature range [START_REF] Pauza | Computer Simulation of Microstructure Development in Powder-Bed Additive Manufacturing with Crystallographic Texture[END_REF] or scanning strategy [START_REF] Criales | Predictive modeling and optimization of multi-track processing for laser powder bed fusion of nickel alloy 625[END_REF]. This is illustrated in Figure 11.b, where it is seen that the liquid pool is expected to be much elongated in case of nickel-based superalloys. Based on these considerations and on the lasing strategy used in the present work (cf. Figure 1), Figure 11.c symbolizes the evolution of the directions of thermal gradient at successive solidification fronts, for two locations with respect to the liquid pools (black and white arrows). Although this 2D representation is very schematic, it highlights the fact that the local thermal gradient rotates at each scanning layer, except for the grains growing in the middle of successive aligned liquid pools, for which the solidification direction remains approximatively parallel to the building direction. This can qualitatively explain why elongated <100>-oriented grains can only develop at these locations. In their very recent paper, Pauza et al. obtained similar results on Inconel 718 alloy. They also inferred the same relations between texture and scanning strategy using a numerical approach based on a Monte Carlo Potts model [START_REF] Pauza | Computer Simulation of Microstructure Development in Powder-Bed Additive Manufacturing with Crystallographic Texture[END_REF]. It is likely that a misalignment between successive parallel lasing paths (ex. paths 1, 3 and 5 in Figure Figure 11. a) approximate shape of the liquid pool due to a moving laser beam (from [START_REF] Gremaud | The microstructure of rapidly solidified AlFe alloys subjected to laser surface treatment[END_REF]); b) elongation of the melting pool for two metallic alloys with different thermal properties (from [START_REF] Pauza | Computer Simulation of Microstructure Development in Powder-Bed Additive Manufacturing with Crystallographic Texture[END_REF]) ; c) schematic illustration of the variation of the direction of thermal gradient at two different places (black or white arrows) with respect to successive melting pools

Relation between texture and velocities of ultrasonic waves

The difference between velocities measured along lasing plane directions (X, Y) and along the building direction Z is qualitatively but not quantitatively explained by the model used in the previous section. The parameters of the model include the crystallographic texture, the stiffness constants of the single crystal taken from the literature and the assumption of the Voigt, Hill or Reuss scheme.

As previously mentioned, textures evaluated at different localizations and with different techniques (EBSD and X-Ray Diffraction) led to similar results, meaning that the measurements can be assumed as representative enough. Concerning stiffness coefficients of the single crystal, only two sets, close to each other, were available. The experimental estimation of stiffness of single crystals is a difficult challenge, which could lead to values with rather low accuracy. The problem can be taken reversely: which cubic properties of the grain would at best reproduce the observed velocities, considering that the texture is known and that the Hill scheme can be used in a first approximation? To this aim, the parameter space C11, C12 and C44 has been discretized first with a coarse step of 2 GPa and then with a finer step of 0.2 GPa around the best solution. For each set of parameters, the stiffness matrix has been computed using the crystallographic texture and the Hill scheme.

The three elastic plane waves (one quasi-longitudinal wave, and two quasi-shear waves) were computed using SlowBaw program. To this aim, the elasto-dynamic equations within an anisotropic solid -assumed continuous and infinite-were solved [START_REF] Laude | Phononic Crystals: Artificial Crystals for Sonic, Acoustic, and Elastic Waves[END_REF]. When looking for plane waves solutions propagating in the solid, with a mathematical expression ˆF t V

⋅   = -     n x u u
, where n is a unitary vector, ûthe plane wave amplitude, V the phase velocity and F a general function, we are led to solve the Christoffel's equation (1) : …

Successive lasing directions

Step

The velocities were calculated for each set of elastic coefficients of the parameter space, using a mass density of 8440 kg.m -3 . The most representative set of coefficients was chosen by the least squares of the difference between the measured velocities and the calculated ones. The best coefficients found were then: C11 = 226.6 GPa, C12 = 162.6 GPa, C44 = 134 GPa.

The associated Zener factor A=4.1 is much higher than the one obtained from [START_REF] Wang | Diffraction and single-crystal elastic constants of Inconel 625 at room and elevated temperatures determined by neutron diffraction[END_REF][START_REF] Holden | Intergranular strains in Inconel-600 and the impact on interpreting stress fields in bent steam-generator tubing[END_REF], even than those found in the literature for different Ni-based alloys (between 2.5 and 3.5 [START_REF] Ranganathan | Universal Elastic Anisotropy Index[END_REF]). This set of coefficients gives an αY value of 8.6, which is closer to the measured value α = 10. However, those coefficients still under-evaluate the observed experimental anisotropy. The second factor that can be considered is the model used to describe the anisotropy of the polycrystal. The Hill scheme is usually relevant for equiaxe grains, whereas in our material the grains are rather elongated in the building direction. To assess the effect of shape, let us consider two situations. First, a US wave propagating along the building direction. This situation corresponds better to the Voigt iso-strain model than the Hill scheme and would lead to stiffer behavior (upper bound). This agrees with our results since Hill approximation lead to underevaluated longitudinal velocities along Z. Inversely, when a longitudinal wave along X or Y is considered, the stiffness is better evaluated by the Reuss model which corresponds to a lower bound. Again, this agrees with our result where the Hill approximation leads to over-evaluated longitudinal velocities in the X and Y directions.

Others microstructure features like internal defects could have a second order influence on the stiffness. In case of tensile-test properties such as maximum strength or elongation, the literature often does not arbitrate between the respective influences of crystallographic texture and internal defects, such as alignment of porosities or traces of oxide between successive layers. Although alignments of porosities have effectively been detected in our case (Figure 3), the very low volume fraction of these defects shall not affect the elastic properties of the AM material.

No strong oxidation was evidenced at the investigation scales and with techniques used in the present work. Another source of propagation anisotropy could be the difference of grain size, i.e. of grain boundary density, pointed out by intercept measurement (cf. §.3.1).

Finally, it is important to remember that the ultrasonic measurements are incomplete and are based on a strong hypothesis which assumes that the X, Y, and Z directions are the symmetry axes of an orthotropic medium. This assumption can generate a significant bias, in particular for contact measurements of shear wave properties. More suitable measurements, without a priori assumption on the symmetry axes of the anisotropic material, could be tempted with more sophisticated US characterization setup, allowing a global identification of the stiffness tensor [START_REF] Aristégui | Optimal recovery of the elasticity tensor of general anisotropic materials from ultrasonic velocity data[END_REF][START_REF] Rokhlin | Reflection and refraction of elastic waves on a plane interface between two generally anisotropic media[END_REF].

Conclusions:

The microstructure and texture anisotropies within an Inconel 625 component manufactured by laser powder bed fusion have been investigated, as well as their consequences on ultrasound wave propagation. From this work, the following conclusions can be drawn:

-The microstructure is composed of two types of grains: columnar grains, aligned along the build-up direction, develop in the middle of the melt pools. In between, grains appear less elongated and inclined relative to the build-up direction. -The resulting crystallographic texture is low and corresponds to a rotated cube texture. Its main component is inherited from the columnar grains which <100> directions are aligned with the build-up direction. The other grains form fibers around the two axes in the XY plane at 45° from X. -The development of elongated textured grains is a result of the lasing strategy, in which the melt pools overlaps every two passes. As a consequence, the normal to the thermal gradient through the solidification front remains stable in the middle of successive melt pools, which drives the columnar growth together with the <100> selection. -The low texture has limited effect but still measurable on longitudinal waves propagation. However, the elastic anisotropy can be easily highlighted when transverse waves polarized along different directions are used. -The difference detected between velocities of ultrasonic waves measured parallelly and perpendicularly to the build-up direction was qualitatively inferred from the crystallographic texture, using a homogenization model from single-to poly-crystal elastic properties. -Inversely, this homogenization scheme was coupled with an optimization algorithm to re-evaluate the single crystal stiffness constants of the material.
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 1 Figure 1. Sample geometry, lasing strategy and observation surfaces 2.1. Characterization of microstructure and crystallographic texture

  4, it is possible to relate the stiffness matrix coefficients of the polycrystalline anisotropic material to the velocities of longitudinal and transverse waves in different directions, assuming an orthotropic model for elastic anisotropy. Therefore, in the present paper, anisotropy factors αi and stiffness coefficients Cij were directly or indirectly obtained from both texture and US propagation measurements and their values compared. a) b)

Figure 3

 3 Figure3collects OM and SEM micrographs illustrating the structure of the deposited material observed along both XY and XZ surfaces. Due to the specific lasing strategy, an intricated structure can be seen, with the traces of exliquid pools clearly visible. It can be noted that successive pools appear aligned over long distances along the Z

Figure 3 .

 3 Figure 3. OM and SEM micrographs along XZ (a, b and d) and XY (b) plane: a) and b) traces of laser paths; c) aspect of ex-liquid pools; b) solidification segregation at finer scale

Figure 4 .

 4 Figure 4. Granular microstructure observed along a XZ surface: a) SEM micrograph (back scattered electrons; b) EBSD map (grain boundaries in black)

Figure 5 :

 5 Figure 5: Localization of the elongated grains with respect fusion pools. a) Optical micrograph of the etched sample. Some <001> columnar grains have been overlapped with white lines. c) corresponding EBSD. b) Overlap of figure c) with figure a) modified to enhance the contrast of the melt pools.

Figure 6 :Figure 7 .

 67 Figure 6 :EBSD IPF maps along XZ and XY planes of the parallelepiped; the triangle gives the correspondence between the colors of pixels and the local crystal direction parallel to the build-up direction Z, Grain boundarieswith a disorientation greater than 6° are in black

Figure 8 . 3 . 3 .Figure 9 and

 8339 Figure 8. EBSD IPF maps and <100> pole figures of the same area but with different sets of grains selected on a shape criterion: a) the whole grain population, b) elongated grains (aspect ratio>4) and c) the complementary set 3.3. Velocities of ultrasonic waves Figure 9 and Figure 10 show examples of transient signals recorded in the case of longitudinal and transverse US waves, respectively.In the case of transverse waves, three different measurements are proposed to illustrate the signal variations with respect to polarization directions for a common propagation direction. We observe that the velocity of transverse waves is different for polarizations aligned with Y direction (slow shear mode) or Z direction (fast shear mode), the two types of waves coexisting for a polarization at 45° from Y axis. This results from the elastic anisotropy of the polycrystal and confirms the assumption considering that the three symmetry axes of the orthorhombic material are X, Y and Z.

Figure 9 .Figure 10 .

 910 Figure 9. Acquisition signal obtained with immersed transducers in transmission mode in the X direction: only multiple echoes corresponding to longitudinal wave contributions can be observed

  11.c) may still reduce the magnitude of final elastic anisotropy in the material.

  With ρ the mass density and Γ a second rank tensor defined by il ijkl j k C n n Γ = ( ijkl C is the elastic tensor). It results that the plane wave amplitude ûsolutions of Christoffel's equation are eigen vectors of Γ with the eigen values 2

Table 2 .

 2 Velocities and anisotropy factors measured for longitudinal and transverse US waves

	Propagation directions	Velocity of longitudinal waves [m/s]	polarization direction	Transverse waves velocity [m/s] anisotropy factor (%)	Uncertainty on the anisotropy factor (%)

Table 3

 3 

	a) ! ! "	294.15 126.61 135.94 126.61 294.49 135.6 135.94 135.6 285.17 0.4 -0.4 0 0.5 1.15 -1.65 -2.42 2.36 0.07	0.4 -0.4 1.15 0.5 0 -1.65 0.07 -2.42 2.36 81.66 0.08 1.1 1.1 0.39 72.98 . 0.08 82.02 0.39 / / 0	b) ! ! "	1 22 1 23 1 24 1 23 1 33 1 34 1 24 1 34 1 44

. a) Stiffness coefficients in GPa calculated from the texture of Figure

8

.a and the single-crystal stiffness coefficients given at Table

1

.a using a Hill model; b) stiffness matrix for an ideal orthotropic crystal

Table 5 :

 5 Velocities optimized using the measured texture, the Hill scheme and the SlowBaw program.

	Propagation directions	Velocity of longitudinal waves [m/s]	Transverse waves polarization velocity anisotropy direction [m/s] factor (%)
	X	5932	Y Z	2781 3030	αX=8.6
	Y	5928	X Z	2778 3025	αY=8.5
	Z	5791	X Y	3021 3030	αZ=0.3
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