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Introduction

The development of materials based on renewable resources is currently being considered as one of the most promising ways for overcoming the environmental concerns related to major synthetic polymers. Polymers derived from biomass such as poly(3-hydroxybutyrate) (PHB) have received considerable attention nowadays. PHB is a natural occurring polyester produced by the microorganism, known as Bacillus megaterium and was discovered by Lemoigne in 1926 [START_REF] Verlinden | Bacterial Synthesis of biodegradable polyhydroxyalkanoates[END_REF]. PHB is a semi-crystalline thermoplastic which is biocompostable, biocompatible as well as renewable in nature [START_REF] Ma | Toughening of PHBV/PBS and PHB/PBS blends via in situ compatibilization using dicumyl peroxide as a free-radical grafting initiator[END_REF]. Because of these properties, PHB has been applied in vast applications especially in the biomedical field. PHB not only acts as a vehicle to transport nutrient, drug and bioactive molecule to the tissue or cell, but it is also employed in tissue scaffolding for bone and nerve regeneration, cardiovascular as well as cartilage support respectively [START_REF] Artsis | Biodegradation and medical application of microbial poly (3-Hydroxybutyrate)[END_REF][START_REF] Manavitehrani | Biomedical applications of biodegradable polyesters[END_REF]. Apart from this, PHB is also used in the field of water treatment. Heitmann and coworkers [START_REF] Heitmanna | Nanostructured Niobium Oxyhydroxide Dispersed Poly (3-hydroxybutyrate) (PHB) films: Highly Efficient Photocatalysts for Degradation Methylene Blue Dye[END_REF] demonstrated the degradation of methylene blue using PHB as a support to disperse nanostructured niobium oxyhydroxide.

While PHB has shown excellent properties for certain applications, it is a very brittle plastic and prone to thermal degradation at temperatures above the melting point [START_REF] Wei | Grafting of Bacterial Polyhydroxybutyrate (PHB) onto Cellulose via In-Situ Reactive Extrusion with Dicumyl Peroxide[END_REF]. To a certain extent, this actually limits its application. In an effort to extend its use, various methods have been devised to improve the properties of PHB. Studies have shown that PHB can be blended with other polymers such as ethylene propylene rubber (EPR) [START_REF] Ol'khov | Resistance to Thermal Oxidation of Ethylene Propylene Rubber and Polyhydroxybutyrate Blends[END_REF], poly(methyl methacrylate) (PMMA) [START_REF] Avella | Preparation of Poly(βhydroxybutyrate)/Poly(methyl methacrylate) Blends by Reactive Blending and Their Characterization[END_REF], polyethylene oxide (PEO) [START_REF] Chiu | Lamellar Morphology of Poly (3-hydroxybutyrate)/Poly (ethylene oxide) Blends as Studied via Small Angle X-ray Scattering[END_REF] and poly-caprolactone (PCL) [START_REF] Lovera | Crystallization, Morphology, and Enzymatic Degradation of Polyhydroxybutyrate/Polycaprolactone (PHB/PCL) Blends[END_REF]. However, as expected, most of the works reported that the polymers did not mix well, and a miscible system rarely occurred. As an example, Graco and Martuscelli [START_REF] Greco | Crystallization and Thermal Behaviour of poly(D-3-hyd roxybutyrate)-Based Blends[END_REF] studied the blending of PHB with ethylene propylene rubber (EPR). The authors concluded that no interactions occurred between PHB and EPR after two distinct Tg values were observed. Hence, interests in PHB based blends have gradually shifted to reactive systems which allow better mixing and simple preparation method.

Chemical modification of PHB via grafting with NR is an alternative method to incorporate desirable properties without sacrificing its biodegradable nature. NR is a good candidate as it has high elasticity and good rebound resilience [START_REF] Sakdapipanich | Molecular Structure of Natural Rubber and Its Characteristics Based on Recent Evidence[END_REF]. Thus, NR will act as a soft component in the grafted copolymers to achieve better properties or processability which can be employed in biomedical application. A few works have been done on PHB grafting. As an example, Jiang and Hu [START_REF] Jiang | Radiation Induced Graft Polymerization of Isoprene onto Polyhydroxybutyrate[END_REF] investigated the graft polymerization of isoprene onto PHB using radiation technique. A maximum grafting degree of 18% was obtained by varying the solvent, isoprene concentration and irradiation time. Subsequently, Chen et al. [START_REF] Chen | Synthesis and Characterization of Maleated Poly(3-hydroxybutyrate)[END_REF] employed maleic anhydride (MA) as the grafting monomer to be grafted onto PHB chains. Authors discovered that introducing MA onto PHB chains could disturb the regularity of the PHB chains, control the morphological structures as well as improve its properties. Other works also reported the grafting of PHB onto cellulose via reactive extrusion using dicumyl peroxide as radical initiator [START_REF] Wei | Grafting of Bacterial Polyhydroxybutyrate (PHB) onto Cellulose via In-Situ Reactive Extrusion with Dicumyl Peroxide[END_REF]. They showed that the thermal stability of PHB was improved after grafting reaction due to the formation of new bonds between PHB and cellulose. Nevertheless, most previous works on PHB grafting used high temperatures around 175 -180 o C for the grafting reaction [START_REF] Wei | Grafting of Bacterial Polyhydroxybutyrate (PHB) onto Cellulose via In-Situ Reactive Extrusion with Dicumyl Peroxide[END_REF][START_REF] Hong | Improvement of the Thermal Stability of Polyhydroxybutyrates by Grafting with Maleic Anhydride by Different Methods: Differential Scanning Calorimetry, Thermogravimetric Analysis, and Gel Permeation Chromatography[END_REF][START_REF] Ma | Styrene-Assisted Melt Free-Radical Grafting of Maleic Anhydride onto Poly(b-hydroxybutyrate)[END_REF]. For instance, PHB grafted maleic anhydride was prepared at 175 o C [START_REF] Hong | Improvement of the Thermal Stability of Polyhydroxybutyrates by Grafting with Maleic Anhydride by Different Methods: Differential Scanning Calorimetry, Thermogravimetric Analysis, and Gel Permeation Chromatography[END_REF]. According to the authors, as a result of the use of this high temperature, thermal degradation of PHB occurred almost exclusively by random chain-scission. Therefore, in the present study, medium temperature was employed to graft NR with PHB to minimize the occurrence of PHB degradation. This study describes the grafting of NR with PHB in solution using different types of initiators and various parameters that affect the grafting process. Apart from that, several characterization techniques were utilized in this study. The possible structure of the grafted copolymers was further scrutinized using 1D and 2D NMR to confirm the grafting position, since previous literature on NR-g-PHB copolymers did not investigate this in detail [START_REF] Jiang | Radiation Induced Graft Polymerization of Isoprene onto Polyhydroxybutyrate[END_REF].

Materials

Natural rubber latex (NRL, (C5H8)n) with 60 % dry rubber content (DRC) was obtained from Malaysian Rubber Board, Kuala Lumpur. Poly(3-hydroxybutyrate) (PHB, 433,000 g/mol) was purchased from BIOCYCLE (Brazil) and purified before use [START_REF] Lee | Melt Reaction in Blends of Poly(3hydroxybutyrate) (PHB) and Epoxidized Natural Rubber (ENR-50)[END_REF]. Chlorobenzene (C6H5Cl, 99.7 %) and acetone (C3H6O) were purchased from Sigma Aldrich (USA). Azobisisobutyronitrile (AIBN, C8H12N4) and benzoyl peroxide (BPO, C14H10O4) were manufactured by Fluka (UK).

Besides that, deuterated chloroform (99.8%, CDCl3) for NMR analysis was purchased from Merck (USA) and argon (99% purity) gas was purchased from Linde (Malaysia).

Preparation of dry rubber (DR)

DR was obtained by coagulation of NRL in a glass bottle containing acetone at room temperature.

The acetone was removed after coagulation and the coagulates were washed again using acetone several times. Finally, the coagulates were dried in a vacuum oven at 40 °C until constant weight was reached.

Preparation of NR-g-poly (3-hydroxybutyrate) copolymers

DR and PHB with a 60:40 wt/wt ratio were dissolved in chlorobenzene at 105 °C overnight. The initiator, AIBN, was added into the cooled polymer mixture at 30 °C followed by 15 min stirring.

The polymer mixture was cast in a glass mold, purged with argon gas, and covered with a glass plate. Afterwards, the NR-g-PHB was kept in the oven for 2 days at a certain casting temperature to maximize the grafting and cross-linking reactions. The glass plate cover was then removed to achieve solvent evaporation at casting temperature. Different casting temperatures and initiator loadings were investigated as in Table 1. These steps were repeated with another initiator (BPO) allowing working at slightly higher temperature. 

Results and discussion

Effect of initiator

Two initiators, AIBN and BPO were studied using the same initiator concentration of 7 % mol at 90 o C to investigate their effectiveness in grafting NR with PHB. When AIBN initiator was employed, the NR-g-PHB copolymer formed a lot of small separated pieces on the glass mold as compared to the BPO initiator, which gave a smoother surface as shown in Figure 1 (a-b). The breakages in the NR-g-PHB membrane could be due to the insufficient occurrence of grafting and/or crosslinking between NR and PHB, which can be proven by the rapid dissolution of the grafted polymer in chloroform solvent. AIBN is known as a good thermal initiator for moderate temperatures (e.g. 60°C). At 90°C, it was not an effective initiator mainly because at this higher temperature, its decomposition rate was too high. Therefore, an initiator (BPO) with a moderate decomposition rate at the grafting temperature was then chosen to ensure that the initiating phenyl radicals would be produced during the whole grafting process. BPO contains a weak sigma bond (O-O bond), which could rapidly undergo bond homolysis at the grafting temperature to generate a pair of radicals, which were then fragmentated to provide phenyl radicals as depicted in Figure 2 (b). These phenyl radicals are capable in abstracting a hydrogen atom from a carbon-hydrogen bond in either NR or PHB [START_REF] Moolsin | Natural Rubber Grafted Poly (methy methacrylate) as Compatibilizer in 50/50 Natural Rubber/Nitrile Rubber Blend[END_REF]. In addition, BPO could also be used at temperatures 90-110 o C due to the fact that its half-life in chlorobenzene is much longer in comparison to AIBN. In this work, the choice of the grafting temperature range (90-105 °C) resulted from a compromise. It had to be high enough for improving NR grafting and, at the same time, it had to be limited for avoiding PHB degradation. Therefore, it would provide advantages compared to previous works reporting grafting and crosslinking for NR usually at much higher temperatures (170-180 o C) [START_REF] Formela | Interrelationship between Total Volatile Organic Compounds Emissions, Structure and Properties of Natural Rubber/ Polycaprolactone Bio-Blends Cross-linked with Peroxides[END_REF]. Hence, for the next part of this study, BPO was selected as the initiator in the preparation of NR-g-PHB copolymers in the temperature range 90-105 °C.

(a) (b) The effect of initiator loadings on the preparation of NR-g-PHB was investigated and the membrane images are illustrated in Figure 3. The experiments were performed using various BPO initiator concentrations ranging from 3 to 10 % mol. The same weight ratio 60:40 for NR and PHB was used for the synthesis of the NR-g-PHB copolymers with reaction temperature of 105 °C.
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When the initiator loading was increased, the membrane breakage was greatly reduced. For the highest initiator loadings, homogeneous membranes were obtained. This improvement can be explained as due to the increasing amounts of free radicals that were produced from the dissociation of BPO, resulting in more active sites on the NR and PHB backbones, thus facilitating grafting. However, for the maximum initiator loading of 10 % mol., the membrane retracted from the mold border (Fig 3d). Therefore, from these results, the optimum BPO amount was taken to be 

Characterization of NR-g-PHB copolymers

NMR Spectroscopy

The confirmation of the chemical structure of the pristine NR, PHB and NR-g-PHB was further obtained using 1 H and 13 C NMR spectrum as presented in Figures 4, 5 and 6, respectively.

In this work, the NR, PHB and NR-g-PHB structures were labeled to identify the carbon position and its respective proton(s). For facilitating the assignments of the different peaks for the grafted copolymers, labelling by numbering was chosen for the main chain (NR) and labelling by lettering was selected for the grafts (PHB). For the 1 H NMR spectrum of NR in Figure 4 (a), the unsaturated methyne proton 3 of the double bonds, the methyl protons 5 and allylic methylene protons 1 and 4 resonated at δH 5.04-5.06 ppm, δH 1.61 ppm and δH 1.97 ppm, respectively. On the other hand, As can be seen in Figure 5 (a), the 1 H NMR spectrum of PHB showed a doublet at the δH 1.20-1.21 ppm which is attributed to the methyl protons D. These protons were highly shielded and absorbed at the most upfield region. Besides that, the methylene protons B showed a mirror quartet signal that resonated in the range of δH 2.38-2.56 ppm. Meanwhile and as expected, the multiplet signal in the range δH 5.17-5.21 ppm corresponded to the methyne proton A. This signal resonated at the most downfield region because these methyne protons were deshielded by an electronegative oxygen atom due to inductive effect of the ester group. In Figure 5 The grafting of PHB onto NR in the presence of BPO at high temperature can proceed in two different ways (Figure 6). In type I grafting, an allylic H is abstracted from the NR chain by the phenyl radical resulting from BPO decomposition, followed by coupling of the resulting allylic radical with a PHB chain bearing a radical. The formation of such allylic radical is very easy because this allylic radical is strongly stabilized by resonance involving the adjacent double bond.

In this first type of grafting, the NR double bonds remain unchanged. In type II grafting, first, there is an addition of the phenyl radical onto the NR double bond. Then, the corresponding radical is coupled with a PHB chain bearing a radical. The formation of a radical onto PHB mainly occurs through H abstraction by the phenyl radical. The most favored site for this abstraction is on the ternary carbon atom to generate a stabilized tertiary radical. After coupling, this ternary carbon atom becomes a quaternary carbon, which does not bear any hydrogen atom. As illustrated in Figure 7 (a) and (b), 1 H and 13 C NMR spectra of NR-g-PHB showed all the signals for the NR and PHB ungrafted monomer units because of the low grafting rate. In particular, the methyne protons of the NR double bonds are responsible for a peak at δH 5.04-5.05 ppm in the 1 H NMR spectrum (Fig 7 (a)). These double bonds were still numerous after grafting, because it only disappears by type II grafting after the addition of phenyl radical to the double bonds. Meanwhile, in type I grafting, the double bonds remained in the corresponding grafted monomer units after the allylic H abstraction. These double bonds were also responsible for two peaks in the 13 C NMR spectrum at δC 124.2 ppm (carbons 3) and δC 134.5 ppm (carbons 2) (Fig 7

(b)).
As expected from the low grafting rate, new NMR signals related to the grafted monomer units were scarce and of weak intensity. The broad tiny peak in the range of δH 7.33-7.42 ppm in the 1 H NMR spectrum was characteristic for the proton of the phenyl rings attached the NR chains after type II grafting. The very weak intensity of this broad peak shows that type II grafting was minor. In the 13 C NMR spectrum, as expected, the new corresponding peaks were hardly detectable at δC 127.12-128.42 ppm due to the much lower 13 C abundance.

The new methyne protons related to the grafting sites were not detected in the 1 H NMR spectrum, most likely because this peak was overlapped by other peaks [START_REF] Verlinden | Bacterial Synthesis of biodegradable polyhydroxyalkanoates[END_REF][START_REF] Manavitehrani | Biomedical applications of biodegradable polyesters[END_REF]. However, in the 13 C NMR spectrum, two tiny new peaks were characteristic for these grafted sites. The first one at δC 31.19 ppm corresponded to the carbons 4' of the methyne group attached to PHB during type I grafting. This assignment is in good agreement with the chemical shift calculated by ChemDraw Ultra simulation (δC 32.8 ppm) for this methyne carbon. It is important to note that the chemical shift (δC 40 ppm) calculated for the methyne carbon 3" resulting from type II grafting occurs at a significantly higher chemical shift due to the attached phenyl ring. The intensity of the peak related to this methyne carbon 3" was too low to be detected in the 13 C NMR spectrum, as expected from the hardly detectable phenyl carbons attached to the NR chains during type II grafting.

The other new peak at δC 71.90 ppm corresponded to the quaternary carbon A' of the grafted PHB monomer units. As expected, the intensity of this new peak related to carbon A' is much lower than that of the peak for the related carbon 4', because carbon A' are quaternary carbon not bearing any hydrogen atom. Here again, the quaternary carbon A" resulting from type II grafting, which would appear at a slightly higher chemical shift, were too scarce to be detected on the 13 C NMR spectrum. Therefore, the 1 H and 13 C NMR spectra of the grafted copolymer both show that type I grafting prevailed and that the grafting rate was low, as expected because all the grafted copolymers remained soluble in chloroform. that this signal corresponded to quaternary carbon atoms not bearing any hydrogen atom in good agreement with the proposed structure in Figure 6. 

FTIR Spectroscopy

Figure 12 show the FTIR spectra of pristine NR and PHB. PHB showed several peaks as presented in Figure 12 (a). The most important characteristic peak in the PHB spectra is the carbonyl stretching vibration (C=O) which occurred at 1720 cm -1 . The peak at 1099 cm -1 corresponded to C-O-C stretching vibration and the peaks at 2932 and 2974 cm -1 are assigned to sp 3 -CH bond respectively. In addition, the various modes of CH3 deformation give rise to peaks at 1453 cm -1 (asymmetric deformation) and 1379 cm -1 (symmetric deformation). All the data here closely resembled data obtained by previous studies [START_REF] Tan | Metal Chloride Induced Formation of Porous Polyhydroxybutyrate (PHB) Films: Morphology, Thermal Properties and Crystallinity[END_REF][START_REF] Rolere | Investigating Natural Rubber Composition with Fourier Transform Infrared (FT-IR) Spectroscopy: A Rapid and Non-Destructive Method to Determine Both Protein and Lipid Contents Simultaneously[END_REF]. In addition, Figure 12 (b) showed the FTIR spectrum of NR. The NR spectrum confirmed the presence of the C=C bond at 1661 cm - 1 (stretching vibration of medium intensity) and (=C-H) out-of-plane bending which causes the peak at 833 cm -1 . Other peaks occur at 2961 cm -1 which refers to the asymmetric vibration of CH3, at 2920 cm -1 which is attributed to the asymmetric vibration of CH2 and at 2852 cm -1 which corresponds to the symmetric vibrations of CH3 and CH2. On the other hand, the peaks at 1375 cm - 1 and 1446 cm -1 represents the CH in-plane deformation related to the NR double bond and CH2 bending, respectively. Subsequently, Figure 12 (c) showed a typical NR-g-PHB spectrum prepared using 7 % mol of BPO. As can be seen here, both characteristic peaks of PHB and NR were observed in the NRg-PHB spectra. As an example, the peak for asymmetric vibration of -CH3 of NR was found at 2869 cm -1 , meanwhile the peak for C=O of PHB was observed at 1720 cm -1 . However, the peak at 1661 cm -1 related to the stretching vibration of the NR double bonds did not clearly appear in the NR-g-PHB spectrum. However, from the NMR data, it was obvious that these double bonds were still present in the grafted copolymer and this weak FTIR peak overlapped with the strong C=O peak of PHB as illustrated in Figure 12 (c). Interestingly, the peak at 827 cm -1 characteristic for the (=C-H) out-of-plane bending related to the NR double bonds was still clearly observed in the spectrum of the grafted copolymer. Its reduced intensity compared to that of pure NR was related to presence of 40 wt% of PHB in the grafted copolymer and also to the reaction of some of the NR double bonds during NR grafting. These findings corroborate with the NMR results from the previous section.

Furthermore, the change in the crystalline phase of PHB could further support that modification occurred. As can be seen in Figure 12 (a), three prominent peaks attributed to the crystallinity of PHB occurred at 980 cm -1 , 1230 cm -1 as well as 1720 cm -1 [START_REF] Wei | Grafting of Bacterial Polyhydroxybutyrate (PHB) onto Cellulose via In-Situ Reactive Extrusion with Dicumyl Peroxide[END_REF]. Noticeably, the peak intensity attributed to crystalline PHB at 980 cm -1 and 1230 cm -1 for NR-g-PHB was reduced when compared to PHB alone. In addition, an intense and broad shoulder at 1720 cm -1 attributed to the amorphous region of PHB was observed in Figure 13. The entanglement of the grafted NR might have obstructed the lamellar structure of the crystalline phase of PHB, resulting in a more amorphous PHB. Wei et al. [START_REF] Wei | Grafting of Bacterial Polyhydroxybutyrate (PHB) onto Cellulose via In-Situ Reactive Extrusion with Dicumyl Peroxide[END_REF], discovered a similar observation when grafting PHB onto cellulose causing a reduction in the intensity of the crystalline peak and a broad shoulder attributed to amorphous PHB. Thus, it could be deduced from FTIR results, that NR had successfully modified PHB. 

Thermogravimetry Analysis (TG-DTG)

TG and DTG thermograms of pristine NR, PHB and NR-g-PHB prepared using different % mol of BPO initiator are presented in Figure 14 (a) and (b). The Tonset values as well as maximum degradation temperature (Tmax) are summarized in Table 2. As can be seen, NR and PHB exhibited a single stage thermal degradation profile, meanwhile a three stage thermal degradation profile was found for NR-g-PHB prepared using 3, 5 and 10 % mol of BPO. However, a two stage thermal degradation profile was observed when 7 % mol BPO was used. NR and PHB showed that the thermal stability compared to pristine NR and PHB. Furthermore, the amount of char residue of NR and PHB was not found whilst it was about 1-5 % residual for the NR-g-PHB. In addition, grafting with 7 % mol of initiator showed a large residual at around 5.13 %. This result demonstrated the ability of NR-g-PHB to resist heat higher when compared to NR and PHB alone. 3. Generally, the DSC curve in Figure 15 (a) showed only a single Tg at 8.6 o C for PHB, while the Tm peak of the purified PHB occurred at 172.1 o C. Similar result was obtained in a previous report [START_REF] Irorere | Electrospun Fibres of Polyhydroxybutyrate Synthesized by Ralstonia eutropha from Different Carbon Sources[END_REF]. In contrast, the measured Tg of NR is -60.9 o C with the absence of Tm and Tc peaks.

A single and distinct Tg was observed in all NR-g-PHB samples. The Tg for 3, 5, 7 and 10 % mol of BPO were 0.6 o C, -1 o C, 2.9 o C and -0.5 o C respectively. Herein, the appearance of single a Tg indicated no phase separation and confirmed that grafting reaction occurred. In addition, the 7 % mol of BPO loadings showed a higher Tg probably due to the presence of the bulky grafted PHB on the NR molecule which caused restriction on the chain mobility.

Besides that, two Tm peaks were observed in all grafted samples as shown in Figure 15 (b).

The Tm of all NR-g-PHB samples was slightly shifted to lower temperature as compared to pristine PHB. For example, the Tm peaks for PHB was 172 o C, while for NR-g-PHB prepared using 3, 5, that the presence of NR played a role in accelerating the crystallization of PHB due to the nucleation effect in the graft polymer. Similar phenomenon was reported elsewhere [START_REF] Xu | Non-isothermal Melt Crystallization and Subsequent Melting Behavior of Biodegradable Poly (hydroxybutyrate)/ Multiwalled Carbon Nanotubes Nanocomposites[END_REF]. The values for degree of crystallinity were lower after grafting in comparison with the PHB 55 %. This trend is due to the existence of amorphous NR which hindered the crystal structure of PHB [START_REF] Wei | Grafting of Bacterial Polyhydroxybutyrate (PHB) onto Cellulose via In-Situ Reactive Extrusion with Dicumyl Peroxide[END_REF].

This was in good agreement with the increased crystallization temperatures (Tc) of all grafted copolymers as compared to bulk PHB. 

Conclusion

In summary, this work describes a grafting study of PHB onto NR. The use of BPO enabled PHB to be grafted onto NR in a simple process at relatively mild temperature for limiting PHB thermal degradation. The properties of the NR-g-PHB materials could be tuned by varying reaction conditions. Herein, 105 o C for reaction temperature with 7 % mol of BPO are the optimum conditions for grafting NR with PHB. The grafting sites between PHB and NR were analyzed using complementary NMR techniques and the reaction mechanism was confirmed by the appearance of new 1 H and 13 C NMR peaks. Besides that, DEPT 90 and 135 also showed consistent results with the proposed structure for the grafted copolymer. Additionally, FTIR show a consistent trend with NMR analyses. Meanwhile, a single glass transition temperature was observed from DSC, which indicated no phase separation occurred for the grafted samples. In addition, due to the new bonds formed via grafting the thermal stability of NR-g-PHB was improved as compared to pristine PHB and NR.
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 1 Figure 1: Images of membranes obtained for different initiator (a) AIBN and (b) BPO using 7 % mol at 90 o C.

Figure 2 :

 2 Figure 2: Radical formation from (a) AIBN and (b) BPO.
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 3 Figure 3: Images of NR-g-PHB membranes obtained for (a) 3, (b) 5, (c) 7 and (d) 10 % mol of BPO loadings at 105 °C.
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 134 Figure 4: NMR spectrum for (a) 1 H and (b) 13 C of NR.
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 5 Figure 5: NMR spectrum for (a) 1 H and (b) 13 C of PHB.
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 6 Figure 6: Mechanisms for PHB grafting onto NR. (a) Type I grafting, an allylic H abstraction followed by radical coupling and (b) Type II grafting, an addition of phenyl radical onto NR double bond followed by radical coupling.
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 113 Figure7: Enlarged NMR spectrum for (a)1 H and (b)13 C of NR-g-PHB.

Figure 8 :

 8 Figure 8: DEPT (a) 90 and (b) 135 spectrum of NR-g-PHB.

Figure 12 :

 12 Figure 12: FTIR spectra of (a) pristine PHB, (b) NR and (c) typical of 7 % mol of BPO initiator on NR grafting by PHB at 105 o C.

Figure 13 :

 13 Figure 13: Expanded region of FTIR spectra for PHB and NR-g-PHB with various initiator loading.

  Tonset1 occurred at 363 o C and 286 o C with Tmax1 values at 380 o C and 292 o C respectively.Meanwhile, for the NR-g-PHB, the first stage of degradation temperature (Tonset1) occurred at around 155-198 o C with Tmax1 at 209-232 o C. This stage is attributed to the short chain length of PHB which is produced from the chain scission reaction. This finding was similar to Lee and coworkers[START_REF] Lee | Melt Reaction in Blends of Poly(3hydroxybutyrate) (PHB) and Epoxidized Natural Rubber (ENR-50)[END_REF]. They discovered that the melt reaction of PHB/ENR starts with a random thermal scission of long chain PHB molecules to shorter chains bearing carboxyl ends. The second degradation stage which has a Tonset2 at 272-285 o C and Tmax2 of 297-312 o C was attributed to the grafted portion of PHB chains. The value of Tonset2 for the NR-g-PHB prepared using 3, 5, 7 and 10 % mol of BPO was slightly lower when compared to Tonset1 of neat PHB. This phenomenon is due to the heat transfer effect from the shorter PHB chains (first stage) which triggered the Tonset at the second stage to occur earlier. Finally, the last stage has a Tonset3 in the temperature range of 363-380 o C with a Tmax3 between 412-427 o C. This degradation stage can be attributed to crosslinked and grafted NR. The Tmax3 values of this stage is higher than pristine NR and PHB as shown clearly in the derivative thermogravimetric graph. This indicated that the NR-g-PHB had improved

Figure 14 :

 14 Figure 14: (a) TG and (b) DTG curves obtained for (a) NR and PHB as well as (b) NR-g-PHB prepared using different mol % of BPO.

Figure 15 (

 15 Figure 15 (a) and (b) showed the DSC heating curves of NR and PHB as well as NR-g-PHB samples from -100 o C to 190 o C. The corresponding thermal data, including the glass transition temperature (Tg), melting temperature (Tm), crystallization temperature (Tc) and the calculated polymer's crystallinity (χc) are listed in Table3. Generally, the DSC curve in Figure15

7 and 10 %

 10 mol, Tm values were 143-154 o C, 141.3-153.4 o C, 141.2-155.1 o C as well as 144.7-158.0 o C correspondingly. This occurrence may be due to the presence of ungrafted and shorterPHB chains in the NR-g-PHB. Furthermore, the double melting behavior might be explained by the dispersion of NR particles in PHB matrix that inhibited the crystallization of PHB, which lead to the formation of imperfect crystals. Meanwhile, Xu et al.[START_REF] Xu | Non-isothermal Melt Crystallization and Subsequent Melting Behavior of Biodegradable Poly (hydroxybutyrate)/ Multiwalled Carbon Nanotubes Nanocomposites[END_REF] revealed the formation of the double Tm peaks was attributed to the melting of the crystals formed during the non-isothermal crystallization for the first Tm peak, whereas the second Tm peak corresponded to the melting of the crystals formed through recrystallization and reorganization of the crystals of the first Tm peak during the subsequent DSC heating scans. Subsequently, pristine PHB has no crystallization peak temperature (Tc). However, in the case of NR-g-PHB prepared using 3, 5, 7 and 10 % mol, Tc occurs to around 77.3 o C, 87.5 o C, 90.3 o C and 85.9 o C respectively. It was obvious that Tc of the NR-g-PHB was always high, indicating
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 15 Figure 15: DSC thermogram for NR, PHB and NR-g-PHB using various initiators 3, 5, 7 and 10 % mol.

  

  

  

  

  

Table 1 :

 1 Parameters for the study of NR-g-PHB synthesis.

	NR-g-PHB	Type of initiator	Casting Temperature	Initiator
			( o C)	loading (% mol)
	60:40	AIBN	90	7
		BPO	90	7
	60:40	BPO	105	3
		BPO	105	5
		BPO	105	7
		BPO	105	10
	2.3 Characterization			
	The structural characterization of the grafting reaction was carried out by using NMR
	spectroscopy. The spectra were obtained using Bruker BioSpin ADVANCE at 500 MHz and 300
	MHz for 1 H NMR and 13 C NMR, respectively. Complementary DEPT 90 and DEPT 135 analyses

Table 2 :

 2 Thermal data of pristine NR, PHB and NR-g-PHB with different loading of BPO

	initiator.							
	Different loading	Tonset (TG curve)	Tmax (DTG curve)	Final Residual
	of BPO							
		T1	T2	T3	Tmax1	Tmax2	Tmax3	
	NR	363	-	-	380	-	-	0
	PHB	286	-	-	292	-	-	0
	3	195	272	371	209	297	425	1.76
	5	198	279	364	215	290	425	3.28
	7	-	283	363	-	310	412	5.13
	10	155	285	380	232	312	427	1.88

Table 3 :

 3 Thermal transitions of NR, PHB and various NR-g-PHB.

	(b)					
	BPO			2 nd heating scan		
	Loadings	Tg1	Tm1	Tm2	TC	χc (%)
		( o C)	( o C)	( o C)	( o C)	
	NR	-60.9	-	-	-	-
	3	0.6	143.0	154.0	77.3	25.0
	5	-1.0	141.3	153.4	87.5	32.0
	7	2.9	141.2	155.1	90.3	39.7
	10	-0.5	144.7	158.0	85.9	40.6
	PHB	8.6	172.1	-	-	55.0
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