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• Extremely large (mm) grains were ob-
tained at the surface of pulsed electron
beam treated metallic samples.

• Thesemillimetric grains formed in Al al-
loys by the combination of epitaxial
growth and abnormal grain growth.

• Epitaxial growth leads to solidified
grains having sizes and crystallographic
orientations inherited from the sub-
strate.

• The driving force for abnormal grain
growth is the difference in defects gen-
erated at each irradiation on cooling.
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The aim of the present work was to clarify that the rapid solidification process involved during surface pulsed
beam treatment does not necessarily leads to the formation of nano or ultrafine grains. To demonstrate this,
two types of metallic materials (a slightly deformed 2024 aluminum alloy and nickel based single grain superal-
loys) have been irradiated 15 times by high current pulsed electron beam. Epitaxial growthwas triggered during
the re-solidification of the superalloys, leading to the formation of a deformed single grain. Thanks to the re-
peated combinations of epitaxial growth and solid state secondary recrystallization, the pulsed electron beam
treatment has led to the formation of large (millimetric) grains, that were also 4 to 5 times thicker than the
depth of the melted zone, at the surface of the aluminum alloy.

© 2018 Elsevier Ltd. All rights reserved.
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1. Introduction

Initially developed in Tomsk (Russia) at the Institute of High Current
Electronics [1–3], the high-current electron beam (HCEB) technology
has now attracted much attention for material surface modifications.
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The pulsed electron beam technology employed in the present manu-
script uses low energy (up to about 40 keV), high-current (up to
about 50 kA) electron beams of microsecond durations that can treat a
rather large surface area of about 100mm in diameter. For surfacemod-
ifications, this type of extremely short pulse treatment is often repeated
over 5 to 50 cycles and generally induces the formation of three succes-
sive zones in the irradiated samples. If the energy imparted to the sam-
ple is sufficiently high, the very top surface (few microns) consists
generally of a melted and rapidly solidified layer from which some
light elementmay have evaporated [4]. Below is present a heat affected
zone (~10 μm)where solid-state phase transformations and recrystalli-
zation may occur [5,6]. Finally, much deeper within the surface (~100
μm), can be present a zone that is affected by the generated stresses
and which can be hardened by plastic deformation and the presence
of structural defects such as vacancies and dislocations [7–10] as well
as by the formation of stress inducedmartensite [11,12] or deformation
twins [13,14].

After its development inRussia, this technology - and very close ones
- has spread towards Asia (China, Japan, Korea), Europe and America.
Because of its pulsed nature and the relative low energy of the electron
beam that spreads in one shot over a large area, this technology has re-
ceived a number of different types of acronyms depending of the types
of rigs and applications: low energy high-current electron beam
(LEHCEB) [1–3,15], (low energy) high current pulsed electron beam
((LE)HCPEB) [5,8–12,16], pulsed electron beam (pulsed EB) [17] as
well as large-area electron beam (LAEB) [18–20] or large pulsed elec-
tron beam (LPEB) [21,22].

When the top surface is melted, because of the heat extraction
towards the sub-surface, the solidification process can lead to solidifica-
tion rates as high as 107 K/s [15,23]. Under such rapid solidification con-
ditions, metastable phase transformations can occur whichmay harden
the top surface [24,25], Also, when sufficient number of pulses are used
in multiphase alloys (in particular those reinforced by precipitates), the
repeated melting can homogenize the chemistry of the top surface,
which generally leads to improved corrosion properties [26–30]. It has
also been claimed in several contributions that the rapid solidification
process inevitably leads to significant grain refinement down to the
“nanometer” or, more rigorously, the sub-micrometer range. Indeed, ul-
trafine and nanoscale precipitates and domains [31–33], ultrafine and
nano-grains [34–36] and nanostructures [37–39] are regularly reported
on a wide variety of metals. Comparatively, Samih et al. [40] reported
the formation of large grains, up to 50 μm in diameter, at the surface
of a AISI 420 martensitic stainless steel. This clearly means that the for-
mation of ultrafine grains is not necessarily associatedwith such type of
treatment. To demonstrate this, from our understanding of the HCPEB
surface modifications, we present here an analysis of the surface modi-
fication at the surface of an aluminum alloy for which the formation of
large grains, having a size reaching the mm range, has been triggered.
At the light of some analyses carried out on HCPEB treated single crystal
superalloys, the formation of these very large grainswill be discussed in
terms of epitaxial growth of the melted liquid from the substrate
followed by solid state abnormal grain growth.

2. Experimental procedure

2.1. Materials selection

2.1.1. The 2024 alloy sheets
A commercial 2024 Al alloy was used in this investigation. This alloy

is an Al-Cu-Mg based alloy used essentially for aircraft application in the
form of plates or sheets. The exact chemical composition of the 2024
alloy used in the present investigation is as follows (wt%): Al-4.3%Cu-
1.5%Mg-0.6%Mn-0.3%Fe-0.3%Si. This 2024 alloy was delivered to us in
the form of 10 mm thick rolled sheet. Then, the sheet was treated
under the so called T9 condition - homogenized, aged then cold worked
- before the HCPEB surface treatment. The alloy was homogenized at
500 °C for 1 h followed by water-quenching. Subsequently, the sheet
was aged at 200 °C for 3 h and cold rolled to a reduction ratio of 15%
by four successive passes carried out along the same rolling direction
(RD).

2.1.2. The Ni-based single grain superalloys
The Ni-base superalloys used here are the so-called CMSX2 [41] and

AM1 [42] alloys. The nominal chemical compositions of the AM1 and
CMSX2 alloys are (wt%): Ni-7.5%Cr-5.5%W-8%Ta-5.3%Al-6.5%Co-1.2%
Ti-2%Mo and Ni-8%Cr-8%W-6%Ta-5.6%Al-4.6%Co-1%Ti-0.6%M [43].
These alloys have been developed by the aircraft industry for directional
solidification as single grain turbine blades. Thus, due to the absence of
grain boundary, they could contain a high fraction of ordered γ′ precip-
itates dispersed in a face centered cubic (fcc) Ni based γmatrix without
any other carbide or additional grain boundary strengthening phase.
The superalloys were grown as single grain using the Brigman method
in the shape of cylindrical rods having a diameter of 10mm. The growth
direction (GD)was along their [001] crystallographic direction. After so-
lidification, they received a conventional optimization treatment in
order to optimize the volume fraction and distribution of the coherent
γ′ precipitates within the γ-Ni-based matrix [42]. Because of their
high volume fraction (65 to 70%) and their coherencywith theγmatrix,
these γ′ precipitates adopt a cuboidal shape (with a mean edge size of
about 0.4 μm) and are aligned in rows along the three 〈001〉 directions
[42]. Theywere investigated here for twomajor reasons. Firstly, because
of their ability to be cast as single grains that will be used to witness ep-
itaxial grain growth during the HCPEB treatment. Secondly, because
they are strengthened by coherent precipitates that were expected to
witness the high temperature thermal cycles on heating (dissolution)
[43]. It was also demonstrated recently that these coherent precipitates
contained in superalloys do not induce the formation of a high density
of craters under HCPEB [40]; craters that would potentially modify the
local stress and, thereby, the solidification or solid state modifications
on cooling [13].

2.2. HCPEB treatment

The HCPEB treatments were carried out using a “HOPE-1” source
[16,30], a modified version of the Nadezhda-2 type source initially de-
veloped in Tomsk [3]. The following treatment parameters were used:
energy densities of 4 J/cm2 (for the Al alloy) or 6 J/cm2 (for the superal-
loys) and a pulse duration of 1.5 μs. A number of 15 pulses (each sepa-
rated by about 10 s) was used for the treatments. Small 10 × 10
× 8 mm specimens of the 2024 alloy were sampled from the sheet
and the HCPEB treatment was applied with the electron beam parallel
to the Normal direction of the sheet (perpendicular to the TD-RD
plane). For the superalloys, the samples for HCPEB treatment were
2 mm-thick slices cut perpendicularly to the rod axis. Thus, the HCPEB
treatment was carried out perpendicular to the rod axis with the elec-
tron beam directed along the [001] GD of the single grain. Before all
the HCPEB treatments, the surfaces of the different samples were
ground by using SiC sandpapers, followed by a polishing with diamond
paste and finally with an OPS solution to ensure a high quality initial
surface state (Ra about 0.05 μm).

2.3. Microstructure characterization

Surface and cross-sectional microstructures of the samples were ob-
served by using a JEOL-7800F type SEM. The information about the mi-
crostructure and texture state of HCPEB-treated surface were also
obtained by the JEOL-6500F type field emission gun scanning electron
microscope (FEG-SEM), equipped with an electron back-scattering dif-
fraction (EBSD) attachment (produced by Oxford). EBSD observations
of the HCPEB treated sample surfaces were carried out without any fur-
ther additional surface treatment. For cross sectional observations,
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samples were grinding from cross section using sandpapers, polished
with diamond paste and a silicon dioxide suspension.

3. Results

3.1. Effect of HCPEB on the 2024 Al alloy

Figs. 1 and 2 depict the main important features of the microstruc-
ture of the 2024 alloy substrate (before HCPEB); features that will be
Fig. 1. BSE images of the 2024-T9 sample in different magnification: 150× (a), 8000×
(b) and 17,000× (c).

Fig. 2. EBSD maps and pole figures of the 2024-T9 sample: Kikuchi band contrast map
(a) and pole figures (b).
important to understand the microstructure formation mechanisms
after the HCPEB treatment.

Fig. 1 gathers SEM images taken at different magnifications illustrat-
ing the aspect of the microstructure in terms of grain size and shape as
well as precipitate natures. From the low magnification micrograph in
Fig. 1a, it is clear that the grains are rather slightly elongated in the
rolling direction and, from Fig. 1b and c, that they contain subgrains
having a size in the range 2–8 μm. Large particles, 0.5 to 8 μm in size,
having rather irregular shapes and aligned along the extrusion direction
are visible withwhite contrast in Fig. 1a. These particles, also referred to
as the constituent particles [44], formed during the eutectic reaction at
the end of the solidification process of the ingot and became aligned
along the deformation direction during the warm rolling. The exact na-
ture of these types of particles for the 2024-T3 alloy have been investi-
gated in detail by Buchheit et al. [45] who showed that they are of 4
types of intermetallic compounds with a majority (about 60%) of the
S-phase (Al2CuMg) and Al6(Cu, Fe, Mn) particles (about 12%) followed
by the Al7Fe2Cu and (Al, Cu)6Mn compounds. It is well established
that some of these particles are insoluble during the homogenization
heat treatment because of the low solubility of Fe and/or Si [45,46]. An
example of these large particle is also visible in the upper part of
Fig. 1b. Fig 1b and c, taken at higher magnifications, also reveal that
the large grains contain sub-grains aswell as two other types of second-
ary phases. Much smaller than the constituent particles and having a
characteristic rodlike shape, are the T-phase dispersoids. These disper-
soids are formed by a solid state transformation during the long term
homogenization heat treatment [47]. In the 2 × 24 alloys, the main dis-
persoids are from the Al20Cu2Mn3 phase [44] and, because of the



Fig. 3. BSE images of HCPEB treated sample in different magnification: 150× (a) and
3000× (b).The black arrows points to white domains while the white arrows points to
the small holes located in the vicinity of the white domains.
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presence ofMn, this phase does not dissolve to an appreciable extent by
subsequent solid state thermal treatment. Thus, one of its main role is
to control the grain and sub-grain sizes by preventing recrystalliza-
tion. Some of these dispersoids are arrowed in Fig. 1b and c. Finally,
the highest magnification in Fig. 1c reveals the presence of fine pre-
cipitates that formed during ageing at 200 °C. They have a lath type
of structure typical of the S-phase (Al2CuMg). They formed from the
supersaturated solid solution (SSS) via the formation of Guinier-
Preston-Bagaryatsky (GPB) zones and S″ precipitates using the fol-
lowing sequence [48,49]:

SSS→GPB zone→S″=GPB2→S0 and S Al2CuMgð Þ

While the exact nature of this sequence via the formation of GPB
zones is still receiving considerable attention [48,49], the final product
is the S phase having a needle or lath aspect and 12 possible variants.
Several authors consider that the S′ to S transition is rather continuous;
the two phases having similar crystallography but slightly different lat-
tice parameters and, consequently, different degrees of coherency with
the Al matrix [44].

Fig. 2 shows a lowmagnification EBSDmap of the 2024Al alloy sheet
(Fig. 2a) and the corresponding pole figures (Fig. 2b) of the sample. The
map confirms the general elongation of the grains along the rolling di-
rection with grain length varying roughly from 10 to 500 μm. Within
these grains, subgrains and low angle grain boundaries (LAGBs) are
present as well as a certain degree of misorientation gradient resulting
from the 15% room temperature plastic deformation. Fig. 2b shows the
corresponding {001} and {111} pole figures giving the crystallographic
texture of the material. The pole figures reveal crystallographic orienta-
tions that are very much consistent with the rolling texture of Al alloys
[50,51]. The typical rolling texture in deformed Al alloys is known to be
distributed along two tubes of orientations: the so-called “α-fibre”
which runs from G orientation to the B orientation and the so-called
“β-fibre” which contains the C orientation and meets the α-fibre at
the B orientation [51].

Fig. 3 shows two backscattered SEM images of the top surface of the
2024 alloy after 15 pulses of HCPEB treatment. In comparison with
Fig. 1a, the low magnification image in Fig. 3a reveals that the white
contrasts corresponding to the large domains of constituent phases
are fewer. The higher magnification image (Fig. 3b) shows some of
these white domains having a blurred aspect (arrowed in black). The
comparison of this higher magnification image with Fig. 1b and c is
also interesting because it reveals the absence of any contrasts arising
from (i) grain or sub-grain boundaries, (ii) T phase dispersoids and
(iii) S phase precipitates. The global vanishing and blurred aspect of
the domains of constituent phases can be explained by the repeated sur-
face melting and rapid solidification of the alloy that induces liquid
mixing and reduces the segregation scale [5,15] while the absence of
precipitate and dispersoid is the result of the subsequent rapid cooling
[23]. What is also visible at the surface after the HCPEB treatment
in Fig. 3b is the presence of small black contrasts corresponding to
small holes (arrowed in black). It is interesting to notice that these
features are often visible in the vicinity of the white domains. Thus,
these small holes do not correspond to the type of eruptive craters
often observed in steels for example [3,10,13,26]. They are more
probably the result of preferential evaporation of some species [4]
of the constituant phases and/or shrinkage cavities forming during
the solidification process.

Fig. 4 shows SEM images of the same 2024 alloy sheet after HCPEB
but observed this time on cross-section. At the top surface (Fig. 4a),
the thickness of the melted layer, 1 to 1.5 μm, can be clearly witnessed
by the absence of the of the S and T phases and some blurred contrast
of remaining chemical gradient arising from the dissolution of the con-
stituting phases. Below this, in the middle and bottom parts of Fig. 4a,
the presence of dispersoids of the T phase attests that the material
was not melted. However, the slightly diffused aspect of these
dispersoids as well as the presence of faint contrasts of needle like pre-
cipitates suggest that themicrostructure was affected by the heat trans-
fer. It is also interesting to notice, as will be confirmed by EBSD in
Fig. 6, that no grain boundary contrast was visible in Fig. 4a as
well as along the first 5 μm below the top surface. Comparatively,
Fig. 4b - that was taken 10 μm below the surface - does not witness any
obvious microstructure modification: grains or sub-grains decorated by
T dispersoids are visible (the S phase being impossible to resolve at this
magnification).

EBSD analysis of the HCPEB modified surface, viewed from the top
surface or from cross section, are given in Figs. 5 and 6, respectively.
Fig. 5a is the orientation map of the treated surface while Fig. 5b is its
corresponding band contrast quality map. Three different domains (la-
beled 1, 2 and 3 in Fig. 5a) can be clearly depicted in these images and
their respective texture are represented by the corresponding {001}
and {111} pole figures. Domains 1 and 2 are extremely large grains (sev-
eral mm in length) having rather similar characteristics in terms of ori-
entation: they corresponds to two specific orientations belonging to the
B (“brass”) component. Comparatively, domain 3 consists of several
finer grains covering a much broader spectrum of orientations; actually
rather similar to the texture of the initial material before HCPEB
(Fig. 2b). The kikuchi quality map in Fig. 5b also gives interesting in-
sights concerning some specificities of these domains. Apart from the
grey or black dots rather aligned along RD, domains 1 and 2 display a
rather bright contrast. This means that the Kikuchi patterns in these do-
mains were of fairly good quality and suggests, as will be confirmed by



Fig. 4. Cross-sectional BSE images of the treated sample: (a) images of melted layer and
(b) substrate taken from 10 mm below the surface.
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the discussion of the mechanisms involved for their formation, that
these two grains contained a low density of structural defects such as
dislocations. Comparing the location of the black dots with the non-
indexed zones in Fig. 5a and looking at the features displayed in
Figs. 3a and 4a, it makes no doubt that the black dots correspond to
non-indexed domains due to the presence of remaining constituent
phases while the grey domains were difficult to index because the Al
matrix was locally supersaturated in chemical species arising from the
recent melting of these constituent phases. Looking at domain 3, the
kikuchi map is of poorer quality, indicating that these areas contained
a large quantity of structural defects.

The EBSDmap carried out on cross section, Fig. 6a, reveals two types
of domains in terms of crystallographic orientations. Almost all of the
overall top surface is characterize by a single grain (having a blue
color). Its orientation is consistent with the orientations of the grains la-
beled 1 and 2 in Fig. 5a: it has an orientation very close to the B compo-
nent. It is also interesting to notice here that the thickness of these large
grains reaches 6 to 8 μm, as seen at the surface in Fig. 6a. Thus, this grain
does not only correspond to the melted layer seen in Fig. 4a: it is 3 to 4
times thicker than the melted layer. The rest of the map consists of
grains or sub-grains represented with a broader range of colors (essen-
tially greenish with bluish shades going towards pink and white - see
the associated standard triangle) and non-indexed zones (in black).
The black zones correspond to the secondary phases while, as con-
firmed by the pole figures in Fig. 6c, the broad range of colors illustrates
the large distribution of orientations present in theα and β fibres char-
acterizing the initial sheet before HCPEB (as depicted in Fig. 2b).
3.2. Effect of HCPEB on the single grain superalloys

Fig. 7 gathers information obtained at the surface of a single grain of
AM1 superalloy of ⟨001⟩ orientation after 15 pulses of HCPEB irradiation.
The EBSD analysis in Fig. 7b reveals that, despite having beenmelted 15
times, the top surface of the material retained its original ⟨001⟩ orienta-
tion. This means that the liquid has re-grown epitaxially from the sub-
surface solid. The cross section analysis given in Fig. 7c shows that the
melted layer was about 3 μm thick. Consistently with previous works
on HCPEB treated superalloys (including polycrystalline ones) [52,53],
TEM revealed that the γ′ precipitates were completely dissolved in the
melted pool which solidified as a supersaturated f.c.c. solid solution.
The SEM image of the top surface (Fig. 7a) also shows two sets of paral-
lel lines intersecting each other at 90°. These lines are very likely sliding
traces of dislocations emerging at the surface. Indeed, superalloys de-
form by octahedral {111} ⟨1−10⟩ slip and the traces of the octahedral
planes form angles of 45° with the two cube axes of the [001] crystal
[54]. They must have formed to relieve, by plastic deformation, the
thermo-elastic stresses generated upon the fast cooling [55].

Fig. 8 shows another aspect of a single grain superalloy surface (here
CMSX2) treated by HCPEB in the vicinity of an erupted crater. In most
material forwhich electron beam irradiation has been applied, cratering
is usually observed. These craters have been demonstrated to form by
the combination of disparity in melting temperatures and heat extrac-
tion between thematrix and inclusions. Overheated, the sub-surface in-
clusions tend to vaporize and burst through the melted surface
[3,10,13,26]. It has been established that craters formmore easily atmi-
crostructure irregularities such as grain boundaries, phase boundaries
and second phase particles [10,13,28,31,56,57]. In single grain superal-
loys, due to the absence of grain boundaries and coherency of theγ′ pre-
cipitates within their γmatrix, the crater density is extremely low [40].
In Fig. 8a, it is clear that the burst of the crater has modified the local
stress and, consequently, modify the direction of the slip traces induced
by the thermal stresses. In addition, the combination of Fig. 8b and c re-
veals that the nucleation of new grains has affected locally the efficiency
of the epitaxial growth process.

4. Discussion

Clearly, the analysis of the 2024 alloy after HCPEB has revealed very
interesting microstructure modifications that are rather unusual for
HCPEB treated surfaces. In addition to the fact that a high number of
publications have been dealing with the formation of “nanograins”
after pulsed electron beam irradiation, one of the reasons why the ob-
servation of large grains that grew abnormally can be considered as a lit-
tle surprising is due to the fact that it is hard to conceptualize the fact
that such a solid state mechanism could be operative in a surface treat-
ment process involving ultra-fast thermal cycle and rapid solidification
(105 to 108 K/s) [15,23]. To understand completely the microstructure
modifications encountered here, it is also important to take into account
the possible occurrence of an epitaxial growth mechanism taking place
during the rapid solidification process. The occurrence of these two
mechanisms is recalled hereafter in the first section of the discussion
(Section 4.1) while the possibility of formation of large grains under
HCPEB is discussed in the second section togetherwith potential techni-
cal limitations to generate these mechanisms (Section 4.2).

4.1. Evidence of abnormal grain growth and epitaxial growth

The presence of some extremely large grains at the surface of the
2024 Al treated samples can only be explained by the occurrence of an
abnormal grain growth mechanism. Abnormal or discontinuous grain
growth, also referred to as exaggerated or secondary recrystallization,
is a grain growth phenomenon through which certain energetically
favorable grains are growing at a high rate and at the expense of their
neighbors. This results in a bimodal grain size distribution and,



Fig. 5. EBSDmaps and pole figure of the top surface of the HCPEB treated sample: orientation map of the treated surface (a), corresponding Kikuchi band contrast map (b), pole figures of
large grain 1 (c), pole figures of large grain 2 (d) and pole figures of small grains located in domain 3 (e). Grey lines mean low angle grain boundaries (θ b 15°) and black lines mean high
angle grain boundaries (θ N 15°) as presented in (a).black dots are non-indexed domains as presented in (a) and (b).
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ultimately, in a microstructure dominated by a few very large grains.
This is clearly what is depicted in Fig. 5. This mechanism is further
confirmed by the orientation of the large grains that grew abnormally.
Indeed, the secondary recrystallization does not proceed by nucleation
of new grains but by the abnormal growth of grains that are already
present in the initial microstructure [58]. Consistently with this mecha-
nism, the large grains in Figs. 5 and 6 contain lower amounts of structural
defects and their orientation, belonging to B (“brass”) component, also
belongs to the initial rolling texture characterized by the so-called “α +
β” fibres. Comparatively, domains like the one labeled “3” in Fig. 5 still
contain grains or subgrains with large misorientations (and a wide
spread of orientation) as well as higher amount of structural defects.
After melting, thanks to the epitaxial growth occurring during rapid so-
lidification, this microstructure is frozen and the abnormal growth can
occur again at the next pulsed irradiation.

For this process to occur repeatedly, it is important that the treated
alloy authorizes epitaxial growth to take place. For this, it is of primary
importance to avoid nucleation of new grains at the solid/liquid inter-
face during re-solidification. This is clearly the case for the superalloys
treated here. Indeed, for practical applications, this type of single grain
superalloys can be repaired by epitaxial deposition using laser cladding,
welding or brazing [59–61]. For example, even under the ultra fast rapid
solidification occurring under laser cladding, epitaxial growth can take
place if the primary phase in solidification remains the γ phase and
even if the clad composition is different from the one of the substrate
[59]. The same type of mechanism, where the grains of the substrate
re-grow back-up through the melted layer towards the surface, has
been observed in Al alloys treated by pulsed laser surface treatment
[62]. Ryan and Prangnell [62] also demonstrated that this epitaxial
growth was suppressed for Zr containing alloys in which the L12-Al3Zr
dispersoidswere only partiallymelted and served as heterogeneous nu-
cleation sites, resulting in a fine columnar grain structure. At this point
of the discussion, it is important to recall that (i) the γ′ precipitates in
our superalloys have a fully coherent interface with the γ matrix and
that (ii) a domain of about 80 °C exists between their melting points
and the onset of the of γ′ precipitation [63]. Since the primary phase
in solidification is the γ matrix and not the precipitates, an epitaxial
growth can take place leading to the reconstruction of the single grain.



Fig. 6. EBSDmaps and pole figures of treated sample on cross-sectional: orientationmap (a), pole figure of large blue grain (b), and pole figure of the substrate grains (c). Grey lines mean
low angle grain boundaries (θ b 15°) and black lines mean high angle grain boundaries (θ N 15°) as presented in (a).
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We believe that this is also the reason why our results contrast with the
interesting results obtained by Lv et al. [53] who observed fine twined
grains after HCPEB irradiation of the polycrystalline GH4169 superalloy.
In addition of the γ precipitates, this GH4169 alloy contained γ″ and δ
precipitates that could serve as nucleation sites.

4.2. Formation of large grains under HCPEB and potential processing
limitations

Abnormal or discontinuous grain growth is characterized by a subset
of grains growing at a high rate and at the expense of their neighbors. In
order for this to occur the subset of grains must possess some advan-
tages over their competitors such as a high grain boundary energy, lo-
cally high grain boundary mobility, favorable texture or lower local
second-phase particle density. The abnormal grain growth occurs here
by the repeated complex cycles of rapid solidification/ultra-fast
cooling/fast annealing processes which involve repeated straining and
energy release within the microstructure. The ultra fast cooling gener-
ates an intense stress field that is accommodated by the formation of
dislocations [55]. This is for example witnessed by the observation of
slip traces on the surface of the superalloys in Figs. 7 and 8. On the sub-
sequent HCPEB cycle, the fast heating authorizes the strain energy to be
released by grain growth.

An important feature helping the development of abnormal grain
growth is the presence of precipitates pinning the grain boundaries
[58,64–67]. Indeed, the morphology of the grains is dictated by a bow-
ing mechanism of the grain boundaries influenced by (i) the stored en-
ergy that provides the driving pressure for grain boundary migration
and (ii) the non-uniformity of the particle distribution that modifies
the local Zener drag and creates easier migration path for some grain



Single grain
growth direc�on

(GD)

GD

Fig. 7. Typical surfacemorphology on the treatedAM1 (100) sample (a), its corresponding
EBSD map with the inset of its (100) pole figure (b) and the SEM image of cross section
morphology (c) of the 15-pulsed CMSX2 sample. GD indicates the growth direction of
the single crystal cylindrical rod.

GD

GD

Fig. 8. SEM images of a crater (a), (b) and its corresponding EBSDmap (c) on the surface of
the 15-pulsed CMSX2 sample. GD indicates the growth direction of the single crystal
cylindrical rod.
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boundaries. An interesting observation about the large grains formed at
the surface is that they could develop over a thickness (about 6 μm -
Fig. 6a) far exceeding the melted zone (1.2 μm - Fig. 4a). This further
support the combination of the two interacting mechanisms.

At each irradiation, the stored energy is renewed for all grains at the
surface by the stress generated by the thermal gradient on cooling [55]
which provideswith newdislocations (aswitnessed by the slip traces in
Fig. 8 for the Ni superalloy for example). The exact nature of the struc-
tural defects so generated depends obviously on the orientation of the
grains. Concerning the Al alloy, it is interesting to recall that the band
contrast image in Fig. 5b revealed lower density of structural defects
in the large grains that grew abnormally than in their surroundings.
This gives, after each irradiation and despite the very short residence
time (few μs) at high temperature, a regenerated driving force for suc-
cessive strain-induced grain boundary migration for the abnormally
growing surface grains having higher mobility in the RD-TD plane.
Strain-induced boundary migration (SIBM) is a mechanism of grain
growth that can occur at high temperature under small strains below
the critical strain for dynamic recrystallization [68]. SIBM involves the
bulging of a preexisting grain boundary, leaving a region behind themi-
grating boundarywith a lower dislocation content, having the same ori-
entation as the grain from which it has grown. Thus, the operation of
this mechanism is expected to result in a recrystallization texture that
is closely related to the initial (deformation) texture [58]. This is the
case for the brass texture component in the case of our Al alloy. Thedriv-
ing force for SIBM is generally accepted to arise from a difference in dis-
location content (stored energy) on each side of the grain boundary, the
grain boundary moving towards the grain with the highest stored en-
ergy [58]. This is likely what is operating here repeatedly at each
irradiation.

In addition, at each irradiation, the thermal gradient also generates a
progressive dissolution of the precipitates in the heat-affected zone
present below the melted domains. Thus, the progressive dissolution
of the precipitates at the subsurface when the number of pulses in-
creases generates, progressively, less pining on the migrating bound-
aries within the depth in the normal direction (ND). Thus, these
surface grains become much thicker than the melted zone (and must
not be mistaken with it). In short, the grain boundaries grow by a
solid state mechanism on heating to release the energy that was stored
on cooling. Then, just after their top surface melting, they have re-
grown epitaxially before getting strained again on subsequent solid
state cooling.

In addition to the necessary requirements in terms of alloy composi-
tion authorizing (i) epitaxial solidification (absence of unmelted precip-
itates generatingnucleation sites), (ii) abnormal grain growth (presence
of precipitates inhibiting preferentially the growth of somegrain bound-
aries) while (iii) avoiding the formation of too many eruptive craters
that would nucleate new grains at their periphery, the control of some
processing parameters is also required to grow grains abnormally
under HCPEB. In particular, the energy of the pulsed beam and its dura-
tion are of particular importance. Under “low energy” conditions of
pulsed beam irradiation, such as the ones provided by the “Nadezhda-
2” equipment [1–3,15] or the “Hope-1” equipment [16,30] used here,
the pulse durations are typically of the order of 1 to 5 μs for energy den-
sities in the range 1 to 10 J/cm2 which can generate a thickness of the
melted layer usually in the range 1 to 10 μm. Comparatively, other facil-
ities can develop more powerful beams that generate much thicker
melted layers. For example, if the pulsed duration is increased to
100–200 μs and the energy density up to 30–80 J/cm2 when using the
“Solo” [69] machine, the melted layer thickness can reach several tens
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of μm. When using a very high energy pulsed electron beam (50 and
150 J/cm2 energy deposition) on a quenched and tempered steel, Mar-
kov and Rothstein, formed melted layers having a thicknesses of 25
μm and 180 μm [7]. Using the GESA accelerators developed at the Karls-
ruhe Institute of Technology (20–50 μs and 20–80 J/cm2), melted layer
thicknesses in the range 60–80 μm were reported for Al alloys [70] and
40 μm for steels [71]. For these very energetic beams, it is very likely that
the thickness of themelted layer will not authorize the epitaxial growth
- even if occurring initially - to be completed up to the top surface. For
example, even with relatively low energy conditions, Samih et al. [40]
found in a HCPEB treated AISI420 steel that the ferritic and austenitic
phases solidified from the melt using two different mechanisms. The
δ-ferrite formed first via an epitaxial growth mechanism onto the α-
ferrite present in the sub-surface that was not melted. This growth
from the substrate towards the top surface led to the formation of ferritic
columnar grains, thediameter ofwhich (2–3 μm)aswell as their crystal-
lographic orientations were inherited from the subsurface α precursors
[40]. Comparatively, the austenite (γ) formed grains at the top surface
using a nucleation controlledmechanismsusing, presumably, remaining
oxides present at the top surface of the melted layer [40]. Analysis of
pulsed electron beam treated steels have also revealed gradients in the
phases selected first from the melt [25] as well as in the morphology
of the grains from columnar (sub-surface) towards equiaxed (at the
top surface) [17] within the remelted layers.

Finally, while the epitaxial growth occurring during the rapid solid-
ification process must generate the same texture as in the substrate
when this mechanism occurs solely, the picture can be more compli-
cated when a solid state phase transformation takes place subsequently
on cooling. This is the case for example under irradiation of hexagonal
metals such as Ti [23] or Zr [72] alloys for which a martenitic transfor-
mation takes place on cooling. In this case, and in contrast to the present
results, significant textural changes were found that could be attributed
to a strong selection of some martensitic variants due to the complex
thermal and stress fields [72]. A detailed analysis of this variant selec-
tion has to be carried out to gain further insights and complement our
understanding of the texture evolution encountered at thematerial sur-
faces after the HCPEB treatment.

5. Conclusion

One of the goals of this work was to demonstrate that pulsed elec-
tron beam treatments do not inevitably lead to significant grain refine-
ment down to the sub-micrometer range. To demonstrate this, a
commercial Al-Cu-Mg based alloy (2024 Al) and Ni-based single grain
superalloys were treated by 15 pulses of HCPEB for an electron beam
energy of 27 keV, an energy density of 6 J/cm2 and a pulse duration of
1.5 μs.

Very large grains, millimetric in size, were obtained at the surface of
the HCPEB treated Al2024 Al alloy. They have formed by the repeated
combination of solid state phenomena and epitaxial re-solidification.
These grains have boundaries that grow rapidly on heating to release
the energy that was store on the previous rapid cooling. The repeated
process is made possible because, just after their top surface melting,
the microstructure re-grow epitaxially before getting strained again
on subsequent solid state cooling.

Epitaxial growth was observed to take place in this work for the Al
alloy and Ni-based superalloys. For this epitaxial growth to take place,
it is of primary importance to (i) avoid nucleation of new grains at the
solid/liquid interface during re-solidification and (ii) limit the formation
of surface eruptive craters that would disrupt the growing process and
generate the nucleation of new grains. The lateral size of these grains
that grew epitaxially as well as their crystallographic orientation are di-
rectly inherited from their subsurface precursors.

Abnormal grain growth - secondary recrystallization - took place for
the Al alloy where grains corresponding to the B (“brass”) texture com-
ponent developed to extremely large sizes (several mm in length). It is
this difference in amount of structural defects that generates at each
irradiation, and despite the very short residence time (few μs) at high
temperature, the driving force for strain induced grain boundarymigra-
tion. These structural defects are formed by the intense stress field
generated on cooling that needs to be accommodated by plastic defor-
mation and, in the case of our alloys, by the formation of dislocations.
This plasticity was witnessed by the observation of slip traces on the
surface of the single grain superalloys. As revealed for the Al alloy, the
amount of stored energy and nature of structural defects depends on
the orientation of the grains: a lower density of structural defects for
in the grains that grew abnormally than in their neighbors.

Due to the renewed driving force at each pulse of irradiation, the
grains that grow abnormally develop extensively along the RD-TD
plane (along the surface) but also, because of the progressive dissolu-
tion of the precipitates that reduces the pining on the grain boundaries,
within the depth in the normal direction (ND). A consequence of these
mechanisms is that the thickness of these grains (6 to 8 μm)was about 4
to 5 times thicker than the thickness of themelted layer (up to 1.5 μm).
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