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Development of a Detailed Kinetic Model for the Oxidation n-Butane in the Liquid-Phase

The chemistry underlying liquid-phase oxidation of organic compounds, the main cause of their aging, is characterized by a free radical chain reaction mechanism. The rigorous simulation of these phenomena requires the use of detailed kinetic models that contain thousands of species and reactions. The development of such models for the liquid-phase remains a challenge as solvent-dependent thermo-kinetic parameters have to be provided for all the species and reactions of the model. Therefore, accurate and high-throughput methods to generate these data are required. In this work, we propose new methods to generate these data and we apply them for the development of a detailed chemical kinetic model for n-butane autoxidation, which is then validated against literature data. Our approach for model development is based on the work of Jalan et al. [J. Phys. Chem. B, 2013, 117, 2955-2970] who used Gibbs free energies of solvation (Δ solv G(T)) to correct the data of gas-phase kinetic model. In our approach, an equation of state is used to compute Δ solv G as a function of temperature for all the chemical species in the mechanism. Currently, Δ solv G(T) of free radicals cannot be computed with an equation of state and it was calculated for their parent molecule (H-atom added on the radical site). Theoretical calculations with implicit solvent model were performed to quantify the impact of this assumption and showed that it is acceptable for radicals in n-butane and probably in all n-alkanes. New rate rules were proposed for the most important reactions of the model, based on theoretical calculations and literature data. The developed detailed kinetic model for n-butane autoxidation is the first proposed in the literature and was validated against experimental data from the literature.

Simulations showed that the main autoxidation products, sec-butyl hydroperoxides, and 2butanol are produced from H-abstractions from n-butane by sec-C 4 H 9 OO radicals, and the C 4 H 9 OO + C 4 H 9 OO reaction, respectively. The uncertainty of the products ratio ('butanone + 2-butanol' / '2-butoxy + 2-butoxy') of the latter reaction remains high in the literature and our simulations suggest a 1:1 ratio in n-butane solvent.
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Introduction

Liquid phase oxidation of organic compounds, also called autoxidation, is ubiquitous for all systems that are in contact with air. This natural phenomenon has negative effects on the stability of organic liquids, but it can also be desirable when it is controlled in industrial oxidation processes. [START_REF] Suresh | Engineering aspects of industrial liquidphase air oxidation of hydrocarbons[END_REF] Autoxidation of liquid hydrocarbons is one of the main causes of fuel and lubricant aging that leads to deposit and gum formation. [START_REF] Chatelain | Wide range experimental and kinetic modeling study of chain length impact on n-alkanes autoxidation[END_REF] The resistance of fuels to oxidation, called oxidation stability, is a crucial criterion for the usage of jet, [START_REF] Hazlett | Thermal oxidation stability of aviation turbine fuels[END_REF] diesel [START_REF] Batts | A literature review on fuel stability studies with particular emphasis on diesel oil[END_REF] , and gasoline 5 fuels as their autoxidation changes their chemical and physical structures and affects the fuel supply system and the engine efficiency. Linear and branched alkanes represent a major fraction of conventional petroleum fuels. The understanding of their autoxidation chemistry is therefore of primary importance. Oxidation stability of biofuels is also a key current research field as oxygenated molecules generally have lower oxidation stability compared to hydrocarbons. [START_REF] Jain | Stability of biodiesel and its blends: a review[END_REF][START_REF] El-Sayah | Comparison of the Effects of Different Biofuels on the Oxidation Stability of a Hydrocarbon Fuel[END_REF] Detailed chemical kinetic modeling of the autoxidation of fuels remains the only approach to provide fundamental insights on the underlying oxidation chemistry. However, the development of such kinetic models, rigorously adapted to the liquid phase, is scarce in the literature. Liquid phase oxidation occurs through a radical chain mechanism, similar to that found in gas phase oxidation, and involves hundreds to thousands of species and reactions. [START_REF] Denisov | Oxidation and antioxidants in organic chemistry and biology[END_REF] In the gas phase, the development of detailed kinetic models for organic compound oxidation, mostly for combustion conditions, is well established. [START_REF] Battin-Leclerc | Towards cleaner combustion engines through groundbreaking detailed chemical kinetic models[END_REF][START_REF] Van De Vijver | Automatic mechanism and kinetic model generation for gas-and solution-phase processes: a perspective on best practices, recent advances, and future challenges[END_REF] Combustion models of hydrocarbons contain hundreds of species and thousands of reactions with associated thermodynamic and kinetic data. Assuming that the gas phase behaves as a perfect gas, the thermo-kinetic data of a given compound are not influenced by those of another compound. However, in the liquid phase, thermo-kinetic data of solute become solvent-dependent and lead to an explosion of the number of necessary thermo-kinetic parameters. In fuel autoxidation applications, the solvent is the fuel and a new set of fuel-specific thermodynamic and kinetic parameters must be provided for different fuels or their blends.

Software tools for the automatic generation of detailed combustion kinetic models make it possible to construct and manipulate such large mechanisms. These tools are also highly versatile as their development for a given organic compound (e.g., n-butane) implies that the combustion kinetic models of all the chemicals belonging to a same family (e.g., n-alkanes) can be generated. In the literature, several gas-phase kinetic model generators are available: RMG, [START_REF] Gao | Reaction Mechanism Generator: Automatic construction of chemical kinetic mechanisms[END_REF] GENESYS, [START_REF] Vandewiele | Genesys: Kinetic model construction using chemo-informatics[END_REF] MAMOX, [START_REF] Ranzi | Low-temperature combustion: automatic generation of primary oxidation reactions and lumping procedures[END_REF] NetGen, [START_REF] Broadbelt | Computer generated pyrolysis modeling: on-the-fly generation of species, reactions, and rates[END_REF] and EXGAS. [START_REF] Warth | Computer-aided derivation of gas-phase oxidation mechanisms: application to the modeling of the oxidation of n-butane[END_REF][START_REF] Buda | Progress toward a unified detailed kinetic model for the autoignition of alkanes from C4 to C10 between 600 and 1200[END_REF] Among all these automatic reaction mechanism generation codes, only RMG has been recently extended to liquid phase.

In a pioneering work, Green and co-workers proposed an extensible framework for capturing solvent effects in computer-generated kinetic models, and therefore extended the gas-phase kinetic models generated by RMG to liquid phase systems. [START_REF] Jalan | An extensible framework for capturing solvent effects in computer generated kinetic models[END_REF] These authors demonstrated that solvent-adapted thermochemical data can be automatically computed by using Gibbs free energy of solvation [START_REF] Jalan | Predicting solvation energies for kinetic modeling[END_REF][START_REF] Ben-Naim | Solvation thermodynamics[END_REF][START_REF] Moine | Estimation of Solvation Quantities from Experimental Thermodynamic Data: Development of the Comprehensive CompSol Databank for Pure and Mixed Solutes[END_REF] (Δ solv G(T)) corrections on generated gas-phase data. They achieved high-throughput calculations of Δ solv G(T) for all the species of the mechanism using the Linear Solvation Energy Relationship (LSER) of Abraham and co-workers, [START_REF] Abraham | Application of solvation equations to chemical and biochemical processes[END_REF][START_REF] Platts | Estimation of molecular linear free energy relation descriptors using a group contribution approach[END_REF] combined to a group additivity method for the estimation of solute (species) descriptors used in the LSER. [START_REF] Platts | Estimation of molecular linear free energy relation descriptors using a group contribution approach[END_REF] This method could currently be applied for about 30 pure solvents. As shown by the authors, taking into account the temperature dependence on Δ solv G in this LSER approach remains a challenge in the literature. In RMG, the approximation Δ solv G(T) = Δ solv H ° -TΔ solv S ° is used to include first order temperature dependence. Δ solv H ° is calculated using Mintz empirical correlation [START_REF] Mintz | Enthalpy of solvation correlations for gaseous solutes dissolved in benzene and in alkane solvents based on the Abraham model[END_REF] (group additivity for solute descriptors) and Δ solv S ° is estimated using scaled particle theory. [START_REF] Jalan | An extensible framework for capturing solvent effects in computer generated kinetic models[END_REF] The calculation of Δ solv G(T) for free radicals of the kinetic mechanism is achieved using empirical corrections to the solute descriptors of these species.

In RMG, the adaptation of gas-phase kinetic data to liquid-phase systems relies on corrections for diffusion limited bimolecular reactions, based on Smoluchowski theory. [START_REF] Collins | Diffusion-controlled reaction rates[END_REF][START_REF] Smoluchowski | Sur le chemin moyen parcouru par les molécules d'un gaz et sur son rapport avec la théorie de la diffusion[END_REF] Automatic estimation of this correction for a given reaction is achieved by calculating the species radii (McGowan scheme [START_REF] Abraham | The use of characteristic volumes to measure cavity terms in reversed phase liquid chromatography[END_REF] ) and diffusivities (Stokes-Einstein correlation and tabulated viscosities) in different solvents. High-throughput calculations of intrinsic solvent effects on rate constants remain a considerable challenge. In RMG, only a handful of reactions could be adapted to solution systems using gas-phase rate constants, solvent corrections, and theoretical calculations based on continuum dielectric models. This approach was shown to be promising to calculate liquid phase rate constants based on gas-phase data. [START_REF] Jalan | An extensible framework for capturing solvent effects in computer generated kinetic models[END_REF] In this work, we rely on the seminal work performed in RMG to explore alternative methods to capture solvent effects. These new approaches are applied to the development of a detailed kinetic model for the liquid phase oxidation (autoxidation) of n-butane. The kinetic model of autoxidation of n-butane, the simplest model molecule for larger n-alkane, is then validated against literature data. Once demonstrated, we aim at integrating this new methodology in our automatic generator of combustion kinetic models (EXGAS) for alkanes. In this study, the calculation of Δ solv G(T) of all the species of the model is performed, for the first time in kinetic mechanisms, using an equation of state. This approach is compared with experimental data of the literature and theoretical calculations based on implicit solvent models. Gibbs free energies of solvation of all the free radicals of the mechanism are computed using theoretical chemistry. New reaction rate rules are proposed for the most sensitive reactions of the mechanism, based on literature review and theoretical calculations with implicit solvent models.

Detailed kinetic model development

A detailed chemical kinetic model was developed to simulate the oxidation of n-butane in the liquid phase. The starting point of the autoxidation model is the automatic generation of a gasphase, low-temperature combustion, kinetic mechanism of n-butane, with EXGAS. [START_REF] Warth | Computer-aided derivation of gas-phase oxidation mechanisms: application to the modeling of the oxidation of n-butane[END_REF] Combustion models of hydrocarbons, generated with our EXGAS code, have been extensively validated in the literature. [START_REF] Cord | Improvement of the modeling of the low-temperature oxidation of n-butane: study of the primary reactions[END_REF][START_REF] Cord | Study of the low temperature oxidation of propane[END_REF][START_REF] Herbinet | Experimental and modeling investigation of the low-temperature oxidation of n-heptane[END_REF][START_REF] Schönborn | Autoignition control using an additive with adaptable chemical structure. Part I: Development of a kinetic model for 1, 3-cyclohexadiene and 1, 3, 5-hexatriene combustion[END_REF][START_REF] Sch Nborn | Autoignition Control Using an Additive with Adaptable Chemical Structure. Part 2. Development of a PRF Kinetic Model Including 1, 3-Cyclohexadiene Mechanism and Simulations of Ignition Control[END_REF] 

Calculation of Liquid Phase Thermochemical Data

Ideal gas thermochemical data for all the species of the mechanism are generated based on literature data or Benson group additivity method [START_REF] Benson | Thermochemical kinetics: methods for the estimation of thermochemical data and rate parameters[END_REF] , implemented in our THERGAS code. [START_REF] Muller | THERGAS: a computer program for the evaluation of thermochemical data of molecules and free radicals in the gas phase[END_REF] These data, expressed as NASA polynomials, are then corrected by Δ solv G(T) using the equation of state UMR-PRU (Universal Mixing Rule Peng-Robinson UNIFAC). [START_REF] Voutsas | Thermodynamic property calculations with the universal mixing rule for EoS/GE models: Results with the Peng-Robinson EoS and a UNIFAC model[END_REF][START_REF] Moine | Can we safely predict solvation Gibbs energies of pure and mixed solutes with a cubic equation of state?[END_REF] Solvation Gibbs energies of (infinitely) diluted solute in n-butane solvent are computed between 298 and 420 K. The input parameters of the UMR-PRU equation of state (EoS) are the pure component critical temperature and pressure (T c , P c ) and acentric factor (ω) as well as the molecular group decomposition, this latter information being used by the model for quantifying binary interaction effects. For all the species of the kinetic mechanism, these parameters are either extracted from the DIPPR experimental database [START_REF] Rowley | DIPPR 801 property database, Software Package[END_REF] or computed from group-contribution methods [START_REF] Marrero | Group-contribution based estimation of pure component properties[END_REF][START_REF] Joback | Estimation of pure-component properties from groupcontributions[END_REF] implemented in the ICAS software. [START_REF] Gani | An integrated computer aided system for integrated design of chemical processes[END_REF] Recently, we compared experimental data of Δ solv G(T) from the CompSol database [START_REF] Moine | Estimation of Solvation Quantities from Experimental Thermodynamic Data: Development of the Comprehensive CompSol Databank for Pure and Mixed Solutes[END_REF] against predictions computed with UMR-PRU. A total of 9793 binary systems (solute-solvent combinations), which represents 53 237 data points, was studied. UMR-PRU was found to accurately predict these data with an average absolute deviation of 0.36 kcal/mol. [START_REF] Moine | Can we safely predict solvation Gibbs energies of pure and mixed solutes with a cubic equation of state?[END_REF] The level of accuracy was roughly preserved when all the pure-component input parameters (T c , P c , ω) of the EoS were estimated using group-contribution methods.

The calculation of Δ solv G(T) for free radicals cannot be rigorously achieved using the UMR-PRU equation of state. In this work, we assume that Δ solv G(T) for a free radical X• is equal to that of a parent molecule XH, i.e., the open-shell radical becomes a closed shell molecule by adding a H-atom to the structure, on the free radical site. In order to verify this assumption, we calculated Δ solv G(T) of free radicals and parent molecules using DFT calculations and implicit solvation. SMD 40 continuum solvation model calculations were performed using M06-2X/6-31+G(d) level of theory [START_REF] Zhao | The M06 suite of density functionals for main group thermochemistry, thermochemical kinetics, noncovalent interactions, excited states, and transition elements: two new functionals and systematic testing of four M06-class functionals and 12 other functionals[END_REF] with Gaussian 16. [START_REF] Frisch | Gaussian 16 Rev. C[END_REF] Parameters for n-butane solvent calculations are given in Table S1.

We introduce here the validation of the calculation of Δ solv G(T) of neutral molecules using SMD solvation model. Table 1 presents a comparison of computed Δ solv G(T), using SMD implicit solvation model and UMR-PRU EoS, with the experimental data in n-butane solvent available in the CompSol database. For additional comparison, computations of Δ solv G(T) with the conductor-like screening model for realistic solvation (COSMO-RS), [START_REF] Klamt | Refinement and parametrization of COSMO-RS[END_REF] performed at the BP/TZVPD-FINE level, are also presented in Table 1.

Table 1: Comparison between experimental and computed Δ solv G(T) (kcal mol -1 ) for different solutes in

n-butane solvent. It is interesting to note that our method using the UMR-PRU equation of state is able to capture the temperature dependence of Δ solv G, with no additional approximation. Figure 1 presents a comparison of experimental and UMR-PRU computed Δ solv G(T) data in liquid nbutane. UMR-PRU calculations of Δ solv G(T) agree well with experimental data. It can be noted, that for n-butane solvent, and for this temperature range, the variations in Gibbs free energy of solvation remain linear and relatively small. In polar solvents, the variations of Δ solv G with temperatures are not linear. It is worth noting that our approach based on an equation of state is able to capture this second-order behavior, as shown in Figure 2. The validation of the calculation of Δ solv G(T) of neutral molecules using SMD solvation model has been shown. In our work, as mentioned earlier, Δ solv G(T) for free radicals X• was computed for the parent molecule XH and was used to correct the gas-phase thermochemical data of the radical. To justify this approach, theoretical calculations performed at the M06-2X/6-31+G(d) level of theory with SMD implicit models were performed to quantify the differences in Δ solv G between X• and XH, for all the free radicals of the mechanism.

Solute CompSol (T) SMD (298 K) COSMO-RS (T) UMR-PRU (T) T (K)

Computed results are given in Table 2.

Table 2: Comparison of computed Gibbs free energies of free radicals (X•) and parent molecules (XH) in n-butane solvent. M062X/6-31+G(d) level of theory with SMD implicit solvation model (kcal/mol).

Species

Δ solv G (X•) Δ solv G (XH) Δ solv G(XH) -Δ solv G(X•) Primary radicals -4.4 -4.3 0.1
Vinyl and carbonyl radicals Calculations results presented in Table 2 show that, in n-butane solvent, the difference in Gibbs free energies of solvation of free radicals and parent molecules are very small. The assumption Δ solv G(X•) = Δ solv G(XH) used in our kinetic model is therefore appropriate. It can be noted that the mean absolute deviation of Δ solv G(XH) -Δ solv G(X•) for the 50 free radicals considered here is -0.3 kcal/mol. Overall, the Gibbs free energies of solvation of free radicals are slightly lower than that of parent molecules. This behavior is more pronounced for small radicals (< 2 heavy atoms) and for those of the primary radical and vinyl/carbonyl groups of Table 2. For other groups of radicals in Table 2, Δ solv G(XH) -Δ solv G(X•) is generally negligible.

•CHO -0.5 -1.2 -0.7 •C 2 H 3 -0.7 -1.1 -0.4 •CHCO -1.2 -1.6 -0.4 •C 2 H 0.1 -1.0 -1.1 CH 3 C(•)O -2.2 -3.0 -0.9 CH 3 OC(•)O -1.2 -2.9 -1.7 -2.1 -3.2 -1.1 Alkoxy radicals HO• -1.8 -2.3 -0.5 CH 3 O• -1.7 -1.8 -0.1 CH 3 CH 2 O• -2.9 -2.9 0.0 -4.3 -4.2 0.1 -3.7 -3.8 -0.1 Peroxy radicals HOO• -2.3 -2.6 -0.3 CH 3 OO• -2.3 -2.3 0.0 CH 3 CH 2 OO• -3.5 -3.8 -0.3 CH 3 CH 2 CH 2 OO• -4.2 -4.0 0.2 CH 3 CH 2 CH 2 CH 2 OO• -4.8 -4.
We expect this conclusion to apply also for other n-alkanes, but also to all other hydrocarbons which have a similar dielectric constant (ε). This assumption is confirmed in Figure 3 that Computed results presented in Figure 3 show that the differences in Δ solv G for C 2 H 5 OO• radical and its parent molecule remain small for solvents with dielectric constants below ≈ 8.

Since ε values for linear, branched and cyclic alkanes and alkenes are around 2 and those for aromatics are around 2.3, the computation of Δ solv G(T) of the parent molecule with UMR-PRU that is further used for free radicals seems a reasonable assumption for hydrocarbons.

For solvents with higher ε values, this assumption leads to ≈3.0 kcal/mol differences that may not be negligible.

Liquid Phase Kinetic Data

Kinetic data used in the n-butane autoxidation kinetic model are based on gas-phase data and new liquid phase correlations from literature or theoretical calculations. In this work, liquidphase adapted rate constants deriving from literature experimental data or theoretical calculations were used for the most sensitive reactions of the model, while gas-phase kinetic data were used for all the other reactions. Gas-phase kinetic data were generated with EXGAS. [START_REF] Warth | Computer-aided derivation of gas-phase oxidation mechanisms: application to the modeling of the oxidation of n-butane[END_REF][START_REF] Buda | Progress toward a unified detailed kinetic model for the autoignition of alkanes from C4 to C10 between 600 and 1200[END_REF] Unimolecular rate constants remained unchanged, while bimolecular rate constants were corrected for diffusive limits (see 2.2.1). The target validation data for the autoxidation kinetic model are the experimental data measured by Mill et al. [START_REF] Mill | Gas-and liquid-phase oxidations of butane[END_REF] In these experiments, these authors used di-tert-butyl peroxide (tBu 2 O 2 ) as initiator. Thus, we included the initiation mechanism of di-tert-butyl peroxide in our model. The most important features of the developed mechanism are presented below.

Diffusion correction on bimolecular rate constants

Diffusive limits in the liquid phase were considered using a diffusion rate constant (k diff ) that was combined to the intrinsic liquid-phase constant (k int,liq ) yielding an effective rate (k eff ) constant for a bimolecular reaction A+B  (A-B) Products as: [START_REF] Buda | Progress toward a unified detailed kinetic model for the autoignition of alkanes from C4 to C10 between 600 and 1200[END_REF] with k diff calculated using:

where r A and r B are the radii of reactants A and B and D A and D B are their diffusivity coefficients. D ij , the diffusion coefficient of a solute i in a solvent j, is calculated using the Stoke-Einstein equation:

where η j is the viscosity of the solvent j and r i is the molecular radius of the solute i.

In this work, we used the temperature-dependent experimental viscosity of liquid n-butane from DIPPR database. [START_REF] Wilding | DIPPR® Project 801 evaluated process design data[END_REF] Molecular radii of solutes were obtained from the volume parameter R k of UNIFAC, which is available in our approach as a parameter of the UMR-PRU EoS:

Where is in meter and denotes the occurrence of group k in molecule (i).

A similar approach is used in RMG, but with a method based on McGowan method for the calculation of molecular radii. [START_REF] Jalan | An extensible framework for capturing solvent effects in computer generated kinetic models[END_REF] For most sensitive reactions of the model, k int,liq is a rate constant computed with theoretical chemistry. For non-sensitive reactions k int,liq is assumed to be similar to the gas-phase rate constant generated by EXGAS. k diff was computed for all bimolecular reactions of the mechanism, but, because of the low viscosity of n-butane, diffusion constants are always negligible for all the reactions of the mechanism (for both direct and reverse directions). Kinetic data for which diffusion corrections were noticeable are given in Table 3. For these reactions, gas-phase kinetic data were used.

Addition with oxygen and oxidation

n-Butyl and sec-butyl radicals additions on O 2 yield n-butyl peroxy (n-C 4 H 9 OO) radical and sec-butyl peroxy (sec-C 4 H 9 OO) radical respectively (R7-R8).

In the model, the addition on O 2 of the butyl isomer radicals competes with the oxidation reactions. These butyl radicals can be oxidized by oxygen to form 1-butene (1-C 4 H 8 ) and 2butene (2-C 4 H 8 ) via reactions (R9-R11). These reactions were included as, according to Mill et al. [START_REF] Mill | Gas-and liquid-phase oxidations of butane[END_REF] , they account for the experimental observation of traces of n-butenes during n-butane liquid-phase oxidation.

sec-C 4 H 9 + O 2 = sec-C 4 H 9 OO (R7) n-C 4 H 9 + O 2 = n-C 4 H 9 OO (R8) sec-C 4 H 9 + O 2 = 1-C 4 H 8 + HO 2 (R9) sec-C 4 H 9 + O 2 = 2-C 4 H 8 + HO 2 (R10) n-C 4 H 9 + O 2 = 1-C 4 H 8 + HO 2 (R11)
Gas-phase kinetic data generated by EXGAS were used for these reactions.

H-abstraction reactions

H-atom abstractions are the principal consumption route of n-butane during its liquid-phase oxidation. These reactions involve the reaction of n-butane with radicals that are significantly produced at low temperatures. In our work, the following radicals were included in H- In the experiments of Mill et al. [START_REF] Mill | Gas-and liquid-phase oxidations of butane[END_REF] , 2-butanol was found as one of the major primary products, while 1-butanol was not observed. The liquid-phase rate constants for these reactions were computed using the following method:

-calculation of the gas-phase high-pressure limit rate constants (k gas ) based on electronic structure calculations (at the CBS-QB3 level of theory [START_REF] Montgomery | A complete basis set model chemistry. VI. Use of density functional geometries and frequencies[END_REF] ) and transition state theory with rigid rotor harmonic oscillator approach for all vibrational modes, internal rotations excepted. The latter modes were treated using 1D-HR method [START_REF] Lizardo-Huerta | Intramolecular effects on the kinetics of unimolecular reactions of β-HOROO˙ and HOQ˙ OOH radicals[END_REF][START_REF] Vansteenkiste | An extended hindered-rotor model with incorporation of Coriolis and vibrational-rotational coupling for calculating partition functions and derived quantities[END_REF] based on relaxed scans performed at the B3LYP/6-311G(d,p) level of theory. Quantum tunnelling was included using an Eckart potential. k gas were determined using our inhouse code ThermRot. [START_REF] Lizardo-Huerta | Intramolecular effects on the kinetics of unimolecular reactions of β-HOROO˙ and HOQ˙ OOH radicals[END_REF] -Computed k gas is adapted to solvent environment using Gibbs free energies of solvation for transition state structures and reactants. Δ solv G of reactants and transition states were computed at the M06-2X/6-31+G(d) level of theory with the SMD solvation model. The intrinsic liquid-phase rate constant (k int, liq ) of a reaction is obtained from:

where is the Gibbs free energy of solvation of activation (difference between the transition state structure and the reactant).

The calculated rate constants of reactions R26 and R28 are given in Table 4 and compared to the gas-phase rate constant generated by EXGAS. Cartesian coordinates of reactants and transition state structures are given in Table S2. Products was reported as k global = 1.0 x 10 12 x exp(-2700/RT) in cm [START_REF] Hazlett | Thermal oxidation stability of aviation turbine fuels[END_REF] , mol, cal, K, s. The ratio k R32 /k R33 was estimated between 1 and 2 by Mill et al. [START_REF] Mill | Gas-and liquid-phase oxidations of butane[END_REF] In our model, the k R32 /k R33 ratio is defined as 1/1 and each rate constant take a value of k = 0.25 x 10 11 x exp(-2700/RT) in cm 3 , mol, cal, K, s. The sensivity of the k R32 /k R33 ratio value on the simulation results will be discussed in details in the section dedicated to the kinetic analysis of the simulations.

Secondary mechanism

This section describes important features in the development of sub-mechanisms of molecules formed in the primary mechanism, whose oxidation reactions are not included in the C 0 -C 4 reaction basis. The sub-mechanism of the di-tert-butyl peroxide initiator is also presented.

Decompositions of hydroperoxides

In oxidation, the unimolecular decomposition of hydroperoxides (ROOH) play a crucial role on reactivity as it generates two free radicals (RO and OH). In our model, the rate constant of decomposition of sec-butyl hydroperoxide (R34) is k = 1.67 x 10 

2-butanol sub-mechanism

2-butanol was found as one of the major primary products of n-butane liquid-phase oxidation experiments. [START_REF] Mill | Gas-and liquid-phase oxidations of butane[END_REF] The sub-mechanism of 2-butanol includes H-atom abstractions (R36-R38) of this compound by the main active radicals: OH, HO In the sub-mechanism, the α-hydroxy-sec-butyl radical is oxidized by O 2 to form butanone in two steps: addition on O 2 (R39) (k = 1.77 x 10 18 x T -2.22 in cm [START_REF] Hazlett | Thermal oxidation stability of aviation turbine fuels[END_REF] , mol, cal, K, s, per EXGAS rate rule) followed by HO 2 radical elimination (R40). The kinetic parameters of this reaction were calculated using the same theoretical method as the one described in section 2.2.3 for R26 and R28. The computed rate constant of R40 is k = 5.53 x 10 11 x T 0.34 x exp(-11830/RT) in s -1 .

di-tert-butyl peroxide sub-mechanism

The rate constant for the unimolecular decomposition of di-tert-butyl peroxide (tBu 2 O 2 ) was chosen as k = 2.0 x 10 The rate constants of reactions (R42-R43) are based on analogies with H-atom abstractions of other alkoxy radicals discussed in section 2.1.3. The estimated rate constant of R44 is based on the gas phase rate constant (k gas = 1.00 x 10 14 x exp(-14460/RT) in cm [START_REF] Hazlett | Thermal oxidation stability of aviation turbine fuels[END_REF] , mol, cal, K, s) measured by Fittschen et al. [START_REF] Fittschen | The β C-C bond scission in alkoxy radicals: thermal unimolecular decomposition of t-butoxy radicals[END_REF] adapted to a solvent environment with an empirical factor (k gas A factor multiplied by 0.1) determined from simulations of experimental tert-butanol and acetone profiles.

A sub-mechanism for tert-butanol decomposition was also included in the model. H-atom abstractions from a methyl group of tert-butanol were included (R44-R46). The (CH 3 ) 2 COCH 2 radical produced is then consumed by addition on O 2 (R47), followed by a lumped decomposition reaction of the peroxy radical yielding acetone (CH 3 COCH 3 ), formaldehyde (HCHO), and OH radical.

tert-C 4 H 9 OH + OH = (CH 3 ) 2 COCH 2 + H 2 O (R44) tert-C 4 H 9 OH + HO 2 = (CH 3 ) 2 COCH 2 + H 2 O 2 (R45) tert-C 4 H 9 OH + sec-C 4 H 9 OO = (CH 3 ) 2 COCH 2 + sec-C 4 H 9 OOH (R46) (CH 3 ) 2 COCH 2 + O 2 = (CH 3 ) 2 COCH 2 OO (R47) (CH 3 ) 2 COCH 2 OO CH 3 COCH 3 + HCHO + OH (R48)
Kinetic parameters of all reactions of tert-butanol sub-mechanism are adapted from the tertbutanol combustion kinetic model developed by Sarathy et al. [START_REF] Sarathy | A comprehensive chemical kinetic combustion model for the four butanol isomers[END_REF] 

Results and discussion

Kinetic model validation

The detailed kinetic model developed for the autoxidation of n-butane contains 131 species and 716 reactions. It has been validated against species profiles measured by Mill et al. [START_REF] Mill | Gas-and liquid-phase oxidations of butane[END_REF] These authors investigated liquid n-butane oxidation in presence of di-tert-butyl peroxide (tBu 2 O 4 ), used as an initiator, in a closed reactor whose temperature was held constant during each manipulation. Temperatures varied from 100°C to 125°C. Simulations were performed using a model of homogeneous liquid batch reactor (constant T, P, and V), developed in-house and based on the Chemkin II library. [START_REF] Kee | Chemkin-II: A Fortran chemical kinetics package for the analysis of gas-phase chemical kinetics[END_REF] Oxygen concentration was kept constant during the simulations. Butyl hydroperoxides and sec-butanol are the major primary products of n-butane autoxidation. tert-Butanol formation is due to the use of di-tert-butyl peroxide as an initiator.

Butanone, acetaldehyde, and ethanol were also measured in small amounts. At low conversion (< 1%), oxidation products including butyl hydroperoxides, sec-butanol, tert- One question that would be raised is whether a n-butane gas-phase kinetic model developed for low-temperature combustion could reasonably simulate the liquid-phase oxidation of nbutane. To clarify this point, simulations were done using the n-butane gas-phase kinetic model developed by Cord et al. [START_REF] Fittschen | The β C-C bond scission in alkoxy radicals: thermal unimolecular decomposition of t-butoxy radicals[END_REF] . The sub-mechanism of decomposition of di-tert-butyl peroxide (tBu 2 O 2 ), used in our liquid-phase model, was incorporated in the model of Cord et al. [START_REF] Fittschen | The β C-C bond scission in alkoxy radicals: thermal unimolecular decomposition of t-butoxy radicals[END_REF] . While the n-butane conversion was always below 1% in the conditions of the experiments of Mill et al. [START_REF] Frisch | Gaussian 16 Rev. C[END_REF] , the simulated n-butane conversion, under the same conditions, usingy the gas-phase model of Cord et al. [START_REF] Fittschen | The β C-C bond scission in alkoxy radicals: thermal unimolecular decomposition of t-butoxy radicals[END_REF] was between 39 and 100% depending on the conditions. The experiment-simulation disagreement confirms the importance of the development of a kinetic model specifically dedicated to liquid-phase oxidation.

Kinetic analyses of n-butane autoxidation

Reaction flux analysis

Rate of production (ROP) analyses were carried out in the condition of the experiment #5 of Mill et al., [START_REF] Mill | Gas-and liquid-phase oxidations of butane[END_REF] listed in Table 5. This experiment was conducted at 100 °C and the conversion of n-butane was about 1%. Figure 6 presents the main reaction pathway of n-butane liquidphase oxidation at the examined condition. 

Sensivity analyses

Sensitivity analyses have been performed on the conversion of n-butane in the same condition used in the above reaction flux analysis. To do this, the A-factor of each reaction rate constant was multiplied by a factor of ten. For each reaction rate modification, a simulation was conducted to determine the conversion (X i ) of n-butane. The sensitivity coefficient (τ i ) of each reaction was then calculated as follows:

X 0 represents the simulated conversion of n-butane with the original unmodified model. A positive sensitivity coefficient means the considered reaction showing a promoting effect on the liquid-phase reactivity of n-butane. Conversely, a negative coefficient indicating an inhibiting effect of the considered reaction on the liquid-phase reactivity of n-butane. Figure 7 presents the result of the sensitivity analyses. Considering n-butane sub-mechanism, the reactions having promoting effect are H-atom abstraction from n-butane by butyl peroxy radicals (R28, R29, R30), the decomposition of the sec-butyl hydroperoxide (R34), the disproportionation of sec-butyl peroxy radical producing butoxy radicals (R32). The reaction R28 has the highest promoting effect. The termination reaction of sec-butyl peroxy radical producing sec-butanol and butanone (R33) was found inhibiting. Several reactions of the sub-mechanism of the initiator di-tert-butyl peroxide are sensitive. The decomposition of di-tertbutyl peroxide (R41) presents a promoting effect while the decomposition of tert-butoxy radical (R44) shows an inhibiting effect. [START_REF] Mill | Gas-and liquid-phase oxidations of butane[END_REF] estimated that this ratio could be between 1 and 2. In the present work, this ratio was set to 1. We investigated the effect of the ratio a varying from 0.5 to 2 on the simulation of liquid-phase reactivity of n-butane. Table 6 presents the absolute reaction rates k R32 , k R33 corresponding to each examined a values. The influence of different values of the ratio a on the conversion of n-butane, in the conditions of the experiments of Mill et al. [START_REF] Mill | Gas-and liquid-phase oxidations of butane[END_REF] is presented in Figure 8. The simulated conversion of n-butane increases with the branching ratio a. By enhancing a, the self-reaction of sec-butyl peroxy radicals proceeds toward the reaction R 32 , favouring the formation of sec-butoxy radicals. These radicals contribute to the consumption of n-butane by H-atom abstractions and increase the reactivity. Decreasing a favors reaction R33 leads to stable molecule (butanone and 2-butanol) and inhibits the reactivity of liquid n-butane. 

Conclusions

A first detailed kinetic model for n-butane oxidation in the liquid phase has been developed using a methodology. Our approach is based on solvent-adapted-corrections that are applied to models designed for the gas-phase oxidation. Thermodynamic data are corrected to the liquid-phase using Gibbs free energies of solvation computed with the UMR-PRU equation of state. The use of this EoS was shown to give accurate Δ solv G as a function of temperature for a large number of solvents. [START_REF] Moine | Can we safely predict solvation Gibbs energies of pure and mixed solutes with a cubic equation of state?[END_REF] The calculation of Δ solv G(T) for all the free radicals of the mechanism was performed using the value computed for a parent molecule (H-atom added to the radical center). The error induced by this assumption was systematically quantified for all radicals by theoretical calculations at the M06-2X/6-31+G(d) level of theory and using the SMD continuum solvation model. The theoretical calculations showed that the differences in Δ solv G between the radical and its parent molecule remains small in n-butane solvent, for all types of radicals involvedin the autoxidation mechanism. It was also shown that this "parent molecule" assumption probably remains acceptable for solvent with a dielectric constant up to ≈8. Consequently, this approach can probably be applied to all alkanes, alkenes, aromatic, and most ether solvents. For more polar solvents, the "parent molecule" assumption to compute free radical Gibbs free energies may be too imprecise, and an alternative approach or corrections need to be proposed. Theoretical calculations of rate constants were also The uncertainty of the kinetic parameters and the products ratio ('butanone + 2-butanol' / 'sec-butoxy + sec-butoxy') of this reaction remains high and deserves more studies. Using experimental data as a constrain on simulations, we found that the products ratio is 1:1 in nbutane solvent. The methods proposed in this study can be applied to develop detailed kinetic models of autoxidation for any linear alkanes of interest. In particular, thermodynamic corrections to adapt gas-phase data to the liquid-phase, based on an equation of state, can be used as a fast high-throughput method for automatic generation of a kinetic model.

Supplemental material

Parameters of SMD calculations of n-butane solvent, cartesian coordinates of optimized geometries used in rate constant calculations, experimental products profiles discriminated for two temperatures, and the detailed kinetic model are given in supplemental material.

Figure 1 :

 1 Figure 1: Comparison of experimental 20 (symbols) and computed (with UMR-PRU, lines) Gibbs free energies of different solutes in liquid n-butane.

Figure 2 :

 2 Figure 2: Comparison of experimental 20 (symbols) and computed (with UMR-PRU, lines) Gibbs free energies of different solutes in polar solvents (water and methanol).

  presents the evolution of computed Δ solv G(C 2 H 5 OOH) and Δ solv G(C 2 H 5 OO•) in different solvents of increasing ε.

Figure 3 :

 3 Figure 3: Gibbs free energies of solvation of C 2 H 5 OOH and C 2 H 5 OO• in different solvents, computed at the M062X/6-31+G(d) level of theory with SMD solvation model. Solvents and their dielectric constants 42 : n-butane (ε = 1.77), diethyl ether (ε = 4.24), tetrahydrofuran (ε = 7.43), 1-hexanol (ε = 12.51), 1-butanol (ε = 17.33), 1-propanol (ε = 20.52), ethanol (ε = 24.85), methanol (ε = 32.61).

  abstraction reactions: hydroxyl (OH), hydroperoxyl (HO 2 ), methyl (CH 3 ), methoxy (CH 3 O), methyl peroxy (CH 3 OO), ethyl (C 2 H 5 ), ethoxy (C 2 H 5 O), ethyl peroxy (C 2 H 5 OO), sec-butoxy (sec-C 4 H 9 O), n-butyl peroxy (n-C 4 H 9 OO), and sec-butyl peroxy (sec-C 4 H 9 OO).

Figure 4 .

 4 Figure 4.a. and 4.b. present the simulated and experimental conversion of n-butane as a

Figure 4 :

 4 Figure 4: Conversion of n-butane measured in liquid-phase oxidation experiments in a closed reactor. 44 (a) T = 100 °C. (b) = 125 °C. Filled symbols: experiments. Open symbols: simulations. Lines are a linear fit of the simulations points and are drawn to guide the eye.

Figure 5

 5 Figure 5 shows the simulation of products of n-butane autoxidation, for different conversions

Figure 5 :

 5 Figure 5: Evolution of n-butane liquid-phase oxidation products as a function of n-butane conversion. Experimental conditions include experiments at 100 and 125 °C. Filled symbols: experiments performed by Mill et al. 44 Open symbols: simulations. Lines are a linear fit of the simulations points and are drawn to guide the eye.

  butanol, and butanone increase almost linearly with the conversion of n-butane. The kinetic model simulates quantitively the formation of these products. Minor products including acetaldehyde and ethanol are underestimated by the model within a factor of 3 at the maximum concentration point. The temperature-dependence of the formation of these products are well characterized by the developed model (see FigureS1to discriminate experimental points at 100 and 125°C). Overall, the simulations agree well with experimental results upon adjustments of the rate parameters of R32, R33, R35 and R44, which are new estimations of these kinetic data in liquid n-butane.

Figure 6 :

 6 Figure 6: Reaction pathways of n-butane oxidation in the liquid phase, at 100 °C, in the presence of ditert-butyl peroxide.

Figure 7 :

 7 Figure 7: Sensitivity analyses on the conversion of n-butane in the liquid-phase oxidation at 373 K.

Figure 8 :

 8 Figure 8: Impact of the branching ratio a of self-termination reactions of sec-butyl peroxy radicals on the simulation of n-butane conversion in the liquid-phase. Filled symbols: experiments; open symbols: simulations. (a) T = 100 °C. (b) T = 125 °C. Lines are a linear fit of the simulations points and are drawn to guide the eye.

Figure 7 also

 7 confirms that the use of a = 1 in our model is appropriate to simulate the n-butane conversion measured by Mill et al.[START_REF] Mill | Gas-and liquid-phase oxidations of butane[END_REF] 

  performed for the most important H-atom abstractions from n-butane, by sec-C 4 H 9 OO and sec-C 4 H 9 O radicals. Diffusive limits on bimolecular rate constants were found to be negligible in n-butane solvent. Several new rate rules were established based on theoretical results, literature data or simulation results and were used to develop the first detailed kinetic model of n-butane autoxidation of the literature. The model was validated against experimental data of the literature and is able to simulate the conversion of n-butane and the main products formed during its autoxidation at low conversion. Kinetic analyses show that a classical chain mechanism leading to the formation of hydroperoxides by H-atom abstraction from n-butane by sec-C 4 H 9 OO peroxy radicals is the major consumption route. The selfreaction sec-C 4 H 9 OO + sec-C 4 H 9 OO is also shown to play a major role in the reaction fluxes.

Table 3 : Diffusion corrected rate constant in the kinetic model.

 3 Bimolecular initiations with O 2 involve reactions R1-R2, where two radicals, n-butyl (n-C 4 H 9 ) and sec-butyl (sec-C 4 H 9 ) radicals, are produced. Initial C-C bond fissions in n-

			k eff			k diff (400K)
	Reaction				
			A	n	E a	cm 3 mole -1 s -1
	n-C 4 H 10 + OH = sec-C 4 H 9 + H 2 O		8.40E+06	1.94	-662.6	1.69 10 14
	sec-C 4 H 9 + O 2 = sec-C 4 H 9 OO		9.89E+17	-2.038 0.0	1.64 10 14
	sec-C 4 H 9 OH + OH = CH 3 C(OH)CH 2 CH 3 + H 2 O	1.17E+12	0.0	-349.5	1.72 10 14
	CH 3 C(OH)CH 2 CH 3 + O 2 = CH 3 C(OO)(OH)CH 2 CH 3	1.77E+18	-2.219 0.0	1.65 10 14
	CH 3 COCH 2 CH 3 + OH = CH 3 COCHCH 3 + H 2 O	4.48E+12	0.0	562.4	1.69 10 14
	Rate expression:	in cm 3 , mol, cal, K, s units.	
	From Table 3, it can be seen that diffusion rate constants are high. Indeed, the effective rate
	constants are lowered by, at most 3% at 400 K, compared to rate constants without diffusion
	corrections. For example, k int,liq (400 K) and k diff (400K) of sec-C 4 H 9 + O 2 = sec-C 4 H 9 OO are,

respectively, 5.31 10 12 and 1.64 10 14 cm 3 mol -1 s -1 . These values lead to k eff (400 K) = 5.15 10 12 cm 3 mol -1 s -1 .

2.2.2. Initiations and β-scissions

In the conditions of low temperature of liquid-phase oxidation, only C-C β-scissions of butyl isomer radicals were considered. Via these reactions (R5-R6), n-butyl radical produces ethylene (C 2 H 4 ) and ethyl radical while sec-butyl radical forms propene (C 3 H 6 ) and methyl radical.

Table 4 : Comparison of k EXGAS (gas-phase rate constant of EXGAS) and k int,liq (calculated) of H-atom abstractions of n-butane by sec-butoxy radical (R26) and sec-butyl peroxide radical (R28). Reaction k EXGAS k int,liq

 4 rate constants generated by EXGAS. In the model, the rate constants of H-atom abstractions from n-butane by CH 3 O (R16), C 2 H 5 O (R22), producing sec-butyl radical, are based on analogies with R26 and those by CH 3 OO (R18), C 2 H 5 OO (R24), n-C 4 H 9 OO (R30) also yielding sec-butyl radical are based on analogies with R28.

		A	n	E a	Value at 400 K A	n	E a	Value at 400 K
	R26	2.90E+11 0.0	4500	1.01E+09	1.46E+10 0.0 3890	1.09E+08
	R28	6.00E+12 0.0	17500	1.64E+03	1.45E+12 0.0 17765 2.85E+02
			Rate expression:			in cm 3 , mol, cal, K, s units.

In the typical temperature range (300-500 K) of liquid-phase oxidation, the EXGAS rate constants of reactions R26 and R28 are about 10 and 4 times, respectively, higher than the corresponding calculated liquid rate constants. These factors 10 and 4 were used to correct gas-phase Another type of disproportionation, specific to condensed phases, was considered in the model: the self-termination reactions of sec-butyl peroxy radicals. As discussed by Mill et al.

[START_REF] Mill | Gas-and liquid-phase oxidations of butane[END_REF] 

, these reactions could happen in two ways, R32 producing sec-butoxy (sec-C 4 H 9 O) radical and O 2 or R33, also known as the Russell mechanism,

[START_REF] Russell | Deuterium-isotope effects in the autoxidation of aralkyl hydrocarbons. mechanism of the interaction of peroxy radicals1[END_REF] 

yielding sec-butanol (sec-Self-termination reactions of sec-butyl peroxy have been experimentally investigated by Howard et al.

[START_REF] Howard | The self-reaction of sec-alkylperoxy radicals: a kinetic electron spin resonance study[END_REF] 

The rate constant of the global reaction sec-C 4 H 9 OO + sec-C 4 H 9 OO

  [START_REF] El-Sayah | Comparison of the Effects of Different Biofuels on the Oxidation Stability of a Hydrocarbon Fuel[END_REF] x exp(-24041/RT) in cm[START_REF] Hazlett | Thermal oxidation stability of aviation turbine fuels[END_REF] , mol, cal, K, s. This rate constant deduced from experimental data reported in the review of Brandrup et al.[START_REF] Brandrup | Polymer handbook[END_REF] , which includes data for sec-C 4 H 9 OOH decomposition in toluene.

	sec-C 4 H 9 OOH = sec-C 4 H 9 O + OH	(R34)
	sec-C 4 H 9 O = C 2 H 5 + CH 3 CHO	(R35)

The decomposition of sec-C 4 H 9 OOH yields sec-butoxy radical (sec-C 4 H 9 O), which can decompose by β-scission to form C 2 H 5 radical and acetaldehyde (R35). The rate constant of this reaction, k = 1.10 x 10 12 x exp(-12811/RT) in cm

[START_REF] Hazlett | Thermal oxidation stability of aviation turbine fuels[END_REF] 

, mol, cal, K, s, was adapted from the experimental gas-phase rate constant measured by Falgayrac et al.

[START_REF] Falgayrac | Rate constants for the decomposition of 2-butoxy radicals and their reaction with NO and O 2[END_REF] 

The correction was based on the experimental profiles of specific minor products (ethanol, acetaldehyde) produced during liquid n-butane auto-oxidation.

[START_REF] Mill | Gas-and liquid-phase oxidations of butane[END_REF] 

Table 5

 5 Dissolved oxygen concentrations were calculated using computed Henry's law constant with COSMO-RS: at 100°C and 125°C, [O 2 ] ≈ 8 10 -6 mol/cm 3 .

summarizes the experimental conditions. For different experiments performed at the same temperature, initial concentrations of n-butane were held constant in the experiments.

Table 5 : Experimental conditions of n-butane autoxidation. 44

 5 

	Experiment #	T	[n-Butane]	[di-tert-Butyl peroxide]	Reaction time	Conversion of n-butane
		(K)	(mol/cm 3 )	(mol/cm 3 )	(min)	(%)
	1	373	8.12 x 10 -3	3.84 x 10 -5	284	0.07
	2	373	8.12 x 10 -3	2.25 x 10 -6	1124	0.07
	3	373	8.12 x 10 -3	4.18 x 10 -5	1439	0.13
	4	373	8.12 x 10 -3	6.32 x 10 -5	1462	0.32
	5	373	8.12 x 10 -3	6.59 x 10 -5	4339	0.95
	6	398	7.04 x 10 -3	2.91 x 10 -6	178	0.09
	7	398	7.04 x 10 -3	3.32 x 10 -5	178	0.66

  The main consumption fluxes of n-butane are H-atomabstractions by sec-butyl peroxy butane. The remaining consumption routes of this radical involve the self-termination reactions sec-C 4 H 9 OO + sec-C 4 H 9 OO that produce 2-butanol and butanone by the Russell mechanism, and sec-butoxy radicals. sec-Butyl hydroperoxide is a degenerate branching agent, which entirely decomposes into two radicals, sec-butoxy, and OH radicals. This reaction is the most important reaction governing the liquid-phase reactivity of n-butane as it transforms a neutral molecule into two reactive radicals. sec-Butanol is produced by both selftermination reactions of sec-butyl peroxide radical and H-atom abstraction of n-butane by secbutoxy radical. This alcohol is then oxidized into butanone by some successive reactions: Hatom abstractions, addition on O 2 , and elimination of HO 2 .

	(39.8%), sec-butoxy (24.7%), tert-butoxy (20.4%), n-butyl peroxy (5.4%) and OH (1.6%)
	radicals, all yielding sec-butyl radical. The latter radical solely forms sec-butyl peroxy radical
	(sec-C 4 H 9 OO) through addition on O 2 . Nearly half of the consumption flux of sec-butyl
	peroxy radical (42.4%) yields sec-butyl hydroperoxide via H-atom abstractions from n-

  ).The rate constant of the global reaction sec-C 4 H 9 OO + sec-C 4 H 9 OO Products was reported as k global = 1.00  10 12  exp(-2700/RT) in cm[START_REF] Hazlett | Thermal oxidation stability of aviation turbine fuels[END_REF] , mol, cal, K, s by Mill et al.[START_REF] Mill | Gas-and liquid-phase oxidations of butane[END_REF] or k global = 1.26 x 10 10 x exp(-1100/RT) by Furimsky et al.[START_REF] Kee | Chemkin-II: A Fortran chemical kinetics package for the analysis of gas-phase chemical kinetics[END_REF] . The uncertainty in the kinetic parameters of the termination of sec-C 4 H 9 OO is remarkable (a factor of 10) at low temperatures (100-125 °C), which requires further investigations. In our model, a rate constant k = 0.25  10 11  exp(-2700/RT) in cm[START_REF] Hazlett | Thermal oxidation stability of aviation turbine fuels[END_REF] , mol, cal, K, s was proposed for R32 and R33. This rate constant is close to the value reported by Furimsky et al.[START_REF] Kee | Chemkin-II: A Fortran chemical kinetics package for the analysis of gas-phase chemical kinetics[END_REF] at low temperatures (100-125 °C). It should be noted that the branching ratio defined as a = k R32 / k R33 has not been explicitly determined.Mill et al. 

	sec-C 4 H 9 OO + sec-C 4 H 9 OO sec-C 4 H 9 O + sec-C 4 H 9 O + O 2	(R32)
	sec-C 4 H 9 OO + sec-C 4 H 9 OO CH 3 COCH 2 CH 3 + sec-C 4 H 9 OH + O 2 (R33)

Table 6 : Rate constants of self-termination reactions (R32, R33) of sec-butyl peroxy corresponding to different branching ratio a = k R32 / k R33

 6 10 11  e -2700/RT 0.30  10 11  e -2700/RT 0.33  10 11  e -2700/RT k R33 0.3310 11  e -2700/RT 0.25  10 11  e -2700/RT 0.20 10 11  e -2700/RT 0.17  10 11  e -2700/RT

	a	0.5	1.0	1.5	2
	k R32	0.1710 11  e -2700/RT	0.25 		
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