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Abstract 12 

The milling of aluminum honeycomb structures represents today an important scientific and technical research 13 
topic for many industrial applications: aerospace, aeronautic, automotive, and naval. The difficulties encountered 14 
when milling this type of materials are linked to the small thickness of the walls constituting the honeycomb cells 15 
and the ductility of the material structure. The milling of cellular composite structures requires specific and 16 
rigorous tools. In the present work, a 3D numerical modeling of the milling process of aluminum honeycombs has 17 
been developed using Abaqus / Explicit software. The effect of milling parameters, such as the spindle speed, the 18 
tilt angle, and the depth of cut have been particularly investigated in  terms of cutting forces, surface integritu and 19 
chip morphology. To properly analyze and optimize the cutting process, experimental validation was done through 20 
milling tests with different cutting conditions. The comparison between numerical simulations and experimental 21 
tests shows that the three-dimensional model correctly reproduces the milling of this type of structure. 22 

Keywords   3D Modeling. Honeycomb structure. Aluminium 5056. Milling process   23 

 24 

1   Introduction  25 

The use of aluminum honeycomb core for sandwich structures has increased significantly these last years in several 26 
industrial sectors such as aerospace, naval, and automotive [1,2]. One of the most widely used materials for 27 
honeycomb cores is the aluminium 5056. This growing interest for these honeycomb materials is mainly due to 28 
their low density and better mass/stiffness/strength ratio than metal alloys or conventional composite materials, 29 
[3,4]. Nevertheless, their machining remains poorly controlled due to the complexity of the phenomena involved 30 
in the cutting zone [5]. During the removal of the material and due to the heterogeneity and the anisotropy of these 31 
materials, the cutting process can generate damages that will increase with the repetition of the solicitations 32 
imposed on the structure in service and eventually lead to its degradation. These damages are mainly wall 33 
deformation, delamination, and thermal degradation [6,7]. The machining operations of this material are various, 34 
in particular turning, drilling, and milling. During the machining of this type of structures, the premature wear of 35 
the cutting tools is mainly due to the transfer of material to the cutting face of the tool, which favors the formation 36 
of the added edge (modification of the edge's geometry bonding) [8]. The formation of the built-up edge directly 37 
affects the quality of the machined surface. This phenomenon of material transfer to the tool is also called 38 
‘phenomenon of bonding’. In general, to machine, a material in the best conditions, the classical experimental 39 
method is often used based on the tool-material pair. The systematic use of this approach is costly in terms of 40 
investment (experimental device to be set up), time of occupation of the machine.  However, once implemented, 41 
this approach provides results (cutting forces and cutter morphology, surface finish) rapidly. That also makes the 42 
experimental approach very expensive. For the understanding of the thermomechanical phenomena of cutting, this 43 
approach is not sufficient. Indeed, it does not give information on the local distribution (in the cutting zone) of the 44 
thermomechanical fields during cutting, data necessary for a more thorough study of the cutting process. Modeling 45 
and numerical simulation can be a fast, economical, and efficient way to reproduce the cutting process and to 46 
estimate the thermomechanical quantities characterizing the milling parameters of aluminum honeycomb 47 
structures. Several authors attributed the isotropic mechanical behavior to the shell element of aluminum 48 
honeycomb walls [9-12]. The mechanical and thermal characteristics of aluminum alloys require to use the well 49 
known Johnson-Cook viscoplastic behavior available in the literature [13,14]. Several authors have found a 50 
relation ship between the milling conditions, the morphology of the chips formed, the cutting forces and the quality 51 
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of the machined surface, this for different materials. Aydin et al. [15,16], studied the importance of ALE techniques 52 
to estimate more precisely cutting forces and chip morphology. They noticed that there is an important relation 53 
ship between mesh density, milling forces and chip segmentation.  For aluminum honeycombs, the damage to the 54 
structure during machining is different. The ductile behavior of the aluminum walls and the thin walls favor the 55 
appearance of burrs in the cells. According to the standards, a burr is defined as a rough residue of material left 56 
outside the ideal geometric shape of an outer edge either by machining or by the forming process [17]. This 57 
constitutes "Degradation of the material" according to the standard reference NF E81-010 [18]. Several numerical 58 
and experimental works have studied the influence of cutting conditions on the morphology of the cutting edges, 59 
the surface quality, and the cutting forces [19,20].  The main objective of this work is to model and simulate the 60 
process of chip formation during milling of 5056 aluminum honeycomb structures, focusing on the influence of 61 
cutting conditions on cutting forces and chip morphology. In the first step, a validation of the FE model is 62 
established through experimental tests. Then a parametric analysis was performed to highlight the influence of the 63 
cutting conditions on the machinability  of this type of structure.  64 
 65 
2    Implementation of the numerical simulation   66 

The aluminum honeycomb with a density of 49 kg/m3 has been chosen because it is the most often used 67 
configuration for aeronautical panels and an important industrial grade aluminium honeycomb due to its high 68 
mechanical performance. The geometric configuration of the 5056 aluminum honeycomb is characterised of by a 69 
thickness of 11 mm, a width of 25 mm, a length of 32 mm, and a cutting depth of 6mm (see Fig.1).  Table 1 shows 70 
the geometric characteristics of the aluminum honeycomb core.  71 

Table 1  Geometrical characteristics of honeycomb core 72 

 73 

 74 

 75 

Fig 1. Geometric characteristics of the Aluminum honeycomb core. 76 

The cutting tool for milling aluminum honeycomb is a combined tool consisting of two parts. The upper part has 77 
a diameter of 16 mm with 10 helices containing chip breakers and a lower part consisting of a conical tungsten 78 
carbide disc containing 55 teeth. The geometrical dimensions are shown in Fig. 2(a). 79 

 80 

Fig 2.  (a)- The CZ10 cutting tool used for milling the Aluminum honeycomb core. (b)- Milling conditions applied to the RP 81 
reference point of the cutting tool: N is the rotation speed and f is the feed rate. 82 

Density 
[Kg/m3] 

Cell size 
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49 3.2 0.06 120 
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3   Modelling of the cutting process 83 

3.1   Modelling set up 84 

Within the framework of milling of the structures in aluminum honeycomb 5056, a 3D modeling is set up using 85 
the FE numerical code Abaqus/Explicit in its version 6.17. The Lagrangian formulation takes into account the 86 
interaction between the cutting tool and the honeycomb structure. The tool is modeled as a rigid material, which 87 
means the non-attribution of mechanical and thermal properties to it. The feed rate f and the rotational speed N 88 
were applied at the level of the reference point where the  cutting forces are calculated.  Regarding the behavior of 89 
the cutting tool, it was considered as a rigid body in all simulations, (See Fig. 2(b)).  A tool location is provided in 90 
the honeycomb structure, respecting its geometry with a cutting depth of 6 mm. To reduce CPU calculation time. 91 
At the start of the simulation, we assigned a contact between the cutting tool and the structure to be machined, 92 
while respecting the specific geometry of the cutter and the serrated blade. The boundary conditions are chosen 93 
according to the experimental protocol performed. To avoid the sliding, the structure is embeded.  Moreover, the 94 
movement of the workpiece is canceled along the two directions X and Y (Fig. 3).     95 

 96 

Fig 3.   Boundary conditions used for the finite element model. 97 

The aluminum honeycomb core is meshed using conventional 4-node shell elements with reduced integration of 98 
type S4R, while the cutting tool is meshed by rigid quadrangular elements of type R3D4 (Fig. 4).  99 

 100 

Fig 4.  Mesh used in the EF model. The directions of the cutting forces Fx, Fy and Fz are defined according to the direction 101 
of axes X, Y and Z. 102 

3.2   Johnson-Cook type behavior model  103 

The aluminum honeycomb is made of 5056 aluminum sheets, and they are represented as shell elements during 104 
the simulation. The aluminum 5056 sheets are homogeneous with a mechanical behavior similar to that of bulk 105 
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aluminum. Generally, aluminum is modeled by a thermo-visco-plastic law given by JohnsonCook Eq. (1). This 106 
model is decomposed into three parts representing the effect of strain hardening, the effect of the strain rate (effect 107 
of viscosity), and thermal softening. It is represented by the following law [13,21,22]: 108 

         𝜎 = [𝐴 + 𝐵𝜀̅ ][1 + 𝐶𝑙𝑛(
̇

̇
)] [1- ( ) ]                              (1) 109 

with A, B, n, C, and m as constants of the machined material to be determined experimentally. 𝜀 ̇    is the reference 110 
strain rate. Tf and T0 are the melting and reference temperatures, respectively. 111 

Table 2 summarizes the various mechanical properties of 5056 aluminum attributed to the honeycomb walls [13]. 112 

Parameters Properties              Value 
Reference density (g/cm3) 2.78000E+00  
Bulk modulus (kPa) 7.90600E+07  
Reference temperature (K) 3.00000E+02  
Specific heat (J/kg K) 8.75000E+02  
Shear modulus (kPa) 2.76000E+07  
Yield stress (kPa) 1.40000E+05  
Hardening constant (kPa) 4.26000E+05  
Hardening exponent 3.40000E−01  
Strain rate constant 1.50000E−02  
Thermal softening exponent 1.00000E+00  
Melting temperature (K) 6.83000E+02  
Ref. strain rate (/s) 1.00000E+00  
Strain rate correction 1st Order 
Plastic strain 0.03500E+00  

 113 

The J-C thermo-viscoplastic model given by Eq. (1) is used to reproduce the workpiece's behavior. To take into 114 
account the drop in stress after a certain value of plastic deformation, the JC damage law (JCD)  given by Eq. (2), 115 
is defined. The use of this damage law is intended to allow the simulation of the chip formation as well as its 116 
scalloping and fragmentation. A failure is initiated in the material once the parameter DJC is equal to 1 (initiation 117 
of damage). 118 

                 𝜀 = [𝑑 + 𝑑 𝜀[ ]] [1+𝑑 𝑙𝑛(
̇

̇
)] [1- 𝑑 ( )]                                         (2) 119 

with d1, d2, d3, d4, and d5, the damage parameters of the Johnson-Cook model associated with the machined 120 
material.  121 

3.3   Tool–Workmaterial interface behaviour (interface friction law) 122 

The behavior at the tool/chip interface is the one that governs the chip formation process. It represents the scientific 123 
lock for the modeling of metal cutting. The tool/chip contact is not yet mastered from point of view of modeling. 124 
Because it is influenced by several factors, including temperature, contact pressure, local sliding speed, and the 125 
behavior of the workpiece and the cutting tool materials. To properly estimate cutting forces and chip morphology, 126 
it is essential to understand the friction process between the cutting tool and the workpiece Various friction laws 127 
have been proposed in order to simulate the behavior of matter at the interface chip tool. It has been shown in 128 
studies [23] that the Coulomb law is among the most suitable models to describe tool-chip contact in machining. 129 
In this work, the friction at the tool-part interface is modeled by Coulomb's law  (see Eq. (3)). The following 130 
relation ship relates the normal σn and tangential τf frictional stresses:  131 

   τ =  
𝜇 σ                         if  𝜇 σ ≺ τ         

        τ                        if 𝜇 σ ≥ 𝜏                 
                                 (3) 132 

Where μ is the friction coefficient and τmax is the limit shear stress. 133 

We note that the coefficient of friction adequate to correctly reproduce the experimental trends is μ = 0.22.  134 

The greatest source of variation in energy consumed during machining is the cutting force. This makes it a 135 
reasonable choice as a criterion for cutting performance. Therefore, knowing the characteristics and variables that 136 
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influence the cutting force is essential. As part of our work, depending on our objectives, we need to know the 137 
overall cutting force which can be calculated by the following formula [24]: 138 

                                   𝐹𝐴𝑣𝑔 = 𝐹 + 𝐹 + 𝐹                                                                    (4) 139 

4   Results and discussion  140 

4.1  Mesh size study  141 

The choice of the mesh size is essential in numerical simulation. This is mainly due to its direct influence on the 142 
reliability of the obtained results and the CPU computation time. In the case of the refined mesh, the FE formulation 143 
with full integration generates a longer calculation time but gives robust results. On the contrary, in the case of the 144 
coarse mesh, the computation time is reduced but  the calculation gives not accurate results. That is why, in each 145 
study it is necessary to find the best compromise between the chosen mesh size, the computing CPU time, and the 146 
accuracy of the calculated results. In this section, the effect of the mesh size on the cutting forces during the 147 
simulation of the milling of aluminum honeycomb structures is investigated. The cutting conditions used are 148 
presented below.  Eight numerical simulations with a mesh size between 0.2-0.9 mm were performed. The cutting 149 
forces in the eight cases are plotted in Figs. 5 and 6 and compared to each other.   150 

 151 

Fig 5.   Evolutions of the cutting force components, Fx and Fy  for f = 3000 mm /min, N= 23000 rpm, depth of cut ap= 6mm. 152 
The directions of the cutting forces Fx, Fy and Fz are defined according to the direction of axes X, Y and Z as shown in 153 

Figure 4. 154 

 155 

Fig 6.   Evolutions of the cutting force components, Fz and FAvg for f = 3000 mm /min, N= 23000 rpm, depth of cut ap= 6mm. 156 
The directions of the cutting forces Fx, Fy and Fz are defined according to the direction of axes X, Y and Z as shown in 157 

Figure 4. 158 



6 
 

It has been found that the components of the cutting force Fx, Fy and Fz are not stable between the mesh size 0.7 159 
and 0.9 mm, so that the forces decrease between 0.7 and 0.8 mm and then increase between 0.7 and 0.9 mm. This 160 
disagreement is explained by the strong dependence on the force of the elastic return of the walls at the level of 161 
the flank face. Thus, when the element reaches the breaking point, it is removed. This removal is accompanied by 162 
a loss of contact between the material and the cutting tool, which reduces the cutting forces. Indeed, the elastic 163 
return of the uncut walls causes resistance in the opposite direction of rotation of the tool and therefore in reality 164 
generates an increase in the cutting force. The obtained results shows a stabilization of the cutting forces and their 165 
components when the mesh size varies between 0.2 and 0.6 mm. In addition, small mesh elements notably have a 166 
lower ability to "resist" deformation. Therefore, mesh distortion problems are likely to occur more quickly, thus 167 
causing calculations to stop.  Therefore, we have adopted a mesh size compatible with reasonable accuracy and 168 
efficiency. The mesh size that has been chosen in the Abaqus library (about 0.5mm) must be reconsidered (0.2 169 
mm) to meet the best compromise. 170 

4.2   Effect of the rotation speed on the cutting forces 171 

It is well known that cutting speeds generate fluctuations in cutting force, chips morphology, and generated surface 172 
quality [25,26]. To highlight the effect of the rotation speed on cutting forces, a comparison between the numerical 173 
and experimental cutting forces is carried out [27]. The numerical simulations were performed with four rotation 174 
speeds (2000, 10000, 15000, and 23000 rpm) and a feed rate of 3000 mm/min. A location the tool is also provided 175 
in the honeycomb structure respecting its geometry with a cutting depth of 6 mm. The tool chosen for this 176 
simulation is the combined tool given its behavior characterized during the experimental phase (see Fig. 2). For 177 
each simulation, the first phase of penetration of the tool in the material is neglected. The numerical simulations 178 
were carried out during 0.04 s, which represents a milling path of 2 mm. The obtained results are shown in Fig. 7 179 
and Fig. 8. 180 

 181 

Fig 7.  Evolutions of components Fx and Fy. 182 

 183 

Fig 8.  Evolutions of components Fx and Fy. 184 
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The obtained results by the  numerical simulations generally follow the experimental course of the cutting force 185 
components, the latter decrease with the increase of the rotation speed (spindle speed N). The cutting forces are 186 
important for low rotation speeds. This is due to the accumulation of walls in front of the upper part of the cutting 187 
tool. This accumulation occurs because of the elastoplastic properties of the aluminum. The elastoplastic behavior 188 
ensured by Johnson-Cook's law means that this accumulation persists because of the plastic deformation of the 189 
walls before reaching failure. The small contact between the tooth of the tool and the honeycomb wall as well as 190 
the alveolar geometry which allows better heat dissipation. Thus the importance of thermal softening on the 191 
behavior of the material.  The results obtained by the numerical simulation generally follow the experimental shape 192 
of the components Fx and Fz of the cutting force. On the contrary,The Fy component is not compatible with the 193 
experimental results due to removing the damaged elements and the loss of contact with the cutting tool. By 194 
comparing the components of the cutting force predicted during milling of the Nomex structure (composite 195 
material) and this under the same cutting conditions indicated above, the component Fz is not important but rather 196 
the components Fx and Fy [28].  This can be explained by the effect of the geometry of the tool, which has teeth at 197 
the level of the cutting edge, and the behavior of the Nomex structure, which is characterized by out-of-plane 198 
resistance. Finally, numerical modeling represents a good prediction overall in terms of cutting forces. 199 

4.3   Effect of cutting depth on cutting forces and cutter morphology  200 

The most influential parameters on machining are the cutting forces and depth of cut, regardless of the material 201 
being machined [29,30]. In this sense, it has been shown that the machining forces increase with increasing the 202 
depth of cut ap. In this paragraph, a numerical study has been carried out to verify the effect of the depth of cut ap 203 
on the cutting forces and the size of the chip when milling aluminum honeycomb structures. Indeed, a series of 204 
simulations were made under the same milling conditions mentioned below. The numerical simulations were 205 
performed during 0.04 s, which represents a milling path of 2 mm. Only the cutting depth ap was varied. The depths 206 
of cut examined are 2, 6, 12 mm. The calculated results are shown in Fig. 9. 207 

 208 

Fig 9.  Evolutions of the cutting force components, Fx, Fy, Fz and FAvg  for f = 3000 mm /min, N=2000 rpm. 209 

Nevertheless, it can be noted that the cutting force strongly increases with the depth of cut for all the simulations 210 
involved. The cutting forces vary significantly when the cutting depth increases from 2 to 12mm so that the cutting 211 
force and its components are approximately tripled.  This is consistent with the findings in the literature of Wang 212 
et al. et Jenarthanan et al. [24,31]. Regarding the chip size, the three-dimensional numerical model allowed us to 213 
visualize the chip morphology for each of the tested conditions resulting from the milling of the aluminum 214 
honeycomb structures. Figs. 10, 11, and 12 show the evolution of the chip size as a function of the cutting depth 215 
ap. It can be seen that the cutting depth strongly impacts the chip size. Indeed, the latter increases with the increase 216 
of the depth of cut. These trends can obviously be explained by the fact that at a greater depth of cut, a greater 217 
volume of material is machined, hence an increase in the cutting force can be immediately observed, [32,33]. 218 
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 219 

Fig 10. Effect of the cutting depth on the morphology of obtained chips: f = 3000mm / min, 2000 rpm, ap = 2mm. 220 

 221 

Fig 11.   Effect of the cutting depth on the morphology of chips: f = 3000mm / min, N= 2000 rpm, ap = 6mm. 222 

 223 

Fig 12. Effect of the cutting depth on the morphology of chips: f = 3000mm / min, N= 2000 rpm, ap = 12 mm. 224 

4.4   Influence of the tool tilt angle on the cutting forces   225 
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We propose to determine the most favorable tilt of the cutting tool concerning the surface of the part.  In order to 226 
minimize vibration and maximum force values, seek surface quality performance and limit cutting tool wear, a 227 
numerical study was conducted to verify the effect of the tilt angle on the cutting forces. Four tilt angles were 228 
studied 0°, 5°, 10°, and 15°.  The used cutting conditions are presented below. The milling time is about 0.04 s, 229 
which represents a milling distance of  2mm. The obtained  results are shown in Figs. 13 and 14.  230 

 231 

Fig 13.  Evolutions of components, Fx and Fy for f = 3000 mm /min, N=15000 rpm, depth of cut ap= 6 mm. 232 

 233 

Fig 14.  Evolutions of components, Fx and Fy for f = 3000 mm /min, N=15000rpm, depth of cut ap= 6 mm. 234 

According to the obtained results, we found a slight variation of the cutting forces with the increase in the tilt angle 235 
taken between 0° and 5°.  This trend is also found for all the simulations performed. However, the cutting force 236 
and its components are approximately tripled when the cutting angle increases from 5° to 15°. Also, it should be 237 
noted that the Fz component is not important but rather the Fy and Fz components. This is explained by the tool 238 
geometry and the elastoplastic behavior of aluminum 5056.  Finally, the high angle cutting tool generates higher 239 
cutting forces than those found with the 0° cutting angle, so the wear of the cutting tool is premature for high tilt 240 
angles.  In this regard, close correlations in the form of third order polynomials are formulated and developed from 241 
the results of Figs 13 and 14. It is important to emphasize that these correlations are only applicable to the 242 
machining conditions indicated above. 243 

Fx = 0,0063 α 3 - 0,0972 α 2 + 0,6903 α + 5,1                                   and            R² = 1                               (5) 244 

Fy = -0,0061 α 3 + 0,2168 α 2 - 0,7563 α + 5,7                                  and            R² = 1                               (6) 245 

Fz = -0,0302 α 3 + 0,7188 α 2 - 3,3607 α + 5,05                                and            R² = 1                               (7) 246 

FAvg = -0,0154 α 3 + 0,4358 α 2 - 1,659 α + 9,16                               and            R² = 1                               (8) 247 

R²  represent the coefficient of determination, α  represents the tilt angle.   248 
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4.5    Effect of rotation speed on the chip morphology 249 

During a milling operation, the chip formation mechanism involves strong interactions between the cutting tool 250 
and the structure to be machined. The material behavior law directly impacts the formation of chips, the geometry 251 
of the cutting tool, and the used cutting conditions [25]. In practice, the chip formation process is still very difficult 252 
to visualize. However, numerical modeling by 3D finite elements facilitates the visualization of the different stages 253 
of the chip formation process. In this paragraph, a numerical study was performed to investigate the influence of 254 
rotation speed on the morphology of the generated chips. Two rotation speeds were examined, N = 2000 rpm and 255 
23000 rpm, with a feed rate of 3000 mm/min. The milling operation time is 0.04 s which represents a 2 mm gap. 256 
Figs. 15 and 16 show the accumulation of the material in front of the cutting tool according to the milling conditions 257 
proposed above.   258 

 259 

Fig 15. Accumulation of material in front of the cutting tool, cutting conditions: f = 3000 mm / min, N = 2000 rpm. 260 

 261 

Fig 16. Accumulation of material in front of the cutting tool, cutting conditions: f = 3000 mm/min, N = 23000 rpm.  262 

The difference in diameters between the two components of the cutting tool (Hogger + serrated blade) means that 263 
the cutting of the honeycomb structure is done in several stages. The first element (serrated blade) that is in contact 264 
with the walls of the honeycomb. The latter begins by cutting the walls by turning and advancing the material. 265 
Thus, the cutting and separation of the wall elements is done by damage and friction. The advancement and rotation 266 
of the tool causes the stresses to increase in the walls elements. At each increment, the failure criteria are checked 267 
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if they are met, damaged elements are removed to form the chip. In the next step, the detached walls of the structure 268 
float on the upper face of the serrated blade until they reach the shredder (Hogger). Thus, the shredder, through 269 
these 10 propellers, cuts these walls into several pieces. The role of this shredder is to shred the walls and thus free 270 
the passage of the tool to advance through the material. As with composite materials (eg Nomex), this accumulation 271 
of material has an influence on the cutting forces and on the shape of the chips generated [25]. The figs. 15 and 16 272 
show the build-up of material in front of the cutting tool for two cutting conditions.  The condition f=3000 mm/min, 273 
N= 2000 rpm show the greatest accumulation of material in front of the shredder, which will decreases by 274 
increasing the rotation speed to 23000 rpm. The elastoplastic behavior provided by the Johnson-Cook law makes 275 
this accumulation persist because of the plastic deformation of walls before reaching the rupture point. This 276 
elastoplastic behavior also generates the phenomenon of bending of the walls because of the ductility of aluminum 277 
and its capacity to deform plastically. This bending phenomenon is reproduced in the numerical simulations carried 278 
out for all the used cutting conditions. It is essentially caused by the ductile behavior of  the aluminum walls and 279 
by the geometric characteristics of the honeycomb. Jaafar et al. made the same conclusion in their experimental 280 
studies [27].            281 

5    Conclusion  282 

Thanks to a 3D finite element model based on the Lagrangian approach, the effect of cutting conditions on cutting 283 
forces and chip morphology was fully analysed when milling aluminum honeycomb structures. The developed 284 
model takes into account the complex interactions between the alveolar cells and the geometry of the cutting tool.  285 
First of all, the appropriate mesh size has been chosen respecting the good compromise between the CPU 286 
calculation time and the reliability of the calculated results. Thus the size of the mesh retained in this work is about 287 
0.2mm. The validation of the model was carried out by comparing the cutting force and its components resulting 288 
from the numerical simulation with the results obtained experimentally. The convergence was noticed between the 289 
cutting forces calculated numerically and the results obtained experimentally, so that the cutting forces decrease 290 
with high spindle speeds. Thus, the numerical model is more profitable and efficient. The proposed numerical 291 
model allows us to verify the influence of the depth of cut on the cutting forces and the morphology of the generated 292 
chip. From this work, the following conclusions can be drown : 293 

 The cuting forces and the depth of cut has a direct influence on the chip size, so that these qantities 294 
increase with the depth of cut. 295 

 The three-dimensional model allowed us to study the influence of the tool tilt on the components of the 296 
cutting forces. The cutting forces are important for large tilt angles. Thus, it has been shown that it is 297 
possible to avoid negative effects and improve the cutting force results by decreasing the tilt angle and 298 
avoiding the tool wear.  299 

 The influence of the  spendle speed on the accumulation of the material in front of the cutting tool was 300 
clearley established. The obtained results allow to conclude that the rotation speed influences the 301 
morphology of the chip so that the low rotation speeds generate a more important accumulation and vice 302 
versa.  303 

 The results in terms of cutting forces, chip morphology, surface quality and their dependance on the 304 
cutting conditions make it possible to determine the range of validity of the cutting tool. This process, 305 
called the tool-material pair, allows a correct operating area of the tool to be defined.  306 

 The study of the variation of the cutting forces as a function of machining conditions allows to give a 307 
relevant information on the surface quality and chip morphology 308 

 From an industrial point of view, the optimisation of machining operations needs long and very expensive 309 
experiments to test different configurations. The proposed 3D modelling can then be a very useful and 310 
helpful tool to run numerical simulations for different test plans in a short time and with low cost.  311 
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