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Abstract 

This paper addresses the relationship between structural and electromagnetic (EM) 

properties of model vitreous carbon foams, i.e., presenting different porous structures in terms 

of bulk density, cell size and connectivity, while having the same composition and the same 

carbon texture. EM properties were investigated over a wide frequency range, from 20 Hz up 

to 250 THz. The bulk density is the main parameter controlling the EM behaviour up to  50 

GHz, as no change was found by varying other structural parameters such as cell size or 

interconnectivity in such frequency range. At low frequency, foams behave similarly to 

metals and, when the density increases, the reflection increases and the absorption decreases. 

The behaviour changes above  50 GHz, absorption becoming the main mechanism. For 

cellular foams, transmission and reflection tend to be negligible in the infrared region, and 

behave like black bodies. However, reticulated foams present non-negligible transmission that 

increases with cell size. Resonance phenomena were observed for reticulated foams between 

about 0.2 and 3 THz. A simple model considering the fundamental mode TE10 of a 

rectangular waveguide whose largest dimension was the average cell diameter was proposed 

to predict minima and maxima of these resonances. 
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1. Introduction 

This article is part of a large experimental study dealing with the physical properties of 

model vitreous carbon foams as a function of their porous structure. These materials are all 

made of the same vitreous carbon as evidenced in [1], and present very different bulk 

densities and cell sizes which are not correlated with each other. These special features allow 

for the first time accurate studies of physical properties of carbon foams as a function of their 

porous structure, hence the name “model foams” they were given. Mechanical and acoustic 

properties were already analysed in [2] and [3], respectively. Since these foams are made of 

vitreous carbon, they are electrically conducting. The electromagnetic (EM) properties of 

those carbon foams with very different structures were then thoroughly investigated here, in a 

very broad frequency range. 

Details of the preparation and of the in-depth physicochemical and structural 

characterisation of the present model vitreous carbon foams have been extensively given in 

our former papers [1,2]. In the latter, more than 62 kinds of carbon foams, obtained through 

the preparation of 16 different types of formulations, were presented. Most of them were 

cellular vitreous carbon (CVC) foams, i.e., presenting more or less spherical cells connected 

with each other through more or less open (i.e., perforated) cell walls. In the following, such 

openings between cells are called “windows” (see Fig. 1). In addition, other carbon foams 

were prepared by resin templating of polyurethane foams, and were therefore called 

reticulated vitreous carbon (RVC) foams. Examples of CVC and RVC foams are presented in 

Fig. 2, in which the difference of porous structure can be easily seen. 

 

 

 



4 

  

Fig. 1. Schematic structure of a reticulated carbon foam, emphasising the difference between 

cells and windows (i.e., holes connecting the cells). 

 

      

Fig. 2. Typical SEM pictures of: (a) CVC foam (formulation PPPT; density 0.094 g cm
-3

), and 

(b) RVC foam (formulation RT, density 0.043 g cm
-3

). 

Several studies have been published about EM properties of porous media and foams [4–

18]. This is a rather recent topic, and the interest is growing due to the exponential use of 

electronics in our everyday life. Indeed, materials such as carbon foams can be used for 

electromagnetic interference (EMI) shielding, either for protecting instruments from 

interferences that may come from outdoor, or for avoiding electromagnetic emissions from 

electric appliances. Composites mainly based on carbon nanotubes in a polymer matrix are 

widely studied for this type of applications, but carbon foams were found to have much higher 

Window 

Cell 

2 mm 2 mm 

(a) (b) 
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conductivities [5], strong EMI shielding in the microwave range, and high dielectric losses in 

the radiofrequency range [10,11,13]. Various studies also showed that the EM properties of 

these carbon foams can be optimised by modifying their structure [5,13]. 

In [4-6], tannin-based carbon foams of different densities (and cell sizes) were analysed 

from 20 Hz to 37 GHz. In the following, those materials were called “standard CVC foams”; 

their cell size increased when the bulk density decreased [19,20], just as in most other rigid 

foams. Their properties were compared with those of the present model carbon foams, i.e., having 

controlled cell size at a given density, or vice-versa, unlike the former “standard CVC foams”. 

For standard CVC foams, both dielectric permittivity [4,6] and electrical conductivity 

[4,21] in the quasi-static regime were high and increased with bulk density according to 

power laws. Significant electromagnetic interference shielding efficiency (EMI SE) was also 

found at microwave frequencies for all produced samples, and EMI shielding was shown to 

increase with density (which was always correlated with the decrease of cell size for these 

foams). The DC conductivity, analysed between -248 and +227°C, decreased with 

temperature according to Mott’s law during cooling but the carbon foams still remained 

opaque to the microwave radiations. Moreover, it was shown [8] that two approaches can be 

used to model the EM properties of these foams in the microwave range, either based on a 

homogenisation procedure and considering the foam as a single layer of homogeneous 

conductive material, or considering the carbon foam as an analogue of photonic crystal with 

dielectric losses. 

The EM properties of carbon foams can be controlled mainly through their density (or 

porosity) and the nature of the constituting carbon. The cell size, which is small compared to 

the wavelength in the microwave domain, does not seem to have any noticeable effect 

according to [12], but because density and cell size were always correlated with each other so 
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far, this finding should be confirmed. The EM properties of carbon foams can also be further 

improved by other methods such as filling the cells with CNTs – polymer composite [15] or 

by impregnation / deposition of magnetic or dielectric nanoparticles on the surface of the cells 

[22]. Finally, it should be noticed that carbon foams are already used in applications such as 

high-temperature insulation for aerospace vehicles where EMI shielding is also of great 

interest [16]. 

Thus, so far, the influences of bulk density, cell size and connectivity on the EM 

properties of carbon foams have never been investigated separately. The present work is thus 

devoted to the analysis of the EM properties of CVC and RVC foams, presenting various 

structures especially in terms of bulk densities and cells sizes. For that purpose, the evolution 

of the properties of those foams was analysed over the broadest frequency range ever 

investigated: from quasi-static (20 Hz) to microwave, terahertz and near-infrared frequencies. 

 

2. Materials and methods 

2.1 Materials 

As explained in the introduction, the CVC foams investigated here were thoroughly 

described in a previous paper in terms of synthesis protocol, average cell size, bulk density 

and vitreous carbon texture [1]. All CVC foams were prepared by carbonisation at 900°C of 

phenolic-furanic rigid foams whose formulations, detailed in [1], were called STD, PEG, 

TRITON, PLURO, PMDI, T1, T2, T3P, T3DE, T4, TW, PPPT and SF. The bulk densities 

and the cell sizes of these new materials could be tuned by using various amounts of blowing 

agent in the formulation of the organic precursor foams. As a result, samples presenting either 

different cell sizes for a same average bulk density, or a same average cell size for different 

bulk densities, were successfully produced. 
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One formulation called RT, however, led to carbon foams whose porous structure is only 

based on struts, i.e., without cell walls (see again Fig. 2). Since the carbon source was again 

phenolic-furanic resin, and because this material was pyrolysed at the same temperature of 

900°C as before, it is a reticulated vitreous carbon (RVC) foam. In addition, other RVC foams 

were also prepared from polyurethane foams used as templates, by hydrothermal 

impregnation of resorcinol-formaldehyde resin followed by carbonisation as described in [2]. 

The foams prepared from templates having 30 to 80 pores per inch were called TRF and had 

very similar bulk densities ranging from 0.029 to 0.035 g cm
-3

 but cells of average diameters 

ranging from 2070 to 738 µm, respectively. In the present study, RVC foams were also 

prepared with the same templates but impregnated with a resin derived from furfuryl alcohol 

in order to get smaller cell sizes. This technique was already used in [23] to impregnate 

compressed expanded graphite. These new foams having 30, 45, 60 or 80 pores per inch were 

called TAF and had very similar bulk densities ranging from 0.031 to 0.036 g cm
-3

 but 

average cells diameters of 1271, 795, 582, 489 µm, respectively (see Fig. 3). 

   

Fig. 3. Reticulated vitreous carbon foams (TAF formulation) derived from polyurethane 

templates having initially: (a) 30 pores per inch, and (b) 80 pores per inch. 

(a) (b) 
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Since most details about carbon foams structure were abundantly given and discussed in 

our former works [1,2,3], the reader is invited to refer to them. However, it is important to 

recall here some key data that are relevant to the present study and that will be required in 

Section 3. Such data, summarising sample name and corresponding average bulk density, 

overall porosity and average cell size, are gathered in Table 1. 

 

Table 1. Main structural features of carbon foams analysed herein. The samples marked by a 

star are those having very different bulk densities but rather similar average cell sizes. 

Foam’s 

nature 

Type of 

formulation 

Bulk density      

(g cm
-3

) 

Overall porosity 

(%) 

Average cell 

size (µm) 

C
V

C
 

PEG * 0.333 83.2 152 

PEG 0.187 90.6 293 

TRITON 0.158 92.0 296 

PLURO * 0.269 86.4 161 

PLURO * 0.140 92.9 212 

T2 * 0.129 93.5 112 

T2 * 0.088 95.6 186 

TW * 0.044 97.8 164 

T3P * 0.036 98.2 167 

R
V

C
 

RT 0.047 97.6 779 

TRF 0.025 98.7 974 

TAF 0.031 98.4 489 

TAF 0.033 98.3 582 

TAF 0.036 98.2 795 

TAF 0.035 98.2 1271 

 

2.2 Low-frequency measurements 

The relative permittivity and the electrical conductivity were determined at low 

frequency, between 20 Hz and 1 MHz, with the Hewlett-Packard 4284A LCR-meter shown in 

Fig. S1 of the Electronic Supplementary Information. The method is based on the use of 
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equivalent electrical circuits. Selecting one of these allowed measuring capacitance C and loss 

tangent δ, from which the complex relative permittivity could be calculated by application of 

the plane capacitor formulae [24]: 

   
         

     
           (1) 

     
               

     
         (2) 

where Cs and tg δs are capacitance and loss tangent of the device with the sample under 

study, C0 and tg δ0 are the same for the sample-free device,  and As are thickness and area of 

the sample, respectively, and ε0 is the dielectric permittivity of vacuum. The electrical 

conductivity σ’ was therefore calculated as: 

σ’ = ε’ tg δ ε0 ω          (3) 

A second circuit of the LCR-meter, when selected, allowed determining the complex 

impedance Z∗ = X’ + jX”, where X’ and X” are real and imaginary parts of Z∗, respectively. 

The electrical conductivity thus reads: 

   
 

   
 

  
           (4) 

Whether calculated from Eq. (3) or (4), we checked that the values of the electrical 

conductivity were always similar within less than 1 %. 

2.3 Microwave-frequency measurements 

Carbon foams’ properties in the microwave domain were investigated by using three 

different waveguide devices of rectangular cross-sections 23  10 mm², 7.2  3.4 mm² (see 

Fig. S2 of the Electronic Supplementary Information), and 2  4.3 mm² for measurements in 

X-band (8-12 GHz), Ka-band (26-38 GHz) and partially in V-band (40-53 GHz), respectively. 

An Elmika 2400 scalar network analyser was then used for determining the scalar scattering 
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parameters S21 (i.e., transmitted / input signal) and S11 (i.e., reflected / input signal). The 

power stabilisation was provided at the level of 7.0 mW ± 10 μW in the measurable EM 

attenuation range from 0 to 40 dB. 

Rectangular samples in the shape of plates filling the cross-section of the waveguide 

allowed obtaining the coefficients of absorption, reflection and transmission: A, R and T, 

respectively. The complex dielectric permittivity was calculated according to the standard 

procedure described in [24]. Also, for the determination of dielectric properties, another more 

precise method was used [25]. According to the latter, rod-like samples such as the one shown 

in Fig. S2, having a diameter of about 1 mm, were used and placed at the centre of the 

waveguide with their axis parallel to the electric field vector. All samples were glued with 

silver paint to the sample holder. The dielectric properties of carbon foams investigated this 

way were then obtained by application of a modified Newton optimisation algorithm based on 

the waveguide formalism (see [24] for details). 

2.4 IR and THz measurements 

The electromagnetic properties of carbon foams were analysed at infrared frequencies by 

FT-IR spectroscopy in reflection and transmission using a Bruker Vertex 80v device working 

between 1.5 and 250 THz (i.e., corresponding to wavelengths in the range 1.2 – 200 µm), see 

Fig. S3(a) of the Electronic Supplementary Information. The range between microwave and 

infrared (IR) frequencies was studied with a time-domain THz spectrometer EKSLPA T-

SPEC with a femtosecond laser (wavelength 1 µm, pulse duration less than 150 fs) and a 

photoconductive GaBiAs switch used as transmitter and detector from 100 GHz to 3 THz 

(quasi-optical method), see Fig. S3(b).  

In order to investigate the mechanisms of transmission losses by absorption or reflection, 

experiments were carried out in reflection on eight different CVC foams using the Diffuse 
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Reflectance EasiDiff Pike accessory of the FT-IR spectrometer in the range 1.5 – 20 THz (see 

Fig. S3(c) of the Electronic Supplementary Information). During these tests, the incident 

radiation was reflected on the surface of the sample placed at the centre of a cavity. The latter 

is a reflection chamber generally used for powders and collecting all the signals reflected in 

various directions. It is noteworthy that this technique is not affected by the thickness of the 

sample, so that the samples already tested for transmission could be reused. 

 

3. Results and discussion 

3.1. Influence of bulk density 

Carbon foams having very different densities, i.e., having different overall porosities, but 

rather similar average cell diameters (see the foams indicated by a star in Table 1) were 

analysed at low frequency (20 Hz – 1 MHz) and in the microwave range in the form of either 

small rods (for dielectric properties in the X-band) or plates (for coefficients R, T and A in the 

Ka-band). 

3.1.1. Impact of bulk density on dielectric properties 

The relative permittivity and the electrical conductivity of the carbon foams are shown in 

Fig. 4 as a function of bulk density. The permittivities and conductivities measured at 8.64 

GHz increased from 12 to 70 and from 13 to 24 S m
-1

, respectively, when the density 

increased from 0.036 to 0.333 g cm
-3

. The conductivities were almost identical to those found 

at the same frequency for standard CVC foams described elsewhere [4], which indeed varied 

from 13 to 18 S m
-1

 for densities ranging from 0.048 to 0.114 g cm
-3

. 
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In the static regime, the permittivity and the conductivity: 1  10
5
 < ɛ’ < 6  10

5
 and 4 < σ 

< 58 S m
-1

, respectively, were somewhat lower than the values reported earlier for standard 

CVC foams in [4]. 

 

Fig. 4. (a) Dielectric permittivity and (b) electrical conductivity of the CVC foams marked 

with a star in Table 1, at different frequencies and as a function of relative density. The curves 

are fits of Eqs. (5) and (6) to the data of (a) and (b), respectively. 

In a similar way to what was done in [4], power laws correctly fitted the results. The two 

corresponding exponents t and s were thus obtained by adjusting equations (5) and (6) to the 

experimental data found in the static regime and in the microwave domain (see Table 2): 

ε’ ~ ( / 1.98)
s
 ~   

 
         (5) 

σ’ ~ ( / 1.98)
t
 ~   

 
         (6) 

where  (g cm
-3

) is the bulk density of CVC foams, 1.98 (g cm
-3

) is their skeletal density (see 

[1]), and dr (dimensionless) is the relative density. 

(a) (b) 
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Table 2. Exponents t and s corresponding to the fits of equations (5) and (6) to the data of Fig. 

4(a) and 4(b), respectively, and to the data of Fig. 6(a) and 6(b), respectively. 

Carbon foams Frequency t s 

CVC foams with similar cell sizes but 

different densities 

129 HZ 0.53 0.80 

8.64 GHZ 0.72 0.25 

CVC and RVC foams having various 

porous structures and densities 

8.64 GHZ 0.81 0.31 

26 GHZ 0.73 0.41 

 

Except for the parameter t at 129 Hz, the values determined here were similar to those 

previously found for standard CVC foams [4]. The lower value found for t can be explained 

by the adjustment carried out over a range of densities more than twice larger than before. 

Indeed, the materials with the highest density (0.333 g cm
-3

) are closer to porous solids than to 

true foams, i.e., are not so close to the percolation threshold and thus might be out of the 

range of applicability of Eq. (6). The similarity of all other values with those reported for 

standard CVC foams seems to indicate that cell size has little or no influence on both 

conductivity and permittivity. However, further studies were carried out for confirming these 

observations and explaining the differences with the formerly published results (see next 

section 3.2). It should also be noticed that, due to the high porosity of these foams, to the 

possibly poor electrical contacts (especially at low frequency), and to the probable presence of 

impurities related to tannin used in the formulations, the electric conductivities are obviously 

much lower than the values reported for commercial, non-porous glass-like carbons pyrolysed 

at 900°C, around 7  10
3
 S m

-1
 [26]. 

3.1.2. Impact of bulk density on A, R and T coefficients 

Foams cut as parallelepipeds were analysed in the Ka-band (26 – 38 GHz) to observe the 

influence of density on the coefficients A, R and T. These parameters at 26 GHz are shown in 
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Fig. 5. It can be seen that the transmission is slightly higher than what was previously 

reported for standard CVC foams [4], whose values were found within the range 0.065 – 0.14 

for 1.9 mm-thick samples. The electromagnetic shielding is here strongly dominated by 

reflection, with values significantly higher than those reported for standard CVC foams and 

increasing from 0.79 to 0.93 when the density increased from 0.036 to 0.333 g cm
-3

. The 

absorption is then very low, and decreases from 0.1 to 0.01 within the same range of bulk 

density. All carbon foams having densities equal or higher than 0.14 g cm
-3

 present the same 

EM behaviour in this range of frequencies, showing almost zero absorption and very high 

reflection. This finding might be explained by the saturation of the curve of electrical 

conductivity at high bulk density (see again Fig. 4(b)). 

 

Fig. 5. Reflection, transmission and absorption coefficients at 26 GHz of 1.9 mm-thick CVC 

foams marked with a star in Table 1, as a function of bulk density. 

Table 3 presents the parameter S11 and the electromagnetic shielding efficiency (EMI SE) 

of the same CVC foams as in Figs. 4 and 5. It can be observed that S11 is much higher than 

that of standard CVC foams (see [4]), whereas the EMI SE is slightly lower, with values from 
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9.44 to 11.81 dB for densities ranging from 0.036 to 0.333 g cm
-3

, respectively. The EMI SE 

is maximal for densities 0.088 and 0.140 g cm
-3

, corresponding to foams with the largest cell 

sizes, as shown in Table 1. However, such differences of cell size are not significant in order 

to conclude about a cell size effect, especially because no trend can be observed for the other 

foams. 

 

Table 3. Parameter S11 (i.e., reflected / input signal) and electromagnetic interference 

shielding (EMI SE) determined at 26 GHz for 1.9 mm-thick CVC foams marked with a star in 

Table 1. 

 

Since such carbon foams have rather small cells and windows, it might be expected that it 

is more difficult for the EM radiations to penetrate into the materials, thus leading to a very 

strong reflection. However, the different A, T and R coefficients observed for these foams 

with respect to those of standard CVC foams reported in [4] are most probably due to 

differences in contact between the samples and the waveguides. This assumption is supported 

by the very similar values of complex relative permittivity presented by carbon foams in Fig. 

4 in the microwave range. The importance of metal – carbon foam contact has already been 

addressed in a previous work [14], where it has been shown that a poor contact significantly 

reduces the measured electromagnetic shielding, and this effect increases with frequency. The 

Bulk density (g cm
-3

) S11 (dB) EMI SE per 1.9 mm (dB) 

0.333 - 0.31 10.51 

0.269 - 0.33 10.76 

0.140 - 0.40 11.31 

0.129 - 0.60 10.27 

0.088 - 0.67 11.81 

0.044 - 0.96 9.63 

0.036 - 0.97 9.44 
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present foams have also small cells which make very difficult the removal of residues coming 

from the cutting of the sample. Small carbon debris blocked in the outermost porosity can 

thus locally increase the density and hence the reflection. The cell size has therefore probably 

a significant influence on the determination of EM parameters through differences of contact 

and surface quality. Those effects thus have nothing to do with the intrinsic properties of the 

materials under study, but rather arise from unavoidable experimental biases of the 

characterisation method. 

Regarding the tests with rod-like samples, the contact area between the sample and the 

waveguide is located outside the zone under study, so the experimental biases due to possibly 

poor contacts are expected to be negligible. Transmission and reflection coefficients of thin 

plates inside waveguide were calculated from the dielectric data obtained according to the thin 

dielectric method [25], and very similar values to those presented in Fig. 5 (i.e., with an 

uncertainty less than 10%) were obtained. The dielectric properties and the EM shielding are 

linked with each other, and since it was observed above that the dielectric properties are 

independent of cell size, the same should apply for A, R and T. In other words, cells and 

windows sizes should have little or no influence on the electromagnetic shielding efficiency in 

the microwave frequency range. 

3.2. Dielectric properties of carbon foams having different porous structures 

Other carbon foams with various porous CVC and RVC structures have also been 

analysed in microwave frequencies at 8.64 and 26 GHz (see Fig. 6) in order to confirm the 

trends observed above. For more information regarding their structural properties, and as 

explained in the introduction, the reader should refer to [1]. 

Equations (5) and (6) were applied to the data of Fig. 6, and the corresponding exponents 

t and s are presented in Table 2. They are very similar to those found at 8.64 GHz, as well as 
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to the values determined for standard CVC foams at 26 GHz in [4]. It is important to stress 

that the carbon foams presented in Fig. 6 have a broad range of bulk densities (0.025 – 0.269 

g cm
-3

) but also of cells (165 – 974 μm) and windows sizes. Moreover, they belong to both 

CVC and RVC types. Despite this, and even if there is a non-negligible scattering of the 

results, finding very similar exponents t and s suggests again that the dielectric properties are 

dominated by the overall porosity (i.e., by the bulk density), and do not depend on cells or 

windows sizes. Also noteworthy is that there is no significant change in the values of t and s 

between 8.64 and 26 GHz. Herein, the effect of cells and windows size was investigated only 

at microwaves with the rod-like samples, because the effect of poor electrical contacts is 

negligibly small for such measurements in comparison with low-frequency data [4]. 

 

Fig. 6. (a) Dielectric permittivity and (b) electrical conductivity of different types of CVC and 

RVC foams, at 8.64 GHz (filled symbols) and at 26 GHz (open symbols), as a function of 

bulk density. The curves are fits of Eqs. (5) and (6) to the data of (a) and (b), respectively. 

The absence of cell size effect is confirmed in Fig. 7, where CVC foams with similar bulk 

densities (0.048 g cm
-3

 <  < 0.060 g cm
-3

) were analysed at 8.64 and 26 GHz. These data 

were compared with the dielectric properties of RVC foams (TRF formulation) at 26 GHz, 

and the latter materials did not show any trend related to cell size either. 

(b) (a) 



18 

 

Fig. 7. (a) Dielectric permittivity and (b) electrical conductivity of CVC and RVC foams with 

similar densities at 8.64 GHz (filled symbols) and at 26 GHz (open symbols), as a function of 

average cell diameter. The red stars correspond to the TRF formulation of RVC foams, and 

the straight lines are just guides for the eye. 

3.3. Dielectric properties as a function of frequency 

Fig. 8 shows real (ɛ’) and imaginary (ɛ”) parts of the permittivity of three carbon foams 

having different porous structures as a function of frequency in the microwave range (X-, Ka-, 

and V-bands). These are the foams of formulations TRITON, T3P and TRF with bulk 

densities of 0.059, 0.036 and 0.036 g cm
-3

, respectively. 

In all bands studied here it was found that ɛ’ and ɛ” decrease in different ways with 

frequency. The two foams of similar, low bulk densities (cellular and reticulated) exhibit the 

same behaviour, i.e., the imaginary part of the permittivity is higher than the real part up to a 

frequency of about 35 GHz, beyond which a crossover is observed. For the densest foam, 

however, the real part of the permittivity is higher than the imaginary part in the frequency 

range investigated here. 

(a) (b) 
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Fig. 8. Real (ɛ’) and imaginary (ɛ”) parts of the permittivity of two CVC and one RVC foams 

as a function of frequency in the microwave range (X-, Ka- and U-bands). The RVC foam 

(red stars) is compared with one CVC foam of same density but different cell size, and with 

one CVC foam of same cell size but different density. 

The values of permittivity of a few more carbon foams measured in the range 24 – 40 

GHz (see Fig. S4 and S5 of the Electronic Supplementary Information) also confirm such a 

trend. Indeed, whatever the connectivity of the carbon foams (i.e., whether they are cellular or 

reticulated), and whatever the cell size, it was found in this frequency range that ɛ” is higher 

than ɛ’ for materials whose density is lower than about 0.036 g cm
-3

. The permittivities of the 

foams of higher density exhibit the opposite tendency in the same frequency range (see Fig. 

S4 of the Electronic Supplementary Information). 

Such a change of EM behaviour as a function of foam density can be observed more 

clearly by comparing the loss tangents (tg δ = ɛ” / ɛ’) at two different microwave frequencies 

of 8.64 and 26 GHz as shown in Fig. 9. In the latter, the different types of carbon foams were 

not distinguished since it was found above that the porous structure has no effect on 
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permittivity at constant porosity. Despite some natural scattering of the data, the loss tangent 

clearly decreases when the density increases, and becomes lower than 1 above 0.047 g cm
-3

 

for both frequencies 8.64 and 26 GHz. 

 

Fig. 9. Loss tangent (tg δ = ɛ” / ɛ’) as a function of bulk density of the same carbon foams as 

in Fig. 6, at 8.64 and 26 GHz. 

This observation can be easily explained by the study of the influence of bulk density on 

the dielectric properties which was carried out above. It was indeed shown that ɛ’, σ and 

therefore ɛ” (ɛ” =  / 0 ) increase with the density according to power laws of exponents t 

and s, respectively. It was found that ɛ’ increases faster with density than ɛ” in microwaves 

(see Table 2); this is consistent with Fig. 9 since tg δ decreases with density. Moreover, both 

ɛ’ and  change with density according to power laws, so their variations at high density are 

moderate, which is also the case for tg δ. This decrease of tg δ with density is a noticeable 

phenomenon when compared, for example, with what happens for metals, showing large loss 

tangents, or for composites whose tg δ increases with the concentration of conductive filler 

[27]. It is likely that the conductivity and therefore the tangential losses both become very 

important when the density increases until it approaches that of non-porous vitreous carbon. 
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In order to explain the variation of these tangential losses with frequency, it is interesting 

to consider the complex impedance Z* of carbon foams. This method was already considered 

in [6] but only a few foams were analysed at that time. It reads: 

 ∗                               (7) 

                                     (8) 

                                     (9) 

It has been observed that ɛ’ and ɛ” both decrease with frequency and therefore, according to 

equations (8) and (9), Z’ = Z” when ɛ’ = ɛ”. The variation of impedance can also be 

explained through an analogy with a simple RC circuit such as: 

 ∗                              (10) 

                               (11) 

                                  (12) 

According to equations (11) and (12), Z’ = Z” (and thus ɛ’ = ɛ”) at the angular frequency 

        . The electrical resistance X’ of the carbon foams is proportional to the inverse of 

the DC conductivity according to the relation (4), and is therefore proportional to the inverse 

of ɛ” at frequencies below 1 MHz (i.e., where electrical conductivity coincides with DC 

conductivity). The capacitance C is directly linked to ɛ’ at low frequency through Eq. (1). 

Thus, the angular frequency ω0 is proportional to tg δ and thus decreases with the density of 

the foams. The curves of ɛ’ and ɛ” intersect at the frequency ω0 and the behaviour of carbon 

foams therefore change from more resistive to more capacitive with lower losses. However, it 

should be noticed that Z” is maximum at a slightly higher frequency ωm such that    

      . Thus, between ω0 and ωm, the loss tangent still decreases significantly. Beyond ωm, 

the two parts of the permittivity decrease slowly and tg δ therefore becomes rather constant. 
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To conclude, at low frequency, the carbon foam impedance is high and characterised by 

high losses (see for instance the strong decrease of tg δ at low frequencies in [9]). The 

properties of carbon foams over the whole range of radiofrequencies can be nevertheless 

controlled through their bulk density. When the latter increases, the conductivity and the real 

part of the permittivity increase, which then lead to an increase of reflection (see [9]). As the 

density increases, the behaviour of the foams therefore gets closer to that of a metal with high 

reflectivity and low absorption. 

The impedance of carbon foams increases with frequency up to a maximum 

corresponding to ɛ’ = ɛ” or         , which seems to appear in the microwave range (at 

about 35 GHz for foams of density ρ ≈ 0.035 g cm
-3

). The frequency at which the imaginary 

part of the complex impedance is maximum is proportional to tg δ at low frequencies (below 

1 MHz), and therefore decreases with density. In conclusion, the behaviour of carbon foams 

changes from that of a metal with high impedance, high reflection and low absorption at low 

frequency, to that of a conductor with losses at the frequency ω0. Above ωm, impedance and 

tangential losses decrease slowly, and carbon foams progressively turn from more resistive to 

more capacitive; they become less reflective and absorption becomes the main mechanism of 

EMI shielding. 

3.4. EM behaviour in THz-IR ranges 

3.4.1 Tests in transmission 

Carbon foams were investigated in three different frequency ranges, 0.1-3 THz (by 

Terahertz Time-domain spectroscopy), 1.5-20 THz and 12-250 THz (by FT-IR spectroscopy), 

so as to obtain an overall view of the changes of properties with frequency. The thickness of 

all samples at these frequencies was approximately 1.2 mm. It had been found above that 

transmission in the microwave domain is low for all foams, whether they are reticulated or 
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cellular. For frequencies higher than 0.1 THz, however, a clear difference can be seen 

between cellular and reticulated foams (see Fig. 10). 

 

Fig. 10. Transmittance of carbon foams measured in IR and THz ranges. The average cell 

diameter is indicated in the legend. 

For CVC foams, the transmission tends to decrease, from about 0.01 - 0.05 to values as 

low as 10
-3

, when the frequency increases from 0.1 to 1 THz. These foams transmit almost no 

signal (even at the lowest possible thickness, about 100 µm); the data are highly scattered and 

sometimes poorly exploitable. Indeed, CVC foams are opaque in the THz-IR range. 

Regarding RVC foams, the transmission is not negligible and increases with frequency in 

both THz and IR domains. Looking at the transmission curves of TAF foams having 

increasing cell size (from 489 µm to 1271 µm), it is noteworthy that transmission increases 

with cell (or window) size. The reticulated foam derived from tannin, RT, has a low 

transmission which can be attributed to its higher bulk density but most probably to the higher 

heterogeneity of this foam. 

CVC foams 

RVC foams 
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Broad transmission peaks between about 0.2 and 3 THz can be conjectured from the data 

of Fig. 10 for all RVC foams, but are not easily observed as they fall between two ranges of 

investigated frequencies. The absorbance was calculated according to the Beer-Lambert law 

and is given as a function of wavenumber in Fig. 11 for enabling the comparison with data 

from the literature, generally presented this way in the IR range. In the investigated domain, 

the transmission significantly depends on cell size. The three following features may be 

observed: (i) a global increase of transmission with frequency, on average, for all RVC foams 

above 1 THz, the increase being faster for lower cell sizes; (ii) the transmission peak becomes 

broader and more intense when the cell size increases; and (iii) the frequency at which the 

transmission stabilises ranges from a few tens to a few hundreds of THz and increases when 

the cell size decreases. The latter two characteristics (ii) and (iii) are probably related to a 

resonance phenomenon corresponding to the transmission peak that appears at around 1 THz. 

 

Fig. 11. Absorbance of RVC foams in THz and IR frequency ranges. The average cell 

diameter and types of formulation are indicated in the legend. 
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The study of this frequency domain is still rather uncommon. Carbonaceous materials are 

indeed generally characterised by Raman spectroscopy and most of the time present at least 

two main characteristic peaks corresponding to phonon resonances that should be located at 

the end of the range investigated here, i.e., close to 18100 and 17900 cm
-1

 for an excitation at 

514 nm (i.e., an incident energy of 2.41 eV). On the other hand, infrared spectrometry studies 

usually deal with wavenumbers above 500 cm
-1

 [28–30]. Coals derived from the carbonisation 

of biomass were investigated in terahertz spectroscopy between 250 and 500 cm
-1

 [31]. 

However, and as far as we know, the transmission peak around 1 THz observed here has 

never been reported in the literature for carbon materials. 

Since such transmission peak in the THz range depends on the structure of the foam, one 

might think of a waveguide-like effect. The cells or the windows might indeed be seen as 

many waveguides throughout which only certain types of monochromatic waves, called 

modes, could propagate depending on the dimensions of those waveguides. If the latter are 

assumed to behave like rectangular waveguides, they may act as high-pass filters where 

different modes having different cut-off frequencies can be propagated. The mode 

corresponding to the lowest cut-off frequency is the fundamental mode (TE10 for a rectangular 

waveguide). 

Considering cells or windows as rectangular waveguides and looking only at the 

fundamental mode, the cut-off frequency, fc, and the frequency corresponding to the 

maximum transmission, fm, can be calculated using the average windows or cells diameters 

from the following equations: 

fc = c / 2a           (13) 

fm = 2c / a           (14) 
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where a is either cell or window size, and c is the speed of light. The frequencies 

corresponding to the minimum and maximum transmissions in the THz range were measured 

from the data of Fig. 10 and then compared with the values calculated from Eqs. (13)-(14) by 

considering either cells or windows as waveguides. The results are given in Fig. 12(a)) and 

12(b), respectively. 

 

Fig. 12. Comparison of calculated cut-off and maximum transmission frequencies of the TE10 

mode by considering: (a) cells, and (b) windows of RVC foams as rectangular waveguides. 

It is then easy to see that the values calculated by considering cells as waveguides (Fig. 

12(a)) are in good agreement with the experimental data, whereas the frequencies calculated 

based on window sizes (Fig. 12(b)) are significantly higher than the measured values. Such 

simple relationships between EM properties of foams and those of rectangular waveguides 

allow defining the frequency at which transmission begins to increase and that at which it is 

the highest. As mentioned above, waveguides behave as high-pass filters where different 

modes can propagate. Now, for RVC foams, the maximum of transmission is followed by a 

fast and significant drop, and a maximum transmission is only found around a few hundred 

(a) (b) 
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THz. It is then possible that higher order modes are strongly damped and therefore difficult to 

observe on the transmission curves. 

Another possible explanation of such peak followed by a decrease of transmission is 

related to the excitation of surface plasmons, which is a well-known phenomenon in the THz 

frequency range for multiply-perforated metal plates [32–38]. These plasmons correspond to 

the collective oscillations of electrons of a conductor material at the interface with a dielectric 

medium (here air). Those surface waves can then go into resonance under the action of 

electromagnetic radiations. In the particular case of conductive plates perforated with multiple 

holes, periodically or not, very intense transmission peaks arising from particular modes of 

plasmons resonance are observed. Higher transmissions than expected through the holes are 

then observed due to these particular resonances. This kind of phenomenon is interesting here 

because it depends on the size of the perforations and appears in the form of transmission 

peaks of tailorable width, depending on the porous structure. The characteristic wavelength  

of these plasmons, corresponding to the minimum of transmission after the peak, is expressed 

as a function of the size of the perforations a (here cell or window size) and of the dielectric 

permittivity of the material ɛm (here, of the struts) according to [36]: 

  
    

        
          (15) 

where m and n correspond to the different orders of resonance of the surface plasmons. 

Further studies are needed to determine the dielectric permittivity of the struts and calculate 

this wavelength. However, if we consider a dielectric constant of 3 (i.e., a value intermediate 

between those of hexagonal graphite measured along (3.8) and perpendicular (2.61) to the 

carbon layers [39]) and assuming that m = n = 1, one finds frequency values in the range 0.2 – 

0.5 THz for cell sizes of 1000 and 500 µm, respectively. These values are not far from the 

cutoff frequencies observed in Fig. 12(a), about 0.15 and 0.25 THz for cell sizes of 1000 and 
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500 µm, respectively. The absence of other transmission peaks and the gradual increase of 

transmission at higher frequencies may be due to the absence of higher order surface 

plasmons. These very complex notions will not be further detailed here and deserve additional 

research. 

3.4.2 Tests in reflection 

CVC foams exhibit very low reflection in the THz range, which decrease with frequency 

typically above about 1.5 THz (see Fig. 13). It is also noticeable that reflection peaks are 

observed at frequencies similar to those observed for transmission (see again Fig. 10). 

Reflection increases slightly with density. The two densest foams indeed present the highest 

reflections up to 20 THz. However, the very small carbon fragments produced when cutting 

such dense foams are very difficult to extract and may obstruct the outermost cells, thus 

increasing the reflection. It can be observed here that the reflection, which was preponderant 

in the microwave domain, decreases with frequency and becomes negligible in the THz range. 

Since these foams also have almost zero transmission, it can be concluded that CVC foams 

majorly absorb THz and IR radiations. 
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Fig. 13. Reflection coefficient of CVC foams, whose bulk densities are given in the legend, 

between 1.5 and 20 THz. 

These results are consistent with a previous paper [40] dealing with the radiative 

properties of standard CVC foams in mid and far-infrared ranges: 24 to 214 THz (i.e., 

corresponding to the range of wavelengths 1.4 – 12.5 μm). In this former work, it was shown 

that tannin-based carbon foams have very high absorbances and low thermal conductivities 

that depend very little on frequency. It was also shown there that their total emissivity and the 

radiative part of their thermal conductivity increase with temperature. CVC foams therefore 

have behaviour close to that of black bodies in the THz and IR range. 

 

4. Conclusion 

The influence of the structure of carbon foams on their electromagnetic properties was 

investigated over a very broad frequency range: from quasi-static and low-frequency regime 

(20 Hz to 1 MHz), to microwave (in 3 frequency ranges 8-12, 24-40 and 35-55 GHz), 

terahertz (100 GHz to 3 THz), and finally near-infrared (1.5-250 THz) domains. 

It was found that bulk density is the parameter controlling the EM properties up to around 

50 GHz, i.e., for wavelengths much higher than the main geometric parameters of foams. Just 

like in a percolating system, the real part of the permittivity and the conductivity increase with 

density according to power laws whose exponents decrease with frequency. It is noticeable 

that the real part of the permittivity increases faster with density than the conductivity. 

However, no change of the EM properties was found by varying other structural parameters 

such as cell size or interconnectivity, the latter parameter being related to the CVC or RVC 

nature of foams. 
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At low frequency, the imaginary part of the permittivity is higher than the real part. Thus, 

the foams behave as metals with high impedance and high losses. When the density increases, 

both the electrical conductivity and the real part of the permittivity increase. As a 

consequence, reflection of EM waves increases and absorption decreases. The imaginary part 

drops faster than the real part when the frequency increases, and therefore both converge 

towards the same value. The frequency at which ɛ’ = ɛ” decreases with density. It was 

observed that for carbon foams of density 0.036 g cm
-3

, this frequency is around 35 GHz, and 

it may be conjectured for foams of higher density that it should range from 1 MHz to 8 GHz 

(a domain not studied here). At the frequency such that ɛ’ = ɛ”, carbon foams behave as lossy 

conductors. It was thus indeed found that the reflection of EM waves decreases with 

frequency whereas the absorption increases. Above the frequency such that ɛ’ = ɛ”, the foams 

become more capacitive than resistive, the impedance and the loss tangent decrease slowly, 

and the absorption becomes the main mechanism. 

The study of the electromagnetic properties in THz and IR ranges confirmed that the 

behaviour of carbon foams changes at the end of the microwave domain, i.e., above around 50 

GHz. For CVC foams, transmission and reflection decrease and tend to be negligible in the IR 

domain. Carbon foams thus behave like black bodies which transform all the radiations into 

heat. However, RVC foams exhibit transmissions that are not negligible and that increase with 

cell size. The density does not appear having any significant influence in the THz-IR range, 

whether for RVC or CVC foams. 

Resonance phenomena are observed for RVC foams between about 0.2 and 3 THz. At 

these frequencies, the wavelength is indeed of the same order of magnitude as the cell size. It 

was shown that the frequencies corresponding to the minima and maxima of transmission of 

these resonance peaks can be determined by considering the fundamental mode TE10 of a 
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rectangular waveguide whose larger dimension is the average cell diameter. The decrease in 

transmission observed at a frequency of a few THz is, however, not clearly explained. This 

phenomenon may be related to surface plasmon excitation, but further studies would be 

required for describing accurately such phenomenon. Better understanding the latter might 

allow using RVC foams as cheap and easily produced band-pass filters, whose cut-off 

frequencies might be controlled through their cell size. 
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Caption of Tables 

Table 1: Main structural features of carbon foams analysed herein. The samples marked by 

a star are those having very different bulk densities but rather similar average cell 

size. 

Table 2: Exponents t and s corresponding to the fits of equations (5) and (6) to the data of 

Fig. 4(a) and 4(b), respectively, and to the data of Fig. 6(a) and 6(b), respectively. 

Table 3: Parameter S11 (i.e., reflected / input signal) and electromagnetic interference 

shielding (EMI SE) determined at 26 GHz for 1.9 mm-thick CVC foams marked 

with a star in Table 1. 
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Caption of Figures 

Figure 1: Schematic structure of a reticulated carbon foam, emphasising the difference 

between cells and windows (i.e., holes connecting the cells). 

Figure 2: Typical SEM pictures of: (a) CVC foam (formulation PPPT; density 0.094 g cm
-

3
), and (b) RVC foam (formulation RT, density 0.043 g cm

-3
). 

Figure 3: Reticulated vitreous carbon foams (TAF formulation) derived from polyurethane 

templates having initially: (a) 30 pores per inch, and (b) 80 pores per inch. 

Figure 4: (a) Dielectric permittivity and (b) electrical conductivity of the CVC foams 

marked with a star in Table 1, at different frequencies and as a function of relative 

density. The curves are fits of Eqs. (5) and (6) to the data of (a) and (b), 

respectively. 

Figure 5: Reflection, transmission and absorption coefficients at 26 GHz of 1.9 mm-thick 

CVC foams marked with a star in Table 1, as a function of bulk density. 

Figure 6: (a) Dielectric permittivity and (b) electrical conductivity of different types of CVC 

and RVC foams, at 8.64 GHz (filled symbols) and at 26 GHz (open symbols), as a 

function of bulk density. The curves are fits of Eqs. (5) and (6) to the data of (a) 

and (b), respectively. 

Figure 7: (a) Dielectric permittivity and (b) electrical conductivity of CVC and RVC foams 

with similar densities at 8.64 GHz (filled symbols) and at 26 GHz (open symbols), 

as a function of average cell diameter. The red stars correspond to the TRF 

formulation of RVC foams, and the straight lines are just guides for the eye. 

Figure 8: Real (ɛ’) and imaginary (ɛ”) parts of the permittivity of two CVC and one RVC 

foams as a function of frequency in the microwave range (X-, Ka- and U-bands). 
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The RVC foam (red stars) is compared with one CVC foam of same density but 

different cell size, and with one CVC foam of same cell size but different density. 

Figure 9: Loss tangent (tg δ = ɛ” / ɛ’) as a function of bulk density of the same carbon 

foams as in Fig. 6, at 8.64 and 26 GHz. 

Figure 10: Transmittance of carbon foams measured in IR and THz ranges. The average cell 

diameter is indicated in the legend. 

Figure 11: Absorbance of RVC foams in THz and IR frequency ranges. The average cell 

diameter and types of formulation are indicated in the legend. 

Figure 12: Comparison of calculated cut-off and maximum transmission frequencies of the 

TE10 mode by considering: (a) cells, and (b) windows of RVC foams as 

rectangular waveguides. 

Figure 13: Reflection coefficient of CVC foams, whose bulk densities are given in the 

legend, between 1.5 and 20 THz. 


