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ABSTRACT 

Recently, the use of magnetic sorbents has gained a spread attention due to their eco-friendly 

characteristic, ease of separation and low cost. Herein, a novel biocomposite sorbent magnetic 

pine cone gel beads (MPCB) was synthetized and investigated for the single and the 

simultaneous removal of Cu(II) and Cr(VI) from aqueous solution. Pine cones waste materials 

were first magnetized with Fe3O4 nanoparticles then were encapsulated in calcium gel beads. 

The physicochemical properties of the prepared MPCB were characterized via scanning 

electron microscopy-energy-dispersive X-ray spectroscopy (SEM-EDX), X-ray diffraction 

and Fourier transform infrared spectrometry (FTIR) analysis. The influences of pH, contact 

time and initial concentration of metal ions on the sorption process were examined. The 

adsorption mechanism was investigated; it mainly involved complexation/chelation with 

surface functional groups, electrostatic interaction and ion exchange. A physical model was 

adopted to attribute new physico-chemical interpretations of the adsorption mechanism. The 

kinetic results showed good correlation with pseudo second-order model and the equilibrium 

data were fitted well to the Langmuir isotherm model with maximum adsorption capacity of 

68.64 and 212.22 mg g-1 for Cu(II) and Cr(VI) respectively. In the multi-components system, 

both competitive and synergistic effects were observed. An antagonism effect was exerted by 

Cu(II) ions on Cr(VI) sorption while Cu(II) adsorption was not affected and even slightly 

enhanced by the presence of Cr(V) ions. The competitive sorption behavior of metal ions was 

analyzed by the modified competitive Langmuir model which provides good fit for the Cu 

experimental data. This study proves that the MPCB hold great promise for using as effective 

sorbent for potentially toxic metals remediation. 

Keywords 

Magnetic biocomposite, potentially toxic metals, competitive adsorption, adsorption 

mechanism, physical modeling. 



1. Introduction 

With the rapid industrialization and the fast population growth, potentially toxic metal 

discharge from industries into environment has aroused public concern given to its hazardous 

effect on human health and ecological security [1-3]. Potentially toxic metals are known as 

chief pollutant owing to their persistence, high toxicity and non-biodegradability [4]. Their 

accumulation in living tissues via food chain may cause serious health and environmental 

problems [5]. Several diseases can be associated with chronic exposure to large amount of 

copper such as nausea, severe headache, liver and kidney failure, abdominal pain and 

neurodegenerative disorders [6, 7]. Sinkovič et al. [8] reported that an acute poisoning of 33 

years old women by copper sulphate pentahydrate led to acute severe hepatic and renal 

failure, adrenal insufficiency and intravascular haemolysis. The copper levels in the blood 

reached 19.9 μmol L-1 when she was taken to hospital. On the other hand, chromium causes 

several health issues such as liver damage, kidney and respiratory damages, vomiting, severe 

diarrhea and allergic skin reactions [9-11]. In actual fact, chromium exists in several oxidation 

states in which Cr(III) and Cr(VI) are the most stable forms. Cr(VI) is highly toxic with 

respect to Cr(III). It is more soluble, carcinogenic and mutagenic [9]. A study by Beaumont et 

al. [12] reported increased stomach cancer risk in a Chinese population exposed to Cr(VI) in 

drinking water. These ions are mainly generated from electroplating, mining, tanneries, paint 

manufacture and pesticides industries [5, 13]. In this context the maximum contamination 

limit (MCL) on wastewater discharges were fixed to 1.3 mg Cu/L (USEPA, 2009) and 0.1 mg 

Cr/L (USEPA, 2009). Thus, potentially toxic metals remediation from contaminated industrial 

effluents prior to its discharge into environment is of utmost importance. 

Various physicochemical methods have been implemented to remediate wastewater 

containing potentially toxic metals [14-18]. However, these techniques are associated to some 



disadvantages such as high energy requirements, formation of toxics sludge and high cost 

[19]. 

Adsorption is one of the treatment technology that has proved to be an effective process for 

potentially toxic metal remediation because of its ease of operation, minimization of 

secondary waste and low cost [20]. Recently, the use of agricultural waste has been 

acknowledged as a promising sorbent owing to their cost-effectiveness, abundant availability 

and eco-friendliness [21, 22]. 

Several researches have been conducted to investigate the efficiency of plant materials in 

removing potentially toxic metals from aqueous solution [23-27]. However, using agricultural 

waste in their native form as adsorbents is a subject of some limitations such as leaching of 

plant soluble component into treated water, diffusion limitation resulting to low adsorption 

capacity, low specific surface area and difficulties in removal after finishing adsorption 

process [28-30]. To overcome these limitations, special attention was paid to the use of 

magnetic sorbents. The incorporation of magnetite iron oxide nanoparticles (Fe3O4) within 

agricultural waste increases the surface area and reactivity, decreases the intraparticle 

diffusion rate and enhances the adsorption capacity and reusability. Also, thanks to the 

magnetic properties of iron oxide nanoparticles the separation problem from aqueous solution 

can be overcame. The magnetic sorbents can be simply removed by an external magnetic field 

[31, 32]. Several researches have investigated the use of Fe3O4 nanoparticles coated biomass 

as adsorbent for potentially toxic metals remediation. Daneshfozoun et al. [33] reported that 

magnetic biosorbent based on oil palm empty fruit bunch fibers, cellulose and 

Ceibapentandra were effective for the removal of Pb(II), Co(II), Zn (II), Mn (II) and Ni (II) 

from aqueous solution and that the magnetic sorbents displayed 10.3% higher removal 

efficiency compared to raw sorbents. Zhang et al. [34] found that the adsorption capacity of 

Cu(II) onto magnetic chitosan microspheres immobilized Aspergillus sydowii (MCMAs) was 



enhanced up to 119.21 (mg g-1). Olive stones coated by zero-valent iron and magnetite 

nanoparticles were explored by Vilardi et al. [35] for Cr(VI) removal with a significant 

increase in adsorption capacity (2.54 and 4.11 mg Cr/g) with regard to the uncoated biomass 

(1.48 mg Cr/g). 

In the last decade, polymeric adsorbents such as sodium alginate and chitosan have been of 

great interest given to their adsorption regeneration properties, good chemical stability and 

economic feasibility [36, 37].  Alginate was used for potentially toxic metals sorption thanks 

to the large number of carboxyl and hydroxyl groups capable of binding to metal ions via an 

ion exchange process with the crosslinking cations [38, 39]. Therefore, the development of 

bionanocomposites that couple the merits of agricultural waste, alginate and magnetic 

nanoparticles has attracted considerable interest for potentially toxic metals remediation. 

As regards to the adsorption modeling, conventional models (Langmuir, Freundlich) have 

been adopted to interpret the adsorption equilibrium data. However, the drawn interpretations 

from these models provide an incomplete understanding of the adsorption mechanism. 

Advanced mathematical models based on statistical physics were introduced by different 

authors to attribute new insight of the adsorption mechanism by studying their 

physicochemical parameters [40]. 

The novelty of this research work is associated with the development, the characterization and 

the study of a novel magnetic biocomposite: magnetic pine cones gel beads (MPCB) for 

chromium (VI) and copper (II) sorption in single and multi-component system. Pine cones 

waste materials were first magnetized with Fe3O4 nanoparticles then were encapsulated in 

calcium gel beads. The prepared biocomposite (MPCB) was characterized using FTIR, SEM, 

EDX and XRD analysis. Batch experiments were conducted to investigate the adsorption 

behavior of MPCB gel beads towards Cr(VI) and Cu(II) in single and binary system. The 

effect of several parameters such as initial metal concentration, pH and contact time were also 



explored. The adsorption kinetic and isotherm were studied. The competitive sorption and 

mechanism of metal ions onto biocomposite beads were analyzed. Multi-component sorption 

models were employed to analyze the equilibrium data from binary system. Finally, for a 

better understanding the adsorption mechanism of both ions, an advanced modeling based on 

physical model was applied to further explained the adsorption process. 

 

2. Materials and Methods 

2.1 Chemicals 

Pine tree cones wastes were collected, washed several time with water and dried in an oven at 

70°C for 24 hours. The dried waste were ground and sieved to get the desired size of particle 

(150 µm). Sodium alginate salt from brown algae supplied by Fluka was used as the 

hydrocolloidal gelling material. The CaCl2 was used as fixing solution. Hydrochloric acid 

(HCl), hydroxide of sodium (NaOH), iron (III) chloride hexahydrate (FeCl3.6H2O), iron(II) 

sulfate heptahydrate (FeSO4.7 H2O) were purchased from Scharlau. All chemicals used were 

of analytical grade and all the solutions used in this study were prepared using Milli-Q water 

(Milli-Q plus 185 systems, Millipore, Burlington, MA, USA). An appropriate amount of 

K2Cr2O7 (Scharlau) and CuCl2·H2O (Merk) was dissolved in Milli-Q water to prepare the 

metal solutions. 

2.2 Synthesis of iron oxide nanoparticles and Pine cones@iron oxide 

nanoparticles (PC@Fe3O4) 

PC@Fe3O4 composite was prepared by in situ co-precipitation method [1]. A required amount 

of PC was dispersed in an iron-containing solution (400 mL), composed of FeCl3.6H2O (7.8 

g) and FeSO4.7H2O (3.8 g) with a molar ratio of 2:1. The mixture was vigorously stirred for 

10 min at 70-80 °C. Subsequently, a hydroxide sodium solution (5.0 M) was added dropwise 



to the reaction system until the pH value reached 10-11 to precipitate Fe3O4 nanoparticles. 

The mixture was further kept under vigorous stirring for 1h at 80 °C and ripened for 24h at 

ambient temperature (20°C). The black precipitate was removed, washed severally with water 

and ethanol till neutral pH and dried in an oven at 70 °C for 24 h. Fe3O4 were similarly 

synthesized as aforementioned without the addition of PC powder. 

2.3 Preparation of the magnetic pine cones gel beads (MPCB) 

Sodium alginate (3%) was prepared by dissolving 3 g of Na-alginate in 100 mL of deionized 

water at 65 °C under constant stirring. The mixed solution was cooled down and a needed 

amount of PC@Fe3O4 (1g) was added with stirring. Then, it was dropped into a 0.3 M CaCl2 

solution and soaked in this solution for 24 h to give the sufficient rigidity. The beads were 

further filtered and washed with deionized water to eliminate the excess of chloride calcium. 

The magnetic pine cones gel beads (MPCB) were obtained. Calcium alginate beads (Blank 

beads BB), Pine cone beads (PCB) and iron oxide nanoparticles beads (magnetite beads MB) 

were similarly prepared for comparison sake. The size of prepared beads was found to be 3 

mm. The produced beads were stored in deionized water in airtight plastic recipient in the 

fridge at 5°C for future using.  

2.4 Characterization 

The Fe3O4 nanoparticles, PC@Fe3O4 biocomposite and the gel beads were characterized by 

several techniques. Scanning electron microscopy (SEM) and energy-dispersive X-ray 

spectroscopy (EDX) analysis were conducted to investigate the surface morphology and the 

elemental analysis of the adsorbent before and after adsorption using an electron microscope 

Zeiss DSM 960 A equipped with energy dispersive X-ray analyser Link Isis Pentafet 

(Oxford). Micrographs in the Backscattered Electron mode (BSE) were also recorded to 

detect the presence of metallic nodules on sorbent surfaces. X-ray diffraction (XRD) spectra 



were taken on a Bruker D8 QUEST ECO X-ray diffractometer with Cu-Kα radiation to 

investigate the crystalline structure of samples. Fourier transformed infrared spectra (Bruker 

Alpha) were recorded in the range 400-4000 cm-1 to investigate the surface functional groups 

before and after adsorption. 

2.5 Adsorption experiments 

Batch adsorption experiments were conducted in stoppered glass tubes where 40 beads of 

MPCB were added to 10 mL of metal single or binary mixture for different pre-treated time 

and pH. The mixture was vigorously stirred in a rotatory shaker (Stuart STR4) at room 

temperature. After the equilibrium was reached, the beads were removed by filtration. The 

residual concentration was measured by Flame Atomic Absorption Spectroscopy FAAS 

(VARIAN 22O FS). The removal efficiency R (%) and the adsorption capacity qe (in mg g-1 

and mg beads-1 ) were evaluated using the following expression: 
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where Ci and Ce (mg L-1) are the initial and equilibrium concentration of metal ions. M is the 

adsorbent dose (g) and V is the solution volume (L). 

The effect of pH was studied over the range 1-11 and it was adjusted using HCl or/and NaOH 

solution (0.1 mol L-1). The pH was measured using a pH meter (CRISON GLP21). 

Adsorption isotherms were studied by varying the metal initial concentration from 10 to 3500 

mg L-1 for Cr(VI) and from 10 to 2000 mg L-1 for Cu(II). The kinetic study was investigated 

for 48 h at constant initial concentration (250 mg L-1). The sorption experiments were carried 

out in duplicate and the average results are presented in this study. 



3. Results and discussion  

3.1 Characterization 

The crystal structures of PC@Fe3O4 biocomposite and the prepared Fe3O4 nanoparticles were 

investigated by XRD analysis as illustrated in Fig. 1. The XRD pattern (Fig. 1a) of prepared 

Fe3O4 nanoparticles exhibited six characteristic peaks at 2θ= 30.1°, 35.8°, 43.1°, 53.6°, 57° 

and 62.9° assigned to (220), (311), (400), (422), (511) and 440 plans relative to the cubic 

phase nanoparticles of Fe3O4 with a face-centered cubic structure (JCPDS No. 89-3854) [41]. 

The PC@Fe3O4  pattern (Fig. 1b) revealed the presence of a sharp peak at 22°, indicating the 

presence of amorphous carbon [42]. The main peaks of Fe3O4 magnetite were indexed in 

PC@Fe3O4  XRD pattern indicating that the Fe3O4 was successfully deposited on the surface. 

The morphology and the surface feature of prepared beads were assessed by scanning electron 

microscopy (Fig. 2). The external shapes of prepared beads were spherical (Fig. 2a, c, e and 

g). The SEM images of PCB, MB and MPCB revealed a rough and heterogeneous surface 

respect to BB beads which has a smooth surface (Fig. 2b, d, f and h). The surface roughness 

plays an important role in metal ions binding since it increased the contact area, which made 

the surface easier for metal sorption. SEM micrographs of MB and MPCB (Fig.2d and h) 

revealed differences in nanoparticles distribution. Backscattered picture of MPCB showed up 

dots of brightness compared to the PCB backscattered picture that could indicate aggregation 

of magnetite, probably due to their magnetic properties. On the other hand, the extended 

brightness observed in the backscattered picture of MPCB seem indicate a well dispersed 

nanoparticles at the pinecones surface (Fig. S1 (a and b)). 

The elemental analysis of prepared sorbents was investigated by EDX and the results are 

shown in (Fig. 3a-d). The EDX results of MPCB confirmed the deposition of Fe3O4 



nanoparticles on pine cones surface and the main detected elements were O, C, Fe and Ca 

atoms (Fig. 3d). 

The surface functional groups of prepared beads were examined by FTIR analysis and the 

spectra were presented in Fig. 4. The blank beads spectra displayed a broad band at 3286 cm-1 

related to hydroxyl groups, the peak at 2955 cm-1 is attributable to CH stretching vibration, 

The doublet of bands at 2372-2361 cm-1 were assigned to the O=C=O stretching strong 

bending vibration of the carbon dioxide. the peaks at 1592 and 1416 cm-1 were associated to 

stretching of the carboxyl group (-COO-) and the peak at 1019 cm-1 is identified as a 

characteristic peak for the -C-O-C and -C-O stretching on polysaccharide [33, 43-45]. The 

spectrum of MB showed a broad band at 580.71 cm-1 associated to Fe-O [46, 47], the peaks at 

3361, 3000, 2370-2361,1600, 1424 and 1026 cm-1 were representative of OH groups, CH 

stretching vibration, O=C=O, -COOH, C=O groups and C-O-C stretching vibration 

respectively. FTIR spectra of pine cones beads provides evidence of the presence of hydroxyl, 

carboxyl, carbonyl and CH groups that appeared at 3275, 2850, 1600,1400 and 1017 cm-1. By 

magnetizing the pine cones, a new peak appeared in the FTIR spectra of MPCB at 533 cm-1 

attributed to Fe-O vibration. Except the Fe-O peak, the MPCB spectrum was similar to the PC 

spectra presenting the same surface functional groups. 



 

Fig.1. XRD pattern of: (a) synthesized Fe3O4 nanoparticles and (b) PC@Fe3O4 biocomposite. 

 

 

 



 

Fig.2. SEM figures of prepared sorbents: (a, b) BB, (c, d) MB, (e, f) PCB and (g, h) MPCB 

(magnification: 32x and 200x). 



 

Fig. 3. EDX spectra of prepared sorbents: (a) BB, (b) MB, (c) PCB and (d) MPCB. 

 



 

Fig.4. FTIR spectra of prepared sorbents: BB, MB, PCB and MPCB. 

3.2 Effect of pH 

pH solution significantly influenced the adsorption behavior since it affects both metal ion 

speciation and surface properties of the adsorbent. The effect of pH on the adsorption of 

Cr(VI) and Cu(II) onto MPCB was examined over the range 1-11 with an initial concentration 

of 250 mg L-1 and adsorbent dose of 40 beads/10 mL (Fig. 5). The results indicated that the 

percentage of Cu(II) removal was enhanced from 21% to 92% as the pH increased from 1.63 

to 5.05, then decreased at alkaline medium. The maximum Cu(II) sorption was 23.12 mg g-1 

at pH 5.05. Accordingly, optimum pH was fixed at 5 for Cu(II) sorption. Similar behavior was 

observed in the case of Cu adsorption onto BB, MB and PCB (Fig. S2). Beyond pH 6, there is 

a possibility of precipitation of Cu ions. 



This behavior can be attributed to the fact that at a lower pH, the high concentration of 

hydronium ions leads to competition between H+ and Cu(II) ions for binding sites [48]. This 

occurrence was associated to the presence of -COOH and –OH surface groups, at a highly 

acidic pH, the surface carboxylic groups are in carboxylic form (pKa values 3-5) [31], the 

hydronium ions will compete with the metal cations for the adsorption sites leading to lower 

uptake and lower removal efficiency [5]. The increase in solution alkalinity leads to the 

deprotonation of surface functional groups while acquiring negative charges, thus favoring the 

electrostatic attraction between the positively charged Cu(II) ions and the negative binding 

sites [1]. Indeed, the subsequent diminution of protons on the surface make more available 

adsorption sites for copper binding, resulting to the increased removal efficiency [49]. These 

results are in good agreement with previous literature data [50]. For pH higher than 6 copper 

(II) ions starts to precipitate as copper hydroxide, this may lead to the misinterpretation of the 

adsorption data. In order to avoid that the copper dioxide precipitate was dissolved and the 

total Cu was determined. For the higher pH, Cu (II) ions were not available to be adsorbed by 

the MPCB due to the spontaneous formation of copper hydroxides [30]. In the case of Cr(VI) 

(Fig. 5), the maximum removal efficiency of Cr(VI) was observed at pH 1.31, it reached 58 % 

then it decreased to reach 43 % at pH 10. The pH–dependent Cr(VI) removal behavior could 

be ascribed to different Cr(VI) speciation. The chromium (VI) ions mainly exist in aqueous 

solution as HCrO4
-, Cr2O7

2- and CrO4
2-. HCrO4

- and Cr2O7
2- are the two predominant forms 

over the pH range of 1-6 and above pH 6, chromate ions (CrO4
2-) are the dominant chromium 

species [51, 52]. At low pH, the surface sorbent is highly protonated and positively charged, 

this lead to electrostatic attraction between these positively charged binding sites and the 

negative charged dichromate ions [31]. In addition the reduction of Cr(VI) to Cr(III) is 

favored at lower pH [53]. Fe(II) is known as a potential reducing agent that can reduce Cr(VI) 

to Cr(III) under acidic conditions. The iron contained in magnetite is in two oxidation states: 



Fe (II) and Fe(III), the Cr(VI) will be reduced to Cr(III) by the Fe(II). Cr(III) may be adsorbed 

onto MPCB via surface complexation with the functional groups[31, 53, 54]. The reduction of 

Cr(VI) to Cr(III) occurred mainly via the following equations: 

Cr2O7
2- + 14 H+ + 6 e-          2 Cr3+ + 7 H2O    (4) 

HCrO4
- + 7 H+ + 3 e-        Cr3+ + 4 H2O    (5) 

HCrO4
- + 3 Fe2+ + 7 H+             Cr3+ + 3 Fe3+ + 4 H2O   (6) 

CrO4
2- +3 Fe2+ + 8 H+       Cr3+ + 3 Fe3+ + 4 H2O    (7) 

 

To sum up, the increase in removal efficiency of Cr(VI) at lower pH was favored due to the 

electrostatic attraction and the Cr(VI) reduction mechanism. 

As the pH increased the degree of surface protonation decreased. The large abundance of OH- 

ions will compete with the negative charged chromium ions (CrO4
2-) for the adsorption sites 

on MPCB [55]. Besides, the electrostatic repulsion between the same charged species will be 

accentuated (ie: adsorbate and adsorbent) [56]. Therefore, the removal efficiency decreased.  

On the other hand, the increase in pH will decrease the Cr(VI) reduction and the sorption of 

Cr(VI) as Cr(III) will decrease. pH 2 will be selected as optimum pH for the rest of 

experiments. 

The different prepared beads showed similar trend for the effect of pH on Cr(VI) recovery. 

The removal efficiency of Cr(VI) was maximized at highly acidic pH then decreased as the 

pH increased (Fig S2).  

 



 

Fig. 5. (a) Effect of pH on the sorption of Cu(II) and Cr(VI) onto MPCB (initial 

concentration:250 mg L-1). 

3.3 Effect of contact time and kinetic study 

3.3.1 Effect of contact time  

Fig. 6 displayed the impact of contact time on Cu(II) and Cr(VI) adsorption onto MPCB at an 

initial concentration of  250 mg L-1 and an adsorbent dose of 40 beads/10 mL. As shown in 

the Fig. 6, the adsorption rate was fast at the beginning of experiment then it was slowed 

down till reaching the equilibrium. For instance, 78% of adsorption capacity of Cu(II) was 

attained in 30 min and the equilibrium was reached in 2 hours. In a similar way, Plohl et al. 

demonstrated a rapid uptake of Cu(II) ions by carboxymethyl chitosan covalently linked to 

silica-coated core-shell magnetic nanoparticles at the first 30 min and that the equilibrium was 

attained within 2 hours [30]. Similarly, more than 69% of adsorption capacity of Cr(VI) was 



attained in the first 30 min of adsorption experiments and the equilibrium was reached in 2 

hours. This trend could be ascribed to the abundant availability of binding sites in the first 

stage of experiment which subsequently became limited in the late stage of adsorption [57]. In 

another study, Yu et al. [58] reported a similar behavior, a rapid removal of Cr(VI) (94%) was 

attained at the first 2 hours followed by a nearly total removal after 12 hours of contact time. 

 

       

Fig. 6 (a) Effect of contact time/fitting curves of pseudo-first order and pseudo-second order 

models, (b) intra-particle diffusion model for the sorption of Cu(II) and Cr(VI) onto MPCB 

(initial concentration:250 mg L-1). 

3.3.2 Kinetic study 

The adsorption kinetic study is a significant tool for analyzing the adsorption process. It 

provides valuable experimental information for designing water treatment system. The kinetic 

experimental data of Cu(II) and Cr(VI) sorption onto MPCB were fitted to the kinetic models: 

pseudo-first-order, pseudo-second-order and Weber-Morris models ((Fig. 6a and b)) to 

investigate the sorption mechanism. 

The pseudo-first-order model was suggested by Lagergren [59]. This model describes the 

adsorption in solid/liquid system and can be defined as follow: 
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Where qe and qt are the adsorption capacities (mg g-1) at equilibrium and at time t(min), 

k1(min-1) is the equilibrium rate constant for pseudo first-order model. 

The pseudo second-order model is given by the equation (9) [60] 
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Where k2 (g mg-1 min-1) is the rate constant for pseudo second-order model. This model 

suggests the kinetic behavior of chemisorption as a rate limiting step. 

The Weber-Morris model is applied to determine the rate controlling step in the adsorption 

process [61] and it can be defined as follows: 

�$ =  -."/+/0 + 2 (10) 

where kid (mg g-1 min-1/2) is the intra particle diffusion rate constant, t1/2  (min1/2) is the square 

root of time, C (mg g-1) is the intercept value. The C value informs about the boundary layer 

effect, a large value of intercept indicates an important boundary layer effect. If the plot qt 

versus t1/2 is linear and passes through the origin then the intraparticle diffusion is the rate-

determining step in the adsorption process [62]. 

The kinetic models’ parameters were listed in Table 1. The coefficient correlation values R2 

of pseudo-second-order model are higher and much closer to unity compared to those found 

with the pseudo-first-order model for both metals. Additionally, the qe calculated from the 

pseudo-second-order model are in good agreement with the experimental values (For Cu(II): 

qe,cal= 24.09 mg g-1 qe,exp= 23.87 mg g-1; for Cr(VI): qe,cal: 12,60mg g-1qe,exp: 12.92 mg g-1). 

These finding indicate that the pseudo-second-order model describes well the adsorption of 



Cu(II) and Cr(VI) onto MPCB. This model suggests that the chemisorption involving sharing 

or electron exchange between metal ions with adsorbent is the rate limiting step [21, 63]. 

The Weber-Morris model was applied to examine the rate determining step in the adsorption 

process. The plot qt versus t1/2 is illustrated in Fig. 6b. The multi-linearity of the plot suggests 

that the adsorption process of Cu(II) and Cr(VI) took place in multi-steps. The first step was 

related to the external film diffusion, the intra-particle diffusion was indicated as the second 

step and the third step corresponds to the final equilibrium. The results showed that the linear 

curves doesn’t pass through the origin, implying that the intra-particle diffusion was not the 

sole governing step but more the one mechanism is involved in the adsorption process [64]. 

Table 1 kinetic model parameters for the adsorption of Cu(II) and Cr(VI) ions onto 

MPCB. 

Kinetic models Parameters 

 Metal ions 

Cu(II) Cr(VI) 

Pseudo first order 

qe (mg g-1) 22.85 12.04 

k1 (min-1) 0.068 0.098 

R2 0.949 0.832 

 χ2 2.11 1.40 

Pseudo second order 

qe (mg g-1) 24.09 12.60 

k2 (g mg-1 min-1) 0.004 0.013 

R2 0.987 0.947 

 χ2 0.52 0.46 

Intra-particle diffusion 

C (mg g-1) 16.16 6.40 

Kid (mg L-1/2min-1/2) 0.532 0.434 

R2 0.933 0.971 

 

 



3.4 Equilibrium study on single metal system 

3.4.1 Adsorption isotherms and experimental results modeling 

Adsorption isotherms are widely applied to describe the adsorption behavior. Langmuir and 

Freundlich isotherms are the most common one. Langmuir model presumes that the 

adsorption occurs on a homogeneous surface and that all binding sites have similar energy 

and similar affinity for each adsorbate, suggesting the monolayer sorption behavior [65]. The 

non-linear form of Langmuir model is expressed in equation 11: 

�� =  
*34567�
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 (11) 

Where qe is the adsorption capacity at the equilibrium (mg g-1), KL is the Langmuir constant 

related to the energy of sorption, qmax is the maximum sorption capacity (mg g-1) and Ce is the 

metal concentration in the liquid phase at the equilibrium (mg L-1). 

The Langmuir model is characterized by a dimensionless parameter RL (Eq. (12)) called 

separation factor indicates either the adsorption is unfavorable (RL> 1), Linear (RL = 1), 

favorable (0 < RL< 1) or irreversible (RL = 0). 

�8 =
+

+,679:
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where KL is the Langmuir constant and C0 is the initial metal concentration (mg L-1). 

Freundlich isotherm is an empirical model based on heterogeneous multi-layer adsorption 

[65]. The Freundlich model is given in equation 13: 

�� =  ;<2�
+/� (13) 

where KF is the Freundlich constant related to adsorption capacity and n is the adsorption 

intensity. 

The effect of initial concentration on Cu(II) and Cr(VI) sorption  onto MPCB was 

investigated over the range of 10-2000 mg L-1 and 10-3500 mg L-1 respectively, at an 



optimum pH and time and the equilibrium data was fitted to Langmuir and Freundlich 

isotherms. The results are exhibited in Fig. 7 and the calculated parameters are gathered in 

Table 2. The best fit of an adsorption system is evaluated by the coefficient of correlation R2 

and the nonlinear chi-square test χ2. The closer coefficient correlation to 1 and the smaller χ2 

value indicated the good fit of the isotherm model [66]. 

As presented in Table 2, Langmuir model provides a higher coefficient correlation R2 with a 

lower χ2(Cu(II) :R2: 0.975, χ2: 13.55; Cr(VI): R2: 0.989, χ2: 22.65) for Cu(II) and Cr(VI) 

respectively with respect to Freundlich model (Cu(II) :R2: 0.936, χ2: 35.18; Cr(VI): R2: 0.985, 

χ2: 33.75), indicating that the Langmuir isotherm describes well the adsorption of the two 

metal ions onto MPCB. This model indicates the monolayer sorption without interaction 

between analytes molecules. The maximum adsorption capacity obtained with Langmuir 

model were 68.64 and 212.22 mg g-1 for Cu(II) and Cr(VI) respectively. RL values (RL,Cu: 

0.17; RL,Cr(VI) 0.83) ranging between 0 and 1 for both metals indicate that the adsorption was 

favorable. This result was confirmed by the nF values of the Freundlich model which were 

ranging between 1 and 10. 



 

Fig. 7. Fitting curves of Langmuir, Freundlich, and the physical isotherm model. 

Table 2 Adsorption isotherms constants of the adsorption of Cu(II) and Cr(VI) ions onto 

MPCB. 

Isotherm models Parameters 

Toxic metals 

Cu (II) Cr (VI) 

Langmuir 

KL (L mg-1) 0.020 8.44E-04 

qmax(mg g-1) 68.64 212.22 

R2 0.975 0.989 

χ2 13.55 22.65 

Freundlich 

KF (mg(1-1/n) L1/n g-1) 11.90 1.11 

n 3.94 1.56 

R2 0.936 0.985 

χ2 35.18 33.75 

Physical model 

n 0.67 0.97 

Dm 116.11 231.12 



C1/2 (mg L-1) 72.40 1325.60 

R2 0.994 0.989 

χ2 4.07 24.82 

 

In order to explore the influence of magnetization and encapsulation on the adsorption 

process, the adsorption performance of prepared beads (i.e: blank beads, magnetite beads, 

pine cones beads, and magnetic pine cones beads) in removing Cr(VI) and Cu(II) at an initial 

concentration of 250 mg L-1 was compared (Fig. 8). In General, the MPCB showed a 

significant increase in the adsorption capacity of Cr(VI) and Cu(II) (qe,exp(Cu(II)): 69.77 mg g-

1qe,exp(Cr(VI)): 132.52 mg g-1) compared to raw material (qe,exp(Cu(II)): 27.11 mg g-1 qe,exp(Cr(VI)): 

27.64 mg g-1). As exhibited in Fig.8, MPCB showed an enhancement in the adsorption 

capacity of Cr(VI) after loading magnetite on PC surface compared to PCB beads. The 

increase may be due to sorption properties of magnetite. By loading the magnetite on pine 

cones surface, more binding sites will be provided and the Fe(II) in the magnetite may reduce 

Cr(VI) to Cr(III) which facilitate its adsorption on MPCB surface. Magnetite beads showed a 

good adsorption qe(Cr): 0.0216 mg/beads for Cr(VI) at initial 250 mg/L Cr(VI) concentration 

meanwhile the blank beads showed a relatively lower one qe(Cr): 0.020(mg/beads) at the same 

initial concentration. 

In the case of copper, the adsorption capacity has not significantly changed compared to those 

obtained with the blank and magnetic pine cones beads. This is explained by the main ion 

exchange process with Ca(II) ions of the gel. This was confirmed by the EDX results (fig S3), 

in which a decrease of calcium percentage after Cu(II) ions sorption was observed. 

It is noteworthy that by encapsulating the raw materials in calcium alginate beads, the PCB 

exhibited a higher adsorption capacity for Cr(VI) and Cu(II) ((qe(Cr):14.28 mg/g; qe(Cu): 23.25 

mg/g, both at initial concentration 250 mg/L) compared to the raw materials (qeCr:11.2 mg/g; 

qeCu: 21.5 mg/g) at the same initial concentration, which indicates that the alginate 



significantly contribute in the adsorption process. Thus, the encapsulation of the raw material 

has enhanced its removal efficiency. 

 

Fig. 8. Comparison of adsorption capacities of prepared sorbents (BB, MB, PCB, MPCB) 

towards Cu(II) and Cr(VI) for fixed initial concentration (250 mg L-1). 

The isotherm modeling results of Cr(VI) and Cu(II) sorption onto BB, MB and MPCB (Fig 

S4, table S1) demonstrated that the Langmuir model is suitable for describing the adsorption 

behavior since it provided the highest coefficient correlation R2 with the lowest χ2, suggesting 

the monolayer sorption. 

The experimental maximum sorption capacity of Cr(VI) and Cu(II) by the prepared beads was 

determined. The MPCB showed the highest adsorption capacity for Cr(VI) (qmax: 132.52 mg 

g-1) followed by the PCB (qmax: 130.66 mg g-1), then the MB (qmax: 130.25 mg g-1) and the 

lowest value of adsorption capacity corresponded to the BB (qmax:112.53 mg g-1). In the case 



of Cu(II), BB exhibited a high adsorption capacity (qmax: 176.13 mg g-1) followed by MB 

(qmax: 114.69 mg g-1), PCB (qmax: 84.80 mg g-1) and MPCB (qmax: 69.77 mg g-1). 

3.4.2 Theoretical interpretation of the adsorption mechanism via a physical 

model 

An advanced physical model is able to attribute new theoretical insights of the adsorption 

mechanism of both tested ions on MPCB. Based on this model, it was considered that the 

adsorption process can be performed via a formation of one adsorbed layer (Langmuir 

hypothesis). It was assumed also that the leading adsorption functional group can accept one 

(Langmuir hypothesis), a fraction of ion or more than one ion.  The expression of this model 

is described by Eq.(14) [67]:  
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where n is defined as the number of the ions per leading adsorption function group 

(adsorption site), Dm represents the density of leading adsorption sites at saturation, and C1/2 is 

the concentration at half-saturation. The fitting of the experimental adsorption data is 

illustrated in Fig. 7. As can be seen from Fig. 7, a good correlation between this model and 

the data was observed, considering an uncertainty around 3% for our computed values of n. 

The values of the determination coefficient R2 are 0.989 and 0.995 for Cr(VI) and Cu(II) 

adsorption respectively. Fitting results provided that the n (Cr(VI))-adsorbent and n (Cu)-

adsorbent values were 0.96 and 0.67 respectively. This theoretical evidence demonstrated that 

the leading adsorption functional group accepted 0.96 ions of Cr(VI) and 0.67 ions of Cu(II). 

Referring to the literature, it was discussed that [67]: 

If n < 0.5, the ions can be interacted via two or more adsorption sites (multi-interaction 

process). 



If n > 1, one functional group can be involved in the adsorption (multi-ionic process). 

If 0.5 <n <1, the ions can be interacted via one and two functional group but with two 

different percentages.  

Overall, we can understand that both ions were interacted during the adsorption via one and 

two adsorption sites but with two different percentages. For instance, considering the 

following equation since 0.5 < 0.96 <1: 

0.96 = 1.x + (1-x).0.5 (15) 

where x is the percentage of adsorption via one adsorption site and 1-x is the percentage of the 

adsorption of Cr(VI) via two adsorption sites. Based on the calculation of this equation, it was 

deduced that 92% of the Cr(VI) was adsorbed via one adsorption site, and 8% via two 

adsorption sites. It can be concluded that the interaction via one adsorption site is very 

dominant.  It was noted also that n (Cr(VI))-adsorbent > n (Cu)-adsorbent. This result is due 

to the high adsorption capacity that was demonstrated by the Langmuir model. 

In the case of Cu(II),  the n value  was 0.67, indicating that copper ions can be interacted via 

one and two functional group but with two different percentages. By considering the 

following equation: 

0.67 = 1.y+ (1-y).0.5 (16) 

where y is the percentage of an interaction with one functional group, and 1-y corresponds to 

an interaction with two functional groups.  

 34% of Cu(II) interacts  with one adsorption site, and 66% with two adsorption sites. Overall, 

we can understand that the Cu ion mainly interacts with the alginate matrix by two 

carboxylate groups. 



 

3.4.3 Comparison of the adsorption performance of MPCB with literature 

report 

The maximum adsorption capacities of MPCB for the removal of Cu(II) and Cr(VI) were 

compared with those obtained with previously studied sorbent (Table 3). As can be seen from 

the Table 3, MPCB demonstrated high adsorption capacities compared with other composite 

adsorbents suggesting that MPCB showed a good adsorption performance toward Cu(II) and 

Cr(VI) ions. 

Table 3. Adsorption capacities of other sorbents for C(VI) and Cu(II)  

Adsorbent 
qm (mg/g) 

Conditions References 
Cr(VI) Cu(II) 

Sepiolite-supportes magnetite nanoparticles 

(SSMNPs) 
33.4 - pH 3, 20°C [58] 

Fe2O3-chitosan-cherry kernel shell pyrolytic 

charcoal composite 
47.58 - pH 2, [68] 

Graphene oxide functionalized chitosan-

magnetite nanocomposite 
142.85 - pH 3 [69] 

Magnetic pinecone beads 132.52 - pH 2, 20°c This study 

Poly (methyl methacrylate)-grafted 

alginate/Fe3O4 nanocomposite 
- 35.7 pH5, 50°C 

[70] 

 

carboxymethyl chitosan (CMC)/sodium 

alginate/ grapheme oxide@Fe3O4 
- 55.96 pH 5, 30°C [71] 

Nanochitosan/sodium 

alginate/microcrystalline cellulose beads 
- 43.3 pH 5 [72] 

Magnetic pine cones beads  69.77 pH 5 This study 

 

3.5 Equilibrium study on binary metal system 

3.5.1 Competitive sorption of metal ions onto MPCB 



The competitive adsorption of Cu(II) and Cr(VI) onto MPCB were examined by varying the 

initial concentration from 50 to 2000 mg L-1for Cu(II) and from 50 to 1200 mg L-1 for Cr(VI). 

The pH was fixed at 3 for all experiments, and the results were gathered in Table 4. 

As illustrated in Table 4, Cr(VI) uptake was suppressed by the coexistence of Cu(II), 

meanwhile Cu(II) sorption was not significantly affected by the presence of Cr(VI).  

For a fixed concentration of Cu(II), the adsorption capacity of Cr(VI)was enhanced with the 

increase of  initial concentration of Cr(VI) from 50 to 1200 mg L-1. Compared to the single 

system, the adsorption capacity of Cr(VI) decreased in almost cases. For instance, it was 

reduced by 28% with Cu(II) varying from 0 to 2000 mg L-1when operating at a fixed 

concentration of Cr(VI) of 750 mg L-1. The reduction in adsorption capacity could be ascribed 

to the availability of binding sites in which metal ions are competing on and to the affinity 

strength [73, 74]. At acidic pH, Cr(VI) is reduced to Cr(III) and may be adsorbed in its 

trivalent ions. Metal ions (Cr(III) and Cu(II)) will be competing for the active sites which 

leads to the decrease of Cr(VI) sorption in the binary system [75, 76]. 

However, the qe values for Cu(II) were enhanced in comparison with those in single system 

by varying Cr(VI) concentration from 50 to 1200 mg L-1. For a fixed concentration of Cu(II) 

(2000 mg L-1), the qe of Cu(II) was enhanced by 14% with Cr(VI) varying from 0 to 1200 mg 

L-1. 

The competitive adsorption relationship in binary system could be evaluated by the ratio of 

sorption capacities (Rqi) of a metal ion (i) in the presence of another metal ion (j) and in 

single system at the same operating conditions (qe,imixture/qe,isingle) [77, 78]. Three types of 

effect were identified based on Rqi values: if Rqi>1 there is a synergistic effect and the 

adsorption of metal ion i was favored by the coexistence of the other metal j, if Rqi<1 there is 

an antagonist effect and the adsorption of metal ion i was inhibited by the presence of metal 

ion j and if Rqi=1 there is no interaction [79]. The Rqi values are listed in Table 4.The 



RqCr(VI)values were ranging between 0 and 1, indicating the antagonism effect exerted on 

Cr(VI) sorption by the coexistence of Cu(II). It can be noted also that the RqCr(VI) values 

increased by varying Cu(II) from 50 to 2000 mg L-1and get closer to unity, indicating that the 

antagonism effect was decreased. For a fixed concentration of Cu(II), the increment of initial 

concentration of Cr(VI)  decreased the sorption capacity ratio (RqCr(VI)). These results indicate 

that the inhibition effect was highly influenced by Cu(II) and Cr(VI) initial concentration. At 

low Cu(II) concentration (i.e, 50 and 100 mg L-1), the sorption capacity ratio of Cr(VI) was 

lower compared to higher Cu(II) concentration, revealing that the competitive behavior 

between Cr(VI) and Cu(II) was much stronger at low concentrations. For fixed concentration 

of Cr(VI) (i.e, 50 and 100 mg L-1) and by varying the Cu(II) from 500 to 2000 mg L-1 the Rq 

values were equal or slightly higher to 1 indicating the non-significance of antagonist or 

synergetic effect. Regarding copper, the impact of coexistence of Cr(VI) on the competitive 

sorption of Cu(II) was insignificant considering that RqCu(II)→1 for almost experiments. 

RqCu(II) values  were increased as result of increasing the Cr(VI) concentration from 50 to 

1200 mg L-1. The presence of Cr(VI) may slightly increases the Cu(II) sorption by exerting a 

synergistic effect. The synergistic effect could be explained by different mechanism that may 

occurred in the sorption process: the reduction of Cr(VI) to Cr(III) lead to pH increase due to 

protons consumption, as the pH increased Cu(II) sorption was favored owing to the 

electrostatic attraction with the negatively charged surface, also more active sites were 

provided by the oxidation of several functional groups [75, 80, 81]. Additionally, the increase 

of anionic Cr(VI) concentration established an effective electrostatic shield against the 

repulsive forces between Cu(II) cations particularly from those in adjacent sites, thus 

increasing the amount of active sites for Cu(II) sorption [81, 82]. 

Table 4 Multicomponent adsorption capacities of Cu(II) and Cr(VI) in binary system using 

MPCB as adsorbent for fixed pH and Temperature (pH:3; T:20°C). 



Binary system 

Cr(VI)-Cu(II) 

Ce,Cr(VI) 

(mg L-1) 

qe,Cr(VI) 

(mg g-1) 

RqCr(VI) 

Binary system 

Cu(II)-Cr(VI) 

Ce,Cu(II) 

(mg L-1) 

qe,Cu(II) 

(mg g-1) 

RqCu(II) 

50-0 10.09 4.27 - 50-0 6.49 4.31 - 

100-0 50.03 5.36 - 100-0 19.54 8.33 - 

500-0 333.20 21.79 - 500-0 171.09 32.28 - 

750-0 558.30 23.65 - 1000-0 515.3 51.5 - 

1200-0 854.60 37.62 - 2000-0 1218.4 69.77 - 

50-50 12.69 3.77 0.88 50-50 10.33 4.49 1.03 

100-50 50.50 4.81 0.90 100-50 22.87 8.34 1.00 

500-50 311.00 13.42 0.62 500-50 175.50 34.92 1.08 

750-50 516.3 11.45 0.48 1000-50 554.55 49.84 0.97 

1200-50 929.20 25.50 0.68 2000-50 1396.10 77.05 1.10 

50-100 14.17 3.67 0.86 50-100 11.31 4.43 1.03 

100-100 55.89 4.46 0.83 100-100 20.63 8.62 1.03 

500-100 329.4 13.18 0.60 500-100 197.76 33.25 1.03 

750-100 521.5 10.78 0.46 1000-100 534.80 49.47 0.96 

1200-100 937.20 24.25 0.64 2000-100 1451.00 69.20 0.99 

50-500 14.03 4.38 1.03 50-500 4.69 4.32 1.00 

100-500 55.69 5.71 1.07 100-500 13.24 8.10 0.97 

500-500 394.3 9.31 0.42 500-500 141.80 29.22 0.91 

750-500 564 16.36 0.69 1000-500 444.70 47.75 0.93 

1200-500 935.1 25.24 0.67 2000-500 1255.0 64.62 0.93 

50-1000 14.09 4.35 1.02 50-750 4.07 4.71 1.09 

100-1000 57.33 5.94 1.11 100-750 10.26 8.69 1.04 

500-1000 432.50 15.12 0.69 500-750 116.55 36.34 1.13 

750-1000 585.00 16.26 0.69 1000-750 425.7 52.95 1.03 

1200-1000 973.60 32.28 0.86 2000-750 1240.6 74.79 1.07 

50-2000 14.05 4.29 1.01 50-1200 3.86 4.59 1.06 

100-2000 55.07 6.18 1.15 100-1200 10.38 8.51 1.02 

500-2000 510.10 17.46 0.80 500-1200 117.6 34.55 1.07 



750-2000 708.40 15.99 0.68 1000-1200 379.2 56.61 1.11 

1200-2000 797.00 34.91 0.93 2000-1200 1125.1 80.12 1.15 

 

3.5.2 Multi-component isotherm modeling 

A multi-component isotherm models were employed for describing the competitive metals 

sorption. The Langmuir sorption isotherm is commonly used in single as well as multi-

component adsorption due to its performance in describing the adsorption behavior. The 

Langmuir mono-element sorption isotherm can be extended to multi-metals isotherm: 

extended, non-modified and modified competitive Langmuir models [83]. 

The non-modified and the extended Langmuir models are based on the assumption of the 

similarity of all active sites on the surface sorbent and that all sorbate molecules compete 

equally for the active sites. qmax and KL,I are the non-modified Langmuir model parameters 

derived from the mono-element Langmuir isotherm. Extended Langmuir isotherm is 

characterized by specific adjustable parameters for the competing metals (qm,i and KL,i) [84]. 

In the modified competitive Langmuir model, @ L,i a corrector parameter was incorporated to 

describe the interactive effect between different sorbate in solution. This parameter is 

characteristic of metal ions and is dependent on the other components’ concentration [19]. 

These multi-component isotherm models are described below: 

Extended Langmuir model 
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Non-modified competitive Langmuir model 
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Modified competitive Langmuir model 
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To evaluate the competitive effect of Cu(II) and Cr(VI) sorption onto MPCB in binary 

system, the equilibrium data were modeled by the modified competitive Langmuir multi-

component isotherm. The estimated parameters and SSR (Eq. (20)) values were listed in 

Table 5.  
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In this model, two new constant n1 and n2are incorporated as interactions factors. These 

parameters take into consideration the deviations from the non-modified extended Langmuir 

model and its assumptions [19]. 

3D plots of metal uptake (i.e, qe, Cr(VI), qe, Cu(II) ) versus the equilibrium concentration of target 

metal ion in the bicomponent system Cr(VI)-Cu(II) were shown in Fig. 9a and b. The curve of 

total metal uptake (qe,Cu(II)+qe,Cr(V)) versus of the equilibrium concentration of the two metals 

was exhibited in Fig. 8c. As can be seen, the 3D plot of total metal uptake has the same tend 

to that of Cu(II). As shown in Fig. 8a and c, the equilibrium data for copper and total metal 

uptake were well situated on the sorption surface isotherm meanwhile, Cr(VI) experimental 

data showed a slight deviations from the sorption isotherm surface (Fig. 8b). These results 

assume that competitive Langmuir isotherm model is suitable for describing the adsorption 

behavior of Cu(II) in binary metal system however, this model provides a poor fit for Cr(VI) 

experimental data in binary mixture. 

To further examine the model performance, the predicted qe values were plotted versus the 

experimental qe values of Cu(II) and Cr(VI) in the binary system (Fig. 10 a, b and c). The qe 

values were distributed around the square diagonal, the good fitting of the model is suggested 

by a near zero intercept and a close unity slope. The coefficient correlation R2 for copper and 

total metal uptake were higher than 0.9, confirming that the competitive Langmuir model 



demonstrates a good fit to the equilibrium data of Cu(II) from the binary mixture. However, 

R2 value for Cr(VI) was lower than 0.9 which indicate that the competitive Langmuir model 

couldn’t fully describe the Cr(VI) adsorption behavior. 

 

Fig. 9. Equilibrium sorption surface for: (a) Cr(VI) , (b) Cu(II) and (c) total metals uptake in 

binary mixture Cr(VI)–Cu(II) uptake. The surfaces are predicted by the competitive Langmuir 

isotherm model. Initial pH:3; T: 20°C. 



 

 

Fig. 10. Calculated versus experimental qe for the bicomponent system Cr(VI)–Cu(II): (a) 

Cr(VI), (b) Cu(II) and (c) total metal. 

Table 5 Equilibrium isotherm constants of the adsorption of Cu(II) and Cr(VI) ions onto 

MPCB in binary system. 

Isotherm model Parameters 

Metal ions 

Cu(II) Cr(VI) 

Modified competitive Langmuir 

KL,i 0.025 0.016 

qm(mg/beads) 0.015 0.07 

@ 29.39 61.78 



SSR 0.44 0.76 

 

 

 

3.6 Discussion on the adsorption mechanism of Cu(II) and Cr(VI) onto MPCB 

In order to explore the sorption mechanism of Cu(II) and Cr(VI) onto MPCB, SEM, EDX and 

FTIR analysis were carried out. SEM results showed that the surface morphology of MPCB 

have changed to smooth and homogenous, indicating that it was covered by Cr(VI) and Cu(II) 

(Fig.11b and c). These result were confirmed by EDX spectra in which appeared new peaks 

related to Cr(VI) and Cu(II) after adsorption onto MBCB given in Fig. 11d and e. FTIR 

spectra of the biocomposite beads (Fig.4) confirmed the presence of hydroxyl, carbonyl and 

carboxyl groups which could be involved in the adsorption process. FTIR results of MPCB-

Cu(II) and MPCB-Cr(VI) were shown in Fig. 12. After Cu adsorption, the characteristic 

adsorption peak of hydroxyl was redshifted to 3287 cm-1 and its intensity has decreased, 

indicating that these functional groups are highly involved in the adsorption process through 

surface complexation/chelation [34]. A decrease in the relative intensities with an obvious 

redshift displacement of the carboxyl group in the Cu loaded spectrum suggested the metal 

binding with carboxyl groups via electrostatic attraction and surface complexation [44] These 

results are in good agreement with the results obtained by studying the pH effect. Also, the 

shift of –OH, –COO and CO adsorption band indicated that ion exchange could be implicated 

in the adsorption process. Cu(II) ions  can be exchanged with the crosslinked calcium in the 

magnetic pine cones gel beads [80, 85]. This was confirmed by the EDX results. The 

elemental analysis showed a decrease in calcium percentage from 6.67 to 1.23% after Cu 

adsorption. The adsorption peak at 533.3 cm-1 related to Fe–O was moved to larger 

wavenumber length, suggesting the possibility of binding with copper ions through Fe–O–Cu 



[86]. The FTIR spectra of MPCB-Cr(VI) exhibited peaks at 3348, 2939, 1724, 1599, 1030, 

538 cm-1 ascribed  to –OH, –CH, –COO-, C–O stretching and Fe–O groups. It is noteworthy 

that the characteristic peaks of hydroxyl and carboxyl have decreased in relative intensities 

and located to larger wavenumber length (3272 to 3348 cm-1, 1599 to 1724 cm-1), suggesting 

that these groups contributed in Cr(VI) uptake. Chromium hexavalent species are highly pH 

depending, at lower pH the MPCB surface functional groups are protonated acquiring positive 

charges (–OH2
+, –COOH2

+) which favored the electrostatic interaction with the main anionic 

form of hexavalent chromium  HCrO4
-.  Furthermore these functional groups act as electron-

donor groups which facilitated the reduction of Cr(VI) to Cr(III) with lower toxicity [31, 87]. 

Cr(III) can gather on MPCB via surface complexation (Eq. (21) and (22)) and ion exchange 

with Ca2+ (Eq. (23)). 

≡B–OH + Cr3+
� ≡B–OHCr3+ (21) 

≡B–OH2
+ + HCrO4

-
� ≡B–HCrO4

- + H2O (22) 

3 –(COO)2Ca +  2 Cr3+    
�2 –(COO)3Cr + 3 Ca2+ (23) 

The possibility of ion exchange between Ca(II) and Cr(III) was confirmed by the EDX results 

after Cr(VI) sorption showed a decrease in the percentage of Ca ions. Similar results were 

reported by Gusmaroli et al [88]. It was reported that the remaining Cr(III) concentration in 

solution was negligible, indicating its entrapment into the beads [88]. 

The characteristic peak of Fe–O was redshifted to 537 cm-1 and strengthened after the 

adsorption of Cr(VI) ions, demonstrating the possibility of interaction with Cr(VI) and 

confirming the possibility of Cr(VI) reduction by Fe(II) in the magnetite given in the pH 

results [54, 89]. Accordingly, the Cr (VI) sorption mechanism is adsorption-coupled reduction 

mechanism [87, 90, 91] The FTIR spectra of MPCB loaded Cu(II)/Cr(VI) showed similar 

characteristic peaks to those of MPCB-Cu(II) and MPCB-Cr. 



To sum up the possible mechanism (Fig. 13) of hexavalent chromium and copper (II) sorption 

might involve electrostatic interaction, surface complexation with functional groups and ion 

exchange. These finding were in good agreement with the fitting results to the physic model 

which indicates that the metal ions interacted via one and two functional group but with two 

different percentages. 

 



Fig. 11.SEM figures of MPCB: (a) before adsorption, (b) after Cr(VI) sorption, (c) after 

Cu(II) sorption (magnification: 200 x); EDX spectra of: (d) MPCB-loaded Cr, (e) MPCB-

loaded Cu(II). 

 

 

Fig. 12. FTIR spectra of :MPCB before adsorption, MBCB loaded: Cu; Cr; Cu/Cr. 

 

 



 

Fig. 13. The adsorption mechanism of Cu(II) and Cr(VI) onto MPCB. 

 

4. Conclusion 

In this work, novel biocomposite magnetic pine cones gel beads was successfully synthesized 

and investigated for Cu(II) and Cr(VI) sorption in single and multi-component mixture. The 

metal uptake onto MPCB was highly dependent on pH (pHopt/Cu(II): 5; pHopt/Cr: 2), initial metal 

concentration and contact time. The maximum adsorption capacities of Cu (II) and Cr(VI) 

onto the magnetic biocomposite were 69.77 mg g-1 and 132.52 mg g-1 respectively. The 

sorption mechanism was investigated by FTIR and SEM/EDX analysis and the results showed 

that electrostatic interaction, surface complexation with functional groups and ion exchange 

were involved in the sorption process. The Langmuir model fitted well the experimental data 

for both metals, indicating the monolayer sorption. Physical modeling investigation was used 

to further explain the adsorption mechanism indicating that both ions interacted via one and 



two functional group but with different percentages. The pseudo second order model 

correlates well the kinetic results for both metals confirming the chemisorption mechanism. 

The competitive effect of metal ion on each other was studied in bicomponent system. The 

results revealed that the Cr(VI) sorption was inhibited by the presence of Cu(II) indicating the 

antagonistic effect exerted by Cu(II) ions. Meanwhile, Cu(II) sorption was not influenced by 

the coexistence of Cr(VI). The binary adsorption data were modeled by the modified 

competitive Langmuir multi-component isotherm, which showed a good fitting with Cu(II) 

ions adsorption data. These results suggest that the magnetic pine cones gel beads is a 

promising sorbent for potentially toxic metals recovery from wastewater. 
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