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Effect of the electrode/wall area ratio on the Plasma potential in discharge

and Tokamak plasmas.
E. Faudot,1, a) A. Cherukulappurath Mana,1 F. Brochard,1 and S. Heuraux1

Université de Lorraine – Institut Jean Lamour, Campus Artem, 2 allée André Guinier - BP 50840,

54011 NANCY Cedex, France

The plasma potential is a key parameter in plasma discharge or fusion plasma to control plasma-wall interac-
tion or ExB drift. The magnitude of the plasma potential depends on the overall energy transmitted to the
plasma via DC or RF devices such as electrodes or antennas. Knowing the plasma potential from the exciting
source is useful to prevent high energetic fluxes to the wall or to improve the plasma confinement or expalining
shear velocity. The aim of the present model is to calculate this plasma potential whth respect to a DC or
RF source in a magnetized or unmagnetized plasma. This double saturated probe model takes into account
the electron saturation current and is able to derive the plasma potential as a function of the electrode/wall
area ratio for a DC or RF discharge in a Helium/Argon plasma with or without a magnetic field. The results
of the model are compared to Aanesland’s model in the case of the unmagnetized capacitive sheath, and PIC
simulations. The magnetized model is applied to a plasma column with a perpendicular capacitive current
in an RF discharge. It appears that the plasma potential can increase to almost the RF potential value at a
low wall/electrode area ratio (Awall/Ael lower than 5) while the same potential is collapsing as soon as the
area ratio (perpendicular over the parallel current area) is higher than the electron/ion saturation current
ratio. This is directly due to the saturation of the electron current, preventing the plasma potential from
following the imposed RF potential by the electrode, so that the maximum value can be as lower as the
floating potential. The perpendicular current involved is mainly a conduction current modeled as a resistive
collisional current. In fusion plasma, the maximum plasma potential can rise to higher values than in plasma
discharges but the collapse of the potential still occurs for long collisional biased flux tubes.

I. INTRODUCTION

Most experimental plasma devices are using a local 
electric field strong enough to ionize a low-pressure gas. 
This electric field can be obtained either with DC (Di-
rect Current) or RF (Radio-frequency) biased electrodes1 

(plasma discharges, thrusters) or RF antennas2 (fusion 
plasma, tokamaks, stellarators). In case of RF electrode, 
this one can be capacitively coupled or directly coupled 
leading to very different self-biasing of the plasma and 
electrode3. This last coupling is involved in the present 
work. RF electrodes or antenna induce electrostatic 
and electromagnetic waves able to bias the quasi-neutral 
plasma resulting in plasma potential variations, which 
is a key parameter to understand the behavior of the 
plasma in either magnetized or unmagnetized devices. 
For example, a 3D (3 dimensions) map of the plasma 
potential4 in a magnetized device allows to understand 
the ExB drift5 and the heat fluxes driving hot spot phe-
nomena on ICRH (Ion Cyclotron Resonant Heating) an-
tenna structures6,7, and also arcing phenomena8,9. An-
other example is the radial potential profile in the SOL 
(scrape-off layer) of tokamaks which can trigger better 
confinement regimes both in linear devices10 and in toka-
maks (H-mode)11,12.

The plasma potential magnitude depends strongly 
on the electrode-plasma interaction and plasma-wall 
(wall=ground) interaction as well. In other words, it de-
pends on the sheath potentials between the electrode,
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the plasma, and the wall. The sheath physics13 has
to be extended to RF sheath physics1,14,15 taking into
account capacitive currents16 in unmagnetized or mag-
netized plasma devices. These currents can change the
sheath potential according to their I-V characteristic17.
As a consequence, the plasma potential can be deduced
from the balance of the sheath potential and currents
all over the internal geometry of the device and in-vessel
pieces. In the most simple model, a 1D particle flux is
set to deduce the I-V characteristic of the sheath as it
has been widely explained in the Mott-Smith-Langmuir
paper18. This I-V characteristic can be expressed in pla-
nar, cylindrical, and spherical geometries, revealing the
strong dependence of the boundaries at the plasma edges.
In the special case of planar geometry, the I-V curve is
characterized by the classical exponential function used
in most modelings, reaching a plateau starting when the
potential (of the electrode or a Langmuir probe) is higher
than the plasma potential. This plateau corresponds to
the saturation of the electron current, and also to the
reversal of the sheath potential because electrons have to
be accelerated in the sheath19.

These negative sheaths or electron sheath, first sug-
gested by Langmuir20, in which electron density is higher
than ion density prevent the plasma potential to rise up
to hundreds of volts, even if the RF magnitude of the
source supplies thousands volts. Then the understand-
ing of the saturation mechanism leading to the mitiga-
tion of the plasma potential is very important to prevent
high energetic plasma fuxes accelerated in the sheaths
and flowing along ExB drifts. According to the area ratio
of the wall to the electrode, this saturation will occur or
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not. This effect has been measured experimentally21 but
no model was able to explain the evolution of the plasma
potential with respect to area ratio and RF exciting po-
tential whatever the sheath main population (electronic
or ionic). For exemple in the edge of tokamak plasma,
most of sheath can be electronically saturated close to
the RF antennas for long enough flux tube connected to
the antenna. This saturation is in this case strongly de-
pendant on the magnetic connection length and can be
rather complex in the edge. In plasma discharges, this
saturation can explain why it is very difficult to increase
the plasma potential at several hundreds of volts, despite
the powerfulness of the source.

This saturation of the plasma potential usually oc-
curs at high electrode/wall area ratios and has been in-
vestigated starting from Lieberman’s model22 based on
the fraction of electrons lost during one RF period15,19

and for high non ambipolar flow23. In most modeling21

the plasma potential is deduced from already saturated
sheath (electronic or ionic), so that the complete oscil-
lation of the sheath during one RF period can not be
calculated. But this saturation can also be calculated
more self-consistently from a "double saturated probe"
model (DSP) based upon a continuous sheath character-
istics, using the "tanh" function. This is the big novelRF
cas ty which allows to calculate the real time plasma
potential during one RF oscillation, and to extend the
model to a magnetized plasma column, which is also a
new possibility of the model. On top of that, the effect of
different currents, conduction and/or displacement cur-
rents can be investigated thanks to this new modeling.
The main goal is to calculate the plasma potential in front
of a direct coupling RF biased electrode, magnetized or
not, which would be really useful for plasma discharge
community, but also for plasma/wall interaction in the
Scrape off layer of tokamaks, especially in the vicinity of
ICRH antennas.

The nonlinear resolution of this model is presented in
the first part in DC and RF cases with only conduction
currents in the sheath. In a second part, the model is
extended to capacitive RF sheaths. This kind of mod-
eling is close to Aanesland’s one. In the final 3rd part,
the model is adapted to a magnetized plasma column
allowing perpendicular RF currents possibly associated
with collisions. Such models have been performed in the
past16 but without taking into account the saturation of
electron currents. Here we complete the study of these
plasma potentials in the RF environment. In addition,
the 3 models are compared to PIC (Particle-In-Cell) sim-
ulations which have been performed on a GPU ensuring
a very high number of super-particles (up to 108).

II. SATURATED PLASMA POTENTIAL

The classical I-V characteristics for a 1D planar probe
are described in the Mott-Smith-Langmuir paper18. This
is the simplest way to model the electron saturation is to

consider a 1D planar probe, receiving only a longitudinal
plasma flux. In reality this is a 3D flux depending on
the sheath expansion and then the saturation is not a
straight horizontal line but can be given by an OML the-
ory which is quite complicated to introduce in our time
dependant model. Replacing this I-V characteristic by a
saturated continuous one as plotted in figure 1 using a
tanh function, allows solving the current conservation all
over the electron and ion saturation regions.

-10 -5 0 5 10

V

-2

0

2

4

6

8

10

-I

exp

I
e
-I

i

tanh

Figure 1. 1D planar probe I-V characteristic and the corre-
sponding "tanh" I-V characteristic.

This I-V characteristic is given by

I(V ) = Ii −
Ie

2

(

1 + tanh

(

−
eV

kBTe
+ 1

))

(1)

with Ii = jiS the ion saturation current, ji the ion
current density, Ie = jeS the electron saturation current,
je the electron current density, S the collected current
area, V is the potential gap within the sheath, kB the
Boltzmann constant, e the elementary charge and Te the
electron temperature. This double saturation character-
istic implies that no sheath extension would increase the
ion and electron saturation currents with respect to the
sheath potential (according to Child Langmuir law or
OML Theory18). This crude assumption of the model
may yield some brutal transition that would not be ob-
served in measurements, nevertheless, the model can take
into account the electron saturation current continuously
all over the potential domain as plotted in figure 1.

Figure 2 shows an example of a plasma square box with
2 electrodes connected to the same RF or DC source.
This configuration allows to decrease the minimum area
ratio S2/S1 (equal to 1), with S1 and S2 the electrode
and wall areas respectively, and has been chosen for the
PIC simulations performed afterward to correlate the an-
alytical results. In a 2D configuration, the area ratio is
a length ratio L1/(2L − L1). This kind of asymmetric
plasma discharge can be modeled as a simple electric cir-
cuit (figure 3) in which sheaths are represented as diodes,
because of their nonlinear I-V characteristics. Due to
asymmetric areas of the electrode and grounded wall,
each sheath does not drive the same amount of current
which is proportional to their respective areas.
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Figure 2. Sketch of the 2D plasma box used in the PIC sim-
ulation.

Figure 3. Electric model of an asymmetric plasma discharge.

A. "Double saturated probe" (DSP) model

Applying the current conservation to this asymmetric

double saturated probe model, with φ =
eVp

kBTe
with Vp

the plasma potential in volts, and the tanh function for
electron current yields :

S1

(

ji −
je

2
(1 + tanh(1 − φ + φbias))

)

+ (2)

S2

(

ji −
je

2
(1 + tanh(1 − φ))

)

= 0

where φbias is the potential applied to the electrode,

it can be equal to φdc = eVdc

kBTe
or φrf =

eVrf

kBTe
. The

ion saturation current is supposed constant all over the
potential domain. This is certainly a crude assumption
but it simplifies the calculations and does not induce any
significant error as long as je ≫ ji. This model takes into
account the electron saturation region so that the sheath
can reverse as soon as the applied potential is strongly
positive. Applying a DC potential to the electrode, the
plasma potential φ can be deduced directly :

φ = 1 +
1

2
φdc +

1

2
ln

√

S1 + S2 − A

S1 + S2 + A
− (3)

1

2
asinh

[

A. cosh (φdc) + (S2 − S1) sinh (φdc)
√

(S1 + S2)2 − A2

]

with A = (S1 + S2)(2ji/je − 1).

On the contrary, to obtain the plasma potential from
the RF potential, it must be averaged over one RF period
as shown in equation below.

〈φ〉 = 1 +
1

2
ln

√

S1 + S2 − A

S1 + S2 + A
−(4)

1

2

〈

asinh

[

A. cosh(φrf (t)) + (S2 − S1) sinh(φrf (t))
√

(S1 + S2)2 − A2

]〉

B. PIC code description

The PIC code has been written in Matlab using CUDA
instructions implemented with Matlab GPU commands.
The advantage is a very short code because many ad-
vanced commands are already implemented (to search
particles in each grid cell for example, or to solve a lin-
ear system or to use Fourier transform). The drawback
is that the code is slower than a compiled C++ CUDA
code. For example, a 2048x2048 matrix multiplication
10% faster with a CUDA code compared to the GPU
matlab function. On condition that optimized GPU com-
mands are used, and avoiding loops and preferring vec-
torized instructions, the productivity gain is real as it
could have been using Python language with its CUDA
libraries.

Particle motion is achieved using a leap frog method,
allowing to "center" the electric field between the initial
and final position of the superparticle. The Lorentz force
is analytically integrated and written in matrix multipli-
cators to obtain the exact position even if the timestep is
larger than the cyclotron period. The other option would
have been to use the well-known Boris algorithm, but it
appears the exact method written through matrices is as
fast as the Boris method on the GPU. A plasma source in-
jects particles in a square or rectangular box to maintain
either the ion density constant or the electron density,
depending on the loss rate of each of them. The global
plasma temperature tends to decrease with time because
the fastest particles are lost the firsts, "cooling" especially
the electron distribution function. This effect could be
canceled with a heating mechanism but is not yet im-
plemented. 2 electrodes are connected directly (direct
coupling) to the RF generator. All other boundaries are
connected to the ground according to figure 2. The con-
figuration where a blocking capacitor is put between the
RF generator and the electrode (capacitive coupling)24 is
not investigated here because it does not bias the plasma
with recpect to the ground contrary to a direct coupling.
Here the goal is to study if the plasma potential can be
as high as the RF or DC source. This version of the code
includes magnetized plasma motion with an electrostatic
Poisson solver only, neither collision nor ionization. The
Poisson solver is written using a finite difference Fourier
transform method using fft2 functions in 2 dimensions.
This method apprears to be the fastest for grid size larger
than 256x256 because it can be directly run on the GPU
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and also because it requires only N2log(N) operations
(with N the number of gridpoints) . For smaller grid
size, the best method is the decomposition method based
on specific LU decomposition for sparse matrix, allowing
to use much lower memory than a Gauss method. But
this optimized decomposition method can only be used
on the CPU. This code has been compared to xoopic25

in unmagnetized and magnetized plasma to be validated.
In both cases, the results on density, potential, and time
dynamics (plasma frequency) are quite close (less than
1% discrepancy).

On an RTX 6000 GPU, each simulation lasts 5 min
for 5000 time steps, which is pretty faster than those ex-
ecuted on a single CPU, between 10 to 50 times faster
than on a Core i7 7820HQ. 5000 time steps are enough
to reach a quasi-steady state plasma potential. If the
duration of the simulation is too long, the cooling effect
due to fast particle loss can sensitively alter the result.
In PIC simulation fastest particles in the Maxwellian ve-
locity distribution leave the simulation box first while
the plasma source is a complete Maxwellian distribution
instead of a Maxwellian tail replacing only the fast parti-
cles lost26. A way to avoid this cooling is either to inject
the same fast particles or heat the plasma with another
artificial way.

C. PIC and DSP model comparison

The simulation box is a 5 by 5 cm square as shown
in figure 2. The plasma parameters are as follows :
ne = 1016 m−3, Te = Ti = 3 eV, Vdc = 100 V. PIC simu-
lations have been performed using 225 super-particles in
a 500x500 grid steps, which means a space step of 0.1
mm smaller than the Debye length (λDe = 0.13 mm).
The time step is 0.1 ns which is lower than 1/ωpe. Ac-
cording to the algorithm, the time step does not need
to be lower than 1/ωce because the cyclotron motion is
calculated from the analytic integration of the motion
equation with Lorentz force (corresponding to implicit
Tajima’s method27) and is valid at any time, on condi-
tion the Larmor radius remains smaller than a grid step,
to see the same electric field during the gyrations (which
is the case for electrons). Of course, the ions motion be-
ing much slower their characteristic time steps are always
valid.

In figure 4, one can see a comparison between the
model of equation 3 and PIC simulations for a direct
coupling of the electrode facing the plasma.

PIC curves do not fit the theoretical curves based
on the "tanh" current conservation within a static area
sheath equal to electrode area (S1 = cst in figure 4). The
transition from the unsaturated to the saturated regime,
which corresponds to an area ratio S2/S1 higher than
the saturation current ratio je/ji is very sharp in the
theoretical model while it is smoother in the PIC simula-
tions. This is due to the plateau of I-V characteristics in
which no sheath expansion occurs while this phenomenon
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Figure 4. Plasma potential (in Volts) as a function of the
ground/electrode area ratio S2/S1. DSP model (dashed and
dotted lines) is compared to PIC simulation results (solid lines
with markers).

is naturally simulated in the PIC simulation. The sheath
thickness is close to 0 when the applied voltage at the
electrode is equal to the plasma potential, this happens
at small area ratios. But as soon as the plasma potential
decreases the sheath potential gap (= φ−φdc) is reversed
and increases (in absolute value) so that the sheath thick-
ness increases as well, resulting in the increase of the elec-
tron saturation current passing through the sheath. As
a consequence the ratio jeS1sh/jiS2 increases, retarding
the strong drop of the plasma potential. The static elec-
trode area S1 has to be replaced by an area depending in
the sheath size S1sh = S1 + βλsh. Replacing S1 by S1sh

in equation 3 and solving the new nonlinear equation
numerically, the collapse is much smoother and almost
matches the PIC curves (figure 4). For a good fitting β
has been set to 1.5 in Argon, and 5 in Helium. The sheath
thickness is simply deduced from the Child-Langmuir law
λsh = αλDe|φ−φdc|

3

4 , with α ≈ 1, λDe the Debye length
and φ − φdc the potential drop in the sheath. So tak-
ing into account the sheath expansion in the analytical
model results in a more realistic collapsing transition,
more consistent with experimental measurements.

In the first part of the curves, at low area ratios, the
slope is much higher in PIC simulations. This can be
explained by a small heating of the plasma due to the
relatively high applied potential compared to the initial
electron temperature. At a small area ratio, the ion and
electron temperatures are likely to increase at the begin-
ning of the simulation before reaching lower steady-state
values but still higher (by 20%) than the initial loading
temperature because the sheath thickness can not be ne-
glected compared to the plasma box size. This heating is
not present in the analytical model in which the temper-
ature is relatively low (3 eV) corresponding to a steady
state discharge plasma.
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In the end, the main mechanism consisting in lowering
the plasma potential while the area ratio is increasing is
demonstrated. In addition, it is clear that the transition
area ratio for which the plasma potential starts to fall
down matches the saturation current ratio je/ji, which
simply corresponds to jeS1/jiS2 > 1. If the DSP model
provides an analytical expression of the plasma potential
for a RF or DC source as a function of the electrode/wall
area ratio and can be used as a first calculation to find out
the evolution of the plasma potential, the too sharp col-
lapsing region needs the introduction of a self-consistent
sheath expansion to be closer to the real experiments.

III. ASYMMETRIC DOUBLE PROBE WITH
CAPACITIVE SHEATH IN UNMAGNETIZED PLASMAS

One considers now an asymmetric double probe model
with capacitive sheaths28. These sheaths can drive non-
linear conduction currents as shown in the I-V character-
istics but also displacement currents due to their capac-
itance. These capacitances c1 and c2 are normalized to
kBTe/e because φ = eV/kBTe.

Figure 5. Electric equivalent circuit of the asymmetric double
probe capacitive model

c1
dφrf

dt
− (c1 + c2)

dφ

dt
= ji(S1 + S2) −(5)

je

2
(S1 + S2 + S1 tanh(1 − φ + φrf ) + S2 tanh(1 − φ))

with

c1 =
ǫ0ǫshS1

λsh.kBTe/e
(6)

c2 =
ǫ0ǫshS2

λsh.kBTe/e
(7)

λsh = αλDe

(

eV

kBTe

)
3

4

(8)

with 1 < α < 3 (see next section for more details29,30),

V = kBTeφ
e the time averaged potential drop in the

sheath and λsh the sheath thickness given by the Child-

Langmuir law. ǫsh = 1 −
ω2

pe

ω2 is the relative permittivity
of the sheath in the cold plasma approximation. An RF
sheath can be considered as electronically empty when
the sheath potential is much higher than the electron
temperature, as a consequence, the sheath relative per-
mittivity ǫsh can be considered equal to 115.

Renormalizing the last expression to ji(S1 + S2) and
replacing the sheath capacitances c1 and c1 + c2 by crf

and c respectively :

crf
dφrf

dt
− c

dφ

dt
= 1 −(9)

je

2ji

(

1 +
S1

S1 + S2
tanh(1 − φ + φrf ) +

S2

S1 + S2
tanh(1 − φ)

)

No analytical solution can be found for this equation
so that it needs to be solved numerically.

Table I. Typical plasma discharge parameters used in figures
6, 7 and 8.

gas He, Ar
n0 1016 m−3

Te 3 eV
Vrf 100 V
S2/S1 1 → 250
RF freq. 20 MHz
λsh 10−4

→ 10−2 m

c
λ2

De

Csλsh

crf
S1λ2

De

(S1+S2)Csλsh

A. Comparison to Aanesland’s model

Let’s remind Aanesland’s formula and assumptions to
calculate the plasma potential from RF potential Vrf and
surface ratio S2/S1 between the wall and the active RF
electrode respectively19.

cos−1

(

V

Vrf

)

= π

[

je

ji
− exp

(

−
eV

kBTe

)]

S2

S1
(10)

with

je

ji
= 0.61

√

2πme

mi
(11)

Figure 6 depicts the comparison of Aanesland’s and
the DSP models for the plasma parameters given in ta-
ble I. Both models are quite close at lower density
(n0 = 1015 m−3 instead of 1016) and for Argon gas,
which corresponds to a higher capacitive regime for cur-
rents within the sheath. As a matter of fact, conduction
currents are proportional to the density, while displace-
ment currents are assumed to be inversely proportional
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Figure 6. Plasma potential with respect to the wall vs RF
electrode ratio, respectively S2/S1. The applied RF ampli-
tude is 100 V.

to the sheath thickness, depending on the square root
of the density. In Aanesland’s model, the maximum po-
tential is the RF amplitude Vrf (here 100 V) instead of
the average over one RF period in the DSP model. This
unsaturated (no displacement current) average plasma
potential is given by Godyak14 : Vp = Vrf /π + Vfl, with
Vfl = Te ln(je/ji) the floating potential of the plasma.
This result is retrieved for the Helium plot at S2/S1 = 1
with the DSP model. The helium conduction currents
are relatively larger than Argon current compared to dis-
placement currents, which explains why there is no in-
crease of the plasma potential before the collapsing tran-
sition as it is the case for the Argon case. The higher
the capacitive current, the higher the averaged potential
which tends to the RF amplitude in saturated regime
(high capacitive currents). Aanesland’s model can not
calculate this first increasing step, while the collapsing
transition is close to the DSP model.

B. PIC comparison

DSP model, Aanesland’s model, and PIC simulations
are compared for the parameters given in table I. Again
PIC simulation parameters are the same as for the DC
case, 5x5 cm box, 500x500 grid steps, etc... To better fit
the PIC curves, the α parameter in the DSP model have
been set to 0.3 instead of 0.8, 50/27, 25/4 , or even 3 as
a function of the author’s model or simulations15,29–31).
The correcting factor for the sheath capacitance has also
been calculated by Lieberman15 as equal to 2.452 for the
first RF Harmonic. The question of the RF varying ca-
pacitance of the sheath is not straightforward, when the
sheath oscillates, its capacitance is much higher at low
RF potential and the Child law is only valid at high RF
potential (compared to electron temperature in eV). So if
we find here a capacitance 3 times higher than expected,
it is not far from Lieberman’s correction factor. All other
parameters have not been changed.

Each plot corresponding to each model appears in fig-
ures 7 and 8 for Helium and Argon plasma respectively.
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Figure 7. Helium plasma potential Vp with respect to
wall/electrode area ratio in an unmagnetized plasma for PIC,
Aanesland’s and DSP evaluations.
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Figure 8. Argon plasma potential Vp with respect to
wall/electrode area ratio in an unmagnetized plasma for PIC,
Aanesland’s and DSP evaluations.

The plasma potential Vp at the beginning of the plot
(S2/S1 = 1) should theoretically start at Vrf /π + Vfl,
which means around 45 V. This value appears to be
higher in both PIC and DSP simulations, but the plasma
potential continues to increase up to 80 V in Helium and
almost 95 V in Argon, before collapsing at area ratios
higher than 5 and 10 for both species.

PIC results are quite close to the DSP model except
at higher area ratios for which the plasma potential is
higher. As for the DC biasing, the sheath thickness
changes the real area ratio because the sheath is growing
as soon as the plasma potential is lower than the applied
RF potential, which also explains the lower decrease rate
of the potential in the PIC curve. This effect is even
stronger when λsh is higher than L1 the electrode width,
which means for high area ratios S2/S1. The same ten-
dencies are observed in the Argon plot. The effect of
the sheath extension is less important than in the DC
case, because the RF oscillations of the sheath already
imply a Child Langmuir thickness whose time averaged
is almost constant all over the area domain. This correc-
tion is then only visible at higher area ratios. Equation
9 is solved without the correction of the sheath thickness
in the electrode area S1 because the non linear sheath
thickness makes the computation much more unstable.
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In a near future, this model could be compared to exper-
imental measurements in such asymmetric discharges in
Argon3,19 or Helium, to discuss its experimental validity.

IV. SYMMETRIC DOUBLE PROBE WITH MAGNETIC
FIELD

A similar electric model can be built in the case of
an RF magnetized discharge. One considers a plasma
column connected on both sides to the RF electrode and
the grounded wall respectively as shown in figure 9. Each
sheath at both sides presents the same area so that the
double probe model is symmetric except that perpen-
dicular currents are allowed and must be added to the
current conservation equation as follows :

j‖ + j⊥ = 0 (12)

Figure 9. Sketch of the 2D magnetized plasma box with an
applied RF voltage

C1

D1

C2

D2C3

Vrf

R1
M

Figure 10. Magnetized electric model with perpendicular ca-
pacitive, inductive and resistive currents

Perpendicular current means currents perpendicular to
the magnetic field direction. They can be either conduc-
tion current (with the conductivity σ) and are modelled
by σE = σ(−∇V ) = σ(V0 − V )/d at the first order.
V0 is the plasma potential outside of the biased plasma
column, and V at the center of the plasma column. In
this model, V0 is supposed to be equal to 0 because it

is actually much smaller than the applied RF potential,
that is why the conduction current can be rewritten as
γφ in equation 14. d is the typical scale length of the
potential gradient perpendicular to the magnetic field.
It can be either a sheath thickness if particles involved
in perpendicular current are not well magnetized, or ρ
the Larmor radius for magnetized particles. Perpendicu-
lar currents can also be polarization currents due to RF
oscillations and then are expressed using an equivalent
perpendicular capacitance c⊥ normalized to kBTe/e so
that c⊥ = ǫ0ǫ⊥S⊥λsh.(kBTe/e). Referring to the sketch
in figure 10, and ignoring the sheath capacitance c1 and
c2 as well as the perpendicular inductance M , the equa-
tion to be solved can be written as follows :

−S⊥γφ − c⊥
dφ

dt
=(13)

S‖ [2ji − je/2 (2 + tanh(1 − φ + φrf ) + tanh(1 − φ))]

Here perpendicular currents are collected over the per-
pendicular area, corresponding to the lateral boundaries
of the biased plasma column, while parallel currents are
collected over the parallel area corresponding to 2 times
the electrode area. Renormalizing to jiS⊥, and rewriting
c⊥ and γ :

−γφ − c⊥
dφ

dt
=(14)

S‖

S⊥

[

2 −
je

2ji
(2 + tanh(1 − φ + φrf ) + tanh(1 − φ))

]

The time-averaged perpendicular permittivity used in
the perpendicular capacitance can be given by the mag-

netized cold plasma permittivity tensor, ǫ⊥ = 1−
ω2

pi

ω2−ω2

ci

.

If ω ≪ ωci then ǫ⊥ ≈ 1 +
ω2

pi

ω2

ci

which is a low RF fre-

quency domain in which capacitive currents occur as pre-

sented in equation 14. If ω ≫ ωpi then ǫ⊥ ≈ 1 −
ω2

pi

ω2

which is a high RF frequency domain applying in small
plasma discharges devices in which magnetic field hardly
exceeds 100 mT. In that case ǫ⊥ is negative, which means
the current behaviour is inductive, and then equation 14
should be rewritten as follows, now neglecting the capac-
itive current :

−
d

dt
(γφ + iL) =(15)

S‖

S⊥

d

dt

[

2 −
je

2ji
(2 + tanh(1 − φ + φrf ) + tanh(1 − φ))

]

(16)

with φ = M diL

dt and M the normalized perpendicular
inductance of the plasma column as shown in figure 10.
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Table II. Typical plasma parameters for a RF discharge or
tokamak plasma in the "Scrape off layer" (SOL).

RF discharge Tokamak
gas He, Ar D
n0 (m−3) 1016 1018

Te (eV) 3 20
B (T) 0.1 3
ν (Hz) 106

− 108 104
− 106

Vrf (V) 100 "
S2/S1 1 → 100 "
RF freq. 20 MHz "
perp. scale λsh or ρci ρci

γ Cs

νλsh
or ν

ωci

ν
ωci

c⊥
λ2

De

Csλsh
or ω−1

ci ω−1
ci

−γ
dφ

dt
−

φ

M
=(17)

S‖

S⊥

d

dt

[

2 −
je

2ji
(2 + tanh(1 − φ + φrf ) + tanh(1 − φ))

]

This equation has not successfully been solved, because
the time derivative of the exponential term on the RHS
is numerically unstable. Nevertheless assuming the be-
havior of capacitive or inductive current is the same on
the plasma potential averaged amplitude, the equation 14
can be solved with both capacitive and inductive param-
eters presented in table II. The last assumption being
very hazardous, PIC simulations have been performed to
confirm the similarity of both capacitive and inductive
behaviors. But before we first analyze the consequence
of capacitive currents alone and resistive currents alone
on the time average plasma potential.

A. Capacitive (or inductive) currents only

Setting γ to 0 leads to consider only capacitive cur-
rents perpendicular to the magnetic field in the model.
In that specific case, one can see in figure 11, that these
currents tend to increase the plasma potential up to the
maximum value equal to the floating potential plus the
RF amplitude32. The fact that these currents are phase
shifted by π/2 prevents the saturation to occur because
the maximum value of the RF potential is reached when
capacitive currents are 0 and thus can not reverse the
sheath potential. This means that a 90° phased shift
current can not make the plasma potential decrease with
respect to the area ratio as presented in figure 11. In the
present model, only capacitive currents are solved, not
inductive currents. Indeed the combination of these op-
posite phased shift currents can yield in-phase currents,
as resistive ones, in the case of resonance for example.
This resonance occurs in ICRH heating in which the RF
frequency is close to the ion cyclotron frequency. An LC
series resonance can also be excited considering the as-
sociation of the sheath capacitance and plasma column

inductance. In that case, RF in-phase currents can re-
verse the sheath potential and consequently make the
plasma potential saturate to a lower value when the area
ratio increases. Unfortunately, the model with all kinds
of currents stays unsolved as well as the only inductive
one. One way to reproduce resonant RF currents effects
is simply to consider a strong enough resistive perpen-
dicular current.

0 50 100 150 200 250

S /S
//

0

20

40

60

80

100

120

V
p

discharge He

tokamak

discharge Ar

Figure 11. Plasma potential with respect to perpendicular
area over parallel area, respectively S⊥/S‖. 3 different cases
are presented (dicharge plasma in He and Ar, and SOL toka-
mak plasma). The applied RF amplitude is 100 V. Only ca-
pacitive currents are taken into account.

B. DC or resistive currents only

Now setting the capacitance to 0, only the DC (or in-
phase) currents are taken into account. These currents
are resistive in case of plasma discharges, collisions slow
down the ion motion, making the current to decrease
with ν the ion-neutral frequency. On the contrary, in a
well-magnetized plasma, such as in the SOL of a toka-
mak, these collisions increase the ion mobility, and thus
the current perpendicular to the magnetic field. This
opposite behaviour can be seen in figures 12 and 13 or
14.

These DC currents decrease the plasma potential, by
reversing the sheath potential during a fraction of the
RF period, ion currents becoming higher than the elec-
tron saturation currents collected by the RF electrode.
The higher these DC currents, the faster is the collapse
of the plasma potential. On the contrary, when these
currents are low enough, no saturation occurs and the
maximum value is equal to the averaged rectified RF po-
tential, approximately Vrf /π.

In the tokamak case, figure 12, a higher collision rate
means higher ion mobility and then a sooner collapse of
the plasma potential. In such a magnetized plasma the
ratio ν/ωci is always lower than 1 and ions are considered
as well magnetized. In typical plasma in the SOL of toka-
maks, this transition takes place at 50 < S⊥/S‖ < 100
for a collision frequency of 1 MHz. Long flux tubes con-
nected to ICRH antenna (several meters) are expected
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Figure 12. Plasma potential with respect to perpendicu-
lar/parallel area ratio, respectively S⊥/S‖ in a Tokamak
plasma. The applied RF amplitude is 100 V. Only DC colli-
sional (ion-neutral) currents are taken into account for a SOL
tokamak plasma.

0 50 100 150 200 250

S /S
//

0

10

20

30

V
p

=10
6

=10
7

=10
8

=10
9

Figure 13. Plasma potential with respect to perpendicu-
lar/parallel area ratio in a Helium plasma discharge.
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Figure 14. Plasma potential with respect to perpendicu-
lar/parallel area ratio in an Argon plasma discharge.

to be much less biased than the plasma in the near field
of the antenna. In this example the RF potential is 100
V, that’s why the initial averaged plasma potential (for
S⊥/S‖ = 1) is equal to Vrf /π, approximately 35 V. In
front of typical ICRH antenna this RF potential can be
as high as 1000 V32,33, while the measured probe po-
tential far from the antenna is of the order of 200 V17,34,

which seems to be consistent with the present model. On
the plasma discharge side, figures 13 and 14 compare the
plasma potential in Helium and Argon plasma respec-
tively. It appears that the collapse of the plasma poten-
tial is triggered at a lower collision rate in Helium because
the ratio je/ji is more than 3 times lower than for Ar-
gon. Here the ratio ν/ωci is always higher than 1 even in
Helium, that’s why ions are considered as unmagnetized.
A high ion-neutral collision frequency ν means a low per-
pendicular current, and then no reverse of the sheath po-
tential, no collapse of the plasma potential which stays
constant all over the computed range.

On the contrary, a low frequency means higher per-
pendicular current and a strong collapse (at ν = 1 MHz)
of the plasma potential at an area ratio as low as 10 or
20 in Helium and Argon. This means that an increase of
the RF potential does not always drive an increase of the
plasma potential due to this saturation.

C. Both currents

The association of both resistive and capacitive cur-
rents yields both behaviors on the plasma potential evo-
lution. First an increase in the first part of the plot and
next a decrease due to higher perpendicular ion DC cur-
rents.
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Figure 15. Plasma potential as function of the perpendicu-
lar/parallel area ratio for several ion-neutral collision frequen-
cies ν in a Helium plasma discharge.

According to the DC conductivity and capacitance, the
plasma potential can either only decrease (low capacitive
currents) or only increase or firstly increased and then
decreased as presented in figure 15 and 16. All behaviors
can be observed, making the understanding of plasma po-
tential even more complex. In the plasma discharge case,
i.e. figure 15, the double behavior appears at higher col-
lisionality when the resistive perpendicular current is low
enough compared to capacitive currents, and high enough
to next make decrease the potential. In the same way, the
tokamak case shown in figure 16 exhibits the same behav-
ior except the first transition region is shorter, appearing
for lower area ratios (S⊥/S‖<5). The collapse region is
not as brutal as in plasma discharge at higher collision-
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Figure 16. Plasma potential as function of the perpendicu-
lar/parallel area ratio for several ion-neutral collision frequen-
cies ν in a tokamak plasma.

ality, i.e. higher ion current. But in tokamaks, other
perpendicular currents are allowed (inertia currents, vis-
cous currents35, and even resonant ion cyclotron currents
in the resonant layer of the ICRH antenna), which means
the curve corresponding to ν = 107 Hz is more likely to
be observed, meaning that for relatively long flux tubes
connected to the RF source, the plasma potential can be
more than 5 times lower than at the source point.

D. PIC comparison

This last section aims at validating previous analyti-
cal models with PIC simulations. They have been run in
a 2D simulation box as presented in figure 9. The RF
biased flux tube appears along the magnetic field and al-
lows perpendicular capacitive or inductive currents, but
resistive currents are not taken into account in the PIC
simulation because Monte-Carlo collisions are not imple-
mented. The area ratio S⊥/S‖ is now equal to 2L/L1. In
that case, the RF electrode mainly drains electron cur-
rent while the other side and lateral boundaries of the
biased plasma column drain ion currents.
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Figure 17. PIC simulations of the plasma potential as func-
tion of the perpendicular/parallel area ratio in discharge and
tokamak Argon plasmas.

The plasma parameters are the same as in table II and
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Figure 18. PIC simulations of the plasma potential as func-
tion of the perpendicular/parallel area ratio in discharge and
tokamak Helium plasmas.

0 50 100

S /S
//

0

20

40

60

80

100

V
p

PIC De B=0.1 T

PIC De B=3 T

=4.10 8, =0.6

=9.10 5, =0.1

Figure 19. PIC simulations of the plasma potential as func-
tion of the perpendicular/parallel area ratio for a Deuterium
plasma. Here the RF frequency of the tokamak simulation is
f = 5.107 Hz and Te = 20 eV.

the PIC simulation parameters are a little bit different
than in previous sections. Now the simulation box is
rectangular, 2.5 cm along x (magnetic field direction) and
5 cm along y. The grid is now composed of 512 by 1024
cells and the superparticle number is 224. The time step
remains the same 5.10−11 s. 460 seconds are needed to
perform the 12000 time steps, corresponding to 12 RF
periods. The goal here is to demonstrate that we do not
need resistive currents to see the double behavior of the
plasma potential. In figures 17, 18 and 19, it appears that
the 2 behaviours can be seen especially in the tokamak
plasma case (red curve), at higher magnetic field (B = 3
T). In the plasma discharge case, the increase region is
smaller, meaning that capacitive or inductive currents
are too high to let the plasma potential increase.

The other effect appearing clearly in PIC simulations
(see figures 20 and 21 for Helium gas) is the depletion
of the RF biased flux tube4,36,37, due to electron parallel
pumping and to ion perpendicular ejection. In figures
20 and 21, the average density profile along y-direction
has been plotted for 3 electrode sizes (0.4, 0.12 and 0.006
the total width). It can be seen that the density in front
of the electrode can be as low as a tenth of the initial
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Figure 20. Plasma density at low magnetic field (B=0.1 T)
for Helium.
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Figure 21. Plasma density at high magnetic field (B=3 T) for
Helium.

density for B=0.1 T. This also means that the satura-
tion of the electron current is reached much sooner, ex-
plaining the strong collapse of the plasma potential. At
higher magnetic fields, i.e. tokamak case, the ion cur-
rents are smaller and due to smaller Larmor radius the
biased plasma column is only depleted at the edges (fig-
ure 21), which means that the depletion is not as strong
as in the low B case, leading to a smoother collapse of
the plasma potential at higher area ratios; a high area
ratio meaning thin and long-biased flux tube.

Moreover, the area ratio for which the plasma poten-
tial collapses seems to be not very dependant on the ion
mass in the PIC simulation. One can see that for Argon
the collapsing transition occurs at just a little bit higher
area ratio than for Helium or Deuterium (instead of a
factor 3), but at lower magnetic fields (0.1 T) the transi-
tion occurs at area ratios more than 2 times lower than
at higher magnetic field (3 T) for the same species. So
the perpendicular current depends more on the magnetic
field than on ion mass. As a perspective, this effect could
be validated in our experimental magnetized plasma de-
vice Aline38 for the plasma discharge case.

Finally, the PIC results are compared to DSP analyti-
cal model and nicely fit together as shown in figures 17,
18 and 19, on conditions that parameters α, κ and ν are
well chosen. Here κ is a correction parameter in the per-
pendicular capacitance of the plasma column, c⊥ = 1

ωci

is replaced by c⊥ = κ
ωci

. This correction factor is of
the same nature as α for the parallel sheath capacitance.
This factor takes into account the geometric shape of
the sheath which depends non-linearly on the plasma
potential and density oscillations and the distortion of
the supposed Maxwellian distribution for electrons. The
tokamak and discharge simulations are fit with the cor-
responding parameters (conduction and capacitive coef-
ficient) presented in table II.

V. CONCLUSION

The classical double probe model able to calculate the
plasma potential of an asymmetric plasma discharge has
been modified to take into account the electron satura-
tion current. This can result in a collapse of the plasma
potential for the highest asymmetric discharges. The
asymmetry is characterized by the wall/electrode ratio
from 1 (symmetric) to more than 100. The new model is
called the double saturated probe (DSP) model because
it takes into account both ion and electron saturation
currents. To do so, the exponential is replaced by a hy-
perbolic tangent. The simplest expression of the model
has been solved analytically in RF and DC discharges
and shows a very brutal fall of the plasma potential as
soon as the area ratio is higher than the electron over ion
saturation current ratio. These results have been com-
pared to PIC simulations in which the collapsing region
is not as sharp and is more extended over higher ratios.
But solving the DSP model with a modified electrode
area depending on the sheath thickness allows to almost
fit the PIC curves.

Next, the model has been enriched with capacitive
sheaths, adding capacitive currents within the sheath.
The model has been solved numerically and shows the
same results as Aanesland’s model in the case of a high
capacitive sheath. Again the collapse of the plasma po-
tential occurs at the corresponding electron over ion sat-
uration current ratio in Argon or Helium. The main dif-
ference with Aanesland’s model appears in the first part
of the plot, for low area ratio (lower than 5), in which
the plasma potential first rises, starting from Vrf /π to a
maximum value which can be close to the RF potential
before collapsing at higher area ratio.

Finally, the same model has been adapted to a magne-
tized plasma column with perpendicular capacitive cur-
rents. The same behavior is observed in plasma discharge
and tokamak plasma : first, an increase of the potential
and then the collapse at a higher ratio. This occurs at
area ratios depending more on the magnetic field strength
than on the ion species mass, contrary to the unmagne-
tized model. In the magnetized case, the area ratio is
defined as the perpendicular current area (the area of
the plasma column) over the parallel current area (the
electrode area). It is like an asymmetric discharge and
then the plasma potential for long plasma columns can
be much lower than the RF source amplitude which can
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be more than 5 times lower. This study is useful to un-
derstand that it is impossible to bias the plasma at very
high potential without saturation due to current asym-
metries. It also shows that in tokamak plasmas the high
RF potential induced by the slow wave of ICRH antennas
is strongly mitigated far from the antenna.
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