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Indium-tin oxide electrodes modified with vertically aligned silica nanochannel membrane have been 
produced by electrochemically assisted self-assembly of cationic surfactants (cetyl- or octadecyl-
trimethylammonium bromide) and concomitant polycondensation of the silica precursors 
(tetraethoxysilane). They exhibited pore diameters in the 2-3 nm range depending on the surfactant used. 
After surfactant removal, the bottom of mesopores was derivatized with aminophenyl groups via 10 

electrografting (i.e., electrochemical reduction of in situ generated aminophenyl monodiazonium salt). 
These species covalently bonded to the ITO substrate were then exploited to grow polyaniline 
nanofilaments by electropolymerization of aniline through the nanochannels. Under potentiostatic 
conditions, the length of polyaniline wires is controllable by tuning the electropolymerization time. From 
cyclic voltammetry characterization performed either before or after dissolution of the silica template, it 15 

appeared that both the polyaniline/silica composite and the free polyaniline nanowire arrays were 
electroactive, yet with much larger peak currents in the latter case as a result of larger effective surface 
area offered to the electrolyte solution. At identical electropolymerization time, the amount of deposited 
polyaniline was larger when using the silica membrane with larger pore diameter. All polyaniline deposits 
exhibited electrochromic properties. However, the spectroelectrochemical data indicated more complete 20 

interconversion between the coloured oxidized form and colourless reduced polyaniline for the arrays of 
nanofilaments in comparison to bulky films. In addition, the template-free nanowire arrays (i.e., after 
silica dissolution) were characterized by faster electrochromic behaviour than the polyaniline/silica 
hybrid, confirming the potential interest of such polyaniline nano-brushes for practical applications. 

1. Introduction 25 

Ordered mesoporous materials hold a prominent position in electrochemistry,1 notably because of their attractive features (very large 
surface areas offering huge amounts of active sites, widely-open regular structure ensuring fast transport properties, hosting ability for the 
immobilization of (electro)catalysts or (bio)molecules, for instance), which can be exploited primarily in the field of electrochemical 
sensors and biosensors,1-4 or for energy conversion and storage.1,5-7 Electroanalytical applications involved mainly nanomaterials based on 
either mesoporous carbon8-11 or mesoporous silica.12-14 Silica-based materials are insulating but offer the versatility to be easily 30 

functionalized with a wide range of organic groups covalently bonded to the internal surfaces of mesopore channels.15-17 Among the various 
morphologies available for mesoporous silica and organically modified silicates, thin films appear as very appealing in various fields,18-20 
including electrochemistry.1 An important parameter that must be taken into account to ensure good performance in many applications is 
the accurate control of pore orientation, which is ideally obtained with uniaxially oriented one-dimensional (1D) mesopore channels.21  

Mesoporous silica thin films made of vertically aligned nanochannels with respect to the underlying electrode surface are indeed attractive 35 

for electroanalytical purposes.14,22-25 They can be produced by electrochemically assisted self-assembly (EASA, combining the sol-gel 
process with electrochemically driven cooperative self-assembly of surfactant micelles onto an electrode surface),26,27 a Stöber solution 
growth mechanism,28 an oil-induced co-assembly process,29 or other approaches.30-32 The EASA method is very fast and versatile, leading 
always to a high level of hexagonal packing of perpendicularly oriented mesopore channels of typically 2-3 nm in diameter,27,33 and 
enabling also the attachment of organo-functional groups onto the silica walls.34 These oriented nanoporous membranes on electrodes 40 

exhibit permselective behaviour based on both size and charge selectivities,25 which can be otherwise tuned by adjusting the pore 
diameter,35 the solution pH or ionic strength,36-38 or via appropriate derivatization of the films.39-41 When functionalized with redox-active 
moieties, the vertical nanochannels become the theater of unidirectional charge transfers by long-range electron hopping through the 
insulating silica membrane,35,42-45 with more effective charge percolation than on other types of mesostructures.46 Finally, such oriented 
mesoporous silica films are attractive hosts for confinement of reagents (nano-objects, nano-sized materials or supramolecular 45 

assemblies).44,47,48 They are also, in principle, ideal hard templates for the growth of nanofilaments with ultra-small diameters, but this is 
quite challenging as demonstrated for metal nanowires electrodeposition, for instance.49 Yet, the generation of organic polymers by 
electropolymerization through vertically ordered mesoporous silica-nanochannel film appeared to be feasible,50-60 but care has to be made 
to restrict the polymer growth to the nanochannels length (i.e., not outside the film) and to ensure the durable binding of polymeric 
nanofilaments to the underlying electrode surface (if wishing to remove the silica hard template for further use as polymer nanowire arrays). 50 



 
The first attempts to generate polymeric nanostructures within vertically oriented silica mesochannels as hard template have been reported 
for conducting polymers such as polythiophene50 or related derivatives,51,52 polypyrrole,53 polyaniline,54 or polyquinone.55 If the electro-
polymerization process was indeed expected to start onto the area of the electrode surface located at the bottom of mesopore channels, and 
polymer chains to grow from this area in the direction of the nanochannels, the resulting polymeric nanowires observed by microscopy 
exhibited diameters much larger than the mesopore diameters,50,56 suggesting a growth out of the mesoporous membrane. Only with careful 5 

control of the electropolymerization conditions (notably the deposition time), it was possible to get polymer chains confined only in the 
mesopore channels, as reported for polyaniline (PANI).54,57 However, upon dissolution of the silica template, PANI nanostructures did not 
stick onto the electrode surface, leaching out themselves in the form of broken pieces of polymer.54 This therefore did not allow their use 
as arrays of “free” nanowires attached to the electrode surface (even if such PANI nanofilaments were indeed electroactive once entrapped 
in the silica membrane54,57). A way to improve their adhesion/linkage to the electrode material is the prior deposition of a layer of the 10 

polymeric material (i.e., as bulk coating) before the generation of the mesoporous silica membrane and subsequent electropolymerization, 
so that the polymeric nanowires are expected to bind to the bulk coating of the same composition, even after template removal (as 
exemplified for poly(3,4- ethylenedioxythiophene,58 polyquinone59 or polypyrrole56). Nevertheless, the resulting materials are actually 
made of two parts (underlying bulky coating and overlying wires) so that the response of the modified electrodes would be not only due to 
the individual nanofilaments. Note that arrays of single PANI nanowires/nanorods can be generated otherwise, but their lowest diameters 15 

are restricted down to ten or some tens of nanometers depending on the template approach used for their synthesis.61-63 In a preliminary 
communication,60 we have proposed a way to circumvent the above limitations, based on the covalent binding of aniline moieties onto the 
electrode surface prior to electropolymerization of PANI through the vertically aligned silica nanochannels, so that the resulting PANI 
nanofilaments remain chemically attached to the electrode support after removal of the mesoporous template. 

In the present work, we have extended the approach to the generation of PANI nanofilaments covalently attached to indium-tin oxide (ITO) 20 

electrodes by using vertically oriented mesoporous silica template with two distinct pore diameters (in the 2-3 nm range) and investigated 
their respective electrochemical behaviour and spectroelectrochemical response. The materials preparation involved first the deposition of 
the mesoporous silica film by EASA on ITO using a surfactant as structure-directing agent (cetyl- or octadecyl-trimethylammonium 
bromide), then the electrografting of aminophenyl diazonium cations, and finally the electropolymerization of aniline to grow the PANI 
nanofilaments through the vertically aligned nanochannels. The electropolymerization process was monitored by recorded i-t curves during 25 

the potentiostatic deposition while the electrochemical behaviour of the resulting PANI nanostructures was analysed by cyclic voltammetry 
respectively before and after removal of the silica template. The obtained PANI nanofilaments exhibited attractive electrochromic 
properties resulting from fast interconversion between oxidized and reduced forms, which was extremely stable for the template-free 
materials. 

2. Experimental section 30 

2.1. Chemicals and reagents  

Tetraethoxysilane (TEOS, 98%, Alfa Aesar), ethanol (95-96% Merck), NaNO3 (99%, Fluka), HCl (Riedel de Haan, 1 M solution), 
cetyltrimethyl ammonium bromide (CTAB, 99%, Acros) and trimethyloctadecyltrimethylammonium bromide (ODAB; 98% Sigma 
Aldrich) were used for mesoporous silica film synthesis. All reagents for electrografting were purchased from Sigma Aldrich and used as 
received: p-phenylenediamine (98%), NaNO2 (≥97%) and HCl (37%). PANI electropolymerization was performed using aniline (99.5%, 35 

Sigma Aldrich), which was distilled under vacuum before use. H2SO4 (98%, Sigma) was used as electrolyte for the electrochemical 
characterization of PANI. NaOH (VWR International) was used for silica template dissolution. All solutions were prepared with high purity 
water (18.2 M cm-1) obtained from a Purelab Option-Q from ELGA.  

2.2. Preparation of vertically aligned mesoporous silica thin films 

The mesoporous silica films with pore diameters of 2.0 and 2.9 nm (Figure 1) were prepared by electrochemically assisted self-assembly 40 

on ITO plates (surface resistivity 8-12 Ω, from Delta Technologies) as described elsewhere.35 Briefly, typical sols were prepared from 
mixing in 1:1 v/v ratio an ethanol solution containing 100 mM of the silica precursor, TEOS, and an aqueous medium made of 32 mM of 
the surfactant (CTAB or ODAB) in the presence of 0.1 M NaNO3 as electrolyte. After adjusting pH at 3 (by adding the necessary amount 
of 1 M HCl), the sol solutions were hydrolysed under stirring at room temperature for 2.5 hours, and then used as electrodeposition medium 
for the preparation of vertically aligned mesoporous silica films. This was achieved by applying a potential of -1.3 V for 20 s at the ITO 45 

working electrode (8 mm in diameter) in contact to the aged sol. After film formation, the electrodes were treated overnight at 130 °C (to 
ensure good cross-linking of the silica network). Removal of the surfactant species was performed using 0.1 M HCl in ethanol, as previously 
described.27 

2.3. Generation of PANI nanofilaments 

An aqueous solution containing 5 mM p-phenylenediamine and 5 mM NaNO2 in 0.5 M HCl was first prepared and allow to react for 10 50 

min under stirring in order to produce aminophenyl monodiazonium cations. These in situ generated species were then electrochemically 
reduced (typically at -0.2 V for 1 min) using ITO electrodes covered with the vertically aligned mesoporous silica films in order to attach 
covalently aminophenyl groups on the ITO surfaces located at the bottom of mesochannels. The grafted electrodes were then rinsed with 
water and sonicated for 5 min in ethanol to remove the unreacted diazonium species. PANI nanofilaments were generated by exposing the 



 
electrode surface (5 mm in diameter) to a solution of 0.1 M aniline (in 0.5 M H2SO4) and performing electropolymerization typically under 
potentiostatic conditions (at +0.85 V for selected periods of time).60 The same experiments were also carried out with bare ITO electrodes 
for comparison purposes. In order to get template-free PANI nanofilaments, the mesoporous silica film was dissolved by chemical etching 
in 1 M NaOH (10 min). 

2.4. Apparatus and procedures for materials characterization  5 

All electrochemical experiments (mesoporous silica film synthesis, electrografting, electropolymerization, cyclic voltammetry (CV) 
characterization and spectroelectrochemical measurements) were performed with a PGSTAT 100 or a µAutolab from Ecochemie 
(Metrohm, Switzerland) operated by NOVA software (Autolab). Three kinds of three-electrode cells were used: a first homemade one for 
film synthesis, made of ITO working electrode, a silver rod as pseudo-reference electrode and stainless steel counter electrode;35 a second 
homemade one for electrografting, electropolymerization and cyclic voltammetry; made of modified ITO working electrodes, an 10 

Ag|AgCl|1 M KCl reference electrode (purchased from Metrohm, Switzerland) and a stainless steel rod as counter electrode; and a third 
one commercially available (the liquid transmission spectroscopy “Omni-Cell” from SPECAC, UK) adapted to host our modified ITO 
plates as working electrodes, along with Ag|AgCl wire as reference electrode and a platinum grid as counter electrode. UV-visible spectra 
were recorded using the Cary 60 UV-Vis spectrometer (Agilent Technologies). Transient profiles of absorbance variations were recorded 
at a wavelength of 750 nm upon successfully interchanging PANI between its oxidized to reduced forms, by applying alternatively +0.3 V 15 

and -0.2 V to the working electrode.  
The mesoporous films were observed by transmission electron microscopy (TEM) using a JEOL ARM200F cold FEG TEM/STEM 
apparatus equipped with GIF Quantum ER (after mechanically removing portions of the film from the ITO surface). The film mesostructure 
was also analysed by grazing-incidence small-angle X-ray scattering (GISAXS), by collecting data on a “SAXSess mc²” instrument (Anton 
Paar) equipped with Cu-Ka source (λ = 0.1542 nm) operating at 40 kV and 50 mA and a CCD detector (Princeton Instruments). 20 

 

Figure 1. Transmission electron micrographs (top views) of the ordered and oriented mesoporous silica films prepared by EASA on ITO 
electrode using respectively CTAB (A) and ODAB (B) as structure-directing agents.  
 

3. Results and Discussion 25 

3.1. Generation of PANI nanofilaments by combining electrografting and electropolymerization 

Figure 2A illustrates schematically how arrays of PANI nanofilaments were generated onto ITO. First, a mesoporous silica film made of 
vertically aligned hexagonally-packed nanochannels was generated by the nowadays well established EASA method,27 involving the 
application of a cathodic potential likely to induce the self-assembly of cationic surfactants onto the electrode surface and concomitant 
gelification of the sol solution upon electrochemically triggered pH increase, leading to the growth of a silica mesopore channels network 30 

oriented perpendicularly to the underlying support. In a second step, aminophenyl groups were electrografted onto the ITO surface areas 
located at the bottom of the nanochannels, by reduction of the corresponding monodiazonium cations generated in situ,60,64,65 via a 
mechanism given on the left bottom part of Figure 2A. The electrografting process can be induced and follow by cyclic voltammetry 
(Figure 2B). Figure 2B1 shows the CV curves obtained for the electrochemical reduction of the monodiazonium cations of p-
phenylenediamine, with the characteristic peak appearing at -0.08 V(vs. Ag/AgCl) corresponding to the formation of the aryl radicals 35 



 
expected to bind to the electrode surface. Its intensity decreased on the second cycle as a result of the partial coverage/passivation of the 
ITO surface grafted with the aminophenyl groups. The presence of these latter can be also evidenced by CV (Figure 2B2), showing their 
characteristic irreversible oxidation signal around +1.0 V,60,64 and an additional smaller one at lower potential values originating most 
probably from free oligomers.65,66 Electrografting can be also performed potentiostatically, at -0.2 V for 1 min, as previously optimized.60  
 5 

Figure 2. (A) Illustration of the generation of PANI nanofilaments on ITO electrode, using a vertically aligned mesoporous silica membrane 
as hard template, by combining electrografting of the monodiazonium salt of p-phenylenediamine and electropolymerization of aniline, 
with subsequent removal of silica to get the template-free nanofilaments (photos of the deposits are also shown). (B) Typical CVs related 
to the electrografting step: (B1) two successive CVs recorded at 50 mV s-1 in 5 mM p-phenylenediamine + 5 mM NaNO2 (in 0.5 M HCl) 
using the mesoporous silica-modified ITO electrode; (B2) CVs recorded at 20 mV s-1 in 0.5 M H2SO4 using the same modified ITO 10 

electrode electrografted with aminophenyl groups (blank = CV curve recorded without electrografting). (C) Typical CVs related to the 
electropolymerization step: (C1) CV curves (20 cycles) recorded at 50 mV s-1 in 0.1 M aniline (in 0.5 M H2SO4) using the same electrode 
as for (B1); (C2) 100 consecutive CV scans recorded at 50 mV s-1 in 0.5 M H2SO4 using an ITO electrode with attached PANI nanofilaments. 



 
In a third step, PANI electropolymerization was performed in an aniline solution (in H2SO4 medium) and CV was used to follow the process 
(Figure 2C). If performed in potentiodynamic conditions, the electropolymerization resulted in continuous growth of voltammetric signals 
in the 0.0-0.9 V potential window (Figure 2C1), which are characteristics for the formation of polyaniline (i.e., oxidation/reduction peaks 
for leucoemeraldine/emeraldine around 0.2 V and for emeraldine/pergraniline close to 0.8 V, with some additional signals in-between 
arising from by-products66,67). The growth was rather slow during the first 6-7 CV cycles and then much faster, suggesting two kinetic 5 

regimes, but this will be discussed more quantitatively when performing electropolymerization in a potentiostatic mode (see section 3.2). 

The silica template can be removed by treating the electrode in NaOH medium and, thanks to the electrografted aminophenyl moieties 
acting as a molecular glue between the ITO surface and PANI, the nanofilaments stayed attached to the electrode (see the remaining 
coloured deposits on bottom right part of Figure 2A), the difference in colour originating from the deprotonation of emeraldine salt (green) 
to form emeraldine base (blue) at high pH values.68,69 If performing the same treatment for PANI nanofilaments produced on an ITO surface 10 

that was not previously derivatized with aminophenyl groups, they were lost in solution, confirming the importance of the diazonium 
electrografting to ensure their covalent bonding to the underlying electrode substrate.60 The durable attachment of PANI nanofilaments to 
the ITO electrode surface is also supported by the multiple successive CV scans performed in the potential window corresponding to the 
redox processes of the leucoemeraldine/emeraldine system, showing very reproducible peak currents for 100 consecutive cycles (Figure 
2C2), confirming moreover the reversible transformation of PANI chains between their undoped and doped forms. 15 

The film analysis by GISAXS (Figure 3) indicated a high level of mesostructural order over wide areas of the silica membranes, with 2D 
GISAXS patterns exhibiting scattering spots in the equatorial plane, which is indicative of the unique vertical orientation of the 
nanochannels onto the ITO surface as typical for mesoporous silica thin films generated by EASA.70 These spots arose from scattering of 
the (10) plane of the mesopore arrays, which appeared as peaks in the 1D GISAXS traces (see insets in Figure 3); for ODAB-based films, 
one can even notice the signals of (11) and (20) planes of the hexagonal mesostructured, confirming the high level of structural order. From 20 

values of scattering maxima (qmax = 1.70 ± 0.02 nm-1 for CTAB films and 1.55 ± 0.01 nm-1 for ODAB films), one can calculate d-spacings 
of 3.69 nm and 4.05 nm for the films respectively prepared from CTAB and ODAB surfactants. Considering the hexagonal packing of 
nanochannels, the pore-to-pore distances were evaluated at 4.26 nm and 4.68 nm, respectively, in agreement with TEM data (Figure 1). 
These observations are consistent with previously reported GISAXS characterization of such oriented films of distinct mesopore 
diameters.33  25 

Figure 3. GISAXS patterns at the incidence angle of 0.25° and corresponding fitting curves (inset) for (A) ITO electrodes covered with the 
oriented mesoporous silica films and electrografted aminophenyl groups, (B) same electrodes as in (A) after PANI electropolymerization 
(at +0.85 V for 140 s), and (C) same electrodes as in (B) after removal of the silica template (in 1 M NaOH). The subscripts 1 and 2 
corresponds to the films prepared from CTAB and ODAB surfactants, respectively.   



 
The films mesostructure was maintained after PANI electropolymerization through both CTAB and ODAB films without any significant 
change in scattering parameters (compare parts A and B in Figure 3). Interestingly, the structure of the mesoporous PANI/silica composite 
films remained intact after long time storage in air (i.e., same GISAXS patterns as in Figure 3B obtained after 1 year), suggesting a 
stabilizing effect of PANI wires (by contrast, the structure of bare mesoporous silica films with empty pores deteriorated within few weeks). 
However, after removal of the silica template, if one can be sure that PANI nanofilaments were still attached durably to the ITO surface 5 

and electroactive (Figure 2C2), the corresponding GISAXS patterns did not show any noticeable scattering signal (Figure 3C), suggesting 
either some flexibility of such wires of ultra-small diameter or the lack of sensitivity of the GISAXS method to evidence any organization 
of so small organic filaments. 
 

3.2. Effect of pore size and electrochemical characterization  10 

PANI electropolymerization can be basically performed by cycling potentials in an appropriate window (typically between 0 and 1 V) or 
by applying a constant anodic potential (typically 0.8-0.9 V), the amount of deposited polymer being related respectively to the number of 
CV scans or to the time afforded for the application of the fixed potential. When operating with electrodes covered with a mesoporous 
silica film, the potentiostatic (or galvanostatic) methods are usually preferred because they enable a better control of the electropolymerized 
material.54,57,60 Especially, the potentiostatic approach is suited to distinguish the growth rates for PANI generation in the mesopore 15 

channels and out of the silica membrane.57,60 We therefore used this method to investigate the effect of mesopore diameter on the PANI 
growth process (Figure 4). Figure 4A shows the typical I–t curves obtained for the electropolymerization of aniline at +0.85 V (as optimized 
potential value for PANI growth through hard templates57,60,71) using ITO electrodes covered with mesoporous silica films with pore 
diameters of 2.0 nm (a) and 2.9 nm (b), which were previously grafted with aminophenyl groups. They exhibit the expected characteristic 
behaviour involving three steps: a first nucleation period (0-40 s) with rather low currents, then an increase of intensity (ca. 40-80 s) to 20 

reach almost plateau currents (ca. 80-120 s) that is related to the rate-determined growth of PANI wires through the mesochannels, and 
finally (above 120 s) steepy current variation corresponding to faster PANI growth outside the membrane on top of the mesoporous silica 
template. Only the short nucleation period and sharp current increase was observed for the control experiment performed on electrografted 
bare ITO (i.e., without silica film, see inset in Figure 4A), proving that plateau currents are indeed due to PANI growth through the 
mesopore channels. Times to reach current values equal to half of the plateau currents, t1/2, were very similar independently on the pore 25 

diameter (t1/2 = 63 s for  = 2.0 nm and t1/2 = 60 s for  = 2.9 nm) and the plateau lengths were also very close to each other, suggesting 
similar confinement effects for the growth of nanofilaments. The main difference relied on the intensity of the plateau currents, which were 
slightly larger to the silica membrane with larger pore diameter compare curves (a) and (b) in Figure 4A). Integrating the I–t curves under 
the plateau gave rise to charges Q respectively equal to 1.7 and 2.1 mC. If considering the values of PANI electropolymerization efficiency 
(65%) and the number of electrons exchanged per aniline monomer during the electropolymerization process (2.7),72 one can estimate the 30 

amounts of aniline units in the PANI grown in the silica membrane at about 2.5 × 1015 and 3.1 × 1015, respectively for pore diameters of 
2.0 nm and 2.9 nm. Taking into accounts the polyaniline density (1.33 g cm-3),68 these values would correspond to volumes of generated 
PANI of about 0.62 × 10-6 and 0.78 × 10-6 cm3, respectively. When comparing these values to the available volume of mesopore channels 
(that one can estimate from the pore diameters obtained from TEM, the pore-to-pore distance from GISAXS, the nanochannel length equal 
to membrane thickness from profilometry measurements, and the exposed electrode area), one realized that PANI would occupy roughly 35 

between ½ and ⅓ of the pore volume. Figure 4B displays the CV curves recorded for these two samples after etching of the silica template. 
As shown, the larger peak currents observed with PANI filaments generated in the larger nanochannels confirms that the amount of 
electropolymerized PANI was larger in this case, consistent with the above observations from I–t curves (Figure 4A). Integration of the 
anodic signals gave values of 0.13 mC for the CTAB-based film (pore  = 2.0 nm) and 0.22 mC for the ODAB-based film (pore  = 2.9 
nm). Considering that two aniline units are involved in the one-electron transfer process,69 these values correspond to respectively 1.6 × 1015 40 

and 2.7 × 1015 aniline units. If compared to the above amounts of electropolymerized material estimated from chronoamperometric data, it 
means that about 64% and 84% of the generated PANI were electrochemically accessible after etching of the silica membrane. The lower 
recovery value obtained for the nanofilaments prepared from the mesoporous film with smaller diameter can be due to some damage/loss 
of PANI during etching, as otherwise suggested previously for similar material deposited through very narrow nanochannels54 When 
lengthening too much the electropolymerization (e.g., for 160 s), PANI grew outside the film and one can observe it by SEM via a rather 45 

dense granular deposit on top of the smooth mesoporous silica film surface (compare parts (a) and (c) in Figure 4C), which is not present 
when stopping the polymer growth on the plateau (i.e., telectropolymerim = 100 s) for which the surface state (see part (b) in Figure 4C) is almost 
the same as prior to electropolymerization (few silica beads are also noticeable, as common for mesoporous silica films produced by 
EASA27). The increasing amounts of grown PANI can be also evidenced with the naked eye, showing a progressively increasing colouration 
(Figure 4D), noticeable respectively before and after removal of the silica template with the characteristic colour change from green to 50 

violet/blue as aforementioned (bottom right part of Figure 2A). Note that the silica etching did not affect the mechanical stability or sticking 
of the PANI deposits, except when applying too long electropolymerization times (e.g., for 180 s) for which the too large amounts of PANI 
were likely to be damaged during NaOH treatment (see bottom right of Figure 4D). 

CV performed at various potential scan rates (Figure 5) was then used to characterize the electrochemical behaviour of PANI nanowire 
arrays obtained using ITO electrodes covered with mesoporous silica films with distinct pore diameters (i.e., 2.0 and 2.9 nm) for different 55 

electropolymerization times selected from Figure 4A, corresponding to PANI filaments of variable length (60 < telectropolymerim < 120 s) and 
one sample with additional PANI deposits onto the silica membrane (i.e., telectropolymerim = 140-160 s). The CV curves were recorded 



 
respectively before and after removal of the silica template. The left part (Figure 5A) corresponds to data obtained for the CTAB-based 
film ( pores = 2.0 nm) while the right part (Figure 5B) gathers those results originating from the ODAB-based film ( pores = 2.9 nm).  

 

Figure 4. (A) I – t curves recorded during PANI electropolymerization in 0.1 M aniline (in 0.5 M H2SO4) at constant potential (+0.85 V) 
using ITO electrodes covered respectively with (a) CTAB- and (b) ODAB-based mesoporous silica films, which were previously 5 

electrografted with aminophenyl groups (the inset shows the curve obtained in the absence of mesoporous silica film). (B) Corresponding 
CVs recorded at 50 mV s-1 in in 0.5 M H2SO4 using the same electrodes as in (A) after removal of the silica template by chemical etching 
(in 1 M NaOH). (C) Typical SEM micrographs of the ITO/mesoporous silica film surface (scale bars = 500 nm), respectively before (a) or 
after 100 s (b) or 160 s (c) electropolymerization (CTAB-based films). (D) Photographs of the ITO/mesoporous silica film electrodes 
obtained after increasing times of PANI electropolymerization: (a) before and (b) after etching of the silica template, respectively. 10 



 

Figure 5. Cyclic voltammetry characterization of PANI nanowires generated through mesoporous silica films with pore diameters of (A) 
2.0 nm and (B) 2.9 nm for various electropolymerization times (60, 100, 120, 140 or 160 s; see indication on plots) respectively (a) ‘before’ 
and (b) ‘after’ etching of the silica membrane; CV curves were recorded at various potential scan rates from 10 to 200 mV s-1 (every 10 
mV s-1). The variations of anodic peak currents versus scan rates (log-log scale) are shown on parts (c) of the figure (  before and  after 
template removal, with numbers representing the slopes of the linear fittings), along with schemes illustrating the expected extents of PANI 5 

filaments growth in each case. 
 

General tendencies can be identified from these experiments. First, the CV signals corresponding to the leucoemeraldine/emeraldine redox 
processes visible in the investigated potential window (-0.1 to 0.5 V) were always more intense for samples prepared at longer 
electropolymerization times, evidently due to larger amounts of grown/deposited PANI material, and this trend was observed for both 10 

PANI/silica composites and silica-free PANI nanostructures. Peak currents were always located at the same potential values independently 
on the potential scan rate (yet with few exceptions at the very low 10-20 mV s-1 values), with anodic peaks at ca. 0.22 V for both material 
types whereas cathodic peaks shifted from 0.13 V to 0.08 V when PANI wires were free of the silica template. Secondly, the peak current 
intensities were always lower for PANI wires in the silica membrane than for the template-free samples (compare curves (a) “before” and 
(b) “after” silica removal in Figure 5). This can be rationalized in terms of larger surfaces of PANI exposed to the electrolyte solution after 15 

template etching. This effect was more marked for the silica films with narrower mesopores in which restrictions to transport phenomena 
are expected to be more important. It was however less marked at longer deposition times (i.e., when PANI was formed on top of the 
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mesoporous film), especially for the larger pore template (see bottom of Figure 5), which can be explained by the whole electrode surface 
covered with PANI exposed to the electrolyte solution. Thirdly, the variations of peak currents, Ip, with the potential scan rate, n, were 
investigated for all systems in order to determine the type of electrochemical behaviour (thin layer-confined or diffusion-controlled 
reactions). From the plots “log(Ip) vs. log(n)”, one can derive slopes (see parts (c) in Figure 5) which are expected to be equal to 0.5 for a 
purely diffusion-controlled process and to 1.0 for a purely thin layer response, and in-between for mixed behaviour. As one can see at first 5 

sight, all template-free samples (columns (b) and corresponding ‘white-greenish square’ data in columns (c) on Figure 5) are 
largely/exclusively dominated by thin layer-confined reactions, whereas the PANI-in-silica films (columns (a) and corresponding ‘grey-
greenish square’ data in columns (c) on Figure 5) are characterized by some diffusion-controlled contributions, especially for the narrow 
mesopore diameter series and shorted electropolymerization times. To be more quantitative, one can consider that in case of mixed 
behaviour the overall current is the sum of contributions from thin layer (proportional to the scan rate) and from diffusion (proportional to 10 

the square root of scan rate):73 
 𝑖 = 𝑘 𝜈 + 𝑘 𝜈 /   (1) 

where i is the current measured at a given potential (for example the peak potential), n the scan rate, and k1 and k2 empirical parameters 
representing both contributions. Equation 1 can be normalized versus the square root of potential scan rate (equation 2) in order to extract 
the parameters k1 and k2 (respective percentages of thin layer and diffusion control) by plotting the variation of i/n ½ as a function of n ½. 15 

 
/
= 𝑘 𝜈 / + 𝑘   (2) 

Accordingly, one always obtained thin layer contributions in the 99-100% range for all PANI nanofilaments after silica template removal, 
confirming a real interest of such ultra-small nanostructures for ensuring fast electron transfer processes, contrary to bulkier PANI deposits 
(even nanostructured ones) for which diffusion-controlled processes have been most often reported (as a result of rather slow counter-ions 
diffusion through the polymeric material).71,74-76 For PANI wires in the silica membrane (i.e., before etching), some contributions of 20 

diffusion-controlled reactions were evidenced (65%, 25%, 21% and 11%, respectively for PANI deposits at 60 s, 100 s, 120 s and 160 s in 
CTAB-based films, and 11% for both PANI deposits at 60 s and 100 s in ODAB-based films (and less than 1% for those PANI deposits at 
120 s and 140 s with ODAB films)), confirming the above qualitative observations. Yet, the contributions of thin layer behaviour remained 
majority (except for the very short PANI nanofilaments prepared for 60 s in CTAB-based film), suggesting that even in so confined 
environments the electron transfer processes were quite fast and not significantly restricted by diffusion phenomena, consistent with the 25 

above estimation of PANI occupying roughly ½ – ⅓ of the mesopore section (keeping thus some space for easy mass transport of counter 
ions). The fast transport processes are also due to the unique vertical orientation of the nanochannels onto the electrode surface.77,78  
 

3.3. Spectroelectrochemical characterization and electrochromic properties 

The potential-dependent colouration/bleaching of PANI made it an attractive material for electrochromic applications.79,80 However, the 30 

rigidity of PANI chains and the lack of access to aniline units in bulk polymer can hinder the transport of counter ions during 
doping/dedoping processes, undermining the electrochromic response. Among the strategies developed to overcome such limitations, one 
can cite the nanostructuration of PANI71,74-76 or the design of PANI-based hybrid nanocomposites.81-84 We have thus evaluated the possible 
interest of the PANI nanofilaments developed here as electrochromic materials. Focusing on the leucoemeraldine/emeraldine salt redox 
system, one can expect its transformation from a nearly transparent material with slightly yellowish tint in the reduced form to a greenish 35 

colour in the oxidized form. Figure 6 shows the absorbance spectra recorded for PANI electropolymerized through the mesoporous silica 
films for two selected polymerization times leading either to PANI nanofilaments only or to PANI nanofilaments and PANI deposits grown 
outside the films (see part A for CTAB-based films and part B for the ODAB-based ones), at applied potentials of -0.2 V and +0.3 V 
(corresponding respectively to the reduced and oxidized forms of the materials). In addition to the -* transition of the aromatic rings 
(visible at  = 430-440 nm independently on the oxidation state of the polymer), the spectra recorded for the oxidized samples revealed a 40 

main band in the  = 720-750 nm region corresponding to the polaron state of the green emeraldine salt state of PANI (yet with some minor 
contribution at  values around 560-580 nm arising from the less conductive emeraldine base).85 The intensity of this main band was larger 
for PANI electrogenerated for longer times as a result of larger amounts of polymer on the electrode surface, but the main information was 
the almost complete vanishing of this band when reducing the PANI deposits at -0.2 V only for the template-free samples (i.e., after removal 
of the silica membrane, compare red and black curves in parts (b) of Figure 6), suggesting more efficient electrochromic behaviour in this 45 

case. The non-negligible absorbance band remaining after reduction of PANI occluded in the silica matrix (see parts (a) of Figure 6) can 
be explained by less effective and slower redox processes, in agreement with the above CV data (Figure 5); this cathodic bias-induced 
change in the spectra was characterized by a red shift of absorbance towards higher wavelengths, consistent with previous reports.54,81-83 
Similar observations were made for both CTAB- and ODAB-based films. This constitutes a significant improvement with respect to bulk 
PANI layers for which the extent of bleaching was strongly limited by the existence of cross-linked and intertwined polymeric chains 50 

expected to induce conductivity loss and incomplete electrochemical reduction, contrary to the present PANI nanofilaments.57 

Figure 7A shows typical in situ absorbance responses of (a) PANI/ITO and (b,c) PANI nanowires in mesoporous silica films (CTAB-type) 
on ITO respectively before (b) and after template etching (c), as measured at  = 750 nm using a spectroelectrochemical cell containing 
the ITO working electrode biased successively at -0.2 V (bleaching step) and 0.3 V (colouration step) for 20 s per step (200 cycles). The 
absorbance change was larger for the bare ITO electrode covered with a bulky PANI layer (in comparison to PANI nanofilaments) but it 55 

decreased upon successive measurements probably due to some mechanical degradation of the material (one can see some losses of PANI 



 
from such rather thick deposits). The stability was much better for PANI nanofilaments in the silica membrane, even if one can notice 
incomplete bleaching as measurements progressed, whereas perfect cyclability (no noticeable variation in absorbance changes between the 
1st and 200th cycles). Enlarging the time window around one cycle enabled to evidence dramatic difference of response time depending on 
whether PANI nanofilaments were occluded in the silica membrane or template-free. For the example depicted in Figure 7A (parts (b) and 
(c)), an improvement by ca. one order of magnitude for colouration and almost two orders of magnitude for bleaching was observed when 5 

passing from the PANI/silica nanocomposite to the template-free PANI nanofilaments, and it was the case for all samples investigated 
here, independently on the diameters of the nanochannel membranes used to prepare the PANI wires (Table 1). This can be also observed 
when recording the absorbance responses continuously for increased and decreased bias (Figure 7B), showing an excellent and reversible 
dynamic for template-free PANI nanofilaments (b) in comparison to the PANI/silica nanocomposite film (a) for which bleaching was 
incomplete in the time scale of the experiment. Faster response times with template-free PANI nanofilaments is explained by faster redox 10 

switching between oxidized and reduced forms of PANI, in agreement with the above CV observations. The shortest response times 
obtained for the most efficient systems (i.e., 0.12 s for colouration and 0.10 s for bleaching with PANI nanofilaments electropolymerized 
for 120 s using CTAB-based template, and 0.11 s for colouration and 0.10 s for bleaching with PANI prepared for 100 s from ODAB-
based template) are among the best ones in comparison to other PANI nanostructures.71,74-76 Note that lengthening the electropolymerization 
time for PANI growth (i.e., up to reaching PANI deposits not only in the nanochannels but also on top of the silica membrane) resulted in 15 

response times of the same order of magnitude as for a bulk PANI layer on bare ITO and larger variations of absorbance, but it was at the 
expense of some lack of long-term stability especially after removal of the silica template (Table 1). A compromise has thus to be found, 
ensuring an amount of PANI deposits large enough to get a significant colouration efficiency with fast response time after template removal, 
but not too large to avoid problems related to possible degradation over prolonged used which could contribute to lack of long-term stability.  

Figure 6. UV-vis spectra of the oxidized (+0.3 V) or reduced (-0.2 V) forms of PANI nanowires generated through mesoporous silica films 20 

with pore diameters of (A) 2.0 nm and (B) 2.9 nm for various electropolymerization times (100, 120 or 180 s; see indication on plots) 
respectively (a) ‘before’ and (b) ‘after’ etching of the silica membrane. 
 
Table 1. Electrochromic characteristics of typical PANI materials investigated in this work (same conditions as in Figure 7A). 
Samples tcolouration / s * tbleaching / s * Absorbance  %response after 200 cycles 

PANI on bare ITO (telectropolym = 100 s) 1.1 1.2 0.25   56 
PANI nanofilaments grown through CTAB-type films     
telectropolym = 120 s before template removal 
 after template removal 

2.1 
0.12 

16.1 
0.10 

0.14  
0.022 

  93 
100 

telectropolym = 180 s before template removal 
 after template removal 

0.4 
0.5 

0.9 
1.0 

0.15 
0.11 

  96 
  90 

PANI nanofilaments grown through ODAB-type films     
telectropolym = 100 s before template removal 
 after template removal 

1.8 
0.11 

14.4 
0.10 

0.06 
0.038 

  84 
  99 

telectropolym = 180 s before template removal 
 after template removal 

0.6 
0.3 

2.6 
2.0 

0.17 
0.10 

  98 
  86 

* colouration and bleaching times measured at 95% of the maximum absorbance variations observed after application of +0.3 V and -0.2 V, respectively 25 
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Figure 7. (A) Cycling stability at 750 nm (200 cycles at switching potentials of +0.3 V and -0.2 V; 20 s each) of PANI generated under 
120 s electropolymerization on (a) bare ITO or (b,c) as nanofilaments grown through a mesoporous silica film (pore  = 2.0 nm) on ITO 
electrode respectively (b) ‘before’ and (c) ‘after’ etching of the silica membrane (enlargement of one cycle on the right). (B) Effect of the 
applied potential on the spectroelectrochemical response of PANI nanowires, measured by switching potentials from -0.2 V to various 
anodic values (from 0.0 to +0.4 V, by steps of 50 mV), for samples obtained respectively (a) ‘before’ and (b) ‘after’ etching of the silica 5 

membrane. 
 
 

3.4. Toward other applications? 

Just to give an idea on what could be achieved next with such a forest of PANI nanofilaments, and considering the interest of PANI 10 

nanowire arrays for applications in the fields of electrocatalysis (i.e., for sensors87-90) or energy storage (e.g., as supercapacitors89-92), we 
provide hereafter some preliminary results in support of these possible applications.  
Figure 8 shows the response of various electrodes to 1 mM ascorbic acid. On bare ITO electrode (curve a), no peak can be observed in the 
investigated potential range. When using PANI modified ITO electrodes, well-defined anodic signals were obtained, thanks to the catalytic 
properties of PANI for the oxidation of ascorbic acid.93 However, the efficiency of the electrocatalytic process was strongly dependent on 15 

the electrode type. For PANI nanowires in mesoporous silica films (CTAB-type) on ITO before etching of the silica membrane (curve c), 
one observed a peak current of 61 µA located at +0.50 V, whereas the free nanofilaments gave rise to much better electrocatalytic response 
with a peak current of 280 µA located at +0.40 V (curve d). This is consistent with the more effective charge transport reported above for 
template-free PANI as a result of larger exposition to the electrolyte solution. The behaviour of an ITO electrode covered with a bulky 
PANI layer (prepared by electropolymerization on bare ITO with similar charge of for PANI nanofilaments) resulted in intermediate results 20 

(peak of 184 µA at +0.44V, see curve b), which can be due to less effective doping/dedoping processes in bulky PANI deposits than for 
PANI nanoarrays.94 This highlights the attractiveness of 1D PANI nanofilament arrays for possible application in electrochemical sensing. 
Figure 9 illustrates another possible application of PANI nanofilaments, i.e., as pseudocapacitive materials, showing typical triangle-shaped 
galvanostatic charge-discharge curves (Fig. 9A), with good cycling behaviour (over 1000 cycles) for both PANI nanofilaments in the silica 
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membrane and template-free wires (Fig. 9B&C). The areal specific capacitance values evaluated from the discharge curves were 1.30 and 
2.35 mF cm-2 respectively before and after dissolution of the silica membrane, and 1.35 mF cm-2 for a bulk PANI film of the same amount 
of electropolymerized aniline units. For template-free PANI nanofilaments, the electrode surface is covered only with a very few amount 
of the polymer (i.e., 0.55 µg) and, if expressing the specific capacitance per mass of the material, one reached 427 F g-1 (at 9 A g-1), which 
is comparable to PANI-graphene composites.92 This material retained 64% of its initial specific capacitance after 500 cycles and 47% after 5 

1000 cycles (Fig. 9C) whereas PANI nanowires in the mesoporous film before silica etching (Fig. 9B) were less stable (only 19% and 8% 
capacitance retention after 500 and 1000 cycles, respectively). These results have been obtained without any optimization and, in view of 
previous reports on redox-active mesoporous silica coatings prepared by EASA,45,95 one can expect significant improvement when passing 
from a flat ITO support to electrode surfaces made of carbon nanomaterials, for instance.  

 10 

Figure 8. Cyclic voltammograms recorded in 1 mM ascorbic acid (in 0.1 M H2SO4) at a potential scan rate of 50 mV s-1, using (a) a bare 
ITO electrode, (b) ITO covered with a bulky PANI film or (c,d) ITO modified with PANI nanowires generated through a mesoporous silica 
film with pore diameters of 2.0 nm for 120 s electropolymerization time, respectively (c) ‘before’ and (d) ‘after’ etching of the silica 
membrane. (b-d) PANI deposits correspond to an electropolymerization charge of 2.57 mC. 
 15 

Figure 9. (A) Galvanostatic charge-discharge curves recorded in 0.5 M H2SO4 at a current density of 25 µA cm-2 using ITO electrodes 
respectively covered with (a) a bulky PANI film or (b,c) PANI nanowires generated through a mesoporous silica film with pore diameters 
of 2.0 nm ((b) ‘before’ and (c) ‘after’ etching of the silica membrane). (B,C) Charge-discharge profiles (10 first, 491-500th and 991-1000th 
cycles) for PANI nanowires prepared as in (A) and recorded in the same conditions, respectively (B) ‘before’ and (C) ‘after’ etching of the 
silica membrane. All PANI deposits correspond to an electropolymerization charge of 2.51 mC. 20 

 
 

4. Conclusions 

In this work, we have shown that one can control the growth of PANI nanofilaments through vertically aligned mesopore channels of silica 
films of distinct pore diameters (2-3 nm) generated by EASA onto ITO electrodes. Their durable attachment to the electrode surface (even 25 

after removal of the silica template) is achieved by electrografting aminophenyl groups at the bottom of the nanochannels prior to PANI 
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electropolymerization. The growth rate and the amount of deposited PANI were larger when using the silica membrane with larger pore 
diameters, resulting therefore in more intense CV responses. Both PANI nanofilaments in mesoporous silica and after etching of the 
membrane were electrochemically accessible, but peak currents were significantly larger after template removal owing to wider exposure 
of the polymer to the electrolyte solution. This had also an effect on the electrochromic properties of the materials, showing significantly 
improved response times for PANI nanofilaments free of the silica membrane, due to easily accessible large surface areas and short 5 

diffusion lengths. In the best cases, spectroelectrochemical data corresponding to the variation of optical contrast recorded at 750 nm for 
successive interconversion of the emeraldine/leucoemeraldine system revealed ultrafast response speed (0.1 s for colouration and bleaching 
to reach 95% of maximum absorbance variation) and excellent cycling stability (100% of optical contrast maintained after 200 cycles 
between -0.2 and 0.3 V in 0.5 M H2SO4). The PANI nanofilaments are also promising for applications in other fields such as electrocatalysis 
and sensors or energy storage as supercapacitors. 10 
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