
HAL Id: hal-03984173
https://hal.univ-lorraine.fr/hal-03984173

Submitted on 14 Mar 2023

HAL is a multi-disciplinary open access
archive for the deposit and dissemination of sci-
entific research documents, whether they are pub-
lished or not. The documents may come from
teaching and research institutions in France or
abroad, or from public or private research centers.

L’archive ouverte pluridisciplinaire HAL, est
destinée au dépôt et à la diffusion de documents
scientifiques de niveau recherche, publiés ou non,
émanant des établissements d’enseignement et de
recherche français ou étrangers, des laboratoires
publics ou privés.

Residual resistivity as an independent indicator of
resonant levels in semiconductors

Bartlomiej Wiendlocha, Shantanu Misra, Anne Dauscher, Bertrand Lenoir,
Christophe Candolfi

To cite this version:
Bartlomiej Wiendlocha, Shantanu Misra, Anne Dauscher, Bertrand Lenoir, Christophe Candolfi.
Residual resistivity as an independent indicator of resonant levels in semiconductors. Materials Hori-
zons, 2021, 8 (6), pp.1735-1743. �10.1039/d1mh00416f�. �hal-03984173�

https://hal.univ-lorraine.fr/hal-03984173
https://hal.archives-ouvertes.fr


     

1 
 

Residual resistivity as an independent indicator of resonant levels in semiconductors 

 
Bartlomiej Wiendlocha1,*,$, Shantanu Misra2,$, Anne Dauscher2, Bertrand Lenoir2, Christophe 
Candolfi2,+ 
 
1 Faculty of Physics and Applied Computer Science, AGH University of Science and 
Technology, Aleja Mickiewicza 30, 30-059 Krakow, Poland 

*E-mail: wiendlocha@fis.agh.edu.pl 
 
2Institut Jean Lamour, UMR 7198 CNRS – Université de Lorraine, 2 allée André Guinier-
Campus ARTEM, BP 50840, 54011 Nancy Cedex, France 
+E-mail: christophe.candolfi@mines-nancy.univ-lorraine.fr 
 

$Equal contributions 

 

Distortion of the density of states induced by specific impurities, a mechanism known as 

resonant level (RL), is an efficient strategy to enhance the thermoelectric performances of 

metals and semiconductors. So far, experimental signatures identifying the resonant nature of 

an impurity have relied on the so-called Ioffe-Pisarenko plot that enables visualizing the 

induced thermopower enhancement at specific carrier concentrations. However, this method 

cannot solely discern RL from other possible band-structure-related sources of thermopower 

enhancement such as band-shape modifications or band convergence. An independent method 

of resolving this problem is proposed here. A detailed theoretical and experimental analysis of 

the low-temperature electrical resistivity r0 and carrier mobility µ0 of the resonant-level system 

SnTe doped with In is presented as a function of the impurity concentration x. By comparing to 

non-resonant cases of SnTe doped with I, Mn, and Ga, we demonstrate that the construction of 

r0(x) and µ0(x) plots allows to distinguish between resonant and non-resonant impurities, even 

when some of them induce similar thermopower enhancements. This methodology is further 

confirmed by analyses performed for Na- and Tl-doped PbTe, illustrating how the combination 

of transport measurements at low temperatures can be used to determine the resonant nature of 

an impurity. 
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Introduction 

 Doping semiconductors with impurities is the cornerstone of modern electronics and 

conversion energy applications, providing a straightforward mean to tailor their electronic 

properties. Depending on the nature of the impurities, “rigid-like” or “non-rigid-like” with 

respect to the host semiconductor, their presence can induce either a mere shift in the chemical 

potential or more profoundly reshape the electronic bands. The electronic band structure of 

semiconductors can be thus advantageously manipulated by both types of impurities.  

 Among functional materials used in energy conversion technologies, thermoelectric 

semiconductors are a class of materials combining unique transport properties used in electrical 

power generators and Peltier cooling modules. The efficiency with which they directly convert 

heat into electrical power, and vice versa, at an absolute temperature 𝑇, is proportional to the 

figure of merit1,2 𝑍𝑇 = 𝛼!𝑇/𝜌𝜅, a dimensionless parameter that combines material-specific 

transport coefficients: thermopower a, electrical resistivity r and total thermal conductivity 𝜅. 

Over the last decades, significant efforts were devoted to optimize the performance of 

thermoelectric materials via dedicated strategies focusing on either optimizing the power factor 

𝛼!/𝜌 through doping or lowering the total thermal conductivity 𝜅.3,4 In the former approach, 

band structure engineering has been a particularly successful strategy to push the ZT values 

beyond unity at high temperatures.4,5 

Among the mechanisms that allow to manipulate the electronic bands beyond the rigid-

like scheme, resonant levels (RLs) provide a textbook example.3,4,5,6 Used as an efficient route 

to enhancing the thermopower of metals and semiconductors, a RL, or "virtual bound state",7 

may be formed upon doping a material at energies where a “real” bound state would be formed 

in the absence of neighboring atoms.8 In the specific case of semiconductors, this resonant 

energy has to overlap with either the valence or the conduction bands. One of the manifestations 

of a resonant state is the formation of a sharp peak in the impurity’s density of electronic states 
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(DOS) at the resonance energy, leading to a distortion of the total DOS, the energy dependence 

of which varies rapidly over a narrow energy window. The hybridization of the resonant states 

with the host electronic states results in a band-smearing effect,9,10,11 enabling an increase in the 

thermopower when the Fermi level resides near this distortion. Thus, the position of the RL 

with respect to the band edge and the width of the smeared bands are the key parameters to 

achieve optimized ZT values.  

So far, the main experimental strategy to unravel the resonant nature of an impurity in 

semiconductors was tied to the variation of the thermopower a as a function of the charge 

carrier concentration p. Known as the Ioffe-Pisarenko plot, the a(p) relation is characteristic of 

the electronic structure of the host semiconductor, and is frequently well captured by models 

based on solutions of the Boltzmann transport equation. In most cases, doping induces a rigid-

like shift of the Fermi energy in the conduction or valence bands, giving rise to smooth 

variations in a(p) that follow the Ioffe-Pisarenko plot of the host material. In contrast, the 

formation of a RL manifests as a significant departure from the predicted trend, signaling non-

rigid-band behavior. Experimentally, the conclusion as for the resonant nature of the impurity 

can be drawn when the thermopower is significantly enhanced compared to the material specific 

a(p) curve, as observed for Pb1-xTlxTe,12,13 Sn1-xInxTe,11,14 Bi2-xSnxTe3,15 As2-xSnxTe3 16 or Ge1-

xInxTe.17 However, upon doping, deviations from the rigid-band trend in a(p) may originate 

from other effects, such as variations in the dominant scattering mechanism or in the relative 

position of band extrema possibly leading to band convergence. Through substitutions or the 

formation of solid solutions, this last mechanism also efficiently enhances the ZT values due to 

the convergence of two, or more, band extrema that increases the number of valleys 𝑁" and 

hence, the density-of-states effective mass 𝑚#$%
∗  (𝛼 ∝ 𝑚#$%

∗ = 𝑁"
!/(𝑚)

∗  where 𝑚)
∗  is the band 

effective mass). Thus, an analysis of the character of an impurity solely based on the Ioffe-

Pisarenko plot may be inconclusive. Here, we demonstrate a straightforward way of getting a 
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clear and independent experimental proof of the formation of a RL, allowing for the distinction 

between resonant and non-resonant impurities, regardless of their effect on the thermopower. 

Our analysis is based on a combination of low-temperature electrical and galvanomagnetic 

measurements to probe the emergence of resonant scattering, a mechanism specific to the 

presence of a RL18,19 but not generally used to establish the resonant nature of an impurity. By 

performing systematic experimental and theoretical studies on the binary SnTe, we propose a 

novel methodology based on the construction of the compositional dependence of the residual 

resistivity r0(x) and charge carrier mobility µ0(x), analogue to the Ioffe-Pisarenko plot. We 

hereafter consider the p-type chalcogenide semiconductor SnTe doped with the resonant 

impurity In11,14 and the non-resonant impurities I, Ga, and Mn chosen as counter-examples. As 

a further proof-of-principle, the analysis for SnTe is supplemented by a similar one performed 

for the best-known resonant thermoelectric system Pb1-xTlxTe.  

 

Results and discussion 

 

Figure 1 shows the Ioffe-Pisarenko plot of SnTe calculated using a two-valence band 

model20, 21 (see Supplementary Information file for the equations and physical parameters used). 

The thermopower measured for self-doped and iodine-doped SnTe samples generally follows 

the model prediction. “Self-doped” samples correspond to pristine binary SnTe samples that 

contain naturally-formed defects, which are Sn vacancies acting as double-hole 

acceptors.22,23,24,25 This behavior suggests that both the Sn vacancies and iodine substitutional 

impurity modify the valence band structure of SnTe in a rigid-like manner. In contrast, a 

substantial enhancement of the a values above the Ioffe-Pisarenko line is observed 

experimentally for In-, Mn-, and Ga-doped samples. Although all these three elements lead to 

a basically similar enhancement of a, different mechanisms are at play: In forms a resonant 
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level, while Mn induces band convergence of the two main valence bands governing the 

transport in SnTe,26, 27 similarly to Ga, reported to increase the number of degenerate valleys in 

the Brillouin zone.28 Thus, SnTe is an excellent and sensitive test-case to our proposed 

methodology, not only capable of confirming the resonant behavior of In but also  to provide a 

clear distinction between In and non-resonant Ga/Mn, as the analysis solely based on 

thermopower enhancement is inconclusive.  

 The key difference between resonant and non-resonant impurities, serving as a basis for 

our methodology, is the distinct way with which they affect the electronic bands. To visualize 

this effect, a magnification of the electronic band structure of SnTe containing different doping 

atoms, is shown in Figure 2 in the region of interest in the Brillouin zone (BZ; see Figure S1 

in Supplementary Information). Electronic structure calculations were performed using the 

KKR-CPA method29,30, with the band structure being visualized using the Bloch spectral density 

functions (BSF), further details of which are given in the Supplementary Information. Figure 

2a shows the valence bands of SnTe with 0.32% of Sn vacancies. This concentration of 

vacancies, inherent to SnTe, is equivalent to a hole concentration p of 1020 cm-3 as typically 

observed experimentally. SnTe samples are thus self-doped by Sn vacancies, which act as 

intrinsic rigid-band-like dopants, that is, they change the position of the Fermi energy but do 

not significantly modify either the density of states (DOS) or the electronic dispersion relations, 

inducing only a small band smearing (see below). In Figure 2b,d the valence band structure is 

shown with an additional doping of 0.5% of In and I. The difference between rigid-band-like 

(Sn vacancies and I) and resonant (In) doping is evident. Resonant state is formed on 5s orbitals 

of In, which is evidenced by i) the formation of a narrow peak in the partial In DOS; ii) an 

increased total DOS near the valence band edge, and iii) a strong valence band smearing. All 

these effects are intensified when the concentration of In increases, as presented in Figure 2c. 

In contrast, iodine (Figure 2d), being a monovalent donor in SnTe,21 only rigidly shifts EF 
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towards the valence band edge, compensating the acceptor behavior of Sn vacancies. 

Furthermore, while Ga (Figure 2e,f) is isoelectronic to In, it does not form RL but slightly 

increases the DOS near EF and reduces the energy offset between the two band extrema at the 

L and S points, due to its non-rigid-like behavior.  

Band smearing is an effect of prime importance to understand the difference in the 

transport properties between resonantly and non-resonantly doped samples. A deeper analysis 

of the dopant-induced band smearing is shown in Figure 3, in which we compare the shape of 

the last valence band, lying between the L and S points of the BZ (panels a-c and g-i). Thanks 

to the BSF technique, the strength of the band smearing, which is proportional to the strength 

of electron scattering on impurities, may be quantified. In a typical alloy systems, the BSF for 

a single wave vector k adopts the shape of the Lorentz function (see, Supplementary 

Information), and the electronic relaxation time t is in such a case related to its full width at 

half maximum31 D as 𝜏 = ℏ
+
. In Figure 3(d-f) and (j-l) the BSF is plotted for k1 ≈ (0.469, 0.469, 

0.00) !,
-

 (a is the lattice parameter of the cubic crystal structure of SnTe), equivalent to 1/4 of 

the L − S distance, that is, near the point where the valence band is crossing the Fermi level EF 

in panel a). Points show the calculated BSF while the line is a fit to a Lorentzian function. As 

shown in Figure 3d,j, the Lorentzian describes very well the shape of the BSF when non-

resonant impurities (Sn vacancies and I) are present, with a magnitude of the relaxation time of 

𝜏	~ 3-4´10-13 s at k1. Slightly larger smearing is induced by Ga (Figure 3h-i,k-l), but still a 

Lorentzian character of BSF is retained, even for 2% of Ga.  In sharp contrast, the addition of 

a minute amount of In as low as 0.5% is sufficient to generate a non-Lorentzian BSF with 

shoulders. Such a modification is characteristic of resonant levels8,9 and strongly enlarge the 

width of the BSF. This effect is dramatically enhanced upon increasing the In concentration to 

2% for which the BSF exhibits a double-bell shape. Rough estimates of t at the same k1-point 
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drops to 2´10-14 s for 0.5% In, and to 3´10-15 s for 2% In, i.e. an order of magnitude lower than 

that of Ga and two orders of magnitude lower than those obtained for Sn vacancies and I. This 

huge difference in t opens the possibility of an experimental detection of RL through electrical 

transport measurements since the electric conductivity s and carrier mobility µ are inversely 

proportional to t. Moreover, our results clearly show that the relaxation time is no longer well-

defined for such non-Lorentzian BSF shapes,31 resulting in differences in actual mobilities that 

will be even larger than differences in t suggest. To precisely quantify the effect of impurity-

induced scattering and take into account the contributions from the whole Brillouin zone, 

electric conductivity needs to be calculated. Due to the strong smearing of the electronic bands, 

the Boltzmann formalism within the relaxation time approximation would fail to describe 

appropriately the transport properties of this system, due to the impossibility to derive the 

velocity of the charge carriers defined as the gradient of the band energy with respect to the 

wave vector. These difficulties can be overcome by using the Kubo-Greenwood 

formalism29,31,32,33 that enables to calculate the residual electrical resistivity and charge carrier 

mobility at the temperature of 0 K, taking into account the impurity-induced scattering. The 

comparison of calculations with measurements performed at liquid helium temperatures, that 

is, in the limit where impurity scattering largely outweighs phonon scattering, may thus clearly 

distinguish between resonant and non-resonant impurities. Figure 4 shows such comparison 

with the electrical resistivities r0 and hole mobilities µ0 measured at 5 K in the series of 

polycrystalline samples Sn1.03-xInxTe (0 ≤ x ≤ 0.02) reported as a function of the In concentration 

(the excess Sn concentration introduced in the nominal composition was used to partly 

compensate the formation of Sn vacancies, further experimental details and numerical values 

are gathered in Supplementary Information). In calculations, the experimental and theoretical 

hole concentrations were matched by adding an appropriate number of Sn vacancies, which act 

as double-hole acceptors (all the data are gathered in Table 1). The comparison of the 
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theoretical and experimental r0 values indicates an overall good agreement between both sets 

of data. In particular, the calculations capture qualitatively the two main characteristics of r0, 

that is, its linear increase with increasing x for substitution levels lower than 1% and its tendency 

to level off at higher In concentrations. Furthermore, below 0.5%, the computed values agree 

quantitatively with the experimental data while above this concentration, the calculations tend 

to overestimate the experimental values, most likely due to overestimation in the density-of-

states effective mass, as discussed in Ref. [11]. 

 A straightforward visualization of the strong scattering of holes on the RL is provided by 

the rapid decrease in the hole mobility µ0 measured by Hall effect (Figure 4b). Despite the very 

low substitution levels covered in the series Sn1.03-xInxTe, µ0 drops by two orders of magnitude 

from 3405 cm2 V-1 s-1 for x = 0.0 to 34 cm2 V-1 s-1 for x = 0.02. This trend is well captured by 

our calculations over the entire concentration range, which confirms that it is an intrinsic 

property of the material, related to the RL. Note that the polycrystalline nature of our samples 

results in grain boundary scattering that contributes to limit the hole mobility in the x = 0 

sample, which is likely the reason for the larger disagreement between calculations and 

measurements in this case. Nevertheless, the overall agreement achieved herein suggests that 

this mechanism only weakly influences µ0 at very low temperatures compared to resonant 

scattering. It is important to recall here that the strong reduction in mobility at such a low 

temperature does not rule out the beneficial influence of the RL on enhancing the thermoelectric 

properties at high temperatures. Above room temperature, the strengths of the electron-phonon 

and temperature-independent RL scattering start to be of similar magnitudes, significantly 

reducing the difference in mobilities between resonantly- and non-resonantly-doped SnTe. In 

particular, as shown in Ref. [11], the ratio of electrical resistivities of 2% In doped and 0% In 

doped SnTe samples dropped to only 1.3 at 800 K, leading to comparable mobilities in both 

samples. This allows for an enhancement in the peak ZT values in SnTe with resonant In 
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dopant,11,14 in spite of the low-temperature reduction in mobility. Moreover, due to the lower 

sensitivity of resonant-doped system on temperature-induced electron-phonon scattering when 

compared to non-resonant doping, the ZT enhancement was observed to persist in a broader 

temperature range, leading to enhanced average ZT values.11 Similar situation was also 

evidenced in Tl-doped PbTe.13  

 The benefit of constructing residual resistivity r0(x) and residual mobility µ0(x) plots 

becomes evident when comparing the above-mentioned trends with those of I and Ga-doped 

SnTe (only calculated values because no low-temperature resistivity measurements are 

available in literature), as well as Mn-doped SnTe (calculated and experimental34,35,36,37 values, 

see also Figure S3 in the Supplementary Information file for an additional mobility plot for Mn-

doped SnTe with a constant vacancy concentration). Despite the similar substitution levels in 

all the four series of samples, In induces a striking enhancement in r0 and reduction in µ0 

compared to the rigid-band-like I and non-rigid-band-like, non-resonant Mn and Ga dopants, 

clearly highlighting the resonant character of In in SnTe. Thus, the r0(x) and µ0(x) plots provide 

a direct and convenient visualization of the resonant nature of In while an analysis solely based 

on the Ioffe-Pisarenko plot would remain inconclusive in this case.  

 To successfully apply this methodology to new semiconductors and impurities of an 

unknown character, more than two different series of samples should be considered, paying a 

particular attention to the low impurity concentration range. As seen in Fig. 4, the drop of µ0(x) 

and increase in r0(x) for SnTe are the steepest up to 1% of impurity concentration. In this 

compositional range, the difference between the rigid-band-like I and non-rigid, non-resonant 

Ga and Mn (which scatter more strongly than I) is not very pronounced, below an order of 

magnitude, in contrast to the two-orders-of-magnitude difference between I and In.  

 It is important to emphasize that µ0(x) is a more sensitive indicator of the presence of a 

RL compared to the enhancement in a typically observed in the Ioffe-Pisarenko plot, as the 
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difference between RL and non-RL doping cases reaches one-to-two orders of magnitude. 

Moreover, the sole electrical resistivity analysis could be also misleading for impurities that 

compensate the main charge carriers, as is the case of I that behaves as a donor impurity in p-

type SnTe. The relatively rapid increase in r0 with x seen for I-doped SnTe in Figure 4a is 

mainly caused by the decrease in the hole concentration (see Table 1), rather than by the 

appearance of strong scattering, as evidenced by the weak µ0(x) dependence (see Figure 4b). 

Thus, both physical quantities should be analyzed in parallel to draw firm conclusions.  

 Furthermore, the methodology proposed herein should be used to analyze the mobility in 

samples doped with similar impurity and charge carrier concentrations, and for which, 

scattering on point-defects (i.e. on impurities) is the main source of electrical resistivity in 

addition to phonon scattering. In particular, the ρ0 and µ0 values may be affected by both 

microstructural and disorder-related effects that notably include grain boundary scattering and 

the disorder induced by the dopants and possible intrinsic defects. For these reasons, this 

approach may not be applicable to nanostructured samples for which, the small grain size may 

be the dominant source of electrical resistance. Although concerns related to charge localization 

at the grain boundaries can be avoided by performing systematic studies on single crystals, our 

present results show that our proposed methodology is equally applicable to polycrystalline 

samples. As demonstrated in our prior study on the series Sn1.03-xInxTe,11 the careful control of 

the synthesis process, and notably of the mass-to-volume ratio in the silica ampules, ensured 

very similar microstructure and Sn vacancy concentrations, resulting in the observed step-like 

variations in the transport properties over the In concentration range covered. The possible 

presence of energy barriers at the grain boundaries, observed in various chalcogenide 

semiconductors and giving rise to activated-like behavior of the Hall mobility, can be ruled out 

in the series Sn1.03-xInxTe due to the conventional temperature dependences of the Hall mobility 

and the metallic character of the electrical resistivity (see Figure S4 in Supplementary 
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Information). In the specific case of SnTe, the very high dielectric constant of around 1700 

(Ref. 38; G. Nimtz and B. Schlicht in Narrow-Gap Semiconductors (Springer, Berlin, 1983)) 

tends to strongly lessen the development of energy barriers at the grain boundaries.44,45 In 

addition to intrinsic defects, dopants inevitably further enhance the level of disorder, which also 

decreases the charge carrier mobility in semiconductors. However, the comparison of the 

influence of In on the electrical resistivity and Hall mobility with those observed for other 

dopants shows that resonant scattering largely outweighs the effect of disorder.  

 The effectiveness of our methodology is further confirmed by literature results gathered 

for Tl- and Na-doped PbTe in Figure 5. Using available experimental data38,39,40,41,42,43 we have 

constructed the residual resistivity and the residual mobility plots, which evidence the same 

behavior as in the case of SnTe. The resonant character of Tl against non-resonant Na is 

highlighted by the increase in r0(x) and decrease in µ0(x) for similar impurity concentrations, 

and supplements the conclusion of the Tl resonance drawn from the Ioffe-Pisarenko plot and 

band structure calculations.6,10,12  

 

Conclusions  

 In conclusion, we have shown that the compositional dependences of the residual 

electrical resistivity r0 and charge carrier mobility µ0 can provide a clear experimental signature 

of the resonant character of the introduced dopant in semiconductors. At low temperatures, both 

physical quantities successfully capture the fundamental differences between resonant and 

conventional doping impurities, despite both of them may lead to seemingly similar 

thermopower enhancements. This conclusion is firmly confirmed by calculations of the 

electrical conductivity of the resonant system Sn1-xInxTe using the Kubo-Greenwood formalism 

that enabled us to make a direct connection between our experimental observations and the RL-

induced resonant scattering that governs r0 and µ0 at low temperatures. The simple method of 
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constructing r0(x) and µ0(x) plots, analogous to the Ioffe-Pisarenko plot, provides an 

independent tool to characterize the nature of a given impurity in semiconductors, in which 

scattering on impurities is the main source of the residual electrical resistivity. This reinforces 

the interest of probing the transport properties of doped semiconductors down to liquid helium 

temperatures.   
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Table 1. Experimental and calculated values of the residual resistivity 𝜌. and residual mobility 

𝜇. =
/

0!12"
 (qe is the elementary charge, p is the measured Hall carrier concentration in the case 

of experimental data and a nominal carrier concentration in the case of calculated values) for 

SnTe doped with In, Mn, Ga (on Sn site), and I (on Te site), as a function of the dopant 

concentration x. The experimental values of p for the In series were measured at 5 K.  Data are 

presented in Figure 4. Sn vacancy concentrations VacSn were used in the calculations to match 

the experimental and theoretical hole concentrations. For SnTe doped with In and Mn, for which 

the experimental data were available, the hole concentration p in the calculations was fixed to 

the experimental value (shown in the second column) by adding an appropriate number of Sn 

vacancies, as shown in the last column. Each VacSn acts as a double-hole acceptor, whereas In 

and Ga provide a single hole to SnTe, and Mn is a neutral impurity if substituted for Sn in SnTe 

(all the holes come from VacSn in this case). For SnTe doped with Ga, for which we are not 

aware of any low temperature resistivity and carrier concentration measurements in the 

literature, a constant concentration of 0.5% of Sn vacancies was assumed. Experimental data 

for Mn were taken from Ref. [34] (all concentrations except for 1%, 2.2%, 3%), Ref. [35] for 1 

and 3%, and Ref. [36] for 2.2%. From Ref. [34], data for annealed samples, available for x ≤ 

0.88%, were taken. Experimental Hall carrier concentrations for I were taken from Ref. [21]. 

In the case of Mn-doped SnTe, due to transition to the ferromagnetic state, an anomaly in the 

electrical resistivity is observed at low temperatures [34]. However, this anomaly only changes 

the electrical resistivity by few percent, so that it does not affect our conclusions. 
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x 
(%) 

p 
(1020 cm-3) 

r0 exp. 
(µW m) 

r0 calc. 
(µW m) 

µ0 exp. 
(cm2 V-1s-1) 

µ0 calc. 
(cm2 V-1s-1) % VacSn 

In  
0.00 1.05 0.19 0.09 3400 6558 0.33 
0.05 1.41 0.33 0.26 1440 1702 0.42 
0.15 1.63 0.78 0.61 547 627 0.44 
0.25 1.76 1.12 1.06 316 335 0.43 
0.35 2.14 1.52 1.24 195 235 0.50 
0.45 2.14 1.85 1.94 160 150 0.45 
0.60 2.35  3.16  84 0.44 
0.75 2.58 3.26 4.15 83 58 0.44 
0.85 2.61  5.21  46 0.40 
1.00 2.76 3.19 5.94 73 38 0.37 
1.50 3.55  5.95  30 0.37 
2.00 4.50 4.08 5.41 32 26 0.42 
2.50 5.23  5.13  23 0.40 
3.00 6.02   4.81   22 0.40 

 Mn 
0.04 1.70 0.20 0.14 1800 2585 0.41 
0.13 1.40 0.18 0.16 2510 2723 0.44 
0.22 2.10 0.25 0.21 1175 1430 0.66 
0.35 1.50 0.23 0.25 1829 1690 0.47 
0.44 1.20 0.26 0.29 1996 527 0.38 
0.88 2.80 0.36 0.45 617 527 0.88 
1.00 2.66 0.27 0.45 870 527 0.84 
1.50 2.54  0.58  422 0.80 
2.20 2.87 0.36 0.75 600 289 0.91 
3.00 3.14 0.86 0.93 231 214 0.99 

Ga 
0.00 1.58   0.12   3329 0.50 
0.50 2.38  0.15  1774 0.50 
1.00 3.17  0.15  1287 0.50 
1.50 3.96  0.15  1057 0.50 
2.00 4.75  0.16  847 0.50 
2.50 5.55  0.16  721 0.50 
3.00 6.34   0.16   608 0.50 

I 
0.50 0.82   0.25   3054 0.51 
1.00 0.60  0.45  2303 0.69 
1.50 0.35  0.82  2183 0.86 
2.00 0.32   1.00   1969  1.10 
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Figure 1. Ioffe-Pisarenko plot of SnTe showing variations in the thermopower a as a function 

of the hole concentration p. The black solid curve stands for the theoretical dependence 

calculated using a two-valence-band model.11,21,23 The experimental data points are taken from 

the literature for In-doped,11,14, I-doped,21  Mn-doped,27 Ga-doped,28 and self-doped (that is, by 

Sn vacancies)14,22,23 SnTe samples.  
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Figure 2. Density of states (DOS) and electronic band structure around the L point of the 

Brillouin zone (see Figure S1 in Supplementary Information) based on Bloch spectral functions 

(BSF) of SnTe doped with: (a) 0.32% of Sn vacancies (VacSn); (b) 0.32% of VacSn and 0.5% of 

InSn; (c) 2% of InSn; (d) 0.32% of VacSn and 0.5% of ITe; (e) 0.32% of VacSn and 0.5% of GaSn; 

(f) 2% of GaSn. TDOS is the total DOS per formula unit, whereas dotted and dashed lines show 

partial DOS of impurity atoms with their dominating angular momentum contribution, 

calculated per atom (that is, not multiplied by its concentration). 
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Figure 3. (a-c, g-i) Two-dimensional projections of Bloch spectral functions (BSF), plotted in 

logarithmic scale, for the last valence band between the L and S points of the Brillouin zone for 

SnTe containing (a) 0.32% of VacSn; (b) 0.32% of VacSn and 0.5% of InSn; (c) 2% of InSn; (g) 

0.32% of VacSn and 0.5% of ITe; (h) 0.32% of VacSn and 0.5% of GaSn; (i) 2% of GaSn. In these 

plots, the black color corresponds to a BSF value greater than 300 a.u., that is, 22 eV−1. In panels 

(d-f) and (j-l) the BSF is plotted for k1 ≈ (0.469, 0.469, 0.00) !,
-

 (a is the lattice parameter of 

the cubic crystal structure of SnTe), equivalent to 1/4 of the L − S distance, that is, near the 

point where the valence band is crossing the Fermi level in panel a). Points show the calculated 

BSF while the line is a fit to a Lorentzian function. While the fit is very good in the non-resonant 

case, the Lorentzian function is no longer a good approximation of the BSF shape in e) and 

especially f). The electronic lifetime, estimated from the width of the fitted Lorentzian, is shown 

in the figures. 

 



     

18 
 

 
 

Figure 4. (a) Residual electrical resistivity r0 and (b) residual hole mobility µ0 as a function of 

the dopant concentration x in SnTe. In calculations for In, I and Mn cases, hole concentrations 

were fixed to the experimental values by adding an appropriate concentration of Sn vacancies 

(ranging from 0.4 up to 1%), each of them acting as a double-hole acceptor (see Table 1). For 

Ga, a concentration of 0.5% of Sn vacancies was kept constant across the entire Ga 

concentration range. The data measured on single-crystalline and polycrystalline Mn-doped 

SnTe were taken from Refs. [34,35,36], where they were measured at temperatures below 5 K. 

In panel (a) lines and symbols are the same as in panel (b). Lines are guides to the eye in both 

panels.   
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Figure 5. Residual resistivity 𝜌.(𝑥) and residual mobility 𝜇.(𝑥) plots for PbTe doped with 

resonant impurity Tl and non-resonant impurity Na. Experimental data were taken at 

temperatures below 4 K in Refs.: [38] (for Na concentrations of up to 0.62%), [39] (1% Na), 

[40,41,42] (Tl concentrations up to 1.4%), [43] (1.6% Tl). Relatively large error bars for the 

electrical resistivity in Pb1-xTlxTe are taken after [42], for 1.6% Tl-doped PbTe the error bar has 

been estimated from the point size in Ref. [43]. Enhancement of 𝜌.(𝑥) and drop in 𝜇.(𝑥) are 

similar to those observed for SnTe:In versus SnTe:Mn, SnTe:Ga, and SnTe:I, confirming the 

ability of the residual resistivity and residual mobility plots to distinguish between resonant and 

non-resonant impurities, in addition to the Ioffe-Pisarenko plot. 
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