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"It is good to have an end to journey toward, but it is the journey that matters in the end." 
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Chapter I The head and the tail moieties of the surfactant molecule can be a wide variety of chemical species which offers numerous variations of the surfactant structure. The hydrophobic group can be a single, double, straight or branched hydrocarbon chain, but it may also be a fluorocarbons, siloxane chain, and it may contain aromatic groups. The hydrophilic group can be ionic or nonionic, small and compact in size or a polymeric chain. Surfactant classification is based on the hydrophilic group type as follow:
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 Anionic: the head moiety bears a negative charge;  Cationic: the head moiety bears a positive charge;  Zwitterionic: the head moiety bears both positive and negative charges.

Finally Nonionic surfactants, which are the main surfactants used in this work. They are interesting due to their several properties such as being resistant to pH variations and the hardness of water. There are several classes of nonionic surfactants such as alcohol ethoxylates, alkyl phenol ethoxylates, fatty acid ethoxylates, monoalkaolamide ethoxylates, sorbitan ester ethoxylates, fatty amine ethoxylates, and ethylene oxide-propylene oxide copolymers. We will discuss in more detail two classes of nonionic surfactants:

 Alcohol ethoxylates

The surfactants of this class are generally produced by ethoxylation of a fatty chain alcohol.

The chemical formula of such surfactants is CnH2n+1(OC2H4)mOH (designated as CnEm or CnEOm). The solubility of those surfactants depends both on the alkyl chain length and the number of ethylene oxide units in the molecule.

 Ethylene oxide -propylene oxide co-polymers

This class is also known as polymeric surfactants. They are commonly known by their two commercial names "Pluronic" and "Poloxamer". As their name suggests they have long polymeric hydrophobic chains (PO) and hydrophilic chains (EO). The chemical formula of those surfactants is (EO)x(PO)y(EO)x.

Hydrophilic-lipophilic balance (HLB) system

Since a nonionic surfactant's hydrophilic or lipophilic character affects its behavior in water. A numerical value can be assigned in order to classify them according to this behavior. This number is called the Hydrophilic-Lipophilic Balance (HLB).

The experimental procedure for the determination of this value was introduced by Griffin 1,2 .

He made under similar conditions several emulsions with different surfactants but with the same oil. The stability of the emulsion was determined and an HLB value was attributed to the surfactant used for the emulsion. The reference surfactants are the oleic acid as the most hydrophobic one (assigned HLB = 1) and potassium oleate as the most hydrophilic one (assigned HLB = 20). The intermediate HLB values represent the stability of emulsions made using mixtures of the two reference surfactants. This technique proved to be long and laborious. So an empirical formula was established to evaluate the HLB value of a given surfactant by Griffin 1 . Nonionic surfactants combine hydrophilic and lipophilic moieties in one molecule and that the ratio between the weight percentages of these two groups is an indication of the behavior that may be expected.

𝐻𝐿𝐵 = 20 × 𝑀 𝐻𝑦𝑑𝑟𝑜𝑝ℎ𝑖𝑙𝑒 𝑀 𝑆𝑢𝑟𝑓𝑎𝑐𝑡𝑎𝑛𝑡

Where MHydrophile is the molecular weight of the hydrophilic moiety, and MSurfactant is the molecular weight of the surfactant molecule. Nonionic surfactants containing propylene oxide, butylene oxide, nitrogen, sulfur, etc. exhibit a behavior that is not related to the composition. 1 Griffin 2 also found that for a mixture of two or more nonionic surfactants, the HLB value has For nonionic surfactants, the temperature is a crucial parameter in the surfactant behavior. An increase in the temperature can cause a change in the curvature of the surfactant layer causing its character to evolve from hydrophilic to hydrophobic. This phenomena was studied extensively by Tiddy et al. 4 , who showed that the surface area of the hydrophilic moiety decreases with the increase of temperature. This observation is the consequence of the dehydration of the ethylene oxide chains that increases the hydrophobic character of the surfactant thus causing the transition from a positive curvature to a negative curvature (Figure 1-1).

Several empirical relationships were determined in order to calculate the PIT values of nonionic systems 5,6 . The Phase Inversion Temperature (PIT) is the temperature at which the curvature of the surfactant changes from positive to negative or vice-versa 3 . Ravey et al. 7 studied the relationship between the surfactant HLB, the aliphatic alkane number of carbons (ACN) or its equivalent in the case of other oils and the PIT, and showed that:

𝑇 𝑃𝐼𝑇 = -𝐴 + 15.5 𝐻𝐿𝐵 + 1.8 𝐴𝐶𝑁
Where A is a constant equal to 160°C. Micelles formed in water are direct micelles (L1), but there exists also micelles in the oily phase, they are of the reverse type (L2). The moiety on the surface, whether it is hydrophilic or hydrophobic, forms a screen, especially with ionic surfactants, to prevent the interaction between the medium and the core that is incompatible. Both the direct and reverse micelles are transparent solutions and optically isotropic.

Some surfactants have the capacity to assemble into a bicontinuous disordered phase. This phase is known as the bicontinuous phase (designated as L3) or sponge phase, or anomalous phase [8][9][10] . In this phase the medium forms two intertwined continuous networks separated by a bilayer of surfactant molecules (Figure 1-2). This phase is fluid and usually shows shear birefringence when examined by polarized light 11 .

The formation of liquid crystals, is considered the next step in the aggregation process that takes place when the surfactant concentration is increased. Those liquid crystals have long range patterns. The structure of the liquid mesophases can be mono-dimensional, twodimensional and three-dimensional.  Lamellar phase -L

The lamellar phase (designated as Lα) consists of surfactant bilayers alternated by water layers. For most surfactants, the swelling by water is limited, but for some surfactants an extreme swelling phenomenon can be observed. In this case the dilution doesn't destroy the phase, but it causes its swelling up to several times the spacing in the lamellar crystal [13][14][15][16][17] .

This phase is translucent and optically anisotropic. Through a polarized light microscope can be identified from its typical Maltese cross or oily streaks (Figure 1-3). It can also be identified using X-ray scattering (SAXS), this phase is identified with a peak sequence of 1:2:3:4… and with a repetition distance (d) equal to 2/q, with q as the wave vector that corresponds to the first order peak. Since the surfactant molecular direct assemblies can form a layer that separates a hydrophilic medium from a hydrophobic core, a third hydrophobic component such as oils or lipids can be solubilized in this hydrophobic environment. The same molecular assemblies can be conserved in, but they show a swelling consistent with the quantity of hydrophobic compounds added. For the micellar structures (L1), the solubilisation of oil leads to "swollen micelles " or "microemulsion" 20 depending on whether or not an oily core can exist.

On the other hand, when the continuous medium is an oil, the surfactant forms L2 micelles that can solubilize water in its core.

As for the lamellar, hexagonal and cubic liquid crystals and the L3 phase, they can solubilize oily or aqueous compounds while preserving their structure. The repetition distance increases with the swelling.

Emulsions

Emulsions are by definition a mixture of two immiscible liquids, typically oil and water, homogeneous at macroscopic scale, but heterogeneous at microscopic scale. Since the mixtures of oil and water are not stable, usually a surfactant is added to stabilize the mixture.

The surfactant's role is to lower the surface tension between the dispersed and the continuous phase, thus favoring the formation of kinetically stable emulsion droplets. There exist two types of emulsions known as oil in water (O/W) emulsions which is formed by oil droplets in a water continuous medium and water in oil (W/O) emulsions which are formed by water droplets in an oil continuous medium (Figure 123456). The dispersed volume fraction (water or oil) can vary between 0.01 to more than 0.97, in the latter case it is called a concentrated emulsion 21,22 . As emulsions are kinetically stable, changes of the properties will occur; the slower those changes happen the more stable the emulsions. Because the droplets are constantly moving, whether it is the Brownian motion, gravity or mechanical agitation, the droplets will often collide with each other, this collision will either result in an aggregate or the droplets will move apart. There are two types of aggregation: flocculation and coalescence. Flocculation is the aggregation of droplets without altering their physical properties (size, shape) and can be reversible, while coalescence is the aggregation of droplets that merge together to form larger droplets, this process is irreversible 23 . In the case that one of the liquids is slightly soluble in the other, a third aging process might take place, the Ostwald ripening, it is the process of gradual growth of the larger droplets at the expense of smaller ones due to mass transport of soluble dispersed phase into the continuous phase [24][25][26] , this process is accelerated when the droplets are initially polydisperse.

In most cases the droplets and the continuous medium have different densities, if the droplets' density is lower than the medium, they will tend to go up and form a layer of emulsion droplets at the top of the emulsion in a phenomenon known as creaming, if the droplets have higher densities they will go to the bottom and the phenomenon is known as sedimentation. The creaming velocity of a single droplet that is not subject to deformation is given by the Stokes' law:

𝜈 = 2𝑔𝑟 2 (𝜌 𝑐𝑜𝑛𝑡 -𝜌 𝑑𝑖𝑠𝑝 ) 9𝜂 𝑐𝑜𝑛𝑡
Where g is the acceleration due to gravity, r is the radius of the droplets, ρcont and ρdrop are the densities of the continuous phase and the dispersed phase respectively, and ηcont the viscosity of the continuous phase. It should be noted that this relationship is applicable to dilute emulsions.

So in order to reduce the creaming several parameters can be changed such as choosing a dispersed liquid and a continuous medium with similar densities, or a continuous medium with high viscosity. But those parameters limit the choice of liquids or require additives such as cosurfactants or solid particles. The only parameter that can be changed without influencing the nature and properties of the components is the radius of the droplets. This parameter can be changed by increasing the emulsification energy, or using the physico-chemical properties of the surfactant (this is further discussed in section 1.3).

These compounds are used to provide long term stability in emulsions by increasing the continuous phase viscosity or producing a yield strength in the system that reduces motion.

These stabilizers are usually macromolecules that are not surface active but only soluble in the continuous phase such as Xanthan gum which forms a network of emulsion droplets and stabilizes the emulsion against creaming 27 .

Another way to stabilize emulsions with solid particles. The particles have a certain affinity for both phases without being soluble in any of them. The type of emulsion formed depends on the contact angle in both liquids. The energy to remove these particles from the interface is much larger than for smaller molecules and therefore they are very efficient at stabilizing interfaces. Those kinds of emulsions are known as "Pickering emulsions" 28 . And finally, more complex kinds of emulsions also exist such as multiple emulsions where a droplet of water is entrapped in a droplet of oil which is dispersed in an aqueous continuous medium (Figure 1234567). 

Nano-emulsions

Nano-emulsions known also as mini-emulsions, ultrafine emulsions, submicron emulsions are a specific kind emulsions that have sub-micrometer droplet size 30 and a high monodispersity.

Generally the droplets of a nano-emulsion have a size smaller than 200 nm [START_REF] Forgiarini | Formation of Nano-Emulsions by Low-Energy Emulsification Methods at Constant Temperature[END_REF] . Due to their characteristic size, nano-emulsions have a transparent or bluish aspect and are extremely stable against sedimentation or creaming because it is prevented by the brownian motion of their droplets.

Nano-emulsions, being kinetically stable systems, require energy input in order to be formed, either from mechanical devices or from the intrinsic physicochemical potential of the components. The methods using mechanical energy are called dispersion or high-energy emulsification methods [START_REF] Meleson | Formation of Concentrated Nanoemulsions by Extreme Shear[END_REF] while those making use of the chemical energy stored in the components are referred to as condensation or low-energy emulsification methods [START_REF] Hidalgo-Alvarez | Structure and Functional Properties of Colloidal Systems[END_REF] .

High energy methods

The droplets are generated by high-shear mixing or by sonication. Those systems are obtained with a large array of surfactants, and for a large water/oil/surfactant composition range. The droplet size can be tuned by varying the amount of energy input (rotation speed [START_REF] Meleson | Formation of Concentrated Nanoemulsions by Extreme Shear[END_REF] , frequency [START_REF] Leong | Minimising Oil Droplet Size Using Ultrasonic Emulsification[END_REF] ) and can be scaled to an industrial level. On the other side this energy can generate heat which is unfavorable in the presence of volatile oils or thermally fragile components [START_REF] Wooster | Impact of Oil Type on Nanoemulsion Formation and Ostwald Ripening Stability[END_REF][START_REF] Abismaïl | Emulsification by Ultrasound: Drop Size Distribution and Stability[END_REF] . Other techniques such as microfluidic flow focusing and membrane emulsification also exist, even though they are better adapted for industrial production, they require special equipment and are prone to coalescence 37 .

Low energy methods

Another way to generate nano-emulsions with a low energy input is to take advantage of the intrinsic physicochemical properties of the components of a system [START_REF] Anton | Nano-Emulsions and Micro-Emulsions: Clarifications of the Critical Differences[END_REF] . There are two classes of low energy approaches: the self-emulsification and phase inversion . The self-emulsification method also known as the "Ouzo effect" is the transformation of a microemulsion (thermodynamically stable system) into a nano-emulsion (kinetically stable system) by reducing the surfactant's concentration via a simple dilution. It consists of an initial solution of oil, surfactant and a co-surfactant (such as ethanol) that is also soluble in the aqueous medium [START_REF] Vitale | Liquid Droplet Dispersions Formed by Homogeneous Liquid-Liquid nucleation: "The Ouzo Effect[END_REF][START_REF] Nazarzadeh | On the Growth Mechanisms of Nanoemulsions[END_REF] . Then the simple addition of water will reduce the surfactant's concentration (thus increasing the surface tension above 10 -4 N.m -1 which is the upper limit for thermodynamic stability [START_REF] Hidalgo-Alvarez | Structure and Functional Properties of Colloidal Systems[END_REF] ) and generating an O/W emulsion in one step (Figure 12345678).

The phase inversion methods depend on the phase transitions of a system to generate nanoemulsions. Those phase transitions are associated with the ability of the surfactant to change its curvature during the emulsification process.

The curvature of the surfactant is negative when it forms a W/O emulsion, zero when it forms a planar film and positive when it forms an O/W emulsion (Figure 1-1). In the case of phase inversions mainly nonionic surfactants are used, their curvature can be changed by the modification of the hydration grade of the polar head in the surfactants molecules. The hydration grade can be controlled by modifying the temperature or the composition. The first approach in the phase inversion to form nano-emulsions consists of the progressive addition of water to an oil/surfactant mixture and is known as Phase Inversion Composition.

Figure 1-10: Droplet diameter as a function of addition rate and mixing rate of the Water/Span20-Tween20/Paraffin system. [START_REF] Pey | Optimization of Nano-Emulsions Prepared by Low-Energy Emulsification Methods at Constant Temperature Using a Factorial Design Study[END_REF] The whole process takes place at constant temperature. The system consists initially of a reverse micelles phase which evolves into a W/O microemulsion upon addition of water. When the fraction of the continuous phase is increased, the spontaneous curvature from negative to positive curvature. At the final composition oil droplets are formed in an aqueous continuous phase.

In this approach the formulation variables such the surfactant type are crucial, although polyoxyethylene surfactants are not required for this method, they have been used extensively for the preparation of O/W nano-emulsions [START_REF] Sajjadi | Nanoemulsion Formation by Phase Inversion Emulsification: On the Nature of Inversion[END_REF][START_REF] Sadurní | Studies on the Formation of O/W Nano-Emulsions, by Low-Energy Emulsification Methods, Suitable for Pharmaceutical Applications[END_REF][START_REF] Fernandez | Nano-Emulsion Formation by Emulsion Phase Inversion[END_REF][START_REF] Pey | Optimization of Nano-Emulsions Prepared by Low-Energy Emulsification Methods at Constant Temperature Using a Factorial Design Study[END_REF] and W/O nano-emulsions [START_REF] Usón | Formation of Water-in-Oil (W/O) Nano-Emulsions in a Water/mixed Non-Ionic Surfactant/oil Systems Prepared by a Low-Energy Emulsification Method[END_REF] .

Also the variables such as the addition and the stirring rates play a major role. Several researchers [START_REF] Pey | Optimization of Nano-Emulsions Prepared by Low-Energy Emulsification Methods at Constant Temperature Using a Factorial Design Study[END_REF][START_REF] Solè | Optimization of Nano-Emulsion Preparation by Low-Energy Methods in an Ionic Surfactant System[END_REF] have studied the effect of those two variables on the nano-emulsions and concluded that the slower the addition rate the smaller the final nano-emulsions. Likewise for the stirring rate there exist an optimal value because on one hand it enhances the homogenization and on the other it can favor coalescence (Figure 1-10). On the other hand, the PIT approach consists of the changing of the curvature of the surfactant by changing the temperature. It was first introduced by Shinoda et al. [START_REF] Shinoda | The Effect of Temperature on the Phase Equilibria and the Types of Dispersions of the Ternary System Composed of Water, Cyclohexane, and Nonionic Surfactant[END_REF] with nonionic surfactants. The nonionic surfactants change their curvature with temperature, at low temperature their curvature is positive and at high temperature their curvature is negative. The temperature at which the curvature is zero is called the phase inversion temperature. This method takes advantage of the low interfacial tensions achieved at the phase inversion temperature, around 10 -2 -10 -5 mN.m -1 [START_REF] Hidalgo-Alvarez | Structure and Functional Properties of Colloidal Systems[END_REF] . In such conditions droplets with a very small diameter can be formed. But at such a temperature the surfactant's curvature is close to zero which increases the coalescence rates. Consequently the cooling process must be fast in order to form small droplets while avoiding any coalescence. Depending on the composition of the system, a bicontinuous microemulsion or a lamellar phase or a mixture of both is present around the phase inversion temperature, a transition through one or more of these phases is necessary in order to form the nano-emulsions (Figure 1 -11).

For both phase inversion approaches, the amount of surfactant present in the system influence the size of the droplets formed, the more surfactant present the smaller the size. It should be noted that a nano-emulsion requires much less surfactant than a microemulsion. The properties of the nano-emulsions makes them suitable for applications in drug delivery, cosmetics, pesticides and oil recovery.

Porous Silica Materials

Porous inorganic materials with tunable, hierarchical pore structures are becoming more and more important as a class of solid materials because of their wide variety of applications such as support for catalysts [START_REF] Taguchi | Ordered Mesoporous Materials in Catalysis[END_REF] , or biomedical applications such as drug delivery [START_REF] Manzano | New Developments in Ordered Mesoporous Materials for Drug Delivery[END_REF][START_REF] Arruebo | Drug Delivery from Structured Porous Inorganic Materials[END_REF] . Their importance comes from their properties such as a large surface area (around 1000 m 2 /g), their big pore volume, and the presence of pores that allows the control of the diffusion. The use of adapted templates for the preparation of the materials permits the tuning of the pore sizes as well as the other properties in order to meet the requirements of any application.

In this study we will focus on the mesoporous and hierarchically porous silica materials, solgel process was employed because of its simplicity.

Sol-gel process

The sol gel process is based on the ability of silica alkoxides to polymerize and form a network which will then grow into bigger particles called "Sols" or to form a three-dimensional network called "Gel" depending on the reaction parameters as shown in Figure 2-1.

Silicate gels are synthesized by hydrolyzing monomeric tetrafunctional alkoxide precursors, thus the sol-gel process consists of three reactions:

Hydrolysis: Si-(OR)4 + nH2O → Si(OH)n(OR)4-n + R-OH Condensation: ≡Si-OR + HO-Si≡ → ≡Si-O-Si≡ + R-OH ≡Si-OH + HO-Si≡ → ≡Si-O-Si≡ + H2O
The hydrolysis reaction can be catalyzed by either mineral acids or bases. In most environments the condensation reactions start before the hydrolysis reaction is complete. the condensation reactions form the silica clusters, which depending on the pH, salinity and temperature either grow to form large particles, or aggregate and form a three dimensional network. The most common tetrafunctional alkoxides used in the sol-gel process are the tetraethoxysilane (TEOS) and tetramethoxysilane (TMOS), other precursors exist but are seldom used such as tetra-n-propoxysilane, tetra-n-butoxysilane and tetrakis(2methoethoxy)silane.

Mesoporous Materials

Mesoporous materials are materials with pore size between 2 and 50 nm according to the IUPAC nomenclature [START_REF] Sing | REPORTING PHYSISORPTION DATA FOR GAS / SOLID SYSTEMS with Special Reference to the Determination of Surface Area and Porosity[END_REF] . Their main characteristic is their high surface area and their big pore volume. This provides sites were adsorption can occur for molecules such as catalysts or drug molecules. They offered a relatively large pore size compared with the zeolites which allowed the diffusion of larger molecules.

In 1992, scientists at Mobil Corporation synthesized ordered mesoporous material from a template of surfactant micelles [START_REF] Kresge | Ordered Mesoporous Molecular Sieves Synthesized by a Liquid-Crystal Template Mechanism[END_REF] . They called this family of mesoporous material the "M41S".

Nowadays there exist several families of mesoporous material synthesized using different surfactant templates and have several textures and pore size and ordering.

Regarding the mechanisms of formation of the mesoporous material there exist two main mechanisms, the cooperative templating mechanism (CTM) and the liquid crystal templating (LCT). Both mechanisms require the presence of an organized Molecular System and the LCT mechanism consist on the transcribing of a liquid crystal already present whereas the CTM mechanism produces a material with an ordering resulting from the interactions between the silica precursor and a micellar phase (Figure 2-2).

Figure 2-2: Schematic representation of the cooperative templating mechanism and the liquid crystal templating mechanism. [START_REF] Michaux | Contribution Des Tensioactifs Fluorés À La Synthèse de Matériaux Mésoporeux[END_REF] In the work presented in this thesis, the CTM was used for the templating of the mesopores.

Cooperative templating mechanism -CTM

This mechanism requires the presence of a micellar solution and a silica source. The silica source polymerizes around the micelles according to the sol-gel process and the pre-formed silica oligomers interact with the surfactant micelles, and the curvature shift induces a change from a micellar solution to an ordered packing forming a surfactant silica hybrid mesophase (hexagonal, cubic or lamellar) [START_REF] Meynen | Verified Syntheses of Mesoporous Materials[END_REF] .

The first step consists of the polymerization of the inorganic precursor around the micelles, or intra-micellar polymerization, which is the result of the interaction between the polar heads of the surfactants and the precursor. The interactions can be hydrogen bonds if the surfactant is nonionic. The second step is the intermicellar condensation, in which the micelles selfassembly into a close-packed structure, usually hexagonal, and is designated as a hybrid mesophase. In order to complete the process and to ensure the complete condensation of the inorganic matrix, a hydrothermal treatment is used. Finally the final material is obtained after the removal of the surfactant via calcination or Soxhlet extraction using ethanol (Figure 2-3). [START_REF] Blin | Mechanism of Self-Assembly in the Synthesis of Silica Mesoporous Materials: In Situ Studies by X-Ray and Neutron Scattering[END_REF] 

Liquid crystal/emulsion templating

This mechanism requires the presence of an initial macromolecular structure which will serve as an organic template. Those templates can be liquid crystals [START_REF] Vartuli | Synthesis of Mesoporous Materials: Liquid-Crystal Templating versus Intercalation of Layered Silicates[END_REF] , or emulsions [START_REF] Imhof | Ordered Macroporous Materials by Emulsion Templating[END_REF] or solid particles [START_REF] Sen | Synthesis and Characterization of Hierarchically Ordered Porous Silica Materials[END_REF] . The silica precursor is added to the template, which condenses and polymerizes directly around the template. Finally, after the elimination of the template, the silica material assumes the shape and the organization of the organic template.

Hierarchically porous materials

Porous materials have found wide applications in many fields of chemistry such as catalysis, adsorption, electronics and environmental technology because of their high surface area coupled with many other physical and chemical properties [START_REF] Wakeman | Ion Exchange Modules Formed from Polyhipe Foam Precursors[END_REF][START_REF] Cundy | The Hydrothermal Synthesis of Zeolites : History and Development from the Earliest Days to the Present Time The Hydrothermal Synthesis of Zeolites : History and Development from the Earliest Days to the Present Time[END_REF][START_REF] Hentze | Template Synthesis of Porous Organic Polymers[END_REF][START_REF] Schüth | Endo-and Exotemplating to Create High-Surface-Area Inorganic Materials[END_REF] . Recent developments in research fields such as photonics, bioengineering and nanotechnology increased the need for a well-defined structural, interfacial, compositional and morphological properties which can only be offered in a material having a porosity at multiple scales. In catalysis, it has been reported that a hierarchal combination of pores reduces transport limitations and blockage, resulting in higher activities and better control over selectivity [START_REF] Keshavaraja | Characterization, and Catalytic Properties of Micro-Mesoporous, Amorphous Titanosilicate Catalysts[END_REF] .

Meso-macroporous materials

The increased demand for the encapsulation and release of large molecules with a big molecular weight such as proteins drove the researchers to develop porous silica materials with a large pore size (30 nm) [START_REF] Fan | Low Temperature Strategy to Synthesize Highly Ordered Mesoporous Silicas with Very Large Pores[END_REF][START_REF] Yuan | Insights into Hierarchically Meso-macroporous Structured Materials[END_REF] . These applications require porous materials with hierarchical pore structure at different scales in order to achieve highly organized functions and improve the diffusion of large molecules. The development of hierarchical porous materials at multiple scales was the subject of interest over the last few years. The presence of mesopores in the walls of the macropores is more interesting and useful for the catalysis and drug delivery systems. From an application viewpoint, drugs or catalysts can be loaded in the mesopores and in the micropores while the macropores enhance the mass transfer and reduce the transport limitations. This is particularly beneficial in the case of large molecules or in viscous systems where diffusion rates are low. For the sake of large performance improvement, such materials should possess adjustable and well-defined macropores and tunable mesopores in the macropore walls. On all length scales, the bigger pores should be connected via smaller pores. Thus it remains a challenge to synthesize hierarchically bimodal mesoporous-macroporous materials with controlled individual pore sizes and pore structures, although several methods have been reported that combine the individual process techniques of mesopore and macropore synthesis, for example, by dual templating of surfactant systems and colloids [START_REF] Yang | Generalized Syntheses of Large-Pore Mesoporous Metal Oxides with Semicrystalline Frameworks[END_REF] .

In the synthesis of hierarchical meso-macroporous inorganic materials, self-assembled molecular aggregates or supramolecular assemblies are generally employed as the structuredirecting systems of meso-structures. Meanwhile, a lot of techniques can be employed for the design of the macroporous network.

Polymer spheres templating

A general procedure of synthesis to generate the macroporous network requires the use of polymer spheres as templates. Colloidal polymer spheres, with a narrow size distribution, are left to aggregate in an organized manner. These colloidal spheres are submerged with the inorganic precursor and a micellar solution, then a condensation process is put in place. The surfactants and the spheres are either removed by calcination or solvent extraction. This leads to the formation of a three-dimensional ordered meso-macroporous material (3DOM) [START_REF] Petkovich | Controlling Macro-and Mesostructures with Hierarchical Porosity through Combined Hard and Soft Templating[END_REF][START_REF] Su | Hierarchical Multimodal Mesoporous Carbon Materials with Parallel Macrochannels[END_REF][START_REF] Wang | An Interface-Directed Coassembly Approach to Synthesize Uniform Large-Pore Mesoporous Silica Spheres[END_REF] .

Tiddy et al. [START_REF] Sen | Synthesis and Characterization of Hierarchically Ordered Porous Silica Materials[END_REF] synthesized a series of hierarchically ordered porous silica composites with ordering on three different scales of pore size by using polystyrene spheres for the macropores and a mixture of triblock copolymers (pluronic F127 and P123) as templates in the presence of co-surfactants (n-alcohols) in an acidic medium. The silica materials consists of threedimensional ordered macropores (200 -800 nm) with interconnecting, uniform sized (70-130 nm) windows and the walls of these macropores consist of mesostructured pores (3 -8 nm), as well as a significant microporosity presenting a macro-meso-microporous structure with a three-dimensional interconnectivity. The formation of windows is due to the close-packed arrangement of the spheres (touching points) (Figure 234). The meso-and microporosity are generated by the micelle formation of the block copolymers in the presence of the cosurfactant butanol or pentanol. The surface area and mesopore volume of the materials were low (46 m 2 /g and 0.053 cm 3 /g) when the latex spheres are removed by direct calcination at 550°C, while a high total surface area of 531 m 2 /g was obtained after extraction of the latex spheres using toluene which is then followed by a calcination at 450°C. 

Emulsion templating

The emulsion templating method is probably the most commonly used to obtain macroporous material [START_REF] Imhof | Ordered Macroporous Materials by Emulsion Templating[END_REF] , it has been used to produce macroporous silica, titania and zirconia with pore sizes starting from 50 nm till several micrometers, although most of the reported cases are disordered macroporous solids. Because the emulsions droplets are deformable, macroscopic samples are able to accommodate stress that arises during the gelation and shrinkage.

Samples made using rigid spheres, by contrast, tend to break into small pieces that are seldom larger than a few hundred micrometers. In addition, emulsification conditions can be adjusted to produce droplets with different sizes which are typically in the micrometer range. Moreover, this can be done to a large extent independently of the self-assembling block copolymer species used to direct the structure of the mesopores. This allows direct and independent control of macro-and mesopore dimensions. So the final pore structures can be tailored to different diffusion and reaction criteria [START_REF] Yuan | Insights into Hierarchically Meso-macroporous Structured Materials[END_REF] .

The introduction of mesopores in the macroporous structure has been done using a surfactant emulsion mediated synthesis. The formation of macro-cellular foams is explained based on a natural phenomenon of O/W emulsion known as "creaming". This synthesis was carried out using cetyltrimethylammonium bromide as surfactant and trimethylbenzene as oil. The obtained material has a high surface area (800 m 2 /g) with a narrow pore size distribution centered at 4 nm. It has been also demonstrated that mesoporous silica could be obtained by using a low oil (mesistylene) concentration, meanwhile under the faster stirring, meso-cellular silica foams was produced. However the mesoporous walls adopt a worm-hole like structure.

Cooper et al. [START_REF] Zhang | Uniform Emulsion-Templated Silica Beads with High Pore Volume and Hierarchical Porosity[END_REF] reported the synthesis of hierarchically porous emulsion-templated polymer/silica composite beads by sedimentation polymerization of a high internal phase emulsion (HIPE). High surface area silica beads with an average diameter of 1.3 mm, a high pore volume of 5.7 cm 3 /g and an interconnected macropore structure were obtained by calcination of the composites structures. The HIPE structure was retained in the silica spheres and the material has a high surface area (422 m 2 /g). This semi-continuous synthetic procedure could be scaled up to allow the synthesis of significant quantities of beaded materials with a narrow particle size distribution. Carn et al. [START_REF] Carn | Inorganic Monoliths Hierarchically Textured via Concentrated Direct Emulsion and Micellar templatesElectronic Supplementary Information (ESI) Available: XRD Profiles, Nitrogen Physisorption Data and Pore Size Distribution Calculated from Density Functiona[END_REF] reported the preparation of hierarchical inorganic porous monoliths with a double template, i.e. direct emulsion at the macroscale and micellar templates at the mesoscale. The monolithic materials had typical polymerized high internal phase emulsion (poly-HIPE)-type interconnected macroporous network with polydisperse cell and window sizes within the micrometer range. These material show interconnected macropores with disordered structures. The mesopores sizes vary between 1.2 to 4 nm.

As shown by the examples aforementioned, the synthesis of well-defined macroporous silica with highly ordered mesopores is difficult to perform. However, it has been developed in our group [START_REF] Blin | Fluorinated Emulsions: Templates for the Direct Preparation of Macroporous-Mesoporous Silica with a Highly Ordered Array of Large Mesopores[END_REF] In another way, nano-emulsions have emerged as a new kind of template due to their unique properties 30,[START_REF] Mason | Nanoemulsions: Formation, Structure, and Physical Properties[END_REF][START_REF] Koroleva | Nanoemulsions: The Properties, Methods of Preparation and Promising Applications[END_REF] . They are easy to produce, and the size of the droplets is easy enough to control and the size distribution is narrow. In recent years the interest in nano-emulsions as a template for the design of porous materials started to increase. Prouzet et al. [START_REF] Hessien | Stability and Tunability of O/W Nanoemulsions Prepared by Phase Inversion Composition[END_REF][START_REF] Hessien | Nanocrystalline Iron Oxide Synthesised within Hierarchical Porous Silica Prepared by Nanoemulsion Templating[END_REF] reported the synthesis of porous silica from nano-emulsions prepared by phase inversion composition (PIC). The authors have used the oil phase of the nano-emulsion as a nanoreactor for the preparation of magnetic--Fe2O3 nanoparticles. Mou et al. [START_REF] Wu | Compartmentalized Hollow Silica Nanospheres Templated from Nanoemulsions[END_REF] have also used the nano-emulsion templating approach for the synthesis of silica nanoparticles with compartmentalized hollow structure via ultrasound-assisted sol-gel method.

Polymerization induced phase separation in the presence of polymers

Another route to the synthesis of mesoporous silica material with interconnected macropores is the application of chemically induced liquid-liquid phase separation [START_REF] Nakanishi | Pore Structure Control of Silica Gels Based on Phase Separation[END_REF] . This technique is based on the hydrolysis and condensation of inorganic precursors in the aqueous domain, derived from the self-assembly phase of the template used. The earlier the phase separation takes place in the sol-gel transition, the larger the characteristic size of pores and gel skeletons become. A wide variety of water soluble block copolymers, such as polyoxyethylene surfactants, has been used to control the phase separation/gelation kinetics in the preparation of monolithic silica exhibiting both interconnected macropores and textual mesopores. With the use of various silica precursors such as tetramethoxysilane, tetraethoxysilane and bis(trimethoxysilyl)-ethane, amorphous or disordered mesopores can be integrated in gel networks which constitute a co-continuous macroporous structure [START_REF] Sato | Formation of Ordered Macropores and Templated Nanopores in Silica Sol-Gel System Incorporated with EO-PO-EO Triblock Copolymer[END_REF][START_REF] Nakanishi | Spontaneous Formation of Hierarchical Macro-Mesoporous Ethane-Silica Monolith[END_REF] .

Nakanishi et al. [START_REF] Nakanishi | Supramolecular Templating of Mesopores in Phase-Separating Silica Sol-Gels Incorporated with Cationic Surfactant[END_REF][START_REF] Nakanishi | Spontaneous Formation of Hierarchical Macro-Mesoporous Ethane-Silica Monolith[END_REF] synthesized monolithic silica gels with a hierarchical meso-macroporous structure via a spontaneous sol-gel process and yielded materials with highly ordered hexagonal arrays of mesopores (Figure 23456). The authors explain that the monolithic body with well-defined interconnected macropores is a result of concurrent phase separation and solgel transition induced by the polymerization reaction, whereas the mesopores are templated by the cooperative self-assembly of inorganic species and the assembly directing agent polyethylene oxide-block-poly-polypropylene oxide-block-polyethylene oxide. disordered bimodal mesopore arrangements or ordered mono-modal mesopore with small size template molecular systems embedded in larger entities.

One of the strategies to prepare bimodal mesoporous material consist in using mixtures of templates [START_REF] Groenewolt | Mixed Micellar Phases of Nonmiscible Surfactants: Mesoporous Silica with Bimodal Pore Size Distribution via the Nanocasting Process[END_REF][START_REF] Xing | Synthesis and Tuning of Bimodal Mesoporous Silica by Combined Hydrocarbon/fluorocarbon Surfactant Templating[END_REF][START_REF] Wang | Synthesis of Double-Mesopore Silica Using Aqueous Ammonia as Catalyst[END_REF][START_REF] Michaux | Design of Ordered Bimodal Mesoporous Silica Materials by Using a Mixed Fluorinated-Hydrogenated Surfactant-Based System[END_REF][START_REF] Blin | Mixed Fluorinated-Hydrogenated Surfactant-Based System: Preparation of Ordered Mesoporous Materials[END_REF][START_REF] Chen | Syntheses of Complex Mesoporous Silicas Using Mixtures of Nonionic Block Copolymer Surfactants: Understanding Formation of Different Structures Using Solubility Parameters[END_REF][START_REF] Chen | Mesopore Constrictions Derived from the Substitutionally Co-Packed SBA-15[END_REF] . For example Chen et al. [START_REF] Chen | Syntheses of Complex Mesoporous Silicas Using Mixtures of Nonionic Block Copolymer Surfactants: Understanding Formation of Different Structures Using Solubility Parameters[END_REF] employed mixtures of micellar solutions of nonionic surfactants including Pluronic, Brij and Tetronic types as templates for synthesizing porous silica materials having mixed pore sizes. Depending on the surfactant mixture, ordered uniform pore size arrangements, partially ordered complex bimodal structures or totally disordered non-mesoporous structures were obtained. Among the surfactant mixtures, the ones of fluorinated and hydrogenated surfactants are useful in specific practical applications, so these mixtures in aqueous systems have been widely investigated using different techniques such as light scattering, NMR and small-angle neutron scattering (SANS) [100][101][102][103] . In these systems, 

Application fields

The high melting point, tailored electronic and magnetic properties, corrosion and wear resistance, low thermal conductivity, controlled permeability, high surface area and pore volume, and the low density, make those material suitable for a very large array of applications such as the removal of heavy metals, photoluminescence, lithium batteries, proton conductivity, protective coatings, sensors. In this work we are only interested in the applications in drug administration, enzyme immobilization and catalysis.

Drug administration systems

Presently, commercial drug administration systems, usually based on polymer technology, are used mainly for implants, oral, transdermal and injectable routes amongst many others, but one of the major drawbacks of such systems is the loss of the activity of the loaded active ingredient before it reaches its target due to premature degradation or release. One way of dealing with this problem is by using stimuli-responsive systems where the release kinetics are controlled either by external stimuli (magnetic field, UV light) or internal stimuli (pH, redox reactions). Those types of systems require a more complex design than the currently available ones in order to meet those criteria. The most important requirement is the biocompatibility of the system since it will be in contact with at least one physiological environment, this implies that the carrier matrix should be chemically inert while maintaining its ability to release the drug when and where it is needed. Recently porous silica materials attracted the attention of researchers as a potential solution for this problem 106,107 . Lai et al. 108 demonstrated in their article the biocompatibility of silica nano-spheres when interacting with cellular systems by encapsulating adenosine triphosphate or antibiotics such as vancomycin in MCM-41 type mesoporous silica nano-spheres and blocking the pores with CdS nanoparticles that can be chemically removed by using various disulfide-reducing agents and testing them in cellular cultures from neonatal rat cerebral cortex.

Effects of porous silica materials properties on drug loading and release

The drug loading and release from porous silica materials can help overcome some of the main problems in this field. This is due to their textural properties which can be adjusted to suit different requirements and needs. The influence of those properties depends on the pore size and the textural properties of the matrix.

 Influence of the porosity on drug loading and release Drug molecules have different sizes and molecular weights, thus with the appropriate pore size the adsorption can become selective and the release of several active ingredients is consecutive instead of simultaneous. Alongside the control of the order of the active ingredients' release, the pore size controls the flux of the release medium thus controlling also the release rate. Horcajada et al. 109 showed that the pore size controls the release rate by modifying the pore size of MCM-41 type materials by increasing the length of the hydrophilic chain of the CTAB surfactant and studying the release of ibuprofen, they determined that the maximal released amount for a pore size of 2.5 nm is 40% while it reaches 68% for a pore size of 3.6 nm.

Furthermore, the association of macropores with mesopores can improve the efficiency of mesoporous materials as they enhance mass transport and reduce diffusion limitations [START_REF] Su | Hierarchical Multimodal Mesoporous Carbon Materials with Parallel Macrochannels[END_REF]110 .

In these materials the macropores act as channels to facilitate the transport of molecules that have to be adsorbed in the mesopores. It has been demonstrated that hierarchical materials containing both interconnected macroporous and mesoporous structures have enhanced properties when compared with materials with uniform pores 111 .

 Effects of the textural properties on the drug immobilization

Once inside the pores (especially the mesopores and the micropores) the molecules of the active ingredient have two types of interactions. The first one is between the molecule and the surface, this interaction depends on the surface area of the matrix and controls the loaded quantity of the active ingredient. Vallet-Regi et al. 112 were able to corroborate this theory by comparing the maximum loading capacity of alendronate onto SBA-15 matrix (1157 m 2 /g) to the one of MCM-41 (719 m 2 /g) and obtained 139 mg/g and 83 mg/g, respectively.

The second type of interactions is between the molecules themselves, and this type of interactions depends on the pore volume. It has been proven by Devoisselle et al. 113 that the intermolecular interactions between the molecules of the active ingredients influence the packing and can result in better drug loading. Those interactions can be facilitated by increasing the pore volume

Hybrid materials as carriers of active ingredients

In recent years, research into organic/inorganic hybrid materials has become an important subject of study for materials and biomaterials sciences. Hybrid materials are materials formed by two components, an organic component and an inorganic one. Generally the behavior of hybrid materials is dependent on the nature and relative content of the constitutive inorganic and organic components, with a close dependence on the experimental conditions 114 . The silica-ordered mesoporous materials can be functionalized and thus can contain a very large array of guest molecules (ranging from hydrophilic to hydrophobic) [114][115][116] and an adjuvant that facilitates and controls the release rates 117,118 (Figure 3-1). The adjuvant is usually the surfactant used as template of the mesopores but is not eliminated after the synthesis of the material. There are very few reports in the literature that uses this methodology [117][118][119][120][121] .

One of the challenges to which the hybrid material can constitute a solution is the use of the mesopores as reservoirs that can be opened and closed as a response to an external stimulus, giving rise to the so-called "stimuli responsive drug delivery systems". Drugs can be confined into the mesoporous cavities and then locally delivered when and where needed. There are several triggers that can activate the release of the guest molecules such as pH, temperature, magnetism, chemicals, light or ultrasound. Ketoprofen, a potent non-steroidal anti-inflammatory drug (NSAID) possesses also analgesic and antipyretic properties 123 has a very low water solubility (0.0213 mg/ml). It is considered a model hydrophobic drug because of its simple metabolism and broad therapeutic window 124 .

The main administration route of ketoprofen is orally but it has been associated with systemic adverse events and in particular gastrointestinal disorders 123 , so other routes has been developed such as topical, transdermal in order to avoid those events. Prescription ketoprofen is used to relieve tenderness, swelling, and stiffness caused by osteoarthritis (arthritis caused by a breakdown of the lining of the joints) and rheumatoid arthritis (arthritis caused by swelling of the lining of the joints). Ketoprofen capsules are also used to relieve pain, including menstrual pain (pain that occurs before or during a menstrual period). It works by stopping the body's production of prostaglandin a substance that causes pain, fever, and inflammation.

Ketoprofen belongs to the propionic acid class, its structure is shown in Figure 3-2. It is highly hydrophobic (water solubility equal to 0.014 % 125 ). It has a pKa between 4.2 and 4.4 126 , a logP of 3.12 and a molecular weight of 254.9 g/mol. Canal et al. 125 used macroporous polystyrene solid foams as a carrier for the ketoprofen and showed that this system have a delayed release with short lag-time. On the other hand, Smirnova et al. 122 showed that the ketoprofen deposited on a hydrophilic silica aerogel matrix by adsorption from supercritical CO2 is released rapidly (reaches 100% in less than 50 min).

This reflects the importance of the carrier on the bioavailability of the active ingredient.

Porous silica materials as biocatalysts

The immobilization of molecules on porous silica materials is not limited to active ingredients, enzymes can also be immobilized in order to form a biocatalyst. The definition of a biocatalyst is the substance needed to initiate and/or accelerate a biochemical reaction. Enzymes are catalysts of biological origin that have an important catalytic power and a high degree of specificity. Most of the enzymes are proteins found in living organisms with complex structures. Enzymes offer a distinct advantage over other kinds of catalysts due to their specificity: chemo-, regio-and stereo-selectivity, the mild conditions for their reactions, and their eco-friendliness. Their catalytic activity depends on the integrity of their native protein conformation. If an enzyme is denatured or dissociated into subunits, its catalytic activity is lost. The separation of enzyme from solutions is very difficult which makes the recycling almost impossible. Free enzymes are labile and are not always sufficiently stable under operational condition and one time usage, as catalyst is costly. These disadvantages could be overcome by the use of immobilized enzymes 127 . There exist many classes and families of enzymes that can be used to catalyze a large number of reactions. In this work we chose the lipase which is the enzyme needed for the catalysis of the transesterification reaction of triglycerides for the production of biodiesel.

Lipase

Lipases (triacylglycerol acylhydrolases, E.C. 3.1.1.3) are a group of water-soluble enzymes.

They play a crucial role in metabolism and fat digestion. They are recognized as one of the most important group of enzymes in biotechnology, with applications in food, detergent, pharmaceutical, leather, textile, cosmetic and paper industries 128 . Lipases are a sub group of esterases and are also called serine hydrolases. One of the reactions they catalyze is the hydrolysis of triacylglycerol to glycerol and free fatty acids in aqueous media. In organic media they catalyze the reverse reaction, where esters are synthesized. 129 In this work we were interested in the lipase originating from the Mucor miehei (Mm-L) which The active site is protected by a helical shape formed by 15 amino acids, the enzyme is activated when this helicon is moved, and a space of 800 Å 2 is opened. This activation occurs only when the enzyme is present on the water/oil interface.

Catalytic mechanism of the lipase

The catalytic mechanism of the esterification reaction can be described by four consecutive steps as shown in Figure 34.

 The first step is the fixation of the substrate on the enzyme via the activation of the C=O group by the substrate/aspartic acid hydrogen bond, which is then attacked by the serine.

 The second step is the acylation where a covalent bond is created between a carbon atom from the substrate and an oxygen from the serine, causing a charge rearrangement with the neighboring amino acids in order to maintain electrical neutrality.

 The third step is the acyl-enzyme complex, where an alcohol group is liberated because the creation of C=O is more favorable than the creation of O-C-O.

 The fourth step is the nucleophilic attack, where the process continues with a nucleophilic attack, in fact, the C=O oxygen interacts with methanol, activated and coordinated by the one from the aspartic acid. Finally, the creation of the bond between oxygen of the methanol and the carboxyl group causes the release of the ester. This reaction has also five variables that must be controlled in order for it to be complete: the type of alcohol used, the alcohol/oil molar ratio, the oil contents, and the time and temperature of the reaction.

Enzyme immobilization on porous silica materials

Knowing that the lipase synthesis is slow and very expensive and the final product is highly biodegradable. It is necessary to find a carrier that can encapsulate the enzyme without affecting its activity, and also protect it during the recycling process in order to increase its longevity. There exist three methods for the immobilization of an enzyme, the binding to a carrier 132 , entrapment (encapsulation) 133 and cross-linking 134 as shown in Figure 345. The enzyme can be immobilized by physisorption where only weak bonds such as hydrogen bonds or Van Der Waals bonds are used. This is the simplest technique since it requires the dipping of the carrier in an enzyme solution at the appropriate concentration and for the appropriate time. The success of such a process depends on the isoelectric point of both the silica and the enzyme. Also the enzyme can be immobilized by chemisorption, where a covalent bond is created between the substrate and the enzyme directly or via another molecule. More often than not, the surface of the silica is functionalized with a molecule that will later create a covalent bond with the enzyme, thus increasing its stability against leaching, and its longevity against recycling compared with the physisorbed enzymes.

The technique of encapsulation based on the irreversible physisorption of the enzyme according to Sheldon et al. 134 with the only difference that for the encapsulation, the substrate is synthesized in the presence of the enzyme. The limitations of this technique are the synthesis conditions and solvents that may influence badly the activity of the enzyme. Finally the immobilization can be realized by reticulation or cross-linking, the enzyme molecules are linked together by a second molecule via covalent bonding. There exist two type of cross liking the CLEA (cross linking enzyme aggregates) and the CLEC (cross linking enzyme crystals).

The cross-linking is a good immobilization technique since the quantity of enzyme can be elevated and the production costs are low. The CLEA type consists of the addition of salts, or water miscible organic solvents or non-ionic polymers, to aqueous solutions of enzymes which leads to their precipitation as physical aggregates of enzyme molecules, held together by non-covalent bonding without perturbation of their tertiary structure that is without denaturation.

Subsequent cross-linking of these physical aggregates renders them permanently insoluble while maintaining their pre-organized superstructure, and, hence their catalytic activity. On the other hand, the CLEC type is prepared by allowing the enzyme to crystallize from aqueous buffer at the optimum pH and then adding a bifunctional reagent, usually glutaraldehyde, to cross link the crystals. The resulting product is robust, highly active particles of controllable particle size, varying from 1 to 100 mm. Those methods only require that the enzymes can be aggregated or precipitated without being denatured 134 .

There is no best immobilization technique, each enzyme and each application requires a suitable immobilization method depending on the work parameters and environments 131 . 

Effect of the properties of porous material

The size of the pores plays a major role in the quantity of adsorbed enzymes. In general, any pore size less than 5 nm is detrimental to the adsorbed quantity of any enzyme that is bigger than 40 000 Da. Any material that have pores that are the same size as the enzymes shows less leaching. Furthermore, the pore connectivity plays a major role. The pores that are unidimensional showed less activity than the interconnected pores in a three-dimensional structure. Basically the best morphology for pores is the silica hollow sphere with the largest pore diameter and pore volume 135 . And finally the surface of the silica porous material plays also a role in the enzyme adsorption. It has been reported by Takahashi et al. 136 that the materials prepared using alkyltrimethylammonium salts as templates adsorbed much more cationic molecules than the materials prepared using a nonionic surfactant. The surface can also be modified by the pH of the enzyme solution, and in other cases some authors have reported that the adsorption was better when the surface contained aluminum atoms 137 .

In a previous work in our group done by Jonathan Jacoby 131 , the Mml was immobilized onto porous silica materials for biodiesel production from colza oil. In his work, he used an SBA-15 materials and meso-macroporous material with a hexagonal arrangement of the mesopores were investigated. The enzyme immobilization was done by two methods, the first one is by physisorption and consists of submerging the material in an enzyme solution, and the second one is by chemisorption by linking the enzyme to the functionalized surface by urea covalent bonds. Furthermore, Mml was encapsulated in materials from double emulsions and SLNs.

All the biocatalysts were evaluated by performing a transesterification reaction in the presence of methanol. The methanolysis parameters were optimized with an experimental design.

Aim of this thesis

This work falls under the general scope adopted by the group several years ago. This scope aims to elaborate and understand the function of structured porous materials in relation with organized molecular assemblies used for the preparation of silica, titania and zirconia.

Emulsions were used in order to control the size of the macropores in the hierarchically porous materials, moreover they present advantages over other templates such as the capacity to dissolve large amounts of hydrophobic molecules. The application domains are essentially drug delivery and catalysis. In this work we chose the nano-emulsions because their interesting properties. So at first the goal was to determine the best conditions for the formation of nano-emulsions as well as an in depth characterization of their physicochemical properties.

Then the effects of the addition of hydrogenated micelles on the stability of nano-emulsions has been studied in order to use those systems to template hierarchically porous silica materials. These materials were prepared in order to design on one hand a new drug delivery system and on the other hand a new biocatalyst. The drug delivery system has been achieved by encapsulating a model drug molecule "Ketoprofen" and in vitro study of the release profile has been engaged. A comparative study has been done with hybrid materials.

The biocatalyst is prepared from hierarchically porous silica materials by encapsulating the lipase in order to better understand the effect of the pore size on the enzyme activity.
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Surfactants

In this work nonionic surfactants were used exclusively. The hydrophilic moiety consists of ethylene oxide groups. On the other hand for the hydrophobic part, we used hydrogenated, fluorinated, and siloxinated chains. Table 1-1 contains the list of the surfactants used as well as their physicochemical properties. the commercial grade C12EO4 is not toxic, and is used widely as excipient in cosmetics, the only effect is moderate irritation when in contact with the eyes 1 .

The Pluronic P123 was provided by Sigma-Aldrich. It is a triblock copolymer formed by three branches, two hydrophilic parts linked to each other by a hydrophobic group. The toxicity of this surfactant is very low, and is considered safe for use for cosmetic applications 2 .

The fluorinated surfactant, R F 8(EO)9 is provided by Dupont de Nemours. The hydrophobic chain is formed by fluorinated alkyl groups. Since it is technical grade, the number of groups also represents an average value. It should be noted that the fluorinated alkyl chain is linked to the hydrophilic moiety by a spacer consisting of two ethylene group.

Oils

Linear alkane was used in this work. A summary of the different properties of the oil is shown

in Table 1-2.
This oil is used mainly in the formation of nano-emulsions, and to dissolve the hydrophobic drug for the drug administration system. Decane is a carcinogenic compound 3 . 

Silica source

The silica precursor used for this work is the tetramethoxysilane (TMOS). As mentioned in the first chapter the polymerization mechanism involves two reactions. The first one is the initiation reaction or the hydrolysis which leads to the formation of hydroxyl groups (Si-OH).

(CH3O)3-Si-OCH3 + H2O → (CH3O)3-Si-OH + CH3OH

Then, the condensation, leads to the formation of oxygen bridges between silicon atoms. The polymerization can take up from a few hours to several weeks, but can be accelerated by varying the pH. In particular, the condensation reactions are strongly pH dependent 4 . Figure 1-1 shows the behavior of the silicic acid for different pH values as well as the stability of the colloidal silica. In this configuration, the polarizer and analyzer are said to be crossed, with no light passing through the system and a dark field of view present in the eyepieces 5 . An optically isotropic sample does not change the vibrational direction and the transmitted light is blocked by the analyzer, but when the sample is optically anisotropic the polarized light is split into two different beams at different polarizations and speeds (Figure 2-1). This phenomenon is known as "Birefringence", which is due to the difference in the refraction index of the compound where the optical properties depend on the propagation direction of the light.

The analyzer, placed after the sample is oriented perpendicularly to the polarizer, allows the merge of the two light beams and the image obtained is the result of interference between two beams having different propagation speeds.

Liquid crystals are birefringent due to their anisotropic nature, and therefore they are observable with a polarized light microscope. Each kind of liquid crystals has its own characteristic textures that are due to the defects in the structures (Figure 2-2). The liquid nature of those structures leads to the accumulation of the defects at regular intervals at the micrometer scale. 

Phase Inversion Composition -PIC

With this method, mixtures of the oil and surfactant with different oil/surfactant (O/S) ratios are prepared at first. Then for each sample a peristaltic pump injects the right amount of water very slowly and a constant rate with a volume of 40 µl per cycle. The mixture is stirred continuously using a magnetic stirrer at 700 rpm. The experiments were conducted at 20°C.

Phase Inversion Temperature -PIT

As for the PIT, mixtures of oil, surfactant and water, are prepared with different O/S ratios inside sealed tubes. The samples are placed at temperature of 10 degrees above the PIT (which is determined by conductivity measurements) and then they are quenched at 5°C. The bluish or gray aspect of the isotropic solution is a characteristic of the presence of the nanoemulsions.

Conductivity measurements

The conductivity of the samples was measured as a function of temperature in order to determine the phase inversion temperature, sodium chloride was added to the aqueous phase in order to do the measurements. When the system is an O/W type, the continuous medium is constituted of an electrolyte aqueous solution and the medium becomes conductive. But after the phase inversion, the system becomes a W/O type in which the continuous medium is the oil which a non-conductive medium. The phase inversion is a fast process that happens in the span of a couple of degrees. The phase inversion temperature is identified by the inflexion point of the conductivity curve (Figure 2-3).

In this work a radiometer analytical CDM210 conductivity meter apparatus equipped with a CDC641T conductivity cell was used. The samples were prepared using an electrolyte solution (NaCl 10 -2 mol.L -1 ). The sample and the conductivity probe are placed in a thermostatic container. The conductivity was measured as a function of the temperature and depending on the sample, the speed of the temperature increase speed was varied by increments of 1-5•C.

For each increase of temperature, the conductivity was measured after the equilibrium of the sample is reached. The equilibrium time varied from 10 to 30 min. So in order to detect the Brownian movement, an incident laser beam pass through a cell containing the dispersed particles. Those particles scatter the laser beam and thus fluctuating its intensity. Since those particles are in a perpetual movement the exiting beam's intensity fluctuates as a function of time. These fluctuations are detected and quantified using a detector, which then sends the signal to a correlator. The correlator works as a signal comparator that compares the signal at a given time (t) to the signal at time 0 (t0) and calculates the correlation between them. This correlation decays through time till it becomes null. The decaying time is a function of the particle size, the smaller the particle the faster it is for the correlation to decay. The correlator used in a DLS instrument will construct the correlation function G() of the scattered intensity:

𝐺(𝜏) = 𝐼(𝑡 0 )𝐼(𝑡 0 + 𝜏 0 ) 𝐼(𝑡 ∞ ) 2
with  as the sample time.

For a large number of monodisperse particles in Brownian motion, the correlation function is an exponential decaying function of the correlator time delay t:

𝐺(𝜏) = 𝐴[1 + 𝐵 exp(-2)]
where A is the baseline of the correlation function, B is the intercept of the correlation function and  is the decay rate calculated with:

 = 𝐷 𝑡 𝑞 2
where Dt is the translational diffusion coefficient and q is the wave vector:

𝑞 = ( 4𝜋𝑛  0 ) sin ( 𝜃 2 
)
Where n is the refractive index of dispersant, λ0 is the wavelength of the laser (633 nm) and θ is the scattering angle.

Hydrodynamic diameter is obtained from the correlation function using various algorithms using the Stokes-Einstein law:

𝐷 𝐻 = 𝑘𝑇 6𝜋𝜂𝐷 𝑡
were k is the Boltzmann constant, T the absolute temperature, η the viscosity of the continuous medium.

There are two approaches that are can be taken: if the curve corresponds to an exponential to the correlation function to obtain the mean size (z-average diameter) and an estimate of the width of the distribution (polydispersity index) (this is called the Cumulants analysis) or multiple exponential to the correlation function to obtain the distribution of particle sizes (such as Nonnegative least squares (NNLS) or CONTIN. The size distribution obtained is a plot of the relative intensity of light scattered by particles in various size classes and is therefore known as an intensity size distribution. , its detection range is from 2 nm to a few micrometers. The samples are prepared with demineralized water filtered using a surfactant free cellulose filter (pore size = 0.45µm). The samples are injected in disposable polystyrene cells. To confirm the results, every sample was analyzed three times at three different dilutions. The analysis was done at constant a temperature equal to 25°C unless stated otherwise.

Nanoparticle Tracking Analysis -NTA

This technique is based on the same principles as the DLS. It uses both the light scattering and the Brownian motion in order to obtain the particle size in liquid suspensions. The apparatus is equipped with a laser source (635 nm), a sample chamber, and x20 magnification microscope objective fitted on a conventional microscope onto which is mounted a CCD camera as shown in Figure 2345. The role of the camera is to enable the visualization and recording of the nanoparticle Brownian motion within a field of view of 100 µm x 80 µm x 10 µm. Once the sample is injected into the chamber, the CCD camera captures a video of the particles moving under Brownian motion. The NTA software then locates and follows the center of each particle and measures the average distance it travels per frame. Then those measurements are converted into particle size and the plots are accumulated as a particle size distribution profile.

The NTA measurements were performed with a NanoSight NS300 of Malvern. The samples are diluted approximately 10 6 times and were injected in the sample chamber using syringes.

The size measurements were done on video recordings of 90s. The detection range of this technique is from 10 nm to 2 µm. 

Silica material synthesis

In this work, mesoporous material were synthesized by cooperative templating mechanism (CTM). Micelles of a surfactant are dissolved in an aqueous medium. The pH is adjusted using HCl. Once the surfactant is fully dissolved, the right amount of TMOS is added dropwise to the solution and stirred for one hour. The amount of TMOS varies from one surfactant to another, it is calculated from the surfactant/TMOS molar ratio, a summary of the conditions is reported in Table 2-1. Then the solution is transferred to a Teflon autoclave, and undergo a hydrothermal treatment which can depending on the sample vary between 40°C and 100°C. 

Drug release

The release profile of ketoprofen from bare silica material and from the hybrid material was studied. The bare silica was loaded with ketoprofen. This operation is done by dissolving an amount of 3.2 % of the drug in a hydroalcoholic solution (70:30 water/ethanol ratio) and the silica material was added and the mixture is stirred for 30 minutes. Then the mixture was filtered using a Buchner filtration system and a filtering paper (5-8 µm pore size). Then the powder is dried at 40°C for 24 h. After analysis, the final material (bare silica or hybrid) contained 2.5 % ketoprofen which is the commercial concentration found in the prescription drugs. This experiment was limited for the meso-macroporous material and its hybrid homologue.

The release experiments were conducted in 3 replicas. 0.3 g of the material was added to 150 ml of a medium solution in a beaker, so that the sink conditions (the volume of the medium should be at least 10 times the drug saturation volume) were respected. During the whole period of the experiment, the samples were stirred using a magnetic stirrer at 100 rpm at room temperature. Samples of 4 ml are extracted at regular time intervals and replaced with 4 ml of fresh medium solution as for to keep the release medium volume constant. The additions that dilute the release medium are accounted for in the calculations. The aliquots are then analyzed using UV-Visible spectrophotometer at  = 260 nm.

Transesterification

For the transesterification experiments. The enzyme is adsorbed by physisorption on the silica substrate. So in order to establish the optimal experimental conditions, an adsorption isotherm is required.

Enzyme physisorption on silica substrates

The enzyme immobilization is done by dissolving a certain amount of enzyme (for the lipase 0 to 50 mg.ml -1 ) is dissolved in a tris(hydroxymethyl)aminomethane -TRIS/HCl -(25 mM, pH 6) buffer solution. Finally 25 mg of a material is added to the solution. The mixture is agitated using a vibrating table at 150 rpm in order to avoid enzyme degradation. Since each material has different physicochemical properties, the equilibrium can be different. For the mesomacroporous material the lipase maximal adsorption is achieved at 50 min as for the dualmesoporous material it is 80 min. Finally, the product is filtered using a Buchner filtration system and a filtering paper (5-8 µm pore size), this final product is washed with a fresh buffer solution.

Adsorption isotherm

For the adsorption isotherm, a calibration curve is needed in order to quantify the amount of enzymes adsorbed. For this, several known amounts of enzymes are mixed mechanically with silica and analyzed using an FTIR. The quantity of adsorbed enzyme is calculated by measuring the enzyme's amide II vibrations at 1530 cm -1 . The area values of this band are normalized with the corresponding area of a silica band located between 720 and 860 cm -1 , which is considered as an internal standard. A calibration curve was established for each type of material used as shown in Figure 234567. For each sample, the quantity of the adsorbed enzyme is determined at first by calculating the ratio between the amide II band and the silica band, then with the support of the calibration curve which gives the concentration in milligrams of enzymes per milligram of material is known.

The adsorption isotherm representing the quantity of adsorbed enzymes (Γ) on a material is plotted as a function of the concentration of the enzyme left in the solution at adsorption equilibrium ([C]eq). The curves are fitted according to the Langmuir equation:

𝛤 = 𝛤 𝑚𝑎𝑥 [𝐶] 𝑒𝑞 [𝐶] 𝑒𝑞 + 𝐾 𝐿
The determination of the maximal concentration allows the preparation of catalysts. For this, 25 mg of the material are submerged in 4 ml TRIS/HCl (25 mM, pH 6) that contains the maximal concentration of dissolved enzyme. The adsorption is considered total at equilibrium time. 

Silica

) meso-mesoporous silica

Transesterification of Colza oil

For the reaction of the transesterification of colza oil, the catalyst is prepared for the maximal concentration determined from the adsorption isotherm. The reaction of transesterification is done in the conditions determined in our group 9 which allows the obtaining of 100% yield.

These conditions are:Molar ratio (methanol/oil) = 1

 Water = 2.5%  Reaction temperature = 24°C  Stirring = 250 rpm  Catalyst = 20 mg
The role of the water in this reaction is to create a water/oil interface which facilitates the enzymes activity, but a large quantity of water causes the yield to drop because the triglyceride hydrolysis by lipase 10,11 .

By definition, the yield is ratio between the quantity of the final product obtained experimentally and the maximal quantity that can be theoretically obtained. For a methanol/oil molar ratio equal to 1, the methanol is the limiting reagent, and the yield is calculated by doing the ratio of the mole number of methyl esters (nME) and the mole number of methanol in the reaction (nMeOH).

𝑌𝑖𝑒𝑙𝑑 (%) = 𝑛 𝑀𝐸 𝑛 𝑀𝑒𝑂𝐻

. 100

Since the samples are analyzed by gas chromatography coupled with a mass spectrometer, we can determine the volume of the methyl esters present in the sample from the calibration curve:

𝑛 𝑀𝐸 = 𝑉 𝑀𝐸 . 𝜌 𝑀𝐸 𝑀 𝑀𝐸
With ρME = 0.87 g.ml -1 , and MME = 292 g.mol -1 .

Purification of the transesterification reactions products

For the study of the transesterification reaction kinetics, aliquots were taken at regular time intervals. These aliquots were purified before the analysis process to eliminate the fatty acids.

Using SPE (solid phase extraction) cartridges were, because this system rapid, simple and efficient. It works by adsorbing the compounds to be separated in a stationary phase (already in the cartridge). Then the wanted compounds are recuperated by elution using a specific solvent such as acetonitrile. The solid phase is made from silica (surface area = 500 m 2 .g -1 ).

The silica is functionalized with octadecyl molecules that improves the adsorption of the compounds. The protocol to separate the fatty acids from the methyl esters was optimized in our group 9 :

 Conditioning: the activation of the solid phase and its conditioning are done by injecting 1 ml of acetonitrile, which is then evacuated while keeping the solid phase wet  Sample injecting: a 100 µL sample aliquot is injected in the cartridge along with a 100 µL of an acetonitrile solution containing 0.4% methyl laurate (internal standard).

 Elution process: the methyl esters are recuperated by injecting 9 mL of acetonitrile in the cartridge.

 Finally, 1 mL of acetonitrile is added to the solution.

The acetonitrile was chosen because of its capacity to dissolve methyl esters without dissolving the fatty acids. The internal standard and the aliquot are injected together to make sure that the purification process does not influence the reaction yield.

Gas chromatography

Gas chromatography is a technique that allows the separation of molecules forming a complex mixture. It can be used on compounds that are easily evaporated by heating, without being destroyed. The apparatus used in this work is presented in Figure 2345678, it is a gas chromatography apparatus coupled with a mass spectrometer. This finishing step refines the chromatogram and makes it more selective and precise.

The samples are purified so that only methyl esters are preserved, because the transesterification process produce a mixture of fatty acids and esters. Figure 2-9B shows a typical chromatogram obtained by GC-MS. Methyl Laurate was chosen as the internal standard and it has been added to the methyl esters mixture for quantification purposes. Its retention time is shorter than the others.

Yield calculation of the transesterification reaction

The efficacy of a catalyst is evaluated by calculating the yield of the reaction. For this, a 100 µL of the products of a reaction are diluted in acetonitrile containing 0.004% methyl laurate acting as the internal standard. The internal standard role is to quantify the methyl esters by calculating the ratio between the area of the peak of each methyl ester and the area of the peak of the internal standard. In order to improve the quantification process, a calibration curve is done beforehand. To make this calibration curve only methyl esters are needed. Those esters are obtained by chemical transesterification of the colza oil according to process done by Freedman et al. 12 . In this experiment, 13 g of methanol are mixed with 60 g of colza oil and heated at 60°C. Then 0.39 g of potassium methoxide is added to the mixture. The reaction is linked to a condenser and protected by a CaCl2 tube to prevent water. The reaction lasts 24 hours, then the solution is filtered on a Buchner filter system using filtering paper (0.45 µm). In order to eliminate the glycerol, petroleum ether is added to the mixture as well as sodium sulfate to trap the water already present in the mixture. Then another filtration step as described above is necessary. The use of a rotary evaporator extracts the excess methanol and the petroleum ether.

For the calibration curve, the yield of the transesterification reaction is represented by the quantity of the pure methyl esters present in the solution. For this, it was considered that for a yield of 100%, an acetonitrile solution (10 mL) should contain 100 µL of pure methyl esters along with 100 µL of the internal standard; for a yield of 75%, an acetonitrile solution (10 mL) should contain 75 µL of pure methyl esters along with 100 µL of internal standard; etc. By analyzing 1 µL of each sample using GC-MS, it was possible to measure the area of the methyl ester peaks as well as the area of the internal standard. The calibration curve presented in Figure 2-10 is the ratio of the methyl ester peak area over the peak area of the internal standard plotted against the methyl ester yield. In the case of colza oil methanolysis, the stoichiometric molar ratio between methanol and colza oil is 3. If the molar ratio is lesser than 3, the methanol is the limiting reagent and if the ratio is more than 3 then the limiting reagent is the oil. Based on previous works 9 a molar ratio of 1 gives a 100 % yield and it has been used in this work.

Since for a molar ratio equal to 1, the limiting reagent is the methanol, thus the yield corresponds to the ratio between the number of moles of methyl esters and the number of moles of ethanol used in the reaction.

𝑌𝑖𝑒𝑙𝑑 (%) = 𝑛 𝑀𝐸 𝑛 𝑀𝑒𝑂𝐻

. 100 Methyl ester yield (%)

3 Characterization methods

Small angle X-ray scattering -SAXS

It is the method of choice for the characterization of colloidal systems like the organized molecular assemblies. This technique is based on the differences between the electronic densities of the diffusing structures and the continuous medium. The diffusion intensity curves I(q) is represented as a function of the wave vector (q).

𝑞 = 4𝜋 sin 𝜃 𝜆

were 2θ is the diffusion angle between the vectors 𝐾 ⃗ ⃗ and 𝐾′ ⃗⃗⃗⃗ (the angle between the incident X-ray beam and the detector), and λ is the X-ray beam wavelength.

From these curves we can determine for example the structure of micelles by using theoretical models. The theoretical curves and experimental ones are confronted and the best fit allows the determination of the most probable structural characteristics. For samples with periodical organization, like the liquid crystals, the X-ray diffraction on the different planes of a structure leads to the observation of Bragg peaks which are characteristic of the system geometry. The repetition distance between the diffraction planes are calculated using Bragg's law: The ratios between the different peaks are characteristic of a given structure.

The SAXS apparatus at the laboratory is an Anton Paar SAXSess mc 2 . It is constituted from:  An X-ray generator (PANalytical tube, λCu = 0.1542 nm; Vmax = 40 kV, Imax = 50 mA).

 A mirror to make the beam monochromatic and focalize it.

 A collimator bloc  A vacuum chamber in which a sample holder is installed. The latter has its temperature stabilized with a Peltier temperature controller. The samples are inserted in capillary if it is fluid, and if it is powder it is fixed using a Kapton® tape.

 A CCD camera (charged-couple device) placed at a distance from the sample equal to 309 mm).

Lamellar phase

The X-ray diffraction on the parallel bilayer planes of a lamellar liquid crystal leads to the apparition of Bragg's peaks on decreasing intensities, whose positions are defined by q0, q1 = 2q0, q2 = 3q0 … where q0 is the position of the first peak.

The primary reflection comes from the repetition distance between two consecutive bilayers.

The intensity and the width of this peak are a function of the regularity of the stacking. The 

Mesoporous material

The X-ray diffraction at small angles is also used to characterize the structure of mesoporous silica. The organized materials obtained in this study have a hexagonal structure. The diffractogramm is similar to the one obtained from the hexagonal liquid crystal the liquid crystals (Figure 3-4A). The lattice parameter (a0) corresponds to the sum of the diameter of a pore and the thickness of the silica wall. It is calculated from the repetition distance given by the first peak by the formula:

𝑎 0 = 2𝑑 10

√3

The determination of the size of the pores is done by nitrogen sorption (section 3.2) and by a simple subtraction it allows the calculation of the silica wall thickness which is an important parameter in the material characterization of the material because it influences its stability.

The thicker the walls the more stable the material is. The materials with a wormlike structure of the pores are have characteristic diffractogramms that have a single large peak (Figure 3-4B) and by the absence of secondary peaks. The position of this peak represents the average distance between pores.

Nitrogen sorption analysis

Organized porous material have alongside their structure a high specific area, a small pore size distribution. The textural properties are measured by nitrogen adsorption/desorption.

The adsorption corresponds to the adsorption of molecules on an adsorbent (a solid surface).

The desorption corresponds to the release of the adsorbed molecules. There exists 2 types of adsorption, the physisorption or the physical adsorption and the chemisorption or chemical adsorption.

The characterization of porous material is done by physical adsorption and desorption of nitrogen at its liquefaction temperature (77 K) at the surface of the material. The gas quantity adsorbed on the surface of the solid depends on the nature of this surface, the gas pressure and the temperature. The equilibrium is established between the gaseous state and adsorbed of the adsorbable compound can be compared at equilibrium existing between a liquid and its vapor. At a given temperature, the quantity of the adsorbed species is plotted as a function of the equilibrium pressure (P/P0) of the gas on the pressure domain between 0 and the saturating vapor pressure, forms the adsorption isotherm. The shape of the adsorption isotherm allows the qualitative determination of the textural properties of the studied material.

The different isotherms are classified according to six distinct types. In this work, only two types of isotherms are detected, Type II, and Type IV. 

Type II isotherm

The Type II isotherm is shown in Figure 3-5. This type of isotherm indicates an indefinite multilayer formation after completion of the monolayer and is found in adsorbents with a wide distribution of pore sizes.

Type IV isotherm

The type IV isotherm is shown in Figure 3-5. This types of isotherm is known by the fast increase of the adsorbed nitrogen quantity for relatively small pressures that corresponds to the adsorption of a monolayer. For higher pressures, the progressive increase of the adsorbed volume is translated by a capillary condensation phenomenon characteristic of the presence of mesopores (pores with a diameter between 2 and 5 nm) which is followed by the appearance of a plateau. A hysteresis loop appears when the nitrogen starts the desorption process, this loop is due to the irreversible nature of the capillary condensation inside the mesopores.

The analysis of this type of isotherms uses mathematical algorithms that allow the calculation of the surface area, the pore volume and the pore diameter of the studied material.

The surface area is calculated from the adsorbed volume of the monolayer (for lower pressure values) and the molecular cross-sectional area: The pore size distribution is calculated using the BJH method (Barrett, Jayne and Halenda 15 ).

𝑆 𝐵𝐸𝑇 = 𝑉 𝑚 𝑉 𝑚𝑜𝑙 𝑁 𝑎 𝜎 σ =
This theory is based on the phenomenon of capillary condensation which appears in the mesopores, and by applying the Kelvin law, which links the pressure P at which the condensation happens to the curvature radius of the meniscus of the formed liquid.

ln 𝑃 𝑃 0 = -𝛾𝑉 𝑚 (𝑟 𝑃 -𝑡)𝑅𝑇 γ = surface tension at a temperature T; rP = pore radius; t = thickness of the adsorbed layer. This method is applied to the adsorption branch of the isotherm. Based on an iterative calculation, it allows the calculation of the quantity adsorbed in a defined pressure span. From the pore radius as a function of the relative pressure, it is possible to calculate the cumulated volume of all the pressure spans as a function of pore radius which gives by derivation the pore size distribution. However, this method may under-estimate the pore size by 20 %, which does not cause a major problem in this study, since the work in this study are limited to comparative purposes. The machine used is a Micromeritic Tristar 3000. The samples are degassed at least 12 hours prior to analysis in order to eliminate water and CO2 physisorbed inside the pores of the material. The pore size range that can be detected by this technique is between 1.8 and 50 nm.

Mercury Porosimetry

This technique was used in order to determine the size of the macropores in the mesomacroporous materials in complementary to the nitrogen sorption analysis which allows the measurement of the size of the mesopores. This technique is based on the non-wetting properties of the mercury. When the mercury is in contact with a solid, it does not adsorb because of its high surface tension. This creates a resistance to the pore penetration which is overcome by applying a pressure. The smaller the pore size, the more pressure it requires to make the mercury go inside it. The relationship between the pore size and the pressure is given by the Washburn equation 16 :

∆𝑃 = 2𝛾 cos 𝜃 𝑟
where r is the pore radius,  is the mercury surface tension, θ is the contact angle and ΔP is the applied pressure.

The apparatus used in this work is a Micromeritics' Autopore IV 9500 mercury porosimeter. It is equipped with two transducers, one for the low pressure analysis (0.1 -15 psia) which is regulated by nitrogen gas after filling it with mercury, and one for the high pressure analysis The SEM used in this work is a HITACHI S-2500. The samples were dispersed in ethanol using ultrasound, then spread on an aluminum sample holder and dried at room temperature.

Transmission Electronic Microscopy -TEM

In this technique, the image obtained is the result of the interactions between the sample and the passing through electron beam. The intensity of the electron beam is controlled by the density and the thickness of the sample producing a fluctuation of the contrast analogous to the sample's texture. This technique was used to observe the organization and the general morphology of the mesopores. The TEM used in this study is a Philips CM20.

Fourier Transform Infrared spectroscopy -FTIR

The FTIR spectroscopy is a technique that identifies and detects the molecular groups for a material of a molecule. When a sample is irradiated with an infrared beam, inter-atomic bonds vibrates at a specific wavelength which leads to an absorption. The wavelength of the In this work we have used the system Remcopal 4/decane/water which proved to be a very useful system for the formation of nano-emulsions and the preparation of silica materials and hybrid materials in the presence of P123 micelles, but this systems major drawback is its toxicity. Its incompatibility with the biological processes makes further investigation of its efficiency as a drug carrier impossible, thus arises the need for a biocompatible system with similar properties. For this, in a collaboration with the CSIC -IQAC and the Faculty of Pharmacy in Barcelona, the system consisting of Kolliphor EL, isopropyl Myristate and water which are all biocompatible components and for its capacity to form nano-emulsions using phase inversion composition is suggested as a replacement for the current system.

This system has been investigated by Solans et al. 1 and yielded the ternary phase diagram presented in Figure 1-1. 

Formulation

The nano-emulsions were prepared using the Phase Inversion Concentration (PIC). At first, a mixture of Isopropyl Myristate and Kolliphor EL (previously known as Cremophor EL) was prepared. For the samples with Ketoprofen; the drug was added to the oil-surfactant mixture and dissolved completely before proceeding to the next step. Water was added slowly to the mixture, which was stirred using a magnetic stirrer at 700 rpm. 16 samples were prepared for the parameters given below.

Il existe une large gamme de supports pour les enzymes qui présentent des propriétés et des caractéristiques différentes. Dans le but de choisir le meilleur couple enzyme/support, la première étape consiste à rassembler le plus de renseignements possible sur les caractéristiques de l'enzyme comme sa taille, sa forme, sa structure sur les propriétés physico-chimiques, comme le point isoélectrique et sur propriétés de surface, comme la description des acides aminés de surface. Les applications industrielles des enzymes sont limitées car leur stabilité est fragile et la récupération est difficile. Alors dans le but d'ajuster ces problèmes, les enzymes peuvent être immobilisées sur un support solide. Dans cette étude, deux matériaux ayant chacun deux tailles de pores distinctes ont été utilisés comme matrice pour l'immobilisation d'un enzyme, la Mucor miehei lipase Mml. Cette enzyme permet la méthanolyse de l'huile de colza pour la transformer en biodiesel. L'immobilisation de cette enzyme requiert l'immersion de la matrice silicatée dans un milieu aqueux, ce qui met en question la stabilité des matrices dans ce milieu.

Le matériau silicaté est formé de tétraèdre de SiO4. A la surface il y a des groupes siloxanes avec l'oxygène orienté vers la surface ou bien différents types de silanols. Les matériaux silicatés sont donc sensibles à l'eau et les propriétés comme la stabilité thermique, hydrothermale et mécanique peut avoir un impact important pour les applications visées. Les chercheurs ont mis en évidence que la stabilité thermique est liée à l'épaisseur des parois des pores. D'un autre côté, la stabilité hydrothermale dépend de 3 facteurs, le degré de polymérisation ou la condensation, l'épaisseur des parois des pores ainsi que la structuration des pores.

Dans ce chapitre, tout d'abord sont comparées la stabilité thermique et hydrothermale de 2 types de matériaux silicatés ayant chacun 2 tailles de pores distinctes, le premier est mésomacroporeux et le second possède une double-mésoporosité.

La stabilité thermique des matériaux est évaluée en les chauffant dans un four tubulaire. La montée de température est réalisée sous air jusqu'à 550°C et pendant 1 heures un flux oxygène. La calcination du matériau méso-macroporeux cause une légère déstructuration du réseau de mésopores. De plus, la surface spécifique diminue de 780 à 630 m 2 /g, le volume poreux de 1.2 à 0.8 cm 3 /g, le diamètre des mésopores de 8.7 à 7.7 nm et le diamètre des macropores de 250 nm à 150 nm. Ceci indique que la calcination cause une contraction et une restructuration de la surface. D'un autre coté la calcination du matériau à double mésoporosité à plusieurs températures conduit à une déstructuration complète de la matrice ayant des petits pores alors que la matrice ayant des grands pores montre n'est quasiment pas déstructurée. La surface spécifique diminue de 11 à 15% et le volume poreux de 50%.

Concernant la taille des pores, la distribution qui était initialement centrée sur 3.6 nm disparait quelle que soit la température de calcination, la distribution qui est centrée sur 9.4 nm persiste, mais avec une diminution de l'intensité dV/dD. Cette différence de stabilité entre les deux matrices du même matériau est attribuée à l'épaisseur de la paroi des pores, la matrice ayant des grands pores à une épaisseur 3.2 nm, alors que la matrice ayant des petits pores à une épaisseur de 2.4 nm.

Dans un deuxième temps, la stabilité hydrothermale a été évaluée en submergeant le matériau dans l'eau bouillante pendant 24 heures. Des échantillons sont prélevés à intervalle régulier pour étudier l'évolution de la structure et de la texture en fonction du temps est la plus performante en termes de recyclabilité car l'utilisation de cette matrice est prolongée grâce au transfert de l'enzyme des pores de petite taille vers les pores de grande taille.

Introduction

A wide array of carriers for enzyme immobilization exists with different properties and characteristics. So in order to choose the best enzyme/support couple, the first step consists of knowing the features of the enzyme such as its size, shape, structure and other characteristics such as the isoelectric point, and the amino acids on its surface. The applications in the industry of the enzymes is limited by their low stability and difficulty to be recovered, so in order to overcome those drawbacks the enzymes can be immobilized on solid materials 2 . Ravindra et al. showed that enzymes immobilized on a support have increased stability and their denaturation is inhibited 3 . In this study two materials with two distinct pore sizes were used as matrixes for the immobilization of an enzyme, Mucor miehei Lipase. This enzyme is allows the methanolysis of the Colza oil in order to transform it into biodiesel, and for this biocatalyst to be made, it must be submerged in an aqueous solution for long times which raises the question of the stability of those matrices in aqueous solutions.

The silica material is made from interlinked SiO4 tetrahedra. At the surface, there are either siloxane groups (≡Si-O-Si≡) with the oxygen on the surface, or one of several forms of silanol groups (≡Si-OH). The several types of surface silanols are isolated groups (or free silanols),

where the surface silicon atom has three bonds into the bulk structure and the fourth bond attached to a single -OH group, vicinal silanols (or bridged silanols), where two single silanols groups, attached to different silicon atoms, are close enough to hydrogen bond. And finally, a third type of silanols, germinal silanols, consist of two hydroxyl groups that are attached to one silicon atom. The germinal silanols are too close to hydrogen bond each other, whereas the free hydroxyl groups are too far separated 4 .

The different applications impose some critical conditions on those materials, and properties such as thermal, hydrothermal and mechanical stability can have a high impact. Materials like the M41S have a poor hydrothermal stability in boiling water and steam which is the consequence of silicate hydrolysis due to the relatively thin amorphous silica walls 5,6 . In fact, the thermal stability was found to be strongly related to the wall thickness and the silica precursor 7 . The hydrothermal stability is influenced by three factors. First of all, it was shown that materials with very polymerized or condensed silica are less affected in boiling water conditions. Secondly, the thicker the pore wall thickness, the more stable the material. The third factor is the pore structure and affinity. It has been shown that the cubic MCM-48 has a lower structural degradation than that of the hexagonal mesoporous materials MCM-41 8 .

In this section, a comparison of the thermal and the hydrothermal stability of two types of porous silica materials having two distinct pore sizes. The first one is the meso-macroporous silica described in the previous chapter. The second material is a dual-mesoporous silica developed in our group 9 . It consists of a silica material having two ordered interconnected pore networks templated by a mixture of hydrogenated micelles (Pluronic P123) and micelles of C8F17C2H4(OC2H4)9OH (R F 8(EO)9) via a self-assembly mechanism. This material have two pore sizes one at 9.4 nm and the second at 3.6 nm. In the second section, the immobilization of the Mucor miehei Lipase is studied and then in the third section the materials efficiency as catalysts is assessed by determining the kinetics of the transesterification reaction and the recyclability of the catalyst. Finally, the catalysts investigated here are compared to other catalysts studied in a previous work done in our group 1 .

2 Thermal stability of the hierarchically porous the silica material

The thermal treatment of the silica material is employed to eliminate totally the organic phase, since the ethanol extraction can leave up to 9% of the surfactant in the silica matrix 10,11 .

Thermal stability of the meso-macroporous silica material

The meso-macroporous silica material are subjected to heat in a tubular oven. The temperature profile is presented in Figure 2-1. The calcination caused a decrease of the parameters of the hexagonal unit cell from 11 to 9.5 nm, this is linked to the shrinkage of the pores, this is generally due to an enhancement of the cross-linking 12 . Nitrogen sorption isotherms for these material are similar to the isotherms of the un-calcined materials (Figure 2-2C), but the surface area decreases from 780 m 2 /g to 630 m 2 /g and the pore volume decreases from 1.2 cm 3 /g to 0.8 cm 3 /g . The pore size distribution showed that after calcination the pore size decreased from 8.7 to significantly on the pore walls of the calcined meso-macroporous material 13 . Furthermore, the pore wall thickness equal to 3.1 nm, remained unchanged after the calcination.

The calcination of the silica materials causes the reduction of the pores. The partial damage for the mesostructure can be attributed to the elimination of the surfactant, particularly by the purging of the ethylene oxide blocks from the silica walls. In turn void spaces in the walls promote structural collapse 14 . Moreover Gallarneau et al. 15 determined a formula that allows the calculation of the mesoporous volume (Vmes) as well as the secondary porosity (micropores and interparticular porosity) volume (Vsec):

𝑉 𝑚𝑒𝑠 = ( 𝑑 1.05𝑎 0 ) 2 × (𝑉 𝑝 + 1 𝜌 𝑆𝑖𝑂 2 )
where d is the pore diameter (nm), a0 is the lattice parameter (nm), VP is the pore volume (cm 3 /g) and 𝜌 𝑆𝑖𝑂 2 is the silica density (2.2 g/cm 3 ). The secondary porosity volume is:

𝑉 𝑠𝑒𝑐 = 𝑉 𝑝 -𝑉 𝑚𝑒𝑠
Those formulas has been applied to the calcined and non-calcined meso-macroporous materials and gave a value of 0.05 cm 3 /g and 0.26 cm 3 /g respectively. This further corroborates the fact that the calcination eliminates the micropores which is reflected here by an 80% decrease of the secondary porosity volume.

Thermal stability of the dual-mesoporous silica materials

In a previous work done in our laboratory, May et al. 9 used a mixture of R F 8(EO)9 and P123 as building blocks for the synthesis of a dual-mesoporous silica material with two hexagonally ordered mesoporous networks through the self-assembly mechanism. The mixture of those two surfactants in water (> 85%) yield a micellar solution where two kinds of micelles coexist, one having a size of 8 nm and corresponds to the pure R F 8(EO)9 micelles, and the second having a size of 27 nm and corresponds to the size of R F 8(EO)9 micelles that have accommodated P123. The final material shows two distinct pore size distributions, the largest one is centered on 9.4 nm and is attributed to the R F 8(EO)9/P123 micelles and the smallest pore size is centered on 3.6 nm and is attributed to the pure R F 8(EO)9 micelles

The thermal stability of the dual-mesoporous silica materials was evaluated at 350, 400 and 450°C. The samples were heated in a tubular oven at 1°C/min, and then maintained at the maximum temperature for 1 hour under oxygen atmosphere. The SAXS patterns shows the presence of 3 peaks for the un-calcined dual-mesoporous material, the first and second peaks correspond to the (100) and (110) reflections respectively of the hexagonal structure of the matrix that is templated by the R F 8(EO)9/P123 micelles and the third peak corresponds to the (100) reflection of the hexagonal structure of the matrix templated by the pure R F 8(EO)9 micelles (Figure 23). After the thermal treatment, only two peaks remain corresponding to the (100) and (200) reflections of the matrix templated by R F 8(EO)9/P123 (Figure 2-3A). This is further confirmed by the nitrogen sorption isotherms which show that the capillary condensation at 0.45 disappears after the thermal treatment (Figure 2-3B), while the capillary condensation at 0.75 remains. The pore size distribution showed a gradual decrease in the dV/dD value and the peak disappeared after 30 minutes for the un-calcined material (Figure 3-2B) and after 60 minutes for the calcined material (Figure 3-3). Furthermore, the surface area and pore volume of the un-calcined material showed a fast decrease in the first 90 minutes and then the decrease is slower (Figure 3-4A). After 24 hours they sustained a loss of 40% is recorded. On the other hand, the surface area and the pore volume of the calcined material showed a relatively slower decrease (Figure 3-4B), and after 24 hours the surface area lost 65% of its initial value and whilst the pore volume loses 30%. The mercury intrusion porosimetry (Figure 3-5) showed that the macropores remained after 24 hours in boiling water with a slight decrease in their dV/dD values for both materials. This

shows that the macropores are much more stable than the mesopores in the materials. A B whereas the sharp band at 3740 cm -1 is due to the isolated silanols. The combination of stretching OH and bending Si-OH [(ν+δ)OH] at 4370 cm -1 characterize these silanols. As this combination mode is not overlapped by vibration due to other groups, its intensity can be used to follow the amount of silanols. The peak of the isolated silanols decreased after 24 hours in boiling water (Figure 3-6A-B). The quantification by measuring the ratio of the surface area of isolated silanols peak over the Si-O peak at 970 cm -1 shows that at the end of the experiment the silanol quantity of the uncalcined material is reduced by 20% whereas for the calcined material it is reduced by 92%.

The FTIR spectra show that the un-calcined material has a silanol rich surface compared to the calcined material. The calcination process alters the textural properties of the material as it has been shown in Section 2.1 and reduces the silanol density on the surface. During the assessment in boiling water, the hydrolysis process can break many siloxane bridges (Si-O-Si) to yield more or less branched (Si-O-)n chains.

When the hydrolysis process breaks enough siloxane bridges, dissolution processes start to take place with the formation of orthosilicic acid molecules and small oligomers according to the reaction:

(𝑆𝑖𝑂 2 ) 𝑛 + 2𝐻 2 𝑂 → (𝑆𝑖𝑂 2 ) 𝑛-1 + 𝑆𝑖(𝑂𝐻) 4
Then the dissolved molecules and oligomers are re-precipitated according to the reaction:

≡ 𝑆𝑖 -𝑂𝐻 + 𝐻𝑂 -𝑆𝑖 ≡ → ≡ 𝑆𝑖 -𝑂 -𝑆𝑖 ≡ + 𝐻 2 𝑂
The collapse of the structure is mainly caused by those processes. Several authors agree that this mechanism is behind the collapse of the structure 5,17,18 .

Hydrothermal stability of dual-mesoporous silica material The hydrothermal stability assessment for the dual-mesoporous silica material was realized on the material after ethanol extraction and drying only, since the thermal treatment collapses the matrix with the small pore.

Concerning the texture of those materials, the nitrogen sorption analysis (Figure 3-8A) showed that the capillary condensation at 0.45 disappears after 3 hours in boiling water, while the capillary condensation at 0.75 loses its sharpness after 8 hours. On the other hand the pore size distribution (Figure 3-8B) shows a fast decrease of the dV/dD values for the peak at 3.6 nm, while the peak at 9.4 nm decreases in a relatively slower manner. At 24 hours both peaks have disappeared. Furthermore, the surface area and pore volume decreased drastically, after 24 hours in boiling water, the surface area lost 90% of its initial value, while the pore volume lost 80%. This reflects an important surface alteration in the presence of boiling water.

The FTIR analysis in Figure 3-10 showed a fast decrease in the intensity of the peak at 3740 cm -1 characteristic of the isolated silanols. This observation further corroborates the fact that the surface is heavily modified during this process.

Even though the decay mechanism is the same as the one described in section 3.1, it is not enough to explain the difference in the decay kinetics of the two matrices forming the material. The immobilization consists of the submerging of the material in a buffer solution for a considerable amount of time. So in order to determine the optimal conditions for the enzyme immobilization, we started by establishing the adsorption isotherm, the experimental protocol has been described in Chapter 2.

Meso-macroporous biocatalyst

The calcined meso-macroporous silica material has been chosen because of its better hydrothermal stability over its non-calcined counterpart.

Adsorption isotherm

The adsorption isotherm is presented in Figure 4-1. The isotherm have been fitted using the Langmuir model: Using this model the best fit compared to the experimental data points revealed that the maximal adsorption capacity (Γmax) of this material is 0.76 mgMml/mgSilica, and KL = 3.81 mg/ml.

Γ = Γ 𝑚𝑎𝑥 [𝐶] 𝑒𝑞 [𝐶] 𝑒𝑞 + 𝐾 𝐿
The pore volume of the material is 0.8 cm 3 /g, and supposedly the Mml adopts a spherical shape with a 4 nm diameter, it is possible to calculate the theoretical adsorption capacity of the mesopores. An enzyme molecule has a volume of 33.5 nm 3 . So the theoretical maximal adsorption is 1.25 mgMml/mgSilica. This value is obtained by calculating how many enzyme molecules can be fitted in the pore volume of 1 g of silica material then converting this number into the theoretical weight of the enzymes. Furthermore, the presence of the enzymes has been evidenced by FTIR spectroscopy, which was also used to quantify the quantity of adsorbed enzymes and establish the adsorption isotherm.

The FTIR spectra in Figure 3-6 show the characteristic bands of the Mml as a function of the initial Mml concentration in the TRIS solution. The peak at 1528 cm -1 corresponds to the amide II, the peak at 1460 cm -1 corresponds to the amide III, also the peak at 3333 cm -1 corresponds the amide A, the whole of the absorptions is characteristic of the lipase molecule. On the other hand the peak at 3740 cm -1 corresponds to isolated silanols and its decrease in intensity is in agreement with the presence of the enzyme in the material. 

Characterization of the meso-macroporous biocatalyst

The calcined material has been prepared at its maximal loading capacity, and characterized in order to assess the damage sustained during the immobilization of the enzyme in aqueous solution. The physicochemical properties of meso-macroporous material after the adsorption of the enzyme has sustained slight modifications to its. The SAXS patterns in Figure 4-3A show that the hexagonal structure is still maintained, but the intensity of the peaks decreased and the (200) peak became undetectable. The nitrogen sorption in Figure 4-3B revealed an important decrease in the sharpness of the capillary condensation, this is also reflected in the mesopore size distribution in Figure 4-3C, which displayed a constant pore size with a significant decrease in the dV/dD value reflecting the filling of the mesopores with Mml. Likewise, the surface area decreased slightly from 630 to 600 m 2 /g and the pore volume from 0.8 to 0.3 cm 3 /g. This confirms that the enzymes are adsorbed mainly in the mesopores. The macropores in Figure 4-3D are not influenced by the enzyme immobilization. In this work, the initial un-calcined material has been used because of its better hydrothermal stability which is necessary in this work since the enzyme immobilization will be done by submerging the material in an aqueous solution containing the enzyme. The adsorption isotherm for this material is presented in Figure 4-4. The experimental points have been fitted using the Langmuir model, and it revealed that the maximal adsorption capacity is 0.94 mgMml/mgSilica and KL = 12.7 mg/ml. The pore volume of this material is 0.94 cm 3 /g, so the theoretical maximal loading capacity is equal to 1.47 mgMml/mgSilica. This maximal adsorption value is overestimated because it represents the global pore volume of the mesopores, but also because the enzyme molecule has a diameter of 4 nm, which is slightly larger than the mesopore diameter of the matrix with the small pore size (3.6 nm), which indicates that the enzyme is mainly adsorbed in the matrix with the larger pore size.

Dual-mesoporous biocatalyst

Adsorption isotherm

The FTIR spectra in Figure 4-5 exhibit the same behavior such the meso-macroporous silica material and evidence the presence of Mml. The dual-mesoporous material has been prepared at its maximal loading capacity, and characterized in order to assess the damage sustained during the immobilization of the enzyme in aqueous solution.

Characterization of the dual-mesoporous biocatalyst

SAXS patterns in Figure 4-6A show that the peaks corresponding to the matrix with the small pore size seams to decrease in intensity after the enzyme immobilization. On the other hand, the nitrogen sorption isotherm in Figure 4-6B show that the capillary condensation at 0.45 has disappeared and the capillary condensation at 0.75 became less sharp, this is also observable for the pore size distribution (Figure 4-6C), which exhibits a decrease in the large pore size from 9.6 nm to 7.6 nm. On the other hand the small pore size remains unchanged but its dV/dD value decreases 5 folds. The surface area decreases also from 880 m 2 /g to 530 m 2 /g, and the pore volume from 0.94 cm 3 /g to 0.38 cm 3 /g. Since the Mml size (4 nm) is very close to the pore diameter of the matrix with the small pore (3.6 nm), the adsorption of Mml may suppress nitrogen penetration into the interior part of the mesopores, thus causing an underestimation of the textural properties of the dual-mesoporous material.

Transesterification reaction of colza oil

After the immobilization of the Mucor miehei Lipase in the calcined meso-macroporous material and the dual-mesoporous material, they were used for the methanolysis of colza oil. The immobilization of the enzyme on the meso-macroporous was done in an Mml buffer solution (pH6) having a concentration of 5 mg/ml, whilst for the dual-mesoporous materials the Mml concentration has a concentration of 15 mg/ml, those concentrations correspond to the beginning of the plateau on the Langmuir isotherm. The initial speed of the formation of methyl esters for the different catalysts are given in Table 5-1. The performance of the catalyst does not depend only on the yield of the reaction, but also on the "turnover number". This number is the ratio of the mole number of the transformed substrate over the mole number of the enzyme in the reaction. Figure 5-2 shows the evolution of the turnover number of the reaction catalyzed by the meso-macroporous and dualmesoporous catalysts.

That of the meso-macroporous catalyst is higher than the one for the dual-mesoporous catalyst. One mole of enzyme present on the meso-macroporous matrix is capable of the methanolysis of 3700 moles of substrate, whilst for the dual-mesoporous matrix, it is capable of the methanolysis of 3000 moles of substrate. The catalyst with the macropores seems to facilitate the diffusion of the substrate, this is shown by the more important initial speed of the meso-macroporous catalyst. Even though the dual-mesoporous silica has a higher immobilization capacity, its activity is lower. 

Recycling of the catalysts

The recyclability of the catalysts is an important feature, especially for industrial applications.

In this section, we present the effects of consecutive reactions using the same catalyst. For the evaluation of the efficiency, the production of methyl esters of the first transesterification will be used as a reference. After each use, the catalyst is recuperated by centrifugation, then washed with water in order to eliminate the glycerol. After drying, it is reused. The recycling of the catalyst is stopped after the catalytic activity is below 10%. Figure 5-3 shows that the meso-macroporous catalyst decays after 2 reuses, on the third the production of methyl esters decreases to 5.4% while the dual-mesoporous material remains active for a fourth reuse with a production of 4.5% of methyl esters.

Discussion

In this section, we present a comparison between those results and the ones obtained previously by our group 1,[21][22][23] concerning the use of a mesoporous material SBA-15 having a pore size of 8.5 nm and a biocatalyst prepared from a meso-macroporous matrix obtained by using a concentrated fluorinated emulsion as a template. So I start with a summary of all the results. The materials used previously were an SBA-15 and a meso-macroporous silica material synthesized from a mixture of 30% C8F17C2H4(OC2H4)9 and 70% C7F15C2H4(OC2H4)8.

The addition of oil creates direct swelled micelles alongside a direct concentrated emulsion.

After the addition of TMOS, hydrothermal treatment and elimination of the organic component, the final material shows a combination of mesopores in a hexagonal ordering and macropores 24 . To avoid any confusion with the meso-macroporous silica material used in this Emulsion. The SBA-15 material is used without any treatment, while the MMMTE was calcinated at 550°C for 3 hours under air. The calcination step proved to be crucial, since the enzyme immobilization on the non-calcined MMMTE caused a total collapse of the structure.

The properties of all the materials are summarized in the Table 6-1. The enzyme immobilization has been done by putting the materials in an enzyme solution at 10 mg/ml. The effects of the enzyme immobilization of the materials are summarized in Table 6-2. The adsorption isotherms were fitted the Langmuir model. The resulting adsorption isotherms are shown in Figure 6-1.

The Table 6-3 summarizes the parameters of the fit, and Table 6-4 the adsorption rate and immobilization efficiency.

All the catalysts has been used in the transesterification of colza oil. For each one the reaction has been done using the optimal conditions the parameters in the different reaction kinetics are summarized in Table 6-5: The recyclability of the materials has also been evaluated and it has been summarized in the The comparison of the maximal adsorption ratio of the materials and of the pore volume is illustrated in Figure 6-3 finds that the higher the pore volume, the more the matrix is able to immobilize the lipase. This correlated is further corroborated with the study made by Hartmann et al. 25 , in which they immobilized the lysozyme on several types of silica materials having each a distinct pore volume, they noticed that the loading capacity of the material increased with the increase of the pore volume. The relatively high loading capacity obtained in this study can be attributed to the presence of a second porosity which can improve the mass transfer and increase the probability of the adsorption of the enzyme. As for the SBA-15 catalyst in this study, the lack of a second porosity leads to a low maximal adsorption value. Concerning the enzyme activity, the SBA-15 reached 100% conversion rate after 30 hours, the meso-macroporous catalyst after 50 hours, the MMMTE after 72 hours and the dualmesoporous catalyst after 75 hours. The highest initial speed for formation of methyl esters is recorded for the SBA-15 catalyst, while the lowest initial speed is for the dual-mesoporous catalyst (Figure 6-4A). The same observation is made when the turnover number is compared to the mesopore size of the different matrices (Figure 6-4B). 26 where they show that the best enzymatic activity is obtained for SBA-15 matrix that have a mesopore size around 8.9 nm, and when the pore size is decreased, the enzymatic activity decreases as well. Even though the SBA-15 matrix has the lowest loading ratio, the other matrices were not able to match its catalytic activity, even in the presence of macropores enhances the mass transfer.

This phenomena was also observed by Verger et al. 27 and explained it by the fact that the Mml possesses by a lid that covers the active site and which folds open when approaching a hydrophobic environment. Such a conformational change requires some space. A very narrow space in the mesopores is unsuitable for the lipase 26 .

Those explanations are not suitable for the dual-mesoporous catalyst which has the lowest initial speed and turnover number. In fact, the pore size of the matrix with the large pores is equal to 9.4 nm, which is more than enough for the lipase conformation change. This can be due partly to the frustration of the enzyme molecules inside the pores of the matrix with the smaller pores. The overly small size of the pores has a tendency to inhibit the activity of the enzyme in the matrix with the larger pores. On the other hand, the recyclability of the dualmesoporous materials, which showed an activity for 4 uses, unlike the other matrices that lost their enzymatic activity totally after 3 uses (Figure 6-2). This difference in the behavior may be attributed to the transference of the enzyme from the matrix with the small pores to the matrix with the large pores, thus sustaining its catalytic activity for more uses.

Conclusion

In this study, we have shown that the dual-mesoporous silica material has two different decay kinetics, whether during the heat treatment, or in boiling water. This difference has been attributed to the pore wall thickness of the different matrices. It revealed that the thinner the pore wall is, the less stable against heat and boiling water.

Concerning the immobilization of the lipase enzyme, the dual-mesoporous silica matrix can immobilize a higher quantity of enzymes than the meso-macroporous matrix, but the highest immobilization ratio was for the MMMTE matrix. For all matrices, the surface area and pore volume decreased mainly because of the loading of the enzyme inside the mesopores.

Finally, the catalytic activity of the different catalysts revealed that the best activity was for the meso-macroporous matrix, because it had the highest initial speed, the highest turnover number and reached a yield of 100% the most rapidly among the catalysts that have two pore sizes in this study. Moreover, we acknowledged that the presence of macropores along with mesopores improves the overall performance of the catalyst. 

Conclusion

Adsorption isotherm

Using the optimal experimental conditions determined in the previous paragraph, the adsorption isotherm has been established by mixing the materials with enzyme solutions at different concentrations and quantifying the adsorbed quantity using FTIR.

N-α-acétyl-L-lysine
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Summary :

This work concerns the preparation of silica materials with hierarchical porosity for the encapsulation of molecules of interest in the field of drug delivery and as biocatalysts. In order to reach this goal, the nano-emulsions were chosen as templates for the macropores of the material because of the homogeneous and small size of the emulsion droplets (less than 100 nm). The system Remcopal 4/decane/water was investigated and the optimal conditions for which nano-emulsion is formed via the phase inversion methods were determined. Adding micelles to the nano-emulsions does not affect its stability and can form a network of mesopores organized with a hexagonal symmetry. Hybrid materials which are hierarchically porous materials where the organic phase is still present, were doped with ketoprofen to study its release, which proved to be pH sensitive. Moreover, the study of the release of ketoprofen from the meso-macroporous material indicates that it is assisted by the micelles which are solubilized in the release medium. The second objective of this work was to use these porous materials as a biocatalyst for biodiesel synthesis from colza oil. For this application it was necessary that the materials are resistant to immersion in aqueous media. The study of the hydrothermal stability shows that the calcined material has the best stability in boiling water. Moreover, the material can withstand up to 550 ° C, the structure undergoes only minor damages. We also used a dual-mesoporous silica material prepared from hydrogenated and fluorinated micelles coexisting in the same solution. Thermal and hydrothermal evaluation indicates that these materials have two different decay kinetics corresponding to each of the two matrices having different pore sizes. The immobilization of lipase Mml was studied on the meso-macroporous calcined material and the dual-mesoporous material. The adsorption isotherms were used to demonstrate that the dual-mesoporous material can encapsulate more enzymes than its meso-macroporous counterpart. On the other hand, the enzyme activity, evaluated by the transesterification reactions, is more important for the calcined meso-macroporous material.
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 11 Figure 1-1: Schematic representation of the curvature of the surfactant film.3

Figure 1 - 2 :

 12 Figure 1-2: Schematic drawing of the multiconnected membrane in the L3 structure with  as the sponge pore size and  as the surfactant bilayer thickness 12 .

Figure 1 - 3 : 18 

 1318 Figure 1-3: Schematic model of a lamellar phase to the left, and its texture under polarized light microscopy to the right. 18

Figure 1 - 4 : 18 

 1418 Figure 1-4: Schematic model of an hexagonal phase to the left, and characteristic texture under polarized light microscopy to the right. 18  Cubic phase The cubic liquid crystals are formed by spherical, cylindrical aggregates or bilayers adopting an isotropic three-dimensional structure. If they are formed by spherical micelles they are cubic micellar phase (I1, I2) and they can be organized along a primary, face-centered or bodycentered symmetry (Pm3m, Fd3m, Im3m). The micelles are separated by a layer of continuous medium. Otherwise, there exist the bicontinuous cubic phases (V1, V2) are, as their name suggests, two intertwining continuous networks separated by a bilayer of surfactant (Figure 1-5). Those phases can have three different symmetries Ia3d, Pn3m and Im3m. These liquid crystals are highly viscous, transparent and isotropic (undetectable using polarized light microscopy). They are identified using SAXS and the distance that separates the different peaks depends on the type of symmetry they adopt.
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 15 Figure 1-5: Schematic models of a bicontinuous cubic liquid crystal to the left and a micellar liquid crystal to the right. 19
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 16 Figure 1-6: Schematic representation of the O/W emulsion (left) and W/O emulsion (right).
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 17 Figure 1-7: Micrographs of droplets of multiple emulsions.[START_REF] Blin | A Meso-Macro Compartmentalized Bioreactor Obtained through Silicalization of "green" Double Emulsions: W/O/W and W/SLNs[END_REF] 
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 18 Figure 1-8: Schematic representation of the mechanism of the "Ouzo effect". During the dilution the cosurfactant diffuses into the aqueous medium making the microemulsion thermodynamicallyunstable thus creating the nano-emulsions.3 
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 19 Figure 1-9: Schematic representation of the mechanism of the formation of nano-emulsions by the PIC method.3
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 111 Figure 1-11: Schematic representation of the mechanism of formation of the nano-emulsions by the PIT method 3 . A) Represents the phases at the phase inversion temperature, B) the structure for a temperature above the PIT and C) the structure for a temperature below the PIT.
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 21 Figure 2-1 Polymerization behavior of aqueous silica. In a basic solution (B) particles grow in size with decrease in number, in acidic solution or in the presence of flocculating salts (A) particles aggregate into three-dimensional networks and for gels 51 .

Figure 2 - 3 :

 23 Figure 2-3: Schematic representation of the CTM mechanism.56

Figure 2 - 4 :

 24 Figure 2-4: General synthesis scheme for periodic macroporous solids and the corresponding scanning electron micrographs for a Polystyrene/Silica system prepared with TEOS 72 .

  that the use of O/W fluorinated emulsions allows the design meso-macroporous silica with a well ordered array matrix of mesopores. The emulsion is constituted of fluorocarbon droplets stabilized by the fluorinated surfactant molecules and dispersed in and O/W fluorinated microemulsion (Figure 2-5). The mesopore size distribution is narrow and centered at about 7.5 nm whereas the size of macropores varies from 1 to 3 µm.
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 25 Figure 2-5: TEM micrograph (left) and SEM micrograph (right) of a meso-macroporous silica material prepared from a fluorinated emulsion in the presence of fluorinated microemulsion 75 .

Figure 2 - 6 :

 26 Figure 2-6: SEM micrographs of heat-treated gel samples prepared with varied trimethylbenzene concentrations, from left to right: 0.3;0.35;0.4 unit/g 85 .

  either mixed micelles containing both surfactants in a well-defined proportion, or two kinds of micelles enriched in one of the two components can be formed. In fact, fluorinated surfactants have chemical and physical properties that are different from the hydrogenated ones. Due to the difference in polarities between the fluorocarbon and hydrocarbon chains nonideal net repulsive interactions can occur.
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 27 Figure 2-7: TEM micrographs of the bimodal mesoporous material prepared from a mixture of Pluronic P123 and R F 8(EO)9 at a 10:90 ratio 105 . Xing et al. 94 adopted this methodology to synthesize bimodal mesoporous silica by the cooperative assembly of hydrolyzed tetraethoxysilane (TEOS) with a mixture of ionic fluorinated and hydrogenated surfactants. Although the authors succeeded in tailoring the bimodal pore size by adding lipophilic or fluorophilic oils, disordered worm-hole like pores were formed. Antonietti et al. 104 have also reported the synthesis, from mixed micellar solutions of non-miscible fluorinated and hydrogenated surfactants, of mesoporous silica monoliths with bimodal pore size distribution via the nanocasting process. in our Laboratory 105 a mixture of hydrocarbon surfactant (Pluronic P123) and a fluorocarbon surfactant (R F 8(EO)9) have been used to synthesize a bimodal silica material with two ordered mesopore networks and two mesopore sizes centered at 3.7 and 9.7 nm (Figure 2-7).
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 31 Figure 3-1: Release profiles of resveratrol-loaded (▲) from surfactant-loaded silica material, (■) mesoporous silica material 118 .3.1.3 Active ingredient: Ketoprofen

Figure 3 - 2 :

 32 Figure 3-2: Molecular structure of ketoprofen.

  is extracted from the Aspergillus oryzae. It is constituted of 269 amino acids and has a molar mass of 31 600 Da and an isoelectric point at 3.8. It has a spherical shape with a hydrodynamic radius of 4-5 nm. The morphology of the lipase is shown in the Figure 3-3.
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 33 Figure 3-3 : The structure of the lipase, the A and C represent the closed structure while the B and D represent the open structure (A and B are the lateral vu, and C and D are the vu from above). The catalytic triad is represented in yellow and the structural elements characteristic of all the Lipases (β-sheets and  helices), only after the opening of the lid that the triad becomes accessible to the substrate (D). 130
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 34 Figure 3-4: Catalytic mechanism of the Lipase 131 .
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 35 Figure 3-5: Different methods for immobilizing enzymes (CLEA = cross-linking enzyme aggregates) 134 .
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 1 Griffin, W. Calculation of HLB Values of Non-Ionic Surfactans. J. Soc. Cosmet. Chem.

(

  CH3O)-Si-OCH3 + HO-Si-(CH3O) → (CH3O)3-Si-O-Si-(CH3O)3 + CH3OH (CH3O)-Si-OH + HO-Si-(CH3O) → (CH3O)3-Si-O-Si-(CH3O)3 + H2O
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 11 Figure 1-1: Sol stability: relationship between log(gel time) and pH 4 .For a pH between 6 and 7 and in the absence of soluble salts, silica bears a negative charge which slows the formation of a gel. But for a pH between 5 and 6 the gelling is accelerated leading to the formation of hydrated amorphous silica gels [SiO2.xH2O]. For a pH between 2 and 5, the silica charge is null, so presumably the molecules can readily collide. However in this pH span the concentration of hydroxyl ions governs the condensation of the polysilicic acid molecules, making the OH -ions as the catalyst for the condensation reaction. For a pH
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 21 Figure 2-1: Schematic of a polarized light microscopy 6 .
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 22 Figure 2-2: Textures of lamellar and hexagonal phases under the polarization microscopy. (a) The L phase, texture "Maltese Cross" (b) The L phase, oily streaks and "Maltese cross" (c) Hexagonal phase, fanlike texture, (d)Hexagonal phase H1 coexisting with a phase L.Nano-emulsion formation

Figure 2 - 3 : 4

 234 Figure 2-3: Conductivity profile as a function of the temperature for the Water/Decane/Remcopal 4 system (O/S = 3, W = 0.866)
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 2424 Figure 2-4: Schematic of a Dynamic Light Scattering apparatus
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 25 Figure 2-5: Schematic of the optical configuration used in NTA.
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 27 Figure 2-7: Calibration curve of the lipase for the dual-mesoporous material (black) and the mesomacroporous material (red).
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 28 Figure 2-8: Photo of the GC-MS Shimadzu QP2010 SE apparatus.The machine is constituted of two main components, the "separation" component and the "detection" component. The separation component includes a column (DB5-MS UI) inside a furnace, an injector and a detector. The detection component is the mass spectrometer. The sample is injected and ionized and goes through the detector via a quadrupole that separates the ions. This quadrupole consists of four parallel metal rods, a positive voltage is applied in two opposing rods and a negative voltage applied in the others as well as a radio frequency.The use of gas chromatography coupled with a mass spectrometer allows not only the separation of the different species in a mixture but also the identification of those species via a database, without the need to inject reference samples.
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 29 Figure 2-9: Temperature cycle (A) and a typical chromatogram obtained by GC-MS(B)
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 210 Figure 2-10: Calibration curve of the methyl esters.

  2𝑑 ℎ,𝑘,𝑙 sin 𝜃 = 𝑛𝜆 ⟹ 𝑑 = 2𝜋 𝑞 dh,k,l : repetition distance ; θ : diffraction semi-angle ; n : reflection order ; λ : X-ray wavelength.
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 31 Figure 3-1: Schematic of an X-ray tube (A), and of a SAXS apparatus (B).

  secondary reflections which have lesser intensities are attributed to different diffractions orders (n) of Bragg's law. The repetition distance "d" allows the calculation of the structural parameters that describe the studied lamellar phase, such as the surface per hydrophilic head (S), the hydrophilic thickness (dA) and the hydrophobic one (dB) as shown in Figure 3-2.
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 32 Figure 3-2: Schematic representation and a typical diffractogramm of a lamellar liquid crystal.133.1.2 Hexagonal phase
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 33 Figure 3-3: Schematic representation and a typical diffractogramm of a hexagonal liquid crystal.13 
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 34 Figure 3-4: Schematic representation and typical diffractogramm of a mesoporous material with a hexagonal structure (A) and wormlike structure (B).
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 35 Figure 3-5: Type II and Type IV adsorption/desorption isotherms.

  molecular cross-sectional area (16.2 Å 2 for N2 at 77 K); Vm = molar gas volume; Na = Avogadro number. The volume of the monolayer Vm is calculated using the BET equation (Brunauer, Emett, Teller 14 ): 𝑃 𝑉(𝑃 0 -𝑃) = 1 𝑉 𝑚 𝐶 + (𝐶 -1)𝑃 𝑉 𝑚 𝐶𝑃 0 V = adsorbed volume at a pressure P; Vm = monolayer volume; P0 = saturating vapor pressure of the adsorbent; C = constant.

( 15 -

 15 60 000 psia) which is regulated by oil. The samples are inserted in the penetrometer adapted to powder samples and installed at first in the low pressure compartment. After this the system is switched to the high pressure compartment. The switchover effect is eliminated manually later from the result.Electronic microscopyThe electronic microscopy methods are direct techniques that allows the visualization of the silica materials in real time, unlike the previous techniques that require further calculations in order to exploit the results. Two main techniques are used in this work: the Scanning Electronic Microscopy to study the morphology and the surface state of the materials, and the Transmission Electronic Microscopy to study the bulk of the materials on a different scale.3.4.1 Scanning Electronic Microscopy -SEMThis technique consists of the scanning of the surface of the sample using a high energy electron beam. The interaction between the electrons and the sample's surface leads to the generation of backscattered electrons, X-rays and Auger electrons, UV/visible/IR cathodoluminescence and secondary electrons. The latter have low energy and are generated from the most superficial atoms of the sample, this makes them responsive to the sample's surface topography. Those electrons are collected point by point on the scanned area, and the resulting signals are normalized and converted to an image of the scanned surface.

  pour H/TA = 2.3 à 44°C pour H/TA = 5.7) et avec l'augmentation de la fraction massique d'eau (de 26°C pour W = 0.6 à 31°C pour W = 0.9). Cette méthode permet de visualiser sur les courbes de conductivité les différentes phases présentes en fonction de la température. C'est ainsi qu'on observe un épaulement ou un maximum, à l'exception de la courbe relative à la solution H/TA = 3 et W = 0.9, qui est associée à des structures de type L3 ou cristal liquide.Pour mieux comprendre les structures qui entrent en jeu, un diagramme de phase de type pseudo-Shinoda a été établi pour H/TA = 3, et W variant entre 0.55 et 0.95. Ce diagramme de phase a montré qu'entre W = 0.6 et 0.8, l'augmentation de la température entraine le passage d'une phase transparente bleutée et isotrope à une phase qui a le même aspect au repos, mais qui présente une biréfringence d'écoulement, caractéristique d'une phase bicontinue. Pour des températures plus élevées et sur une gamme de quelques degrés, une phase L est observée en équilibre avec une phase isotrope, et au-delà de 35°C une émulsion inverse est détectée. La corrélation de ce diagramme avec les courbes de conductivité correspondantes permet d'élucider les différentes structures. Au début, l'augmentation de la conductivité correspond à une émulsion directe (phase continue conductrice), ensuite la chute de conductivité correspond à la phase bicontinue, l'épaulement ou le maximum étant associé à une phase L ou à une phase isotrope, et finalement les valeurs très faibles de la conductivité correspondent à une émulsion inverse (milieu continu non conducteur).L'échantillon préparé avec un rapport H/TA de 3 et une fraction massique d'eau de 0.7 a été observé en fonction de la température en SAXS et les courbes ont pour les plus grandes valeurs du vecteur de diffusion (q) une loi en q -4 . Cette loi est caractéristique d'un changement abrupt de la densité de la longueur de diffusion et correspond ici à la présence d'une l'interface eau/décane qui est séparée par une monocouche de tensioactif. L'ensemble des courbes de diffusion SAXS corroborent les observations faites sur le diagramme pseudo-Shinoda. Les nano-émulsions sont formées à 5°C et le calcul de la taille, en utilisant la loi de Porod, donne une valeur voisine de 60 nm, qui est du même ordre que celle mesurée par DLS, qui est de 50 nm.La taille des nano-émulsions préparées en utilisant les deux méthodes PIT et PIC ont été mesurées par DLS. Les résultats montrent que les nano-émulsions formées par la méthode PIC sont systématiquement plus grandes que celles formées par la méthode PIT, mais dans les deux cas la taille augmente avec le rapport H/TA et avec la fraction massique d'eau.Les nano-émulsions ont été utilisées pour la préparation de matériaux poreux. Après traitement hydrothermal et élimination de la partie organique, la taille des pores est en moyenne de 2-3 µm. Cette taille est considérablement plus grande que celle des nanoémulsions. Ce phénomène est attribué à la coalescence des gouttelettes d'huile qui prend place durant la synthèse des matériaux.Dans une deuxième étape, un système constitué de nano-émulsions et d'une solution micellaire de Pluronic P123 ont été utilisées pour la synthèse de matériaux silicatés à porosité hiérarchisée. Tout d'abord la concentration en P123 a été fixée à 2.5%, et on a étudié l'effet de la quantité de précurseur de silice (TMOS) sur la synthèse en faisant varier le rapport molaire nP123/nTMOS. Après traitement hydrothermal et élimination de la phase organique, on a trouvé que le rapport molaire optimal est de 0.0025. Pour ce rapport, le matériau obtenu donne des mésopores ayant un diamètre de 9.3 nm et qui sont organisés en réseau hexagonal. De 1 Biocompatible nano-emulsions
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 11 Figure 1-1: Ternary phase diagram of the Water/Cremophor EL/Isopropyl Myristate at 30˚C. I: monophasic isotropic liquid phase; Om: reverse micellar solution or W/O microemulsion; Lα: lamellar liquid crystalline phase; II: two-liquid isotropic phases; M: multiphase region; M(OM): multiphase region with an upper W/O microemulsion phase. 1
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 21 Figure 2-1: Calcination profile of the meso-macroporous silica materials.

Figure 2 - 2 :

 22 Figure 2-2: Comparison between the ethanol cleaned material and the calcined material, A) SAXS pattern, B) mercury intrusion porosimetry, C) nitrogen sorption isotherm and D) pore size distribution.

7. 7

 7 nm (Figure2-2D), as well as the values of dV/dD. Mercury intrusion showed that the calcined material has a macropore size of 150 nm while the un-calcined material has a macropore size of 250 nm (Figure2-2B). This shows that the thermal treatment of the mesomacroporous silica material causes the contraction of the mesopores as well as the macropores and a partial damage to the mesostructure. The decrease of the surface area and the pore volume indicate that not only contraction, but also surface reconstruction occurred
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 23 Figure 2-3: Comparison of the materials calcined at different temperatures and the initial material, A) SAXS pattern, B) Nitrogen sorption isotherm and C) Mean pore size distribution.
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 31 Figure 3-1: SAXS patterns evolution as a function of time in boiling water of A) the mesomacroporous material and B) the calcined meso-macroporous material.
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 32 Figure 3-2: Nitrogen sorption analysis as a function of time in boiling water of the initial mesomacroporous material, A) isotherms and B) pore size distribution of the samples taken at regular intervals.

  texture, the nitrogen sorption isotherms of both materials showed a sharp capillary condensation initially and this sharpness decayed and disappeared after 30 minutes for the un-calcined material (Figure3-2A) versus 60 minutes for the calcined material (Figure3-3A).
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 33 Figure 3-3: Evolution of nitrogen sorption analysis as a function of time in boiling water of the calcined meso-macroporous material, A) isotherm and B) pore size distribution of the samples taken at regular intervals.

Figure 3 -

 3 Figure 3-6 shows the vibrations of the silica matrix detected on the infrared spectrum below 1800 cm -1 . The broad and intense band with a maximum at 1080 cm -1 as well as the shoulder
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 36 Figure 3-6: Evolution of the FTIR spectra as a function of time in boiling water of A) the initial meso-macroporous material and B) the calcined material and C,D) the peaks at 4370 cm -1 for the materials, respectively.
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 37 Figure 3-7: SAXS pattern evolution as a function of time in boiling water of the dual mesoporous silica material.
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 3 Figure 3-10: A) FTIR analysis of the dual-mesoporous silica material and B) the peak at 4370 cm -1 as a function of time in boiling water.

4

  Mucor miehei Lipase immobilizationWe have studied the capacity of adsorption of the Mucor miehei Lipase (Mml) on the silica material. The immobilization protocol is presented in Chapter 2, it has been optimized by our group in a previous work1 .
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 41 Figure 4-1: Adsorption isotherm of the Mml immobilized at pH6 on the calcined mesomacroporous material.
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 42 Figure 4-2: FTIR spectra of the adsorbed Mml on the meso-macroporous material (red) and the initial material (black).
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 43 Figure 4-3: Meso-macroporous biocatalyst characterization before and after enzyme adsorption. A) SAXS pattern, B) pore size distribution, C) Nitrogen sorption isotherm and D) Mercury intrusion porosimetry.
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 44 Figure 4-4: Adsorption isotherm of the Mml immobilized at pH6 on the dual meso-porous material.
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 46 Figure 4-6: Dual-mesoporous biocatalyst characterization before and after enzyme adsorption. A) SAXS patter, B) pore size distribution and C) Nitrogen sorption isotherm.
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 51 Figure 5-1: Methyl esters yield as a function of time for the A) meso-macroporous catalyst, and B) for the dual-mesoporous catalyst.

Figure 5 -

 5 1 shows the production of the methyl ester as a function of time.
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 52 Figure 5-2: "Turnover number" of the two types of catalysts.
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 53 Figure 5-3: Recyclability of the meso-macroporous and the dual-mesoporous catalysts.

  material will be called MMMTE for Meso-Macroporous Materials Templated by
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 61 Figure 6-1: Adsorption isotherms of Mml on A) SBA-15 and B) MMMTE

Figure 6

 6 Figure 6-2.
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 6263 Figure 6-2: Recyclability of the SBA-15, MMMTE, meso-macroporous and dual-mesoporous catalysts.
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 64 Figure 6-4: the correlation between the mesopore size and A) the initial speed of the formation of methyl esters and B) the turnover number.
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 6 Figure 6-4 shows that the best enzymatic activity is observed for a pore size of 8.5 nm. This observation is in agreement with the results obtained by Gustafsson et al.26 where they show
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 65 Figure 6-5:The closed and open conformation of the lipase molecule 28 .

  Dans ce travail nous avons préparé des matériaux silicatés à porosité hiérarchisée comme support pour l'adsorption de molécules d'intérêts dans le domaine pharmaceutique et comme catalyseur pour la production de biodiesel. Les matériaux ont été synthétisés à partir d'un mélange de micelles et de nano-émulsions, qui ont servi d'empreinte pour créer des mésopores et des macropores. La première partie est consacrée à l'étude détaillée du système Remcopal 4/décane/eau. Le diagramme de phase a été établi et les paramètres structuraux du film de tensioactif pour les différentes structures ont été déterminés. Nous avons montré que ce système est adapté à la formation de nano-émulsions. En effet, des nano-émulsions ont été préparées par température d'inversion de phase (PIT) et par composition d'inversion de phase (PIC). La température d'inversion de phase augmente avec le rapport huile/tensioactif ainsi qu'avec la quantité d'eau. Les nano-émulsions obtenues par température d'inversion de phase ont montré une meilleure stabilité temporelle et leur taille est systématiquement plus petite que celle obtenue par composition d'inversion de phase. Les matériaux à porosité hiérarchisée ont été préparés par "dual templating". Ce mécanisme combinant les mécanismes Liquid Crystal Templating (LCT) et Cooperative Templating Mecanism (CTM) a permis l'obtention d'un matériau ayant une macroporosité dont la taille des pores est de 250 nm, qui correspond à l'empreinte des nano-émulsions ainsi qu'une mésoporosité dont la taille des pores est de 9 nm, qui est générée par mécanisme coopératif entre les micelles de P123 et le précurseur de silice. En plus des micelles qui permettent la formation des mésopores, la présence du P123 contribue à stabiliser les nano-émulsions et en même temps les protège contre les effets du méthanol (démixtion) qui est produit par l'hydrolyse du précurseur de silice. Ensuite matériaux poreux et matériaux hybrides ont été dopés avec une molécule hydrophobe, le kétoprofène. Les matériaux hybrides sont constitués des nano-émulsions chargés en kétoprofène et des micelles de P123, lesquelles sont recouvertes de silice. La libération du kétoprofène à partir de ces matériaux hybrides est sensible au pH. D'un autre côté, la libération du kétoprofène adsorbé sur le matériau silicaté méso-macroporeux est très limitée, mais en présence de micelles de P123 dans la solution réceptrice, la libération est améliorée. Nous avons montré que la quantité de kétoprofène libérée à partir du matériau méso-macroporeux dépend de la concentration en P123 dans la solution réceptrice. Dans ce cas la libération est assistée par les micelles. Les stabilités thermique et hydrothermale de ces matériaux silicatés ont été examinées avant de les utiliser comme biocatalyseur. Pour effectuer une étude comparative, des matériaux à double mésoporosité ont été préparés à partir d'une solution micellaire dans laquelle deux types de micelles coexistent, des micelles riches en tensioactif fluorées et des micelles riches en P123.

2 :

 2 Enzymatic activity of the different bioreactors estimated from the HPLC analysis of the N-α-acétyl-L-lysine. that the specific enzymatic activity for the enzymes immobilized for 3 hours on the non-calcined SBA-15 in a TRIS buffer solution at a pH6 is the best one.

Table 1 :

 1 Summary of the advantages and drawbacks of the different immobilization methods

	Immobilization methods	Advantages	Drawbacks
	Adsorption	Physisorption	 Simple to implement	 Reversible, risk of leaching
			 Low risk of	 When adsorbed in
			denaturation	multilayer, the catalytic
			 Cheap	activity is inhibited
		Chemisorption  More efficient	 Can be expensive
			 Higher recyclability	 Can decrease the
				enzymatic activity
	Encapsulation		 Lower risk of	 The high temperature of the
			desorption	synthesis and the use of
				solvents can deteriorate the
				enzyme
	Cross-linking CLEA	 High enzymatic	 Enzyme must form crystals
		CLEC	activity  Enzymes are well	or aggregates
			protected	
			 Cheap	

Table 1 -

 1 

		1: Physico-chemical properties of the used surfactants	
	Label with lot number	Chemical formula	ρ (g.ml -1 )	M (g.mol -1 )	Vmol (cm 3 .mol -1 )	HLB
	[Remcopal 4]	C12H24(OC2H4)4OH	0.95	362	381	9.7
	Pluronic P123	HO-(C2H4O)20-(C3H6O)70-(C2H4O)20-OH	1.04	5800	5577	7-9
	R F 8(EO)9 [Lot 125 -LX]	C8F17C2H4(OC2H4)9OH	1.39	870	626	9.6

The Remcopal 4 was provided by CECA. It is a technical grade surfactant. Its hydrophobic moiety consists of a chain of 12 carbons, and its hydrophilic moiety consists of 4 ethylene oxide groups. It should be noted that those numbers represent the average number of groups in each chain. There are no literature concerning the toxicity of Remcopal 4, but in general,

Table 1 -

 1 2: Physico-chemical properties of the used hydrogenated oils

	Chemical Formula	M	ρ	Grade Supplier
			(g.mol -1 )	(g.ml -1 )	
	Decane	C10H22	142	0.73	>95 % Sigma-Aldrich

Table 2 -

 2 1: Hydrothermal and TMOS molar ratio for the surfactants used in this work.

	Surfactant	Concentration (wt-%) R	pH Temperature/Time
	Pluronic P123 2,5	0.017 0	40°C/24h → 100°C/48h
	R F 8(EO)9	10	0.5	2	80°C/24h

  Ce chapitre est consacré à l'élaboration de matériaux à porosité hiérarchisée à partir de nanoémulsions et de micelles. Ces matériaux ainsi que les matériaux hybrides, dans laquelle la phase organique n'a pas été éliminée ont été utilisés pour encapsuler un principe actif, le kétoprofène, et sa libération a été étudiée. L'étude commence par une investigation du

	comportement de phase du système Remcopal 4/décane/eau. Le Remcopal 4 est un
	tensioactif très voisin du C12(EO)4, mais son comportement dans l'eau ne présente pas
	exactement les mêmes propriétés de phase. Aucun point trouble, ni phase L3, détectés avec
	le C12(EO)4, n'ont été mis en évidence. L'addition de décane n'augmente pas le
	polymorphisme, la phase micellaire inverse (L2) persiste ainsi que la phase lamellaire (L), qui
	peut incorporer jusqu'à 50% de décane pour un rapport massique eau/Remcopal 4 égal à 1 à
	température ambiante. En revanche, une phase hexagonale inverse (H2) est détectée entre

les phases L et L2. Les paramètres structuraux de la phase lamellaire gonflée de décane ont été déterminés. En se basant sur des considérations géométriques simples, la surface par tête polaire (S) et l'épaisseur hydrophobe (dB) ont été calculées à partir de la distance de répétition (d100), laquelle a été obtenue par SAXS. Les résultats montrent que dB est une fonction linéaire du nombre de molécules de décane par molécule de tensioactif. La valeur de S varie entre 0.35 et 0.38 ± 0.1 nm 2 . Le caractère hydrophobe du tensioactif et la présence d'une phase lamellaire qui se gonfle considérablement en présence de décane, font que ce système est approprié à la préparation de nano-émulsion par deux méthodes qui sont liées à l'inversion de phase : température d'inversion de phase (PIT) et inversion de phase par changement de la composition (PIC).

Pour la méthode PIT, la connaissance de la température d'inversion de phase est nécessaire.

Des mesures de conductivité en fonction de la température, en remplaçant l'eau par une solution de NaCl (10 -2 mol/L), ont permis la détermination de la PIT en fonction de la concentration en tensioactif et des fractions massiques d'eau et de décane. Quatre rapports huile/tensioactif (H/TA) (2.3, 3, 4, 5.7) pour une fraction massique en eau (W) de 0.6, ainsi que quatre W (0.6, 0.7, 0.8, 0.9) pour un rapport H/TA de 3 ont été investis. Les résultats ont montré que la température d'inversion de phase augmente avec le rapport H/TA (de 23°C

  d'immersion. La stabilité hydrothermale des matériaux méso-macroporeux calciné et noncalciné a été comparés. La caractérisation SAXS des échantillons prélevés à intervalle régulier montre que le matériau non calciné est déstructuré après 30 minutes, alors que le matériau calciné reste stable pendant 1 heure. La distribution de la taille des pores en fonction du temps d'immersion se comporte de façon similaire. De plus, la surface spécifique et le volume poreux du matériau non-calciné chutent brutalement durant les premières 90 minutes et après 24 heures 40% de la surface est perdue. Concernant le matériau calciné, la diminution du volume et de la surface est lente, après 24 heures la surface spécifique a chuté La surface spécifique diminue de 90% et le volume poreux de 80% après 24 heures d'immersion, indiquant une forte altération de la surface, ceci étant confirmé par analyse FTIR. La différence de comportement des deux matrices est due à l'épaisseur des parois, plus la paroi est épaisse plus la matrice Les échantillons sont ensuite analysés par FTIR pour quantifier la lipase adsorbée sur la silice. Le modèle de Langmuir permet d'obtenir des informations quantitatives comme les valeurs d'adsorption maximales (Γmax) et les constantes de Langmuir (KL) qui sont pour le matériau méso-macroporeux de 0.76 mgMml/mgSilice et 3.81 mg/ml respectivement, et de 0.94 mgMml/mgSilice et 12.7 mg/ml pour le matériau à double mésoporosité. Les propriétés texturales du matériau méso-macroporeux après adsorption de la Mml sont modifiées, la surface spécifique diminue légèrement de 630 à 600 m 2 /g et le volume poreux est fortement abaissé de 0.8 à 0.3 cm 3 /g. D'un autre coté la taille des mésopores et des macropores est reste inchangée. Concernant le matériau à double mésoporosité, les pores de petite taille ne sont plus détectables, et la taille des larges pores diminue de 9.6 à 7.6 nm, la surface spécifique est abaissée de 880 à 530 m 2 /g et le volume poreux de 0.94 à 0.38 cm 3 /g. Après l'immobilisation de l'enzyme, les réactions de transestérification ont été faites à partir des 2 types de matériaux dans les conditions optimales déterminées auparavant au laboratoire par J. Jacoby 1 . Les échantillons sont analysés par spectrométrie de masse pour quantifier les esters méthylés produits. La vitesse La plus faible adsorption maximale est d'ailleurs enregistrée pour le matériau de type SBA-15. Concernant l'activité enzymatique, la SBA-15 atteint 100% de conversion après 30 heures, le matériau méso-macroporeux après 50 heures, le matériau méso-macroporeux synthétisé à partir d'émulsions concentrées fluorées, et 75 heures pour le matériau à double mésoporosité. La vitesse initiale la plus élevée est celle du SBA-15 et la plus faible est pour le matériau à double mésoporosité. L'activité enzymatique croit avec l'augmentation de la taille des pores ; ce qui peut être expliqué par la facilitation de l'ouverture du couvercle de l'enzyme quand l'espace est suffisamment grand, aussi le large diamètre des pores facilite le transfert de masse et diminue le risque de blocage. Ainsi plus le diamètre poreux est grand plus ce processus est améliorer. Concernant la matrice à double mésoporosité, l'activité enzymatique est la plus faible même si la taille des mésopores est la plus large, car lorsque les molécules d'enzyme sont dans les pores de petite taille l'ouverture du couvercle est inhibé, et empêche la réaction d'avoir lieu. De façon étonnante cette matrice

	est stable.
	Ensuite, l'immobilisation de l'enzyme Mml par physisorption sur différents supports a été
	étudiée pour réaliser des réactions de transestérification sur le matériau méso-macroporeux
	calciné et sur le matériau à double mésoporosité. Les isothermes d'adsorption ont été établies

de 65% et le volume poreux de 30%. Les macropores résistant à l'eau bouillante et leur taille est maintenue durant toute la durée de l'expérience. L'analyse par FTIR des échantillons montre que le matériau non-calciné a une surface riche en silanols isolés qui sous l'effet de l'eau bouillante s'appauvrit légèrement après 24 heures, alors que pour le matériau calciné, on note une forte diminution de l'intensité du pic des silanols isolés qui disparait après 24 heures. La faible teneur de silanols isolés dans le matériau calciné permet d'expliquer sa meilleure stabilité hydrothermale, car il y a moins de possibilité d'attaque de la surface par l'eau. Concernant le matériau à double mésoporosité, l'évaluation de sa stabilité hydrothermale montre que la matrice ayant des petits pores est déstructurée complètement après 3 heures et la matrice ayant des grands pores résiste mieux puisqu'elle est déstructurée seulement après 8 heures d'immersion dans l'eau bouillante. pour déterminer le taux d'adsorption maximale de la Mml. Pour ce faire, le matériau est plongé dans un solution tampon de tris(hydroxyméthyl)aminométhane à pH 6 contenant la lipase à différentes concentrations. initiale de la réaction pour le catalyseur méso-macroporeux est de 12.1 µmol/h, alors que pour le catalyseur à double mésoporosité la vitesse est de 7.6 µmol/h. Le nombre de "turnover" qui correspond au nombre de moles transformées pour une mole d'enzyme est de 3700 moles de substrat pour la matrice méso-macroporeuse, et pour la matrice à double mésoporosité de 3000 moles de substrats. Un autre point important est la recyclabilité du catalyseur, et les expériences montrent que la matrice méso-macroporeuse est recyclable 3 fois, tandis que la matrice à double mésoporosité est recyclable 4 fois.

La comparaison avec les résultats obtenus au laboratoire avec d'autre matrices mésoporeuses de type SBA-15 et méso-macroporeuses montre que plus le volume poreux est important plus la quantité d'enzyme immobilisée est importante. D'autre part, la présence d'une deuxième porosité améliore le transfert de masse et augmente la probabilité d'adsorption de l'enzyme.

Table 2 -

 2 1: SBET and VP for as a function of the calcination temperature of the silica materials.

		10.1 nm											
			5 nm										
		10.1 nm		450°C									
	(a.u.)		5.2 nm		0.0	0.1	0.2	0.3	0.4	0.5	0.6	0.7	0.8	0.9	1.0
	Intensity	10 nm	5.1 nm	400°C									
		11.2 nm		350°C									
		6.2	5.2										
			3 nm									
			Soxhlet									
		1	2										
			q (nm -1 )										
				SBET (m 2 /g) VP (cm 3 /g)					
			Initial material 880	1								
			350°C	780	0.5							
			400°C	760	0.48							
			450°C	750	0.45							

Table 5 -

 5 1: Comparison of the initial speed between the meso-macroporous and the dualmesoporous catalysts.

	Catalyst	Methyl ester formation
	Matrix	Initial speed (µmol/h)	Initial speed (µmol/h/mgMml)
	Meso-macroporous	12.1	1.6
	Dual-mesoporous	7.6	0.8

Table 6 -

 6 1: Summary of the properties of the materials. a0 = repetition distance of the first SAXS peak, dp = mesopore diameter, SBET = surface area, VP = pore volume and DP = macropore diameter.

	Material	a0 (nm) dP (nm) SBET (m 2 /g) VP (cm 3 /g) DP (µm)
	Meso-macro 9.6	7.7	630	0.8	0.15
	Dual-meso	10.8	9.4/3.6 880	0.94	-
	SBA-15	11.3	8.5	700	0.72	-
	MMMTE	8.2	7.1	820	1.57	4.8

Table 6 - 2 :

 62 Summary of the properties of the materials after the immobilization of Mml. a0 = repetition distance of the first SAXS peak, dp = mesopore diameter, SBET = surface area, VP = pore volume and DP = macropore diameter.

	Material	a0 (nm) dP (nm) SBET (m 2 /g) VP (cm 3 /g) DP (µm)
	Meso-macro 9.5	7.7	600	0.3	0.15
	Dual-meso	10.1	7.1	530	0.38	-
	SBA-15	11.3	8.5	420	0.65	-
	MMMTE	8.1	6.5	540	0.67	4.8

Table 6 -

 6 3: The Langmuir formula parameters of the materials.

	Material	KL (mg/ml) Γmax (mg/mg) Γtheoretical (mg/mg)
	Meso-macro 3.81	0.76	1.25
	Dual-meso	12.7	0.94	1.47
	SBA-15	1.02	0.5	1.44
	MMMTE	2.57	1.1	2.47

Table 6 - 4 :

 64 Adsorption rates and immobilization efficiency of the Mml of the different matrices.

	Material	Adsorption rate	Immobilization efficiency
		(mgMml/mgSilica)	
	Meso-macro 0.76	76%
	Dual-meso	0.94	31%
	SBA-15	0.42	26%
	MMMTE	0.57	36%

Table 6 -

 6 5: Comparison of the initial speeds and the turnover number of the different matrixes.

	A		B		
	Catalyst Matrix	Methyl ester formation Initial speed Initial speed (µmol/h) (µmol/h/mgMml)	Reaction time (Hours)	Turnover number (mol/mol)
	Meso-macro	12.1	1.6	50	3700
	Dual-meso	7.6	0.8	75	3000
	SBA-15	18.5	4.4	30	4900
	MMMTE	8.3	1.45	72	3600

  Les matériaux méso-macroporeux sont stables jusqu'à 550°C, la structure n'étant que faiblement endommagée, mais une contraction de la taille des pores est observée. D'un autre côté, la matrice ayant des petits pores du matériau à double mésoporosité est complètement dégradée, mais la matrice ayant des plus grands pores n'est que faiblement endommagée quelle que soit la température de calcination. Pour ce qui concerne la stabilité hydrothermale, le matériau méso-macroporeux calciné est stable pendant une heure dans l'eau bouillante, alors que le matériau non-calciné n'est stable que pendant 30 minutes. La déstructuration n'atteint que les mésopores, les macropores restent intacts. Le matériau à double mésoporosité, est également sensible à l'eau bouillante, mais deux cinétiques, qui correspondent à chaque matrice, sont observées, la matrice ayant de petits pores se déstructure après 3 heures, tandis que la matrice ayant des grands pores est détruite après 8 heures.Ensuite l'immobilisation de la Mucor miehei lipase (Mml) sur le matériau méso-macroporeux calciné et le matériau à double mésoporosité a été étudiée. Le matériau à double mésoporosité a une capacité d'immobilisation de la lipase plus importante que le matériau méso-macroporeux calciné. Quant à l'activité catalytique, le catalyseur méso-macroporeux est plus performant que le catalyseur à double mésoporosité. En revanche ce dernier peut être recyclé 4 fois contrairement au premier qui n'est recyclable que 3 fois.La comparaison avec des catalyseurs préparés auparavant au laboratoire a montré que le matériau méso-macroporeux calciné est le meilleur catalyseur. Il a une relativement faible capacité d'immobilisation de l'enzyme, mais la vitesse initiale est la plus grande et le turnover number est le plus important..

		3h	6h	3h	6h
	Enzyme concentration (g/L)	0,069	0,053	0,026	0,058
	Adsorption %	17,66%	15,16%	7,13%	15,25%
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2.3.2 Bimodal mesoporous materialsMany papers can be found in the literature focusing on the synthesis of meso-macro, micromacro or micro-mesoporous materials[START_REF] Sen | Synthesis and Characterization of Hierarchically Ordered Porous Silica Materials[END_REF][START_REF] Blin | Fluorinated Emulsions: Templates for the Direct Preparation of Macroporous-Mesoporous Silica with a Highly Ordered Array of Large Mesopores[END_REF][START_REF] Nakanishi | Spontaneous Formation of Hierarchical Macro-Mesoporous Ethane-Silica Monolith[END_REF][START_REF] Sel | Principles of Hierarchical Meso-and Macropore Architectures by Liquid Crystalline and Polymer Colloid Templating[END_REF][START_REF] Blin | Hierarchically Mesoporous/Macroporous Oxide Templated from PolyethyeleneOxide Surfactant Assemblies[END_REF][START_REF] Holland | Synthesis of Highly Ordered, Three-Dimensional, Macroporous Structures of Amorphous or Crystalline Inorganic Oxides, Phosphates, and Hybrid Composites[END_REF][START_REF] Blanford | Gems of Chemistry and Physics: Macroporous Metal Oxides with 3D Order[END_REF][START_REF] Mori | Synthesis of Micro-Mesoporous Bimodal Silica Nanoparticles Using Lyotropic Mixed Surfactant Liquid-Crystal Templates[END_REF] . However only a few deal with bimodal systems having two types of mesopores[START_REF] Yuan | Insights into Hierarchically Meso-macroporous Structured Materials[END_REF][START_REF] Bagshaw | Bimodal Pore Systems in Non-Ionically Templated [Si]-MSU-X Mesoporous Silica through Biomimetic Synthesis in Weakly Ionic Solutions[END_REF][START_REF] Sun | Synthesis of Bimodal Nanostructured Silicas with Independently Controlled Small and Large Mesopore Sizes[END_REF][START_REF] Groenewolt | Mixed Micellar Phases of Nonmiscible Surfactants: Mesoporous Silica with Bimodal Pore Size Distribution via the Nanocasting Process[END_REF][START_REF] Xing | Synthesis and Tuning of Bimodal Mesoporous Silica by Combined Hydrocarbon/fluorocarbon Surfactant Templating[END_REF][START_REF] Wang | Synthesis of Double-Mesopore Silica Using Aqueous Ammonia as Catalyst[END_REF] . In addition, the final material has either a

plus, des macropores, qui sont l'empreinte des nano-émulsions sont présents et leur taille est de 240 nm. La surface spécifique de ce matériau est de 780 m 2 /g et le volume poreux de 1.2 cm 3 /g. Ensuite, la concentration en P123 a été variée entre 0 et 10%, tout en utilisant le rapport molaire optimal (0.0025). Les résultats montrent que la taille des mésopores diminue de 10.2 à 8.6 nm en augmentant la concentration de P123 de 0.5 à 10%, alors que la surface spécifique et le volume poreux restent du même ordre de grandeur. Pour ce qui concerne les macropores, les photos MEB montrent que leur diamètre augmente avec la concentration en P123 en variant typiquement de 0.25 à 10 µm, sachant que la taille des gouttelettes de la nano-émulsion est de 100 nm. Pour mieux comprendre les facteurs qui influencent la taille des macropores on a étudié la stabilité des nano-émulsions en présence de méthanol (produit issu de l'hydrolyse du précurseur de silice) et, conjointement en présence de P123. Les résultats montrent que les nano-émulsions sont stables jusqu'à 10% de méthanol. Au-delà, une augmentation importante de la taille des gouttelettes est observée. D'un autre côté, la présence de micelles de P123 provoque une légère augmentation de la taille des nanoémulsions, de l'ordre de 40 nm, après quelques minutes de mélange, lorsque la solution contient 5% de P123. L'augmentation de taille des gouttelettes est plus prononcée si l'ajout de P123 est plus important. Par mesure de conductivité on a démontré que la PIT augmente avec la quantité de P123, ce qui a participe à l'augmentation de la déstabilisation des nanoémulsions. L'ajout de 18% méthanol (quantité qui correspond à l'alcool libéré lors de l'hydrolyse) au système nano-émulsion/solution micellaire (2.5% P123) engendre une légère augmentation de la taille des nano-émulsions. Le méthanol provoque de modifications de la structure des molécules d'eau, qui sont à proximité du film amphiphile, en favorisant la formation de liaisons hydrogènes et l'hydratation se propage jusque dans la partie hydrophobe du film. Finalement, on a pu conclure que la présence de P123 est cruciale dans cette synthèse à cause de son double rôle : rôle structurant dans la formation des mésopores et rôle stabilisant des gouttelettes des nano-émulsions.A la suite, les matériaux à porosité hiérarchisée ont été utilisés pour encapsuler un principe actif hydrophobe modèle, le kétoprofène. Le profil de libération de cette molécule a été comparé à celui obtenu à partir des matériaux hybrides. Ces matériaux sont constitués de deux composantes : la première est organique et contient le kétoprofène, et la seconde est minérale, formée par la silice méso-structurée. La libération du kétoprofène à partir du matériau hybride a été étudiée dans des solutions réceptrices à différents valeurs de pH, et les résultats montrent que le kétoprofène est libéré préférentiellement en milieu acide, car il précipite localement dans la matrice. Durant la libération une faible partie du kétoprofène se dissout dans la solution réceptrice car l'équilibre ionique favorise la dissolution du kétoprofène,

le fait que le kétoprofène se solubilise au coeur des micelles de P123 durant la synthèse du matériau. Ces micelles sont piégées dans la matrice silicatée, inhibant alors la libération du kétoprofène. Pour mieux comprendre le mécanisme de libération, les profils ont été exploités avec les modèles de type : ordre zéro, premier ordre, Higuchi et Korsmeyer-Peppas. Le modèle le plus adapté étant celui de Korsmeyer-Peppas. Il permet d'en déduire que le mécanisme de libération est pseudo-Fickien. La libération est rapide dans un premier temps, puis devient plus lente et durable. Ce comportement rend le matériau hybride intéressant pour la vectorisation de principes actifs, laquelle requiert bien souvent un apport lent et durable de la substance active. D'un autre côté, la libération kétoprofène à partir du matériau poreux silicaté, dans lequel le kétoprofène a été adsorbé est très limitée (de l'ordre de 8%) et rapide (quelques minutes).Ceci est dû à la faible solubilité du kétoprofène en milieu aqueux. En revanche la libération du kétoprofène en présence de micelles de P123 dans la solution réceptrice augmente le taux de kétoprofène libéré en fonction de la quantité de P123 présente, qui atteint 77% pour seulement 1% de P123. Ce taux est atteint en 40 minutes environ, quelle que soit la concentration en P123. Cette libération rapide est due au caractère hydrophile de la matrice silicatée. Comme pour les matériaux hybrides et les nano-émulsions, les courbes ont été modélisées. Le modèle de Korsmeyer-Peppas est à nouveau celui le plus adapté et suggère un mécanisme de libération pseudo-Fickien.En conclusion, on a montré que pour tous les systèmes étudiés, la libération adopte un mécanisme pseudo-Fickien. La libération du kétoprofène à partir du matériau hybride est sensible au pH, et pour le matériau silicaté la libération est assistée par les micelles.
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Comme le matériau hybride contient du P123, l'effet de la présence du pluronic a été examiné avec des nano-émulsions chargées en kétoprofène, en présence ou non de micelles de P123 dans la solution réceptrice. Dans les deux cas le kétoprofène est libéré plus rapidement à partir des nano-émulsions qu'à partir des matériaux hybrides, mais dans la solution contenant les micelles de P123, le kétoprofène a tendance à se solubiliser au coeur des micelles, lesquelles agissant comme si une force d'aspiration était générée. La plus faible vitesse de libération de ce principe actif enregistrée avec les matériaux hybrides peut être justifiée, par

Chapter 2

Materials and Methods

The different steps of the preparation of the mesoporous materials are presented in Figure 23456. For the dual-mesoporous material, the P123/ R F 8(EO)9 surfactant couple was used. For the P123/ R F 8(EO)9 system, the aqueous solution prepared from 1% of P123 and 9% of R F 8(EO)9.

The pH is stabilized at 0.3 using HCl. The surfactant/TMOS ratio is 0.1. The TMOS is added dropwise to the solution and stirred for 1 hour. Then the solution is transferred to an autoclave which undergoes a hydrothermal treatment at 80°C for 24 hours 8 .

The meso-macroporous material were prepared by "Dual Templating", the template for the macropores are nano-emulsions. The nano-emulsions are prepared by the PIT method. A mixture containing 20% decane, 6.6% of Remcopal 4 and water at pH 0 is done, then the nano-emulsions are formed by PIT. As for the mesopores, a micellar solution of 5% of P123 at pH 0 is prepared. Finally the nano-emulsions and the micellar solution are mixed with a ratio of 1:1 for 30 seconds. The TMOS is added dropwise for a molar ratio of 0.0025. The mixture is stirred for 1 hour then transferred to an autoclave which undergoes a hydrothermal treatment at 40°C for 24 hours, then at 100°C for 48 hours.

Once the hydrothermal treatment is completed, the organic components are eliminated using ethanol in a Soxhlet device for 48 hours. The recovered powder was dried at room temperature. The characterization of the materials such as the structure, texture and morphology is determined by different techniques. The structure is determined by SAXS, the textural properties are obtained by nitrogen sorption analysis. The morphology is observed through electronic microscopy, and the macropore diameter is measured by mercury porosimetry.

The hybrid materials are prepared by the same manner as for the meso-macroporous materials with minor modifications. The active ingredient which is the ketoprofen is dissolved in the decane/Remcopal 4 mixture before adding of the water. The nano-emulsions are formed by PIT, and mixed with a P123 micellar solution with a 50:50 ratio. The TMOS is added dropwise for a molar ratio of 0.0025. The hydrothermal treatment is done at 40°C for 24 hours, then at 70°C for 48 hours. The final powder is dried at 40°C for 48 hours. The ratio of the encapsulated Ketoprofen was 1.2 wt-%.

The nano-emulsions were formed in a water bath with controlled temperature, and the final products were stored at 25°C.

Characterization

All freshly prepared nano-emulsions are optically transparent. The nano-emulsions were stored at 25˚C for 7 days and the aspects of the solutions after this period were noted in the Those observations show that the nano-emulsions with 1.2 wt-% Ketoprofen were more stable than the nano-emulsions without Ketoprofen (Table 1-1). The samples that did not show any creaming were analyzed using the DLS technique (3D LS Spectrometer -LS Instruments) at a scattering angle of 90˚C (Table 1-2 and Table 1-3) and ambient temperature (25˚C).

The DLS measurements showed that there is a slight increase in the mean droplet radius (Cumulant analysis) with the decrease of the formulation temperature. The samples without Ketoprofen showed a mean droplet radius 10 to 20 times bigger than the samples with 1.2 wt-% Ketoprofen. Release Experiment of the Ketoprofen from the Biocompatible Nano- 

Silica materials templating

Furthermore, the nano-emulsions prepared for an O/S ratio of 3, a water content of 0.8 by PIC were used in the synthesis of hierarchical porous material. The preparation method is similar to the one described in Chapter III were the nano-emulsion is mixed with a micellar solution of P123 (5%) for a 1:1 ratio. The molar ratio of the surfactant and the silica precursor is also equal to 0.0025. The precursor is added dropwise to the nano-emulsion/micelle mixture and then transferred to an autoclave were it is heated at 40°C for 24 hours followed by a heating at 100°C for 24 hours. The organic phase is extracted by ethanol using a Soxhlet for 48 hours.

The resulting material is dried at room temperature. In conclusion, the initial results obtained for this system shows that it can be considered as a viable candidate for the elaboration of a new and innovative type of drug delivery system, nonetheless further studies and optimization are still required in order for this system to become a fully functional drug carrier. 

Lipase immobilization onto mesomacroporous and dual mesoporous silica materials

The pore size distribution in Figure 2-3C shows that the pore size at 3.6 nm disappears, and the pore size at 9.4 nm remains, but its dV/dD value decreases by half. The surface area decreases by 11% to 15%, and the pore volume decreases by 50% for the thermal treatments at all the temperatures. This shows that the thermal treatment of the dual-mesoporous silica material have a damaging effect. The matrix with the smaller pore size collapses when the temperature is applied while the matrix with the larger pore size is slightly damaged. This difference in the behavior of the two matrices is attributed to the variations in the pore wall thickness. The pore wall size is calculated from the SAXS pattern and the nitrogen isotherm of the initial material:

Using the formulas presented above, the pore wall thickness of the matrix with the smaller pore size is equal to 2.4 nm, while the pore wall thickness of the matrix with the larger pore size is equal to 3.2 nm. The thinner pore wall of the matrix with the small pore size renders it prone to collapse under high temperatures 8,16 , and explains its faster decay compared with the matrix with the larger pore size.

3 Hydrothermal stability of the hierarchically porous silica material

The assessment of the thermal stability of those materials is not enough, it is necessary to study their behavior in aqueous conditions in order to understand the effects of water on their structure and physico-chemical properties for potential applications. Vansant et al. 8 suggested that this stability is influenced by three important factors: pore wall thickness, condensation ratio and the mesostructure of the matrix.

The assessment of the hydrothermal stability of mesoporous silica material is usually done by two methods, the first one consists of placing the sample under steam at 800°C and the second one consists of submerging the sample in boiling water. Since the second method is easier to realize, it was adopted in this study.

Hydrothermal stability of the meso-macroporous silica material

The SAXS pattern of the initial and the calcined materials showed three peaks of the hexagonal ordering of the mesostructure (Figure 3-1A-B). After 30 minutes in boiling water the un-calcined material lost its mesostructure, while the calcined material collapsed after 60 minutes.

at 1200 cm -1 are characteristic of the antisymmetric stretching vibrational mode of the Si-O-Si siloxane bridges. The SAXS patterns in Figure 3-7 shows that the structure of the matrix with the small pore collapses after 3 hours, while the structure of the matrix with the large pore remains stable even after 24 hours in boiling water, although the intensity of the peaks decreases with time. In the case of the dual-mesoporous material, both its constituting matrices show a hexagonal mesostructure, the only difference resides in the pore wall thickness. The matrix with the large pores has thicker walls than the matrix with the smaller pores, which makes the latter less hydrothermally resistant.

Comparison and discussion

The comparison of the thermal stability of the meso-macroporous silica material and the dualmesoporous silica material shows that the mesopores sustain mainly two types of damages they shrink or collapse. The mesopores of the meso-macroporous material sustained a shrinkage from 9.6 to 7.7 nm, and the secondary porosity volume constitute initially 21% of the pore volume, and after calcination it reduced to 6%. This shrinkage is due to the consolidation of the micropores and the enhancement of the cross-linking 14 . While the dualmesoporous silica material showed a total collapse of the matrix with the smaller pore and a damage for the matrix with the larger pore, and this phenomena can be attributed to the pore wall thickness. The lack of shrinkage of the pores of the matrix with the large pores can be explained by the absence of micropores which in the walls and enhances its stability.

The comparison between the hydrothermal stability of the meso-macroporous silica material, the calcined meso-macroporous silica material and the dual-mesoporous silica material shows that each type of material display a different decay kinetic. The meso-macroporous silica material collapsed entirely after 30 minutes in boiling water, while its calcined counterpart remained stable for 1 hour. This increased stability is caused by two factors, the enhanced cross-linking and the decrease in the surface density of the isolated silanols which makes the material more resistant to water attacks. On the other hand, the dual-mesoporous material showed a much better hydrothermal stability, since the total collapse of the matrix with the small pore size happened after 3 hours in boiling water, while the matrix with the larger pore size remained stable for 8 hours. Since pore wall thickness of the matrix with the large pores is thinner for the matrix with the small pores. It has been shown by Mokaya et al. 7 that MCM-41 materials with thicker pore walls have a much enhanced thermal and hydrothermal stability and they proposed a mechanism where silicate units crystallize and grow without interacting with surfactant molecules. Those crystals will improve long range ordering, which in turn enhances the stability of the material. Many methods has been suggested in order to inhibit those reactions from taking place and reducing the damages, such as in the synthesis of the materials 19 , or post-synthesis treatment in the presence of salts 20 , and by silylating the surface in order to eliminate the silanol groups 5 .

Outlooks 9 Acylases immobilization

The immobilization of an enzyme on a silica support has a lot of advantages for industrial applications, but one major downside still persists, the cost the enzymes. So enzymes produced by bacteria emerge as a promising and low cost technique. One particular type of enzymes piqued our interest, the acylases 1 , because of the increasing demand for peptide acylation via enzymatic routes and the lack of proper bioreactors. So in collaboration with the BioProMo group of the LRGP laboratory who were able to produce acylases using bacteria of the Streptomyces species and the optimization of the acylation process using those enzymes 2 , we suggested their initial immobilization on an SBA-15 material via physisorption in order to investigate the effects of their immobilization on the acylation reaction.

Immobilization of the acylases

The physisorption of the acylases was done on two types of SBA-15 materials, non-calcined and calcined in order to understand the effect of the calcination on the adsorption and the acylation reaction. For this an enzymatic solution was diluted in TRIS buffer at pH6 followed by the addition of the material to the solution. The mixture is stirred at 150 rpm for 3 and for 6

hours. The final step consists of the filtration of the material using a surfactant-free filtering paper with a mean pore size of 2 µm followed by three additions of fresh TRIS solutions in order to eliminate the poorly adsorbed molecules and the molecules adsorbed on the external surface. The filtrated solution was recuperated and analyzed using a UV-Vis spectrophotometer in order to quantify the remaining enzymes in the solution and calculate the adsorbed quantity on the SBA-15. The recuperated material is dried in the fridge for 24 hours. Then the catalytic activity was estimated by studying the kinetics of the hydrolysis of Nα-acétyl-L-lysine using the different catalysts prepared. The results are shown in Table 9-1 and Table 9-2.

Table 9-1: Summary of the adsorption rates of the acylases on the silica materials and the thin film chromatography analysis of the N-α-acétyl-L-lysine reaction kinetics.

Immobilized acylaces Calcination Yes No

For the FTIR quantification, a calibration curve has been done by mixing silica with the appropriate amount of enzymes and drying them under vacuum for 12 hours. The quantification was done using the ratio of the surface of the peaks at 800 cm -1 (Si-O) and at 1535 cm -1 (Amides II). The results are shown in Figure 9-1. Using this calibration curve, the adsorption isotherm is shown in Figure 9-2.