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Abstract 
 

Carbon nanotubes (CTNs) are renowned for their exceptional electronic and 
mechanical properties. Their structure can be considered as rolling up a graphene sheet 
along a specific crystallographic direction, leading to a 1D confinement of the electronic 
wavefunction of the π delocalized electrons along the perimeter of the cylindrical 
structure thus obtained. This confinement produces the existence of defined spikes of 
high intensity in the electronic density of states, called van Hove singularities. These 
singularities are primordial to understand both the optical and electronic properties of 
CNTs through electron-phonon coupling processes. If the electronic density of states 
(DoS) is non-zero at the Fermi level the nanotube is metallic, otherwise the nanotube is 
semiconducting. The synthesis of CNTs always produces a mixture of both metallic and 
semiconducting nanotubes, and this material can be useful to be incorporated at the 
surface of electrodes for electrochemical devices. The high specific surface area, the high 
mechanical and thermal stability of CNTs and the low percolation threshold for electron 
transport in a mat of CNTs render them very attractive for such kind of applications. 
There is yet a drawback of using raw CNTs: they are not compatible with solvents and 
modification of their surfaces by chemistry is required to make good suspensions for easy 
deposition at the electrode surface and to introduce specific functional groups for 
promoting electron transfer, called electron shuttles. 

 
The final aim of this thesis is therefore the covalent functionalization of CNTs by 

electron shuttles and their incorporation at the surface of glassy carbon electrodes for 
electrochemical devices application. A strategy of chemical grafting in three steps has 
been chosen: i) a controlled oxidation step in acidic media assisted by microwave 
irradiation in order to keep the structural integrity of CNTs, so as to save their useful 
electronic properties; ii) a chloration step to produce acid chloride groups and iii) reaction 
of these groups with electron shuttles modified by specific linkers. The study was first 
conducted on very clean HiPCO single-walled CNTs (SWCNTs). This enabled to avoid 
any disturbing effects of carbonaceous impurities or residual catalytic particles, since 
their possible effects are extremely controversial in the literature. Once validated, this 
approach was then conducted with cheaper material including few-walls carbon 
nanotubes (FWCNTs). The use of FWCNTs compared to SWCNTs was not only 
beneficial for the production of cost-effective electrochemical devices but also for a better 
durability of the final device, the inner nanotubes being not functionalized. 

 
The challenge was to obtain a functionalization process with enough grafted 

electron shuttles to obtain a good electrocatalytic activity but maintaining CNTs integrity. 
The first step is predominant to reach this goal, and requires a very accurate 
understanding of the nature and the number of defects created in the CNTs structure 
versus the physico-chemical conditions used. The introduction of defects in the 
crystallographic structure of CNTs has strong consequences both for the electronic DoS 
and for the phononic properties of the material. Spectroscopic methods are essential in 
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probing these consequences. UV-visible-near IR absorption spectroscopy is the method of 
choice to directly probe the existence of van Hove singularities and the oscillator strength 
associated with the authorized electronic transitions between these singularities. Covalent 
grafting of chemical groups at the surface of CNTs changes both the energy and the 
intensity of these transitions. However, this spectroscopic method requires solubilizing 
CNTs in non-absorbing solvents using adequate surfactants. Interactions between 
surfactant molecules and CNT sidewalls may also alter the position and intensity of 
electronic transitions between van Hove singularities unrelated to the chemical groups 
covalently grafted.  

 
Raman spectroscopy of CNTs involves the electron-phonon coupling processes 

through the resonant electronic enhancement of Raman modes. Double resonance 
processes are also observed in Raman spectrum of CNTs, for instance with the D-band 
mode that is actually related to the existence of defects in the graphene structure of CNTs. 
Therefore, Raman spectroscopy is a widespread analytical method to characterize the 
structural defects created by covalent functionalization processes. Indeed, the intensity 
ratio of the D and G bands in the Raman spectrum is correlated to the number of defects. 
However, CNTs are used as bundles when chemical functionalization is performed, 
which produces a heterogeneous distribution of chemical species grafted on CNTs. 
Therefore, we have developed a new protocol to obtain statistically significant data for 
most of the samples made in this thesis. Nevertheless, this statistical approach is still 
limited for samples slightly functionalized, whence the idea to use spectroscopic 
ellipsometry as an alternative method to characterize these samples.  

 
More specifically, ellipsometric data were collected from UV to the IR part of the 

electromagnetic spectrum for CNTs functionalized in different conditions. The complex 
dielectric function was retrieved from the experimental data. A Drude model was used to 
model the infrared part of the data for raw and acid oxidized CNTs. The optical 
conductivity of the samples was obtained. These results, combined with other information 
collected using a set of complementary analytical techniques (Raman scattering, UV-
visible-NIR absorption, X-ray photoelectron spectroscopy, thermogravimetric analysis 
coupled to mass spectrometry, transmission electron microscopy and rare gas volumetric 
adsorption),  show that the microwave-assisted oxidation process actually consists in 
removing amorphous carbon deposits away from the surface of CNTs and transforming 
the already existing defects in the CNT structure to oxygen-containing groups such as 
carboxylic acids .   

 
Rare gas volumetric adsorption was also used to compare the distribution of 

chemical groups at the surface of CNT bundles when two different acids are used (HNO3 
and H2SO4). The chloration step was also studied by these methods, as well as the final 
grafting of electron shuttles. Finally, these functionalized CNTs were deposited at the 
surface of glassy carbon electrodes and used as electron mediators for diaphorase-
catalysed oxidation of nicotinamide adenine dinucleotide (NADH). This was a good 
example of mediated electron transfer for development of electrochemical devices based 
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on NADH recycling and it validated the good electrocatalytic properties of functionalized 
CNTs for making electrochemical sensors and actuators, opening new perspectives with 
potential market applications. 
 
Keywords: Carbon nanotubes (CNTs); Functionalization/chemical modification; Raman; 
ellipsometry; volumetric adsorption. 
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Abbreviations 
All abbreviations are defined in the text but here are reproduced the most useful ones: 
 

CNT: Carbon nanotubes 
f-CNT: Functionalized carbon nanotubes 
SWCNT: Single-walled carbon nanotubes 
FWCNT: Few-walled carbon nanotubes (3-5 walls) 
MWCNT: Multi-walled carbon nanotubes 
CVD: Chemical vapor deposition 
DOS: Density of (electronic) states 
GCE: Glassy carbon electrode 
HR-TEM: High-resolution transmission electron microscopy 
SEM: Scanning electron microscopy 
STEM: Scanning transmission electron microscopy 
EELS: Electron energy loss spectroscopy 
EDS: Energy-dispersive X-Ray spectroscopy 
TGA: Thermogravimetric analysis 
FTIR: Fourier-transform infrared spectroscopy 
DRIFT: Diffuse reflectance infrared Fourier-transform spectroscopy 
ATR: attenuated total reflection 
UV-vis: Ultraviolet and visible absorption 
XPS: X-ray absorption spectroscopy 
MS: Mass spectrometry 
NADH: nicotinamide adenine dinucleotide (reduced form) 
NAD+: nicotinamide adenine dinucleotide (oxidized form)    
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1 General introduction to the research project. 

1. Carbon Nanotubes (CNTs): an allotropic family of carbon materials with 

remarkable properties. 

1.1.  Structure, mesh, reciprocal lattice and chiral indices. 

Carbon nanotubes (CNTs) constitute a tubular allotropic variety of the element 
Carbon. These filament-shaped structures have been observed several times through 
electron microscopy since the 1960s, (Boehm, 1997; Monthioux, 2006) but Iijima’s 
article of 1991 (IIjima, 1991) is considered as the first article describing the interest of 
these structures. CNTs are formed of hexagons of sp2 hybridized carbon atoms, thus 
forming delocalized electronic π-bonds on the hexagonal rings. As a result, the structure 
of these nanotubes can be described formally as a rolling up of a graphene sheet (an 
isolated plane of hexagons of sp2 hybridized carbon atoms) along a given axis, with a 
perfect edge-to-edge matching of each carbon atom so as to maintain a hexagonal 
structure all along the resulting tube. Rolling of a single sheet leads to a single-walled 
CNT (SWCNT). During the synthesis of these structures, it is possible to SWCNTs. It is 
also possible to obtain several tubes embedded concentrically within each other: double-
walled for two tubes, triple-walled for three tubes, and multi-walled as soon as the 
number of tubes is greater than 3 (MWCNT). 

Figure 1 shows some transmission electron microscopy (TEM) images obtained with 
samples of mono, double and multi-walled CNTs. 

 

Figure 1: some examples of carbon tubular structures observed in transmission electron microscopy: a) 

single-walled nanotube, b) double-walled nanotube, the insert at the top right shows the Fourier transform 

of the image, and c) multi-walled nanotubes. a and b: Adapted from the reference (Jang, et al., 2012); c: 

adapted from the reference (IIjima, 1991) 
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The formation of a SWCNT can be pictured as illustrated in Figure 2. Doing so, it 
is possible to define a rolling vector, denoted Ch in Figure 2, and which will be equal in 
norm to the circumference of the obtained nanotube. 

 

Figure 2: a SWCNT can be structurally described from a graphene sheet which is rolled on itself in a given 

direction. Adapted from https://en.wikipedia.org/wiki/Carbon_nanotube#. 

The crystallographic description of a CNT can therefore be based on the 
crystalline lattice of graphene. Figure 3 represents in a) the direct network with a possible 
choice of two vectors ������� et ������� of the primitive mesh and in b) the corresponding 
reciprocal lattice, with in gray the corresponding Brillouin zone (Wigner-Seitz mesh of 
the reciprocal network). The mesh of the direct network contains 2 carbon atoms which 

have been represented in two different colors in the figure. The vectors ������ et ������� of the 
reciprocal network are such that: 

Equation 1 

����. ��	 
 2��	 
With δij the Kronecker symbol (δij = 1 if i = j, 0 if not). 

 

Figure 3: a) the direct network of graphene with two vectors a1 and a2 of the primitive mesh, and the two 

atoms per mesh illustrated in red and green. B) The reciprocal lattice of graphene with the two basic 

vectors b1 and b2, as well as the points of high symmetry Γ (center of zone), K/K’ et M.  

Credit : 

https://commons.wikimedia.org/wiki/File:Real_and_reciprocal_space_unit_vectors_of_graphene_lattice.sv

g 

Points Γ (the center of the Brillouin zone), K/K’ and M are points of high 
symmetry of the Brillouin zone of graphene, and it is interesting to represent the 
evolution of energy densities (electronic or phononic) on the lines connecting these 
different points, in order to understand the electronic and vibrational properties of 
graphene. It will then be necessary to adapt this description to the fact that the CNTs are 
rolled graphene structures, which will introduce a condition of quantification of the 
electronic wave vectors along the diameter of the nanotubes (see section 1.3). 
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We decompose the rolling vector Ch of the graphene sheet, which will define a 
given type of nanotube, on the basis vectors of the direct network. It uses  two indices (n, 
m) called the chirality indices or chiral indices of the CNT: 

Equation 2 

�� 
 �������� � �������� 
Figure 4 gives the example of a (4,2) nanotube. We can also define the translation 

vector T so that its scalar product with Ch is zero. The parallelepipedal space delimited by 
the vectors Ch and T on the graphene network represents the elementary cell of the CNT, 
which can be reproduced "forever" via the translation vector T. We can also define the 
“angle of chirality” θ , which is the angle between the basis vector ������� and the vector Ch. 

 

 

Figure 4 : definition of rolling and translation vectors Ch and T with chirality indices (n,m) for the example 

of a  (4,2) nanotube. The nanotube is formed by folding the graphene sheet and joining for example points 

A and B at the respective points A 'and B', and sticking seamlessly the carbon atoms side by side.  

Figure 5 shows the three types of SWCNTs that can be obtained depending on the 
value of the angle of chirality θ. If θ = 0° (zig-zag nanotube) or θ = 30° (armchair 
nanotube), the resulting tube is not chiral because a plane perpendicular to the nanotube 
becomes a plane of symmetry, and the image of the nanotube in a mirror is then exactly 
superimposed on that of the starting nanotube. If 0° < θ < 30°, this plane of symmetry 
disappears and the nanotube becomes chiral. We will also see in section 1.3 that, 
depending on the values of the chiral indices (n, m), the CNTs can have either a metal-
type conductivity or behave like semiconducting materials (but one-dimensional, which 
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offers very interesting prospects in molecular electronics for the fabrication of nanoscale 
transistors). 

 
Figure 5: the three main types of possible structures for CNTs: the chair structure (armchair), the zig-zag 

structure and the chiral structure, with the associated values of the chirality angle θ and chiral indices (n, 

m).  

1.2.  Some generalities on the synthesis methods of SWCNTs 

The synthesis of carbon nanostructures such as graphene or CNTs is based on very 
specific conditions and generally out of equilibrium: a flow of carbon species is sent to a 
surface, and can undergo a reduction on a specific catalyst at relatively high temperatures 
(550-1100 ° C). Three major synthetic methods have historically been used to synthesize 
single- or multi-wall CNTs: electric arc synthesis (IIjima, et al., 1993; Bethune, et al., 
1993), laser ablation (Thess, et al., 1996) and chemical vapor deposition (CVD) (Dai, et 
al., 1999), the last method (performed under various physicochemical conditions) having 
become the most widespread. 

The electric arc synthesis consists of producing an electric arc between two graphite 
electrodes in a controlled atmosphere chamber (helium, H2, CH4, etc.). If the anode is a 
composite material of graphite and a transition metal such as Ni, Fe, Co ... (or alloys of 
these metals), the formation of SWCNTs is favored over that of MWCNTs. On the other 
hand, the sample thus synthesized contains many impurities: amorphous carbon, residual 
catalytic particles often forming metal carbides, etc. Journet et al. showed in 1997 that the 
use of a catalyst containing 1atomic % Yt and 4.2 at. % Ni (mass % with respect to the 
carbon element) allowed a SWCNT production yield between 70% and 90% (Journet, et 
al., 1997).  

Laser ablation synthesis was developed by R. Smalley's group at Rice University in 
1995 (Guo, et al., 1995). The principle, shown in Figure 6, is to vaporize the atoms of a 
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graphite target via a nanosecond laser pulse of high energy at 532 nm wavelength (by 
doubling the frequency of a pulse at 1064 nm of a Nd: YAG laser). The graphite target 
containing a catalyst (eg, a 50:50 at. .Co / Ni mixture) is placed in the center of a tubular 
furnace heated to 1200 ° C. At this temperature, the laser pulse vaporizes the carbon 
atoms that react on the catalyst particles to grow nanotubes. The use of transition metals 
favors the synthesis of SWCNTs. An argon stream entrains the chemical species formed 
on a water-cooled copper collector. The main interest of the method compared to the 
electric arc synthesis is to greatly reduce the impurity content, especially carbonaceous 
impurities. 

 

Figure 6: Principle of the synthesis of SWCNTs by laser ablation. Adapted from (Guo, et al., 1995). 

The two previous methods of synthesis are very energy-consuming and are not well 
adapted to industrial production necessary for the large-scale use of CNTs in materials. 
Moreover, they do not make it possible to achieve spatially controlled growth like bundle 
alignment, synthesis of individual nanotubes, etc. ... By the end of the 1990s, chemical 
vapor deposition (CVD) synthesis made it possible to circumvent these obstacles (Kong, 
et al., 1998; Dai, et al., 1999). At present, there is a great diversity of methods based on 
the principle of CVD, using many catalysts, optimally-adjusted temperatures and 
pressures, diverse carbon source molecules and so on. ... This profusion of methods does 
not necessarily help to build a unified vision of the growth of single-walled CNTs. At the 
present time, there is still no clear and universal vision of the parameters controlling the 
growth of nanotubes in order to establish the links between the characteristics of the 
catalyst and those of the obtained CNTs. However, real progress has been made over the 
past five years, and CVD synthesis is becoming more and more specific in that it allows 
for better control of the CNT diameter distribution. The objective of this work is to 
synthesize one or a few specific CNT chiralities. We will see in the following paragraph 
that depending on the indices (n, m) of the CNTs, they can be conductors with a metallic 
behavior, or behave rather like semiconductors. The use in electronics of these materials, 
either for the purpose of molecular electronic connectors or for the production of 
nanoscale transistors, therefore requires the use of nanotubes respectively metallic or 
semiconducting. A possible approach is based on the specific synthesis of tubes of one 
type or the other, thus on a growth controlling the CNT indices (n, m). One of the 
approaches envisaged consists in optimizing the formation of catalytic particles in terms 
of size dispersity and crystallinity, so that the produced CNTs have a narrow-range set of 
diameters. (Zhang, et al., 2016). 
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While there are many other less common synthetic methods, we will close this 
paragraph by citing only a bottom-up approach based on the synthesis of nanotubes of 
specific indices (n, m) using elementary assemblies of molecular precursors (Sanchez-
Valencia, et al., 2014). These current works do not however concern this thesis, we will 
not make a bibliographical report on this work. 

1.3.  Electronic and mechanical properties of carbon nanotubes. 

SWCNTs have a diameter of the order of one nanometer. At this scale, the quantum 
effects on the electronic wave function are very important, and this confinement of the 
electronic waves along the circumference imposes that the wavelength λ for the standing 
waves is such that: 

Equation 3 

� × � 
 2�� 
 �� 

where l is an integer, R is the nanotube radius and d its diameter which is calculated by 
the relation: 

Equation 4 

� 
 ��� ��� ��� ��� 

Thus, the only possible wavelengths for the electronic wave function for a chiral 
index tube (n, m) are given by: 

Equation 5 

� 
 ��� ��� ��� ��� 

Take the example of a nanotube of indices (10,0). Figure 7A indicates in real space 
the elementary mesh of the nanotube and positions in this mesh a stationary wave along 
the circumference. In this figure, a wave with 3 extrema, l = 3 was taken (schematically 
on the left of the figure). A standing wave is indicated on a circle with these three 
extrema. In reciprocal space, we have positioned the different waves of wave vectors k = 
2π/λ, and in red are the corresponding wave vectors. We see that in the case of a CNT of 
chiral indices (10,0), none of these stationary waves has a wave vector k passing through 
one of the points K or K' (Dirac cones) of the Brillouin zone of the CNT. This means that 
there is no possible electron density in these Dirac cones and the CNT is a semiconductor 
with a gap between the valence band and the conduction band. For a metallic CNT, on the 
contrary, these standing waves have wave vectors, at least one of which passes through a 
Dirac cone. Figure 8 shows this difference between metallic and semiconducting CNTs in 
a three-dimensional representation, the standing waves corresponding to planes 
intersecting the energy bands vertically. 
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Figure 7: description of the winding of the graphene sheet in terms of folding of the Brillouin zone of 

graphene. For example, a nanotube (10.0) is considered. The stationary electronic wave condition along 

the circumference of the nanotube imposes a quantification of the wavelength of the wave, indicated 

schematically on the circle to the left of the part A for the example of a wave with 3 extrema. The gray 

rectangle shows the elementary cell of the nanotube (10,0) with this three-extrema wave unfolded along the 

circumference of the tube. All wavelengths are given for this tube by 10a0/l, l being an integer. Part B of the 

figure places this particular wave in the diagram of the Brillouin zone using the wave vectors 

k=2π/λ=2πl/(10a0). In red figure our particular wave example with l=3. None of the stationary electronic 

waves pass through the Dirac K-points of the Brillouin zone: the nanotube (10,0) does not have an electron 

density at this point, it is a semiconductor nanotube. Adapted from reference (Thomsen, et al., 2007) . 

It can be shown that only the CNTs for which the difference (n-m) is a multiple of 3 
are metallic. This approach relies only on the Brillouin zone of graphene and the 
reasoning neglects the folding of bands and the effects due to the curvature which 
modifies the overlap of the 2p orbitals of carbon (in particular for small diameter CNTs 
with high curvature rate). However, this approach is sufficient to show that different-
diameter CNTs have different electronic properties. It can thus be expected that the 
chemical reactivity of CNTs will be influenced by their metallic or semiconducting nature 
and also by the diameter. Smaller diameter tubes are indeed less chemically stable due to 
a less efficient overlap of the 2p orbitals of carbon atoms. 

The stationary wave condition around the CNT circumference thus imposes specific 
wave vectors for which the electronic density of states is very high. When we examine the 
energy of the electronic levels according to this DOS, we obtain singular peaks of high 
density called "van Hove singularity". Figure 9 illustrates two examples for a metallic 
CNT and a semiconducting CNT. The density peaks corresponding to the valence bands 
are denoted vn, those of conduction are denoted cn. The figure further shows two 
examples of possible electronic transition between these peaks; as we will see later, these 
will play a crucial role in understanding the spectroscopic properties of CNTs, in 
particular their visible and near-IR light absorption as well as inelastic Raman scattering. 
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Figure 8: a) Electronic energy in the first graphene Brillouin zone for the valence band π seen in projection 

in the plane of the wave vectors (kx,ky), ranging from the lowest to the highest energy of black to white. 

Point Γ hus represents a minimum of energy for the valence band, and the points of symmetry K and K 'of 

the higher energy points. B) Representation of valence and conduction energy bands of graphene in three 

dimensions. c) and d) Zooms on a Dirac point (symmetry point K) of the graphene bands. In c), the allowed 

wave vectors for a carbon nanotube of a given diameter trace black curves on the energy layer of the 

bands, corresponding to the intersection of a plane with the layer. These lines correspond to the wave 

vectors allowed by the standing wave condition along the circumference of the CNT. We see that these lines 

do not pass through the Dirac point. It is a CNT semiconductor. In d), these authorized lines pass through 

the Dirac point. The energy density at this point is therefore non-zero and the nanotube is metallic. The 

position of the black lines depends on the chirality indices (n, m) of the nanotubes. Adapted from 

Wikicommons.  

      Metallic nanotube        Semiconducting nanotube 

 
Electronic density of state       Electronic density of state 

Figure 9: energy versus density of electronic states for a) a metal CNT, showing two density peaks called 

van Hove singularities, and b) a semiconductor CNT. We note vn van Hove peaks of the valence band and 

cn those of the conduction band. E11 represents the first van Hove transition allowed for optical absorption, 

E22 the second transition, etc.. … Adapted from https://commons.wikimedia.org/wiki/File:SSPN41.PNG. 
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1.4.  Importance of separation of metallic and semiconducting nanotubes. 

As seen above, the electronic structure of CNTs is strongly influenced by the chiral 
indices (n, m). Under conventional synthesis processes, a mixture of semiconducting and 
metallic CNTs is obtained. For certain potential uses, this is undesirable: for example, the 
applications of semiconducting CNTs for the fabrication of molecular transistors or for 
applications for photovoltaic cells, the presence of metallic tubes is a major drawback 
because the leakage of charges caused by these conducting tubes would drastically reduce 
the device efficiency of  such nanomaterials. On the contrary, if we seek to introduce 
conductive CNTs into a material, in order to increase its electrical conductivity, metallic 
CNTs would obviously be best suited. We therefore see that the separation between the 
two species of CNTs is a major issue in terms of applications. 

This separation can be carried out either via non-covalent interactions, for example by 
developing preferential interactions with the semiconductor nanotubes, or covalently 
(differential chemical functionalization). We will first present a brief summary of some 
non-covalent methods, which have the merit of maintaining the structure of the CNTs 
since they do not introduce new defects via the formation of covalent bonds. Ultra-
centrifugation with its density gradient was one of the first separation methods used with 
real success since 2006 (Arnold, et al., 2006). A specific medium (iodixanol forming an 
aqueous solution with a density gradient) makes it possible to generate a density gradient 
gel in a test tube. The sample of CNTs is placed in aqueous suspension in the presence of 
a surfactant (for example, sodium cholate) or a mixture of surfactants and the suspension 
is subjected to ultrasound to promote the passage of the CNTs from their bundled state 
into an individualized state. This suspension is injected at the top of the gel, and the test 
tube is subjected to ultracentrifugation between 150,000 and 250,000 g typically. The 
CNTs are then separated according to their mass and thus their diameter, the bundles 
being found at the bottom of the gel, and the nanotubes of smaller diameter at the top of 
the gel. The method can also be optimized not for sorting according to diameter, but in 
terms of differential chemical interactions between the tubes surrounded by surfactant and 
the gel. This then makes it possible to separate the metallic from the semiconducting 
CNTs. Figure 10 shows two examples of results obtained by this method. 

The use of surfactant molecules or polymer covering of the CNT walls via van der 
Waals interactions makes it possible to promote the dissolution in some solvents of CNTs 
of one electronic type and not of the other. Much research has been conducted over the 
past decade in this field, and there are many methods using, for example, DNA molecules 
(Zheng, et al., 2003; Tu, et al., 2008; Tu, et al., 2009) or polymers (Nish, et al., 2007; 
Antaris, et al., 2010; Toshimitsu, et al., 2014). Gel chromatography, electrophoresis or 
phase separation techniques can then be used to separate the CNTs. 
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Figure 10: Principle of CNT separation by ultra-centrifugation on density gradient gel. A) The nanotubes 

are sorted according to their diameter in fractions ranging from the smallest diameter at the top of the gel 

to the residual bundles at the bottom. In B) are indicated the near-IR absorption spectra of the 

corresponding fractions. C) and D) represent the case where the process is optimized to separate the 

metallic nanotubes from the semiconductors. This time, it is not the diameter, but the differential interaction 

of the tubes with the surfactant and the gel, which allows the separation, shown in D by the visible-near-IR 

absorption spectra. From (Arnold, et al., 2006). 

The current challenge is even to go beyond the metallic / semiconducting separation, 
in order to provide CNT samples strongly enriched in a given chirality. Recent work has 
made it possible to carry out the separation of chiral enantiomers within a given CNT 
sample of indices (n, m), as well as for semiconductor-type tubes (Liu, et al., 2014) and 
metallic tubes (Tanaka, et al., 2015). These processes are currently limited to the 
laboratory scale, but industrialization does not present any particular technical problem; 
however the use of specific molecules is sometimes relatively expensive or potentially 
toxic organic solvents in large quantities may be required. This work opens the way not 
only to practical applications of CNTs, but also to fundamental studies on the physico-
chemical properties of a given-chirality sample, or even pure enantiomer sample. 

Separation can also be achieved via covalent chemical functionalization of the tubes. 
In this case, it is a question of developing selective chemical transformation processes 
between metallic and semiconducting CNTs. It is even possible to explore selective 
reactivity based on chiral indices and diameter, which raises the possibility of reactions 
with only a relatively small subset of CNTs in the overall sample. (Hodge, et al., 2012). 
Works in this area are numerous. Examples include the addition of diazonium salts, a 
reaction that has been widely used and characterized in the literature. Generally, the 
effectiveness of the addition of these salts is clearly favored in the presence of metallic 
CNTs (Strano, et al., 2003). The mechanism of this addition is complex and takes place in 
several stages (Usrey, et al., 2005; Schmidt, et al., 2009), involving a radical chain 
transfer reaction in which the CNTs play a catalytic role via an electron transfer 
mechanism. Metallic CNTs play this role much more efficiently than the semiconducting. 
Thus the use of diazonium salts bearing on the aryl group an electron-withdrawing group 
such as NO2 promotes the reactivity towards the metallic CNTs and greatly increases the 
selectivity of the reaction. This is due in part to the fact that the metallic CNTs have a 
non-zero electron density at the Fermi level which promotes the creation of aryl-CNT 
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radical intermediates. Other reactions are also more or less selective. We can mention for 
example the work of our group on the radical addition of a methoxyphenyl radical which 
has also shown some selectivity between smaller diameter metallic and semiconducting 
CNTs (Liu, et al., 2008). 

We therefore see that there are two main methods for separating CNTs according to 
their chirality: the non-covalent methods, which unfortunately have not yet produced a 
large amount of sample, and the covalent functionalization methods that make it possible 
to treat more significant CNT quantities, but which create defects (carbon atoms of sp3 
hybridization) in their structure. There is thus a still-open field of investigation towards 
developing softer selective functionalization methods, introducing only a small number of 
atomic defects in sp3 hybridization, or reversible functionalization after separation to 
reconstitute the integrity of the CNT structure once sorted. 

1.5.  Why functionalizing CNTs? The problem of their compatibility with an external 

environment and their aggregation into bundles. 

The excellent mechanical, thermal and electrical conductivity properties of CNTs 
allow these nanomaterials to be used as reinforcing agents or as fillers in various 
matrices. Work to incorporate CNTs into polymer matrices to form new generation 
composites is plethoric, but all highlight the difficulty of obtaining a truly exceptional 
mechanical reinforcement. Indeed, the van der Waals interactions between the CNTs 
cause their aggregation into bundles whose mechanical properties are significantly 
degraded compared to those of individual tubes, because of the possible sliding of tubes 
within the bundles upon applying stresses to the composite. 

Covalent or non-covalent chemical functionalization is also a possible way to 
breakdown the CNT bundles and produce isolated tubes. The use of surfactant-type 
molecules can help disperse the CNTs in order to obtain stable suspensions of individual 
tubes in solution. The major disadvantage of this method is the introduction of external 
molecules on the CNT walls which can prevent a good subsequent incorporation into the 
polymer matrix, or simply make it impossible for subsequent chemical treatments for 
grafting chemical functions on the CNTs. One approach may be to use, for example, a 
CNT reduction reaction with an alkali metal such as potassium, which will negatively 
charge the CNT wall and promote dispersion by electrostatic repulsion (Gebhardt, et al., 
2017). In a second step, it then becomes possible to use these reduced CNTs to perform a 
covalent grafting. These CNTs do not re-aggregate and it is possible to consider their 
incorporation into different environments compatible with such grafted groups. 
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1.6.  Examples of applications of functionalized SWCNTs. 

Current applications of functionalized CNTs – but which remain to be more 
developed over the years to come - can be divided into two main classes (Loiseau, et al., 
2006): 

- The incorporation of modified CNTs into matrices, for example polymers, in 
order to produce composite materials making use of the good thermal or electrical 
conductivity of the CNTs or their mechanical strength. 

- The use of modified CNTs for the production of electrochemical sensors through 
their incorporation on the surface of working electrodes. 

- Applications in molecular electronics, for example the production of transistors or 
the use of metal CNTs as electronic wires of very small size. Their use might call 
upon isolated rather than bundled CNTs. It is also possible to reconcile this 
electronic application with the incorporation of CNTs into a flexible polymer 
matrix, as shown very recently in reference (Lei, et al., 2017).  

We will show in this thesis all the interest of incorporating functionalized CNTs with 
ferrocene derivatives to make bioelectrodes capable of having an enzymatic co-factor 
such as nicotinamide adenine dinucleotide (NADH) to interact with enzymes such as 
glucose oxidase. 

2. Characterization methods for functionalized carbon nanotubes. 

2.1.  Electronic absorption and emission spectroscopies. 

In order to understand the electronic absorption spectra of CNTs, it is necessary to 
return to the description of their electronic energy levels: the electronic DOS shows the 
existence of singular peaks, called "van Hove singularities" (Figure 9). The possible 
transitions between the peaks corresponding to the valence and conduction bands account 
for the possible absorptions of the CNTs. However, the position of these peaks depends 
on the chiral indices (n, m) of the tubes. We thus see that electron absorption 
spectroscopy is a technique of great interest because it makes it possible to analyze the 
types of CNTs present in a sample, each absorption peak characterizing a given chirality. 

Sii denotes the transitions vi → ci of the semiconducting CNTs, and Mii the 
corresponding transitions for the metallic CNTs. Note that it is the quantum selection 
rules that indicate (via the Fermi golden rule) that only the transitions i → i are possible 
in absorption, the transitions i → j (with j ≠ i) being forbidden. These transitions are 
revealed by narrow peaks in the UV-visible-near-IR absorption spectra of a CNT sample 
(see Figure 11A). The difference in energy between these singularities depends on the 
diameter of each CNT present in the sample analyzed. It is thus possible to present the 
energy of these transitions as a function of the diameter of the nanotubes, in what is 
termed the Kataura diagram, as is shown in Figure 11B. 
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Figure 11: A] Electron absorption spectrum of a sample of carbon nanotubes showing the Sii and Mii 

absorption peaks related to van Hove singularity transitions; B] Kataura diagram connecting the position 

of the resonance energy to the diameter of the nanotubes for the different Sii and Mii transitions. 

The difficulty of such an experiment lies in the suspension of the CNT samples 
(Weisman, 2008). We chose to work in deuterated water, which offers a spectral window 
through which to analyze our samples easily up to 1900 nm wavelength. The procedure 
generally consists of dissolving about 0.1 to 1 mg / mL of nanotubes by adding 2% by 
weight of a surfactant, then subjecting the suspension to sonication with a sonotrode at 
300 W for ten two thirty minutes, and then centrifuging at 4000 rpm to recover only the 
supernatant. We tested different surfactants, and finally we chose sodium dodecyl sulfate 
(SDS). The problem with this technique is that the CNTs that remain agglomerated in 
bundles are removed from the analysis because they are located in the pellet 
centrifugation. 

The CNT suspensions thus prepared can also be used to make luminescence 
experiments (electron emission). In this case, only the semiconducting tubes give rise to 
this luminescence phenomenon, which is inhibited for metallic CNTs (Bachilo, et al., 
2002). 

2.2.  Raman scattering spectroscopy. 

Inelastic scattering of light by a molecule involves an exchange of energy between the 
incident photons and the molecules in the sample. This exchange of energy makes it 
possible to observe the vibrational transitions and the corresponding phenomenon is 
called Raman scattering in honor of Sir Chandrasekhara Raman, who received the Nobel 
Prize in physics in 1930 for this discovery. The oscillating electric field of an 
electromagnetic wave will interact with the electronic cloud of the molecule. If the 
interaction is inelastic, a change in the vibrational level of the molecule is observed. In 
the case of a Stokes type interaction, the transition is to an excited vibrational level: the 
energy of the electromagnetic wave is lower after diffusion, and its wavelength is greater. 
It is this Raman Stokes scattering process that we will use to analyze the vibrations of the 
CNTs. However, because of the particular structure of the electronic DOS with its van 
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Hove singularities, we will see that the Raman scattering process is enhanced by electron 
resonance.  

When using a given laser wavelength for Raman scattering, the CNTs having 
electronic transitions between van Hove singularities for which the transition energy is 
within a few dozen meV from the energy of the incident (laser) photons will give rise to a 
Raman effect exalted by electron resonance. The Raman spectrum will therefore contain 
information on the CNTs in resonance with the incident laser, because their contribution 
from diffusion will cover the much smaller contribution of the other CNTs present in the 
sample. A resonance Raman spectrum typical of a CNT sample is shown in Figure 12. 

It consists of: 

- low frequency peaks related to the radial vibration of the tubes ("Radial breathing 
mode", RBM) whose vibration wave numbers are inversely proportional to the diameter. 
These peaks make it possible to determine which CNT diameters are in resonance with 
the incident photons of the laser being used. Typically, thanks to the Kataura diagram, we 
can distinguish the metallic from semiconducting CNTs, and study whether the respective 
populations are affected in the same or differential ways by the chemical grafting 
treatment that they have undergone.  

- a so-called defect band (D band), around 1350 cm-1. This band is related to diffusion 
processes by the defects of the crystalline structure of the CNTs. Its intensity increases 
(without being proportional) with the number of structural defects, these being vacancies, 
Stone-Wales defects (two cycles with 6 carbon atoms replaced by contiguous 5- and 7-
cycles, for example), pendant bonds and/or a sp2 to sp3 hybridization of a carbon atoms 
due to the covalent grafting of a molecule. Thus, when the covalent grafting is large 
enough to increase the number of carbon atoms in sp3 hybridization, the D band increases 
significantly in the Raman spectrum compared to the other bands of the spectrum. It is 
therefore a good indicator of the success of a covalent graft carried out in a significant 
extent (typically better than 1 carbon atom statistically functionalized for 60 to 80 atoms). 

- two bands, denoted G- and G+, around 1500-1600 cm-1, which correspond to lateral 
displacements of the carbon atoms along the major or minor axes of the structure and 
which also exist in the Raman spectrum of graphite (hence the symbol used for these 
modes).  

- other modes related to some electronic resonance process, for example, the G' mode 
linked to a double resonance process around 2600 cm-1. 
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Figure 12: a Raman scattering spectrum typical of a sample of carbon nanotubes. 

2.3.  Spectroscopic ellipsometry. 

Ellipsometry measures over a defined spectral range the intensity resulting from the 
reflection of a polarized light beam on a surface. Light being an electromagnetic wave, 

we can decompose the electric field vector ������ of the incident wave in two directions ⊥ to 

each other (Figure 13): ��������, the component parallel to the incidence plan and �� �����, 
perpendicular to this plane. The incidence plane is that containing the incident wave 
vector and the perpendicular to the surface of the sample. In general, electric fields are 

represented by complex quantities of the type �!�"#, %��& 
 �!�,'()!"*#)+���.%��& for a wave ω, of 

wave vector +���. After reflection on the sample surface, the modification of the electric 
field is represented by two coefficients of reflection in amplitude rp and rs, which are 
numbers called the Fresnel coefficients. In this work our samples are CNT films several 
hundred nanometers thick, which can be modeled by a homogeneous semi-infinite 
medium (the CNTs being randomly oriented). In this context, the Fresnel coefficients are 
defined by (Battie, et al., 2016): 
Equation 6 

,- 
 .|�0-|1��-12 
 �� cos 6� 7 �8 cos 68�� cos 6� � �8 cos 68 

,9 
 .1�0911��912 
 �� cos 6� 7 �8 cos 68�8 cos 6� � �� cos 68 
ni represents the refractive index of air and nt that of the film being analyzed, i.e., here the 
CNTs. If we denote by δs and δp the optical path differences between the incident and 
reflected beams for the two states of polarization, we have: 
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Equation 7 

,- 
 |,-|:�;<  
,9 
 1,91:�;= 

which makes it possible to define the two ellipsometric angles Ψ and ∆ that are measured 
in practice by: 

Equation 8 

> 
 1,91:�;=|,-|:�;< 
 1,91|,-| :�";=);<& 
 "tanΨ&:�C 

 

Figure 13: Principle of Ellipsometry 

An ellipsometric spectroscopy experiment therefore consists in recording the value of 
the angles Ψ and ∆ depending on the wavelength (or energy) of the incident beam. From 
the measurement of ellipsometric angles, a physical model can be used to calculate the 
dielectric function of the CNT film. One of the difficulties of this technique is defining 
and applying a suitable model to the nature of the sample which is necessary to fully 
make use of the data. In the framework of the model of a homogeneous semi-infinite film, 
the dielectric function is calculated as a complex function by (Battie, et al., 2016): 

Equation 9 

D 
 "sin�θG& H1 � .1 7 "tan	Ψ&:�C1 � "tan	Ψ&:�C2
� "tan�θG&K 
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This model of a homogeneous semi-infinite medium, in which the CNTs are supposed 
to be randomly oriented in the film, can be verified by varying the angle of incidence θi 
and applying the transformation given by Equation 9. The data must fit perfectly, 
otherwise the model is not adapted to the nature of the sample. 

 

Figure 14: ellipsometric spectroscopy of purified HiPCo carbon nanotube films. A) and B): measurements 

of ellipsometric angles Ψ et ∆ according to the angle of incidence θi on a spectral range from infrared to 

ultraviolet.C) and D) : values of the real part and the imaginary part of the dielectric function of the carbon 

nanotube film deduced from Equation 9 for the three incidence angles studied. Adapted from (Battie, et al., 

2016). 

Figure 14 shows an example of this type of analysis for a purified HiPCo CNT film 
("superpure" Nanointegris reference, 95% SWCNTs, < 5% residual catalytic particles and 
carbonaceous impurities). A film with a thickness of the order of 400-500 nm was 
deposited on a nitrocellulose membrane. Three angles of incidence were used, and 
ellipsometric angles Ψ and ∆ were measured over a wavelength range from infrared to 
ultraviolet. The transformation given by Equation 9 was then applied to this data set, and 
then we plotted the real and imaginary parts of the complex dielectric function (Battie, et 
al., 2016). The results of this study are shown in Figure 14.Figure 14: ellipsometric 

spectroscopy of purified HiPCo carbon nanotube films. A) and B): measurements of ellipsometric angles Ψ 
et ∆ according to the angle of incidence θi on a spectral range from infrared to ultraviolet.C) and D) : values 
of the real part and the imaginary part of the dielectric function of the carbon nanotube film deduced from 

Equation 9 for the three incidence angles studied. Adapted from . We see that the values of the 
dielectric functions are identical (within the limits of the experimental measurement 
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errors) for the three angles of incidence studied. This reinforces the choice of the semi-
infinite isotropic and homogeneous medium model. A similar study was then applied to 
chemically functionalized CNTs, and conductivity properties were deduced from the data. 
We were able to confirm the covalent grafting of certain functions on CNTs via 
characteristic absorptions in the infrared part of the ellipsometric data. This work has 
shown the full potential of this technique for the study of functionalized CNTs (Battie, et 
al., 2016). 

2.4. X-ray photoelectron spectroscopy 

The principle of X-ray photoelectron spectroscopy (XPS) is to irradiate a sample with 
a very energetic radiation in the range of X-rays. An electron is removed from the atom 
by absorption of the photon, it migrates to the surface of the material and an acceleration 
voltage allows extracting it in a high vacuum and focused towards a detector that will 
analyze its kinetic energy. Figure 15 indicates the essential elements of an XPS 
spectrometer. 

 

Figure 15: principle of a XPS spectrometer. Adapted from http://jacobs.physik.uni-

saarland.de/instrumentation/uhvl.htm 

Knowing the energy of the incident X-ray photon EX, measuring the kinetic energy of 
the electron Ecin, we deduce the binding energy of the electron El by simple conservation 
of energy: 

Equation 10 

�L 
 �M�N � �O 	→	�O 
 �L 7 �M�N 

We see that the resolution of the energy measurement depends both on the resolution 
of the electron energy analyzer and on the spectral width of the X-ray source which 
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determines the uncertainty of EX. The best current spectrometers ultimately provide a 
resolution of the order of 0.4-0.6 eV in energy, using monochromatic X-ray sources by 
reflection on crystals at well-defined angles. 

XPS spectra provide characteristic peaks of the core orbitals of the atoms constituting 
the sample. Since the average free path of electrons in solids is very short, the probed 
depth of the material is of the order of a few nanometers depending on the nature, the 
surface state and the elemental composition of the sample. To analyze CNTs, we have 
prepared suspensions in tetrahydrofuran (THF) at a level of 0.1 mg/mL. The suspension 
was sonicated for 10 minutes in an ultrasonic bath, then a drop of 100 µL was deposited 
on a glass slide covered by plasma evaporation of a layer of 100 nm of gold. This layer 
makes it possible to give a conductive character to the substrate, which thus evacuates the 
surface charges of the sample. This also makes it possible to provide an internal reference 
thanks to the Au 4f peak. Finally, this avoids carbon contamination and the O 1s and Si 
2p signals of the glass slide. THF was chosen because it is a solvent that evaporates very 
quickly. Thus, depending on the quality of the suspension, another drop could be 
deposited on the first one to increase the thickness of the deposited nanotubes. The 
analysis is therefore performed on bundled nanotubes, but only for the first 10 nanometers 
of the deposited heterogeneous film. The analysis ellipse (the size of the x-ray spot) was 
about 700 × 400 µm2, so for each sample we have two analysis points at different 
locations. Each time, the results showed great consistency, the spectra being very similar. 
The statistical validity of this analysis is therefore proven. 

The interest of XPS spectroscopy, in addition to an elemental surface analysis of the 
samples, lies in the small energy shifts of the XPS peaks as a function of the degree of 
oxidation of the element. Thus for carbonaceous materials, the peak of the 1s orbital of 
the carbon element (simply designated by C 1s) is generally composed of several 
contributions: 

- A signal around 284.4-285.7 eV attributed to C atoms in sp2 hybridization in the 
CNTs. 

- A signal around 285.3-285.6 eV attributed to C atoms in sp3 hybridization, 
involved in C-C or C-H type bonds, for example. 

- Multiple signals with higher binding energies corresponding to defects, for 
example oxygenated, either in sp3 hybridization (single C-O bonds at 286.5 eV) or 
in sp2 hybridization (C=O double bonds at 289 eV). 

- A very wide band of low intensity centered at 291 eV, which corresponds to the 
interactions of the photoelectrons with the π plasmon bands of metallic CNTs in 
the sample. 

Figure 16 furnishes an example of the XPS spectrum of an unpurified SWCNT 
sample after synthesis (Liu, et al., 2008). Peaks of Csp3 and oxygenated defects are 
significant here because the sample also contains highly defective carbonaceous 
impurities. This is a good example of the expected positions for C 1s peaks of the defects 
that we will find in this thesis work. 
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We therefore see the interest of XPS spectroscopy: it allows studying the covalent 
functionalization of CNTs. The quantification of sp3-type defects with respect to the sp2 
hybridized atoms of the intact structure makes it possible to estimate the level of covalent 
defects. Coupled with another quantitative technique such as thermogravimetric analysis, 
XPS is therefore an important technique for quantitatively estimating the level of 
functions grafted onto the CNT surface. 

 

Figure 16: example of the XPS spectrum of the orbitals C 1s of a sample of unpurified CNTs. The different 

contributions are quantified and reported in the table on the right of the spectrum. Adapted from (Liu, et 

al., 2007). 

2.5. Thermogravimetric analysis coupled with mass spectrometry. 

The principle of thermogravimetry, or thermogravimetric analysis (TGA), is to 
gradually heat a sample with a given mass from ambient temperature to a high 
temperature under a controlled atmosphere that can be neutral, reducing or oxidizing. The 
mass of the sample is continuously recorded as a function of its temperature. The 
recorded mass losses are generally indicative of the loss of particular chemical groups. 
Thus for carbonaceous materials, the different chemical defects in the structure have 
rather characteristic starting temperatures. It should be noted that the thermal 
transformations without any mass loss, such as a change of crystalline structure, cannot 
be detected by this method (Wirth, et al., 2014). 
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Figure 17: principle of the thermogravimetric analysis apparatus Setaram SETSYS Evolution 1750 

A thermogravimetric apparatus consists of a high-precision balance, an oven and a 
controlled atmosphere sample-holder system. Figure 17 shows a schematic diagram of the 
Setaram Evolution 1750 device that we used in our studies. The balance is accurate to 
within 2 ng, with a drift of only 0.1 µg per hour. The CNT powder (generally 5 to 10 mg) 
is deposited in an alumina or platinum crucible. The tubular oven is designed to operate 
without damage up to temperatures of 1350°C for several hours. The temperature ranged 
from room temperature to 1000°C at a heating rate of 3°C per minute under a helium 
atmosphere. Via a connection tube thermostated at 300°C on the purge output, the gases 
emitted are analyzed through coupling the TGA instrument to a Pfeiffer GSD 301C 
Vacuum OmniStar mass spectrometer. The mass spectrometer parameters were such that 
the ions formed were with a z=1 charge, thus facilitating the tuning of the m/z analysis 
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channels. Systematically, two analyses were conducted on each sample, in order to study 
the reproducibility of the experiments. Thus about 10-20 mg of sample was needed for 
each study.  

Figure 18 shows an example of this type of study for HiPCo CNTs purified then 
oxidized by two different oxidation methods in acidic media and assisted by microwave 
irradiation (Devaux, et al., 2015). Both oxidation processes increase the amount of 
oxygen functions present in the CNT structures. The mass loss curve of the sample 
oxidized by H2SO4 (oxH2SO4-SWCNT) is almost identical to that of the purified sample 
up to about 700°C. The sample oxidized by HNO3 (oxHNO3-SWCNT) stands out 
significantly from the other two samples with a greater mass loss above 200°C. We also 
indicate in Figure 18B the curves obtained by mass spectroscopy on different m/z 
channels for the raw sample. Emissions of CH3 and C2H2 type fragments correspond to 
the sp3 type defects present during the synthesis of CNTs, whereas the peaks of CO and C 
starting around 650°C probably result from the loss of oxygenated phenol moieties. 
Indeed, the initial sample was purified by an industrial process to remove the catalytic 
particles; it can be assumed that part of the process included an oxidizing treatment. The 
CNT sample therefore certainly contains oxygenated defects due to this purification 
treatment. A similar study was conducted with the oxidized CNTs (Devaux, et al., 2015). 

 

. 

 

Figure 18: a) Thermograms obtained under Helium of purified HiPCo carbon nanotubes (raw), oxidized 

under microwaves with diluted H2SO4 (oxH2SO4-SWCNT) or with concentrated HNO3 at 65% weight 

(oxHNO3-SWCNT). B) Mass spectrometry curves for the channels C (m/z 12), CH3 (m/z 15), C2H2 (m/z 26) 

et CO (m/z 28) for the raw sample. Adapted from (Devaux, et al., 2015). 
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3. Covalent chemical functionalization of single-walled carbon nanotubes. 

3.1.  The interest of the covalent approach. 

Covalent functionalization allows the formation of a covalent bond between 
functional entities and the carbon skeleton of the CNTs. Its goal is to permanently graft 
the functional molecules on the surface of CNTs so that they can then be better dispersed 
in polar solvents such as water, acetone or an alcohol as well as in polymer matrices. The 
application of a targeted functionalization makes it possible to obtain CNTs having 
required physicochemical properties, such as mechanical strength, solubility or electrical 
conductivity.  

These functions can be attached to tube ends or sidewalls. The sites of higher 
chemical reactivity in the CNT structure are the extremities, which have a structure 
identical to that of hemi-fullerenes. The curvature of the CNT side walls makes the 
addition reactions more favorable than on a graphene sheet (Hamon, et al., 2001) 
(Srivastava, et al., 1999). Furthermore the exoedric chemical reactivity increases with 
increasing curvature of the side walls; this has been attributed to the pyramidization of the 
sp2 hybridized carbon atoms and to the misalignment of the π orbitals (Gebhardt, et al., 
2010). Another parameter that profoundly modifies the chemical reactivity of the CNTs 
side walls is the presence of defects. About 2% of the carbon atoms in CNTs are in non-
hexagonal rings. The presence of defects such as vacant positions or pentagon-heptagon 
pairs (Stone-Wales defects) results in improved local chemical reactivity. The covalent 
functionalization of the side wall generates carbon atom sites in sp3 hybridization which 
can cause the loss of their properties, such as their high conductivity and good mechanical 
properties. With an increasing degree of functionalization, the tubes can possibly be 
transformed into almost insulating materials with a poor electric conductivity. The partial 
restoration of the structural integrity of the starting material can be achieved by thermal 
annealing of the modified tubes at temperatures between 300 and 500 °C. It is therefore 
important to be able to control the level of functionalization in order to maintain their 
conduction properties for the envisaged applications. 

The covalent modifications can be classified in two categories: direct 
functionalization of the side walls and indirect chemical modification via functions (most 
often carboxylic acids) already present on the surface of the CNTs. These functions can 
then be used as chemical anchors for further functionalization. 

3.2.  The main classes of chemical reactions used for CNTs. 

Several reactions allowing a direct functionalization of the walls have been described 
since the discovery of CNTs (Singh, et al., 2009) (Figure 19). 

Fluorination of CNTs was one of the first methods of covalent functionalization 
described in the literature. It is carried out efficiently in the presence of F2 at temperatures 
between 150 and 400 °C. (Adamska, et al., 2017). The interest is that the fluorine atoms 
can then be substituted by alkyl groups or by amines (Khabashesku, et al., 2002).  

Cycloaddition reactions, well known with fullerenes, have been successfully used by 
different research groups (Kumar, et al., 2011). Thus, the reaction of carbenes with CNTs 
by a [2 + 1] process led to substituted cyclopropanes (Hu, et al., 2003). Similarly, nitrenes 
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have been used for the formation of aziridines (Holzinger, et al., 2003). A simple method 
for obtaining soluble CNTs has been described by Prato et al. (Georgakilas, et al., 2002), 
(Tagmatarchis, et al., 2004). In this reaction, also known as the Prato reaction, 
azomethine ylides thermally generated in situ by condensation of an amino acid with an 
aldehyde, add up in a [2 + 3] cycloaddition process on the walls and ends of the tubes, to 
form fused pyrrolidine rings. 

CNTs can also be efficiently functionalized by radical addition. Electrochemically or 
chemically generated aryl radicals from diazonium salts add to the tube walls to yield 
soluble CNTs in different solvents. (Dyke, et al., 2003). We have shown in previous work 
that aryl radicals can also be generated from hydrazines in the presence of oxygen (Liu, et 
al., 2006). 

Nucleophilic addition of heterocyclic carbenes led to the formation of zwitterionic 
species rather than cyclopropanes (Holzinger, et al., 2001). The latter are however 
obtained by addition / substitution of the base of bromomalonates on the double bonds of 
the tubes (Bingel reaction) (Coleman, et al., 2003). 

Another class of reactions that has been widely used is the reduction and reductive 
alkylation of CNTs. (Pekker, et al., 2001), (Liang, et al., 2004). These methods involve 
injecting electrons onto the CNTs to make them carbanionic. These CNT-carbanions can 
then be trapped by different electrophiles. 

Oxidation reactions have been widely studied. They are often used during CNT 
purification processes to remove metal nanoparticles and amorphous carbon. However, 
even after annealing, a certain number of oxygenated functions, such as epoxides, ketones 
or carboxylic acids, remain present in the purified CNTs. These functions can then be 
converted to esters or amide either directly or after chlorination. 
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Figure 19: Common Reactions for Covalent Functionalization of CNTs 

It is this path that we have chosen to carry out the grafting of our electro-active 
molecules (EA) on tube sidewalls: mild oxidation under microwaves makes it possible to 
transform practically all the oxygenated functions into carboxylic acids. The CNT-COOH 
obtained are converted into CNT-COCl in the presence of thionyl chloride (SOCl2). The 
latter are reacted with EA molecules having an alcohol function, to lead to ester-linked 
CNT-EAs (CO-O) (Figure 20). 

 

Figure 20: Synthetic route used in this work 
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In the next part, we will examine the most common oxidation processes and their 
impact on the CNT structure. We will also describe the interest of using microwaves to 
control the level of functionalization. 

3.3.  Oxidation processes and microwave irradiation 

The effects of various conditions using oxidative reagent solutions such as H2SO4 
(Chen, et al., 2006) or HNO3/H2SO4 mixtures ( Rao, et al., 1996), hydrogen peroxyde 
(piranha mixture) (Datsyuk, et al., 2008) or HNO3 (Darmstadt, et al., 1998) have been 
extensively studied to functionalize CNTs. However, a significant increase in the number 
of defects and possibly a shortening of the CNTs have also observed. In order to reduce 
chemical attack, the oxidation of carbon materials can also be applied with more dilute 
nitric acid (Avilès, et al., 2009) or by using KMnO4 (Zhang, et al., 2003). It has been 
regularly observed that the oxygen content is not increased in the treated CNTs. Indeed, 
the carboxyl functional groups introduced by the wet oxidation treatment were present in 
large amounts in carboxylated carbonaceous fragments (CCF) formed from the CNTs. 
These undesirable CCFs are polycyclic aromatics with COOH groups. They are removed 
during the basic washing so that the amount of COOH on the oxidized CNTs does not 
vary. (Salzmann, et al., 2007). 

In order to obtain CNTs weakly but homogeneously oxidized (along the walls and 
not only at the ends), we have proposed the use of microwaves at low temperatures. 
Indeed, microwaves are known to greatly reduce reaction times (from several hours to 
minutes) (de la Hoz, et al., 2005). In recent years, many studies have described their use 
for the functionalization of CNTs (Vázquez, et al., 2009). For example, we can mention 
cycloaddition reactions (Brunetti, et al., 2007), addition of aryl radicals (Mamane, et al., 
2014) & (Brunetti, et al., 2008), oxidation (Wang, et al., 2006), bromination (Colomer, et 
al., 2009) and alkylation (Xu, et al., 2008). 

In our case, the use of a low temperature (50 °C) makes it possible to avoid over-
oxidation phenomena and to greatly reduce the reaction times and thus to better control 
functionalization. Controlling the level of functionalization is of great importance to 
benefit from the properties of CNTs in materials or devices. High levels lead to both 
excessive degradation of the CNT structure and disruption of the conjugate system which 
have a negative impact on the intrinsic CNT properties (conductivity, mechanical 
properties). Low functionalization levels are indisputably preferred for CNT-based 
composites. 

 

3.4.  Functionalization by electro-active molecules: the interest of functionalized CNTs 

for the modification of electrodes. 

One of the most promising applications of functionalized CNTs is the development 
of sensors. Conductive carbon materials have good prospects as electrode materials 
because of their good conductivity, high surface area to volume ratio, and thermal 
stability. Thus, CNTs have excellent potential for the fabrication of electrochemical 
sensors working for instance with biomolecules like NADH (Wang, et al., 2002), glucose 
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(Perez-Lopez, et al., 2005), phenolic compounds (Pumera, et al., 2006), dopamine 
(Angeles, et al., 2008), proteins (Kara, et al., 2010), etc... An essential prerequisite for the 
development of sensors is the establishment of good electron transfer between the analyte 
and the electrode. However, most detectable species are non-conductive and the direct 
electron transfer of some analytes is generally not reproducible. The introduction of 
electrochemical mediators is therefore crucial to improve the transfer of electrons in the 
detection process: bioelectrochemical sensors are thus obtained. These can be easily 
prepared and have often proved to be very sensitive. Organometallic mediators such as 
cobaltocene and nikelocene (Li, et al., 2014), organic compounds such as 
tetrathiafulvalene derivatives (Perez, et al., 2009), phtalocyanines ( Bottari, et al., 2010) 
and even some organic dyes such as methylene blue (Li, et al., 2013) have been used. 
Ferrocene is one of the most exploited organometallic molecules in the development of 
bioelectrochemical sensors because it has good electrochemical characteristics such as 
fast electron transfer rate, low oxidation potential and stability of two redox states 
(Martic, et al., 2011) & (Saleem, et al., 2015). Thus, the ferrocenyl moiety is generally 
used as a model redox molecule to characterize the effectiveness of modified carbon 
nanomaterials, as it has both chemical and electrochemical stability (Rabti, et al., 2016). 

4. Motivation and novelty of the work presented in this thesis. 

4.1.  A covalent functionalization method that preserves the structural integrity of CNTs. 

In the context of the use of functionalized nanotubes within electrochemical devices, 
it is important to preserve as much as possible the electronic properties of the nanotubes, 
and therefore their structural integrity. Indeed, the covalent functionalization methods are 
of interest in that they immobilize the grafted functions via covalent chemical bonds, thus 
furnishing resistance to leaching, diffusion in the medium into which the electrode 
plunges, etc. But in return, they induce defects by modifying the hybridization of the 
carbon atoms constituting the wall of the CNTs from sp2 to sp3. The defects thus created 
can, when their number becomes sufficient, disturb the electrical and mechanical 
properties of the CNTs. 

Our motivation is therefore to develop covalent grafting methods that make it possible 
to control as best as possible the number of carbon-type defects in sp3 hybridization in 
the structures. The idea is to graft enough electroactive functions to obtain a material that 
is electrocatalytic when deposited on an electrode, but without affecting too much CNT 
electrical properties (including electron transfer). For this purpose, we will use a soft and 
fast oxidation method in an acidic medium assisted by microwave irradiation. Our 
previous studies have indeed shown that these conditions make it possible to control the 
number of oxygenated defects resulting from the oxidation of the carbon atoms of the 
CNT sidewall by varying the irradiation time of a suspension of raw CNTs. The acidic 
medium favors the oxidation reaction, and the microwave irradiation causes local heating 
of the nanotube bundles which accelerate the reaction. We will test in this work two 
particular acidic media: 
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- A concentrated nitric acid medium at 65% (by weight), which is a fairly 
conventional medium in purely thermal oxidation. Using these acidic conditions 
with ourely thermal process requires refluxing for several hours. We will show 
that a few tens of minutes of microwave irradiation in such a medium are 
sufficient to obtain a sufficient number of COOH-type defects on the CNT surface 
and then graft electroactive functions using these functions. 

- We have also tested even milder conditions with a sulfuric acid medium diluted to 
2.5 mole.L-1. This reduces the danger of the oxidation process, as the work is done 
in an acid solvent but mainly composed of water. Applications on an industrial 
scale might then be possible. 

Once this oxidation step has been performed, the surface of the CNT bundles 
comprises oxygenated defects including carboxylic acid groups COOH which will be 
converted into a more reactive COCl group by reaction with SOCl2, then brought into 
contact with our electroactive molecules carrying spacer alcohol function. The subsequent 
esterification reaction enables the electroactive groups to be covalently bonded to the 
surface of the CNTs (see Figure 20). We have developed two types of spacers connecting 
ferrocene electroactive groups to the CNT walls: 

- Spacers with a polyethyleneglycol chain.  
- A spacer with a C6-alkyl chain. 

The molecules were synthesized as part of a master's degree work preliminary to this 
thesis (Allali, et al., 2012).  

4.2.  An advanced analytical approach for the characterization of the obtained materials. 

Too often in the literature the covalent nature of the bonds connecting the CNT walls 
and the chemical group of interest are poorly or badly characterized. We chose to work on 
extremely pure HiPCo type CNTs, purchased from Nanointegris, in order to minimize the 
impurity content and considerably improve the quality of the information obtained with 
the different analytical characterization techniques we used. These complementary 
techniques are described in Chapter 2 and have also been associated with transmission 
scanning electron microscopy (STEM) studies carried out by our colleague Xavier 
Devaux on a microscope corrected for optical aberrations available at the same time in 
Jean Lamour Institute. We were able to obtain images with an atomic resolution of the 
sidewall of the nanotubes. Coupled with electron energy loss spectroscopy (EELS), we 
were able to observe the iron of the ferrocene group of our electroactive functions and 
show that these groups were covalently attached to the CNT sidewalls. 

The success of this analytical approach is based on the complementarity of the 
techniques employed. This work was often done in collaboration, the analytical effort 
being particularly important, but this thesis work takes a big part in these data collection. 
Particularly, we carried out numerous spectroscopic analyzes (UV-visible absorption, 
Fourier-Transform InfraRed (FTIR) absorption, Raman scattering, XPS). 
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4.3. Choice of the electro-active groups. 

The final goal of this work being to carry out enzymatic electrochemical devices, we 
wanted to graft electro-active functions allowing to promote oxidation-reduction reactions 
with active biomolecules and in particular NADH (dihydronicotinamide adenine 
dinucleotide, reduced form). The NADH/NAD+ molecular system is a co-enzymatic 
system involved in many enzymatic reactions involving electron and/or proton transfers. 
For example, it makes it possible to operate oxidase or dehydrogenase enzymes and, as 
such, is particularly interesting for the development of either bioelectrochemical devices, 
sensors or synthetic bioreactors. The NADH/NAD+ system is shown in Figure 21. We see 
that we move from the oxidizing form NAD+ to the reduced form NADH by transferring 
one proton and two electrons onto the pyridine ring circled in red on the figure. The 
addition of an electron and a proton in the form of a hydrogen atom is carried out on the 
carbon atom located in the para position to the nitrogen atom of this ring, while the 
second electron neutralizes the positive charge of the nitrogen atom. Of course, this Lewis 
schematic representation is only an indication of the most reactive part of this molecular 
system at the electrochemical level. 

 

Figure 21 : the NAD
+
/NADH ox-red system used as a co-enzyme in this work. 

 To be able to transfer electrons efficiently between an electrode and the NAD+/NADH 
system, it is useful to use electroactive mediators that will take care of transporting the 
electrons from the electrode to the NAD+/NADH system. Indeed, whether it is the 
electrochemical oxidation of NADH or the reduction of NAD+, these processes require 
significant overpotentials to most conventional electrodes (Elving, Bresnahan, Moiroux, 
& Samec, 1982) (gold, platinum, graphite, glassy carbon electrode (GCE)). These 
overpotentials tend not to make the reaction sufficiently specific in the presence of other 
electroactive molecules in the same range of potentials. In addition, the reaction products 
accumulate and adsorb on the electrode surface, causing a rapid loss of efficiency and 
passivation of the surface. A very large number of ways have been followed for more 
than thirty years to solve this problem, using electrodes modified by materials that 

NAD+ (oxidant) NADH (reductor)

+ H+ + 2e−
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increase the specific area, allow a transfer of electrons mediated by electron shuttles, and 
on the surface of which the products of the reaction do not accumulate.   

Carbonaceous materials such as carbon black, multiwall or single-wall carbon 
nanotubes or graphene have been studied as materials with a high specific surface area. 
The oxygenated defects of these materials (carboxylic acids, ketones, quinones) seem to 
play a weak catalytic role on the oxidation of NADH, as well as locally mediating 
electron transfer sites (Blandon-Naranjo, Hoyos-Arbelaez, Vazquez, Della Pelle, & 
Compagnone, 2018). However, carbonaceous materials alone are not sufficient to achieve 
effective recycling of the NADH/NAD+ system. The use of electron transfer mediating 
molecules, either grafted non-covalently onto nanotubes via π−π type interactions 
(Giroud, Sawada, Taya, & Cosnier, 2017), or deposited as electro-generated films on the 
surface of the nanotubes (Saleh, Okajima, Kitamura, Mao, & Ohsaka, 2018) greatly 
improves the electrocatalytic efficiency of the device. However, the possible release of 
these mediators into the environment encourages a covalent grafting approach of the 
mediators on carbon nanomaterials, a strategy that we will follow in this thesis work. 

Our goal is therefore to graft electro-active molecules that act as electron transfer 
mediators on the surface of carbon nanotubes. To improve the recycling of the 
NADH/NAD+ system and avoid adsorption of degradation products on the surface of the 
modified electrode, we will use diaphorase as an intermediate for the oxidation of NADH. 
The principle of our approach is shown in Figure 22. 

 

Figure 22 : Use of diaphorase in electro-catalytic processes involving NADH. MED is the electron transfer mediator 

material (in our case, carbon nanotubes chemically grafted by electro-active functions). DIAPH is the diaphorase. 

 In this thesis work, we examined different possibilities of electroactive functions 
allowing us to work either in NADH oxidation or in NAD+ reduction. Our attention was 
focused on the following mediators: 

- For the oxidation of NADH in the presence of diaphorase: ferrocene derivatives, an 
osmium complex or a K3 vitamin derivative. 

- For the reduction of NAD+ in the presence of diaphorase: methylviologen. 

- For the reduction of NAD+ without diaphorase: a ruthenium complex based on bi-
pyridine. 
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The different mediators have been grafted as explained above, i. e. via a spacer with an 
alcohol function, which will react on activated acid functions formed on the surface of the 
CNTs by a controlled oxidation process. Two types of spacer arms were tested: a 
hydrophobic alkyl chain spacer, and a much more hydrophilic polyethylene glycol chain 
spacer. We will see in the rest of this work that the hydrophilic or hydrophobic nature of 
the spacer arm will have a crucial influence on the electrochemical results. Figure 23 
shows the five mediators used and the two types of spacers (not all combinations are 
shown in this figure!). 

 

Figure 23 : the different electrochemical mediators that have been tested in this thesis work. Only ferrocene derivatives 

have led to significant electro-catalytic activity, so we will only present the work done on these mediators. 

We carried out the covalent grafting of each of these compounds on CNTs with a low 
number of walls (manufacturer: Nanolab) or on single-walled CNTs synthesized by the 
HiPco process and purified (manufacturer: NanoIntegris). The preliminary study of the 
electrochemical reaction with NADH or NAD+ of these grafted nanotubes was carried out 
by depositing on the surface of a glassy carbon electrode (GCE) a layer of grafted 
nanotubes from an aqueous suspension, then immobilizing the layer with either a chitosan 
gel or a silica gel formed by condensation of tetra-ethoxysilane (TEOS). If necessary, the 
diaphorase was co-immobilized with the carbon nanotubes. The electrode thus formed 
was used in a conventional three-electrode assembly with an Ag/AgCl reference electrode 
and a platinum counter electrode. A solution containing NADH or NAD+ as appropriate 
was oxidized or reduced by cyclic voltammetry. The electrochemical scanning rate was 
varied from 5 to 20 mV/s, the solution concentrations of NADH or NAD+ were varied, 
and the overall electrochemical behaviour was studied to reveal a significant or negligible 
electro-catalytic effect. This preliminary work was conducted in close interaction with 
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Mrs Veronika Urbanova, in charge of the electrochemical study, while the syntheses of 
mediators modified by spacer arms and covalently grafted to the surface of the CNTs 
were carried out as part of this thesis work.  

At the end of this systematic study, we obtained clear electro-catalysis results only 

when the mediator used was a ferrocene derivative. This is why the whole rest of this 
work consisted in developing this approach in a systematic way, by studying in particular 
the possible effect of the spacer connecting the molecules of electrochemical mediator to 
the CNTs, and by characterizing in a particularly detailed way the different chemical 
steps carried out on the CNTs and the covalent nature of the complete grafting process. 

4.4.  The use of electrodes modified by functionalized nanotubes for the development of 

bio-electrochemical devices. 

Functionalized CNTs have been used in this thesis for the electro-catalytic detection 
of biological molecules such as NADH and glucose. In particular, the functionalization of 
CNTs by ferrocenic groups makes it possible to greatly reduce the potential associated 
with the electrochemical oxidation of NADH and thus promotes its detection and 
regeneration at low potentials. 

Figure 24 shows the bioelectrochemical device used for the electrocatalytic 
regeneration of NAD+. The electronic mediator (Fc = ferrocene) is immobilized on the 
surface of the CNTs which are then mixed with the enzyme GDH (glucose 
dehydrogenase) and deposited on a glassy carbon electrode. The electrode is introduced 
into the electrochemical cell containing the co-factor. The mediator is covalently linked to 
the CNT in order to avoid detachment and thus to increase the stability of the 
bioelectrochemical cell. 

The electrochemical results for ferrocene functionalized CNTs with the diethylene 
glycol linkage show that the anodic current increases with the gradual addition of NADH. 
Since the oxidation of NADH starts at higher potentials when the functionalized CNTs 
are absent or when the oxidized but not functionalized CNTs are used, a very clear 
electrocatalytic effect is obtained due to the simultaneous presence of the CNTs and the 
ferrocene moieties. All these results were obtained with very pure nanotubes (HiPco) to 
show that the electrocatalytic effect is not due to metal impurities often present in the 
majority of CNTs. 
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Figure 24: Our bioelectrochemical device 
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2 Summary	of	appended	papers	
 

We chose to present the peer-reviewed publications and proceedings from this thesis 
in an order that is not necessarily the chronological order. Figure 25 indicates the chosen 
order, which corresponds to the grouping of the work into three clearly defined sub-
themes. 

 

Figure 25: Organization of the presentation of the works resulting from this thesis. The first two 

publications mainly concern the oxidation mechanisms of CNTs. The three publications numbered 3 to 5 

concern the study of the covalent functionalization of single-wall nanotubes and the effect of the nature of 

the spacers used on the electrochemical signals obtained at an electrode modified by these CNTs 

functionalized with ferrocene groups. Publications 6 and 7 extend this work to lower-quality multi-walled 

CNT samples, but prove that our functionalization processes are operational on much lower cost 

commercial samples. These systems are economically more interesting for future applications. 

The first theme, which groups publications numbered 1 and 2, mainly concerns the 
study of the CNT oxidation stage. The first publication is devoted to the study of raw and 
oxidized nanotubes by Raman spectroscopy and spectroscopic ellipsometry. This 
publication concerns also functionalized nanotubes by the radical route, to show the 
interest of using ellipsometric analysis in the infrared range to show the functionalities 
grafted on the nanotubes. However, this technique is sensitive to grafted groups only if 
they are introduced in sufficient quantities. This explains the use of the radical grafting 
pathway, whose grafting rates are quite high. It was not possible to highlight the ferrocene 
groups in the context of HiPCo nanotubes grafted by the latter, because the grafting rate 
was too low. The second publication is a detailed study of oxidized HiPCo nanotubes in 
two different acid media, exploiting gas absorption volumetry, electron microscopy and 
vibrational spectroscopy. This is the study of the CNTs produced in the first step of our 
grafting process indicated in Figure 20. We show in particular that the functionalization 
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of the nanotube bundles is topologically different between the concentrated HNO3 and the 
diluted H2SO4 media. 

The second theme is dedicated to the covalent functionalization of single wall 
nanotubes, including the highly purified HiPCo nanotubes obtained from Nanointegris. 
This work unmistakably highlights the covalent functionalization of nanotubes, 
particularly thanks to our advanced analytical approach based on a range of highly 
complementary techniques. They also show that our three-step process works well on the 
walls of the CNTs with ferrocene groups, while maintaining excellent structural integrity 
because Raman scattering spectroscopy does not show a significant increase in the sp3-
like defects around of 1350 cm-1. These functionalized CNTs are then used in 
bioelectrochemical devices, notably using electron (and proton) exchanges with NADH 
(nicotinamide adenine dinucleotide in reduced form). A very clear electrocatalytic effect 
is obtained, which is extremely interesting since NADH is the co-factor of more than 400 
different enzymes. The dilute sulfuric acid oxidation process is just as good as that in the 
concentrated nitric acid, which allows us to propose a soft oxidation route, in an 
essentially aqueous medium, and fast thanks to the assistance microwave. 

The very high purity of the nanotubes used makes it possible to eliminate any effect 
of the impurities (residual catalytic particles, amorphous carbonaceous particles). Finally, 
the study of the effect on the electron transfer efficiency of the nature of the spacers is 
conducted from an electrochemical point of view (publication number 4) but also via 
molecular modeling carried out by our colleagues from the Nantes Institute of Materials 
(publication number 5, accepted in Beilstein Journal of Nanotechnology, 2018). This 
work shows that an alkyl chain spacer causes a refolding of the ferrocene unit towards the 
wall of the nanotubes, thus preventing good mobility of the electroactive group enabling 
it to react within the bioelectrochemical device. The problem is solved by the use of a 
polyethylene glycol chain spacer (PEG), which is much better chemically compatible 
with chitosan or the silica used to immobilize the grafted CNTs on the surface of the 
electrode. In this case, the length of the chain does not seem to play a significant role 
from the point of view of the results obtained in electrochemistry, even if an optimum is 
found for a 6-pattern PEG spacer. Theme 2 includes a presentation of an oral presentation 
at the Fall Material Research Society (MRS fall meeting 2012), and two publications. 

Finally, theme 3 extends the interest of our grafting method to nanotubes with several 
walls, much less "clean" than the purified HiPCo nanotubes. The interest here is to use 
low-cost commercial sources of CNT, and to show that these CNTs, once grafted by 
ferrocene groups with PEG spacers, work very well within bioelectrochemical devices. 
This makes it possible to envisage concrete applications of these nanotubes in devices of 
the sensor type, or of the bioelectrochemical reactor type. This theme 3 contains the 
proceedings of a poster presented at the Spring Material Research Society (MRS Spring 
meeting 2012) and one publication. 
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Summary of Paper n°1  

(Carbon 96 (2016) 557-564) 

Title: Mild covalent functionalization of single-walled carbon nanotubes highlighted by 
spectroscopic ellipsometry. 
 
Authors: Yann Battie, Manuel Dossot, Naoual Allali, Victor Mamane, Aotmane En 
Naciri, Laurent Broch and Alexander V. Soldatov. 

 

Summary: 
Context. 

This first publication concerns the joint study by Raman scattering spectroscopy 
and spectroscopic ellipsometry of functionalized single-walled carbon nanotubes. Our 
own experience with functionalized CNTs analysis in the laboratory suggested that we 
should indeed find new analytical methods for characterizing the functions grafted onto 
the wall of CNTs. It is common to use Raman scattering spectroscopy to show an increase 
in sp3 defects (via the increase in D-band intensity around ~1350 cm-1) when covalently 
grafting chemical functions onto CNT sidewalls or extremities. However, it has been 
found that in the case of our microwave-assisted acid oxidation protocol, we do not have 
a significant increase in this D-band. In addition, the literature also reports other 
spectroscopic techniques, including UV-visible absorption spectroscopy or fluorescence 
spectroscopy. But in the first case, the suspension protocol for functionalized CNTs 
requires the presence of a surfactant that is retained during analysis, and there is always a 
concern that the surfactant may play a role and disturb the analysis of absorption peaks 
related to van Hove's singularities. In the second case, only semiconductor CNTs emit 
fluorescence, which is inhibited for metal tubes, and we thus lose knowledge of an 
important part of the sample. It is also important to be able to analyze all nanotubes, 
including those that remain bound in bundles, and most light absorption methods require 
suspension followed by ultracentrifugation to analyze only individualized CNTs.  

The advantage of a spectroscopic method is to be non-destructive and to be able to 
analyze the sample as a whole, with a certain statistical significance. In this way, we 
obtain very complementary information from electron microscopy or thermogravimetric 
analysis techniques, for example. We were therefore looking for a technique based on 
light-matter interaction, allowing us to analyze a significant portion of our functionalized 
nanotubes, and providing interesting physico-chemical information to partially 
characterize the covalent functionalization of CNT. Spectroscopic ellipsometry has 
proven to be a wise choice. We had the chance to get in touch with our colleague Yann 
Battie, who had already used this technique on non-functionalized CNTs and who had 
developed the necessary protocols as part of his thesis before being appointed Lecturer at 
the University of Lorraine. In this context, it was natural to check whether this technique 
could provide interesting information for functionalized CNTs. 
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We chose to study first the raw HiPCo nanotubes from Nanointegris, then the 
oxidized nanotubes according to one of our protocols (microwave assistance in HNO3 
65% in weight), but also functionalized by a radical attack process to increase the number 
of created sp3 carbon atoms on CNT sidewalls. Indeed, we know from previous studies 
conducted since 2006 in the laboratory that radical functionalization leads to relatively 
high grafting rates. We then had an interesting sample of CNT ranging from very clean 
tubes with relatively few defects to well-functionalized CNTs (typically 1 carbon atom 
out of 60 hybridized to sp3). 

Materials and Methods. 

To demonstrate the relevance of an analytical technique, it is important that the 
sample be as clean as possible, and we therefore studied by spectroscopic ellipsometry 
nanotubes synthesized by the HiPCo procedure and purified by a proprietary process, 
provided by the company NanoIntegris (sample named HIPCO). These nanotubes were 
first oxidized in a strong acidic medium (HNO3 65% in weight) by microwave assistance 
for 20 minutes (sample named HIPCO-HNO3). We also chemically modified the starting 
nanotubes by covalent grafting of methoxyphenyl groups via a diazonium salt, by heating 
in reflux in toluene for several hours. This process enabled to attack CNT sidewalls by 
radicals. The sample is named HIPCO-MeOH. These different types of functionalized 
CNTs were studied by two complementary techniques, Raman scattering spectroscopy 
and spectroscopic ellipsometry. 

For Raman scattering spectroscopy, the nanotubes were dispersed in 
tetrahydrofuran (THF) (0.1 mg/mL) with a 5% by weight surfactant, sodium 
deoxycholate, whose chemical structure is indicated below. The suspension was sonicated 
via a sonotrode at 90W for 30 minutes. We then transferred the suspension after 
centrifugation at 20,000 rpm to a second tube and rinsed with THF under simple 
sonication of an ultrasonic bath to remove much of the surfactant. Then we used a drop of 
the resulting nanotube suspension that we placed on a glass slide to let it evaporate. 

 

Chemical formula of sodium deoxycholate 

The nanotubes re-agglomerated into bundles, but we were not trying to characterize 
individual nanotubes. We analyzed the samples at three different laser wavelengths: at 
532 nm and 633 nm on a Witec CR200 spectrometer at the University of Lulea, equipped 
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with a Peletier cooled camera with a ×50 lens (0.55 digital aperture) and 1800 lines/mm 
grating; and at 514 nm on a Jobin-Yvon T64000 spectrometer equipped with a liquid 
nitrogen cooled camera, an ×50 lens (0.55 digital aperture) and 1800 lines/mm grating. 
We have taken care to keep the laser irradiance in all three cases below 1 kW/cm2 to 
avoid any laser heating effect.  

For spectroscopic ellipsometry, the analysis requires obtaining a mat of nanotube 
bundles as homogeneous as possible, deposited on a nitrocellulose filter. For this purpose, 
a relatively loaded suspension of 4 mg/mL of CNT is made in distilled water with 2% by 
weight of sodium cholate (formula below). The latter is better adapted to the aqueous 
medium than sodium deoxycholate. The suspension is sonicated for 90 minutes at 240 W 
while keeping the container at 5°C to avoid any heating. The suspension is centrifuged at 
35,000 rpm, and the supernatant is filtered (so the pellet, which contains the largest 
bundles, is not analyzed) on a nitrocellulose filter. The surfactant is removed after rinsing 
with plenty of distilled water. This verifies the absence of foam formation, which 
indicates that most of the surfactant is removed. 

 

Chemical formula of sodium cholate. 

Two different ellipsometers were used: between 0.6-4.96 eV (2050-250 nm wavelength), 
a commercial ellipsometer (Uvisel, Jobin-Yvon) was used. It is an ellipsometer using a 
photoacoustic modulator that modulates the phase and thus analyses the polarization of 
the reflected light without rotating a polarizer, thus without any mechanical movement. 
This allows for very fast analysis, good sensitivity and an excellent signal-to-noise ratio. 
The light source is a Xenon lamp, and the angle of incidence can be varied between 40 
and 80 °. A photomultiplier is used for the UV-visible part up to 900 nm, then an InGaAs 
photodiode is used for detection in the near IR. For the infrared part between 0.07-0.6 eV 
(17.73 µm-2050 nm wavelength), an ellipsometer developed at the d'Alembert Institute at 
the Ecole Normale Supérieure de Cachan was used. It was our colleague Yann Battie who 
carried out the analyses in both cases. 

Main results. 

The publication first presents the results of Raman spectroscopy. For the HIPCO 
and HIPCO-MeOPh samples (Figure 5 of the publication), a clear increase in the D-band 
is observed at all working wavelengths used when comparing the raw and functionalized 
CNT D-band. On the other hand, for the HIPCO-HNO3 sample, no firm conclusion can 
be drawn from the Raman spectra because in one case (laser at 532 nm, figure 4A) the D 
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band increases very slightly, but in another (laser at 633 nm, figure 4B) it decreases after 
oxidation treatment!!  

On the other hand, spectroscopic ellipsometry shows clearer differences between 
the three samples. First, the HIPCO sample was studied over the entire spectral range by 
varying the angle of incidence of light between 50° and 70°. An optical model of a semi-
infinite and isotropic homogeneous film was used (see the first part of this thesis 
manuscript or the publication). This model allows extracting the real and imaginary part 
of the dielectric function of the CNT film. We verified that this function is independent of 
the incidence angle (Figure 8 of the article) and thus validated the model. Then this model 
was used for all three samples, and Figure 9 shows the imaginary part and the real part of 
the dielectric function for the HIPCO, HIPCO-HNO3 and HIPCO-MeOPh samples from 
the medium infrared to ultraviolet. This figure is particularly important and is reproduced 
below. 

We can clearly see on the imaginary part (corresponding mainly to the absorption 
bands of the film) the van Hove singularities of the semiconductor CNTs S11, S22 and S33 
as well as the metallic M11, in particular for the raw HIPCO nanotubes. We also see a 
plasmon absorption band in the ultraviolet, characteristic of these collective electron 
movements in metal tubes. When the CNT are oxidized (HIPCO-HNO3 sample), all these 
bands are slightly disturbed. It should be noted that the same absorption experiment in the 
UV-visible range up to 1200 nm wavelength was attempted directly on an absorption 
spectrometer (Cary 6000i) in a 1 cm optical path cuvette, with suspensions of CNT in 
heavy water and different surfactants. We had not been able to obtain good, reproducible 
results, due to a too weak functionalization and a lack of reproducibility of the stability of 
the suspensions obtained.  

The film deposition technique of ellipsometry, on the other hand, allows 
reproducible experiments to be carried out that provide relevant information on the effects 
of functionalization on the oscillator strength of the CNT absorption bands.It should be 
noted that the plasmon band has decreased relatively significantly; suggesting that 
oxidation with HNO3 still affects the metallic CNTs a little. This supports the observation 
of a slight decrease in Raman band intensity in RBM modes at 532 nm (Figure 4A), while 
metallic CNTs are mainly observed at this wavelength (based on the Kataura diagram). 
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Figure 9 of the publication: A) Imaginary part and B) Real part of the dielectric function of 

CNT films as a function of incident light energy, derived from measurements in an isotropic, 

homogeneous and semi-infinite medium model. 

When the functionalization process further modifies the structural integrity of the 
CNTs, by significantly increasing the number of carbon atoms in sp3 hybridization, there 
is a very significant transformation of the imaginary and real parts of the complex 
dielectric function of the film. Thus for the HIPCO-MeOPh sample, the van Hove 
absorption peaks as well as the π-plasmon band disappear. There is also a very strong 
variation in the real part of the dielectric function in the infrared spectral zone (for an 
energy of less than 0.5 eV, the part circled in figure B above). While it is negative for 
HIPCO and HIPCO-HNO3, it becomes positive for HIPCO-MeOH and shows additional 
absorption bands in the imaginary part of the dielectric function at 1610 and 3060 cm-1, 
characteristic of MIR absorptions of phenyl groups. Spectroscopic ellipsometry is 
therefore particularly valuable in highlighting the effects of functionalization, even for a 
mild functionalization process such as our microwave-assisted oxidation route. 

We were also able to model the IR part of the dielectric function using a coarse 
model (the Drude model), which allowed us to show that oxidation in HNO3 had probably 
oxidized and removed residual carbonaceous impurities, while confirming the fact that 
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metal CNTs were slightly more affected than semiconductors in the process. This makes 
it possible to understand why the 532 nm Raman spectra, which are essentially derived 
from metal CNTs in electron resonance at this laser wavelength, show a slight increase in 
the D band, since these tubes are more affected.  

Conclusion and perspectives. 

This work validated spectroscopic ellipsometry as a new technique for 
functionalized CNT analysis. It has the advantage of analyzing a nanotube film, thus 
being statistical on the entire sample, while eliminating the potential effect of a surfactant 
on the electronic absorption properties of CNTs. Performing the analysis also in the 
infrared spectral part allows the direct detection of grafted groups if the grafting rate is 
not too low (in our case, typically 1 grafted C atom for 60 atoms, data from 
thermogravimetric analysis). It is sensitive enough to also highlight the role of residual 
carbonaceous impurities, and the effect of an acid treatment on these impurities. It also 
showed a slight preference for our microwave-assisted HNO3 oxidation process for 
metallic CNTs, information that neither Raman scattering spectroscopy nor traditional 
UV-visible near-IR absorption could clearly establish (although in retrospect we better 
understood the Raman results in Figure 4). It is therefore a complementary tool to the 
thermogravimetric analysis technique, effective in characterizing oxidation or soft 
functionalization processes with low grafting rates.  

In perspective to this work, we could consider testing several grafting methods by 
controlling the rate of grafted functions if possible, in order to further explore the 
observation in the field of IR medium of grafted groups, in order also to determine a 
grafting threshold where these functions can be detected. We could also refine the model 
used to interpret the results and extend these studies to few or multi-walled CNTs. 

Author’s contribution : 

 

In this work, I have made the functionalization of CNTs, the analyses of CNT by Raman 

spectroscopy, and I participated in the interpretation of all the results, including 

ellipsometric spectroscopy, and the writing of the paper. 
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Summary of Paper n°2  

(ChemPhysChem 16 (2015), 2692–2701) 

Title: Covalent Functionalization of HiPco Single-Walled Carbon Nanotubes: 
Differences in the Oxidizing Action of H2SO4 and HNO3 during a Soft Oxidation Process. 
 
Authors: Xavier Devaux, Brigitte Vigolo, Edward McRae, Fabrice Valsaque, Naoual 
Allali, Victor Mamane, Yves Fort, Alexander V. Soldatov, Manuel Dossot, and Svetlana 
Yu. Tsareva. 

Summary: 
Context. 

The second publication concerns the study of the chemical evolution of the surface 
of HiPco single-walled carbon nanotubes (SWCNT) subjected to two types of oxidation 
in an acid environment.  

 The treatment conditions used in our case, i.e. treatment with dilute H2SO4 acids 
(mild acid medium) and concentrated HNO3 (strong acid medium), were chosen in such a 
way as to avoid any significant damage to the nanotube structure. During the diluted 
H2SO4 treatment used, the electrophilic reagent attacks some of the C=C bonds, 
producing hydroxyl groups which, in turn, can be converted into ketones (quinones or 
lactones), and finally into carboxylic acids. In the case of a strong oxidant or when the 
oxidative process is applied for a long time, there are more functional groups on the 
surface of the CNTs, which alter their conductive and optical properties, but also their 
thermal and mechanical stability. On the other hand, nanotubes can be significantly 
shortened. The use of a gentle oxidation process, in which acids react with existing 
defects without damaging the CNT sidewalls, could help us to better understand the 
difference in reactivity of the different oxidants. 

 Determining the existence and making quantitative measurement of the number of 
different surface functional groups created after oxidation is a real experimental 
challenge, as is their location on the surface of CNT bundles, especially when 
functionalization levels are low. To verify the presence and number of grafted functional 
groups, and as there is no single analytical method that provides this information, our 
paper reports a combination of analytical methods such as infrared spectroscopy, X-ray 
photoelectron spectroscopy (XPS) and thermogravimetric analysis coupled with mass 
spectrometry (TGA/MS). 

 In the present paper, we compared the oxidative action of H2SO4 and HNO3 using 
this multi-technical approach but also by carrying out a careful study in gas volumetric 
adsorption, carried out by my colleague Svetlana Tsareva. The concentration of acids and 
the choice of treatment conditions used were made in order to achieve a mild oxidation to 
avoid damaging the structure of the CNTs. It is known that acids can react with impurities 
such as amorphous carbon, hollow carbon shells or catalyst nanoparticles; therefore, 
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commercial nanotubes synthesized by the HiPco process and highly purified 
("Nanointegris SuperPure" grade) have been used because of their high purity level that 
will simplify data interpretation. 

 We have used a variety of analytical techniques, including TEM, STEM, energy 
dispersive X-ray spectroscopy (EDS), TGA-MS, diffuse reflection in infrared 
spectroscopy (DRIFT), rare gas adsorption volumetry, and Raman spectroscopy, to 
provide complete information on the type and level of functionalization, distribution of 
grafted functional groups and morphological changes characteristic of samples. The 
combined results allow us to explain the structural differences after oxidation by H2SO4 
and HNO3 and to suggest possible reaction mechanisms that occur on the nanotube 
surface. 

Materials and Methods. 

We therefore studied by Raman spectroscopy HiPCo Super Pure nanotubes 
produced and purified by NanoIntegris (sample named HIPCO). These nanotubes were 
oxidized by microwave assistance for 20 minutes at 50°C in an acid medium HNO3 65% 
(by weight, 15 mol.L-1) (sample named oxHNO3-SWCNTs) and in an acid medium 
H2SO4 diluted to 2.5 mol.L-1 (sample named oxH2SO4- SWCNTs).  

 We also treated the oxH2SO4-SWCNTs nanotubes with thionyl chloride SOCl2, 
thermally refluxed under argon for 24 hours. This sample is referred to as "COCl-
SWCNT". This is an intermediate step in creating acid chloride groups useful for covalent 
grafting of complex chemical groups, such as electroactive groups based on ferrocene 
derivatives, which we will use in other publications in this thesis. It was therefore 
interesting to study this chlorination step, despite the difficulty of placing the samples 
thus created in closed cells under argon to avoid reaction with ambient humidity during 
the various analyses carried out on this type of samples.   

For Raman scattering spectroscopy, the nanotubes were dispersed in 
tetrahydrofuran (THF) (0.1 mg/mL) with a 5% by weight surfactant, sodium 
deoxycholate. The suspension was sonicated via a sonotrode at 90 W for 30 minutes. We 
have taken care to maintain laser irradiance for all samples at less than 1 kW/cm2 to avoid 
any laser heating effect.  We then transferred the suspension after centrifugation at 20,000 
rpm to a second tube and rinsed with THF under simple sonication of an ultrasonic bath 
to remove much of the surfactant. Then we used a drop of the resulting nanotube 
suspension that we placed on a glass slide to let it evaporate. We analyzed the samples at 
633 nm on a Witec CR200 spectrometer at the University of Lulea, equipped with a 
Peletier cooled camera with a ×50 objective (0.55 of numerical aperture) and 1800 
lines/mm grating.  

Infrared analyses of powders were performed by Fourier transform diffuse 
reflection mode spectrometry (DRIFT), data were collected in the high temperature 
chamber of the “Prying Mantis” apparatus from Harrick Corporation's, which allowed the 
sample to be analyzed up to 100°C under nitrogen. The reference sample is a potassium 
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bromide powder KBr. The diffuse reflection spectra Rs of the sample and Rr of KBr used 
as a non-absorbent reference powder were measured under the same conditions. The 
sample was prepared by mixing SWCNT powder with KBr (with a SWCNT mass 
fraction in KBr of 0.1%), without compaction. The reflection is defined by R = Rs / Rr. 
The spectra are represented on a pseudo absorbance scale (-logR). 

Thermogravimetric analysis coupled with mass spectroscopy (TGA-MS) consists 
in measuring the mass variation of a sample as a function of temperature. The analyses 
were performed using a device (Setsys Evolution 1750 TGA- SETARAM/Omnistar GSF 
301C-Pfeiffer Vacuum) with a helium ramp (Air Liquide Alphagaz 2) with a flow of 20 
mL.min-1 from room temperature to 1000°C at a rate of 3°C/min, on 3-4 milligrams of 
sample placed in an alumina crucible. The emitted gases were analyzed by a mass 
spectrometer (Omnistar GSD 301C). The gas was introduced into the ionization chamber 
of the samples. In this study, only the six intensities of the selected ions (m / z = 12, 16, 
18, 18, 29, 44, 58) were monitored and correlated to the different mass losses observed in 
the thermograms. The parameters used for the mass spectrometer allowed a simple 
ionization of most species, which means the charge z = 1 for the detected mass-to-charge 
ratio m/z; thus, m/z or mass will be used interchangeably in the text. TGA-MS 
characterizations were performed on at least two samples for a given sample to ensure 
reproducible results. 

For electron microscopy, the samples were dispersed in absolute ethanol and then 
deposited on a carbon film with holes deposited on a 300-mesh copper grid. Some 
observations of high-resolution transmission electron microscopy (HRTEM) were made 
with a Philips CM200 microscope with an acceleration voltage of 200 kV. The other 
HRTEM and STEM images were made with a JEOL ARM 200F microscope equipped 
with a cold field emission gun, a Cs-corrector sensor (sphericity aberration correction) 
and a JEOL SD30Gv detector for EDS spectroscopy. To avoid damaging the SWCNT, 
the microscope operated at 80 kV. High-resolution STEM images with high-angular 
annular dark-field detector (HAADF) were obtained for collection at half-angles of 45-
180 mrad, and a pixel time of 40 ms (1024 × 1024 pixels). 

The physisorption studies were carried out using a device with two pressure 
gauges, allowing measurement between 10-3 and 1100 Pa (i.e. over the entire isothermal 
range) with a resolution of 0.003% over the entire scale and a reading accuracy of 0.5% 
(over the range 10-3 to 1 Pa) and 0.2% (between 1 and 1100 Pa). The raw isotherms have 
been corrected for the effect of thermal effusion. This effect is also known as 
thermomolecular flux. Thus, in order not to distort the isothermal route, the pressures 
have been systematically corrected. Liquid nitrogen was used to maintain a constant 
temperature (77 K) of the sample cell containing the adsorbent under study.  

The other part of the apparatus (including the pressure gauges, intake manifold, 
gas tank, etc., except the pumps), isolated from the cell by a valve, has been stabilized at 
30± 0.5°C. The Krypton gas was introduced into this last part and then into the adsorption 
cell by opening the valve.  
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After adsorption, the cell pressure decreases and reaches an equilibrium value. 
The equilibration times vary from 0.3 to 1 hour per dose and were chosen experimentally. 
Our experimental set-up was optimized so that samples of small masses, but with a large 
specific surface area, could be accurately analyzed. The samples (typically a mass of 10 
mg) were initially degassed outside the adsorption chamber for 7 days at 100°C to a 
pressure below 10-4 Pa. After installation in the adsorption cell, they were degassed for 1 
day at 100°C at a pressure below 5.10-5 Pa. In addition, isothermal measurements have 
always started with degassing the sample at room temperature (20 °C) for 16 h at a 
pressure <5.10-5 Pa. Krypton (99.998%, Fluka Analytical), was purified by pumping the 
condensed phase inside the device. The experiments were carried out with two adsorbent 
dosing protocols (AD), referred to as IAD (increase in adsorbent dosage) if the dose is 
increased from one injection to another or CAD (constant adsorbent dosage) if the dose is 
constant. 

Main results. 

The publication first presents the results of Raman spectroscopy. The intensity of 
the D-band decreases slightly after treatment with both acid treatments. For nanotubes 
that resonate electronically with the wavelength of the laser used, it was observed that the 
intensity of the band corresponding to the RBM radial breathing mode of all metallic 
SWCNTs decreased, while that of the semiconductor band centered at 287 cm-1 increased 
slightly after acid treatment.  

 

Figure 1: Raman spectra taken at 1.96 eV (633 nm) for raw SWCNT, oxH2SO4-SWCNT 

and oxHNO3-SWCNT samples. The intensities have been adjusted to those of the G
+
 

peaks. In the insert at the top of the image: the RBM spectra taken for the same samples. 

The RBM intensities are normalized with respect to the intense mode at 264 cm
-1

. 
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The G- component of the G-band shows the same trend as the RBM spectrum; this 
means that there is a stronger impact of H2SO4 treatment on resonance conditions. Indeed, 
the two G- contributions of metallic CNTs (including the Breit Wigner-Fano broad band 
which peaks at about 1530 cm-1) and semiconductors (around 1550 cm-1), decrease in 
intensity, as shown in Figure 1. 

The functionalization of semiconducting CNTs modifies resonance conditions and 
therefore has a greater impact on the G-band than on the RBM part of the spectrum. 
Interpretation of the experimental results obtained from the Raman spectroscopic analysis 
of SWCNT bundles is difficult. It is impossible to distinguish between the contribution of 
the D-band of amorphous carbon and that of defective nanotubes. However, the formation 
of defects in the SWCNT sample during the oxidation process changes the respective 
intensity of the D, G- and G+ bands, and the lowest frequency of the G- part of the G-
mode is reduced in intensity more significantly than the highest frequency of the G+ part. 
We can therefore suggest that the decrease in the intensity of the D-band accompanied by 
a decrease in the intensity of the G-band is a sign of oxidation of both amorphous carbon 
and nanotubes. Although the number of functionalized SWCNTs increased after acid 
treatments, some amorphous carbons were probably removed during oxidation. This 
results in a slight decrease in the intensity of the D-band of the two oxidized samples. 

For raw SWCNT, the results of the coupled thermo-gravimetric analysis - mass 
spectrometry (TGA/MS) show that functional groups and defects are present on the 
surface of the purified SWCNT before oxidation treatments are performed. This result 
agrees with IR spectroscopy data, which showed the presence of -C-Hn and -OH in the 
raw SWCNT sample. 

The thermograms of the raw SWCNTs and the two oxidized SWCNT samples gave 
the following results. Raw SWCNT sample undergoes a continuous loss of mass when the 
temperature increases to 15.2% in loss of mass at 800°C. The TG curves of the two 
oxidized samples are different. Below 700°C, the weight loss of oxH2SO4-SWCNT is 
almost identical to that of raw SWCNT but above 700°C there is an additional weight 
loss. For the oxHNO3-SWCNT sample, above 150°C the functions are eliminated more 
quickly. Processing with H2SO4 therefore introduces fewer functions than processing with 
HNO3. The total mass loss at 800°C reaches about 18% for oxH2SO4-SWCNT and about 
21% for oxHNO3-SWCNT, indicating a low level of functionalization for both acids. 

The TGA-MS also established a difference between the two oxidized samples 
concerning the thermal stability of carboxylic acids, which suggests a difference in the 
location of functional groups on the SWCNT surface.  

Detailed TEM/STEM examinations (Figure 4 of the article) show that raw 
SWCNTs are aggregated in small bundles, comprising on average 25-30 nanotubes. 
There are also a significant number of isolated SWCNTs and very small bundles of two 
or three tubes. The bundles appear to be weakly bound and are a few micrometers long. 
The diameters of SWCNT are heterogeneous, about 0.7-1.6 nm. Triangular channels 
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defined by three tubes are observed, but there are other larger channels defined by four 
tubes. 

An analysis of the HRSTEM images shows that the distance between adjacent tubes 
is variable. Most SWCNTs are closed. There are some diffuse metal particles or carbon 
impurities.  

 The detailed TEM-STEM examination of the oxH2SO4-SWCNT and oxHNO3-
SWCNT samples shows that treatment with acids leads to a significant increase in the 
number of open SWCNTs and that the typical lengths of SWCNTs are similar to those of 
raw SWCNTs. A very small increase in the number of carbon impurities was observed in 
both cases. The morphologies of oxH2SO4-SWCNT and oxHNO3-SWCNT were, 
however, different. 

The bundle structure of the oxH2SO4-SWCNT sample is similar to that of raw 
SWCNT but, in the case of oxHNO3-SWCNT, the morphology changes due to some 
alignment of the bundles (Figure 4 (c) of the paper).  

 Through DRIFT analysis, we know that there are the same functional groups on 
the surface of the SWCNT bundles of both samples.  

 For oxHNO3-SWCNT, carboxylic acids are probably uniformly dispersed on the 
lateral surfaces of the bundles, which could explain the alignment of the bundles by 
electrostatic attraction between the different bundles. This could be due to the formation 
of weak hydrogen bonds between functional groups on the surface of the CNT. The 
bundles in the oxH2SO4-SWCNT would then not be aligned because there are fewer 
COOH groups - on the side faces of the bundles; they are probably densely located 
mainly at the ends of the SWCNT bundles. 

In addition, the volumetric adsorption study established a difference between the 
two oxidized samples in terms of the number of carboxylic acid groups on the ends of the 
SWCNTs. For the two oxidized samples, the second part of the overall isotherm is 
consistent with that of the raw SWCNT sample, which implies that the number of 
functions on the surface is insufficient to influence the adsorption of Kr on the outside 
surface of the bundles. 

Conclusion and perspectives. 

We presented the results of a study on the covalent functionalization of SWCNT 
HiPco. TEM/STEM, EDS, TGA-MS, Raman scattering, DRIFT spectroscopy and noble 
gas adsorption volumetry techniques were used and provided important information about 
the level of functionalization, the type of functionalization groups, and their location on 
the nanotube surface.  

 H2SO4 and HNO3 treatments introduce the same functions on SWCNT bundle 
surfaces, but the number of -COOH groups at the end of SWCNT bundles is different, 
due to significant differences in properties. For the oxH2SO4-SWCNT sample, the 
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quinone or carboxylic acid groups grafted to the ends of the bundle can block the entry 
ports in the internal channels of the open tubes or in the interstitial channels of the 
bundles through the formation of dimers. In the case of the oxHNO3-SWCNT sample, the 
-COOH functions are well dispersed on the SWCNT surface and may form weak bonds 
either with -COOH, or with other groups such as -OH or quinone C=O located on 
adjacent bundles. These interactions lead to the alignment of the bundles. 

Author’s contribution: 

 

In this work, I have made the functionalization of CNTs, the characterization of CNTs by 

Raman spectroscopy, and I participated in the interpretation of all the results, and the 

writing of the paper.  
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Summary of Paper n°3  

(Proceeding of the 2012 MRS fall meeting in Boston) 

Title: Electrocatalytic effect towards NADH induced by HiPco single-walled carbon 
nanotubes covalently functionalized by ferrocene derivatives. 
 
Authors:  Naoual Allali, Veronika Urbanova, Mathieu Etienne, Martine Mallet, Xavier 
Devaux, Brigitte Vigolo, Yves Fort, Alain Walcarius, Maxime Noël, Edward McRae, 
Alexander V. Soldatov, Manuel Dossot, Victor Mamane . 

 

Summary: 
Context. 

The third publication reports the covalent functionalization of single-walled 
carbon nanotubes by ferrocene derivatives with polyethylene glycol chains of variable 
length. The objective is to examine whether covalent grafting of electroactive functions 
allows an electrocatalytic effect to be observed when the grafted nanotubes are 
incorporated into the surface of a glassy carbon electrode (CGE) used as a working 
electrode to transfer charges to biomolecules, such as adenine dinucleotide 
dihydronicotinamide, NADH. In order to avoid as much as possible a catalytic effect of 
residual metal particles from the growth catalysts used to produce the nanotubes, we 
chose to work with an initial commercial sample of single-walled nanotubes synthesized 
according to the HiPco process, of the highest purity available ("super pure" grade from 
NanoIntegris). This sample contains less than 5% of metallic and carbonaceous 
impurities. Functionalized CNTs are deposited on the surface of GCE and this modified 
electrode is used to oxidize the NADH cofactor in the presence of diaphorase. We will 
indeed show in this work that a clear electro-catalytic effect is highlighted, which can 
only be attributed to functionalized CNTs.  

HiPco nanotubes are covalently functionalized by a three-step process with 
ferrocene derivatives (scheme 1): 

- Oxidation in an acidic environment using microwave irradiation to control the number 
of defects on the side walls of the CNT. 

- Chlorination step by SOCl2. 

- Grafting of ferrocene derivatives using an alcohol function carried by a polyethylene 
glycol chain, whose length can be varied. 

The previous studies showed the value of using microwave assistance in oxidation 
step 1. It allows enough defects to be transformed into COOH-type chemical groups to 
allow subsequent grafting of electroactive groups, while respecting the integrity of the 
mechanical and electronic structure of the nanotubes. The polyethylene glycol spacer was 
chosen to promote the dispersion of functionalized CNTs in water. Spectroscopic, thermal 
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and microscopic techniques are used to quantify the number of grafted ferrocene 
derivatives per carbon atom of the CNTs. Finally, a biosensor is manufactured by 
modifying the surface of the glassy carbon electrode with functionalized CNTs, this 
biosensor is tested for oxidation catalyzed by the diaphorase of the NADH cofactor. 

Materials and Methods. 

All compounds used in the steps in scheme 1 were of high purity and used as 
received. HiPco single-walled CNTs contain less than 5% impurity (residual catalyst) and 
have a diameter distribution between 0.8 and 1.2 nm. The dispersion is carried out in 
concentrated nitric acid (65%) and subjected to microwave irradiation for 20 min at 50°C. 
The conversion of COOH to COCl is carried out by treatment with SOCl2 at 70°C for 24 
hours. Ferrocene groups (Fc-ETG-n) react with COCl groups by their terminal alcohol 
function, allowing the mediator to be covalently attached to the side walls of the CNT. 
Functionalized CNTs (f-CNTs) are noted: HiPco-FcETGn, n being the number of 
additional ethyleneglycol units. Two different chain lengths are chosen for the spacers in 
the present paper, n=1 and n=7. The analysis of functionalized CNTs is performed by a 
complete set of techniques: Raman spectrometry (wavelength of the laser used 514 nm), 
visible and near-infrared absorption (Vis-NIR), X-ray photoelectron spectroscopy (XPS), 
high-resolution transmission electron microscopy (HRTEM) coupled with energy-
dispersive X-ray spectroscopy (EDS), and finally thermogravimetric analysis (TGA) 
coupled to mass spectrometry (MS).  

The f-CNTs were suspended in water using a chitosan solution and co-deposited 
on the surface of the GCE electrode with diaphorase to regenerate the NADH molecules. 
Chitosan allows a good immobilization of electroactive species on the surface of the 
CGE, while being very easy to use. Cyclic voltammetry measurements were performed in 
a conventional three-electrode cell configuration, including the working electrode (GCE 
modified by f-CNT films and NADH and diaphorase molecules), an Ag / AgCl reference 
electrode (with internal KCl 3M electrolyte) and a platinum wire auxiliary electrode. All 
measurements were recorded in a Tris-HCl buffer (pH 9.0) at a scanning rate of about 5 
mV/s. 

 

scheme 1: The three steps of functionalization of HiPco SWCNTs by ferrocene 

derivatives. 
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Main results. 

Analyses of the raw HiPco sample by HRTEM showed some metallic impurities 
but in small numbers, and all surrounded by some carbon gangues. There is also a 
remarkable absence of nanographite-type impurities. Some amorphous carbon 
shells/deposits are observed on the outer tubes of the beams, but this can be produced 
under the electron beam in the microscope, and this does not necessarily come from the 
original sample.  

The results of thermogravimetric analyses performed under helium flow are 
shown in Figure 1 for three samples: raw HiPco CNTs (i.e. the commercial product as 
received), HNO3 oxidized HiPco CNTs and HiPco-FcETG1 CNTs. The raw sample 
shows a monotonous mass loss up to 1000°C, this loss is related to the desorption of 
chemical molecules existing on the surface or solvent molecules physisorbed during 
purification by the manufacturer. The mass loss slope of the oxidized HiPco sample is 
greater between 200°C and 300°C, then beyond 300°C, the curve shows the same rate as 
the raw sample. Oxidation by HNO3 under 20 min of microwave irradiation does not 
introduce many new defects, unlike thermal oxidation processes during several hours of 
treatment. If the difference in mass loss between the raw HiPco sample and the oxidized 
HiPco sample is due to the desorption of the COOH functions, a COOH function is 
formed every 120 carbon atoms. For HiPco-Fc-ETG1, the rate of mass loss is significant 
between 200 and 600°C. We attribute this significant mass loss to the desorption of the 
ferrocene compounds grafted onto the side walls of the CNT.  

 

Figure 1: TGA analyses under helium flow of a) raw HiPco sample, b) oxidized HiPco 

sample and c) HiPco-Fc-ETG1, B : m/z channels of the mass spectrometer as a function 

of temperature for the detachment of 1,3-cyclopentadienyl fractions and iron atoms for 

the HiPco-FcETG1 sample. 

Coupling mass spectroscopy to TGA confirms that iron atoms and 1,3-
cyclopentadiene groups in the ferrocene group are desorbed between 200 and 500°C 
(Figure 1, B). Assuming that the difference in mass loss between oxidized HiPco and 
HiPco-Fc-ETG1 comes from the ferrocene derivative, it can be calculated that 1 per 130 
C atom is grafted by the FcETG1 group. Therefore, 92% of COOH functions are grafted 
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by ferrocene derivatives according to these results. Obviously, this conversion rate may 
be a little overestimated, but it is clear that steps 2 and 3 (in Figure 1) are very effective 
for HiPco CNTs. This is a really important result of the thesis: we have developed an 

efficient method of grafting a moderate number of electroactive groups, allowing the 

electronic structure of the CNTs to be maintained, while adding the desired electro-

active function as we will see. 

In order to confirm these conclusions, an XPS analysis is performed on the raw, 
oxidized and functionalized HiPco samples. The results obtained showed the detection of 
iron atoms for functionalized samples, this iron comes from grafted ferrocene groups, 
which confirms functionalization. On the other hand, the iron atoms of the residual 
catalytic particles are not detectable by XPS in the raw and oxidized samples, due to the 
carbon layers covering these particles as seen in HRTEM. There is therefore clearly very 
little chance that these few metallic impurities can contribute to a significant charge 
transfer with NADH.  

 HRTEM analyses and the EDS spectrum of the HiPco-FcETG7 sample (Figure 2) 
clearly show the presence of iron atoms in the middle of a CNT bundle. This presence of 
iron atoms is attributed to ferrocene (the catalytic particles are not visible in the image). 
This confirms that the grafted functions are on the walls of the bundles and not only at the 
ends of the nanotubes. This is self-consistent with paper n°2 that has shown the fact that 
HNO3 treatment enables to produce COOH groups all along CNT sidewalls. 

Figure 3 reports the visible-NIR absorption and Raman scattering spectra for 
samples suspended in a 5% aqueous solution of sodium deoxycholate (DOC). The 
solution is briefly sonicated (30 min) and then centrifuged in order to remove the CNTs 
clusters. The functionalized samples clearly show a decrease in intensity for the Van 
Hove singularities of the metallic (Em

11) and semiconductor (Esc
11 and Esc

22) CNTs. 

 

Figure 2: HR-TEM (A) and EDS (B) analysis of the HiPco-FcETG7 sample. 
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Figure 3: A)Visible-NIR absorption spectra and B) Raman scattering spectra of raw, 

oxidized and functionalized HiPco samples. 

This is surprising that visible-NIR spectra seem more sensitive to 
functionalization than Raman spectroscopy; However, Raman spectroscopy only probes 
CNTs that are electronically resonant with the laser wavelength, while absorption 
spectroscopy probes all the suspended CNTs. Besides, the protocol in absorption 
spectroscopy essentially selects the more functionalized CNTs (that are present in the 
supernatant of the suspension).  

All these results are a strong indication of the covalent nature of the 
functionalization process. Raman analyses (Figure 3B) showed that the intensity of the D-
band related to covalent defects does not vary much between samples. Oxidation by 
microwave irradiation in the presence of HNO3 did not introduce many new defects, 
which is consistent with TGA analyses. This chemical treatment promotes the conversion 
of existing defects into COOH functions but does not reduce CNT or destroy their side 
walls. By normalizing the spectra to 270 cm-1, the intensities of the radial breathing peaks 
(RBMs) do not change much despite the decrease in electron resonance in the absorption 
spectra. This change in resonance is certainly due to a charge transfer character to 

the ferrocene groups, in sufficient number to cause the loss of resonance in the 

optical domain, but insufficient to increase the diffusion process by the sp3 covalent 

defects characteristic of the D band of the Raman spectrum. No preferential 

functionalization between metallic CNTs or semiconductors is clearly observed. 

 Electrochemical tests obtained with oxidized and functionalized HiPco samples 
deposited on GCE in the presence of increasing amounts of NADH are shown in Figure 4. 
The results show that the oxidized HiPco CNTs do not give any electro-catalytic effect, 
while for the HiPco-FcETG1 and HiPco-FcETG7 samples, the oxidation peak increases 
significantly with the addition of NADH, indicating effective electro-catalytic behavior. 
These results confirm that covalently modified HiPco samples lead to electro-catalytic 
effects towards NADH in solution, but that residual metal or carbon impurities show no 
electro-catalytic effects. The latter therefore comes exclusively from the grafted 

electro-active groups. 
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Figure 4: Voltammetric response to NADH concentrations measured on modified GCE 

with A)oxidized HiPco, B) and C) HiPco functionalized. 

Conclusion. 

The covalent functionalization of HiPco's own CNTs by ferrocene derivatives was 
confirmed by a set of additional analyses. The cyclic voltamperometry of a GCE modified 
by these functionalized CNTs in the presence of NADH showed a clear electro-catalytic 
effect of these covalently modified CNTs against NADH oxidation. The role of impurities 
or only the oxidized edges at the ends of the CNTs can be excluded to explain this effect. 

Author’s contribution : 

 

In this work, I have made the functionalization of CNTs, the characterization of CNTs by 

Raman, visible-NIR and XPS spectroscopies, and TGA-MS analyses. I participated in the 

interpretation of all the results, and the writing of the paper.  
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Summary of Paper n°4 (Journal of Electroanalytical Chemistry 707 

(2013) 129–133) 

Title: Functionalized carbon nanotubes for bioelectrochemical applications: Critical 

influence of the linker. 

 

Authors: Veronika Urbanová , Naoual Allali, Wissam Ghach , Victor Mamane , Mathieu 

Etienne, Manuel Dossot, Alain Walcarius. 

 

Summary: 

Context. 

The effective electron transfer between an electrode surface and enzymatic active 
centers is a prerequisite for the construction of biosensors and bio batteries. For this 
purpose, the use of electron relays that transport electrons between the redox center of the 
enzyme and the conductive surface is essential. We can consider two general approaches 
to establishing such electronic communication. The first includes "electroactive-
enzymes", in which the protein itself is modified by covalently linked redox mediators. 
The chemical modification of proteins by an electronic relay has been successfully 
applied in oxidations, for example with glucose oxidase, dehydrogenase and lactate 
oxidase. A second approach concerns the covalent attachment of the redox mediator via a 
long and flexible spacer arm leading to an electrical relay between an enzymatic active 
site and the surface of the electrode. 

The electrochemical oxidation of nicotinamide adenine dinucleotide (NADH) has 
received much attention because of its importance for the design of novel biosensors, 
since NAD-dependent dehydrogenases are one of the most important groups of redox 
enzymes. Direct electrochemical oxidation of NADH and NAD+ reduction reactions 
require the application of a high overvoltage, often leading to electrode poisoning; in 
addition, direct electrochemical reduction of NAD+ leads to species lacking enzymatic 
activity. These disadvantages can be overcome by using electron transfer mediators as 
electro-catalysts which can lower the over-potentials usually observed for the NADH / 
NAD+ redox couple. 

Carbon nanotubes (CNTs) are widely used to improve electron transfer between 
enzymatic redox sites and an electrode surface and are also promising platforms for the 
immobilization of various redox mediators. CNTs have attracted increasing interest in the 
field of biosensors because of their interesting characteristics in terms of improving 
sensitivity and/or selectivity to chemical or biological compounds. 

Ferrocene derivatives are often used to modify bioelectrodes because they act as a 
redox mediator between the electrode and the redox active center of an enzyme. To avoid 
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any loss of mediator in solution, different matrices for the encapsulation of ferrocene (e. 
g. chitosan, conductive polymers, hydrogels, sol-gel, etc.) have been used in the literature.  

 In this work, we used our original grafting strategy to covalently bind ferrocene 
derivatives to carbon nanotubes (CNT-Fc) via an alkyl spacer (CNT-(CH2)n-Fc) or a 
polyethylene glycol PEG (CNT-(EtG)n-Fc) and studied their behavior towards electro-
catalytic oxidation of NADH. First, glassy carbon electrodes modified with CNT-Fc 
(dispersed in a chitosan matrix) were tested for diaphorase-catalyzed (DI-catalyzed) 
oxidation of NADH. In a second step, the NTCs-Fc were successfully incorporated into 
silica-based gels for co-immobilization with glucose dehydrogenase, DI and the NAD+ 
cofactor, in order to evaluate their interest in electrochemical biochemical devices. 

Materials and Methods. 

Preparation of the electrode:  

 The glassy carbon electrodes (GCE, 5 mm in diameter) were polished with 
aluminum oxide (1 and 0.05 µm), sequentially, and then washed with water. The 0.5% 
chitosan solution was prepared by dissolving chitosan in a 1% acetic acid solution. The 
chitosan film with functionalized nanotubes (CNT-Fc) was prepared by mixing 2 mg of 
CNT-Fc, with 1 mL of chitosan under agitation overnight. 5 µL of this suspension was 
deposited on the surface of the GCE electrode to obtain a very thin and stable film after 
drying. Chitosan films containing the DI (5mg.mL-1), alone, or the DI with GDH (1,000 
U.mL-1), are prepared by mixing 10 µL of the chitosan solution with 5 µL of DI or 15 µL 
of the chitosan solution with 10 µL of GDH and 5 µL of DI. Then, 5 µL of the mixture 
was deposited on the GCE modified by a chitosan/CNT-Fc film and dried.  

 The bio-doped silica sol-gel layer was prepared by dissolving 0.18 g of 
tetraethoxysilane (TEOS), 0.13 g of 3-glycidoxypropyl-trimethoxysilane (GPS), 0.5 mL 
of water and 0.625 mL of hydrochloric acid (HCl 0.01 mol.L-1), which were shaken for 
12 hours, then diluted 15 times with water for later use. The NAD-GPS solution was 
typically prepared by mixing 6 mg of NAD+ and 37.5 mg of GPS in a Tris-HCl buffer 
solution at 100 µL (pH 7.5) with 14 h of agitation. Finally, 7.5 µL TEOS/GPS were 
mixed with 7.5 µL CNTs-Fc, 2.5 µL PEI (10% by weight, pH 9.0), 5 µL NAD-GPS 
solution, 7.5 µL GDH (1,000 U.mL-1) and 5 µL DI (5 mg.mL-1) applied drop by drop to 
the electrode surface. 

Electrochemistry: 

 All electrochemical experiments were performed using a PGSTAT12 Metrohm-
Autolab potentiostat controlled by GPES software. Measurements were made in a three-
electrode cell, the measuring electrode is modified GCE, the reference electrode is Ag 
/AgCl (internal electrolyte KCl 3 mol.L-1) and the auxiliary electrode is made of platinum 
wire. 
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Main results. 

The publication first presents the results of the study of the electro-catalytic 
behavior of CNT-Fc with respect to the oxidation of NADH in the presence of a DI / 
chitosan overlay. A first experiment was carried out with SWCNTs functionalized with 
carboxylic acids before modification with ferrocene fragments. As can be seen in 
successive cyclic voltammograms, only a limited current increase was observed between 
0.2 and 0.3 V when 1-6 mM NADH was added, without a well-defined redox peak. Good 
electrocatalytic behavior was observed for all ETG linkers tested here. On the other hand, 
very weak anode currents were observed using CNT-(CH2)6-Fc modified GCE (i.e., an 
alkyl arm) in the presence of NADH (Fig. 1E of the publication), and such a poor result 
was obtained independently of the alkyl chain length. 

The effect of the spacer arm on the electro-catalytic response can be explained by 
different hydrophobic / hydrophilic equilibria. The hydrophobic alkyl spacer may 
interfere with the good mobility of the Fc fragments between the surface of the electrode 
and / or the active center of the DI. In contrast, PEG is known as a flexible and 
biocompatible linear polymer with excellent solubility in water and thus PEG spacers 
provide the Fc fragment with more freedom to act as an electron shuttle, which increases 
the electron transfer frequency of the reactions with the redox centers of the DI. 

In order to evaluate the effect of the length of the PEG spacer on the 
electrochemical response of the CNT- (EtG) n-Fc as well as their dispersing efficiency in 
water, six different lengths of PEG chain were synthesized, that is, mono, di-, tri-, tetra-, 
penta- and octaethyleneglycol (n = 1, 2, 3, 4, 5, 8). Figure 2 of the paper reports the 
electrochemical responses measured by cyclic voltammetry with a PEG chain of two 
(Figure 2A) and eight ethylene glycol (Figure 2B). While the electrochemical response of 
the ferrocene group in the absence of NADH was poorly defined in the experiment 
reported in Figure 1F, an increase in the chain length led here to a better electrochemical 
response with oxidation peaks and clearly visible reduction of ferrocene respectively at 
0.26 and 0.16 V relative to Ag/AgCl. The number of ethylene oxide units does not appear 
to dramatically influence the intensity of the current for the oxidation of NADH. This is 
particularly interesting for using such functionalized nanotubes as potential biomedical 
materials since the PEG chain prolongs their biocompatibility. 

With respect to the possible application of a CNT-Fc modified electrode as a 
bioelectrochemical component, glucose dehydrogenase (GDH) was chosen to examine 
the bioelectrocatalytic oxidation of glucose in the presence of NAD+ cofactor. One of the 
most challenging aspects in the development of dehydrogenase-based biosensors is the 
immobilization of all biocatalyst components (ie, enzymes, cofactors and mediators) in a 
sustainable and active form. the surface of the electrode. In this work, thanks to the 
hydrophilic character of the PEG arms, CNT (EtG)n-Fc were incorporated in a sol-gel 
thin film to co-immobilize all the components necessary for the enzymatic electro 
reaction (Figure 5 of the paper). 
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The results clearly demonstrate that the electro-catalytic oxidation of NADH to 
NAD+ takes place by electron transfer mediated by such a multi-component system and it 
can therefore be concluded that ferrocene clearly plays the role of electron mediator in 
our system. 

Conclusions and perspectives: 

In this work, we have shown the interest of the PEG (polyethylene glycol) linkers 
for the functionalization of carbon nanotubes with ferrocenes (Fc). It allows an effective 
relay of the DI for electro-catalytic oxidation of NADH. The good dispersion of the 
functionalized CNTs in the aqueous solutions allows their incorporation into sol-gel 
bioelectrocatalytic devices including glucose dehydrogenase, DI and bound NAD+. Such 
a strategy for the covalent functionalization of carbon nanotubes should be useful for the 
design of various other devices such as biosensors, fuel cells or bioreactors. We are 
currently exploring ways to increase the number of clusters to be grafted onto CNTs, 
which would also improve the dispersion of the material in aqueous solution. 

Author’s contribution: 

In this work, I have made the functionalization of CNTs, the characterization of 

CNT, and I participated in the interpretation of all the results, and the writing of the 

paper.  
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Summary of Paper n°5 (Beilstein J. Nanotechnol. 2018, 9, 

2750–2762). 

Title: Accurate control of the covalent functionalization of single walled carbon 
nanotubes for the electro-enzymatically controlled oxidation of biomolecules 
 
Authors: Naoual Allali, Veronika Urbanova, Mathieu Etienne, Xavier Devaux, Martine 
Mallet, Brigitte Vigolo, Jean-Joseph Adjizian, Chris P. Ewels, Sven Oberg, Alexander V. 
Soldatov, Edward McRae, Yves Fort, Manuel Dossot and Victor Mamane. 

 

Summary: 

Context 

In the study conducted for the publication n°4 with Nanolab nanotubes, we have 
demonstrated a rather unexpected effect of the role of the spacer used between the wall of 
the nanotubes and the electro-active ferrocene group by comparing alkyle spacers and 
polyethyleneglycol spacers. We wanted to examine in more depth the role of this spacer 
by returning to ultra-high purity single-wall HiPCo nanotubes, which make it possible to 
obtain much more precise data concerning the covalent nature of chemical grafting. In 
particular, the electron microscopy study of highly purified single-walled nanotubes is 
much simpler than in the case of multiwall with carbonaceous impurities. We therefore 
examined again the role of the nature of the carbon chain of the spacer (alkyl or 
polyethylene glycol, PEG) and its length (in the case of the PEG chain) on the grafting 
reactions and the efficiency of the electrocatalytic charge transfer with NADH, exploiting 
Nanointegris “SuperPure” grade HiPCo nanotubes. Moreover, we have taken up the two 
acid oxidation modes used in the publication No. 2, to see if the acid phase oxidation step 
played a role. We will show that the oxidation in dilute H2SO4 medium allows a covalent 
grafting as interesting as the concentrated nitric acid medium, which is unexpected in 
view of the results of paper n°2. This will allow us to propose a less dangerous protocol 
and more respectful of the environment. This smooth and fast oxidation process is 
essential to preserve the mechanical and electronic properties of CNTs. This oxidation 
step will be followed by two chemical steps in order to graft covalently ferrocene 
derivatives on the side walls of SWCNTs via chains of different lengths and different 
chemical nature. These functionalized tubes (f-SWCNT) were deposited on the surface of 
glassy carbon electrodes (GCE) using chitosan molecules to form a homogeneous film. 
These electrodes were used to oxidize the reduced form of the cofactor nicotinamide 
adenine dinucleotide (NADH) and the results clearly demonstrated an electro-catalytic 
effect due to the presence of the grafted ferrocene acting as a mediator. This system can 
be applied to bio-detection, as illustrated by glucose detection. 

This work presents our strategy for covalently grafting certain ferrocene 
derivatives on the walls of highly purified HiPco SWCNTs and to study their 
electrochemical efficiency, for the oxidation of NADH in the presence of redox proteins. 
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In addition to the different analysis techniques, this study confirms the covalent nature of 
the chemical bonds formed on the surface of nanotubes. 

Indeed, if we can establish that our strategy is useful for making a well-designed 
electrochemical device to oxidize NADH, many applications would be possible, since 
NADH is the co-factor of hundreds of enzymes. The functionalized nanotubes (f-
SWCNTs) will be deposited on the surface of a GCE electrode and immobilized by a 
layer of chitosan, which will also include diaphorase, a redox protein catalyzing the 
oxidation of NADH in the presence of a redox mediator. The use of highly purified 
SWCNTs samples rules out any potential role of impurities, in particular the possible 
direct electron transfer between them and the NADH molecules. Figure 1 below 
summarizes the context and approach of this study. 

 

Figure 1: The working electrode incorporating the f-SWCNTs deposited on the surface of the 

GCE. The main objective is to use ferrocene (Fc) derivatives to transfer electrons to diaphorase, 

to allow electro-catalytic oxidation of NADH to NAD
+
. 

Materials and methods 

The oxidation, chlorination and functionalization steps are previously detailed in 
Publications 2, 3 and 4. Samples were kept under argon to avoid moisture contamination 
and analyzed directly by HR-TEM, XPS and TGA-MS. Once opened to air, the samples 
were analyzed by Raman spectroscopy. 

Analysis techniques 

High resolution transmission electron microscopy (HRTEM) and high-resolution 
scanning transmission electron microscopy (HRSTEM) were performed using a JEOL 
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ARM200 microscope equipped with a cold field emission gun, a Cs-sensor corrector 
(spherical aberration correction), a JEOL JED2300T energy dispersion spectrometer for 
EDS energy dispersive X-ray spectroscopy, and a Gatan GIF filter for electron energy 
loss spectroscopy (EELS). The microscope was operated at 80 kV acceleration voltage to 
minimize damage to the samples. HRSTEM images were recorded using an electron 
beam with a probe size of about 0.12 nm. The images on the HAADF and the bright field 
detector (BF) were recorded simultaneously with a half-angle of collection of 45-180 
mrad and 11 mrad respectively for image resolution.  

The STEM-EDS and STEM-EELS experiments were performed with an electron 
probe of about 0.17 nm and a half-angle of convergence of 24 mrad. The energy 
resolution was about 0.45eV. The collection angle of the EELS spectrometer was 30 
mrad. The samples were dispersed in absolute ethanol and then deposited on a perforated 
carbon film supported by a mesh grid. STEM image simulations were performed using 
Nanotube Modeler (JCrystalSoft) and Vesta 3 software for atomic model generation and 
QSTEM for STEM image simulations. The SWCNT chiral indices were assigned by 
analyzing the Fourier transform of the HRSTEM images and comparing the images to 
simulations. 

The Raman spectra were recorded with a T64000 spectrometer (Horiba Jobin 
Yvon) equipped with a confocal microscope (Olympus BH2-UMA, laser wavelengths λ = 
514 nm and λ = 458 nm). A 80× magnification objective with a 0.90 numerical aperture 
was used to collect the spectra in the backscattering mode. The spectral resolution was 1 
cm-1. The laser spot had a diameter of 1 µm and the irradiance was kept below 1 kW/cm2 
to prevent heating of the samples. At least 20 spectra were collected and averaged for 
each sample to obtain a statistically representative spectrum.  

The XPS analysis was performed using a spectrometer equipped with a 
monochromatic Al Kα X-ray source (hν = 1,486.6 eV), operating at 150W (KRATOS 
Axis Ultra, Kratos Analytical, UK). The spectra were collected at a normal angle (90 °) 
and the analysis zone was an ellipse of 700×300 µm2. XPS survey spectra were recorded 
with an energy step of 1.0 eV and a 160 eV bandwidth analyzer, while the detailed 
spectra for each element were recorded with a step of 0.05 eV and a band energy pass of 
20 eV. The XPS spectra were then analyzed with Kratos Vision Software (Vision 2.2.0) 
after subtraction of Shirley baseline. The Gaussian-Lorentzian functions (70/30) were 
used for decomposition of peaks. Charge correction was performed using the C1s signal 
and adjusting the signal for carbon contamination (H-C signal) to 284.6 eV. 

For thermogravimetric analyzes coupled with mass spectrometry (TGA-MS), 5-6 
milligrams of the powder sample were placed in an alumina crucible. The analyzes were 
carried out using a device (Setsys Evolution 1750 TGA - SETARAM / Omnistar GSF 
301C - Pfeiffer Vacuum) with a helium ramp (Air Liquide Alphagaz 2) with a flow of 20 
mL.min-1 from room temperature to 1000 ° C at a rate of 3 °C/min. The parameters used 
for the mass spectrometer allowed simple ionization of most species, which means that z 
= 1 for the mass-to-charge ratio m/z detected. 
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All electrochemical experiments were performed using a PGSTAT12 Metrohm-
Autolab potentiostat controlled by the GPES software. The measurements were made in a 
three-electrode cell, the measuring electrode is the modified GCE, the reference electrode 
is an Ag/AgCl electrode (3M KCl internal electrolyte) and the auxiliary electrode is a 
platinum wire. 

Main results. 

Oxidation and chlorination: 

The first step necessary for grafting ferrocenes to SWCNT is in a strong acid 
medium, by microwave irradiation. Microwaves indeed promote oxidation by rapid 
thermal activation, which allows the oxidation step to be carried out in just a few minutes 
and makes it possible to control the number of defects introduced. 

 

Scheme 1: the three steps of the covalent functionalization of HIPCO SWCNT using two 

different oxidations. 

Functionalization of CNTs by ferrocene derivatives: 

We rely on the work of publications 2, 3 and 4 to carry out a synthesis in three 
steps, as before. The only change comes from the oxidation stage where two modalities 
were explored (scheme 1 below); the first is based on dilute sulfuric acid (2.5 M H2SO4) 
to give oxidized CNTs (HIPCO-H2SO4) and then functionalized with ETGn ferrocene 
(HIPCO-H2SO4-FcETGn). And the second is based on concentrated nitric acid, to give 
CNTs oxidized by 65% HNO3 (HIPCO-HNO3), then functionalized (HIPCO-HNO3-
FcETGn). Thus, an alkyl chain and polyethylene glycol (ETGn) bonds of different chain 
sizes were used in this study (Scheme 2). XPS analyzes were performed on CNT powders 
to see if the ferrocene groups were indeed present on the surface of the CNT beams, but 
they can’t confirm the covalent nature of the functionalization process. For this, we 
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performed TGA-MS analyzes of our samples under (He). Figure 4A of the paper shows 
TGA curves obtained for raw samples, HiPCO-HNO3 and HIPCO-HNO3-FcETG2. 

The mass spectrometer coupled with the thermal analysis made it possible to 
examine the nature of the leaving groups. The cyclopentadienyl groups, which are 
expected from the decomposition of ferrocenes, can be monitored by detecting the main 
fragment at m/z = 66 and also at m/z = 39. Iron ions at m/z = 56 were also detected, as 
shown in Figure 5 of the paper. The TGA curves clearly show an increase in mass loss 
above 300 ° C for the oxidized sample, and an even greater increase for the HNO3-
FcETG2 sample. This is consistent with the greater number of oxidized defects detected 
by XPS as well as the presence of ferrocene derivatives. Figure 5 also indicates that the 
ferrocenes are mainly detached above 300 °C, too high temperature to match physisorbed 
molecules. TGA-MS experiments thus confirm the covalent grafting of ferrocene 
derivatives on CNTs. 

As already mentioned in the previous papers of this thesis, the intensity of the D 
band at 1350 cm-1 (associated with the presence of structural defects) remains essentially 
constant when compared to the G+ and G- bands for all samples. Radial breathing modes 
(RBM) are also barely affected by chemical steps. The structural integrity of the CNTs in 
resonance with the laser energies used in this study (514 and 458 nm) remains quite good. 
However, the XPS and TGA-MS experiments have shown an increase in oxidized 
functions, which generally involve the creation of sp3 hybridized carbon atoms on the 
walls of the CNTs. To explain this contradiction, it can be hypothesized that microwave 
irradiation in acidic media mainly converts existing sp3 defects in raw CNTs into oxidized 
hydroxyl and carboxylic acid functions but does not present many new defects such as the 
purely thermal process (reflux heating). In addition, our functionalization process uses 
CNT beams, and probably most of the tubes in the beams are unaffected by the chemical 
process. 
The absence of a significant change in the intensity of the D band in the Raman spectra is 
consistent with the low atomic percentage value of Fe detected in XPS. 

HRSTEM and EELS analyses confirm the presence of ferrocene derivatives at the 
bundle surface. The intensity of the signal on the HAADF images is related to the average 
Z number of the atoms. In the image shown in Figure 1 next page (Figure 7 of the paper), 
in HAADF images taken at high magnification, bright spots at the end of the short gray 
lines can be seen on the walls of the insulated tubes or on the outer tubes of the bundles. 
A second, less brilliant point is systematically seen at the other end of these objects. The 
length of these kind of objects was systematically measured between 1.2 and 1.4 nm, 
which are consistent with the presence of a grafted FcETG2 groups. Figure 8 of the paper 
(Figure 2 of this summary) illustrates this fact by presenting micrographs of high-
resolution STEM images recorded on the HIPCO-HNO3-FcETG2 sample. In the HAADF 
micrograph (Figure 2a) the arrows point to both sides of the typical object. The CNT 
structure that is present at the outer edge of a beam has been determined from the Fast 
Fourier Transform (FFT) of the BF image shown in Figure 2b, the zones containing 
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atoms heavier than the carbon appear like white areas. The signals are compatible with 
the presence of grafted ferrocenes through ETG bonds. 

 

Figure 1: Example of a STEM HAADF image of the HIPCO-HNO3-FcETG2 sample. 

Insert: EELS spectra of the catalyst particle (blue arrow) and beam recorded in 

the red square area. 

To reinforce the interpretation of the images obtained on the small object at the 
surface of the tube, simulations were carried out for a SWCNT grafted with a FcETG2 
group. A structural model of SWCNT with (11,6) chiral indices was used for the 
simulation (structure and diameter close to that of (11,5)). The FcETG2 molecule grafted 
onto the surface of the SWCNT model has been oriented to simulate a ferrocene group in 
a π-stack interaction. The distance between the tube and cyclopentadiene was set at 0.35 
nm.  

Simulations were performed at each nanometer for focal lengths from -12 nm to 12 nm 
for the HAADF and BF detectors. For the HAADF simulations, the contrast obtained 
correspond to that detected experimentally (Figure 2c and 2d, compared to the inset of 
Figure 2a). The bright spot corresponds to the ferrocene group, the gray line to the 
polyethylene glycol linker, and the lighter point at the other end to the ester bond between 
the CNT and the spacer. For BF images, the contrast obtained is highly dependent on 
focus and contrast reversal can occur, as shown in Figures 2d and 2f. 

Image simulation can be used to estimate the focus of images by comparing the 
recorded image with simulations for different foci. For example, the focus of the BF 
image shown in Figure 2b was estimated slightly over-focused by 1 or 2 nm. Many 
STEM images have been analyzed for different samples, and the functionalization of the 
sidewalls has been observed for metal and semiconductor tubes oxidized under HNO3 or 
H2SO4 acidic conditions. Therefore, these results strongly support the hypothesis that the 
outer tubes of the bundles have been covalently grafted with FcETGn groups. 
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Figure 2: HIPCO oxidized with HNO3 functionalized with FcETG2 a) HAADF image. The insert 

is on the FcETG molecule, the top arrow points to the ferrocene and the down arrow points to the 

ester link. b) Simultaneously recorded BF image for assignment of a chiral index. c), d) and e), f): 

simulated images of HAADF (and others) and BF (d and f) of an SWCNT of 11.6 with a molecule 

of FcETG2 for 1.7 nm (c and d) ) and sub-focus of - 6.3 nm. 

As a conclusion to this analytical part, we succeeded in covalently grafting 
ferrocene derivatives on HIPCO SWCNTs, in a manner sufficiently weak to preserve the 
structural integrity of the nanotubes. The complete set of data is consistent with the 
oxidation of pre-existing defects under microwave irradiation in an acid medium. The 
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isolated CNTs or those constituting the outer tubes of the bundles are covalently 
functionalized with ferrocene derivatives on their sidewalls. Both acid conditions give 
similar results. Diluted H2SO4 is therefore very interesting since it avoids the use of 
concentrated acid solution. The use of H2SO4 with microwave irradiation therefore 

represents a fast, ecological, safe and energy-efficient process if one is interested in 

the development on a semi-industrial scale. 

These functionalized samples were then used to modify a GCE subsequently 
incorporated into the bio electrochemical device, to test their capacity in electrochemical 
devices. Even if the number of grafted groups is small, as shown by the TGA-MS and 
XPS analyzes, the electro-catalytic effect is well observed towards the NADH molecules 
in solution and within the complete bio electrochemical device. 

The electrochemical response was most likely controlled by the availability of 
ferrocene at the surface which depended mainly on the dispersion of the tubes in the 
chitosan layer. This confirms the catalytic role of the ferrocene units, while our weak 
functionalization process avoids attacking the structural integrity of the CNTs and 
provides a good electron transfer efficiency between the modified GCE and the enzymes.  

The small amount of residual impurities in our HIPCO samples is not 
electroactive. The oxidized CNTs were used as a control sample to verify that the 
oxidation process did not activate the residual impurities or generate electroactive groups 
such as quinones on the surface of the CNTs. In addition, with this test we confirmed 

that no direct electron transfer can be made between the diaphorase and the 

electrode, even in the presence of SWCNT.  
The role of spacer length on the resulting enzymatic reactivity of the ferrocene 

unit was studied using structural and dynamic models to simulate both FcETG2 and 
FcETG8 covalently attached to the surface of a CNT. Calculations were made with and 
without water (1967 water molecules are evenly distributed in the box, giving a net 
density of approximately 0.800 g/cm3 with HIPCO-FcETG8 and 1.01 g/cm3 without 
functionalized CNTs. Any molecule of water located at a distance of less than 3.0 Å from 
the tube has been removed. 

In the absence of water, the ETG chain of HIPCO-FcETG8 and HIPCO-FcETG2, 
seems to interact strongly with CNT wall following a zigzag path on the surface of the 
CNTs. π-stacking occurs on the nanotube. We therefore used this very useful information 
in our vacuum HRSTEM simulation by placing the ferrocene unit in a π-stack with the 
tube, in the results presented in Figures 2c-f. In such a configuration, ferrocene electron 
transfer can take place between the ferrocene unit and the surface of the CNTs instead of 
interacting freely with the diaphorase biomolecule. Accordingly, this would extinguish 
the enzymatic activity of the modified GCE. 

To explain why our device still can work, we then simulated the effect of water 
and we have shown that in the presence of water, the Van der Waals and dipolar 
interactions between the water molecules and the ETG chain are effectively strong. That 
bends the chain and maintains the ferrocene unit more than 6Å away from the CNT 
surface! Even for HIPCO-FcETG2, while the water-ETG interactions are considerably 
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reduced, which allowed some flexion of the chain and greater interaction with the surface, 
the ferrocene unit is not stacked on the surface of the CNT, so the step of electron transfer 
with diaphorase is still possible. The simulations confirm the essential role of the PEG 
linker in the efficiency of the bioelectrochemical device in water, due to the favorable 
interaction between the ETG units and the water molecules which prevents the π stacking 
of the ferrocene unit to the surface of the CNT. 

Conclusions and perspectives 

This work has clearly demonstrated the interest of using covalently functionalized 
SWCNTs to make electrochemical devices. Using a very clean sample, a set of 
complementary analytical techniques strongly confirmed the covalent nature of the 
functionalization process. We have shown that microwave irradiation under acidic 
conditions mainly transforms pre-existing defects into oxidized functions, which can be 
chlorinated using SOCl2 and then grafted with ferrocene derivatives. Even if the number 
of grafted groups is small, as shown by the TGA-MS and XPS analyzes, the 
electrocatalytic effect is observed with respect to NADH and in the complete 
bioelectrochemical device. This confirms the catalytic role of the ferrocene units, while 
our soft functionalization process avoids attacking the structural integrity of the CNTs 
and achieves good electron transfer efficiency between the modified GCE and the 
enzymes. The "soft" use of H2SO4 at 2.5 mol.L-1 is efficient, greener and safer than using 
concentrated solutions of HNO3. We have shown that the residual impurities in the case 
of mediated electron transfer play no role in the oxidation of NADH, contrary to what has 
been presented in the literature for other systems. 

We also emphasize the value of using molecular dynamics simulations to evaluate 
the important role of the intermediate link, which certainly depends on the solvent used 
for electrochemistry. CNTs are indeed useful for well-designed electrocatalytic devices, 
thus constituting a viable alternative to graphene-based sensors provided that the samples 
are clean enough so that the function is not controlled by the presence of residual 
impurities that can lead to non-reproducible measures. 

 

Author’s contribution: 

 In this work, I have functionalized the CNTs, optimize a new method of oxidation, 

characterized the CNTs, discuss all results obtained, and participated in the writing 

of the article. 
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Summary of Paper n°6 (2012 MRS Spring Meeting, MRSS12-

1451-DD15-46.R1)) 
Title: Few-wall carbon nanotubes covalently functionalized by ferrocene groups for 
bioelectrochemical devices. 
 

Authors: Naoual Allali, Veronika Urbanova, Victor Mamane, Jeremy Waldbock, 
Mathieu Etienne, Martine Mallet, Xavier Devaux, Brigitte Vigolo, Yves Fort, Alain 
Walcarius, Maxime Noel, Alexander V. Soldatov, Edward McRae, and Manuel Dossot. 

Summary: 

Context 

Previous publications have aimed to establish in an unmistakable way the 
successful covalent grafting of electroactive molecules on carbon nanotubes of very high 
purity. In these studies, we used single-wall CNTs, and this allowed us to establish an 
efficient grafting protocol, which respects the structural integrity of the CNTs, while 
showing the negligible role of the few percent of residual impurities on the CNTs. 
enzymatic charge transfer process with NADH. 

However, the CNTs used in these studies are particularly expensive (of the order 
of 1500 to 2000 $ per gram), and if we wish to use such tubes within electrochemical 
devices of the sensor or bioreactor type, this cost is not reasonable. We have therefore 
studied the opportunity of transferring our protocol to nanotubes with a low number of 
walls, but whose cost is much lower, of the order of $ 150 per gram. 

The last two publications (the present paper and paper n°7) therefore develop the 
covalent functionalization of multi-layer CNTs with ferrocene derivatives, always with 
the aim of improving their dispersion in water and grafting electroactive chemical groups 
on their walls in order to promote the transfer of electrons to biomolecules. These 
functionalized CNTs are used to modify a glassy carbon electrode (GCE) on the surface 
of which the oxidation of the NADH cofactor will be carried out.  
  As done in the previous papers, the ferrocene group was chosen as the electron 
shuttle model, attached to the CNT walls through a polyethylene glycol (ETG) link of 
variable chain length, as in the case of SWCNTs. The nature of functionalization is 
evaluated by the combined use of thermal and spectroscopic techniques. The 
electrochemical biosensor construction is performed by depositing a functionalized CNT 
film (f-CNT) on the surface of a glassy carbon electrode (GCE). The electrode is tested 
with a NADH/NAD+ redox couple. 

Materials and methods 

The CNT samples used for functionalization are purchased from NanoLab. 
HRTEM analyzes show that the sample contained mainly double- or triple-walled CNTs, 
few multi-walled CNTs and few SWCNTs. The manufacturer estimates that these CNTs 
contain about 7% COOH from a thermal reflux in a concentrated solution of nitric acid, 
while our preliminary experiments with this raw batch indicate that this amount is less 
than 2%, which is why a second oxidation process was applied to the sample. The CNT 
sample was dispersed in nitric acid (65% by weight) and then subjected to microwave 



 

 

69 

 

irradiation for 20 min at 50 ° C. The conversion of COOH functions to COCl is carried 
out thanks to a SOCl2 treatment. Ferrocene derivatives (Fc-ETGn) were attached as 
explained in the previous papers of the thesis. The raw, oxidized and functionalized CNTs 
were studied by Raman scattering spectroscopy, XPS, high resolution transmission 
electron microscopy (HR-TEM) and thermogravimetric analysis (TGA). The cyclic 
voltammetric analyzes of the electrocatalytic reactions observed with NADH on the 
surface of the GCE electrode modified with f-CNT are carried out as in Publication no. 3. 
A three-electrode assembly with an Ag/AgCl reference electrode is used. The f-CNTs are 
co-deposited with diaphorase via a suspension in a chitosan solution for immobilizing the 
materials at the GCE electrode. 

Main results 

TGA analyzes carried out under helium flux on the raw sample of few walls 
carbon nanotubes (raw FWCNT) show a regular mass loss up to 800 ° C (Figure 1). This 
may be related to the desorption of existing chemical functions on the surface of the raw 
sample, or to residual solvent molecules. For oxidized CNTs, the loss of mass between 
300 ° C and 500 ° C is more pronounced due to many functional groups (COOH created 
during oxidation). The steep slope observed around 500 ° C for the functionalized CNT 
shows that the mass loss rate is greatly increased between 250 and 450 ° C. This 
significant loss of mass is attributed to the desorption of ferrocene derivatives. By 
analogy with the TGA-MS studies performed on functionalized HiPCo nanotubes, we 
attribute the significant loss of mass to ferrocene derivatives. 

XPS results in this paper also confirm the presence of Fe atoms from ferrocene f-CNTs, 
which are not detected in raw or oxidized CNTs. These results confirm altogether the 
functionalization of CNTs by ferrocene derivatives. The number of ferrocene derivatives 
attached to the side walls of the CNTs as well as the number of COOH groups can be 
estimated from the loss of mass and the amount of CNT powder used for these 
experiments. The calculation of the oxidation rate is 2.3% (oxidation of one C atom over 
43), and the degree of functionalization is of the order of 0.85% (functionalization of one 
C atom out of 118). About 36% of the oxidized sites (COOH) are therefore grafted by 
ferrocene units, a rate lower than the one obtained with HiPCO SWCNTs. It may be 

since outer walls of FWCNT are of bigger diameter and therefore the oxidized sites 

may be less reactive.  
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Figure 1: TGA analyzes of raw FWCNT (top, black curve), oxidized FWCNT (middle, 

blue curve) and FWCNT functionalized by ferrocene with a n=2 PEG linker (bottom, red 

curve). 

To confirm the results of TGA, XPS analysis is performed on the different 
samples (raw, oxidized and functionalized). There was an increase in the number of C=O 
and HO-C=O functions on the sidewalls of the tubes after oxidation, confirming the TGA 
results. The presence of iron is only detected in the functionalized samples. Since the XPS 
is able to probe the iron elements on the surface of the analyzed samples, the iron 
detected is that of the ferrocene grafted on the surface of the CNTs. The low iron content 
grafted in the case of Fc-ETG4 may be due to a larger steric hindrance effect because the 
spacer is larger. 

A Raman analysis (514 nm laser) is performed to confirm that the CNT structure 
has not undergone too much alteration during the oxidation and functionalization steps. 
These Raman spectra show that no significant change in the intensity ratio of the D / G 
band is observable for the three treated samples. Other wavelengths were tested (458, 
488, 532 and 632 nm) and gave the same results. The spectroscopic data and the 
thermogravimetric analyses confirmed the good success of the functionalization of the 
multi-walled CNTs by the ferrocene derivatives. These functionalized CNTs were then 
deposited at a GCE to allow electrochemical detection of NADH. A film was deposited 
on the surface of a GCE by evaporation of a drop of functionalized CNT suspension and 
mixed with diaphorase and chitosan molecules. The electrochemical signal of the 
ferrocene / ferricenium pair is visible and stable during a multiple scan (Figure 2A), this 
indicates that the ferrocene derivatives are immobilized on the surface of the CNTs.  
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Figure 2: (A) first ten consecutive cyclic voltammograms recorded on a GCE modified 

with a chitosan / Fc-ETG1 film. (B); cyclic voltammograms measured on a chitosan / 

diaphorase / f-CNT-modified GCE (FC-ETG4) in the presence of increasing 

concentrations of NADH in the solution. 
The electrocatalytic behavior of the F-CNT-modified GCE (Fc-ETG4) with 

respect to the oxidation of NADH is studied. Figure 2B shows the corresponding 
evolution of the cyclic voltammograms obtained in the presence of increasing 
concentrations of NADH in solution. As can be seen, the oxidation peak increases 
significantly with the progressive addition of NADH indicating an effective 
electrocatalytic behavior. These results confirm the previous analyses by proving that the 
functionalized FWCNTs have been covalently modified by ferrocene derivatives. It 
should be noted that blank tests (controls) were performed with non-functionalized CNTs 
and no signal was detected in the presence of NADH. 

Conclusion & perspectives 

We have shown that few-walled CNTs have been covalently functionalized with 
ferrocene derivatives through the combination of thermal and spectroscopic analyses. The 
functionalized carbon nanotubes were used to modify a GCE and to test the oxidation of 
NADH in aqueous solution. The results obtained show the utility of such covalently 
modified CNTs for their potential application as a sustainable component of an 
electrochemical biosensor or bioreactor. These studies also demonstrate the value of our 
three-step protocol, including microwave assistance for the initial oxidation step, for the 
successful grafting of electro-active functions in quantities sufficient for observe a good 
effect of electrocatalysis, without diminishing the structural properties of the nanotubes. 
The fact that this protocol works equally well for single-walled and multi-walled 
nanotubes makes it possible to envisage a much more realistic application in terms of cost 
for bio-electrochemical devices, such as a glucose sensor or a bioreactors. 

Author’s contribution: 

In this work, I functionalized the CNTs, I’ve made the analyses of CNT by Raman and XPS 

spectroscopies, and I participated in the interpretation of all the results, and the writing of 

the paper.  
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Summary of Paper n°7 (Phys. Status Solidi B 249, No. 12, 

2349–2352 (2012)) 

Title: Covalent functionalization of few-wall carbon nanotubes by ferrocene derivatives 
for bioelectrochemical devices 

Authors: Naoual Allali, Veronika Urbanova, Victor Mamane, Jeremy Waldbock, 
Mathieu Etienne, Martine Mallet, Xavier Devaux, Brigitte Vigolo, Yves Fort, Alain 
Walcarius, Maxime Noel, Alexander V. Soldatov, Edward McRae, and Manuel Dossot. 

Summary: 

This paper reports the same kind of results presented in the proceeding of the MRS Spring 
meeting (paper n°6) with additional characterization in Raman spectroscopy. Therefore, a 
complete summary is not given here. Briefly, additional Raman characterizations were presented 
in this paper, with a more detailed study of the RBM frequencies that showed minor modifications 
after oxidation and grafting of ferrocene units, but the results once again confirmed that our 
functionalization process works well with few-walled CNTs without introducing too many defects 
on CNT side-walls. 

Author’s contribution: 

 

In this work, I functionalized the CNTs, I’ve made the analyses of CNT by Raman and XPS 

spectroscopies, and I participated in the interpretation of all the results, and the writing of 

the paper. 
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3 Conclusions	and	future	work	
3.1 Conclusions	

  The results obtained during this thesis concern the covalent functionalization of 
carbon nanotubes, their characterization and their integration into bioelectrochemical 
devices. 

This thesis work clearly established the interest of using covalently functionalized 
single-walled CNTs for the manufacture of electrochemical devices. Using a very clean 
sample of CNTs, a set of complementary analytical techniques firmly confirmed the 
covalent nature of the functionalization process, a study that is rarely conducted in such 
detail in the literature.  

For the first step of the functionalization process, we have shown that microwave 

irradiation under acidic conditions mainly transforms pre-existing defects into oxidized 

functions (in particular COOH carboxylic acid functions), which allows to maintain a 
good structure with few defects on the nanotubes (but sufficient grafted functions to 
obtain a valid electrochemical signal) in order not to destroy the electrical properties of 
the tubes. We have proven that H2SO4 and HNO3 treatments result in the introduction of 
the same functions on SWCNT walls, but the number of COOH groups at the extremities 
of SWCNT bundles is different. 

The application of this type of oxidation process on multiwall nanotubes has proven 
that this protocol also works perfectly for the latter, which makes it possible to consider a 
much more realistic application in terms of cost for bio-electrochemical devices, such as a 
glucose sensor or a bioreactor.  

Once the CNTs are oxidized, they can be chlorinated using thionyl dichloride (SOCl2) 
and then grafted with ferrocene derivatives. The ferrocene/ferrocerium couple has a 
reversible character in terms of electron transfer, it is particularly effective in conjunction 
with diaphorase enzyme to exploit the electrochemical dialogue of the NADH/NAD+ 
system.  The different electrochemical cycles during voltammetric studies show good 
stability over time of the electroactive functions. Although the number of grafted groups 
is low, as shown by the TGA-MS and XPS analyses, the electro-catalytic effect is 
observed with respect to NADH alone and in the complete bioelectrochemical device. 
This strongly confirms the catalytic role of ferrocene units.  

The intermediate spacer between the wall of the CNTs and the electroactive groups 

has a key role in electron transfer efficiency. We have shown that with the hydrophobic 
alkyl spacer, the ferrocene cannot properly exchange electrons with the diaphorase. On 
the contrary, with a polyethylene glycol chain that has a greater affinity with the aqueous 
medium and chitosan constituting the film, the ferrocene group is more flexible and can 
be better positioned to react effectively with diaphorase. This has been confirmed by 
molecular dynamics calculations. We see that the simple change in the chemical nature or 
length of the spacer influences the effectiveness of the device, sometimes significantly 
since the alkyl spacer eliminates electro-catalysis. The spacer is therefore crucial for 
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regulating intermolecular interactions between grafted electroactive groups and the wall 
of nanotubes (hydrophobic and π−π type interactions), on the one hand, and the same 
electroactive groups and diaphorase present in a hydrophilic medium on the other. We 
also underline the interest of using molecular dynamics simulations to evaluate the 
important role of this spacer, which certainly depends on the solvent used for 
electrochemistry but also probably on the enzyme system used in the targeted application. 
Molecular dynamics can be an interesting tool for performing an in silico evaluation of 
the properties of a series of spacers, in order to synthesize only those that can bring a real 
benefit to electro-catalysis.  

On the other hand, our soft functionalization process avoids altering the structural 
integrity of the CNTs and provides good electron transfer efficiency between the 
modified glassy carbon electrode (GCE) and the enzymes. The use of mild oxidation 
conditions (H2SO4 at 2.5 mol.L-1) is effective, more environmentally friendly and safer 
compared to the use of concentrated solutions of HNO3. It could be interesting to test 
alternatives to SOCl2 treatment in perspective, to develop a process where all the steps 
would be considered under the green and sustainable chemistry aspect.  

We have shown that residual impurities in the case of electron transfer using a redox 
mediator play no role in the oxidation of NADH, unlike what has been presented in the 
literature for other direct electron transfer systems. The reversible electrochemical signal 
of the ferrocene/ferrocenium couple is perfectly visible and stable during voltammetric 
cycling, which is another strong indication of the covalent nature of grafting ferrocene 
functions onto the surface of carbon nanotubes. We have shown that nanotubes that are 
not functionalized or simply oxidized and then treated with SOCl2 do not lead to this 
electrocatalytic phenomenon. 

All samples from all stages were well characterized with several CNT analytical 
techniques such as TEM/ STEM electron microscopy, EDS, TGA-MS, Raman scattering, 
DRIFT spectroscopy and noble gas adsorption volumetry, which allowed us to obtain 
important information about the level of functionalization, the type of grafted groups, and 
their location on the surface of the nanotubes. We have also used spectroscopic 
ellipsometry as a new technique for functionalized CNT analysis, we have shown that it 
can analyze a film of CNTs in a statistical way and constitutes a new tool complementary 
to the thermogravimetric analysis technique and Raman scattering. All these protocols 

developed as part of this thesis work now constitute a kind of standard for the analysis 

of covalently grafted CNTs, and this is an important step in the metrology of these 

functionalized nano-objects. 

The results of this thesis therefore lead us to claim that, although many people currently 
work with graphene, CNTs are indeed useful for well-designed electro-catalytic devices, 
which constitutes a viable alternative to graphene-based sensors provided that the samples 
used are sufficiently clean so that the function is not controlled by the presence of 
residual impurities that may lead to non-reproducible measurements 
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3.2 Future	work	
We have successfully tested the grafting of other electro-active functions, but these 

other groups have not given proven efficacy in oxidizing NADH, or in reducing NAD+. 
However, as a perspective to this work, we tested an ultimate synthesis aimed at 
covalently grafting the NAD+ molecule itself onto the surface of the CNTs. The idea was 
then to mix the NAD+ grafted nanotubes on the surface of the glassy carbon electrode in 
the presence of diaphorase, all immobilized within a layer of chitosan or a silica gel. To 
do this, we used the grafting of an epoxy group associated with one of our PEG spacer 
(figure below). 

 

Figure 26: CNTs from Nanolab grafted by an epoxy group at the extremity of a PEG linker. 

We thought that the very tight epoxy ring could react with one of the nitrogen atoms of 
the NAD+ and lead to an opening of the ring and a covalent grafting of the NAD+. We 
therefore suspended these chemically modified nanotubes in the presence of an NAD+ 
solution, shaken overnight at room temperature. Then we co-deposited on the surface of 
the GCE a drop of this mixture, diaphorase, and D-sorbitol dehydrogenase (DSDH), all 
immobilized in a layer of chitosan. Figure 27 reports the voltammograms obtained when 
we placed increasing amounts of D-sorbitol in the aqueous solution. We observe a net 
electro-catalytic effect whereas in this experiment, there is no electro-active group other 
than the NAD+ that reacted with the nanotubes. This confirms that NAD+ is well bound to 
the CNTs, but at the end of the PEG spacer, giving it enough flexibility to react with the 
enzyme, and not just adsorbed on the walls. Indeed, the same experiment carried out in 
the same way but using nanotubes simply oxidized (i.e. without grafted epoxy group) 
does not give any electro-catalytic effect: 
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Figure 27: Cyclic voltammograms of Nanolab CNTs grafted by an epoxy group after reaction 

with NAD
+
, in the presence of diaphorase and DSDH, depending on the solution concentration of 

D-sorbitol 

 

Figure 28: as in Figure 27, but with CNTs simply oxidized and not grafted with the PEG 

spacer and epoxide. 

To test the stability of the grafting, we recorded the electrochemical signal for 20 
minutes after the introduction of 2 mM of D-sorbitol in solution for the complete grafted 
system of Figure 27. Here is the result obtained: 
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Figure 29: stability of the electrochemical signal in the presence of D-sorbitol. 

This is a good argument to demonstrate that we have successfully immobilized the 

NAD
+
 covalently on the surface of the CNTs ! We therefore show that our synthesis 

pathway is very general and particularly well suited for optimizing bioelectrochemical 
reactions with molecules as complex as NAD+. This really opens up very interesting 
perspectives for this work, and these last results should be reproduced, and the way in 
which NAD+ is grafted onto the surface of the CNTs should be analyzed in detail, using 
our multi-technical analysis protocol. STEM microscopy would be particularly interesting 
here to visualize the grafted NAD+, which could well contrast on the HAADF detector via 
the nitrogen atoms of the heterocycles. Finally, a subsequent thesis could be devoted to 
the realistic evaluation of such tools for concrete applications, in the case of bioreactors in 
particular. 
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a b s t r a c t

Single-walled carbon nanotubes (SWCNT) synthesized using the HiPco® process and purified thereafter

were submitted to two covalent functionalization processes: i) a mild oxidation in a concentrated HNO3

solution using microwave irradiation and ii) a radical functionalization to graft methoxyphenyl groups.

The samples were analyzed by Raman spectroscopy and spectroscopic ellipsometry in the energy win-

dow 0.07e4.96 eV. The complex dielectric function was analytically calculated in order to extract the real

(εr) and imaginary (εi) parts of this function vs. the incident energy of the light. The ellipsometric data in

the infrared part of the spectrum revealed that process i) mainly affected the amorphous carbon

deposited on the surface of SWCNTs while process ii) strongly changed the electronic nature of the film

due to a charge transfer between methoxyphenyl groups and SWCNTs. These results demonstrate the

richness of information that spectroscopic ellipsometry is able to bring about on an entire carbon

nanotube ensemble compared to Raman spectroscopy, while not suffering from limitation on their

electronic structure and/or aggregate state/presence of surfactants.

© 2015 Elsevier Ltd. All rights reserved.

1. Introduction

Carbon nanotubes (CNT) are nanomaterials with great potential

applications owing to their superior mechanical properties [1] and

the interesting fact that their metallic or semi-conducting state

depends on how the graphene sheet is rolled [2]. Methods that

produce CNTs in quantities sufficient for useful applications, such as

CVD or electrical arc discharge, furnish samples with a mixture of

CNTs having many different chiralities and tube diameters, in spite

of the recent progress to restrain this diversity [3,4]. The material is

therefore heterogeneous and often difficult to properly analyze.

Generally chemistry is required to make CNTs more compatible

with a specific medium or to graft new chemical groups on their

sidewalls and/or end caps. Chemical modifications made to a

heterogeneous starting material obviously lead to samples that are

difficult to analyze thoroughly. Many different methods have

already been used. Spectroscopic methods include Raman scat-

tering, ultravioletevisibleenear-infrared (UVeviseNIR) absorp-

tion, fluorescence emission, Fourier-transform infrared (FTIR)

absorption spectroscopy, X-ray photoelectron spectroscopy (XPS).

Thermal and microscopic methods are also used, like thermogra-

vimetric analysis coupled to mass spectrometry (TGA-MS) and

high-resolution transmission electronic microscopy (HR-TEM)

[5e7]. Spectroscopic methods have the advantage to be non-

invasive and they don't modify or destroy the samples, but each

method has also some drawbacks. For instance, Raman spectros-

copy is very useful for obtaining information on the diameter dis-

tribution of CNTs in a sample by monitoring the radial breathing

modes (RBM) occurring at low frequencies (ca. 100e300 cm�1). The

RBM frequencies are indeed inversely proportional to CNT diameter

[8e11]. Furthermore, the ratio of integrated area or intensity be-

tween the D-band around 1350 cm�1 and the Gþ band around

1590 cm�1 is also a rough indicator of the number of covalent de-

fects present in the structure. It is important to note that, Raman
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characterization can be carried out on different sample morphol-

ogies (both individual and bundled nanotubes) and much other

information can also be retrieved from other Raman-active vibra-

tional modes [10]. Fine analysis of the spectral features obtained

leads to information such as charge transfer between the CNT and

sorbed molecules or atoms [12]. However, a significant drawback

exists for this kind of analysis: the only CNTs in the sample which

contribute significantly to the overall Raman spectrum are those for

which the excitation laser energy corresponds to the energy dif-

ference between singularities in the density of states (van Hove

singularities). Though the laser energy can be tuned on some lasers

or the laser source can be changed [13], it is presently almost

impossible to continuously monitor the whole range of laser en-

ergies necessary to account for all the CNTs present in a sample. A

similar drawback can exist for instance with fluorescence emission

spectroscopy, since the fluorescence emission is quenched for

metallic and bundled CNTs [14,15]. Sometimes the problem can

arise from the sample preparation. For UVeviseNIR absorption

experiments, the CNTs are generally dispersed in a solvent (often

heavy water) using a surfactant [14]. This surfactant is not removed

during the analysis to avoid re-bundling of the tubes, which might

slightly change the intrinsic optical properties of CNTs due to spe-

cific interactions between CNT sidewalls and surfactant molecules

[16,17]. Furthermore, background absorption is also present. This

background can be dependent on the quantity of residual catalyst

particles and amorphous carbon impurities, as well as the number

ratio of metallic to semi-conducting nanotubes present and this

requires some specific method of analysis to be properly controlled

[18].

These examples show that there is room for a new analytical

technique that could analyze a significant quantity of CNTs, and

would be sensitive to defects introduced in the structure of

chemically treated CNTs. This is especially true is the surface den-

sity of new chemical groups is low and can lead to ambiguous re-

sults with traditional analytical techniques. In the present article,

by using two differently functionalized samples, we show that

spectroscopic ellipsometry is a method of choice to overcome such

kinds of limitation. Spectroscopic ellipsometry has already been

used to analyze optical properties of raw CNT films [19e26] but to

our knowledge it has not yet been used to collect information about

functionalized CNTs.

2. Experimental

The starting material (further in the text referred to as “raw”)

was commercially available SWCNTs synthesized by the HiPco®

process and highly purified by a proprietary process from Nano-

integris, Inc. The purest grade available is designated as “super-

pure” by the company and it is claimed that there are less than 5% of

residual catalytic particles. This sample was indeed found to be

quite clean with few carbonaceous impurities. Fig. 1 gives an

example of the HRTEM analysis of this starting material. Few re-

sidual catalytic particles are embedded within CNT bundles (see

yellow arrow in Fig. 1A). Carbonaceous impurities are of nano-

metric size and deposited along the side-wall of CNT bundles (see

yellow arrow in Fig. 1B). In the rest of the text, to avoid the use of

the commercial term HiPco®, the symbol of our samples will be

written HiPCO.

HiPCO SWCNTs have been modified by two different chemical

methods. The first method is indicated in Fig. 2 and corresponds to

a rather soft oxidation of CNTs using an acidic medium and mi-

crowave irradiation [27]. The sample modified by this process is

hereafter referred to as HiPCO-HNO3. The second method is the

radical functionalization of CNTs by p-methoxyphenyl radicals

indicated in Fig. 3 [28]. This sample is referred to as HiPCO-MeOPh.

Raman spectroscopy was performed on two different set-ups.

The experiments using 532 and 633 nm laser wavelengths were

done on a Witec CR200 Raman microspectrometer equipped with

an electrically-cooled CCD detector, a gratingwith 1800 grooves per

mm, and a long working distance �50 objective with a numerical

Fig. 1. HR-TEM micrographs of the raw HiPCO material. Arrow in (A) shows a residual

catalyst particle, while arrow in (B) shows some carbonaceous impurities covering CNT

sidewalls. (A colour version of this figure can be viewed online.)

Fig. 2. A micro-wave assisted oxidation treatment. (A colour version of this figure can

be viewed online.)
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aperture of 0.55. CNTs were dispersed in tetrahydrofuran (THF)

(0.1 mg of CNTs/mL) using sodium deoxycholate (DOC) as a sur-

factant (5% in weight). A sonication tip was used to make the sus-

pension (90 W for 30 min), the suspension was then spin-coated

onto a glass slide. The experiments using 514 nm for raw HiPCO

and HiPCO-MeOPh samples were done on a Horiba Jobin-Yvon

T64000 Raman microspectrometer equipped with a liquid N2-

cooled CCD detector, an Arþ laser working at 514.57 nm and a long

working distance � 50 objective with a numerical aperture of 0.55.

For both Raman set-ups, the laser irradiance was kept below

1 kW cm�2 to avoid any laser heating damage to the samples.

For the ellipsometric measurements, a suspension of 4 mg mL�1

of CNTs was realized using a surfactant (sodium cholate, 2% in

weight). The suspension was sonicated for 90 min at 240W using a

sonic probe. The flaskwasmaintained at 5 �C to avoid heating of the

solution. The suspension was then centrifuged at 35000 rpm for

1 h. The supernatant was collected and deposited on a nitrocellu-

lose filter (100 nm pore diameters) using a Büchner filtration set-

up. A thick and opaque film of CNTs was obtained, with a thick-

ness of 300e500 nm. The surfactant was removed by washing the

film thoroughly with a solution of distilled water until no surfactant

was detected in the filtrate. Two ellipsometric spectrometers were

used. For the analysis in the NIR-visible-UV range (0.6e4.96 eV), the

set-up was a phase modulated ellipsometer (UVISEL, Horiba Jobin

Yvon), while in the infrared part (0.07e0.6 eV), a homemade

rotating polarizer ellipsometer combined with a Fourier transform

infrared spectrometer was used.

3. Results and discussion

Before analyzing the samples with spectroscopic ellipsometry,

they were characterized by Raman spectroscopy. Fig. 4 reports the

spectra obtained with the two laser wavelengths of 532 and

633 nm for raw HiPCO and HiPCO-HNO3 samples, while Fig. 5 re-

ports those obtained at 514 nm for the HiPCO-MeOPh sample. Fig. 4

is a typical example of the problem one can be confronted with

when analyzing CNTs that have been softly oxidized in an acidic

medium. In this case, the acidic conditions can i) partly remove

some amorphous carbon deposited on the CNT sidewalls, and ii)

removed or heal the already strongly damaged structures that are

created during the synthesis and the industrial purification process

used by Nanointegris Inc. Both these phenomena (i and ii) can

contribute to the decrease of the D-band intensity. On the other

hand, the acidic treatment can also add some new sp3 defects on

the nanotube sidewalls by oxidizing carbon bonds. In that case, the

D-band intensity would increase. Considering that the two laser

wavelengths used in Fig. 4 are sufficiently different to probe

different tubes in resonance, the D/G intensity ratio can increase or

decrease depending on which phenomenon is preeminent or on

whether certain metallic or semi-conducting CNTs are preferen-

tially affected. So Fig. 4A is the kind of result one would expect with

an acidic treatment (increase of the D-band intensity), but Fig. 4B

shows exactly the contrary (decrease of the D-band intensity). This

example clearly exemplifies that Raman spectroscopy is not a fully

adequate method to allow drawing conclusions concerning a mild

Fig. 3. A radical functionalization process. (A colour version of this figure can be

viewed online.)

Fig. 4. Raman spectra of raw HiPCO and HiPCO-HNO3 samples taken using two

different laser wavelengths A) 532 nm and B) 633 nm. The spectra have been

normalized to the Gþ band intensity. Insets show a detailed view of the radial

breathing mode (RBM) region with dash line separating part of the spectrum related to

metallic (M) and semiconducting (SC) CNTs. (A colour version of this figure can be

viewed online.)

Fig. 5. Raman spectra of raw HiPCO and HiPCO-MeOPh samples taken using a laser

wavelength of 514 nm. Spectra have been normalized to the Gþ band intensity. The

inset displays RBM region with dash line separating part of the spectrum related to

metallic (M) and semiconducting (SC) CNTs. (A colour version of this figure can be

viewed online.)
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oxidation process that does not strongly damage the CNT structure

nor introduce many covalent defects. The relative D-band intensity

in this case is not an indicator of the number of covalent defects

affecting the structural integrity of the CNTs, while one can still

conclude that its small intensity change indicates that the oxidation

protocol given in Fig. 2 is mild and does not severely affect the CNT

bundles. It can be noted that the shape of the G� band near

1560 cm�1 in Fig. 4A is different for the two samples. This certainly

arises from the fact that the oxidation process has affected certain

metallic nanotubes, which decreases the Breit-Wigner-Fano

contribution of the metallic tubes in the G-band, hence a band-

width that has decreased for HiPCO-HNO3 sample compared to that

of the raw HiPCO. The spectra are normalized to the Gþ band in-

tensity and one can see that the intensity of the RBM modes is not

so different between raw HiPCO and HiPCO-HNO3 samples.

Therefore the electronic resonance of the tubes probed at this

wavelength has not been affected by any significant charge transfer

process. Note that at these photon energies (2.33 and 1.96 eV) and

using the typical diameter distribution of HiPCO nanotubes

(0.7e1.2 nm), the Kataura plot indicates that we essentially probe

metallic CNTs (see Fig. S1 of the supporting information) at 532 nm

(2.33 eV) and a mixture of metallic and semiconducting tubes at

633 nm (1.96 eV). This is another difficulty using Raman spectros-

copy: the sampling is different when the laser wavelength is

changed due to the difference in electronic character of the CNTs in

good electronic resonance with the incident photons. While the G�

band is changed due to a loss of metallic CNTs in Fig. 4A, the RBM

profile has not so significantly changed. A possible explanation is

that all the metallic tubes are affected in a similar way, and the

resonance condition and RBM frequencies are not strongly

modified.

The Raman spectra of Fig. 5 reveal on the contrary that the

radical functionalization process described in Fig. 3 affects sub-

stantially the structural integrity of the HiPCO tubes by introducing

a significant number of sp3 defects in the sidewalls, as shown by the

huge increase of the D-band intensity. The intensity of the RBM

modes is also strongly affected, indicating that both metallic CNTs

and also some semi-conducting CNT are affected. This fact was

already reported in a previous study using Raman spectra obtained

at other laser wavelengths [29]. This loss of resonance intensity

may come from several physical effects, including a possible change

in the oscillator strength of the corresponding van Hove singular-

ities. Ellipsometric measurements will confirm this hypothesis (see

below).

Fig. 6 sketches the principle of ellipsometry and defines the

notations used in the subsequent equations. The electric field of the

incident light is decomposed into two perpendicular components

usually designated Es and Ep. Ep is parallel to the plane of incidence

while Es is perpendicular. The incident light angle is noted qi, the

transmitted light in the analyzed material is refracted with an

angle qt.

Considering the CNT film to be a semi-infinite isotropic sub-

strate, the Fresnel reflection coefficients rs ad rp are defined by Eqs.

(1) and (2), and the ellipsometric angles J and D are given by Eq.

(3). In these equations, ni and nt are the indices of refraction of air

and the CNT film, dS and dp are the differences in path length be-

tween the incident and the reflected beams.

rs ¼
�

Er
Ei

�

s

¼ ni cos qi � nt cos qt
ni cos qi þ nt cos qt

¼ jrsje jds (1)

rp ¼
�

Er
Ei

�

p

¼ ni cos qi � nt cos qt
nt cos qi þ ni cos qt

¼
�

�rp
�

�e jdp (2)

r ¼
Erp

.

Eip

ErS

.

EiS

¼ rp
rS

¼
�

�rp
�

�

jrSj
e jðdp�dSÞ ¼ tanðJÞe jD (3)

Spectroscopic ellipsometry consists in monitoring the values of

the ellipsometric angles (J,D) versus the energy of the incident

light. The energy range in our case was varied from 0.07 eV

(infrared region) to 4.6 eV (UV region) for an angle of incidence

Fig. 6. Definition of the ellipsometric parameters. (A colour version of this figure can

be viewed online.)

Fig. 7. Spectroscopic ellipsometric angles J and D for raw HiPCO CNTs at three

different incident angles. The red circles indicate the connecting points of IR and NIR-

visible-UV data. (A colour version of this figure can be viewed online.)
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qi¼ 60�. The angle of incidence qiwas also varied (see below) to test

a hypothesis on the model used to analyze the data. Fig. 7 reports

the measurements made on the raw HiPCO film, at three angles of

incidence. The curve at 60� shows that the ellipsometric data

collected in the IR part (0.07e0.6 eV) are consistent with the data

collected with the second set-up in the NIR-visible-UV

(0.6e4.96 eV) part of the spectrum. Indeed the data are consis-

tent at 0.6 eV while no specific adjustment was necessary. From the

ellipsometric angles, the dielectric function of the CNT film can be

retrieved. To do so, we model our film as an isotropic medium of

semi-infinite thickness, as already reported in Refs. [24] and [30].

This model is reasonable since our CNT films were completely

opaque to the visible and infrared parts of the spectrum, and the

CNTs were found to be randomly oriented. Indeed, the CNT films

have a spaghetti-like structure (not shown). Using this model, the

analytical expression given in equation (4) allows calculating the

complex dielectric function ε, at each energy point.

ε ¼ sin2
qi

0

@1þ
 

1� tan JejD

1þ tan JejD

!2

tan2qi

1

A (4)

Fig. 8 reports the real part εr and the imaginary part εi of the

dielectric function of the rawCNTfilm for the three incidence angles.

The three curves are superposed and no deviation is observed be-

tween the three angles, which is a strong argument to validate the

model used. In other words, the film roughness is sufficiently small

to be neglected and the CNTs are sufficiently misaligned and absor-

bent to consider the CNT film as an isotropic semi-infinite medium.

The agreement found in Fig. 8 indicates that the assumed model is

appropriate and the obtained results are reliable. Making use of

different angles of incidence is an excellent mean to verify the reli-

ability of results and the validity of themodel itself, since the optical

indices should be independent on the angle of incidence.

The same kind of treatment was done for the two functionalized

samples HiPCO-HNO3 and HiPCO-MeOPh. The data are shown in

Fig. 9. Several interesting observations can be made: i) the imagi-

nary dielectric function perfectly reveals the van Hove singularities

of the raw and HiPCO-HNO3 sample. The S11, S22, M11 and S33
transitions can be properly assigned as in more conventional ab-

sorption spectroscopy. The bands associated with the transitions

between the van Hove singularities of the raw HiPCO are more

structured than those of the HiPCO-HNO3. The substructures are

the optical signature of the individual chiralities present in the film.

Though expected, this result is interesting since: i) the data pertain

to the entire set of carbon nanotubes forming the film and not only

to those CNTs in electronic resonance with the incident photon

energy as in Raman spectroscopy; ii) in the UV part of εi, the p-

plasmon band is observed, which is characteristic of the metallic

tubes present in the sample; iii) the real dielectric function is

negative in the infrared part for raw and HiPCO-HNO3 samples,

while this is not the case for the HiPCO-MeOPh sample; iv) there

Fig. 8. (A) Real part εr and (B) imaginary part εi of the dielectric function of raw HiPCO

CNTs measured at three different incident angles vs. the beam energy. (A colour

version of this figure can be viewed online.)

Fig. 9. (A) Imaginary part εi and (B) real part εr of the dielectric function of the three

samples vs. the beam energy using an angle of incidence of 60� . (A colour version of

this figure can be viewed online.)
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are two unexpected peaks in the IR part of the dielectric functions

at 0.2 eV and 0.38 eV for the HiPCO-MeOPh sample (green circles in

Fig. 9).

The complex dielectric function contains much useful infor-

mation for analyzing CNT samples. Its imaginary part εi reveals the

van Hove singularities for semi-conducting andmetallic nanotubes,

and the p-plasmon band. One can see in Fig. 9A that the intensity of

the van Hove singularities is affected by the covalent defects

introduced in the CNT structure. For HiPCO-HNO3 sample, Raman

spectroscopy has shown that the number of defects is low and the

conditions of electronic resonance with the laser wavelength are

little affected. The ellipsometric data of Fig. 9A confirm this

conclusion since the van Hove singularities are still present for this

sample as in the raw sample, though their intensity and sharpness

are decreased. For the HiPCO-MeOPh sample, εi is strongly affected,

the intensity of the van Hove singularities is decreased so much

that only the S11 transition remains slightly visible. This is in line

with the Raman spectra of Fig. 5 showing strong effects of the

functionalization process on the RBM, D and G bands.

A similar conclusion can be drawn from the analysis of the p-

plasmon band. The intensity of this band is related to the electronic

transitions between the electronic p bound states to the p* excited

states of the carbon atoms of the rolled graphene sheet of the CNTs.

If sp3 defects are introduced into the CNT structure, the number of

C]C double bonds is decreased. Some electronic density is local-

ized on the sp3 C atoms created during the chemical treatment and

forming the covalent defects. The overall number of available free p

electrons and the oscillator strength associated with the plasmon

band are decreased. Consequently, the intensity of this band is an

indicator of the number of defects. Indeed, the decrease of its in-

tensity between raw HiPCO, HiPCO-HNO3 and HiPCO-MeOPh in

Fig. 9A indicates that the number of defects is highest for the

HiPCO-MeOPh sample. This result confirms the fact that the

microwave-assisted oxidation of HiPCO CNTs does not damage the

essential electronic properties of the nanotubes, a conclusion that

agrees with what has been reported for multi-walled CNTs [31].

The infrared part of the ellipsometric data between 0.07 eV and

0.6 eV is also very informative. For both εr and εi, the peaks at 0.2 eV

(i.e. 1610 cm�1) and 0.38 eV (i.e. 3060 cm�1) can be respectively

attributed to the infrared absorption bands of the aromatic ring

vibration and the CeH stretching mode of the methoxyphenyl

groups grafted at the surface of the chemically treated CNTs. This is

certainly one of the most useful results obtained in this study: the

infrared ellipsometric set-up is very convenient to directly detect

the functional groups covalently grafted on CNT sidewalls, provided

that the number of grafted groups is sufficient. Moreover, εr is

negative for raw and HiPCO-HNO3 samples in this infrared region,

while it is positive for the HiPCO-MeOPh sample. A negative real

dielectric function suggests that the CNT films are conductive. This

conductivity comes from both i) semi-conducting CNTs doped by

O2 molecules sorbed at the surface, which created holes as charge

carriers, and ii) metallic tubes. This conductivity disappears with

the HiPCO-MeOPh sample, in agreement with the Raman spectra of

Fig. 5 that show a preferential attack of metallic tubes and a loss of

electronic resonance with the laser energy for these tubes [29].

The infrared part of the dielectric function for raw SWCNTs and

HIPCOeHNO3 sample therefore can be analyzed using the Drude

model:

ε ¼ ε∞ �
u
2
p

uðuþ igÞ (5)

where u, up et g are the photon energy, the plasma frequency and

the damping parameter of free charge carriers, respectively. ε
∞

is

the dielectric function of the film at high energy. The measured

dielectric functions in the 0.07 eVe0.5 eV are fitted by adjusting ε
∞
,

up et g. As shown in Fig. 10, the Drude model reproduces the

experimental data.

up is estimated at 0.51 ± 0.01 eV and 0.45 ± 0.09 eV for raw and

HIPCOeHNO3 SWCNTs, respectively. These values are in the same

order of magnitude than the previously reported ones [32]. The

charge carrier concentration n is defined by:

n ¼
mε0u

2
p

e2
(6)

where e and m are the elementary charge and the effective mass of

charge carriers. By assuming a parabolic band structure, the effec-

tive mass of free charge carrier of SWCNT can be calculated from:

m ¼ 4Z2

tad3
ffiffiffi

3
p (7)

where d ¼ 0.95 nm is the average SWCNT diameter in our sample,

t ¼ 2.8 eV the electronic transfer integral and a ¼ 0.246 nm the

SWCNT lattice parameter. The charge carrier concentrations of raw

and HIPCOeHNO3 SWCNTs, estimated from Eq. (6) are

1.7 � 1019 ± 7 � 1017 cm�3 and 1.4 � 1019 ± 3 � 1017 cm�3,

respectively. Despite HNO3 is considered as an electron acceptor

[33,34], it has a negligible effect on the charge carrier concentra-

tion. Indeed, as pointed out by Chandra et al. [35], the charge carrier

concentration remains stable because HNO3 is easily desorbed in

air.

Fig. 10. Comparison between the measure (empty dots) and the fit (solid lines) of the

(a) Real part and (b) the imaginary part of the dielectric function of raw and HIP-

COeHNO3 SWCNTs. (A colour version of this figure can be viewed online.)

Y. Battie et al. / Carbon 96 (2016) 557e564562



In Eq. (5), g is related to the average time t between two sub-

sequent collisions of free charge carriers. The time t of raw and

HIPCOeHNO3 SWCNTs is respectively 4.3 ± 0.2 fs and 7.1 ± 0.2 fs,

corresponding to 3.8± 0.2 nm and 6.2± 0.2 nm charge carriermean

free path. Despite a ballistic micrometer length transport was re-

ported for individual SWCNTs [36], the mean free path of charge

carrier is here in the nanometre range. The charge carrier mean free

path is related to the scattering events and potential barriers that

occur in the conduction channel. The films are composed of highly

entangled SWCNTs. The potential barrier at the junction between

two SWCNTs drastically reduces the mean free path of carriers. In

addition, the mean free path is also affected by SWCNT defects,

amorphous carbon and catalyst. Since in our HIPCO sample there

are very few residual catalyst particles, the increase of the mean

free path of charge carriers can be attributed to the removal of the

amorphous carbon deposited on the SWCNT sidewall.

The DC optical conductivity sdc of SWCNT films can be extracted

from the Drude model:

sdc ¼
ε0ε∞u

2
p

g
(8)

The value of sdc of raw HIPCO is ca. 224 ± 15 U�1 cm�1. In

agreement with Shin et al. [33], the microwave-assisted HNO3

treatment of Fig. 2 induces in fact an increase of sdc up to

295 ± 11 U�1 cm�1. Since the charge carrier concentration of HIP-

COeHNO3 is close to the charge carrier concentration of raw

SWCNTs, the evolution of sdc can be attributed to the improvement

of the mean free path of HIPCOeHNO3 charge carriers due to

amorphous carbon removal from CNT sidewalls.

The results obtained by the analysis of the IR part of the

dielectric function enable to understand the change of D band in-

tensity between raw and HIPCOeHNO3 samples for the Raman

spectra reported in Fig. 4. Depending on the relative quantity of

SWCNTs that are in electronic resonance with the incident laser

energy compared to the amorphous carbon deposited on SWCNT

sidewall, the D-band intensity can be higher or lower after the mild

oxidation by HNO3. Using a laser wavelength of 532 nm (Fig. 4A),

metallic SWCNTs are probed almost exclusively and their diameter

is below ~1 nm (see the Kataura plot of Fig. S1). It is known that

nanotubes of small diameter are more sensitive to thermal acid

oxidation processes [37]. Therefore, the D-band intensity is

increased for the HIPCOeHNO3 sample since it essentially reflects

the increase of sp3 defects in the small part of the sample concerned

by the resonant metallic nanotubes probed at this wavelength.

Using the 633 nm laser wavelength, a more statistically significant

part of the sample is probed and includes both metallic and semi-

conducting nanotubes. Therefore the decrease of the D-band in-

tensity observed for HIPCOeHNO3 sample is essentially the result

of the amorphous carbon removal by this chemical treatment and

the decrease of the spectral contribution of this amorphous carbon

in the overall spectrum.

4. Conclusion

Raman spectroscopy showed that HiPCO-HNO3 had almost the

same D band intensity as that of raw CNTs, while HiPCO-MeOPh

gave a quantitative increase of this band. The ellipsometric mea-

surements showed very interesting complementary results. The

dielectric function of the films was independent of the incident

angle, confirming a posteriori the hypothesis of a homogeneous

and isotropic medium. Raw and HiPCO-HNO3 nanotubes showed a

negative εr function in the infrared spectrum, which corresponds to

a metallic behavior due to holes as charge carriers. This metallic

behavior was lost with HiPCO-MeOPh. This can be explained by a

partial electron transfer from grafted groups towards CNTs, leading

to a decrease of the number of holes and an increase of the CNT

Fermi level. The covalent grafting also decreased the intensity of

the p-plasmon band at 4.5 eV and the peaks due to van Hove sin-

gularities. The mild oxidation process of Fig. 2 also mainly removed

amorphous carbon from CNT sidewall but did not introduce new

sp3 defects in their structure in a significant amount. The micro-

wave irradiation is therefore very useful to control the number of

defects, to change already existing defects in oxidized ones, and to

clean CNT sidewalls. These conclusions agree with and go beyond

those obtained from Raman spectroscopy. Our results exemplify

the fact that spectroscopic ellipsometry is a powerful method to

obtain precious information on the electronic effects resulting from

the covalent functionalization of SWCNTs. Most importantly, this

technique probes the whole population of CNTs present in the

analyzed sample (even non Raman-resonant) irrespective of

whether they are in bundled or individual state which gives the

method a substantial advantage over fluorescence and absorption

spectroscopies commonly used in characterization of functional-

ized carbon nanotubes.
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FIGURE S1: The Kataura plot showing the resonance energy in the van Hove singularities 

of semiconducting (black) and metallic (red) CNTs versus their diameter (nm). The 

diagram was taken from http://www.photon.t.u-

tokyo.ac.jp/~maruyama/kataura/kataura.html and completed to indicate the laser energies 

(wavelengths) used in this paper at 1.96 (633 nm), 2.33 (532 nm) and 2.41 eV (514 nm) as 

well as the estimated diameter range of our HiPCO sample (0.7-1.3 nm) obtained from HR-

TEM experiments (data not shown).  
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Covalent Functionalization of HiPco Single-Walled Carbon
Nanotubes: Differences in the Oxidizing Action of H2SO4

and HNO3 during a Soft Oxidation Process

Xavier Devaux,[a] Brigitte Vigolo,[a] Edward McRae,[a] Fabrice Valsaque,[a] Naoual Allali,[b, d, f]

Victor Mamane,[b, c] Yves Fort,[b] Alexander V. Soldatov,[d, e] Manuel Dossot,[f] and
Svetlana Yu. Tsareva*[a]

1. Introduction

Carbon nanotubes (CNTs) and perhaps especially single-walled

CNTs (SWCNTs) are attractive because of their potential use in

a variety of applications such as electronics devices, composite

materials, energy storage devices, sensors and in medicine.[1–6]

One hindrance, however, to all these potential uses is that as-

grown SWCNTs rarely feature the characteristics required for

certain specific applications. To transform these ideas into real-

world devices, one or several stages of chemical modification

are required.[1–7] A covalent modification or a covalent attach-

ment of chemical functional groups is one way to realize this.

A grafting of different functional groups is easier on an active

oxygen-containing group such as -OH or -COOH on the CNT

surface than directly on the graphene-like CNT sidewall.[7, 8]

Such groups can be generated by an oxidative process,[7–13]

which could involve heating in air or in an O2 atmosphere or

through treatment with an acid. Two commonly used acids are

H2SO4 and HNO3 as well as their mixtures in different

ratios.[7,9, 11, 12,14–16] The level of functionalization can be quite

different according to the treatment conditions and the struc-

tural properties of the CNTs.[17] Even if it is considered that car-

boxylic groups are prevalent on the surface of the CNT after an

oxidative process, in reality, there is always a variety of differ-

ent oxygen-containing groups with a ratio that can be quite

different from one process to another.[7, 10, 13–16] The exact mech-

anism that defines the preferential destination sites of oxygen-

containing groups as well as the ratio between these groups

remain open to question. CNTs are the most reactive at the

tips, in the curved regions, and in the connecting regions be-

tween different bundles.[18] Structural defects promote oxida-

tion and favor the formation of certain functional groups.[10]

During the acid treatment used, the electrophilic reagent first

attacks some of the C=C bonds, producing hydroxyl groups

that, in turn, can be converted into quinone groups, and finally

into carboxylic acid groups.[19] These last groups can form

dimmers,[19] which, under certain conditions (thermal treat-

ment, for example), may transform into anhydrides.[19] Given

that the formation of oxygen-containing functional groups is

The results of a study on the evolution of HiPco single-walled

carbon nanotubes during the oxidizing action of H2SO4 and

HNO3 are presented. The process conditions used have been

chosen so as to avoid any significant damage to the nanotube

structure. The type and level of functionalization, the location

of the grafted functions on the surface of the nanotube and

the changes in morphological characteristics of the samples

were examined by using a wide and complementary range of

analytical techniques. We propose an explanation for the dif-

ferences in the oxidizing action of sulfuric and nitric acids. The

combined results allow us to suggest possible reaction mecha-

nisms that occur on the surface of the nanotube.
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stepwise (-C¢H!-C¢OH!-C=O!-COOH!…) and the reac-

tivity of the CNT surface is very heterogeneous, there is always

a variety of different oxygen-containing groups after an oxida-

tive process. The abundance and the ratio between the differ-

ent functional groups depend on the nature of the oxidant.[20]

In the case of a strong oxidant or when the oxidative process

is applied for a long time, there are more functional groups on

the CNT surface and the carboxyl groups predominate. The use

of a very soft oxidation process in which the acids react with

already-existing defect sites without damaging the sidewall of

the CNT further, could help to increase our understanding of

the difference in the oxidizing action of different oxidants.

However, it is a real challenge to define the ratio between the

number of the different grafted groups and their localization

on the CNT surface, especially when low levels of functionaliza-

tion are present.

To verify the presence and number of grafted functional

groups, analytical methods such as infrared spectrosco-

py,[4, 8, 13–16] X-ray photoelectron spectroscopy (XPS)[8] and ther-

mogravimetric analysis coupled with mass spectrometry (TGA-

MS)[6, 12,15,21] are commonly used. This list could be comple-

mented with Raman spectroscopy, which allows the kinds of

SWCNTs most affected during treatment to be deter-

mined.[4, 6, 14–17,21] Transmission electron microscopy (TEM) and

scanning transmission electron microscopy (STEM) allow the

level of damage to CNTs as well as the evolution of sample

morphology to be assessed.[4, 6, 8, 9, 14, 15,17,21] In fact, there is no

single method of analysis that gives complete information

about the level of functionalization, the ratio between different

grafted groups and their localization or the degree of sample

damage caused by the process used. Only by using a combina-

tion of complementary methods can sufficient information be

obtained that can shed more light on the interactions of CNTs

with different oxidants.

In this study we have compared the oxidizing action of

H2SO4 and HNO3. The concentration of the acids and the

choice of the other process conditions used have been made

so as to carry out “soft” oxidation to avoid damage to the CNT

structure. It is known that the acids can react with impurities

such as amorphous carbon, hollow carbon shells, or catalyst

particles; therefore, HiPco Super Pure Tubes were used be-

cause their high levels of purity simplified data interpretation.

We have used a whole battery of analytical techniques in-

cluding TEM, STEM, energy-dispersive X-ray spectroscopy

(EDS), TGA-MS, diffuse reflectance infrared Fourier transform

(DRIFT) spectroscopy, rare-gas adsorption volumetry, and

Raman spectroscopy, which collectively allow sufficient infor-

mation to be obtained regarding the type and level of func-

tionalization, the distribution of the different grafted functional

groups on the CNT surface, and the changes in morphological

characteristics of the samples. The combined results allow us

to put forward an explanation for the difference in the oxidiz-

ing action of H2SO4 and HNO3.

2. Results and Discussion

2.1. Raman Scattering and DRIFT Spectroscopy

The resonance Raman spectra of pure-SWCNTs, oxH2SO4-

SWCNTs, and oxHNO3-SWCNTs are presented in Figure 1. These

spectra show the radial breathing modes (RBM) at low wave-

numbers (150–325 cm¢1) (in the inset), the graphene sheet-de-

rived modes (the G-band) around 1590 cm¢1, and the defect

band (D-band) around 1300 cm¢1. The latter is indicative of

both the covalent defects on carbon nanotube side-walls and

the carbonaceous impurities present in the sample.[22] Given

that the HiPco SuperPureTubes sample was purified by the

manufacturer after synthesis, we attribute the D-band mostly

to these treatment-induced defects within the tubes. The acid

treatments seem to have preserved the CNT structural integrity

and the relative D-band intensity decreases slightly after treat-

ment with either of the acids. For the nanotubes that resonat-

ed with the laser wavelength used, it was observed that the

RBM band intensity for all metallic SWCNTs decreased, whereas

that of the semiconducting band centered at 287 cm¢1 in-

creased slightly upon the acid treatment. Metallic SWCNTs are

generally more sensitive to chemical treatment. Importantly,

smaller diameter tubes of both types (metallic and semicon-

ducting) are more influenced by functionalization than tubes

with larger diameter, as evidenced by the RBM profiles. The G¢

component of the G-band exhibits the same trend as the RBM

spectrum; that is, there is a stronger impact of the H2SO4 treat-

ment on the resonance conditions. Specifically, both the G¢

contribution from metallic nanotubes—the broad Breit–

Wigner–Fano peak at approximately 1530 cm¢1—and the G¢

peak from the semiconducting CNTs near 1550 cm¢1 decrease

in intensity, as shown in Figure 1. Furthermore, functionaliza-

Figure 1. Raman spectra taken at 1.96 eV (633 nm) for the samples of pure-
SWCNTs, oxH2SO4-SWCNTs, and oxHNO3-SWCNTs. The intensities have been
scaled to that of the G+ peaks. In the inset at the top of the image: the
RBM spectra taken for the same samples. The intensities of RBM have been
scaled to that of the 264 cm¢1 band.
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tion of the semiconducting CNTs alters the resonance condi-

tions to a greater extent and has a higher impact on the G-

band than on the RBM part of the spectrum.

The interpretation of experimental results obtained from

Raman spectroscopic analysis of SWCNT bundles is difficult. It

is impossible to distinguish between the contribution to the D-

band from amorphous carbon and that coming from defective

nanotubes. However, defect formation in the SWCNT sample

during the oxidizing process changes the intensity of all the

Raman features and line shapes for the D-, G-, and the G’-

Raman bands, and the lower frequency G¢ part of the G-mode

is reduced in intensity more significantly than the higher fre-

quency G+ part.[23,24] We can therefore suggest that the ob-

served decrease in D-band intensity accompanied by a de-

crease in the G¢ band intensity is a sign of the oxidation of

both disordered carbon and nanotubes. Even if the number of

functionalized SWCNTs increased after acid treatments, some

amorphous carbon was probably eliminated from the samples

during the oxidizing procedures. This results in a slight de-

crease of the D-band intensity of the two oxidized samples.

Similar D-band behavior has been described elsewhere.[22]

The infrared spectrum of pure-SWCNTs, shown in Figure 2,

reveals a very small, broad band derived from hydroxyl groups

as well as a very low intensity triplet at 2900 cm¢1. The latter is

identified with C-Hn functional groups,
[25] which probably come

from the purification procedure, which often involves an acid

treatment to remove metal catalyst impurities. The IR spectra

of oxH2SO4-SWCNT and oxHNO3-SWCNT samples are also pre-

sented in Figure 2. The main features of these samples are as-

signed to two bands characteristic of carboxylic acid (at

1730 cm¢1) and quinone (at 1660 cm¢1) groups. A very broad

band with a maximum near 3250 cm¢1 can be identified with

-OH from the carboxylic acid and the phenol groups attached

to SWCNTs. A triplet at approximately 2900 cm¢1 (2960, 2925

and 2850 cm¢1) arising from C-Hn functional groups can also

be observed, as can a band at 1380 cm¢1, which is associated

with the -CH3 groups. The intensity from all functionalities for

the two oxidized samples is higher than that in the spectrum

of pure-SWCNTs. The band intensities of the oxHNO3-SWCNT

sample are higher than those of the oxH2SO4-SWCNT sample.

Given that the amount of SWCNT in the samples diluted in KBr

was approximately the same for all samples, the intensity of

the bands can be associated with the density of functionalities.

We can thus conclude that more functional groups were cre-

ated upon HNO3 treatment than upon H2SO4 treatment. How-

ever, in both cases, the oxidizing treatment was very soft. As

mentioned above, the formation of carboxylic acid groups

passed through an intermediate stage of producing hydroxyl

groups, which can be converted into quinone and then into

carboxylic groups.[19] Quinone groups may therefore be consid-

ered as intermediates in the oxidation process.[19] The ratio be-

tween the peak heights at 1730 and 1660 cm¢1 corresponds to

the ratio between carboxylic and quinone groups. As the oxi-

dation proceeds, the ratio between the groups increases. For

our two oxidized samples, the ratio between carboxylic acid

and quinone groups is approximately the same.

2.2. TGA-MS

In the thermal analyses, weight loss of the samples was record-

ed upon heating to 1000 8C under helium. The oxygen-contain-

ing functional groups, expected to be added through the two

applied oxidative treatments, decompose, leading to release of

CO and/or CO2 depending on the nature of the attached

group.[26] Release of CO and CO2 was complete below 800 8C,

therefore TGA-MS data are included herein up to this tempera-

ture.

Thermograms of pure-SWCNT and the two oxidized SWCNT

samples are shown in Figure 3 (a). The pure-SWCNT undergoes

a continuous weight loss as the temperature rises to reach

15.2 wt.% loss at 800 8C. The TG curves of the two oxidized

samples are dissimilar. Below 700 8C, the weight loss of

oxH2SO4-SWCNT is almost identical to that of pure-SWCNT but

above 700 8C there is an additional weight loss. For oxHNO3-

SWCNT, above 150 8C the functions are eliminated with a more

pronounced rate of weight loss. The treatment using H2SO4

thus introduced fewer functions compared with that involving

HNO3. The total weight loss at 800 8C reaches approximately

18 wt.% for oxH2SO4-SWCNTs and approximately 21 wt.% for

oxHNO3-SWCNTs, which indicates a low level of functionaliza-

tion for both acids.

For pure-SWCNTs, the results of MS analysis (Figure 3 (b))

show the emission of CCH3 (m/z 15) and CC2H2 (m/z 26) frag-

ments in the 100–600 8C temperature range. The observed

emission could come from the defect sites (the dangling

bonds or hydrogen saturated carbon bonds) at the SWCNT sur-

face. Mass fragments at m/z 12 (carbon atoms) and m/z 28,

corresponding to release of CO (m/z 12 being the fragment

corresponding to carbon from CO), show a prominent increase

in intensity at approximately 660 8C. CO emission may come

from phenol functions introduced by the purification treat-

ment. That would mean that functional groups and defects are

present on the surface of the purified SWCNTs before the oxi-

dation treatments are carried out. This result correlates well

with IR spectroscopy data, which have shown the presence of

groups containing -C-Hn and -OH in the pure-SWCNT sample.

Figure 2. DRIFT spectra of 1) pure-SWCNT, 2) oxH2SO4-SWCNT, and
3) oxHNO3-SWCNT samples.
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Regarding the nature of the oxygen-containing functions in-

troduced during acid treatment, MS signals recorded for m/z

44 (CO2) (Figure 3 (c)) show an increase with a bump around

140 8C for oxH2SO4-SWCNT, whereas the intensity of the signal

for oxHNO3-SWCNT slowly increases in the range 150–650 8C.

For both samples, CO2 emission detected in the 150–650 8C

temperature range indicates the presence of carboxylic acid

functions grafted at the SWCNT surface.[26] Loss of CO2 is

higher in this temperature range for oxHNO3-SWCNT, in agree-

ment with the greater weight loss for this sample compared

with that of oxH2SO4-SWCNT (Figure 3 (a)). Pure-SWCNTs emit

a negligible amount of CO2 in this temperature range, which

can signify the presence of few carboxylic groups on the

SWCNT surface. This is probably why they were not detected

by IR spectroscopic analysis.

Between 600 and 750 8C, loss of CO is found for both sam-

ples (Figure 3 (c)), which is related to the departure of phenol

groups. For oxH2SO4-SWCNT, an additional peak around 700 8C

is observed. Moreover, unlike oxHNO3-SWCNTs or pure-

SWCNTs, for oxH2SO4-SWCNTs the peak for m/z 44 (CO2) is also

detected at around 700 8C (Figure 3 (c)). Simultaneous emission

of CO and CO2 at this temperature is a characteristic of the an-

hydride groups.[26] The IR spectrum of oxH2SO4-SWCNT does

not, however, show the presence of anhydride groups

(Figure 2). Feng et al.[18] showed that the carboxylic acid func-

tionalities change drastically during thermal annealing. Based

on FTIR measurements they proved that the anhydride may

form from the coupling of two carboxylic groups with the loss

of H2O (dehydrolysis) at a relatively low temperature (423 K).

For the oxH2SO4-SWCNT, sample we have verified that there is

a signal for m/z 18, which is the main mass expected for water.

There is a noticeable bump added to a continuous release

during heating around 140 8C (Figure 3 (c), inset). Therefore,

the excess water detected at 140 8C is probably produced by

the formation of anhydride functions from the coupling of two

carboxylic acids. However, in the case of oxHNO3-SWCNTs, in

spite of having detected a greater number of carboxylic acid

groups, we did not record the same dehydrolysis. Zhang

et al.[19] showed that the efficiency of forming hydrogen bonds

between -COOH groups is linked with their abundance; that is,

with their mutual proximity. So, we can suppose that the car-

boxylic acid functions are located differently for the two acid

treatments. Indeed, although there are fewer grafted functions

in the oxH2SO4-SWCNT sample, they nevertheless form dimers

that transform into the anhydride functions during thermal

treatment. This might be possible if the carboxylic acid groups

are densely located, for example, at the end of the bundles.

A precise quantitative analysis is unfortunately not possible

with such systems because of the low level of functionalization

containing a variety of functional groups that can react togeth-

er and be released over quite a large temperature range.

2.3. TEM and STEM Examination

As has been described elsewhere,[27] detailed TEM/STEM exami-

nations show that the pure-SWCNTs are combined into small

bundles, comprising on average 25–30 nanotubes. There is

also a significant number of isolated SWCNTs and very small

bundles of two or three tubes. The bundles appear to be

loosely bound and are some micrometers in length. The

SWCNT diameters are heterogeneous, approximately 0.7–

1.6 nm, with a consequential range of interstitial channel

Figure 3. Thermograms taken under helium and the associated MS curves:
a) TGA curves of pure-SWCNT, oxH2SO4-SWCNT, and oxHNO3-SWCNT; b) MS
curves of C (m/z 12), CCH3 (m/z 15), CC2H2 (m/z 26), and CO (m/z 28) for pure-
SWCNTs; c) MS curves of CO (m/z 28) and CO2 (m/z 44) for pure-SWCNTs,
oxH2SO4-SWCNT, and oxHNO3-SWCNT; insert : MS curve of H2O (m/z 18) for
oxH2SO4-SWCNT.
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shapes and sizes, some of which

are large. Triangular-shaped

channels defined by three close-

ly-packed tubes are observed,

but there are other bigger chan-

nels defined by four tubes. Anal-

ysis of HRSTEM images shows

that the distance between adja-

cent tubes is variable.[27] Most of

the SWCNTs are closed. There

are a few scattered metallic par-

ticles or carbon impurities. The

carbon impurities comprise

hollow carbon shells of 4–5 nm

in diameter and small hollow

spherical or ellipsoid structures

of approximately 0.7–1.2 nm in

size. These last hollow carbon

“particles” are composed of one

layer of carbon and might be

fullerenes.

Detailed TEM-STEM examina-

tion of oxH2SO4-SWCNT and

oxHNO3-SWCNT show that treat-

ment with neither of the acids

led to a significant increase in

the number of opened SWCNTs

and that the typical SWCNT

lengths are similar to those of

the pure-SWCNTs. A very small

increase in the number of

carbon impurities was observed

in both cases. The morphologies

of oxH2SO4-SWCNT and oxHNO3-

SWCNT were, however, different.

As can be seen in Figure 4 (a,b),

the bundle structure of oxH2SO4-

SWCNT is similar to that of pure-

SWCNTs but, in the case of

oxHNO3-SWCNT, the morphology

changes through a certain align-

ment of the bundles (Fig-

ure 4 (c)). Based on DRIFT analy-

sis, we know that there are the

same functional groups on the

SWCNT bundle surface of the

two samples. TGA-MS shows that the density of functionalities

in the oxHNO3-SWCNT is slightly higher than that of the

oxH2SO4-SWCNT. TGA-MS also established a difference between

the two oxidized samples regarding the thermal stability of the

carboxylic acid groups that allow a difference in the functional

group localizations on the SWCNT surface to be supposed. If

we assume that in the case of oxHNO3-SWCNT the carboxylic

acid groups are uniformly dispersed on the side faces of the

bundles, we can explain the alignment of the bundles by an

electrostatic attraction between different bundles. This could

be due to the formation of weak hydrogen bonds between

functional groups on the CNT surface. The bundles in the

oxH2SO4-SWCNT would then not be aligned because there are

fewer -COOH groups on the side faces of the bundles; they are

probably densely located mainly at the ends of SWCNT bun-

dles.

Subsequent to the H2SO4 treatment, chlorination increases

the bundle size (Figure 4 (d)). HAADF images (i.e. Figure 4 (e))

of the SWCNT bundle surface reveal white points that corre-

spond to atoms heavier than carbon. The EDS spectra show

the presence of S and Cl (Figure 4 (f)). The sulfur appeared on

the SWCNT bundle surfaces only after chlorination; it was no

Figure 4. TEM (a–d), High-angle annular dark-field (HAADF) (e) images of a) pure-SWCNTs, b) oxH2SO4-SWCNTs,
c) oxHNO3-SWCNTs, d,e) COCl-SWCNTs. f) EDS spectra of COCl-SWCNTs and oxH2SO4-SWCNTs (inset). The C, O, S, Si,
Cl, Fe signals come from SWCNT samples, the copper signal comes from the sample grid.

ChemPhysChem 2015, 16, 2692 – 2701 www.chemphyschem.org Ó 2015 Wiley-VCH Verlag GmbH&Co. KGaA, Weinheim2696

Articles

http://www.chemphyschem.org


longer detected in the oxH2SO4-SWCNT. An EDS spectrum

taken from the side face of a oxH2SO4-SWCNT bundle, shown

in the inset of Figure 4 (f), shows the presence of Si (in the

form of Si or SiO2) on the surface of SWCNT bundles, but not

sulfur. It should be noted that a Si signal was detected in all

samples, even in pure-SWCNTs, and could come from the labo-

ratory glassware used during purification or oxidation treat-

ment. The question of how the sulfur or chlorine might pro-

mote enlargement or consolidation of the bundles will be dis-

cussed below.

2.4. Volumetric Adsorption Studies

Rare-gas adsorption isotherms of SWCNT bundles generally

have two inclined steps as the relative equilibrium pressure

progressively increases.[28,29] The lower pressure step represents

adsorption on higher binding energy sites. These are the

grooves separating two adjacent outer tubes (G), the inner

channels of the tubes (T) and the bundle interstitial channel

(IC) sites. The higher pressure step corresponds to the exohe-

dral adsorption on the external surface of the bundles (E).

Being grafted on the SWCNT surface, functions can influence

the adsorption site availability, so this analytical technique can

furnish information about changes that might have occurred

during chemical treatments.

As has been described elsewhere,[27] 77 K krypton adsorption

isotherms on the pure-SWCNT sample used here have adsorp-

tive dosing (AD) dependent characteristics of the low-pressure

region (LPR) of the isotherm. This results from adsorption on

the IC-sites that can be seen as subnanoscale pore channels

with alternating enlargements (voids) and constrictions (necks)

along the tube axes. An equilibrium pressure drop with in-

creasing AD is noted by using the increased adsorptive dosing

(IAD) protocol, which we have explained by the formation of

metastable adsorbed phases inside the IC-sites or by intrapore

blocking. In measurements using the constant adsorptive

dosing (CAD) protocol, the exact position of the first step is

AD-dependent. It is located between approximately 0.0007

and 0.05 Pa. The branches obtained by using the CAD protocol

for the four indicated doses of Kr are presented in Figure 5 (a).

There is no continuous step shift to the right as AD increases;

rather, the increasing AD influences the isotherm in a cyclic

manner. The second step extends from near 0.3 to approxi-

mately 3 Pa. Its position is independent of the protocol used

and of the chosen AD value.

A soft acid treatment will graft oxygen-containing functions

on the already-existing defect sites of a SWCNT sample without

causing extensive damage to the CNT sidewall. Kuznetsova

et al.[30] showed that, upon such an acid treatment, the grafted

quinone or carboxylic acid groups block the entry ports into

the individual nanotubes (T-sites). The bundle ends are the

sites at which the concentration of carboxylic acid functions

can be maximal after acid treatment.[31] They are also the entry

ports to the ICs and opened SWCNTs. This means that if in the

case of a pure-SWCNT sample, AD-dependent adsorption takes

place in the IC-sites (and possibly T-sites of a few opened

nanotubes), subsequent acid treatment presumably blocked

the entry ports to these sites, leading to suppression of the

branches, substeps and branch switching in the low-pressure

region of the isotherm. Indeed, the 77 K adsorption curve of

Figure 5. a) 77 K isotherm of Kr adsorbed on pure-SWCNTs. In the LPR the
branches obtained by using the CAD protocol for the four indicated doses
of Kr are presented. b) 77 K isotherm of Kr adsorbed on pure-SWCNTs,
oxH2SO4-SWCNT, and oxHNO3-SWCNT samples. c) 77 K isotherm of Kr ad-
sorbed on pure-SWCNTs, oxH2SO4-SWCNT, and COCl-SWCNTs. The adsorption
curve of oxH2SO4-SWCNT has AD-independent behavior. For oxHNO3-SWCNT
and COCl-SWCNT samples, the branches in the LPR were obtained by using
the CAD protocol for some different values of AD comparable with the indi-
cated doses of Kr for pure-SWCNT sample.
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oxH2SO4-SWCNT has the “usual” AD-independent behavior

(Figure 5 (b)). There are no branches or equilibrium pressure

drops with either the CAD or the IAD protocol. The first step

extends from approximately 0.005 to approximately 0.02 Pa;

that is, it is much narrower than for pure-SWCNTs. The reason

underlying this change might be that the grafted functional

groups such as quinone or carboxylic acid moieties are located

at the ends of the SWCNT bundles so they block the entry

ports for Kr adsorption into the channel sites.

However, the adsorption curve of the oxHNO3-SWCNT

sample maintains an AD-dependent behavior. The branches in

the LPR obtained for some different values of AD are shown in

Figure 5 (b).

This is a very surprising result. The data obtained from IR

spectroscopy and TGA-MS show that both acid treatments

lead to the introduction of the same carboxylic acid groups on

the SWCNT surface but, in the case of HNO3, the number of

-COOH groups is slightly greater than that for samples treated

with H2SO4. Given that the tips of SWCNTs are among the most

reactive sites of SWCNT bundles, one can expect a localization

of the same number of -C=O and -COOH groups here as in

oxH2SO4-SWCNT sample, resulting in blocking of the entry

ports to IC-sites for Kr adsorption. However, this is not the case

for the oxHNO3-SWCNTs.

The volumetric adsorption study has thus established a dif-

ference between the two oxidized samples regarding the

number of carboxylic acid groups on the tips of the SWCNTs.

For both oxidized samples, the second part of the overall iso-

therm coincides with that of the pure-SWCNT sample (Fig-

ure 5 (b)), implying that the number of functions on the surface

is insufficient to influence the Kr adsorption on the external

surface of the bundles.

Regarding the COCl-SWCNT sample, the 77 K Kr adsorption

curve has AD-dependent behavior (Figure 5 (c)). This suggests

that the entry ports to the IC-sites at the bundle ends that

were closed by the H2SO4 treatment are reopened by the

chlorination treatment. The chlorination passes through the re-

action SWCNT-COOH+SOCl2!SWCNT-COCl.[6] The chlorocar-

bonyl groups stay in the same places as the -COOH groups.

The question then arises: Why in this case are the entry ports

of the IC-sites opened for the Kr adsorption? One possible

reason might be a breaking of the hydrogen bonds between

two -COOH functions when they are transformed into -COCl

groups. So, we can postulate that the grafted functional

groups such as quinone or carboxylic acid at the ends of the

bundles block the IC entry ports of the bundles only if they

form dimers. If there are not enough adjacent functions to

form dimers (the case of oxHNO3-SWCNT sample) or the nature

of the functions do not allow them to form hydrogen bonds,

as in the case of -COCl groups, then they block such entry

ports only partially through decreasing the size of the canal ;

thus, the quantity of gas that can be adsorbed, then decreas-

es.

The adsorption curve of COCl-SWCNT in the second step

region is lower; that is, the sample adsorbs less on the external

sites. This could be explained by the bundle size increase. TEM

micrographs (Figure 4 (d)) show a rise in the bundle size, so

part of the initially external surface is “transformed” into an in-

ternal surface of the larger bundles; that is, the total outer sur-

face has diminished. In the HAADF image (Figure 4 (e)) one can

see on the SWCNT surface some atoms heavier than carbon.

The EDS spectra show the presence of S and Cl (Figure 4 (f)).

The Cl signal arises from the chlorocarbonyl groups. They do

not form the dimers. So, if the presence of Cl can be eliminat-

ed as an explanation, then S must be the reason for the

bundle consolidation. In fact, during H2SO4 treatment on the

SWCNT surface, not only were carboxylic acid and quinone

functions created, but also phenol -OH groups (Figure 2). If the

bundle ends are occupied by the carboxylic acid and quinone

functions, the phenol groups might be distributed over the

side faces of the bundles. They do not form dimers like carbox-

ylic acid and quinone functions, thus explaining why they

probably do not promote bundle alignment. Nevertheless,

during the chlorination they can react with thionyl chloride

forming sulfite ester functions linking two adjacent bundles:

SWCNT-OH+SOCl2!SWCNT-O-(S=O)-O-SWCNT.

2.5. Possible Reaction Mechanisms that Occur on the

Nanotube Surface

Let us summarize the obtained results. Firstly, all of the analyti-

cal techniques that were used clearly show that the level of

functionalization for the two oxidized samples is very low. In

the case of oxHNO3-SWCNTs, the number of oxygen-containing

functionalities is slightly higher than in the oxH2SO4-SWCNTs

sample. The oxygen-containing groups are the same in the

two samples: the phenol -OH, the quinone -C=O and the car-

boxylic acid -COOH groups. Nevertheless, the morphology of

the two samples is different. TEM/STEM examinations show an

oxHNO3-SWCNT morphology change through alignment of the

bundles. However, the morphology of oxH2SO4-SWCNT is simi-

lar to that of pure-SWCNT. We hypothesize that, in the case of

the HNO3 treatment, more functional groups such as quinone

and carboxylic acids were uniformly located on the side faces

of the bundles. The alignment might be due to an electrostatic

attraction between different bundles because of the formation

of weak hydrogen bonds between functional groups on the

CNT surface. The post-chlorination of oxH2SO4-SWCNT sample

leads to an increase in the average bundle size. STEM examina-

tion and EDS analysis show the presence of S on the SWCNT

bundle surface, which is introduced as a result of a reaction

between thionyl chloride and phenol groups distributed on

the SWCNT surface. As a result, the sulfite ester functions link-

ing two adjacent bundles are formed. We can therefore sug-

gest that there are phenol groups on the side faces of the

bundles in the oxH2SO4-SWCNT sample.

Given that the formation of oxygen-containing functions is

stepwise,[20] the first hypothesis that occurs to us is that the

nitric acid is simply more reactive and is able to further oxidize

the CNT sidewalls. It is known that the ends of the nanotubes

are among the most reactive sites.[10,18] So, they react the first

with the acids. If that is the case, then there should not be any

difference in the number of -COOH groups at the ends of the

nanotube of the two oxidized samples, and the only difference

ChemPhysChem 2015, 16, 2692 – 2701 www.chemphyschem.org Ó 2015 Wiley-VCH Verlag GmbH&Co. KGaA, Weinheim2698

Articles

http://www.chemphyschem.org


would be the number of func-

tionalities along the nanotube

length. This hypothesis can ex-

plain the difference in morpholo-

gy between the two oxidized

samples. However, it cannot ex-

plain the difference regarding

the results of TGA-MS or of the

volumetric adsorption study. It

cannot explain why the same

carboxylic acid groups located at

the ends of SWCNT bundles

transform into the anhydride

functions during thermal treat-

ment in the oxH2SO4-SWCNT

sample and not in the oxHNO3-

SWCNTs. Furthermore it cannot

explain why -COOH groups

block the entry ports to the IC

and T-sites for Kr adsorption in

the oxH2SO4-SWCNT sample and

not in the oxHNO3-SWCNT.

If, however, we hypothesize

that the number of -COOH func-

tional groups at the ends of the

SWCNT bundles in the two oxi-

dized samples is different, we

can explain all the obtained re-

sults, including those of TGA-MS

and volumetry. The -COOH

groups, which are located

densely at the end of bundles in

the oxH2SO4-SWCNT sample,

form the dimers between two

adjacent groups. The dimers

block the entry ports to the in-

terstitial channels and to the

opened tubes for Kr adsorption. During the thermal treatment,

they transform into anhydride functions. In the oxHNO3-

SWCNT sample there are few -COOH groups (or maybe even

none) at the tips of the nanotubes; that is, there are no dimers

of -COOH. For this reason, the IC and T-sites stay opened for Kr

adsorption. For the same reason, there is no transformation of

the dimers of -COOH groups into the anhydride groups during

the thermal treatment.

Possible reaction mechanisms occurring on the nanotubes

are presented in Figure 6. Clearly, the presented images are

only schematic; they illustrate the localization of the reactions

taking place and the organization of functionalities on the CNT

surfaces. These include (1) dimer formation between two adja-

cent -COOH groups at the bundle ends, (2) the formation of

“bridge” functionalities linking two adjacent bundles, and

(3) the bundle alignment due to an electrostatic attraction

owing to formation of weak hydrogen bonds between func-

tional groups on the CNT surface.

We do not know the true reason leading to this difference

in the oxidizing action of the two acids. We can only suppose

that the reason might be in a different oxidizing force of the

two acids. Probably, nitric acid is more effective, stronger, i.e. it

forms more oxygen-containing functionalities on the nanotube

surface than H2SO4. Its higher reactivity means that it probably

reacts immediately with all the reactive sites. However, it re-

mains unclear why, during the HNO3 treatment, the transfor-

mation of phenol groups into carboxylic acids at the nanotube

tips was not realized in contrast to the side faces of the bun-

dles. We believe that this difference in the number of -COOH

groups at the bundle ends in the two oxidized samples is char-

acteristic of a soft oxidation process. A unique aspect of the

current study is in the realization of a very soft oxidation. This

is probably why we have observed this phenomenon. The use

of a wide and complementary range of analytical techniques

has allowed the difference between some properties of oxi-

dized samples resulting from different numbers of -COOH

groups at the nanotube ends to be determined.

Figure 6. Schematic illustration of possible reaction mechanisms occurring on the nanotube during: a) H2SO4

treatment; b) subsequent chlorination using SOCl2 ; c) HNO3 treatment. Dashed lines show the formation of weak
hydrogen bonds between different functions. The weak bonds between two groups located on two different bun-
dles, are not strong enough to force the adjacent bundles to form any stable structure, but they can promote an
alignment of bundles as noted by TEM/STEM examination.
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3. Summary and Conclusions

We have presented the results of a study on the covalent func-

tionalization of HiPco SWCNTs. The analytical techniques that

have been employed, including TEM/STEM, EDS, TGA-MS,

Raman scattering, DRIFT spectroscopy, and rare-gas volumetric

adsorption, have allowed much information to be obtained

about the level of functionalization, the type of functional

groups, and their location on the nanotube surface.

Both H2SO4 and HNO3 treatments lead to the introduction of

the same functions on the SWCNT bundle surfaces, but the

number of -COOH groups at the end of SWCNT bundles is dif-

ferent, resulting in significant differences in the properties. In

the oxH2SO4-SWCNT sample, quinone or carboxylic acid groups

grafted at the bundle ends can block the entry ports into the

inner channels of opened tubes or into the interstitial channels

of bundles through dimer formation. In the case of the

oxHNO3-SWCNT sample, the -COOH functions are well dis-

persed on the SWCNT surface and can form weak bonds either

with -COOH, or with other groups such as -OH or quinone=O

located on adjacent bundles. These interactions result in an

alignment of the bundles.

Subsequent chlorination of the oxH2SO4-SWCNT sample

transforms -COOH groups into the chlorocarbonyl groups

COCl-. The -OH groups are distributed over the SWCNT surface,

and can react with thionyl chloride with formation of sulfite

ester functions, which can link the adjacent bundles. This re-

sults in an increase in bundle size.

Experimental Section

Samples

The SWCNTs used in this study were HiPco SuperPureTubes pro-
duced by NanoIntegris. According to the manufacturer, the diame-
ter range is 0.8–1.2 nm with individual CNT lengths up to 1 mm;
they contain <5% of metal catalyst impurities. The SWCNTs are
bundled.

Oxidation of SWCNTs Using Acids: HiPco SuperPureTubes (10 mg)
were placed in a 10 mL vial and 3 mL of concentrated HNO3 (70%
w/w which corresponds to 15m) or 2.5m H2SO4 was added. The
vial was closed with a Teflon cap and irradiated under microwaves
at 50 8C for 20 min (15 psi, 100% power with a 300 WCEM Discov-
er). After cooling, the SWCNTs were submitted to three centrifuga-
tion/decanting cycles in deionized water (10 mL for each cycle).
The SWCNT acid suspensions were neutralized by adding a sodium
hydroxide solution (2m, 4 mL) and washed extensively with water
using sonication to eliminate the salts of sodium. Final rinsing was
performed with ethanol to remove all traces of water. The Ox-
SWCNTs were dried overnight in an oven at 80 8C and stored in
closed vials at RT.

Treatment of SWCNTs with SOCl2 : Thionyl chloride (10 mL) was
added to ox-SWCNT (10 mg) and the mixture was heated to reflux
at 70 8C for 24 h under an argon atmosphere. The thionyl chloride
was removed under vacuum at ambient temperature, then the
SWCNTs were washed several times with anhydrous tetrahydrofur-
an (THF) using three sonication/filtration cycles (20 mL THF for
each cycle). The COCl-SWCNTs were dried under vacuum for 5 h.

The COCl-SWCNTs can be stored under argon at ¢20 8C for several
days.

Due to the instability of chlorocarbonyl functional groups at ambi-
ent temperature in air, some methods of analysis that would have
required long manipulations under these conditions, were not car-
ried out.

Hereafter for HiPco SuperPureTubes we will use the term “pure-
SWCNT”, for SWCNTs oxidized with H2SO4 - “oxH2SO4-SWCNT”, for
those oxidized with HNO3 - “oxHNO3-SWCNT”, and finally for
oxH2SO4-SWCNT chlorinated with SOCl2 the term “COCl-SWCNT”.

Raman Spectroscopy

Raman scattering experiments using a He-Ne laser excitation
(633 nm wavelength) were performed with a Witec CRM200 confo-
cal Raman microscope equipped with an electrically-cooled CCD
detector, a grating with 1800 grooves per mm (spectral resolution
1 cm¢1), and a long working distance Õ50 objective with a numeri-
cal aperture of 0.55. CNTs were dispersed in THF (0.1 mg of CNTs/
mL) using sodium deoxycholate (DOC) as a surfactant (5% in
weight). A tip sonication method was used to make the suspension
(90 W for 30 min) which was then spin-coated onto a glass slide.
The laser irradiance was kept below 1 kWcm¢2 to avoid damage to
the samples caused by heating. To strengthen the statistical signifi-
cance of the Raman data, more than 40 spectra were collected at
various locations on the sample, and we report the average spectra
for each sample.

Diffuse Reflectance Infrared Fourier Transform (DRIFT)

Spectroscopy

Infrared powder diffuse reflectance data were collected with a Har-
rick Praying Mantis attachment and a high-temperature reaction
chamber that allowed the sample to be analyzed up to 100 8C
under nitrogen flow. Spectroscopic grade KBr was used as back-
ground. The diffuse reflectance Rs of the sample and Rr of potassi-
um bromide, used as a nonabsorbing reference powder, were mea-
sured under the same conditions. The sample was prepared by
mixing the SWCNT with KBr (SWCNT mass fraction of 0.001 in KBr),
without compaction. The reflectance is defined as R=Rs/Rr. The
spectra are shown on a pseudoabsorbance (¢logR) scale.

Thermogravimetric Analysis Coupled with Mass

Spectrometry (TGA-MS)

A Setaram Setsys Evolution 1750 Thermal Gravimetric Analyzer
coupled with a Pfeiffer GSD 301C Vacuum OmniStar mass spec-
trometer allowed the nature of the products formed by detach-
ment of the groups from the SWCNT surface and their release into
the TGA system to be studied. Approximately 3–4 mg of raw or
functionalized sample were placed in an alumina crucible in the
TGA chamber and the temperature was raised at a rate of
3 8Cmin¢1 from RT to 1000 8C under a helium (Air Liquide Alphagaz
2) flux of 20 mLmin¢1. The parameters used for the mass spec-
trometer apparatus ensured that most of the species undergo
single ionization, meaning that the charge z=1 for the detected
mass-to-charge ratio m/z ; thus, m/z or mass will be employed in-
terchangeably in the text. TGA-MS characterizations were per-
formed on at least two samples for any given batch to guarantee
reproducible results.
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Electron Microscopy

Samples were dispersed in absolute ethanol then deposited on
a holey carbon film supported by a 300 mesh copper grid. Some
of the high-resolution transmission electron microscopy (HRTEM)
observations were performed with a Philips CM200 operating at
200 kV. The other HRTEM and STEM images, were performed with
a JEOL ARM 200F equipped with a cold field emission gun,
a probe Cs-corrector (correction of the spherical aberration) and
with a JEOL SD30Gv detector for EDS spectroscopy. The micro-
scope was operated at 80 kV to avoid damaging the SWCNTs.
High-angle annular dark-field (HAADF) STEM images were obtained
for collection semi-angles of 45–180 mrad, and a pixel time of
40 ms (1024Õ1024 pixels).

Volumetric Measurements

The physisorption studies were carried out by using an apparatus
with two capacitive pressure gauges, allowing measurement be-
tween 10¢3 and 1100 Pa (i.e. over the full range of the isotherms)
with a resolution of 0.003% of full scale and a precision of 0.5% (in
the range 10¢3–1 Pa) and of 0.2% (in the range 1–1100 Pa) of the
reading. The raw isotherms were corrected for the thermal transpi-
ration effect.[32] A liquid N2 bath temperature stabilization method
was used to maintain a constant temperature (77 K) of the sample
cell containing the adsorbent under study. The other part of the
apparatus (including pressure gauges, inlet manifold, gas reservoir,
etc, except the pumps) isolated from the cell by a valve, was stabi-
lized at 30.0�0.5 8C. Krypton was first introduced into this latter
part and then into the adsorption cell by opening the valve. Upon
adsorption, the cell pressure thus decreases and reaches a limiting
value at equilibrium. Equilibration times ranged from 0.3 to 1 h per
dose and were chosen experimentally. Our experimental setup was
optimized so that small mass samples—but with large specific sur-
face areas—could be accurately examined. The samples (typically
10 mg) were initially outgassed outside the adsorption chamber
for 7 days at 100 8C to a pressure lower than 10¢4 Pa. After installa-
tion in the adsorption setup, they were additionally outgassed for
1 day at 100 8C to a pressure lower than 5.10¢5 Pa. Further isotherm
measurements always started with outgassing of the sample at RT
(20 8C) for 16 h to a pressure of <5.10¢5 Pa. Krypton (�99.998%,
Fluka Analytical) was purified by pumping on the condensed
phase inside the apparatus. The experiments were carried out with
use of two adsorptive dosing (AD) protocols. These are designated
IAD (increased adsorptive dosing) if the dose is increased from one
injection to another or CAD (constant adsorptive dosing) if the
dose is constant.
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(A) HR-TEM micrograph (B) EDS spectrum
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a b s t r a c t

A series of covalently bonded ferrocene derivatives to carbon nanotubes via either alkyl or poly(ethylene
glycol) (PEG) spacers has been prepared and deposited onto glassy carbon electrodes using chitosan as a
binder. Evaluation of the effect of spacer arms revealed that the hydrophilic and flexible PEG chain greatly
facilitates electron transfer reactions. When adding diaphorase in the composite, effective electrocatalytic
oxidation of NADH was achieved. The PEG spacer also permitted an efficient dispersion of the function-
alized carbon nanotubes, without additives. In this way, they can be easily incorporated in water-based
sol–gel matrices, as illustrated for bioelectrochemical applications with co-immobilized glucose dehydro-
genase, diaphorase and NAD+ cofactor.

� 2013 Elsevier B.V. All rights reserved.

1. Introduction

The efficient electron transfer communication between an elec-
trode surface and the enzyme active centres is a prerequisite for
constructing amperometric biosensors and biofuel cell elements.
To this end, the use of electron relay units that transport the elec-
trons between the enzyme redox centre and the conducting sur-
face is essential [1,2]. One could anticipate two general
approaches to establish such electronic communication [3]. The
first one comprises of so-called ‘‘electroenzymes’’, in which the
protein itself is modified by covalently bonded redox mediators.
Chemical modification of proteins by electron relay has been suc-
cessfully applied in oxidative pathway, e.g., with glucose oxidase
or dehydrogenase and lactate oxidase [4–6]. A second approach
concerns the covalent attachment of the redox mediator via a long
and flexible spacer arm leading to electrical wiring between an en-
zyme active site and the electrode surface [3,7], and hence effective
mediated electron transfer can be expected [8].

Electrochemical oxidation of nicotinamide adenine dinucleotide
(NADH) has received considerable attention due to its significance
for designing novel biosensors because NAD-dependent dehydro-
genases constitute one the largest group of redox enzymes [9].
Both direct electrochemical NADH oxidation and NAD+ reduction

reactions require the application of high overpotentials, often lead-
ing to electrode poisoning; moreover, the direct electrochemical
reduction of NAD+ leads to non-enzymatically active species
[10,11]. These drawbacks can be overcome by using electron trans-
fer mediators as the electrocatalysts that are able to lower the
overpotentials usually observed for the NADH/NAD+ redox couple.
Diaphorase (DI) is an enzyme utilized to enhance electron transfer
reaction rates and is a suitable counterpart in bioelectrocatalysis
for the oxidation of NADH and for the reduction of NAD+ in pres-
ence of a suitable redox mediator [12–14]. A variety of redox medi-
ators, such as quinones, methylviologen, and flavinic compounds
[12,14–17] have been used for this purpose. Hence, diaphorase-
catalysed oxidation of NADH is an interesting example of mediated
electron transfer for development of electrochemical devices based
on NADH recycling, e.g. biofuel cells or for electrosynthesis [18,19].

Carbon nanotubes (CNTs) are widely used to improve the
electron transfer between enzyme redox sites and an electrode
surface and they also constitute promising platforms for immobili-
zation of various redox mediators [20,21]. CNTs have received
growing interest in the field of biosensors owing to their attractive
features in terms of enhancing the sensitivity and/or selectivity to-
wards chemical or biological compounds [22,23]. The study of the
oxidation of nicotinamide adenine dinucleotide using CNTs has
been the subject of numerous studies related to the development
of amperometric biosensors [24–27]. For example, glassy carbon
electrodes modified with CNT coatings (dispersed in a solution of

1572-6657/$ - see front matter � 2013 Elsevier B.V. All rights reserved.
http://dx.doi.org/10.1016/j.jelechem.2013.08.029

⇑ Corresponding author. Tel.: +33 3 83 68 52 50; fax: +33 3 83 27 54 44.
E-mail address: mathieu.etienne@univ-lorraine.fr (M. Etienne).

Journal of Electroanalytical Chemistry 707 (2013) 129–133

Contents lists available at ScienceDirect

Journal of Electroanalytical Chemistry

journal homepage: www.elsevier .com/locate / je lechem

http://crossmark.crossref.org/dialog/?doi=10.1016/j.jelechem.2013.08.029&domain=pdf
http://dx.doi.org/10.1016/j.jelechem.2013.08.029
mailto:mathieu.etienne@univ-lorraine.fr
http://dx.doi.org/10.1016/j.jelechem.2013.08.029
http://www.sciencedirect.com/science/journal/15726657
http://www.elsevier.com/locate/jelechem


concentrated sulfuric acid) revealed decrease in the overvoltage for
the NADH oxidation (490 mV) and also eliminated surface fouling
effects [26]. Facilitation of NADH oxidation at CNTs treated by
microwaving has been described by Wooten and Gorski [27].

One has to be aware that carbon nanotubes tend to aggregate
together in almost all kind of aqueous or organic solutions due to
the van der Waals forces between the tubes. This fact imposes
strong difficulties in preparing homogenous CNTs dispersions and
thus greatly hampers electrochemical studies and their electroan-
alytical applications [21,28–30]. In general, getting an electro-
chemical sensor modified with a CNT-dispersion consists of
casting the electrode, usually glassy carbon or gold, with a drop
of the given dispersion, followed by a drying step under appropri-
ate conditions. Different media (solutions/binders) such as
dimethylformamide (DMF) [31], nafion [21,32], chitosan [33],
polyethylenimine [34] or surfactants [35–37] have been used for
CNTs dispersion. Significant progress has also been made in cova-
lent and non covalent functionalization of CNTs since those strate-
gies can improve solubilizing the CNTs and further facilitating their
manipulation [38,39]. However, methods for the preparation of
CNTs-modified electrodes from an electrochemical point of view
are still needed [21].

Ferrocene derivatives are often employed to modify bioelec-
trodes since they act as redox mediator between the electrode
and the redox active centre of an enzyme [40]. To prevent any loss
of mediator in solution, different matrices for ferrocene encapsula-
tion (e.g., chitosan, conducting polymers, hydrogels, sol–gel, etc.)
have been used in literature [41–44]. Besides, some attempts of
covalent or non-covalent attachment of ferrocene derivatives to
CNTs have been described [45–49]. In general, p-stacking or aryldi-
azonium reduction were used to modify either single-walled or
multi-walled carbon nanotubes.

In this work, we have followed an original strategy for covalent
bonding of ferrocene derivatives to carbon nanotubes (CNTs-Fc) via
either alkyl (CNT-(CH2)n-Fc) or poly(ethylene glycol) (CNT-(EtG)n-
Fc) linkers (Figs. 1B and 1C) and we have studied their behaviour
towards the electrocatalytic oxidation of NADH. To the best of
our knowledge, the role of a linker between CNTs and ferrocene
(CNTs-Fc) on its electrochemistry connected with an enzymatic

reaction was not considered so far in the literature. At first, glassy
carbon electrodes modified by CNTs-Fc (in a chitosan matrix) were
tested for diaphorase-catalyzed NADH oxidation. In a second step,
CNTs-Fc were successfully incorporated in silica-based gels for co-
immobilization with glucose dehydrogenase, diaphorase and NAD+

cofactor, in the goal to evaluate their interest in reagentless bio-
electrochemical devices.

2. Experimental

2.1. Chemicals and materials

Carboxylic acid-functionalized single-walled carbon nanotubes
(D1.5L1-5-COOH) were purchased from Nanolab. Diaphorase (DI,
from Bacillus stearothermophilus, 1020 units mg�1, Unitika, Japan.),
ß-nicotinamide adenine dinucleotide, reduced dipotassium salt
(NADH, 97 wt%, Sigma), ß-nicotinamide adenine dinucleotide
(NAD+, 98 wt%, Sigma), D-glucose (99 wt%, Acros), glucose
dehydrogenase (GDH, from Pseudomonas sp., 200 units mg�1,

Fig. 1. (A) Schematic illustration of glassy carbon electrode (GCE) modified by chitosan/CNTs-Fc with chitosan/diaphorase overlayer for NADH oxidation. (B) Pictorial
representation of carbon nanotubes covalently modified with ferrocene via alkyl: (CH2)6. (C) Pictorial representation of carbon nanotubes covalently modified with ferrocene
via polyethylene glycol: (EtG)n linker. (D) Cyclic voltammetry responses to NADH measured at GCE modified with chitosan/CNT and chitosan/DI overlayer. (E) Cyclic
voltammetry responses to NADH measured at GCE modified with chitosan/CNT-(CH2)6-Fc and chitosan/DI overlayer. (F) Cyclic voltammetry responses to NADH measured at
GCE modified with chitosan/CNT-(EtG)-Fc, and chitosan/DI overlayer. All measurements have been performed in 0.1 M Tris–HCl buffer (pH 9.0) at a scan rate of 20 mV s�1.
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Fig. 2. Cyclic voltammetry responses to NADH measured at GCE modified with (A)
chitosan/CNT-(EtG)2-Fc and chitosan/DI overlayer and (B) chitosan/CNT-(EtG)8-Fc
and chitosan/DI overlayer. Inset in (A) shows the electrochemical response
measured with CNT-(EtG)8-Fc in the absence of NADH. All measurements have
been performed in 0.1 M Tris–HCl buffer (pH 9.0) at a scan rate of 20 mV s�1.
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Sigma–Aldrich), chitosan (Aldrich), tris(hydroxylmethyl)-
amino-methane (Tris, Sigma), HCl (36%, Prolabo), 3-glycidoxypro-
pyl-trimethoxysilane (GPS, Sigma), tetraethoxysilane (TEOS, 98%,
Alfa Aesar) and polyethylenimine (PEI, Sigma) were of analytical
grade and used without further purification. All solutions were
prepared with high-purity water (from a Millipore Milli-Q
purification system).

2.2. Synthesis of ferrocene derivatives and CNT functionalization

The synthesis of ferrocene derivatives modified with the proper
linker was performed according to a recently published procedure
[50]. Their covalent binding was achieved through the carboxylate
groups of oxidized CNTs. The resulting CNTs-Fc were characterized
by physico-chemical techniques (TGA, Raman spectroscopy) in or-
der to confirm the covalent functionalization [51].

2.3. Electrode preparation

Glassy carbon electrodes (GCE, 5 mm in diameter) were pol-
ished with alumina slurry (1 and 0.05 lm particles), sequentially,
and then washed with water. 0.5 wt% chitosan solution was pre-
pared by dissolving chitosan in 1% acetic acid. 2 mg of ferrocene-
functionalized CNTs (CNTs-Fc) and 1 mL of the above chitosan
solution were mixed together under stirring overnight. 5 lL of
chitosan/CNTs-Fc suspension was deposited onto GCE surface to
get a stable thin film after drying. Chitosan films containing either
DI or GDH and DI were prepared by mixing 10 lL of 0.5 wt% chito-
san solution with 5 lL of DI (5 mg mL�1) or 15 lL of 0.5 wt% chito-
san with 10 lL of GDH (1000 U mL�1) and 5 lL of DI (5 mg mL�1).
Afterwards, 5 lL of this mixture was deposited onto chitosan/
CNTs-Fc modified GCE and allowed drying at ambient temperature.

A typical bio-doped silica sol–gel layer was prepared according
to a previous report [52] by dissolving 0.18 g TEOS, 0.13 g GPS,
0.5 mL of water and 0.625 mL of 0.01 M HCl, which were stirred
for 12 h and then diluted 15 times with water for further use.
NAD-GPS solution was typically prepared by mixing 6 mg NAD+

and 37.5 mg GPS in 100 lL Tris–HCl buffer solution (pH 7.5) under
stirring for 14 h. Finally, 7.5 lL of TEOS/GPS sol was mixed with
7.5 lL CNTs-Fc, 2.5 lL of PEI (10 wt%, pH 9.0), 5 lL NAD-GPS solu-
tion, 7.5 lL of GDH (1000 U mL�1) and 5 lL of DI (5 mg mL�1) and
drop-coated onto the electrode surface.

2.4. Electrochemical measurements

All electrochemical experiments were carried out using a
PGSTAT-12 Autolab potentiostat (EcoChemie) monitored by the
GPES Software. Measurements were performed in a three-elec-
trodes cell, including the film modified GCE as working electrode,
an Ag/AgCl reference electrode (3 M KCl internal electrolyte), and
a platinum wire auxiliary electrode.

3. Results and discussion

3.1. Alkyl versus poly(ethylene glycol) spacer arm

Since dehydrogenase-based biosensors operate on the basis of
the detection of enzymatically generated NADH, we have first
investigated the electrocatalytic behaviour of the CNTs-Fc towards
NADH oxidation in the presence of a DI/chitosan overlayer as
shown schematically in Fig. 1A. In our case, diaphorase is expected
to enhance electron transfer reaction rate of NADH oxidation in the
presence of ferrocene as redox mediator grafted onto carbon
nanotubes with an alkyl (Fig. 1B) or a poly(ethylene glycol) spacer
(Fig. 1C). As oxidized carbon nanotube can catalyze the

electrochemical oxidation of NADH [24–27], a first experiment
was performed with carboxylic acid-functionalized single-walled
carbon nanotubes before the modification by ferrocene moieties
(Fig. 1D). As it can be observed on the successive cyclic
voltammograms only a limited current increase was observed
between 0.2 and 0.3 V upon addition of 1–6 mM NADH, with no
evidence of well-defined redox peak.

Fig. 1F shows the cyclic voltammograms obtained at GCE mod-
ified by CNT-(EtG)-Fc and DI upon continuous addition of NADH.
As one can see, the oxidation peak rises significantly with increas-
ing NADH concentration (solid lines), indicating an effective elect-
rocatalysis. The Fc/Fc+ oxidation peak (at 0.25 V versus Ag/AgCl)
corresponds to the mediated oxidation of NADH. As it will be dis-
cussed in Section 3.2., such good electrocatalytic behaviour was
also observed for all EtG arms tested here. On the other hand, very
low anodic currents were observed using GCE modified by CNT-
(CH2)6-Fc (i.e., an alkyl arm) in the presence of NADH (Fig. 1E),
and such poor result was obtained independently on the alkyl
chain length. The amount of ferrocene moieties grafted to CNTs
was estimated by X-ray photoelectron spectroscopy (XPS). XPS
experiments have been performed on the raw, oxidized and func-
tionalized CNTs [51]. As expected, elemental iron was detectable
only for ferrocene functionalized carbon nanotubes and these mea-
surements revealed its concentration around 1%. Besides, termo-
gravimetric analysis (TGA) and Raman spectroscopy have been
performed to confirm the covalent functionalization of carbon
nanotubes [51]. Moreover, the stability of the ferrocene attach-
ment was evaluated by multicyclic voltammetry experiments
and no significant loss in the electrochemical response was found.

The effect of spacer arm on the electrocatalytic response can be
explained by different hydrophobic/hydrophilic balance. The
hydrophobic alkyl spacer might hinder the proper mobility of Fc-
moieties between the electrode surface and/or the active centre
of diaphorase. By contrast, poly(ethylene glycol) is known as a flex-
ible and biocompatible linear polymer with excellent solubility in
water and thus PEG spacers offer to Fc-moiety more freedom
which allows sweeping electrons from larger volume which, in
turn, increase the frequency of electron transfer reactions with
the redox centres of diaphorase.

3.2. Influence of the length of poly(ethylene glycol) spacer arm

In order to evaluate the effect of PEG spacer length on the elec-
trochemical response of CNTs-(EtG)n-Fc as well as their water dis-
persion efficiency, six different lengths of PEG chain have been
synthesized, i.e., mono, di-, tri-, tetra-, penta- and octaethylene gly-
col (n = 1, 2, 3, 4, 5, 8). Fig. 2 reports the electrochemical responses
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in 0.1 M Tris–HCl buffer (pH 9.0) at a scan rate of 5 mV s�1.
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measured by cyclic voltammetry with PEG chain of two (Fig. 2A)
and eight ethylene glycol (Fig. 2B). While the electrochemical re-
sponse of the ferrocene group in the absence of NADH was poorly
defined in the experiment reported in Fig. 1F, an increase in the
chain length led here to a better electrochemical response with
clearly visible oxidation and reduction peaks of the ferrocene
respectively located at 0.26 and 0.16 V versus Ag/AgCl.

Fig. 3 illustrates the influence of ethylene glycol arm length on
the electrochemical response to 3 mM NADH. One can see that the
various chain lengths of the PEG linker resulted in comparable
electrocatalytic behaviour and the number of ethylene oxide units
does not seem to dramatically influence the current intensity for
NADH oxidation. It could have been expected that electron transfer
processes would have been influenced by the distance between the
electrode and immobilized redox probes, but the PEG linkers seem
to keep comparable flexibility independently on their length. Only
small differences have been observed between the various chain
lengths, which can be explained by the small differences in the
amount of ferrocene grafted on the carbon nanotubes (e.g., 0.78%
Fe in CNT-(EtG)5-Fc and 0.55% Fe in CNT-(EtG)8-Fc, note again that
the iron content was obtained from XPS analysis). On the other
hand, water dispersion efficiency of functionalized CNTs was found
to be dependent on the CNT surface state, with the best results ob-
tained for long PEG linkers (Fig. 4). This is particularly attractive in
view of using such functionalized nanotubes as potential biomed-
ical materials since PEG chain extended their biocompatibility [53].

3.3. Application to the bioelectrocatalytic oxidation of glucose

With respect to possible application of CNTs-Fc modified elec-
trode as a component of an electrochemical biodevice, glucose
dehydrogenase (GDH) has been chosen to examine the

bioelectrocatalytic oxidation of glucose in the presence of NAD+

cofactor. GDH oxidizes ß-D-glucose to D-glucono-d-lactone while
reducing NAD+ to NADH [54]. The produced NADH is reoxidized
to NAD+ by diaphorase with the concomitant reduction of the fer-
rocene bearing CNTs which in turn is regenerated at the electrode
surface (Fig. 5). One of the most challenging aspects in develop-
ment of dehydrogenase-based biosensors is the immobilization
of all components enabling biocatalysis (i.e., enzymes, cofactors
and mediators) in a durable and active form on the electrode sur-
face. In this context, silica matrixes prepared by sol–gel processing
have emerged as a promising platform for bioencapsulation [52].
Difficulties with solubility of CNTs in common solvents impose
serious limitations of their use within a sol–gel matrix. Herein,
thanks to the hydrophilic character of PEG arms, CNTs-(EtG)n-Fc
have been incorporated in a sol–gel thin film to co-immobilize
all the necessary components for electroenzymatic reaction
(Fig. 5). Note that the chain length should not influence the electro-
catalytic activity of the bioelectrode. Some study, not shown here,
using D-sorbitol dehydrogenase (DSDH) (but immobilized in chito-
san, not in the sol–gel silica matrix) has been done in the presence
of 4 mM D-sorbitol and no significant improvement in the electro-
catalytic current response could be observed when using different
PEG length.

In this experiment, CNTs functionalized by ferrocene via
octa(ethylene glycol) linker (CNT-(EtG)8-Fc) have been chosen
because such long PEG linker ensures the best dispersion effi-
ciency in the sol–gel matrix compared to pristine CNTs. SEM
analysis of the film deposited on glassy carbon electrode shows
that texture was homogeneous with no evidence of CNT aggre-
gation, which is a good indication of a good dispersion of
f-CNT in the sol–gel layer (Fig. 6). Typical response of this
reagentless device to increasing concentration of glucose is
shown in Fig. 7A. These results clearly demonstrate that the
electrocatalytic oxidation of NADH to NAD+ takes place fluently
via mediated electron transfer in such multi-components system.

Since the direct electrocatalytic behaviour of pristine CNTs to-
wards NADH oxidation was described in the literature [26,27], it
was important to perform a control experiment in order to evalu-
ate the real effect of ferrocene and to confirm that electron transfer
is indeed carrying out via this mediator. Fig. 7B shows typical elec-
trochemical responses to D-glucose additions using the same elec-
trode configuration mentioned above (Fig. 5) but with unmodified
CNTs instead of CNTs-Fc. As shown, the unmodified CNTs did not
reveal any noticeable electrochemical response towards glucose
and thus one can conclude that ferrocene plays clearly the role of
mediator in our suggested system.

While the selectivity of the biosensor is guaranteed by the re-
dox proteins used to oxidize the substrate to be detected, its sen-
sitivity should be improved as it seems to be limited by the
number of ferrocene moieties grafted on the CNT surface. We are
currently exploring some routes to increase the quantity of groups
to be grafted on CNT, which would also improve the dispersion of
the material in water solution.

Fig. 4. Water dispersion of different CNTs after 48 h (a) pristine CNTs, (b) CNT-
(CH2)6-Fc and (c) CNT-(EtG)8-Fc.

G
C
E

CNT-Fc

CNT-Fc+

diaphorase

NADH-GPS

NAD-GPS

GDH

D-glucose

D-glucono-δ-lactone

sol-gel layer

Fig. 5. Schematic illustration showing electrode configuration for glucose sensing.
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4. Conclusion

In this work, we have shown the interest of poly(ethylene gly-
col) linkers for the functionalization of carbon nanotubes with
mediator moieties (Fc in this case). It allows effective wiring of
diaphorase for the electrocatalytic oxidation of NADH. The good
dispersion of the functionalized carbon nanotubes in water-based
sols permits their incorporation in sol–gel-based bioelectrocatalyt-
ic devices including glucose dehydrogenase, diaphorase and linked
NAD+. Such strategy for covalent functionalization of carbon nano-
tubes should be useful for the design of a variety of other devices
such as biosensors, biological fuel cells or bioreactors.
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Abstract
Single-walled carbon nanotubes (SWCNTs) were functionalized by ferrocene through ethyleneglycol chains of different lengths

(FcETGn) and the functionalized SWCNTs (f-SWCNTs) were characterized by different complementary analytical techniques. In

particular, high-resolution scanning electron transmission microscopy (HRSTEM) and electron energy loss spectroscopy (EELS)

analyses support that the outer tubes of the carbon-nanotube bundles were covalently grafted with FcETGn groups. This result

confirms that the electrocatalytic effect observed during the oxidation of the reduced form of nicotinamide adenine dinucleotide

(NADH) co-factor by the f-SWCNTs is due to the presence of grafted ferrocene derivatives playing the role of a mediator. This

work clearly proves that residual impurities present in our SWCNT sample (below 5 wt. %) play no role in the electrocatalytic oxi-

dation of NADH. Moreover, molecular dynamic simulations confirm the essential role of the PEG linker in the efficiency of the
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bioelectrochemical device in water, due to the favorable interaction between the ETG units and water molecules that prevents

π-stacking of the ferrocene unit on the surface of the CNTs. This system can be applied to biosensing, as exemplified for glucose

detection. The well-controlled and well-characterized functionalization of essentially clean SWCNTs enabled us to establish the

maximum level of impurity content, below which the f-SWCNT intrinsic electrochemical activity is not jeopardized.
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Introduction
Carbon nanotubes (CNTs) have been recognized as interesting

candidates for developing electrochemical sensors for almost

two decades [1-3]. They have been used to modify electrodes

(e.g., glassy carbon electrodes, GCEs) in order to decrease the

overpotential value, increase sensitivity and reduce the occur-

rence of electrode fouling by degradation of the analyzed

(bio)molecules [4]. They can increase the electron transfer rate

between electrode and target molecules and decrease electrode

response time [3,5]. We and others have reported some interest-

ing electrocatalytic effects when using CNT-modified GCEs for

the voltamperometric detection of (bio)molecules [6-14].

Two major hurdles have to be tackled when designing CNT-

modified GCEs as biosensors: the water solubility and the

cleanliness of employed CNTs in order to avoid misinterpreted

results.

The solubility of CNTs in water, a usual solvent for biosensors,

is quite low. The strategies used to increase their water solu-

bility have been either i) to chemically modify them by putting

oxidative defects on their sidewalls and extremities to decrease

their hydrophobicity, ii) to use non-covalent interaction with

hydrophilic biomolecules or surfactants [15-18] or iii) to use

covalently grafted polyethyleneglycol (PEG) linkers, as de-

scribed by us [9,11,12].

Many studies use multiwall CNTs (MWCNTs) as a rather cheap

source of CNTs. They are often mixed with an electron medi-

ator that interacts non-covalently with the CNT sidewalls. The

electron mediator is used as an electron shuttle towards biologi-

cally relevant molecules, such as enzymes or co-factors, espe-

cially nicotinamide adenine dinucleotide hydride (NADH)

[6,8,13,19]. The CNTs and mediator are co-deposited on the

GCE using a polymer. Chitosan is often used as a cheap

biodegradable biopolymer with good compatibility with CNTs

for making adequate suspensions before deposition on the GCE

[20]. The main problem arising from the non-covalent interac-

tion between CNTs and the electron mediator is that the latter

may diffuse inside the analyzed medium, resulting in a progres-

sive decrease of the sensor efficiency. A good alternative is

therefore to covalently graft an electron mediator onto the CNT

sidewalls. While CNT chemistry is now well developed, it can

still remain somewhat challenging depending on the quality of

the nanotube sample. Indeed, if the sample contains many car-

bonaceous impurities, these can also be functionalized and con-

tribute to the final electrochemical signal. Several studies have

underlined the role of residual metallic and carbonaceous impu-

rities present in CNT samples on the electrocatalytic effects

often reported in the literature [21-26]. The presence of such

impurities may modify the reactivity of the CNTs themselves

and can make it difficult to qualify and quantify the covalent

functionalization of the CNTs. If one wants to control the chem-

istry made on the tubes at each step, it is absolutely mandatory

to start from a very clean sample. Purified HiPco® SWCNTs

are now commercially available at reasonable prices and consti-

tute such a clean sample.

In our previous work, we have described the synthesis of cova-

lently functionalized HiPco SWCNTs (f-SWCNTs) with ferro-

cene through PEG linkers, which presented good electrochemi-

cal efficiency for NADH oxidation [12]. However, two ques-

tions remained open regarding: i) the role of the PEG linker,

besides its ability to increase the water solubility of f-SWCNTs

and ii) the influence of metallic and/or carbonaceous impurities

that may be present in the CNT sample.

In this article, by using advanced and complementary analytical

techniques, we fully confirm the covalent nature of the chemi-

cal grafting. In particular, high-resolution scanning electron

transmission microscopy (HRSTEM) and electron energy loss

spectroscopy (EELS) analyses strongly supports the role of

ferrocene in the observed electrocatalytic effect for NADH oxi-

dation and rule out the hypothetic role of metallic and carbona-

ceous impurities. Moreover, the role of the PEG linker in the

good electrochemical response was studied by molecular dy-

namics, which show that favorable interaction between the ETG

units and water molecules prevents π-stacking of the ferrocene

unit on the surface of the CNTs, therefore allowing for a good

electron transfer. Figure 1 summarizes the context of this study.

Results and Discussion
Source of clean SWCNTs and strategy of

functionalization
A HiPco SWCNT sample was purchased from Nanointegris

Inc. of the purest grade (“super purified grade”, less than 5% of

residual catalytic particles, http://www.nanointegris.com/en/

hipco, accessed August 2016). Figure 2a gives an example of

the HRTEM image of this starting material. A small amount of

http://www.nanointegris.com/en/hipco
http://www.nanointegris.com/en/hipco
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Table 1: Atomic percentages and C 1s contributions deduced from XPS analyses of raw, oxidized and functionalized samples.

sample atomic concentrations

atom % Fe atom % O atom % C atom % O/
atom % C

atom % C
sp2 (284 eV)

atom % C sp3

(284.6–284.8 eV)
atom % C (C–O/C=O)
(286/288 eV)

HIPCO Raw 0 6.6 86.3 0.076 75 17.3 7.7

HIPCO-HNO3 0 13.7 84 0.163 68.6 16.7 14.7

HIPCO-HNO3-FcAlkyl 1.3 13.9 84.4 0.165 56.2 23 20.8

HIPCO-HNO3-FcETG2 1.9 14.4 62 0.232 72.3 14.1 13.6

HIPCO-HNO3-FcETG8 0.8 19.1 59.6 0.32 29.9 25 45.1

HIPCO-H2SO4 0 10.4 75 0.139 70.4 14.8 14.8

HIPCO-H2SO4-FcETG2 1.8 15.4 63.1 0.244 69.8 10.1 20.1

HIPCO-H2SO4-FcETG5 1.2 16.5 69.5 0.237 60.1 18.4 21.5

Figure 4: Ferrocene derivatives (FcAlkyl and FcETGn) with different

linkers.

defects on their sidewalls. In the literature, this is often done by

heating under reflux the CNT sample in a strong acidic medi-

um for several hours or days. Doing so, many oxidized func-

tions are introduced but the nanotubes are also cut and short-

ened. Since we intended to retain the essential electronic prop-

erties of the CNTs in the aim of making an electrochemical bio-

sensor, we performed the oxidation step using microwave irra-

diation. Microwaves indeed promote oxidation through a fast

thermal activation, which enables performing the oxidation step

in only a few minutes and allows one to roughly control the

number of defects introduced by tuning the irradiation time. A

few milligrams of the corresponding oxidized SWCNTs were

analyzed in each case before proceeding to step 2. At this stage,

the samples were protected under argon gas to avoid any mois-

ture contamination and directly analyzed by HRTEM, XPS and

TGA-MS. Once opened to air, the samples were analyzed by

Raman spectroscopy.

Functionalization by ferrocene derivatives
Ferrocene derivatives were grafted onto CNT sidewalls by

reacting the alcohol group of the ferrocene linkers to the COCl

groups present after step 2 on the CNT sidewalls. We investi-

gated several linkers, in order to see if the chemical nature of

the linker and/or its length might influence the electrochemical

response of our final device. An alkyl chain and polyethylene

glycol linkers with various chain lengths were used in this study

(Figure 4). The corresponding ferrocene derivatives, FcAlkyl

and FcETGn, were prepared according to known procedures

[29,30].

Nomenclature of the samples will indicate the oxidation process

(HNO3 or H2SO4) and for grafted samples, the nature of the

grafted group (FcAlkyl or FcETGn). For instance, HIPCO-

HNO3-FcETG8 means that the SWCNTs were oxidized in

HNO3 65% and grafted with the FcETG8 ferrocene derivative.

After step 3 of the functionalization process, we used a set of

complementary techniques to determine the success of the cova-

lent functionalization of the CNT samples. XPS analyses were

realized on CNT powders to see if the ferrocene groups were

indeed present at the surface of the bundles, using the Fe 2p

signal as a marker of the grafted groups (Figure S1A, Support-

ing Information File 1). Table 1 reports the atomic percentages

found on raw, oxidized and functionalized HIPCO samples, as

well as the spectral components of the C 1s signal obtained by

spectral decomposition using four components for the oxidized/

functionalized samples. The component at 284 eV is attributed

to sp2-hybridized carbon atoms, while that at 284.6–284.8 eV is

assigned to sp3-hybridized carbon atoms. Oxidized carbon

atoms gave two signals at 286 eV (probably C–OH or ether

groups) and 288 eV (lactone or COOH groups). Since these two

peaks correspond to oxygenated functions, their areas have been

added and Table 1 reports the sum of these two components.

Two examples of spectral decomposition are reported in

Figure 5, one for the raw HIPCO sample (Figure 5A) and one

for HIPCO-HNO3-FcETG8 (Figure 5B).

After oxidizing SWCNTs under acidic conditions under micro-

wave irradiation, the atomic ratio of oxygen to carbon

(%O/%C) is increased for both HNO3 and H2SO4 conditions.

Furthermore, the number of oxygenated functions, quantified by

the percentage of the C–O/C=O components contributing to the

C 1s signal, has also doubled. Oxidation step 1 has therefore in-

creased the number of oxidized defects on CNT sidewalls and
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Figure 10: HIPCO-HNO3-FcETG2 sample analyzed by STEM:

a) HAADF image. The inset focuses on the FcETG molecule, the top

arrow points to the ferrocene and the bottom arrow to the ester link.

b) BF image simultaneously recorded for chiral index assignment.

c–f) Simulated images of HAADF (c and e) and BF (d and f) of a 11,6

SWCNT grafted with a FcETG2 molecule for over-focus of 1.7 nm

(c and d) and under-focus of −6.3 nm.

present at the outer edge of a bundle was determined from the

fast Fourier transform (FFT) of the BF image presented in

Figure 10b. The chiral indices (11,5) can be unambiguously

assigned to this tube.

To strengthen the interpretation of the images obtained on the

small object lying at the surface of the tube, image simulations

were done for a SWCNT grafted with a FcETG2 group. A struc-

tural model of a SWCNT with (11,6) chiral indices was used for

the simulation (structure and diameter close to that of (11,5)).

The FcETG2 molecule grafted at the surface of the SWCNT

model was oriented to simulate a ferrocene group in a

π-stacking interaction (see below the molecular dynamics simu-

lation) since the analysis is done in ultra-high vacuum. The dis-

tance between the tube and the cyclopentadiene was fixed at

0.35 nm. Simulations were carried out in steps of 1 nm for

focuses from −12 nm to 12 nm for the HAADF and BF detec-

tors. For HAADF simulations the contrast obtained matches

well with that experimentally detected (Figure 10c and

Figure 10d, compared to the inset of Figure 10a). The bright dot

corresponds to the ferrocene group, the gray line to the polyeth-

ylene glycol linker, and the less bright dot at the other extremity

to the ester link between the CNT and the linker. The contrast

obtained is not sensitive to the focus (in the focus range used).

For BF images, the contrast obtained depends strongly on the

focus and contrast inversion can occur as seen in Figure 10d

and Figure 10f.

The image simulation can be used to estimate the focus of the

images by comparing the recorded image to simulations for dif-

ferent focuses. For example the focus of the BF image

presented in Figure 10b was estimated slightly over-focused by

1 or 2 nm. Numerous STEM images were analyzed for differ-

ent samples, and the functionalization of the sidewalls was ob-

served for both metallic and semiconducting tubes oxidized

with either HNO3 or H2SO4 acidic conditions. Therefore, these

results strongly support the hypothesis that outer tubes of the

bundles were covalently grafted with FcETGn groups.

As a conclusion to this analytical part, we have succeeded in

covalently grafting ferrocene derivatives on HIPCO SWCNTs,

to a sufficiently small extent that we have preserved the struc-

tural integrity of the nanotubes. The complete set of data is

consistent with the oxidation of pre-existing defects under

microwave irradiation in acidic media. Isolated CNTs or those

constituting the outer tubes of the bundles are functionalized

covalently by ferrocene derivatives on their sidewalls. Both

acidic conditions give similar results. The diluted H2SO4 condi-

tion is therefore quite interesting since it avoids the use of a

concentrated acid solution. Using H2SO4 with microwave irra-

diation therefore represents a fast, green, safe and energy effi-
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electrochemical response was most probably controlled by the

availability of Fc on the surface, which mainly depended on the

dispersion of the tubes in the chitosan layer. Previous analyses

of the electrocatalytic properties of f-SWCNTs performed with

less pure SWCNTs have shown that the size of the linker does

not influence the NADH electrocatalytic current [11]. Contrary

to these conclusions with polyethylene glycol linkers, functio-

nalization with alkyl-ferrocene only showed a very poor electro-

catalytic response (Figure S5 in Supporting Information File 1).

The alkyl spacer certainly favored the folding of the chain in an

aqueous solution and prevented the ferrocene group from effi-

ciently exchanging electrons with diaphorase molecules.

In order to illustrate an application of these f-SWCNTs in

biosensing, the electrode was further modified with HIPCO-

H2SO4-FcEtG2, diaphorase, NADH and glucose dehydroge-

nase (GDH). Upon addition of glucose into the solution, the

molecules were oxidized by GDH in gluconolactone and

NADH cofactor was simultaneously produced. NADH was then

oxidized by diaphorase, mediated by ferrocene moieties.

Figure 11C shows the electrochemical response in the absence

of glucose (dashed curve, 0 mM of glucose). The reversible

electrochemical signal of ferrocene can be distinguished as in

curve a) of Figure 11B. After addition of glucose, the electro-

chemical current increases dramatically, showing again the

typical shape of an electrocatalytic response.

Electrochemical characterization by variation of the potential

scan rate shows moreover that the current response varied

linearly with the scan rate (Figure S6 in Supporting Informa-

tion File 1). This means that the electrochemical process is

confined at the surface, not determined by diffusion of ferro-

cene into the solution. So the mobility of ferrocene is just suffi-

cient for efficient mediation of the electron flow from the flavin

mononuclotide cofactor to the electrode surface.

The fact that the alkyl linker is completely inefficient for the

mediated electron transfer process, while the polyethylene

glycol spacers are efficient regardless of their length (in the

range examined in this work) was puzzling, so we decided to in-

vestigate the role of the linker by molecular dynamics computa-

tion. The samples were used in an aqueous medium. The alkyl

linker being hydrophobic while PEG linkers are hydrophilic

strongly suggests also modelling the interaction between the

functionalized nanotubes and the water molecules. The corre-

sponding results are reported in the next paragraph.

Determining the role of the PEG linker via

molecular dynamics calculations
The influence of the linker length on the resultant enzymatic re-

activity of the ferrocene unit was explored using the molecular

dynamics package LAMMPS [32,33] to simulate both FcETG2

and FcETG8 when covalently attached to the surface of a (10,0)

carbon nanotube (radius typical for HIPCO samples). A tube

length of 4.17 nm was chosen (440 carbon atoms) placed in a

cubic unit cell of the same length creating an infinite tube in one

direction and enough “vacuum” for the PEG chain to relax

without constraint. The calculations were performed using a

ReaxFF potential [34]. The runs were carried out for 6 ns with a

time step of 0.1 fs. Time integration (10 fs) was used on

Nosé–Hoover [35,36] style non-Hamiltonian equations of

motion, designed to generate positions and velocities sampled

from the canonical (npt) method (constant pressure and temper-

ature). All calculations were carried out at room temperature

and under atmospheric pressure. Calculations were done both

with and without the presence of water (1967 water molecules

distributed uniformly initially within the box, giving a net water

density of 1.01 g·cm−3 without HIPCO-FcETG8 and around

0.800 g·cm−3 with HIPCO-FcETG8). Any water molecule

within a distance of less than 3.0 Å from the tube was removed

(Figure 12).

Figure 12: Molecular-dynamics simulated structures after 6 ns:

A) HIPCO-FcETG8 without the presence of water, B) HIPCO-FcETG8

and C) HIPCO-FcETG2 in the presence of water (not shown for

clarity).
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In the absence of water, with both HIPCO-FcETG8

(Figure 12A) and HIPCO-FcETG2 after only 2 ns the ETG

chain flexed to go around the tube following a zig-zag path on

the CNT surface, allowing the ferrocene unit to π-stack on the

nanotube where it remained for the rest of the simulation. We

used this very useful information in our HRSTEM simulation in

vacuum by placing the ferrocene unit in a π-stacking with the

tube, in the results shown in Figure 10c–f. In such a configura-

tion, a ferrocene electron transfer may occur between the ferro-

cene unit and the CNT surface instead of interacting freely with

the diaphorase biomolecule. As a result, this would quench

the enzymatic activity of the modified GCE. To explain why

and how our device can work, we then simulated the effect of

water.

Once water was added, van der Waals and dipolar interactions

between the water molecules and the ETG chain effectively

blocked chain flexion and maintained the ferrocene unit at a dis-

tance of over 6.41 Å from the tube surface throughout the simu-

lation (Figure 12B). Even for HIPCO-FcETG2, while the

water–ETG interactions are considerably reduced, which

allowed for some chain flexion and more interaction with the

surface (Figure 12C), the ferrocene unit is not π-stacked on the

CNT surface and therefore the electron-transfer step with

diaphorase is still possible. The simulations confirm the

essential role of the PEG linker in the efficiency of the

bioelectrochemical device in water, due to the favorable interac-

tion between the ETG units and water molecules, which

prevents π-stacking of the ferrocene unit on the surface of the

CNTs.

Conclusion
This work has clearly established the interest of using cova-

lently functionalized SWCNTs for making electrochemical

devices. Using a very clean sample, a complementary set of an-

alytical techniques, including advanced microscopy analyses,

has firmly confirmed the covalent nature of the functionaliza-

tion process. We have shown that residual impurities in the case

of mediated electron transfer play no role in the oxidation of

NADH, contrary to what has been presented in the literature for

other systems. We also underline the interest of using molecu-

lar dynamics simulations to evaluate the important role of the

linker, which certainly depends on the solvent used for doing

electrochemistry. The results of the present study therefore

lead us to claim that, while many people are now working

with graphene, CNTs are indeed useful for well-designed elec-

trocatalytic devices, thus being a viable alternative to graphene-

based sensors provided that the samples used are sufficiently

clean so that the function is not controlled by the presence of

residual impurities that may lead to unreproducible measure-

ments.

Experimental
General: COCl-SWCNTs were prepared according to [27].

FcETGn derivatives were synthesized according to [29].

Reaction of COCl-SWCNTs with FcETGn [9]: COCl-

SWCNTs (10 mg) were suspended in dry toluene (50 mL)

under argon. Then, FcETGn (20–30 mg) and triethylamine

(0.1 mL) were added. The mixture was heated to 100 °C and

stirred for 24 h under argon. After cooling, the SWCNTs were

washed under sonication three times with MeOH (10 mL) and

three times with THF (10 mL) in order to remove unreacted

FcETGn. After filtration, the HIPCO-Ox-FcETGn (22–33 mg)

were dried under vacuum and stored under argon at room tem-

perature.

Electrode preparation [11]: GCEs (3 mm in diameter) were

polished with alumina slurry (1 μm and 0.05 µm particles,

sequentially) and then washed with water. A 0.5 wt % chitosan

solution was prepared by dissolving chitosan in 1% acetic acid.

2 mg of ferrocene-functionalized CNTs (HIPCO-Fc) and 1 mL

of the above chitosan solution were mixed together under stir-

ring overnight. 5 µL of chitosan/HIPCO-Fc suspension were

deposited onto the GCE surface to obtain a stable thin film after

drying. Chitosan films containing either diaphorase (DI) or

glucose dehydrogenase (GDH) and DI were prepared by mixing

10 µL of 0.5 wt % chitosan solution with 5 µL of DI

(5 mg·mL−1) or 15 µL of 0.5 wt % chitosan with 10 µL of GDH

(1000 U·mL−1) and 5 µL of DI (5 mg·mL−1). Afterwards, 5 µL

of this mixture were deposited onto the chitosan/HIPCO-Fc

modified GCE and allowed to dry at ambient temperature.

Analytical techniques: High-resolution transmission electron

microscopy (HRTEM) and high-resolution scanning transmis-

sion electron microscopy (HRSTEM) were performed using a

probe aberration-corrected JEOL ARM200 microscope

equipped with a cold field emission gun, a JEOL JED2300T

energy dispersive X-ray spectrometer (EDS) and a Gatan GIF

Quantum energy filter for electron energy loss spectroscopy

(EELS). The microscope was operated at 80 kV in order to

minimize knock-on damage to the samples. HRSTEM images

were recorded using an electron beam with a probe-size of

about 0.12 nm. High-angle annular dark-field (HAADF) and

bright-field (BF) images were simultaneously recorded with a

semi-angle of collection of respectively 45–180 mrad and

11 mrad for an image resolution of 1024 × 1024 pixels with a

dwell-time of 60 µs. STEM-EDS and STEM-EELS experi-

ments were performed with an electron probe of about 0.17 nm

and a convergence semi-angle of 24 mrad. The energy resolu-

tion was about 0.45 eV. The collection angle of the EELS spec-

trometer was 30 mrad. The spectroscopic information was ob-

tained using the spectrum-imaging acquisition mode. Samples
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were dispersed in absolute ethanol then deposited on a holey

carbon film supported by a 300 mesh copper grid. The STEM

image simulations were done using the software Nanotube

Modeler (JCrystalSoft) and Vesta 3 for the atomic model gener-

ation [37] and QSTEM [38] for the STEM image simulations.

SWCNT chiral indices were assigned by analysis of the

Fourier-transform of the HRSTEM images and by comparing

the images to simulations [39,40].

Raman spectra were recorded with a triple subtractive mono-

chromator T64000 spectrometer (Horiba Jobin Yvon) equipped

with a confocal microscope (Olympus BH2-UMA; laser wave-

lengths λ = 514 nm and λ = 458 nm). An 80× objective with a

numerical aperture of 0.90 was used to collect the spectra in the

backscattering mode. The spectral resolution was 1 cm−1. The

laser spot had a diameter of 1 µm and the irradiance was kept

below 1 kW·cm−2 to avoid laser heating of the samples. At least

20 spectra were collected and averaged for each sample to

obtain a statistically representative spectrum.

The XPS analysis was performed with a spectrometer equipped

with a monochromatized Al Kα X-ray source (hν = 1486.6 eV),

run at 150 W power (KRATOS Axis Ultra, Kratos Analytical,

UK). Spectra were collected at a normal take-off angle (90°).

The analytical area was 700 × 300 μm2. XPS survey spectra

were recorded with a 1.0 eV step and 160 eV analyzer pass

energy. Narrow scans were recorded with a 0.05 eV step and

20 eV pass energy. XPS spectra were analyzed with the Vision

software from Kratos (Vision 2.2.0) after subtraction of the

background (Shirley baseline). Gaussian–Lorentzian (70/30)

functions were used for peak decomposition. Charge correction

was carried out using the C 1s core line and setting adventitious

carbon signal (C sp3 signal) to 284.6 eV.

For thermogravimetric analyses coupled to mass spectrometry

(TGA-MS) experiments, 5–6 mg of the sample powder were

placed in an alumina crucible. The TGA-MS instrument

included a Setaram Setsys evolution 1750 Thermal Gravimetric

Analyser coupled with a Pfeiffer GSD 301C Vacuum OmniStar

mass spectrometer. The temperature was ramped at 3 °C/min

from room temperature to 1000 °C under helium (flux

20 mL·min−1) in the TGA chamber. We consider that most of

the species undergo one ionization only meaning that z = 1 for

the detected m/z values.

All electrochemical experiments were carried out using a

PGSTAT12 Metrohm-Autolab potentiostat monitored by the

GPES Software. Measurements were performed in a three-elec-

trode cell, including the film-modified GCE as working elec-

trode, an Ag/AgCl reference electrode (3 M KCl internal elec-

trolyte), and a platinum wire auxiliary electrode.

Supporting Information

Includes XPS Fe 2p spectrum for HiPCO-H2SO4-FcETG2,

supplemental TGA-MS and Raman data, a cartoon of the

complete bioelectrochemical device, and additional

electrochemical data.

Supporting Information File 1

Additional experimental data.

[https://www.beilstein-journals.org/bjnano/content/

supplementary/2190-4286-9-257-S1.pdf]
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Figure S1A. Global XPS survey spectra of raw HIPCO and HIPCO-H2SO4-FcETG8 samples 

deposited on gold surfaces 

 

Figure S1B. Detailed XPS spectra in the Fe 2p region for the HiPCO-H2SO4-FcETG2 sample 

Fe 2p
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Figure S2. TGA-MS detection of CO and CO2 fragments for A) HIPCO-HNO3 and B) 

HIPCO-HNO3-FcETG2 samples. 
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Figure S3. Raman spectra taken using a laser wavelength of 458 nm for samples oxidized by 

HNO3 and functionalized with ferrocene derivatives. 
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Figure S4. A) Incorporation of the modified GCE in a three-electrode set-up; B) principle of 

the complete biosensor for glucose detection. 
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Figure S5. Cyclovoltammogram of HIPCO-HNO3-FcAlkyl 
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Figure S6. A) Variation of the cyclovoltammogram of HIPCO-H2SO4-FcETG2 samples with 

the scan rate; B) Current intensities of the anodic and cathodic peaks as a function of the scan 

rate. 
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The present work reports the covalent functionalization of few-

wall CNTs (FWCNTs) by ferrocene derivatives to (i) improve

their dispersion efficiency in water and (ii) graft electroactive

chemical groups on their side-walls in order to promote electron

transfer to biomolecules. The functionalized CNTs (f-CNTs)

are used to modify a glassy carbon electrode and this modified

electrode is used for oxidizing the cofactor NADH (dihydro-

nicotinamide adenine dinucleotide).

� 2012 WILEY-VCH Verlag GmbH & Co. KGaA, Weinheim

1 Introduction Carbon nanotubes (CNTs) are of
strong interest for electrochemical applications due to
their electronic properties, their high aspect ratio (length/
diameter) and their high surface area [1, 2]. They have been
used in electrochemical devices for bioanalytical appli-
cations. In this case, CNTs can be functionalized (covalently
or not) with an electron shuttle (also called a mediator) that
can be used to react with the electrocatalytic centre of a redox
protein or to detect electrochemically the NADH cofactor.
Indeed, functionalized CNTs allow reducing overpotentials
at the electrodes and can therefore avoid degradation of
biomolecules (biofouling) and loss of sensor sensitivity
[3–6]. CNTs are also thought to enhance electron transfer
efficiency through catalytic effects [1, 3, 4]. These effects are
still not fully understood and may also involve residual
catalytic particles or other carbonaceous species that can be
present in the sample [7]. However, it is clear that modifying
electrodes with functionalized CNTs, either covalently
or non-covalently, strongly increases the sensitivity of

the electrochemical devices [3–6]. Multi-walled CNTs
(MWCNTs) are often used in the literature due to their
lower cost compared to single-wall CNTs [1, 2]. However,
forMWCNTs the inner tubesmay play no role in the electron
transfer processes, and single-wall or few-wall (2–4 walls)
CNTs (FWCNT) could be a better choice for fundamental
studies. The covalent attachment of electroactive groups
(electron shuttles) on the side-wall of FWCNTs is a good
strategy to avoid any loss of these groups by diffusion in the
analysed solution, therefore increasing the lifetime of the
electrochemical device. But the functionalization step has to
be carefully controlled to avoid destruction of the electronic
properties of the CNTs. In this work, we report the covalent
functionalization of FWCNTs by ferrocene derivatives using
a procedure that ensures us to graft enough groups to obtain a
good electrochemical signal but also to retain the intrinsic
electronic properties of the tubes. The ferrocene electro-
active group is chosen as a model electron shuttle and is
attached to the CNT side-walls through a (poly)ethylene
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glycol (ETG) spacer of variable chain length. The covalent
nature of the functionalization is assessed through the
combined use of thermal and spectroscopic techniques. An
electrochemical biosensor is then built by depositing a film
of functionalized CNTs (f-CNTs) onto the surface of a glassy
carbon electrode (GCE). The electrode is tested with the
NADH/NADþ redox couple. NADH is indeed the cofactor
of more than 300 enzymes of interest and is thus a primary
target of interest for bioelectrochemical devices [1].

2 Experimental
2.1 CNT sample and grafting method All chemi-

cals used for the functionalization steps (Fig. 1) were of high
purity grade and used as received. A CNT batch claimed
to contain SWCNTs was bought from Nanolabs, Inc., but
HRTEM experiments revealed that the sample mainly
contained double- and three-walled CNTs, a few SWCNTs,
and a few MWCNTs (data not shown). We refer to this as a
‘‘FWCNT sample.’’ As received Nanolabs CNTs were
claimed by the manufacturer to contain about 7% (i.e. 7 C
atoms per 100) of COOH functions, originating from a
thermal reflux in concentrated nitric acid solution, but our
preliminary experiments with this raw batch indicated
that this amount was actually <2%. This is why a second
oxidation process was applied on this sample (step 1 in
Fig. 1). Briefly, the FWCNT sample was dispersed in
nitric acid (65% in weight) and submitted to a microwave
irradiation for 20min at 50 8C. The COOH functions
were converted to COCl using a SOCl2 treatment. Finally,
the ferrocene derivatives noted as Fc-ETGn and synthetized
according to Ref. [8] reacted through their alcohol
function with the COCl groups to covalently attach
the electron shuttles to the CNT side-walls. We studied
ethylene glycol spacers of different chain lengths from n¼ 0
to n¼ 4.

2.2 Analytical methods Raw (i.e. as received),
oxidized and functionalized CNTs have been studied using
Raman scattering and X-ray photoelectron (XPS) spectro-
scopies, high resolution transmission electron microscopy
(HRTEM) and thermo-gravimetric analysis (TGA) exper-
iments. They have been also deposited onto GCE for cyclic
voltammetry characterization.

3 Results and discussion Figure 2 reports the results
of TGA experiments performed under helium gas for raw,
oxidized and functionalized (Fc-ETG2) samples. The raw
sample shows a monotonic loss of weight up to 800 8C. This
can be related to the desorption of existing chemical
functions (e.g. alcohol, quinone groups) present on the
surface of the raw sample, and maybe residual solvent
molecules adsorbed on the surface or inside the bundles (the
raw tubes were chemically treated by the manufacturer). For
oxidized CNTs, the slope of the weight loss curve is more
pronounced between 300 and 500 8C, certainly due to a
higher number of functional groups, mainly COOH func-
tions created through the oxidation step. The steepest slope is
observed around 500 8C and above this temperature, the
curve is almost parallel to that observed for raw CNTs. For
f-CNTs (with Fc-ETG2 ferrocene derivative), the rate of the
weight loss is strongly increased between 250 and 450 8C.
We attribute this significant weight loss to the desorption of
the ferrocene derivatives. Mass spectrometry coupled to
TGA analyses have indeed confirmed that iron atoms and
cyclopentadienyl cycles are desorbed in this temperature
range (data not shown). These results confirm the functio-
nalization of CNTs by ferrocene derivatives. From the
weight loss and the quantity of CNT powder used for these
experiments, one can estimate the number of COOH groups
created during the oxidation step and the number of
ferrocene derivatives attached to CNT side-walls. The
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calculation yields 1 carbon atom per 43 is oxidized to the
COOH state and that ca. 1 carbon atom per 118 is
functionalized. This means that not all COOH functions
have covalently reacted with ferrocene derivative (the value
is indeed ca. 100� 43/118¼ 36.5%), maybe due to steric
hindrance of the grafted groups.

To corroborate the TGA conclusions, XPS analyses have
been performed on the raw, oxidized and functionalized
FWCNT samples. Table 1 summarizes the obtained results.
It can be seen that the oxidation process increases the number
of C–O and HO–C––O functions on tube side-walls in
agreementwith the TGAobservations. Elemental iron is also
detectable only for f-CNTs. Since XPS probes only the
outermost surface of the CNT bundles, it is not sensitive to
the possible residual catalytic iron particles buried in carbon
layers. Only iron atoms coming from ferrocene derivatives
grafted on the surface of CNTs are therefore detected by
XPS. The slight decrease of iron content in the Fc-ETG4
sample might me due to a more important steric hindrance
effect of the grafted groups since the spacer is bigger. More
work is currently being done to investigate this possible
interesting effect.

To confirm that the CNT structure has not suffered from
the oxidation and functionalization steps, Fig. 3 shows the
Raman spectra in the D and G mode regions as well as the
radial breathing mode (RBM) region for raw, oxidized and
f-CNTs (with ETG2 and ETG4 spacers) taken with a laser
wavelength of 514 nm. No significant change of the D/G
band intensity ratio is observable for the three treated
samples. The same conclusion has been obtained from
Raman data collected with other laser wavelengths (458,
488, 532 and 632 nm, data not shown) so that many Raman
resonance conditions have been used to probe a large
distribution in CNT diameters. Some changes can be clearly
seen in the RBM region: the oxidation process does not seem
to introduce significant changes but for f-CNTs, the intensity
of some RBM modes has decreased. These spectroscopic
results confirm that (i) oxidized and functionalized CNTs

have kept a good structure with negligible increase of the
D/G band intensity ratio and (ii) the functionalization
process introduces some significant loss of electronic
resonance, which is a good hint that the functionalization
is covalent. They also indicate that the oxidation process
(step 1 in Fig. 1) mainly converts some existing defects to
oxidized COOH functions. It is difficult to estimate the
quantity of newly created defects due to the absence of any
clear linear relationship between the D band intensity and
the density of defects, but we can state that the structure
has not been significantly deteriorated. Also the grafting of
ferrocene derivatives on the COOH functions does not
markedly introduce new defects since the D band intensity
is not significantly increased if compared to the oxidized
sample. This could be expected for a sample containing
mainly FWCNTs: the inner tubes are not affected by the
functionalization process and maintain their structural and
electronic properties. It is worth noting that the RBMmodes
at low wavenumber (i.e. with bigger diameter) are strongly
affected in the Fc-ETG4 sample in Fig. 3: it may indicate that
outer tubes (with bigger diameter) are mostly affected by the
covalent functionalization process.

Both thermogravimetric analyses and spectroscopic data
have proven successful functionalization of FWCNTs by
ferrocene derivatives. We consequently used these f-CNTs
to electrochemically detect NADH. A functional film was
deposited on the surface of a GCE via the evaporation of a
drop of f-CNT suspension mixed with diaphorase and
chitosanmolecules. Diaphorase is used to recycle the created
NADþ molecules to NADH, while chitosan is a natural
biopolymer well-known to ease the dispersion of CNTs in
water and to form a durable film on electrodes [4, 5, 6].
Figure 4A shows ten consecutive cyclic voltammograms
of the modified GCE electrode using the Fc-ETG1
CNT sample. The characteristic electrochemical signal
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Table 1 XPS quantification of elements (Fe, O, C) and C 1s

contributions.

sample % Fe % O % C

raw 0.0 4.0 96.0

oxidized mW 0.0 11.7 88.3

NTC-Fc-ETG0 1.1 12.9 86.0

NTC-Fc-ETG2 1.3 21.0 77.7

NTC-Fc-ETG4 0.8 14.0 85.2

sample % C sp2

(284.2 eV)

% C sp3

(285 eV)

% C–OþHO–C––O

(286.2/288 eV)

raw 74.5 18.2 7.3

oxidized mW 70.5 15.6 13.9

NTC-Fc-ETG0 58.1 24.0 17.9

NTC-Fc-ETG2 57.3 21.3 21.4

NTC-Fc-ETG4 51.6 26.7 21.7
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of the ferrocene/ferricenium couple is clearly visible and
stable upon multisweeping, which indicates that the
ferrocene derivatives are immobilized at the CNT surface.
The same kind of results was obtained for CNTs functiona-
lized with other ETGn groups.

Since the electroactive groups were shown to be grafted
to the CNT side-walls, we investigated the electrocatalytic

behaviour of the f-CNT (Fc-ETG4) modified GCE towards
NADH oxidation. Figure 4B shows the corresponding
evolution of the cyclic voltamograms obtained in the
presence of increasing concentrations of NADH in solution.
As can be seen the oxidation peak significantly increased
with progressive addition of NADH indicating an effective
electrocatalytic behaviour. This electrocatalytic response, in
conjunctionwith the spectroscopic and thermal experiments,
confirms that the f-CNTs have been covalently modified by
the ferrocene derivatives. Control experiments with non-
functionalized CNTs have revealed no detectable signal at
this potential in the presence of NADH (see Figs. S1 and S2
in Supporting Information file).

4 Conclusions Using a combination of thermal and
spectroscopic experiments, we have shown that CNTs have
been covalently functionalized by ferrocene derivatives.
These f-CNTs have been used to modify a GCE and tested
towards the oxidation of NADH in aqueous solution. The
results demonstrate the usefulness of such covalently
modified CNTs in view of their potential application as a
durable component of an electrochemical biosensor or
bioreactor. Future work will be devoted to the realization
of a complete bioelectrochemical device including NADH,
diaphorase and an enzyme of interest such as glucose
dehydrogenase.
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Summary / Résumé 

Bioelectrochemical devices often use the NADH co-factor (nicotinamide adenine dinucleotide) as a 

biomolecule involved in oxidation-reduction reactions with enzymes of high biochemical interest, such as 

glucose oxidases or dehydrogenases. It is necessary to use new electrode materials to reduce the over-

potentials required for electron transfer with the NADH/NAD
+
 system and avoid adsorption of the reaction 

products to the electrode surface (biofouling). Carbon nanotubes (CNTs) are a conductive material with a large 

specific surface area that seems promising for modifying the surface of electrodes. This thesis work consisted in 

developing new methods for covalent grafting of electro-active functional groups with respect to the 

NADH/NAD
+
 system by controlling the various stages of the process with a particularly advanced physico-

chemical analysis protocol involving Raman scattering spectroscopy, infrared absorption, X-ray photoelectron 

spectroscopy, transmission electron microscopy, spectroscopic ellipsometry and thermogravimetric and 

volumetric adsorption analyses. We have developed a process based on a first step of oxidation of the CNTs by 

microwave assistance in diluted acid media. This makes it possible to transform existing defects in the wall of 

the nanotubes (carbon atoms in sp
3
 hybridization) into carboxylic acid functions, which will be used in the 

subsequent steps of the process for covalent grafting of electro-active groups. Thus, the structural integrity of 

the CNTs, and therefore their excellent electronic and mechanical properties, are preserved. The success of this 

approach is fully demonstrated in this work both by using purified single-walled nanotubes and multi-walled 

nanotubes. A clear electrocatalytic effect is obtained with the functional groups derived from ferrocene. The 

crucial role of the nature of the spacer arm connecting the electro-active units to the wall of the CNTs is also 

shown. This work made it possible to develop a general method for covalent grafting of CNTs and its step-by-

step control. Finally, we show in perspective of this work that it is possible to directly graft the NAD
+ 

molecule 

onto the surface of the CNTs. 

___________________________________________________________________________________________ 

Les dispositifs bioélectrochimiques utilisent souvent le co-facteur NADH (nicotinamide adénine 

di u l otide) o e io ol ule i pli u e da s les a tio s d’o do-réduction avec des enzymes de grand 

intérêt biochimique, comme par exemple les glucose oxydases ou les déshydrogénases. Il est nécessaire 

d’utilise  de ouveau  at iau  d’ le t ode afi  de di i ue  les su -potentiels nécessaires au transfert 

d’ le t o s ave  le s st e NADH/NAD+ et vite  l’adso ptio  des poduits de la a tio  à la su fa e de 
l’ lectrode (biofouling). Les nanotubes de carbone (NTCs) constituent un matériau conducteur de grande aire 

spécifique qui semble prometteur pour modifier ainsi la surface des électrodes. Ce travail de thèse a consisté à 

développer de nouvelles méthodes de greffage covalent de groupements fonctionnels électro-actifs vis-à-vis du 

système NADH/NAD
+
 en contrôlant les différentes étapes du procédé avec un protocole particulièrement 

pouss  d’a al ses ph si o-chimiques impliquant les spectroscopies de diffusion Raman, d’a so ptio  
infrarouge, de photo- le t o s X, les i os opies le t o i ues à t a s issio , l’ellipso t ie 
spe t os opi ue et les a al ses the og avi t i ues et de volu t ie d’adso ptio . Nous avo s d velopp  
un procédé reposant sur une première étape d’o datio  des NTCs pa  assista e i o-ondes dans des 

milieux acides dilués. Ceci permet de transformer les défauts existant à la paroi des nanotubes (atomes de 

carbone en hybridation sp
3
) pour les convertir en fonction acides carboxyliques, qui serviront dans les étapes 

ultérieures du procédé au greffage covalent des groupements électro-a tifs. Ai si l’i t g it  st u tu ale des 
NTCs, et donc leurs excellentes propriétés électroniques et mécaniques, sont préservées. Le succès de cette 

approche est pleinement démontré dans ce travail aussi bien en utilisant des nanotubes monoparois purifiés 

que des nanotubes multiparois. Un net effet électrocatalytique est obtenu avec les groupes fonctionnels 

dérivés du ferrocène. On montre également le rôle crucial de la nature du bras espaceur reliant les groupes 

électro-actifs à la paroi des NTCs. Ce travail a permis de mettre au point une méthode générale de greffage 

ovale t des NTCs et so  o t ôle tape pa  tape. O  o t e e fi  e  pe spe tive de e t avail u’il est 

possible de greffer directement la molécule de NAD
+
 à la surface des NTCs. 
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