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Résumé élargi xiv Le développement de la filière hydrogène et des énergies vertes repose en partie sur celui des piles à combustible à membrane échangeuse de protons (PEMFC en anglais), source d'énergie prometteuse et non polluante qui convertit directement une énergie chimique en une énergie électrique. La réaction électrochimique se produisant au coeur de la pile repose sur l'oxydation du dihydrogène à l'anode, générant des électrons et des protons transportés jusqu'à la cathode afin de permettre la réduction du dioxygène (Figure 1). Les électrons transitent par un circuit externe afin de générer la puissance électrique de la pile tandis que les protons sont transportées par une membrane polyélectrolyte ionomère, i.e. un copolymère thermoplastique possédant une faible proportion de groupements ioniques (≈ 1-10 % de motifs de répétition). D'un point de vue pratique, la pile à combustible est constituée de divers matériaux, ayant chacun un rôle bien spécifique dans le bon fonctionnement de la pile, qui sont empilés en série afin d'obtenir une puissance totale pouvant aller de quelques watts à plusieurs mégawatts. [1] avec la permission de l'auteure). 1 Les PEMFC présentent des avantages intéressants car elles offrent une alternative attrayante et efficace aux combustibles fossiles avec un large éventail d'applications possibles dans les domaines stationnaire, portable et des transports. Cependant, malgré les nombreux progrès technologiques réalisés au cours de ces dernières décennies, la commercialisation à grande échelle des PEMFC est encore limitée par des coûts de fabrication trop élevés ainsi que par des xv problèmes de durabilité et de performance. De nombreuses études ont été menées ces dernières années afin de mieux comprendre les phénomènes de vieillissement et ceux-ci ont permis d'identifier la dégradation de la membrane polyélectrolyte comme l'un des principaux facteurs limitant la durée de vie des PEMFC [2][3][4]. Dans ces études, il a été clairement démontré que la membrane est exposée à des conditions difficiles lors du fonctionnement, impliquant d'importantes contraintes chimiques et mécaniques qui peuvent conduire à de graves dégradations de la structure et des propriétés de la membrane et, dans le pire des cas, à l'arrêt de la pile à combustible en raison de la défaillance de la membrane. 2 Par ailleurs, le bon fonctionnement de la pile repose en partie sur la capacité de la membrane à acheminer les protons de l'anode vers la cathode. La conductivité protonique de la membrane dépend de la mobilité de l'eau dans sa structure, elle-même fortement liée à sa capacité de sorption d'eau. La gestion de l'eau dans la membrane est donc un paramètre essentiel pour optimiser les performances des piles à combustible et améliorer leur durabilité. Pour cette raison, il est nécessaire d'avoir de fortes connaissances sur les effets des dégradations mécaniques et chimiques sur la capacité de sorption et le transport de l'eau dans la membrane.

De nos jours, les membranes d'acide perfluorosulfonique (PFSA en anglais) sont les matériaux les plus couramment utilisés dans les systèmes PEMFC, grâce à leur remarquable conductivité protonique et à leur stabilité chimico-mécanique, mais souffrent encore d'un taux de dégradation élevé pendant le fonctionnement de la pile [5]. Bien qu'il soit communément admis que les contraintes chimiques et mécaniques rencontrées lors du fonctionnement en pile interagissent les unes avec les autres, induisant une accélation de la dégradation globale des membranes, seules quelques recherches ont été consacrées à l'effet des contraintes combinées sur les membranes PFSA parmi d'innombrables études menées indépendamment sur chacune de ces contraintes. En conséquence, il est nécessaire de comprendre cette interaction synergique entre les dégradations mécaniques et chimiques ainsi que son impact sur la structure et les propriétés des membranes PFSA. Par ailleurs, malgré les différentes stratégies développées pour prolonger la durée de vie des membranes PFSA, telles que l'introduction d'un renfort xvi mécanique ou de stabilisants chimiques, les membranes composites actuelles sont encore insuffisamment durables pour un fonctionnement à long terme des piles à combustible [6,7]. 3 

Synthèse des résultats de l'étude

Les objectifs de ce travail de thèse sont d'apporter, grâce à des protocoles de vieillissement ex-situ, de nouvelles connaissances sur l'effet de la combinaison des contraintes chimiques et xvii Nos résultats ont mis en évidence une forte dépendance de la dégradation des membranes aux concentrations de réactifs de Fenton, tant du point de vue chimique que morphologique. En effet, des concentrations élevées en H2O2 peuvent induirent des évolutions de la morphologie des membranes PFSAformation de cloques/bulles -qui n'ont jamais été rencontrés lors du fonctionnement en pile. Cette étude préliminaire a ainsi permis d'établir les conditions les plus appropriées requises pour induire une dégradation chimique efficace sans induire de changements morphologiques sévères.

Un suivi plus approfondi de la dégradation chimique ex-situ a ensuite été effectué afin d'étudier son impact sur la structure chimique et les propriétés de transport et de sorption de l'eau des membranes Nafion ™ composite et conventionnelle : les membranes XL et NR211, respectivement.

Nos résultats ont démontré que les membranes XL et NR211 sont toutes deux chimiquement dégradées de manière significative par l'exposition à un environnement radicalaire puisque d'importantes pertes de poids et des concentrations élevées en ions fluorures ont été mesurées.

Plus particulièrement, la RMN du fluor à l'état liquide a permis de mettre en évidence des émissions élevées de diacide perfluoro(3-oxapentane)-1-sulfonique-4-carboxyliquenommé ici Produit A pour plus de simplicité -, un composé fluoré dérivé de la chaîne latérale du PFSA qui a déjà été identifié dans la littérature comme l'un des principaux produits de dégradation du PFSA [8]. 4 Toutefois, aucune évolution de la structure chimique ni aucun changement de la capacité d'échange ionique (CEI) n'ont été observés, ce qui implique que la dégradation des chaînes principales et latérales du PFSA se produit en proportions égales. Ce résultat indique que la décomposition du polymère se fait probablement par une réaction dite de « unzipping », entraînant ainsi la perte des chaînes latérales et la formation du produit A. De plus, la caractérisation des propriétés d'auto-diffusion et de sorption d'eau des membranes PFSA après 96 heures d'exposition aux réactifs de Fenton a mis en évidence que la dégradation chimique ne modifie pas ces propriétés de manière significative. Ces comportements sont très différents de ceux détectés dans une précédente étude après un fonctionnement de longue durée des piles à combustible, pour lesquelles une réduction de la capacité de sorption et de la mobilité de l'eau ont été observés [7]. Néamoins, des hétérogénéités de dégradation de la membrane, et plus généralement de l'assemblage membrane-électrodes, après un fonctionnement en pile ont déjà xviii été reportés dans la littérature [6,9]. 5 Plus particulièrement, notre précédente étude a porté sur une région spécifique -d'entrée/sortie des gaz réactifs -, connue pour être soumise à de sévères conditions de fonctionnement (forte perméation à l'hydrogène, faible humidité des gaz) et par conséquent propice à d'importantes dégradations [7]. Ainsi, la différence observée dans ce travail de thèse pourrait suggérer que nos conditions ne sont pas suffisamment représentative de la dégradation sévère rencontrée dans la région d'entrée/sortie des gaz et que d'autres régions sujettes à une dégradation moins sévère pourraient avoir des comportements plus semblables.

Par ailleurs, bien que la réaction de Fenton vise à accélérer la dégradation chimique des membranes PFSA, il ne peut être écarté que la durée du processus de dégradation (c'est-à-dire 96 heures contre plus de 12000 heures) ne soit pas assez longue pour observer les effets de la dégradation sur les propriétés fonctionnelles des membranes PFSA.

Figure 2 -Comparaison de l'évolution de la quantité de produit de dégradation entre une membrane Nafion ™ XL renforcée et une membrane Nafion ™ NR211 conventionnelle. Les courbes en traits pointillés se réfèrent à la quantité de produits de dégradation émis lorsque la part du renfort de PTFE de la XL n'est pas prise en compte afin d'étudier la dégradation du PFSA seul.

La particularité de ce travail réside dans l'étude de la stabilité chimique de la membrane composite Nafion ™ XL. À ce jour, les publications récentes ne se sont concentrées que sur la contribution de la couche de renfort ou sur l'impact de la dégradation chimique sur la durabilité mécaniques des membranes Nafion ™ XL, mais aucune d'entre elles n'a étudié sa stabilité chimique. Nos résultats ont démontré que la dégradation chimique de la membrane XL est xix inférieure à celle de la NR211 non renforcée, ce qui peut s'expliquer par la présence d'un renfort supplémentaire riche en PTFE, qui maintient l'intégrité mécanique de la membrane et évite ainsi une décomposition chimique supplémentaire, et/ou par la présence de piégeurs de radicaux à base de cérium qui peuvent atténuer les attaques radicalaires sur les chaînes de polymères (Figure 2).

Enfin, les effets de la contrainte mécanique et chimique combinée sur les membranes PFSA ont été étudiés, toujours par une approche ex-situ, avec un dispositif sur mesure (Figure 3).

L'objectif de ce dispositif était de reproduire des conditions de vieillissement proches de celles rencontrées par la membrane lors du fonctionnement de la pile à combustible. De nombreux tests de vieillissement ont été réalisés afin de mieux comprendre l'influence des contraintes mécaniques, qu'elles soient statiques ou cycliques avec un niveau de pression négligeable ou élevé, sur la dégradation chimique des membranes Nafion ™ , et son impact sur leur structure chimique et leurs propriétés fonctionnelles. Il serait donc intéressant d'étudier de manière plus locale ces différentes zones.

D'autre part, les tests de vieillissement effectués avec des couches de diffusion des gaz (GDL en anglais) introduites entre la membrane et les plaques d'écoulement de la solution ont conduit à une diminution des émissions d'ions fluorures, suggérant que la GDL protège la membrane de cette dégradation conjointe. Néanmoins, il est possible que la présence de GDL entrave une bonne distribution et un renouvellement efficace de la solution à la surface de la membrane, ce qui aurait pour conséquence une dégradation moins importante. De plus, les nombreux dépôts de fibre de carbone observés à la surface des membranes ainsi que la chute de la tension en circuit ouvert et la hausse du courant de perméation mesurées tendent à montrer que l'utilisation de GDL dans les conditions de notre étude a un impact négatif et que sa dégradation sous l'effet de la compression pourrait conduire à de graves dommages irréversibles (i.e. perforations dues aux fibres de carbone cassées) de la membrane [10]. 6 Il est donc difficile de conclure avec certitude sur l'effet protecteur de la GDL sur la dégradation conjointe des membranes PFSA.

Le développement de notre dispositif sur mesure et les tests de vieillissement accéléré associés constituent les éléments de base d'une meilleure compréhension des phénomènes de dégradation chimique et mécanique des membranes PFSA et ouvrent ainsi une grande variété de perspectives possibles. In recent decades, the concentration of CO2 indeed attained values that have never been seen

for hundreds of millennia. According to the International Energy Agency (IEA), anthropogenic GHG emissions were multiplied by 145 in less than 200 years, causing an increase of global average temperature of about 0.85 °C. The effects of global warming cannot be ignored anymore as they surround us on a daily basis: multiplication of natural disasters and heat waves, melting of the ice caps, rising sea levels, and so on…(Figure 4). In the context of today's global warming accelerating a little more every year, the place of hydrogen as an energy vector in the green energy mix of tomorrow is no longer in doubt. For instance, the storage and distribution of hydrogen produced by the electrolysis of water would be valuable to increase the part of renewable energies into the energy mix by compensating the intermittency of natural resources such as solar or wind power. The French government launched in September 2020 its green hydrogen plan with an investment of 7.2 billion euros for the next decade aiming to promote the development of water electrolysis and of hydrogen fuel cell vehicles (buses, heavy-duty trucks, trains).

The development of the hydrogen industry and of green energies partly relies on that of Proton-Exchange Membrane Fuel Cells (PEMFC), promising zero-emission power sources which directly converts a chemical energy into an electrical energy. PEMFC bring interesting benefits since they offer an attractive and efficient alternative to fossil fuel with a wide range of possible applications in stationary, portable and transportation domains. However, in spite of numerous technological advances over these past decades, the large-scale commercialization of PEMFC is still impeded by too high manufacturing cost as well as durability and performance issues.

In recent years, countless studies have been carried out to provide a better understanding of aging phenomena. They identified the degradation of polyelectrolyte membrane as one of the main factor limiting the PEMFC lifetime. In these studies, it was clearly demonstrated that the membrane is exposed to harsh conditions entailing important chemical and mechanical stresses that may lead to severe degradations of membranes chemical structure and functional properties and, in worst cases, to the fuel cell shutdown due to the membrane failure. Moreover, the proton conductivity of the membrane depends on the water mobility into the membrane structure which is itself strongly related to the water sorption capacity. Water management within the membrane is thus a critical parameter to optimize fuel cell performances and improve their durability. For this reason, deep understandings of the effects of the mechanical and chemical degradations on the water transport and sorption properties of membranes are required. Nowadays, perfluorosulfonic acid (PFSA) membranes are the most-commonly used materials in PEMFC systems, thanks to their remarkable proton conductivity and their chemical-mechanical stability, but they still suffer from high degradation rate during fuel cell operation. Although it is commonly admitted that chemical and mechanical stresses occurring during fuel cell operation interact with each other to accelerate the global membrane degradation, this assertion may not be clearly evidenced so far and, in any case, a clear understanding of these interactions and their impact on the structure and the properties of PFSA membranes is required.

In this context, this thesis work has the double ambition to:

• Bring some key understandings onsimultaneouschemical and mechanical degradation mechanisms of PFSA membranes during fuel cell operation,

• Characterize and understand the impact of these chemical and mechanical degradations on the water sorption and transport properties of PFSA membranes as well as on their fuel cell performances.

At the end of this thesis work, new insights will be provided on the coupling of mechanical and chemical stresses as well as the evolution of chemical structure, functional properties and cell performances of the PFSA membranes.

Chapter I

State of the art of proton-exchange membrane fuel cell (PEMFC) systems In that purpose, this literature review will be divided into three main parts: 

➢
H 2 (g) → 2H + + 2e - E H + /H 2 0 = O V SHE Eq. 1.1
where 𝐸 is the standard cell voltage by reference to the SHE (Standard Hydrogen Electrode).

Protons are carried to the cathode through the membrane while the electrons are collected by an external circuit, generating an electrical current. The electrons recombine with protons at the cathode side to reduce the oxygen and produce water according to the following halfreaction (oxygen reduction reaction, ORR):

𝑂 2 (𝑔) + 4𝐻 + + 4𝑒 -→ 2𝐻 2 𝑂 (𝑙) 𝐸 𝑂 2 /𝐻 2 𝑂 0 = 1.23 𝑉 𝑆𝐻𝐸 Eq. 1.2
The global reaction of the fuel cell between hydrogen and oxygen generates heat and electrical energy with liquid water as the only by-product: At the equilibrium and under normal conditions of temperature and pressure, the ideal fuel cell voltage is given by the Nernst equation:

𝐸 = 𝐸 0 - 𝑅𝑇 2𝐹 𝑙𝑛 [ 𝑎 𝐻 2 𝑂 𝑎 𝐻 2 × (𝑎 𝑂 2 ) 1 2 ] = 𝐸 0 - 𝑅𝑇 2𝐹 𝑙𝑛 [ 1 𝑃 𝐻 2 × (𝑃 𝑂 2 ) 1 2 
]

Eq. 1.4
where 𝐸 0 is the standard cell voltage, 𝑅 is the gas constant, 𝑇 the temperature, 𝐹 the Faraday constant equal to 96,845 C.mol -1 and 𝑎 𝑖 the activity of each species. As the operating temperature of a PEMFC is generally below 100 °C, the water activity is usually assumed equal to 1 because liquid and vapor phases are at equilibrium. H2 and O2 are generally considered as ideal gases so that their activity can be expressed as a function of their partial pressure 𝑃 𝑖 .

The Nernst equation describes the difference between the electrode potential of the O2/H2O redox couple at the cathode and the electrode potential of the H + /H2 redox couple at the anode and gives an ideal fuel cell voltage of 1.23 Volts at room temperature.

The fuel cell theoretical efficiency, which corresponds to the ratio between the effective electrical power and the total energy released by the reaction, is about 83 % based on the higher heating value (HHV) of hydrogen and about 95 % by considering the hydrogen's lower heating value (LHV). The difference between the higher and the lower heating values corresponds to the heat of water vaporization. The fuel cell efficiency is therefore different if the produced water is in the liquid form (HHV) or in the vapor form (LHV). Nevertheless, during operation the fuel cell efficiency is much lower because of several losses and the actual voltage deviates from the ideal voltage due to various polarization phenomena:

• Activation polarizations (𝜂 𝑎𝑐𝑡 ), concerning the charge transfer at the membraneelectrode interface,

• Ohmic polarizations (𝜂 𝑜ℎ𝑚 ), resulting from the electrical resistivity of fuel cell components and mainly that of the membrane, as well as the interface resistances between these components.

• Concentration polarizations (𝜂 𝑐𝑜𝑛𝑐 ), depending on the electrolyte concentration around the electrodes. The activation polarization 𝜂 𝑎𝑐𝑡 is due to the activation energy of the electrochemical reactions taking place at the electrodes. Indeed, an activation energy is required to initiate the reactions and overcome the energy barrier. The kinetics of the HOR (Eq. 1.1) being slower than that of the ORR (Eq. 1.2), this voltage loss is mainly governed by the ORR.

In the intermediate range of current density, the ohmic loss 𝜂 𝑜ℎ𝑚 is due to the electrical resistivity of the components and more particularly the protonic resistance of the membrane.

The voltage drop is linearly dependent on the current density and can be determined using Ohm's law:

𝜂 𝑜ℎ𝑚 = 𝑅 × 𝑖 Eq. 1.5
where 𝑖 is the current density and 𝑅 the total ohmic resistance of the components. However, it must be kept in mind that the total resistance of the cell can be strongly dependent on the operating conditions. In all cases, resistive losses can be minimized by reducing the thickness of the membrane or by improving its transport properties (ionic conductivity).

In the region of high current densities, the fuel cell voltage rapidly decreases since the transfer rate of reactant gases increases more slowly than the reaction rate. The reactant gases are progressively consumed when diffusing through the electrode and a concentration gradient is thus observed from one electrode to the other. This transport process depends on several parameters such as pressure, temperature, reactant concentration, electrode porosity, etc. The transport losses are mainly due to convective or diffusive phenomena and conduct to the decrease of the fuel cell voltage and reaction rate. The voltage variation induced by the concentration gradient is called concentration polarization ηconc and can be established from the Nernst equation to describe the voltage loss, and by the Butler-Volmer equation to describe the reaction rate reduction. In both cases, the general equation can be expressed as follows:

𝜂 𝑐𝑜𝑛𝑐 = 𝑅𝑇 2𝐹 ln (1 - 𝑖 𝑖 𝑙 )
Eq. 1.6

with 𝑖 𝑙 the limiting current density. Furthermore, the oxygen contribution is predominant for voltage losses induced by concentration gradient since it diffuses more slowly than hydrogen.

The concentration polarization can be minimized by optimizing the reactants distribution at the surface of the electrodes or the properties of the electrode (porosity, structure) in addition to the optimization of the operating conditions (P, T).

Consequently, the actual voltage of the fuel cell is calculated by subtracting the contribution of each polarization phenomenon to the theoretical value given by the Nernst equation (Eq.

1.4):

𝐸 = 𝐸 0 -(𝜂 𝑎𝑐𝑡 -𝜂 𝑜ℎ𝑚 -𝜂 𝑐𝑜𝑛𝑐 )
Eq. 1.7

In practice, the theoretical open-circuit voltage is not reachable, due to parasitic reactions as well as the low gas permeability of the membrane, and the actual open-circuit voltage of a PEMFC is approximately 1.0 V. For instance, the oxidation of platinum (Pt) particles, contained in the electrodes, occurs at a voltage above 0.75 V and significantly limits the open-circuit voltage.

1.2.Fuel cell components

The power generated by the PEMFC covers the range from ~1 watt to several megawatts, depending on the active surface and the number of elementary cells that can be stacked together.

The actual elementary cell voltage being in the range from 0.6 V to 0.95 V, the elementary cells are connected in series to obtain the desired voltage. Each of them consists in two bipolar plates between which are comprised two gas diffusion layers (GDL) coated on the electrode side with a microporous layer (MPL), the electrodes and the membrane. The so-called membraneelectrode assembly (MEA) stands in general for the membrane and the two electrodes, as well as the two GDL with MPL. Each component has a specific role to play in the mechanical stability of the stack, the gas distribution or the electrical (ionic and/or electronic) conduction.

Bipolar plates (BPP)

The bipolar plates (BPP) have to fulfill various functions to ensure the optimum operation of the fuel cell. They are engraved with channels (around 0.5 to 1 mm in width and height) to provide the homogeneous distribution of the reactant gases on the whole active surface of the electrodes and to facilitate the management of water and heat produced during the reaction as well as the evacuation of excess gases. Moreover, BPP ensure the separation of individual cells and a good mechanical strength in the stack [2].

Over the past decades, many different materials have been investigated for manufacturing the bipolar plates. They can be divided into three groups: graphite, metallic and composite bipolar plates [2][3][4]. Graphite BPP present good chemical resistance and electrical conductivity but a poor mechanical strength and a high cost while metallic BPP have a great mechanical strength and good thermal and electrical conductivities, but poor chemical stability. However, fuel cell systems require great mechanical strength but also good chemical stability since corrosion issues can be generated by the acidic environment (pH = 2-3) and the temperature (80 °C) of the fuel cell [5]. Carbon-polymer composite BPP were developed to that purpose.

However, their mechanical strength can be limited and they suffer from a low electrical conductivity [2].

Bipolar plates are also characterized by different flow-field configurations, elaborated for the optimization of the fuel cell operation [4,6]. Among these configurations, the most commonly used are parallel, interdigitated, and serpentine flow-field designs (Figure 1.3). More particularly, serpentine flow-field design have long been considered as giving the best performances [7,8]. 

Gas diffusion layers (GDL)

Gas diffusion layers (GDL) are composed of a porous carbon mesh, with a thickness of 100

to 300 µm at the top of which is deposited a hydrophobic agent (typically based on polytetrafluoroethylene or PTFE)) in order to facilitate water management and thus avoid electrode flooding during operation [10]. They have multiple functions and properties [11,12]:

• Gas permeability, to supply reactant gases from the flow-field channels of bipolar plates to the electrodes,

• Water permeability, to evacuate the water produced during the reaction at the electrodes to the flow-field channels,

• Electrical and thermal conductivity, to evacuate electrons and heat to the flow-field channels,

• Mechanical strength, to provide mechanical support to the MEA.

Two kinds of porous supports based on carbon fibers have been used to manufacture GDL: carbon papers or carbon cloths (Figure 1.4) [13]. The porosity of such materials is high (around 80 %) and the pore size can vary from 10 to 30 µm within one GDL. This porous nature ensures a homogeneous distribution of reactant gases to the electrodes and facilitates water management. Furthermore, the high tortuosity of carbon paper induces important mass transport limitations under wet conditions but also permits to retain a more significant quantity of water, thus improving the membrane hydration, under dry conditions [13]. Consequently, the carbon paper is still an interesting alternative thanks to its low cost and because the deposit of the MPL at its surface is facilitated [14].

As mentioned earlier, water and reactant gases management of GDL is facilitated by the addition of a hydrophobic agent. More precisely carbon fibers are impregnated with PTFE (5 to 35 wt.%). It has been demonstrated that better performances were obtained at high and low current densities for an optimal PTFE loading of about 20 wt.% [15][16][17]. However, this optimal rate probably depends on the operating conditions. If the loading is too high, the PTFE will fill the pores of the GDLs and thus isolate the carbon fibers from each other, leading to an alteration of the GDL properties and, more particularly, to an increase of ohmic and water transport resistances [10,[16][17][18].

In addition to this hydrophobic treatment, a thin microporous layer, less than 50 µm thick, is deposited on the surface of the GDL at the electrode side in order to improve the cell performances [19][20][21]. The MPLs are composed of carbon black and PTFE with a pore size smaller than that of GDL (0.01 to 15 µm vs. 10 to 30 µm). MPLs differ from the GDLs in their more dense and granular structure (Figure 1.5) [14]. They improve water and gases management by creating a porosity gradient and enhance the electrical contact between the GDL and the electrodes [22][23][24]. In the case of MPL, an optimal PTFE loading of 20-35 wt.% enhances fuel cell performances, mainly for high current densities (> 0.5 A.cm -2 ) [14,16,25]. If the PTFE loading is too high, or if the MPL is too thick (> 90 µm [14]), the gas permeability and the electron conductivity decrease, which limits the fuel cell voltage [14,16,25].

Electrodes or catalyst layers (CL)

The electrodes or catalyst layers are thin materials (8 to 15 µm) placed between the gasdiffusion layers and the membrane where the electrochemical reactions occur: oxidation on the anode side and reduction on the cathode side. For optimal fuel cell operation, the electrodes must meet several criteria: be porous to ensure the gas distribution to the reaction sites, facilitate the evacuation of excess reactants gases as well as by-products, have good electronic and proton conductivities but also support the deposited catalyst.

They are porous composite materials with a wide diversity of composition and manufacturing process [26]. They are made from a carbon-based support with dispersed catalyst particles to which is added a ionomer solution as a binder and an ionic conductor medium, with the same chemical composition than the membrane.

Despite a large variety of electrodes, two main categories can be distinguished: PTFE-bound [27,28] and thin-film electrodes [29,30]. The PTFE-bound electrode consists in creating a suspension by mixing together a Pt/C powder and a PTFE emulsion which is deposited on the GDL. Once the electrode is dry, GDLs are impregnated with a Nafion ™ solution by brushing or spraying. The thin-film electrode is made from an ink that is based on an ionomer solution (the most commonly used is the Nafion ™ ) in which Pt/C powder is added. This manufacturing process is nowadays the most commonly used since it leads to a more uniform distribution of polymer in the electrode and thus increases the electrode active area [28][29][30][31].

The most common catalyst is platinum (Pt) thanks to its low activation energy. The electrodes are generally composed of Pt nanoparticles dispersed on a carbon support to maximize its specific surface area. In order to increase the catalyst efficiency and thus decrease the loading, various carbon-based supports [32,33] and manufacturing processes (spraying, impregnation, etc.) [34][35][36] were investigated. For instance, the elaboration of supports from carbon aerogels [36] or the impregnation of carbon nanofibers with platinum aggregates by plasma spraying were studied [37,38]. On the other hand, the carbon black powder is extensively used for commercial MEAs manufacturing and for numerous investigations since it has the benefit of being widely available and cheap as well as having a high electronic conductivity. Although it is the most commonly used support, some of its main drawbacks, such as the presence of a micro-porosity in the carbon aggregates which can lead to Pt particles or Nafion ™ capture [32,39], conduct to the research of new alternatives. Progress have been made

to develop new carbon-based supports from mesoporous carbon. They demonstrate better mass transport properties thanks to a controlled porosity and a high specific surface area but they are also more prone to the corrosion [40]. Carbon nanotubes, carbon nanofibers and graphene, which present an enhanced durability and a higher specific surface area, have also been investigated but they remain expensive alternatives for an industrial use [41]. Furthermore, noncarbonaceous materials, such as metal oxide nanostructures based on titanium, indium, silica, or tungsten as well as conducting polymers, have been widely investigated to deal with the carbon corrosion issue (see § 3.2.2) [32].

Furthermore, the electrochemical reactions occur in a specific area named "triple phase boundary" where the electronic conductor (i.e. the carbon-based support), the catalyst (i.e. the Pt particles) and the protonic conductor (i.e. the ionomer binder) are simultaneously present (Figure 1.6). The exact mechanisms occurring at the triple phase boundary are not yet fully understood and its characterization is still difficult to implement [42]. However, it is important to note that this specific area is a useful but not realistic representation of reaction mechanisms since it would entail in practice the presence of infinite gaseous flux whereas its surface is necessarily zero. In the case of PEMFC, the strong sensitivity of platinum to carbon monoxide contaminant (100 ppm at 80 °C) is a critical issue when hydrogen is obtained by steam reforming of hydrocarbons [43]. To overcome this issue, two methods have been developed. In the one hand, the CO content can be decreased below to 10 ppm after fuel reforming [44,45] thanks to a process called selective oxidation while, on the other hand, binary alloys (Pt/Co, Pt/Ru, Pt/Ni, Pt/Mn) or tertiary alloys (Pt/Ru/Mo, Pt/Ru/Co, Pt/Ru/Cr) can be used instead [46][47][48].

Nevertheless, these alloys still suffer from a lack of stability during fuel cell operation, causing the disappearance of one of the elements and the formation of hollow particles [49].

The ionomer present in the electrodes is a thermoplastic co-polymer characterized by its low concentration of ionic groups (< 15 mol.% of the repeating units). Its roles are to bind the catalyst to the membrane and to facilitate the proton transport through the electrodes (from the anode side to the membrane and from the membrane to the cathode side). The addition of an ionomer phase increases the dispersion of the catalyst and provides better mechanical strength to the electrode. The most commonly used ionomer in the PEMFC are long side chain (LSC) perfluorosulfonic acid (PFSA), commercialized under the name Nafion ™ [46]. Moreover, other ionomers based on PFSA have been developed in order to improve cell performances; for example, Solvay Solexis S.A. elaborated PFSA with short side chains named Aquivion ® [50,[START_REF] Park | Effects of short-sidechain perfluorosulfonic acid ionomers as binders on the performance of low Pt loading fuel cell cathodes[END_REF]. This kind of ionomer provides better performances than LSC-PFSA for high current densities (> 1 A.cm -2 ) in high-humidity conditions and low temperature (60-80 °C). This enhancement is even better for low current densities (< 0.5 A.cm -2 ) when the fuel cell operates at high temperature (90-110 °C) in low-humidity conditions. Alternatives to PFSA-based ionomers such as sulfonated polyetheretherketone (s-PEEK) [START_REF] Kim | A new catalyst layer based on in situ pore generation of sulfonated poly(ether ether ketone) for PEMFC[END_REF][START_REF] Lee | Sulfonated poly(ether ether ketone) as an ionomer for direct methanol fuel cell electrodes[END_REF][START_REF] Sung | The catalyst layer containing sulfonated poly(ether ether ketone) as the electrode ionomer for polymer electrolyte fuel cells[END_REF], sulfonated hydrocarbons [START_REF] Yoon | Modification of hydrocarbon structure for polymer electrolyte membrane fuel cell binder application[END_REF] and other sulfonated polymers [32] are also currently studied.

In addition to the ionomer, a hydrophobic agent based on PTFE can be added [15,46]. It has been demonstrated that the presence of PTFE improves the cell performances and the power density, regardless of the humidity level [START_REF] Ünlü | Improved gas diffusion electrodes for hybrid polymer electrolyte fuel cells[END_REF][START_REF] Song | A new hydrophobic thin film catalyst layer for PEMFC[END_REF]. Nevertheless, the presence of PTFE is not essential since good performances can be obtained with PTFE-free electrodes thanks to the presence of the MPL (see § 1.2.2).

Finally, a high ionomer loading can negatively affect the cell performances by decreasing the gas permeability, the proton (effective or apparent) conductivity and the access of reactants to the catalyst by clogging the pores of the electrode [START_REF] Passalacqua | Nafion content in the catalyst layer of polymer electrolyte fuel cells: effects on structure and performance[END_REF][START_REF] Passalacqua | Influence of the structure in low-Pt loading electrodes for polymer electrolyte fuel cells[END_REF]. Some studies were performed to determine the optimal loading and it is now established that the best cell performances are obtained for a loading of about 25 to 35 wt.% [START_REF] Xie | Influence of ionomer content on the structure and performance of PEFC membrane electrode assemblies[END_REF][START_REF] Mu | Optimization of perfluorosulfonic acid ionomer loadings in catalyst layers of proton exchange membrane fuel cells[END_REF][START_REF] Yu | Influence of the ionomer/carbon ratio for low-Pt loading catalyst layer prepared by reactive spray deposition technology[END_REF].

Membrane

Likewise the ionomer binder comprised in the electrodes, the membrane is a thermoplastic ionomer with hydrophilic ionic groups. It is present in the form of a thin film and it must fulfill several essential functions for the correct operation of the fuel cell:

• Proton conductor: high proton conductivity (~100 mS.cm -1 ) guarantees the proton migration from the anode to the cathode while limiting thermal losses.

• Electrical insulator: the membrane isolates the cathode from the anode to avoid short circuits.

• Gas impermeability: good barrier properties limit yield losses due to the diffusion of reactant gases and prevent gas crossover, a factor that leads to thermal and chemical degradations.

• Mechanical and chemical stability: the membrane must resist mechanical stress, caused by the operating conditions of the fuel cell, and chemical attacks from the formation of reactive oxygen species (ROS).

Nowadays, PFSA ionomers are the most commonly used membrane materials in PEMFC systems. They are composed of a hydrophobic PTFE backbone and perfluorinated side chains ended by hydrophilic sulfonic groups (-SO3 -H + ). The microstructure is organized in two phases:

the first is rich in polymer chains and confers to the membrane its mechanical strength and its relatively good chemical inertness to prevent chemical degradation in the oxidizing environment of the PEMFC. The second phase is rich in ionic sites, which promotes the sorption of water and the presence of continuous conduction path to enable the efficient transport of the protons though the membrane. A deeper description of the chemical nature and properties of PFSA membranes will be developed in § 2.

Ionomer membranes are usually classified by their thickness (15 to 250 µm) and their equivalent weight (𝐸𝑊). The EW corresponds to the mass of dry polymer needed to neutralize an equivalent of base. It is directly linked to the ion exchange capacity (𝐼𝐸𝐶) expressed in milliequivalents per gram of dry polymer by the following relation:

𝐸𝑊 (𝑔. 𝑒𝑞 -1 ) = 1000 𝐼𝐸𝐶 Eq. 1.8
Over the past decades, multitudinous researches have been carried out on PFSA membranes in order to improve their mechanical strength, increase their conductivity, lengthen their lifetime while reducing their cost and thus extend their large-scale commercialization. In that respect, plenty of commercial PFSA membranes have been developed in the industry for the use in PEMFC and can be henceforth distinguished into several categories [START_REF] Noto | Polymer electrolytes for a hydrogen economy[END_REF], among which:

-Non-reinforced long side chain (LSC) or short side chain (SSC) PFSA membranes [START_REF] Arcella | 15 -Proton exchange membranes for fuel cells[END_REF]65].

-Reinforced PFSA membranes with a microporous support based on PTFE [START_REF] Arcella | 15 -Proton exchange membranes for fuel cells[END_REF]65].

- are nowadays focused on the synthesis of new non-fluorinated polymers and thus the elaboration of alternative membranes. Among these, sulfonated aromatic polymers seem to be encouraging possibilities since they possess great mechanical and thermal properties as well as a high glass transition temperature. For instance, thermostable membranes have been synthesized from polystyrene (PS), polyphenylene (PPBP), polyetheretherketone (PEEK), polyimide (PI) or polybenzimidazole (PBI) [START_REF] Kraytsberg | Review of Advanced Materials for Proton Exchange Membrane Fuel Cells[END_REF].

Despite the fact that a wide variety of perfluorosulfonated membranes exist, LSC-PFSA membranes and especially Nafion ™ membranes whether reinforced or not are still, these days, the most commonly used materials in PEMFC.

Non-reinforced PFSA membranes

The synthesis of perfluorosulfonated membranes consists in the copolymerization of tetrafluoroethylene (TFE) with a perfluorovinylether, the perfluoro-(4-methyl-3,6-dioxa-7octene-1-sulfonyl fluoride) (PFSVE) [START_REF] Grot | Perfluorinated ion exchange polymers and their use in research and industry[END_REF]. The various commercially available PFSA membranes have similar chemical structures but differ from the length of their side chain: The development of Nafion ™ membranes started in the 1970s with the elaboration of Nafion ™ N117 membrane and numerous other generations have been elaborated over the past decades in order to improve their chemical and/or mechanical stability and reduce their thickness. Nafion ™ membranes are named according to a combination of their equivalent weight (EW) and their thickness: the first generation N117 membrane have an EW of 11*100 g.eq -1 and a thickness of 7 milli-inches (i.e. 177.8 µm). Thinner membranes were then developed to enhance the water permeability of the membrane and thus improve fuel cell performances: N115 (127 µm) and N112 (50.8 µm) membranes have emerged. First generation of Nafion ™ membranes (N117, N115, N112) were manufactured by a melt extrusion process.

They are slightly anisotropic because the polymer chains are oriented in the machine direction during the manufacturing process, which impacts the swelling and the mechanical properties of the membrane. In order to manufacture thin films with suitable mechanical resistance, DuPont de Nemours utilized the solution casting process. This new process permitted to produce isotropic membranes by controlling the thickness and the uniformity of the materials and gave birth to a second generation of Nafion ™ membranes: NR211 (25.4 µm) and NR212 (50.8 µm) membranes. Furthermore, the Nafion ™ NR21x membranes were also chemically stabilized to prevent membrane degradation and thus increase their lifetime: since the PFSA degradation process was believed to occur via radical attack of weak H-containing endgroups (i.e. -COOH)

of the fluorinated chains (see § 3.3.2.4), an additional step consisting in the fluorination of reactive end groups was introduced [START_REF] Imbalzano | Stable tetrafluoroethylene copolymers[END_REF][START_REF] Morgan | Extrusion finishing of perfluorinated copolymers[END_REF]. This process indeed demonstrated its ability to reduce the number of reactive end groups [START_REF] Curtin | Advanced materials for improved PEMFC performance and life[END_REF][START_REF] Merlo | Resistance to peroxide degradation of Hyflon® Ion membranes[END_REF]. Over the last decades, another improvement has been made on the membrane's mechanical stability by the introduction of a microporous support based on PTFE.

SSC-PFSA membranes were developed in the 1980s by the Dow Chemical company and presented greater properties and better fuel cell performances than Nafion ™ membranes [START_REF] Eisman | The application of Dow Chemical's perfluorinated membranes in proton-exchange membrane fuel cells[END_REF][START_REF] Ghielmi | Proton exchange membranes based on the short-side-chain perfluorinated ionomer[END_REF].

However, due to a high production cost in comparison with its competitor, Dow Chemical never extended the SSC-PFSA membranes commercialization to a large-scale. Thereafter, Solvay Solexis developed a new and cheaper synthesis process than that initially elaborated by Dow Chemical for SSC-PFSA membranes and commercialized its products under the tradename of Aquivion ® (Figure 1.7) [START_REF] Arcella | 15 -Proton exchange membranes for fuel cells[END_REF].

Reinforced PFSA membranes

Over the past decades, efforts have been made to reduce the ionic resistivity of the membrane without compromising its mechanical robustness and its protonic conductivity. In that respect, the incorporation of a microporous support inside the membrane permitted to elaborate thinner film (up to 15 µm) while maintaining good mechanical properties and chemical stability.

For instance, the manufacturer W.L. Gore & Associates developed a PFSA membrane reinforced with a microporous expanded-PTFE (e-PTFE) matrix: The Gore-SELECT ® membrane [START_REF] Liu | Membrane durability in PEM fuel cells[END_REF]. To ensure a continuous transport network in the membrane thickness, perfluorinated ionomer are both dispersed on the surface and poured into the pores of e-PTFE reinforced layer. The addition of the reinforcement provides better dimensional and mechanical stability of the membrane during fuel cell operation [START_REF] Tang | Mechanical properties of a reinforced composite polymer electrolyte membrane and its simulated performance in PEM fuel cells[END_REF][START_REF] Roelofs | Degradation mechanism study of PTFE/Nafion membrane in MEA utilizing an accelerated degradation technique[END_REF]. It is nevertheless important to notice that e-PTFE constitutes a nonconductive layer which lead to a decrease of membrane conductivity [90]. Fortunately, this conductivity loss can be compensated by the use of thinner membranes.

Another example is the Nafion ™ XL membrane manufactured by DuPont de Nemours ™ (Figure 1.8). This reinforced membrane is composed of an additional microporous layer of PTFE impregnated on both sides with PFSA ionomer. Similarly to the e-PTFE matrix of the Gore-SELECT ™ membrane, this reinforced layer provides an improved mechanical stability to the membrane and enhances its durability in comparison with their unreinforced analogue [START_REF] Yu | Structure-property relationship study of Nafion XL membrane for high-rate, long-lifespan, and all-climate vanadium flow batteries[END_REF].

On another note, Nafion ™ XL membranes also contain radical scavengers able to mitigate PFSA chemical decomposition [START_REF] Baker | Cerium Migration during PEM Fuel Cell Accelerated Stress Testing[END_REF][START_REF] Prabhakaran | Investigation of polymer electrolyte membrane chemical degradation and degradation mitigation using in situ fluorescence spectroscopy[END_REF][START_REF] Stewart | Cerium Migration through Hydrogen Fuel Cells during Accelerated Stress Testing[END_REF][START_REF] Zatoń | Migration of Ce and Mn Ions in PEMFC and Its Impact on PFSA Membrane Degradation[END_REF]. More details on radical scavenging properties will be provided in § 3.3.2.5. XL morphology [START_REF] Yu | Structure-property relationship study of Nafion XL membrane for high-rate, long-lifespan, and all-climate vanadium flow batteries[END_REF].

In 2016, Shi et al. [START_REF] Shi | Structure/property relationship of Nafion XL composite membranes[END_REF] studied the structure and properties of Nafion ™ XL membrane and more particularly the impact of reinforcement on its properties. They demonstrated that the presence of an additional reinforcement significantly reduced the in-plane swelling of the membrane, which corresponds to the reinforcement direction, while it enhances the swelling in the thickness direction. In this way, the total water uptake remains similar to that of a nonreinforced membrane. Moreover, the analysis of the transport properties showed that the ionic conductivity was still very high in spite of the addition of a non-conductive PTFE layer.

Alternatives to PFSA membranes

Since the beginning of the development of Nafion ™ membranes in the 1960s, many improvements have been made in terms of manufacturing process, as well as chemical and mechanical stability for an extended lifetime. However, they still suffer from a few disadvantages, especially their high cost and their limited operating temperature (between 0 and 90 °C) The development of alternative membranes has therefore become essential.

To this end, new ionomer membranes with a proton conductivity similar to that of Nafion ™ have been developed to overcome the problems of production cost and thermal stability. As mentioned earlier, the sulfonated aromatic polymers are cheaper and some of them possess also better mechanical and/or chemical stability which facilitates the fuel cell operation at higher temperature with a suitable proton conductivity even at low hydration levels. Moreover, Kraystberg and Ein-Eli published a complete review about these alternative membranes and their benefits in comparison with Nafion ™ membranes [START_REF] Kraytsberg | Review of Advanced Materials for Proton Exchange Membrane Fuel Cells[END_REF].

Generalities on PFSA membranes

To ensure optimal fuel cell operation, membranes have to strike a balance between several crucial properties: proton conductivity, chemical stability, and mechanical endurance. These properties are strongly related to the microstructure and the morphology of the membrane. A good knowledge of the membrane morphology and microstructure is thus necessary to understand their degradation mechanisms. Recently, Kusoglu and Weber published an outstanding review summarizing all the current knowledge on PFSA membrane structure, morphology, physico-chemical and mechanical properties, and other key topics [START_REF] Kusoglu | New Insights into Perfluorinated Sulfonic-Acid lonomers[END_REF]. The description provided here is partly inspired by this review.

2.1.Chemical structure and morphology

Many analytical methods have been used to characterize the structural properties of Nafion ™ membranes. Among them, the use of Nuclear Magnetic Resonance (NMR) spectroscopy permitted to characterize the molecular structure of Nafion ™ membranes since the beginning of their development [START_REF] Boyle | NMR investigation of molecular motion in Nafion membranes[END_REF][START_REF] Schlick | Fluorine-19 NMR spectroscopy of acid Nafion membranes and solutions[END_REF][START_REF] Chen | F-19 and C-13 NMR signal assignment and analysis in a perfluorinated ionomer (Nafion) by two-dimensional solid-state NMR[END_REF][100]. NMR spectroscopy is a powerful technique allowing to determine the structure of molecules (from simple molecules to complex macromolecules) thanks to the chemical environment of each constituting atom. In the case of Nafion ™ , the molecular formula and structure was assumed based on those of the initial monomers (PSFVE and TFE) used for synthesis.

As described in § 1.2.4, the Nafion ™ membrane microstructure is composed of two phases: a hydrophilic phase constituted by the sulfonic groups and a hydrophobic phase constituted by the PTFE backbone. The two-phase structure of Nafion ™ has been widely investigated over the past decades thanks to numerous sophisticated techniques, such as small-and wide-angle scattering with X-ray or neutrons (SAXS, WAXS and SANS), as well as transmission electronic (TEM) or atomic force microscopies (AFM). Several models have also been proposed to describe the multi-scale structure of Nafion ™ membrane. Among them, three were widely used:

the cluster-network model, the rod-like elongated polymeric aggregates model and the locallyflat interconnected domains model [START_REF] Kusoglu | New Insights into Perfluorinated Sulfonic-Acid lonomers[END_REF].

The first investigation was carried out by Gierke et al. [101,102] in the 80s with the use of SAXS and WAXS. The authors proposed the cluster-network model (Figure 1.9) which is based on the aggregation of ionic groups in the form of spherical clusters dispersed in a hydrophobic PTFE matrix. The spherical clusters might be linked to an inverted micellar structure.

According to this model, water is adsorbed and accumulated within the ionic clusters which conducts to their growth when the hydration level increases. At high hydration, the ionic clusters are interconnected by nanochannels to ensure the proton conductivity of the membrane. in which water circulates between the polymeric aggregates, water circulates inside the parallel water channels organized in the form of inverted-micelle cylinders, with a diameter comprised between 1.8 and 3.5 nm at high water content (20 vol.%). However, the authors do not contradict the ribbon-like structure but believed that the water volume fraction significantly influenced their presence. 20 % initially determined by Schmidt-Rohr and Chen). Consequently, they proposed a locallyflat morphology with a semi-lamellar organization of the PTFE backbone (Figure 1.12b). In this model, the authors suggested the formation of thin water films having a stabilizing effect on the polymer morphology and facilitating the balance of the electrostatic interactions.

2.2.Sorption and transport of water and protons

The proton conductivity of the membrane is directly related to its hydration level and is strongly dependent on external conditions such as temperature and relative humidity (RH) 

Water sorption

The water sorption capacity of the membrane is ensured by the presence of the hydrophilic sulfonic groups. These -SO3H functions are easily ionized and dissociate into protons H + and sulfonate groups -SO3 -in the presence of polar molecules such as water. Moreover, the high acidity level of the sulfonic groups, with a pKa comprised between -1 and -5. 1 [112], allows the membrane to adsorb water molecules even for very low water activity. This phenomenon explains the difficulty to totally dehydrate the membrane and thus to access its dry weight.

When the membrane is exposed to a humid gas flow, the membrane adsorbs a certain amount of water, depending on the relative humidity of the gas. Its water content is defined by the parameter 𝜆, which corresponds to the number of water molecules per mole of sulfonic groups, expressed in mol.g -1 , and is related to the water-mass uptake for a given 𝐸𝑊 by the following relation:

𝜆 = 𝑛(𝐻 2 𝑂) 𝑛(𝑆𝑂 3 -) = 𝐸𝑊 𝑀 𝑤𝑎𝑡𝑒𝑟 × ∆𝑚 𝑚 𝑝
Eq. 1.9

where 𝑀 𝑤𝑎𝑡𝑒𝑟 is the molar mass of water (18 g.mol -1 ), 𝑚 𝑝 is the dry mass of the polymer and ∆𝑚 is the mass variation between the hydrated and the dry states of the membrane.

The measurement of water sorption of a polymer is generally performed thanks to a gravimetric analysis. The method consists in monitoring the weight variations of a membrane exposed to a controlled water activity at a given temperature. The plot of the equilibrium mass, or of the parameter 𝜆, as a function of the water activity aw at constant temperature generates a sorption isotherm (Figure 1.13). The shape of the sorption isotherm is generally associated to three distinct sorption mechanisms:

• At very low water activity (𝑎 𝑤 < 0.15), the water uptake increases steeply due to the dissociation of the highly hydrophilic sulfonic groups,

• For intermediate water activity (0.15 < 𝑎 𝑤 < 0.70), the water uptake increases linearly with the water activity,

• At high activity (𝑎 𝑤 > 0.70), the water uptake rapidly increases again due to the aggregation of water molecules.

Furthermore, water sorption causes a macroscopic swelling of the membrane which can reach 15 % in thickness and 50 % in volume [113,114]. Such high swelling can be explained by the growth of water domains between the hydrophobic domains, separating the polymeric chains away from each other. Several models have been proposed to describe the sigmoidal shape and the different mechanisms of the sorption isotherm. According to the equation established by Park [116], the sorption isotherm can be divided into three contributions as graphically illustrated in Figure 1.13:

• The Langmuir contribution characterizes the formation of the first hydration shell in which sulfonic groups form strong hydrogen bonds with water molecules. This sorption mechanism occurs only at low water activity because it corresponds to a solvation process 𝑆𝑂 3 -𝐻 + + 𝐻 2 𝑂 → 𝑆𝑂 3 -+ 𝐻 3 𝑂 + [117].

• For a water activity comprised between 0.15 et 0.70, the adsorption of tightly bond water on the initial hydration shell is governed by Henry's law. The water uptake increases linearly with the water activity and the slope of the line characterizes the solubility of the water in the polymer.

• At high water activities, the weakly bond water molecules aggregate and adopted a bulk water behavior. This contribution can be described by the Flory-Huggins theory.

Although a sigmoidal shape of the sorption isotherm is always found in the literature, 𝜆 values can vary according to the experiments and the observed differences can be explained in two ways: first, the water uptake depends on several parameters such as the EW, the thickness or the temperature as well as the pretreatment [112,118,119]. On the other hand, the initial drying of the samples and thus the reference dry state differ according to the authors. As explained earlier, the complete dehydration of the polymer is quite difficult and numerous FTIR to debate. The phenomenon has been attributed for instance to the effect of pre-treatments on the polymer morphology, differences in the experimental protocols between authors or to kinetics effects. New studies are now rather focusing on the membrane interface or the thermal history experienced by the membrane.

Water diffusion

The transport of water through the membrane and its management represent key phenomena for the correct operation of the fuel cell. The membrane has to be adequately hydrated to facilitate proton migration from anode to cathode but the fuel cell should not contain an excess of liquid water which would have a detrimental effect on its performances. Indeed, the presence of water at the membrane-catalyst layer interface, as in the pores of the GDL (see § 3.1), restricts the access to the active sites and leads to a performance loss and an increase of the MEA degradation rate.

Under operation, several water transport mechanisms of different nature coexist in the membrane:

• electro-osmosis: the water molecules are dragged by the protons during their migration from the anode to the cathode.

• back-diffusion: this process corresponds to the transport of water molecules via a concentration gradient through the membrane (from cathode to anode).

• thermo-osmosis: this process occurs under the effect of a temperature gradient and causes the migration of water molecules from the hottest side to the coldest one.

• hydraulic permeation: this process corresponds to the motion of water molecules caused by a pressure gradient in the membrane.

All these mechanisms are interrelated and described by parameters linked to the water content.

The water diffusion can be assessed by several techniques such as steady-state permeation measurements, dynamic gravimetric water uptake, time-resolved FTIR or Pulsed Field Gradient NMR (PFG-NMR). These techniques can be divided into two groups according to the information of interest: PFG-NMR provides information about the water mobility at the micrometric scale by measuring the water self-diffusion coefficient (Ds) while the other techniques only provide global information about the average diffusion though the membrane at larger scale.

Water self-diffusion coefficient 𝐷 𝑠 describes the motion of water molecules under the influence of Brownian motion in the absence of a concentration gradient. If a lot of water molecules are observed over a long time, the mean square displacement < 𝑟 2 > is different from zero and is given by the Einstein-Schmoluchowski equation as:

< 𝑟 2 > = 6𝐷 𝑠 𝑡
Eq. 1.10 It can be noticed here that Ds increases rapidly with the water content at low hydration level (𝜆 < 5) but slowly at higher hydration level (𝜆 > 5). Furthermore, the maximum value obtained for the fully hydrated membrane (at 𝜆 ~ 13) approximates that of free water measured at a similar temperature (𝐷 𝑠 = 2. .3. 10 -5 𝑐𝑚 2 . 𝑠 -1 ) since only a factor of five is observed between them. This result demonstrates that the polymer matrix is relatively unobtrusive for the water diffusion and that the tortuosity of the porous environment is weak at a fully hydrated state.

Monitoring the evolution of the water self-diffusion coefficient in the membrane when it is submitted to various stresses (mechanical and/or chemical) is an efficient method to correlate structural changes and water diffusion evolution as well as to provide some understanding about the proton conductivity of Nafion ™ membranes.

Proton transport

Overall proton transport mechanisms are strongly related to the water transport and involve first the dissociation of the sulfonic groups. As mentioned in § 1.2.4, Nafion ™ membranes have a significant acid strength which facilitates the -SO3H dissociation and solvation into protons and sulfonate ions (Figure 1.15). It has been shown by Paddison and Paul [132] that this process requires the presence of at least two or three water molecules per sulfonic group. The solvation of sulfonic groups gradually conducts to the formation of hydronium ions H3O + at low hydration and then bigger complex ions (Zundel-ions H5O2 + or Eigen-ions H9O4 + , Figure 1.15) at high hydration, which enhances the mobility of protons in the water domains when the water content increases. Indeed, with the addition of supplementary water molecules, the hydrophilic domains grow and interconnect with each other, leading to the formation of a percolated network and to the increase of the proton conductivity. and its typical value for a fully hydrated Nafion ™ membrane is about 0.15 S.cm -1 at 80 °C.

Since proton conductivity involves multiple phenomena as a function of the hydration level and since some morphological orientation can result from the manufacturing process of the ionomer film, a perfect isotropy of the conductivity cannot be guaranteed. For instance, it has been shown that the conductivity in the plane of the membrane is higher than that through the plane (cell assembly direction) in composite membranes such as Nafion ™ XL since a preferential orientation can be induced at various length scales [START_REF] Shi | Structure/property relationship of Nafion XL composite membranes[END_REF]. On the other hand, several studies demonstrated that the membrane pretreatment modifies the water-uptake capacity and thus the proton conductivity: both parameters decrease in the case of predrying and increase in the case of preboiling [125,139,140].

2.3.Mechanical properties

As mentioned in § 1.2.4, the PTFE backbone governs the mechanical properties of the membrane and thus confers to the membrane its mechanical endurance . During transient fuel cell operation, the succession of swelling/shrinkage events caused by changes in water uptake and temperature creates high stresses and can lead to the membrane failure by formation of cracks or pinholes, as well as to the delamination of the membrane-electrode interface.

A lot of studies were carried out to characterize the mechanical stability of PFSA membranes by analyzing various parameters such as the dynamic mechanical response and thermal transitions, the stress-strain behavior and plastic deformation, the time-dependent behavior and the visco-elastic/plastic response as well as the fracture behavior [START_REF] Tang | Mechanical properties of a reinforced composite polymer electrolyte membrane and its simulated performance in PEM fuel cells[END_REF][141][142][143][144]. In general, the uniaxial tensile test is the most commonly used technique since the analysis of stress-strain curves can provide multiple key parameters such as the Young modulus (E), the proportional limit stress (PLS) or the yield strength (YS) and the break strain. Figure 1.17 illustrates typical stress-strain curves measured on a Nafion ™ membrane exposed to various humidity and temperature conditions. The stress-strain curve can be divided into two parts: an elastic behavior of the membrane which follows the Hook's law and a plastic behavior associated to non-recoverable changes. As seen on Figure 1.17, this behavior is strongly dependent on the temperature and humidity conditions because of the two-phase separated morphology of the polymer. At low hydration level, the mechanical response of PFSA membranes is similar to that of semi-crystalline polymeric material whereas a rubbery behavior can be observed at high hydration levels (as shown by the inset of the Figure 1.17 Furthermore, composite PFSA membranes with a PTFE-based reinforcement reveals enhanced mechanical properties [START_REF] Tang | Mechanical properties of a reinforced composite polymer electrolyte membrane and its simulated performance in PEM fuel cells[END_REF][150][151][152]. For example, Tang et al. [START_REF] Tang | Mechanical properties of a reinforced composite polymer electrolyte membrane and its simulated performance in PEM fuel cells[END_REF] demonstrated that reinforced Gore-select ™ membrane, containing an e-PTFE matrix, exhibited higher mechanical strength than the unreinforced Nafion ™ N112 membrane with a Young modulus more than two times greater at ambient conditions (25 °C, 30 % RH).

Degradation mechanisms of membrane-electrode assemblies (MEA)

Over the past decades, a lot of studies considered aging and reliability of the MEA and provided some understandings on their degradation mechanisms, with the overall objectives to improve their durability and reduce their cost [49,[153][154][155].

This section summarizes the main degradation mechanisms of MEA components, with an emphasis on the membrane in § 3.3. Although interest of this thesis work is focused on PFSA membrane, the two following sections aim at providing an overview of the gas diffusion media and catalyst layers degradation, which are components as much important as membrane in the efficient operation of PEMFC. Nevertheless, these sections are not indispensable for the understanding of subsequent chapters of the manuscript. On another note, it is important to keep in mind that the other cell components (i.e. bipolar plates and gaskets) are also likely to deteriorate during fuel cell operation, although their degradation mechanism will not be fully described in this memoire. In short, gaskets made from silicon are prone to degrade and pollute the membrane and the electrodes [156] while metallic bipolar plates can release cationic impurities into the MEA [157].

3.1.Gas diffusion media

Gas diffusion layer (GDL) and microporous layer (MPL) aim at facilitating reactant gases transport as well as to evacuate the water produced by the electrochemical reaction. Some The dissolution-redeposition process corresponds to the dissolution of Pt 0 particles into Pt n+ ions which will then migrate through the ionomer, both in the catalyst layers and the membrane, over long distances. As the Pt catalyst is unstable in acidic environment and at high voltage, the dissolution into Pt n+ ions on the cathode side can occur:

𝑃𝑡 → 𝑃𝑡 2+ + 2𝑒 - 𝐸 0 = 1.12 + 0.03 log[𝑃𝑡 2+ ]
Eq. 1.11

The dissolved Pt species will migrate and may then precipitate in the membrane by reacting with the hydrogen coming from the anode side (by hydrogen crossover):

𝑃𝑡 2+ + 𝐻 2 → 𝑃𝑡 0 + 2𝐻 + Eq. 1.12
The predominant mechanism or pathway for the dissolution-redeposition of Pt particles is still under discussion: it is difficult to determine whether fuel cell operating conditions lead to a dissolution by direct oxidation of Pt 0 or via the formation of intermediate Pt oxides [180,181]:

𝑃𝑡 0 + 𝐻 2 𝑂 → 𝑃𝑡𝑂 + 2𝐻 + + 2𝑒 - 𝐸 0 = 0.98 -0.06pH 𝑃𝑡𝑂 + 2𝐻 + → 𝑃𝑡 2+ + 𝐻 2 𝑂 𝑃𝑡𝑂 + 𝐻 2 𝑂 → 𝑃𝑡𝑂 2 + 2𝐻 + + 2𝑒 - 𝐸 0 = 1.05 -0.06pH 𝑃𝑡𝑂 2 + 4𝐻 + + 2𝑒 -→ 𝑃𝑡 2+ + 2𝐻 2 𝑂 𝐸 0 = 0.84 -0.12pH -0.03 log[𝑃𝑡 2+ ]
Eq. 1.13

Eq. 1.14

Eq. 1.15

Eq. 1.16

At high operating voltage (> 0.85 VSHE), the passivation of Pt particles has been observed

and generates the formation of PtO and/or PtO2 at the surface of particles, which in turn decreases the availability of catalytic active sites [155]. The presence of such oxides has been detected both at the anode and the cathode sides by X-ray photoelectron spectroscopy (XPS)

[168].

The electrochemical Ostwald ripening also implies the dissolution of Pt particles into the ionomer phase. Contrary to the dissolution-redeposition process detailed earlier, the migration occurs only over short distances, leading to the redeposition of Pt n+ ions in catalyst layer on preexisting particles and consequently to the formation of larger Pt particles. This mechanism is believed to be more severe for smaller Pt particles since their surface energy is greater, so that they dissolve at lower potentials.

The migration and coalescence process consists in the migration of Pt particles on carbon support surface which will collide to give rise to a larger particle. This phenomenon permits to reach a lower surface/volume ratio and thus diminishing the surface energy of Pt particles. with air, that moves towards the anode when the pure oxygen is employed due to an increase of crossover oxygen and a decrease of crossover hydrogen. On the other hand, they also reported a higher Pt deposition rate under OCV than under constant current operation. The presence of Pt species in the membrane, whether it is under the form of Pt n+ ions or Pt band, can impact its chemical degradation mechanisms. However, their influence is not yet completely understood since both an acceleration of the membrane chemical degradation and an improvement of the membrane stability have been demonstrated [194,195]. The influence of Pt band and Pt n+ ions on the membrane degradation will be discussed in § 3.3.2.2.

The

Degradation mechanisms of the carbon-based support

The degradation of the carbon-based support is another important issue which limits the catalyst layers durability [161,[196][197][198]. The carbon-based support is thermodynamically unstable in the operating conditions of the PEMFC and is particularly prone to oxidation during FC startup and shutdown, or other fuel starvation events [199,200]. The reaction of carbon with water entails the formation of CO and CO2:

𝐶 + 𝐻 2 𝑂 → 𝐶𝑂 + 2𝐻 + + 2𝑒 - 𝐸 0 = 0.207 𝑉 𝑆𝐻𝐸 𝐶 + 2𝐻 2 𝑂 → 𝐶𝑂 2 + 4𝐻 + + 4𝑒 - 𝐸 0 = 0.518 𝑉 𝑆𝐻𝐸
Eq. 1.17

Eq. 1.18

CO2 formation reaction prevails on CO formation, following a two-step process involving surface oxides and their oxidation by O-abstraction from water:

𝐶 + 2𝐻 2 𝑂 → 𝐶𝑂 𝑎𝑑 + 2𝐻 + + 2𝑒 - 𝐶𝑂 𝑎𝑑 + 𝐻 2 𝑂 → 𝐶𝑂 2 + 4𝐻 + + 4𝑒 -

Eq. 1.19

Eq. 1.20

And one can easily understand from these equations that a high relative humidity of gases as well as water accumulation within the cell will increase the carbon corrosion rate [196,201].

In addition, high temperatures also increase the kinetic of carbon corrosion.

In addition to the temperature and the humidity level, other factors greatly affect the carbonbased support degradation during the fuel cell operation such as the potential and consequently the operating conditions of the PEMFC (OCV or repeated startup and shutdown conditions, for example), the nature of the catalyst as well as the chemical state of carbon. In the list below is detailed the impact of these various factors on the carbon corrosion rate.

Potential

The kinetic of carbon oxidation being slow in regular FC operating conditions, it is generally accepted that carbon corrosion becomes significant only above 1 V. Maass et al. [196] observed an important increase of the carbon corrosion rate beyond this threshold, with a doubling of the corrosion rate between 1.0 and 1.2 V. Moreover, during startups and shutdowns, or when the cell is let in Open-Circuit, high cathode potential accelerates carbon corrosion [197], which can lead to a gradual thinning of the catalyst layers and modify their porous structure.

Nature of the catalyst

The nature of anode and cathode catalyst is also a factor that can accelerate the carbon corrosion. For instance, Roen et al. [201] demonstrated that CO2 emission rate were significantly higher with Pt/C or PtRu/C catalyst layers than with free-catalyst layers.

Chemical state of carbon

Castanheira et al. [202] observed by XPS and Raman spectroscopies the formation of oxygen species for potential lower than 1 V. Indeed, commercial MEA are based on graphitized carbon and present some amorphous areas with crystal defects which are prone to be oxidize even at low potentials. The hydrophobic properties of the carbon are thus altered causing a loss of gas transport efficiency and a mismanagement of the water. Among the mitigation strategies developed in the last few years, the used of more graphitized carbon-based support comprising less crystal defect prone to the oxidation seems promising to limit the carbon corrosion.

Although carbon corrosion is more likely to happen at high voltage, this phenomenon has also been reported for a voltage below 0. two new elements appeared at 14° and 18° which are assigned to structural modification of the ionomer binder. Indeed, these two peaks are characteristic of ionomer chain reorganization and more precisely to an increase of crystallinity. This structural change can be explained by a possible decrease of side chains as a result of chemical degradation or by the formation of shorter ionomer chains due to unzipping reaction of main chains. El Kaddouri [1] studied this further thanks to X-ray diffractometer by analyzing directly electrodes that were mechanically extracted from aged MEA, thus permitting to study separately anode and cathode sides. They also conclude that the chain organization of ionomer binder changes after fuel cell operation.

On the cathode side, they observed an increased ionomer binder crystallinity while on the anode side it tends to slightly decrease. The ionomer binder degrades differently at the anode and cathode, which could be understand by the fact that operating conditions are very different in both electrodes. In conclusion, likewise the carbon-based support and the Pt particles, the ionomer binder in the catalyst layers is also subject to degradation. Nevertheless, the ionomer binder degradation has been less studied than that of Pt particles or carbon-based support because of its low-level presence in the catalyst layers and the difficulty to dissociate the ionomer membrane degradation from that of the ionomer binder after fuel cell operation.

3.3.PFSA membranes

The degradation of PFSA membranes remains one of the main factor limiting PEM fuel cells lifetime as membranes are exposed to harsh conditions during fuel cell operation, among which aggressive chemical environment and mechanical fatigue prevail. Through the years, innumerable studies have been carried out to provide key understandings on degradation mechanisms as well as their impact on the structure and properties of PFSA membranes [START_REF] Kusoglu | New Insights into Perfluorinated Sulfonic-Acid lonomers[END_REF]154,155,214,215].

Multitude of stressors affects the membrane stability during fuel cell operation and leads to the polymer chemical decomposition, the membrane thinning, the loss of mechanical integrity as well as the formation and growth of creeps, cracks, pinholes. This parasitic 2-electron reduction reaction (Eq. 1.21) is encouraged when cell voltage is below to 0.67 V at the expense of the ORR (Eq. 1.2). Furthermore, PFSA membrane not being perfectly impermeable to gases, oxygen crossover can diffuse towards the anode side and promote the formation of H2O2 since anode cell voltage is lower than cathode one [238,243].

LaConti et al. [238] proposed another mechanism based on the gas crossover through the membrane and their combination on the platinum surface to form H2O2 according to the following three-step process:

𝐻 2 → 2𝐻 • (via Pt catalyst) 𝐻 • + 𝑂 2 (crossover) → 𝐻𝑂𝑂 • 𝐻𝑂𝑂 • + 𝐻 • → 𝐻 2 𝑂 2 (

which can diffuse into the membrane)

Eq. 1.22

Eq. 1.23

Eq. 1.24

The gas crossover and the presence of platinum catalyst are prerequisite conditions to entail H2O2 formation during fuel cell operation, which confirm that H2O2 can be observed both to the anode and the cathode sides or even within the membrane. However, H2O2 itself is not harmful for the polymer structure but its decomposition into free radicals expose the membrane Indeed, ROS can be directly generated via the chemical reaction of oxygen and hydrogen on the platinum surface according to the following equations: exposure on membrane degradation and demonstrated that the presence of ferrous ions strongly affected membrane morphology. The authors indeed observed the appearance of many microcracks and microbubbles when membranes are exposed to Fenton's reagents (Figure 1.31) while H2O2 exposure only induced small bumps appearance. Such morphological changes have never been observed in the case of fuel cell systems operating in real conditions and could raise doubts about the relevance of chemical degradation induced by Fenton's reaction. However, it should be considered that the appearance of such defects after ex-situ chemical degradation is not systematic and these morphological changes seem to be related to the operating conditions and especially the concentration of Fenton's reagents. This understanding will be investigated in the first chapter of this thesis work. To this day, it cannot be properly concluded on the dominance of one of these mechanisms since the different mechanisms probably all play a specific role in the PFSA membrane degradation during fuel cell operation.

𝐻 2 + 𝑂 2 → 2𝐻𝑂 • (via Pt catalyst) 𝐻𝑂 • + 𝐻 2 → 𝐻 2 𝑂 + 𝐻 • 𝑂 2 + 𝐻 • → 𝐻𝑂𝑂 •

3.3.2.5.Mitigation strategies

Although PFSA membranes have been chemically stabilized to extend their lifetime (see § 1.2.4), these improvements did not fully overcome polymer decomposition issues. In that respect, different strategies have been proposed to minimize the effect of chemical degradation on PFSA membranes and more particularly to prevent the formation of H2O2 and free radicals.

An efficient strategy to mitigate chemical decomposition of the membrane is the introduction of radical scavengers that can deactivate harmful free radicals before they react with polymer chains. In that respect, several inorganic compounds have been proposed: metal oxides like TiO2, ZrO2, SnO2, MnO2 or CeO2 as well as metal particles such as Ce, Mn, Pd, Pt, Ag or Au

[237]. Among them, cerium (Ce) and manganese (Mn) derivatives species (ionic forms [290,291], metal oxides [START_REF] Stewart | Cerium Migration through Hydrogen Fuel Cells during Accelerated Stress Testing[END_REF][292][293][294][295], metal nanoparticles [START_REF] Prabhakaran | Investigation of polymer electrolyte membrane chemical degradation and degradation mitigation using in situ fluorescence spectroscopy[END_REF] or immobilized onto silica support [296]) are the most commonly used in PEMFC membrane electrode assemblies. The scavenging ability of Ce 3+ and Mn 2+ ions is ensured by three main characteristics:

• their self-generative property, the two oxidation states of Ce or Mn permitting to easily decompose ROS and H2O2 thanks to their complementary roles,

• their stability, Ce 3+ and Mn 2+ reacting with HO • via one-electron redox reaction to produce water and the corresponding cation,

• their chemical kinetics, the reaction rate constant being two orders of magnitude faster with HO • than with polymer chains.

Numerous studies have demonstrated the high efficacy of Ce and Mn species to reduce fluoride emission rate and thus extend PEMFC lifetime [297]. Moreover, only small quantities are required to efficiently diminish chemical degradation and do not affect the membrane conductivity. However, it has been shown that small amounts of Ce or Mn ions are released by the membrane during fuel cell operation and can be leached in water exhaust [START_REF] Zatoń | Migration of Ce and Mn Ions in PEMFC and Its Impact on PFSA Membrane Degradation[END_REF] or can migrate into catalyst layers, thanks to their high mobility, and thus alter fuel cell performances [START_REF] Baker | Cerium Migration during PEM Fuel Cell Accelerated Stress Testing[END_REF][START_REF] Stewart | Cerium Migration through Hydrogen Fuel Cells during Accelerated Stress Testing[END_REF][START_REF] Zatoń | Migration of Ce and Mn Ions in PEMFC and Its Impact on PFSA Membrane Degradation[END_REF]298].

On the other hand, investigations have been carried out on the introduction of metal oxides It is important to note that silica is a commonly-used inorganic filler in PEMFC that improves membrane properties such as its proton conductivity, its water retention capacity and its mechanical strength. 

Objectives of the thesis work

As highlighted through this bibliographical study, the MEA and more particularly the PFSA membranes are key elements of fuel cell systems but they still suffer from severe damages during fuel cell operation. Membrane degradation, as a consequence of the synergistic interaction between chemical and mechanical stresses, remains one of the main detrimental factor limiting PEMFC lifetime. However, despite innumerable studies focusing independently on chemical or mechanical degradations these past decades, only a few have been focused on the effect of combined stresses on PFSA membranes. Consequently, there is still a need to understand this synergistic interaction between mechanical and chemical degradations and its impact on the structure and the properties of PFSA membranes. Furthermore, in spite the various mitigation strategies developed to extend their lifetime, current composite membranes are still insufficiently durable for long-time fuel cell operation.

To this end, this thesis work aims at providing, through ex-situ aging protocols, new insights on the effect of conjoint chemical and mechanical stress on the degradation of PFSA membrane, whether it is reinforced or not, as well as characterizing and understanding its impact on membrane properties and fuel cell performances. The complex aging mechanisms associating the chemical and mechanical stresses have to be therefore dealt with a multidisciplinary approach. In that respect, and thanks to a multi-techniques characterization, the analysis of the With 𝐸 0 the standard potential (V), 𝑅 the ideal gas constant equal to 8.314 J.K -1 .mol -1 , 𝑇 the temperature (K), 𝐹 the Faraday constant equal to 96 485 C.mol -1 and 𝑎 𝐹 the fluoride ion activity.

After the experiments, the remaining Fenton solutions constitute a complex solution containing residual hydrogen peroxide, ferrous and ferric ions that have not reacted, andif degradation occursdissolved hydrofluoric acid (HF) or fluoride ions as well as other degradation products coming from PFSA decomposition. In addition, fluoride ions having a great affinity for silica-based materials, all the solutions collected after the ex-situ aging tests were preferentially stored in polyethylene vessels rather than glass vessels. Prior to the analysis of the solutions via the ion-selective electrode, the residual hydrogen peroxide has to be deactivated in order to avoid detrimental material damages. For that purpose, a small piece of platinum was added to the solution which was then stored until complete H2O2 disproportionation. Moreover, it is important to note that the solutions containing a solid fraction of precipitate were filtered using syringe filters composed of a polypropylene membrane with a pore size of 0.2 µm before being analyzed.

In the case of complex solutions such as Fenton solutions, it is necessary to stabilize the ionic force of the analyzed species to obtain a linear response of the electrode in the whole range of concentration. It also requires to stabilize the pH of the solution within the measuring range of the electrode and to suppress the interferences caused by other ionic species. In our case, the only ionic specie which could interfere is the hydroxide ion and the pH range of our fluoride selective electrode extends from 4 to 10. Therefore, in order to control at the same time the ionic force, the pH and interfering ions, a Total Ionic Strength Adjustment Buffer (TISAB)

was added to the solution to analyze. The commercial TISAB II solution is a buffer solution containing sodium acetate, sodium chloride, acetic acid, cyclohexanediaminetetraacetic acid (CDTA) able to stabilize the pH between 5 and 6, to enhance the ionic force of the fluoride ions and to complex cations such as Fe 3+ to avoid interferences. In our case, 25 mL of TISAB II were systematically added to 25 mL of the Fenton solutions to sufficiently stabilize the solution without diluting it too much.

The electrode has to be calibrated prior to each measurement campaign. Before calibration, the selective electrode was conditioned through immersion in a 1000 ppm ISE fluoride standard solution for at least one hour and was then thoroughly rinsed with distilled water. For the electrode calibration, several solutions of known concentration were prepared by successive dilutions of the 1000 ppm ISE standard solution to cover a broad range of fluoride concentrations (from 0.057 ppm to 19 ppm). A TISAB II solution was added to each calibration solutions with a volume ratio of 1:1 to replicate the same conditions as those used for the analyzed solution. It is important to note here that even though the dilution was carried out using glass container, the resulting solutions were rapidly transferred into polyethylene vessels to avoid an eventual migration of fluoride ions in the glassware. We considered that the preparation duration was short enough to ensure perfectly reliable fluoride concentrations. The calibration curve was established beginning with the most diluted solutions to avoid saturation of the electrode and its slope had to be close to -0.057 V/10 ppm with a tolerance of 5 %.

According to the supplier, the detection limit of the fluoride ion-selective electrode is about 0.01 ppm. However, in the case of membrane electrode, the electrode response deviates from the calibration curve when the concentration of the calibration solutions is very low and two areas can be distinguished: a linear area corresponding to a Nernstian response and a non-linear area corresponding to the non-Nernstian response for very low concentrations (typically below to 0.1 ppm), as can be seen in Figure 2.1. In the non-linear area, the response time of the electrode ranged between thirty minutes and one hour before the potential value could be considered stable. The fluoride concentration was determined using the standard addition method, which allows to consider complex matrices and more particularly the presence of possible other ions interfering with the electrode. To perform the measurement, we first determined the initial potential Ei of the solution and then the final potential 𝐸 𝑓 of the solution after the addition of a calibration solution (5 mL) with the closest upper potential to 𝐸 𝑖 . For each solution, 𝐸 𝑖 and 𝐸 𝑓 were measured allowing sufficient equilibration time for complete stabilization of the potential.

Thanks to equation 2.1, the initial potential 𝐸 𝑖 measured before the addition of the calibration solution is given by:

𝐸 𝑖 = 𝐸 0 -2,3 𝑅𝑇 𝐹 log 10 𝑎 𝐹 = 𝐸 0 -𝑠 × log 10 [𝐹 -] = 𝐸 0 -𝑠 × log 10 ( 𝐶 𝑥 𝑡𝑜𝑡 × 𝑉 𝑥 𝑉 𝑥 + 𝑉 𝑡1 ) Eq. 2.2
Where 𝐶 𝑥 𝑡𝑜𝑡 is the fluoride concentration in the probed solution (mol.L -1 ), 𝑉 𝑥 its volume, In the same manner, the final potential 𝐸 𝑓 measured after the addition of the calibration solution is given by: 𝐸 𝑓 = 𝐸 0 -𝑠 × log 10 [𝐹 -] = 𝐸 0 -𝑠 × log 10 ( 𝐶 𝑥 𝑡𝑜𝑡 × 𝑉 𝑥 + 𝐶 𝑒 × 𝑉 𝑒 𝑉 𝑥 + 𝑉 𝑡1 + 𝑉 𝑒 )

𝑉

Eq. 2.3

Where 𝐶 𝑒 is the fluoride concentration in the added calibration solution (mol.L -1 ) and 𝑉 𝑒 its volume.

Therefore, the fluoride concentration in the probed solution 𝐶 𝑥 𝑡𝑜𝑡 was obtained by combining equations 2.2 and 2.3:

𝐶 𝑥 𝑡𝑜𝑡 = 𝐶 𝑒 ( 𝑉 𝑥 𝑣 𝑒 ) (× 10 -(𝐸 𝑓 -𝐸 𝑖 ) 𝑠 × (𝑉 𝑥 + 𝑉 𝑡1 + 𝑉 𝑒 ) (𝑉 𝑥 + 𝑉 𝑡1 ) -1) 
= 𝐶 𝑒 × 𝑄

Eq. 2.4

To systematize the measurement and avoid calculation errors, the parameter 𝑄, which takes into account all the fixed solution volumes involved in the system and therefore only depends on the potential difference 𝐸 𝑓 -𝐸 𝑖 and the slope of the calibration curve, is introduced in equation 2.4. Furthermore, it is important to note that 𝑄 considers the fluorine concentration in the whole probed solution volume, i.e. the dilution of the solution to analyze generated by adding TISAB II solution is not taken into account.

Thus, the concentration of fluoride ions in the solution to analyze 𝐶 𝑥 𝑖𝑛𝑖 is expressed as a function of the concentration 𝐶 𝑒 of the added calibration solution, the dilution factor 𝑓 (equal to 2 in this study) and 𝑄, as followed:

𝐶 𝑥 𝑡𝑜𝑡 = 𝐶 𝑥 𝑖𝑛𝑖 × 𝑓 = 𝐶 𝑒 × 𝑄 × 𝑓 Eq. 2.5
As mentioned earlier, parameter 𝑄 only allows to calculate the concentration in the whole volume of probed solution (50 mL) and does not consider the addition of TISAB II into the solution to be analyzed (25 mL). In that respect, it was necessary to introduce the dilution factor 𝑓 in the final equation to determine the concentration of fluoride ions present in solution of interest.

The error on fluoride ion concentration was estimated to be on the order of 5 %, the main source of error being the preparation and dilution of calibration solutions. The total amount of fluoride released during the degradation experiments was determined from the measured fluoride concentration and the volume of solution collected after the degradation experiments.

1.2.ATR-FTIR spectroscopy

Fourier-Transform InfraRed spectroscopy (FTIR) is a commonly used technique to characterize the chemical structure of organic materials. The FTIR spectroscopy is a vibrational spectroscopy based on the absorption of an infrared radiation. In each molecule, the chemical bonds vibrate with a specific frequency depending on the nature of the atoms involved in the bond and chemical environment of the bonding. These vibrations can be of different kind: asymmetric/symmetric stretching, bending, rocking, twisting, or wagging. The frequency at which the chemical bonds vibrate as well as the shape of vibration bands of a spectrum are characteristic of the functional groups. Therefore, each compound will have its own IR absorption spectral signature.

In the context of this work, FTIR spectroscopy was used to characterize the evolution of the ionomer chemical structure as a function of the chemical degradation induced to the Nafion ™ membranes. As both reinforced and non-reinforced Nafion ™ membranes were studied, all measurements were performed with an attenuated total reflectance (ATR) accessory in order to analyze exclusively the membrane surface and thus exclude the microporous polytetrafluoroethylene (PTFE) layer of reinforced XL membranes. Infrared spectra were obtained using a FTIR spectrometer (Vertex 80v, Bruker) equipped with a DTGS detector, a

KBr beam splitter and a single reflection diamond ATR accessory. The spectra were recorded at room temperature with accumulation of 16 scans and a wavenumber resolution of 1 cm -1 from 400 to 6000 cm -1 in absorption mode.

Commercial Nafion ™ membranes were systematically dried at 60 °C for 24 h prior to any degradation protocol. Numerous works have highlighted that IR spectra of a Nafion ™ membrane are greatly influenced by its water content [3][4][5][6][7][8][9][10]. Consequently, a drying protocol were elaborated to dry the membrane samples and perform analysis in the same conditions for all measurements and samples. In that respect, the membrane samples were first dried at least overnight in an oven at 60°C before being placed on ATR accessory and then exposed to a dry nitrogen flow (99.9999 % of purity) with a 1 NL/min flow rate for 10 minutes just before the measurement. More details on the establishment of the membrane drying protocol for ATR-FTIR measurements can be found in § 1 of Appendix A. The measurements were performed at various locations on the surface of the membrane samples and on both sides to check the homogeneity of the chemical structure for pristine membranes and to investigate aging heterogeneities for aged samples.

In ATR mode, the penetration depth of infrared radiation, 𝑑 𝑝 , into the sample primarily depends on three parameters according to the following equation:

𝑑 𝑝 = 𝜆 2𝜋𝑛 𝑐 √sin² 𝜃 -( 𝑛 𝑠 𝑛 𝑐 ) 2 Eq. 2.6
where 𝜆 is the laser wavelength, 𝑛 𝑐 the refractive index of ATR crystal and 𝑛 𝑠 the refractive index of the sample. In our case, ATR crystal is a diamond with a refractive index of 2.41 and an angle of incidence 𝜃 of about 45°. The refractive index of Nafion ™ membranes is 1.35 in the dry state [11]. Therefore, the penetration depth ranges from 0.17 to 2.58 µm for our wavelength range.

1.3.NMR spectroscopy

Nuclear Magnetic Resonance (NMR) spectroscopy is a characterization technique based on the nuclear magnetic moment of atomic nuclei. When exposed to an external magnetic field, the nuclear magnetic moments of the analyzed sample align with the external magnetic field (i.e. that of the NMR spectrometer). Atomic nuclei are then excited by applying a radiofrequency pulse perpendicular to the external magnetic field at a specific frequency, the Larmor frequency, in order to collect information about the chemical environment of each atomic nucleus contained in the sample. The resulting NMR spectrum presents various resonance peaks at different frequencies characteristics of the chemical environment surrounding each atomic nucleus. Consequently, the difference from the resonance frequency defines the chemical shift.

For instance, the frequency of an atomic nucleus depends on the nature and the number of neighboring atoms as well as on the chemical bond involved between the nuclei. Any change in the chemical shift, width or intensity of the resonance peaks in the spectra is representative of chemical modification in the sample. Consequently, NMR spectroscopy is a powerful technique to characterize chemical structures.

In this work, two atomic nuclei were studied: fluorine and proton. 19 F-NMR spectroscopy in solid phase allowed us to investigate the evolution of PFSA chemical structure in Nafion ™ membranes while the liquid-state 19 F-NMR spectroscopy was used to identify and quantify degradation products in the solutions collected after degradation tests. On the other hand, analyzes performed by liquid-state 1 H-NMR spectroscopy aimed at studying the diffusion of water molecules absorbed in the polymer structure of Nafion ™ membranes. This latter technique and the associated experimental protocol will be described in § 2.1.

Solid-state 19 F-NMR

In liquids, anisotropic interactions between molecules are averaged and are negligible since Brownian motions generate extremely fast molecules reorientations. In solids, however, anisotropic interactions exist and the molecular motions are not fully averaged. These anisotropic interactions can be intense and thus have to be minimized. In that respect, solidstate NMR spectra are acquired by rotating the sample around a tilted axis of 54.7° with respect to the magnetic field in order to isotropically average the interactions. This angle is called "magic angle" and the associated method is commonly called "magic angle spinning" (MAS).

In this work, solid-state 19 It is important to notice that in the case of Nafion ™ XL membrane, which contains a PTFErich reinforcement layer, the resonance peak at -118 ppm corresponds at the same time to CF2 groups of PFSA backbone and CF2 groups of PTFE layer.

Liquid-state 19 F-NMR

The analysis of the solutions collected after degradation tests by 19 F-NMR spectroscopy is based on a three-step process [13]: 1) the detection/identification of degradation products, 2)

the estimation of the orders of magnitude of the degradation products concentration, 3) accurate quantification of the degradation products concentration.

In order to decrease the acquisition time per experiment as well as to enhance the NMR signal quality, the resulting solutions in which Nafion ™ membranes have been exposed were concentrated prior to NMR analysis by evaporating the maximum amount of water thanks to a rotary evaporator (Rotavapor R-100, Büchi). Concentrated Fenton solution samples were then put into 5 mm NMR tubes and mixed with deuterium oxide (D2O) for a final D2O/H2O ratio of 20:80 to provide a lock solvent and to prevent an eventual drift of the magnetic field.

Liquid-state 19 19 F-NMR quantification protocol to measure the fluorinated molecules concentration of unknown solutions. The first step consists in estimating the order of magnitude of fluorine concentration using the signal to noise ratio, which is conventionally defined as the ratio between a resonance peak height and the noise amplitude. The second step consists in using an external reference with a concentration inthe order of magnitude determined in the first step to evaluate more precisely the fluorine concentration. This two-step method was essential for our study due to the low concentration of decomposition products in the Fenton solutions in order to avoid time-consuming measurements. Following the same quantification protocol as described by El Kaddouri et al. [13], the concentration of decomposition products in Fenton solutions was first estimated by measuring the (S/N) ratio with the "SINO function" integrated into the TopSpin 3.5 software. The use of an external reference of trifluorotoluene (TFT) solution with an appropriate concentration permitted then to determine more accurately the fluorine concentration. The TFT solution was placed in a coaxial insert inside the 5 mm NMR tube. The choice of TFT as the external reference was motivated by its liquid state at room temperature, facilitating the practicability of the experiments, and its chemical shift not overlapping that of assumed degradation products present in the solution. This two-step method was systematically carried out in the same conditions for each Fenton solution sample. The experiments were performed at room temperature with a 90° pulse width of 13.5 µs, a spectral width of 200 ppm, and between 12000 and 16384 accumulations. For accurate quantitative NMR experiments, the recycle delay should be at least five times higher than the relaxation time T1 of the target molecule. The relaxation time of Nafion ™ ionomer solutions was determined by Yuan et al. [14] to be 0.92 ± 0.05 s and that of TFT was determined by El Kaddouri et al. [13] to be 1.5 ± 0.1 s. Consequently, the recycle delay was fixed to 8 s for all quantitative NMR experiments. The existence of two water populations has been already put forward thanks to NMR experiments performed on reinforced Nafion ™ XL and Gore-800s membranes [15,16]. It has been suggested that a first water population can be attributed to water molecules strongly bonded to sulfonic groups close to the ionomer pores. The second water population, for its part, could be assigned either to a small amount of water molecules which are tightly bonded at the interface between the ionomer phase and the PTFE-rich reinforcement layer or to water molecules present in void spaces of the PTFE matrix that have not be completely filled with ionomer phase during the manufacturing process. However, these two water populations are present in both reinforced (Nafion ™ XL, Gore-800S) and non-reinforced (NR211) membranes which raises questions about the assumptions made to date [17]. More recently, Han et al.
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observed the appearance of a tripletsimilar to that shown in Figure 2.4on 1 H-NMR spectrum and proposed that it could be related to hydronium ions (H3O + ) [17]. In the case of this thesis work, the second water population was observed both for XL and NR211 membranes, whether membranes are degraded or not. Additionally, as it can be seen in Figure 2.4, the resonance peak associated to the "population 1" is very intense and well resolved while the other ("population 2") has a very low intensity and is partly overlapped with the main peak. It is important to note that these second resonance peak can be largely overlapped with the main peak in certain hydration conditions, making it difficult to follow the evolution of the small resonance peak. For this reason, only the evolution of the main peak will be considered all along this manuscript.

In addition to the acquisition of 1 H-NMR spectra, a Pulsed-Gradient Stimulated spin-Echo (PGSTE) sequence with unipolar gradients was used to measure the self-diffusion coefficients of water populations. Pulsed Field Gradient (PFG) and its derivate (PGSTE) NMR techniques are indeed common and accurate methods to directly measure the diffusion coefficients of water in Nafion ™ membranes [18]. A PGSTE sequence is composed of a magnetic field gradient pulse sequence within a stimulated spin echo sequence (Figure 2 The stimulated spin echo is based on the application of a 90° pulse to flip the magnetic moments in the transverse plane and a 90° pulse to flip the magnetic moments in the longitudinal direction to avoid the effects of 𝑇 2 . They will then evolve during an evolution time 𝜏 before being refocused with a last 90° pulse (Figure 2.5). The gradient pulse sequence consists in applying a second spatially and temporally variable magnetic field superimposed to the static magnetic field. The gradient pulse sequence aims at voluntarily creating an inhomogeneity of the magnetic field allowing the "encoding" of the nuclear magnetic moments of the water molecules and consequently of their position in space. If the molecules diffuse during the diffusion delay 𝛥, refocusing of the spins does not fully take place and the consequence is an attenuation of the signal intensity as a function of the gradient strength 𝑔. This attenuation of the signal intensity thus gives us access to the diffusion coefficient. However, if the molecules have a coherent movement or have no motion, the signal intensity is only decreased due to the transversal relaxation phenomenon.

In this study, the measurements were performed with the following parameters: a gradient pulse duration 𝛿 = 0.66 -1.50 ms, a diffusion delay 𝛥 = 6.78 -10.0 ms and a gradient strength 𝑔 = 40 -1 000 G/cm. The water self-diffusion coefficient 𝐷 𝑠 was then calculated by fitting the observed signal attenuation against the magnitude of the applied gradient strength g with the Stejskal -Tanner equation [19]:

𝐼 = 𝐼 0 * exp [-(𝛾 𝐻 𝑔𝛿) 2 (𝛥 - 𝛿 3 ) 𝐷 𝑠 ]
Eq. 2.7

with 𝐼 the signal intensity of the sample in the presence of gradient pulse, 𝐼 0 the signal intensity of the sample in the absence of gradient pulse and 𝛾 𝐻 the gyromagnetic ratio of the proton (equals to 26752.219 rad.s -1 .T -1 ). Water self-diffusion coefficient of pristine and aged membrane samples were here measured as a function of the water uptake. A few samples were fully immersed in distilled water at room temperature for several hours while some others were directly analyzed in the dry state, depending on the measurements campaign. In the case of immersed membranes, once out of the water, the hydrated samples were quickly pressed between two layers of absorbent paper to remove residual water droplets from the surface before being rolled and packed into 5 mm airtight NMR tubes. On the other hand, the dry samples were directly rolled and packed into 5 mm airtight NMR tubes. In both cases, the samples were equilibrated at least overnight before being weighed and analyzed. The sample size was approximately 1 x 5 cm² for both pristine and aged membranes. The hydration level of each sample was then adjusted by exposing the membrane samples to a water-saturated environment or to the ambient atmosphere in order to increase or decrease the membrane water content, respectively. It is important to note that no discrepancy has been observed in water self-diffusion coefficient evolution as a function of the membrane water content between the two operating modes (i.e. whether membrane samples are first hydrated and then dehydrated or the other way).

2.2.Water uptake measurements

Water sorption in Nafion ™ membranes is commonly measured using gravimetric methods.

They consist in measuring the mass change of a sample kept in an environment that is controlled in humidity at a constant temperature. More particularly, dynamic vapor sorption (DVS) analysis is a highly sensitive technique allowing to measure the water content of a membrane as a function of water vapor concentration in the climatic chamber containing the sample. The result is expressed under the form of a water sorption isotherm by plotting the membrane mass change as a function of the water activity or relative humidity.

In this work, the water sorption isotherms were measured using an IGASorp (Hidden Isochema, UK) DVS analyzer with a mass resolution of about ± 0.2 µg. The samples were first dried five hours under dry nitrogen at a temperature of 60 °C to attain nearly 0 % RH and thus set the reference dry mass. However, some residual water molecules strongly bonded to sulfonic groups still remains in the membrane even after intense drying protocols [3,4], which prevents easy access to the dry mass of membranes. Maldonado et al. [20] evaluated by NMR spectroscopy the quantity of residual water to 𝜆 = 1.5 ± 0.5, which corresponded to 2.65 wt.% of water molecules, for N115 membrane dried at moderate temperature (60°C < 𝑇 𝑑𝑟𝑦 < 100°C).

The water isotherms were then recorded at 30 ± 0.1 °C for a water activity varying between 0.05 and 0.95, with an increment of 0.05. The relative humidity was obtained by mixing appropriate quantity of wet and dry gas streams automatically determined by an electronic gas flow controller. It is worth noting that water activities higher than 0.95 are not reachable due to possible water condensation inside the climatic chamber. At each water activity, the equilibrium threshold was fixed to 99 % and the equilibration time ranged between 3 and 10 hours.

Furthermore, five measurements of pristine XL membrane samples were first performed in order to check the reproducibility of the pretreatment process as well as the repeatability of the measurement. The water sorption isotherms which will be presented all along this manuscript are nevertheless not corrected by the residual water quantity previously determined by Maldonado et al. [20] since all measurements were carried out with the same experimental protocol.

The sigmoidal shape of the sorption isotherm (Figure 2.7) is a result of the specific twophase separated morphology of the membrane in which hydrophilic sulfonic sites, hydrophobic phase and water molecules coexist. Water sorption isotherm of a Nafion ™ membrane can be decomposed into three components, each describing a specific mechanism of water molecules adsorption into PFSA polymer matrix. More details on the water sorption isotherm decomposition will be provided in § 5.1 of chapter IV. Additionally, the maximal water sorption capacity of membrane samples was also evaluated.

In this purpose, membrane samples were immersed in liquid water at room temperature for 24 hours and the total amount of water absorbed by the membranes was determined by weighing after the wet samples were quickly surface-dried using absorbent paper.

Chapter III Accelerated chemical degradation of PFSA membranes: Fenton's reaction protocol from the formation of hydrogen peroxide, permitted by the crossover of reactant gases, which decomposes to form highly reactive oxygen species (ROS): the hydroxyl (HO • ), hydroperoxyl (HOO • ) and hydrogen (H • ) radicals [1][2][3]. These oxygen species attack the most vulnerable bonds of the PFSA structure, located both in the fluorocarbon backbone (carboxylic acid end groups and tertiary CF bond) [4][5][6] and the perfluorinated side chains (C-S bond, tertiary CF bond and ether linkages) [3,[5][6][7][8][9], leading to a loss of membrane integrity and consequently to its thinning [10,11].

In order to study the chemical degradation and its impact on structure and properties of PFSA The effectiveness of the Fenton's reaction to reproduce the degradation occurring during fuel cell operation have been proven using 19 F-NMR and mass spectroscopy as similar degradation products of Nafion ™ were detected in both in-situ (fuel cell operation) and ex-situ (Fenton's reaction) experiments (Healy et al. [11]). Although widely used in the literature as an accelerated aging protocol of PFSA membranes, the exact mechanisms involved by the Fenton's reaction are not yet fully understood [16].

Furthermore, depending on Fenton's reagents concentration and on the way the catalyst is introducedin the H2O2 solution (solution method) or preliminary fixed into the membrane (exchange method) -, the impact on the chemical structure, morphology and properties of the membrane can differ significantly. For example, Kundu et al. [17] investigated the differences between two accelerated degradation protocols of Nafion ™ membranes: a first method named solution method and a second one named exchange method. The solution method consists in immersing the membrane in a solution of hydrogen peroxide and ferrous ions while the exchange method relies on the exchange of protons contained in the membrane by ferrous ions before immersing the membrane in a hydrogen peroxide solution. The authors analyzed the remaining Fenton solutions for both methods to evaluate the chemical degradation rate via fluoride ion emissions as well as the degraded membranes to characterize chemical, morphological and mechanical changes after chemical degradation. Their comparative study particularly demonstrated that both led to a significant chemical degradation of Nafion ™ membranes: the authors observed similar (and significant) weight loss over the testing period and similar evolution of the average molecular weight regardless of the degradation method.

Although the analysis of the chemical structure did not permit them to distinguish between the two methods, they nevertheless detected considerable differences in the morphological changes of the samples. Indeed, degradation via the solution method led to the formation of many defects, both on the surface and in thickness, to the point of splitting the membrane in two. On the other hand, the membrane degraded via exchange method remained unbroken with only the formation of minor defects. Moreover, N2 crossover measurements also revealed that this difference led to distinct cell performances. For instance, a significant crossover rate was measured for membranes degraded by the solution method, due to the presence of large holes penetrating to the center of the membrane, while only a negligible crossover rate was observed in the case of the exchange method.

Both solution and exchange methods of the Fenton's reaction are widely applied in literature as accelerated ex-situ aging protocols but the protocols and/or operating conditions are not always precisely described, which can make difficult the comparison between the different studies [4,9,11,[17][18][19][20][21][22][23][24][25][26][27]. In addition, a large variety of Fenton's reagents combinations is usedhydrogen peroxide (3 -30 %) and catalyst concentrations (3 -6000 ppm)which shows different effects on PFSA membranes and makes difficult to choose the optimal concentrations to be used. Fortunately, the recent work of Frensch et al. [28] provided a better understanding of the effect of Fenton's reagent concentrations on chemical degradation of first generation Nafion ™ 115 membranes. Firstly, they highlighted the high dependence of fluoride emissions on iron and hydrogen peroxide concentrations (Figure 3.1). More precisely, they showed the existence of various trends depending on the initial concentrations of hydrogen peroxide and ferrous ions:

• The fluoride emissions were negligible when the membrane was exposed to a diluted solution containing only ferrous ions (1 ppm),

• The membrane exposure to only hydrogen peroxide solution (3 wt.%) led to significant fluoride emissions,

• The addition of a small amount of ferrous ions to hydrogen peroxide solution induced a considerable increase of fluoride emissions.

The authors thus confirmed that hydrogen peroxide acts as a necessary precursor to form free radicals and that iron ions only play the role of catalyst in the reaction. This conclusion has already been drawn by Hommura et al. [29] who demonstrated that membrane degradation can occur with a gaseous hydrogen peroxide exposure alone and thus that ferrous ions are not necessary to initiate the degradation. Additionally, Figure 3.1 shows that for a runtime of 48 hours, for example, the gradual increase of H2O2 concentration at a fixed Fe 2+ concentration induces a gradual increase of fluoride emissions with the exception of a 30 wt.% H2O2 concentration for which fluoride emissions decrease. When the Fe 2+ concentration is gradually increased from 0 to 10 ppm while H2O2 concentration is kept constant, fluoride emissions regularly increase before declining for the high Fe 2+ concentration of 20 ppm.

Following the work undertaken by Frensch et al., we performed a similar study targeting the second generation membranes Nafion ™ XL and NR211. In that respect, an ex-situ aging protocol based on the Fenton's reaction was developed and optimized in order to investigate the effects of Fenton's reagent concentrations on the degradation. This approach aims at determining the concentration of Fenton's reagents leading to the maximum fluoride emissions and thus membrane degradationwithout inducing extreme morphological changes such as delamination and/or formation of bubbles as observed by several authors [17,18,25,30,31].

Indeed, these phenomena have not been observed on membraneor at least reportedduring or after fuel cell operation.

Description of the aging and cleaning protocols

This experimental study was carried out on two commercial PFSA membranes purchased from Ion Power in the protonated form (H + ): Nafion ™ XL and Nafion ™ NR211. Both membranes are based on chemically stabilized copolymer of tetrafluoroethylene (TFE) and perfluoro(4-methyl-3,6-dioxa-7-octene-1-sulfonyl fluoride) [32], have similar ion exchange capacities (IEC) -0.92 meq.g -1 for XL and 0.98 meq.g -1 for NR211and similar nominal thickness -27.5 µm versus 25.4 µm. Nafion ™ NR211 is unreinforced while Nafion ™ XL contains an additional microporous PTFE-rich layer. Moreover, the Nafion ™ XL membrane also contains radical scavengers able to mitigate radical attacks of the polymer [33][34][35][36]. As explained in chapter I ( § 3.3.2.5), radical scavengersalso called hydrogen peroxide decomposition catalyst (HPDC) or chemical stabilizersaim at deactivating highly reactive oxygen species such as free radicals (HO • , HOO • ) before they react with the polymer chains.

Moreover, Stewart et al. analyzed commercial Nafion ™ XL membrane using X-ray fluorescence spectroscopy and estimated its cerium content at 6.92 ± 0.16 µg/cm² [35].

2.1.Sample pretreatment

Prior to each utilization, the commercial membrane samples were pretreated according to a protocol close to the one established by Xu et al. [37]. The samples were first boiled one hour in a 3 wt.% hydrogen peroxide solution and rinsed thoroughly with distilled water to eliminate any organic impurities. They were then soaked 30 minutes at room temperature in nitric acid (10 mol.L -1 ), rinsed again with distilled water and boiled one hour in deionized water. To ensure a complete substitution of the ionomer active sites, the samples were boiled one hour in sulfuric acid (1 mol.L -1 ) and one hour again in distilled water. Finally, they were dried 24 hours in an oven at 60 °C.

2.2.Aging protocol based on Fenton's reaction and operating conditions

When PFSA membranes are immersed in an aqueous solution, they are deformed and can roll up on themselves, which can lead to an inhomogeneous surface exposition to the solution.

To keep the membrane as flat as possible while soaked in the solution, a specific polycarbonate frame similar to that developed by Ghassemzadeh et al. [38] was designed. Holes were made in each corner of the samples before inserting them between both symmetrical parts of the frame. These half-frames were then held together with nylon screws. In this way, the membrane to a beaker and heated to 80 °C thanks to a silicon oil bath kept at a constant temperature during the whole duration of the experiment. Finally, the polycarbonate frame containing the membrane was immersed into the Fenton solution. A watch glass was put at the top of the beaker to limit the evaporation of water. Each experiment was performed under magnetic stirring and for an exposure time to free radicals of approximately 24 hours. It is important to notice here that the experiment #3 (Table 3.1) with high concentrations of both ferrous ions and hydrogen peroxide lasted for only 3 minutes instead of 24 hours because of difficulty in setting up the experiment. As Fenton's reaction is exothermic, the reagents mixing led to significant bubbling of the solution that became unstoppable when the temperature exceeded 40 °C. When the polycarbonate frame containing the membrane was immersed into the solution, the bubbling was such that it provoked its partially overflow.

As mentioned earlier, Frensch et al. [28] recently investigated the effect of Fenton's reagents concentration on chemical degradation of first generation Nafion ™ N115 membranes. The present study being focused on second generation Nafion ™ membranes, it was necessary to conduct a similar approach on both NR211 and XL membranes by varying Fenton's reagents concentrations as reported in the Table 3.1. Experiments #1, #2 and #3 corresponded to a high concentration of ferrous ions (44 ppm) and varying hydrogen peroxide concentrations (0.2, 3 and 20 vol.%). This high iron concentration was based on the assumption that an important amount of catalyst will allowed to generate high quantity of free radicals in order to reach high chemical degradations. In the case of experiments #4, #5 and #6, only traces of ferrous ions (1 or 4 ppm) were used and the hydrogen peroxide concentrations were varied in the same proportions than with experiments #1, #2 and #3. The experiment #5with 1 ppm Fe 2+ and 3 vol.% H2O2corresponded to the optimal conditions leading to the highest fluoride emission rate determined by Frensch et al.

[28].

2.3.Cleaning of aged samples

As seen earlier ( § 2.2), the Fenton's reaction implies the presence of metallic cations (Fe 2+

and Fe 3+ ) able to interact with the membrane. During the degradation protocols, some membrane samples, initially translucent and colorless, became opaque and orange, probably because of the adsorption of iron cations. These impurities can lead to chemical structure changes through crosslinking effect and to the alteration of water sorption and diffusion properties. Indeed, ferrous and ferric ions have a greater affinity for sulfonate ions than protons [39]. Moreover, for high ferrous ion concentrations, the appearance of brick red precipitate was observed. The formation of this precipitate may be explained by the reactions involved in the aging protocol: Fenton's reaction leads to the formation of ferric ion Fe 3+ that can precipitate as ferric hydroxide Fe(OH)3. As the pH was not monitored during the experiments, it was possible that the addition of hydrogen peroxide caused the basification of the Fenton solution and thus provoked the ferric hydroxide formation. The orange color of degraded membranes might be explained by the deposition of ferric hydroxide on the surface or even within the membrane. That is the reason why the aged membranes had to be systematically depolluted prior to any analysis.

The cleanin protocol consists in two stages: depollution and re-acidification.

• The depollution step is close to that described by MacMillan et al. [40]. It consists in soaking the aged membranes in a 0.01 mol.L -1 EDTA-Na2 solution at room temperature overnight and thoroughly rinsing them with distilled water.

• The re-acidification step is close to the protocol established by Xu et al. [41]: the aged membranes were boiled two hours in a 1 mol.L -1 nitric acid (HNO3) solution at 80 °C for complete re-acidification before being washed in distilled water at 80 °C during two hours to remove all excess of nitric acid and residual contaminants.

Finally, the aged samples were dried six hours in an oven at 60 °C. More details on the cleaning protocol and the identification of the cationic contamination in aged Nafion ™ membranes are given in § 2 of appendix A.

Effect of Fenton's reagent concentrations on the chemical degradation of PFSA membranes

The effects of Fenton's reagent concentrations on the degradation of XL and NR-211 membranes were analyzed following two steps: the degraded membranes were first examined at a macroscopic scale to detect potential changes in the morphology while the remaining Fenton solutions were analyzed thanks to a fluoride ion-selective electrode to evaluate the chemical degradation.

3.1.Macroscopic morphology evolution of aged membranes

After the experiment and after the cleaning protocol described in § 2.3, the analysis of the degraded membranes to the naked eye permitted to give a first assessment on the impact of Fenton's reagent concentrations on the PFSA membrane morphology.

The morphology of PFSA membranes can be strongly affected by Fenton's reagents concentration and more particularly by high hydrogen peroxide concentration (around 20-30 vol.%) [17,18]. For instance, Mu et al. [18] showed that a high concentration of H2O2with and without ferrous ionsentails the appearance of numerous cracks and holes. In our case, the naked eye examination of aged membranes confirms these morphological evolutions: many bubbles appear on the whole surface with both XL and NR211 membranes when the H2O2 concentrations is the highest (20 vol.%). Figure 3.3 shows pictures of pristine and aged XL and NR211 membranes for various Fenton's reagents concentration. Many publications report morphological changes at the surface and in the thickness of the membrane when exposed to Fenton solution with high H2O2 concentration [17][18][19]25,30,31,42]. More particularly, SEM images of the surface and cross-section of unreinforced Nafion ™ membranes revealed the presence of severe damages after Fenton's reagents treatment with the appearance of many bubbles, bumps and tears evolving into cracks and pinholes, up to the rupture of the membrane into two pieces or more. More recently, Shi and his coworkers performed ex-situ chemical degradation (i.e. Fenton's reaction) tests on Nafion ™ XL and NR212 membranes and observed the appearance of many bubbles at the surface and in the cross-section of chemically-degraded NR211 membrane while bubbles are formed only in the outer ionomer layers in the case of degraded XL membrane [42,43]. The Fenton's reagent concentrations were of about 22.5 % of H2O2 and 14 ppm of ferrous ions. In conclusion, Fenton's reaction involving high H2O2 concentration entails an important chemical degradation of PFSA membranes but also significant morphological changes of both reinforced and non-reinforced membranes. Nevertheless, it is important to note that to the best of our knowledge, such morphological changes have not been observed -or at least reported -in fuel cells. Indeed, the consequences of membrane degradation during fuel cell operation are described as a membrane thinning resulting from chemical attacks of the polymer, as well as pinholes/cracks formation and propagation due to the mechanical constraints exerted by the flow field plates [10,11,44,45]. Furthermore, the H2O2 concentration in a fuel cell is estimated to be between 0.1 and 1.6 mmol.L -1 , depending on the membrane thickness and on the side where it is formed (anode or cathode) [46][47][48]. The concentration used hereand in similar studiesto accelerate the degradation rate (i.e. 6.5 mol.L -1 or 20 vol.%) is therefore 3 to 4 orders of magnitude higher. And it must be kept in mind that the morphological changes observed in this case could imply different degradation mechanisms or pathways than those involved during fuel cell operation. In these regards, high H2O2 concentrations cannot be considered as the most adapted or representative.

We have seen here that significant morphology evolutions can occurred when the hydrogen peroxide concentration is high, regardless of the ferrous ion concentration. The Fenton solutions are then analyzed to estimate the PFSA decomposition by determining the fluoride emission rate and the impact of Fenton's reagent concentrations on the PFSA membrane degradation.

3.2.Fenton solutions analysis: quantification of the chemical degradation

The water produced during fuel cell operation as well as the Fenton solutions are usually analyzed to evaluate the concentration of the degradation products and the impact of chemical degradation on PFSA membranes [1,11]. Fluoride ions, coming from the production of hydrofluoric acid (HF) during the PFSA decomposition, are the best known degradation products and the most commonly monitored [17,18,[20][21][22]24]. Fluoride emission rates (FER) is believed to be a good indicator of the chemical degradation rate of the PFSA membrane and can be quickly and precisely determined using an ion-selective electrode (ISE). As a first step, NR211 and XL membranes are soaked in a 3 vol.% hydrogen peroxide solution to establish a reference of degradation rate in the absence of iron ions. A non-negligible fluoride emission rate of 11 µg/gNafion/h for both membranes is measured. In the case of Fenton's solution, as observed by Frensch et al. [28], the FER reveals a high dependence on reagents concentration as it significantly increases with the hydrogen peroxide concentration, regardless of ferrous ion concentration. Indeed, the fluoride emission rate is divided by 27 in the case of NR211 and divided by 9 in the case of XL when the ferrous ion concentration is increased from 1 ppm to 44 ppm, while keeping the H2O2 concentration constant at 0.2 vol.%.

However, increasing the ferrous ion concentration leads to a higher FER with the 20 vol.% H2O2 solution only. It is important to remind here that experiment #3 lasted only 3 minutes instead of 24 hours in all the other cases and was not performed at 80 °C due to the excessive bubbling of the solution that occurred when the membrane was immersed and which became impossible to control for a temperature exceeding 40 °C. Interestingly, NR211 membranes always seemed to be more affected than XL membranes, with a FER 2 to 8 times higher.

A high amount of ferrous ions in the solution does not increase the efficiency of the Fenton's reaction [49,50], probably because of parasitic reactions such as the oxidation of iron (II) by the hydroxyl radical (HO • ):

𝐹𝑒 2+ + 𝐻𝑂 • → 𝐹𝑒 3+ + 𝐻𝑂 - (3.4)
In addition to the consumption of hydroxyl radicals by such reactions, the low reaction rate of iron (II) regeneration limits the oxidizing power of the Fenton's reaction and consequently the membrane degradation.

The stability of Nafion ™ membranes against hydrogen peroxide and Fenton's reagents has already been discussed in the literature by Kinumoto et al. [27]. Their work demonstrated that the presence of ferrous ion as counter ions enhanced significantly the decomposition rate of Nafion ™ membranes in comparison with protonated ones. These results support the assumption already presented in the literature that H2O2 acts as a necessary precursor to induce chemical degradation while iron ions act as a catalyst [28,29].

Based on these results, Fenton's reaction seems to be more efficient at low iron concentration and high hydrogen peroxide concentration (20 vol.%) as performed in experiment #6. Indeed, the fluoride emissions are the highest for both membranes in these conditions. However, as seen in §3.1, the membrane morphology is strongly affected by the concentration of Fenton's reagents. In the case of experiments #6, the appearance of many bubbles for both XL and NR211 membranes correlates well with the high fluoride emissions measured. Furthermore, the fluoride emissions are also significant for experiment #5, corresponding to an iron concentration of 1 ppm and a hydrogen peroxide concentration of 3 vol.%, but degraded membranes presented no morphological evolution to the naked eye. Consequently, reproducibility tests have been performed in these "optimal" conditions, experiment #5 (Table 3.1) being repeated three times, to confirm the initial observation.

Conclusions

The results highlight a high dependence of the membrane degradation on the Fenton's reagents concentration, both from a chemical and a morphological points of view. Analysis of the degraded PFSA membranes to the naked eye permitted to rapidly evaluate the impact of Fenton's reagents concentration on the morphology. It is observed that a high hydrogen peroxide concentration generates severe macroscopic morphology evolutions, regardless of the iron concentration, for both XL and NR211 membranes with the appearance of numerous bubbles. No significant morphology evolution was observed for lower H2O2 concentration (0.2 and 3 vol.%).

Fluoride emission rate measurements thanks to an ion-selective electrode permitted to estimate more accurately the impact of Fenton's reagents concentration on PFSA membranes.

First, the results confirm that the use of a small amount of Fe 2+ is required to catalyze efficiently the decomposition reaction of H2O2 into free radicals and to ensure a significant membrane degradation. A high concentration of Fe 2+ , as shown in this work and as observed in the literature, does not induce higher degradation. On the other hand, H2O2 concentrations must also be kept rather low (i.e. 3 vol.% in our case) so that the condition can be considered as representative of those occurring during fuel cell operation. Indeed, the H2O2 concentration in a fuel cell is most probably several orders of magnitude lower than that used for Fenton's reaction. In that respect, it seems necessary to keep the H2O2 concentration sufficiently high to accelerate degradation mechanisms but not too high to avoid severe morphological changes of membranes that are not assumed to occur during fuel cell operation.

Consequently, the efficient chemical degradation of PFSA membranes without inducing significant morphological changes is obtained with Fenton's reagents concentrations of 1 ppm Fe 2+ and 3 vol.% H2O2. Therefore, these conditions are the most appropriate and will be used for the following additional studies presented in this manuscript.

Introduction

The 

Establishment of the time-resolved monitoring of ex-situ chemical degradation

Membrane samples were pretreated according to the protocol detailed in § 2.1 of chapter III before being chemically-degraded by exposure to the optimal Fenton's reagents concentration previously determined, i.e. 1 ppm of ferrous ions and 3 vol.% of hydrogen peroxide. In that respect, identical setup than that described in § 2.2 of chapter III has been employed: membrane samples were fixed in the polycarbonate frame and fully immersed in the Fenton solution at 80°C and under magnetic stirring for several hours. The experiment lasted a total of 96 hours and the Fenton solution was renewed with fresh reagents at times 0, 24, 36, 48, 60 and 72 hours.

Before each renewal, Fenton solutions were collected and further analyzed using the ionselective electrode in order to evaluate the concentration of fluoride released by the membranes as well as using liquid-state 19 F-NMR spectroscopy to identify and quantify other degradation products. The membrane sample was then treated according to the cleaning protocol (more details in § 2.3 of chapter III and § 2 of Appendix A) in order to eliminate any cationic contaminant due to iron ions before being analyzed by FTIR spectroscopy. In addition, membrane sample was weighed just after the drying step of cleaning protocol and before the FTIR spectroscopy analysis to assess the percent weight loss after chemical degradation. After that, membrane was put back into a fresh Fenton solution to pursue the chemical degradation except for the ending time, i.e. after 96 hours, where the membrane was cleaned before being analyzed to evaluate the impact of degradation on membrane functional properties through the measurement of water sorption capacity and water self-diffusion coefficient.

3. Chemical structure evolution after exposure to Fenton's reagents The constant intensity ratio between the side chain and the -CF2 (predominantly in the main chain) vibration bands may result from two distinct behaviors: either there is no significant chemical degradation occurring or the chemical degradation induces both side and main chains decomposition in similar proportion: in this last case, the normalized intensity ratios 𝐼 𝑥 /𝐼 𝐶𝐹 2 may not change drastically. It has been shown in the literature that chemical degradationin both in-situ and ex-situ conditionscan follow this trend, with possibly an evolution of the chemical structure of Nafion ™ membranes that remains non-detectable with FTIR or solid NMR measurements [6][7][8]. For example, Kundu et al. reported no apparent change in chemical structure by FTIR as well as no change in IEC after chemical degradation by Fenton's reaction [6]. Nevertheless, they measured significant fluoride ion emissions and weight losses as well as important morphology evolutions, with the appearance of numerous cracks and bubbles at the membrane surface, evidencing the presence of significant chemical degradation.

Furthermore, the constant intensity ratio between -SO3 -(side chain fragment) and -CF2 (mostly main chain fragment) vibration bands also suggests that the IEC does not evolve after exposure to Fenton's reagents, as confirmed by 19 F-NMR spectroscopy in the following.

3.2.Solid-state 19 F-NMR spectroscopy

Although ATR-FTIR spectroscopy only permits to analyze the ionomer surface (on a few µm depth), it is believed to be quite representative of the overall PFSA structure since the membrane thickness is in the range 25-30 µm and degradations are expected to be homogeneous. Nevertheless, to confirm observations made by ATR-FTIR and to quantify the IEC, the overall chemical structure of degraded XL and NR211 membranes has been analyzed by solid-state 19 F-NMR spectroscopy. As shown in Figure 4.2, the intensity of side chain resonance peaks does not significantly vary after 96 hours of Fenton's reagents exposure for both membranes, which supports the observations made by ATR-FTIR.

Furthermore, the integral of each resonance peakassociated to a specific fluorinated fragment of the polymer structureis proportional to the number of fluorine atoms in this fragment. This makes it possible to evaluate the IEC through a theoretical relationship between the IEC and the ratio of the signal integral at -76 ppm (𝐼 -76 𝑝𝑝𝑚 ), to those at -114 and -118 ppm (𝐼 -114 𝑎𝑛𝑑-118 𝑝𝑝𝑚 ). The IEC is related to this ratio through 𝑛, the number of moles of tetrafluoroethylene (TFE) per moles of comonomer unit, according to the following equation:

𝐼𝐸𝐶 = 1000 𝐸𝑊 = 1000 100𝑛 + 𝑀 = 1000 100 × ( 7 4 × 𝐼 -114 𝑎𝑛𝑑-118 𝑝𝑝𝑚 𝐼 -76 𝑝𝑝𝑚 -1) + 𝑀 (4.1)
where 𝑀 designates the molecular weight of vinyl ether monomer, equals to 444 g.mol -1 . These peaks were chosen because they are the most intense and best resolved, and the relationship has been validated by previous studies investigating the IEC evolution of Nafion ™ membranes by solid-state 19 F-NMR spectroscopy [11,12].

For reinforced XL membrane, the IEC determined from the 19 F-NMR spectra is impacted by the presence of the PTFE microporous layer. In that respect, this value is denoted as "global IEC" (IECg) to distinguish from the value measured in the case of unreinforced PFSA membranes. Although 19 F-NMR does not permit to assess directly the IEC of only the PFSA part of composite membranes, the evolution of IECg is sufficient to evaluate the effect of chemical degradation since the PTFE microporous layer is believed to have a good chemical stability against radical attacks.

In this work, the IEC of the NR211 and the IECg of XL membranes measured before degradation are in good agreement with the supplier datasheet and literature values [10,11].

After 96 hours of exposure, neither the IECg of the XL membrane nor the IEC of the NR211 membrane seemed to have changed significantly. This is consistent with the trend observed by ATR-FTIR spectroscopy stating that the main and side chains of Nafion ™ membranes decompose in equal proportion. Other indicators are thus needed to confirm the degradation of both membranes.

Quantification of the chemical degradation 4.1.Weight loss and fluoride emissions

Weight loss is often considered as one of the primary indicators of PFSA chemical decomposition. Figure 4.3 shows the weight loss of both membranes as a function of time. The loss is significant and seems more pronounced for NR211: after 96 hours of Fenton's reagents exposure, the weight loss is of about 2 % of the initial dry weight for XL membranes and around 10 % for NR211. The presence of a PTFE reinforcement layer in the XL membrane probably helped to mitigate the weight loss thanks to a better mechanical strength [13,14]. Indeed, NR211 appeared more fragile than XL during the visual inspections carried out before each renewal of the solutions. Finally, it must be noted that an unquantifiable fraction of the weight loss may be due to the numerous disassembly and reassembly of the polycarbonate frames containing the membranes during the post-treatment process. Nonetheless, both membranes being subjected to the same protocol, this is not the only cause of their different behavior. Analysis of Fenton solutions after degradation, as well as the water produced during fuel cell operation, is an efficient way to evaluate the membrane degradation through the detection of degradation products. Among them, fluoride ions, related to the production of hydrofluoric acid (HF) due to radical attacks of the polymer, are believed to be a reliable and ease-to-measure indicator of PFSA decomposition [6,[15][16][17][18][19][20]. Figure 4.3 shows significant and regular fluoride emission rates of about 143.7 µg/gNafion/h for NR211 and 102.4 µg/gNafion/h for XL (i.e. after 96 hours: 12.5 mg F -/gNafion for NR211 and 9.1 mg F -/gNafion for Nafion ™ XL). Such a tendency of the emissions to remain quite constant with time has already been highlighted by several authors [6,15,18]. These results clearly demonstrate the effectiveness of the degradation process by Fenton's reaction, even though no chemical structure evolution of the membranes has been put forward. Furthermore, the degraded NR211 membrane seems more impacted than the XL. It is also important to notice that the presence of other molecules in the solution cannot be excluded, as it will be seen in the next section.

4.2.Liquid-state 19 F NMR spectroscopy

To pursue the identification and monitoring of the degradation products released by the membranes over exposure time, a deeper investigation of the Fenton solutions was carried out using liquid-state 19 F-NMR spectroscopy. Figure 4.4 shows the spectra of the Fenton solutions collected between 0 and 24 hours (solution #1), between 24 and 36 hours (solution #2), between 72 and 96 hours (solution #6). They present various sharp resonance peaks corresponding to several fluorinated species. For example, three compounds can be identified in the solution #1 after 24 hours of Fenton's reagents exposure (Figure 4.4):

• The peak at -75.5 ppm is identified as the trifluoroacetic acid (TFA) molecule [21,22],

• The peak at -161 ppm can be attributed to fluoride ions, for which the chemical shift is known to depend on the concentration and/or the counter-ion [23][24][25],

• A set of resonance peaks, at -80.0 ppm, -80.4 ppm, -82.3 ppm, -82.9 ppm, -

-118.0 ppm and -126.3 ppm, has been assigned in the literature to the perfluoro(3oxapentane)-1-sulfonic-4-carboxylic diacid [16,26].

For clarity, the perfluoro(3-oxapentane)-1-sulfonic-4-carboxylic diacid will be thereafter denominated as "product A". It is important to note that some resonance peaks, denoted in In the literature, analyses of water effluents during fuel cell operation as well as Fenton solutions after ex-situ degradation permitted to clearly identify the product A [16,[26][27][28] and the trifluoroacetic acid (TFA) [28,29] as degradation products of PFSA membranes. More particularly, product A has a chemical structure deriving from that of the PFSA side-chain. This compound has also been identified as the main degradation product of PFSA membranes in both in-situ (fuel cell operation) and ex-situ (Fenton's reaction) aging experiments, demonstrating that the ex-situ degradation via the Fenton's reaction replicates at least some of the mechanisms involved in fuel cell operation [16]. Furthermore, product A is released by both XL and NR211 membranes all along the degradation process which suggests that the degradation mechanism is similar whether the membrane is reinforced or not and that the mechanism seems to remain unchanged throughout the testing period.

Similarly to fluoride ions, the emissions of product A and TFA have been monitored over time thanks to quantitative NMR measurements. The concentrations of product A and TFA were measured after each solution renewal and compared to that of fluoride ions in Figure 4.5.

Although the quantification of fluoride emissions is also possible by 19 F-NMR spectroscopy, measurements via the ion-selective electrode is more accurate since NMR measurements required the evaporation of water solvent in Fenton solutions, a step during which molecules having a boiling temperature as low as hydrofluoric acid (19.5 °C) may easily evaporate too.

Indeed, the analysis of Fenton solutions before and after the evaporation step have been carried

out and confirmed that fluoride ions concentrations determined by quantitative NMR are significantly lower than those measured via the ion-selective electrode. Although the emissions of both fluoride and product A vary during the whole testing period, degradation products are released in the same order of magnitude for both membranes. It can be also noted that degradation product emissions seem slightly higher for NR211 than XL membrane.

4.3.Correlation between weight loss and emissions of degradation products

Table 4.1 summarizes the total amounts of degradation products emitted in solution in comparison with the weight loss. In the case of the XL membrane, the sum of the emissions reveals that 11.89 mg of degradation products per gram of dry Nafion ™ have been released during the process. This accounts for about 56% of the global 20.6 mg/gNafion weight loss. In the case of NR211, a total amount of 17.11 mg of degradation products per gram of dry Nafion ™ have been detected, which only represents 15 wt.% of the total weight loss. As mentioned earlier, an unknown but significant fraction of the weight loss may be due to the multiple disassembly/reassemblies involved in the degradation protocol, more specifically in the case of the unreinforced NR211 membrane. Moreover, some degradation products were not identified (see § 4.2 and Figure 4.4) and/or may have evaporated during the degradation process, the system being not perfectly sealed.

One must note that fluoride ions, which are present as hydrofluoric acid in acidic media, as well as other small molecules like TFA (its boiling temperature being 72°C) could evaporate upon degradation process taking place at 80°C. Finally, non-fluorinated molecules such as sulfate 𝑆𝑂 4 2-or hydrogen sulfate 𝐻𝑆𝑂 4 -ions can also be released by the membranes in solution during the degradation process [16,[28][29][30][31].

5. Impact of the degradation on PFSA membranes functional properties

5.1.Water sorption capacity in aged membranes

The water sorption property of PFSA membranes is strongly related to their microstructure and ion-exchange capacity (IEC). The sigmoidal shape of the sorption isotherm is a result of the specific two-phase separated morphology of the membrane in which hydrophilic sulfonic sites, hydrophobic phase and water molecules coexist. Water sorption in Nafion ™ is generally associated to three distinct sorption mechanisms: the dissociation of the sulfonic groups at low water activity 𝑎 𝑤 , the adsorption of water molecules and the growth of hydrophilic domains for intermediate hydration levels and the aggregation of water molecules with a bulk-like behavior at high water activities. The first adsorption mechanism, described by the Langmuir adsorption model, characterizes the formation of the solvation shell where sulfonic groups form strong hydrogen bonds with water molecules. For intermediate hydration levels, the adsorbed water molecules are tightly bonded to the initial hydration shell and the mechanism is controlled by Henry's law: this step characterizes the solubility of water within the polymer phase. Finally, the weakly bonded water molecules aggregate when the water activity increases, which entails a macroscopic swelling of the membrane in accordance with its mechanical properties. This swelling conducts to the growth of the hydrophilic domains and their interconnection to form a percolated network of water. In this respect, contribution of Langmuir (𝐶 𝐿 ) and Henry's (𝐶 𝐻 ) sorption mechanisms were obtained by fitting experimental data for water activities 𝑎 𝑤 between 0 and 0.6 according to the following equation [32,33]: as their decomposition into the three mechanisms. The water content decreases slightly after degradation in both cases: for XL membrane, this evolution can be attributed to a decrease of the Langmuir component as well as a reduced Henry's slope (7.2 vs. 7.8 for the pristine XL membrane). This water-uptake is nevertheless compensated by a better aggregation of water molecules at high water activity. In the case of the NR211 membrane, similar trends are observed at low and intermediate water activities, with a decrease of the Henry's slope from 9.6 to 8.8, but no significant increase at high water activities. NR211 membranes after 96 hours of Fenton's reagents exposure in comparison with pristine membranes. Five measurements were performed on the pristine XL in order to control the repeatability of the measurements and of the pretreatment process. In the case of the degraded membranes, the initial samples were cut into two pieces and the results of the two measurements were averaged.

∆𝑚 𝑚 = 𝐶 𝐿 + 𝐶 𝐻 = 𝐴 *

5.2.Water self-diffusion after chemical degradation

The water diffusion coefficient in PFSA membranes is commonly measured thanks to Pulsed-Field Gradient (PFG) NMR experiments. Before detailing these results, it is worth noting that our previous study has shown that the 1 H-NMR spectra of both pristine and aged membranes exhibit two resonance peaks corresponding to two different water populations, i.e.

water molecules with different chemical environments [12]. Both these water populations have also been observed in the present study for both pristine and degraded membranes, whether reinforced or not. One of the two resonance peaks is very intense and well resolved while the other has a very low intensity and can be largely overlapped with the main peak in certain hydration conditions. This makes it difficult to follow the evolution of the small resonance peak.

For this reason, only the water self-diffusion coefficient of the most intense peak is considered thereafter.

Figure 4.7 shows the evolution of the diffusion coefficient as a function of the water uptake for the pristine and degraded membranes. Firstly, there is a noticeable dispersion in the case of pristine membranes, which may highlight a consequential heterogeneity in pristine state.

Furthermore, water self-diffusion coefficients of pristine XL and NR211 membranes are in agreement with those reported in the literature for first generation Nafion ™ membranes [34][35][36]. A 96 hours exposure to Fenton's reagents does not lead to significant modifications of the diffusion coefficient vs. water activity plots: in the case of degraded XL, the water self-diffusion coefficient is very close to the lower limit of values obtained for a pristine membrane. However, the water self-diffusion coefficient of degraded NR211 seems slightly lower than that of pristine state, regardless of the water uptake.

6. Discussions into the severing of the main chains [37]. In the first case, the chemical degradation can occur without impacting the structure of the polymer repeating unit and thus, does not entail the evolution of the IR or 19 F-NMR spectra, as observed in this work. Furthermore, the PFSA degradation mechanisms result from the attack of hydroxyl (HO • ) and/or hydrogen (H • ) radicals on vulnerable sites while Fenton's reaction only generates hydroxyl radicals [37]. In this regard, among the various degradation mechanisms implying the HO • radical attack, the presence of product A in our solutions can only be explained by the unzipping reaction on PFSA backbone propagating up to the junction with a side chain and thus leading to its entire loss [29,38].

Although it has been demonstrated that chemically stabilized Nafion ™ membranes present a reduced number of reactive end groups, they are nevertheless not completely free of vulnerable sites [15]. Moreover, it has been recently shown that although chemically stabilized Nafion ™ membranes had lower fluoride emission rates than conventional ones, large fluorinated molecules were still emitted in equivalent or sometimes higher proportions [26,39]: chemical stabilization decreases the ionomer vulnerability against main chain radical attacks but does not inhibit its chemical decomposition via unzipping reaction. Additionally, TFA molecules have also been identified in Fenton solution and they can have two origins:

• via the radical attack of hydroxyl radical HO • on the ether bond of PFSA side chain, thus leading to the formation of TFA and HO-CF2-CF2-SO3H molecules according to Chen and Fuller [29],

• or through the decomposition of product A into TFA and HOOC-CF2-SO3H via unzipping mechanism, as suggested by Xie and Hayden [38].

Since we did not observe significant IEC evolution, the chemical decomposition of PFSA most probably occurred with proportional losses of backbone and side chain fragments in the polymer repeating unit, meaning that PFSA backbone unzipping reaction predominated and led to the entire loss of side chain and thus the formation of product A.

The evolutions of water sorption capacity and water self-diffusion coefficient showed that neither the water-uptake behavior nor the water mobility in XL and NR211 membranes were significantly altered after 96 hours of Fenton's reagents exposure. Although the chemical degradation of XL and NR211 membranes was clearly evidenced, it remained probably quite limited compared to what can occur after several thousand hours of operation in fuel cells: this can explain the moderate impact on membranes functional properties. A direct comparison with the literature is delicate because of the various operating conditions appliedthe H2O2 concentration being comprised between 3 and 30 % and that of the Fe 2+ catalyst between 3 and 6000 ppm -; however, the fluoride emission rates we measured were small but realistic [6,15,18]. Recently, Shi et al. studied the mechanical properties of Nafion ™ XL and NR212 membranes after exposure to Fenton's reagents [40]. Their fluoride emission rates were larger than ours, with more variations between unreinforced NR212 and reinforced XL membranes.

However, the authors performed their experiments in more severe conditions than ours: their Fenton's reagents concentration was of about 22.5 % for H2O2 and 14 ppm for ferrous ions whereas we have only 3 v% of H2O2 and 1 ppm of Fe 2+ . Indeed, it has been recently demonstrated that the fluoride emission rate depends highly on Fenton's reagents concentration [41,42], with systematically lower emission for reinforced XL membranes than their unreinforced counterparts. Moreover, it has been shown that the use of high hydrogen peroxide concentration conducts to severe morphological changes which aremost probablynot representative of fuel cell operating conditions [41,42]. Therefore, in the present work, the moderate concentrations of Fenton's reagents chosen are believed to better replicate the chemical degradation occurring during fuel cell operation.

6.2.Contribution of reinforcement layer and radical scavengers against chemical degradation

The liquid-state 19 F-NMR analysis demonstrated that the chemical degradation mechanisms are similar for XL and NR211 membranes and that the emissions of degradation products are slightly lower for reinforced XL than unreinforced NR211 membrane all along the degradation process. When plotted as a function of the exposure time, the cumulative emissions of product A and fluoride ions increase quite linearly, showing rather constant emission rates (Figure 4.8). However, emissions of degradation products are expressed here in terms of Nafion ™ dry weight and the presence of a reinforcement layer in XL membrane is thus not considered. PTFE being believed to have a greater chemical resistance against radical attacks than PFSA, it could be argued that fluoride emissions only result from the degradation of the PFSA ionomer.

Moreover, PTFE containing only -CF2 groups, it cannot release product A. Consequently, the fraction of PTFE-layer must be considered in order to properly compare the emissions of degradation products of XL and NR211 membranes. Thanks to wide-angle X-ray scattering (WAXS) measurements, the PTFE fraction in pristine XL membrane has been evaluated around 21 % [43,44]. On the other hand, Shi et al. [44] stated that Nafion ™ XL membrane should contain 10 % of PTFE, 75 % to 90 % of PFSA/TFE copolymer and up to 5 % of proprietary additive compounds. Considering those two values as maximum and minimum limits, the lower and upper boundaries of the actual amount of degradation products emitted per gram of PFSA can be calculated and plotted in Figure 4.8. When expressed in mg/gPFSA, we can observe that the emission of product A is consistently lower with XL membranes, indicating a lower degradation rate than its unreinforced counterpart. The same trend can be observed with fluorine emission, although the difference between XL and NR211 membranes is slightly less pronounced. Considering the evolution of the emissions of fluorine and product A, the PFSA in reinforced XL membranes seems more chemically stable than in NR211 membrane. The better chemical durability of XL membrane could be assigned to the presence of the reinforcement layer and/or the presence of cerium-based radical scavengers into the membrane.

Better mechanical properties of composite membranes have been indeed proven [35,37,38] and could explain, at least partially, the reinforcement contribution in protecting or slowing down the PFSA degradation by ensuring a better membrane integrity and thus preventing further chemical decomposition. On the other hand, the introduction of cerium-based radical scavengers limits the radicals concentration and thus the chemical degradation, as demonstrated by D'Urso et al. in the case of reinforced Aquivion ® PFSA membranes [45]. The authors indeed showed that the introduction of SiO2 supported cerium-based radical scavengers into reinforced Aquivion ® membranes permitted to decrease by around 40 % the fluoride emission rate comparatively to a membrane free of radical scavenger. On another note, Shi et al. recently reported fluoride emission rates more than three times higher for NR212 than XL membranes and suggested that this discrepancy could be ascribed by the addition of radical scavengers [40].

To the best of our knowledge, no publication or commercial information have mentioned the presence of radical scavengers in NR211 or NR212 membranes. Consequently, the presence of radical scavengers in Nafion ™ XL membrane could also explain its better resistance against chemical attacks. 

Conclusions

The impact of ex-situ chemical degradation induced by Fenton's reaction on the structure and the water sorption and transport properties of composite Nafion ™ XL membrane was explored and compared to that of unreinforced Nafion ™ NR211 membrane. Recent investigations have been only focused on the impact of chemical degradation or the contribution of reinforcement layer to the mechanical durability of XL membrane, but none of them have studied its chemical stability. This study aimed at providing some understandings on the chemical degradation of PFSA membranes and clarifying the contribution of the reinforcement layer and radical scavengers of XL membrane on polymer decomposition rate. The results permitted to highlight the following items:

• Reinforced XL membrane is chemically degraded by the exposure to Fenton's reagents, even though it contains an additional reinforcement layer and radical scavengers comparatively to its non-reinforced analogue, the NR211 membrane. In addition to important weight loss, fluoride concentration measurements using ionselective electrode and liquid-state 19 F-NMR analysis highlighted significant emissions of fluoride ions and perfluoro(3-oxapentane)-1-sulfonic-4-carboxylic diacid (named product A in the paper for clarity), a fluorinated compound deriving from the PFSA side chains which has been already identified in the literature as one of the main PFSA degradation products. Moreover, the presence of identical degradation products for both membranes throughout the degradation process demonstrates that the degradation mechanisms are identical.

• In spite of significant chemical degradation, ATR-FTIR and solid-state 19 F-NMR analyses of degraded membranes highlighted no chemical structure evolution as well as no IEC/IECg variation, suggesting that degradation of the PFSA main and side chains takes place in equal proportions. Furthermore, the release of product A by the membranes while the IECg/IEC of XL and NR211 do not vary could imply that the polymer decomposition occurs via an unzipping reaction and leads to the loss of the side chains. Nevertheless, the water sorption and diffusion in degraded XL and NR211 membranes seem not to be significantly altered by the chemical degradation.

• Comparatively to NR211 membrane, when the emissions of degradation products are expressed in mg/gPFSA to discriminate the presence of PTFE reinforcement layer in XL membrane and thus consider solely PFSA degradation, the composite XL membrane seems more enduring against radical attacks than its non-reinforced analogue. This difference may be explained by the presence of the additional PTFE layer, which could help to maintain the membrane mechanical integrity and thus avoid further chemical decomposition, and/or by the presence of cerium-based radical scavengers into the XL membrane which can mitigate the radical attacks on the polymer chains.

Introduction

As mentioned in chapter IV, no significant evolution of water sorption and diffusion properties has been observed after ex-situ chemical degradation (i.e. Fenton's reaction) of Nafion ™ membranes. This is noticeably different from the decreased water sorption capacity and water mobility we measuredin a previous workafter long-time fuel cell operation [1].

In this latter case, however, membranes are additionally exposed to a mechanical fatigue so that it can be argued that usual Fenton aging protocols are not fully representative of such conditions. For this reason, it is necessary to also assess the impact of mechanical and chemical stresses when they occur simultaneously. Only few recent works [2][3][4][5][6][7][8] were related to the effect of the coupled mechanical and chemical degradation on PFSA membranes, and their results deserve to be discussed. Recently, Kusoglu et al. analyzed the effect of compressive stress on the chemical degradation of Nafion ™ membrane through an ex-situ approach. The authors demonstrated that polymer decomposition increases in a non-linear way with the compression level, suggesting a synergistic nature of chemical and mechanical stresses but without providing quantitative information. In addition, membranes were exposed only to a static mechanical pressure, which is not the kind of solicitation mostly encountered during fuel cell operation.

The works of Kusoglu et al. also showed by SAXS measurement that under compression, the chemical degradation led to a significant modification of PFSA microstructure with an increase of the spacing between water domains in the membrane. On another note, Yoon and Huang had previously examined the effect of mechanical tensile stress on the chemical degradation of Nafion ™ membranes thanks to a modified gas-phase Fenton test. However, these conditions differ significantly from the approach taken in this study. Finally, other authors have developed accelerated stress tests (AST) to study the impact of coupled mechanical and chemical stress on PFSA membranes but only through in-situ approaches. A more detailed description of these works can be found in § 3.3.3 of chapter I.

In this work, a device was developed to better mimic the operating conditions of the fuel cell and thus provide some understandings on the consequences of conjoint mechanical and chemical stress on Nafion ™ membranes. This device aims at exposing the membrane simultaneously to a free radical environment, through the circulation of a continuous flow of hydrogen peroxide or Fenton solutions, and a cyclic compression to reproduce the swelling/shrinkage sequences entailed by the membrane water-uptake during transient fuel cell operation. the lower part of the stress cell designed for this study. The compression area is equal to the area of the channel ribs. They were made slightly protruding so that no mechanical pressure was exerted elsewhere.

Experimental device and protocols

To induce the chemical stress, a solution (i.e. wateras a reference -, H2O2, or Fenton solutions) is circulated at a continuous flow rate of 3.02 mL.min -1 through the two half-cells, ensuring a residence time of about 10 seconds per half-cell. This value was chosen for three main reasons:

• to guarantee a sufficient pre-heating of the solution in the cell before it meets the membrane samples.

• from a practical point of view, to be able to store enough solution in the upstream and downstream containers (5 L each) so that the degradation protocols could be performed during 8 hours without human intervention.

• finally, to guarantee a fast renewal of the solution in contact with the membrane: the solution flowing successively through one and the other flow-field plates, it was thus renewed every two cycles, i.e. every 20 seconds.

The mechanical force was induced through the channel ribs by applying static or sinusoidal constraints during several hours. In the case of cyclic solicitation, the frequency of 0.1 Hz was chosen in order to be significantly higher than the characteristic diffusion time of water through the membrane, which is in the order of 1.0-1.2 seconds by considering a water self-diffusion coefficient of about 6.10 -10 m².s -1 when membranes are fully hydrated. It must be noted that such cyclic mechanical stress can probably be considered as quite severe: indeed, 0.1 Hz, during 8 to 20 hours is roughly equivalent to 8 to 20 years of daily operation assuming a fuel cell startup and shutdown per day.

The mechanical force exerted on the membrane during fuel cell operation induce a significant increase of local compressive stresses, which could reach up to 10 MPa according to the modelling work of Khattra et al. [9]. On the other hand, Kusoglu et al. [4] showed that a 5 MPa pressure was sufficient to considerably enhance the chemical decomposition of Nafion ™ membranes in the case of a static mechanical stress. Consequently, we chose to apply a pressure close to 5 or 10 MPa. In practice, the mechanical force was set to 3610 N and 7220 N, which correspond to 4.75 and 9.5 MPa for a compression area of about 19.5 x 39.5 mm². For the sake of simplicity, aging tests will be referenced at 5 MPa and 10 MPa thereafter. In addition, since only the channel ribs are in contact with the membranetheir effective area being of the order of 400 mm² -, the actual pressure applied to the polymer in the absence of gas diffusion layer is rather close to 9 MPa or 18 MPa. The compression area is only used here as a reference (see § 3.5) as it is commonly done with fuel cell active area.

An EPDM (Ethylene Propylene Diene Monomer) O-ring gasket was used to ensure perfect sealing. EPDM was chosen for its great compatibility with diluted hydrogen peroxide solution.

Cartridge heaters and thermocouples were inserted into each half-cell as close as possible to the membrane to maintain the desired temperature (80 °C). The half-cells were inserted between the clamps of an electromechanical universal testing machine (MTS load frame model 312.21).

A preliminary test was carried out to determine the minimal pressure required to compress the gasket and thus ensure an optimum sealing. This minimal pressure was assumed to correspond to the 0 MPa reference seen by the membrane. In addition, a pressure measurement film (Prescale Super Low Pressure sheet, Fujifilm) was used to check the homogeneous distribution of the pressure on the compression area.

2.2.Ex-situ coupled mechanical and chemical stress tests

Various ex-situ stress tests were carried out with this device to investigate the impact of conjoint chemical and mechanical stress on both XL and NR211 membranes. This section aims at describing the operating conditions of the aging protocols. The parameters that remained constant for all tests were the flow rate (3.02 mL.min -1 ) and the temperature (80 °C). As a first step, preliminary experiments were carried out as reference tests:

• to get a first idea of the membranes endurance under mechanical stress only (mechanical aging tests): NR211 and XL samples were compressed at 5 MPa and 0.1 Hz while the compression cell was fed with a continuous flow of distilled water for 20 hours. A similar test was also carried out with both XL and NR211 membranes in the same conditions but for 8 hours only.

• to assess the contribution of mechanical fatigue on chemical degradation: reference tests consisted in applying the 0 MPa reference pressurethe minimal pressure required to guarantee the optimum sealing of the aging cellwhile circulating a 3 vol.% H2O2 solution (control aging test #1) or a Fenton solution containing the optimal reagents concentration determined in chapter III (control aging test #2), i.e.

3 vol.% of H2O2 and 1 ppm of ferrous ions Fe 2+ .

Note that all the aging tests consisting in the circulation of Fenton solution were carried out with these concentrations (see § 3.2 of chapter III for the determination of these values). The second step consisted in applying a cyclic compressive stress of 5 MPa combined with the circulation of degrading solutions for 8 hours:

• the first experiment (short-term aging test #1) was performed with only hydrogen peroxide to simulate moderately aggressive conditions.

• another test was then performed in more aggressive conditions with a Fenton solution (short-term aging test #2).

Additionally, an aging test similar to short-term aging test #2 was performed for 20 hours in order to study the effect of exposure time on combined chemical and mechanical stresses.

This aging test will be referred to as long-term aging test #2 all along this chapter.

Complementary tests were carried out by coupling the circulation of Fenton solution and the application of a static 2.5 MPa compressive stress on the one hand (static aging test) and a 10 MPa cyclic compressive stress on the other hand (high pressure aging test). These tests were believed to provide some information on the effect of cyclic compression and of high pressure which can be locally experienced by the membrane during fuel cell operation.

Finally, aging tests were performed on membranes sandwiched between two gas diffusion layers (GDL) to get closer to the operating conditions of a PEM fuel cell. In that respect, Sigracet ® SGL 24AA GDL (22 x 44 mm²)with a thickness of 190 µmwere used since they contain no microporous layer (MPL) and no PTFE hydrophobized substrate which could interfere with fluoride emission measurements and restrain the diffusion of the solutions toward the membrane. The test consisted in applying a cyclic compressive stress of 5 MPa to the membrane + GDL assembly while a Fenton solution was circulated through the cell. Note that this value is calculated with reference to the channel ribs area, although the use of GDL will to some extent reduce the effective pressure endured by the membranes and increase the area submitted to the compressive stress.

Table 5.1 summarizes the main operating conditions used for the various coupled stress tests discussed in this chapter: • macroscopic morphological evolution, to the naked eye and with a stereo microscope (Leica EZ4 HD),

• chemical structure evolution, by ATR-FTIR spectroscopy and solid-state 19 F-NMR,

• water transport and sorption properties thanks to Dynamic Vapor Sorption (DVS)

analyzer and liquid-state 1 H-NMR spectroscopy,

• fuel cell performances were measured according to the protocol described in the next section.

It is also important to note that when characterizing the chemical structure and the functional properties of Nafion ™ , only the compression area (Figure 5.1b) was scrutinized, i.e. the parts located below the channel ribs where the membranes were exposed to mechanical fatigue and aggressive solutions.

Furthermore, the solutions that circulated through the cell were collected and stored before being analyzed to determine the fluorine ion concentrations. As in previous chapters, they will be expressed as fluoride emission rates in mg of fluoride ions released per gram of dry membrane per hour (mg/gNafion/h) all along this chapter. Furthermore, some of the solutions were also analyzed by liquid-state 19 F-NMR spectroscopy in order to compare the degradations with those occurring during purely ex-situ chemical stress tests (see chapter IV).

2.3.Electrochemical tests in single cell

The membrane samples submitted to ex-situ aging tests were used to make Membrane Electrodes Assemblies (MEA) to assess their functional properties in fuel cell conditions. In this chapter, we will discuss the evolutions of the polarization curves, high-frequency resistances and permeation currents vs. MEA made with pristine membrane. All MEA were made according to the following protocol:

• the membranes were inserted between two 235 µm Gas Diffusion Electrodes (GDE) from Hyplat made from Sigracet ® SGL 29BC gas diffusion layers with a micro-porous layer. The GDE dimensions were 19 x 38 mm² and their Pt loading was 0.3 mg.cm -² on a Vulcan carbon. The two GDE were carefully aligned on both sides of the membrane thanks to a set of aluminum plates containing a 100 µm PTFE frame to the GDE dimensions.

• the membrane and GDE were then slightly pressed with a very low force (~50 N) while being heated during 8 minutes to a temperature of 135 °C.

• after the heating stage, the membrane and GDE were hot pressed 3 minutes and 30 seconds at a pressure of 4.1 MPa (3000 N). The temperature of the plates was kept to 135 °C.

The MEA were tested in a single cell made of identical gold-coated brass plates on both the anode and cathode sides, with a single serpentine channel (19 passes) of 0.7 mm depth and 1 mm width. The width of the channel rib was 1 mm. The anode and cathode flow field plates were thus identical to those used with the compression device. They were assembled using four M6 bolts tightened to 5 Nm. These plates were then inserted between two metallic plates maintained at 70 °C thanks to a water circulation loop.

Before the performance test, the MEA were first subjected to a conditioning and break-in stage consisting in:

• a 40 minute-temperature rise from 40 °C to 70 °C (each of the 10 °C steps being held 10 minutes) at Open Circuit Voltage (OCV), the anode and the cathode being both fed with 10 slph of nitrogen. Hydrogen is then introduced in the anode compartment (10 slph, 10minutes) followed by air at the cathode (10 slph of air, 10 minutes).

• two hours of constant voltage operation according to the following sequence: 0.6 V (45 seconds), open circuit (30 seconds) and 0.3 V (60 seconds).

• one-hour operation at a constant current density of 0.5 A/cm².

The gas supply during the constant voltage and constant current operation stages was identical to that of the performance test, i.e. pure hydrogen and air, both at 60 % RH and atmospheric pressure, with stoichiometries equal to 1.5 and 4 at the anode and cathode, respectively.

The performance test consisted in repeating five times the following sequence:

• measurement of the impedance spectra at 0.5 A/cm², with a frequency ranging between 0.02 Hz and 10 kHz. We usually choose 0.5 A/cm² to perform characterization test after accelerated stress test protocols because aged materials may not be able to operate properly at higher current density. In most of cases, 0.5 A/cm² is sufficient to monitor the evolution of the fuel cell main impedance parameters [10][11][12].

• measurement of the polarization curve. The fuel cell voltage was measured once by increasing the current density, then by decreasing the current density. The average voltage values were retained.

• then the cathode compartment was flushed with nitrogen and the hydrogen permeation current (at 0.5 V) was measured. The cathode ElectroChemical Surface Area (ECSA)

was also assessed by cycling the potential between 0.1 and 0.7 V at a sweep rate of 50 mV/s.

• finally, the FC was operated two hours at a constant current density of 0.5 A/cm².

This sequence was repeated five times to detect any possible malfunction and only the fifth measurement was considered for the presented polarization curves. Regarding the repeatability of the results, 14 and 4 identical tests were initially carried out with pristine XL and NR211 membrane samples, respectively, to ensure the reliability of the MEA making process. The reference polarization curve of pristine XL membrane is presented in Figure 5.11 while the characterization parameters of its cell performanceshydrogen permeation current, high frequency resistance and Open Circuit Voltage (OCV)are presented in the Table 5.3. In the case of aged membranes, tests were always repeated a second time after swapping the air and hydrogen flows, each electrode being used as an anode and a cathode and the results were averaged (the dispersion was always negligible). This test is made in order to calibrate the duration of the experiments (most of them lasted 8 hours) and to minimize the probability of damaging the cellin case the membranes were significantly damagedwith the flow field plates coming in direct contact with each other. At the end of the 20 hours' preliminary test, naked eye observations show that XL and NR211 membranes seem to withstand rather well this protocol. Although plastic deformations occur -the location of the channel ribs could easily be seen at the membranes surface (Figure 5.2)no cracks or holes is visible. Moreover, satisfying cell performances are obtained with both membranescompared to pristine membranesand no significant increase of the hydrogen permeation current is observed, which confirm the absence of significant defects (see Figure 5.11 and Table 5.3 of § 4.3). Additionally, and as expected, no fluoride ions are detected in the solution, meaning that no chemical degradation occurred. Therefore, adding a cyclic compressive stress does not modify this feature. This time, curiously, FER are slightly lower with NR211 than with XL: 224 µg/gNafion/h vs. 249 µg/gNafion/h with the Fenton solution and 59 µg/gNafion/h vs. 107 µg/gNafion/h with H2O2. However, due to the height of the error barswith Fentonand the lack of reproducibility testswith H2O2 -, this trend may not be significant. This may indicate that additional mechanical stress, whether the compression is static or cyclic, could induce more severe morphological changes than the exposure to Fenton solution only.

Characterization of membrane degradation

3.2.Cyclic compression stress

Nevertheless, deeper investigations should be carried out to understand the relation between polymer decomposition and the appearance of bubbles, and in the worst-case blisters, at the membrane surface. In addition, we must keep in mind that the conditions in which the chemical stress is applied are not directly comparable: i.e. membranes immersed in a static solution in one case vs. a fresh and flowing solution in the other case.

3.3.Influence of the mechanical strength

The comparison of the various mechanical stress applied to a membrane (i.e. static 0 or 2.5

MPa, 5 or 10 MPa cycling) simultaneously exposed to a Fenton solution allow to detect two behaviors. Indeed, on the one hand, FER of NR211 membrane does not seem greatly affected, with values comprised between 224 and 268 µg/gNafion/h (Figure 5.5). On the other hand, the behavior of XL membrane is different: doubling the mechanical strength (high pressure aging test vs. short-term aging test #2) leads to a significant increase of the FER, i.e. from 167 to 267 µg/gNafion/h. On another note, the FER observed when no or negligible mechanical pressure (i.e. 0 MPa) is applied to XL membranes is strikingly high and as important as with a cyclic 10 MPa pressure. This result cannot be simply explained in the view of our current results and deserves further investigations to shed light on this singular behavior. The better behavior of XL membranes vs. NR211in terms of FER evolutionmay be explained by the presence of the additional reinforcement layer [7,13]. The improved mechanical durability of XL membranes was already discussed in the literature and could be due to higher strength and toughness as well as a better resistance to creep and fatigue [14][15][16][17][18].

One can also imagine that when mechanical stress becomes too high, the reinforcement layer of XL membrane does no longer allow to impede polymer decomposition, so that FER reach the same orders of magnitude as those of non-reinforced NR211 membrane. On the other hand, it is important to remember that XL membrane also contains radical scavengers mitigating the chemical decomposition of the polymer which could contribute to prevent chemical degradation, and thus reduced FER, for some aging tests. In the view of our current results, it cannot be definitely concluded whether mechanical reinforcement protects membrane degradation better than radical scavengers or whether both are involved in preventing membrane from degradation. than between 0 and 8 hours, and this with both membranes. This suggests an increase of the degradation rates throughout the testing period. It can also be observed that the FER of XL membranes during the 8-20h period approaches that of NR211, even though XL contains supplementary radical scavengers and mechanical reinforcement, while it was significantly lower for the 0-8h period. This is consistent with the comment made in the previous section:

3.4.Impact of aging test duration

i.e., that the reinforcement layer and/or radical scavengers of XL membrane does no longer allow to limit or slow down polymer degradation once a certain level of mechanical stress is reached. Again, the greater degradation of XL membrane after 20 hours of coupled degradations is consistent with the significant increase of bubbles close to the membrane surface (Figure 5.6).

present close to the XL membrane surface with an inhomogeneous distribution all along the channel area. Deeper investigations will be necessary to understand the appearance of these defects, such as analysis of the membrane by Scanning Electron Microscope (SEM). 3.5.Impact of the presence of GDL Finally, gas diffusion layers (GDL) were added between the membranes and the flow field plates, on the one hand to assess their ability to limit the mechanical stress induced by the direct contact with the channel ribs and on the other hand to get closer from fuel cell operating conditions. After the aging test (aging test with GDL in Table 5.1), the apparent degradations of the membranes seem considerably diminished compared to those observed in the case of the aging tests performed on the membrane alone (Figure 5.7): the use of GDL limits FER by a factor of two for the XL membrane and by a factor of three for the NR211. This could indicate, that the GDL effectively protect the membrane since, as mentioned in § 2.2, the force applied was the same as for the other 5 MPa tests: the GDL increasing, at least to some extent, the area submitted to the compressive stress, the effective pressure endured by the membrane should thus be lower than with the test carried out without GDL.

However, three important points should also be taken into consideration:

• The examination of the membranes to the naked eye reveals a different behavior in comparison with all previous aging tests: many carbon residues are present at the membrane surface, and more particularly below the channel ribs. We show in section 4.3 that this contact of the membranes with the GDL carbon fibers has probably a negative impact regarding fuel cell operation.

• No bubbles appeared in the channels area in the case of XL membranes. Although this observation could be seen as the consequence of a lower mechanical stress, another point of view can also be considered: • a constant intensity ratio between the side chain and the CF2 groups,

• no significant IEC change,

• but still significant fluoride emissions in the solution.

This leads us to the conclusion that the polymer decomposition occurs most probably in similar proportion for both main chains and side chains. Complementary arguments supporting this assumption are presented in § 5 with the comparison of degradations induced by coupling chemical-mechanical stress or chemical stress only. As a reminder, the cluster contribution corresponds to the aggregation of water molecules at high water activities in the pores of the membrane, resulting in its macroscopic swelling. On the contrary, Langmuir + Henry contributions, describing the solvation and further hydration shells formed around sulfonic groups, do not seem to be affected by the degradation even though FER can be highly different from a compressive stress to another, i.e. between static 2.5 MPa and cyclic 10 MPa. In the case of NR211 membranes the sorption isotherms do not seem greatly impacted by the degradation. This is consistent with the absence of significant changes in the 19 F-NMR spectra or IEC discussed in § 4.1. Furthermore, these results are in agreement with those obtained in the case of purely chemical stress tests. This suggests that the severe mechanical stress experienced by the membranes probably has no significant impact on the water sorption capacity of Nafion ™ membranes. This assumption is supported by the evolution of the FER as a function of the mechanical force in the case of NR211 membrane since no FER evolution whether the membrane is exposed to a cyclic or static compressive stress of 0, 2.5, 5 or 10 MPa (see § 3.3). It is worth noting that the application of a static compression does not modify this trend (see appendix B).

On the other hand, the evolution of the water transport property in aged membranes is investigated by liquid-state 1 More generally, in the light of these results, it can be concluded that the addition of a mechanical fatigue to a chemical degradation significantly increase FER emission but does not alter further the Nafion ™ membranes chemical structure (repeat unit, IEC) and functional properties (water sorption and self-diffusion). However, due to the presence of the flow field plates, the whole membrane surface has not been exposed to identical mechanical stress and might be exposed to the solution in different quantities over the whole experiment duration under the channel ribs and in the channels. It can thus be argued that the polymer decomposition could possibly be heterogeneous. To characterize the PFSA chemical structure and properties in these different regions, it would be necessary to perform localized analyses to study separately those two different areas.

4.3.Cell performances after conjoint mechanical and chemical stresses

To evaluate their functional properties and detect a possible increase of hydrogen permeation, aged membranes were used to make MEA and tested in a single cell. In the following section, we compare results obtained with membranes that were in direct contact with the flow field plates, i.e. without GDL.

Aging without GDL

The hydrogen crossover current was measured for both XL and NR211 membranes after the short-term aging tests #1 and #2 as well as long-term aging test to ensure that no cracks or pinholes appeared. Table 5.3 displays the permeation current, high frequency resistance and Open Circuit Voltage (OCV) measured for these degraded membranes in comparison with the values obtained for pristine and mechanically-aged membranes (5 MPa cyclic compressive stress with water for 8 hours). No significant permeation current is measured for XL membranes, indicating that they withstand rather well the combined aging in both cases and this despite the presence of defects in some cases (short term-aging test #2 and long-term aging test). It may be possible that the MEA hot-pressing process led to the closing of some of the blisters close to the membrane surface. In any case, the low hydrogen permeation currents mean that none of the blisters led to a membrane failure. Conversely, NR211 membranes show no sign of degradation by macroscopic observations to the naked eye and using a stereo microscope, but a slight increase of the hydrogen permeation current is observed after both mechanical aging test and short-term aging test #1. This may be the consequence of a membrane thinning or of micro-cracks that appeared through the membranes. Although the values we measured are not characteristic of critical membrane failure, they remain nonnegligible. Wang et al. [21] for instance obtained a permeation current of 7.04 mA/cm² after 24 hours of Fenton's reagents exposurewith high H2O2 concentration (30 vol.%)and interpreted this as a degradation of the membrane (Nafion ™ 111), possibly because of the appearance of bubbles through its thickness. Furthermore, our experience of hydrogen permeation current monitoring during fuel cell accelerated stress tests show that such trends are often a good indication of imminent membrane failure.

Table 5.3 -Characterization parameters of cell performances for Nafion ™ XL and NR211 membranes exposed to various conjoint degradation protocol in comparison with pristine and mechanically-aged membranes. For both pristine and aged membranes, the parameters were averaged over the all measurements performed. The resulting dispersion corresponds to the standard deviation.

Polarization curves were also measured in order to confirm that the samples remained functional and possibly assess the impact of aging on cell performances. They are shown in Figure 5.11. The fuel cell performances of aged XL membranes are lower than those obtained with the pristine one, with a slight increase of the resistive losses. Moreover, no significant variation of the polarization curve is observed when the exposure time is increased (long-term aging test). The polarization curves of aged NR211 membranes seem globally less impacted than those of XL membrane, which is consistent with a lower increase of the high frequency resistances (Table 5.3). However, it is important to keep in mind that the increase of the resistive losses and the evolution of polarization curves (Figure 5.11) can be to some extent linked to the plastic deformation of the membranes surface, which do not make it possible to assess properly their functional properties because of the poor quality of the interface with the electrodes. This seems particularly true with XL membranes, which could suggest that plastic deformation is more detrimental for reinforced XL membrane than for its non-reinforced counterpart (while NR211 membranes are more prone to hydrogen permeation after the aging tests). However, and in all cases, the shape of the polarization curves confirms the absence of critical membrane failure. In addition, fuel cell performances of membranes degraded by pure ex-situ chemical degradation induced by Fenton's reaction were also tested in single cell. These membranes were immersed during 24 hours in a Fenton solution with the optimal concentration of reagents and thus experienced no mechanical stress. No significant change of the polarization curves, no increase of high frequency resistance and no permeation currents are observed for both XL and NR211 membranes suggesting that, under these conditions, the ex-situ chemical degradation had no impact on the membrane integrity or on the performance of the fuel cell.

Aging with a GDL

In this section, we present results obtained with the membranes that were not in direct contact with the flow field plates thanks to the introduction of GDL. As a reminder, the visual aspects of these membranes seemed considerably better than that of membrane aged without GDL (Figure 5.7): many carbon residues can be seen on the membrane surface below channel ribs and no bubbles appeared in the channel area for both NR211 and XL membranes ( § 3.5). In addition, the use of GDL also reduces drastically the FER: the decrease was by about 50% for XL membrane and by about 33% for NR211. Permeation currents, high frequency resistances and OCV measured after identical aging tests performed with and without GDL are reported in Table 5.4. In the case of NR211 membrane, a considerable increase of the hydrogen permeation current associated to an important OCV drop (around 14%) is measured after the aging test performed with GDL. This reveals most probably the appearance of cracks through the membrane. This tendency is much less pronounced with Nafion ™ XL but the OCV is nonetheless the lowest we measured with this membrane and the permeation current is the highest. A possible explanation of this behavior is that some carbon fibers have locally punctured the membrane under the effect of mechanical constraint.

Table 5.4 -Comparison of permeation currents, high frequency resistances and Open Circuit Voltages (OCV) after 8 hours of 5 MPa cyclic compressive stress with a Fenton solution exposure, with and without GDL. For both pristine and aged membranes, the parameters were averaged over the all measurements performed. The resulting dispersion corresponds to the standard deviation.

Despite of the high value of the hydrogen permeation current, one can see in Figure 5.12 that the polarization curve of NR211 membranes is not impacted by the presence of GDL, except for the lower OCV. However, this trend is commonly observed in such case, the hydrogen permeation current being an early indicator of membrane failure. With Nafion ™ XL, the best polarization curve was obtained after the aging tests performed without GDL. The main and obvious conclusion from these results is that we observed absolutely no evidence of a possible positive impact of GDL. On the contrary, the tendency of Nafion ™ XL to be more impacted by the mechanical stress than NR211 (in terms of fuel cell performance, see § 4.3.1) because of plastic deformations of its surface is confirmed. This can be explained by many cleavages of fibers evidenced by carbon depositions and by the lower Young modulus of GDL in the thickness direction, which is of the magnitude of 10 MPa when a compressive stress is applied [22], compared to that of the membranes around 50-130 MPa in high humidity (90% RH or liquid water) and temperature (80-85°C) conditions [14,23]. Additionally, Yi et al.

showed that strong compressive stress application (more than 2 MPa) led to the collapse of GDL structure, which can further damage the membrane [24]. Consequently, it can be argued that these broken fibers probably led to membrane punctures so that, on the whole, using GDL has a rather negative impact in the conditions of our study.

Although interesting, this result nevertheless deserves to be confirmed by reproducibility tests. Furthermore, it will be necessary to check that it can be generalized to other types of GDL, particularly those with MPL. IV). This hypothesis has been advanced thanks, among other, to 19 F-NMR analysis of solutions through the identification of three main degradation products: fluoride ions, trifluoroacetic acid (TFA) and the perfluoro(3-oxapentane)-1-sulfonic-4-carboxylic diacid, referred to as "product A" for simplicity.

As illustrated on Figure 5.13, those same degradation products are found in Fenton solutions after mechanical and chemical stress tests, indicating that the addition of a mechanical constraint seems not to affect the mechanism that govern the polymer decomposition. Similarly, the evolution of water sorption property of composite Nafion ™ XL membrane after coupled mechanical and chemical stress tests is compared to that of a purely ex-situ chemical stress test (Figure 5.14). The trend is similar for both since no significant change can be observed with the exception of cluster contribution which increases slightly in both cases in comparison with pristine XL membrane. This water sorption behavior of aged XL membranes is not easily understandable and explainable as, to the best of our knowledge, no studies have been carried out on the water sorption property of composite XL membranes in the literature.

In addition, it must be kept in mind that the cyclic compression that was added to Fenton exposure in this chapter canmost probablybe considered as a rather severe solicitation (equivalent to several years of FC daily operation -see § 2.1) and we can only noticeas seen in § 4.1 and 4.2that it has a mild impact on the degradation. To this point, it may be worth comparing the evolutions of water sorption isotherms after exsitu stress tests with those we measured after long-time fuel cell operation (Figure 5.14), for similar reinforced membrane, in a previous work [1].One can notice that the behaviors are clearly different in both cases: the cluster contribution was not impacted while the Langmuir contribution was strongly reduced after long-time fuel cell operation. This trend was attributed to a partial loss of sulfonic groups by side chain cleavages since a significant reduction IEC was observed.

In the previous chapter ( § 5.2 of chapter IV), we suggested that the addition of mechanical fatigue to chemical stress would lead to solicitations and degradation mechanisms closer to the aging phenomena occurring during fuel cell operation. In the light of these last results, it might be thought that this hypothesis is clearly not verified. However, it is difficult to conclude with certainty about the impact of conjoint stress on Nafion ™ membranes since the measurement performed on membrane after long-time fuel cell operation was focused on a specific area extremely degradedinlet/outlet of reactant gasesknown to be exposed to severe conditions (higher hydrogen crossover [25,26], low relative humidity of gases [27,28], air starvation [29])

during fuel cell operation. On the contrary, it seems that adding a rather important mechanical compressive stress to a chemical stress does not significantly alter Nafion ™ degradation mechanisms, nor the functional properties (water sorption capacity and self-diffusion coefficient). This conclusion is supported by some of the results of this chapter (e.g. increasing from 0 MPa to 5 or 10 MPa the cyclic pressure applied to NR211 membrane during 8 to 20 hours has no impact on fluoride emissions) as well as by the comparison with the results of the previous chapter.

In this regard, the most probable explanation for the discrepancy between the degradation of XL membranes observed after long-time fuel cell operation [1] and those we observe in this work lies mostly in the nature of the chemical stress, with possibly:

• either experiment durations of the ex-situ stress tests carried out up to now were too short,

• and/or chemical conditions were not aggressive enough to have significant impacts on Nafion ™ membrane functional properties, despite the clear chemical degradation evidenced in the previous chapter.

Moreover, the aging heterogeneities induced by the fuel cell operating conditions, and more particularly the severe degradation experienced by the MEA in the inlet/outlet regions, cannot be neglected [20,30]. It might be argued that regions less prone to a severe degradation could have a behavior similar to that observed in the present study. Of course, it is conceivable that our ex-situ stress tests (chemical or mechanical + chemical) do not faithfully replicate the more complex conditions encountered by the membranes in actual use.

Our observations are also not consistent with the recent results of Kusoglu et al. [4], who observed an increase of polymer degradation when applying a static pressure to the membrane.

However, it must be kept in mind that on the one hand the authors provided only few quantitative information and, on the other hand, their work was carried out in conditions significantly different from ours:

• they used a much thicker Nafion ™ 117 membrane (178 µm) previously exchanged with ferrous ions and a 6 vol.% H2O2 solution vs. 3 vol.% H2O2 concentration with or without the addition of 1 ppm of Fe 2+ (Fenton solution) in our case,

• contrary to the present work, the stress cell designed by Kusoglu et al. did not contain single serpentine flow channel, implying a homogenous exposure of the mechanical force in their case.

Despite of these a priori more aggressive conditions, they observed much lower degradation rates than ours (i.e. more than 50 times lower! 1 ) so that their results and ours are probably not comparable.

Conclusions

This study aimed at investigating the impact of coupled mechanical and chemical stress on PFSA membranes through an ex-situ approach. In that respect, a custom-made device able to reproduce conditions close to that experienced by the membranes during fuel cell operation was developed. The initial results show that fully hydrated membranes seem to withstand severe sinusoidal constraints as no crack formed. Numerous aging tests were performed to provide new understandings on the influence of mechanical constraints, whether they were static or cyclic with negligible or high pressure level, on the chemical degradation of Nafion ™ membranes, and its impact on their chemical structure and functional properties. In addition, the effect of the presence of additional GDL into the stress cell was also investigated. The results permitted to highlight the following items:

• The severe mechanical stress that was applied in this work does not overcome or dominate chemical degradations, with a response of the samples to chemical stress that does not seem to differ, at least qualitatively: the degradation rates remain more significant when the membranes are exposed to Fenton's reagents instead of hydrogen peroxide only. However, although Fenton's reagent concentrations were low in order to be as close as possible to real fuel cell operating conditionsi.e. without inducing dramatic morphological changes -, the combination of mechanical constraint and Fenton solution exposure led to the appearance of bubbles and blisters in the case of aged XL membranes. Conversely, no such morphological changes were observed for NR211 membranes.

1 According to the figure 2 of reference [4], the exposure of a Fe 2+ -Nafion ™ 117 membrane to a 5 MPa static compression and 6 vol.% H2O2 solution during 24 hours conducts to a fluoride release by about 1.65 µmol, which corresponds to a FER of 0.069 µmol/h. In this study, the long-term aging test (5 MPa cyclic compression + Fenton solution for 20 hours) performed with XL and NR211 membranes led to a fluoride release around 71-75 µmol, corresponding to a FER of 3.55-3.76 µmol/h.

• Higher fluoride emission rates were generally obtained with NR211 than with Nafion ™ XL. The better behavior of XL membranes vs. NR211 can be explained by the presence of the additional reinforcement layer which provides better mechanical strength and dimensional stability [7,13]. In this work, the higher resistance of XL was confirmed by the absence of significant increase in the hydrogen permeation current after combined mechanical and chemical accelerated stress tests, contrary to NR211 membranes. In addition, the mechanical strength had no significant impact on NR211 membrane chemical degradation while an important increase of FER with the cyclic compression level was observed in the case of XL membrane.

• In the case of XL membranes, even though plastic deformations were observed on the membrane surface after the experiments, the samples remain fully functional when tested in fuel cells with only a slight decrease of the performances that can be attributed to the degradation of the membrane-electrodes interface. This is most probably linked to the plastic deformation of the membrane samples, which were in direct contact with the channel ribs in the compression cell.

• Although a significant polymer decomposition is observed after conjoint stress tests, no change in the chemical structure on in the water sorption and transport properties of the Nafion ™ membranes has been noticed. These behaviors are clearly different from those observed after long-time fuel cell operation (in a previous work [1]), suggesting that either experiment durations of the ex-situ stress tests were too short or chemical conditions were not aggressive enough to get closer to fuel cell operating conditions. Nevertheless, it is important to keep in mind that the membrane degradation during long-time fuel cell operation is heterogeneous since particular regions are exposed to more severe conditions (for instance, the hydrogen inlet region).

• The introduction of GDL between the membrane and the flow field plates permitted consequently to decrease the membrane apparent degradation rate since no bubbles appeared at the surface of XL membranes and the FER was at least reduced by about 33% for both membranes. Although this drastic diminution could be at first sight attributed to a reduced effective mechanical pressure experienced by the membrane because of the presence of GDL, we must also consider a less efficient exposure of the membrane to the Fenton solution that would flow mostly in the channels, and notor lessthrough the GDL. In addition, significantly lower fuel cell performances were obtained for XL while an important increase of hydrogen permeation current was observed for NR211 membrane: these behaviors could suggest that some broken carbon fibers have locally punctured the membrane under the effect of the mechanical constraint.

The development of accelerated tests combining chemical and mechanical stresses is a necessary step to quickly assess the durability of membranes [3,5,7] and gain a deeper understanding of their degradation mechanisms. Nevertheless, the device that was designed for this work opens up various perspectives and additional works will be required to optimize the conditions in which such accelerated tests are performed. On the other hand, further investigations and reproducibility tests are needed in order to understand the morphological changes experienced by the reinforced membranes and the influence of GDL, as well as to clarify the contribution of the mechanical stress on membrane chemical degradation and the impact of conjoint stress on the chemical structure and functional properties of Nafion ™ membranes.

Conclusions and Perspectives

The 

Impact of conjoint chemical and mechanical stress on PFSA membranes

Finally, the effects of combined mechanical and chemical stress on PFSA membranes were studied, again through an ex-situ approach, with a custom-made device. The objective was to mimic the aging conditions encountered by the membrane during fuel cell operation. Numerous aging tests were performed to provide new understandings on the influence of mechanical constraints, whether they were static or cyclic with negligible or high pressure level, on the chemical degradation of Nafion ™ membranes, and its impact on the chemical structure and functional properties. The results demonstrated that the application of a mechanical constraint does not modify the chemical mechanisms since degradation products identical to those identify in the case of only chemical stress were detected. However, the response of the XL membrane to chemical stress seemed to slightly differ since the addition of a mechanical constraint led to the appearance of bubbles and blisters close to the membrane surface. These morphological changes were already observed with pure chemical stress tests performed with harsher conditions, indicating that an additional mechanical stress could accelerate the membrane degradation. To this day, further investigations are needed to understand the appearance of theses defects.

Furthermore, higher fluoride emission rates as well as higher hydrogen permeation currents were obtained with NR211 rather than XL in most cases which could be explained by the better mechanical strength provided by the additional reinforcement layer in the case of the XL membrane. However, this advantage seemed to vanish when the pressure level increasedfrom 5 to 10 MPasince similar degradation rate were measured for both reinforced XL and nonreinforced NR211 membranes.

Moreover, although a significant polymer decomposition was observed after conjoint stress tests, neither the functional properties such as water sorption capacity and water mobility nor the fuel cell performances of the membrane were significantly impacted. These results can suggest that either the conditions implemented in our study were not sufficiently representative of the fuel cell operating conditions or the experiment duration was too short to have measurable effects. However, it is worth noting that the averaged membrane degradation was characterized while stresses are undoubtedly experienced in a different way by the membrane whether it is immobilized under the channel ribs or looser in the channel. Aging heterogeneities at the membrane scale, and more generally within the MEA, have indeed already been observed and characterized after fuel cell operation.

On another note, aging test performed with GDL introduced between the membrane and the flow field plates showed that no clear benefit can be drawn with this configuration in our stress cell. The results suggested that the presence of GDL probably hinders the distribution of the solution to the membrane surface and that broken carbon fibers led to serious membrane damages which could then provoke the membrane failure.

Perspectives of this thesis work

The development of our custom-made device and the associated accelerated aging tests can be seen as the building blocks toward a better understanding on chemical and mechanical degradations phenomena of PFSA membranes and opens up a wide variety of perspectives.

In the first place, it will be necessary to perform several reproducibility tests to confirm the tendencies observed in chapter V. The large discrepancy measured for fluoride emission rate cannot allow us to clearly conclude for the moment. More particularly, the peculiar degradation behavior of XL membrane exposed to a negligible static compressive stress deserves further investigations. Then, additional aging tests can be considered to gain a deeper understanding of conjoint chemical and mechanical stresses on PFSA membranes degradation. For instance, one can imagine extending the experiment duration to several tens of hours to challenge the mechanical durability of the membranes.

As seen in chapter V, coupling mechanical constraint and Fenton solution exposure led to the formation of bubbles, and in the worst case of blisters, at the surface of composite Nafion ™ XL membranes. Such morphological changes are not representative of the defects encountered during fuel cell operation and will require deeper investigations to understand their appearance as well as their eventual correlation with the chemical decomposition of the polymer. It would be interesting for example to perform further morphological and chemical analysis such as Scanning Electron Microscopy (SEM), Wide-Angle X-ray Scattering (WAXS), ATR-FTIR microscopy. On another note, these two techniques can also be considered to locally analyze and discriminate the membrane degradation behavior between the area under channels and that under the channel ribs.

The introduction of GDL between the flow field plates and the membrane in our stress cell aimed to better mimic the mechanical constraint encountered by membranes during fuel cell operation. However, the results demonstrated that characterizing the membrane degradation in the presence of GDL, in the case of our experimental setup, is not straightforward and deserves a special attention. For example, it would be interesting to repeat the aging test with a GDL containing a microporous layer (MPL) to eventually modify the solution distribution at the surface of the membrane.

Finally, to get closer to the operating conditions of a fuel cell, one can imagine modifying the experimental cell in order to circulate humidified gases carrying the Fenton's reagents required to initiate the chemical degradation. This configuration could avoid flooding in the GDL pores and ensure a better distribution of the Fenton's reagents at the membrane surface.

As expected, vibration bands associated to the water molecules around 3400 cm -1 and at 1630 cm -1 exhibit an important decrease of absorbance magnitude as a function of time, indicating the dehydration of the membrane. On the other hand, it can be seen that the characteristic vibration bands of PFSA are also greatly influenced by the membrane water content: as seen in the inset of Consequently, as the membrane water content strongly influences the IR spectrum, it is necessary to perform analysis in the same conditions for all local measurements and for all membrane samples to properly compare aged and pristine membranes. To this end, a protocol measurement was established to analyze membrane samples after drying under inert gas.

Measurements were performed in order to estimate the time needed to dry the membrane and attain an equilibrium state. In that respect, a membrane was exposed to a dry nitrogen flow It is important to note that the equilibrium state referred here is not the totally dry state of the membranesome residual water molecules strongly bonded to sulfonate groups still being present in the membrane even after drastic drying protocolsbut only a state for which the membrane water content does no longer affect the absorbance magnitude of PFSA vibration bands. After only 30 seconds under a dry nitrogen flow, the water content of the membrane has drastically dropped since the absorbance magnitude of water molecules vibration bands is significantly diminishes. On the other hand, the absorbance magnitude of PFSA vibration bands increase and the symmetrical stretching band of the sulfonate group is shifted slowly to higher wavenumbers (from 1055 to 1060) cm -1 as the membrane water content diminishes until reaching a stationary state. It was therefore determined from these experiment that the exposure of the membrane to a dry nitrogen flow with a flow rate of 2 NL.min -1 for 15 minutes permitted to reach an equilibrium state since the absorbance magnitude of PFSA vibration bands does no longer evolve.

Additionally, further ATR-FTIR analyses demonstrated that if the membrane is measured after a first drying overnight in an oven at 60°Cafter pretreatment for examplethe exposure time to inert atmosphere necessary to reach the equilibrium state is reduced to 10 minutes. The presence of impurities into the membrane can provoke changes in chemical structure through crosslinking effect and can alter the properties of water sorption and transport. Indeed, the presence of paramagnetic cations within aged membranes have detrimental effects on NMR signal (large resonance peak) and relaxation phenomena (too short relaxation time), thus impacting the study of the chemical degradation impact on water self-diffusion coefficient into Nafion ™ membranes. Additionally, the exchange of protons, counter-ions of Nafion ™ sulfonate groups, with metallic cations is known to have an important impact on the water sorption capacity [21].

Therefore, in order to solve the cationic contamination of the membranes after ex-situ accelerated stress tests involving the exposure to Fenton solution, it was necessary to establish a cleaning protocol of aged membranes. The first step of this protocol was similar to that suggested by MacMillan et al. [22] and consisted in using the ethylenediaminetetraacetic acid (EDTA) as a strong chelating agent to complex ferrous and ferric ions within the aged membranes. More particularly, the use of EDTA in a salted form enables to exchange metallic counter-cations of PFSA sulfonate groups with cations from the soaking solution. Therefore, aged membranes were first soaked in EDTA-Na2 solution at 0.01 mol.L -1 overnight at room temperature. Aged membranes were then thoroughly rinsed with distilled water at room temperature before being immersed in a nitric acid HNO3 solution at 1 mol.L -1 at 80 °C during It is important to note that aged XL membrane is considerably contamined (see Figure A.3) and thus made it difficult to have a convenient IR signal, which could explain the intensification of vibration bands associated to both water molecules and PFSA. After the cleaning protocol, vibration bands associated to the presence of Fe 2+ and/or Fe 3+ ions disappeared, suggesting that aged XL membrane was properly cleaned.

Since ATR-FTIR measurement only allows to probe membrane surface (0.17 to 2.58 micrometers) it is important to confirm the efficiency of the cleaning protocol with technique capable of analyzing the entire membrane. This is why, in addition to ATR-FTIR analysis, sorption measurements were performed first on a pristine XL membrane immersed in Fe 2+ solution and then on the same membrane sample after the cleaning protocol. First of all, the results confirm that the presence of Fe 2+ ions in membrane impacts water capacity sorption. After the cleaning protocol, it can be seen that sorption isotherm became identical to the non-exchanged membrane meaning that the water sorption capacity of XL membrane is restored. This thus confirmed that the cleaning protocol established in this thesis work permitted to efficiently eliminate cationic contaminants. 
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  Résumé élargi .............................................................................................................................................. xiii xiii Résumé élargi Contexte de l'étude « La transition énergétique est une course contre la montre du changement climatique qui nous menace.» Il y a trois ans, Nicolas Hulot, alors ministre de la Transition écologique et solidaire, promulguait ces mots pour présenter son "plan climat" visant à accélérer la transition énergétique et climatique de la France, mais aussi à assurer le respect des objectifs de la France fixés lors de la COP21. Plus particulièrement, deux des principaux objectifs de ce plan climat sont de porter la part des énergies renouvelables dans le mix énergétique à 32 % d'ici 2030 et d'atteindre une neutralité carbone d'ici 2050. Ces deux objectifs nécessiteront le bouleversement de notre société moderne et l'introduction de mesures drastiques pour réduire considérablement nos émissions de gaz à effet de serre (GES) d'origine anthropique.
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 1 Figure 1 -Représentation schématique du fonctionnement d'une pile à combustible (Adapté de la référence [1]avec la permission de l'auteure).1 

  mécaniques sur la dégradation de la membrane PFSAqu'elle soit renforcée ou nonainsi qu'à caractériser et comprendre son impact sur les propriétés de la membrane et les performances en pile. Les mécanismes complexes de vieillissement associant les contraintes chimiques et mécaniques doivent donc être traités dans le cadre d'une approche multidisciplinaire. À cet égard, et grâce à une caractérisation multi-techniques, l'analyse de la structure chimique et des propriétés fonctionnelles des membranes PFSA avant et après les tests de vieillissement ont permis de corréler certaines propriétés physico-chimiques de la membrane à ses caractéristiques structurelles et ainsi de mettre en évidence plusieurs indicateurs de dégradation chimique. Dans un premier temps, avant d'envisager une contrainte chimique et mécanique conjointe, il est nécessaire d'étudier l'impact d'une dégradation chimique pure ex-situ sur une membrane PFSA renforcée par rapport à une membrane non renforcée. La réaction de Fenton est un protocole de vieillissement ex-situ accéléré largement utilisé dans la littérature pour étudier la dégradation chimique des membranes PFSA qui permet de reproduire l'environnement fortement oxydant observé pendant le fonctionnement des piles à combustible. Il consiste ainsi à faire réagir du peroxyde d'hydrogène H2O2 avec des ions ferreux Fe 2+ afin de générer les radicaux hydroxyle HO • et hydroperoxyle HOO • . Cependant, un large éventail de combinaisons de concentrations en réactifs de Fenton peut être trouvé dans la littérature et semble avoir des effets différents sur les membranes PFSA, ce qui rend difficile la détermination de conditions en terme de concentration en réactifsde vieillissement ex-situ adéquat. À cet égard, une étude a été menée afin de clarifier l'influence des concentrations en réactifs de Fenton sur la dégradation chimique des membranes Nafion ™ XL (renforcée) et NR211 (non renforcée). 6. De Moor G, Bas C, Charvin N, Dillet J, Maranzana G, Lottin O, Caque N, Rossinot E, Flandin L. 2016 Perfluorosulfonic acid membrane degradation in the hydrogen inlet region: A macroscopic approach. Int. J. Hydrog. Energy 41, 483-496. (doi:10.1016/j.ijhydene.2015.10.066) 7. Robert M, El Kaddouri A, Perrin J-C, Leclerc S, Lottin O. 2018 Towards a NMR-Based Method for Characterizing the Degradation of Nafion XL Membranes for PEMFC. J. Electrochem. Soc. 165, F3209-F3216. (doi:10.1149/2.0231806jes)
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 8 Healy J, Hayden C, Xie T, Olson K, Waldo R, Brundage A, Gasteiger H, Abbott J. 2005 Aspects of the chemical degradation of PFSA ionomers used in PEM fuel cells. Fuel Cells 5, 302-308. (doi:10.1002/fuce.200400050)
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 3 Figure 3 -Représentations schématiques du dispositif de vieillissement couplant contraintes mécanique et chimique et de la cellule de vieillissement. Les résultats ont démontré que l'application d'une contrainte mécanique ne modifie pas les mécanismes de dégradation chimique puisque des produits de dégradation identiques à ceux identifiés dans le cas d'une contrainte chimique seule ont été détectés. Cependant, le comportement de la membrane XL face à la contrainte chimique semble légèrement différent puisque la combinaison d'une contrainte mécanique a conduit à l'apparition de bulles et de cloques près de la surface de la membrane. Par ailleurs, des taux d'émission de fluorure plus élevés ainsi que des courants de perméation d'hydrogène plus importants ont été obtenus avec
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 10 Yi P, Peng L, Lai X, Ni J. 2011 A Numerical Model for Predicting Gas Diffusion Layer Failure in Proton Exchange Membrane Fuel Cells. J. Fuel Cell Sci. Technol 8. (doi:10.1115/1.4002312) Preamble « La transition énergétique est une course contre la montre du changement climatique qui nous menace. » Three years ago, Nicolas Hulot, minister of Ecological and Solidarity Transition at that time, promulgated these words to introduce its "climate plan" aiming to accelerate the energy and climate transition of France, but also to ensure compliance with France's objectives set at COP21. More especially, two of the main goals of this climate plan are to increase the part of renewables energies in the energy mix to 32 % by 2030 and to reach a carbon neutrality by 2050. These two objectives will require the disruption of our modern society and the introduction of drastic measures to considerably reduce our anthropogenic greenhouse gas (GHG) emissions.
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 4 Figure 4 -Evolution of some key indicators of the climate change for the last decades [1]. 1
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 325 Mitigation strategies .................................................................................... 59 Conjoint chemical and mechanical degradations ............................................... 61 4. Objectives of the thesis work ............................................................................................ 63 This first chapter aims at providing an overview of the literature on PEMFC systems and more particularly on the electrolyte perfluorosulfonic acid (PFSA) membranes, key elements of PEM fuel cells, in order to define the context of this thesis work. A good knowledge of the place and role of PFSA membranes in the operation of PEMFC as well as of their morphology and functional properties are thus required to better understand the membrane degradation mechanisms occurring during fuel cell operation.
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 111 Figure 1.1. A gaseous flux of hydrogen is supplied to the anode side while the cathode side is fed with air or pure oxygen. At the anode side, the hydrogen is decomposed into protons and electrons according to the following half-reaction (hydrogen oxidation reaction, HOR):
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 2311 Figure 1.1 -Schematic representation of the PEMFC operating principle (Adapted with permission from ref. [1])

Fuel

  cells are primarily characterized by their polarization curve, i.e. voltage vs. current density (in A/cm²) or current (in A) curve. The Figure 1.2 represents a typical polarization curve and shows that these polarization phenomena entail a significant decrease of the fuel cell voltage.
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 12 Figure 1.2 -Typical fuel cell polarization curve.
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 13 Figure 1.3 -Example of flow-field design: (a) single serpentine channels, (b) parallel channels and (c) interdigitated channels [9].
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 14 Figure 1.4 -Micrographs from Scanning Electron Microscope (SEM) of (a) carbon paper and (b) carbon cloth [13].
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 15 Figure 1.5 -SEM micrographs of GDL (a) with MPL and (b) without MPL [14].
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 16 Figure 1.6 -Schematic representation of the triple phase boundary at the anode side. PEM = proton exchange membrane, CL = catalyst layer, GDL = gas diffusion layer PEMFC (Adapted with permission from ref. [1]).

  Nafion ™ (DuPont de Nemours), Flemion ® (Asahi Glass) and Aciplex ® (Asahi Kasei) are categorized as long-side chain (LSC) PFSA membranes, Aquivion ® (Solvay Specialty Polymers) is referred as a short-side chain (SSC) PFSA membranes while the 3M company developed intermediate side chain (MSC) PFSA membranes [80]. Their respective chemical structures are illustrated on Figure 1.7:
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 17 Figure 1.7 -Chemical structure of (a) long-side chain, (b) short-side chain and (c) intermediate side chain PFSA membranes.
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 18 Figure 1.8 -(a) photograph and (b) cross-section SEM micrographs with different magnification of the Nafion ™

Figure 1 . 9 -

 19 Figure 1.9 -"Cluster-network" model from Gierke et al. (Adapted from ref. [101]). Another structural model based on the formation of elongated polymer aggregates surrounded by hydrophilic domains was suggested by Gebel et al. [103]. The authors monitored the morphological changes of the polymer from dry to fully hydrated state by SAXS and revealed an inversion of the polymer structure for a water volume fraction around 0.5: the reorganization of the hydrophobic matrix leads to a change from water within clusters surrounded by polymer to polymer surrounded by water (Figure 1.10). Their investigation highlighted that the structure of dry membranes consists in interconnected ionic clusters embedded in a polymer matrix which expand with the hydration level, as described by Gierke
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 110 Figure 1.10 -Schematic representation of the Nafion ™ structural evolution: (a) dry membrane , (b) swollen membrane, (c) percolation, (d) structure inversion, (e) connected network of polymer rods, (f) colloidal dispersion of rod-like particles (Adapted from ref. [103]). Thereafter, Rubatat [104-106] performed a deeper investigation of Nafion ™ structure from nanoscale to microscale and revised the model already proposed by Gebel. These studies permitted to demonstrate that the elongated polymeric aggregates were more likely present in the form of ribbon than cylinder but also that these aggregates were present in Nafion ™ membrane even for weak water volume fraction. According to the model proposed by Rubatat et al., the fluorocarbon chains aggregates at the nanoscale in the form of ribbon, ionic groups being located at the surface of the aggregates (Figure 1.11). At the micron scale, the elongated polymeric aggregates collapse to form relatively ordered bundles which are themselves randomly distributed and separated by amorphous domains. Furthermore, the membrane swelling does not include a structure inversion but corresponds to a continuous process of polymeric dilution when the water content increases.
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 111 Figure 1.11 -Model of cylindrical polymeric aggregates proposed by Rubatat et al. [105,106]. In 2007, Schmidt-Rohr and Chen [107] proposed a new model by reinterpreting the SAXS measurements from the literature and described a network of parallel water channels surrounded
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 112 Figure 1.12 -(a) Parallel water-channel model proposed by Schmidt-Rohr & Chen [107] and (b) locally-flat interconnected domains model proposed by Kreuer & Portale [108]. This latter model was recently criticized by Kreuer and Portale [108] because of the misinterpretation of SAXS spectra evolution which can originate from a significant underestimation of the experimental water volume fraction (40 % for Kreuer and Portale vs.
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  109,110]. During fuel cell operation, a low humidity rate exposes the membrane to mechanical degradations while an excessive humidity rate leads to cell flooding and, possibly, to chemical degradations [111]. Water management within the membrane is thus a crucial parameter to keep the fuel cell performances and increase its durability.
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 113 Figure 1.13 -Sorption isotherm of Nafion ™ NR212 membrane at 40°C with the contribution of the different sorption mechanisms (Adapted from Ref. [115]).

Figure 1 .

 1 Figure 1.14 displays the typical evolution of the water self-diffusion coefficient, measured by PFG-NMR, as a function of 𝜆 in a Nafion ™ membrane.
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 114 Figure 1.14 -Evolution of the water self-diffusion coefficient in Nafion ™ N112 membrane at 25°C (Adapted from ref. [131]).
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 115 Figure 1.15 -Representation of the proton transport in hydrated Nafion ™ membranes as illustrated by Kusoglu et al. [77]: (a) Nafion ™ chemical structure and -SO3H dissociation mechanism leading to the proton transport, (b) role of Zundel-and Eigen-ions in the proton transfer via H-bonds and (c) illustration of vehicular and hopping transport mechanisms. The proton conductivity in the Nafion ™ membranes has been widely assessed, discussed and modeled in the literature [109,133,134]. It is generally admitted that the proton transport is governed by two mechanisms: the Grotthuss hopping mechanism (structural diffusion) and the vehicular mechanism (mass diffusion), as illustrated in Figure 1.15. The Grotthuss hopping mechanism was first described by Agmon [135] as the transfer of a proton through a H-bond network between water molecules. It occurs mainly at high hydration level because it implies the fast breaking and forming of H-bonds as well as the reorientation of water molecules. At low hydration level, the hydrophilic domains are small and the ions resulting from the -SO3H dissociation are poorly solvated, which limits the migration of the protons and the ionic rearrangements [136]. At this stage, the structural diffusion is slower and becomes vehicular, i.e. the proton is transferred via the ion-charge carrier H3O + and thus depends on water diffusion: the result is in a very low proton conductivity [137].
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 116 Figure 1.16 -Proton conductivity vs. water activity at 80°C for N115 and NR212 Nafion ™ membranes (Adapted from ref. [125]).Indeed, two regions can be distinguished on the curve in Figure1.16: for a low water activity (0.2 < 𝑎 𝑤 < 0.3), the proton conductivity increases at first rapidly with the hydration, and then much more gradually. The proton conductivity is commonly measured over the relative humidity/water activity of the membrane via the electrochemical impedance spectroscopy (EIS)
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 117 Figure 1.17 -Stress-strain response of a Nafion ™ membrane under various environmental conditions. The inset illustrates the mechanical behavior of the membrane as a function of the nature of the sorbed water [77].

  ).Several other studies have also demonstrated the dependence of the mechanical properties to the pretreatment conditions (RH and T) and manufacturing processes since they can induce structural changes and thus different deformation responses[114,141,[145][146][147][148][149]. For example, Kusoglu and his co-workers[114,145,146] highlighted that extruded membranes exhibit greater mechanical properties in the machine direction in comparison with the transversal direction while the mechanical properties of cast membranes present less anisotropy in the plane.Lu et al. [147] studied the influence of relative humidity (RH) and temperature (T) on the in-plane swelling and the mechanical properties of a Nafion ™ NR211 (Figure1.18). The authors demonstrated that the change from ambient conditions (25 °C, 30 % RH) to fuel cell operating conditions (80 °C, 100 % RH) induced a 15 % increase of the membrane length and a drastic decrease of its mechanical strength. For example, the Young modulus and the proportional limit stress are respectively reduced from 350 to 30 MPa and from 14 to 3 MPa, showing a dramatic loss of material stiffness.
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 118 Figure 1.18 -Evolution of (a) in-plane swelling, (b) Young's modulus, (c) proportional limit stress of Nafion ™ NR211 membrane as a function of relative humidity for various temperature [147]. More recently, Kusoglu et al. [145] also studied the effect of compression on PFSA membrane mechanical properties. Indeed, most of the studies have been focused on the mechanical response of PFSA membranes submitted to tensile force whereas membranes operating in fuel cell systems are most probably exposed to compressive stress in a global way and only locally exposed to tensile stress. Thanks to SAXS analysis, they demonstrated that the application of a compressive stress on the membrane leads to an anisotropy of its nanostructure related to swelling. The authors showed that the slight conductivity reduction induced by compression in high humidity conditions is consistent with the water-uptake and morphology changes.
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  studies have demonstrated that these materials degrade during fuel cell operation, leading to a hydrophobicity loss and a mass reduction[158][159][160]. Moreover, MPL are found to be vulnerable to chemical oxidation by water, entailing the formation of surface carbon oxides (CO and CO2)[161,162]. This carbon loss by chemical oxidation diminishes MPL hydrophobicity with, as a result, the accumulation of more water in the pores, thus inducing a restricted access of gases to the actives sites. Several investigations[163][164][165][166][167] have highlighted the relation between microstructure changes and mass transport properties, showing that a decrease of GDL and MPL hydrophobicity and a modification of pore size can significantly impact the mass transport.3.2.Catalyst layersThe catalyst layers are composed of three elements: carbon-based support, Pt or Pt-alloy catalyst and ionomer binder. Each of them can be the subject of various degradation processes during fuel cell operation leading to a loss of electrochemical active surface area (ECSA) and thus to the decrease of fuel cell performances. Degradation mechanisms of the catalyst Mechanisms of Pt catalyst degradation during fuel cell operation have been intensively investigated during the past decades. It is well established that the decrease of ECSA is far more severe at the cathode side than at the anode side due to higher local potentials in regular operation as well as during transients [168,169]. First of all, Pt particles are sensitive to their environment and may be contaminated by impurities coming from the gases (hydrogen or air), the fuel cell or its auxiliaries (metallic components or other chemicals) [170]. The presence of contaminants in the fuel cell system can generate reversible or irreversible performance losses [171,172]. Indeed, Pt particles are sensitive to ionic impurities, such as Cl -, F -or HSO4 -[154,170]. Schmidt et al. [173] especially highlighted a reduction of ORR activity due to the presence of ClO4 -, HSO4 -and Cl -. Contamination of the fuel cell by carbon oxide (CO), hydrogen sulfide (H2S) or ammonia (NH3) species have also been extensively examined in the literature [170,174,175]. Indeed, they can be absorbed at the Pt surface blocking the access of the catalytic sites to H2 or O2. The ECSA losses can originate from multiple catalyst degradation mechanisms [154,176-178]. They are generally divided into four categories: • Particles dissolution and redeposition, • Electrochemical Ostwald ripening, Particles migration and coalescence/agglomeration, Particles detachment. A summary of these degradation mechanisms is illustrated in the Figure 1.19.
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 119 Figure 1.19 -Schematic representation of degradation mechanisms for Pt particles and carbon-based support in PEMFC catalyst layers proposed by Meier et al. [179].

  Pt particle detachment from the carbon-based support directly results from carbon corrosion (see § 3.2.2) and causes a loss of ECSA. Once separated from the support, Pt particles can either remain isolated or agglomerate with other Pt particles. This agglomeration phenomenon has been highlighted by Nikkuni et al. [182] thanks to identical-location transmission electron spectroscopy (ILTEM) measurements. This technique permitted to carry out particles aging tests on a TEM grid and thus obtain micrographs of an identical area before and after aging (as illustrated on Figure 1.20).
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 120 Figure 1.20 -Micrographs of a specific area obtained by the ILTEM technique highlighting different catalyst degradation mechanisms [182]. Pt particles have a diameter size in the range of nanometer (2-3 mm) to attain a higher specific area. Particles dissolution is partially dependent on the electrode potentials as well as on potential variations (steady state or transient FC operation) [176,183,184]. Indeed, potential cycling between the oxidation and reduction regions of the catalyst accelerates the Pt particles dissolution process while holding the potential at a high level, i.e. in the oxide formation region, decreases the Pt particle dissolution thanks to the formation of protective oxide film at the
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 121 Figure 1.21 -cross-section SEM images (magnification x1,000) of (a) pristine MEA and (b) aged MEA after 136 startup and shutdown cycles [190]. The location of the Pt band depends on gases crossover, i.e. on the respective fluxes of oxygen and hydrogen through the membrane [191,192]. Kim et al. [193] studied the location of the Pt band in a reinforced membrane submitted to various fuel cell operating conditions and reported different distribution patterns of Pt particles deposition (Figure 1.22). They observed the formation of a Pt band at 1-10 µm of the cathode-membrane interface when the cell is fed

Figure 1 . 22 -

 122 Figure 1.22 -Distribution patterns of Pt band in the membrane under various operating conditions (Adapted from ref. [193]).

  2 V and was attributed to chemical oxidation by hydrogen peroxide [196]. To conclude, carbon corrosion entails several consequences: it leads to an electrode thinning [169,203,204] as well as it weakens the interaction between the carbon and the Pt particles, promoting the Pt detachment and agglomeration (by coalescence and/or Ostwald ripening), causes an ECSA reduction and thus a loss of performances [205]. Degradation mechanisms of the ionomer binder Despite numerous publications focusing on membrane degradation mechanisms, only a few were conducted on the degradation of the ionomer binder in the electrodes. Indeed, its low amount in catalyst layers as well as the difficulty to extract properly the ionomer from the other components (Pt particles and carbon-based support) impede the observation of structural changes with traditional characterization techniques (SEM, TEM, Raman, IR). Danérol et al. [203] have shown by X-ray diffraction (XRD) that the structure of the electrode was modified after 1397 hours of fuel cell operation at 60°C. The X-ray analysis was carried out on pristine and aged MEA. On the X-ray diffractogram presented in Figure 1.23,

Figure 1 .

 1 Figure 1.23 -X-ray diffractogram of pristine MEA and 1397h aged MEA before and after removing electrodes [203]. Accelerated stress tests in single cells highlighted structural modification and material loss after aging [206-208]. Parry et al. [207] analyzed electrodes after voltage cycling under pure hydrogen and under hydrogen with 5 ppm of CO at the anode: XPS analyses revealed a decrease of CF2and CF3bonds corresponding to a ionomer loss around 13.2 % after 550 h of voltage cycling with pure hydrogen and around 10.6 % after 630 h of voltage cycling with pure hydrogen polluted with 5 ppm of CO. Zhang et al. [206] confirmed a ionomer loss with a decrease of fluorine content from 50 % to 39 % after 300 h of voltage cycling.
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 124 Figure 1.24 -Dependencies of FER on the relative humidity in H2/air mixed gas at 80°C in the absence of membrane between GDEs [209]. Morawietz et al. [210] have measured the thickness of ionomer film in anode and cathode catalyst layers from pristine and aged MEAs thanks to the atomic force microscopy (AFM).Aged commercial and experimental MEAs were characterized after 235 h of steady state operation in a single cell. For the aged commercial MEA, the authors reported an important thinning (33 %) of the ionomer film in the anode catalyst layer whereas no significant thickness variation was observed on the cathode side. On the contrary, the ionomer layer thickness of the aged experimental MEA significantly decrease on both sides (42 % at the anode side and 33 % at the cathode side).
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 125 Figure 1.25 -(a) chemical structure and (b) abundance of side-chain fragments identified in extracts from catalyst layers after accelerated aging protocols [213].

Figure 1 .

 1 26 illustrates the relations between the operating conditions, the main degradation mechanisms and the measurable effects as initially proposed by Bruijn et al. [155].
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 126 Figure 1.26 -Degradation effects, conditions, and mechanisms for PFSA membranes (Adapted from ref. [155]).Although the membrane degradation is believed to occur due to complex and interrelated chemical and mechanical mechanisms [216-219], these stressors are most often studied alone and more rarely considered together. In that respect, each degradation mode (mechanical or chemical) will be first detailed separately in order to introduce the different degradation mechanisms proposes in literature and then the conjoint effect of these two will be considered to describe the overall membrane degradation.
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 127 Figure 1.27 -Consequence of the membrane mechanical degradation: crack formation (left) [221]pinhole formation (middle) [218]delamination at the membrane/electrodes interface (right) [222]. During fuel cell operation, PFSA membranes are exposed to humidity cycling which generates large variations of the membrane water-uptake. When repeated many times, these swelling/shrinkage cycles weaken the mechanical integrity of the membrane, alter its structure by causing irreversible plastic deformations and may subsequently lead to the formation and growth of cracks and pinholes [221,223-225]. More particularly, the channel/land transition areawhere the membrane is constrained under the land and free to move under the channelhas been shown as a high-constraint area in which residual tensile stress in the plane of the membrane can reach up to 10 MPa and can accelerate the membrane degradation as a consequence of membrane swelling/shrinkage cycles [226-228]. In addition, inadequate humidification of reactant gases, and thus of the membrane, accelerates the membrane degradation since it becomes more brittle and prone to plastic deformation under low humidity

  The formation of hydroxyl (HO • ), hydroperoxyl (HOO • ) and hydrogen (H • ) radicals during fuel cell operation have been detected by spin trapping electron paramagnetic resonance (EPR) spectroscopy [248,249]. 3.3.2.2.Chemical changes observed after in-situ experiments Analysis of PEMFC collecting water during fuel cell operation permitted to highlight the membrane chemical decomposition thanks to the detection of various degradation products. The best-known degradation product is fluoride ion, resulting from the production of hydrofluoric (HF) during PFSA decomposition [185,209,212,229,243,247]. In addition to fluoride ions, sulfate ions have been revealed thanks to ion chromatography analysis [185,212] while the use of 19 F NMR spectroscopy permits to identify several perfluorinated carboxylic acids [213,229]. The main degradation products identified in the literature are summarized in Table 1.1. Fluoride ion emission rate (FER) measured in fuel cell water exhaust or solution extracts of aged MEA provides an accurate indication of chemical degradation level of the PFSA membrane during or after fuel cell operation. It has been highlighted that FER depends upon chemical nature and relative humidity of reactant gases [209,243,250], the current density of the cell [250], temperature [251] as well as the membrane thickness [247,252]. Indeed, Zhao et al. [252] recently demonstrated the importance of membrane thickness on fluoride emissions and thus polymer chemical decomposition which are directly correlated to hydrogen permeation (Figure 1.28). On another note, the counter-ion nature of sulfonic groups also plays a crucial role on membrane degradation. It has been shown that FER was higher in the case of membranes in proton form in comparison to membranes which are polluted with alkaline or alkaline earth metal ions [247,253]. However, Kinumoto et al. [253] also demonstrated that the presence of Fe 2+ or Cu 2+ ions strongly increases the polymer decomposition.

Figure 1 .

 1 Figure 1.28 -(a) Cumulative fluoride release rate of cathode water exhaust and (b) hydrogen permeation during OCV tests [252]. Analysis of degraded PFSA membranes by FTIR and Raman spectroscopies are useful to detect the formation of carboxylic acid groups or PFSA chemical structure evolution after fuel cell operation. For instance, Holber et al. [254] reported significant intensity decrease of C-S, S-O and C-O-C vibration bands with respect to that of backbone CF2 groups on Raman spectra, indicating the entire side chain loss due to radical attacks on ether linkages. This assumption is supported by the study of Bas et al. [255] who demonstrated by 19 F NMR spectroscopy that the integral ratio between side chain -CF groups and backbone -CF2 groups decreased after fuel cell operation. However, the authors also detected no IEC variation, indicating that degradation could not occur via side chain scission but via radical attack on -CF groups. Change in IEC value after aging tests is not clearly established since some authors underlined an IEC decrease after fuel cell operation [212,256] while others observed any IEC variation in spite of significant membrane thinning [255]. To go even further, Endoh et al. [257] carried out FTIR and electron probe microanalyses to measure the concentration of carboxylic groups in the cross-section of MEA degraded under OCV conditions at 90 °C during 200 h. Their results highlighted an inhomogeneous distribution of -COOH groups in the membrane thickness and more particularly a higher -COOH concentration at the anode side (Figure 1.29).
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 129 Figure 1.29 -COOH concentration profile in the cross-section of membrane degraded under OCV conditions thanks to electron probe microanalyzer (EPMA) and FTIR analyses [257]. This behavior has been confirmed by Danilczuk et al. [258] who highlighted the appearance of C-H and C=O groups near to the membrane/anode interface thanks to micro FTIR analysis of degraded MEA (OCV conditions, 90 °C, 30 % RH, 180 h) cross-section. Additionally, the authors suggested that the degradation location was presumably linked to the location of Pt band formation into the membrane (see § 3.2.1).
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 130 Figure 1.30 -Influence of the presence of Pt band in the membrane on (a) fuel cell performances and (b) fluoride emission during in-situ AST [195]. Whether degradation is studied at single-cell or stack scale and in accelerated or standard conditions, the various observations mentioned above underlines the multiplicity of degradation mechanisms and therefore the difficulty to clearly conclude on PFSA membrane degradationbehavior and mechanismduring fuel cell operation.

  FTIR and/or NMR analyses of H2O2 or Fenton's solution after the chemical degradation process permitted to detect several decomposed fragments coming from PFSA side chains. The appearance of -C=O, -S=O and -CF stretching bands on IR spectra [270,271] as well as the detection of -CFx (x = 0-3) and -C=O resonance peaks by 13 C-NMR spectroscopy [270] reveals the presence of -SO3 -, -COOH and -CF-groups in solution. More particularly, Healy et al. [229] investigated the degradation of Nafion ™ membranes through in-situ (fuel cell operation) and ex-situ (Fenton's reaction) experiments and demonstrated by 19 F-NMR and mass spectroscopies that a similar fluorocarboned molecule directly deriving from the PFSA side-chain were released in both cases: the perfluoro(4-methyl-3-oxa)pentane-1-sulfonic-5-carboxylic diacid, HOOC-CF(CF3)-O-CF2-CF2-SO3H.

Figure 1 .

 1 Figure 1.31 -SEM images of Nafion ™ membrane surface (A-D) and cross-section (E, F) after various time of exposure to Fenton's reagents [273].

  Once initiated, unzipping reaction propagates along the polymer backbone and can lead to the entire side chain loss and the formation of perfluoro(4-methyl-3-oxa)pentane-1-sulfonic-5carboxylic diacid, HOOC-CF(CF3)-O-CF2-CF2-SO3H, by reaching a junction with a side chain[211,212]. This specie can then diffuse out of the membrane or further decompose via unzipping reaction, as -COOH end group is still present (Figure1.32).
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 132 Figure 1.32 -Product A degradation via unzipping reaction [211]. As mentioned in § 1.2.4, it has been shown that introducing an additional step of postfluorination in Nafion ™ membrane synthesis permitted to considerably reduce by 61 % the number of carboxylic end groups and to decrease by 56 % the fluoride ion emission in comparison with untreated one [83]. Although post-fluorination of carboxylic end groups in PFSA membranes enhances their stability against chemical degradation, chemically stabilized membranes are nevertheless not completely rid of vulnerable sites. Indeed, several authors reported that observed fluoride release is not directly proportional to the concentration of -COOH end groups in PFSA membranes and suggest that other degradation mechanisms occur [276,283].
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 133 Figure 1.33 -Side chain degradation mechanism by unzipping the side chain via radical attack to the C-S bond proposed by Ghassemzadeh et al. [246].This mechanism is supported by the presence of side chain fragments in exhaust water[246] after in-situ degradation experiments as well as the detection of -O-CF2-CF2-SO3 • and -O-

Figure 1 . 34 -

 134 Figure 1.34 -Mechanism of HO • radical attack on ether linkage proposed by Ghassemzadeh et al. [266]. As mentioned earlier, hydrogen (H • ) radical is also formed during fuel cell operation and its presence has been recently confirmed by EPR spectroscopy [249]. Based on the presence of this radical, Ghassemzadeh et al. [266] as well as Danilczuk et al. [258] proposed another membrane degradation mechanism consisting in H • radical attack on tertiary C-F bonds of both main chain and side chain. Radical attack on CF bond in the side chain results in side chain cleavage and further decomposition up to the junction with main chain while radical attack on CF bond in the main chain directly conducts to the entire side chain loss (Figure 1.35).
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 135 Figure 1.35 -Mechanism of H • radical attack on Nafion ™ main chain and side chain suggested by Danilczuk et al. [258]. Although HOO • radical has been observed during fuel cell operation, no degradation mechanism by HOO • radical attack on polymer structure has been described in the literature whereas plenty of degradation pathways based on the attack of HO • radical, and more recently on H • radical, have been proposed. This can be explained by the ranking of oxidative strength of oxygen species: HO • > H • > HOO • > H2O2 [289].
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 136 Figure 1.36 -Summary of chemical degradation mechanisms by radical attacks on PFSA polymer structure.

  instead of metal cations to mitigate radical attack membrane degradation[START_REF] Prabhakaran | Investigation of polymer electrolyte membrane chemical degradation and degradation mitigation using in situ fluorescence spectroscopy[END_REF][292][293][294]. These various studies shown that the incorporation of CeO2 particles into the membranes is also highly effective to enhance membrane durability. Nevertheless, Prabhakaran et al. observed a decay of scavenging efficiency with time[START_REF] Prabhakaran | Investigation of polymer electrolyte membrane chemical degradation and degradation mitigation using in situ fluorescence spectroscopy[END_REF]. In order to improve the regenerative activity of CeO2/MnO2 radical scavengers, several authors have attempted to dope them with other metal cations or to immobilize them onto inert supports such as silica nanoparticles [295,299-301]. For instance, Trogadas et al. investigated the effect of platinum particles on the scavenging efficiency of ceria and demonstrated that Nafion ™ /Pt/CeO2 membranes are slight more resistant against radical attacks than Nafion ™ /CeO2 membranes [302]. This result can be explained by the ability of Pt to catalyze H2O2 decomposition whereas Ce 3+ can only deactivate HO • . Furthermore, D'Urso et al. investigated the durability of reinforced Aquivion ® membranes including cerium-based radical scavenger supported on sulfonated silica particles in comparison with Ce 3+ -exchanged reinforced Aquivion ® membranes [296]. Their work demonstrated that silica support provides lower MEA resistance and thus longer fuel cell lifetime thanks to its better dispersion and stabilization of Ce-based radical scavengers (Figure 1.37).

Figure 1 . 37 -

 137 Figure 1.37 -Comparison of the cell resistance for MEA containing reinforced Aquivion ® PFSA membrane + Ce(III) ions or Ce scavenger supported on sulfonated silica at various operating time [296].Conjoint chemical and mechanical degradations
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 138 Figure 1.38 -Schematic representation of membrane degradation mechanisms [305]. Specific accelerated stress tests (AST) were recently developed to study the impact of coupled mechanical and chemical stressors on PFSA membranes during fuel cell operation [218,219,303,307]. For instance, Lim et al. evaluated the in-situ degradation of PFSA membranes during conjoint mechanical and chemical membrane accelerated stress tests [218].They demonstrated that the combination of steady-state Open Circuit Voltage (OCV) phases and periodic wet/dry cycles led to a consistent and fast degradation with significant fluorine losses and uniform membrane thinning. Additionally, the authors observed a drop of the fracture strain and an increase of the elastic modulus during fuel cell operation, indicating increased stiffness and brittleness of the membrane structure and thus larger vulnerability to pinhole formation. Moreover, they highlighted the acceleration of the overall degradation since membrane failure occurred after only 160 hours of operation. Using an ex-situ approach, few authors highlighted the acceleration of PFSA chemical decomposition under tensile stress[216] 
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 139 Figure 1.39 -Schematic of the compression apparatus developed by Kusoglu et al. (left) and fluoride emission measured as a function of time for various compressive stress (right) [217]. More recently, Ehlinger et al. [304] developed a comprehensive model to study the synergistic nature of chemical and mechanical stressors and its impact on PEMFC performance and durability. Their model includes three main characteristics: 1) transport properties and performance of the fuel cell, 2) mechanical stress induced by the membrane swelling and the formation and growth of pinholes, 3) membrane chemical degradation through the formation and transport of hydrogen peroxide and fluoride ions. Their fully-coupled models demonstrated the importance of considering both mechanical and chemical degradations as well as their conjoint effect on transport properties to understand the membrane decomposition occurring during fuel cell operation.

  chemical structure and functional properties of PFSA membranes before and after aging tests permitted to correlate physico-chemical properties of the membrane to its structural characteristics and to highlight several indicators of chemical degradation. Chapter II is dedicated to the description of the various experimental techniques used in this thesis work. As a first step, before considering conjoint chemical and mechanical stress, it has been necessary to understand the impact of pure ex-situ chemical degradation on PFSA membrane. More particularly, Chapter III was focused on the study of the effects of Fenton's reagent concentrations on the membrane degradation.A deeper time-resolved monitoring of ex-situ chemical degradation has been then performed in Chapter IV to study its impact on the chemical structure and the water transport and sorption properties of composite and conventional Nafion™ membranes. This study also permitted to provide some clarifications on the contribution of the reinforcement layer and the radical scavengers against PFSA membrane chemical degradation.Finally, the effects of combined mechanical and chemical stress on PFSA membranes have been studied, always through an ex-situ approach, with a custom-made device. Chapter V was dedicated to the development of this specific device and the different ex-situ conjoint mechanical and chemical stress tests allowing to investigate the impact of coupled stresses on the chemical structure, functional properties and fuel cell performances of PFSA membranes.
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 11 Chemical and electrochemical characterizations .............................................................. 1.1. Fluoride emissions measurement via ion-selective electrode (ISE) .......................... 1.2. ATR-FTIR spectroscopy ............................................................................................ 1.3. NMR aspectroscopy ................................................................................................... Solid-state 19 F-NMR .......................................................................................... Liquid-state 19 F-NMR ........................................................................................ 2. Characterization of membrane functional properties ........................................................ 2.1. Liquid-state 1 H-NMR ................................................................................................. 2.2. Water uptake measurements .................................................................................... This chapter aims at describing the experimental techniques employed in this work to characterize the impact of the degradation on the structure and the functional properties of Nafion ™ membranes. The commercial Nafion ™ membranes studied in this work and their main features as well as the pretreatment and cleaning protocols are fully described in chapter III. Chemical and electrochemical characterizations 1.1.Fluoride emissions measurement via ion-selective electrode (ISE)The fluoride ions concentration of the solutions was estimated by using a fluoride ionselective half-cell electrode (DX219, Mettler Toledo) associated to a reference electrode (InLab Reference, Mettler Toledo) and a pH/millivolt meter (SevenCompact S220, Mettler Toledo).The measurement consists in studying the potential variation of the ion-selective electrode as a function of the ionic activity of the measured species. In addition to ensuring a good repeatability, the main benefit of the potentiometric method is the possibility to analyze complex solutions that are unclear, cloudy, colored or fluorescent and/or contain various chemical elements. In the case of fluorine ions, the ion-selective electrode is a crystalline membrane electrode made of a single lanthanum trifluoride (LaF3) crystal doped with europium. The potential of the LaF3 crystalline membrane electrode 𝐸 is given by the following relation[1]:
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 21 Figure 2.1 -Typical calibration curve of fluoride ion-selective electrode[2] 

  𝑡1 the volume of added TISAB II and 𝑠 the slope of the calibration curve established before each measurement campaign. Parameter 𝑠 is expected to be equal to 2,3 𝑅𝑇 𝐹 ≈ 0.057 𝑉/10 𝑝𝑝𝑚 at room temperature (25 °C) according to the supplier data.

Figure 2 .

 2 2 illustrates ATR-FTIR spectra of a Nafion ™ XL membrane exposed to the ambient air and exposed to the nitrogen flow under the conditions described above.
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 22 Figure 2.2 -ATR-FTIR spectra of Nafion ™ XL membrane before and after the drying protocol. The inset illustrates the IR spectra focused on PFSA absorption bands.

  F-NMR experiments were performed thanks to a collaboration with the Membrane Biophysics and NMR team in the Chemical Institute of Strasbourg. A Bruker Avance 500 wide-bore spectrometer operating at the Larmor frequency of 470.5 MHz and equipped with a H/F/X magic-angle spinning (MAS) probe was used. The samples were rolled and loaded into 2.5 mm zirconia thin walls rotors with Vespel bottom and drive caps. All spectra were measured with a Hahn-echo pulse sequence at 24 °C under MAS conditions with a spinning frequency of 25 kHz. Each experiment was performed with the following parameters: a 90° pulse width of 1.25 µs, a recycle delay of 10 s, a dwell time of 2.5 µs and a number of accumulations of 64 scans. Figure2.3 illustrates the characteristic19 F-NMR spectra of a Nafion ™ NR211 membrane as well as the resonance peaks attribution and peak areas prediction according to Chen and Schmidt-Rohr[12].

Figure 2 . 3

 23 Figure 2.3solid-state19 F-NMR spectra attribution for Nafion ™ NR211 membrane and the corresponding peak areas predicted by Chen and Schmidt-Rohr[12]. The resonance peak with an asterisk designates a spinning sideband.

2. 1 .

 1 Liquid-state 1 H-NMRThe liquid-state 1 H-NMR experiments were performed on a Bruker Avance III 600 WB spectrometer with a Larmor frequency of 600.13 MHz and equipped with a 5 mm Diff30 probe capable of delivering a gradient intensity up to 1800 G/cm. The spectra were recorded at room temperature by accumulating 256 scans with the following parameters: a recycle delay of 3 s and a dwell time of 25 μs. An optimization of the proton 90° pulse width was carried out for each sample before recording the 1 H-NMR spectra to have suitable spin-echo during the measurement. Figure 2.4 illustrates the typical 1 H-NMR spectrum of water molecules contained in a pristine Nafion ™ XL membrane at high hydration level (~23.5 wt.%). Two resonance peaks are visible in the spectrum corresponding to two different water populations, i.e. water molecules with different chemical environments.
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 241 Figure 2.4 -1 H NMR spectrum of the water populations present in a pristine Nafion ™ XL membrane.
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 5 . It is necessary to work with this sequence in porous media because additional relaxation mechanisms to those present in liquid phase occur during the measurement. As a consequence, the transverse relaxation time 𝑇 2 and the longitudinal relaxation time 𝑇 1 are strongly shortened, the relaxation time 𝑇 2 being always shorter or equal to the relaxation time 𝑇 1 for any system.
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 25 Figure 2.5 -Schematic representation of the PGSTE sequence.

Figure 2 .

 2 6 illustrates experimental data of area peak fitted by Stejskal-Tanner equation (equation 2.7) in the case of a pristine XL membrane at 23.5 wt%:
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 26 Figure 2.6 -Experimental NMR signal decay and theoretical fit of the main peak in a pristine XL membrane as a function of the gradient strength.
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 27 Figure 2.7 -Water sorption isotherm (30°C) of a pristine Nafion ™ XL membrane.

Figure 3 . 1 -

 31 Figure 3.1-Fluoride concentration over time for all experiments performed by Frensch et al [28]. The legend refers to the initial concentrations as [Fe 2+ ]/[H2O2], where BL = baseline test.

  surface was kept flat and accessible during the whole duration of the experiment. Nylon and polycarbonate parts are not severely degraded by hydrogen peroxide and will not interfere with the chemical degradation of PFSA. The membrane dimensions were conditioned by those of the polycarbonate frame and were thus cut into 6 x 4 cm² samples before being fixed to the frame. These dimensions also correspond to those of the single cell utilized to carry out performance tests of the degraded membranes. The single cell and test protocols will be fully described in § 2.3 of chapter V dedicated to the effects of conjoint chemical and mechanical stress on PFSA membranes. The setup for the ex-situ aging protocol based on the Fenton's reaction and a photograph of the polycarbonate frame are shown in Figure 3.2.
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 32 Figure 3.2 -(a) schematic representation of the ex-situ chemical degradation setup and (b) photograph of the polycarbonate frame holding a membrane sample.A 50 mg.L -1 stock solution of ferrous ions was first prepared from iron (II) sulfate heptahydrate salt (FeSO4.7H2O) and a few drops of concentrated nitric acid were added to lower the pH below 3 before the addition of hydrogen peroxide. Indeed, ferrous ions are not stable in solution but naturally and rapidly oxidized to ferric ions Fe 3+ with oxygen in the air. Various Fenton solutions were prepared from this acidified ferrous ion stock solution and the appropriate volume of a 30 vol.% hydrogen peroxide solution. The Fenton solution was added
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 33 Figure 3.3 -Comparison of (a) XL and (b) NR211 macroscopic morphologies after exposure to the different Fenton's reagent concentrations.In the case of experiment #6 (i.e. low Fe 2+ and high H2O2 concentrations), morphology evolutions differ significantly between the two membranes: bubbles with various diameters
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 34 Figure 3.4 -Macroscopic changes after experiment #6 conducted with a high H2O2 concentration (20 vol.%) and low Fe 2+ concentration (4 ppm) for Nafion ™ XL, (a) without magnification and (b) with 8x magnification, as well as with Nafion ™ NR211, (c) without magnification and (d) with 35x magnification.

Figure 3 .

 3 Figure 3.5 summarizes the fluoride emission rate determined for the different experiments as a function of the ferrous ion and the hydrogen peroxide (Fenton's reagents) concentration. It is expressed as the total amount of fluoride ions released by the membrane sample with respect to its dry weight.
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 35 Figure 3.5 -Fluoride emission rate for Nafion ™ XL (in blue circle) and NR211 (in orange circle) membrane samples as a function of Fenton's reagents concentration. Reproducibility tests have been performed in the baseline conditions determined by Frensch et al.[28]: 1 ppm Fe 2+ and 3 vol.% H2O2.

  previous work permitted to determine the most appropriate concentration of Fenton's reagents producing a degradation believed to be more representative to that occurring during fuel cell operation. It is now interesting to study the evolution of the ex-situ chemical degradation induced by Fenton's reaction over the time of exposure to Fenton's reagents and to understand the impact of the chemical degradation on the structure and the functional properties of Nafion ™ membranes. In that respect, the chemical degradation of both XL and NR211 membranes was monitored as a function of the exposure time using several indicators such as fluoride emissions and chemical structure evolution, observed by ATR-FTIR spectroscopy. At the end of the degradation process, the impact of the chemical degradation on water sorption and transport properties was evaluated thanks to the DVS analyzer and the liquid-state 1 H-NMR spectroscopy. Furthermore, the comparison of results obtained for composite Nafion ™ XL with those of the non-reinforced NR211 permitted to provide new understandings on the contribution of chemical and mechanical mitigation strategies against the chemical degradation. As mentioned in § 2 of chapter III, Nafion ™ XL membrane contains radical scavengers based on cerium species as well as a mechanical reinforcement based on a microporous PTFE-based layer whereas NR211 one is neither chemically nor mechanically reinforced.

3. 1 .

 1 ATR-FTIR spectroscopy FTIR spectroscopy was performed with an ATR accessory to probe only a few micrometers close to the surface of the XL membranes and thus exclude its PTFE-based reinforcement layer from the analysis.

Figure 4 .

 4 1a and 4.1b illustrates the infrared spectra of XL and NR211 membranes, respectively, as a function of the exposure time to the Fenton solution. The spectra are focused in the range 1400 -850 cm-1 , where the characteristic vibration modes of the PFSA are visible. The vibration bands in this range have been assigned in the literature[1][2][3][4][5] and five characteristic vibration bands have been outlined as illustrated in Figure4.1a (the spectra are normalized to the most intense band at 1144 cm -1 associated to the asymmetric -CF2 stretching mode). As described in § 1.2 of chapter II, the homogeneity of the chemical structure over the surface was verified by systematically performing at least three local measurements on both sides of the samples (pristine or aged with different exposure time). In Figure4.1a and 4.1b, only one of these local measurements is representedall the probed areas having a very similar evolutionand the results shows that the IR spectra did not evolve with the exposure time for both XL and NR211 membranes. In order to simplify the reading, the relative intensities of the PFSA side chain stretching bands were averaged over the all range of probed areas as a function of exposure time to Fenton solution (Figure 4.1c). The average relative intensity of the C-O-C and the S-O stretching bands do not vary significantly regardless of the type of membrane, which confirms the absence of IR spectra evolution.

Figure 4 . 1 -

 41 Figure 4.1 -IR spectra (a) of XL and (b) NR211 membranes as a function of the exposure time to Fenton solution and focused on PFSA absorption bands, (c) evolution of average relative intensity of the bands associated to the PFSA side chain over exposure time for XL and NR211 membranes, (d) structure of the PFSA repeat unit and attribution of PFSA side-chain vibration bands [1-5].

Figure 4 .

 4 Figure 4.2 illustrates the spectra of pristine and degraded Nafion ™ membranes as well as the experimental IEC determined from these spectra. The resonance peaks of Nafion ™ have been identified and attributed thanks to the work of Chen and Schmidt-Rohr [9]. CF2 groups of the Nafion ™ backbone is attributed to the resonance at -118 ppm by analogy with the NMR signal of PTFE while the CF group located at the junction between the backbone and the side chain gives rise to a peak at -135 ppm. The side chains signals appear at -76 ppm for the CF3 and CF2 groups close to ether linkages, at -140 ppm and around -113 ppm for the CF and CF2 groups close to the sulfonic sites, respectively.
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 4219 Figure 4.2 -19 F MAS NMR spectra and resonance peak assignment of Nafion ™ XL and NR211 membranes before and after chemical degradation. The resonance peaks with an asterisk designate spinning sidebands. The inset illustrates experimental IEC deduced from spectra in comparison with literature values [10,11].
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 43 Figure 4.3 -Evolution of (a) percent weight loss and (b) cumulative fluoride emissions of NR211 and XL membranes as a function of exposure time.

Figure 4 .

 4 Figure 4.4 by the symbol (*), are not yet attributed to specific fluorinated compounds. Some unidentified degradation products are therefore present in solution.
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 44 Figure 4.4 -19 F-NMR spectra of Fenton solutions collected after 24, 36 and 96 hours of (a) XL membrane and (b) NR211 membrane exposure to Fenton's reagents. The inset illustrates the chemical structure of product A and the attribution of its resonance peaks. The resonance peaks with an asterisk designate unidentified molecules.
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 45 Figure 4.5 -Evolution of the emissions of the degradation products as a function of exposure time for (a) XL and (b) NR211 membranes. The fluoride emissions were evaluated thanks to the ion-selective electrode while the emissions of Product A and TFA were estimated by NMR.

Figure 4 .

 4 Figure 4.6 shows the evolution of the sorption isotherms after chemical degradation as well
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 46 Figure 4.6 -Water sorption isotherms (30°C) decomposed into three adsorption mechanisms of (a) XL and (b)NR211 membranes after 96 hours of Fenton's reagents exposure in comparison with pristine membranes. Five measurements were performed on the pristine XL in order to control the repeatability of the measurements and of the pretreatment process. In the case of the degraded membranes, the initial samples were cut into two pieces and the results of the two measurements were averaged.

Figure 4 . 7 -

 47 Figure 4.7 -Water self-diffusion coefficient evolution after 96 hours of Fenton's reagents exposure as a function of water uptake in (a) XL and (b) NR211 membranes (squared symbols) in comparison with pristine membranes (circles).

6. 1 .

 1 Comparison of PFSA membrane degradation with literature Our multi-techniques investigation demonstrates that both reinforced XL and unreinforced NR211 membranes experience non-negligible chemical decomposition with distinct degradation levels. Several complementary indicators, such as weight loss, fluoride and product Aperfluoro(3-oxapentane)-1-sulfonic-4-carboxylic diacidemissions provided evidences of effective chemical degradation of membranes as a result of radical attacks. However, ATR-FTIR and solid-state 19 F-NMR analyses indicated that neither the chemical structure nor the IEC/IECg varied. The PFSA membrane degradation mechanisms proposed in the literature involve either radical attacks on both the main and side chains or polymer decomposition starting from the side chains, propagating along the polymer structure, and possibly resulting

Figure 4 . 8 -

 48 Figure 4.8 -Cumulative emissions of degradation products, expressed in mg/gPFSA, vs. exposure time for XL (in blue) and NR211 (in red) membranes. Fluoride emissions (triangle symbols) were evaluated thanks to the ionselective electrode while the emissions of Product A (circles) were estimated by quantitative NMR experiments. TFA emissions are not represented due to their low concentrations. Dotted lines designate the lower/upper limits of fluoride emissions when the PTFE-layer fraction in XL membrane is considered.

Finally, we recently

  studied the chemical degradation of reinforced PFSA membranes after 12860 hours[42] of fuel cell operation. The significant intensity decrease of C-O-C and S-O stretching bands detected by ATR-FTIR spectroscopy indicated a partial loss of the PFSA side chains as well as a significant IEC reduction. Additionally, a decrease of water sorption capacity as well as a reduced water mobility have been observed and it has been suggested that this trend could be partly due to the partial loss of sulfonic groups by side chain cleavages. Such results are clearly different from those reported here following ex-situ chemical stress tests, since neither chemical structure evolution nor significant change of water uptake and water diffusion was observed. This may indicate that the polymer decomposition caused by radical attacks during short duration (i.e. 96 vs. > 12000 hours)even though the Fenton process employed here is supposed to mimic an accelerated degradationis not fully representative of the impact of membrane degradation on water sorption and transport properties. Degradation occurring during fuel cell operation is indeed believed to occur due to complex and interrelated mechanical and chemical degradation mechanisms. Future studies of the impact of conjoint chemical and mechanical ex-situ degradation modes on PFSA membrane structure and properties will probably help to complement our understandings of PFSA degradation mechanisms and aging phenomena.

2. 1 .

 1 Description of the aging deviceTo simulate ex-situ mechanical and chemical stresses occurring in fuel cell, two symmetric half-cells or flow field plates were machined in 316L stainless steel, with single serpentine channels. These plates, similar to those used in fuel cells, ensure the distribution of the solution on each side of the membrane. The land and channels are 1 mm wide and 0.7 mm deep (a schematic representation of the lower half-cell can be seen in Figure5.1b). 316L stainless steel was chosen because of its great corrosion resistance and its chemical inertness against diluted hydrogen peroxide solution. In addition, its mechanical properties are excellent. The system can accommodate 40 to 45 mm wide and 60 to 70 mm long membrane samples and the area exposed to both the solution and the compressive stress is 19.5 x 39.5 mm² per half-cell. Figure5.1a illustrates a schematic representation of the experimental setup.

Figure 5 . 1 -

 51 Figure 5.1 -Schematic representations of (a) the coupled mechanical and chemical degradations device and (b)the lower part of the stress cell designed for this study. The compression area is equal to the area of the channel ribs. They were made slightly protruding so that no mechanical pressure was exerted elsewhere.

3. 1 .

 1 Preliminary testsA Preliminary test is performed to ensure that fully hydrated Nafion ™ membranes can withstand important pressure (5 MPa) and quick cycling (0.1 Hz) for quite a long time (20 h).

Figure 5 . 2 -

 52 Figure 5.2 -Macroscopic morphology of XL membrane before and after mechanical aging test.Then, control aging test #1 and control aging test #2 (Table5.1) are carried out to set reference levels of fluoride emission rate (FER)without mechanical pressure -. The trend is similar for both membranes, with FER 2.5 to 4 times higher when exposed to the Fenton solution than with hydrogen peroxide (Figure5.3). This confirms the observations made in the case of ex-situ chemical degradation (see § 3.2 of chapter III): as a reminder, FER with membranes exposed to H2O2 solution were of about 11 µg/gNafion/h for both XL and NR211 membranes while they reached about 79 and 97 µg/gNafion/h with Fenton solution, respectively.

  As a second step, short-term aging test #1 and short-term aging test #2 are performed with a cyclic compression stress of 5 MPa. The trend observed with ex-situ chemical stress tests and control aging tests is once more confirmed, with FER at least twice higher with Fenton solution than with H2O2 (Figure5.3). Interestingly, the FER of XL membranes under cycling of 5MPa are lower than without mechanical stress: by about 30% for control aging test #1 (H2O2 solution) and by about 35% for control aging test #2(Fenton solution). On the contrary, no Page | 159 significant variation of the FER can be observed with NR211, even though no definitive conclusion can be drawn due to the large error bars.

Figure 5 . 3 -

 53 Figure 5.3 -Fluoride emission rates (FER) of Nafion ™ XL and NR211 membranes under (a) static 0 MPa and (b) 5 MPa cycling compressive stress coupled to moderate (H2O2) and aggressive (Fenton) chemical stress. In the case of XL membrane, short-term aging test #2 and control aging test #2 led to the appearance of tiny localized bubbles close to the membrane surface, and this mostly in the channels area: i.e. where the membranes were in direct contact with the Fenton solution but without mechanical stress (Figure 5.4). It is important to note that such defects are not observed with NR211, neither to the naked eye nor with a stereo microscope, regardless of the conditions.

Figure 5 . 4 -

 54 Figure 5.4 -Macroscopic changes of XL membranes under various chemical and mechanical degradation conditions. Photographs of membranes exposed to static 0 MPa mechanical stress correspond to the compression area mm² only (this area being cut for further analyses).As a reminder, such defects have been observed in the case of pure chemical exposure to Fenton solutions (see § 3.1 of chapter III) but in harsher conditions (20 v% H2O2 vs. 3 v% H2O2

Figure 5 . 5 -

 55 Figure 5.5 -Fluoride emission rates (FER) of Nafion ™ XL and NR211 membranes under various mechanical stress coupled to the Fenton solution exposure.

Figure 5 . 6 -

 56 Figure 5.6 -Evolution of the macroscopic morphology of XL membrane after long-term aging test without magnification (to the left) and with 8x/30x magnifications (in the middle and to the right) for two different localizations at the membrane surface.

  it could be explained by a less efficient renewal of the solution over the membrane surface because of the presence of the GDL. The solution would essentially flow within the channels, its velocity being significantly lower within the GDL. As a result, membranes exposure to the Fenton solution would differ from that occurring during aging tests carried out without GDL. It is worth mentioning here that a PTFE-based hydrophobic coating and a microporous layer (MPL) are generally used in GDL to improve water management in fuel cells. In this study, however, no MPL and no PTFE hydrophobic agent were used, thus facilitating the saturation of the pores.

Figure 5 . 7 -

 57 Figure 5.7 -Comparison of the fluoride emission rates (FER) of Nafion ™ XL and NR211 membranes in the absence or in the presence of additional GDL. The inset corresponds to the photograph of XL membrane after the aging test with GDL.Furthermore, XL and NR211 membranes have similar FER when additional GDL are introduced in the stress cell.

4 . 2 .

 42 Impact of conjoint chemical and mechanical stress on the membrane structure and functional properties 4.1.Chemical structure evolution of membranes after conjoint stress The chemical structure of aged XL and NR211 membranes is analyzed by solid-state 19 F-NMR spectroscopy. As seen in § 3.2 of chapter IV, this technique allows to determine the IEC of degraded membranes from the NMR spectra.Figure 5.8 illustrates the evolution of the spectra as well as the evolution of IEC in comparison with pristine membranes for short-term aging tests #1 and #Regardless of the degrading solutions (H2O2 or Fenton), neither significant evolution of the intensity of the side chain resonance peaks nor IEC evolution are observed for both membranes. This indicates that the global membrane degradation does not seem to affect the PFSA chemical structure. The observation is actually similar to those made after an ex-situ chemical stress induced by Fenton's reaction (see § 3.2 of chapter IV), with:

Figure 5 . 8 - 19 F 4 . 2 .

 581942 Figure 5.8 -19 F MAS NMR spectra and resonance peak assignment of Nafion ™ (a) XL and (b) NR211 membranes before and after cyclic compression aging tests. The resonance peaks with an asterisk designate spinning sidebands. The inset illustrates experimental IEC deduced from spectra in comparison with the literature values [19,20]. Since solid-state 19 F-NMR spectroscopy only permits to analyze the global chemical structure of aged membranes, ATR-FTIR spectroscopy was also employed to analyze the local evolution of PFSA chemical structure at the membranes surface, thus excluding the PTFE reinforcement of XL membrane. No significant variation of the relative intensity of side chain vibration bands are visible in the IR spectra for both membranes and regardless of the aging test performed. These results are consistent with those observed for ex-situ chemical degradation tests and confirm the conclusion made thanks to NMR measurement. Both techniques, ATR-FTIR and NMR spectroscopies, suggest that conjoint chemical and mechanical stresses do not significantly alter the chemical structure of repeat unit of Nafion ™ membranes as observed for degradation induced by chemical stress only ( § 3 of chapter IV).

Figure 5 . 9 -

 59 Figure 5.9 -Water sorption isotherms (30 °C) of (a) XL and (b) NR211 membranes after various aging tests in comparison with pristine membranes. The two plots at the bottom illustrate the evolution of the different adsorption mechanisms. Five measurements were performed on the pristine XL in order to control the repeatability of the measurements and of the pretreatment process.

  H-NMR spectroscopy. Again, only aging tests coupling cyclic compression and H2O2 or Fenton solution exposure are presented and the results obtained in the case of static compression are reported in Appendix B. Figure5.10 illustrates the evolution of water self-diffusion coefficient measured in XL and NR211 membranes as a function of the water uptake for various aging tests in comparison with pristine membranes. After conjoint chemical and mechanical degradation, no significant variation of the water self-diffusion coefficient is observed on the all range of membrane water-uptake probed: for both aged XL and NR211 membranes, values are generally very close to the lower limit of those obtained for pristine membranes in the micron scale of NMR spectroscopy. Again, this trend has been already observed in the case of membranes submitted to only a chemical stress and it shows that the introduction of an additional mechanical stress does not affect the water diffusion behavior of membranes, reinforced or not.

Figure 5 . 10 -

 510 Figure 5.10 -Water self-diffusion coefficient evolution after various aging tests as a function of water uptake in (a) XL and (b) NR211 membranes (diamond symbols) in comparison with pristine membranes (circles).

Figure 5 . 11 -

 511 Figure 5.11 -Polarization curves in single cell with MEA made with Nafion ™ (a) XL and (b) NR211 membranes for various aging tests. The cell was operated at 70°C and supplied with pure hydrogen and air, both at 60% RH and atmospheric pressure. The gas stoichiometries were equal to 1.5 and 4 at the anode and cathode, respectively.

Figure 5 . 12 -

 512 Figure 5.12 -Polarization curves in single cell with MEA made with Nafion ™ (a) XL and (b) NR211 membranes for aging tests with and without additional GDL. For aged membranes, error bars refer to the average of the two faces.

5 .

 5 Contribution of the mechanical stress on membrane properties: comparison with pure chemical stress tests First, by comparing the fluoride emissions obtained in the case of coupled chemical and mechanical stress tests with those of only chemical stress tests, one can observe that they are comparable: 7.53 mg/gNafion vs. 9.10 mg/gNafion for XL and 7.65 mg/gNafion vs. 12.48 mg/gNafion for NR211. Nevertheless, the duration of the aging tests were significantly different but so were the chemical conditions (96 hours in a static solution vs. 20 hours in a flowing solution) so that eventually, the amount of fluoride released by the membranes could be of the same order of magnitude. To go one step further and compare the degradation mechanisms occurring in coupled chemical-mechanical stress and chemical stress only, Fenton solutions were collected after conjoint stress tests of XL and NR211 membranes and analyzed by liquid-state 19 F-NMR spectroscopy (Figure 5.13). In that respect, we chose to analyze the Fenton solutions which have been circulated between the 8 th and 20 th hours of the long-term aging test because of their high fluoride ion concentrations measured with the ion-selective electrode. Degradation occurring during pure ex-situ chemical stress test (Fenton's reaction) involves degradation mechanism by main chain unzipping and thus the loss of entire side chains (see § 4.2 of chapter

Figure 5 . 13 -

 513 Figure 5.13 -19 F-NMR spectra of the circulating Fenton solutions collected after the long-term aging test of XL and NR211 membranes. The inset illustrates the chemical structure of product A and the attribution of its resonance peaks. The resonance peaks with an asterisk designate unidentified molecules. The solutions were mixed with D2O (with a D2O/H2O ratio of 20:80) and the spectra were recorded at room temperature.

Figure 5 . 14 -

 514 Figure 5.14 -Evolution of water sorption isotherms in XL membranes (a) after ex-situ conjoint degradation (short-term aging test #2) and after ex-situ chemical degradation only (Fenton solution exposure) in comparison with the evolution (b) after long-time fuel cell operation [1].

  development of the hydrogen industry and of PEMFC are among the solutions considered to accelerate the energy transition. Although they offer clear advantages as safe and clean power sources to replace fossil fuels, PEMFC are still facing strong durability and performance issues limiting their lifetime and thus their widespread commercialization. This thesis work aimed at providing some clarifications on the aging phenomena of PFSA membranes and especially on the effects of chemical and mechanical stresses experienced by the membranes during fuel cell operation in terms of chemical structure, functional properties and fuel cell performances. 1. Influence of ex-situ chemical stress test on PFSA membrane degradation First, it was necessary to understand the impact of pure ex-situ chemical degradation on PFSA membranes without the contribution of mechanical fatigue. As highlighted in the bibliographical study, Fenton's reaction is by far the most widely-used accelerated ex-situ aging protocol to study the chemical degradation of PFSA membranes. It permits to reproduce the harmful environment observed during fuel cell operation by generating hydroxyl HO • and hydroperoxyl HOO • radicals. However, a wide range of Fenton's reagents combinations can be found in the literature and can have different effect on PFSA membranes, which makes difficult to determine the most suitable ex-situ aging protocols. In that respect, a study was carried out to clarify the influence of Fenton's reagent concentrations on the chemical degradation of Nafion ™ XL and NR211 membranes.Our results highlighted a high dependence of the membrane degradation to the Fenton's reagent concentrations, both from chemical and morphological points of view. Moreover, they demonstrated that the use of a small amount of Fe 2+ is required to catalyze efficiently the decomposition reaction of H2O2 into free radicals, thus ensuring a significant membrane degradation. On the other hand, high H2O2 concentrations can have detrimental effects on the macroscopic morphology of PFSA membranes and can generate defects that are not representative of those occurring during fuel cell operation. This preliminary study permitted to establish the most appropriate conditions required for this thesis work, i.e. the Fenton's reagent concentrations leading to the more efficient chemical degradation without inducing dramatical morphological changes of membranes: 1 ppm of ferrous ions (Fe 2+ ) and 3 vol.% of hydrogen peroxide (H2O2).

2 .

 2 Evolution of the chemical degradation as a function of time and its impact on the structure and properties of PFSA membranes On the basis of this first study, a time-resolved monitoring of ex-situ chemical degradation of PFSA membranes induced by Fenton's reaction was then performed. In this regard, the chemical degradation of both composite Nafion ™ XL and non-reinforced NR211 membranes was systematically evaluated as a function of exposure time to Fenton's reagents thanks to several indicators such as the weight loss, fluoride ion emissions or chemical structure evolution.Our results demonstrated that both XL and NR211 membranes are significantly chemicallydegraded by the exposure to Fenton's reagents since the analysis of Fenton solutions revealed the presence of several degradation products in non-negligible quantities. More particularly, liquid-state19 F-NMR permitted to highlight high emissions of perfluoro(3-oxapentane)-1sulfonic-4-carboxylic diacidnamed Product A for simplicity in the manuscript -, a fluorinated compound deriving from the PFSA side chain which has been already identified in the literature as one of the main PFSA degradation products. Nevertheless, no evolution of the chemical structure and no change in the IEC were observed, which suggest that the degradation of the PFSA main and side chains arises in equal proportions. This result indicates that the polymer decomposition probably occurs via an unzipping reaction, thus leading to the loss of the entire side chains. Furthermore, the characterization of water transport and sorption properties of PFSA membranes after 96 hours of Fenton's reagents exposure highlighted that the chemical degradation does not significantly alter these properties. These behaviors differ greatly from those detected after long-time fuel cell operation for which reduced water sorption capacity and water mobility have been observed. This discrepancy can be attributed either to the short duration of the degradation process (i.e. 96 vs. more than 12000 hours) or to an incomplete mimicking of the impact of the chemical degradation occurring during fuel cell operation on PFSA membranes. More particularly, the innovation of this study is based on the analysis of the chemical stability of the composite Nafion ™ XL membrane. Our results demonstrated that the chemical degradation of XL membrane is lower than that of unreinforced NR211 membrane, which can be explained by the presence of an additional PTFE-rich reinforcement, maintaining the membrane mechanical integrity and thus avoiding further chemical decomposition, and/or by the presence of cerium-based radical scavengers which can mitigate the radical attacks on the polymer chains.

Figure A. 1 ,

 1 the absorbance magnitude of PFSA vibration bands significantly increase with time. As the normalized intensity ratio between the PFSA side chain and -CF2 groups vibration bands varies significantly as a function of the membrane water content, it is thus essential to control the hydration level of the membrane to detect eventual chemical structure changes as a consequence of the degradation.
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 99 9999 % of purity) with a 2 NL/min flow rate during several minutes and the IR spectrum was measured at different time intervals during the drying protocol.

  Figure A.2 illustrates the IR spectrum evolution of a pristine XL membrane during the drying.

Figure A. 2 -

 2 Figure A.2 -Change in ATR-FTIR spectrum of a pristine Nafion ™ XL membrane during its exposure to a dry nitrogen flow. The inset is a focus on vibration bands associated to PFSA side chains.

2 .Figure A. 3 -

 23 Figure A.3 -Evolution of the membrane color of 96 hours of exposure to Fenton solution during an ex-situ chemical stress test.

2

  hours for complete re-acidification, i.e. complete exchange of Na + ions with protons. Finally, they were washed in distilled water at 80 °C for two hours to remove all excess of nitric acid and residual contaminants and dried 6 to 20 hours in an oven at 60 °C. At the end of the cleaning protocol, the pronounced orange color of aged membranes was significantly attenuated as aged membranes became slightly yellow tinted (Figure A.4).

Figure A. 4 -

 4 Figure A.4 -Evolution of the membrane color before and after cleaning protocol in comparison with a pristine membrane. The protocol was repeated three times to obtain adequate decontamination of the aged XL membrane.

Figure A. 6 illustrates

 6 the sorption isotherms of a pristine XL membrane in the protonated form compared to XL membrane completely exchanged with Fe 2+ ions before and after the cleaning protocol.

Figure A. 6 -

 6 Figure A.6 -Water sorption isotherms of XL membranes as a function of the sulfonate group counter-ions
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  Investigations on membrane exposure to H2O2 or Fenton's reagents, regardless of the aging method used, highlighted the release of several degradation products such as fluoride ions, sulfate or hydrogen sulfate ions as well as various fluorinated carboxylic acids (Table1.1).

	However, ROS generation does not necessarily require the presence of metal ions. Few authors
	have indeed initiated the formation of highly reactive radicals thanks to UV irradiation [264],
	gamma-ray irradiation [265] or electron-beam irradiation [266], but these approaches remain
	very minority at this time. Alternatively, aging method based on gas-phase H2O2 exposure have
	been developed in order to better replicate fuel cell operating conditions [216,254,257,267-

3.3.2.3.PFSA membrane degradation through ex-situ aging protocols

Membrane exposure to hydrogen peroxide (H2O2) solution are commonly-used as ex-situ aging tests in order to investigate the impact of chemical stress without considering the other stresses that could affect the membrane durability during in-situ aging tests. This approach enables to mimic the aggressive chemical environment, and especially the formation of free radicals encountered during fuel cell operation, while accelerating the overall membrane degradation. As previously described, H2O2 decomposition into free radicals can be catalyzed by metal ions (eq. 1.25) and more particularly the reaction between H2O2 and ferrous ions Fe 2+ , known as Fenton's reaction, constitutes the most widely-used accelerated ex-situ aging test.

269]. Hommura et al.

[267] indeed suggested that this accelerated aging method is more suitable for membrane degradation studying since no contamination is endured by the membrane during the test. It has been nevertheless suggested that gas-phase H2O2 exposure induces more severe degradation than Fenton's reagents exposure [268] but also that degradation mechanism were distinct from that occurring in aqueous conditions

[269]

.

Table 1 .

 1 ,277] while the presence of -C=O bond is characteristic of -COOH groups introduction into the degraded membranes.Recently,Luo et al. [279] studied the effect of chemical degradation on water transport properties of PFSA membranes and reported higher proton mobility and larger hydrophilic volume fraction after Fenton's reagents exposure. The authors attributed these changes to the appearance of important physical defects into the membrane which induce a significant increase of the water uptake. The appearance of defects into the membrane and especially the evolution of microbubbles into pinholes have already been observed [270,271,273,274,278,280,281]. For instance, Mu et al. [273] compared the impact of H2O2 and H2O2/Fe 2+ (i.e. Fenton's reagents)

	Moiety or molecule compounds	In-situ aging protocol	Ex-situ aging protocol
	𝐹 -	[185,209,212,229,243,247]	[83,84,253,267,270-276]
	𝑆𝑂 4 2-	[185,212]	[253,275,277]
	𝐻𝑆𝑂 4 -	Undetected	[268]
	𝐶𝐹 3 -𝐶𝑂𝑂 -	[213]	[213,268]
	𝐻𝑂𝑂𝐶-𝐶𝐹 2 -𝑆𝑂 3 -	[213]	[268]
	𝐻𝑂𝑂𝐶-𝐶𝐹 2 -𝐶𝐹 2 -𝐶𝑂𝑂 -	Undetected	[268]
	𝐻𝑂𝑂𝐶-𝐶𝐹(𝐶𝐹 3 )-𝑂-𝐶𝐹 2 -𝐶𝐹 2 -𝑆𝑂 3 -	[213,229]	[213,229,268,276]
	On the other hand, monitoring of PFSA structure evolution after chemical degradation by
	Fourier-transform infrared (FTIR) spectroscopy highlighted a decrease of the typical vibration
	bands of PFSA structure [270-273]. It is important to notice that this trend is not systematically
	observed; indeed others studies did not detect significant IR spectra evolution even though other
	marker show membrane degradation [253,274,278]. Some authors also highlighted the
	appearance of new vibration bands around 2900 cm -1 , 1690 cm -1 , 1440 cm -1 and 870 cm -1 on

1 -Main degradation products of PFSA membranes identified during in-situ and ex-situ aging tests [1]. IR spectra, which can be attributed to -CH [272], -C=O [269,275], -S=O [253,275,277] and Fe-O-Fe or O-O bonds [275], respectively. The presence of -S=O bond in the membrane can suggest S-O-S cross-linking between sulfonic groups or the formation of -SO2F bonds [253
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  F-NMR experiments were conducted at the NMR plaform of Jean Barriol

	Institute (IJB) in Nancy on a Bruker Avance III 400 spectrometer operating at the Larmor
	frequency of 376.5 MHz and using a 5 mm BBFO probe. Both qualitative and quantitative
	NMR experiments were performed in this study. Qualitative experiments were carried out at
	room temperature with the following parameters: a 90° pulse width of 13.5 µs, a spectral width
	of 200 ppm, a recycle delay of 1 s and an acquisition time of 0.87 s. The 19 F-NMR spectra were
	obtained thanks to conventional single pulse experiments with a number of accumulations
	between 2048 and 30720 for qualitative measurements.

Quantification by

19 

F-NMR was based on a protocol recently established by El Kaddouri et al.

[13]

. Their work consisted in investigating PFSA aqueous solutions to propose a new and efficient two-step
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Eq. 3.2 Eq. 3.3

  

		1-3.3)
	[1,3,15]:	
	𝐻 2 𝑂 2 + 𝐹𝑒 2+ → 𝐹𝑒 3+ + 𝐻𝑂 • + 𝐻𝑂 -	Eq. 3.1
	𝐻 2 𝑂 2 + 𝐻𝑂 • → 𝐻𝑂𝑂 • + 𝐻 2 𝑂	
	𝐻𝑂𝑂 • + 𝐹𝑒 3+ → 𝐹𝑒 2+ + 𝐻 + + 𝑂 2	

membranes, specific accelerated stress tests (AST) mimicking chemical and/or mechanical stresses encountered during fuel cell operation have been developed with both in-situ and exsitu approaches (see § 3.3.2 of chapter I) [12-14]. Fenton's reaction is by far the most used exsitu method to study the chemical degradation of PFSA membranes. This reaction consists in the simultaneous presence of hydrogen peroxide with iron ions to reproduce the aggressive and oxidizing environment of a fuel cell by generating HO • and HOO • radicals (equations 3.

Table 3 . 1 -

 31 Experimental matrix for the ex-situ degradation tests based on Fenton's reaction

	Experiment # Fe 2+ concentration (ppm) H2O2 concentration (vol.%)
	1	44	0.2
	2	44	3
	3	44	20
	4	1	0.2
	5	1	3
	6	4	20

Table 4 . 1 -

 41 Weight loss analysis of PFSA membranes after 96 hours of chemical degradation.

		Material loss (mg/gNafion)	Fluoride ion (mg/gNafion)	Product A (mg/gNafion)	TFA (mg/gNafion)
	XL membrane	20.60	9.10	2.44	0.01
	NR211 membrane	108.30	12.48	4.20	0.04

Table 4 . 2 -

 42 uptake (wt.%), A and B are two parameters describing the Langmuir sorption mode and C is the Henry's solubility constant. The Cluster sorption contribution is then deduced by subtracting the Langmuir and Henry's contributions from the experimental data. The fitting parameters are listed in Table4.2. Fitting parameters of water sorption isotherm for 0 < awater < 0.60.

	𝐵 * 𝑎 𝑤 1 + 𝐵 * 𝑎 𝑤	+ 𝐶 * 𝑎 𝑤	(4.2)

Table 5 .

 5 1 -Summary of the operating conditions of the ex-situ tests coupling mechanical and chemical stresses

Name of the experiment Mechanical strength Chemical conditions Duration Number of tests

  After the tests, the samples were systematically extracted from the cell, immersed in distilled water before being treated with the same cleaning protocol than that of ex-situ chemical degradation tests (see § 2.3 of chapter III and § 2 of Appendix A)with the exception of the membranes from the mechanical aging test who lasted for 20 hours -. The membrane samples were finally dried in an oven during 20 hours at 60 °C before being analyzed:

	Mechanical aging test	Cyclic 5 MPa	Distilled water	8/20 hours	1/1
	Control aging test #1	Static 0 MPa	H2O2 solution	8 hours	1
	Control aging test #2	Static 0 MPa	Fenton solution	8 hours	2
	Short-term aging test #1	5 MPa cycling	H2O2 solution	8 hours	2
	Short-term aging test #2	5 MPa cycling	Fenton solution	8 hours	3
	Long-term aging test	5 MPa cycling	Fenton solution	20 hours	1
	Static aging test	Static 2.5 MPa	Fenton solution	8 hours	1
	High pressure aging test 10 MPa cycling	Fenton solution	8 hours	1
	Aging test with GDL	5 MPa cycling	Fenton solution	8 hours	2

Table 5 .

 5 

2 summarizes the evolution of fluoride emissions as a function of the exposure time for both XL and NR211 membranes in the case of aging test associating 5 MPa cyclic pressure and Fenton solution (long term aging test vs. short-term aging test #2 in Table 5.1). Fluoride emissions vary in non-linear way since much more ions are emitted between 8 and 20 hours

Table 5 .

 5 

	2 -Fluoride emissions of XL and NR211 membranes after short-term and long-term aging tests
		XL membrane	NR211 membrane
		0-8h solution 8-20h solution 0-8h solution 8-20h solution
	Fluoride emission (mg/gNafion)	1.339 ± 0.351	7.5265	2.110 ± 1.254	7.6527

Moreover, these degradation products, and therefore the degradation mechanism, are similar whether the membrane is reinforced or not.

As mentioned in § 1.2 of chapter II, analysis using Fourier-Transform InfraRed (FTIR) spectroscopy was carried out with an Attenuated Total Reflectance (ATR) accessory in order to study chemical structure changes at the surface of PFSA membranes. The characteristic vibration bands of PFSA membranes are visible in the spectral range 1400 -400 cm -1 while those of water molecules contained in the membrane are characterized by a wide band between 3900 and 2600 cm -1 and several bands in the range 1900 -1500 cm -1 . The assignment of PFSA vibration bands, as illustrated in Table A.1 below, is fairly well established nowadays, although some absorption bands are still open to discussion. 

Wavenumber (cm -1 )

Vibration mode assignment
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Most studies agree on the vibration bands assignment with the exception of the peak located at 980 cm -1 for which some authors attributed it to the stretching mode of C-O-C group [4,7,8,10,14,16,17] while others assigned it to CF stretching mode of the CF2-CF(CF3)-group [11,12]. More recently, Coms et al. suggested that the 3 characteristics peaks associated to PFSA side chain between 1080 and 950 cm -1 cannot be simply assigned to single functional groups since vibration modes associated to these bands are greatly connected [18]. Bands at 1060 and 966 cm -1 would be both linked to the symmetric stretching of SO3 -groups and would entail the motions of many adjacent atoms within the PFSA side chains. On the other hand, band centered at 982 cm -1 would not be related to SO3 -symmetric stretching. Their assumption is verified by the absence of bands located around 1060 and 966 cm -1 in IR spectrum of a dry Nafion ™ membrane.

It is worth noting that many studies demonstrated that IR spectrum of a Nafion ™ membrane is significantly influenced by the membrane water content [2][3][4][5][9][10][11]19,20]. In order to study the impact of the degradation on PFSA chemical structure, it is necessary to perform the measurement in identical conditions where the influence of water molecules on the IR spectrum is negligible, i.e. in a state close to the dry state. In that respect, several experiments were performed to optimize the drying protocol of Nafion ™ membranes before the ATR-FTIR analysis. 
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To ensure the complete re-protonation of aged membranes, analysis of aged membranes was carried out by ATR-FTIR spectroscopy. Indeed, the use of ATR-FTIR spectroscopy as a tool for the identification of contaminants and microstructural changes in PFSA membranes has been already demonstrated [23]. Indeed, the work of E. Moukheiber permitted to identify the changes in FTIR spectra of Nafion ™ membranes after the exchange of their proton counter-ions with metallic cations: the disappearance of the vibration band at 1730 cm -1 , which is associated to the H-O-H bending of hydronium ions H3O + , and the appearance of a vibration band around 870 cm -1 . The disappearance of the vibration band at 1730 cm -1 in IR spectra of Fe 3+ -Nafion ™ membranes confirms that H3O + ions bonded to membrane sulfonates groups were exchanged with Fe 3+ ions [24]. The vibration band around 870 cm -1 has already been observed in the literature for Nafion ™ membranes degraded by Fenton's reaction and can be attributed to the formation of oxo-bonded Fe-O-Fe in Fe 3+ -Nafion membranes [23][24][25]. Moreover, a shift in the C-O-C and S=O stretching bands was observed for exchanged XL membranes and can be explained by interactions of Fe 3+ ions with the PFSA side chain moieties, as it has been suggested by the work of E. Moukheiber [23].

In the case of this thesis work, the same changes in ATR-FTIR spectrum have been observed

for aged membranes after exposure to Fenton's reagents (Fe 2+ and H2O2). 

Impact des dégradations et du vieillissement sur les propriétés des membranes PFSA pour pile à combustible Résumé

Bien que déjà présentées comme une technologie sûre et propre, les piles à combustible à membrane échangeuse de protons (PEMFC) restent confrontées à de solides verrous en termes de durabilité et de fiabilité, limitant leur commercialisation à large échelle. De nombreuses études ont déjà permis d'affiner la compréhension des phénomènes de vieillissement et ont permis de désigner la dégradation de la membrane comme l'un des principaux facteurs limitant la durée de vie des PEMFC.

Cette étude vise à apporter des éléments de compréhension sur les mécanismes de dégradations chimique et mécanique par l'intermédiaire de protocoles de vieillissement ex-situ, ainsi qu'à comprendre l'impact de ces dégradations sur la structure et les propriétés fonctionnelles des membranes.

Dans un premier temps, il a été nécessaire de clarifier l'influence de la réaction de Fenton, un protocole de vieillissement ex-situ largement reconnu dans la littérature, sur la dégradation chimique des membranes Nafion ™ . Les résultats ont confirmé que la concentration en réactifs de Fenton influençait significativement la décomposition chimique du polymère, à la fois d'un point de vue chimique et morphologique.

Par la suite, nous avons choisi de suivre l'évolution de la dégradation chimique des membranes Nafion ™ en fonction du temps et d'étudier son impact sur la structure de la membrane, ses propriétés de sorption et de diffusion de l'eau ainsi que son fonctionnement en pile. À cet égard, différentes techniques de caractérisation telles que la spectroscopie RMN 19 F ou 1 H ainsi que la spectroscopie FTIR ont permis de corréler les propriétés physicochimiques de la membrane à ses caractéristiques structurelles et de mettre ainsi en évidence plusieurs marqueurs de la dégradation chimique.

Enfin, un dispositif sur-mesure a été conçu afin d'étudier l'impact des contraintes mécanique et chimique conjointes sur les membranes Nafion ™ . L'objectif de ce dispositif était de reproduire des conditions de vieillissement proches de celles rencontrées lors du fonctionnement en pile. Mots-clés : hydrogène, PEMFC, membranes Nafion ™ , durabilité, dégradation chimique, fatigue mécanique, réaction de Fenton.

Impact of degradation and aging on properties of fuel cell PFSA membranes Abstract

Although proton-exchange membrane fuel cells (PEMFC) are nowadays considered as a safe and clean energy technology, they still suffer from durability and reliability issues restricting their widespread commercialization. Innumerable studies have already led to a better understanding of aging phenomena and highlighted membrane degradation as one of the main factors limiting PEMFC lifetime.

This study aims at bringing some clarifications on the chemical and mechanical degradation mechanisms of membranes through ex-situ aging protocols as well as understanding the impact of these degradations on the membrane structure and functional properties.

First, it was necessary to clarify the influence of Fenton's reaction, an ex-situ aging protocol widely recognized in the literature, on the chemical degradation of Nafion ™ membranes. The results confirmed that Fenton's reagents concentration significantly influenced polymer chemical decomposition, both from a chemical and morphological point of view.

Subsequently, we chose to monitor the evolution of pure chemical degradation of Nafion ™ membranes as a function of time and to study its impact on the membrane structure, water sorption and diffusion properties, as well as operability in fuel cells. In that respect, various characterization techniques such as 19 F or 1 H-NMR as well as FTIR spectroscopies allowed us to correlate physico-chemical properties of the membrane to its structural characteristics and to thus highlight several indicators of chemical degradation.

Finally, a custom-made device has been developed to study the impact of conjoint mechanical and chemical stress on Nafion ™ membranes. The objective of this device was to replicate aging conditions close to those encountered during fuel cell operation. Keywords: hydrogen, PEMFC, Nafion ™ membranes, durability, chemical degradation, mechanical fatigue, Fenton's reaction.