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GENERAL INTRODUCTION

Neutron detectors play a crucial role in various applications such as homeland security (airports, borders and ports) to control illegal activities involving nuclear materials, nuclear power plants for neutron radiation safety and monitoring, high energy physics and nuclear science. In addition, recent events such as the Fukushima explosion and the polonium poisoning have stimulated interest in the development of small, portable and low-cost solid-state neutron detectors (SSND). To achieve high efficiency in SSND factors such as neutron absorption and charge collection are critical.

The general objective of this work is to develop efficient solid-state thermal neutron detectors based on boron containing III-nitride materials such as boron nitride (BN) and borongallium nitride (BGaN). Boron in these materials is very important for the detection of thermal neutrons due to the high neutron capture cross section of the isotope boron-10 (3840 barns) and its low sensitivity to gamma radiation. However, the main challenge with boron containing III-N for neutron detection is the quality of the materials. For instance, growth of thick, high quality single crystalline boron-rich BGaN needed for neutron detectors is difficult due to strain-induced degradations such as phase separation and columnar 3D growth. Therefore, we developed an innovative approach consisting of BGaN/GaN superlattices (SLs) with a nominal boron content of 3% in the BGaN layer. These BGaN/GaN SLs materials were used to fabricate metalsemiconductor-metal (MSM) and p-i-n heterojunction devices, which showed significant neutroninduced signal. Even with this approach, it is found that there are several constraints on the boron content, the quality of the material, and the overall thickness, which are key factors for the realization of high-efficiency neutron detectors. Chapter 2 presents the basic properties of III-nitride material. A brief introduction to the techniques and equipment used for growth and characterization is also included.  Active medium: these charged particles generate excited carriers that produced electrical signal or light by recombining.

 Electronic part: displays the generated electrical signal.

In addition to these three components, a moderator can be used to slow down the incoming fast neutron on the detector. High density polyethylene (HDPE) is the most used moderator. The thermal neutrons are defined as free neutrons that have a kinetic energy of about 0.025 eV [1]. The neutron converter is characterized by its high neutron capture cross section. There are few elements in the periodic table that high enough neutron capture cross section to be used for thermal neutron detection. Most of the elements have capture cross section less than a barn (1 barn=10 -24 cm 2 ) [1]. Various types of neutron detectors have been made, such as gas-proportional counters, scintillators, and semiconductor-based detectors.

Gas proportional counters

Gas-filled detectors were among the first technologies used to detect neutron irradiation. Due to its high thermal neutron capture cross section of 5330 barns, gas-filled Helieum-3 ( 3 He) tube detectors are commonly used [3]. The 3 He absorbs incoming thermal neutrons and produces proton

( 1 H) and triton ( 1 H) ions with a kinetic energy of 765 keV (Q value). The neutron detector based on 3 He has high detection efficiency (~80 %) and negligible sensitivity to gamma ray. It was the material of choice for neutron detection in the early 1980s [3]. The 3 He gas detectors are widely deployed in radiation portal monitors (RPMs) which are used to detect neutron radiation from nuclear materials. The RPM screens the transport vehicles across borders as shown in Figure 1-1 [4]. However, the use of these gas proportional counters is complicated by the high operating voltage (1000 V) required, the large footprint of the device, and the high pressure. In addition to the high manufacturing and maintenance costs, the worldwide shortage of 3 He has created a tremendous interest in alternative neutron sensitive materials. These alternative materials must be sensitive to neutron radiation and insensitive to gamma-ray interference. 

Scintillators

Scintillator-based neutron detectors could be an alternative solution to replace 3 [4]. However, scintillators have similar detection probabilities for neutron and gamma-ray, which limits their ability to achieve adequate neutron/gamma discrimination [3][4].

The change from gas to solid state media offers a significant advantage in terms of material density, resulting in a much smaller device, robust and deployable devices, fast response time and low cost, which is desirable for many applications.

Semiconductor based neutron detectors

Before going into detail about solid-state neutron detectors, let us give some useful definitions of the main parameters of neutron detection.

Key parameters

 Neutron detection efficiency

The conversion efficiency (η) of a neutron detector depends on many parameters such as the neutron capture cross section of the converter layer and its crystalline quality, the device types (MSM, PIN) and the manufacturing process. The efficiency can be determined by using a certified neutron detector with known detection efficiency. To estimate the measured efficiency, the two detectors are placed in the same position during neutron irradiation and the efficiency is calculated using the following formula. [5]:

𝜂 = 𝑛 𝑖 𝑛 0 𝜂 0 (1) 
Where 𝜂 0 and 𝑛 0 are the detection efficiency and the generated count rate per unit area of the certified detector respectively, 𝑛 𝑖 is the generated count rate per unit area of the measured detector efficiency.

 Interaction probability or maximum detection efficiency

To estimate the detection efficiency of an h-BN based detector, the interaction probability (P) can be used and expressed as follows [6]:

𝑃 = 1 -exp (-𝑡/𝜆) (2) 
Where 𝑡 and 𝜆 are the thickness and thermal neutron absorption length of the converter layer respectively. For natural h-BN, 𝜆 is equal to 237 μm for 10 B enriched BN is 47 μm [6].

 Sensitivity (∆𝑰/𝑰𝒅)

The sensitivity of the neutron detector is defined as the difference between the measured current during neutron irradiation and the dark current measured without neutron flux. It is expressed as: ∆I = (𝐼 𝑚𝑒𝑎𝑠𝑢𝑟𝑒𝑑 -𝐼 𝑑𝑎𝑟𝑘 )/𝐼𝑑

(3)

State-of-the-art of solid-state neutron detectors

The solid-state neutron detectors can be divided into two categories: i) indirect conversion neutron detectors and ii) direct conversion neutron detectors [1]. The indirect neutron detector consists of neutron absorbing materials ( 6 Li, 10 B, 157 Gd) and usually an active planar device structure (separate semiconductor detector). On the other hand, in the direct neutron detectors, neutron capture, charge carrier generation and charge collection take place in the same materials (neutron absorbing layer), which offers tremendous advantages over the indirect conversion such as higher charge carrier collections and simple device structure.

a) Indirect conversion neutron detectors

Indirect neutron detectors based on semiconductors have been extensively studied with various designs. One design consists of electronic devices coated with a neutron reactive material.

For example, this could be a silicon PN junction coated with a converter material [7] such as boron-10 ( 10 B), which is used for its large capture cross section for thermal neutrons (see Figure 12). In this case, the efficiency is limited to less than 5% [8] because the reaction product is absorbed in the converter material itself. If the boron layer is too thick, the generated charge particles ( and 7Li particles) will be absorbed before they reach the silicon-PN junction. This is a design challenge because the converter material must be sufficiently thick to capture most of the incident thermal neutrons. This problem results in a device with inefficient charge carrier production, which translates directly into low neutron detection performance. Another design of a semiconductor-based neutron detector allows overcoming this limitation and consists of a semiconductor device (diode) partially made of neutron-reactive material. An example of this type of neutron detector is microstructured semiconductor devices with small channels etched into the surface of the semiconductor substrate backfilled with a neutron reactive material [9][10], as shown in Figure 123. Such devices, based on the silicon diode PIN, can have efficiencies as high as 48% [10], but suffer from low radiation hardness [11] and require a rather complicated fabrication process. the radiation hardness of GaN is about two orders of magnitude higher than Si [11]. Second, GaN has a wide band gap of 3.4 eV, which enables much more robust performance above room temperature compared to Si. Among the III-N, hexagonal boron nitride (h-BN) is a uniquely useful material for neutron detection due to its high thermal neutron capture cross section. In addition, h-BN has very low sensitivity to gamma rays due to its relatively low density (2.2 g cm-3), which makes it more attractive for thermal neutron detection than other semiconductor materials [12][13][14].

Other outstanding physical properties of h-BN include chemical inertness, high thermal conductivity, high mechanical strength, and large band gap (~6 eV), which make it one of the preferred materials for new applications, including deep UV (DUV) optoelectronics [11,15].

Natural BN contains 20% 

The daughter particles of nuclear reaction equations 1&2, i.e. alpha and lithium particles, have large kinetic energies. The average energy of the daughter particles is 2.34 MeV. These charged particles penetrate the BN layers and lose their kinetic energy to create a cloud of electron-hole pairs, as shown in Figure 1234. Subsequently, the electron-hole pairs are driven to the electrodes by an electric field to produce an electric signal. The scatter of efficiency values from one detector to another was attributed to the poor charge transport in the device. Later, Li et al [18] reported 1µm thick monocrystalline h-BN based interdigitated (5µm spacing) planar MSM devices. For this device, a very low dark current and neutron induced current (ΔI) of 0.085 pA were measured when operated at a voltage between 20V and 200V. The same type of device, but with a 0.3 µm thick BN, was then found to be sensitive to neutron flux and insensitive to gamma rays [19]. It also inhibited an enhanced ΔI of 25 pA when operated at 40 kV/cm. To further improve the neutron detection efficiency, Doan et al [6] fabricated the same type of MSM device but with 10 B enriched 2.7 µm thick BN. As a result, an efficiency of 4% was obtained for this device when operated at a voltage higher than 20V. For planar neutron detectors, there are limitations on the collection efficiency when the BN thickness is increased. Maity et al [5] studied a vertical photoconductive structure based on 50 µm thick BN enriched with 10 B. A neutron detection efficiency of 58% was achieved when the device was operated with a surface area of 1x1 mm 2 at 5 kV/cm. With the same aim, Maity et al [20] considered a MSM structure based on 90 µm thick h-BN enriched with 10 B, where the electrical contacts were deposited on the vertical sides of the mesa obtained by etching. A neutron detection efficiency of more than 50% was obtained when the device was operated with a surface area of 28.8 mm2 at 4.17 kV/cm. Recently, Li et al. reported an improvement in the collection efficiency due to a reduced surface recombination field and an increased electron mobility lifetime product [21]. These promising results on neutron detectors based on BN have been reported by only one group, so many parameters need further optimizations.

Research problems

Boron-containing III-Nitride (BGaN, BAlN)

By using boron alloys such as BGaN, BAlN, it is possible to obtain robust devices that have both the conversion and neutron detection functions and thus do not require a neutron converter layer. Our group was among the pioneer in developing the diluted boron into GaN and AlN [22][23][24][25][26][27][28]. Record concentration of boron into GaN and AlN has been obtained 3.6% and 12%

respectively. The boron content in these alloys is an important factor as they absorb thermal neutrons and produce daughter particles, which in turn produce electron-hole pairs by losing their energy. Atsumi et al. reported a BGaN-based thermal neutron detector in which 200 nm BGaN alloy with a B content of 1.2% was grown on a 1 µm thick GaN/sapphire layer using MOVPE [29]. The BGaN Schottky diode showed a very low signal for thermal neutrons. For sensitive neutron detectors based on boron alloys (BGaN, BAlN), a high boron content is crucial for effective absorption of thermal neutrons. Unfortunately, as it has been reported by our group a thick BGaN layer with high B content leads to layer cracking due to the stress relaxation produced by the high B content [30][31].

To overcome the quality issue we have developed a new approach using superlattices (SLs) of BGaN and GaN semiconductors. In this case, a thin GaN layer is inserted between the BGaN layers to reduce the strain and hence the strain relaxation is avoided. Since the different layers are only a few nm to a few tens of nm thick, the boron content can be high enough and the final stack can reach a thickness of a few hundred nanometers, allowing for high neutron conversion efficiency.

Hexagonal boron nitride (h-BN) based neutron detectors

Highly efficient neutron detectors based on BN require very thick BN layers due to the large neutron absorption length of BN. It is 277 µm for natural BN and 47 µm for 100% enriched with Another alternative solution is the realization of p-n or p-i-n heterojunctions of BN for neutron detection. This will improve the charge carrier collection and the overall efficiency of the detector.

Previously, it was reported that p-doping of h-BN can be achieved using Zn, Be and Mg as dopants [32][33][34][35][36][37][38]. Recently, conflicting experimental and theoretical studies on the p-conductivity of h-BN have been published. Experimental works report a good control of the p-type conductivity of h-BN by in situ doping with magnesium, with an activation energy of 30-300 meV [36,37,39]. On the other hand, density functional theory studies (DFT) predict that p-type h-BN using Mg is most likely not possible, since the formation of small hole polarons increases the Mg ionization energy to more than 1 eV [40]. In this work, I have dealt in detail with the incorporation of Mg in h-BN layers and the control of the conductivity of the Mg-doped h-BN layers.

CHAPTER 2: INTRODUCTION TO III-NITRIDE MATERIALS

The III-nitride materials are compound semiconductors based on the combination of group III elements (Ga, Al, In and B) with group V nitrogen atoms. They are widely used in modern electronic and optoelectronic applications. This is due to their exceptional electronic, physical and optical properties. In this chapter, we present the basic properties of the III-N materials and the tools that have been used to grow and characterize them.

III-Nitrides materials

The successful demonstration of light emitting diodes (LEDs) [1][2][3][4], laser diodes (LDs) [5],

high electron mobility transistors [6][7][8], and photodetectors in the UV range [9][10][11][12][13][14] Strong covalent bonds exist between the elements III and nitrogen [22] due to the large difference in electronegativity between III elements and nitrogen atoms, resulting in chemically and physically stable III-nitrides. The lattice parameters and thermal expansion coefficients of BN, AlN, GaN and InN are summarized in Table 2-1. To calculate the lattice parameters, we consider the III-nitrides AN, BN and AxB1-xN, where x is the composition of the alloy. Then the lattice constant 𝑎 ABN of the ternary alloy is given by Vegard's law as follows [23]:

a ABN = xa AN + (1 -x)a BN (1) 
Similarly, the lattice constant 𝑎 ABCN of the quaternary alloy AxByC1-x-yN is given by:

a ABCN = xa AN + ya BN + (1 -x -y)a CN (2) 
The energy band gaps Eg of III-nitride alloys can also be calculated directly from their binary values as:

𝐸 𝑔 (𝐴 𝑥 𝐵 1-𝑥 𝑁) = 𝐸 𝑔 (𝐴𝑁) × 𝑥 + 𝐸 𝑔 (𝐵𝑁) × (1 -𝑥) -𝑏 × 𝑥 × (1 -𝑥) ( 3 
)
Where b is the energy band gap bowing parameter. 

Hexagonal boron nitride (h-BN) a) Structural properties of h-BN

Boron nitride belongs to the III-nitride materials that crystallize in different phases, such as the hexagonal (h-BN), cubic BN (c-BN), wurtzite BN (w-BN), and rhombohedral BN (r-BN)

phases [27]. The hexagonal form is the most stable phase and crystallizes in a hexagonal layered structure similar to graphite and is referred to as "white graphite". The boron and nitrogen atoms are bound by strong covalent bonds within each layer of h-BN, while the stacking layers are held together by weak van der Waals forces, as shown in , which makes it a potential material for antioxidant coatings [31]. The layered structure of h-BN combined with its close in-plane lattice match with graphene makes it an ideal template and dielectric layer for graphene electronics [32][33]. Some of the basic parameters of h-BN are listed in Table 2-3. 

b) Growth of h-BN

The growth of high quality h-BN is hampered by the lack of inexpensive lattice-matched substrates, the high growth temperature, and the parasitic reaction in the gas phase between the precursors (NH3 and TEB). In 1986, Nakamura et al. predicted that a temperature of 1500 o C should be reached for the growth of h-BN on sapphire [35]. This study was confirmed by Chubarov et al. who reported an improvement in crystalline quality and a decrease in impurity concentration (carbon and oxygen) at high growth temperature [36]. This leads to a sophisticated growth system that can support growth at high temperatures. Different methods have been used to grow h-BN.

The high pressure high temperature method HPHT has been used for the synthesis of bulk crystals of h-BN [37][38][39]. The major limitation of HPHT method is its scalability, so it cannot be used for large-scale device applications. Therefore, other techniques such as chemical vapor deposition (CVD), molecular beam epitaxy (MBE), and metal organic vapor phase epitaxy (MOVPE) have been explored to grow h-BN in large area. Large-area single-layer thick films of h-BN were obtained by CVD method on transition metal templates [40]. From few layers to 100 µm thick h-BN films were performed by metal organic vapor phase epitaxy (MOVPE) using ammonia (NH3)

and triethylboron as N and B precursors, respectively. Kobayashi et al [START_REF] Kim | Synthesis of Monolayer Hexagonal Boron Nitride on Cu Foil Using Chemical Vapor Deposition[END_REF][START_REF] Kobayashi | Hexagonal boron nitride grown by MOVPE[END_REF][START_REF] Kobayashi | Hexagonal boron nitride on Ni (111) substrate grown by flow-rate modulation epitaxy[END_REF][START_REF] Kobayashi | Boron Nitride Thin Films Grown on Graphitized 6H-SiC Substrates by Metalorganic Vapor Phase Epitaxy[END_REF] first reported the epitaxial growth of h-BN films on Ni, graphitized 6H-SiC and sapphire (Al2O3) by MOVPE.

Recently, our group reported for the first time 2D layered thin h-BN films with different thicknesses up to 60 nm on large-scale (2 inch) wafers [START_REF] Kobayashi | Hexagonal BN epitaxial growth on (0001) sapphire substrate by MOVPE[END_REF]. Later, Li et al. from our group reported the growth of BN films with thickness up to 2.5 um, which were used to demonstrate efficient deep UV detectors [46]. These results show that good quality h-BN can be grown at a temperature below 1500 o C, which allow us to investigate BN materials as neutron detectors.

BGaN, BAlN alloys

BGaN alloys are a very interesting material due to their wide band gap and lattice matching with the 6H-SiC substrate [47][48][49]. BGaN alloys with high crystalline quality were successfully grown by MOVPE on GaN template substrates in Pr. Abdallah's group. Boron was incorporated up to 3.6% in the GaN material. These significant advances in the growth of BGaN films have led to various applications, especially Bragg reflectors, high electron mobility transistors, and gas sensors [50][51][52]. In BAlN alloys we have two types. The first is Al-rich BAlN, which consists of alloying born into AlN. This material has been widely studied in our group and boron content up to 12% has been obtained [53][54][55]. The second alloy is the boron-rich BAlN, which consists of alloying Al into BN. The growth of boron-rich BAlN alloys has not yet been studied in the literature. The growth of boron-rich BAlN alloys and the understanding of their basic structural and optical properties are of great importance for the realization of neutron detectors.

Experimental tools 2.1 Metal Organic Vapor Phase Epitaxy (MOVPE)

Metal organic vapor phase epitaxy (MOVPE) was first described by Manasevit [56] in 1968 using organometallic compounds. The MOVPE system is used to grow high quality materials with excellent uniformity of film thickness in large scale production, with near atomically abrupt interfaces. The versatility and the easy scale up (multi-wafers systems) of MOVPE are the main advantage over other growth techniques (MBE, VPE) for the growth of all III /V and II /VI semiconductors and alloys [57]. A typical MOVPE system consists of the following components:

 Gas mixing cabinet for supplying precursors into the reactor chamber.

 Reactor chamber where the deposition of materials takes place.

 Exhaust system (main pump, scrubber, particle filter, etc)

 Control system such as automatic (2/3/5 way) valves, mass flow controllers (MFCs), pressure controller.

The general schematic of the MOVPE system is shown in Figure 2-4 [58]: The growth process in MOVPE is governed by the convection of the metal organic vapor species over a heated zone [57]. For III-nitride growth, ammonia (NH3), trimethylgallium (TMG), thriethylgallium (TEG), trimethylaluminum (TMAl), triethylborane (TEB), and trimethyindium (TMIn) are commonly used as precursors. In addition to the precursors, carrier gasses such as hydrogen (H2) and nitrogen (N2) are used to improve mixing and control laminar flow in the chamber. The precursors are stored in stainless steel bubbles that are maintained at a constant temperature. The carrier gas flows into the bubblers, is saturated with the vapor of the source molecules, and is carried out into the growth chamber (reactor). The scheme of epitaxial growth of III-nitride is shown in Figure 2345. The substrate is on a heated susceptor in the reactor chamber, where the organometallic precursors and ammonia are mixed and decomposed into species (pyrolysis). The resulting species diffuse through the boundary layer to the surface and attach to the substrate by adsorption. The species may desorb at this moment or react with other surface species. To form a new layer, the species can diffuse on the surface and nucleate at thermodynamically favorable sites to form islands, resulting in growth of the material.

The reaction equation for the growth of gallium nitride (GaN) is described as follows.

Ga (CH3)3 + NH3 → GaN + 3CH4 ↑

The byproducts formed diffuse into the carrier gas and flow into the reactor exhaust.

MOVPE growth is a complex process involving thermodynamics, kinetics, hydrodynamics and mass transfer. The theoretical details can be found in [57,58]. To control the growth rate and quality of epitaxial layers, several basic interdependent growth parameters can be set. These parameters are the growth temperature, the reactor pressure, the ratio of the ammonia flow rate to the total flow rate of the III element precursors (V/III ratio), the concentration of a precursor in the total precursors for III elements (III/III), and the carrier gas. The optimal V/III ratio is very important for the quality of epitaxial layers. If the V/ III ratio is too low, the supply of nitrogen atoms would be inefficient, and nitrogen vacancies and automatic background doping would increase. However, if the V/III ratio is too high, parasitic reactions will be enhanced and the surface mobility of adsorbed atoms will be hindered. For the composition of ternary or quaternary alloys, the ratio III /III is the parameter that needs to be adjusted. It should be noted that for the same gas phase concentration (III/III), the composition can also be shifted by other parameters such as temperature, pressure or the change of the strain state (pulling effect of the composition).

The growth rate depends on the reactor temperature and three growth regimes can be distinguished [57,58]. At low temperature, the growth rate is limited by the chemical reaction rate (decomposition or desorption at the surface), which can be expressed by the Arrhenius law as follows:

𝑅 = 𝐴𝑒 ( -𝐸 𝑎 𝑘𝑇 ⁄ ) (1)
where A is the pre-exponential factor, R is the chemical reaction rate, Ea is the activation energy, k is the Boltzmann constant, and T is the temperature in K. In this regime, the growth rate increase with increasing temperature.

In the intermediate temperature range (800 to 1200 o C for the growth of GaN from TMG and NH3), the growth rate is dependent on precursor supply and almost independent of temperature, where most of the MOVPE growth occurs. This regime is referred to as "mass transport limited".

At higher temperatures (above 1200 o C), the growth rate is limited by thermodynamic factors such as desorption and dissociation of the crystals with increasing temperature. The three regimes are summarized in Figure 23456.

Figure 16: Growth rate as a function of inverse temperature [58].

In this work, we have used two MOVPE reactors, the homemade T-shaped reactor for the growth of BGaN/GaN SLs and the CCS-Aixtron reactor for the growth of the h-BN layers, BAlN alloys and the p-GaN on the BGaN/GaN SLs.

a) T-shape reactor

The metal organic vapor phase epitaxy (MOVPE) system was designed and installed by Prof. Abdallah Ougazzaden [START_REF] Scholz | Compound Semiconductors[END_REF], as shown in Figure 2-7. This system consists of four basic elements: a gas handling system, a reactor chamber, a heating system, and an exhaust gas pumping system. The temperature can be as high as 1040 o C and the pressure in the reactor can be regulated from 80 to atmospheric pressure. H2 or N2 can be used as the carrier gas. The cold wall system is used so that the substrate is much hotter than the other zones. During growth, the substrate is rotated at 60 rpm to improve the homogeneity of the layers and maintain laminar flow on the sample surface. 

Characterization tools

In this work, we have used different types of characterization techniques to evaluate the properties and quality of the grown materials.

a) X-ray diffraction

X-ray diffraction is a nondestructive characterization method that can be used to determine the composition, thickness, lattice parameters, strain, and dislocation density of III-nitride epitaxial films. The wavelength of the incident X-rays is in the range of crystal lattice parameters. The incident X-rays are reflected from a number of crystal planes. The interference of the scattered rays will be alternately constructive or destructive. The constructive interference, known as diffraction peaks, can be determined using Bragg's law: nλ = 2d sin θ.

Where n is the diffraction order, λ is the wavelength of the X-rays, θ is the angle between the diffraction planes and the incident X-ray beam, and d is the distance between the diffraction planes (Figures2-9b).

In this work, HRXRD measurements were performed in a Panalytical X'pert Pro MRD is the interaction force between the tip and the surface. In tapping mode, the contact is limited and protect the surface from damage. More details can be found in [62]. The AFM images in this work were acquired with the Veeco 3100 Dimension Atomic Force Microscope.

d) Secondary ion mass spectrometry (SIMS)

Secondary ion mass spectroscopy is a technique for determining the composition of solid surfaces or thin films by sputtering the surface of the sample with a focused primary ion beam and collecting and analyzing the ejected secondary ions. The mass-to-charge ratios of these secondary ions are measured with a mass spectrometer to determine the elemental, isotopic, or molecular composition [START_REF] Veeco | A Practical Guide to Scanning Probe Microscopy (SPM)[END_REF]. SIMS is also used to detect low concentrations of atoms such as impurities or dopants.

In this work, SIMS was used to determine the boron content in the boron containing IIInitrides such as BGaN/GaN SLs and BAlN samples. To estimate the Mg concentration in the h-BN SIMS analyzes were used. For this purpose, calibration was first performed using Mg implantation in h-BN before analyzing the Mg-doped h-BN samples. The SIMS measurements in this work were performed by an external company Probion Analysis [64].

e) Scanning transmission electron microscope (STEM)

The scanning transmission electron microscope was used to determine the crystallographic properties of the grown BN samples. STEM is a type of transmission electron microscope (TEM) that has very thin specimen in order of 0.05 to 0.2 nm size. The electron beam is transmitted through the specimen. From the interaction between the electron and specimen, an image is formed The boron concentration in the BGaN layers was evaluated by SIMS profile. In Figure 3-4a shows the boron and gallium concentration as function of the layer depth. It can be observed that B profile varies anti-phase with Ga, which indicates that boron atoms substitute gallium atoms on the III sites of the lattice to form a ternary alloy. 11-period BGaN/GaN structure exhibits good uniformity. On the PIN structure (Figure 3-4b) the average magnesium (Mg) concentration in the p-GaN is 3x10 19 atoms/cm 3 and the Si concentration is 2x10 18 atoms/cm 3 . In the active region (BGaN/GaN SLs), the dopant concentration (Mg, Si) is below the detection limit of the SIMS.

However, Si spike is observed at the interface between p-GaN and BGaN/GaN SLs. This is due to surface contamination before the regrowth of p-GaN. The boron content is 2.8 % with 37 ± 3 nm total thickness of BGaN/GaN layer, which are in good agreement with the XRD data. The grown BGaN/GaN SLs and the PIN BGaN/GaN SLs will be used to fabricate MSM and PIN devices for UV and neutron detection.

Growth of thick natural BN

Previously, our group conducted in-depth studies on the growth of 1 to 2.5 µm thick BN films at wafer scale. These BN films of 2.5 µm were used to demonstrate the prototype UV photodetector [5]. It was reported that the BN films showed strong absorption below 215 nm and small absorption peaks at 288 nm and 299 nm from native defects. The photodetector showed low dark current values and photoconductivity of about 100 ± 20% under deep UV illumination at 205 nm. Based on these interesting results, we have explored the same thickness of BN films for thermal neutron detection.

In the present work, we have grown a series of samples with 2.5 μm thick BN on sapphire substrates by metal organic vapor phase epitaxy (MOVPE) in a 3×2" Aixtron system (CCS)

reactor, based on our previous work [5]. Triethylboron (TEB) and ammonia (NH3) were used as precursors for boron and nitrogen. Growths were performed at 1280 °C in a hydrogen environment at 90 mbar. The TEB flow rate was 60 µmol/min. To grow thick BN films, a higher growth rate is required. We used a low V/ III ratio of 52 to shorten the growth time. The growth rate estimated from in situ reflectance was up to 450 nm/h.

The growth of the BN layers was initiated with a TEB pre-flow of a few seconds.

Structural characterization of the 2. 

Growth of thick 10 B enriched BN films

Under the same growth conditions as those used to grow natural BN, we grew 10 B enriched BN layers by using TEB enriched in 97% of the isotope 10 B instead of TEB (20% of 10 B). Figure 3-8 shows the HRXRD scans of the 10 B enriched BN layers compared to the natural BN. It can be 51 observed that there is almost no difference in peak position and intensity. This shows that BN, grown with enriched 10 B in TEB precursor has no effect on the growth rate and material quality.

Similar results were obtained with both precursors. To confirm the concentration of the 10 B isotope, an SIMS analysis of the grown samples was performed (see Figure 3456789). The ratio 10 B/ 11 B is 36 which correspond 97 % of 10 B in the BN confirming the successful growth of 10 B enriched BN layers. 

Metal-semiconductor-metal devices of BN 1.1 Device processing

The BN samples are very fragile, so processing the devices is challenging. We first processed the BN samples using standard photolithography. For this process, liquid solvents such as acetone and isopropanol were used for cleaning, resulting in self-delamination of the BN samples, as shown in devices for an applied voltage in the range of -200 V to 200 V, recorded in the dark. Since the work function of Ti is lower than that of Ni, the Schottky barrier height (SBH) formed at the Ti/h-BN interface is higher than that formed with Ni. Therefore, as expected, the current flowing in the MSM with Ti contact is lower than the current flowing in the MSM with Ni contact. In fact, the current measured at +/-200 V in the MSM with Ni contact is about 12 pA, which is five times higher than the current measured in the MSM with Ti contact under the same conditions. Even more interesting is that despite the same metallic nature of the two contacts, both I-V curves show a slightly asymmetric behavior with respect to the applied voltage, as can be seen in Figure 4-3.

Dark current characteristic

This asymmetric behavior most likely stems from a different density of filled carrier traps at the interface of the h-BN with the two contacts [2], resulting in a different SBH at the two contacts. 

Response of the MSM h-BN devices under UV light

Prior to the neutron test, the key parameter mobility-lifetime product (µτ) was determined from the measured photocurrent under a UV lamp (λ=390-440nm) with a power density of 140 mW/cm 2 and a light spot area of 1 cm 2 covering the entire MSM h-BN detector (1 cm 2 area). This parameter is indicative of the electronic quality and effectiveness of the device used for neutron detection [3]. For detector applications, it is important to separate out the free electrons and holes produced by the radiation (UV illumination or nuclear reaction) in time. To ensure that most of the generated charge carriers are collected, the recombination time (τ) must be larger than the transit time (t).

This means that the product is µτ ≥ L 2 /V (t=L 2 /µV), where V is the bias voltage and L is the distance between the two electrodes (inset in Figure 5-4). The µτ product is affected by the crystalline quality of the grown materials (density of impurities/defects) and the device fabrication processes. To determine the product of mobility and lifetime, the MSM BN device was irradiated with a UV lamp. The photogenerated current was fitted using the well-known equations of Many [4] to determine the value of μτ (see Figure 4-4).

𝐼 𝑝ℎ = 𝐼 𝑜 𝜇𝜏𝑉 𝐿 2 [1 - 𝜇𝜏𝑉 𝐿 2 (1 -𝑒𝑥𝑝 (- 𝐿 2 𝜇𝜏𝑉 ))] (1) 
Where Iph is the photogenerated current and Io is a constant term that includes the reflection coefficient at the interface, the excitation flux, and geometric considerations. The fitted value of μτ is 3.85 × 10 -5 cm 2 /V. This value is an order of magnitude higher than the reported value of the μτ-product (5.4×10 -6 cm 2 /V for 4.5 µm thick BN) [5]. This value of the μτ-product is well above the minimum values for a good detector reported in reference [3], indicating that our BN MSM devices are good enough to be used for thermal neutron detection. 

MSM device of BGaN/GaN SLs

Device fabrication

Metal-semiconductor-metal (MSM) devices were fabricated on the grown structures mentioned in Chapter 3. The BGaN/GaN SLs structures need to be fully processed to fabricate lateral and vertical prototypes. First, lateral MSM devices were fabricated on BGaN/GaN superlattice structures with platinum (Pt) metal contacts, as shown in Figure 4-5. We investigated two metal contacts: Pt and gold (Au). The Pt metal contact was chosen because of its higher sensitivity.

The steps of the process:

(i) Cleaning of the wafer with acetone and isopropanol, followed by a dilute hydrochloric acid solution to remove organic residues and oxides.

(ii) The sample was patterned using standard photolithography.

(iii) The 2-inch wafer was cut into two pieces.

(iv) On one half of the wafer, 100 nm Pt was deposited by sputtering.

(v) The metal was lifted off in a heated dimethyl sulfoxide (DMSO) solution, which was stirred for about 1 hour. 

Response to UV light

Although the surface of the superlattice samples is rough, stable metal contact patterns were obtained without any degradation/detachment. The electrical properties of these devices were investigated using a probe station in the dark and under UV illumination. Remarkably, the current of the device was 4 orders of magnitude higher at forward bias than at reverse bias, which is a typical rectifying I-V curve. At reverse bias, the leakage current is about 2 µA at -2 V, but it was not saturated as would be expected for an ideal diode, and it continued to increase with reverse voltage. This suggests that there are leakage current paths related to the deep defect levels in the depletion layer [6]. 

Dark characteristics

Transport mechanism of charge carriers

In a solid-state neutron detector, a nuclear reaction is produced when an incoming neutron is absorbed by the nuclei of matter. The daughter particles of the nuclear reaction penetrate the matter and lose their kinetic energy to produce a cloud of electron-hole pairs. Subsequently, the electron-hole pairs are driven to the electrodes by an electric field to produce an electric signal.

This behavior also occurs in photodetectors, where charge carriers are generated by the absorption of an excited photon. The collection of charge carriers follows the same principles in the two types of devices -neutron detectors and photodetectors. We would like to recall here some basic principles of photoconductors in order to prepare the analysis of the response of neutron detectors, their I-V characteristics and eventual gain mechanism.

Current generation in photoconductors (PC)

When a photon with an energy hν ≥ E g is absorbed by a semiconductor, an electron-hole pair is created, as shown in Figure 4-9. The electron-hole pairs produced contribute to an increase in conductivity that can be detected in an external circuit. The electron-hole pairs can recombine or be trapped within the semiconductor. Detailed information on recombination and traps can be found elsewhere [7]. The current density can be determined from the electric charge of the charge carriers (q), the electric field (E), the electron mobility (μ e ), the hole mobility (μ h ), the density of electrons in the conduction band (∆n) and the density of holes in the valence band (∆p). The current density is given as follows [8]:

J = q(μ e ∆n + μ h ∆p) × E ( 2 
)
Where q is the electron charge, µe (µh) is the electron (hole) mobility, n (p) is the excess carrier concentration, and E is the applied electric field. By solving the continuity equation, we can determine the excess carrier distribution, photocurrent and the photo-gain. The continuity equation Therefore, the variation of carrier concentration with respect to the x-axis is not zero and the equation for excess carrier continuity ( 4) is:

g - ∆n τ n -μ n E d∆n dx = 0 ( 5 
)
Where g is the generation rate per volume and per second, which is expressed as [9] g = η

1 S×L P hν and η = (1 -R)(1 -e -αd ) (6) 
Where η is the quantum efficiency, S is the area, L is the distance between two electrons, R is the reflection coefficient and  is the absorption coefficient and P is optical power.

After calculation, the solution of equation 5 is given by:

∆n(x) = τ n g [1 -exp (- x μ n Eτ n )] (7) 
The induced photocurrent for the electrons is expressed as:

I phn = S × qμ n E × 1 L ∫ ∆n dx L 0 (8) 
After integration and terms arrangements of equation 8, we obtain:

I phn = η P hν qτ n μ n V L 2 [1 -τ n μ n V L 2 (1 -exp (- L 2 μ n τ n V ))] (9) 
Idem for the holes:

I phh = η P hν qτ h μ h V L 2 [1 -τ h μ h V L 2 (1 -exp (- L 2 μ h τ h V ))] (10) 
Then, the total photocurrent generated in the semiconductor under non-uniform illumination is given by:

I ph = I phn + I phh I ph = η P hν q [ μ n τ n L 2 + μ h τ h L 2 ] V -η P hν q[(μ n τ n ) 2 + (μ h τ h ) 2 ] V 2 L 4 + η P hν q [(μ n τ n ) 2 (exp (- L 2 μ n τ n V )) + (μ h τ h ) 2 (exp (- L 2 μ h τ h V ))] V 2 L 4 (11) 
Plotting equation 11 in Figure 4-11, we observe that the total photocurrent saturated at certain value, which corresponds to the maximum current generated without any gain in the device (G=1). 

b) Particular case (uniform illumination)

With uniform illumination, the excess carrier is uniformly distributed and implies that the first and second parts of Equation 3 are zero. Therefore, equation 11 becomes:

I ph = I phn + I phh = η P hν qτ n μ n (1 + μ p μ n ) V L 2 (12) 
This current has a linear behavior with respect to the bias voltage. The photoconductive gain for both holes and electrons is defined as:

G = τ n t (1 + μ p μ n ) ( 13 
)
From this relationship (Equation 13), it follows that a high gain can be obtained with shorter transit time and longer lifetime (τn). The physical explanation for the gain is that the shorter transit time allows the photogenerated carriers to circulate several times in the circuit before recombining. This results in many times more photoexcited charge carriers being generated to ensure charge neutrality [9].

Let us assume that the product of mobility and lifetime of electrons and holes are the same.

In Figure 4-12, we plotted the photocurrent as a function of bias voltage with different mobilitylifetime products (from 5 × 10 -7 to 1 × 10 -4 cm 2 /V). This plot confirms the linear behavior of the photocurrent produced under uniform illumination and uniform distribution of excess carriers. 

a) Symmetric Schottky contacts at zero bias

The Symmetric Schottky contacts consist of two electrodes with metals M1/M1. In the case of interdigitated design, the distance between the fingers should be equal. As shown in Figure 4-13 for an n-type semiconductor, no photocurrent is generated when illuminated with a zero bias voltage [10][11]. This is due to the absence of an electric field and results in spontaneous recombination of the generated charge carriers. This results in a net photocurrent generation in the asymmetric MSM device at zero bias voltage, as reported in UV MSM photodetectors [12][13][14][15][16]. 

c) MSM under bias voltage

Under forward bias voltage, the Schottky barrier decreases and an electric field between the Schottky contacts allows the photogenerated charge carriers to collect to produce a net photocurrent. The dark current in thermionic emission is given by:

I d = A * T 2 exp (- qϕ b kT ) [exp qV nkT -1] (14) 
where A* is the theoretical Richardson constant, T is the temperature, n is the ideality factor, q the electron charge, kT is the thermal energy, and ϕ b is the Schottky barrier height. In an illuminated Schottky detector, there are two mechanisms that contribute to the photo-response.

The charge carriers generated by the illumination and the trapping of minority carriers at the semiconductor-metal interface. The trapping of carriers in the interface states leads to a decrease in the barrier height by a ∆ϕ b . The second mechanism is responsible for the high enhancement of the current observed in the experimental results [17].

In As the applied voltage is increased, both ∆I increase, reaching saturation at voltages above 50 V. At a bias voltage of 200 V (Figure 5-2a), the ∆I of the MSM detector with Ni contact is about twice that of the MSM detector with Ti contact. To estimate the magnitude of the photocurrent generated when a constant thermal neutron flux irradiates a 2.5-µm BN layer with 20% of the isotope 10 B. Following the same procedure as described in [1], the effective absorbed neutron flux (Nabs) can be determined as follows:

Neutron testing with MSM h-BN

Sensitivity (∆I) of the MSM devices based on natural h-BN

𝑁 𝑎𝑏𝑠 = 𝑡 𝜆 × 𝑁 (1) 
Here, the thermal neutron flux (N) is 3×10 4 n/cm 2 /s, t is the film thickness, and λ is the neutron absorption length. The average energy of the daughter particles calculated from the nuclear reaction between 10 B and the captured neutron is 2.34 MeV, which corresponds to 1.3 × 10 5

electron-hole pairs (𝑁(𝑒 -)) generated by a captured neutron. Therefore, the rate of free electrons produced is:

𝑛 = 𝑁 𝑎𝑏𝑠 × 𝑁(𝑒 -). (2) 
After calculation and considering both electron and hole conduction, the theoretical value ΔI is estimated to be 7 pA (red dotted line in Figure 5-2a). Above 25 V, the ΔI of MSM detectors with Ni is higher than the theoretical value (gain >1). For MSM detectors with Ti, the ∆I is very close to this value at 200 V (gain <1). This could be explained by a gain mechanism due to the trapping of neutron-generated charge carriers at the metal-semiconductor interfaces [2][3], which decreases the SBH and allows more current to flow. This increase in current flow can be expressed as follows:

∆𝐼 𝐺 = 𝐼 𝑑 exp ( ∆𝜙 𝑘𝑇 ) -1 (3) 
Where Id is the dark current, ∆𝜙 is the Schottky decrease due to generated carriers trapping, k is the Boltzmann constant and T is the absolute temperature.

According to Equation 3, the higher the dark current (Id) and SBH decrease (∆ϕ), the higher the internal gain. If we assume a similar ∆ϕ for both MSM detectors, then the device with the larger dark current should have the largest ΔI, which is the case. However, a high gain is accompanied by a large Id, which decreases the sensitivity (∆I/Id) of the detector. In our case, the MSM detector with Ni contact has a larger dark current and thus ∆I and weaker sensitivity than the MSM detector with Ti contact. For the rest of the study, we then considered only the high-sensitivity MSM detector with Ti contact.

Comparison between natural and 10 B enriched BN based MSM with Ti/Au contacts

For this comparison, we used two MSM devices with Ti/Au metal contacts for both natural and 10 B-enriched BN films. The sensitivities of the natural and 10 B enriched BN detectors at 0V are 233% and 367%, respectively. These sensitivities cannot be directly compared with the literature because there is no value for BN at zero volts and the sensitivities reported in this material were obtained with different thicknesses at applied voltage. For example, Li et al [1] reported a current variation of 

Neutron testing with MSM BGaN/GaN SLs

In the past, our group has used BGaN/GaN SLs to demonstrate various applications such as Bragg reflectors, high electron mobility transistors, and gas sensors [4][5][6]. In this study, we tested the BGaN/GaN SLs as neutron detectors because the BGaN layer contains the isotope 10 B, which can capture the thermal neutrons, and has low sensitivity to gamma rays. For the neutron tests of the MSM BGaN/GaN SLs, we applied the same conditions as for MSM BN detectors. We first performed the I-V measurements in the voltage range from -10 to 10 V in darkness and neutron flux. No signal change was detected due to the high conductivity of the devices. Then we applied a very low voltage and measured the neutron response. Figure 5-5 shows the current-time (I-t) characteristics of the MSM BGaN/GaN SLs detector measured at a bias voltage of 0.1 V under alternating dark and thermal neutron flux of 3.x10 4 neutrons/cm2/s. Under neutron irradiation, an increase in current is observed and the neutron current is about 4 pA. The MSM BGaN/GaN SLs are very sensitive to neutron flux even at low applied voltage, which is not the case for a large number of neutron detectors such as 3 He gas detectors where the bias voltage is above 1 kV. 

Neutron testing with PIN BGaN/GaN SLs

The PIN BGaN/GaN SLs devices were also tested under thermal neutron fluxes. As we can see in the dark I-V characteristics of the PIN structure in Figure 4-8, the measured current is in the micro-ampere range, which makes the detection of neutron signals very difficult. Therefore, we measure the neutron-induced current at low voltage (0.01 V) under a neutron flux of 3x10 4 n/cm 2 /s f. Figure 5-6 shows the measurements of the current-time variation. A consistent increase in electric current can be observed. At this applied voltage (0.01 V), the measured neutron current is 3 pA. for natural BN and 47 µm thick layers for 10 B enriched BN [1]. These thick BN layers lead to poor crystalline quality (disordered phase such as turbostratic), which directly affects the charge carrier collection. Improving the crystalline quality of the thick BN layer is a major challenge; an alternative solution is to use a p-n or even p-i-n structure of h-BN for neutron detectors. This will improve the carrier collection and the overall efficiency of the detector. In addition, there are conflicting experimental and theoretical studies on controlling the p-type conductivity of h-BN using Mg as a dopant, as mentioned in Chapter 1. Further research on this important topic is needed. In this chapter, we report an experimental study on the electrical behavior of Mg in h-BN.

To evaluate the potential of h-BN with Mg doping for device applications, we fabricate Mg-doped h-BN /n-AlGaN heterostructures and report the electrical properties of these devices. At the end of this chapter, we presented the study of boron rich BAlN alloys which is promising for neutron detection applications.

Growth of Mg-doped h-BN

Materials were grown in MOVPE close-coupled showerhead 3 × 2" system on (0001) sapphire substrates using triethylboron (TEB), and ammonia (NH3) as B, and N precursors, respectively. The h-BN layers were grown at 1280 °C in hydrogen ambient at 85 mbar. The growth of h-BN layers was initiated with a TEB preflow. Biscyclopentadienyl-magnesium (Cp2Mg) was used as the source of Mg dopants. First, we grew 50 nm thick undoped h-BN, referred to as sample A, for reference. Then, we studied the effect of Mg doping on the structural and morphological characteristics of three different sets of h-BN samples referred to as B, C and D, grown at Cp2Mg molar flow rates of 0.9, 1.8 and 2.9 µmol/min, respectively. The h-BN layer thickness of the full set of samples was 50 nm, and all the other parameters including TEB molar flow were kept constant. The morphological and structural properties were characterized by a scanning electron microscope (SEM) and high-resolution X-ray diffraction (HRXRD), respectively. I-V and capacitance measurements were performed using a Keithly 4200A SMU and a Keysight E4990A impedance meter, respectively. I-V measurements were performed to verify the ohmic behavior of the contacts on h-BN samples A-D. Van der Pauw (VdP) and Hall Effect measurements were performed to determine the resistivity and doping of the grown samples.

Morphology characterizations of undoped and Mg doped h-BN Layers

The surface morphology of the undoped h-BN (sample A) and the Mg-doped h-BN samples (samples B-D) with three different Cp2Mg molar flows are shown in Figure 6-1. All the samples were optically transparent with a smooth surface as shown in the insets of Figure 6-1. Under SEM, the undoped h-BN sample exhibited an organized semi-hexagonal wrinkled surface (Figure 6-1a), which is comparable to our previous studies. Wrinkle formation is the result of the compressive stress during sample cooling. Similar wrinkles were observed on the B and C h-BN samples (Figures 6-1b,c). These surface morphologies confirm that the h-BN in samples A-C is layered.

On the other hand, the h-BN sample D presented in Figure 6-1d shows wrinkled surface morphology decorated with a high density of particles. This morphological change can be directly correlated to the heavy Mg doping. Previous studies have shown that insufficient NH3 flow or a parasitic reaction between the precursors may lead to grain formation, which is BN in the disordered phase (turbostratic/amorphous) [2][3][4][5][6]. At high Cp2Mg flow, Mg may block nitrogen atoms, leading to a low number of active N atoms in the growth front, resulting in stacking faultinduced variations in strain, which then generate a higher density of misoriented BN grains in sample D. 

Structural characterizations of undoped and Mg doped h-BN Layers

The crystalline characteristics of the as-grown samples were studied with HR-XRD 2θ-ω scan measurements as shown in Figure 6-2. All the samples exhibited a peak around 26° (Figure 6-2a) which is clearly the (002) plane reflection from the sp2-bonded h-BN. The (004) plane diffraction peak of h-BN was also observed at 53.5°. However, the increase in Mg led to lower intensity and broader peaks. Furthermore, when compared to the peak position of sample A (25.86°), a shift of the (002) peak was observed in sample B (25.72°). This may be related to the deformation of the surrounding lattice because of the difference of atom sizes between B and Mg [7]. However, the peak shift at the lower angle was not observed in samples C and D. This is related to the formation of an accumulation of disordered phases in samples C and D, which overcomes the effect of Mg incorporation. It is assumed that all the Mg atoms are probably not in the substitutional sites of boron. Therefore, an increase in non-substitutional Mg incorporation with the increase in Mg flow may generate additional heterogeneous strain that contributes to the increase in the FWHM of (002) reflection (Figure 6-2b) [8]. This increase in FWHM suggests a degradation of the crystalline quality for samples B-D. Moreover, the asymmetric shape of the (002) peak in D is likely a result of localized variation of strain in Mg doped h-BN layers, which causes formation of a large number of disordered BN particles. 

SIMS measurement of Mg doped h-BN

To estimate the Mg concentration in our h-BN films, secondary ion mass spectrometry (SIMS) measurements were performed. The Mg concentration increased super-linearly with the increase in Cp2Mg molar flows, as shown in Figure 6-3. Similar trends have been obtained in other III-V materials [9][10]. Mg incorporation reached 4×10 18 atoms/cm3 for a Cp2Mg molar flow of 2.9 a slight increase from sample B to sample D. This behavior is probably related to the generation of point defects [11] with large Mg concentration in the layer, leading to a limitation (compensation) of the carrier diffusion length, especially for sample D. 

Resistivity measurement

The resistivity of the undoped and the highly doped samples was determined from Van der Pauw (VdP) measurements performed at different temperatures figure 6.5. The resistivity was shown to vary between 1.5 × 10 6 .cm at 78 K and 2 × 10 3 .cm at 430 K for highly doped h-BN, and between 2 × 10 6 .cm at 78 K and 1 × 10 5 .cm at 430 K for undoped h-BN. At room temperature, the resistivity of the undoped sample (A) was 2 × 10 5 Ω.cm. Compared to literature reported results, this value is much smaller. Indeed, values of 7.1 × 10 14 Ω.cm have been reported for 50 µm thick undoped BN layer [12] and between 4 × 10 13 and 2.1 × 10 15 Ω.cm for h-BN ceramics obtained by a field assisted sintering technique of h-BN powders [13]. This large difference can be attributed to the degree of disorder in sintering, the difference in layer thickness but also to some residual impurities such as carbon and oxygen, as revealed by SIMS measurements.

At room temperature, the resistivity of the sample with the highest doping (D) was 2 × 10 4 Ω.cm, with a doping concentration of 5 × 10 15 cm -3 . These values can be compared to those obtained by Sun et al. [7] who reported a resistivity and doping concentration of 1.2 × 10 -5 Ω.cm and of 1.7 × 10 14 cm -2, respectively, for an h-BN monolayer grown on Cu foil and transferred on SiO2. For a thicker layer of h-BN (300 nm), the reported resistivity and doping concentration are 2.3 Ω.cm and 1.1 × 10 18 cm -3 [14,15], respectively. 

Activation energy

For the doped layer, an activation energy of 160 meV was derived from the slope of the Arrhenius plot Figure 6.6 and attributed to the Mg level in h-BN, which is in the range of the reported values (30-300meV) in the literature for Mg doped BN films [14][15][16]. The p-type conductivity was confirmed by the positive Hall voltage VH derived from Hall measurement. Using this VH value and the sheet resistance deduced from the VdP measurements, we determined in the highly doped sample D a p-type carrier concentration of 5 × 10 15 cm -3 , which is three orders of magnitude lower than the Mg atomic concentration measured by SIMS. One can then estimate the electrical activation of Mg around 1%. flow used for sample F was the same as the one used for sample D (2.9 µmol/min). H-BN/AlGaN heterostructures were realized by growing undoped and Mg doped h-BN layer on Si doped Al0.58Ga0.42N/AlN/sapphire template wafer denoted by samples E and F, respectively. Figure 67shows the measured HR-XRD 2θ-ω symmetric scan of (002) peak of the grown heterostructures. For the fabrication of samples E and F, a standard photolithography-based process was employed. First, mesa-etching isolation was achieved by inductively coupled plasma with 

b) I-V characteristics at different temperatures

The reverse and forward I-V characteristics of the p-hBN/n-AlGaN heterojunctions were studied at different temperature from 123 to 423 K as shown in the semilogarithmic plot of Figure 6789. At forward bias, all the I-V curves exhibited strong saturation due to high series resistance, which likely originated from the resistance of the long lateral path in n-AlGaN, which had a measured carrier concentration of 1.03 × 10 17 cm -3 . As seen in the inset of Figure 6-9, the 2 × 2 mm 2 ohmic contact pads were 3 mm away from each other, which is much larger than the 50 and 500 nm thickness of the h-BN and n-AlGaN layers, respectively, so that the resistance of the n-AlGaN layer in the lateral direction was much larger than the resistance of the heterojunction in the vertical one. As shown in Figure 6789, the current increased significantly with the temperature in the range 96 300 to 373 K and then started to saturate at higher temperature. An inverse trend was observed for the threshold voltage. It varied from 3.2 V at 123 K to 1.5 V at 423 K. This might be due to the activation of some defects with the temperature increase. This assumption is consistent with the increase in the current at reverse bias with the temperature. For instance, at -5V, the leakage current increased from 30 pA at 123 K to 0.2 mA at 423 K. 

d) C-V measurements

CV measurements at room temperature and 1/C 2 plot versus voltage are both shown in Figure 6-11. For forward voltage, the capacitance measurement was limited to small voltages since the forward bias current and the diffusion capacitance affect the accuracy of the capacitance measurement. For reverse applied voltage, the capacitance decreased, as expected for a p-n diode, since the depletion region width increased accordingly. At larger negative voltage, the capacitance did not saturate, which indicates a moderate p-doping concentration (here, we assume that the ndoping concentration of the AlGaN layer is much larger than the p-doping concentration of the h-BN layer, leading to a depletion mostly located in the h-BN layer). The dotted line in the 1/C 2 plot formed a reasonable linear fit at voltage close to zero from which one can conclude that the doping concentration was almost constant close to the Mg doped hBN/n-AlGaN interface. Extrapolation of the low voltage 1/C 2 measurements (see Figure 6-11) resulted in a built-in voltage of 3.9 V, consistent with the bandgap of the Al0.58Ga0.42N material, and a small discontinuity between the valence bands of h-BN and AlGaN as reported in XPS heterostructures experiments [18]. It is worth mentioning that the measured capacitance was much lower than that expected for a 2 × 2 mm 2 surface area of the device. This could be attributed to either a partial oxidation of the Ni pad (the current spread in the pad has been noticed to decrease with time) leading to a decrease in the effective surface area and/or a large resistance of the AlGaN path, which attenuates the AC capacitance signal. This makes extraction of the p doping from the C-V measurements complicated. The TMAl/III ratio were varied from 0 to 25, in order to increase the Al content in gas phase, all other parameters were kept constant.

The surface morphology of BAlN alloys grown on sapphire substrates with four different TMAl/III ratios is shown in figure 34567. At a low TMAl/III ratio (figure 3-7a and b), we observe honeycomb like wrinkles on the surface which is comparable with the standard morphology of un-alloyed 2D h-BN. The formation of the wrinkles is the consequence of the compressive stress from cooling process as reported earlier by Li et al [19] This morphology confirms that these samples are completely layered. When the TMAl/III ratio is increased, these wrinkles are less pronounced and small grains were obtained as seen in figure 3-7c. Subsequently at the higher TMAl/III ratio of 25, the morphology of the BAlN alloy consists of 3D grains with complete absence of wrinkles (figure 3-7d). The 2D -3D transition of the morphology reveals the influence of the TMAl/III ratio on the surface of BAlN alloys. Further characterizations have been performed to understand the structural changes of these BAlN alloys. To estimate the efficiency of Al incorporation into our BAlN alloys, secondary-ion mass spectrometry (SIMS) measurements were performed. Figure 3-9 shows SIMS elemental concentration depth profiles of aluminum atoms in BAlN alloys with five different TMAl/ III ratios. In the first 5 nm depth, there is a thin silver layer which was deposited on the top of the 20 nm thick BAlN for charge compensation purpose during the SIMS analysis, and the interface between the coated layer and BAlN alloys. The region from 20 nm to 40 nm depth is a transition zone between BAlN alloys and sapphire substrates, which give a higher value of Al concentration. Our measurements and analysis were focused in the region between 5 nm and 20 nm depth (flat part). We found that the Al concentration is increasing with the enhancement of the TMAl/III ratio from 0 to 25. At the TMAl/III ratio of 25, the Al concentration reaches the same level with the one derived from sapphire substrate (25-40 nm depth) due to the phase separation as demonstrated by HR-XRD. In this sample therefore, we may find some areas with Al rich BAlN or even pure w-AlN. We obtained the Al content of 1%, 3.5%, and 17% for the TMAl/III ratios of 3.2, 7.2, and 13.8, respectively. In the case of the TMAl/III ratio of 25, the specific value of Al content could not be evaluated accurately due to the nonhomogeneity of the layer (phase separation). Therefore, in this study the maximum composition of Al in BAlN on sapphire without phase separation is up to 17%. Compared to the theoretical value of BAlN on AlN, this experimental value is higher than 9% predicted in [21] and lower than in [22]. The growth of B rich BAlN and its fundamental properties are in its earlier stage and need still further investigation in order to growth thick and high quality BAlN layers. Therefore, the BAlN was not used for neutron detection.

In summary, we have demonstrated the incorporation of Mg into h-BN with up to 4x10 18 atoms/cm 3 while maintaining the 2D nature of the layers. Conductivity of Mg-doped h-BN samples have increased with respect to Mg incorporation. An activation energy of 160 meV was obtained.

Epitaxial growth of Mg-doped h-BN films on Al-rich n-AlGaN films was performed and showed diode-like I-V properties. Under UV illumination, the Mg-doped BN /n-AlGaN heterojunction produced significant photocurrent, which is very convincing evidence for the formation of a p-n junction between the Mg-doped BN and n-AlGaN films. Then, the single crystal quality of boronrich BAlN films with Al content up to 17% was achieved, corresponding to 83% of boron atoms. 

Perspective

The perspective of this work includes further neutron testing of MSM BGaN/GaN and PIN.

For the doping of h-BN materials, further work is needed to investigate Zn doping for p-type doping, which can improve the conductivity in h-BN. Subsequently, the n-type doping of h-BN using Si dopants will be investigated in detail. Achieving good conductivity control of the n-and p-type of h-BN will enable the realization of P-N and P-I-N devices for neutron detection. These devices improve the collection of charge carriers; therefore, a high neutron current is expected compared to MSM devices based on undoped h-BN. Another important future work is the growth of thick boron-rich BAlN for neutron testing. These BAlN layers are more stable than the h-BN layers and allow a differentiated design of neutron detectors without delamination problems.

RESUME Introduction générale

Les détecteurs de neutrons jouent un rôle crucial dans de nombreux domaines tels que la sécurité Le rapport de thèse est composé de 7 chapitres :

Le chapitre 1 présente les types de détecteurs de neutrons, y compris l'état de l'art et les problèmes associés aux différentes technologies (détecteurs remplis de gaz, détecteurs de neutrons à base de scintillateurs et à base de semi-conducteurs). En résumé, nous avons synthétisé et caractérisé des matériaux III-N contenant du bore.

Ceux-ci ont servi à développer avec succès des composants intégrés sensibles aux neutrons thermiques.

Le détecteur à base de BN (naturel et enrichi en 10 B) a montré un courant induit par les neutrons mesurables à zéro tension de polarisation. Ces détecteurs MSM de BN ont une sensibilité aux neutrons thermiques très élevée. En outre, le courant induit par les neutrons du détecteur MSM
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 36711 photocurrent and internal gain mechanism of the photodetector are recalled.
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 11 Figure 1-1: Current 3 He based radiation portal monitoring (RPM) systems deployed for detection of fissile materials.[4]

Figure 1 - 2 :

 12 Figure 1-2: 2D Planar structure of B-10 layer on Si PN based detector.

Figure 1 - 3 :

 13 Figure 1-3: 3D design of Si pillar based detector [9].

Figure 1 - 4 :

 14 Figure 1-4: Schematic of h-BN neutron detector.

  have led to nitrides being the focus of research and commercial interest over the last two decades. III-Nitrides are aluminum nitride (AlN), gallium nitride (GaN), indium nitride (InN), boron nitride (BN) and their alloys such as AlGaN, AlInN, InGaN, BGaN, BAlN, etc. The band gaps range from 0.7eV (InN) to 6.2eV (AlN) with emission spectra ranging from near infrared through the entire visible range to ultraviolet wavelengths[15]. Figure2-1 shows the band gap energies as a function of the lattice parameters of the III-nitrides[16].
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 2111 Figure 2-1: III-nitrides bandgap energies versus in-plane lattice parameter [16].Compared to the conventional III-V semiconductors (phosphides, arsenides, etc.), III-nitrides
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 22 Figure 2-2: Wurtzite crystal structure of III nitrides [22].

Figure 2 - 3 .

 23 The length of the covalent B-N bonds is 1.45 Å and the distance between the layers is 3.3 Å. Therefore, the two different types of bonds lead to a high degree of anisotropy in most properties of h-BN.

Figure 2 - 3 :

 23 Figure 2-3: Crystalline structure of h-BN [27]As for the stacking order, the h-BN layers are stacked in a AA' configuration with the boron
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 24 Figure 2-4: Schematic of MOVPE reactor system [58].
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 25 Figure 2-5: Schematic of III-nitride epitaxial growth[57] 

Figure 2 - 7 :

 27 Figure 2-7: MOVPE gas panel and T-shape growth chamber

Figure 2 - 8 :

 28 Figure 2-8: Aixtron 3x2 inch, close coupled showerhead (CCS) MOVPE system.

  system using Cu Kα radiation (Cu Kα1: 1.5405 Å), as shown in Figure2-9a. The height of the Xray beam from the hybrid monochromator is 1.2 mm and the resolution ∼ 12 arcsec. The FWHM value was determined for all samples by fitting the (002) peak of the h-BN.
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 29 Figure 2-9: High-resolution X-ray diffraction system.

Figure 2 -

 2 Figure 2-10: SEM system used for morphological characterization c) Atomic force microscopy (AFM)

[ 2 . 3

 23 65,66]. To prepare the samples for STEM characterization, 100 nm of carbon was deposited to protect the surface. Then, all thin foils were prepared using focused ion beam (FIB) thinning and ionmilling by Dr. David Troadec at Institut d'Electronique de Microelectronique et de Nanotechnologie (IEMN, Lille, France). The carbon coating and HAADF-STEM characterization in this work were performed by Dr. Gilles Partriarche at the Centre de Nanosciences et de Nanotechnologies (C2N). The equipment used for HAADF-STEM is an aberration corrected JEOL 2200FS electron transmission microscope. Electrical characterization tools (probe station, Hall effect measurement) a) Probe station For electrical characterization, such as I-V characteristics at various temperatures, real-time measurements, C-V measurements, were made using the probe station shown in Figure 2-11. This equipment can be used under vacuum to avoid any oxidation during measurements at low and high temperatures.
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 211 Figure 2-11: Photograph of the probe station used for electrical characterization b) Hall effect measurement
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 31 Figure 3-1: (a) Designed BGaN/GaN superlattice structure (b) Photograph of the as grown sample and (c) SEM images of BGaN/GaN superlattice structure.

Figure 3 - 2 .

 32 Figure 3-2. HRXRD 2- scans of the as-grown BGaN/GaN long period superlattice structure on STN templates.

Figure 3 - 3 :

 33 Figure 3-3: (a) Final device BGaN/GaN SLs based PIN device structure (b) SEM images of BGaN/GaN SLs based PIN device structure and (c) XRD of the PIN with the photograph of the as-grown sample in the inset.
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 34 Figure 3-4: (a) B profile varies anti-phase with Ga, (b) SIMS data of PIN BGaN/GaN SLs

  5 µm thick BN layers was assessed by HRXRD 2θ -ω scan as shown in Figure 3-5a, in which a peak at 25.8° is associated with the (0002) planes of the BN. The surface morphology of the 2.5 µm thick BN layers is shown in Figure 3-5b. The image from SEM shows a granular morphology and no wrinkles on the surface. The sample was optically transparent (inset of Figure 3-5b).

Figure 3 - 5 :

 35 Figure 3-5: (a) and (b): High-resolution X-ray diffraction (HRXRD) 2θ-ω scan and SEM image of 2.5 µm thick BN layers, respectively. The inset shows photograph of the 2 inch produced layer.

Figure 3 - 6 : 3 - 7 .

 3637 Figure 3-6: AFM image of the 2.5 µm thick h-BN layers (5x5µm scan area).

Figure 3 - 7 :

 37 Figure 3-7: (a) STEM image of thick BN grown on sapphire substrate, which was taken along zone axis of <11-20>. Inset is the Fourier transform (FT) pattern for the selected area. (b) Higher magnification of the t-BN part showing randomly oriented BN nanofibers. (c) The initial layer near the substrate surface with the FT pattern in the inset confirming the hexagonal phase [5].
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 38 Figure 3-8: HRXRD 2θ-ω scan of 2.5 µm thick natural and 10 B enriched BN layers.
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 394 Figure 3-9: SIMS profile of the 10 B and 11 B detection in the 10 B enriched BN layers.
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 41 Figure 4-1. To solve this problem, we design a hard mask for contact deposition without the use

Figure 4 - 1 :

 41 Figure 4-1: Photograph of BN wafer after processing using standard photolithography.
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 4 2(a) shows a picture of the fabricated MSM devices.

Figure 4 - 2 :

 42 Figure 4-2: (a) Photograph of the MSM h-BN devices, (b) zoom of the MSM device.

Figure 4 -

 4 Figure 4-3 shows the I-V characteristics of the two MSM (Ni/ Au-Ni /Au) and (Ti/ Au-Ti /Au)

Figure 4 - 3 :

 43 Figure 4-3: Dark current of the 2.5-µm thick natural h-BN MSM detectors with two different Schottky contacts (Ni/Au-Ni/Au and Ti/Au-Ti/Au). Inset shows the corresponding I-|V| curves to highlight the asymmetric behavior.
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 44 Figure 4-4: Photocurrent-voltage characteristics of MSM h-BN device measured under UV radiation.

Figure 4 - 5 :

 45 Figure 4-5: Final double Schottky MSM device prototype fabricated on BGaN/GaN SLs structure with Pt as metal contact.

Figure 4 -

 4 6 shows the I-V characteristics under UV light compared to the I-V characteristics in the dark. The measurements show a double Schottky behavior, confirming the formation of the MSM devices. The dark current of the MSM BGaN/GaN with Pt contact is 1.40 µA at a bias voltage of 10 V. Under a UV lamp, the photocurrent is ~100 µA at 10 V, which is two orders of magnitude higher than the dark current and shows high sensitivity to UV light. This excellent photoreaction indicates that this device configuration can be good UV photodetectors and neutron detectors.
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 4631 Figure 4-6: I-V characteristics of BGaN/GaN double Schottky MSM device prototype under dark and UV light irradiation.3. PIN junction of BGaN/GaN SLs 3.1 Device fabrication
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 47 Figure 4-7: PIN device structure after process.

Figure 5 -

 5 Figure 5-8 shows the measurements of the electrical current-voltage (I-V) characteristics

Figure 4 - 8 :

 48 Figure 4-8: I-V characteristics of BGaN/GaN SLs PIN structure under dark.
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 49 Figure 4-9: Electron-hole pair generation.
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 411 Figure 4-11: Photocurrent of the photoconductor under non-uniform illumination respect to bias voltage.

Figure 4 - 12 : 4 . 2

 41242 Figure 4-12: Photocurrent of the photoconductor under uniform illumination respect to bias voltage.4.2 Photoconductor with Schottky contacts

Figure 4 - 13 :

 413 Figure 4-13: Symmetric double Schottky contacts under illumination at zero bias. b) Asymmetric Schottky contacts at zero bias

Figure 4 - 14 :

 414 Figure 4-14: Asymmetric Schottky contacts, where the residual electric field is not zero.

  summary, we processed and tested the MSM-based BN devices, the MSM-based BGaN/GaN SLs devices, and the PIN p-GaN/BGaN/GaN/n-GaN devices under the UV lamp. For the BN devices, the MSM with Ti/Au showed lower dark current than the MSM with Ni/Au contacts. Both MSMs on BN were found to exhibit asymmetric behavior, which was attributed to a different density of filled carrier traps at the interface of the h-BN with the two contacts. The PIN BGaN/GaN SLs exhibited a diode-like I-V characteristic. We recalled the different properties of photoconductors with different configurations (ohmic, MSM-double Schottky) to analyze the neutron detection results.

Figure 5 - 1 :

 51 Figure 5-1: The experimental setup for neutron detection. The HDPE slab is placed in front of the LiF/Cu target and the distance from the LiF/Cu target to the MSM h-BN detector is 7 cm.

Figure 5 -

 5 Figure 5-2a shows the sensitivity (∆I) of both MSM (Ni/ Au-Ni /Au) and (Ti/ Au-Ti /Au)

Figure 5 - 2 :

 52 Figure 5-2: (a) Neutron induced current of natural h-BN MSM with Ti/Au-Ti/Au and Ni/Au-Ni/Au contacts when submitted to a neutron flux of 3x10 4 n/cm 2 /s. (b) Corresponding recording of the current variation at zero-bias for both devices. Since the two MSM devices have asymmetric SBH, a nonzero ∆I is observed when the

Figures 5 -

 5 3a and b show the change in neutron-induced current at zero voltage as a function of time for devices exposed to 1.5x10 4 n/cm 2 /s (flux 1) and 3x10 4 n/cm 2 /s (flux 2). We observed a clear response for both natural and 10 B-enriched BN MSM devices at zero bias voltage. Higher neutron current of the 10 B-enriched MSM device is obtained for both thermal neutron fluxes.
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 53 Figure 5-3. (a), (b) real time neutron response of the natural h-BN and 10 B-enriched h-BN MSM with Ti/Au-Ti/Au contacts at zero volt with flux 1 and flux 2 respectively.

Figure 5 - 4 :

 54 Figure 5-4: Real time neutron response of the natural h-BN and 10 B-enriched h-BN MSM with Ti/Au-Ti/Au contacts at 100 and 200 V. (a), (c) under flux 1 and (b), (d) under flux 2.
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 55 Figure 5-5: I-t characteristics of the MSM BGaN/GaN SLs neutron detector.

Figure 5 - 6 :

 56 Figure 5-6: I-t characteristics of the PIN BGaN/GaN SLs detector.
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 576 Figure 5-7: I-t characteristics of the PIN BGaN/GaN SLs detector at zero volts.
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 61 Figure 6-1: (a-d) SEM images of h-BN samples A, B, C and D, respectively. Insets show photographs of the respective samples.

Figure 6 - 2 :

 62 Figure 6-2: (a) HR-XRD 2θ-ω scans of the grown h-BN samples; (b) FWHM variation of (002) diffraction peak of the different h-BN samples versus Cp2Mg molar flow.

Figure 6 - 4 :

 64 Figure 6-4: Current versus voltage measurements recorded in the undoped and Mg-doped h-BN A-D samples. The inset shows the variation of the slope of the different curves with the Mg concentration.

Figure 6 - 5 :

 65 Figure 6-5: Resistivity of the 50 nm thick undoped and Mg-doped h-BN (sample D) versus temperature.

  Clear diffraction peaks were identified at 25.8°, 35.3° and 36.1° which correspond to (002) reflection of h-BN, AlGaN (58% Al) and AlN, respectively. No other diffraction peak related to BN was observed by HRXRD scans indicating that the h-BN layer on AlGaN/AlN template is single phase.
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 67 Figure 6-7: HR-XRD 2θ-ω symmetric scans of the Mg doped h-BN/n-Al0.58Ga0.42 N/AlN/sapphire heterostructures (Sample F). Inset shows the grown structure.

Figure 6 - 8 :

 68 Figure 6-8: Current-voltage characteristics of undoped and Mg doped BN/n-Al0.58Ga0.42N(Samples E and F) devices measured at room temperature.

Figure 6 - 9 :

 69 Figure 6-9: (a) I-V characteristics of Mg doped BN/n-Al0.58Ga0.42N (Sample F) device recorded at different temperatures. Inset (b): I-V zoom-in of sample F.

Figure 6 -

 6 Figure 6-10: I-V curve recorded in Mg doped h-BN/n-Al0.58Ga0.42N (Sample F) at T = 80 K with and without UV laser illumination. The inset shows a photograph of the top view of the heterojunction with the electrical contact pad and the location of the laser spot.
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 6114 Figure 6-11. Capacitance voltage measurement in Mg doped h-BN/n-Al0.58Ga0.42N (Sample F) measured at 1 MHz and room temperature, and corresponding 1/C 2 plot versus voltage.
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 37 Figure 3-7: SEM images of BAlN alloys grown on sapphire with four different TMAl/III ratios. (a) 3.2, (b) 7.2, (c) 13.8, and (d) 25.

Figure 3 -Figure 3 - 8 :

 338 Figure 3-8a shows High-Resolution X-Ray diffraction (HR-XRD) of the 20 nm thick BAlN

Figure 3 - 9 :

 39 Figure 3-9: SIMS elemental concentration depth profile of Al for BAlN alloys grown on sapphire with four different TMAl/III ratios.

2. 5

 5 µm thick natural and10 B enriched BN films. SIMS analyzes confirmed the presence of 97%10 B in the BN films. The enriched precursor did not affect the morphological and structural quality of the 10 B enriched BN films. Then, we fabricated MSM devices with 2.5 µm natural and 10 Benriched h-BN films for neutron detection. The BN detectors showed high sensitivity to thermal neutrons (233% and 376% for natural and 10 B enriched BN). The neutron sensitivity was further improved when the detectors were biased, reaching 316 % and 1192 % at 200 V and a flux of 3x10 4 n/cm 2 /s for natural and 10 B enriched BN detectors, with a dark current of only 2.5 pA at 200 V bias. The neutron-induced current of the 10 B-enriched BN MSM detector is up to four times larger than that with natural boron. A linear neutron response of the detectors under thermal neutron flux and bias voltages was obtained. At zero bias voltage, neutron-induced current was observed on the BN MSM detectors, showing the potential for realizing self-powered thermal neutron detectors based on the highly sensitive boron material. For h-BN doping, different Cp2Mg molar flow rates were used to study the Mg incorporation in h-BN layers. HRXRD, SEM, SIMS measurements were used to characterize these h-BN layers. The van der Waals nature of the Mgdoped h-BN layers was preserved up to a certain threshold value for the Cp2Mg molar flow. The electrical conductivity of the Mg-doped h-BN layers increased with Mg concentration, demonstrating the possibility of controlling the conductivity of h-BN. We also demonstrated the epitaxial growth of Mg-doped h-BN films on Al-rich n-AlGaN films, which exhibited diode-like I-V characteristics. More importantly, illumination of the p-BN/n-AlGaN heterojunction produced significant photocurrent for the first time, which is very convincing evidence for the formation of a p-n junction between p-BN and n-AlGaN. These results are very encouraging for further research and could open potential applications in wide bandgap optoelectronic devices, such as novel neutron detectors, deep UV LEDs and deep UV lasers.
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  photodétecteurs UV, et le gain interne permettant d'augmenter le signal neutronique.
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 1 Figure 1 : (a) Diffraction des rayons X à haute résolution (HR-XRD), balayage 2θ-ω et (b) image
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 2 Figure 2 : (a) Image TEM du BN. L'inséré représente le motif de transformée de Fourier

Figure 3 : 2 . 2 133 Figure 5 :

 3221335 Figure 3 : (a) Courant induit par les neutrons du MSM h-BN naturel avec des contacts Ti/Au-

  

  

  

  

  

  

  

  By using binary BN (100% boron) epitaxial layers, higher thermal neutron absorption and performance of neutron detectors are expected. Our group has reported for the first time large area 2D layered h-BN films with high crystalline quality on sapphire substrate by metal organic vapor phase epitaxy (MOVPE). These BN films were used to demonstrate high efficiency deep UV photodetectors. In this work, we have grown up to 2.5µm thick natural and 10 B enriched BN samples and used them to fabricate MSM based detectors. The advantages of MSM structures are the ability to achieve self-powered operation, similar to that demonstrated for UV photodetectors, and to benefit from internal gain in order to increase the neutron signal.

This work also aims to investigate the control of the electrical conductivity of h-BN by in-situ Mg doping for the future realization of p-n based BN neutron detectors. Since a high boron content is highly desirable for neutron detectors, we have further explored experimentally for the first time a new material: boron-rich BAlN alloys. The manuscript is composed of 7 chapters: Chapter 1 introduces neutron detectors, including the state of the art and the problems associated with the different technologies (gas-filled detectors, scintillator-based and semiconductor-based neutron detectors).

Table 1 .

 1 1 lists the elements used for neutron detection and indicates how much kinetic energy is released in the reaction.

	Table 1.1 List of nuclear reactions and the amount of energy released during the reaction (Q-
	values) between some common nuclei with neutron [1-2].	
	Isotope	Nuclear reaction	Q value (MeV)
	Helium		
		n 0 1 + He	

Table 2 -

 2 

	Parameter (Unit)	GaN	AlN	InN	BN
	𝒂(𝑨)	3.189	3.112	3.545	2.55
	𝒄(𝑨)	5.185	4.982	5.703	4.17
	𝑬 𝒈(𝒆𝑽)	3.42	6.28	0.7	5.9
	Thermal expansion (∆𝒂/𝒂) (𝟏𝟎 -𝟔 𝐊 -𝟏 )	5.59	4.15	3.8	-2.7
	Thermal expansion (∆𝒄/𝒄) (𝟏𝟎 -𝟔 𝐊 -𝟏 )	3.17	5.27	2.9	38

1: Summary of structural parameters of III nitrides. Data from references

[23]

.

Thermal conductivity (W.cm -1 K -1 ) 1.3 2.85 0.45 6(||a), 0.3 (┴a)

Table 2

 2 

	Alloys	BAlN	BGaN	AlGaN	AlInN	InGaN
	Bowing (eV) 5.45 [24]	9.2 [25]	1 [26]	2.5 [26]	2 [26]

-2 summarizes some bowing values of III-nitrides.

Table 2-2: Bandgap bowing parameters of III-nitrides ternaries.

Table 2 -

 2 3: Basic parameters of h-BN[34] 

	Basic parameters	values
	Lattice constant (a)	2.5 Å
	Lattice constant (c)	6.66 Å
	Electron affinity	-4.5 eV
	Thermal conductivity (k||)	0.3 W.cm -1 .

o C -1

B BN[6]. These thick BN layers lead to two major challenges: (a) the growth of a very thick BN layer poses some technical challenges and is hardly conceivable for industrial applications, since the growth time for a few micrometers is almost a day. In terms of the device, only the charge carriers generated near the electrodes are collected to produce a neutron signal. (b) Above a film thickness of 1µm BN, poor crystalline quality is observed leading to low efficiency due to low carrier collection (defects/traps). Improving the crystalline quality of the thick BN layer is a major challenge. In this work, we have investigated an alternative solution, namely the use of MSM structures based on thin BN films, and explored the benefit of BN MSM detectors. With MSM structures, it is possible to achieve self-powered detectors operation with a gain mechanism whichhas not yet been studied for BN. In addition, we have investigated a direct comparison of natural and 10 B-enriched BN neutron detectors using the same growth conditions, film thicknesses, and electrical contact fabrication conditions.

measurement, a current is applied using four small contacts around the circumference of a flat, arbitrarily shaped and uniformly thick sample and then the voltage is measured. The carrier mobility was determined by measuring the Hall voltage (VH), resistivity and thickness of the sample. To measure the Hall voltage, a magnetic field is applied perpendicular to the sample in both directions (top and bottom) and a current is passed through the sample. This method helps us to determine properties such as conductivity type, carrier mobility and carrier concentration of Mg-doped h-BN. is very helpful in understanding the physics that governs the generation-recombination process in photoconductors. The continuity equation for electrons under stationary conditions is given by [9]: (

Where D n (cm 2 s -1 ), 𝜏 𝑛 (s), and g n (cm -3 s -1 ) are the diffusion constant, electron lifetime and generation rate respectively.

In this study, we assume that the electric field is uniform. Therefore, the resulting expression of the continuity equation reduces to:

To determine the distribution of excess carrier density, we need to solve equation 4.

a) General case (nonuniform illumination)

In this section, the illumination of the semiconductor slab is not uniform (Figure 5-10), resulting in a gradient of excess charge carriers. 

Neutron source and prototype neutron detection

Neutron irradiation of the devices was performed at Centre Etudes Nucléaires de Bordeaux-Gradignan (CENBG). The neutron source used for this study consists of a LiF/Cu target irradiated with a proton beam producing neutrons with an energy of 500 keV. Thermal neutrons were obtained using a 5 cm thick high-density polyethylene (HDPE) slab inserted between the detector and the target. As shown in Figure 5-1, the HDPE plate was placed at a distance of 1 cm from the target and the tested devices. The maximum resulting thermal neutron flux was 3x10 4 n/cm 2 /s with neutron energy below 1 eV. The current-voltage (I-V) values of the various devices were recorded at room temperature before, during and after neutron irradiation using a Keithley 2636B source-measure unit.

0.087 pA for a 1µm thick BN neutron detector operating under an electric field of over 4×104V/cm, which corresponds to a sensitivity of 170%. The neutron-induced current at zero volts in the MSM based on natural and 10 B enriched 10 B BN was compared. The neutron-induced current of 10 B enriched BN MSM is about 1.4 times higher than that of natural BN MSM at 0 volts (Figure 5-3). This difference is due to the increased 10 B atoms in the enriched BN material, resulting in a higher global thermal neutron capture cross section. In this case, more neutrons are absorbed, resulting in a larger excess free carrier density and consequently a higher current.

The same detectors (natural and 10 B enriched BN MSM with Ti/Au) were also studied under bias voltages of 100 and 200 V. The results obtained are shown in Figure 5-4, where the dark current of the two devices is almost the same. This means that the effect of the gain mechanism under neutron irradiation is the same. It can be observed that the response of the 10 B enriched BN MSM detector is systematically higher than that of the natural BN for all applied voltages and at different thermal neutron fluxes.

Comparing the 10 B effect, we find according to Figure 5-3 that the ratio of the neutroninduced current in 10 B to 11B films is between 3.2 and 4.5, which is very close to the theoretically expected value of 5 [1] . When the neutron sensitivity is calculated from 

Heterojunction of Mg-doped h-BN/n-AlGaN

Growth of 50 nm h-BN on n-AlGaN (58% of Al content)

Two heterostructures made of 50 nm undoped and Mg doped h-BN grown on 500 nm thick n-AlGaN (58% Al composition, Si doped at 1.03 × 10 17 cm -3 ) on an AlN/sapphire template were grown. The first was grown with undoped h-BN on n-AlGaN to be an i-n junction (sample E), and the second was grown with Mg-doped h-BN with the purpose of forming a p-n heterojunction (sample F). The n-AlGaN layer with 58 % Al content was chosen because n-doped BN is experimentally infeasible and it is difficult to have high quality n-doped AlN. The Cp2Mg molar the position of (002) h-BN peak is found to be shifted toward higher angle (by 0.2°), except the BAlN alloy grown with the highest of TMAl/III ratio due to the phase separation (inset of figure 3-19a and 3-8b). Because the boron (B) atoms are smaller than aluminium (Al), adding the Al into h-BN layer can rise to the local tensile stress. This stress will lead to the increase of the lattice parameter a and the decrease of the lattice parameter c. According to Bragg's law, the crystal lattice c, in our study is calculated to decrease from 6.92 Å (for pure h-BN) to 6.86 Å (for BAlN alloy grown with TMAl/III ratio of 13.8). This decrement indicates the increase of the Al content in our BAlN alloys. In case of the phased separated sample, the h-BN (AlN) peak was found to be shifted (around 0.05°) to the higher (lower) angle, compared to the reported values [19][20]. We attribute this shift to the presence of BAlN alloy. SIMS measurements will be discussed later for more complete study of this sample. In addition to this shift, the full width half-maximum (FWHM) of the h-BN diffraction peak increases linearly with the TMAl/III ratio (figure 3-8c). This broadened FWHM relates to the incorporation of Al in the h-BN layer. These results are an evidence confirming the formation of BAlN alloys and the Al content increase with TMAl/III ratio.

CHAPTER 7: GENERAL CONCLUSION AND PERSPECTIVES

Conclusion

The demand for alternative neutron detector technologies to replace helium-3 gas neutron detectors is very important due to the worldwide scarcity of helium-3, the high operating voltage and the large footprint of the device. Several solutions have already been proposed, e.g.

scintillators with low neutron/gamma discrimination, silicon-based detectors coated with a neutron converter, which has limited detection efficiency. This is due to the loss of charge particles absorbed in the converter layer before reaching the Si-based p-n device. In our work, we have presented a direct neutron conversion based on boron containing III-nitride materials such as BGaN/GaN SLs, natural and 10 B enriched BN detectors. In this approach, neutron absorption, electron-hole pair generation and collection take place in the same layer. To further improve the charge collection, we have also investigated the p-type doping of h-BN with Mg as dopant.

BGaN/GaN SLs with a boron content of 2.8% were successfully grown and characterized.

SIMS data showed an antiphase variation between boron and gallium profiles, indicating the formation of a ternary BGaN alloy. MSM and PIN devices of BGaN/GaN SLs were processed and tested under UV light and neutron flux. These devices showed high sensitivity to thermal neutrons.

We have successfully grown boron-rich BAlN alloys on sapphire. The surface of BAlN alloys exhibits a morphology ranging from a fully 2-dimensional (2D) to a three-dimensional (3D) granular surface with increasing Al content. The HR -XRD study shows only a shift in the position of the reflection peak in the 002 plane to higher diffraction angles, indicating BAlN alloys with single hexagonal phase up to a TMAl/III ratio of 14. Further increase of TMAl/III ratio up to 25 resulted in phase separation. The Al composition in the BAlN layer was estimated to be up to 17%, corresponding to 83% boron atoms. We used two precursors (TEB and enriched 10 B TEB) to grow Les sensibilités des détecteurs BN naturel et enrichi en 10 B à 0V sont respectivement de 233% et 367%. Ces sensibilités ne peuvent pas être comparées directement avec la littérature car il n'y a pas de valeur pour le BN à zéro volt et les sensibilités rapportées dans ce matériau ont été obtenues avec différentes épaisseurs à la tension appliquée (champs électriques différents). Par exemple, Li et al [4] ont signalé une variation de courant de 0,087 pA pour un détecteur de neutrons à BN de 1