Introduction

Consolidating more than a decade of research in a few tens of pages is a delicate exercise that requires choices. I have decided to present in this dissertation a summary of my research activities between August 2010 and July 2021 since completion of my PhD thesis. During this period, in addition to conventional heteroepitaxy I have gained considerable expertise on new and emerging metal organic vapor phase epitaxy (MOVPE) epitaxial growth technologies such as selective area growth, nanoheteroepitaxy and van der Waals epitaxy. This manuscript describes the important results that contributed to a better understanding of these growth technologies and the evolution of related materials. The purpose of this first chapter is to provide to the reader a framework for my nitrides research and an explanation of the value of MOVPE growth for this type of material. Following that, I will justify the choices made regarding the contents of this document and its organization.

Motivation and background

Modern semiconductor devices are sub-microscopic technologies that have driven many of the past few decades of developments. At present, they are utilized in nearly all aspects of modern technologies from lighting to communication, computing, transportation and artificial intelligence (AI). Previous decades were solely dominated by silicon. Silicon is not the highest-performing transistor material known to mankind, but we use silicon because it's affordable, easy to work with, and doesn't have any enormous flaws that limit its usefulness in any particular application.

Silicon has almost reached its fundamental limits in terms of range of operation and functionality. Importantly, because of its indirect bandgap silicon is not an efficient light emitter and hence, is not used in optoelectronics as an active material. However, III-V compound semiconductors have a direct bandgap and are widely used in the manufacture of devices such as microwave frequency integrated circuits, monolithic microwave integrated circuits, infrared light-emitting diodes, laser diodes, solar cells and optical windows [START_REF] Moss | The Chemistry of the Semiconductor Industry[END_REF].

Natural evolution of this class of elemental and compound semiconductors is nitride-based compound semiconductors. This class of materials has extended the use of semiconductors, for example, solid state lighting (blue, green and white LEDs and lasers), new communications spectra and adoption of renewable power sources.

Although 95% of the market is still dominated by elemental and III-V semiconductor technologies, the nitride-based semiconductor market is quickly growing. We rely on this class of compound semiconductors for comfort, speed, safety and sustainability.

Considering the needs of not only the current but also of the next generation, the growth of this new semiconductor domain is set to revolutionize the future with better smart functionalities and energy saving solutions. For example, as the elemental transistor size shrinks down with Moore's law hitting the fundamental quantum limit, as shown in the figure 1, the industry seeks a complete change of paradigm. The most radical idea is to use quantum-mechanical phenomena, where information is transported using the wave nature of matter, such as interference and coherence effects, similarly to light. New emerging/tailored compound semiconductor materials are at the forefront of this revolution. Intense efforts have been made to understand and control growth technologies related to this class of materials that may lead to further innovation and exploitation thereby creating next generation technologies and devices for future, especially wide bandgap III-nitrides and ultra-wide bandgap boron nitride (BN). 

Introduction to III-nitrides

III-nitrides are one of the most futuristic compound semiconductor material systems.

They are composed of sp 3 bonded wurtzite crystals such as GaN, InN and AlN that have a direct bandgap with bandgap values of 3.4 eV, 0.7eV and 6.2 eV respectively. This material system also features sp 2 bonded hexagonal layered BN crystals that have an indirect bandgap of around 6 eV as illustrated in the figure 2. The effort to develop nitride semiconductors, in particular GaN, was first reported in the sixties and seventies due to the potential light emitting properties of this material and its alloys for the manufacture of LEDS in the spectral ranges of blue and ultraviolet (UV). In 1969, Maruska and Tietjen [Mar69] developed GaN for the first time by hydride vapor phase epitaxy (HVPE). Shortly thereafter, GaN was synthesized by metal organic vapor phase epitaxy (MOVPE) [Man71] and by molecular beam epitaxy (MBE) [Yos75].

The advancement of nitride technology has been stunted by many problems. First, there was no GaN compatible substrate, so the material had to be deposited on high lattice mismatch substrates, such as sapphire, SiC and Si (111). This heteroepitaxial GaN was very conductive due to impurities and crystal defects. This residual n-type conductivity, combined with the high activation energy of the acceptors, made it difficult to fabricate p-n junctions. Despite these problems, Pankove et al. [Pan71] presented in 1971 the first light emitting diode (LED) based on GaN, a diode which consisted of a metalinsulator-semiconductor structure. In 1983, Yoshida et al. [Yos83] demonstrated that the use of an intermediate AlN layer between the sapphire substrate and the GaN epitaxial layer significantly increased the luminescence of the material. Another major advance in research on nitride semiconductors was made in 1989 by Amano et al.

[Ama89]: These demonstrated that highly resistive Mg doped GaN could become ptype conductive after exposure to an electron beam in a scanning electron microscope. This discovery made it possible to manufacture the first nitride LED with a p-n junction.

Sometime later, Nakamura et al. were successful in activating the acceptor Mg by annealing at 700 ° C in an N2 atmosphere [START_REF] Amano | [END_REF].

The development of InGaN-based quantum wells by Nakamura made it possible to significantly improve the performance of LEDs [Nak93,Nak94a,Nak94b], progress which culminated in November 1993 with the announcement of the massive production and marketing of blue LEDs manufactured by Nichia Chemical Industries. Reports of the first blue laser diode operating continuously at room temperature was published by Nichia in 1997 [Nak97].

More than three decades of study has taken a material system that was a research curiosity in 1970's to commercialization of III-nitride semiconductors centered around alloys of binary GaN. The fabrication of highly efficient blue and green light emitting diodes (LEDs) and laser diodes (LDs) is driving the development of gallium nitride alloys-based technology towards industrial maturity. This tremendous progress has been accompanied by increasing penetration of blue and white LEDs into new applications and larger markets, starting with backlighting of LCD displays in mobile phones, computer screens, and TVs, followed by automotive and street lighting, and finally conquering lighting applications in all places. Therefore, it is only fitting that in 2014 the Royal Swedish Academy of Sciences awarded the Nobel Prize for Physics to Isamu Akasaki, Hiroshi Amano, and Shuji Nakamura "for the invention of efficient blue light emitting diodes which has enabled bright and energy-saving white light sources".

Further, the robust and versatile properties of gallium nitride such as its high electric field strength and electron mobility make it an excellent candidate for high speed and high-power electronics. Currently, High-voltage (HV) gallium nitride (GaN) 650-950 V field-effect transistors (FETs) are becoming the next standard for power conversion [Jon16]. Interest in gallium nitride and its alloys has exploded in the past decade, leading to an expansion of its potential applications for example as ultraviolet light emitters and efficient solar cells. Although the efficiencies and power levels of emerging devices today are still modest, compared to other devices from this material alloys, another paradigm shift in the area of semiconductor-based UV sources is just around the corner. Without doubt the efficiencies will continue to improve over the coming years.

Recently, hexagonal boron nitride (hBN) has emerged as an important multifunctional material system that adds the much-needed functionalities like performance boost and easy lift-off and integration into a flexible platform or other low-cost templates to overcome the above-mentioned cost issues. It also can detect neutrons and because of its ultra-wide bandgap, it can also be utilized as UV detectors.

As the performance improves over time it is clear that many more application areas will follow. This broad spectrum of emerging applications has led some to predict that IIInitride alloys will eventually become the third most important semiconductor system, behind GaAs and Si.

MOVPE growth of III-nitrides

There are several types of growth technologies that have been used to grow IIInitrides including metal organic vapor phase epitaxy (MOVPE) [START_REF] Denbaars | Gallium Nitride (GaN) I[END_REF], molecular beam epitaxy (MBE) [START_REF] Wang | Progress in Crystal Growth andCharacterization of[END_REF] [Hoo04] [Raj04], hydride vapor phase epitaxy (HVPE) [START_REF] Molnar | Gallium Nitride (GaN) II[END_REF], pulsed laser deposition (PLD), and physical vapor deposition (PVD) on different substrates. The two most promising are molecular beam epitaxy (MBE) and metal organic vapor phase epitaxy (MOVPE). MBE is capable of more uniform layers with abrupt transitions between layers, whereas MOVPE has similar properties and in addition it is faster, can handle several wafers per run and generally scalable and low in cost. The MBE molecular beam epitaxy technique has faced technical challenges such as nitrogen cell stability and uniformity issues or the high growth temperatures required to achieve crystal quality comparable to MOVPE material. For GaN based LEDs in solid state lighting applications and High electron mobility transistors (HEMT) devices in power conversion applications, MOVPE is the dominant technology owing to the cost advantages. Today all commercial nitride components are synthesized by MOVPE.

MOVPE growth occurs in an inductively or radiantly heated growth chamber with a cold-wall. A highly reactive precursor vapors, typically organometallics are introduced into the chamber where the active ingredients get "pyrolysed" by the hot substrate and react to form the desired compound. Temperatures in the range of 500-1300 °C are used for growth of these III-nitride alloys. For GaN growth, the precursors are ammonia (NH 3 ) for nitrogen and trimethyl-gallium (TMG) for Ga. For Al in AlGaN growth, the precursors are trimethyl-aluminum (TMA) or triethyl-aluminum (TEA).

For In in InGaN, the precursors are trimethyl-indium and triethyl-gallium. In addition to the precursors, carrier gases such as H 2 and N 2 are used to enhance mixing and control of the laminar gas flow within the chamber. The precursors are stored in stainless steel bubblers that are maintained at a constant temperature. The carrier gas (nitrogen or hydrogen) flows into the bubblers, get saturated with vapor of the source molecules and pushed into the growth chamber (reactor). The schematic of III-nitride epitaxial growth is illustrated in Fig. 3. The wafer is heated in the reactor to create necessary conditions to crystallize from the vapor phase. This process is analogous to the formation of snow from water vapor (clouds) under specific conditions. The organometallic precursors are mixed with ammonia near the inlet of the reactor and are then transported to the heated zone. The heated organic precursor molecules decompose in the absence of oxygen or any halogen (pyrolysis). The resulting species diffuse through the boundary layer to the growing surface and attach onto the substrate by physisorption. The species can desorb or react with other surface species at this moment. To form a new layer, the active species can diffuse on the surface to form bonds with other atoms either at the bottom of a growth step or other thermodynamically favorable sites, or nucleate at other positions to form islands consequently resulting in further growth. The general reaction is described in the Eq. below:

R3M+NH3 Û MN+3RH.
The byproducts that form during the deposition reactions diffuse into the carrier gas away from the deposition zone and flow into the reactor exhaust. Parasitic reactions between precursors can also occur in the gas phase which would reduce the incorporation efficiency of sources and degrade the quality of epitaxial layers since the particles of the byproducts may fall on the substrate surface hindering the formation of single crystal. MOVPE growth is a complex process including thermodynamics, kinetics, hydrodynamics and mass transport. The theoretical details can be found in [START_REF] Stringfellow | Organometallic Vapor-Phase Epitaxy[END_REF].

Generally speaking, there are several basic interdependent growth parameters which can be adjusted to control the growth rate and the quality of epitaxial layers: temperature, pressure, V/III ratio (the ratio of ammonia flow rate to the total flow rate of organometallic precursors), III/III ratio (the concentration of one type organometallic precursor in the total organometallic precursors), carrier gas.

Growth temperature should be optimized for the epitaxy of different alloys.

Empirically, it is close to one third of the melting point. On the one hand, it requires energy for the pyrolysis of precursors, the diffusion of the atoms on the substrate and activation of the reactions, which is important for the growth rate and surface structural property. On the other hand, at very high temperature, the desorption would be dominant and the substrate surface can be decomposed. Additionally, high temperature would lead to strong parasitic reactions between precursors. Furthermore, growth temperature can strongly shift the composition of In in III nitrides such as InGaN and AlInN. MOVPE growth of III nitrides is normally done under low pressure (10-300 Torr), in order to reduce the parasitic reactions.

V/III ratio is important for the quality of the layers. If the V/III ratio is too low, supply of nitrogen atoms would be inefficient, and nitrogen vacancies and auto background doping would be increased. But if the V/III ratio is too high, parasitic reactions would be aggravated and surface mobility of adsorbed atoms would be impeded. III/III ratio which means the concentration of one precursor in the total precursors for III elements (such as TMAl/III and TMG/III) is the key parameter to adjust the composition of the ternary or quaternary alloys. But under the same gasphase concentration, the composition can also be shifted due to other parameters including temperature, pressure, or the change of the strain state of the surface (composition pulling effect).

Hydrogen (H2) carrier gas is used in this work for growing GaN, AlN, BN and its alloys since it has better thermal conductivity and purity, as well as faster diffusivity of precursor species and carbon-radical scouring properties compared with N2. It should be noted that the presence of hydrogen atoms is detrimental to highly volatile In containing alloys growth since it enhances the In desorption and hence N2 carrier gas is used for growing indium containing alloys. H2 atmosphere is harmful to Mg-doped layers due to the formation of Mg-H complexes. To overcome this issue in-situ thermal annealing under nitrogen environment is performed to break the Mg-H bonds and to activate the dopants.

Epitaxial materials and structures studied within this work were grown by lowpressure metal-organic vapor-phase epitaxy (LP-MOVPE) using a home-made T-shape reactor system and a commercially available Aixtron close coupled showerhead (CCS) MOVPE reactor system shown in the figure 4. The home-made system was designed and installed by Prof. Abdallah Ougazzaden [START_REF] Mircea | Very uniform epitaxy[END_REF]. Both the system consists of four modules: gas handling/mixing system, reactor chamber, heating system and an exhaust (low pressure) pumping system. The temperature range is from 400 °C to 1040 °C and the pressure in the reactor can be regulated from 80 to 450 Torr for the growth. Hydrogen or nitrogen can be used as carrier gas. The cold-wall system is applied so that the substrate is much hotter than the other zone and the reactants can be depleted on the substrate, contributing to the growth. During growth, the substrate is rotated at 60 rpm to enhance the layer homogeneity and to help maintain the laminar flow on the sample surface.

A new Aixtron 3×2 inch, close coupled showerhead (CCS) MOVPE system has also been brought into operation and it is shown in Fig. 4. The system has been designed in such way that the surface temperature of substrates in this reactor can reach 1300 °C.

This system was used for optimizing BN and AlN based materials which typically require temperature higher than 1100 °C. AlGaN based other devices such as UV LEDs still possess significant intrinsic limitations. On the other hand, h-BN has emerged as an important multifunctional material system that adds the much-needed functionalities like performance boost and easy lift-off and integration in to a flexible platform or other low-cost templates to overcome the above-mentioned cost issues. In addition, boron also can detect neutrons because of its high neutron capture cross section and because of its wide bandgap can be utilized for UV detectors. In spite of its strong potential, BN is the least investigated among the III-nitrides semiconductors because the growth of high crystalline quality h-BN has proven to be challenging. This material system also has potential properties that can benefit applications flexible/wearable electronics, etc., which are currently under intense investigation all over the world. These other III-nitride technologies need considerable research efforts and once they reach commercial maturity can gain leverage from GaN based solid state LED foundries for mass production. Current trends in this field are to develop new technologies and add novel functionalities to the conventional device structures for increasing the performance to cost ratio. To adapt for this need, each of these materials has to be tailored to suit specific application, for Initially, when we started to explore the growth window for high quality BN, we were limited by the temperature capability of the custom-made T-shape MOVPE reactor. This activity, which was core until 2010, then slowed down with the difficulties in growing high quality boron nitride. Hence, in partnership with AIXTRON, a new close coupled showerhead system with high temperature capabilities was installed in 2015 to continue our research exploring this fascinating 2D material system. This theme was restarted due to the recent advances in MOVPE hardware technology and very intense research efforts from our group while I was leading the second MOVPE system installation and process demonstration. Pushing the limits of the newly installed close coupled showerhead MOVPE system, the desired technology for the BN growth was realized. Now we are one among the pioneers in the MOVPE growth of wafer-scale h-BN and related technologies such as van der Waals epitaxy. I describe the realization of Mixed dimensional heterostructures (3D-2D, 2D-2D and 1D-2D) using the h-BN platform. Important III-nitride device technologies were grown on the h-BN platform with promising characteristics that can stimulate industrialization of this class of material and its applications. This 3D-2D architecture could improve the device performance and reduce the cost involved, allowing III-N devices to be used more flexibly in a broader range of applications.

The next two sections are concerned with tailoring of InGaN material to suit high efficiency solar cell and LEDs application. We mainly summarize strain evolution control in InGaN materials with semibulk growth and Nano selective area growth technologies. The fifth part concentrates on UV sources emitting in UV-A (around 280 nm) and UV-C (below 400 nm) constructed with AlGaN based MQW and DBR respectively. In-addition it also describes AlGaN/GaN based HEMTs for gas sensor application. Finally, the last part details my research perspectives. CNRS, Sandia Lab, IMEC, etc., Inaddition to these doctoral students and post-doctoral researchers, I have had pleasure of working with the entire III-nitrides growth and characterization team, without their support and motivation this manuscript would not be possible.

Boron nitride and its heterostructures

Introduction

Hexagonal boron nitride (h-BN) is currently attracting interest for use in a wide range of electronics and optoelectronic applications [Dea10] 

[Li12] [Xu15] [Van18]
[Cas16]. Due to its wide bandgap, and potentially strong light emission it can find applications in deep ultraviolet (DUV) region as active layer, as an intrinsic p-type material and as a photodetector [Mba21]. Due to good lattice matching with graphene, it can find application as substrate, as protection/passivation and as gate dielectric in graphene electronics [Van18] [Dah11] [Lal17]. Because of its layered nature, 2D-2D heterostructures with exotic properties can be formed [Geim13] [Shi18] [Gig20]. In addition to this, h-BN has high neutron capture cross section and so finds application as efficient neutron detectors [Mai18].

Outside of these areas, one of the most important applications of h-BN is for heterogenous integration of III-nitride devices. This is driven by the need for devices with flexible, stretchable and large-area form factors for wearable devices [Koy12].

Compared with conventional laser or chemical lift-off processes, mechanical lift-off using hexagonal boron nitride (h-BN) as a release layer for subsequent transfer is fast, inexpensive, and non-destructive so the substrate can be re-used, lowering cost. When compared to graphene [Chu10] [Kim14], the key advantage of using layered h-BN for realizing the III-nitrides is that it can be grown at wafer scale in the same reactor, even in the same epi-run with other III-nitrides. Even though there is room for improvement, considerable progress has been made in fundamental understanding of growth of this interesting material and its emerging III-nitride device integration and liftoff. This chapter summarizes recent progress in growth and understanding of h-BN by MOVPE and realization of 3D, 2D and 1D configurations of device structures on h-BN platforms and their characteristics and performances. These mixed dimensional structures are especially interesting for pick-and-place transfer process which is useful for some key applications like in displays and photogenetic with the need of a matrix of LEDs with different wavelengths or the integration of optoelectronic and electronic devices on silicon.

BN growth by MOVPE

As mentioned in the previous section, advances in High Temperature (HT) MOVPE growth reactor technology led to the growth of large-area h-BN layers on 2" and 4" sapphire substrates with high structural quality and uniform morphology by our group as shown in the figure 2.1. To analyze the continuity of the thinnest (1.9 nm thick) h-BN layer, line scans from AFM images (inset in Figure 2.2 a) were further investigated. The extracted maximum depths of the pits are less than 1 nm, which is much lower than the total thickness of the h-BN layer, confirming that the h-BN layer is continuous on the sapphire substrate. The continuity of h-BN layer is important for avoiding direct seeding of III-nitrides or other heteronuclei on sapphire substrates which may hinder complete liftoff of the grown layer [Kon18].

The Raman spectrum of the thin BN film clearly displayed a peak at 1370 cm -1 that is attributed to the h-BN first-order Raman E2g vibrational mode [Son10] [Gei66] [Rei05]. The variation of the FWHM of the peak and the peak position with respect to the thickness of the layer is plotted and is as shown in the figure 2.3. The peak FWHM varies from 34 to 52 cm -1 on increasing the thickness from 3 to 60 nm. This FWHM values are comparable with what has been observed for single-crystal BN flakes fabricated by MBE [Zuo15] and by CVD [Tay14]. Very narrow FWHM was also reported in the literature for bulk h-BN (11.7 cm -1 ) or few layer h-BN flakes (15.6 cm -1 ) [Son10].

Figure 2.3: Raman peak position and peak full width at half maximum (FWHM) of h-BN with different thicknesses of h-BN.

The relatively broad peak obtained here might be caused by the spatial strain variation in the layer. Nonuniform strain would split the E2g peak as has been observed for other 2D materials [Moh14] [Con13] [Bis14], leading to a broader peak. Especially for 2-in. wafer-scale continuous thin films on a substrate, the thermal strain from the cooling process after the epitaxial growth cannot be effectively released. The pleats pattern presented in the morphology studies is also related to the localized strain in the layer. The strain variation across the pleats produces phonon shifts and hence Raman It is worth mentioning it here that these BN layers can be mechanically exfoliated from the sapphire substrates by using scotch tape which enables transfer of the layers grown on top of it to any arbitrary platform. This demonstration targeted all the applications mentioned in the introduction section of this chapter including deep UV optoelectronics and graphene electronics [Li16]. Cross-sectional scanning transmission electron microscopy (STEM) reported above explored the origin of these surface pleats. Thin layer buckling occurs in order to release the thermal compression energy that is generated during cooling. In the pleated area, the stacks of as-grown basal planes are still highly oriented, but they are bent following the pleats' waviness. The local decohesion of the BN layer was also observed at the maximum height of a pleats.

The local decohesion could be caused by the weaker van der Waals forces between the BN and the substrate in this area due to the direct growth on the sapphire substrate without any 3D bonded nucleation/buffer layers. First, the extreme flexibility of the h-BN was confirmed with this experiment.

BN growth on patterned sapphire substrates

BN covered the both the c-plane and the domes uniformly. Drastic difference in the morphology between the h-BN on the c-plane and BN on the side walls were also observed. Typical wrinkled surface of h-BN on c-plane sapphire confirming that this BN is crystalline and layered. More pleats of BN were formed on the domes. Detailed structural studies using HR-TEM on these areas showed that the BN is continuously covering the domes like a blanket of snow. At the intersections of the domes and cplane, strain generated stacking faults and few h-BN islands were seen elucidating strain localization effects induced by the misorientations. Further structural analysis on this cross-sectional TEM images led to a very important finding that the substrate orientation plays a major role in the quality of the h-BN leading to difference in quality of the h-BN laterally as demonstrated in the figure 2.5(b) and their respective FFT patterns in figure 2.5(c) and (d). Further cathodoluminescence studies on the optical characteristics showed that the h-BN layers on c-plane sapphire were having better emission properties with less defect band intensity and observable near band edge emission at 5.9 eV supporting the TEM observations. In-plane flexibility exhibited by the layered h-BN is already interesting for complex device isolation and passivation applications. This study suggested that it is possible to achieve local control of the structural and optical characteristics of the h-BN [Sun19b].

Van der Waals epitaxial (vdWE) growth of (3D) III-nitrides on (2D) h-BN

Van der Waals epitaxy is relatively new growth technique when compared to conventional epitaxial growth techniques such as homoepitaxy and heteroepitaxy. In homoepitaxial growth technique, even though there are surface dangling bonds there is no/negligible difference between layer and the substrate bonds hence high-quality layers with very low misfit dislocations can be grown. In heteroepitaxy, rigid surface dangling bonds between the substrate and the layer play an important role.

Consequently, the lattice parameters and the lattice mismatch between the layers and substrate is playing a considerable role. The layer interfaces mimic the substrate first as shown in the figure 2.6 (a) and interface layers will be pseudo-morphically strained up to certain thickness called the critical thickness. Then after reaching critical thickness, the layer relaxes to its own lattice by generating defects/dislocations.

In van der Waals epitaxial growth layered 2D materials with no surface dangling bonds will be used as templates for growth of mixed dimensional heterostructures. The major advantage is that the growth is independent of the substrates lattice constant, in other words the is theoretically unconstrained by lattice atomic In van der Waals epitaxy the surface dangling bonds free, layered materials are used as templates for growth hence the growth is theoretically independent of the substrates, so high-quality layer free from misfit dislocations can be expected. The layer is held only by weak van der Waals forces without the presence of any 3D bonding between the surface the 2D materials and the layer as shown in the figure 2.6 (b) [Kom84]. Technically, this van der Waals gap can be referred to an angstrom size crack between the layer and substrate, since there is no physical bonding between the layer and the substrates these layer and substrate. This crack can be propagated and the layer can be exfoliated from the substrates very easily. Previously, 2D materials like 

Remote epitaxy on BN

Remote epitaxy is another new growth technology adapted to the use of 2D materials. In this cutting-edge technology, remote atomic interaction of underlying substrates transmits its atomic registry to overlaying films through 2D materials. This leads to realization of layers that are similar to high quality epitaxial layers on 2D materials for example high quality GaAs on 1Monolayer (ML) Graphene/GaAs [Kim17]. This remote atomic interaction through 2D materials is governed by the binding nature, that is, the polarity of atomic bonds, both in the underlying substrates and in 2D material interlayers. Although the potential field from covalent-bonded materials is screened by a monolayer of graphene, that from ionic-bonded materials is strong enough to penetrate through a few layers of graphene. For example, attempting remote epitaxy of elemental semiconductors with covalent bonding such as Si and Ge resulted in the formation of polycrystalline films, whereas substrate that have ionic bonding properties affects growth through a graphene layer; furthermore, the potential field penetration depth increases with increased ionicity of substrate materials. As such, critical graphene thicknesses for remote epitaxy of GaAs (30% ionicity), GaN (50% ionicity) and LiF (90% ionicity) are 1 ML, 2 ML and 3 ML, respectively. Since ionicity governs remote epitaxial field penetration through graphene, all compound materials could be grown via remote epitaxy as a perfect single-crystalline form.

However, perfect transparency of remote interaction is not guaranteed in other 2D materials that have an ionic character as this can also play a role as an epitaxial seed layer. Such field penetration is substantially attenuated by 2D hexagonal boron nitride, which itself has polarization in its atomic bonds. For example, 1 ML h-BN is not thick enough to screen the field from the GaN substrate, hence remote epitaxy can still occur.

In fact, GaN grown on 1 ML hBN/GaN substrates shows two different azimuthal orientations; one follows the orientation of the hBN ML and the second is seeded to the GaN substrate as shown in figure 2.8 (a & b). Thus, both vdWE and remote epitaxy occur simultaneously; in contrast, only vdWE occurs when 3 ML hBN interlayer is used, as the substrate potential field is completely screened as shown in figure 2.8(c).

In the case of graphene, the substrate field is well transmitted through 1 ML owing to the non-polarity of this material as demonstrated in figure 2.8 (d & e); still, GaN films grown on 3 ML graphene is polycrystalline, this time due to insufficient seeding effect from the substrate as shown in figure 2.8 (f). This work was carried out in collaboration with a Prof. Jeehwan Kim group in MIT [Kon18].

Difficulties with van der Waals epitaxy of III-nitrides and growth of BN on dielectric patterned sapphire substrates.

As described earlier, thin layer buckling in 2D materials occurs in order to release the thermal compression energy that is generated during cooling. The local decohesion or delamination could be caused by the weaker van der Waals forces between the BN and the substrate due to the direct growth on the sapphire substrate without any 3D bonded nucleation/buffer layers. Controlling this stress induced decohesion and its evolution in BN may lead to many reliable and reproducible applications, especially in van der Waals epitaxial growth of the other III-nitrides where self-delamination during growth and delamination's during the front-end process are reported and seen as serious issues. To control and study its evolution and characteristics, BN was grown on patterned sapphire substrates as reported in the previous section. It is worth noting that, generally, III-nitrides grows at relatively higher temperature, may be before the evolution of the surface pleats on thin h-BN. Local control of stress can be achieved by controlling the orientational characteristics of the substrates as observed in the dome patterned sapphire substrates that was described in the earlier section. It is necessary to understand the mechanism well enough for control of structural and optical characteristics, so that BN can be utilized for growth of device structures.

The use of dielectric patterned sapphire substrates with different geometries may bring better clarity to this study, hence, they were utilized. High quality thicker h-BN layers were grown on dielectric patterned sapphire substrates. As expected, on the un-patterned area the h-BN formed semi-hexagonal pleats which matched the quality of standard high-quality h-BN as shown in SEM images in figure 2.9 (a). BN deposits on the dielectric region were difficult to detect. However, the presence of BN on the dielectric patterns were identified and confirmed with localized secondary ion mass spectroscopy (SIMS) measurements and found to be of comparable thickness to BN on un-patterned area. This study confirmed that the BN growth process under this growth condition is non-selective. Further cross-sectional TEM studies on the samples were carried out to study deeply and is as shown in the figure 2.9 b and c. BN on SiO2 presented a layered structure when compared to the BN on c-plane sapphire. However, the fast Fourier transform (FFT) pattern of this high-resolution TEM image shown in figure 2.9 d and e clearly showed the differences between these layers. It gave a diffused ring pattern for BN on SiO2 indicating that this BN has only short-range order whereas the BN on c-plane sapphire displayed diffraction spots corresponding to the hexagonal structure of BN confirming that they are completely crystalline. This deep study demonstrates that the BN grows non selectively but there is radical difference in quality between BN on dielectric SiO2 and on sapphire substrates which can be exploited for selective growth of III-Nitride device structures. The tape is attached to a carrier for the release. Then, once the device is placed on the final support platform, the tape is simply removed by dissolving it in water for around 1 min. The pick-and-place capability is demonstrated in Figure 2.13(a) where we clearly see that specific aimed devices have been lifted off from sapphire leaving their locations empty, while other untargeted LEDs remained on the growth wafer.

Van der

During the transfer process, device structures remained completely intact and free from cracks and metallic contact damage. I-V measurements for a released LEDs were performed after its transfer to confirm the preservation of the device functionality as shown in Figure 2.13(b), inset shows a photograph of the blue light emission from the LED after its release from the substrate and transfer on to the aluminum tape. 

Self assembled van der Waals epitaxial growth of 1D GaN-based heterostructures on BN on sapphire substrates

The growth of 1D nitride device structures on h-BN by self-assembly on layered h-BN was explored. First h-BN was grown after nitridation and surface smoothing by AlN deposition on sapphire substrates. As reported by Kobayashi et al 2012, Direct growth of GaN on h-BN resulted in the formation of sparsely distributed isolated discrete polycrystalline GaN lumps [Koy12]. Uniform nucleation on dangling bondfree h-BN was induced using short pulse of AlN growth before successive GaN growth.

AlN islands on h-BN serve as nucleation sites for the uniform growth of GaN.

Immediately after AlN nucleation, GaN was grown under conventional GaN growth conditions, forming vertical GaN nanorods. Even though realizing this heterostructure stack by growth is the best route, due to intrinsic difficulties in growth of these chemically different materials, the entire assembly and exploration of the interesting properties must be done via other heterointegration techniques. However, splitting atomically thin layers from 2D bulk crystal material for use in electronics has proven difficult to do on a commercial scale.

The existing process, in which individual flakes are split off from the bulk crystals by repeatedly stamping the crystals onto an adhesive tape, is unreliable and timeconsuming, requiring many hours to harvest enough material and form a device. 

Inset: SEM image of h-BN coating on a partially graphitized SiC surface, composed of EG ribbons (grown on natural SiC substrate step walls) separated by buffer layer regions, showing the smooth h-BN/EG surface (dark areas), compared with the rough h-BN/buffer layer surface caused by the very high density of nucleation sites on the buffer layer. (d) Raman spectra of a few graphene layers on the carbon face (red) compared to the bare SiC spectrum (blue). The Raman spectrum after h-BN growth (black) displays a large peak at 1370 cm-1 that is ascribed to the h-BN E2g due to the absence of a D peak in the as-grown EG. (For this spectrum, the disordered top h-BN layers are mechanically removed.) Inset: Lorentizan fit of the peak at 1370 cm-1 (fwhm = 47.3 cm-1). Ref [Gig20].

Epitaxial growth of these heterostructures is indispensable and may be offering technologically viable production solutions that may have better yield, reproducibility at lower cost. Hence, A multilayer h-BN was grown epitaxially on Epitaxial Graphene (EG) using a migration-enhanced metalorganic vapor phase epitaxy (ME-MOVPE) process. In this high temperature process, triethylboron (TEB) and ammonia (NH3) are used to produce a multilayer h-BN film on the sapphire wafer, informing the present approach. Direct evidence that the ME-MOVPE process yields atomically sharp h-BN/graphene epitaxial interfaces, with a templated h-BN growth on graphene. This result, combined with the industrial compatibility and fast growth process, makes MOVPE a method of choice.

Conventional atomic layer deposition is a cyclic process involving two different precursor molecules in the gas phase that are alternately introduced on a surface and in which each cycle deposits exactly one atomic layer on top of the film. In contrast, in the migration-enhanced lateral epitaxial deposition (LED) mechanism that each cycle "knits" one row of atoms to the edge of the growing multilayer film. As a result of the lateral epitaxial deposition (LED) mechanism, the grown h-BN/EG heterostructures have good structural quality with highly ordered epitaxial interfaces, as summarized in the figure 2.21. It is desired in order to preserve the transport properties of pristine graphene. Atomic scale structural and energetic details of the observed row-by-row growth mechanism of the two-dimensional (2D) epitaxial h-BN film are analyzed through first-principles simulations, demonstrating one-dimensional nucleation-freeenergy-barrierless growth. In conclusion, this industrially relevant LED growth strategy can be applied to a wide variety of van der Waals materials. [Gig20] 3. Novel semiconductors -boron (III) nitride alloys.

Introduction

As . Additional applications can be envisioned, but they will require thick materials possessing a quality that exceeds the current state-of-the-art. For example, the boron-10 isotope has a very high thermal neutron capture cross-section, so a BGaN or BAlN diode is effectively a monolithic direct conversion neutron detector [Ats14]. Future applications can also take place within existing devices, where boron can be added to GaN or AlN to increase resistivity [Bag09], which may be useful in betavoltaic applications, or for bandgap and strain engineering of quaternary III-N alloys [Oug08] [Aka07].

An awareness of the device potential of BGaN motivates a brief review of the challenges of growing BGaN materials of high quality. The small size of boron relative to gallium or aluminum and the high bond strength between boron and nitrogen is the cause of large strain resulting in a very large immiscibility gap for BGaN and BAlN.

This manifests in a strong tendency for phase separation. Additionally, BGaN and BAlN nano-clusters tend to form in the other than wurtzite phase, impacting uniformity [Gau11]. At larger scales these growth dynamics have resulted in layers which consist of random multi-crystalline nanocolumns strongly aligned to the preferred growth axis.

To mitigate these issues, we have employed several growth strategies some of them are reviewed below.

Growth of BAlN for lattice and bandgap engineering

A small amount of boron incorporation in AlN can introduce a strong refractive index contrast along with lattice matching with SiC substrates. This is of great interest for high reflectivity III-N DBRs in the deep UV region. Flow-modulated epitaxy (FME)

was used to grow this new class of material, the feeding sequences of precursors during the growth was shown in Figure 3.1: 2 s supply of metalorganics and 1 s supply of NH3

were alternatively run into the reactor. 

Growth of BAlN/AlN heterostructure

The fabrication of heterostructures of Boron based alloys with AlN or GaN is an important approach which needs to be further developed irrespective of their applications, for example, BAlGaN based MQWs or for DBRs. This approach may mitigate intrinsic issues in the boron-based materials. A 5-period AlN/BAlN layers (25 nm / 32 nm) were grown on the AlN templates that are appropriate substrates for deep UV applications. Flow modulated epitaxy (FME) was applied during the growth of BAlN layers in order to enhance the migration of B and Al atoms, and also suppress parasitic reactions whereas the AlN layers were grown in a continuous way. The boron concentration in the BAlN layers along growth direction was evaluated by SIMS profile, as shown in Fig. 3.2(a). It was clear that B profile varies anti-phase with Al, which indicates that boron atoms substitute aluminium atoms on the III sites of the lattice to form an alloy. The average boron content distribution along the growth direction is presented in Fig. 3.2(b). Under our growth conditions, 11% (± 0.6%) boron incorporation has been obtained.

In order to investigate structural quality of this heterostructure and also crystalline characteristics, the cross-section STEM was performed along ⟨1 1 -2 0⟩ zone axis. As shown in Fig. 3.3(a), the bright-field STEM image shows that the AlN/BAlN heterostructure has columnar polycrystalline features, such as the part in the rectangle box. By looking into the higher magnification image of the interface between 1st AlN and 1st BAlN in Fig. 3.3(c), it is clear that the 1st AlN layer is still monocrystalline.

When BAlN (with 11% boron) growth starts, the lattice is oriented along c-axis for around 5 nm, and then the tilt as large as 60° can be observed that means the structure tends to be polycrystalline and columnar growth starts. From STEM image, it was observed that good periodicity of two different layers has been achieved. The monocrystalline critical thickness for BAlN with 11% boron is around 5 nm, above which the polycrystalline growth occurs. Meanwhile, the monocrystalline critical thickness is around 500 nm for BAlN of 2% boron as reported in the literature [Aka06]. The more boron is incorporated, the monocrystalline BAlN thickness is smaller. Therefore, for different applications, a compromise can be achieved between thickness and boron composition. For example, for deep UV distributed Bragg reflectors (DBRs), boron incorporation no more than 5% is enough to achieve high refractive index contrast theoretically [Abi12] [Wat03]. Hence, it can be an option to reduce the boron content and maintain BAlN layers (30∼40 nm) monocrystalline. For ultra-thin layers such as MQWs or strain engineering superlattices, higher boron incorporation can be used allowing a large design freedom and it can still be kept as monocrystalline for its thin thickness (below 10 nm).

Realization of BAlN/Al(Ga)N DBRs for DUV

This section describes the realization of BAlN/Al(Ga)N DBRs. Related characterizations were performed and analyzed. The influences of increasing TEB/III ratio for BAlN layers on structural and optical characteristics of DBRs as well as the influences of replacing AlN layer with AlGaN were studied. The experimental results are also compared with the simulations by using parameters determined from characterizations. The previous sections analyzed structural features of BAlN layers grown by FME method. It is concluded that by FME method, crystalline quality can be improved since the grain size is increased and columns are formed. But in this case, the interface of BAlN and AlN layers would be destroyed, which can be a disastrous for DBR. For example, the structure of 5-period BAlN (32 nm) / AlN (25 nm) didn't have any reflection peak at around 260 nm as it is supposed to. To realize a DBR, more than crystalline quality the interfaces quality is important, hence the structure grown at 1000 °C simply in a continuous way, where the BAlN layer is nanocrystalline and the smallsize crystallites that maintain acceptable interface as well as a clear contrast between two materials are suitable for this application. here, the DBRs for DUV region were realized under continuous flow condition. For BAlN/AlN structures, the experimental results are very close to the simulations. From central wavelength of 260 nm to 282 nm, the reflection was increased from 48% to 70%. At central wavelength of 260 nm and 265 nm, by replacing AlN with Al0.8Ga0.2N, the reflection was also increased from 48% to 70% and the stopband width was increased from 12 nm to 19 nm (more than 50%) which confirmed better performance of BAlN/AlGaN structure than BAlN/AlN structure.

rich BAlN alloys

Boron rich BAlN alloys with Al content varying from 0-25% in BN have been explored experimentally. Boron rich B(Al)N alloys system on the other side also enables desirable bandgap and lattice/strain engineering for applications. For example, To estimate the efficiency of Al incorporation in our BAlN alloys, secondary-ion mass spectrometry (SIMS) measurements were performed using molecular ions Cs+. as a function of TMAl/III ratio. We obtained the Al content of 1%, 3.5%, and 17% for the TMAl/III ratios of 3.2, 7.2, and 13.8, respectively. In case of the TMAl/III ratio of 25, the Al content is found to be almost 100%. To interpret this, our experimental data were fitted by using the Lorentz function (green solid line in figure 3.

(b)). At low

TMAl/III ratio (≤ 14), the fit gives a good agreement with our data, confirming the enhancement of Al incorporation when the TMAl/III ratio is increased. However, when the TMAl/III ratio is higher than 25, the Al composition starts to be saturated. We attribute that due to the phase separation between BN and AlN as also investigated by HR-XRD. Therefore, in this study the maximum composition of Al in BAlN without phase separation is up to 17%. . This approach solves critical issues like spontaneous delamination during growth and post-growth treatments and further extends its applications.

BGaN Nanostructures

Even though the quality of these diluted III-nitrides is still in its infancy and needs tremendous improvement, these materials were employed in the device structures showing greater improvements in its performances. For example, sensors made with BGaN based superlattices showed greater sensing and better recovery than its pristine counterpart. To circumvent the intrinsic problems and associated growth issues, in BGaN growth such as phase separation, surface roughness and columnar growth, nanoselective area growth technology was adapted. Interestingly, the deep structural studies show that despite the transition from two-dimensional to three-dimensional growth, the initial InGaN #1 sublayer remains homogenous and pseudomorphically accommodated to the underlying GaN buffer.

Thick InGaN based new generation of solar cells

Despite technological advances that include the growth

This high-quality layer is suitable for photovoltaic applications. Thus, it would be desirable to devise a method to suppress the transition to InGaN #2 and promote the growth of InGaN#1. One such method is described in the following section.

InGaN Semibulk based solar cells

A semibulk approach was adapted to grow thick InGaN absorbers that may The images confirmed that the observed composition inhomogeneity in bulk InGaN along with 3D transition is absent in the semibulk InGaN. Based on this Semi-bulk InGaN, PIN solar cells structure as shown in figure 4.8(a) was grown on GaN templates. The semibulk structure consisted of 6 periods of 24 nm In0.08Ga0.92N/2 nm GaN both grown at 800 °C. A 50 nm thick low temperature NID-GaN layer is grown at 800 °C above the semibulk absorber in order to protect InGaN layer during high p-GaN growth temperature and as a set-back layer to reduce Mg diffusion into the absorber. Finally, a 250 nm thick p-GaN layer that has been lightly doped with Mg followed by a heavily doped p+-GaN layer are grown at 1000 °C.with record internal quantum efficiency around 85% as shown in the figure 4.9 and highest current density in that class of solar cell have been demonstrated [Ari17]. Semibulk approach controls very well the strain evolution induced degradation for InGaN upto considerable In composition. The thickness of InGaN the layer and number of periods is very important factor controlling the threshold In composition.

Since the critical thickness of InGaN decreases with increase of In composition, a much lower thickness of InGaN has to be employed which is compensated by increasing the number of periods. These factors drive the semibulk very close to multiple quantum well (MQW) configuration which also has been reported to suffer from strain related degradation. An alternate route has been found to stop this strain related degradation at the InGaN/GaN interface itself in In rich InGaN which was extensively investigated in the following section.

Nano-Selective Area Growth (NSAG) of InGaN on GaN/sapphire

Nano selective area growth (NSAG) or nanoheteroepitaxy is a relatively new growth technique which can be used to grow misfit defects free nanostructures. In this technique the materials/nanostructures are grown selectively in a nanometer scale area, which reduces the nucleation density and give these nanostructures enough lateral spacing to relax laterally as soon as it starts growing in the preferred growth axis thus eliminating lattice mismatch issues. In general, the relaxation occurs well before the critical thickness of the material at the interfaces because of which the strain energy saturates, controlling the strain related degradation which is not the case in other conventional epitaxial techniques as shown in the figure 4.11. NSAG addresses all issues related to InGaN such as lattice mismatch induced strain relaxation, phase separation, and transition from 2-D to 3-D growth resulting in InGaN epilayers with a large density of defects and In composition inhomogeneity. To grow selectively, this method involves a thin dielectric SiO2 masks on the substrate/template surface that are patterned with nano-openings (10-100 nm) where nanostructures will be grown. In the present investigation, we have used a simple, industry friendly, single step e-beam patterning process using negative tone photoresist hydrosilsesquioxane (HSQ). The process flow is described in the figure 4.12. achieved patterns with varying sizes from 10x 10 µm upto 100 x 100 µm matrix patterns with nanometer size opening as shown in the figure 4.12. Deeper structural analysis with cross sectional transmission electron microscope was also carried out. 

InGaN/GaN MQWs based solar cells on h-BN

InGaN/GaN MQWs based device structures similar to the one previously reported as blue LEDs on h-BN in the chapter 2 were grown on h-BN templates on sapphire substrates for exploring solar cell applications. Several solar cells with that mechanical liftoff process using the ultra-thin layered h-BN as sacrificial layer results in preservation or improved performance of the III-nitride based devices inaddition to lowering the cost of the overall devices. 

Summary

We have demonstrated InGaN based solar cells with several types of absorbers starting from bulk, semibulk, nanopyramidal and MQWs/h-BN utlilizing heteroepitaxial growth, nanoheteroepitaxial growth and van der Waals epitaxial growth respectively. Even though there is still a lot of room for improvement, all these technologies showed decent solar cell performances. In particular MQWs on sacrificial h-BN can be beneficial for realizing low cost tandem solar cells. Combining technologies like realizing semibulk or nanopyramidal absorbers on sacrificial h-BN may yield better performances at much lower costs which will be investigated in the future. Based on these studies on InGaN based devices structures, we have published more than 23 peer reviewed publications in highly reputed Journals and several international collaborations and funded projects are still actively being implemented.

AlGaN based UV sources and sensors

AlGaN based DBRs for Resonant Cavity Light Emitting Diodes (RCLEDs)

Even GaN templates, these devices can be pushed to a much significantly higher light output at low injection current.

AlGaN/AlGaN MQWs on relaxed AlGaN buffer

During this pandemic period, there is a strong demand for semiconductor light Further the optical influences of the defects like threading dislocations and Vshape pits in AlGaN MQWs grown on AlGaN buffer on AlN templates were also studied and reported [Li15].

AlGaN/AlGaN based MQWs on h-BN

Applying similar strategy as in previous chapters to grow III-nitride wafers on h-BN, wafer-scale growth and mechanical exfoliation of 20 period Al0.58Ga0.42N/Al0.37Ga0.63N multiple quantum wells (MQWs) on relaxed buffer with AlN layers as interfacial buffers to h-BN sacrificial layers were realized. This structure is used to study further the application of the van der Waals epitaxial growth technology and also to study the mechanical exfoliation characteristics of the UV emitting structures that can be beneficial for improving the light extraction efficiency. The same structure grown on AlN templates were compared with the one on BN buffered templates as reference. The structure and the SEM image of the fabricated HEMT devices are shown in figure 5.4 (a) and (b). High sensitivity of the devices and selectivity for the NO, NO2 and NH3 at elevated temperatures up to 400°C were demonstrated in collaboration with our industrial partners [Hal16].

AlGaN/GaN HEMTs on h-BN with better sensing

The transfer of AlGAN/GaN based gas sensors to foreign substrates provides a pathway to enhance sensor performance, lower the cost and extend the applications to wearable, mobile or disposable systems. The main keys to unlocking this pathway is to grow and fabricate the sensors on large h-BN surface and to transfer them to the flexible substrate without any degradation of the performances as shown in the figure 5.5. To realize this dream applications, AlGaN/GaN gas sensors structures were grown on 2inch sapphire wafers with a sacrificial 2D layered h-BN by MOVPE in wafer scale using van der Waals epitaxy discussed in chapter 2 and devices were fabricated. with 300 cm 2 .V -1 .s -1 mobility, average sheet resistance was found to be higher (2.0632E+03 Ω/square) with 60% of the processed devices have more than 40% pinching as shown in the figure 5.6(c). The mobility is quite low when compared to standard devices on GaN templates due to the AlGaN barrier and GaN interface quality.

Using AlN interfacial buffer on h-BN-buffered sapphire substrates may improve the mobility to state of art, AlGaN/GaN heterostructure with electron mobility of 1,100 cm 2 .V -1 .s -1 was already reported [Gla17] . 

Conclusion and perspectives

This habilitation manuscript summarizes my research on MOVPE growth technologies related to III-nitride materials, resulting in innovative and novel device designs for next generation devices.

Progress in Boron Nitride

First, high-quality layered h-BN was grown on sapphire substrates with pleats and pleat-free surface morphology which was a huge bottle neck a decade ago. This growth and related technology pioneered new opportunities in heteroepitaxy and heterogeneous integration. The structural, optical and electrical characteristics of these layers were deeply investigated and exploited further in various growth technologies mainly van der Waals epitaxy and remote epitaxy and other device applications.

Subsequently, various III-nitride device structures were grown on this layered platform without degrading the potential characteristics.

Separation of active device structures of III-nitrides from rigid substrates, preserving the quality and in a cost-effective way, can lead to application in flexible electronics. Mechanical liftoff is a preferred solution, where device structures are grown on 2D materials like graphene and h-BN by van der Waals epitaxy and separated just by applying a shear force. Especially, h-BN is preferred as it is another III-nitride material and can be grown in the same reactor. Most III-nitride device structures have been lifted off and transferred to a variety of platform.

In addition, a fundamental mechanism controlling the transfer of atomic registry through these 2D layer (remote epitaxy) has been studied, the polarity of the 2D layers was found to be governing remote epitaxy.

Controlled separation of these high-quality multilayered h-BN layers resulting in precise wafer-scale monolayers of h-BN has been demonstrated using Ni sticker 11 . This wafer-scale layer resolved lift-off may lead to realization of reliable 2D-2D van der Waals heterostructures assembly for novel device applications.

Progress in Novel boron containing alloys

Hexagonal phase, boron rich BAlN alloys were grown with layered characteristics and its properties were explored. Single crystalline wurtzitic phase of Al rich BAlN alloys were also grown and periodic heterostructures were formed with AlXGa(1-X)N and explored for Distributive Bragg Reflector (DBR) applications. Even tough interesting, these boron containing alloys are difficult to grow maintaining phase purity and high quality. Nevertheless, nanoheteroepitaxy has been adapted to form single crystalline, thick and high quality BGaN nanostructures. This promising route to mitigate strain related degradation further opens the new research avenues.

Progress in InGaN alloys

Innovative, multijunction III-nitride solar cells need thick high-quality In rich InGaN to absorb maximum of sun light which is hard to realize. Thick In rich InGaN absorbers can been achieved by controlling the strain in InGaN using a novel semibulk and nanoheteroepitaxy approaches. In semibulk approach, very thin GaN layers are periodically inserted between thick InGaN layers which dramatically resets the effects of strain and results in good quality thick InGaN alloys. In nanoheteroepitaxy, the strain energy saturates because of the availability of the lateral free surface leading to mitigation of strain related degradation resulting in dislocation free InGaN nanopyramidal structures. Using these approaches, device structures with InGaN have been realized and its characteristics were explored.

Progress in AlGaN alloys

AlGaN based high electron mobility transistor (HEMT) devices were investigated for sensing applications. The performance of the sensors were enhanced at a temperature of 600 °C which indicate that these HEMT based sensors could be used in a harsh environment with the ability to control an anti-pollution system in real time.

Furthermore, in UV light emitting devices, it was found that the oscillator strength can be enhanced, preserving the transverse electric (TE) mode emission by using the relaxation-controlled Al rich AlGaN buffer.

Perspectives:

Still there is lot of room for research and innovation in all the avenues of this futuristic III-nitride materials. Emerging growth technologies such as Van der Waals epitaxy and remote epitaxy offers numerous opportunities, where the epilayers can be grown without misfit dislocations and strain that may lead to ground breaking device performances. Preliminary Investigation on this area yield very encouraging results with many open questions that needs extensive research to achieve further progress.

For example, Improving the overall quality of 2D layers, control of coalescence of grains of BN, the substrate orientation and polarity effect on the growth of 2D layers, control of lateral quality of 2D layers, doping and alloying induced variation in structural and optical characteristics.

Apart from this, many applications for boron nitride and related alloys materials in innovative III-nitride device designs can be envisaged for exotic new functions. On one hand, BN quality in large scale on different compatible substrates has to be improved for buffer, sacrificial and protective layer applications. Already BN as buffer works well eliminating unwanted ramps and thick materials in the growth GaN which
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 1 Figure 1. Evolution of semiconductor transistor technology as per the application landscape. Source: TSMC, Taiwan.
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 2 Figure 2: Bandgap energy versus in-plane lattice parameter diagram for III-nitride material system
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 3 Figure 3: Schematic of III-nitride epitaxial growth. Adapted from [Str99].

Figure 4 :

 4 Figure 4: MOVPE system and T-shape reactor chamber. Aixtron 3×2 inch, close coupled showerhead (CCS) MOVPE system.

  example, BN for flexible electronics, In rich InGaN for solar cells, high quality Al rich AlGaN and p-type AlGaN for UV devices etc., To accelerate innovation in this technologically important area, understanding and control of these III-nitride materials is of prime importance. Recent advances in epitaxial growth have reignited development in this area. My research specifically focuses on the wafer scale growth of all III-nitrides including 2D layered ultrathin h-BN and bulk BN using state-of-the-art metal organic vapor phase epitaxy (MOVPE) system. New epitaxial growth techniques such as van der Waals epitaxy and remote epitaxy are under intense investigation for the integration of the BN and its alloys with III-nitride based devices by and explore it potential advantages. Novel growth technologies such as semibulk and Nano Selective Area Growth (NSAG) related to the growth of tailored In rich InGaN and Al rich AlGaN alloy materials were also studied for specific applications. Covering this major research area, this manuscript has been divided in to five equally weighted parts: 1. Boron nitride and its heterostructures 2. Novel boron-based semiconductor alloys. 3. InGaN-based solar cell devices. 4. Nano-Selective Area Growth (NSAG) of ternary alloys. 5. AlGaN based UV sources and sensors. The first two section covers MOVPE growth of boron based novel semiconductor such as h-BN, BGaN and BAlN. Prof. Ougazzaden's team was the first group in France, and one of the leaders in the world, to launch a research project on the use of MOVPE grown boron nitride and boron alloyed III-nitrides in functional III-nitride devices.
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Figure 2

 2 Figure 2.1: (a & b) Photograph of wafer scale h-BN on sapphire. (c) High resolution X-ray diffraction and Raman spectra studies showing respective peaks of h-BN/sapphire.

Figure 2

 2 Figure 2.2: SEM (on the left) and AFM (on the right) images of h-BN with different thicknesses (a) 1.9 nm, (b) 3.3 nm, (c) 10 nm and (d) 20 nm thick h-BN.

  figure 2.4 a. Further stacking sequence and fast Fourier transform (FFT) study also

Figure 2

 2 Figure 2.4 (a) Cross-section high-angle annular dark field scanning transmission electron microscopy (HAADF-STEM) image along zone axis <1 1 -2 0> of 30 nm BN grown on sapphire with (b) stacking sequence study confirming that the BN is hexagonal and layered.

  Layered h-BN (up to approximately 60 nm thick) were grown on dome patterned sapphire substrates as shown in the figure 2.5 (a), to study the local tunability of the structural, optical and electrical behavior of the material.

Figure 2

 2 Figure 2.5 (a) SEM image of the as-grown 30 nm h-BN on dome patterned sapphire substrates. (b) Higher magnification image of the intersection between the c-plane sapphire and dome structures, showing the clear bending at the intersection without discontinuity on h-BN layer, misoriented BN islands can also be observed on the BN on sidewalls. (c) fast Fourier transform pattern from the h-BN on the c-plane of the patterned sapphire substrates. (d) fast Fourier transform pattern from the BN layers on the domes of the patterned sapphire substrates.

Figure 2

 2 Figure 2.6 (a) conventional epitaxy with pseudo morphically strained layer at the interfaces (b) interfaces in van der Waals epitaxy, showing materials held together by van der Waals forces.

  graphene has been used as 2D template and interesting device structures has been lifted off[Chu10]. In 2012, Kobayashi et. al. similar exfoliation demonstration is carried out using h-BN layered material, but the scalability and quality of the layered BN was listed as the bottlenecks associated to commercialization of this technology [Kob12]. In our group, we have developed BN which can mitigate the above-mentioned issues, both wafer scale and high-quality BN has been grown and the strategy here was to deploy it in van der Waals epitaxial growth of different III-nitrides mixed dimensional device structures and explore its potential characteristics.Here, the optimized 3 nm thin and smooth h-BN without any pleats were used as a template to grown GaN based device structures. Direct growth of GaN resulted in Polycrystalline GaN formation due to nucleation issues. Al0.15Ga0.85N interfacial buffers were used to nucleate III-nitrides on h-BN. A specular GaN growth was obtained using this AlGaN interfacial buffer.

Figure 2

 2 Figure 2.7: (a) High resolution X-ray diffraction 2q-w scans of the MQW structure on the h-BN layer and the same structure using conventional GaN template. (b) Photograph of the MQW structure after exfoliation using a copper foil. (c) X-ray diffraction using the 2q-w configuration of the same MQW structure before and after the transfer. The inset shows Blue light emission by electrical injection from the exfoliated MQW structure. Ref.[Aya16] 
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 28 Figure 2.8 Schematic (top) and Electron Backscatter Diffraction (EBSD) (bottom) of the exfoliated surface of GaN on (a)1-ML-hBN/GaN (b), 2ML-hBN/GaN (c) and 3ML-hBN/GaN (d) 1-MLgraphene/GaN (e), 2ML-graphene/GaN (g) and 3ML-graphene/GaN (f). a.u., arbitrary units.
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 2 Figure 2.9: a. Top-view SEM image of the BN on SiO2 dielectric patterns and on c-plane sapphire along with cross section of the structure in the inset. (b and c) HR-TEM images of the BN deposits on SiO2 pattern and c-plane sapphire respectively. The scale bar is for 10 nm. FFT patterns (d and e) captured from the area shown in b and c respectively indicates that the BN on SiO2 is nanocrystalline whereas BN on c-plane sapphire is perfectly crystalline.

  Waals epitaxial growth of 3D GaN-based heterostructures on BN on dielectric patterned sapphire substrates III-nitride device structures were grown on BN on dielectric patterned sapphire substrates along with control samples. These samples were characterized to study the selectivity of III-nitrides. To study the structural characteristics of these device structures, non-destructive XRD measurements were made on the sample on h-BN templates.
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 2 Figure 2.10. HR-XRD 2θ-ω scans measured from GaN based blue LEDs on h-BN grown on patterned and unpatterned sapphire templates.

Figure 2 .

 2 Figure 2.11. SEM image of the surface of InGaN based blue LEDs grown on SiO2 patterned h-BN templates in various magnifications clearly showing selective epitaxial lateral growth of GaN device structures on the h-BN on c-plane sapphire substrates only.
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 2 Figure 2.12. (a) Photograph and (b) optical microscope image of devices with 1 mm 2 contact area of the full front end processed GaN based blue LEDs on h-BN grown on patterned sapphire templates.
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 2 Figure 2.13. (a) Optical microscope images showing two LED devices with 1 mm2 contact area and empty locations of two lifted off LEDs on h-BN grown on the patterned sapphire demonstrating patterning induced isolation and specific device liftoff. (b) I-V characteristics of a device after its transfer with its blue light emission shown in the inset.
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 2 Figure 2.14. SEM images. (a) Tilted view of the GaN nanorod structure on the sapphire substrates with clear hexagonal symmetry, inset of the figure shows higher magnification cross-sectional view of the GaN nanostructures vividly displaying the vertical alignment. (b) Variation of nucleation density and average size (diameter) of GaN nanorods with AlN seeding time.
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 2 Figure 2.14(a) shows the tilted scanning electron microscopy (SEM) image of

Figure 2 .

 2 Figure 2.15. SEM image of (a) p-GaN/i-InGaN/n-GaN nano-PIN structures on h-BN/sapphire substrates, inset shows designed structure. (b) High magnification cross-sectional SEM image of the nano-PIN on the h-BN/sapphire substrates showing the vertical alignment and flat-topped hexagonal columns of the nanorods and (c) blue light emission from the nano-PIN structure under electrical injection.
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 2 Figure 2.15(a) shows the low magnification tilted view SEM image of the

  Figure 2.15(b) shows the crosssectional high magnification image of a few PIN nanodevice structures on the AlN/h-BN buffered sapphire substrates. These nanodevice structures are uniform in shape with flat top and have the hexagonal sixfold arrangement confirming the single crystalline wurtzite lattice structure. Even though the p-GaN/i-InGaN/n-GaN PIN device structures were grown on layered h-BN, the hexagonal shape of these nanorod-based structures is similar to those of GaN nano-and microrods reported on single crystal substrates [Dai15] [Li12] [Chu14]. We envision that the tilt component of the nanorods structures can be further controlled by improving the quality of the AlN nucleation layer and h-BN layer. Under electrical injection, the PIN nanodevice structures emitted intense blue light as shown in Figure 2.15 (c) which endorses the full functionality of the as-grown nanodevice structures. The formation of the core-shell structure and the presence of the h-BN was confirmed by high-resolution cross sectional transmission electron microscope studies and reported separately elsewhere [Sun19b].

Figure 2 .

 2 Figure 2.16. (a) Lifted-off core-shell nanorods using copper tape (bottom view) and b) higher magnification SEM image confirming the retention of the core-shell nanorods after the lift-off.

Figure 2 .

 2 Figure 2.17. Building vdW heterostructures. If one considers 2D crystals as Lego blocks (right panel), construction of a huge variety of layered structures becomes possible. Conceptually, this atomic-scale LEGO employs different 'construction' rules and a distinct set of materials than conventional Crystals that are 3D bonded Ref. [Gei13].

Figure 2 .

 2 Figure 2.18. Layer Resolved Splitting (LRS) of 2D materials. Schematic illustration explaining the LRS process of 2D materials. Split of h-BN into monolayer using our LRS technique. (A to D) Optical microscopy images and (E to H) AFM images with height profiles of h-BN films for as-exfoliated thick h-BN (A) and (E), monolayers of h-BN obtained by first (B) and (F), second (C) and (G), and third (D)and (H) LRS processes. Scale bars for optical microscopy images and AFM images are 50 μm and 1 μm, respectively. Ref[Shi18].

Figure 2 .

 2 Figure 2.19. Schematic illustrations of 2D heterostructure via LRS process. Flow diagram showing the fabrication of the 2D heterostructure using monolayer 2D materials obtained through LRS process.Ref[Shi18].

Figure 2 .

 2 Figure 2.20 (a) 2D heterostructures structures realized with Dry and Wet transfer methods and Representative PL spectra of all different structures made by different methods. (b) 2D heterostructures based transistor structures realized with Dry transfer methods, Representative of drain current voltage characteristics of MoS2 based FET and 2D color maps of the hysteresis voltage extracted from it. Ref [Shi18].

Figure 2 .

 2 Figure 2.21. Analysis of an h-BN/EG/SiC heterostructure. (a) SEM image of an h-BN film prepared on a monolayer epigraphene of the Si-face (SiC(0001)), showing a homogeneous full coverage. White lines are pleats. (b) Low energy electron diffraction performed with a 227 eV electron beam, showing the expected h-BN, EG, and SiC diffraction spots. The relative azimuthal orientation of the spots and the absence of rings and other anomalies confirm the epitaxy of the heterostructure h-BN/EG/SiC. (c) The HR-XRD rocking curve has a full width at half maximum (fwhm) of 0.04°, demonstrating the extreme flatness of the film layers. Inset: SEM image of h-BN coating on a partially graphitized SiC surface, composed of EG ribbons (grown on natural SiC substrate step walls) separated by buffer layer regions, showing the smooth h-BN/EG surface (dark areas), compared with the rough h-BN/buffer layer surface caused by the very high density of nucleation sites on the buffer layer. (d) Raman spectra of a few graphene layers on the carbon face (red) compared to the bare SiC spectrum (blue). The Raman spectrum after h-BN growth (black) displays a large peak at 1370 cm-1 that is ascribed to the h-BN E2gdue to the absence of a D peak in the as-grown EG. (For this spectrum, the disordered top h-BN layers are mechanically removed.) Inset: Lorentizan fit of the peak at 1370 cm-1 (fwhm = 47.3 cm-1). Ref[Gig20].

  described in the previous chapters, The growth of BN and boron-containing alloys of GaN and AlN has been a recent topic of interest. Diluting III-nitrides with boron adds much needed functionalities, and pushes the fundamentals limits of the IIInitride material system. It also improves the freedom to design this material for bandgap and strain engineering. Significant progress includes the first reports of BGaN and BAlN use in devices, specifically, gas sensors [Bis15], HEMTs [Rav12], and BAlN & BGaN/GaN Bragg reflectors [Abi11] [Li15]

Figure 3

 3 Figure 3.1: (a) Feeding sequences of precursors for flow-modulate epitaxy method.(b) HR-XRD of 70nm BAlN on: AlN template by FME growth (TEB/III=39%). Inset figures show the smoothing and deconvolution of two peaks. (c) SIMS elemental concentration depth profiles of B and Al for the sample grown on AlN template; the inset shows the boron concentration obtained by using boron implanted AlNas calibration sample. Ref.[Li15] 

Figure 3

 3 Figure 3.2: (a) SIMS elemental concentration depth profiles of B and Al for the sample grown on GaN template; (b) Boron content in solid layers calculated from SIMS by using boron implanted AlN sample as reference.

Figure 3

 3 Figure 3.3: (a) STEM images (bright field) of 5-period AlN/BAlN heterostructure and columns are clearly observed in the structure; (b) HAADF-STEM image to show better contrast of BAlN and AlN layers; (c) high magnification of the zone where the 1st BAlN layer starts to grow.

Firstly, a series

  of 18-pair BAlN/Al0.72∼0.76Ga0.28∼0.24N DBRs have been grown.The average growth rate for the BAlN/AlGaN structure is around 2 μm/h. Different TEB/III ratios were used for BAlN layers in order to study the influence of boron incorporation on the performance of DBRs. DBRs were also grown with a lower growth rate of 500 nm/h, since the low growth rate can increase the mobility of Al and B elements, and hence improve the homogeneity and interface abruptness. The RMS roughness is around 9 nm over 20 × 20 μm 2 while the RMS of similar structures grown at 2 μm/h is around 16 nm. The experimental reflection spectra along with the simulations of three DBR structures are summarized in Fig.3.4. The simulations here only considered ideal case without roughness or strain, and the comparison between experimental data and simulations considering quality factors would be demonstrated in the next subsection. The composition and thickness of AlGaN layers were determined by XRD. The composition and thickness of BAlN were determined by EDX (next subsection) and approximate calculation from reflection peak wavelength (the optical thickness of each layer should be one quarter of the central reflection wavelength).

Figure 3

 3 Figure 3.4: (a) 18-pair BAlN (29 nm) / AlN (29 nm) DBRs reflecting at 260 nm; (b) 18-pair BAlN (33 nm) / AlN (32 nm) DBRs reflecting at 280 nm; (c) 18-pair BAlN (33 nm) / Al0.8Ga0.2N (24 nm) DBRs reflecting at 265 nm.

  thicker h-BN based alloys can switch into a direct bandgap material through strain engineering or alloying with Al, which would enhance emission efficiency in the deep UV for UV LEDs. A single crystalline boron rich BAlN alloys was achieved with the Al content up to 17%. The surface of these alloys exhibits the honeycomb wrinkled morphology features upto 17% of Al in BAlN. Above this Al content, the presence of wurtzite Al rich BAlN secondary phases in a matrix of layered hexagonal B rich BAlN was observed as shown in the figure 3.5 (SEM images).

Figure 3

 3 Figure 3.5: SEM images of BAlN alloys grown on sapphire with four different TMAl/III ratios. (a) 3.2, (b) 7.2, (c) 13.8, and (d) 25. Ref.[Vuo20] 

Figure 3

 3 Figure 3.6 (a) shows SIMS elemental concentration depth profiles of aluminium atoms

Figure 3

 3 Figure 3.6: (a) SIMS elemental concentration depth profiles of Al for the BAlN alloys grown on sapphire with four different TMAl/III ratios; (b) Al composition as a function of TMAl/III ratio. Ref.[Vuo20] 

Figure 3

 3 Figure 3.8: (a) SEM image of BGaN on AlN/Si templates showing 3D growth. (b) Perfectly selective NSAG BGaN on the 10x10 μm2 mask-patterned AlN/Si (111) template with insets showing higher magnification image of the BGaN nanopyramids. (c) Cross-sectional bright field STEM image of the single BGaN nanopyramids grown on the 10x10 μm2 mask pattern on AlN/Si(111), confirming its single crystalline nature. Ref.[Sun16] 

Figure 4

 4 Figure 4.1: Photon Energy vs. Spectral irradiance plot of the AM1.5G solar spectrum.

  InGaN epilayers with compositions over the whole range [Liu11] [Shi09] [Hor02] and the demonstration of p-type conductivity with hole concentrations up to 2 × 10 19 cm -3 [Yu09] [Isl09] [Hor09] [Pan09] [Pan10] [Sas11], InGaN solar cells are still at the early stages of their development. Indeed, state-of-the-art solar cells contain no more than 12 % indium and InGaN layers that are no thicker than 60 nm [Mat11] [Lan11]. While these devices still display internal quantum efficiencies (IQE) as high as 97% and external quantum efficiencies (EQE) as high as 70 %, there is still many ways to go until InGaN-based solar cells that take full advantage of the properties of the InGaN material system are demonstrated. To fully understand the dynamics of the growth of InGaN, the bulk or thick InGaN layer with varying thickness were grown and studied first. For the purpose of this study, specimens were prepared from the 75 nm, 140 nm and 200nm thick InGaN samples. The ⟨1124⟩ RSMs of these three are reminded in Figure 4.2. Besides the intense diffraction from the GaN buffer, all three mappings present a diffraction spot corresponding to fully strained 12 % InGaN, and a diffraction spot corresponding to fully relaxed 23 % InGaN.

Figure 4 . 2 :

 42 Figure 4.2: Reciprocal space maps (RSMs) of InGaN epilayers presenting double diffraction peaks.

Figure 4

 4 Figure 4.3: Dark-field image and corresponding composition mapping of a 140nm InGaN epilayer presenting both InGaN #1 and InGaN #2 sublayers.

Figure 4

 4 Figure 4.4: (a) Device cross-section of bulk based InGaN PV cell (T1185-B), with corresponding thickness and indium concentration for each layer, (b) SEM image of the device, showing p-GaN and n-GaN contacts, inset shows the adjacent grid spacing of 75 μm.

Fig. 4

 4 Fig. 4.5(b), which shows the J -V dependence measured under AM 1.5G

FIG. 4

 4 FIG. 4.5. (a) EQE spectrum and (b) corresponding J-V dependence measured under the AM 1.5G solar spectrum Ref. [Ari16].

  overcome the issues of phase separation and high dislocation density in the InGaN and thus grow InGaN-based PIN solar cells with improved properties. The approach consists of replacing the conventional bulk absorber by a thick multi-layered InGaN/GaN absorber as shown in the figure 4.6. The periodical insertion of the thin GaN interlayers should absorb the excess indium and relieve compressive strain [Pan13] [Elg13].

Fig. 4

 4 Fig. 4.6. schematic structure of semi-bulk InGaN.

Figure 4

 4 Figure 4.7: (a) Nanometrically resolved mappings of the indium composition. The mappings were obtained from the HAADF-STEM images of (a) Bulk InGaN and (b) semi-bulk InGaN samples.

Fig. 4

 4 Fig. 4.8 (a) Device cross-section of semibulk based InGaN PV cell, with corresponding thickness and In concentration for each layer, (b) SEM image of the device, showing p-GaN and n-GaN contacts, inset shows the adjacent grid spacing of 75 µm.

Figure 4

 4 Figure 4.9: Typical EQE recorded in the semibulk based PV cell Ref. [Ari17] .

Fig. 4 .

 4 Fig. 4.10. (a) Measured and simulated J-V obtained under AM 1.5 G, and (b) measured J-V obtained under concentrated light Ref. [Ari17].

Figure 4 .

 4 Figure 4.11: Variation of strain energy Vs epilayer thickness (a) under conventional heteroepitaxy and (b) under nanoheteroepitaxy. Inset shows the schematic of nanoheteroepitaxial process in comparison with conventional epitaxy. Ref.[Zub00] 

Figure. 4

 4 Figure. 4.12: (a-d) The process flow for realization of the SiO2 patterns with HSQ and top view SEM image of the 10 x 10 μm patterned SiO2 mask on GaN template.

Figure 4 .

 4 Figure 4.13: SEM image of InGaN nanopyramidal structures in the patterned area inset shows the higher magnification image of the marked patterned and unpatterned area which clearly shows the differences between the planar InGaN quality with inclusions and In clusters and InGaN nanopyramids without any visible defects on its surfaces. Ref. [Sun14] [Sun15b].

Figure 4 .

 4 14 shows different magnifications of HAADF STEM images of InGaN nanorods. The very good uniformity of the hexagonal pyramid shaped nanorods, the clear contrast between the 20nm GaN regrowth layer and 150nm InGaN, and the absence of threading dislocation emerging from the interfaces in the nanorods are all apparent. The high-resolution TEM image of one nanorod shown in Fig. 4.14 (d) clearly evidences that the InGaN nanostructure is single crystal and with its defect free growth mechanism NSAG is a very promising approach for realizing In rich InGaN. These nanostructures mitigate the propagation and generation of dislocations, as well as strain-related degradations and In clustering observed in planar InGaN.

Figure 4 .

 4 Figure 4.14. (a)-(d) Different magnifications of HAADF cross sectional STEM images of 150nm thick, and In-rich (up to 22%) InGaN nanorods.

Figure 4 .

 4 Figure 4.15: InGaN nanopyramids realized on different templates (ref [Sun15] & [Puy17]).

Figure 4 .

 4 Figure 4.16: (a) Scanning electron microscope image of thick InGaN/ GaN grown on circular patterned GaN template. (b) I-V characteristics of the PIN structure with embedded thick InGaN nanostructures on GaN templates in comparison with planar InGaN PIN structure. Inset shows SEM image of the PIN structure in the patterned area, the blue and orange dots represent the point of contacts of n-and pcontact area after etching the sample with HF. Ref. [Sun15b].

Figure 4 .

 4 Figure 4.17: (a) SEM images of InGaN nanopyramid before growth of lateral GaN, (b) with lateral GaN growth and (c) the lateral p-GaN growth.

Figure 4 .

 4 Figure 4.19. (a) Schematic of the deposited DM on glass. (b) FTIR measurements for the deposited DM on glass.(c, d) are J-V curves under AM 1.5 illumination condition of respectively the same solar cell with design A before and after its transfer to a glass with Al back reflector and the same solar cell with design B before and after its transfer to a glass with a dielectric mirror. Inset in (b) shows the transmittance of the polyurethane-based resins. Ref.[Aya18] 

  photocatalysis, photolithography with and without mask, fibered light sources for

Figure 5

 5 Figure 5.1: (a) Cross section of a RCLEDs device designed for light emission at 390 nm. (b) HAADF-STEM image of RCLED structure without top mirror. The zoom corresponds to the InGaN/GaN MQW region. The scale line represents 20 nm. (c) RCLED wafer after full lithographic process and (d) wafer level probing of RCLEDs showing light emission at 390 nm. Ref[START_REF] Moudakir | [END_REF] 

  sources emitting in the DUV region for a wide variety of potential applications such as sterilization, water/air purification. Other applications of DUV-LEDs include optical imaging systems, spectroscopy, or high-density storage systems. III-nitrides are potential candidates because of their interesting properties including tunable band gap covering the entire UV spectral range, thermal and chemical stability. However, compared with InGaN based visible laser diodes or LEDs, the development of DUV light sources based on AlGaN material system is still a challenge[Kne16]. One of the major problems with Al-rich AlGaN epilayers is that they suffer from cracks or high dislocation density due to their large lattice mismatch with conventional III-N templates [Li15] [Li15a] [Gau08]. Apart from this p-doping efficiency and the light extraction efficiency is also low in the designed structures resulting in overall efficiency generally lower than 10%. First, Al-rich AlGaN epilayers suffer from cracks or high dislocation density due to their large lattice mismatch with conventional sapphire or SiC substrates. To address this issue AlGaN superlattices have been used [Fuj14] [Jme13] [Loc13]. In this approach, the active region still remains under high strain (the strain |ε| in the barriers > 0.9%). Besides, AlGaN MQWs suffer from the strong quantum confined Stark effect (QCSE) induced by piezoelectric and spontaneous polarization, which leads to the separation of electrons and holes and reduces significantly the emission efficiency [Ala09] [Gau08]. In addition, c-plane AlGaN alloys also exhibit anisotropic optical polarization properties: E-field ⊥ c polarized emission (which will be referred to as TE polarization) decreases when compared to the emission polarized along the c axis (Efield // c) as the Al composition increases for the deep UV wavelength, which is detrimental to surface-emission. In other words, Oscillator strength of the fundamental transition in the AlGaN MQW structure, is highly reduced with increasing Al fraction. This is attributed to the arrangement of the valence bands at the Γ point of Brillouin zone [Ryu13] [Kol10] [Nam04] [Ler04] [Ler02], leading to the lower TE efficiency of AlGaN-based DUV lasers or LEDs. To overcome this issue, we have designed and realized a MQW structure: Al0.57Ga0.43N/Al0.38Ga0.62N MQWs on a relaxed Al0.58Ga0.42N buffer using AlN templates on sapphire as a substrate. This relaxed AlGaN buffer is used to release the excess strain in the barriers. A DUV MQW structure emitting 280 nm was designed and grown on a relaxed AlGaN buffer. The HAADF-STEM image of the quantum wells shown in figure 5.2 (a) confirms the presence of MQWs with abrupt interfaces. The barriers thickness is measured to be 10 ~11 nm from intensity profiles and the wells thickness is of 1.6 ~1.8 nm. This structure reduces the strain in the wells enhancing the optical emission and consequently maximizes the oscillator strength of the optical transition for TE polarization as demonstrated in the figure 5.2(b) & (c). The structure exhibits an emission peak at 286 nm with a sharp linewidth at 77 K. Transmission measurements combined with simulations confirm a sufficient oscillator strength leading to an optical absorption coefficient in the wells as high as 3 × 10 5 cm -1 . The results represent an important step towards the development of DUV light sources, especially surface-emitting LEDs and lasers.

Figure 5

 5 Figure 5.2: (a) Al composition map obtained from high magnification of HAADF-STEM images taken along the <1 1 -2 0> zone axis for AlGaN/AlGaN MQWs. (b) Cathodoluminescence (CL) spectra at 77 K (and at 300 K in the inset) for two different values of excitation power. (c) Macro-transmission measurements and transfer-matrix simulation of MQWs together with absorption coefficients (αwell , αbarrier, buffer ) used in the simulation. Ref[Li15a] 

Figure 5

 5 Figure 5.3: Depth-resolved cathodoluminescence emission from the (a) AlGaN/AlGaN MQWs on AlN buffered sapphire substrates and (b) AlGaN/AlGaN MQWs on h-BN buffered sapphire substrates showing emission around 292 nm. Room temperature cathodoluminescence emission from AlGaN/AlGaN MQWs on h-BN buffered sapphire substrates (c) before liftoff and (d) after lift-off. The black curve is the raw data, red, green and blue curves are deconvoluted individual peaks. Ref [Sun19].

Figure 5

 5 Figure 5.4: (a) AlGaN/GaN HEMT structure (b) SEM image of processed sensor device and (c) Sensitivity of 450ppm NO and NO2 and 15ppm NH3 from 100-400°C with 0V gate bias. Ref.[Bis16] 

Figure 5

 5 Figure5.5. Our approach for the growth, fabrication, release and transfer of boosted AlGaN/GaN gas sensor to a flexible sheet using h-BN as a buffer and release layer. Ref.[Aya17] 

Figure 5

 5 Figure 5.6: (a) Photo of the wafer-scale processed AlGaN/GaN sensors, (b) IDS-VDS characteristic of an AlGaN/ GaN device with 2 µm gate length (c) Wafer mapping of the gate pinching, with white areas representing masked-off regions that include TLM patterns (d) Free standing GaN structures from the similar device stacks demonstrating high flexibility and crack free liftoff. Ref. [Aya17].

  

  

  

Summary

Significant progress in MOVPE growth of GaN based devices structures on h-BN epilayers has been made. New epitaxial growth technologies such as van der Waals epitaxy and remote epitaxy were explored using h-BN layers. Mixed dimensional heterostructures were realized using h-BN platform grown by MOVPE. On 3D-2D configuration high quality GaN based devices were demonstrated. Patterning induced drastically different BN allows selective area growth of GaN and resulted in local isolated devices structures. The modified front-end process applied on device structures on h-BN on patterned sapphire substrate showed respectable characteristics without degrading the structural integrity of the layers. On 1D-2D configuration, Dramatic selfassembly of GaN nanorods and nanoLED device structures growth was also demonstrated with blue light emission. Both these configurations, improves GaN material quality by reducing threading dislocation density and associated issues, avoids self-delamination occurring during the growth and front-end process and further process-free isolated devices. Exotic 2D-2D van der Waals heterostructures were also realized using dry transfer techniques using Ni sticker in wafer scale and high reproducibility. In addition, 2D-2D heterostructures was realized with MEMOVPE growth. The characterization performed on the device structures before and after liftoff showed that the structural, optical and electrical functionalities of the devices have been preserved or enhanced which is interesting for realizing Pick and Place assembly technology, which suits the next generation highly efficient and flexible optoelectronics devices. These studies have led to more than 15 peer reviewed publications in the last 5 years in highly reputed Journals and several international collaborations and funded projects. A well-defined linear behavior is observed in the high-energy side (dashed line in the inset of figure 3.7 (a)). The optical band-gap of these samples was estimated based on the basic equation: α 2 = α0 2 (E -Eg). We obtain a shift to lower energy from 5.86 eV to 5.82 eV when the Al content is increased from 1% up to 17%. The red-shift of band-gap in our alloys can be understood using band-gap bowing concept. Figure 3.7 (b) plots our estimated band-gap of BAlN alloys versus the Al composition (blue sphere) together with the fit (red line) using a modified Vegard's law:

with C is the bowing parameter. In our fit, the band-gap of AlN = 6.12 eV [Liu18], the optical gap of h-BN = 5.87 eV [Li16], and we obtained the bowing parameter C = 0.65

Summary

Here we demonstrate high crystalline quality BAlN materials up to 12% B incorporation and heterostructures. But for DBR applications this material is found to be not suitable hence the material has been tailor-made to have better interface by adjusting the growth conditions suitably. The DBR with 60% reflectivity at 280 nm has been demonstrated using this BAlN/AlGaN structures. Inaddition, the boron rich BAlN we obtained freestanding devices also as shown in the figure 5.6 (d). We also demonstrate an enhancement in gas sensing performance of these devices. This is in part due to the effect of foreign substrate choice on the temperature in the twodimensional gas (2DEG) channel of the AlGaN/GaN heterostructure which is validated by thermal modeling and Raman spectroscopy. The sensors are tested before and after transfer to the flexible substrate with significant improvements in both sensitivity and response time after the transfer. This approach for engineering of GaN-based sensors is a key step in the pathway towards economically viable, flexible sensors with improved performances that could be integrated into wearable applications.

Summary

AlGaN based heterostructures were grown and explored in device application such as RCLEDs, UVLEDs and GaN sensors. Apart from associated structural challenges, Al rich AlGaN has been shown to have the potential to be used in devices. Because of the issues associated with Al rich AlGaN more innovative approaches have been employed

for realizing device structures. Again, application of van der Waals epitaxy to given dramatic results in terms of boosted performances in gas sensors and also paving a way to solve light extraction efficiency issue in the UVLEDs. These studies show that considerable progress has been made but there is still a lot of room for improvement.

Further deep investigation is under way in our group to optimize AlGaN UVLEDs structures on BN templates and also employ them as a effective p-layer. Both these approaches if successful will increase the efficiency of the UVLEDs structures considerably. Research on this AlGaN based UV emitters and sensors have been published in more than 10 peer reviewed journal articles and led to many international collaborations and funded projects.

can benefit the LED industry also if improved the process can lead to GaN buffers with lower density of defects. This can improve the quality of heterostructures and contribute to transfer to flexible or other beneficial platforms in view of the "on chip" systems for the future niche applications. On the other hand, robust BN and its alloys along with reliable conductivity control can extend the application of h-BN in UV optoelectronics as an alternative electron blocking layer, hole injector and also as a active detector material. Hence these materials and its alloys are currently under intense investigation for UV-LEDs, neutron detectors and sensing applications. In-addition, defect free

InGaN nanopyramidal structures will be exploited for solar cells applications combining SAVWE and innovative transfer process for realizing tandem solar cells with higher efficiency. Furthermore, AlN and Al rich AlGaN alloys will be explored for UV LEDs and microelectronics applications.

Each of these studies may allow us to better understand this class of materials and increase the available degrees of freedom in the III-nitrides for novel device design that may lead to futuristic, low cost and high-performance device prototypes. and more than 20 doctoral theses. I have published more than 72 research articles in peer-reviewed journals with total citations above 1700 and h-index of 23. I have presented our research results in 11 invited talks and had over 30 oral presentations in the international conferences. I received the industry-sponsored speaker award at the 18th European Workshop on Metal-Organic Vapor Phase Epitaxy. Also, I have organized two international workshop and a symposium.
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