State estimation of dynamical systems is a central theme in control theory, whereby an observer is designed to estimate the unmeasured system states by exploiting the knowledge of the system mathematical model and input and output measurements. Even though many techniques are available in the literature for the observer design of continuous-time linear and nonlinear systems, there are still many major open problems that need to be investigated. Among these challenging questions, there is the implementation of the observer in case of communication constrains between the system plant and the observer itself, which occurs when communications take place via digital networks.

Another important largely open problem is the tuning of the observer gain to obtain good estimation performance. The objective of this thesis is to propose solutions for these two questions by exploiting hybrid techniques, that rely on models exhibiting both continuous-time evolution and discrete-time jumps.

In the first part of this document, we consider the scenario where a system transmits its measurements to an observer via a digital network. In this context, we design both the observer and a communication scheme to decide when the former needs to receive the measured information. A crucial question is when a transmission needs to occur over the communication network to obtain accurate state estimates, while only sporadically using the communication channel. For this purpose, we present a (hybrid) event-triggered observer design. We follow an emulation-based approach in the sense that our starting point is an observer that satisfies a robust stability property of the estimation error in absence of the network. We then take the communication channel into account and we design a dynamic triggering rule, implemented by a smart sensor, to decide when a transmission needs to be triggered. The proposed triggering rule does not require the sensor to have significant computation capabilities, but only to be able to run a scalar filter, which is a distinguishing aspect when compared to most of the works in the literature. The results are first presented for unperturbed linear time-invariant systems and are then generalized by considering perturbed nonlinear systems and a decentralized setting.

The second problem addressed in this thesis is the crucial question of tuning the observer. Indeed, we aim to design the observer to obtain a fast convergence speed, which is essential to quickly reconstruct the desired unmeasured state variables, and good accuracy in presence of measurement v Abstract noise, which is inevitable in practice. Unfortunately, there is almost always a trade-off between these properties, which complicates the observer tuning. To address this arduous problem, we use hybrid techniques to improve the estimation performance of a given robust nominal observer designed for a general nonlinear continuous-time system. We present for this purpose a novel hybrid multiobserver, which consists of the nominal one and additional dynamical systems that differ from the nominal observer only in their output injection gains, that are collectively referred to as modes.

The gains of these additional modes can be freely selected, as no convergence property is required for these modes, to (heuristically) exhibit advantageous features such as fast convergence or great robustness with respect to measurement noise. We run all modes in parallel and we design a switching criterion, based on monitoring variables, that selects one mode at any time instant by evaluating their performance. Moreover, the hybrid multi-observer scheme is applied in simulation for the state estimation of an electrochemical lithium-ion battery with standard model and parameter values, for which good estimation performance is essential. vi Résumé L'estimation de l'état des systèmes dynamiques est un thème central de l'automatique, où un observateur est conçu pour estimer les états non mesurés en exploitant la connaissance du modèle mathématique du système et les mesures d'entrée et de sortie. Bien que de nombreuses techniques soient disponibles dans la littérature pour concevoir des observateurs pour les systèmes linéaires et non linéaires à temps continu, il reste encore de nombreux problèmes ouverts. Parmi ces défis, on soulignera la question de la conception de l'observateur en présence de contraintes de communication entre le système et l'observateur. Un autre exemple est celui du réglage des gains des observateurs afin d'obtenir de bonnes performances d'estimation en termes de rapidité de convergence et de robustesse. L'objectif de cette thèse est de proposer des solutions pour ces deux questions. Pour ce faire, des techniques hybrides, qui sont basées sur des modèles qui présentent à la fois une évolution en temps continu et des sauts en temps discret, sont proposées. Dans la première partie de cette thèse, nous considérons le scénario dans lequel un système transmet ses mesures à un observateur via un réseau numérique. Dans ce contexte, nous concevons à la fois l'observateur et un système de communication pour décider quand l'observateur doit recevoir les données mesurées par les capteurs. Une question cruciale est de savoir quand une transmission doit avoir lieu sur le réseau de communication pour obtenir des estimations d'état précises, tout en n'utilisant le canal de communication que de manière sporadique. À cette fin, nous présentons une conception d'observateur événementiel (hybride). Nous suivons une approche basée sur l'émulation dans le sens où notre point de départ est un observateur qui satisfait une propriété de stabilité robuste de l'erreur d'estimation en l'absence de réseau. Ensuite, nous considérons le canal de communication et concevons une loi de transmission dynamique, mise en oeuvre par un capteur intelligent, pour décider quand une transmission doit être activée. Cette loi de transmission n'exige pas que le capteur ait des capacités de calcul importantes, mais seulement qu'il soit capable d'exécuter un filtre scalaire, ce qui la distingue de la plupart des travaux dans la littérature. Les résultats sont d'abord présentés pour des systèmes linéaires invariants dans le temps, puis généralisés en considérant des systèmes non linéaires perturbés et un cadre décentralisé. Le deuxième problème abordé dans cette thèse est la question du réglage de l'observateur. Nous souhaitons concevoir l'observateur de manière à obtenir une vitesse de convergence rapide, ce qui vii Résumé est essentiel pour reconstruire rapidement les variables d'état non mesurées, et une bonne précision en présence de bruit de mesure et de perturbations sur le système, ce qui est inévitable dans la pratique. Malheureusement, il existe presque toujours un compromis entre ces propriétés. Pour lever ce paradoxe nous utilisons des techniques hybrides afin d'améliorer la performance d'estimation d'un observateur nominal robuste conçu pour un système général non linéaire à temps continu. Nous présentons à cette fin un nouveau multi-observateur hybride, qui se compose de l'observateur nominal et de systèmes dynamiques supplémentaires qui ne diffèrent de l'observateur nominal que par leurs gains d'injection de sortie, collectivement appelés modes. Les gains de ces modes supplémentaires peuvent être choisis librement, car aucune propriété de convergence n'est exigée. Nous exécutons tous les modes en parallèle et nous concevons un critère qui sélectionne un mode à tout moment en fonction de ses performances. Par ailleurs, le schéma hybride multi-observateurs est appliqué en simulation pour l'estimation de l'état d'une batterie lithium-ion à partir d'un modèle électrochimique, pour laquelle une bonne performance d'estimation est essentielle. viii 1.1. State estimation 5.8 Conclusions . . . . . . . . .
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Chapter 1

Introduction

This chapter provides an informal introduction to the state estimation problem in control engineering and on hybrid dynamical systems, which are the two pillars of the thesis. A more formal treatment is provided in Chapter 2. Then, the motivation for the accomplished work and a summary of the proposed contributions are given together with the associated scientific outcomes.

State estimation

Dynamical system models are mathematical objects used to describe how systems evolve over time. In particular, a dynamical system can be used to model a range of engineering or natural systems, such as electronic circuits, mechanical structures, thermodynamic systems, biological systems and so on. These models are typically represented by a set of differential equations (in this case we talk of continuous-time dynamical systems), or difference equations (in this case we talk of discrete-time dynamical systems), that describe the evolution of the so-called state variables, which often describe physical quantities. In general, these mathematical models depend on some external signals, called system inputs, that influence the evolution of the system state. In addition, sensors can be used to measure a (nonlinear) combination of the system states, called output measurements. The mathematical model of the output measurement is given by a static map.

The knowledge of the internal state of a dynamical system is essential in many engineering applications. Indeed, it is very useful, for example, to build controllers, that are algorithms used to generate input signals to control the evolution of the system states. In addition, the knowledge of the system state may be crucial to obtain real-time information for monitoring or for decision-making, see e.g. [START_REF] Radke | A survey of state and disturbance observers for practitioners[END_REF][START_REF] Kang | A survey of observers for nonlinear dynamical systems[END_REF] and references therein. One way to obtain this information is to directly measure these variables by placing some sensors on the physical system. Unfortunately, not all state variables can be directly measured through sensors due to technological obstacles, like the state of charge of a battery in e.g., [START_REF] Blondel | Nonlinear circle-criterion observer design for an electrochemical battery model[END_REF] or ammonium, nitrate and nitrite concentrations in activated sludge processes in e.g., [START_REF] Queinnec | Reduced modeling and state observation of an activated sludge process[END_REF]. Moreover, in many applications we have limits on the number and the type of sensors we can use for cost reasons. As a result, the internal state of a dynamical system, which we denote by x, needs to be estimated from the knowledge of the system mathematical model, called system plant, and the available measurements, such as the system input u and output y. This is done by designing an estimation algorithm, which takes the form of a dynamical system, called observer, whose output is an estimate of the system state, and is denoted by x, see Figure 1.1. Note that, since this dynamical system depends on the available measurements, it is not always possible to design an observer to estimate the plant state. Indeed, such estimation algorithm is relevant only if the measurements contain enough information to reconstruct uniquely the system state. This essential property is called detectability, see e.g., [5]. When the system is detectable, the objective is to design this dynamical system to ensure that the estimation error, which corresponds to the difference between the unknown system state and the state estimate generated by the observer, and thus gives an indication of the estimation quality, converges to the origin as time grows. This implies that, the state estimate produced by the observer coincides, after a finite or infinite amount of time, with the unknown system state and thus, the observer correctly estimates the plant state.

Plant (x)

As mentioned before, the design of this estimation algorithm is based on a mathematical model of the system dynamics, which virtually always exhibits some uncertainties or is affected by unknown disturbances. In addition, the output measurements collected through sensors are typically affected by measurement noise. All these exogenous inputs are usually unknown, and thus cannot be used for the observer design, which therefore needs to be robust to these perturbations in the sense that disturbances and measurement noise do not significantly affect the observer state estimate. In particular, in this case, the observer design has the goal to guarantee that the estimation error converges to a neighborhood of the origin, whose "size" depends on the norm of these perturbations. Indeed, note that due to the disturbances and measurement noise, it is not possible to obtain an exact state estimate in general, but it is desired to generate an estimate with guarantees of not being too far from the real system state. In particular, to be an observer, an estimation algorithm needs to ensure that the state estimation error, denoted by e :" x ´x, is stable in the sense that the estimation error trajectory remains small if the initial error is small, converging to (a neighborhood of) the origin as the time grows, robust to disturbances and measurement noise.

One property that embeds all these desired characteristics of the state estimation error behaviour is the input-to-state stability property of the estimation error with respect to disturbances and measurement noise, see e.g. [START_REF] Sontag | Input to state stability: Basic concepts and results[END_REF][START_REF] Shim | Nonlinear observers robust to measurement disturbances in an ISS sense[END_REF] as well as Chapter 2.2.2 for more details. When considering these perturbations, denoted by v for the disturbances affecting the plant dynamics and by w for the measurement noise, the state estimation problem can be summarized with the block diagram in Figure 1.2. Note that, in Figure 1.2 we show the common case where the perturbation w represents an additive measurement noise. However, we can use the notation w to refer to any kind of perturbation affecting the system output y.

Plant (x)

In this thesis we focus on finite-dimensional continuous-time systems of the form 9

x " f p px, u, vq y " hpx, wq, (

where x P n x is the system state, that is unknown and needs to be estimated, u P n u is the measured input, y P n y is the output measured by sensors, v P n v is an unmeasured disturbance input and w P n w is an unknown measurement noise, with n x , n y P ą0 , and n u , n v , n w P ě0 . The class of continuous-time observers for system (1.1) investigated in this thesis has the form 9 z " f o pz, u, y, ŷq,

x " ψpzq ŷ " hpx, 0q,

where z P n z is the observer state, with n z ě n x , x P n x is the state estimate and ŷ is the output estimate. Note that, in this thesis we consider observers whose state dimension is at least as big as the system state, namely n z ě n x . More details and insights on systems (1.1) and (1.2) are provided in Chapter 2.2.1.

Designing observers in the form (1.2) to estimate the state of system (1.1) with the desired stability, convergence and robustness properties is an important research topic in control engineering, see e.g., [5,[START_REF] Besançon | Nonlinear observers and applications[END_REF] for surveys on the topic. In particular, depending on the dynamical system structure, different design techniques can be adopted. The starting point of most of the results in this thesis is the knowledge of an input-to-state stable observer. This implies that its estimation error is stable and converging to a neighborhood of the origin, whose size depends on the norm of the perturbations.

As shown in e.g., [5,[START_REF] Astolfi | Stubborn and dead-zone redesign for nonlinear observers and filters[END_REF], many observer design techniques are available in the literature satisfying this property for linear and nonlinear dynamical systems. However, various major methodological problems remain open. In particular, observer (1.2) requires the knowledge of the output measurements continuously. However, this is not always the case in practical applications, where the output data may be sporadically communicated from the plant to the observer via a digital network, when considering the setting where the system sensors and the observer are not co-located. Several works have addressed this challenge in the literature, see e.g., , but much more needs to be done, as we will explain later in Section 1.3.1, as well as in Chapters 3 and 4. On the other hand, even

if the observer has access to the output measurement continuously, the input-to-state stability property guarantees a robust stability property of the estimation error, but it is not always satisfactory regarding the performance in terms of speed of convergence and size of ultimate bound due to disturbances and measurement noise. This poses the question of the tuning of nonlinear observers to ensure robust convergence property as well as satisfactory performances. Some techniques are obviously available in the literature for this purpose, but not for general nonlinear systems, as far as we know. More details on the literature are provided in Section 1.3.2 in the following, as well as in Chapter 5. In this thesis we focus on these two open questions and we propose solutions by exploiting hybrid techniques, that is, systems that exhibit both continuous and discrete-time dynamics.

Hybrid dynamical systems

In classical control theory, it is common to model dynamical systems either using differential equations (or inclusions), thus obtaining continuous-time dynamical systems, or difference equations (or inclusions), thus obtaining discrete-time dynamical systems. However, many physical systems exhibit a combination of continuous-time evolution and discrete-time updates, such as mechanical systems, which evolve in the physical continuous-time world, but are controlled by a digital computer, or mechanical systems experiencing impacts, as for the classical bouncing ball example in [START_REF] Goebel | Hybrid Dynamical Systems: Modeling, Stability, and Robustness[END_REF]. Other examples of systems presenting both continuous and discrete-time dynamics are biological systems able to produce synchronized behaviors, that imply that their continuous-time dynamics is affected by discrete-time resets, like the flashing fireflies example in [31, Chapter 1]. Another example is electrical circuits with switches, where the activation of a switch can be modeled as instantaneous resets of the variables, which are evolving continuously, as the DC/AC inverter in [START_REF] Sanfelice | Hybrid feedback control[END_REF]Example 1.1] or the power control with a thyristor in [START_REF] Goebel | Hybrid Dynamical Systems: Modeling, Stability, and Robustness[END_REF]Example 1.3]. To model the rich behaviour of these systems, purely continuous-time models or discrete-time ones are not enough. As a result, to obtain a more comprehensive representation of real-world phenomena, a well-known combination of continuous-time and discrete-time behaviours are the so-called hybrid dynamical systems, or simply hybrid systems, which are therefore described by both differential equations (or inclusions) and difference equations (or inclusions). Various modeling frameworks are available for hybrid dynamical systems, see e.g., [START_REF] Goebel | Hybrid Dynamical Systems: Modeling, Stability, and Robustness[END_REF][START_REF] Liberzon | Switching in systems and control[END_REF][START_REF] Haddad | Impulsive and Hybrid Dynamical Systems: Stability, Dissipativity, and Control[END_REF][START_REF] Lygeros | Hybrid systems: modeling, analysis and control[END_REF][START_REF] Brogliato | Some perspectives on the analysis and control of complementarity systems[END_REF]. In this thesis we adopt the formalism presented in [START_REF] Goebel | Hybrid Dynamical Systems: Modeling, Stability, and Robustness[END_REF] to model hybrid dynamical systems. In particular, we consider the extension proposed in [START_REF] Heemels | Hybrid systems with continuous-time inputs: Subtleties in solution concepts and existence properties[END_REF] (inspired by [START_REF] Cai | Characterizations of input-to-state stability for hybrid systems[END_REF]), which allows to include continuous-time inputs in the hybrid model. These inputs are denoted by u and can be used to represent known inputs, such as control inputs, but also unknown disturbances and measurement noise. In this framework, given two sets , Ď n x ˆ n u , with n x P ą0 and n u P ě0 , and two set-valued maps F : n x ˆ n u ⇒ n x and G : n x ˆ n u ⇒ n x , the dynamics of the hybrid state x P n x is described by : # 9

x P F px, uq, px, uq P , x `P Gpx, uq, px, uq P .

(1.3)

Equation (1.3) means that the hybrid state x P n x can evolve according to both continuous-time and discrete-time dynamics, possibly alternating these behaviours depending on which region of the state space the pair px, uq lies. When the state x and the input u are in the flow set , then the hybrid state x evolves in continuous-time according to the flow map F . Similarly, when the state x and the input u are in the jump set , then the system state is updated according to the jump map G. In addition, when the state and input pair lies both in the flow and jump sets, namely px, uq P X , if the continuous-time evolution would keep the state and input pair in the set , then the hybrid state evolves according either to the differential inclusion or according to the difference inclusion in (1.3).

As a result, equation (1.3) describes a system dynamics that is richer than only either differential equations (or inclusions) or difference equations (or inclusions).

Hybrid techniques have been proved to be very powerful to design controllers. For instance, controllers are typically implemented by digital hardware and computers, but are used to control physical plants, which are naturally described by continuous-time models, thereby leading to hybrid dynamical systems. Moreover, the richer behaviour given by the mix between continuous-time and discrete-time dynamics have been exploited in different control contexts, see e.g. [START_REF] Sanfelice | Hybrid feedback control[END_REF] and references therein, where hybrid tools have demonstrated their relevance and strength to overcome limitations of purely continuous-time or discrete-time controllers and thus they allowed to solve problems which are unsolvable by using only classical frameworks. Similarly, it should be possible to exploit the power of hybrid tools in the context of state estimation, but this has been undoubtedly less explored in the literature. In this case we talk about hybrid observer design, which therefore consists in designing estimation algorithms described by both continuous and discrete-time dynamics. Note that we can design an hybrid observer also to estimate the state of a continuous-time dynamical system in case the system structure, the estimation objective or the observer design approach leads to hybrid modelling.

In particular, we can classify hybrid observers into three main groups, as summarized next.

-Hybrid system plant. As previously mentioned, many physical and engineering systems present an hybrid behaviour and thus are well described using hybrid system models. In this case, to estimate the hybrid state, an observer exhibiting both continuous and discrete-time dynamics, i.e., a hybrid observer, should be designed, see e.g., [START_REF] Bernard | Observer design for hybrid dynamical systems with approximately known jump times[END_REF][START_REF] Bernard | A local hybrid observer for a class of hybrid dynamical systems with linear maps and unknown jump times[END_REF].

-Hybrid connection between the plant and the observer. Even if the system plant is described by continuous-time dynamics, and thus its state can be estimated using a continuous-time observer, due to the setting, hybrid modelling can arise. For instance, in many applications, the system and the observer have not the same physical location and the output measurements are transmitted from the plant to the observer via a digital network. Therefore, the observer receives the output data only at some discrete-time instants, and thus, the overall system can be describe as a hybrid system, see e.g., [START_REF] Postoyan | A framework for the observer design for networked control systems[END_REF][START_REF] Ferrante | 2 state estimation with guaranteed convergence speed in the presence of sporadic measurements[END_REF].

-Estimation performance. Hybrid techniques can be used in estimation also for performance purposes. For example, even if the system has a continuous-time dynamics, and the setting allows to design a continuous-time observer to estimate the plant state, discrete-time dynamics can be introduced in the observer design to order to exploit the power of hybrid tools and the richer hybrid dynamics to improve the estimation performance, see e.g., [START_REF] Andrieu | A hybrid scheme for reducing peaking in high-gain observers for a class of nonlinear systems[END_REF][START_REF] Astolfi | Uniting observers[END_REF].

The results presented in this thesis fall into the second and third categories. In particular, we consider continuous-time systems for which we want to estimate the plant state and hybrid techniques arise because of the considered setting or for performance improvement purposes. In the next section, we explain in more details the two case studies considered in this manuscript.

Motivation and contributions

In this thesis we aim to show the efficiency of hybrid techniques to solve two important state estimation problems, namely the event-triggered estimation and observer performance improvement for nonlinear continuous-time systems. In this section, we present and motivate the two research problems we investigate in this work in more details and we explain the contributions of the thesis.

Event-triggered estimation Motivation

As mentioned before, in many applications the system and the observer are not co-located and, thus, the output measurements are transmitted from the plant to the observer through a digital network. As a result, the observer does not have access to the measured output continuously, but only at some sampling, equivalently transmission, instants, see Figure 1.3, where we denote by ȳ and w the sampled versions of the measured output and the measurement noise, respectively. In this setting, hybrid systems naturally arise since the system and the observer evolve in continuous-time, while each output transmission over the network can be modeled as a discrete-time event. The general nonlinear observer (1.2), for which various design techniques from the literature may be adopted to obtain a convergence property of the estimation error, assumes the knowledge of the whole continuous-time measured output. The policy chosen to trigger a transmission over the network has an impact on the convergence speed, the robustness of the estimation as well as on the amount of communications. Three main approaches have been proposed in the literature to generate the transmissions instants. The first one, called time-triggered strategy, see, e.g., [START_REF] Dačić | Observer design for wired linear networked control systems using matrix inequalities[END_REF][START_REF] Postoyan | A framework for the observer design for networked control systems[END_REF][START_REF] Li | Robust distributed estimation for linear systems under intermittent information[END_REF][START_REF] Ferrante | State estimation of linear systems in the presence of sporadic measurements[END_REF][START_REF] Mazenc | Design of continuous-discrete observers for timevarying nonlinear systems[END_REF], consists in trigger a new transmission based on the amount of time elapsed since the last communication. A classical simple example of the time-triggered strategy is periodic sampling, where the time distance between two consecutive transmissions is constant. A potential drawback of the time-triggered paradigm is that it may generate more transmissions than actually needed to perform the estimation, which thus results in a waste of resources usage. Indeed, in the case the output remains approximately constant, it is not needed to trigger a new transmission and thus send a new output measurement to the observer, since it already has an output data which is almost the same. On the other hand, when the output changes rapidly, the observer needs the measured information more frequently. Therefore, approaches that are not based on time, but on the need for a new output transmissions have been envisioned in the literature. In particular, by designing an observer able to predict when it needs a new data, self-triggering strategies, see e.g., [START_REF] Andrieu | Self-triggered continuous-discrete observer with updated sampling period[END_REF][START_REF] Rabehi | Finite-gain event-triggered interval observers design for continuous-time linear systems[END_REF], have been proposed, where the estimation algorithm requests a new transmission when it needs it. This communication strategy is very useful in applications where the system output cannot be monitored continuously, since it is measured only at some discrete-time instants. However, the self-triggering strategy often requires many transmissions. Moreover, it does not monitor the system output, and thus, it is typically slower to detect fast changes on the measurements or perturbations on the measured data due to noise. Therefore, when the measured output is monitored continuously and the objective consists of deciding when a transmission needs to be triggered over the network, the information given by output measurements can be exploited to generate the transmission instants. In this context, an alternative powerful approach to generate the transmission instants is the event-triggered strategy, see e.g., [START_REF] Scheres | Event-triggered state estimation with multiple noisy sensor nodes[END_REF][START_REF] Li | Event-triggered state estimation in vector linear processes[END_REF][START_REF] Shi | Event-triggered maximum likelihood state estimation[END_REF][START_REF] Li | Performance and average sampling period of sub-optimal triggering event in event triggered state estimation[END_REF][START_REF] Trimpe | Stability analysis of distributed event-based state estimation[END_REF][START_REF] Yu | On stochastic and deterministic event-based state estimation[END_REF][START_REF] Song | Event-triggered observer design for output-sampled systems[END_REF][START_REF] Shi | Event-based state estimation of linear dynamic systems with unknown exogenous inputs[END_REF][START_REF] Huang | Robust event-triggered state estimation: A risk-sensitive approach[END_REF][START_REF] Sijs | Event based state estimation with time synchronous updates[END_REF][START_REF] Hu | Event-triggered recursive state estimation for dynamical networks under randomly switching topologies and multiple missing measurements[END_REF][START_REF] Etienne | Periodic event-triggered observation and control for nonlinear Lipschitz systems using impulsive observers[END_REF][START_REF] Etienne | Event-triggered observation of nonlinear Lipschitz systems via impulsive observers[END_REF][START_REF] Etienne | Asynchronous event-triggered observation and control of linear systems via impulsive observers[END_REF][START_REF] Tong | Finite-time state estimation for nonlinear systems based on event-triggered mechanism[END_REF][START_REF] Niu | Dynamic event-triggered state estimation for continuous-time polynomial nonlinear systems with external disturbances[END_REF]. In this case, an event-based triggering rule monitors the plant measurement and/or the observer state and decides when an output transmission needs to be triggered in order to reduce the number of transmissions over the network, while still ensuring good estimation performance. In this context, the majority of the event-triggered estimation works in the literature propose a triggering rule that depends on the observer state estimate and, therefore, requires the implementation of a local copy of the estimator in the sensor, see e.g., [START_REF] Scheres | Event-triggered state estimation with multiple noisy sensor nodes[END_REF][START_REF] Li | Event-triggered state estimation in vector linear processes[END_REF][START_REF] Shi | Event-triggered maximum likelihood state estimation[END_REF][START_REF] Li | Performance and average sampling period of sub-optimal triggering event in event triggered state estimation[END_REF][START_REF] Trimpe | Stability analysis of distributed event-based state estimation[END_REF][START_REF] Yu | On stochastic and deterministic event-based state estimation[END_REF][START_REF] Song | Event-triggered observer design for output-sampled systems[END_REF]. A possible drawback of this approach is that the sensor is required to have enough computation capabilities, which is not always the case in practice, especially for large scale systems or highly nonlinear dynamics. To overcome this drawback, a solution consists in designing an event-based triggering rule that only relies on the sensor output measurements. Solutions following this approach have been proposed in the literature, see e.g., [START_REF] Shi | Event-based state estimation of linear dynamic systems with unknown exogenous inputs[END_REF][START_REF] Huang | Robust event-triggered state estimation: A risk-sensitive approach[END_REF][START_REF] Sijs | Event based state estimation with time synchronous updates[END_REF][START_REF] Hu | Event-triggered recursive state estimation for dynamical networks under randomly switching topologies and multiple missing measurements[END_REF][START_REF] Etienne | Periodic event-triggered observation and control for nonlinear Lipschitz systems using impulsive observers[END_REF][START_REF] Etienne | Event-triggered observation of nonlinear Lipschitz systems via impulsive observers[END_REF][START_REF] Etienne | Asynchronous event-triggered observation and control of linear systems via impulsive observers[END_REF][START_REF] Tong | Finite-time state estimation for nonlinear systems based on event-triggered mechanism[END_REF], where the triggering strategy is only based on a static condition involving the measured output and its past transmitted value(s). However, such static triggering rules may generate a lot of transmissions. Therefore, with the aim of reducing the amount of transmissions over the network, without requiring significant computation capability on the sensor, in this thesis we propose a dynamic event-triggered approach based only on the measured output and the last transmitted output value.

Plant (x)

Contributions

The objective of the first part of this thesis is to design a new dynamic event-triggering rule to decide when an output data needs to be transmitted from the plant to the observer via a digital network, in order to reduce the number of transmissions, while still ensuring good estimation performance.

In particular, the triggering rule we design depends only on the current output measurement and the last transmitted output value. Therefore it does not rely on a copy of the observer, that might be computational prohibitive for the sensor. Instead, inspired by dynamic triggering rules used in the event-triggered control literature [START_REF] Girard | Dynamic triggering mechanisms for event-triggered control[END_REF][START_REF] Tanwani | On using norm estimators for event-triggered control with dynamic output feedback[END_REF][START_REF] Tabuada | Event-triggered real-time scheduling of stabilizing control tasks[END_REF][START_REF] Tarbouriech | LMI-based design of dynamic event-triggering mechanism for linear systems[END_REF], we introduce an additional scalar variable that helps to reduce the number of communications over the network and keeps the required calculation simple.

The results are first presented for unperturbed linear time-invariant systems and are then generalized by considering general perturbed nonlinear systems and a decentralized setting, where the sensors are grouped in N nodes and each node decides when its measured data is transmitted to the observer independently from the others. In both cases, we have modeled the overall system as a hybrid system, where a jump corresponds to an output transmission, and we establish a stability property for the estimation error. Moreover, we prove the existence of a minimum positive time between any two transmissions of each sensor node, which is essential for practical implementation since modern digital hardware cannot implement infinitely fast samplings. We also guarantee the absence of sampling when the output remains in a small neighborhood of a constant and therefore its information is not needed to the observer to obtain a good estimation, which is an advantage against time-triggered strategies. In addition, we show how the presented results can be further extended to the case where the output measurement are affected by additive measurement noise and to the case where the plant input is transmitted as well over a digital network, and thus the observer has access also to the input only at some discrete-time instants, which may be different to the output transmission instants. Finally, the effectiveness of the proposed technique is shown in numerical examples.

Improving estimation performance Motivation

The main objective when designing an observer to estimate a dynamical system state is to have guarantees that the state estimation error converges to the origin (or its neighborhood) as the time grows. As we previously mentioned, many techniques are available in the literature for linear and nonlinear systems to ensure this property, see [5,[START_REF] Besançon | Nonlinear observers and applications[END_REF]. However, when designing an observer we would also like to ensure good estimation performance in the sense that we desire the following properties.

-Fast speed of convergence so that the observer is able to rapidly generate a good state estimate and thus quickly know the desired unmeasured variables.

-Robustness to disturbances and measurement noise in the sense that the estimate is accurate even in presence of model uncertainties and it is not too sensitive to measurement noise, which is inevitable in practice.

Motivation and contributions

-Global domain of attraction to guarantee the convergence property independently on the observer initialization and thus on the initial estimation error, which is unknown since the initial state is unknown.

Ideally we would like to design an observer that satisfies all these properties. Unfortunately, this is very hard, if not impossible, since fundamental limitations arise, see [START_REF] Seron | Fundamental limitations in filtering and control[END_REF] in the context of linear systems. Indeed, there is typically a trade-off between these properties, which makes the observer tuning very challenging. Many observer design techniques in the literature consist in designing the observer dynamics by using a copy of the plant and then adding a correction term, often denoted as the output injection term. It depends on a gain (linear or nonlinear) that multiplies the output estimation error, namely, the difference between the measured output and the estimated output. The question on how to tune this gain to obtain good estimation performance is extremely hard. Indeed, typically, observers with "small" gains in their output injection terms produce an estimation robust to measurement noise, but the convergence speed is very slow. On the contrary, an observer with a "large" value usually has a fast convergence, but is more sensitive to noise.

Note that optimal estimation schemes have been presented in the literature, but only in specific contexts, like for example the well-known Kalman filter [54] for linear systems affected by additive Gaussian perturbations impacting the dynamics and the output measurements. In addition, optimal and suboptimal moving horizon estimation schemes, see e.g., [START_REF] Rawlings | Optimization-based state estimation: Current status and some new results[END_REF][START_REF] Alessandri | Moving-horizon state estimation for nonlinear discrete-time systems: New stability results and approximation schemes[END_REF][START_REF] Schiller | A Lyapunov function for robust stability of moving horizon estimation[END_REF][START_REF] Schiller | Suboptimal nonlinear moving horizon estimation[END_REF] were proposed for discretetime systems, which however is an iterative estimation approach that therefore may be computational demanding. In particular, it consists in optimizing a finite horizon cost, over a moving interval, using a fixed number of past measurements and the system model.

For general nonlinear systems and perturbations, designing an optimal observer is very hard, as this requires solving challenging partial differential equations [START_REF] Helton | Extending 8 Control to Nonlinear Systems: Control of Nonlinear Systems to Achieve Performance Objectives[END_REF]. Therefore, alternatively, we can focus on design techniques to improve the estimation performance of a given observer. To the best of the authors' knowledge, solutions in this direction concentrate on specific classes of systems, see e.g. [START_REF] Li | A finite-time convergent observer with robustness to piecewiseconstant measurement noise[END_REF][START_REF] Ríos | A hybrid fixed-time observer for state estimation of linear systems[END_REF][START_REF] Alessandri | Hysteresis-based switching observers for linear systems using quadratic boundedness[END_REF] for linear systems or e.g., [START_REF] Astolfi | A high-gain nonlinear observer with limited gain power[END_REF][START_REF] Astolfi | Low-power peaking-free high-gain observers[END_REF][START_REF] Esfandiari | Bank of high-gain observers in output feedback control: Robustness analysis against measurement noise[END_REF][START_REF] Bernat | Multi-modelling as new estimation schema for high-gain observers[END_REF][START_REF] Ahrens | High-gain observers in the presence of measurement noise: A switched-gain approach[END_REF][START_REF] Farza | Improved high gain observer design for a class of disturbed nonlinear systems[END_REF][START_REF] Prieur | Hybrid high-gain observers without peaking for planar nonlinear systems[END_REF][START_REF] Besançon | High-gain observation with disturbance attenuation and application to robust fault detection[END_REF] in the context of high-gain observers, or focus only on one of the specific desired properties described above, like the robustness to measurement noise in e.g., [START_REF] Astolfi | Stubborn and dead-zone redesign for nonlinear observers and filters[END_REF][START_REF] Battilotti | Performance optimization via sequential processing for nonlinear state estimation of noisy systems[END_REF]. In addition, switching, adaptive estimation or gain-scheduling strategies have been studied

in the literature for estimation, see e.g., [START_REF] Ahrens | High-gain observers in the presence of measurement noise: A switched-gain approach[END_REF][START_REF] Sanfelice | On the performance of high-gain observers with gain adaptation under measurement noise[END_REF][START_REF] Boizot | An adaptive high-gain observer for nonlinear systems[END_REF][START_REF] Laurent | Adaptive estimation of a quadratic functional by model selection[END_REF]. The main limitation of these works is that they consider specific classes of systems or observers. For general continuous-time nonlinear systems, a solution to improve the estimation performance is presented in [START_REF] Astolfi | Uniting observers[END_REF], where the authors proposed to switch between a local and a global observer to take the best of both of them. Indeed, a local observer typically can be tuned to have good robustness to measurement noise and disturbances, but its domain of attraction may be very small. On the other hand, the global observer guarantees a global domain of attraction and often a fast convergence, but it is sensitive to noise. Unfortunately, the technique presented in [START_REF] Astolfi | Uniting observers[END_REF] is not easy to implement since the knowledge of various properties of the observers is required.

An additional difficulty in tuning the observer gain to obtain good performances with robust stability guarantees arises from the fact that it is not easy to prove the convergence property of the estimation error for all possible converging gains. Indeed, in practice, there may exist some choices of the observer gains that produce convergent estimation errors, possibly with good transient, steady state or overall performance, but unfortunately, we cannot ensure any stability guarantee for these choices of gains. Hence, to have a way to exploit such gains in the observer design would be very useful to possibly improve performance of observers with guaranteed convergence.

In this context, we feel that there is the need for estimation schemes for general deterministic nonlinear systems that ensure a robust stability property of the estimation error and guarantee good estimation performance. In this work we propose a solution based on a multi-observer and the use of hybrid techniques.

Contributions

Focusing on the challenging question related to the estimation performance of observers, in this thesis, we present a new general and flexible hybrid multi-observer scheme to improve the estimation performance of a given robust nominal observer designed for a general nonlinear continuous-time system. In particular, the nominal observer is assumed to be such that the associated estimation error system satisfies an input-to-state stability property with respect to measurement noise and disturbances. As mentioned before, a broad range of nonlinear observers in the literature satisfy this property, see [5,[START_REF] Astolfi | Stubborn and dead-zone redesign for nonlinear observers and filters[END_REF] and references therein. The multi-observer is then constructed by adding additional dynamical systems in parallel to the nominal observer, which are collectively referred to as modes. These additional modes have same structure as the nominal one, but with different gains, that can be arbitrarily selected. Indeed, we do not require any stability property for these systems.

Consequently, the freedom and flexibility we introduce in the number of additional modes and in their gains can be used to address a range of very different design trade-offs between robustness and convergence speed. Moreover, the freedom in the choice of the gains may results in converging modes for which we may not have any stability guarantee. Inspired by supervisory control and estimation techniques, see e.g., [START_REF] Chong | Parameter and state estimation of nonlinear systems using a multi-observer under the supervisory framework[END_REF][START_REF] Hespanha | Hysteresis-based switching algorithms for supervisory control of uncertain systems[END_REF][START_REF] Morse | Supervisory control of families of linear set-point controllers-part i. exact matching[END_REF][START_REF] Hespanha | Multiple model adaptive control. part 2: switching[END_REF][START_REF] Peralez | Data-driven multi-model control for a waste heat recovery system[END_REF], we run all the modes in parallel and we evaluate their estimation performance in terms of quadratic costs using monitoring variables. Based on these variables, we design a switching rule that selects the "best" mode at any time instant. The modes that are not selected at a switching instant are either unchanged or their state estimates, as well as their monitoring variables, are reset to the ones of the selected mode. Note that the overall system is an hybrid system. Indeed, the nonlinear system, all the modes of the multi-observer and the monitoring variables evolve in continuous-time, while the switching of the selected mode can be model as a discrete-time jump.

We prove that the proposed hybrid estimation scheme satisfies an input-to-state stability property with respect to disturbance and measurement noise. Moreover, the performance of the hybrid multi-observer scheme are at least as good as the performance of the nominal observer and, under some conditions, we show that the propose technique strictly improves the estimation performance.

Finally, we illustrate the effectiveness of the proposed hybrid multi-observer approach in numerical examples. In addition, the presented estimation technique is applied, in simulation, to improve the estimation performance of an observer designed following a polytopic-based approach, for the state estimation of an electrochemical lithium-ion battery with standard model and parameter values, for

Outline of the thesis

which estimation performance are extremely important.

Outline of the thesis

The remaining of the thesis is organized as follows.

-In Chapter 2 we present some preliminaries that are helpful to understand the rest of the thesis. In particular, we first recall some mathematical concepts. After that, the class of nonlinear continuous-time observers considered in this thesis is introduced, together with examples and stability properties. In this chapter, we also introduce the formalism of hybrid dynamical systems we adopt in this thesis, presenting useful definitions, concepts and properties.

- improvement is obtain by switching between the modes of the multi-observer. In Chapter 6 the approach is applied, in simulations, for the state estimation of an electrochemical lithium-ion battery.

In
-Chapter 7 concludes the thesis by summarizing the main results described in this document and by presenting possible future research directions.

Publications

In this section we provide a list summarizing the publications that arose from this thesis, detailed by categories. 

Journal papers

Seminars and invited talks

During the three years of this thesis, the obtained results have been presented in different conferences, as detailed above, and several seminars and invited talks, which are now summarized. In this chapter we present preliminaries, which are useful for the rest of the thesis. In Section 2.1

we recall some mathematical definitions, in Section 2.2 we introduce the class of nonlinear observers considered in this thesis and in Section 2.3 we present the hybrid dynamical systems framework we will use to model the overall systems. Finally, Section 2.4 concludes the chapter.

Mathematical definitions

In this section we recall some mathematical definitions that are used in the next chapters. The material is borrowed from [START_REF] Goebel | Hybrid Dynamical Systems: Modeling, Stability, and Robustness[END_REF][START_REF] Sanfelice | Hybrid feedback control[END_REF][START_REF] Khalil | Nonlinear Systems[END_REF].

Functions regularity

A function f : X Ď n Ñ Y Ď m , with n, m P ą0 , is said to be continuous at x P X if for each ϵ ą 0 there exists δ ą 0 (possibly depending on x and ϵ) such that | f px 1 q ´f pxq| ď ϵ for all x 1 P X satisfying 0 ď |x 1 ´x| ď δ. Equivalently f is said to be continuous at x P X if for each sequence

x i P X converging to x, lim iÑ8 f px i q " f pxq,
continuous if is continuous at every point x P X , -uniformly continuous if for each ϵ ą 0 there exists δ ą 0 such that | f px 1 q ´f pxq| ď ϵ for all

x, x 1 P X satisfying 0 ď |x 1 ´x| ď δ, -Lipschitz if there exists a constant M P ą0 such that | f pxq ´f pzq| ď M |x ´z| for any x, z P X , -locally Lipschitz, if for every x P X there exists a neighborhood Ă X of x and a constant M P ą0 such that, for any z, z 1 

P , | f pzq ´f pz 1 q| ď M |z ´z1 |,
continuously differentiable if it is continuous and its derivative exists and is itself a continuous function.

A function f : X Ď n Ñ Y Ď n with n P ą0 , is said to be invertible if there exists a function g : Y Ď n Ñ X Ď n such that gp f pxqq " x for all x P X and f pgp yqq " y for all y P Y . The function g is called the inverse function of the function f and is denoted f

´1. A function f : X Ď n Ñ Y Ď m ,
with n, m P ą0 admits a right inverse, denoted f ´R, if f p f ´Rp yqq " y for all y P Y .

A function f : Ñ is said to be piecewise continuous if for any given interval ra, bs, with a ă b P , there exist a finite number of points a ď x 0 ă x 1 ă x 2 ă ¨¨¨ă x k´1 ă x k ď b, with k P ě0 such that f is continuous on px i´1 , x i q for any i P t1, . . . , ku and its one-sided limits exist as finite numbers, -piecewise continuously differentiable if f is continuous and for any given interval ra, bs, with a ă b P , there exist a finite number of points a ď x 0 ă x 1 ă x 2 ă ¨¨¨ă x k´1 ă x k ď b, with k P ě0 such that f is continuously differentiable on px i´1 , x i q for any i P t1, . . . , ku and the one-sided limits lim sÑx ì´1 f 1 psq and lim sÑx í f 1 psq exist for any i P t1, . . . , ku, where f 1 psq denotes the derivative of the function f in s P , which is defined as f 1 psq :" lim xÑs p f pxq f psqq{px ´sq.

A function f : ra, bs Ă Ñ Y Ď n , with n P ą0 , is said to be absolutely continuous if for each ϵ ą 0 there exists δ ą 0 such that for each countable collection of disjoint subintervals ra i , b i s of ra, bs such that ř i pb i ´ai q ď δ, we have that

ř i | f pb i q ´f pa i q| ď ϵ.

Towards Lyapunov functions

The stability analysis we will present in this thesis rely on the study of Lyapunov functions, see e.g., [START_REF] Khalil | Nonlinear Systems[END_REF]Chapter 4]. For a function to be a Lyapunov function candidate, and thus, a function that may be used to prove stability properties of a dynamical system, it generally needs to be positive definite and radially unbounded with respect to the considered attractor, as defined next. In addition, we define also positive semi-definite functions. A function f : n Ñ ě0 , with n P ą0 , is said to be positive definite with respect to the set Ď n if f pxq " 0 for any x P and f pxq ą 0 for all

x P n z ,
positive semi-definite with respect to the set Ď n if f pxq " 0 for any x P and f pxq ě 0 for all x P n z , -radially unbounded (with respect to set ) if lim |x| Ñ`8 f pxq " `8.

Conversely, a function f : n Ñ ď0 , with n P ą0 , is said to be negative (semi-)definite with respect to the set when ´f is positive (semi-)definite.

As previously mentioned, the stability analyses we will present in this thesis rely on Lyapunov functions. In particular, in the setting of differential equations used to describe the dynamics of continuous-time systems, i.e., 9

x " f pxq, where x P n is the system state, to guarantee a stability property using Lyapunov tools, we need to evaluate the behaviour of the Lyapunov function candidate V : n Ñ ě0 along the solution to the differential equation. In particular, when the Lyapunov function V is continuously differentiable, we need to evaluate

BV pxptqq Bt " BV pxptqq B x B xptq Bt " BV pxptqq B x f pxptqq " x∇V pxptqq, f pxptqqy , ( 2.1) 
for a given solution x to the considered system and time t P ě0 . ∇V pxq denotes the gradient of V , which is defined below. From (2.1), we see that the quantity that matters is x∇V pxq, f pxqy, which is algebraic when x P n . Hence, we can analyze the behaviour of the Lyapunov function along solutions only using vectors, and thus an algebraic expression, which therefore does not require the knowledge of the solution of the dynamical system at all time t P ě0 .

Definition 2.1. Given a continuously differentiable function V : n Ñ ě0 , with n P ą0 and any vector x :" px 1 , . . . , x n q P n , where x i P , for all i P t1, . . . , nu. The gradient of V at x is defined as βpr, sq " 0 for each r P ě0 .

∇V pxq :" ˆBV pxq B x 1 , . . . , BV pxq B x n ˙P n , ( 2 

Signals properties

In this thesis, we consider input signals u P Ď n , with n P ą0 that are Lebesgue measurable and locally essentially bounded and with we denote the set of all these functions. The definitions are now recalled.

-A set Ă is said to be Lebesgue measurable if it has positive Lebesgue measure µp q, which is defined as µp q " ř k pb k ´ak q, where pa k , b k q are all the disjoint open interval in . Then, the function u :

Ñ n is said to be a Lebesgue measurable function if for every open set Ă n , the set tr P : uprq P u is Lebesgue measurable.

-A function u : Ñ Ď n , with Ď ě0 , n P ą0 is said to be locally bounded at t P if there exists a neighborhood ∆ of t such that the set up∆ X q is bounded. The function u is said to be locally bounded if it is locally bounded at all t P . Given a set 1 Ă , the function u is said to be bounded on 1 if the set up 1 q is bounded.

-A function u : Ñ Ď n , with Ď ě0 , n P ą0 is said to be locally essentially bounded if for any t P

there exists an open neighborhood ∆ of t such that u is bounded almost everywhere on ∆; i.e., there exists c ě 0 such that |uptq| ď c for almost all t P ∆ X . By almost all, we mean everywhere in the considered set except on a set of Lebesgue measure zero.

Tangent cone

We finally define next the tangent cone to a set Ă n , with n P ą0 at a point x P n x .

Definition 2.3. Given a set Ď n , with n P ą0 , the tangent cone to the set at a point x P n , denoted T , is the set of all vectors v P n for which there exist sequences x i P , τ i ą 0, for any i P ě0 , with x i Ñ x, τ i Ñ 0 as i Ñ 8 and v " lim

iÑ8 x i ´x τ i . □
In this section we have recalled some mathematical definitions useful for this thesis. We are now ready to present the class of nonlinear continuous-time observers we focus on in this thesis.

Observers for continuous-time systems

In this section we describe the class of observers for continuous-time dynamical systems that are considered in this thesis. As explained in the introduction, an observer is designed to estimate the system state based on the knowledge of the system model, the input and the measured output. First, in Section 2.2.1, we provide the definition of an observer we adopt for a general nonlinear system and, in Section 2.2.2, we define the input-to-state stability property of the state estimation error system and we recall the Lyapunov conditions used to guarantee this property. The satisfaction of this property is the starting point for most of the results we will present in this thesis. In Section 2.2.3, some specific classes of observers we will consider in the numerical examples in the thesis are described. Finally, in Section 2.2.4, we define a useful input/output-to-state stability property and we provide its Lyapunov characterization.

Observer definition

In this thesis we focus on the following class of continuous-time nonlinear systems 9

x " f p px, u, vq y " hpx, wq, (

where x P n x is the system state, u P n u is the measured input, y P n y is the output measured by sensors, v P n v is an unmeasured disturbance input and w P n w is the measurement noise, with n x , n y P ą0 , and n u , n v , n w P ě0 . The inputs u, v and w to (2.4) are such that u P , v P and w P for some sets Ď n u , Ď n v and Ď n w . The vector field f p : n x ˆ n u ˆ n v Ñ n x is locally Lipschitz in its first argument and continuous in the others and h : n x ˆ n w Ñ n y is continuously differentiable in x and continuous in w. Equation (2.4) is called system plant equation and describes the dynamics of the state variable x. Indeed 9

x denotes the derivative of x with respect to the continuous-time t, i.e., 9

x " d x d t . By solving the differential equation (2.4) we can therefore obtain an expression of the trajectory of the system state at every time t P ě0 . Indeed, given any initial condition xp0q " x 0 P n x and any inputs u P , v P , which are functions of the time t, by a solution to (2.4), we mean an absolutely continuous function x satisfying xptq " x 0 `ż t 0 f p pxpsq, upsq, vpsqqds.

(2.5)

The second equation in (2.4) is the output equation, which is a static map that describes the relationship between the output y, which can be directly measured, and the internal state of the system x.

The objective of an observer for system (2.4) is to asymptotically reconstruct x given f , h, u and y. The class of continuous-time observers for system (2.4) considered in this thesis has the form

9 z " f o pz, u, y, ŷq, x " ψpzq ŷ " hpx, 0q, (2.6) 
where z P n z is the observer state, with n z ě n x , x P n x is the state estimate, ŷ is the output estimate. The vector field f o : n z ˆ n u ˆ n y ˆ n y Ñ n z is continuous, and ψ : n z Ñ n x admits a right inverse ψ ´R of ψ, i.e., x " ψpψ ´Rpx qq for any x P n x . Often z " x, but this does not necessarily have to be the case. Note that these class of systems and observers cover many design techniques in the literature, see e.g., [5] for a survey on observers designs for nonlinear systems. Even if the class of observers considered in this thesis covers a wide range of observer design techniques in the literature, other estimations schemes, e.g, moving horizon estimation, see e.g., [START_REF] Rawlings | Optimization-based state estimation: Current status and some new results[END_REF][START_REF] Alessandri | Moving-horizon state estimation for nonlinear discrete-time systems: New stability results and approximation schemes[END_REF][START_REF] Schiller | A Lyapunov function for robust stability of moving horizon estimation[END_REF][START_REF] Schiller | Suboptimal nonlinear moving horizon estimation[END_REF] for discrete-time systems, sliding-mode observers, see e.g., [START_REF] Levant | Higher order sliding modes and arbitrary-order exact robust differentiation[END_REF], finite-time converging observers, see e.g., [START_REF] Lopez-Ramirez | Finite-time and fixed-time observer design: Implicit Lyapunov function approach[END_REF] or interval observers, see e.g., [START_REF] Gouzé | Interval observers for uncertain biological systems[END_REF][START_REF] Khan | A survey of interval observers design methods and implementation for uncertain systems[END_REF], exist and are not covered by the results in this thesis.

The dynamics of the observer (2.6) depends on the system input u and output y of system (2.4), which are known and on the observer state estimate z and its output estimate ŷ. Moreover, the observer dynamics is described by the function f o , which needs to be designed and typically is related to the knowledge of the system model f p in (2.4). Indeed, for example, when the observer has the same dimension as the system, i.e., n z " n x , the function f o may be designed as a copy of the plant dynamics f p plus an output injection correction term that depends on the output estimation error, see Section 2.2.3 for examples. As we have previously explained, observer (2.6) is a dynamical system that is used to estimate the system state x starting from the knowledge of the system model (2.4) and input u and output y measurements. As a consequence, such estimation scheme exists only if the measurements contain enough information to reconstruct uniquely the system state. This property, which is necessary to design the observer, is called detectability. In particular, for different classes of dynamical systems, there exist different detectability/observability conditions, which lead to different observer design techniques. An interested reader is referred to [5] for an overview of observer designs and detectability notions for nonlinear continuous-time systems. In this thesis we always assume that the considered system (2.4) is detectable and thus, we can design observer (2.6) to estimate its state.

Note that, in (2.6) we consider observers whose state dimension is at least as large as the system state, namely n z ě n x . When the measured output corresponds to one or more system states, it is possible to design an observer to estimate only the unmeasured states. In this case, the observer may have a smaller dimension than the system, namely n z ă n x , and we talk about reduced order observers, see e.g., [START_REF] Postoyan | On emulated nonlinear reduced-order observers for networked control systems[END_REF][START_REF] Van Dooren | Reduced order observers: A new algorithm and proof[END_REF][START_REF] Chen | Linear system theory and design[END_REF]. A potential drawback of this approach is that the state estimate depends directly on the output measurement often affected by noise, which is not filtered through the observer dynamics.

We now described the properties that system (2.6) needs to satisfied to be considered and observer for system (2.4). System (2.6) is -an asymptotic observer for system (2.4) if, in absence of disturbances and measurement noise, i.e., vptq " 0 and wptq " 0, for all t P ě0 , for any input u P and any initial condition xp0q P n x and zp0q P n z for systems (2.4) and (2.6) respectively, we have that the solution zp¨q is defined for all positive times and lim tÑ`8

|xptq ´xptq| " 0.

(2.7)

Note that (2.7) implicitly implies that the solutions x and x to systems (2.4) and (2.6) are defined for all positive times. This comment applies to all statements in this section.

-an uniformly asymptotically stable observer for system (2.4) if there exists β P such that, in absence of disturbances and measurement noise, i.e., vptq " 0 and wptq " 0, for all t P ě0 , for any input u P and any initial condition xp0q P n x and zp0q P n z for systems (2.4) and

(2.6) respectively, we have |xptq ´xptq| ď βp|ψ ´Rpx p0qq ´zp0q|, tq.

(

Moreover, the observer is said to be uniformly exponentially stable if βps, tq " cse ´λt , for some real numbers c ě 1 and λ ą 0.

Note that, in addition to the attractivity property in (2.7), (2.8) requires also the stability of the estimation error in the sense that, for any ϵ ą 0, there exists δ ą 0 such that |ψ ´Rpx p0qq ´zp0q| ď δ implies |xptq ´xptq| ď ϵ for all t P ě0 .

(2.9)

In other words, (2.9) implies that the estimation error remains small during transient if the initial error is small. In addition, property (2.8), conversely to (2.7), requires also that the stability and the attactivity properties of observer (2.6) are uniform for any possible initial conditions xp0q P n x and zp0q P n z for systems (2.4) and (2.6), respectively.

-a robust observer for system (2. When designing observer (2.6) to estimate the state of system (2.4) in presence of disturbances and measurement noise, we desire both the uniform asymptotic stability property of the estimation error in absence of measurement noise and disturbance, as in (2.8), and the robustness property with respect to disturbances and measurement noise, as in (2.10). These two properties together ensure that the estimation error converges to a neighborhood of the origin, whose size depends on the norm of the disturbances and of the measurement noise. Moreover, it is stable, as defined in (2.9), and uniform with respect the initial conditions xp0q P n x and zp0q P n z . A general stability property that incorporates these two desired properties is the input-to-state stability property of the estimation error with respect to disturbances and measurement noise, see e.g., [START_REF] Sontag | Input to state stability: Basic concepts and results[END_REF][START_REF] Shim | Nonlinear observers robust to measurement disturbances in an ISS sense[END_REF][START_REF] Astolfi | Stubborn and dead-zone redesign for nonlinear observers and filters[END_REF]. This property is the starting point for the results we will present in this thesis and is defined in the next section, together with its Lyapunov characterization.

Input-to-state stability property

In this section we define the input-to-state stability property [START_REF] Sontag | Input to state stability: Basic concepts and results[END_REF] for the class of nonlinear observers (2.6) considered in this thesis and the corresponding Lyapunov characterization. ) is an input-to-state stable observer for system (2.4) then for any initial condition xp0q P n x , zp0q P n z and for any u P , any disturbance v P and any measurement noise w P , the corresponding estimation error solution xptq xptq converges to a neighborhood of the origin, whose size depends on the disturbance v and the measurement noise w as the time t goes to infinity. In addition, in absence of noise and disturbance, namely vptq " 0, wptq " 0 for all t ě 0, then observer (2.6) is a (global) asymptotic observer for system (2.4) in the sense that, for any initial condition xp0q P n x , zp0q P n z and any u P , the corresponding solution to (2.4) and (2.6) satisfies xptq ´xptq Ñ 0 as t Ñ `8, where we recall that xptq " ψpzptqq.

The input-to-state stability property [START_REF] Sontag | Input to state stability: Basic concepts and results[END_REF] is verified by various observer design techniques in the literature, see e.g., [5,[START_REF] Shim | Nonlinear observers robust to measurement disturbances in an ISS sense[END_REF][START_REF] Astolfi | Stubborn and dead-zone redesign for nonlinear observers and filters[END_REF] for more details, as well as Section 2.2.3.

To prove that observer (2.6) is an input-to-state stable observer for system (2.4) with respect to disturbance v and measurement noise w, the next Lyapunov characterization is typically used. The proof of this proposition follows similar lines as in [START_REF] Sontag | Input to state stability: Basic concepts and results[END_REF] and is therefore omitted.

The starting point to the main results in this thesis is the existence of an observer that satisfies an input-to-state stability property in the sense of Definition 2.4. This property will be therefore assumed to hold. In the numerical examples where we will show the efficiency of the proposed approaches, we thus first need to design an observer satisfying an input-to-state stability property, and then we can apply the proposed techniques. In this case, we typically consider a special class of the general class of observers in (2.6). In particular, in all the numerical examples considered in this thesis, the observer state has the same dimension as the system state, namely n z " n x and z " x P n x in (2.6).

Moreover, the function f o in (2.6) we will design in all the examples consists in a copy of the system model, i.e., f p in (2.4), and an output-injection correction term. Therefore, for design purposes in the numerical examples in this thesis we consider the following class of nonlinear observers, which is a subclass of the nonlinear observers in (2.6),

9 x " f p px, u, 0q `Lp y ´ŷq ŷ " hpx, 0q, (2.14) 
where f p and h comes from the system model (2.4) and L P n x ˆny is the observer gain.

Note that, when considering observers (2. 

Observer examples

This section focuses on some specific observer design techniques in the literature, which are implemented in numerical examples in the thesis. In particular, we consider the Luenberger observer for linear time-invariant systems, the high-gain observer, observer design based on a polytopic approach and the extended Kalman filter.

Luenberger observer

In this section we recall the Luenberger observer design for linear time-invariant systems [START_REF] Luenberger | An introduction to observers[END_REF].

Consider a linear time-invariant system

9 x " Ax `Bu `v y " C x `Du `w, (2.17) 
where x P n x is the state, u P n u is a known input, y P n y is the measured output, v P n x is an unknown disturbance input, and w P n y is the unknown measurement noise, with n x , n y P ą0

and n u P ě0 . In this case, the detectability of system (2.17) is equivalent to the fact that there exists L P n x ˆny such that the matrix A ´LC is Hurwitz, which means that all its eigenvalues have negative real part. In addition, if the eigenvalues of A ´LC can be arbitrarily assigned using the gain L, then the pair pA, Cq is observable and the gain L can be used to obtain an arbitrarily fast speed of exponential convergence of the estimation error to the origin. Note that, if the pair pA, Cq is observable it is also detectable, but the opposite is not necessarily true. When the pair pA, Cq is detectable, to estimate the system state, we can thus design a Luenberger observer [94], described by 9

x " Ax `Bu `Lp y ´ŷq

ŷ " C x `Du, (2.18) 
where x P n x is the state estimate, ŷ P n y is the output estimate and L P n x ˆny is the outputinjection gain that is designed such that the matrix A´LC is Hurwitz, as explained above. In absence of disturbance and measurement noise, i.e., vptq " 0 and wptq " 0 for all t P ě0 , observer (2.18) guarantees that we can exponentially reconstruct the state x of the plant, implying that lim tÑ`8 pxptqx ptqq " 0 for any initial condition to (2.17) and (2.18) and any input u. To see this, we define the estimation error e :" x ´x and we evaluate its dynamics, from (2.17) and (2.18) Since P P n x ˆnx is a symmetric positive definite matrix, we have

λ min pPq|e| 2 ď V peq ď λ max pPq|e| 2 . ( 2.24) 
This proves (2.21) with a :" λ min pPq ą 0 and a :" λ max pPq ą 0. We now prove (2.22). Let

x, e, v P n x and w P n y . From the definition of V and (2.23), we obtain x∇V peq, pA ´LCqe `v ´Lwqy " e J pA ´LCq J Pe `vJ Pe ´wJ L J Pe `eJ PpA ´LCqe `eJ P v ´eJ P Le " e J ppA ´LCq J P `PpA ´LCqqe `2v J Pe ´2w J L J Pe.

(2.25)

Using PpA ´LCq `pA ´LCq J P " ´Q, we obtain x∇V peq, pA ´LCqe `v ´Lwqy " ´eJ Qe `2v J Pe ´2w J L J Pe.

(2.26)

Since Q P n x ˆnx is a symmetric positive definite matrix, we have 

λ min pQq|e| 2 ď e J Qe ď λ max pQq|e| 2 . ( 2 

High-gain observer

In this section we describe the high-gain observer design for systems in the canonical observability form. The material is borrowed from [START_REF] Astolfi | A high-gain nonlinear observer with limited gain power[END_REF]. Consider a nonlinear system in the following form

9 x " Ax `Bϕpxq `v y " C x `w, (2.30) 
where x P n x is the state, y P is the measured output v P n x is an unknown distrurbance and w P is the unknown measurement noise, with n x P ą0 . The nonlinear function ϕ in is a Lipschitz function, namely there exists K ą 0 such that for any x, x 1 P n x , |ϕpxq ´ϕpx 1 q| ď K|x ´x1 |.

(2.31)

The matrices A P n x ˆnx , B P n x ˆ1 and C P n x ˆ1 are given by

A " « 0 pn x ´1qˆ1 I n x ´1 0 0 1ˆpn x ´1q ff , B " « 0 pn x ´1qˆ1 1 ff , C " " 1 0 1ˆpn x ´1q . ı (2.32)
Note that the pair pA, Cq is observable.

For this class of nonlinear systems, to estimate the system state, we can design a high-gain observer of the form 9

x " Ax `Bϕpxq `DpℓqLp y ´ŷq

ŷ " C x, (2.33) 
where x P n x is the observer state estimate and ŷ P is the output estimate. The matrices Dpℓq P n x ˆnx and L P n x ˆ1 are given by Dpℓq " diagpℓ, . . . , ℓ n x q, L " pl 1 , . . . , l n x q J , (

where l 1 , . . . , l n x are chosen such that the matrix A ´LC is Hurwitz and ℓ is the high-gain design parameter, which needs to be taken sufficiently large, in the sense that ℓ ě ℓ ‹ , with ℓ ‹ ě 1. This will 

:" ℓ ‹ λ min pQq `2ℓ ‹ › › P Dpℓ ‹ q ´1B › › K `c2 v `c2
w ą 0, where P P n x ˆnx is a symmetric positive definite matrix given solution to pA ´LCq J P `PpA ´LCq " ´Q and K comes from (2.31).

Note it is always possible to select ℓ ‹ big enough such that this condition is satisfied. Denote x :" px 1 , . . . , x n x q P n x , x :" px 1 , . . . , xn x q P n x , with x i , xi P R, i P t1, . . . , n x u. The proof relies on following change of coordinates 

z :" » - - - - - - - - x 1 ´x 1 x 2 ´x 2 ℓ . . . x n
› › P Dpℓq ´1B › › K `c2 v `c2 w q|z| 2 `ℓ2 c 2 v › › P Dpℓq ´1› › 2 |v| 2 `ℓ2 c 2 w }P L} 2 |w| 2 " ´a|z| 2 `ℓ2 c 2 v › › P Dpℓq ´1› › 2 |v| 2 `ℓ2 c 2 w }P L} 2 |w| 2 ď ´a λ max pPq |z| 2 `ℓ2 c 2 v › › P Dpℓq ´1› › 2 |v| 2 `ℓ2 c 2 w }P L} 2 |w| 2 , (2.44) 
where we recall that a " ℓ ‹ λ min pQq `2ℓ where α, β, γ v and γ w are positive constants. From (2.45) we note that the high-gain design pa-rameter ℓ impacts both the speed of convergence, and the ultimate-bound of the estimation error due to the noise. Indeed, the bigger is ℓ, the faster is the observer convergence, but the larger is the ultimate bound due to the noise. In addition, the high-gain design parameter ℓ has an impact also on the transient behaviour, which presents an overshoot, whose amplitude depends on ℓ. This phenomenon, typical for high-gain observers, is known as peaking phenomenon.

We design a high-gain observer in a numerical example in Chapter 5.

Polytopic-based observer

In this section we describe polytopic-based observer design. This approach is useful to estimate the system state of a nonlinear system when the system nonlinearities lie on polytopes. In particular, for this class of nonlinear systems, the problem is solved using a collection of linear systems that can over approximate the behaviour of the nonlinear system and the observer design results in LMI-based conditions. In some numerical examples considered in this thesis, we design a polytopic-based observer to estimate a nonlinear system state where the system nonlinearities are either in the dynamic state equation or in the static output map. In the first case, the observer design is inspired by [START_REF] Zemouche | Observers for a class of lipschitz systems with extension to H 8 performance analysis[END_REF],

while in the second case follows similar lines as in [START_REF] Dreef | LMI-based robust observer design for battery stateof-charge estimation[END_REF][START_REF] Blondel | Observer design for an electrochemical model of lithium ion batteries based on a polytopic approach[END_REF]. In this section we describe the polytopicbased observer design in a more general case, where both the state dynamics and the output map may present nonlinearities that lie on polytopes. Consider a nonlinear system in the following form

9 x " Ax `Bu `G gpxq `v y " C x `Du `Hhpxq `w, (2.46) 
where x P n x is the state, u P n u is a known input, y P n y is the measured output, v P Ď n x is an unknown disturbance input, and w P Ď n y is the unknown measurement noise, with n x , n y P ą0 and n u P ě0 . The matrices A P n x ˆnx , B P n x ˆnu , C P n y ˆnx , D P n y ˆnu , G P n x ˆ1 and H P n y ˆ1 are known matrices and the nonlinear functions g : n x Ñ and h : n x Ñ are continuously differentiable functions such that, for all x, x 1 P n x , there exist G1 , . . . , G2 n x P 1ˆ n x and H1 , . . . , H2 n x P 1ˆ n x such that gpxq ´gpx 1 q " Gpx, x 1 qpx ´x1 q @x, x 1 P n x (2.47) and hpxq ´hpx 1 q " Hpx, x 1 qpx ´x1 q @x,

x 1 P n x , (2.48) 
where, for i P t1, . . . , 2 n x u, Gpx, x 1 q :"

2 n x ÿ i"1
λ g,i px, x 1 q Gi with λ g,i px, x 1 q P r0, 1s and

2 n x ÿ i"1 λ g,i px, x 1 q " 1 (2.49)
and for j P t1, . . . , 2 n x u, Hpx, x 1 q :" 2 n x ÿ j"1 λ h, j px, x 1 q H j with λ h, j px, x 1 q P r0, 1s and

2 n x ÿ j"1
λ h, j px, x 1 q " 1.

(2.50) Equations (2.47) and (2.49) means that the function G lies in a polytope with vertices Gi , i P t1, . . . , 2 n x u. This property is satisfied for instance when the continuously differentiable function g can be written as gpxq "

n x ÿ k"1 g k px k q, with g k ď B g k px k q B x k ď g k for almost all x k P , with g k , g k P .
From this, we can define the matrices Gi , i P t1, . . . , 2 with i, j :" pA `G Gi ´LC ´LH H j q J P `PpA `G Gi ´LC ´LH H j q for all i, j P t1, . . . , 2 n x u. Then,

V : e Ñ e J Pe satisfies, for any e P n x , v P and w P , 

λ min pPq|e| 2 ď V peq ď λ max pPq|e| 2 , ( 2 
2 n x ÿ i"1 λ g,i px, xq 2 n x ÿ j"1 λ h, j px, xq " e J `pA `GG i ´LC ´LHH j q J P `PpA `GG i ´LC ´LHH j q ˘e `vJ Pe `eJ P v ´wJ L J Pe ´eJ P Lw ı . ( 2.57) 
Defining χ :" pe, v, wq, using i, j :" pA`G Gi ´LC ´LH H j q J P `PpA`G Gi ´LC ´LH H j q for all i, j P t1, . . . , 2 guarantees an input-to-state stability property of the estimation error with respect to the disturbance v and the measurement noise w. Note that, it is not always possible to solve linear matrices inequalities. As a result, only when we have a solution to the linear matrices inequalities we obtain the gain L that guarantees the input-to-state stability property. In addition, note that (2.52) is not linear, indeed, two unknown matrices P P n x ˆnx and L P n x ˆny are multiplied both in the definition of i, j , for all i, j P t1, . . . , 2 n x u and in equation (2.52). Thus, we need to define W " P L P n x ˆny and solve a linear matrix inequality where the unknown terms are α, µ v and µ w P ą0 and P P n x ˆnx and W P n x ˆny and, then obtain the gain L P n x ˆny by using L " P ´1W .

Polytopic-based observers are considered in numerical examples in Chapters 4, 5 and 6.

Extended Kalman filter

The last observer we present is the extended Kalman filter, see e.g., [START_REF] Reif | An EKF-based nonlinear observer with a prescribed degree of stability[END_REF][START_REF] Bonnabel | A contraction theory-based analysis of the stability of the deterministic extended kalman filter[END_REF][START_REF] Krener | The local convergence of the extended Kalman filter[END_REF]. Consider a nonlinear system 9

x " f px, uq y " hpxq, (2.60) where x P n x is the state, u P n u is the input and y P n y is the measured output. The nonlinear functions f px, uq and hpxq are continuously differentiable for all x P n x . The input u is a continuous signal.

To estimate the state of system (2.60) we can design an extended Kalman filter (EKF), which is described by 9

x " f px, uq `Lp y ´ŷq ŷ " hpxq, (2.61) where x P n x is the state estimate, y P n y is the output estimate and L P n x ˆny is the extended Kalman filter gain, which needs to be designed.

The extended Kalman filter design is based on the linearization of the system dynamics along the system trajectories. Therefore, we define

Apx, uq " B f px, uq B x
Cpx, uq " Bhpxq B x .

(2.62)

These time-varying matrices, which correspond to the linearization of the nonlinear maps along the trajectory xp¨q, are used to define the following Riccati differential equation The proof of Proposition 2.5 follows similar steps as in [START_REF] Krichman | Input-output-to-state stability[END_REF][START_REF] Sontag | Output-to-state stability and detectability of nonlinear systems[END_REF] and is therefore omitted.

9 P " pA `αEKF I n x qPpA J `αEKF I n x q ´PC J R ´1 EKF C P `QEKF , ( 2 
In this thesis, we will use the notion of input/output-to-state stability presented in Definition 2.5

for the state estimation error system generated from system (2.4) and observer (2.6). In this case, we talk about input/output-to-state stable observer, where the inputs are the disturbance v and the measurement noise w, and the output is the output estimation error, as defined next. (2.6), respectively, the corresponding solutions x and z satisfy, for all t ě 0, |xptq ´xptq| ď βp|ψ ´Rpx p0qq ´zp0q|, tq `γ1 p}v} r0,ts `}w} r0,ts q `γ2 p} y ´ŷ} r0,ts q.

(2.69)

□

The input/output-to-state stability property in (2.69) does not imply a convergence property of the estimation error. Indeed, the term γ 2 p} y ´ŷ} r0,ts q may grow as the time goes to infinity and, in that case, the estimation error |xptq ´xptq| is not guaranteed to converge to a neighborhood of the origin. As a result, the input/output-to-state stability property is weaker than the input-to-state stability property for observer (2.6) 

□

The proof of Proposition 2.6 follows similar lines as in [START_REF] Krichman | Input-output-to-state stability[END_REF][START_REF] Sontag | Output-to-state stability and detectability of nonlinear systems[END_REF] and is therefore omitted.

As previously mentioned when comparing Definitions 2.4 and 2.6, the major difference between (2.13) and (2.71) is the term γ y p| y ´ŷ|q in (2.71), which may have a destabilizing effect and may thus prevent the estimation error system to exhibit input-to-state stability property.

Hybrid dynamical systems

In the previous section, the class of continuous-time nonlinear observers we consider in this thesis have been introduced, together with the corresponding input-to-state stability property. Starting from this stability property, as explained in the introduction, the purpose of this thesis is to propose solutions to two state estimation problems, namely event-triggered estimation and observer performance improvement, by using hybrid techniques. In this section some preliminaries on the hybrid dynamical systems framework introduced in [START_REF] Goebel | Hybrid Dynamical Systems: Modeling, Stability, and Robustness[END_REF] are given. In particular, in this manuscript we consider the class of hybrid dynamical system with continuous-time inputs presented in [START_REF] Heemels | Hybrid systems with continuous-time inputs: Subtleties in solution concepts and existence properties[END_REF], which is an alternative to the hybrid systems with hybrid inputs in [START_REF] Cai | Characterizations of input-to-state stability for hybrid systems[END_REF], and is an extension of the hybrid system (without inputs) framework in [START_REF] Goebel | Hybrid Dynamical Systems: Modeling, Stability, and Robustness[END_REF]. In Section 2.3.1, we recall the hybrid system model and the notion of solution for this system is given in Section 2.3.2. In Section 2.3.3, we present a proposition, taken from [37, Proposition 6], that is used in the thesis to prove existence and completeness of maximal solutions of the considered hybrid systems. In the same section we also provide an additional result, which is an adaptation to [103, Lemma 5] in the context of hybrid systems with inputs.

The Zeno phenomenon is described in Section 2.3.4, together with the definition of dwell-time and average dwell-time for a solution to an hybrid system. Finally, a stability property for the considered hybrid system is given in Section 2.3.5, together with its Lyapunov characterization.

Hybrid systems with continuous-time inputs

In this section we present the modelling framework of an hybrid system with continuous-time inputs [START_REF] Goebel | Hybrid Dynamical Systems: Modeling, Stability, and Robustness[END_REF][START_REF] Heemels | Hybrid systems with continuous-time inputs: Subtleties in solution concepts and existence properties[END_REF], namely : Ď n x ˆ n u , then the state x exhibits jumps according to the difference inclusion in (2.72). Note that in (2.72) only the jump map G is a set-valued map. To be more general, we could have defined also the flow map F as a set-valued map, see [37, equation (1)], however, all the hybrid systems in this thesis have a single-valued flow map and thus we consider only single-valued flow map in (2.72). Moreover, the sets and may overlap, partially or totally. In this case, when the system state x and the input u are in the intersection of the flow and jump sets, namely px, uq P X , then, the hybrid state evolves according either to difference inclusion or according to the ordinary differential equation in (2.72). This last option is possible only if the continuous-time flow keeps the state and input pair in the set . As a result, different hybrid solutions can be generated.

# 9 x " F px,
In this thesis, we consider inputs u for system (2.72) such that u P , namely, for a given set Ď n u , is the set of all functions from ě0 to that are Lebesgue measurable and locally essentially bounded. We also concentrate on the case where the sets , and in (2.72) are closed. This corresponds to [37, Standing Assumption], which is needed to define the solution for system (2.72). The sets and we will design in this thesis do not always depend both on the state x P n x and the input u P , but, in some cases, we will design Ď n x and Ď n x . Note that this is a special case of the general formulation in (2.72), and all the definitions and results in this chapters apply mutatis mutandi.

Since an hybrid system exhibits both continuous-time and discrete-time dynamics, it is not straightforward to define a solution. In the next section we introduce the notion of solution, taken from [START_REF] Heemels | Hybrid systems with continuous-time inputs: Subtleties in solution concepts and existence properties[END_REF],

along with the required concepts needed to define it.

Solution concept

In this section we define the notion of solution to system (2.72). The material is borrowed from [START_REF] Goebel | Hybrid Dynamical Systems: Modeling, Stability, and Robustness[END_REF][START_REF] Heemels | Hybrid systems with continuous-time inputs: Subtleties in solution concepts and existence properties[END_REF].

We start by introducing the concept of hybrid time domain given in [START_REF] Goebel | Hybrid Dynamical Systems: Modeling, Stability, and Robustness[END_REF]Definition 2.3]. Solutions to continuous-time systems are parameterized by the continuous-time t P ě0 . On the other hand, solutions to discrete-time systems are defined using the discrete-time j P ě0 , which represents the number of jumps or discrete steps. As a result, since an hybrid system is a combination of a continuous-time system and a discrete-time one, it is natural to define its solution on a domain that depends both on the continuous-time t P ě0 , which accounts the time elapsed, and on the discretetime j P ě0 , which counts the number of jumps that have occurred. However, only certain subsets of ě0 ˆ ě0 , namely the hybrid time domains, are needed to characterize the evolution of an hybrid system.

Definition 2.7.

A set E Ă ě0 ˆ ě0 is a compact hybrid time domain if E " J´1 ď j"0 prt j , t j`1 s, jq (2.73)
for some finite sequence of times 0 " t 0 ď t 1 ď ¨¨¨ď t J . It is a hybrid time domain if for all pT, Jq P E, E X pr0, T s ˆt0, . . . , Juq is a compact hybrid domain. □ Definition 2.7 means that the set E is a hybrid time domain if it is a union of a finite or infinite sequence of intervals rt j , t j`1 s ˆt ju with the last one, if it exists, of the form rt j , T q, with T finite or T " 8. In addition, each element pt, jq P E represents the elapsed hybrid time, which therefore implies that there is a natural way of ordering the hybrid times, i.e., given pt, jq, pt 1 , j 1 q P E, pt, jq ď pt 1 , j 1 q implies that either t ă t 1 or t " t 1 and j ď j 1 . Given a hybrid time domain E, we define -sup t E :" suptt P ě0 : D j P ě0 such that pt, jq P Eu, -sup j E :" supt j P ě0 : Dt P ě0 such that pt, jq P Eu,

-sup E :" psup t E, sup j Eq, -lengthpEq :" sup t E `sup j E.

We 

□

Observe that in equation (2.72) we used the notation x `to denote xpt, j `1q, for some t P ě0 , j P ą0 . In the remaining of the thesis, both notations will be used to denote a jump (or discrete update) of the hybrid state x.

In the next definition we characterize some properties of solutions to system (2.72) 

Existence and completeness of solutions

In the previous section we have defined the notion of solution for the hybrid system with continuoustime inputs (2.72). In this section we present the conditions for the existence of maximal complete solutions to system (2.72). After that, we provide an additional result, which is an adaptation of [103, Lemma 5] in the context of hybrid systems with continuous-time inputs.

The next proposition is copied from [37, Proposition 6], which is an extension of the results in [31, Proposition 2.10] for systems with inputs. We will refer to this proposition in the thesis to prove the completeness of maximal solutions of the considered hybrid systems. Proposition 2.7. Consider system (2.72). There exists a nontrivial solution x to (2.72) for input u P with ξ :" xp0, 0q P n x if and only if ξ P or (VC): there exists ϵ ą 0 and an absolutely continuous function z : r0, ϵs Ñ n x such that zp0q " ξ, 9 zptq P F pzptq, uptqq P for all t P p0, ϵq.

If the viability condition (VC) holds for all ξ P with ξ R , then, for all u P every maximal solution x satisfies exactly one of the following properties:

(a) x is complete;

(b) x is not complete and "ends with flows": dom x is bounded and the interval I J :" tt : pt, Jq P dom xu with J " sup j dom x is open to the right, and does not exist an absolutely continuous function z : I J Ñ n x satisfying 9 zptq P F pzptq, uptqq for almost all t P I J and zptq R for all t P intI J , and such that zptq " xpt, Jq for all t P I J ;

(c) x is not complete and "ends with a jump": dom x is bounded with pT, Jq :" sup dom x P dom x, I J " T, xpT, Jq R and xpT, Jq R .

□

The first part of Proposition 2.7 presents the conditions to prove the existence of a nontrivial solution starting from ξ. Therefore it provides conditions to guarantee that the domain of the solution contains at least two points. This occurs if the initial condition ξ is in the jump set , and thus, a jump can occur, or if the solution can flow at least for an arbitrarly small amount of time ϵ. The second part of Proposition 2.7 describes the possible behaviours of the maximal solutions, that are, solutions whose domains cannot be further extended. In particular, this proposition is useful to prove that all maximal solutions to a hybrid system are complete, which means that their domains are unbounded, and thus they do not cease to exist. To this end, it is necessary to prove that items pbq and pcq cannot occur for the specific hybrid system in consideration. In particular, item pbq considers the case where the domain of a solution is bounded and ends with flow, in the sense that, there exists a time t P I J , where J is the discrete-time supremum of the domain of the solution, such that the solution is in the border of the flow set and it is not in the jump set , and the flow map is pointing outside the flow set. As a result, the hybrid solution can neither flow or jump, and thus it is not complete since its domain is bounded. One the other hand, item pcq considers the case where there exists a solution whose domain is bounded and ends with a jump. This occurs when the hybrid solution jumps outside Y , and thus it can neither flow or jump. We now provide an additional result, which is an adaptation of [103, Lemma 5] to hybrid system with continuous-time inputs (2.72). The next Lemma is needed to prove the results in Chapter 5.

Lemma 2.1. Consider system (2.72) with closed. For any solution q with input u P , for any pt, jq P dom q with I j :" tt : pt, jq P dom qu non-empty, d d t qpt, jq P tF pqpt, jq, uptqqu X T pqpt, jqq holds for almost all t P I j .

Proof. The proof follows similar lines as [103, proof of Lemma 5]. Let q be solution to (2.72) for input u P and let j P ě0 be such that pt, jq P dom q and I j is non-empty. Then, since q is a solution to (2.72) and the flow set is closed, for all t P int I j , qpt, jq for all j P ě0 and almost all t P I j . ■

Zeno phenomenon and dwell-time

As explained in Definition 2.10, a solution x to a hybrid dynamical system can be Zeno. This occurs when it is complete and sup t dom x ă `8, namely, when the continuous-time part of the hybrid time domain of the solution is finite. Note that this does not imply that the solution is discrete or eventually discrete. Indeed, the case where a solution exhibits an infinite number of jumps and, as j grows, the continuous-time interval between jumps is converges to zero, but it is not zero, and thus sup t dom x " t ă `8, is a Zeno solution, which is not eventually discrete. Roughly speaking, a solution to an hybrid system is a Zeno solution when, after a certain hybrid time, either there is no continuous-time between any two consecutive jumps (eventually discrete case), or this continuoustime interval between two jumps is vanishing as j goes to `8. Zeno solutions that are not eventually discrete can be referred as genuinely Zeno, while complete and eventually discrete solutions can be denoted as instantaneously Zeno.

When designing a hybrid system, it is common to wish to exclude this possible Zeno behaviour, and thus design the hybrid system in such a way that none of its solutions is a Zeno solution. Indeed, it is often desired that the continuous-time evolution of the solutions is not bounded for physical implementation. In the thesis we will prove that the Zeno phenomenon is excluded for the two considered problems and we will explain why this is important for these specific estimation scenarios.

One option to rule out the Zeno phenomenon is to design an hybrid system for which any possible solution has a dwell-time or, at least, an average dwell-time, as defined next.

Definition 2.11. A solution x to for a given input u P has a

dwell-time τ, if, for any pt, iq, ps, jq P dom x with t `s ď i `j, we have j ´i ď s ´t τ `1.

average dwell-time τ ‹ if, there exists N 0 P ą0 such that for any pt 1 , i 1 q, ps 1 , j 1 q P dom x, we have

j 1 ´i1 ď s 1 ´t1 τ ‹ `N0 .
In other words, given a solution x to for a given input u P , we can define the jump times as 0 " t 0 ď t 1 ď ¨¨¨ď t j`1 " t satisfy dom q X pr0, ts ˆt0, 1, . . . , juq "

j ď i"0 rt i , t i`1 s ˆtiu.
Then, Definition 2.11 implies that, if a solution x to an hybrid system has a dwell-time τ, then, t i`1 ´ti ě τ for all i P t1, 2, . . . , ju. Similarly, if t i`1 ´ti ě τ holds only on average (not necessary for all i P t1, 2, . . . , ju), namely, t i`N 0 ´ti ě τ ‹ N 0 for all i P t1, 2, . . . , j ´N0 u, then the solution x has an average dwell-time. Note that, the average dwell-time is a weaker property than the dwell-time, indeed a solution to a hybrid system that has a dwell-time property, guarantees also an average dwell-time property, where N 0 " 1, but the opposite is not necessary true. However, the average dwell-time property is enough to guarantee that the Zeno phenomenon is ruled out. Indeed, if a solution has an average dwell-time τ ‹ , then, it cannot produce an infinite number of jumps in a finite continuous-time interval.

Stability property

Stability properties are fundamental properties of dynamical systems, since they provide information about the solution behaviours and they guarantee that the trajectories converge to a specific attractor and do not diverge. In particular, as we have seen in Section 2.2.2, in an estimation problem, stability guarantees are useful to prove that the estimation error, namely the difference between the real state and the state estimate produced by the observer, is converging to the origin, or at least to its neighborhood.

In this section we formalize the stability property we will ensure for the hybrid systems in this thesis. In particular, we first define a global two-measure flow input-to-state stability property for system (2.72) and provide a Lyapunov characterization, which is useful to prove the property. After that, we consider a parameterized version of system (2.72) and we describe the concept of global practical two-measure flow input-to-state stability property, together with its Lyapunov characterization. More general stability definitions exist in the literature, but we focus only on a general enough definition to embed the stability results we will prove in the next chapters. The material in this section is inspired by [START_REF] Goebel | Hybrid Dynamical Systems: Modeling, Stability, and Robustness[END_REF][START_REF] Cai | Smooth Lyapunov functions for hybrid systems-part I: Existence is equivalent to robustness[END_REF][START_REF] Teel | A smooth Lyapunov function from a class-estimate involving two positive semidefinite functions[END_REF][START_REF] Kellett | Variants of two-measure input-to-state stability[END_REF].

Definition 2.12. System (2.72) is uniformly globally two-measure flow input-to-state stable2 if there exist β P , γ P 8 and two continuous functions ω i : n x Ñ ě0 , i P t1, 2u, such that, for any input u P , any corresponding solution x to (2.72), for all pt, jq P dom x, satisfies ω 1 pxpt, jqq ďβpω 2 pxp0, 0qq, tq `γp}u} r0,ts q.

(2.77)

In addition, in case (2.77) is satisfied with ω 1 pxq " ω 2 pxq " |x| , for all x P n x , where Ď n x is a given closed set and |x| denotes the distance of x to the set , then, the set is said to be uniformly globally flow input-to-state stable. Moreover, if uptq " 0 for all t P ě0 , then the set is said to be uniformly globally flow asymptotically stable and if, in addition, β P is exponential, then the set is uniformly globally flow exponentially stable. □

The next Lyapunov theorem can be used to establish the stability property stated in Definition 2.12. In the event-triggered part of this thesis (Chapters 3 and 4), due to the proposed event-triggering rule, the considered hybrid system is a parameterized hybrid system, where a design parameter ϵ P ą0 influences the flow and jump sets. In general, in a parameterized hybrid system with continuoustime inputs, not only the sets, but also the flow and jump maps may depend on the design parameter ϵ P ą0 , as described next.

:

# 9 x " F ϵ px, uq, px, uq P ϵ , x `P G ϵ px, uq, px, uq P ϵ . (2.81)
In this case, the notion of stability depends also on the design parameter ϵ P ą0 and the stability concept in Definition 2.12 can be generalized by a uniform global practical two-measure stability property, which is now defined.

Definition 2.13. System (2.81) is uniformly globally practically two-measure flow input-to-state stable if there exist β P , γ 1 , γ 2 P 8 and two continuous functions ω i : n x Ñ ě0 , i P t1, 2u, such that, for any υ ą 0 there exists ϵ ‹ P ą0 such that, for all ϵ P r0, ϵ ‹ q and any input u P , any corresponding solution x to (2.81), for all pt, jq P dom x, satisfies ω 1 pxpt, jqq ďβpω 2 pxp0, 0qq, tq `γ1 pυq `γ2 p}u} r0,ts q.

(2.82)

In addition, if (2.82) is satisfied with ω 1 pxq " ω 2 pxq " |x| , for all x P n x , where Ď n x is a given closed set, then, the set is said to be uniformly globally practically flow input-to-state stable.

Moreover, if uptq " 0 for all t P ě0 , then the set is said to be uniformly globally practically flow 

asymptotically

Conclusions

In this chapter we have presented some preliminaries, which are used in the remaining of the thesis. In particular, first some mathematical definitions were given. After that, we have described the class of systems and observers considered in this thesis, together with the input-to-state stability property definition and Lyapunov characterization. We have also shown some examples of observer design techniques that will be considered in this manuscript. Finally, we have presented the hybrid system with continuous-time inputs framework we will use in this thesis, together with the needed notions of solutions, dwell-time and stability properties.

The concepts provided in this chapter form the basis and the starting point for the results we will present in the next chapters. Abstract -We present an event-triggered observer design for linear time-invariant systems, where the measured output is sent to the observer only when a triggering condition is satisfied. We proceed by emulation and we first construct a continuous-time Luenberger observer. We then propose a dynamic rule to trigger transmissions, which only depends on the plant output and an auxiliary scalar state variable. The overall system is modeled as a hybrid system, for which a jump corresponds to an output transmission. We show that the proposed event-triggered observer guarantees global practical asymptotic stability for the estimation error dynamics. Moreover, under mild boundedness conditions on the plant state and its input, we prove that there exists a uniform strictly positive minimum inter-event time between any two consecutive transmissions, guaranteeing that the system does not exhibit Zeno solutions.

Finally, the proposed approach is applied to a numerical case study of a lithium-ion battery, described by an electrical circuit equivalent model.

Introduction

While digital networks exhibit a range of benefits for control applications in terms of ease of installation, maintenance and reduced weight and volume, they also require adapted control theoretical tools to cope with the induced communication constraints (e.g., sampling, delays, packet drops, scheduling, quantization), see e.g., [START_REF] Hespanha | A survey of recent results in networked control systems[END_REF][START_REF] Heemels | Stability and stabilization of networked control systems[END_REF]. In this chapter, we concentrate on the state estimation of linear time-invariant systems over a digital channel and we focus on the effect of sampling.

In particular, we consider state estimation where the plant is linear and communicates its measured output over a digital network to a remote observer, whose goal is to estimate the plant state. The transmission policy then has an impact on the convergence speed, the robustness of the estimator, as well as on the amount of communication resources required. An option is to generate the transmission instants based on time, in which case we talk of time-triggered strategies for which various results are available in the literature, see, e.g., [START_REF] Dačić | Observer design for wired linear networked control systems using matrix inequalities[END_REF][START_REF] Postoyan | A framework for the observer design for networked control systems[END_REF][START_REF] Li | Robust distributed estimation for linear systems under intermittent information[END_REF][START_REF] Ferrante | State estimation of linear systems in the presence of sporadic measurements[END_REF][START_REF] Mazenc | Design of continuous-discrete observers for timevarying nonlinear systems[END_REF]. However, this paradigm may generate (significantly) more transmissions over the network than necessary to fulfill the estimation task, thereby leading to a waste of the network resources. As a potential and promising solution, one can use event-triggered transmissions to overcome this drawback, see e.g., [START_REF] Heemels | An introduction to event-triggered and self-triggered control[END_REF] and the references therein.

In this case, an event-based triggering rule monitors the plant measurement and/or the observer state and decides when an output transmission is needed. In this way, it is possible to reduce the number of transmissions over the network, while still ensuring good estimation performance.

Various event-triggered techniques are available in the literature for estimation, see, e.g., [START_REF] Scheres | Event-triggered state estimation with multiple noisy sensor nodes[END_REF][START_REF] Li | Event-triggered state estimation in vector linear processes[END_REF][START_REF] Shi | Event-triggered maximum likelihood state estimation[END_REF][START_REF] Li | Performance and average sampling period of sub-optimal triggering event in event triggered state estimation[END_REF][START_REF] Trimpe | Stability analysis of distributed event-based state estimation[END_REF][START_REF] Yu | On stochastic and deterministic event-based state estimation[END_REF][START_REF] Song | Event-triggered observer design for output-sampled systems[END_REF][START_REF] Shi | Event-based state estimation of linear dynamic systems with unknown exogenous inputs[END_REF][START_REF] Huang | Robust event-triggered state estimation: A risk-sensitive approach[END_REF][START_REF] Sijs | Event based state estimation with time synchronous updates[END_REF][START_REF] Hu | Event-triggered recursive state estimation for dynamical networks under randomly switching topologies and multiple missing measurements[END_REF][START_REF] Etienne | Periodic event-triggered observation and control for nonlinear Lipschitz systems using impulsive observers[END_REF][START_REF] Etienne | Event-triggered observation of nonlinear Lipschitz systems via impulsive observers[END_REF][START_REF] Etienne | Asynchronous event-triggered observation and control of linear systems via impulsive observers[END_REF][START_REF] Tong | Finite-time state estimation for nonlinear systems based on event-triggered mechanism[END_REF][START_REF] Niu | Dynamic event-triggered state estimation for continuous-time polynomial nonlinear systems with external disturbances[END_REF]. Numerous papers propose to implement a copy of the observer within the sensor and then use its information to define the transmission instants, see e.g., [START_REF] Scheres | Event-triggered state estimation with multiple noisy sensor nodes[END_REF][START_REF] Li | Event-triggered state estimation in vector linear processes[END_REF][START_REF] Shi | Event-triggered maximum likelihood state estimation[END_REF][START_REF] Li | Performance and average sampling period of sub-optimal triggering event in event triggered state estimation[END_REF][START_REF] Trimpe | Stability analysis of distributed event-based state estimation[END_REF][START_REF] Yu | On stochastic and deterministic event-based state estimation[END_REF][START_REF] Song | Event-triggered observer design for output-sampled systems[END_REF]. A possible drawback with this technique is that it may require significant computation capabilities on the sensors, which may be unavailable, especially in the case of large-scale systems, or highly nonlinear dynamics. An alternative is offered by self-triggering policies, see e.g., [START_REF] Andrieu | Self-triggered continuous-discrete observer with updated sampling period[END_REF][START_REF] Rabehi | Finite-gain event-triggered interval observers design for continuous-time linear systems[END_REF], where the observer requests a new output measurement when it needs it to perform the estimation. In this case, the plant output is not continuously monitored. Moreover, self-triggering rules typically generate more transmissions than event-triggered ones. Another solution is to follow an event-triggered strategy, which is only based on a static condition involving the measured output and its past transmitted value(s) see, e.g., [START_REF] Shi | Event-based state estimation of linear dynamic systems with unknown exogenous inputs[END_REF][START_REF] Huang | Robust event-triggered state estimation: A risk-sensitive approach[END_REF][START_REF] Sijs | Event based state estimation with time synchronous updates[END_REF][START_REF] Hu | Event-triggered recursive state estimation for dynamical networks under randomly switching topologies and multiple missing measurements[END_REF][START_REF] Etienne | Periodic event-triggered observation and control for nonlinear Lipschitz systems using impulsive observers[END_REF][START_REF] Etienne | Event-triggered observation of nonlinear Lipschitz systems via impulsive observers[END_REF][START_REF] Etienne | Asynchronous event-triggered observation and control of linear systems via impulsive observers[END_REF][START_REF] Tong | Finite-time state estimation for nonlinear systems based on event-triggered mechanism[END_REF]. Consequently, it is not necessary to implement a copy of the observer in the sensors and thus the sensors are not required to have significant computation capabilities. However, such static triggering rules may generate a lot of transmissions.

In this chapter, we adopt a dynamic event-triggered approach based only on the measured output and the last transmitted output value. This strategy keeps monitoring the plant output, and thereby may lead to less transmissions compared to a self-triggering approach. Moreover, it does not require a copy of the observer, which simplifies the implementation and requires less computation capability on the sensor. In particular, we present an event-triggered observer for deterministic linear timeinvariant continuous-time systems, where the main novelty is the design of a new triggering rule, which involves an auxiliary scalar variable, that has several benefits as explained in the sequel. Our design consists in following an emulation-based approach in the sense that we first design a Luen-berger observer for the continuous-time plant ignoring the packet based nature of communication network. Secondly, we take into account the latter and develop a triggering rule to approximately preserve the original properties of the observer. As already stated, we desire the triggering rule not to rely on a copy of the observer, which might be computational prohibitive. Instead, we only require the sensors to have enough computation resources to run a simple scalar linear filter. To be precise, the proposed policy is inspired by dynamic triggering rules used in the event-triggered control literature [START_REF] Girard | Dynamic triggering mechanisms for event-triggered control[END_REF][START_REF] Tanwani | On using norm estimators for event-triggered control with dynamic output feedback[END_REF][START_REF] Tabuada | Event-triggered real-time scheduling of stabilizing control tasks[END_REF][START_REF] Tarbouriech | LMI-based design of dynamic event-triggering mechanism for linear systems[END_REF] and in [START_REF] Rabehi | Finite-gain event-triggered interval observers design for continuous-time linear systems[END_REF], where self-triggered interval observers are designed. In particular, our strategy consists in filtering an absolute threshold strategy, as opposed to the relative threshold technique as done in the context of control in [START_REF] Girard | Dynamic triggering mechanisms for event-triggered control[END_REF][START_REF] Tanwani | On using norm estimators for event-triggered control with dynamic output feedback[END_REF][START_REF] Tabuada | Event-triggered real-time scheduling of stabilizing control tasks[END_REF]. Indeed, the latter cannot be implemented for estimation, as we recall in Section 3.3.1, which motivates our choice. Also, we cover the absolute threshold strategy considered in [START_REF] Etienne | Periodic event-triggered observation and control for nonlinear Lipschitz systems using impulsive observers[END_REF][START_REF] Etienne | Event-triggered observation of nonlinear Lipschitz systems via impulsive observers[END_REF][START_REF] Etienne | Asynchronous event-triggered observation and control of linear systems via impulsive observers[END_REF] as a special case. Compared to [START_REF] Shi | Event-based state estimation of linear dynamic systems with unknown exogenous inputs[END_REF][START_REF] Huang | Robust event-triggered state estimation: A risk-sensitive approach[END_REF][START_REF] Sijs | Event based state estimation with time synchronous updates[END_REF][START_REF] Hu | Event-triggered recursive state estimation for dynamical networks under randomly switching topologies and multiple missing measurements[END_REF], we do not consider a stochastic setting and discrete-time plants, but deterministic continuous-time systems, which raise the issue of potential Zeno phenomena. The triggering rule presented in this work aims to reduce the number of transmissions over the digital network, while still guaranteeing good estimation performance. We guarantee the existence of a strictly positive bound on the inter-event times as well as the absence of sampling when the output remains in a small neighborhood of a constant and therefore its information is not needed to the observer to obtain a good estimation, which is an advantage against time-triggered strategies. We show on an example that the addition of the scalar auxiliary variable can significantly reduce the number of transmissions compared to an absolute threshold rule, thereby providing a strong motivation for its use.

To analyze the proposed event-triggered observer, the overall plant-observer interconnection is modeled as a hybrid system using the formalism of [START_REF] Goebel | Hybrid Dynamical Systems: Modeling, Stability, and Robustness[END_REF], where a jump corresponds to an output transmission. We show that the estimation error system satisfies a global practical stability property.

The latter is not asymptotic in general mostly because we do not implement a copy of the observer in the triggering mechanism. Moreover, the existence of a strictly positive minimum inter-event time is ensured under mild boundedness conditions on the plant state and its input. Finally, we apply the proposed approach in a numerical case study of a lithium-ion battery as mentioned above, for which the number of transmissions can be significantly reduced compared to an absolute threshold strategy, while still ensuring good estimation performance. Various event-triggered observer-based control strategies are available in the literature, such as e.g., [START_REF] Tanwani | On using norm estimators for event-triggered control with dynamic output feedback[END_REF][START_REF] Abdelrahim | Robust event-triggered output feedback controllers for nonlinear systems[END_REF][START_REF] Dolk | Output-based and decentralized dynamic event-triggered control with guaranteed p -gain performance and Zeno-freeness[END_REF][START_REF] Liu | Event-based control of nonlinear systems with partial state and output feedback[END_REF]. Nevertheless, these do not cover event-triggered estimation as a particular case, as significant technical difficulties arise, in particular in ruling out Zeno phenomenon, when the plant state is not required to converge towards a given attractor.

The chapter is organized as follows. The model and the problem statement are presented in Section 3.2. The proposed triggering rule is given in Section 3.3, where we model the system as a hybrid system. In Section 3.4, we analyze the obtained estimation error as well as the inter-event times. The numerical case study is reported in Section 3.5. Finally, Section 3.6 concludes the chapter.
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Problem statement

Consider the linear system 9

x " Ax `Bu

y " C x, (3.1) 
where x P n x is the state, u P n u is a known input, and y P n y is the measured output with n x , n y P ą0 and n u P ě0 . The input u in (3.1) is such that u P for some set Ď n u . The pair pA, Cq is assumed to be detectable. Hence, by letting L P n x ˆny be any matrix such that A ´LC is Hurwitz, we can design a Luenberger observer [START_REF] Luenberger | Observers for multivariable systems[END_REF] of the form 9

x " Ax `Bu `Lp y ´ŷq

ŷ " C x, (3.2) 
where x P n x is the state estimate. Observer (3.2), when it has access to input u and measured output y continuously, guarantees that we are able to asymptotically reconstruct the state x of the plant, implying that lim tÑ8 pxptq ´xptqq " 0 for any initial condition to (3.1) and (3.2) and any input u. In this work, we investigate the scenario where the plant measurement y is transmitted to observer (3.2) via a digital channel, see Figure 3.1, and therefore only samples of y are available to the observer. Moreover, since the output is sent via a packet-based network, we want to sporadically transmit it, while still achieving good estimation properties. Therefore, our goal is to design a triggering rule to decide when y needs to be transmitted to observer (3.2), with the mentioned properties. We assume for this purpose that the sensor is "smart" in the sense that it can run a local one-dimensional dynamical system. We also adopt the following assumption. Assumption 3.1. The observer has access to the input u continuously. □ Assumption 3.1 is a reasonable assumption in many control applications, such as, for example, when the control input is generated on the observer side. This assumption is relaxed in Section 4.6.3 in the next chapter, where a more general setting is considered.

In this setting, the observer does not know y but only its sampled version ȳ, which is generated with a zero-order-hold device between two successive transmission instants, i.e., in terms of the hybrid systems notation of Chapter 2,

9 ȳ " 0 (3.3)
and, when a transmission occurs the output is sampled, considering an ideal sampler, ȳ`" y.

(3.4)

The observer equations in (3.2) are then modified to become

9 x " Ax `Bu `Lp ȳ ´ŷq ŷ " C x. (3.5)
Defining the sampling-induced error e :" ȳ ´y, we obtain 9

x " Ax `Bu `Lp y ´ŷ `eq.

(3.6)

The sampling-induced error e dynamics between two successive transmission instants is, in view of (3.1) and (3.3), 9 e " 9 ȳ ´9 y " ´9 y " ´C 9

x " ´CAx ´C Bu, (

and, at each transmission instant we have e `" 0, (3.8) in view of (3.4). Let ξ :" x ´x P n x be the state estimation error. Its dynamics is, between two successive transmission instants, in view of (3.1) and (3.6),

9

ξ " pA ´LCqξ ´Le (3.9) and, at each transmission instant, ξ `" ξ.

(3.10)

Our objective is to define a triggering rule, which ensures global practical asymptotic stability of estimation error dynamics and guarantees the existence of a positive minimum inter-event time between two consecutive transmissions.

Remark 3.1. When the system output is of the form y " C x `Du `d, where d is measured or is a known constant, we can generate a new output z " C x by using the knowledge of d, the measured output y and the input u, which is available thanks to Assumption 3.1. The system then becomes of the form of (3.1) again. We will exploit this observation in the example of Section 3.5. □

Triggering rule and hybrid model 3.3.1 Relative threshold is not suitable for estimation

We first note that the general event-triggered control solutions for stabilization may not be (directly) used for the estimation problem at hand. We illustrate this with the relative threshold technique developed for control in [START_REF] Tabuada | Event-triggered real-time scheduling of stabilizing control tasks[END_REF] to define the triggering rule. To see this, note that since A ´LC is Hurwitz, we can define,

V pξq :" ξ J Pξ, @ξ P n x , (3.11) 
where P P n x ˆnx is symmetric, positive definite and verifies pA´LCq J P `PpA´LCq " ´Q for some Q P n x ˆnx symmetric and positive definite. Then, for any ξ P n x and e P n y , x∇V pξq, pA ´LCqξ ´Ley ď ´αV pξq `γ|e| 2 , (3.12)

where α :" λ min pQq λ max pPq p1 ´cq ą 0, γ :" }P L} 2 cλ min pQq ą 0 and c P p0, 1q a design parameter. We might then be tempted, in line with the design philosophy of [START_REF] Tabuada | Event-triggered real-time scheduling of stabilizing control tasks[END_REF], to define the triggering rule as

γ|e| 2 ď ςαV pξq, (3.13) 
with ς P p0, 1q, which implies x∇V pξq, pA ´LCqξ ´Ley ď ´p1 ´ςqαV pξq (3.14) and thus that V strictly decreases along the solutions to (3.9). However, (3.13) cannot be implemented because the estimation error ξ is not available for the triggering rule, as it depends on the unknown state x and on the state estimate x.

Dynamic triggering rule

To overcome the issue presented in Section 3.3.1, we introduce a scalar auxiliary variable η, whose equations during flows and jumps are

9 η " ´c1 η `c2 |e| 2 , η `" c 3 η, ( 3.15) 
where c 1 ą 0, c 2 ě 0 and c 3 P r0, 1s are design parameters, that will be selected later according to for which a jump corresponds to a transmission of the current value of y to the observer. The triggering rule is implemented through the flow and jump sets, and , which are defined as

:" ␣ q P n q : γ|e| 2 ď σc 1 η `ϵ, η ě 0 ( (3.17a) 
:"

␣ q P n q : γ|e| 2 ě σc 1 η `ϵ, η ě 0 ( , (3.17b) 
where q is the overall state, defined as q :" px, ξ, e, ηq P n q " n x ˆ n x ˆ n y ˆ , with n q :" 2n x `ny `1. Constant γ in (3.17) comes from (3.12), σ ě 0 is a design parameter and ϵ is a strictly positive constant needed to avoid the Zeno phenomenon 3 . Indeed, we will prove in the sequel that there exists a minimum inter-event time between two consecutive jumps under mild extra conditions whenever ϵ ą 0. Sets and in (3.17a)-(3.17b) essentially mean that a transmission is triggered whenever γ|e| 2 ě σc 1 η `ϵ, see Figure 3.1. The condition that η ě 0 in (3.17) never generates a transmission as it is always true whenever η is initialized with a non-negative value. It is thus only specified in (3.17) to emphasize that η only takes non-negative values. It is worth noting that, when σ " 0, the triggering rule proposed in (3.17) corresponds to an absolute threshold triggering rule, as in, e.g., [START_REF] Etienne | Periodic event-triggered observation and control for nonlinear Lipschitz systems using impulsive observers[END_REF][START_REF] Etienne | Event-triggered observation of nonlinear Lipschitz systems via impulsive observers[END_REF][START_REF] Etienne | Asynchronous event-triggered observation and control of linear systems via impulsive observers[END_REF].

For the sake of convenience we write system (3.16)-(3.17) as 9 q " F pq, uq, q P q `" Gpqq, q P .

(3.18)

We are ready to proceed with the analysis of system (3.18).

Main result

Stability

The next theorem explains how to select the design parameters c 1 , c 2 , c 3 and σ in (3.18) in order to guarantee that the observer (3.2) is able to globally practically estimate the state x of system (3.1) in the configuration explained in Section 3.2, in which the measured outputs are not available at all times but only when the triggering rule enables transmissions.

Theorem 3.1 (Global practical stability property). Consider system (3.18), for any ᾱ P p0, αs, where α comes from (3.12), and any ν ą 0, select c 1 , c 2 , c 3 , σ and ϵ as follows.

(i) c 2 P r0, c ‹ 2 s and σ P r0, σ ‹ s, where c ‹ 2 ě 0 and σ ‹ ą 0 are such that σ ‹ c ‹ 2 ă γ, where γ comes from (3.12).

(ii) c 1 ě c ‹ 1 , where c ‹ 1 ą 0 is such that c ‹ 1 ą ᾱ´1 ´σ‹ c ‹ 2 γ ¯´1 .
(iii) c 3 P r0, 1s.

(iv

) ϵ P p0, ϵ ‹ s, where ϵ ‹ " ν ᾱγpγ `c‹ 2 dq ´1 with d :" σ ‹ ´1 ´σ‹ c ‹ 2 γ ´ᾱ c ‹ 1 ¯´1 ą 0.
Then, for any input u P , any solution q satisfies, for all pt, jq P dom q, V pξpt, jqq `dηpt, jq ď e ´ᾱt pV pξp0, 0qq `dηp0, 0qq `ν,

with V defined in (3.11). □

Proof. Let all conditions of Theorem 3.1 hold. We consider the Lyapunov function candidate

Upqq " V pξq `dη, (3.20) 
for any q P n q , where V is defined in (3.11) and d is defined in item (iv) of Theorem 3.1; note that d ą 0 in view of items (i) and (ii) of Theorem 3.1.

We first show that the function U is positive definite and radially unbounded, i.e., there exist α U , α U P 8 such that

α U p|pξ, ηq|q ď Upqq ď α U p|pξ, ηq|q, (3.21) 
for any q P n q . For this purpose, recall that V pξq " ξ J Pξ with P is symmetric and positive definite, which implies

λ min pPq|ξ| 2 ď V pξq ď λ max pPq|ξ| 2 . (3.22)
As a result, using the definition of U and recalling that d ą 0 and η ě 0, we obtain

λ min pPq|ξ| 2 `dη ď Upqq ď λ max pPq|ξ| 2 `dη. (3.23)
We first prove the upper-bound in (3.21). Since |ξ| ď |pξ, ηq| and η ď |pξ, ηq|, we have

Upqq ď λ max pPq|ξ| 2 `dη ď λ max pPq|pξ, ηq| 2 `d|pξ, ηq| ": α U p|pξ, ηq|q, (3.24) 
where α U psq :" λ max pPqs 2 `ds, for all s ě 0. On the other hand, by applying [114, Lemma 4],

and recalling that |ξ| `η ě |pξ, ηq|, we have

Upqq ě λ min pPq|ξ| 2 `dη ě α U p|ξ| `ηq ": α U p|pξ, ηq|q, (3.25) 
where α U psq :" min ˆλmin pPq|s| 2 2 , ds 2 ˙, for all s ě 0.

Let q P and u P , in view of (3.12) and (3.16),

x∇Upqq, F pq, uqy " x∇V pξq, pA ´LCqξ ´Ley `dp´c 1 η `c2 |e| 2 q ď ´αV pξq `γ|e| 2 `dp´c 1 η `c2 |e| 2 q " ´αV pξq ´c1 dη `pγ `c2 dq|e| 2 .

(3.26)

Since q P , we have γ|e| 2 ď σc 1 η `ϵ, which is equivalent to |e| 2 ď σc 1 γ η `ϵ γ as γ ą 0. Hence, the next inequalities hold x∇Upqq, F pq, uqy ď ´αV pξq ´c1 dη `pγ `c2 dq Indeed, when min

´σc 1 γ η `ϵ γ " ´αV pξq ´c1 dη `pγ `c2 dq σc 1 γ η `1 γ pγ `c2 dqϵ " ´αV pξq ´c1 ´1 ´σ d ´σ γ c 2 ¯dη `1 γ pγ `c2 dqϵ ď ´min ! α, c 1 ´1 ´σ d ´σ γ c 2 ¯)Upzq `1 γ pγ `c2 dqϵ.
! α, c 1 ´1 ´σ d ´σ γ c 2 ¯) " α, then ´min ! α, c 1 ´1 ´σ d ´σ γ c 2 ¯) " ´α ď ´ᾱ.
Conversely, when min

! α, c 1 ´1 ´σ d ´σ γ c 2 ¯) " c 1 ´1 ´σ d ´σ γ c 2 ¯
, which is strictly positive due to the definition of d in item (iv) of Theorem 3.1, σ and c 2 , we have

´c1 ´1 ´σ d ´σ γ c 2 ¯ď ´c‹ 1 ´1 ´σ d ´σ γ c 2 ď ´c‹ 1 ´1 ´σ‹ d ´σ‹ γ c ‹ 2 ¯(3.29) and since d " σ ‹ ´1 ´σ‹ c ‹ 2 γ ´ᾱ c ‹ 1 ¯´1
, we obtain

´c1 ´1 ´σ d ´σ γ c 2 ¯ď ´c‹ 1 ´1 ´σ‹ d ´σ‹ γ c ‹ 2 ¯" ´ᾱ. (3.30)
Hence, (3.28) holds and since

ϵ ď ϵ ‹ " ν ᾱγpγ `c‹ 2 dq ´1 and c 2 ď c ‹ 2 , x∇Upqq, F pq, uqy ď ´ᾱUpqq `1 γ pγ `c2 dqϵ ď ´ᾱUpqq `1 γ pγ `c‹ 2 dqϵ ‹
" ´ᾱUpqq `ᾱν.

(3.31)

Let q in , in view of (3.16) and since c 3 P r0, 1s,

UpGpqqq " V pξq `dc 3 η ď V pξq `dη " Upqq. (3.32)
We now follow similar steps as in [31, proof of Theorem 3.18] to show that (3.19) holds.

Let u P and q be a solution to system (3.18). Pick any pt, jq P dom q and let 0 " t 0 ď t 1 ď ¨¨¨ď t j`1 " t satisfy dom q X pr0, ts ˆt0, 1, . . . , juq " Applying the comparison principle [85, Lemma 3.4], we obtain, for all ps, iq P dom q, Upqps, iqq ď e ´ᾱps´t i q Upqpt i , iqq `ᾱν

j ď i"0 rt i , t i
ż s t i e ´ᾱps´τq dτ " e ´ᾱps´t i q Upqpt i , iqq `ᾱν 1 ᾱ r1 ´e´ᾱps´t i q s. (3.34)
Thus,

Upqpt i`1 , iqq ď e ´ᾱpt i`1 ´ti q Upqpt i , iqq `ν ´νe ´ᾱpt i`1 ´ti q (3.35)
for all i P t0, . . . , ju. Similarly, for each i P t1, . . . , ju, qpt i , i ´1q P . From (3.32), we obtain Upqpt i , iqq ´Upqpt i , i ´1qq ď 0 @i P t1, . . . , ju.

(3.36)

From (3.34), (3.35) and (3.36), we can deduce that for any pt, jq P dom q, Upqpt, jqq ď e ´ᾱt Upqp0, 0qq `ν ´νe ´ᾱt ď e ´ᾱt Upqp0, 0qq `ν.

(3.37)

On the other hand, from (3.20), we have

Upqpt, jqq ď e ´ᾱt Upqp0, 0qq `ν " e ´ᾱt rV pξp0, 0qq `dηp0, 0qqs `ν, (3.38) 
which concludes the proof as Upqpt, jqq " V pξpt, jqq `dηpt, jq. ■

It is important to note that, in absence of a digital network between the plant and the observer (i.e., when e " 0), we have from (3.12) that for any solution ξ to 9 ξ " pA ´LCqξ,

V pξptqq ď e ´αt V pξp0qq (3.39) 
for all t ě 0. In view of (3.19), and as d ą 0, for any solution q to (3.18) with input u P , since η takes non-negative values in view of (3.17a)-(3.17b), V pξpt, jqq ď e ´ᾱt pV pξp0, 0qq `dηp0, 0qq `ν.

(3.40)

Hence, we guarantee a convergence rate ᾱ P p0, αs of V along the ξ-component of the solution to (3.18), which can be equal to α. We also have ν in (3.19), which is an ultimate bound of the estimation error, that is tuneable and can thus be made arbitrarily small (by selecting ϵ small mainly)

irrespective of the chosen convergence rate at the price of more frequent transmissions in general.

Property (3.19) also ensures that the auxiliary variable η is bounded and converges to a neighborhood of the origin.

In Theorem 3.1, we first fix a convergence rate ᾱ and a guaranteed ultimate bound ν for V pξq dη, and then we explain how to select the design parameters to accomplish this. It is worth noting that the conditions of Theorem 3.1 can be always ensured. Indeed, we just have to select σ ‹ and c ‹ 2 sufficiently small such that σ ‹ c ‹ 2 ă γ, which is always possible, and all the other parameters can be always selected such that items (ii)-(iv) of Theorem 3.1 are verified as well. Another way to use the result of Theorem 3.1 is to select σ and c 2 such that σc 2 ă γ holds. Then, by selecting c 3 P r0, 1s and any strictly positive value for c 1 and ϵ, (3.19) holds for some strictly positive ᾱ and ν. This is how we select parameters in the example in Section 3.5.

Properties of the inter-event times

In this section we provide properties of the inter-event times. In particular, we first show the existence of a strictly positive minimum inter-event time between two consecutive transmissions under mild boundedness conditions on plant (3.1). This corresponds to the existence of a dwell-time for the solutions to (3.18), as defined in [START_REF] Goebel | Hybrid Dynamical Systems: Modeling, Stability, and Robustness[END_REF] and recalled in Section 2.3.4, see, e.g., [START_REF] Borgers | Event-separation properties of event-triggered control systems[END_REF], [START_REF] Postoyan | A framework for the event-triggered stabilization of nonlinear systems[END_REF].

From the definitions of and in (3.17a) and (3.17b), the inter-event time is lower bounded by the time that it takes for |e| 2 to grow from 0, that is the |e| 2 value after a jump according to (3.16) where ρ is an arbitrarily large positive constant. We restrict the flow and the jump sets of system (3.18) so that 9 q " F pq, uq, pq, uq P ρ :" p ˆ q X ρ q `" Gpqq, pq, uq P ρ :" p ˆ q X ρ .

(

By doing so, we therefore only consider solutions to (3.18) such that the derivative of e is bounded.

Hence, (3.19) still applies. Note that (3.41) is verified for all hybrid times when the state x and the input u are known to lie in a compact set for all positive times and the constant ρ is selected sufficiently large for instance. It is important to notice that the constraint (3.41) does not need to be implemented in the triggering rule: it is only used here for analysis purposes.

In the next theorem we prove that there exists a positive minimum inter-event time between any two consecutive transmissions for solutions to system (3.42).

Theorem 3.2 (Minimum inter-event time). Consider system (3.42), then for any input u P , any solution q has a dwell-time τ :" 1 2ρ c ϵ γ , i.e., for any ps, iq, pt, jq P dom q with s `i ď t `j, we have j ´i ď t ´s τ `1. □

Proof. Let u P and q be a solution to system (3.42). Pick any pt, jq P dom q and let 0 " t 0 ď t 1 ď ¨¨¨ď t j`1 " t satisfy dom q X pr0, ts ˆt0, 1, . . . , juq " Although this already sketches the main arguments, a complete and formal proof will be given in Chapter 4, where a more general setting is considered.

j ď i"0 rt i , t i
An additional feature of the proposed triggering rule is that it stops transmitting when the sampling-induced error |e| becomes small enough, as formalized in the next lemma.

Lemma 3.1 (Stop transmissions). Consider system (3.18), given a solution q with input u P , if there exists pt, jq P dom q such that |ept 1 , j 1 q| ă c ϵ γ for all pt 1 , j 1 q P dom q with t 1 `j1 ě t `j, then sup j dom q " j 1 ă 8. □

Proof. The condition |ept 1 , j 1 q| ă c ϵ γ for all pt 1 , j 1 q P dom q with t 1 `j1 ě t `j implies γ|ept 1 , j 1 q| 2 ă γ ϵ γ ď σc 1 η `ϵ for all pt 1 , j 1 q ě pt, jq. Thus, the triggering condition is never triggered after pt, jq, hence no jumps occur after pt, jq and j 1 " j consequently. Therefore sup j dom q " j 1 ă 8, which concludes the proof. ■

The condition on |e| in Lemma 3.1 occurs when the plant output y remains for all positive times in a small neighborhood of a constant for instance. Indeed, when the output to plant (3.1) satisfies

| yptq ´y‹ | ă 1 2
c ϵ γ for all t ě T for some T ě 0 and some constant y ‹ P n y , we have for any solution q to system (3.42) with input u P , for any pt j , jq, pt, jq P dom q with pt j , j ´1q P dom q and t j ě T , t ě t j and |ept, jq|

" | ypt j , jq ´ypt, jq| " | ypt j , jq ´y‹ `y‹ ´ypt, jq| ď | ypt j , jq ý‹ | `| y ‹ ´ypt, jq| ă 2 1 2
c ϵ γ and the condition of Lemma 3.1 holds. Moreover, it automatically starts transmitting again if that condition is no longer verified. This is a clear advantage over timetriggered strategies, where the measured output is always transmitted, which may be important in practical applications. The above condition of y of Lemma 3.1 is verified, for example, when the plant is asymptotically stable and the input u is constant, see also the example in the next section.

Note that Lemma 3.1 applies to system (3.18), and not only to system (3.42).

Numerical case study

We apply the proposed event-triggered observer to a lithium-ion battery example [START_REF] He | Comparison study on the battery models used for the energy management of batteries in electric vehicles[END_REF]. This can be relevant when the battery management system is not co-located with the battery and communicates with it via a digital network. The considered electrical equivalent circuit of the battery cell is shown in Figure 3.2. From the circuit, the following system model is derived

9 U RC " ´1 τ U RC `1 C i bat 9 SOC " ´1 Q i bat V bat " ´URC `αf SOC `βf ´Rint i bat .
(3.48)

The states U RC P and SOC P are the voltage on the RC circuit and the battery state of charge, respectively. The input i bat P is the battery current and the output V bat P is the battery voltage. Considering the temperature to be constant and equal to 25 ˝C, the following values are taken τ " 7 s, From (3.48), we see that the system output has a feedthrough term, indeed, the output equation has the following structure y " C x `Du `βf . However, since the observer has access to the input u " i bat continuously thanks to Assumption 3.1 and β f is known, we can rewrite the output equation as z " C x, as explained in Remark 3.1.

Numerical case study

R i R C i C i bat R int ¡ ¡ ¡ U RC α f SOC β f V bat
C " 2.33 ¨10 4 F, Q " 25 Ah, R int " 4 mΩ, α f " 0.
We have first simulated the event-triggered observer with σ " 500, c 1 " 1, c 2 " 50, c 3 " 1, ϵ " 1. With this choice of parameters, the condition σc 2 ă γ is satisfied. The input is given by a plug-in hybrid electric vehicle (PHEV) current profile, shown in Figure 3.3, for which the solutions to (3.48) remains in a compact set, so that |CAx `C Bu| ď ρ for ρ large enough along the solutions like in (3.41) and Theorem 3.2 applies. Figure 3.3 also provides the plots of the corresponding output, state estimation error and inter-transmission times obtained with the following initial conditions: U RC p0, 0q " 1 V, SOCp0, 0q " 100%, ξ U RC p0, 0q " 0 V, ξ SOC p0, 0q " 75%, ep0, 0q " 0 and ηp0, 0q " 10 6 . The minimum-inter event time seen in simulation is 0.227 s. It is clear that both state estimation errors practically converge to zero. Moreover, the proposed scheme stops the transmissions whenever voltage V bat tends to a constant, like in r720 s, 900 ss and r1260 s, 1500 ss, where the inter-transmission time keeps growing, which is again a clear advantage over time-triggered policies. Indeed, when the input i bat " 0, the output V bat tends to constant and no data are transmitted, as explained in Lemma 3.1. Moreover, the transmissions start again when the input becomes different from 0.

We have also analyzed the impact of the design parameters, in particular we focus on the effect of σ, c 1 and ϵ. For this purpose, we have simulated the corresponding system (3.18) with different and ξ SOC p0, 0q. The scalar variable η and the sampling induced error were always initialized as ηp0, 0q " 10 6 and ep0, 0q " 0. For each choice of parameters, we have evaluated how many transmissions occur in the time interval r0 s, 1500 ss on average as well the maximum absolute value of the state estimation errors |ξ U RC pt, jq| and |ξ SOC pt, jq| with t P r1000 s, 1500 ss averaged over all simulations. The data collected are shown in Table 3.1.

Table 3.1 shows that, in all considered configurations, the estimation error is small. Moreover, the data suggest that there is a trade-off between the number of transmissions and the estimation accuracy, as already indicated in Section 3.4. In particular, when ϵ is small, we have more transmissions, but the error is smaller. Conversely, when ϵ is large, the number of transmissions is reduced, but the estimation error increases, even if it is still reasonably small in view of the application. Moreover, Table 3.1 shows that the larger c 1 , the higher the number of transmissions required, without a big impact on the accuracy of the estimation error, except from the case when c 1 " 0.01 which produces only 10 transmissions, but the estimation error is higher. Furthermore, there is a trade-off also on the choice of σ. Indeed, the larger σ, the smaller the number of transmissions, but the larger the error. It is important to note that the last parameters choice in Table 3.1, with σ " 0, corresponds to an absolute threshold triggering rule and leads to many transmissions.

Conclusions

We have presented an event-triggered observer design for linear time-invariant systems. In order to reduce the number of transmissions over a network while still ensuring good estimation performance, we have proposed a dynamic triggering rule, implemented by a smart sensor, which decides when the measured output needs to be transmitted to the observer. Compared with other works in the literature, we do not need a copy of the observer in the sensor, but only a first order filter of the sampling-induced error, which may allow to significantly reduce the number of transmissions compared to an absolute threshold policy, while being easily implementable.We have modeled the system as a hybrid system and we have shown that the estimation error system satisfies a global practical stability property. Moreover, under mild boundeness conditions on the plant state and its input, we have proved that the system does not exhibit the Zeno phenomenon and even has a positive lower bound on the inter-event times.

In the next chapter, we extend the results to general nonlinear systems assuming the estimation error system satisfies an input-to-state stability property 4 . We will also consider a decentralized scenario, with N independent sensor nodes. The results of this chapter are based on [START_REF] Petri | Decentralized eventtriggered estimation of nonlinear systems[END_REF], whose preliminary version [START_REF] Petri | Event-triggered observer design for linear systems[END_REF] was presented in Chapter 3. 

Abstract -This chapter generalizes the results presented in

Introduction

As explained in Chapter 3, when the system and the observer are not co-located, the output measurements, obtained through a sensor, may need to be transmitted to the observer via a digital network. In this case, the transmission policy has an impact on the convergence speed, robustness of the estimator, as well as on the amount of communication resources required. In this chapter we generalize the previous results, where a centralized event-triggered observer was designed for unperturbed linear time-invariant systems. In particular, as before, we adopt a dynamic event-triggered approach based only on the measured output and the last transmitted output value, which does not require a copy of the observer in the sensor and we design a triggering rule that involves an auxiliary scalar variable. Compared to the results presented in Chapter 3, we now consider general, perturbed nonlinear systems contrary to the vast majority of event-triggered estimation works in the literature, which concentrates on specific classes of systems, see e.g., [START_REF] Li | Event-triggered state estimation in vector linear processes[END_REF][START_REF] Shi | Event-triggered maximum likelihood state estimation[END_REF][START_REF] Li | Performance and average sampling period of sub-optimal triggering event in event triggered state estimation[END_REF][START_REF] Trimpe | Stability analysis of distributed event-based state estimation[END_REF][START_REF] Yu | On stochastic and deterministic event-based state estimation[END_REF][START_REF] Song | Event-triggered observer design for output-sampled systems[END_REF][START_REF] Shi | Event-based state estimation of linear dynamic systems with unknown exogenous inputs[END_REF][START_REF] Huang | Robust event-triggered state estimation: A risk-sensitive approach[END_REF][START_REF] Sijs | Event based state estimation with time synchronous updates[END_REF][START_REF] Hu | Event-triggered recursive state estimation for dynamical networks under randomly switching topologies and multiple missing measurements[END_REF][START_REF] Etienne | Periodic event-triggered observation and control for nonlinear Lipschitz systems using impulsive observers[END_REF][START_REF] Etienne | Event-triggered observation of nonlinear Lipschitz systems via impulsive observers[END_REF][START_REF] Etienne | Asynchronous event-triggered observation and control of linear systems via impulsive observers[END_REF][START_REF] Tong | Finite-time state estimation for nonlinear systems based on event-triggered mechanism[END_REF][START_REF] Niu | Dynamic event-triggered state estimation for continuous-time polynomial nonlinear systems with external disturbances[END_REF]. In addition, the triggering strategies are now decentralized. Indeed, we consider the scenario with N sensor nodes, where each node decides independently when to transmit its local data to the observer via a digital network.

Consequently, each sensor node has its own triggering rule.

As in Chapter 3 we follow an emulation-based approach in the sense that in the first step the observer is designed ignoring the effects of the communication network. In particular, we assume that an observer has been synthesized in continuous-time in such a way that it satisfies an input-tostate stability property, in the sense of Definition 2.4. It was also shown in Chapter 2 that numerous observers design techniques of the literature satisfy this stability property, see e.g., [START_REF] Shim | Nonlinear observers robust to measurement disturbances in an ISS sense[END_REF][START_REF] Astolfi | Stubborn and dead-zone redesign for nonlinear observers and filters[END_REF] and the references therein. In the second step, we take the network into account and propose a new hybrid model using the formalism of [START_REF] Goebel | Hybrid Dynamical Systems: Modeling, Stability, and Robustness[END_REF]. We then design a dynamic triggering rule for each sensor node to approximately preserve the original properties of the observer. In particular, we ensure that the estimation error system satisfies a global practical stability property and we show that, in some particular cases, it is possible to recover the same decay rate for the Lyapunov function along solutions as in the absence of the communication network, similarly to the linear time-invariant case presented in Chapter 3. Note that, we do not guarantee an asymptotic stability property, but a practical one in general, which is a consequence of the absence of a copy of the observer in the triggering mechanism as we explain later (see Remark 4.2). As for the linear time-invariant case, we design dynamic triggering rules in the sense that they involve a local scalar auxiliary variable, which essentially filters an absolute threshold type condition, see e.g., [START_REF] Etienne | Periodic event-triggered observation and control for nonlinear Lipschitz systems using impulsive observers[END_REF][START_REF] Etienne | Event-triggered observation of nonlinear Lipschitz systems via impulsive observers[END_REF][START_REF] Etienne | Asynchronous event-triggered observation and control of linear systems via impulsive observers[END_REF][START_REF] Tong | Finite-time state estimation for nonlinear systems based on event-triggered mechanism[END_REF]. Our design of the triggering rules rely on very mild knowledge of the observer properties; only some qualitative knowledge is needed on the gains appearing in the input-to-state stability dissipativity property, which is assumed to hold for the state estimation error system, as will be explained in more detail below.

The closest work is [START_REF] Niu | Dynamic event-triggered state estimation for continuous-time polynomial nonlinear systems with external disturbances[END_REF] where a similar triggering rule is presented, but only for polynomial systems and for a centralized approach (one communication sensor node only). In contrary, our results essentially only rely on an input-to-state stability assumption of the estimation error system, which is commonly satisfied [START_REF] Astolfi | Stubborn and dead-zone redesign for nonlinear observers and filters[END_REF]. Moreover we consider the more challenging case of a decentralized set-up, we provide in-depth characterizations of the domains of the solutions and we provide various extensions for scenarios where the outputs are affected by additive noise, and where the plant input is also transmitted to the observer over the network (see Section 4.6).

The remainder of the chapter is organized as follows. The problem setting, the assumption on the observer and the problem statement are presented in Section 4.2. The proposed triggering rule and the overall hybrid system model are given in Section 4.3. In Section 4.4 we analyze the stability properties of the proposed event-triggered observer. In Section 4.5 we derive various properties of the solutions domains (completeness of maximal solutions and the existence of a minimum time between any two transmissions of each sensor node). Some generalizations and extensions are presented in Section 4.6 and a numerical case study on a flexible joint robotic arm is reported in Section 4.7.

Finally, Section 4.8 concludes the chapter.

Problem statement 4.2.1 Setting

Consider the nonlinear system 9

x " f p px, u, vq y " hpxq,

(4.1)
where x P n x is the state to be estimated by the observer, u P n u is the measured input, y P n y is the output measured by sensors, and v P n v is an unmeasured disturbance input, with n x , n y P ą0 , and n u , n v P ě0 . The inputs u and v to (4.1) are such that u P and v P for some sets Ď n u and Ď n v . The vector field f p : n x ˆ n u ˆ n v Ñ n x is locally Lipschitz in its first argument and continuous in the others and h : n x Ñ n y is continuously differentiable.

We consider the scenario where the measured output is transmitted sporadically to the observer via a digital network, see for system (4.1) is first designed ignoring the communication network. Afterwards, we will consider the network and design a triggering rule to decide when the output data need to be transmitted to the observer in order to approximately preserve its original properties. In particular, we assume the availability of a continuous-time observer for system (4.1) of the form 9 z " f o pz, u, y, ŷq,

x " ψpzq ŷ " hpxq, (

where z P n z is the observer state, with n z ě n x , x P n x is the state estimate, ŷ is the output estimate. The vector field f o : n z ˆ n u ˆ n y ˆ n y Ñ n z is continuous, and ψ : n z Ñ n x admits a right inverse ψ ´R of ψ, i.e., x " ψpψ ´Rpx qq for any x P n x . Often z " x, but this does not necessary have to be the case, like in Kalman filters, which involve extra variables that can be stacked in vector z. Observer (4.2) has a general structure and can be designed using several observer design procedures, including Luenberger-like observers and Kalman filters, see e.g., [START_REF] Astolfi | Stubborn and dead-zone redesign for nonlinear observers and filters[END_REF][START_REF] Postoyan | A framework for the observer design for networked control systems[END_REF], [7, Section IV] and the references therein. The precise assumption we make on observer (4.2) is stated later in this section. For simplicity, we do not consider in this work the case of reduced-order observers (see e.g., [START_REF] Postoyan | On emulated nonlinear reduced-order observers for networked control systems[END_REF]), but we believe that similar derivations could be developed in this scenario. We also adopt the following assumption.

Assumption 4.1. The plant and the observer have access to the input u at any time instant. □ Assumption 4.1 is reasonable in many control applications such as, for example, when the control input is jointly communicated to the observer and the plant, or when the input is generated at the observer node, which is collocated with the plant actuator node. It is worth noting that, when the plant and/or the observer do not know the input u, meaning that Assumption 4.1 is not satisfied, the input u can be included in the unknown disturbance input v in (4.1) and the results presented in the sequel apply, as long as Assumption 4.2 presented later holds. Furthermore, in the case where the input u is transmitted from the plant to the observer via a digital network, we explain in Section 4.6.3 how to define a triggering rule for u so that the forthcoming results hold mutatis mutandis.

We investigate the scenario where the output measurements of system (4.1) are transmitted to observer (4.2) via a digital channel, as depicted in Figure 4.1. In particular, we consider the setup where the sensors are grouped into N nodes, where N P t1, . . . , n y u and we write, after reordering (if necessary), y " p y 1 , . . . , y N q " ph 1 pxq, . . . , h N pxqq with y i P n y i , n y i P t1, . . . , n y u and n y 1 `. . .`n y N " n y . Each sensor node decides when its output measurement needs to be transmitted to the observer over the network, independently of the other sensor nodes. Hence, several nodes are allowed to communicate at the same time instant. Note that this is not a strong assumption.

Indeed, in practice, the sensors may use different channels to communicate over the network. On the other hand, if two or more sensors transmit their output data on the same channel at the same time instant, there could be some interference in the communication. These interferences can be modeled as additive measurement noise and we explain in Section 4.6.2 how the proposed approach can be modified to account for measurement noise.

Considering a decentralized setup allows to cover the case where the sensors are spatially distributed, such as, for example, in the case of large-scale systems where different sensors are not collocated and transmit their data independently. Moreover, compared to a centralized scenario, with the considered setup, only the sensor (or sensors) that needs to communicate transmits its data over the network, instead of the full plant output vector. As a result, the data packet size transmitted over the network can be reduced. Note that, the considered decentralized setup covers also the case with only one sensor node when N " 1, for which the results presented afterwards are new as well. In particular, the setting presented in Chapter 3 is a special case of the setup considered in this chapter,

where system (4.1) was a linear time-invariant system not affected by external disturbances (v " 0), observer (4.2) was a linear Luenberger observer and the whole output y was communicated to the observer when a transmission is triggered, i.e., N " 1.

In the setting where the output measurement of system (4.1) are transmitted sporadically to observer (4.2) via a digital network, the observer does not know y, but its networked version ȳ :" p ȳ1 , . . . , ȳN q P n y . Each ȳi P n y i , with i P t1, . . . , N u, is generated with a zero-order-hold device between two successive transmission instants, i.e., in terms of the hybrid systems notation in Chapter 2,

9 ȳi " 0 (4.3)
and, when a transmission of node i occurs the corresponding output y i is transmitted, considering an ideal sampler, hence ȳì " y i , (

otherwise, when another node generates a transmission the last received value is kept constant, i.e.

ȳì " ȳi . (4.5)

It is worth noting that the zero-order-hold is just a choice we make to generate the output sampled version ȳi for all i P t1, . . . , N u between transmission times. Other options are for example the firstorder-hold and the model-based holding function [START_REF] Lunze | A state-feedback approach to event-based control[END_REF].

Since the output y is transmitted over the network, observer (4.2) does not have access to the exact measurement output y, but only to its networked version ȳ. As a result, the observer equations in (4.2) become 9 z " f o pz, u, ȳ, ŷq,

x " ψpzq ŷ " hpxq.

(4.6)
We define the network-induced error for each sensor node e i :" ȳi ´yi P n y i , with i P t1, . . . , N u, and the concatenated vector e :" pe 1 , . . . , e N q " ȳ ´y P n y . We obtain, in view of (4. 

Problem formulation

Our goal is to design the local triggering rules to decide when each node i needs to transmit its data to observer (4.2), while approximately preserving the properties of observer (4.2) in the absence of the network as stated in Assumption 4.2. We assume for this purpose that the N sensors are sufficiently "smart" so that they have enough computation capabilities to run a local scalar filter, as detailed in the next section.

Design of the triggering rules

In the proposed architecture, each sensor node i P t1, . . . , N u has access to its local output measurement y i and its last transmitted output value ȳi . We also introduce a set of local scalar variables η i P ě0 , with i P t1, . . . , N u. The η i -dynamics is, between two successive transmissions of any node 5. Completeness of maximal solution will be ensured in Section 4.5.1

Sensor i y i

Transmit ȳi when γ i p|e i |q ě σ i α i pη i q `ϵi where " 9 η i " ´αi pη i q `ci γ i p|e i |q η ì " b i η i when node i transmits " 9 ȳi " 0, ȳì " y i when node i transmits

ETM i ȳi FIGURE 4.2 -Event triggering mechanism (ETM) of node i, i P t1, . . . , N u.
and at each transmission of node i, respectively, given by

9 η i " ´αi pη i q `ci γ i p|e i |q ": ℓ i pη i , e i q η ì " b i η i η j " η j , j P t1, . . . , N u with j ‰ i, (4.14) 
where γ i P 8 comes from Assumption 4.2, while α i P 8 , c i ě 0, b i P r0, 1s are design functions and parameters. In particular, equation (4.14) means that when node i transmits, with i P t1, . . . , N u, the corresponding η i is updated according to η ì " b i η i , while the auxiliary scalar variables η j , with j P t1, . . . , N u, j ‰ i, associated to the other sensors are not updated. The auxiliary scalar variable η i is used to define the triggering instants for sensor node i. Indeed, sensor i, with i P t1, . . . , N u, transmits its output measurement only when the condition

γ i p|e i |q ě σ i α i pη i q `ϵi (4.15)
is satisfied, where σ i ě 0 and ϵ i ą 0 are additional design parameters, as summarized in Figure 4.2.

The variables η i in (4.14), for i P t1, . . . , N u, and the triggering rule in (4.15) are inspired by the dynamic event-triggered mechanism in [START_REF] Girard | Dynamic triggering mechanisms for event-triggered control[END_REF] in the context of control. The proposed triggering rule is a filtered version of the absolute threshold triggering rule in e.g., [START_REF] Etienne | Periodic event-triggered observation and control for nonlinear Lipschitz systems using impulsive observers[END_REF][START_REF] Etienne | Event-triggered observation of nonlinear Lipschitz systems via impulsive observers[END_REF][START_REF] Etienne | Asynchronous event-triggered observation and control of linear systems via impulsive observers[END_REF][START_REF] Tong | Finite-time state estimation for nonlinear systems based on event-triggered mechanism[END_REF], which we recover by letting σ i " 0 for all i P t1, . . . , N u in (4.15). This dynamic rule is generally able to reduce the number of transmissions over the network, as illustrated on an example in Section 4.7.

The design functions and parameters α i , c i , b i , σ i and ϵ i in (4.14) and (4.15) can be selected differently for different i P t1, . . . , N u. We can therefore design them to trigger more often the transmissions of more relevant output data and less frequently the ones whose information is less important. This is an advantage of the decentralized setup compared to the case with only one sensor node, where the whole output is transmitted at every triggering instant.

Note that the parameter ϵ i is essential to avoid the Zeno phenomena. Indeed, we will show in Section 4.5.2, under mild extra conditions, that there exists a strictly positive minimum time between any two transmissions of the same sensor node, which vanishes when ϵ i " 0. We write η :" pη 1 , . . . , η N q P N ě0 and we define the overall state as q :" px, z, e, ηq P :"

n x ˆ n z ˆ n y ˆ N
ě0 and the overall input w :" pu, vq P :" ˆ . We obtain the hybrid model

# 9
q " F pq, wq, q P q `P Gpqq, q P . (

where the flow map F is defined as, for any q P and any w P , F pq, wq:" `fp px, wq, f o pz, u, hpxq, hpψpzqqq, gpx, wq, ℓpη, eq ˘, (4.17

)
where gpx, wq :" pg 1 px, wq, . . . , g N px, wqq with g i in (4.8) and ℓpη, eq :" pℓ 1 pη 1 , e 1 q, . . . , ℓ N pη N , e N qq with ℓ i in (4.14). The flow set is defined as :"

N č i"1 i (4.18a) with i :" tq P : γ i p|e i |q ď σ i α i pη i q `ϵi u , (4.18b) 
for any i P t1, . . . , N u. On the other hand, the jump set is defined as :"

N ď i"1 i (4.19a) with i :" tq P : γ i p|e i |q ě σ i α i pη i q `ϵi u , (4.19b) 
for any i P t1, . . . , N u. Sets and in (4.18)-(4. [START_REF] Trimpe | Stability analysis of distributed event-based state estimation[END_REF]) are such that a transmission is triggered whenever one of the conditions γ i p|e i |q ě σ i α i pη i q`ϵ i is satisfied by at least one sensor node, as illustrated in Figure 4.2. These conditions may be verified simultaneously by different sensor nodes. In this case, several jumps may occur immediately one after the other, with no flow in between.

The set-valued jump map G in (4.16) is defined as, for any q P , Gpqq :"

N ď i"1 G i pqq, (4.20a) 
with

G i pqq :" $ ' ' ' ' ' ' ' & ' ' ' ' ' ' ' % ¨x z Λ i e pb i pI N ´Γi q `Γi qη ‹ ‹ ‹ ‹ ' q P i H q R i , (4.20b) 
where Λ i is the block diagonal matrix of dimension n y with N blocks, where the i-th block is 0 n y i ˆny i , while all the other blocks are I n y j , for all i P t1, . . . , N u, j P t1, . . . , N u, with j ‰ i. Moreover, Γ i is the diagonal matrix of dimension N with all elements on the diagonal being equal to 1 except for the i-th element, which is 0, for i P t1, . . . , N u. The set i corresponds to the region of the state space where a triggering of node i is allowed. Indeed, a jump in (4.16) corresponds to a transmission of one current output y i to the observer. In this case x `" x, z `" z, e ì " 0, e j " e j , η ì " b i η i and η j " η j for j P t1, . . . , N u with j ‰ i. The empty set in (4.20b) essentially means that we consider the jump map G i only when its argument is in the jump set i . Indeed, in our setting, each sensor performs its output transmission, according to G i , independently of the other sensors and the transmission does not affect the other sensor nodes. However, this notation is useful because we also have to define We are ready to proceed with the design of α i , σ i , c i , ϵ i , b i in (4.14)-(4.15) and the stability analysis of system (4.16).

G i pqq when q R i in

Stability guarantees

The objective of this section is to prove that the proposed event-triggered observer satisfies a uniform global practical stability property, as defined below.

Definition 4.1. Observer (4.6) is uniform globally practically stable for system (4.1), if there exist β ‹ P and γ ‹ P 8 such that, for any υ ą 0 there exist non-empty sets of values for parameters σ i , c i , ϵ i and b i such that for any input w P , any corresponding solution q to (4. 

Lyapunov stability analysis

In the next theorem we prove a Lyapunov stability property for the overall system (4.16). In particular, we define a Lyapunov function, which depends on the additional scalar variables η i , i P t1, . . . , N u and on the Lyapunov function V from Assumption 4.2, which guarantees the inputto-state stability property of the observer in absence of network. Moreover, we show how to tune the design parameters to guarantee that this new Lyapunov function is positive definite and radially unbounded, decreases along solutions during flows (up to a ultimate bound) and does not increase at jumps, which implies that a uniform practical stability property of the estimation error is satisfied.

In addition, the choice of the design parameters impacts the size of the ultimate bound of the convergence. In particular, we can tune the parameters to have υ, which is the adjustable parameter of the uniform practical stability property, arbitrarily small. However, typically, the smaller we choose υ, the higher is the number of transmissions triggered over the network. 

‹ i ą 0, c ‹ i ě 0 such that σ ‹ i c ‹ i ă 1 and d i ą d ‹ i where d ‹ i :" σ ‹ i 1 ´σ‹ i c ‹ i ą 0 and select ϵ ‹ i ą 0 such that N ÿ i"1 p1 `di c ‹ i qϵ ‹ i ď υ, for all i P t1, . . . , N u. Define Upqq :" V px, zq `N ÿ i"1 d i η i , (4.22) 
for any q P . Then, there exist α U , α U P 8 such that for any α i P 8 in (4.14), σ i P r0, σ ‹ i s, c i P r0, c ‹ i s, ϵ i P p0, ϵ ‹ i s and b i P r0, 1s, for all i P t1, . . . , N u, the following properties hold. (i) For any q P , α U p|px ´ψpzq, ηq|q ď Upqq ď α U p|pψ ´Rpx q ´z, ηq|q. (4.23)

(ii) For any q P and any w P , x∇Upqq, F pq, wqy ď ´αpV px, zqq ´N ř

i"1

δ i α i pη i q `υ `θ p|v|q, (4.24) 
where α, θ P 8 come from Assumption 4.2, and δ i :" d i ´σ‹ i p1 `di c ‹ i q ą 0. (iii) For any q P , for any g P Gpqq, Upgq ď Upqq.

(4.25)

□

Proof. Let all conditions of Theorem 4.1 hold. We prove the three items of Theorem 4.1 separately.

Proof of item (i). Let q P . From (4.11) and (4.22), we have

αp|x ´ψpzq|q `N ÿ i"1 d i η i ď Upqq ď αp|ψ ´Rpx q ´z|q `N ÿ i"1 d i η i . (4.26)
We first show the upper-bound in (4.23). Since |ψ ´Rpx q ´z| ď |pψ ´Rpx q ´z, ηq| and η i ď |pψ ´Rpx q ´z, ηqq|, we have

Upqq ď αp|ψ ´Rpx q ´z|q `N ÿ i"1 d i η i ď αp|pψ ´Rpx q ´z, ηq|q `N ÿ i"1 d i |pψ ´Rpx q ´z, ηq| ": α U p|pψ ´Rpx q ´z, ηq|q, (4.27) 
where α U psq " αpsq `N ř

i"1 d i s for any s ě 0. On the other hand, we have

Upqq ě αp|x ´ψpzq|q `N ÿ i"1 d i η i . (4.28) 
We obtain, by applying [114, Lemma 4],

Upqq ě α U ˜|x ´ψpzq| `N ÿ i"1 η i ¸, (4.29) 
where α U psq :" min

" α ˆs N `1 ˙, d 1 s N `1 , . . . , d N s N `1 * . Moreover, since |x´ψpzq|`N ř i"1 η i ě |px ´ψpzq, ηq|, Upqq ě α U p|px ´ψpzq, ηq|q. (4.30)
This completes the proof of item piq of Theorem 4.1.

Proof of item (ii). Let q P and w P . In view of (4.12), (4. 

γ i p|e i |q `θ p|v|q `N ÿ i"1 d i p´α i pη i q `ci γ i p|e i |qq " ´αpV px, zqq ´N ÿ i"1 d i α i pη i q `N ÿ i"1
p1 `di c i qγ i p|e i |q `θ p|v|q.

(4.31)

Since q P , we have from (4.18b) that γ i p|e i |q ď σ i α i pη i q `ϵi for all i P t1, . . . , N u. Hence, the next inequality holds x∇Upqq, F pq, wqy ď ´αpV px, zqq 

´N ÿ i"1 d i α i pη i q `N ÿ i"1 p1 `di c i qpσ i α i pη i q `ϵi q `θ p|v|q " ´αpV px, zqq ´N ÿ i"1 pd i ´σi p1 `di c i qqα i pη i q `N ÿ i"1 p1 `di c i qϵ i `θ p|v|q. ( 4 
pd i ´σ‹ i p1`d i c ‹ i qqα i pη i q`N ÿ i"1 p1`d i c ‹ i qϵ ‹ i `θ p|v|q. (4.33)
Using the definitions of δ i in item piiq of Theorem 4.1 and the fact that υ ě

N ÿ i"1 p1 `di c ‹ i qϵ ‹ i , we obtain x∇Upqq, F pq, wqy ď ´αpV px, zqq ´N ÿ i"1 δ i α i pη i q `υ `θ p|v|q, (4.34) 
where δ i is strictly positive for any i P t1, . . . , N u as

d i ą d ‹ i and σ ‹ i c ‹ i ă 1. The proof of item (ii) is complete.
Proof of item (iii). Let q P , in view of (4.14) and (4.20b) and since b i P r0, 1s for all i P t1, . . . , N u, for any g P Gpqq, there exists k P t1, . . . , N u such that g P G k pqq, hence

Upgq " V px, zq `N ÿ i"1 i‰k d i η i `dk b k η k ď V px, zq `N ÿ i"1 d i η i " Upqq, (4.35)
which concludes the proof of item (iii). ■ Theorem 4.1 shows the existence of a Lyapunov function U for system (4.16)-(4.20), which guarantees a uniform practical stability property, where the adjustable parameter is υ. The conditions of Theorem 4.1 can always be ensured. Indeed, we just need to select σ ‹ i and c ‹ i such that σ ‹ i c ‹ i ă 1, for all i P t1, . . . , N u, which is always possible and then all the other parameters can be selected such that conditions in Theorem 4.1 hold. Moreover, as already mentioned υ in (4.24) can be taken arbitrary small. However, typically the smaller υ is selected, the higher the number of transmissions required. In Theorem 4.1, we first fix υ and then we present how to select the design parameters in order to obtain the Lyapunov properties in (4.23)-(4.25). An alternative approach is to select σ i and c i such that σ i c i ă 1 for all i P t1, . . . , N u, and then, by simply selecting b i P r0, 1s, and any positive value for ϵ i , any α i P 8 , for all i P t1, . . . , N u, (4.23)-(4.25) hold for some strictly positive υ. The selection of the design parameters in the example in Section 4.7 is done exploiting this second strategy.

Item (ii) of Theorem 4.1 guarantees that the Lyapunov function U decreases along solutions to system (4.16)-(4.20) during flows with a decay rate that depends on the functions α P 8 and α i P 8 , i P t1, . . . , N u, and that, in general, is different from the decay rate α P 8 of the Lyapunov function V along the solutions to (4.1) and (4.2) in absence of network, as detailed in Assumption 4.2. We can ensure any decay rate α U P 8 such that α U ď α on flows for the Lyapunov function U along the solutions to (4.16)-(4.20) on any given compact set by suitably selecting α i in (4. [START_REF] Bıyık | A hybrid redesign of newton observers in the absence of an exact discrete-time model[END_REF], for all i P t1, . . . , N u. The result is global in some special cases, like when α P 8 is subadditive, i.e. αps 1 q `αps 2 q ě αps 1 `s2 q, for all s 1 , s 2 ě 0, or when α P 8 is uniformly continuous. We formalize this in the next proposition. Moreover, when α P 8 is uniformly continuous the result is global for all α U P 8 such that α U ď α and α U uniformly continuous. This comes directly from the first part of this proof.

We now prove the last part of the proposition, in particular we prove that (4.36) holds globally when α P 8 is subadditive, i.e. αps 1 q `αps 2 q ě αps 1 `s2 q, for all s 1 , s 2 ě 0 and 

α i P

Stability property of the estimation error

Based on Theorem 4.1, we prove that the event-triggered observer satisfies a global practical stability property of the estimation error |x ´x|. In particular, starting from the Lyapunov properties proved in the previous section, in the next proposition we characterize the behaviour of the system trajectories and we show that the estimation error and the variables η i , i P t1, . . . , N u, converge to a neighborhood of the origin, whose size depends on the adjustable parameter υ and the disturbance v. 

d i η i p0, 0q, tqq `α´1 U pγ U pυ `θ p}v} r0,ts qqq, (4.53) 
for all pt, jq P dom q. Moreover, from (4.23), we have To ensure an asymptotic stability property for the estimation error system, in the sense that (4.21) holds with υ " 0, as opposed to a practical one as in Proposition 4.2, we argue that a different set-up would be needed, which would require to implement a copy of the observer at each node. Indeed, a typical way to ensure an asymptotic stability property for the estimation error system when emulating an observer of the form of (4.2) is not to only hold the plant output y as we do in (4.7) but the output estimation error ȳ ´y see e.g., [START_REF] Postoyan | A framework for the observer design for networked control systems[END_REF][START_REF] Ferrante | 2 state estimation with guaranteed convergence speed in the presence of sporadic measurements[END_REF][START_REF] Postoyan | Tracking control for nonlinear networked control systems[END_REF]. In this case, the network-induced error associated to node i becomes p ȳi ´ŷ i q ´p y i ´ŷ i q. Hence, for the local triggering rule i to evaluate this network-induced error, it would need to know ŷi , which can only be done by implementing a local copy of the observer at node i to generate ŷi . Because our goal is precisely not to rely on a copy of the observer at each node, as explained in the introduction, the triggering rules we present do not rely on ŷi , but only on y i (and η i ), which leads to a practical stability property. □

Upqp0, 0qq " V pxp0, 0q, zp0, 0qq `N ÿ i"1 d i η i p0, 0q ď α U p|pψ ´Rpx p0,
As mentioned before, we do not need to know α P 8 and V to design the triggering conditions such that the results in Theorem 4.1 and in Proposition 4.2 hold. However, the knowledge of α P 8

is useful when we want to recover the decay rate α P 8 of the Lyapunov function along solutions in absence of network, as formalized in the next section for the case where Assumption 4.2 holds with α linear.

Decay rate of the Lyapunov function

In the next theorem we show that, when Assumption 4.2 holds with a linear α P 8 , it is possible to recover the same decay rate α of the Lyapunov function along solutions in absence of network.

In particular, following similar lines as in Theorem 4.1 and in Proposition 4.2 we first prove the Lyapunov properties, and then we evaluate the behaviour of the Lyapunov function along solutions.

We also show how to tune the design parameters in order to recover the decay rate of the Lyapunov function along the system trajectories that we would have in absence of communication network. is satisfied with αpsq " as, for any s ě 0 with a ą 0. For any a U P p0, as and µ ą 0 select α i , c i , σ i , ϵ i and b i as follows for all i P t1, . . . , N u.

(i) c i P r0, c ‹ i s and σ i P r0, σ ‹ i s, where c ‹ i ě 0 and σ ‹ i ą 0 are such that σ ‹ i c ‹ i ă 1, for all i P t1, . . . , N u.

(ii) α i psq " a i s for any s ě 0 with a i ě a ‹ i and a

‹ i ą 0 such that a ‹ i ą a U 1 ´σ‹ i c ‹ i
, for all i P t1, . . . , N u.

(iii) b i P r0, 1s, for all i P t1, . . . , N u.

(iv) ϵ i P p0, ϵ ‹ i s for all i P t1, . . . , N u and ϵ

‹ 1 `. . . `ϵ‹ N ď a U µ 1 `ς with ς :" maxtd 1 c ‹ 1 , . . . , d N c ‹ N u,
where d i :" σ ‹ i ˜1 ´σ‹ i c ‹ i ´aU a ‹ i ¸´1 ą 0, for all i P t1, . . . , N u.
Then, for U defined in (4.22) with d i selected as in item (iv), which satisfies the condition stated in Theorem 4.1, for all i P t1, . . . , N u, for any solution q with input w P and any pt, jq P dom q, V pxpt, jq, zpt, jqq It is important to notice that many observers in the literature satisfy Assumption 4.2 with a linear α, see [START_REF] Astolfi | Stubborn and dead-zone redesign for nonlinear observers and filters[END_REF]. Moreover, it is always possible to ensure the conditions in Theorem 4.2, like in Theorem 4.1. Indeed, selecting σ ‹ i and c ‹ i such that σ ‹ i c ‹ i ă 1 for all i P t1, . . . , N u, which is always possible, we have that all the other parameters can be always chosen such that items (ii)-(iv) of Theorem 4.2 are satisfied.

`N ÿ i"1 d i η i pt, jq ď e ´aU t pV pxp0, 0q, zp0, 0qq `N ÿ i"1 d i η i p0, 0qq `µ `1 a U θ p}v} r0,ts q. □
Proof. Let all conditions of Theorem 4.2 hold and consider the Lyapunov function U defined in (4.22) with d i satisfying item (iv) of Theorem 4.2. Note that d i satisfies the condition d i ą d ‹ i in Theorem 4.1. As αpsq " as and α i psq " a i s for any s ě 0, for all i P t1, . . . N u, by following the steps of the proof of Theorem 4.1, we derive that for any q P and w P , x∇Upqq, F pq, wqy ď ´aV px, zq ´N ÿ

i"1 

δ i a i η i `N ÿ i"1 p1 `di c ‹ i qϵ ‹ i `θ p|v|q. ( 4 
N ÿ i"1 d i η i `N ÿ i"1 p1 `di c ‹ i qϵ ‹ i `θ p|v|q ď ´minta, a η upV px, zq `N ÿ i"1 d i η i q `N ÿ i"1 p1 `di c ‹ i qϵ ‹ i `θ p|v|q " ´minta, a η uUpqq `N ÿ i"1 p1 `di c ‹ i qϵ ‹ i `θ p|v|q ď ´aU Upqq `N ÿ i"1 p1 `di c ‹ i qϵ ‹ i `θ p|v|q, (4.57) 
where the last inequality comes from the choice of parameters. Indeed, when minta, a η u " a, then ´minta, a η u " ´a ď ´aU . Conversely, when minta, a η u " a η " min

" δ 1 a 1 d 1 , . . . , δ N a N d N * ,
we have from the definition of δ i in item (ii) of Theorem 4.1, for all i P t1, . . . , N u,

´δi a i d i " ´pd i ´σ‹ i p1 `di c ‹ i qq a i d i ď ´pd i ´σ‹ i p1 `di c ‹ i qq a ‹ i d i " ´ˆ1 ´σ‹ i ˆ1 d i `c‹ i ˙˙a ‹ i (4.58)
and since

d i " σ ‹ i `1 ´σ‹ i c ‹ i ´aU a ‹ i ˘´1
, we derive that ´δi a i d i ď ´aU . Therefore (4.57) holds and since and q be a solution to hybrid system (4.16). Pick any pt, jq P dom q and let 0 " t 0 ď t 1 ď ¨¨¨ď t j`1 " t satisfy dom q X pr0, ts ˆt0, 1, . . . , juq "

N ÿ i"1 ϵ ‹ i ď a U µ 1 `ς , with ς " maxtd 1 c ‹ 1 , . . . , d N c ‹ N u,
j ď k"0 rt k , t k`1 s ˆtku.
For 

" e ´aU ps´t k q Upqpt k , kqq `pa U µ `θ p}v} rt k ,ss qq 1 a U p1 ´e´a U ps´t k q q ď e ´aU ps´t k q Upqpt k , kqq `pa U µ `θ p}v} r0,ts qq 1 a U p1 ´e´a U ps´t k q q.
(4.61) Thus,

Upqpt k`1 , kqq ď e ´aU pt k`1 ´tk q Upqpt k , kqq `µ `θ p}v} r0,ts q a U ´˜µ `θ p}v} r0,ts q a U ¸e´a U pt k`1 ´tk q (4. 

d i η i p0, 0qq`µ`1 a U θ p}v} r0,ts q, (4.65) 
which concludes the proof. ■

Properties of the solution domains

We present in this section the properties of the domain of the solutions to system (4.16)-(4.20).

In Section 4.5.1, we show that maximal solutions are complete, while in Section 4.5.2 we prove that the time between any two consecutive transmissions of each sensor node is lower-bounded by a uniform strictly positive constant. Finally, we show in Section 4.5.3 that the triggering condition associated to node i stops transmitting whenever the corresponding output y i remains in a small neighborhood of a constant for all future times, with i P t1, . . . , N u.

Completeness of maximal solutions

The results in Theorem 4.1, Proposition 4.2 and Theorem 4.2 are valid on the domain of the solutions, but we did not say anything yet about completeness of maximal solutions. Extra properties on the system plant and the observer are needed for this purpose. In particular, we assume that system (4.1) is forward complete and observer (4.7) has the unboundeness observability property with respect to output x [START_REF] Angeli | Forward completeness, unboundedness observability, and their Lyapunov characterizations[END_REF], as formalized in the next assumption.

Assumption 4.3. The following hold.

(i) For any initial condition x 0 in n x and any input u P , v P , the maximal solution to (4.1) is complete.

(ii) For any input u P and y, ŷ, e P n y , any maximal solution z to system (4.7) defined on r0, t ‹ q with t ‹ :" sup t dom q ă 8 satisfies lim sup tÑt ‹ |xptq| " 8. □

Note that Assumption 4.3 is needed to prove completeness of maximal solutions, but it is not needed for the stability results in Section 4.4 to hold. We are now ready to prove the completeness of maximal solutions of system (4. Suppose ξ P z , we want to prove that q is not trivial. Since F is continuous and w P , from [122, Proposition S1] there exist ε ą 0 and an absolutely continuous function z : r0, εs Ñ such that zp0q " ξ, 9

zptq " F pzptq, wptqq for almost all t P r0, εs. We now write z " pz x , z z , z e , z η q where z e " pz e 1 , . . . , z e N q and z η " pz η 1 , . . . , z η N q. By the definition of F , z η ptq ě 0 for any t P r0, εs.

Moreover, since ξ P z , zp0q " ξ and z is (absolutely) continuous, there exists ε 1 P p0, εs such that, for any i P t1, . . . , N u, γ i p|z e i ptq|q ď σ i α i pz η i ptqq`ϵ i for almost all t P r0, ε 1 s. Consequently, zptq P for almost all t P r0, ε 1 s. We have proved that the viability condition in Proposition 2.7 holds, which implies that q is non-trivial.

To prove that q is complete, we need to exclude items (b) and (c) in Proposition 2.7. Item (c) cannot occur because Gp q Ă Y and the jump set imposes no condition on w. On the other hand, to exclude item (b), q must not blow up in finite time. Hence, each component of q must not blow up in finite time. Let q " px, z, e, ηq. By Assumption 4. 

Minimum individual inter-event time

To exclude the Zeno phenomena, in this section we guarantee the existence of a strictly positive minimum time between any two transmissions of each sensor node, which is an important requirement that is needed in practical applications. Indeed, modern digital hardware cannot implement infinitely fast sampling. For this purpose, we adopt a mild boundedness condition on plant (4.1).

As this property is satisfied for each sensor node, and not for the overall system, it is an individual inter-event time property, as in [123, Definition 3]. Indeed, simultaneous or arbitrarily close in time transmissions performed by different sensor nodes are allowed, which cannot be avoided due to the decentralized nature of the setting, see Figure 4.1.

We define, like in [START_REF] Scheres | Event-triggered control in presence of measurement noise: A space-regularization approach[END_REF], the set of hybrid times at which a jump occurs due to a transmission of sensor i for i P t1, . . . , N u, as i pqq :" tpt, jq P dom q : qpt, jq P i and qpt, j `1q P G i pqpt, jqqu. (4.66)

From the definition of i and i in (4.18b) and (4.19b), we see that the time between two consecutive transmissions of a specific sensor i is lower-bounded by the time it takes for |e i | to grow from 0, which is the value after a jump due to sensor i, according to (4.20b), to at least γ ´1 i pϵ i q.

To prove that this time is lower-bounded by a strictly positive constant, we want to exploit the fact that the time derivative of e i is bounded. For this purpose, recalling that from (4.8) we have 9 e i " g i px, u, vq " g i px, wq " ´Bh i pxq B x f p px, wq, we define the following set, for any given ρ ą 0, ρ :" " pq, wq P ˆ : ˇˇˇB h i pxq B x f p px, wq ˇˇˇď ρ, @i P t1, . . . , N u * , (4.67)

Note that, we can take the same ρ for all i P t1, . . . , N u. Indeed, if this is not the case and the set ρ in (4.67) is defined with arbitrarily (large) constants ρ i , which can be different for i P t1, . . . , N u, we can always take ρ :" max iPt1,...,N u ρ i , and obtain (4.67). We now restrict the flow and jump sets in (4.18a)-(4.19b) to obtain the following hybrid system 9 q " F pq, wq, pq, wq P ρ :" p ˆ q X ρ q `P Gpqq, pq, wq P ρ :" p ˆ q X ρ .

( 

with τ i :" γ ´1 i pϵ i q ρ
, for all i P t1, . . . , N u. As a consequence, for any input w P , any solution q to (4.68) has an average dwell-time, in the sense that, for any pt, jq, pt 1 , j 1 q P dom q with t `j ď t 1 `j1 , j ´j1 ď 1 τ pt ´t1 q `N (4.70)

holds with τ :" 1 N mintτ 1 , . . . , τ N u. □

Proof. Let w P and q be a solution to system (4.68). Pick any pt, jq P dom q and let 0 " t 0 ď t 1 ď ¨¨¨ď t j`1 " t satisfy dom q X pr0, ts ˆt0, 1, . . . , juq " Ť j k"0 rt k , t k`1 s ˆtku. For each k P t0, . . . , ju and almost all s P rt k , t k`1 s, pqps, kq, wps, kqq P ρ . Then, for almost all s P rt k , t k`1 s, from (4.8) and (4.68), pqps, kq, wps, kqq P ρ " p ˆ q X ρ and, in view of for k 1 P rk, k `ns, such that ps, k 1 q P dom q. Moreover, since pt k , kq P i pqq, e i pt k , kq " 0 and (4.75) becomes |e i ps, k 1 q| ď ρps ´tk q, @s P rt k , t 1 k s.

As a consequence, the time it takes for s Þ Ñ ρps ´tk q to grow from 0 to γ ´1 i pϵ i q is τ i " γ ´1 i pϵ i q ρ ą 0, and it lower-bounds t 1 k ´tk in view of (4.76). Let w P and q be a solution to system (4.68). Pick any pt, jq, pt 1 , j 1 q P dom q such that t `j ď t 1 `j1 . For any i P t1, . . . , N u, denote with n i pt, t 1 q the number of transmission of node i that occur between pt, jq and pt 1 , j 1 q. In view of the above developments, we have that

n i pt, t 1 q ď t 1 ´t τ i `1. Noting that N ř i"1
n i pt, t 1 q " j 1 ´j, we have j 1 ´j ď

N ÿ i"1 p t 1 ´t τ i `1q. Using τ " 1 N mintτ 1 , .
. . , τ N u and we obtain j 1 ´j ď 1 τ pt 1 ´tq `N , which concludes the proof. ■

The event-triggered observer presented in this chapter guarantees a strictly positive individual minimum inter-event time between transmissions according to Theorem 4.4. Therefore, the time between any two consecutive transmissions of sensor i is always greater or equal than the strictly positive constant τ i , which can be arbitrarily tuned using the design parameter ϵ i . However, the larger τ i is desired or needed for a practical application, the larger ϵ i has to be chosen and consequently, υ in Theorem 4.1 increases. Note that to guarantee the individual minimum inter-transmissions time we do not need Assumption 4.3.

A condition for transmissions to stop

The proposed triggering rules stop the transmissions of sensor i when the sampling-induced error e i becomes and remains small enough, with i P t1, . . . , N u. Moreover, if the sampling-induced errors of all sensors become and remain small enough, no transmissions occurs anymore. This is formalized in the next lemma.

Lemma 4.1 (Stop transmissions). Under Assumptions 4.1-4.2, consider system (4.16), given a solution q with input w P , if there exists pt, jq P dom q such that |e i pt 1 , j 1 q| ă γ ´1 i pϵ i q (4.77)

for all pt 1 , j 1 q P dom q with t 1 `j1 ě t `j, i P t1, . . . , N u, then sup j i pqq ă 8. In addition, if (4.77)

holds for all i P t1, . . . , N u, then sup j dom q ă 8. □

Proof. Let q be a solution to system (4.16) with input w P . The condition |e i pt 1 , j 1 q| ă γ ´1 i pϵ i q for all pt 1 , j 1 q P dom q with t 1 `j1 ě t `j in (4.77) implies that γ i p|e i pt 1 , j 1 q|q ă γ i pγ ´1 i pϵ i qq " ϵ i ď σ i α i pη i q `ϵi (4.78) for all pt 1 , j 1 q ě pt, jq with pt 1 , j 1 q P dom q. Therefore, no jumps due to sensor i occurs after pt, jq.

Hence,

sup j i pqq ă 8. (4.79) 
Moreover, if the condition |e i pt 1 , j 1 q| ă γ ´1 i pϵ i q is satisfied for all i P t1, . . . , N u, then, from the first part of this proof we have sup j i pqq ă 8 for all i P t1, . . . , N u. ■ Condition (4.77) occurs when the output y i , i P t1, . . . , N u, remains in a small neighborhood of a constant for all positive times for instance. Indeed, when, for some constant y ‹ i P n y i , the output

y i satisfies | y i ptq ´y‹ i | ă 1 2
γ ´1 i pϵ i q for all t ě T for some T ě 0, then for any solution q to (4.16)

and any pt j i , j i q, pt, jq P dom q, with pt j i , j i ´1q P i pqq and t j i ě T , t ě t j i , j ě j i and |e i pt, jq| " | y i pt j i , j i q ´yi pt, jq| 

" | y i pt j i , j i q ´y‹ i `y‹ i ´yi pt, jq| ď | y i pt j i , j i q ´y‹ i | `| y ‹ i ´yi pt, jq| ă 2 1 2 γ ´1 i pϵ i q (4.

Extensions

In this section, we discuss generalizations and extensions of the results presented so far. In Section 4.6.1, we explain how the triggering condition can be generalized, while in Section 4.6.2 we discuss the modifications needed in presence of measurement noise. In Section 4.6.3 we consider the case when the input u is sampled and transmitted to the observer via a digital network and we propose a triggering condition for u, which is compatible with the previous results.

Generalized triggering conditions

The η i -system and the triggering rule in (4.14) and (4.15) are special cases of a more general η isystem and a more general triggering rule that guarantee the stability results. Indeed, we can design the auxiliary scalar variable η i with the following dynamics instead of (4.14), for all i P t1, . . . , N u,

9 η i :" ´q α i pη i q `q γ i p|e i |q, (4.83) 
with any q α i P 8 and any q γ i P 8 . Regarding the triggering rule, let d i be any non-decreasing continuous function from ě0 to ě0 , which can be equal to 0 only at 0. The triggering rule in (4.15) can then be replaced by

γ i p|e i |q `Bd i pη i q Bη i q γ i p|e i |q ď σ i Bd i pη i q Bη i q α i pη i q `ϵi , (4.84) 
where d i P 8 is defined as d i psq :" ş s 0 d i pτqdτ for all s ě 0 and σ i P p0, 1q for all i P t1, . . . , N u. We can then follow the same lines as in Sections 4.4.1-4.4.2 to obtain similar Lyapunov and stability results.

In particular, note that, generalizing the triggering rule in (4.84) implies the definition of new flow and jump sets, denoted q and q . Similarly, the new dynamics for the monitoring variables implies the definition of a new flow map q F . As a consequence, a new hybrid system is defined, for which, similar Lyapunov and stability properties can be established. Indeed, considering the Lyapunov function q Upqq :" V px, zq `N ÿ i"1 d i pη i q, for q P , following similar steps as in the proof of Theorem 4.1 we have that there exist q α U , q α U P 8 such that, For any q P , q α U p|px ´ψpzq, ηq|q ď q Upqq ď q α U p|pψ ´Rpx q ´z, ηq|q. (4.85)

In addition, for any q P q , for any g P Gpqq, q Upgq ď q Upqq. (4.86)

Finally, for any q P q from (4.12), (4.83) and (4.84) we obtain

@ ∇ q Upqq, q F pq, wq D ď ´αpV px, zqq `N ÿ i"1 γ i p|e i |q `θ p|v|q `N ÿ i"1 Bd i pη i q Bη i p´q α i pη i q `q γ i p|e i |qq ď ´αpV px, zqq `N ÿ i"1 ˆγi p|e i |q `Bd i pη i q Bη i q γ i p|e i |q ˙´N ÿ i"1 Bd i pη i q Bη i q α i pη i q `θ p|v|q ď ´αpV px, zqq `N ÿ i"1 ˆσi Bd i pη i q Bη i q α i pη i q `ϵi ˙´N ÿ i"1
Bd i pη i q Bη i q α i pη i q `θ p|v|q ď ´αpV px, zqq ´N ÿ i"1 p1 ´σi q Bd i pη i q Bη i q α i pη i q `N ÿ i"1 ϵ i `θ p|v|q.

(4.87)

Thus, we can prove Lyapunov properties similar to the ones in Theorem 4.1 and, following similar lines as in the proof of Proposition 4.2, we can obtain stability results similar to the ones in Section 4.4.2. Although this sketches the main arguments, we do not provide all the details to avoid repetitions with the previous proofs. Note that, we do not consider this more general setup in the whole chapter to not over-complicate the result and to not blur the main message of the work.

Additive measurement noise

In the case where the system output is affected by additive measurement noise, system (4.1) becomes 9

x " f p px, u, vq

ỹ " hpxq `m, (4.88) 
with m P , where :" 1 ˆ¨¨¨ˆ N Ď n y 1 ˆ¨¨¨ˆ n y N . The output measured by sensor i,

with i P t1, . . . , N u is ỹi " y i `mi (4.89)
where m i P i is the measurement noise of sensor i. We assume that we know a bound on the 8 -norm of the measurement noise. Therefore, the set i is defined as

i :" t q m i P n y i : | q m i | ď m i u (4.90)
for some m i P ě0 . Consequently, the observer does not know the real output y i , but its sampled noisy version, due to the network, ỹi :" ȳi `m i , where mi is the networked version of the measurement noise m i , with i P t1, . . . , N u. Due to the measurement noise, sensor i does not know the networkinduced error e i , but only ẽi , which is the network-induced error of sensor i in presence of noise, which is defined following [START_REF] Scheres | Event-triggered control in presence of measurement noise: A space-regularization approach[END_REF], ẽi :" ỹi ´ỹ i " ȳi `m i ´yi ´mi

" e i `m i ´mi (4.91)
for all i P t1, . . . , N u. As a consequence, the triggering rule cannot rely on e i , and sensor i needs to decide when the measured output ỹi has to be transmitted to the observer based on ẽi . We therefore replace the dynamic of η i in (4.14) by 9 ηi " ´αi p ηi q `ci γ i p|ẽ i |q and the triggering rule in (4.15) by γ i p|ẽ i |q ě σ i α i p ηi q `ϵi , for all i P t1, . . . , N u. We can then follow similar lines as in [START_REF] Scheres | Event-triggered control in presence of measurement noise: A space-regularization approach[END_REF] to guarantee a practical input-to-state stability property for the estimation error system and a semiglobal individual minimum inter-event time. We just need to select ϵ i ą γ i p2m i q, for all i P t1, . . . , N u and then all the previous results hold. Note that, since, in presence of measurement noise we have a lower-bound on ϵ i , for all i P t1, . . . , N u, we cannot select υ arbitrary small, as in Theorem 4.1.

The measurement noise can be used to model possible interference in the communication channel due to the simultaneous transmission of two or more sensor nodes. In addition, the impact of possible delays in the received measurements packets can be modeled as addictive measurement noise when the transmission delays smaller than the inter-transmission time. Indeed, denote with t i k , k P ą0 , the transmission instants of sensor i, with i P t1, . . . , N u and with τ i k P ą0 the transmission delay at time t i k . Under the small delay assumption, see e.g., [START_REF] Heemels | Networked control systems with communication constraints: Tradeoffs between transmission intervals, delays and performance[END_REF], we have that the delay τ i k is smaller than the inter-event time t i k`1 ´ti k , for all i P t1, . . . , N u, k P ą0 . Due to the delay, for all t P rt i k , t i k `τi k q the observer uses ȳi pt i k´1 q instead of ȳi pt i k q. When the transmission is triggered (at time t i k ), from (4.4) and (4.15), we have

| ȳi pt i k´1 q ´yi pt i k q| " | ȳi pt i k´1 q ´ȳ i pt i k q| " γ ´1 i pσ i α i pη i pt i k qq `ϵi q :" ∆ i k P ą0 . (4.92)
Thus, for all t P rt i k , t i k `τi k q the observer uses ȳi pt i k q with the error due to the delay, equal to ȳi pt i k´1 q ´yi pt i k q, whose norm is smaller than ∆ i k . As a consequence, | ȳi pt i k´1 q ´yi pt i k q| can be modeled as measurement noise with bounded norm.

Triggering the input u

When the input u to (4.1) is communicated to the observer over a digital network, Assumption 4.1 does not hold. Assuming that the input u is continuously differentiable, we explain how to define a triggering rule for u in this case so that the previous results apply mutatis mutandis.

Let ū be the networked version of u available to the observer. Between two successive transmission instants, using zero-order-hold device we have

9 ū " 0, (4.93) 
and when the input is sent, ū`" u. (4.94)

We define the input network-induced error e u as e u :" ū ´u, (4. [START_REF] Zemouche | Observers for a class of lipschitz systems with extension to H 8 performance analysis[END_REF] whose dynamics between two successive input transmissions is, assuming u is continuously differentiable, 9 e u " ´9 u ": ν P n u (4.96)

and when an input transmission occurs e ù " 0. (

Consequently, the observer equations in (4.6) becomes 9 z " f o pz, ū, ȳ, ŷq " f o pz, u `eu , y `e, ŷq,

x " ψpzq ŷ " hpxq.

(4.98)

In this new setting, where also the input is sampled, Assumption 4.2 needs to be modified so that an input-to-state stability property holds also with respect to the input sampled-induced error e u .

Assumption 4.4.

There exist α, α, α, γ 1 , . . . , γ N , θ , γ u P 8 , V : n x ˆ n z Ñ ě0 continuously differentiable, such that for all x P n x , z P n z , u P n u , e P n y , ŷ P n y , v P n v , e u P n u , (4.11)

holds and αp|x ´ψpzq|q ď V px, zq ď αp|ψ ´Rpx q ´z|q (4.99)

@ ∇V px, zq, p f p px, u, vq, f o pz, u `eu , y `e, ŷqq D ď ´αpV px, zqq `N ř i"1
γ i p|e i |q `θ p|v|q `γu p|e u |q.

(4.100)

□

For many classes of observers in the literature, if the observer is input-to-state stable with respect to v, then it is also input-to-state stable with respect to e u , see [START_REF] Astolfi | Stubborn and dead-zone redesign for nonlinear observers and filters[END_REF] for more details.

Based on Assumption 4.4, we can design the triggering rule for the input similarly to the triggering rule designed in (4.15) for the output y i , with i P t1, . . . , N u. In particular, let η u be an auxiliary scalar variable, whose equations during flows and jumps are, respectively, 9 η u " ´αu pη u q `cu γ u p|e u |q ": ℓ u pη u , e u q η ù " b u η u (4.101)

where γ u comes from Assumption 4.4 and α u P 8 , c u ě 0 and b u P r0, 1s are design function and

parameters. An input data is transmitted to the observer when the condition

γ u p|e u |q ě σ u α u pη u q `ϵu (4.102)
is satisfied, where σ u ě 0 and ϵ u ą 0 are design parameters. As for the output triggering rule, parameter ϵ u is needed to avoid the Zeno phenomena. In this new setting, all previous stability results apply similarly. Moreover, to have an individual minimum inter-event time a sufficient condition is that the input u is continuously differentiable and | 9 u| ď ρ u , where ρ u is any positive constant. For completeness, we now present how the hybrid model is modified and we show how the statement of the main results need to be adapted when also the input is sampled and transmitted over a digital network. The proofs follow similar lines as the ones provided in the previous sections and are thus omitted.

In the setting where also the input is communicated via a digital network, following similar lines as before, we can model the overall system as a new hybrid system, whose state is defined as q :" px, z, e, η, η u , e u q P ˜ " n x ˆ n z ˆ n y ˆ N ě0 ˆ ě0 ˆ n u . We define a new overall input for the new hybrid system as w :" pu, ν, vq P ˜ :" ˆ ˆ . The hybrid model (4.16) is modified and become 9 q " F pq, wq, q P ˜ q`P Gpqq, q P ˜ , (

where the flow map F is defined as, for any q P ˜ and any w P ˜ , F pq, wq :" with i defined as i :"

$ ' ' ' ' ' ' ' ' ' ' ' & ' ' ' ' ' ' ' ' ' ' ' % f p px, u
! q P ˜ : γ i p|e i |q ď σ i α i pη i q `ϵi ) , (4.105b) 
for all i P t1, . . . , N u and u defined as u :"

! q P ˜ : γ u p|e u |q ď σ u α u pη u q `ϵu ) . (4.105c)
The jump set ˜ in (4.103) is defined as

˜ :" ˜N ď i"1 i ¸ď u (4.106a) with i :" ! q P ˜ : γ i p|e i |q ě σ i α i pη i q `ϵi ) , (4.106b) 
for all i P t1, . . . , N u and u :"

! q P ˜ : γ u p|e u |q ě σ u α u pη u q `ϵu ) . (4.106c) such that N ÿ i"1 p1 `di c ‹ i qϵ ‹ i `p1 `du c ‹ u qϵ ‹ u ď υ, for all i P t1, . . . , N u. Define Ũpqq :" V px, zq `N ÿ i"1 d i η i `du η u , (4.108) 
for any q P ˜ . Then, there exist αU , αU P 8 such that the following properties hold for any α i P 8 in (4.14), α u P 8 in (4.101), σ i P r0, σ ‹ i s, σ u P r0, σ ‹ u s, c i P r0, c ‹ i s, c u P r0, c ‹ u s, ϵ i P p0, ϵ ‹ i s, ϵ u P p0, ϵ ‹ u s, b i P r0, 1s and b u P r0, 1s, for all i P t1, . . . , N u.

(i) For any q P ˜ , αU p|px ´ψpzq, η, η u q|q ď Ũpqq ď αU p|pψ ´Rpx q ´z, η, η u q|q.

(4.109)

(ii) For any q P ˜ and any w P ˜ , @ ∇ Ũpqq, F pq, wq D ď ´αpV px, zqq ´N ÿ

i"1 δ i α i pη i q ´δu α u pη u q `υ `θ p|v|q, (4.110)

where α, θ P 8 come from Assumption 4.2, δ i :" d i ´σ‹ i p1 `di c ‹ i q ą 0 and δ u :" d u ´σ‹ u p1 du c ‹ u q ą 0. (iii) For any q P ˜ , for any g P Gpqq, Ũpgq ď Ũpqq. .5 for all i P t1, . . . , N u. Then there exist β‹ U P and γ‹ U , all independent of υ, such that, for any input input w P ˜ , any solution q satisfies, for all pt, jq P dom q, |pxpt, jq ´xpt, jq, ηpt, jq, η u pt, jq| ď β‹ U p|pψ ´Rpx p0, 0qq ´zp0, 0q, ηp0, 0q, η u p0, 0q|, tq `γ ‹ U p υ `θ p}v} r0,ts qq, and Proposition 4.2, respectively. Therefore, they are omitted to avoid repetitions with the previous proofs. In the case where also the input is sampled and transmitted via a digital network, following similar steps as before, we can state and prove stability properties similar to the ones in Proposition 4.1 and Theorem 4.2. We do not write them explicitly to not be repetitive. In addition, the properties of the solution domain presented in Section 4.5 need to be modified when also the input is transmitted via a digital network. In particular, we now state the adaptation of Theorem 4.3, where the only difference is the considered input-to-state stability assumption. The proof of Theorem 4.6 is omitted since it follows similar lines as the proof of Theorem 4.3.

In the case of triggered input, also the inter-event time properties in Section 4.5.2 need to be modified. The set i , defined in (4.66), of hybrid times at which a jump occurs due to a transmission of sensor i for i P t1, . . . , N u is now redefined as ˜ i pqq :" tpt, jq P dom q : qpt, jq P ˜ i and qpt, j `1q P Gi pqpt, jqqu. (4.113a)

Moreover, we need to define the set of hybrid times at which a jump corresponds to an input transmission ˜ u pqq :" tpt, jq P dom q : qpt, jq P ˜ u and qpt, j `1q P Gu pqpt, jqqu. (4.113b)

To guarantee an individual minimum inter-transmission time, in (4.67) we have defined a set where the time derivative of the sampling induced-error for all sensor nodes is bounded. Then, we used this set to define new flow and jump sets for the hybrid system in (4.68). In case when also the input is transmitted via a digital network, we need not only that the time derivative of the sampling induced-error for all sensor nodes is bounded but also that the time derivative of the input is bounded.

Therefore, we define the following set, for any given ρ ą 0 and ρ u ą 0, ˜ ρ :" " pq, wq P ˜ ˆ˜ : |ν| ď ρ u and ˇˇˇB h i pxq B x f p px, u, vq ˇˇˇď ρ, @i P t1, . . . , N u * , (4.114)

Similarly to Section 4.5.2, we now restrict the flow and jump sets in (4.105a) -(4.106c) and we obtain the following hybrid system 9 q " F pq, wq, pq, wq P ˜ 1 :" p ˜ ˆ˜ q X ˜ ρ q`P Gpqq, pq, wq P ˜ 1 :" p ˜ ˆ˜ q X ˜ ρ .

(4.115)

We can now adapt the results presented in Theorem 4.4 and Lemma 4.1 for the case where also the input is triggered and transmitted via a digital network.

Theorem 4.7 (Minimum individual inter-event time). Consider system (4.115) with ρ ą 0 and ρ u ą 0 under Assumption 4.4. Then, for any input w P ˜ , any solution q has an individual minimum interevent time, in the sense that for any i P t1, . . . , N u and any pt, jq, pt 1 , j 1 q P ˜ i pqq, t `j ă t 1 `j1 ùñ t 1 ´t ě τ i (4.116)

with τ i :" γ ´1 i pϵ i q ρ ą 0, for all i P t1, . . . , N u and for any solution q with input w P ˜ and any pt, jq, pt 2 , j 2 q P ˜ u pqq t `j ă t 2 `j2 ùñ t 2 ´t ě τ u (4.117)

with τ u :" γ ´1 u pϵ u q ρ u ą 0. As a consequence, for any input w P ˜ , any solution q to (4.115) has an average dwell-time, in the sense that, for any pt, jq, pt 1 , j 1 q P dom q with t `j ď t 1 `j1 , j ´j1 ď 1 τ pt ´t1 q `N `1 with input w P ˜ , if there exists pt, jq P dom q, such that

|e i pt 1 , j 1 q| ă γ ´1 i pϵ i q (4.119)
for all pt 1 , j 1 q P dom q with t 1 `j1 ě t `j, i P t1, . . . , N u, then sup j i pq, wq ă 8. Moreover, if there exists pt, jq P dom q, such that

|e u pt 2 , j 2 q| ă γ ´1 u pϵ u q (4.120)
for all pt 2 , j 2 q P dom q with t 2 `j2 ě t `j, then sup j u pq, wq ă 8. In addition, if (4.119) holds for all i P t1, . . . , N u and (4.120) holds, then sup j dom q ă 8. □

The proofs of Theorem 4.7 and Lemma 4.2 follow similar steps as the proofs of Theorem 4.4 and Lemma 4.1, respectively. Thus they are omitted to avoid repetitions with the previous proofs.

In this section we have generalized the previous results considering the case where the input u is communicated to the observer over a digital network. The setup can be further generalized considering multiple actuator nodes, similarly to the decentralized setting considered for the output sensor nodes. In particular, we can consider the scenario where there are N u actuator nodes and each of them communicates its own control input u k , k P t1, . . . , N u u, where N u P t1, . . . , n u u, independently from the others. We do not do it explicitly since it follows similar lines as the decentralized scenario we have considered for the output sensor nodes. Moreover, providing details on this generalization would complicate the result and thus risk hiding the main contribution of the work.

Numerical case study

We design the event-triggered observer presented in this chapter to a flexible joint robotic arm [START_REF] Raff | Observer with sample-and-hold updating for Lipschitz nonlinear systems with nonuniformly sampled measurements[END_REF].

Note that, we assume that the observer has access to the input continuously in this example. However, it would have been possible to consider the setting where also the input is transmitted via a digital network, as described in Section 4.6.3. For this application, our framework is relevant in scenarios where the observer is not co-located with the robotic arm and communicates with it through a digital network. In this case study, we consider two sensor nodes, but the results would also be relevant if we would have only one node. The system model is described by

9 x " Ax `Bu `GσpH xq `v y " C x `m, (4.121a) 
where the system state that need to be estimated is x :" px 1 , x 2 , x 3 , x 4 q, while the measured output y is defined as y :" p y 1 , y 2 q " px 1 , x 2 q. The system matrices are and σpH xq " 3.3 sinpx 3 q for any x P 4 . As in [START_REF] Raff | Observer with sample-and-hold updating for Lipschitz nonlinear systems with nonuniformly sampled measurements[END_REF], we assume that the input is uptq " sinptq for all t P ě0 . Moreover, we consider the disturbance input vptq " 0.02r0 1 0 1s J sinp0.4tq for all t P ě0 and the measurement noise mptq " 0.01r0 1s J sinp0.3tq for all t P ě0 . We design a continuous-time observer 9

A " » - - - - - 0 
x " Ax `Bu `GσpH xq `Lp y ´ŷq

ŷ " C x, (4.122) 
where L P 4ˆ2 is the observer gain that is designed following a polytopic approach [START_REF] Zemouche | Observers for a class of lipschitz systems with extension to H 8 performance analysis[END_REF], as described in Section 2.2.3. To do so, we solve the linear matrix inequalities PA ´W C `PG i `GJ i P `AJ P ĆJ W J ď ´Q, i P t1, 2u, with P P 4ˆ4 symmetric positive definite and W :" P L P 4ˆ2 , where 

1 c 2 }P L 2 } 2 |s| 2
, where c v , c 1 , c 2 are parameters chosen such that c v ą 0, c 1 ą 0, c 2 ą 0 and λ min pQq ćv ´c1 ´c2 ą 0, while L 1 and L 2 are the first and the second column of the matrix gain L, respectively.

We have first simulated the event-triggered observer (4.16)-(4.20) with σ 1 " 600, σ 2 " 800, 3, but we can select any γ 1 , γ 2 such that γ 1 psq " l 1 s 2 and γ 2 psq " l 2 s 2 , with l 1 ą 0 and l 2 ą 0, which are thus additional design parameters. We select γ 1 psq " 5s 2 and γ 2 psq " 5s 2 .

c 1 " 0.001, c 2 " 0.001, b 1 " 1, b 2 " 1, α 1 psq " a 1 s,
We have considered the following initial conditions xp0, 0q " p3, 2, 3, ´2q, xp0, 0q " p0, 0, 0, 0q, ep0, 0q " p0, 0q and ηp0, 0q " p10, 10q. In all state estimation error practically converge. Moreover, the minimum inter-event time measured is 0.201 s for sensor 1 and 0.112 s for sensor 2.

We have also analyzed the impact of the design parameters, in particular we focus on the effect of σ 1 , σ 2 , ϵ 1 , ϵ 2 , a 1 , a 2 , l 1 and l 2 . We have run for this purpose simulations with different parameters configurations and 100 different initial conditions for each chosen parameters configuration. In particular, x 1 p0, 0q and x 3 p0, 0q were selected randomly in the interval r0, 20s, while x 2 p0, 0q and x 4 p0, 0q were chosen randomly in the interval r0, 10s. The initial conditions of the observer states x1 p0, 0q, x2 p0, 0q, x3 p0, 0q, x4 p0, 0q and of the network-induced errors e 1 p0, 0q, e 2 p0, 0q were always selected equal to 0, while η 1 p0, 0q " η 2 p0, 0q " 10 in all simulations. For all the choice of parameters, we have evaluated the number of transmissions in the (continuous) time interval r0, 30s on average and the maximum ultimate bound on the state estimation error in the time interval r20, 30s averaged over all simulations. The data collected are shown in Table 4.1. The same analysis was repeated also in the case where the system is not affected by the disturbance input v and the measurement noise m. In Table 4.1 the data collected in this configuration are also reported.

Table 4.1 shows that choice of the design parameters impacts the average number of transmissions both when the system is affected by the additional disturbance input v and measurement noise m and when it is not. Moreover, data shows that the ultimate bound of the estimation error is small in all the chosen configurations and that the obtained values are not significantly affected by the choice of the parameters in presence of noise m and disturbance v, but this is no longer true when those are absent.

Conclusions

We have presented a decentralized event-triggered observer design for perturbed nonlinear systems. We have designed for this purpose new dynamic triggering rules for each sensor node to define the transmissions over the digital network. We have formally established a uniform global practical stability property for the estimation error and we guarantee the existence of a uniform, strictly posi- 

Introduction

State estimation of dynamical systems is a central theme in control theory, whereby an observer is designed to estimate the unmeasured system states exploiting the knowledge of the system model and input and output measurements. Many techniques are available in the literature for the observer design of linear and nonlinear systems, see [5] and the references therein. The vast majority of these works focuses on designing the observer so that the origin of the associated estimation error system is (robustly) asymptotically stable. A critical and largely open question is how to tune the observer to obtain desirable performance (e.g. convergence speed and overshoot in the transient response) in the presence of model uncertainties, measurement noise and disturbances.

One of the challenges in observer tuning is that there exist different trade-offs between these properties. Indeed, a standard approach to observer design consists in using a copy of the plant (in some coordinates that may be different from the original ones) and then adding a correction term, often denoted as the output injection term. This term is designed by multiplying the difference between the measured output and the estimated one by a (possibly nonlinear) gain, whose tuning produces different estimation performance. Typically, the output injection term with small gains produces an observer robust to measurement noise, but its convergence is very slow. On the contrary, an observer with a large gain usually has a fast convergence, but is more sensitive to noise.

An answer to the question on how to tune the observer gain in the special context of linear systems affected by additive Gaussian noise impacting the dynamics and the output is the celebrated Kalman filter [54]. However, for general nonlinear systems and noise/disturbances, optimal observer design is notoriously hard. For instance, in the context of nonlinear systems, optimal state estimation requires solving challenging partial differential equations [START_REF] Helton | Extending 8 Control to Nonlinear Systems: Control of Nonlinear Systems to Achieve Performance Objectives[END_REF]. In this context, an alternative consists in aiming at improving the estimation performance of a given observer. To the best of the authors' knowledge, existing works in this direction either concentrate on specific classes of systems (see e.g., [START_REF] Li | A finite-time convergent observer with robustness to piecewiseconstant measurement noise[END_REF][START_REF] Ríos | A hybrid fixed-time observer for state estimation of linear systems[END_REF][START_REF] Alessandri | Hysteresis-based switching observers for linear systems using quadratic boundedness[END_REF] for linear systems or e.g., [START_REF] Astolfi | A high-gain nonlinear observer with limited gain power[END_REF][START_REF] Astolfi | Low-power peaking-free high-gain observers[END_REF][START_REF] Esfandiari | Bank of high-gain observers in output feedback control: Robustness analysis against measurement noise[END_REF][START_REF] Bernat | Multi-modelling as new estimation schema for high-gain observers[END_REF][START_REF] Ahrens | High-gain observers in the presence of measurement noise: A switched-gain approach[END_REF][START_REF] Farza | Improved high gain observer design for a class of disturbed nonlinear systems[END_REF][START_REF] Prieur | Hybrid high-gain observers without peaking for planar nonlinear systems[END_REF][START_REF] Besançon | High-gain observation with disturbance attenuation and application to robust fault detection[END_REF] in the context of high-gain observers) or on specific pro-perties like robustness to measurement noise (see, e.g., [START_REF] Astolfi | Stubborn and dead-zone redesign for nonlinear observers and filters[END_REF][START_REF] Battilotti | Performance optimization via sequential processing for nonlinear state estimation of noisy systems[END_REF]) or the reduction of the undesired effect of the peaking phenomenon (see e.g., [START_REF] Astolfi | Constrained state estimation for nonlinear systems: a redesign approach based on convexity[END_REF] for a general approach and [START_REF] Astolfi | Low-power peaking-free high-gain observers[END_REF][START_REF] Bernat | Multi-modelling as new estimation schema for high-gain observers[END_REF][START_REF] Farza | Improved high gain observer design for a class of disturbed nonlinear systems[END_REF][START_REF] Prieur | Hybrid high-gain observers without peaking for planar nonlinear systems[END_REF] for specific solutions in the context of high-gain observer). An exception is [START_REF] Astolfi | Uniting observers[END_REF], where two observers designed for a general nonlinear system are "united" to exploit the good properties of each. However, the design in [START_REF] Astolfi | Uniting observers[END_REF] is not always easy to implement as it requires knowledge of various properties of the observers (basin of attraction, ultimate bound), which may be difficult to obtain. In addition, in [START_REF] Schiller | Suboptimal nonlinear moving horizon estimation[END_REF][START_REF] Schiller | A simple suboptimal moving horizon estimation scheme with guaranteed robust stability[END_REF] a suboptimal moving horizon estimation scheme is proposed for general discrete-time nonlinear systems, where the performance of a given auxiliary observer is improved.

In this context, we present a flexible and general observer design methodology based on supervisory multi-observer ideas that can be used to address various trade-offs between robustness to modeling errors and measurement noise, and convergence speed. A multi-observer consists of a bank of observers that run in parallel. It has been used in the literature in a range of different contexts, including improvement of the sensitivity to measurement noise and/or reduction of the undesired overshoot during the transient (e.g., [START_REF] Esfandiari | Bank of high-gain observers in output feedback control: Robustness analysis against measurement noise[END_REF][START_REF] Bernat | Multi-modelling as new estimation schema for high-gain observers[END_REF][START_REF] Barhoumi | Observer design for some classes of uniformly observable nonlinear hybrid systems[END_REF] for high-gain observer and [START_REF] Peralez | Neural network-based KKL observer for nonlinear discrete-time systems[END_REF] for KKL observer), joint state-parameter estimation (e.g., [START_REF] Chong | Parameter and state estimation of nonlinear systems using a multi-observer under the supervisory framework[END_REF][START_REF] Aguiar | Identification and convergence analysis of a class of continuous-time multiple-model adaptive estimators[END_REF][START_REF] Aguiar | Convergence properties of a continuous-time multiple-model adaptive estimator[END_REF][START_REF] Meijer | Joint parameter and state estimation of noisy discrete-time nonlinear systems: A supervisory multi-observer approach[END_REF]) or distributed observers (e.g., [START_REF] Han | A simple approach to distributed observer design for linear systems[END_REF][START_REF] Park | Design of distributed lti observers for state omniscience[END_REF][START_REF] Wang | A hybrid observer for estimating the state of a distributed linear system[END_REF]). In this chapter, we propose a new problem formulation that we believe has not yet been addressed in the literature. Our starting point is the knowledge of a nominal observer, which ensures that the associated state estimation error system satisfies an input-to-state stability property with respect to measurement noise and disturbances. Various methods from the literature can be used to design the nominal observer, see [START_REF] Shim | Nonlinear observers robust to measurement disturbances in an ISS sense[END_REF][START_REF] Astolfi | Stubborn and dead-zone redesign for nonlinear observers and filters[END_REF] and the references therein. Then, we construct a multiobserver, composed of the nominal observer and additional dynamical systems, all together called modes, that have the same structure as the nominal observer, but different gains. It is important to emphasize that the number of modes and the associated gains can be freely assigned (no specific stability/convergence property is required). Because the gains are different, each mode exhibits different properties in terms of speed of convergence and robustness to measurement noise. We run all modes in parallel and we evaluate their estimation performance in terms of a quadratic cost using monitoring variables, inspired by supervisory control and estimation techniques, see e.g., [START_REF] Chong | Parameter and state estimation of nonlinear systems using a multi-observer under the supervisory framework[END_REF][START_REF] Hespanha | Hysteresis-based switching algorithms for supervisory control of uncertain systems[END_REF][START_REF] Morse | Supervisory control of families of linear set-point controllers-part i. exact matching[END_REF][START_REF] Hespanha | Multiple model adaptive control. part 2: switching[END_REF][START_REF] Peralez | Data-driven multi-model control for a waste heat recovery system[END_REF].

Based on these running costs (i.e., monitoring variables), we design a switching rule that selects, at any time instant, the mode which is providing the best performance. When a new mode is selected, the other ones may reset or not their current state estimate (and their monitoring variable) to it.

We model the overall system as a hybrid system using the formalism of [START_REF] Goebel | Hybrid Dynamical Systems: Modeling, Stability, and Robustness[END_REF]. We prove that the proposed hybrid estimation scheme satisfies an input-to-state stability property with respect to deterministic disturbance and measurement noise. Note that such a property is not straightforward as we do not require any convergence guarantee on the additional modes, but only for the nominal one. We also guarantee the existence of a (semiglobal uniform) average dwell-time thereby ruling out Zeno phenomenon. The performance of the proposed hybrid multi-observer in terms of the cost associated to the designed monitoring variables is guaranteed to be, at least, as good as the performance of the nominal observer by design. Moreover, we provide extra conditions under which the proposed hybrid multi-observer produces a strict performance improvement compared to the nominal one in terms of an integral cost. The efficiency of the proposed technique is illustrated on three numerical examples. In the first one, the proposed approach is used to improve the estimation performance of a high-gain observer used to estimate the state of a Van der Pol oscillator. In the second example, the proposed hybrid multi-observer improves the estimation performance of an observer designed using a polytopic approach and used for the state estimation of a flexible joint robotic arm. In the third example, we consider an equivalent circuit model for an Li-Ion battery, whose state is estimated with an observer designed using a polytopic approach and we implement the hybrid estimation scheme to improve its performance. Another example is given in Chapter 6, where the hybrid estimation scheme is applied for the state estimation of a more advanced Li-Ion battery model, namely a single-particle electrochemical model.

The chapter is organized as follows. The problem statement is given in Section 5.2. Section 5.3 presents the hybrid estimation scheme and its stability is analyzed in Section 5.4. Section 5.5 is dedicated to the analysis of the solutions time domains. The performance improvement brought by the hybrid scheme compared to the nominal observer is established in Section 5.6. Three numerical case studies are reported in Section 5.7. Finally, Section 5.8 concludes the chapter.

Problem statement

The aim of this work is to improve the estimation performance of a given nonlinear nominal observer by exploiting a novel hybrid estimation scheme that is presented in the next section. We consider the plant model 9

x " f p px, u, vq y " hpx, wq,

(5.1) where x P n x is the state to be estimated, u P n u is the measured input, y P n y is the measured output, v P n v is an unknown disturbance input and w P n w is an unknown measurement noise, with n x , n y P ą0 and n u , n v , n w P ě0 . The input signal u : ě0 Ñ n u , the unknown disturbance input v : ě0 Ñ n v and the measurement noise w : ě0 Ñ n w are such that u P , v P and w P for closed sets Ď n u , Ď n v and Ď n w . We consider a so-called nominal observer for system (5.1) of the form

9 x1 " f o px 1 , u, L 1 p y ´ŷ 1 qq ŷ1 " hpx 1 , 0q, (5.2)
where x1 P n x is the state estimate, ŷ1 P n y is the output estimate and L 1 P n L 1 ˆny is the observer output injection gain with n L 1 P ą0 . We define the estimation error as e 1 :" x ´x 1 P n x and introduce a perturbed version of the error dynamics, following from (5.1) and (5.2), as 9 e 1 " f p px, u, vq ´fo px 1 , u, L 1 p y ´ŷ 1 q `dq ": f pe 1 , x, u, v, w, dq (5.3) where d P n L 1 represents an additive perturbation on the output injection term L 1 p y ´ŷ 1 q. We assume that observer (5.2) is designed such that system (5.3) is input-to-state stable with respect to v, w and d, uniformly in u and x, as formalized next.

Assumption 5.1. There exist α,α, ψ 1 , ψ 2 P 8 , α P ą0 , γ P ě0 and V : n x Ñ ě0 continuously differentiable, such that for all x P n x , e 1 P n x , d P n L 1 , u P , v P , w P , αp|e 1 |q ď V pe 1 q ď αp|e 1 |q (5.4)

@

∇V pe 1 q, f pe 1 , x, u, v, w, dq D ď ´αV pe 1 q `ψ1 p|v|q `ψ2 p|w|q `γ|d| 2 .

(5.5)

□

A large number of observers in the literature have the form of (5.2) and satisfy Assumption 5.1, possibly after a change of coordinates, see [START_REF] Shim | Nonlinear observers robust to measurement disturbances in an ISS sense[END_REF][START_REF] Astolfi | Stubborn and dead-zone redesign for nonlinear observers and filters[END_REF][START_REF] Astolfi | Constrained state estimation for nonlinear systems: a redesign approach based on convexity[END_REF] and the references therein. More details on observers satisfying an input-to-state stability property are provided in Chapter 2. Assumption 5.1 implies that there exist β P and ρ P 8 such that, for any u P , v P , w P and d P n L 1 , any corresponding solution px, e 1 q to systems (5.1) and ( 5.3) verifies, for all t P dom px, e 1 q, |e 1 ptq| ď βp|e 1 p0q|, tq `ρp}v} r0,ts `}w} r0,ts `}d} r0,ts q.

(5.6) Inequality (5.6) provides a desirable robust stability property of the estimation error associated to observer (5.2). However, this property may not be satisfactory in terms of performance, like convergence speed and noise/disturbance rejection. To tune L 1 to obtain desirable performance properties is highly challenging in general and even impossible in some cases when the desired properties are conflicting like high convergence speed and efficient noise rejection, see e.g., [START_REF] Seron | Fundamental limitations in filtering and control[END_REF]. To address this challenge, we propose a hybrid redesign of observer (5.2), which aims at improving its performance, in a sense made precise in the following, while preserving an input-to-state stability property for the obtained estimation error system.

Remark 5.1. The results of the chapter apply mutatis mutandis to the case where Assumption 5.1 holds semiglobally or when the Lyapunov function V depends on both x and e 1 , which allow to cover an even broader class of observers [5, Section V]. We do not consider these to keep the result as easy as possible and to avoid obscuring the main message of the work. □

In the following we also need the next technical assumption on the output map h in (5.1).

Assumption 5.2.

There exist δ 1 , δ 2 P ą0 such that for all x, x 1 P n x , w, w 1 P ,

|hpx, wq ´hpx 1 , w 1 q| 2 ď δ 1 V px ´x1 q `δ2 |w ´w1 | 2 , (5.7)
where V comes from Assumption 5.1. □ Assumption 5.2 holds in the common case where V in Assumption 5.1 is quadratic and h is globally Lipschitz. Indeed, in this case, V px ´x1 q :" px ´x1 q J Ppx ´x1 q, with P P n x ˆnx symmetric, positive definite, and |hpx, wq ´hpx 1 , w 1 q| ď K|px ´x1 , w ´w1 q| for any x, x some K P ě0 , then (5.7) holds with δ 1 " K 2 λ min pPq and δ 2 " K 2 . Note that h globally Lispchitz covers the common case where hpx, wq " C x `Dw with C P n y ˆnx and D P n y ˆnw .

Hybrid estimation scheme

The hybrid estimation scheme we propose consists of the following elements, see Figure 5.1:

nominal observer given in (5.2);

-N additional dynamical systems of the form (5.2) but with a different output injection gain,

where N P ą0 . Each of these systems, as well as the nominal observer, is called mode for the sake of convenience;

-N +1 monitoring variables used to evaluate the performance of each mode of the multiobserver;

a selection criterion, that switches between the state estimates produced by the different modes exploiting the performance knowledge given by the monitoring variables;

a reset rule, that defines how the estimation scheme may be updated when the selected mode switches.

All these elements together form the hybrid multi-observer. We describe each component in the sequel.

Additional modes

We consider N additional dynamical systems, where the integer N P ą0 is arbitrarily selected by the user. These N extra systems are of the form of (5.2) but with a different output injection gain, i.e., for any k P t2, . . . , N `1u, the k th mode of the multi-observer is given by

9 xk " f o px k , u, L k p y ´ŷ k qq ŷk " hpx k , 0q, (5.8) 
where xk P n x is the k th mode state estimate, ŷk P n y is the k th mode output and L k P n L 1 ˆny is its gain. It is important to emphasize that we make no assumptions on the convergence properties of the solution to system (5.8) contrary to observer (5.2). There is thus full freedom for selecting the gains L k P n L 1 ˆny , with k P t2, . . . , N `1u. We will elaborate more on the choice of the L k 's in Section 5.3.5.

Remark 5.2.

There is also full freedom in the choice of the initial conditions of all modes in (5.2) and (5.8). We can therefore select all of them equal, but this is not necessary for the stability results in Section 5. [START_REF] Queinnec | Reduced modeling and state observation of an activated sludge process[END_REF] 

Monitoring variables

Given the N `1 modes, our goal is now to find a way to select the "best" between them, namely the one providing a better estimate, possibly improving the estimation given by the nominal observer (5.2). Ideally, the criterion used to evaluate the performance of each mode would depend on the estimation errors e k " x ´x k , with k P t1, . . . , N `1u. However, since the state x is unknown, e k is unknown and any performance criterion involving e k would not be implementable. As a consequence, as done in other contexts, see e.g., [START_REF] Willems | Deterministic least squares filtering[END_REF][START_REF] Na | Adaptive optimal observer design via approximate dynamic programming[END_REF], we rely on the knowledge of the output y and the estimated outputs ŷk for k P t1, . . . , N `1u. In particular, inspired by [START_REF] Willems | Deterministic least squares filtering[END_REF], in order to evaluate the performance of each mode, we introduce the N `1 monitoring variables η k P ě0 for any k P t1, . . . , N `1u, with dynamics given by

9 η k " ´νη k `p y ´ŷ k q J pΛ 1 `LJ k Λ 2 L k qp y ´ŷ k q ": gpη k , L k , y, ŷk q,
(5.9) with Λ 1 P n y ě0 and Λ 2 P n x ě0 with at least one of them positive definite and ν P p0, αs a design parameter, where α comes from Assumption 5.1. The term p y ´ŷ k q J Λ 1 p y ´ŷ k q in (5.9) is related to the output estimation error, while p y ´ŷ k q J L J k Λ 2 L k p y ´ŷ k q takes into account the correction effort of the observer, also called latency in [START_REF] Willems | Deterministic least squares filtering[END_REF]. Note that the monitoring variable η k in (5.9) for all k P t1, . . . , N `1u is implementable since we have access to the output y and all the estimated outputs ŷk at all time instants. The monitoring variables η k , with k P t1, . . . , N `1u, provide evaluations of the performance of all the modes of the multi-observer. Indeed, by integrating (5.9) between time 0 and t P ě0 , we obtain that for any k P t1, . . . , N `1u, for any initial condition η k p0q P ě0 , for any y, ŷk P n y , and any t ě 0,

η k ptq " e ´νt η k p0q `ż t 0 e ´νpt´τq `p ypτq ´ŷ k pτqq J pΛ 1 `LJ k Λ 2 L k qp ypτq ´ŷ k pτqq ˘dτ.
(5.10) Equation ( 5.10) is a finite-horizon discounted cost, which depends on the output estimation error.

Selection criterion

Based on the monitoring variables η k , with k P t1, . . . , N `1u, we define a criterion to select the state estimate to look at. We use a signal σ : ě0 Ñ t1, . . . , N `1u for this purpose, and we denote the selected state estimate mode xσ and the associated monitoring variable η σ . The criterion consists in selecting the mode with the minimal monitoring variable, which implies minimizing the cost (5.10) over the modes k P t1, . . . , N `1u. When several modes produce the same minimum monitoring variable at a given time, we select the mode, between the ones with the minimum monitoring variables, with the smaller derivative of η k (which is given by gpη k , L k , y, ŷk q from (5.9)). Moreover, if two or more modes have the same minimum monitoring variable and the same minimum derivative of the monitoring variable, then the proposed technique selects randomly one of them and this is not an issue to obtain the results in Sections 5.4, 5.5 and 5.6. Thus, we switch the selected mode only when there exists k P t1, . . . , N `1uztσu such that η k ď η σ . In that way, at the initial time t 0 " 0, we take σp0q P argmin kPΠ pgpη k p0q, L k , yp0q, ŷk p0qqq, (5.11) where η :" tη 1 , . . . , η N `1u and Πpηq :" argmin kPt1,...,N `1uztσu η k , for all η P N `1 ě0 . Then, σ is kept constant, i.e., 9 σptq " 0 for all t P p0, t 1 q, with t 1 :" inftt ě 0 : Dk P t1, . . . , N `1uztσptqu such that η k ptq ď η σptq ptqu.

(5.12)

At time t 1 , we switch the selected mode according to σpt 1 q P argmin kPΠ pgpη k pt 1 q, L k , ypt 1 q, ŷk pt 1 qqq.

(5.13)

We repeat these steps iteratively and we denote with t i P ě0 , i P ą0 the i th time when the selected mode changes (if it exists), i.e., t i :" inftt ě t i´1 : Dk P t1, . . . , N `1uztσptqu such that η k ptq ď η σptq ptqu.

(5.14)

Consequently, for all i P ą0 , 9 σptq " 0 for all t P pt i´1 , t i q and σpt ì q P argmin kPΠ pgpη k pt i q, L k , ypt i q, ŷk pt i qqq, (5.15) where we recall that η " tη 1 , . . . , η N `1u and Πpηq " argmin kPt1,...,N `1uztσu η k , for all η P N `1 ě0 . We also argue that, implementing (5.15) online, which requires the knowledge of the derivative of the monitoring variables, is not an issue.

Remark 5.4. The proposed scheme works for any initial condition η k p0q P ě0 , for all k P t1, . . . , N 1u, which corresponds to the initial cost of each mode of the multi-observer. Consequently, the choice of η k p0q is an extra degree of freedom that can be used to initially penalize the modes when there is a prior knowledge of which mode should be initially selected, as done in Chapter 6 in the context of Li-Ion batteries. Conversely, in the case where there is no prior knowledge on which mode should be chosen at the beginning, all η k , with k P t1, . . . , N `1u, can be initialized at the same value such that the term e ´νt η k p0q in (5.10) is irrelevant for the minimization. □ Remark 5.5. The results in Sections 5.4 and 5.5 also apply with σpt ì q P argmin kPt1,...,N `1uztσu η k instead of (5.15). To select the mode with the minimum derivative of the monitoring variable, among those with the minimum η k , allows us to prove a strict performance improvement in Section 5.6. □

Reset rule

When a switching occurs, i.e., when a different mode is selected, we propose two different options to update the hybrid estimation scheme. The first one, called without resets, consists in only updating σ, and consequently, we only switch the state estimate we are looking at. Conversely, the second option, called with resets, consists in not only switching the mode that is considered, but also resetting the state estimates and the monitoring variables of all the modes k P t2, . . . , N `1u to the updated xσ and η σ , respectively. The state estimate and the monitoring variable of the nominal observer (5.2), corresponding to mode 1, are never reset.

To avoid infinitely fast switching, we introduce a regularization parameter ϵ P ą0 . In particular, when a switch of the selected mode occurs, the value of monitoring variables η k , with k P t2, . . . , N 1uztσu, is increased by ϵ, both in the case without and with resets. The idea is to penalize the unselected modes and to allow the selected one to run for some amount of time before a new switch occurs. The analysis of the properties of the hybrid time domains of the overall solutions and the existence of a uniform semiglobal average dwell-time are presented Section 5.5.

We use the parameter r P t0, 1u to determine which option is selected, where r " 0 corresponds to the case without resets, while r " 1 corresponds to the case where the resets are implemented.

When a switch of the considered mode occurs, the state estimate of the nominal observer x1 is defined as, at a switching time t i P ě0 , x1 pt ì q :" x1 pt i q (5.16a) and, the state estimate xk of the k th additional mode is defined as, at a switching time t i P ě0 , for all k P t2, . . . , N `1u, xk pt ì q P tp1 ´rqx k pt i q `r xk ‹ pt i q : k ‹ P argmin jPΠ pgpη j pt i q, L j , ypt i q, ŷj pt i qqqu ": lk pxpt i q, ηpt i q, L, ypt i q, ŷpt i qq,

(5.16b) where x :" px 1 , . . . , xN`1 q, η " pη 1 , . . . , η N `1q, L :" pL 1 , . . . , L N `1q and ŷ :" p ŷ1 , . . . ŷN`1 q. Similarly, at a switching time t i P ě0 , the monitoring variables are defined as, η 1 pt ì q :" η 1 pt i q, (5.17a)

η σ pt ì q :" η σ pt i q (5.17b)
and, for all k P t2, . . . , N `1uztσu,

η k pt ì q " p1 ´rqη k `rη k ‹ `ϵ (5.17c)
where ϵ P ą0 and η k ‹ " min jPt1,...,N `1uztσu η j . Note that, if the monitoring variables of more than one mode have the same value and it is the minimum between all the η k , with k P t1, . . . , N `1u, then, from (5.16b), the modes may be reset with different state estimates. Merging (5.17b) and

(5.17c) and using the Kronecker delta definition, we obtain, at a switching time t i P ě0 , for all k P t2, . . . , N `1u, η k pt ì q " δ k,σ η k `p1 ´δk,σ qpp1 ´rqη k `rη k ‹ `ϵq ": p k pηpt i qq,

(5.17d)

where ϵ P ą0 and η k ‹ " min jPt1,...,N `1uztσu η j .

We can already note that, with the proposed technique, η σptq ptq ď η 1 ptq for all t ě 0, both in the case without and with resets. Therefore, the estimation performance of the proposed hybrid multiobserver is always not worse than the performance of the nominal one according to the monitoring variables that we consider. We will study the performance of the estimation scheme in more depth in Section 5.6.

Design guidelines

We summarize the procedure to follow to design the hybrid estimation scheme.

1. Design the nominal observer (5.2) such that Assumption 5.1 holds.

2. Select N gains L 2 , . . . , L N `1 for the N additional modes in (5.8).

3. Implement in parallel the N `1 modes of the multi-observer.

4. Generate the monitoring variables η k , with k P t1, . . . , N `1u.

5. Evaluate the signal σ.

6. Select ϵ P ą0 and run the hybrid scheme without or with resets.

xσ is the state estimate to be considered for estimation purpose.

There is a lot of flexibility in the number of additional modes N and the selection of the gains L k , with k P t2, . . . , N `1u. This allows to address the different trade-offs of the state estimation of nonlinear systems. Note that, all the results we will show in Sections 5.4, 5.5 and 5.6 apply with any choice of the number of the additional modes and their gains. We believe that the gains selection has to be done on a case-by-case basis since it is related to the structure of the nominal observer and it depends on the available computational capabilities. For example, when the nominal observer (5.2) is a high-gain observer, see e.g., [START_REF] Astolfi | A high-gain nonlinear observer with limited gain power[END_REF][START_REF] Khalil | High-gain observers in nonlinear feedback control[END_REF] or, more generally, an infinite gain margin observer [5, Section 3.4], we typically need to select a very large gain based on a conservative bound to ensure Assumption 5.1, which would result in fast convergence of the estimation error, but, unfortunately, it will be very sensitive to measurement noise. In this case, to overcome the conservatism of the theory, an option is to select the L k gains (much) smaller than the nominal one, even though there is no convergence proof for these choices, in order to obtain a state estimate which is more robust to measurement noise. This is the approach followed in Section 5.7.1 on an example. Another possible approach is to select the additional gains L k 's considering the behavior of the nominal observer in simulation and choose them based on the properties we want to improve. For instance, similarly to the case where the nominal observer is an high-gain observer, when the convergence speed of the nominal observer is satisfactory, but its estimation error is very sensitive to noises, the gains L k 's should be selected smaller than the nominal one L 1 . On the other hand, if the convergence speed of the estimation error of the nominal observer is too slow, the additional gains may be chosen bigger than The results we will show in this chapter apply for any Λ 1 P n y ě0 and Λ 2 P n x ě0 with at least one of them positive definite. However, their tuning impacts when a switch of the selected mode occurs and which mode is chosen. Indeed, Λ 1 and Λ 2 are the weights of the two terms in (5.9) and thus their values reflect how much we take into account the output estimation error and the correction effort of the observer in the monitoring variables. In particular, selecting Λ 1 bigger than Λ 2 implies that we weight more the term related to the output estimation error compared to the term related to the correction effort of the observer in the design of the monitoring variables. Conversely, if Λ 1 is smaller than Λ 2 , then the correction effort of the observer weight is bigger than the one of the output estimation error in the considered monitoring variables. In addition, note that, Λ 2 multiplies the mode gains L k and thus it implicitly considers also the effect of the measurement noise in the ultimate bound of the estimation error.

Filtered state estimate

The state estimate xσ of the hybrid multi-observer is subject to jumps and can therefore be discontinuous, which may not be suitable in some applications. For this reason, as we will do in Chapter 6 for the state estimation of lithium-ion batteries, it is possible to add a filtered version of xσ , denoted x f , whose dynamics between two successive switching instants is

9 x f " ´ζx f `ζx σ , (5.18)
where ζ ą 0 is an additional design parameter and, x f does not change at switching times t i P ě0 , i P ą0 , i.e.,

x f pt ì q " x f pt i q.

(5.19)

Note that, in the following we will prove the stability results for the state estimate of the hybrid multi-observer xσ and we do not consider the filtered version x f . However, we can define a filtered version of the hybrid multi-observer estimation error as

e f :" x f ´x f , (5.20) 
where x f is the filtered version of the system state x f , whose dynamics between two transmission instants is

9 x f " ´ζx f `ζx, (5.21) 
where ζ ą 0 comes from (5.18), and at switching times t i P ě0 , i P ą0 ,

x f pt ì q " x f pt i q.

(5.22) From (5.18), (5.20) and (5.21) we have that, the filtered estimation error dynamics between switching is given by

9 e f " ´ζe f `ζe σ , (5.23) 
where ζ ą 0 comes from (5.18), and at switching times t i P ě0 , i P ą0 , from (5.19), (5.20) and

(5.22) we have e f pt ì q " e f pt i q.

(5.24)

As a results, the filtered estimation error e f does not change at jumps and is an input-to-state stable system in cascade with the system describing the dynamics of e σ , see [START_REF] Sontag | Input to state stability: Basic concepts and results[END_REF]Section 4]. In the following we will consider the hybrid multi-observer state estimate xσ and, in Section 5.4, we will prove the stability results for the corresponding estimation error e σ . For the reason written above, similar stability results hold mutatis mutandis for the filtered estimation error e f . More details on this will be given in Theorem 6.2 in Chapter 6 on a specific example of a lithium-ion battery. Note that the parameter ζ in (6.30) impacts the frequency of the filter and thus its speed. In particular, a big ζ produces a fast filter and, as a consequence, x f follows xσ faster, however, since xσ may have discontinuities due to the switching, typically, the faster the filter is designed, the less smoother x f will be.

Hybrid model

To proceed with the analysis of the hybrid estimation scheme presented so far, we model the overall system as a hybrid system of the form of [START_REF] Goebel | Hybrid Dynamical Systems: Modeling, Stability, and Robustness[END_REF], where a jump corresponds to a switch of the selected mode and a possible reset as explained in Section 5.3.4.

We define the overall state as q :" px, x1 , . . . , xN`1 , η 1 , . . . , η N `1, σq P :" n x ˆ pN `1qn x ˆ N `1 ě0 ˆt1, . . . , N `1u, and, by collecting all the equations, we obtain the hybrid model 9

x " f p px, u, vq

9 x1 " f o px 1 , u, L 1 p y ´y1 qq . . . 9 xN`1 " f o px N `1, u, L N `1p y ´yN`1 qq 9 η 1 " ´νη 1 `p y ´ŷ 1 q J pΛ 1 `LJ 1 Λ 2 L 1 qp y ´ŷ 1 q . . . 9 η N `1 " ´νη N `1 `p y ´ŷ N `1q J pΛ 1 `LJ N `1Λ 2 L N `1qp y ´ŷ N `1q 9 σ " 0 - q P , x `" x x1 " x1 x2 P tp1 ´rqx 2 `r xk ‹ : k ‹ P argmin jPΠ pgpη j , L j , y, ŷj qu . . . xǸ `1 P tp1 ´rqx N `1 `r xk ‹ : k ‹ P argmin jPΠ pgpη j , L j , y, ŷj qu η 1 " η 1 η 2 " δ 2,σ η 2 `p1 ´δ2,σ qpp1 ´rqη 2 `rη k ‹ `ϵq . . . η Ǹ `1 " δ N `1,σ η N `1 `p1 ´δN`1,σ qpp1 ´rqη N `1 `rη k ‹ `ϵq σ `" argmin kPΠ gpη k , L k , y, ŷk q , - q P , (5.25) 
with Πpqq " argmin kPt1,...,N `1uztσu

η k and gpη k , L k , y, ŷk q defined in (5.9). In view of Section 5.3.3, the flow and jump sets and in (5.25) are defined as :" tq P : @k P t1, . . . , N `1u η k ě η σ u, (5.26)

:" tq P : Dk P t1, . . . , N `1uztσu η k ď η σ u.

(5.27)

For the sake of convenience we write system (5.25) - (5.27) in the compact form # 9 q " F pq, u, v, wq, q P q `P Gpqq, q P , (5.28)

where flow map is defined as, for any q P , u P , v P and w P , from (5.1), (5.2), (5.8),

(5.9), η k for all q P , k P t1, . . . , N `1u.

F :" p f p , f o

Stability guarantees

The goal of this section is to prove that the proposed hybrid estimation scheme satisfies an inputto-state stability property. Even though the nominal observer satisfies an input-to-state stability property by Assumption 5.1, it is not obvious that so does system (5.26)- (5.28), as the extra modes are designed with no convergence guarantees. We first present the Lyapunov properties in Section 5.4.1, which are used in Section 5.4.2 to prove the desired stability property.

Lyapunov properties

In this section we state the Lyapunov properties, which are employed to prove the stability result in Theorem 5.1 in the next section. Based on Assumption 5.1, we first prove an input/output-to-state stability property [START_REF] Sontag | Input to state stability: Basic concepts and results[END_REF], whose definition was recalled in Chapter 2, for the generic estimation error system e :" x ´x P n x associated to (5.1) and (5.8), whose dynamics is defined as (5.34)

We have obtained the desired result. ■ Lemma 5.1 implies that, for e k :" x ´x k for any k P t2, . . . , N `1u, the e k -system, which follows from (5.1) and (5.8), satisfies an input/output-to-state property [START_REF] Sontag | Input to state stability: Basic concepts and results[END_REF], as defined in Definition 2.6, with the same Lyapunov function as in Assumption 5.1 for any choice for the observer gain L k P n L 1 ˆny .

The major difference between (5.5) and (5.32) is the term γ||pL ´L1 q|| 2 | y ´ŷ| 2 in (5.32), which may have a destabilizing effect and may thus prevent the e k -system to exhibit input-to-state stability properties similar to (5.6).

In the next proposition, we state Lyapunov properties for system (5.26)-(5.28).

Proposition 5.1 (Lyapunov stability property). Suppose Assumptions 5.1-5.2 hold. Given any sets of gains L k P n L 1 ˆny , with k P t2, . . . , N `1u, any ν P p0, αs, any ϵ ą 0 and any

Λ 1 P n y ě0 , Λ 2 P n x ě0
with at least one of them positive definite, there exist U : Ñ ě0 locally Lipschitz, and α U , α U P 8 , α 0 P ą0 , φ 1 , φ 2 P 8 , such that the following properties hold.

(i) For any q P , α U p|pe 1 , η 1 , e σ , η σ q|q ď Upqq ď α U p|pe, ηq|q, (5.35) with e :" pe 1 , . . . , e N `1q and η :" pη 1 , . . . , η N `1q.

(ii) For any q P , u P , v P and w P , such that F pq, u, v, wq P T pqq, U ˝pq; F pq, u, v, wqq ď ´α0 Upqq `φ1 p|v|q `φ2 p|w|q.

(5.36)

(iii) For any q P and any g P Gpqq, Upgq ď Upqq. (5.37) in view of (5.42), U 1 pq; F q ď ´c1 paα ´λmax pΛ 1 qδ 1 ´λmax pL J 1 Λ 2 L 1 qδ 1 qV pe 1 q ´c1 νη 1 `c1 aψ 1 p|v|q `c1 aψ 2 p|w|q `c1 pλ max pΛ 1 q `λmax pL J 1 Λ 2 L 1 qqδ 2 |w| 2 .

(5.43)

Since a ą ā " δ 1 pλ max pΛ 1 q `λmax pL J 1 Λ 2 L 1 qq α ě 0 and defining

a 1 :" min # aα ´δ1 λ max pΛ 1 q ´δ1 λ max pL J 1 Λ 2 L 1 q a , ν + ą 0 (5.44)
we obtain

U 1 pq; F q ď ´a1 U 1 pqq `c1 aψ 1 p|v|q `c1 aψ 2 p|w|q `c1 pλ max pΛ 1 q `λmax pL J 1 Λ 2 L 1 qqδ 2 |w| 2 .
(5.45)

We now consider U 2 . We need to distinguish four cases.

Case a)

. Suppose there exists a unique j P t1, . . . , N `1u such that max kPt1,...,N `1u

tbV pe k q ήk , 0u " bV pe j q ´ηj and bV pe j q ´ηj ą 0. Then, by applying Lemma 5.1 to the j-th dynamics, and by recalling the definition of θ given at the beginning of the proof, we obtain

U 2 pq; F q " c 2
`b @ ∇V pe j q, f p px, u, vq ´fo `x j , u, L j p y ´ŷ j q ˘D `νη j ´p y ´ŷ j q J pΛ 1 `LJ j Λ 2 L j qp y ´ŷ j q ď ´c2 bαV pe j q `c2 bψ 1 p|v|q `c2 bψ 2 p|w|q `c2 bθ | y ´ŷ j | 2 `c2 νη j ´c2 p y ´ŷ j q J Λ 1 p y ´ŷ j q ´c2 p y ´ŷ j q J L J j Λ 2 L j p y ´ŷ j q ď ´c2 pbαV pe j q ´νη j q `c2 bψ 1 p|v|q `c2 bψ 2 p|w|q ´c2 pλ min pΛ 1 q ´bθ q| y ´ŷ j | 2 .

(5.46)

Since ν P p0, αs and b P p0, bq with b " λ min pΛ 1 q θ , λ min pΛ 1 q ´bθ ą 0 and thus, defining a 2 :" c 2 α, we have U 2 pq; F q ď ´a2 U 2 pqq `c2 bψ 1 p|v|q `c2 bψ 2 p|w|q.

(5.47)

Case b).

If for all k P t1, . . . , N `1u, bV pe k q ´ηk ă 0, then U 2 pqq " 0 and U 2 pq; F q " 0 " ´a2 U 2 pqq.

(5.48)

Case c).

If there exists a subset Ď t1, . . . , N `1u such that, for all i P , bV pe i q ´ηi " 0 and for all j P t1, . . . , N `1uz , bV pe j q ´ηj ă 0, then U 2 pqq " 0. Following similar steps as in case a), we obtain U 2 pq; F q " max iP ! ´a2 pbV pe i q ´ηi q `c2 bψ 1 p|v|q `c2 bψ 2 p|w|q, 0 ) ď c 2 bψ 1 p|v|q `c2 bψ 2 p|w|q " ´a2 U 2 pqq `c2 bψ 1 p|v|q `c2 bψ 2 p|w|q.

(5.49)

Case d).

If there exists a subset ˜ Ď t1, . . . , N `1u such that, for all i, j P ˜ , max kPt1,...,N `1u

tbV pe k qή k , 0u " bV pe i q ´ηi " bV pe j q ´ηj ą 0. Following similar steps as in case a), we obtain U 2 pq; F q ď max iP ˜ ! ´a2 pbV pe i q ´ηi q `c2 bψ 1 p|v|q `c2 bψ 2 p|w|q

) . Then, for any i P ˜ , by the definition of ˜ , we have U 2 pq; F q ď ´a2 pbV pe i q ´ηi q `c2 bψ 1 p|v|q `c2 bψ 2 p|w|q " ´a2 U 2 pqq `c2 bψ 1 p|v|q `c2 bψ 2 p|w|q.

(5.50)

Merging (5.47), (5.48), (5.49) and (5.50), we have that, for any q P , u P , v P and w P , U 2 pq; F q ď ´a2 U 2 pqq `c2 bψ 1 p|v|q `c2 bψ 2 p|w|q.

(5.51)

We now consider U 3 . Since q P , from (5.26) we have that η σ ď η k for all k P t1, . . . , N `1u.

Therefore, η σ ď η 1 . When η σ ă η 1 we have that U 3 pqq " 0 and U 3 pq; F q " 0 " ´a3 U 3 pqq, (5.52)

for any a 3 P ą0 . When η σ " η 1 , since F pq, u, v, wq P T pqq and T pqq :" tq P : 9

η 1 ě 9 η σ u,
where we use 9 η 1 " ´νη 1 `p y ´ŷ 1 q J pΛ 1 `LJ 1 Λ 2 L 1 qp y ´ŷ 1 q and 9 η σ " ´νη σ `p y ´ŷ σ q J pΛ 1 LJ σ Λ 2 L σ qp y ´ŷ σ q for the sake of convenience, we have

U 3 pq; F q ď maxt 9 η σ ´9 η 1 , 0u " 0 " ´a3 U 3 pqq, (5.53) 
for any a 3 P ą0 . Consequently, from (5.52) and (5.53), we obtain that,

U 3 pq; F q ď 0 " ´a3 U 3 pqq, (5.54) 
for all a 3 P ą0 .

From (5.45), (5.51) and (5.54) we have that, for any q P , u P , v P and w P , such that F pq, u, v, wq P T pqq, U ˝pq; F q " U 1 pq, F q `U2 pq; F q `U3 pq; F q ď ´a1 U 1 pqq `c1 aψ 1 p|v|q `c1 aψ 2 p|w|q `c1 pλ max pΛ 1 q `λmax pL J 1 Λ 2 L 1 qqδ 2 |w| 2 ´a2 U 2 pqq `c2 bψ 1 p|v|q `c2 bψ 2 p|w|q ´a3 U 3 pqq.

(5.55)

Defining α 0 :" minta 1 , a 2 , a 3 u P ą0 , we obtain U ˝pq; F q ď ´α0 Upqq `φ1 p|v|q `φ2 p|w|q, (5.56) where φ 1 psq :" pc 1 a`c 2 bqψ 1 psq, φ 2 psq :" pc 1 a`c 2 bqψ 2 psq`pc 1 pλ max pΛ 1 q`λ max pL J 1 Λ 2 L 1 qqδ 2 qs 2 , for any s ě 0.

Proof of item (iii).

As in the proof of item (ii), for the sake of convenience we write Upqq " U 1 pqqÙ 2 pqq `U3 pqq, for any q P , where U 1 pqq " c 1 paV pe 1 q `η1 q, U 2 pqq " c 2 max kPt1,...,N `1u

tbV pe k q ήk , 0u and U 3 pqq " c 3 maxtη σ ´η1 , 0u. In addition, we use σ `to denote the selected mode after a jump, in view of the hybrid system notation in Chapter 2.

Let q P and g P Gpqq. Then, from (5.16a) and (5.17a) we have U 1 pgq " c 1 paV pe 1 q `η1 q " U 1 pqq.

(5.57)

We now consider U 2 . We need to distinguish the case without resets and the case with resets.

We first consider the case without resets. From (5.16a)-(5.17d), we obtain

U 2 pgq " c 2 max kPt2,..

.,N `1uztσ

`ut bV pe 1 q ´η1 , bV pe σ `q ´ησ `, bV pe k q ´ηk ´ϵ, 0u ď c 2 max kPt2,...,N `1uztσ

`ut bV pe 1 q ´η1 , bV pe σ `q ´ησ `, bV pe k q ´ηk , 0u

" c 2 max kPt1,...,N `1u

tbV pe k q ´ηk , 0u

" U 2 pqq.

(

On the other hand, when the resets are implemented, we need to distinguish the case where σ `" 1 and the case when σ `P t2, . . . , N `1u. Suppose first that σ `" 1. Then, from (5.16a)-(5.17d), we have U 2 pgq " c 2 maxtbV pe 1 q ´η1 , bV pe k ‹ q ´ηk‹ ´ϵ, 0u ď c 2 maxtbV pe 1 q ´η1 , bV pe k ‹ q ´ηk‹ , 0u

(5.59)

with k ‹ P argmin kPΠ p´νη k `p y ´ŷ k q J pΛ 1 `LJ k Λ 2 L k qp y ´ŷ k qq ˘, where Πpqq " argmin kPt1,...,N `1uztσu η k ,
for all q P and η k‹ " min kPt1,...,N `1uztσu η k . Note that, if different observers generate the same minimum η k , with the same minimum derivative, then k ‹ may be different from σ `. However, η σ `" η k ‹ " ηk ‹ . Consequently, from (5.59) and since k ‹ P t1, . . . , N `1u, U 2 pgq ď c 2 maxtbV pe 1 q ´η1 , bV pe k ‹ q ´ηk ‹ , 0u ď c 2 max kPt1,...,N `1u

tbV pe k q ´ηk , 0u

" U 2 pqq.

(5.60)

On the contrary, when σ `P t2, . . . , N `1u, from (5.16a)-(5.17d), we have U 2 pgq " c 2 maxtbV pe 1 q ´η1 , bV pe k ‹ q ´ησ `, bV pe k ‹ q ´ηk‹ ´ϵ, 0u ď c 2 maxtbV pe 1 q ´η1 , bV pe k ‹ q ´ησ `, bV pe k ‹ q ´ηk‹ , 0u, (

with

k ‹ P argmin kPΠ p´νη k `p y ´ŷ k q J pΛ 1 `LJ k Λ 2 L k qp y ´ŷ k qq ˘, where Πpqq " argmin kPt1,...,N `1uztσu η k ,
for all q P and η k‹ " min kPt1,...,N `1uztσu η k . Note that, if different observers generate the same minimum η k , with the same minimum derivative, then k ‹ may be different from σ `. However, η σ `" η k ‹ " ηk ‹ . Consequently, from (5.61) and since k ‹ P t1, . . . , N `1u,

U 2 pgq ď c 2 maxtbV pe 1 q ´η1 , bV pe k ‹ q ´ηk ‹ , 0u ď c 2 max kPt1,...,N `1u
tbV pe k q ´ηk , 0u

" U 2 pqq.

(

As a result, from (5.58), (5.60) and (5.62) we have, for any q P and any g P Gpqq, U 2 pgq ď U 2 pqq.

(5.63)

We now consider U 3 . From (5.17a) and (5.17b) we have

U 3 pgq " c 3 maxtη σ `´η 1 , 0u " c 3 maxtη σ ´η1 , 0u
" U 3 pqq.

(5.64)

Merging (5.57), (5.63) and (5.64) we obtain, for any q P and any g P Gpqq, Upgq ď Upqq, (

which concludes the proof of item (iii) of Proposition 5.1. This complete the proof.

■

Proposition 5.1 shows the existence of a Lyapunov function U for system (5.26)-(5.28), which is used to prove the input-to-state stability property in the next section.

Input-to-state stability

In the next theorem we prove that system (5.26)-(5.28) satisfies an input-to-state stability property.

Theorem 5.1 (Two-measure flow input-to-state stability property). Consider system (5.26)-(5.28)

and suppose Assumptions 5.1-5.2 hold. Then there exist β U P and γ U P 8 such that for any input u P , disturbance input v P and measurement noise w P , any solution q satisfies |pe 1 pt, jq, η 1 pt, jq, e σ pt, jq, η σ pt, jqq| ď β U p|pep0, 0q, ηp0, 0qq|, tq `γU p}v} r0,ts `}w} r0,ts q (5.66) for all pt, jq P dom q, with e " pe 1 , . . . , e N `1q and η " pη 1 , . . . , η N `1q. □

Proof. This proof relies on Proposition 5.1. Consider the Lyapunov function U in Proposition 5.1.

From item (ii) of Proposition 5.1, we have that for any q P , u P , v P and w P such that F pq, u, v, wq P T pqq, U ˝pq; F pq, u, v, wqq ď ´α0 Upqq `φ1 p|v|q `φ2 p|w|q.

(

We follow similar steps as in [31, proof of Theorem 3.18]. Let u P , v P , w P and q be a solution to system (5.26)-(5.28). Pick any pt, jq P dom q and let 0 " t 0 ď t 1 ď ¨¨¨ď t j`1 " t satisfy dom q X pr0, ts ˆt0, 1, . . . , juq " Ť j i"0 rt i , t i`1 s ˆtiu. For each i P t0, . . . , ju and almost all s P rt i , t i`1 s, qps, iq P and d ds qps, iq P F pqps, iq, ups, iq, vps, iq, wps, iqq X T pqps, iqq, in view of Lemma 2.1 in Chapter 2. Hence, (5.67) implies that, for all i P t0, . . . , ju and almost all s P rt i , t i`1 s, U ˝ˆqps, iq; d ds qps, iq ˙ď ´α0 Upqps, iqq `φ1 p}v} r0,ss q `φ2 p}w} r0,ss q.

(5.68)

In view of [START_REF] Teel | On assigning the derivative of a disturbance attenuation control Lyapunov function[END_REF], we have that, for almost all s P rt i , t i`1 s,

d ds Upqps, iqq ď U ˝ˆqps, iq; d ds qps, iq ˙. (5.69) 
We introduce the compact notation Upt, jq " Upqpt, jqq. From (5.68) and (5.69), for each i P t0, . . . , ju and for almost all s P rt i , t i`1 s, d ds Ups, iq ď ´α0 Ups, iq `φ1 p}v} r0,ss q `φ2 p}w} r0,ss q.

(5.70)

Using [140, Theorem III.16.2], from (5.70) we obtain that for almost all s P rt i , t i`1 s, for all i P t0, . . . , ju, Ups, iq ď e ´α0 ps´t i q Upt i , iq `ż s t i e ´α0 ps´τq pφ 1 p}v} r0,τs q `φ2 p}w} r0,τs qqdτ ď e ´α0 ps´t i q Upt i , iq `1 α 0 p1 ´e´α 0 ps´t i q qpφ 1 p}v} r0,ss q `φ2 p}w} r0,ss qq ď e ´α0 ps´t i q Upt i , iq `p1 ´e´α 0 ps´t i q qγ U p}v} r0,ss `}w} r0,ss q,

where γU psq " 1 α 0 pφ 1 psq `φ2 psqq P 8 . Thus, Upt i`1 , iq ď e ´α0 pt i`1 ´ti q Upt i , iq `p1 ´e´α 0 pt i`1 ´ti q qγ U p}v} r0,t i`1 s `}w} r0,t i`1 s q.

(5.72)

On the other hand, from item (iii) of Proposition 5.1, for each i P t1, . . . , ju, Upt i , iq ´Upt i , i ´1q ď 0.

(5.73)

From (5.72) and (5.73), we deduce that for any pt, jq P dom q, Upt, jq ď e ´α0 t Up0, 0q `p1 ´e´α 0 t qγ U p}v} r0,ts `}w} r0,ts q ď e ´α0 t Up0, 0q `γ U p}v} r0,ts `}w} r0,ts q.

(

Using item (i) of Proposition 5.1, we obtain, for any pt, jq P dom q, |pe 1 pt, jq, η 1 pt, jq, e σ pt, jq, η σ pt, jqq| ď α ´1 U pe ´α0 t α U p|pep0, 0q, ηp0, 0qq|qq`γ U p}v} r0,ts `}w} r0,ts qq.

(5.75)

Since for any α P 8 we have αps 1 `s2 q ď αp2s 1 q `αp2s 2 q for all s 1 ě 0, s 2 ě 0, we obtain |pe 1 pt, jq, η 1 pt, jq, e σ pt, jq, η σ pt, jqq| ď β U p|pep0, 0q, ηp0, 0qq|, tq `γU p}v} r0,ts `}w} r0,ts q (5.76)

where β U pr, sq :" α ´1 U p2e ´α0 s α U prqq P and γ U prq :" α ´1 U p2γ U prqq P 8 for all r, s ě 0. ■ Theorem 5.1 guarantees a two-measure flow input-to-state stability property [START_REF] Cai | Smooth Lyapunov functions for hybrid systems-part I: Existence is equivalent to robustness[END_REF], see Definition 2.13.

In particular, (5.66) ensures that e 1 , η 1 , e σ and η σ converge to a neighborhood of the origin, whose "size" depend on the 8 norm of v and w. Note that we do not guarantee any stability property for the modes k ‰ σ, but this is not needed for the convergence of the hybrid observer estimation error e σ . Hence, the convergence of the estimated state vector of the selected mode is guaranteed by Theorem 5.1. Equation (5.66) guarantees a two-measure flow input-to-state stability property because we prove a convergence property "only" for the nominal observer estimation error e 1 and monitoring variable η 1 and for the proposed hybrid multi observer estimation error e σ and monitoring variable η σ . On the other hand, the function β U depends on the initial condition of the and all t P dom px, xk q. Pick any k P t2, . . . , N `1u, for all t P r0, `8q, we have from (5.78), Let u P , v P , w P and q be a maximal solution to (5.26)-(5.28). In view of the definition of the flow and jump sets, and , in (5.26)-(5.27), we have that qp0, 0q P Y .

d
Suppose qp0, 0q P z , we want to prove that q is not trivial, i.e., its domain contains at least two points. For this purpose we need to show that the viability condition in Proposition 2.7 is satisfied. Since the flow map F is continuous and u P , v P and w P , from [122,

Proposition S1] there exists ε ą 0 and an absolutely continuous function z : r0, εs Ñ such that zp0q " qp0, 0q and 9 zptq " F pzptq, uptq, vptq, wptqq for almost all t P r0, εs. We write z " pz x , z x1 , . . . , z xN`1 , z η 1 , . . . , z η N `1 , z σ q. Since qp0, 0q P z , with z open, and z is absolutely continuous, there exists ε 1 P p0, εs such that, for all k P t1, . . . , N `1u, z η k ptq ě z η σ ptq for almost all t P r0, ε 1 s. Thus, zptq P for almost all t P r0, ε 1 s and the viability condition in Proposition 2.7 holds, which implies that q is a non-trivial solution.

To prove that q is complete we need to exclude items (b) and (c) in Proposition 2.7. Item (b) in Proposition 2.7 occurs when at least one component of q blows up in finite time, and consequently q blows up in finite time. Hence, to exclude (b) in Proposition 2.7 we need to show that each component of q must not explode in finite time. Let q " px, x1 , . . . xN`1 , η 1 , . . . η N `1, σq.

From Assumption 5.3, x cannot blow up in finite time. Moreover, x1 cannot do so as well in view of Theorem 5.1 and since x cannot. In addition, xk , for all k P t2, . . . , N `1u cannot blow up in finite time in view of Lemma 5.2 and η k , with k P t1, . . . , N `1u cannot as well in view of its dynamics (5.9) and because y ´ŷ k does not since both x and xk do not, for all k P t1, . . . , N `1u.

Finally, σ is constant in , consequently, it does not blow up in finite time. Thus, item (b) in Proposition 2.7 cannot occur. On the other hand, since Gp q Ď Y and the jump set does not impose conditions on u, v and w, item (c) in Proposition 2.7 cannot occur. Consequently, any maximal solution to system (5.26)-(5.28) is complete. This concludes the proof. ■

Average dwell-time

Proposition 5.2 ensures the completeness of maximal solutions under Assumptions 5.1-5.3, still, Zeno phenomenon has not been ruled out yet. In the next proposition, we prove the existence of a uniform semiglobal average dwell-time for the solution to system (5.26)-(5.28), which thus excludes the Zeno phenomenon.

Proposition 5.3 (Average dwell-time). Suppose Assumptions 5.1, 5.2 hold and the sets and are compact. Then, system (5.26)-(5.28) has a uniform semiglobal average dwell-time, i.e., for any M P ą0 there exists c ą 0 such that any corresponding solution q with |qp0, 0q| ď M and u P , v P and w P , is such that for any pt, jq, pt 1 , j 1 q P dom q with t `j ď t 1 `j1 , j 1 ´j ď 1 τ pt 1 ´tq`2 with τ :" ´1 2ν ln ˆc ν ϵ `c ν ˙, where ν comes from (5.9) and ϵ is the design parameter in (5.17c). □

Proof. Let u P and v P , w P with and compact set. Let M ě M such that such that }v} 8 ď M and }w} 8 ď M . Let q be a solution to system (5.28) with |qp0, 0q| ď M ď M . Pick any pt, jq P dom q and let 0 " t 0 ď t 1 ď ¨¨¨ď t j`1 " t satisfy dom q X pr0, ts ˆt0, 1, . . . , juq " Ť j i"0 rt i , t i`1 s ˆtiu. For each i P t0, . . . , ju and almost all s P rt i , t i`1 s, qps, iq P . Then, from (5.9), for all k P t1, . . . , N `1u, for all s P pt i , t i`1 q, (we omit the dependency on ps, iq below),

9 η k ´9 η σ " ´νpη k ´ησ q `p y ´ŷ k q J pΛ 1 `LJ k Λ 2 L k qp y ´ŷ k q ´p y ´ŷ σ q J pΛ 1 `LJ σ Λ 2 L σ qp y ´ŷ σ q ě ´νpη k ´ησ q ´p y ´ŷ σ q J pΛ 1 `LJ σ Λ 2 L σ qp y ´ŷ σ q ě ´νpη k ´ησ q ´pλ max pΛ 1 q `λmax pL J σ Λ 2 L σ qq| y ´ŷ σ | 2 .
(5.81)

Then, using Assumption 5.2 we have | y ´ŷ σ | 2 " |hpx, wq ´hpx σ , 0q| 2 ď δ 1 V pe σ q `δ2 |w| 2 .

Thus, from (5.81) we obtain, for all s P pt i , t i `1q,

9 η k ´9 η σ ě ´νpη k ´ησ q ´pλ max pΛ 1 q `λmax pL J σ Λ 2 L σ qqpδ 1 V pe σ q `δ2 |w| 2 q.
(5.82) Using (5.66), from Theorem 5.1, we obtain, for all pt, jq P dom q, |e σ pt, jq| ď β U p|qp0, 0q|, tq `γU p}v} 8 `}w} 8 q, (5.83)

with β U P and γ U P 8 . Then, using |qp0, 0q| ď M , }v} 8 ď M and }w} 8 ď M we obtain, for all pt, jq P dom q, |e σ pt, jq| ď β U pM, tq `γU p2Mq ď β U pM, 0q `γU p2Mq.

(5.84)

From Assumption 5.1, for all e σ P n x , V pe σ q ď αp|e σ |q, where α P 8 comes from Assumption 5.1. From (5.84) and the last inequality we have, for all pt, jq P dom q, V pe σ pt, jqq ď αpβ U pM, tq `γU p2Mqq ď βU pM, 0q `γ U p2Mq,

where βU :" α ˝βU P and γU :" α ˝γU P 8 . Combining (5.82) with (5.85) we obtain, for all k P t1, . . . , N `1u, for all s P rt i , t i`1 s,

9 η k ´9 η σ ě ´νpη k ´ησ q ´pλ max pΛ 1 q `λmax pL J σ Λ 2 L σ qqpδ 1 p βU pM, 0q `γ U p2Mqq `δ2 M 2 q ě ´νpη k ´ησ q ´c, (5.86) 
with c :" pλ max pΛ 1 q `max kPt1,...,N `1u λ max pL J k Λ 2 L k qqpδ 1 p βU pM, 0q `γ U p2Mqq `δ2 M 2 q P ą0 . Integrating (5.86) and applying the comparison principle [85, Lemma 3.4] we obtain, for all s P rt i , t i`1 s, for all k P t1, . . . , N `1u, η k ps, iq ´ησ ps, iq ě e ´νps´t i q pη k pt i , iq ´ησ pt i , iqq ´c ν p1 ´e´νps´t i q q. (

On the other hand, from (5.27), we have

t i`1 :" inftt ě t i : min kPt1,...,N `1uztσu η k pt, iq " η σ pt, iqu. (5.88) 
We define k ‹ :" σpt i`1 , i`1q P argmin

kPΠ p´νη k pt i`1 , i`1q`p ypt i`1 , i`1q´ŷ k pt i`1 , i`1qq J pΛ 1 LJ k Λ 2 L k qp ypt i`1 , i `1q ´ŷ k pt i`1 , i `1qqq ˘,
where Πpqq " argmin kPt1,...,N `1uztσu η k . Evaluating (5.87)

for s " t i`1 and k " k ‹ , from (5.88), we have

0 " η k ‹ pt i`1 , iq ´ησ pt i`1 , iq ě e ´νpt i`1 ´ti q pη k ‹ pt i , iq ´ησ pt i , iqq ´c ν p1 ´e´νpt i`1 ´ti q q.
(5.89)

We first consider the case where k ‹ ‰ 1. Note that σps, iq ‰ k ‹ by the definition of k ‹ , for all s P rt i , t i`1 s. We now consider the cases without and with resets separately. From (5.17b),

(5.17c) and (5.27) we have in the case without resets, for all i P ą0 ,

η k ‹ pt i , iq " η k ‹ pt i , i 1q `ϵ ě η σ pt i , iq `ϵ, while in the case with resets, η k ‹ pt i , iq " η σ pt i , iq `ϵ. As a result, η k ‹ pt i , iq ě η σ pt i , iq `ϵ, (5.90) 
both in the case without and with resets. Thus, η k ‹ pt i , iq ´ησ pt i , iq ě ϵ and from (5.89), 0 ě e ´νpt i`1 ´ti q ϵ ´c ν p1 ´e´νpt i`1 ´ti q q, (

which can be rewritten as e ´νpt i`1 ´ti q ´ϵ `c ν ¯ď c ν , that implies

t i`1 ´ti ě ´1 ν ln ˆc ν ϵ `c ν ˙P ą0 . (5.92) 
On the other hand, when k ‹ " 1 " σps, i `1q, for all s P rt i`1 , t i`2 s, we have that

σpt i`2 , i `2q " argmin kPt2,...,N `1u η k pt i`1 , iqq ‰ 1. (5.93) 
Therefore, from (5.92), we obtain

t i`2 ´ti`1 ě ´1 ν ln ˆc ν ϵ `c ν ˙P ą0 . (5.94) 
Consequently, for all switching times pt i , iq P dom q, we have

t i`2 ´ti ě ´1 ν ln ˆc ν ϵ `c ν ˙P ą0 . (5.95) 
Pick any pt, jq, pt 1 , j 1 q P dom q such that t`j ď t 1 `j1 , from (5.95) and using τ " ´1 2ν ln ˆc ν ϵ `c ν ẇe obtain

j 1 ´j ď 1 τ pt 1 ´tq `2, (5.96) 
which concludes the proof. ■

We see the importance of the parameter ϵ P ą0 , used in the jump map for the monitoring variables (5.17c), in the expression of τ. Indeed, if we would allow ϵ to be equal to 0 (which we do not), τ would have been equal to 0. In addition, Proposition 5.3 shows that any solution q to (5.26)-

(5.28) can exhibit at most two consecutive jumps. Note that to obtain the results of Proposition 5.3

we do not need Assumption 5.3. However, in view of Propositions 5.2 and 5.3 we have that under Assumptions 5.1-5.3, for any inputs u P , v P , w P , any maximal solution q to system (5.26)-(5.28) is t-complete, namely sup t dom q " `8.

Now that we have established robust stability properties and the properties of the hybrid time domain of the solutions for the hybrid estimation scheme, we focus on its performance in the next section.

Performance improvement

The goal of this section is to establish the estimation performance improvement given by the proposed hybrid multi-observer. We recall that with the proposed technique we have η σpt, jq pt, jq ď η 1 pt, jq for all pt, jq P dom q, for any solution q to (5.26)-(5.28) with inputs u P , v P and w P , both in the case without and with resets. Therefore, the estimation performance of the proposed hybrid multi-observer are always not worse than the performance of the nominal one according to the monitoring variables we consider.

Variable η σ defined in Section 5.3.2 is a performance variable that considers the "best" mode among the N `1 at any time instant: this is an instantaneous performance, which ignores the past behavior in terms of the monitoring variable. For this reason, to evaluate the performance of the proposed hybrid multi-observer, we also propose the following cost, for any solution q to (5.26)-

(5.28) with inputs u P , v P and w P , for all pt, jq P dom q, J σpt, jq pt, jq :"

j ÿ i"0 ˆż t i`1 t i η σps,iq ps, iq ds ˙, (5.97) 
with 0 " t 0 ď t 1 ď ¨¨¨ď t j`1 " t satisfying dom q X pr0, ts ˆt0, 1, . . . , juq " Ť j i"0 rt i , t i`1 s ˆtiu. Similarly, we define the performance cost of the nominal observer, for all pt, jq P dom q, as J 1 pt, jq :"

j ÿ i"0 ˆż t i`1 t i η 1 ps, iq ds ˙, (5.98) 
with 0 " t 0 ď t 1 ď ¨¨¨ď t j`1 " t satisfying dom q X pr0, ts ˆt0, 1, . . . , juq " Ť j i"0 rt i , t i`1 s ˆtiu. In the next theorem we prove, that the hybrid scheme in Section 5.3 strictly improves the performance J 1 in (5.98), under some conditions. Theorem 5.2 (Performance improvement). Consider system (5.26)-(5.28) under Assumptions 5.1-5.3. Let q be a maximal solution with inputs u P , v P and w P and for which the initial conditions of the monitoring variables are all the same, namely η k p0, 0q " η 0 for all k P t1, . . . , N `1u

for some η 0 P . Then, for any pt, jq P dom q, J σpt, jq pt, jq ď J 1 pt, jq, (

with J σ and J 1 defined in (5.97) and (5.98), respectively. Moreover, if there exists pt ‹ , j ‹ q P dom q such that η σpt ‹ , j ‹ q pt ‹ , j ‹ q ă η 1 pt ‹ , j ‹ q, (5.100)

then there exists j ‹ 1 ě j ‹ such that J σpt, jq pt, jq ă J 1 pt, jq (

for all pt, jq ě pt ‹ , j ‹ 1 q, with pt, jq P dom q. □ Proof. Consider system (5.26)-(5.28) and let q be a maximal solution to system (5.26)-(5.28)

with inputs u P , v P and w P . From (5.9), (5.17a), (5.17b), (5.26), (5.27) and η k p0, 0q " η 0 P for all k P t1, . . . , N `1u, we have, for all pt, jq P dom q, η σpt, jq pt, jq ď η 1 pt, jq.

(

We then derive from (5.97) and (5.98) that J σpt, jq pt, jq ď J 1 pt, jq, for all pt, jq P dom q, which concludes the first part of the proof.

In the second part of the theorem, we have that there exists pt ‹ , j ‹ q P dom q such that η σpt ‹ , j ‹ q pt ‹ , j ‹ q ă η 1 pt ‹ , j ‹ q.

(5.103)

We now consider two cases. If t ‹ P int I j ‹ , using (5.97), (5.98), (5.102), (5.103), since no jump occurs at pt ‹ , j ‹ q and η 1 and η σ are not affected by jumps, by continuity of η σ and η 1 on I j ‹ , (5.101) is obtained by integration of (5.102) for all pt, jq ě pt ‹ , j ‹ q, with pt, jq P dom q. On the other hand, if I j ‹ is empty, since q is maximal, it is t-complete by Propositions 5.2 and 5.3 as explained in Section 5.5.2 and thus we have that there exists j ‹1 ą j ‹ such that pt ‹ , j ‹ 1 q P dom q and η σpt ‹ , j ‹ 1 q ď η σpt ‹ , j ‹ q ă η 1 pt ‹ , j ‹ 1 q (5.104) with I j ‹ 1 non empty. Following similar step as before we have that (5.101) holds for all pt, jq ě pt ‹ , j ‹ 1 q, with pt, jq P dom q. This concludes the proof. ■ Theorem 5.2 shows that, if the condition in (5.100) holds, then the cost of the proposed hybrid multi-observer J σ is strictly smaller than the one of the nominal observer J 1 and thus, the estimation performance in terms of costs J σ and J 1 is strictly improved.

In the next proposition, we give the conditions to guarantee that (5.100) is satisfied and consequently, from Theorem 5.2, that the estimation performance is strictly improved with the hybrid multi-observer (5.26)-(5.28). 

‹ P t2, . . . , N `1u satisfying L J k ‹ Λ 2 L k ‹ ă L J 1 Λ 2 L 1 .
Let q be a maximal solution with inputs u P , v P and w P and initial condition qp0, 0q satisfying the following properties.

(i) xk p0, 0q " x0 for all k P t1, . . . , N `1u for some x0 P n x .

(ii) η k p0, 0q " η 0 for all k P t1, . . . , N `1u for some η 0 P .

(iii) ŷk p0, 0q ‰ yp0, 0q for all k P t1, . . . , N `1u.

Then, there exists pt ‹ , j ‹ q P dom q such that η σpt ‹ , j ‹ q pt ‹ , j ‹ q ă η 1 pt ‹ , j ‹ q.

(5.105)

□

Proof. Let q be a maximal solution to system (5.26)-(5.28) with inputs u P , v P and w P satisfying items (i)-(iii). We define ∆ k :" y ´ŷ k P n y for all k P t1, . . . , N `1u for the sake of convenience. Note that, thanks to item (i), ∆ 1 p0, 0q " yp0, 0q ´ŷ 1 p0, 0q " yp0, 0q hpx

On the other hand, from (5.9) we have, for all k P t1, . . . , N `1u,

9 η k " ´νη k `p y ´ŷ k q J pΛ 1 `LJ k Λ 2 L k qp y ´ŷ k q " ´νη k `∆J k pΛ 1 `LJ k Λ 2 L k q∆ k .
(5.106)

We evaluate (5.106) for k " 1 at pt, jq " p0, 0q. As ∆ 1 p0, 0q " ∆ k p0, 0q, from item (ii) of Proposition 5.4 and since Λ 2 is positive definite, we obtain

9 η 1 p0, 0q " ´νη 1 p0, 0q `∆1 p0, 0q J pΛ 1 `LJ 1 Λ 2 L 1 q∆ 1 p0, 0q " ´νη k ‹ p0, 0q `∆k ‹ p0, 0q J pΛ 1 `LJ 1 Λ 2 L 1 q∆ k ‹ p0, 0q ą ´νη k ‹ p0, 0q `∆k ‹ p0, 0q J pΛ 1 `LJ k ‹ Λ 2 L k ‹ q∆ k ‹ p0, 0q " 9 η k ‹ p0, 0q (5.107) 
for any

k ‹ P t2, . . . , N `1u such that L J k ‹ Λ 2 L k ‹ ă L J 1 Λ 2 L 1 .
The strict inequality in (5.107) comes from the condition

L J k ‹ Λ 2 L k ‹ ă L J 1 Λ 2 L 1 on the observer gain selection, with Λ 2 P n x
ą0 , and ∆ k ‹ p0, 0q ‰ 0 by item (iii) of Proposition 5.4. Since q is maximal it is t-complete by Propositions 5.2 and 5.3. Moreover, q can exhibit at most two consecutive jumps as explained in Section 5.5.2 and thus there exists j ‹ P t0, 1u such that σp0, j ‹ q " k with k P argmin kPΠ 9 η k p0, j ‹ q, with Π " argmin kPt1,...,N `1u η k p0, j ‹ q and p0, j ‹ `1q R dom q. Note that

L J k Λ 2 L k ă L J 1 Λ 2 L 1 and 9 
qp0, j ‹ q P T pqq :" tq P : 9 η k ě 9 η σ , @k P t1, . . . , N `1uu, (

where 9 η k " ´νη k `p y ´ŷ k q J pΛ 1 `LJ k Λ 2 L k qp y ´ŷ k q and 9 η σ " ´νη σ `p y ´ŷ σ q J pΛ 1 LJ σ Λ 2 L σ qp y ´ŷ σ q, for all pt, jq P dom q with some abuse of notation, in view of Lemma 2.1 in Chapter 2. From (5.17d) and (5.107), we obtain 9 η σp0, j ‹ q p0, j ‹ q " 9 η kp0, j ‹ q ă 9 η 1 p0, j ‹ q.

(5.109)

Moreover, since q is t-complete, we have that there exists ε ą 0 such that qpt, j ‹ q P for all t P r0, εs. Consequently, pt ‹ , j ‹ q P dom q ‹ for all t ‹ P r0, εs. In addition, we have η σp0, j ‹ q p0, j ‹ q " η 1 p0, j ‹ q " η 0 (5.110) both when j ‹ " 0 and j ‹ " 1 from (5.17a) and (5.17b). From (5.109) and (5.110) we obtain η σpt ‹ , j ‹ q pt ‹ , j ‹ q ă η 1 pt ‹ , j ‹ q.

(5.111)

This concludes the proof. ■

Note that, the conditions in items (i) and (ii) of Proposition 5.4 can always be ensured by designing the same initial condition for the state estimate and monitoring variables for all the modes.

Moreover, condition in item (iii) is verified almost everywhere (it is a set of measure zero). We also acknowledge that we state the performance improvement with respect to costs J 1 and J σ , and that it would be interesting to state properties for a cost, which involves the state estimation errors e 1 and e σ . This is a challenging question, which goes beyond the scope of this chapter. Some preliminary results in this direction are presented in Appendix B.

Numerical case studies

Van der Pol oscillator

We consider 9

x " Ax `Bϕpxq

y " C x `w (5.112a) 
where x " px 1 , x 2 q P 2 is the system state to be estimated, y P is the measured output and w P is the measurement noise. The system matrices are

A " « 0 1 0 0 ff , B " « 0 1 ff , C " " 1 0 ı (5.112b) 
and ϕpxq " satp´x 1 `0.5p1 ´x2 1 qx 2 q for any x P 2 , where the saturation level is symmetric and equal to 10. We consider the measurement noise wptq " 0.1 cospωptqq with ωptq " 10 when t P r0, 20s, ωptq " 100 when t P p20, 40s, ωptq " 200 when t P p40, 70s and ωptq " 20 when t P p70, 100s.

We design a nominal high-gain observer 6 for system (5.112a)

9 x1 " Ax 1 `Bϕpx 1 q `L1 p y ´ŷ 1 q ŷ1 " C x1 (5.113)
where x1 is the state estimate, ŷ1 is the estimated output and L 1 P 2ˆ1 is the output injection gain, which is defined as L 1 :" H 1 D, where D P 2ˆ1 , H 1 " diagph 1 , h 2 1 q P 2ˆ2 , with h 1 P ą0 the high-gain design parameter. To satisfy Assumption 5.1, D P 2ˆ1 is selected such that the matrix A´DC is Hurwitz and the parameter h 1 is taken sufficiently large, i.e., h 1 ě h ‹ 1 , where h ‹ 1 is equal to 2λ max pPqK, where P P 2ˆ2 is the solution of the Lyapunov equation PpA´DCq`pA´DCq J P " ´I2 and K " 58.25 is the Lipschitz constant of the function ϕ. We select D such that the eigenvalues of A ´DC are equal to ´1 and ´2 and we obtain D " r3, 2s, while the parameter h 1 is selected equal to 200 ą h ‹ 1 " 152.50. With this choice of h 1 , Assumption 5.1 is satisfied with a quadratic Lyapunov function and α " 53.28. Furthermore, since the output is linear, also Assumption 5.2 is satisfied.

We consider N " 4 additional modes, with the same structure as the nominal one in (5.113).

The only difference is the output injection gain L k P 2ˆ1 , which is defined as L k :" H k D, with

H k " diagph k , h 2
k q P 2ˆ2 , with k P t2, . . . , 5u. We select h 2 " 20, h 3 " 1, h 4 " 0 and h 5 " ´1.

6. High gain observer design is described in Section 2.2.3. 

Note that h k ď h ‹

1 , for all k P t2, . . . , 5u. Therefore, we have no guarantees that these modes satisfy Assumption 5.1, and consequently, that they converge. Simulations suggest that the modes with L 2 and L 3 converge, while the ones with L 4 and L 5 do not. Note that, the gain L 4 " 0 2ˆ1 is the best choice to annihilate the effects of the measurement noise.

We simulate the proposed estimation technique considering the initial conditions xp0, 0q " p1, 1q, xk p0, 0q " p0, 0q, η k p0, 0q " 10 for all k P t1, . . . , 5u and σp0, 0q " 1. Both cases, without and with resets, are simulated with ν " 5, Λ 1 " 1, Λ 2 " 0.1¨I 2 and ϵ " 10 ´4. Note that the condition ν P p0, αs is satisfied.

The norm of the nominal estimation error, namely |e 1 |, as well as |e σ |, obtained with or without resets, are shown in Figure 5.2, together with the nominal performance cost J 1 and the costs J σ obtained both in the case without and with resets. Figure 5.2 shows that both solutions (without resets and with resets) improve the estimation performance compared to the nominal one. The last plot in Figure 5.2 represents σ and indicates which mode is selected at every time instant both in the case without and with resets. Interestingly, when the resets are considered, the fourth mode (with L 4 " r0, 0s J ), that is not converging, is selected.

To further evaluate the performance improvement given by the hybrid multi-observer, we run 100 simulations with different initial conditions for the state estimate of all the modes of the multiobserver, both in the case without and with resets. In particular, both components of xk p0, 0q P 2 , for all k P t1, . . . , 5u, were selected randomly in the interval r´2, 2s and, in each simulation, all modes of the multi-observer were initialized with the same state estimate. The system state, the monitoring variables and the signal σ were always initialized at xp0, 0q " p1, 1q, η k p0, 0q " 10, for all k P t1, . . . , 5u, and σp0, 0q " 1. We considered the same choice of design parameters as before.

To quantify the performance improvement, we evaluate the mean absolute error (MAE) and the root mean square error (RMSE), averaged over all the simulations, of the state estimation error obtained with the nominal observer and the hybrid multi-observer both in the case without and with resets.

The obtained data are given in Table 5.1. Note that the data for e 1 without and with resets are slightly different because the 100 initial conditions were randomly selected and thus they may be different in the simulations without and with resets. Table 5.1 shows that the proposed technique, both without and with resets, highly improves the estimation performance compared to the nominal one. Indeed, both the MAE and the RMSE are improved by more than 99% both in the case without and with resets. Moreover, in this example, the performance of the hybrid multi-observer without and with resets are very similar, with the case without resets that slightly outperforms the case where the resets are implemented, both in term of MAE and RMSE.

Flexible joint robotic arm

In this second example we consider a flexible joint robotic arm [START_REF] Raff | Observer with sample-and-hold updating for Lipschitz nonlinear systems with nonuniformly sampled measurements[END_REF]. The system model is described by 7 9

x " Ax `Bu `GσpH xq `v

y " C x `w, (5.114a) 
where the system state that need to be estimated is x :" px 1 , x 2 , x 3 , x 4 q, while the measured output y is defined as y :" p y 1 , y 2 q " px 1 , x 2 q. The system matrices are 

A " » - - - - - 0 
, H J " » - - - - - 0 0 1 0 fi ffi ffi ffi ffi fl , C J " » - - - - - 1 0 0 1 0 0 0 0 fi ffi ffi ffi ffi fl , (5.114b) 
and σpH xq " 3.3 sinpx 3 q for any x P 4 . As in [START_REF] Raff | Observer with sample-and-hold updating for Lipschitz nonlinear systems with nonuniformly sampled measurements[END_REF], we assume that the input is uptq " sinptq for all t P ě0 . Moreover, we consider the disturbance input vptq " 0.01p0, 1, 0, 1q sinp30tq for all t P ě0 7. In Chapter 4 we considered the same example (model and observer) and we implemented the event-triggered observer in the setting where the output measurement are transmitted to the observer via a digital network. In this chapter, we apply the proposed hybrid multi-observer to improve the estimation performance of the observer. Note that, in this case there is no network between the system and the observer. We recall model and nominal observer for completeness. and the measurement noise wptq " 0.1p1, 1q sinp100tq for all t P ě0 . We design a nominal observer 9 x1 " Ax 1 `Bu `GσpH x1 q `L1 p y ´ŷ 1 q ŷ1 " C x1 , (5.115) where L 1 P 4ˆ2 is the observer gain that is designed following a polytopic approach 8 [START_REF] Zemouche | Observers for a class of lipschitz systems with extension to H 8 performance analysis[END_REF]. To do so, we solve the linear matrix inequalities PA´W C `PG i `GJ i P `AJ P ´CJ W J ď ´Q, i P t1, 2u, with P P 4ˆ4 symmetric positive definite and W :" P L P 4ˆ2 , where G 1 :" V pξq :" e J 1 Pe 1 for any e 1 P 4 , where e 1 :" x ´x 1 is the state estimation error, Assumption 5.1 is satisfied with α " 0.076. In addition, since the output is linear, also Assumption 5.2 is satisifed.

» - - - - - 0 
We consider N " 10 additional modes, with the same structure as the nominal one in (5.115). The only difference is the output injection gain L k P 4ˆ2 . To select the additional gain we consider three possible linearizations of the system dynamics. In particular, we consider G i x instead of GσpH xq in (5.114a), with i P t1, 2, 3u and G 1 and G 2 defined above and G 3 :" 0 4ˆ4 and thus, we obtain the

linear system 9 x " Ax `Bu `Gi x `v " A i x `Bu `v y " C x `w, (5.116) 
with i P t1, 2, 3u and the matrices A 1 , A 2 and A 3 given by A 1 :" A `G1 , A 2 :" A `G2 , A 3 :" A.

We then design three Luenberger observers for all the three liner system obtained. In particular, the additional gains L 2 , L 3 and L 4 were designed placing the eigenvalues of the matrices pA i ´Li`1 Cq in ´1, ´2, ´3 and ´4, with i " t1, 2, 3u, the gains L 5 , L 6 and L 7 were designed placing the eigenvalues of the matrices pA i ´Li`4 Cq in ´10, ´20, ´30 and ´40, while the additional gains L 8 , L 9 and L 10 were designed placing the eigenvalues of the matrices pA i ´Li`7 Cq in ´0.1, ´0.2, ´0.3 and ´0.4.

Finally, we chose L 11 " 0 4ˆ2 . Note that, the additional gains L k , k P t2, . . . , 10u, where designed considering the linearization of system (5.114a) and the additional gain L 11 produces an open-loop mode. Therefore, we have no guarantees that these modes satisfy Assumption 5.1 for the nonlinear system (5.114a), and consequently, that their estimation errors converge. Note that, the gain L 11 " 0 4ˆ2 is the best choice to annihilate the measurement noise.

We simulate the proposed estimation technique considering the initial conditions xp0, 0q " p3, 2, 3, ´2q, xk p0, 0q " p0, 0, 0, 0q, η k p0, 0q " 10 for all k P t1, . . . , 11u and σp0, 0q " 1. Both cases, without and with resets, are simulated with ν " 0.05, Λ 1 " 1 ¨I2 , Λ 2 " 0.01 ¨I4 and ϵ " 10 ´4. Note that the 8. Observer design following a polytopic approach is described in Section 2.2.3. condition ν P p0, αs is satisfied.

The norm of the nominal estimation error, namely |e 1 |, as well as |e σ |, obtained with or without resets, are shown in Figure 5.3, together with the nominal performance cost J 1 and the costs J σ obtained both in the case without and with resets. Figure 5.3 shows that both solutions (without resets and with resets) improve the estimation performance compared to the nominal one, in particular the improvement is relevant after the transients. In addition, the second plot in Figure 5.3 shows that the cost in the case with resets is better than the one obtain in the case without resets and are both smaller than the nominal one. The last plot in Figure 5.3 represents σ and indicates which mode is selected at every time instant both in the case without and with resets. Interestingly, both when the resets are considered and when not, the eleventh mode, which is in open-loop since L 11 " 0 4ˆ2 , is selected.

To further evaluate the performance improvement given by the hybrid multi-observer, we run 100 simulations with different initial conditions for the state estimate of all the modes of the multiobserver, both in the case without and with resets. In particular, the first and third components of xk p0, 0q P 4 , for all k P t1, . . . , 11u, were selected randomly in the interval r0, 20s, while the second and fourth components of xk p0, 0q P 4 , for all k P t1, . . . , 11u, were selected randomly in the interval r0, 10s and, in each simulation, all modes of the multi-observer were initialized with the same state estimate. The system state, the monitoring variables and the signal σ were always initialized at xp0, 0q " p3, 2, 3, ´2q, η k p0, 0q " 10, for all k P t1, . . . , 11u, and σp0, 0q " 1. We considered the same choice of design parameters as before. To quantify the performance improvement, we evaluate the mean absolute error (MAE) and the root mean square error (RMSE), averaged over all the simulations, of the state estimation error obtained with the nominal observer and the hybrid multiobserver both in the case without and with resets. The obtained data are given in Table 5.2. Note that the data for e 1 without and with resets are slightly different because the 100 initial conditions were randomly selected (in large intervals) and thus they may be different in the simulations without and with resets. Table 5.2 shows that the proposed technique, both without and with resets, improves the estimation performance compared to the nominal one in almost all the considered MAE and RMSE.

However, in the case with resets the RMSE performance are worse. This data does not contradict the theory, since in Section 5.6 we proved the performance improvement in terms of the costs J 1 and J σ , while Table 5.2 evaluates the improvement in terms of the state estimation error.

We also evaluate the mean absolute error (MAE) and the root mean square error (RMSE), averaged over all the simulations, of the state estimation error obtained with the nominal observer and the hybrid multi-observer both in the case without and with resets only in the time interval r70, 100s, in order to evaluate the steady-state performance improvement. The obtained data are given in Table 5.3, which shows that the proposed technique, both without and with resets, highly improves the estimation performance compared to the nominal one when the transient is neglected. Indeed, both the MAE and the RMSE are improved by more than 90% both in the case without and with resets, with the case with resets that slightly outperforms the case without resets, both in term of MAE and RMSE. Thus, from Tables 5.2 and 5.3 we can conclude that, for this example, the proposed hybrid multi-observer techniques is more efficient in improving the estimation performance of the given nominal observer in steady-state, while, during the transient, the performance are similar, or can be even worse, especially in the case with resets. An option to overcome this behaviour and force the selection of the nominal observer for some amount of time at the beginning of the simulation consists in choosing the initial condition of the monitoring variable of the nominal observer, namely, η 1 p0, 0q smaller than the initial condition of the monitoring variables of the other modes, namely, η k p0, 0q, for all k P t2, . . . , 11u. This technique is not implemented in this example, but we will use it in Chapter 6 where the hybrid multi-observer approach is applied for the state estimation of an electrochemical model of a lithium-ion battery with standard model and parameters.

R i R C i C i bat R int ¡ ¡ ¡ U RC f pSOCq V bat 1

Electric circuit model of a lithium-ion battery

We consider an electric circuit model of 1-cell lithium-ion battery shown in From the circuit the following system model is derived 9

x " Ax `Bu y " C x `f pH xq `Du `w.

(5.117a)

The state is x :" pU RC , SOCq P 2 , where U RC is the voltage of the RC circuit and SOC is the state of charge of the battery. The output y is the battery output voltage, the input u is the current and w is the measurement noise. The system matrices are

A " » -´1 τ 0 0 0 fi fl , B " » - - 1 c ´1 Q fi ffi fl , C " " ´1 0 ı , H " " 0 1 ı , D " " ´Rint ı .
(5.117b)

Considering the temperature to be constant and equal to 25 ˝C, the parameters values are τ " 7 s,

R " 0.5 ¨10 ´3 Ω, c " τ R F, Q " 25
Ah and R int " 1 mΩ. The function f and its linearization are shown in Figure 5.5 on the interval r0, 100s % and we consider a first order approximation outside the interval r0, 100s %. The function f satisfies Assumption 5.2 since it has bounded derivatives. The input u is given by a plug-in hybrid electric vehicle (PHEV) current profile, see Figure 5.5, and the measurement noise is given by wptq " 0.01 sinp10tq, for all t ě 0.

We design the nominal observer

9 x1 " Ax 1 `Bu `L1 p y ´ŷ 1 q ŷ1 " C x1 `f pH x1 q `Du, (5.118) 
where x1 is the state estimate, ŷ1 is the output estimate and L 1 " r´2.07, 2.48s J P 2ˆ1 is the observer gain that is designed following a polytopic approach like in [START_REF] Dreef | LMI-based robust observer design for battery stateof-charge estimation[END_REF] as described in Section 2.2.3.

Observer (5.118) satisfies Assumption 5.1 with α " 0.1.

To improve the estimation performance, we design the hybrid multi-observer considering N " 3 additional modes. To select L 2 , we linearize the output map and we design a Luenberger observer with eigenvalues in r´0.2, ´0.3s and we obtain L 2 " r0.06, 61.25s J . Note that, since this observer is designed for the linearized system, we have no guarantees that it satisfies an input-to-state stability property for the nonlinear system. Moreover, we chose L 3 " r0, 0s J and we designed an extended

Kalman filter [START_REF] Reif | An EKF-based nonlinear observer with a prescribed degree of stability[END_REF], described in Section 2.2.3, with R EKF " 1, Q EKF " 0.1 ¨I2 and α EKF " 0.01, to obtain L 4 , which is thus a time-varying gain. Note that, in view of Remark 5.3, the results presented in this chapter hold also in this case.

We simulate the proposed hybrid multi-observer, both without and with resets, considering the initial conditions xp0, 0q " p1, 100q, xk p0, 0q " p0.5, 50q, η k p0, 0q " 0 for all k P t1, . . . , 4u and σp0, 0q " 1. The design parameters are selected ν " 0.05, Λ 1 " 1, Λ 2 " « 1 0 0 10 ´4ff and ϵ " 10 ´2.

Note that the condition ν P p0, αs is satisfied. with or without resets. Moreover, the nominal performance cost J 1 and the costs J σ obtained both in the case without and with resets are shown in Figure 5.6, together with the signal σ, which indicates the selected mode at every time instant. Figure 5.6 shows that both solutions (without resets and with resets) significantly improve the estimation performance compared to the nominal one.

As in the examples in Sections 5.7.1 and 5.7.2, we run 100 simulations with different initial conditions for the state estimate of all modes of the multi-observer. In particular the first component of xk p0, 0q was selected randomly in the interval r0, 3s rVs, while the second component of xk p0, 0q was selected randomly in the interval r1, 100s r%s, for all k P t1, . . . , 4u. All the other initial conditions and the design parameters were selected as before. We evaluate the MAE and the RMSE as in the examples in Sections 5.7.1 and 5.7.2 and the obtained results, given in Table 5.4, show the estimation performance improvement. In this example, the case with resets outperforms the case without resets, both in term of MAE and RMSE.

Conclusions

We have presented a novel hybrid multi-observer that improves the state estimation performance of a given nominal nonlinear observer. Each additional mode of the multi-observer differs from the Chapter 6

Application to lithium-ion batteries Abstract -Effective management and just-in-time maintenance of lithium-ion batteries require the knowledge of unmeasured (internal) variables that need to be estimated. Observers are thus designed for this purpose using a mathematical model of the battery internal dynamics. It appears that it is often difficult to tune the observers to obtain good estimation performances both in terms of convergence speed and accuracy, while these are essential in practice. In this context, we demonstrate how the hybrid multiobserver presented in Chapter 5 can be used to improve the performance of a given observer designed for an electrochemical model of a lithium-ion battery. Simulation results, obtained with standard parameters values, show the estimation performance improvement using the proposed method.

Introduction

Lithium-ion batteries are widely used for the many advantages they exhibit in terms of volume capacity, weight, power density and the absence of memory effect, compared to other energy storage technologies. On the other hand, the so-called battery management system (BMS) is required for a safe and efficient usage of the battery. The BMS impacts the battery performance and lifespan and it depends on the actual state of charge (SOC) of the battery, which is directly related to the lithium concentrations in the battery electrodes. An accurate knowledge of the SOC is therefore essential for proper battery management. Unfortunately, the SOC cannot be measured directly and thus needs to be estimated from the measured variables, typically the current and the voltage. To address this challenge, a common approach is to design observers, based on a mathematical model of the internal dynamics, to estimate the unmeasured internal states, see e.g., [START_REF] He | Comparison study on the battery models used for the energy management of batteries in electric vehicles[END_REF][START_REF] Meng | Overview of lithium-ion battery modeling methods for state-of-charge estimation in electrical vehicles[END_REF]. This task is non-trivial because of the nonlinear relationships between the internal variables and the measured ones. Several approaches are available in the literature depending on the type of battery model (equivalent circuit model, infinite/finite-dimensional electrochemical models) and the type of observers, see, e.g., [START_REF] Blondel | Nonlinear circle-criterion observer design for an electrochemical battery model[END_REF][START_REF] Blondel | Observer design for an electrochemical model of lithium ion batteries based on a polytopic approach[END_REF][START_REF] Lee | State-of-charge and capacity estimation of lithium-ion battery using a new open-circuit voltage versus state-of-charge[END_REF][START_REF] Barillas | A comparative study and validation of state estimation algorithms for li-ion batteries in battery management systems[END_REF][START_REF] Xia | A novel method for state of charge estimation of lithium-ion batteries using a nonlinear observer[END_REF][START_REF] Doyle | Modeling of galvanostatic charge and discharge of the lithium/polymer/insertion cell[END_REF][START_REF] Fuller | Simulation and optimization of the dual lithium ion insertion cell[END_REF][START_REF] Di Domenico | Lithium-ion battery state of charge and critical surface charge estimation using an electrochemical model-based extended kalman filter[END_REF][START_REF] Planté | Multiple active material lithium-ion batteries: finite-dimensional modeling and constrained state estimation[END_REF].

In this work, we focus on the finite-dimensional electrochemical model considered in [START_REF] Blondel | Nonlinear circle-criterion observer design for an electrochemical battery model[END_REF][START_REF] Blondel | Observer design for an electrochemical model of lithium ion batteries based on a polytopic approach[END_REF][START_REF] Raël | Using electrical analogy to describe mass and charge transport in lithium-ion batteries[END_REF],

which is derived from the infinite-dimensional models in [START_REF] Doyle | Modeling of galvanostatic charge and discharge of the lithium/polymer/insertion cell[END_REF][START_REF] Fuller | Simulation and optimization of the dual lithium ion insertion cell[END_REF], as it offers a good compromise between accuracy and computational complexity. The model takes the form of an affine system with a nonlinear output map, where the system states are the lithium concentrations in the electrodes, the input is the current and the measured output is the voltage. A globally convergent observer was designed for this model in [START_REF] Blondel | Observer design for an electrochemical model of lithium ion batteries based on a polytopic approach[END_REF] based on a polytopic approach. The issue is that to tune this observer to obtain both fast convergence and good robustness properties with respect to measurement noise and model uncertainties is highly non-trivial. The objective of this work is to address this challenge by systematically improving the estimation performance of an observer designed as in [START_REF] Blondel | Observer design for an electrochemical model of lithium ion batteries based on a polytopic approach[END_REF] using a multi-observer approach (see, e.g., [5,Section 8.3]). In particular, we follow the hybrid methodology presented in Chapter 5. We recall that the proposed technique consists in first designing a nominal observer using [START_REF] Blondel | Observer design for an electrochemical model of lithium ion batteries based on a polytopic approach[END_REF] that satisfies an input-to-state stability property. Then, a bank of additional observer-like systems, that differ from the nominal one only on their gains, are added in parallel to the nominal observer. The gains of these additional dynamical systems can be arbitrary selected and do not need to be tuned to guarantee a convergence property of their estimation errors. These gains can thus be selected using any analytical or heuristic method to improve the convergence speed or the robustness of the nominal observer. Each of these systems, as well as the nominal observer, is called mode for the sake of convenience. To evaluate the performance of each mode, monitoring variables are introduced. Based on these monitoring variables, the "best mode" is then selected at any time instant and its state estimate is considered for the battery internal state estimation. Therefore, the state estimate of the hybrid multi-observer switches between the states estimates of the modes and thus it is called hybrid. The observer is modeled as an hybrid system using the formalism of [START_REF] Goebel | Hybrid Dynamical Systems: Modeling, Stability, and Robustness[END_REF]. Note that, due to these switching, the state estimate exhibits discontinuities, which can be a problem for batteries, as this means the SOC estimate would experience jumps. For this reason, in this chapter, we add the filtered version of the hybrid multi-observer state estimate presented in Section 5.3.6. We provide an input-to-state stability property with respect to measurement noise, perturbation and disturbance for the hybrid system representing the lithium-ion battery and the multi-observer implemented for its state estimation. To illustrate the efficiency of the hybrid scheme, we present simulation results where a higher fidelity model of the battery is used to generate the output voltage compared to the one used to design the observers. Using the technique in [START_REF] Blondel | Observer design for an electrochemical model of lithium ion batteries based on a polytopic approach[END_REF], we first design the nominal observer, which shows good transient performance in terms of speed and small overshoot, but whose accuracy in steady-state may not be satisfactory. To address this issue, we select the gains of the additional modes of the hybrid multi-observer smaller than the nominal one, with the aim of improving the robustness to noises and perturbations. Simulation results show that the estimation performance are significantly improved with the hybrid multi-observer presented in Chapter 5, thereby illustrating the potential of this approach.

Electrochemical battery model

We recall in this section the single particle electrochemical model of lithium-ion battery in [START_REF] Blondel | Nonlinear circle-criterion observer design for an electrochemical battery model[END_REF].

Model description and assumptions

The lithium-ion battery cell, whose schematic is shown in Figure 6.1, is composed of four elements: two electrodes, one positive and one negative, that are separated by the separator and those three components are immersed in a ionic solution, called electrolyte, which can exchange lithium with the electrodes and provides electrical insulation. Therefore, the electrons cannot be exchanged from one electrode to the other. Due to the electrodes structure, which consists in very small, almost-spherical particles made of porous materials, the electrolyte can penetrate inside the electrode, creating a large contact surface between each electrode and the electrolyte, which produces an electrochemical coupling between the electrode material and the lithium dissolved in the electrolyte. Thus, each electrode has a certain potential and this produces a potential difference between the positive and negative electrode. Since the electrons cannot be exchanged from one electrode to the other within the battery, they will go through an external electrical circuit, if it exists, producing a flow of electrons, that from a macroscopic point of view, corresponds to the current. Note that the charges equilibrium in the electrodes and in the electrolyte is preserved at any time because when lithium is removed from its source electrode, another is inserted in its electrode of destination. The model in [START_REF] Blondel | Nonlinear circle-criterion observer design for an electrochemical battery model[END_REF] relies on the next assumption. (i) Each electrode in the model is composed of a single sphere particle of the average size of the particles that compose the actual electrode.

(ii) The electrolyte dynamics is neglected.

(iii) The temperature is constant. □ Item (i) implies that each electrode can be reduced to a single sphere particle of the average size of the particles that compose the actual electrode, which is the single particle model (SPM)

as in [START_REF] Blondel | Nonlinear circle-criterion observer design for an electrochemical battery model[END_REF][START_REF] Blondel | Observer design for an electrochemical model of lithium ion batteries based on a polytopic approach[END_REF][START_REF] Di Domenico | Lithium-ion battery state of charge and critical surface charge estimation using an electrochemical model-based extended kalman filter[END_REF][START_REF] Moura | Battery state estimation for a single particle model with electrolyte dynamics[END_REF][START_REF] Dey | Nonlinear robust observers for state-of-charge estimation of lithium-ion cells based on a reduced electrochemical model[END_REF]. In view of item (ii) of Assumption 6.1, the electrolyte contribution to the output voltage will be represented by a resistive term. However, we will relax this item in the simulation section to evaluate the estimation scheme robustness, see Section 6.4. On the other hand, it is possible to relax the constant temperature assumption in item (iii) of Assumption 6.1 in view of [3, Sections II.A and III.B], this is left for future work.

As explained in [START_REF] Blondel | Nonlinear circle-criterion observer design for an electrochemical battery model[END_REF], in view of item (i) of Assumption 6.1, the main physical phenomenon is the lithium diffusion in the electrodes, which can be described using partial differential equations [START_REF] Doyle | Modeling of galvanostatic charge and discharge of the lithium/polymer/insertion cell[END_REF][START_REF] Fuller | Simulation and optimization of the dual lithium ion insertion cell[END_REF]. To simplify the model and obtain a set of ordinary differential equations, each sphere is spatially discretized in N s samples of uniform volume, corresponding to N s crowns, where the subscript s P tneg, posu denotes the negative or the positive electrode, see Figure 6.1. We assume for this purpose that the lithium concentration in each crown of the sphere is constant. We denote by c s i , with i P t1, . . . , N s u and s P tneg, posu, the lithium concentration in the i th crown of the electrode, where i " 1 corresponds to the one at the center of the electrode, while i " N s corresponds to the one at the surface of the electrode. As in [START_REF] Blondel | Nonlinear circle-criterion observer design for an electrochemical battery model[END_REF], we obtain the following set of ordinary differential equations for the battery model. For i P t2, . . . , N s ´1u, ´1 `cs N s q `K s I I, (

d c s i d t " S s i´1 r i ´ri´1 D s V s i c s i´1 ´˜S s i´1 r i ´ri´1 `Ss i r i`1 ´ri ¸Ds V s i c s i `Ss i r i`1 ´ri D s V s i c s i`1 , ( 6 
where S s i is the surface of the i th sample of the electrode s, D s is the lithium diffusion coefficient, V s i is the volume of the sample i of the electrode and r i is the radius of the i th sample of the electrode, with i P t1, . . . , N s u and s P tneg, posu. In addition, I in (6.1c) is the current and Ks I :"

´Ss tot V s 1 a s F cell d s ,
where a s :" 3ϵ s R s , S s tot is the total surface of the electrode, ϵ s is the volume fraction, R s is the radius, F is the Faraday's constant, cell is the cell area, d s is thickness of the electrode and s P tneg, posu.

The quantity of lithium in solid phase is defined as

Q Li :" α neg N neg ÿ i"0 c neg i V neg i `αpos N pos ÿ i"0 c pos i V pos i , ( 6.2) 
where α s :" F 3600

ϵ s cell d s V s tot and V s
tot is the total volume of the electrode and s P tneg, posu. This equation derives from the mass conservation of the lithium in the solid-phase, which holds since the battery does not acquire or leak lithium materials over short time horizons. Note that, from (6.2), we can express the concentration of lithium at the center of the negative electrode c with K :"

Q Li V neg 1 α neg , β neg i :" ´V neg i V neg 1
for any i P t1, . . . , N neg u and β

pos i :" ´αpos V pos i α neg V neg 1
for any i P t1, . . . , N pos u. Equation (6.3) allows to reduce the dimension of the system state, which corresponds to the vector of the lithium concentrations in each sample of both electrodes and is defined as As in [START_REF] Blondel | Nonlinear circle-criterion observer design for an electrochemical battery model[END_REF], the output voltage is y :" OC V pos pH pos xq ´OC V neg pH neg xq `gpuq P (6.5)

where u corresponds to the input current I, H neg :" p0 1ˆpN neg ´2q , 1 c max neg , 0 1ˆN pos q P 1ˆn x H pos :" p0 1ˆpN ´1q , 1 c max pos q P 1ˆn x (6.6) and gpuq :" g 1 puq `g2 puq `g3 puq, with 

g 3 puq :" ´´1 2 cell ´dneg σ neg `dpos σ pos ¯`Ω add ¯u, (6.7) 
where R is the gas constant, T is the temperature, j s 0 is the exchange current density, σ s is the electronic conductivity, with s P tneg, posu and Ω add is the additional resistivity. Moreover, Argshpξq " lnpξ `aξ 2 `1q for any ξ P .

State-space representation

We consider the state-space model of the lithium-ion battery presented in [START_REF] Blondel | Nonlinear circle-criterion observer design for an electrochemical battery model[END_REF], where we recall that the system state corresponds to the vector of the lithium concentrations in each sample of both electrodes x " pc neg 2 , ..., c neg N neg , c pos 1 , ..., c pos N pos q P n x , with n x " N neg `Npos ´1. The system input u is the current I and the system output y is the output voltage. The model is of the form 9

x " Ax `Bu `K `E v y " hpxq `gpuq `w, (

where v P n v is an unknown disturbance input, w P is an unknown exogenous input affecting the output map and E P n x ˆnv . The matrices A P n x ˆnx , B P n x ˆ1, K P n x ˆ1 are given by A :" ˜A2,neg are defined in (6.3), α s is defined in (6.2) and i, j, z P t1, ...., N s u, s, s 1 P tneg, posu.

A ‹ diagpA neg , A pos q, ¸ ( 
The matrix B is defined as

B :" p0 pN neg´2 qˆ1 ´K neg I 0 pN pos´1 qˆ1 Kpos I q J , (6.10) 
where Ks I , s P tneg, posu defined in (6.1c). The matrix K is defined as K :" p´µ neg 2,1 K 0 pN ´1qˆ1 q J , (6.11

)
where K is defined in (6.3).

The function h : n x Ñ in (6.8) is defined, from (6.5), as, for any x P n x , hpxq :" OCV pos pH pos xq ´OCV neg pH neg xq, (

with H neg and H pos defined in (6.6). We assume that u : ě0 Ñ n u , v : ě0 Ñ n v and w : ě0 Ñ are such that u P , v P and w P for closed sets Ď n u , Ď n v and Ď , which is very reasonable for lithium-ion batteries.

A block diagram representing the system model is shown in Figure 6.2.2. In particular, system (6.8) describes the relation between the current input, the voltage output and the lithium concentrations in the electrodes, which are represented with the system state. As explained in the introduction, for a safe and efficient usage of the battery, the battery management system (BMS) requires the knowledge of the actual state of charge of the battery, which is related to the lithium concentrations, i.e., the system state, as we describe in the next section. 

State of charge (SOC)

The lithium concentrations in the electrodes are related to the state of charge (SOC) of the battery (see Figure 6.2.2), which is an essential information. Indeed, the SOC is defined as, for all t ě 0, SOCptq :" 100 cpos ptq ´cpos (6.13); the same value for the SOC would be obtained by considering the concentrations in the negative electrode. Hence by estimating the concentrations in the electrodes, we will be able to also estimate the SOC. We now design an estimation scheme for this purpose.

Hybrid multi-observer design

In this section we recall the hybrid multi-observer presented in Chapter 5. The hybrid multiobserver consists of the following elements:

nominal observer, here we consider the one proposed in [START_REF] Blondel | Observer design for an electrochemical model of lithium ion batteries based on a polytopic approach[END_REF], which satisfies an input-to-state stability property, as required by Assumption 5.1;

-N additional dynamical systems with the same structure as the nominal observer, but with a different output injection gain, that can be arbitrarily selected. Each of these systems, as well as the nominal observer, is called mode for the sake of convenience; -monitoring variables used to evaluate the performance of each mode of the multi-observer;

selection criterion, that selects one mode of the multi-observer at any time instant, based on the performance knowledge given by the monitoring variables; -reset rule, that defines how the estimation scheme may be updated when a switching of the selected mode occurs; -filtered version of the hybrid multi-observer state estimate to produce a continuous state estimate, which is important for the considered application.

Nominal observer

Inspired by [START_REF] Blondel | Observer design for an electrochemical model of lithium ion batteries based on a polytopic approach[END_REF], we design a nominal observer that satisfies the input-to-state stability property in Assumption 5.1. We make the next assumption for this purpose.

Assumption 6.2. The parameters of the model are known. □

The nominal observer has the form 9 x1 " Ax 1 `Bu `K `L1 p y ´ŷ 1 q ŷ1 " hpx 1 q `gpuq, (6.15)

where x1 P n x is the state estimate, ŷ1 P is the estimated output and L 1 P n x ˆ1 is the output injection gain, that needs to be designed; we use the subscript 1 because the nominal observer in (6.15) is the first element of the multi-observer that we will design in Section 6.3.2. The nominal observer (6.15) estimates the lithium concentrations in the electrodes, represented by x1 , from which it is possible to obtain an estimate of the state of charge (SOC) of the battery using equation 6.13, see Figure 6.2.2. While (6.15) involves the plant input u, possible mismatches on the input current known by the plant and the observer, which often occur in practice, can be modeled using the disturbance input v and the exogenous input w in (6.8), as we will do in Section 6.4.

We define the state estimation error as e 1 :" x ´x 1 . (6.16)

As in Assumption 5.1, we define a perturbed version of the e 1 -dynamics, which is given by, in view of (6.8) and (6.15), 9 e 1 " Ae 1 `E v ´L1 phpxq ´hpx 1 qq ´L1 w ´d, (6.17)

where d P n x represents an additional artificial perturbation on the output injection term L 1 p y ´ŷ 1 q.

We recall that to consider the perturbed dynamics in (6.17) with extra input d is required to check one of the key assumptions of the hybrid multi-observer presented in Chapter 5, which is needed to establish the main result of the work.

We design the observer gain L 1 to guarantee a convergence property of the estimation error e 1 .

In particular, L 1 has to be designed such that the origin of (6.17) satisfies an input-to-state stability property with respect to v, w and d. To design the observer gain L 1 , we make the next assumption on the OCVs, which is taken from [97, Assumption 5].

Assumption 6.3.

There exist constant matrices C 1 , . . . , C 4 P 1ˆn x such that, for any x, x 1 P n x , hpxq ´hpx 1 q " Cpx, x 1 qpx ´x1 q, (6.18)

where Cpx, x 1 q :" 

4 ÿ i"1 λ i px,
¨ i `αP P E ´P L 1 ´P E J P ´µv I n v 0 0 ´LJ 1 P 0 ´µw I n w 0 ´P 0 0 ´µd I n x ‹ ‹ ‹ ' ď 0, (6.20) 
with i :" pA ´L1 C i q J P `PpA ´L1 C i q for all i P t1, . . . , 4u. Then V : e 1 Þ Ñ e J 1 Pe 1 satisfies, for any e 1 P n x , v P , w P and d P n x ,

λ min pPq|e 1 | 2 ď V pe 1 q ď λ max pPq|e 1 | 2 , ( 6.21) 
x∇V pe 1 q, pA ´L1 Cpx, x1 qqe 1 `E v ´L1 w ´dy ď ´αV pe 1 q `µv |v| 2 `µw |w| 2 `µd |d| 2 . (6.22) □ Proof. The proof of Theorem 6.1 follows similar steps as [97, proof of Theorem 1].

Let e 1 P n x and V pe 1 q " e J 1 Pe 1 . Since P is symmetric positive definite, (6.21) is obtain from the definition of V . Let v P , w P and d P n x , using (6.19) and Cpx, x1 q " ř 4 i"1 λ i px, x1 qC i , we have

x∇V pe 1 q, pA ´L1 Cpx, x1 qqe 1 `E v ´L1 w ´dy " rpA ´L1 Cpx, x1 qqe 1 `E v ´L1 w ´ds J Pe 1 `eJ 1 PrpA ´L1 Cpx, x1 qqe 1 `E v ´L1 w ´ds " 4 ÿ i"1 λ i px, x1 q " e J 1 `pA ´L1 C i q J P `PpA ´L1 C i q ˘e1 `vJ E J Pe 1 `eJ 1 P E v ´wJ L J 1 Pe 1 ´eJ 1 P L 1 Dw ´dJ Pe 1 ´eJ 1 P d ı . ( 6.23) 
Defining χ :" pe 1 , v, w, dq, using i " pA ´L1 C i q J P `PpA ´L1 C i q for all i P t1, . . . , 4u, (6.23) becomes λ i px, x1 q " 1 and (6.20) for all i P t1, . . . , 4u, we obtain

x∇V pe 1 q, pA ´L1 Cpx, x1 qqe 1 `E v ´L1 w ´dy " 4 ÿ i"1 λ i px, x1 qχ J ¨ i P E ´P L 1 ´P E J P 0 0 0 ´LJ 1 P 0 0 0 ´P 0 0 0 ‹ ‹ ‹ ‹ ' χ. ( 6 
x∇V pe 1 q, pA ´L1 Cpx, x1 qqe 1 `E v ´L1 w ´dy ď 4 ÿ i"1 λ i px, x1 qχ J ¨´αP 0 0 0 0 `µv I n v 0 0 0 0 `µw I n w 0 0 0 0 `µd I n x ‹ ‹ ‹ ‹ ' χ " χ J ¨´αP 0 0 0 0 `µv I n v 0 0 0 0 `µw I n w 0 0 0 0 `µd I n x ‹ ‹ ‹ ‹ ' χ " ´αe J 1 Pe 1 `µv v J I n v v
`µw w J I n w w `µd d J I n x d " ´αV pe 1 q `µv |v| 2 `µw |w| 2 `µd |d| 2 . (6.25) This concludes the proof. ■ Theorem 6.1 guarantees that the nominal observer (6.15) satisfies an input-to-state stability property with respect to the disturbance v, the exogenous perturbation w and the additional perturbation d.

This implies that the estimation error e 1 exponentially converges to a neighborhood of the origin, whose "size" depends on the 8 norm of v, w and d. As a result, Assumption 5.1 is satisfied. The possible drawback of observer (6.15) with L 1 designed as in Theorem 6.1 is that to tune the observer gain L 1 to obtain good estimation performance both in speed of convergence and robustness to measurement noise, exogenous perturbation and disturbance is very difficult in general. For this reason, we apply the hybrid multi-observer presented in Chapter 5 with the aim of improving the estimation performance of (6.15).

Hybrid multi-observer

In this section we recall the hybrid multi-observer we presented in Chapter 5, which is then used to improve the estimation performance of the nominal observer (6.15). For this purpose, we consider N additional dynamical systems with the form of (6.15), where the number N P ą0 is freely selected by the user, but with a different output injection gain, i.e., for any k P t2, . . . , N `1u, the k th mode of the multi-observer is given by

9 xk " Ax k `Bu `K `Lk p y ´ŷ k q ŷk " hpx k q `gpuq, (6.26) 
where xk P n x is the mode k state estimate, ŷk P is the mode k estimated output and L k P n x ˆ1 is its output injection gain. Since there is full freedom on the selection of the gains L k , with k P t2, . . . , N `1u, there are no convergence guarantees on the estimation errors e k :" x ´x k , with k P t2, . . . , N `1u. A recommended approach to select the gains L k 's is to consider the behaviour of the nominal observer in (6.15) in simulation and, based on that, to select the additional gains depending on the property we want to improve. For instance, if the convergence speed of the estimation error e 1 is too slow, we may define the L k by increasing the values of L 1 . On the opposite, if the convergence speed of e 1 is satisfactory but its accuracy for large time is not satisfactory, we may select the gains L k with small values, as we will do in Section 6.4. As explained in Chapter 5, there are many other approaches that can be followed to select the additional gains. For example, we may pick them in a neighborhood of the nominal one or design one additional gain for each vertex of the polytope. Note that these gain selection criteria may result in diverging estimation errors for some of the modes, still the overall hybrid scheme we present does ensure the (approximate) convergence of the obtained state estimation error to the origin.

To select which state estimate xk , k P t1, . . . N `1u, we need to consider, we evaluate which mode has the best performance. To define performance, we introduce monitoring variables, denoted η k P ě0 , with k P t1, . . . , N `1u, whose dynamics are

9 η k " ´νη k `p y ´ŷ k q J pΛ 1 `LJ k Λ 2 L k qp y ´ŷ k q (6.27)
with Λ 1 P n y ě0 and Λ 2 P n x ě0 with at least one of them positive definite and ν P p0, αs a design parameter, with α from Theorem 6.1. As explained in Chapter 5, the monitoring variables represent the cost of the modes. Consequently, the idea is to select the mode that produces the minimum monitoring variable, and thus the minimum cost, at any time instant. Note that, we can freely choose the initial conditions of these monitoring variables, η k p0q P ě0 , with k P t1, . . . , N `1u. This extra degree of freedom can be used to initially select or penalize one or more modes of the multi-observer, as we do in simulation in Section 6.4. The signal σ : ě0 Ñ t1, . . . , N `1u is used to indicate the selected mode at any time instant. The corresponding state estimate, monitoring variable and state estimation error are denoted xσ , η σ and e σ , respectively. We denote with t 0 " 0 the initial time and with t i P ě0 , i P ą0 the times when a switch of the selected mode occurs, i.e., t i :" inftt ě t i´1 : Dk P t1, . . . , N `1uztσptqu such that η k ptq ď η σptq ptqu.

(6.28)

Consequently, for all i P ą0 , 9 σptq " 0 for all t P pt i´1 , t i q and σpt ì q P argmin kPΠ p´νη k pt i q `p ypt i q ´ŷ k pt

i qq J pΛ 1 `LJ k Λ 2 L k qp ypt i q ´ŷ k pt i qqq, (6.29) 
where Πpηq :" argmin kPt1,...,N `1uztσu η k with η :" tη 1 , . . . , η N `1u, for all η P N `1 ě0 .

Finally, when switching occur, two possible reset rules are considered. In the first one, called without resets, only the signal σ is updated. Conversely, the second option, called with resets consists in not only switch the selected mode, but also resetting the state estimates and the monitoring variables of the additional modes to the updated values xσ and η σ . Note that the state estimate and monitoring variable of the nominal observer is never reset. In addition, a regularization parameter ϵ P ą0 is introduced to avoid infinitely fast switching, which guarantees the existence of a semiglobal average dwell-time. The detailed equations of the state estimates and monitoring variables updates are given in Section 5.3.4. We do not rewrite them here to avoid repetitions.

The state estimate xσ produced by the hybrid multi-observer may be discontinuous, which can be problematic for batteries. For this reason, as explained in Section 5.3.6, we add a filtered version of xσ , denoted x f , whose dynamics between switching is given by

9 x f " ´ζx f `ζx σ , (6.30) 
where ζ ą 0 is an additional design parameter and, at switching times t i P ą0 , with i P ą0 ,

x f pt ì q " x f pt i q. (6.31)

Hybrid model and stability guarantees

Including x f , we obtain a new hybrid model for the hybrid multi-observer compared to the one presented in Section 5.3.7, whose state is defined as q :" px, x1 , . . . , xN`1 , η 1 , . . . , η N `1, σ, x f q P , (6.32) with :" n x ˆ pN `1qn x ˆ N `1 ě0 ˆt1, . . . , N `1u ˆ n x . (6.33)

The hybrid system is given by # 9 q " F pq, u, v, wq, q P q `P Gpqq, q P , (6.34)

where the flow map F is obtained from (6.8), (6.15), (6.26), (6.27) and (6.30), the jump map G follows from the above developments, (6.31) and is similar to the jump map in (5.28 and also the filtered version of the estimation error, namely e f , converge to the same neighborhood of the origin. Hence, the convergence of the (filtered) state estimate produced by the hybrid scheme is guaranteed despite the fact that the gains L k in (6.26) were freely selected.

Numerical study

In this section, we compare the estimates generated by a nominal observer (6.15) and the associated hybrid multi-observer (6.34) with standard parameter values.

System model

We assume that each electrode is composed of 6 samples with identical volumes. Consequently, N neg " N pos " 6 and n x " N neg ´1 `Npos " 11. We consider the parameters in Table 6.1. We take a measurement noise equal to 0.05 sinp30tq V , which has a reasonable frequency and signal versus noise ratio for embedded battery voltage measurements. The input w in (6.8) is given by w " 0.05 sinp30tq `w2 ptq (6.38) where w 2 is an additional term due to the input mismatch between the battery and its observer as clarified in the sequel. The considered OCV curves for the positive and the negative electrodes are shown in Figure 6.3, which satisfy Assumptions 5.2 and 6.3.

Input current

The input u is given by a Plug-in Hybrid Electrical Vehicles (PHEV) current profile [START_REF] Belt | Battery test manual for plug-in hybrid electric vehicles[END_REF]. In practical applications, the observer usually only knows a biased version of the battery current. This bias is due to the precision of the sensor and its conditioning. We therefore introduce I biased to denote the input u known by the observer, which is given by, for all t ě 0, We consider a precision of 1% on the full scale for the current bias, which corresponds to a standard sensor. The PHEV current input I and its biased version I biased are shown in Figure 6.4. This mismatch in the current input of system and observer can be modeled using the disturbance input v and the exogenous perturbation w in (6.8). Indeed, the plant input

I biased ptq " $ ' ' ' ' & ' ' ' ' % 0 
u " I " I biased `v, (6.40) 
where v is defined as v :" I ´Ibiased . (6.41) With the matrix E equal to the matrix B, we obtain Therefore, the state of charge estimation error is initialized at 100 %, which is the largest possible initial estimation error. The electrolytes diffusional overvoltages are initialized at ϱ r p0, 0q " 0 for any r P tpos, neg, sepu. The lithium surface concentrations, and their estimations, of both the negative and positive electrodes are shown in Figure 6.6, together with the state of charge and its estimate.

9 x " Ax `BI biased `K `Bv. ( 6 
The nominal observer has good performance in terms of speed of convergence, see Figure 6.6.

Indeed, despite the large initial error for the SOC, the nominal observer estimate converges fast to the actual SOC. However, the observer estimates is very sensitive to measurement noise, model mismatch and input bias, which impact the estimation performance especially when the estimation error reaches a neighborhood of the origin. Consequently, the hybrid multi-observer is designed in the next section with the aim of improving the estimation performance in terms of robustness to measurement noise, model mismatch and input bias, while preserving the fast convergence of the nominal observer.

Hybrid multi-observer

We design the multi-observer adding N " 3 additional modes (6.26) in parallel to the nominal observer. Since small gains typically help with respect to noise, we chose the additional gains smaller than the nominal one, even though they may not result in converging estimation errors. In particular, we select L 2 " L 1 {10, L 3 " L 1 {100 and L 4 " 0 7ˆ1 . The gain L 4 " 0 7ˆ1 does not lead to a "converging mode" but it is the best choice to annihilate the measurement noise. Simulations suggest that the SOC estimation error of the modes with L 2 and L 3 converge, while the one with L 4 does not. Note that, in the choice of the additional gains we exploited the complete freedom given in Section 6.3. 

Initialization and design parameters

The state estimate of the additional modes, xk , with k P t2, . . . , 4u are initialized at the same value as x1 in Section 6.4.4. We select η 1 p0, 0q " 1 and η k p0, 0q " 10 for all k P t2, 3, 4u, σp0, 0q " 1 and x f p0, 0q " xσp0,0q p0, 0q " x1 p0, 0q. This choice of initializing the nominal monitoring variable η 1 smaller than the monitoring variables of all the additional modes is because the transitory performance of the nominal observer is good and this choice, together with the initialization of σ at the nominal observer, allows to select the nominal observer for some amount of time at the beginning of the simulation. We simulate the proposed hybrid multi-observer with ν " 0.005, Λ 1 " 1, Λ 2 " 0.005 ¨I7 , ϵ " 10 ´4 and ζ " 3. Note that, the condition ν P p0, αs in Proposition 5.1 is satisfied.

Indeed, for the considered lithium-ion battery, we have α " 0.01 in Theorem 6.1.

Results

The lithium surface concentrations of both the negative and positive electrodes, namely c surf neg and c surf pos , together with their estimates using the nominal observer, the hybrid multi-observer and its filtered version are shown in Figure 6.7 for the case without resets and in Figure 6.8 when the case with resets is considered. We recall that the lithium surface concentrations are elements of the system state and therefore Figures 6.7 and 6.8 show that the hybrid multi-observer improve the state estimation performance compared to the nominal observer both in the case wihtout and with resets.

Moreover, using (6.13), we obtain the state of charge (SOC) and its estimates with the nominal observer and the hybrid multi-observer (filtered and not) and, from these, we evaluate the norm of the state of charge estimation errors. The results are shown in Figures 6.7 and 6.8, where we see that the state of charge estimate is improved, both on the averaged value and on the oscillations, using the hybrid multi-observer both when the resets are implemented and when they are not. The obtained performance improvement is commonly considered to be significant for this application.

The last plot in Figures 6.7 and and 6.8 represents the signal σ which indicates the mode that is selected at every time instant. In Figure 6.9 we compare the results obtained in the case without resets with the ones from the case with resets. In particular, the first plot of Figure 6.9 shows the norm of the state of charge estimation errors (filtered and not) both in case without resets and with resets and the second plot of Figure 6.9 represents the signal σ in both cases.

To further evaluate the effectiveness of the proposed hybrid multi-observer, we have run 100 simulations with different initial conditions, both in the case without and with resets. In particular, the initial state of charge estimate of all the modes of the multi-observer ŜOC k p0, 0q, with k P t1, . . . , 4u, were selected randomly in the interval r0, 100s%, while the battery state of charge was always initialized at SOCp0, 0q " 100%. We considered the same choice as before for all the design parameters and initial conditions of the monitoring variables η k , with k P t1, . . . , 4u, σ and ϱ r , with r P tpos, neg, sepu. To quantify the improvement brought by the hybrid multi-observer, we evaluate the mean absolute error (MAE) and the root mean square error (RMSE), averaged over all the simulations, on the SOC estimation error obtained with the nominal observer and the proposed hybrid multi-observer, filtered and not, both in the case without and with resets. The data collec- ted are shown in Table 6.3 for the whole simulation time t P r0, 1500s s, during the transitory for t P r0, 150s s and after the transitory for t P r150, 1500s s. Note that the data for e 1 without and with resets are slightly different because the 100 initial conditions were randomly selected and thus they may be different in the simulations without and with resets. Table 6.3 shows that the hybrid multi-observer unfiltered improves the estimation performance, especially at large times as desired both in the case without and with resets. Indeed, both the MAE and the RMSE are almost always smaller compared to the ones of the nominal observer, except for the transient data in the reset case, where the performance are a bit worse. Moreover, the filtered version, even if during transient has worse performance compared to the nominal observer, after the transient the improvement is clear and, the performance can be also better than the corresponding unfiltered version.

Conclusions

We have applied the hybrid multi-observer presented in Chapter 5 to improve the estimation performance of the observer based on a polytopic approach designed in [START_REF] Blondel | Observer design for an electrochemical model of lithium ion batteries based on a polytopic approach[END_REF] to estimate the lithium concentration of the electrodes of an electrochemical battery, which is directly related to the state of charge. Simulations based on standard model parameter values have illustrated the potential of this approach to improve the state of charge estimation performance. Possible future research perspective are given in Chapter 7. This chapter concludes the second part of the thesis where we have presented a hybrid multiobserver to improved the estimation performance and we have applied the proposed technique to a electrochemical model of a lithium-ion battery. In the next chapter we will conclude the thesis and we will discuss possible future research directions.

Chapter 7

Conclusions

This thesis focuses on the use of hybrid techniques to solve two important state estimation problems, namely the event-triggered observer design and how to improve the state estimation performance of a given nonlinear continuous-time observer. In Chapter 1 we have introduced the thesis and some preliminaries on observers and hybrid systems were given in Chapter 2. The first part of the thesis focuses on event-triggered estimation. In particular, in Chapter 3 we have presented results

for linear time-invariant systems, which were extended in Chapter 4 to general perturbed nonlinear systems in a decentralized scenario. The second part of the thesis focuses on a hybrid multi-observer that aims at improving the state estimation performance. The proposed technique has been described in Chapter 5 and it has been applied for the state estimation of a electrochemical lithium-ion battery model in Chapter 6. Below we summarize the contributions of Chapters 3-6. We then present possible future work directions.

Summary

Event-triggered estimation

In Chapters 3 and 4, we considered the setting where the output measurements are transmitted from the plant to the observer via a packet-based communication network and we have presented an event-triggered observer design in order to sporadically transmit over the digital network while still obtaining accurate state estimates. In particular, we have proposed a dynamic triggering rule, inspired by [START_REF] Girard | Dynamic triggering mechanisms for event-triggered control[END_REF], implemented by a smart sensor, which decides when the measured output needs to be transmitted to the observer through the digital network. We recall that the proposed triggering rule does not require a copy of the observer in the sensor and thus the sensors are not required to have significant computation capabilities, as they only need to run a local scalar filter. The results are first presented in Chapter 3 for unperturbed linear time-invariant systems and are generalized in Chapter 4 to perturbed nonlinear systems and to a decentralized setting, where the sensors are grouped in N nodes and each node decides when its measured data is transmitted to the observer independently from the others. Both in Chapter 3 and 4 we have modelled the overall system as a hybrid system using the formalism of [START_REF] Goebel | Hybrid Dynamical Systems: Modeling, Stability, and Robustness[END_REF], where a jump corresponds to an output transmis- 

Improving estimation performance

In the second part of the thesis we focused on the use of hybrid techniques for improving the state estimation performance of a given nominal nonlinear observer. In particular, a novel, flexible and general hybrid multi-observer has been presented in Chapter 5, which can be used to address various trade-offs between speed of convergence and robustness to measurement noise, modelling errors and disturbances. The starting point is a robust nominal nonlinear observer, which ensures that the corresponding state estimation error system satisfies an input-to-state stability property with respect to measurement noise and disturbances. To improve the performance of this nominal observer, we added N additional dynamical systems and we have obtained a multi-observer, where each element is called mode. Each additional mode of the multi-observer differs from the nominal one only in its output injection gain, that can be freely selected as no convergence property is required for these modes. Because the gains are different, each mode exhibits different properties in terms of speed of convergence and robustness to measurement noise. We run all modes in parallel and, inspired by supervisory control/observer approaches, we have designed a switching criterion, based on monitoring variables, that selects one mode at any time instant by evaluating their performance. We have proved a two-measure flow input-to-state stability property of the estimation error (Proposition 5.1 and Theorem 5.1), we have shown that maximal solutions are complete (Proposition 5.2) and we have guaranteed the existence of a uniform semiglobal average dwell-time (Proposition 5.3). Moreover, we have shown that the estimation performance of the proposed hybrid multi-observer are always at least as good as the performance of the nominal observer. Furthermore, under some condition on the choice of the additional gains and the initial conditions of modes and monitoring variables, we have proved that the estimation performance in terms of a quadratic output error cost is strictly improved (Theorem 5.2 and Proposition 5.4). To illustrate the efficiency of the proposed technique, three numerical example were presented in Chapter 5. In addition, the proposed technique has been applied for the state estimation of an advanced electrochemical lithium-ion battery model in Chapter 6.

There, the estimation performance of the nominal observer based on a polytopic approach designed in [START_REF] Blondel | Observer design for an electrochemical model of lithium ion batteries based on a polytopic approach[END_REF] to estimate the lithium concentrations of the electrodes of an electrochemical battery model, which are directly related to the state of charge of the battery, has been improved with the proposed technique.

Future work perspectives

The results presented in the thesis open the doors to many research directions, some of which are presented next.

Event-triggered estimation

In the first part of the thesis, in Chapters 3 and 4, we considered an the event-triggered observer design for linear time-invariant systems and for general nonlinear systems. In this section we discuss associated possible future research directions.

-Tailored results for given observers. results by considering a specific class of system and observer, such as polytopic based observers, e.g., [START_REF] Zemouche | Observers for a class of lipschitz systems with extension to H 8 performance analysis[END_REF][START_REF] Dreef | LMI-based robust observer design for battery stateof-charge estimation[END_REF][START_REF] Blondel | Observer design for an electrochemical model of lithium ion batteries based on a polytopic approach[END_REF] or circle criterion observers, e.g., [START_REF] Blondel | Nonlinear circle-criterion observer design for an electrochemical battery model[END_REF][START_REF] Arcak | Nonlinear observers: a circle criterion design and robustness analysis[END_REF][START_REF] Chong | A robust circle criterion observer with application to neural mass models[END_REF].

-Generalization to other classes of observers. Even if many observers designs in the literature can be modeled in the general form (4.1) and satisfy the input-to-state stability property in Assumption 4.2, there are some estimation techniques that escape our theory, see e.g., the Kazantis-Kravaris-Luenberger (KKL) observers in e.g. [START_REF] Andrieu | On the existence of a kazantzis-kravaris/luenberger observer[END_REF] and the Takagi-Sugeno (TS) observers in e.g., [START_REF] Lendek | Stability analysis and nonlinear observer design using Takagi-Sugeno fuzzy models[END_REF][START_REF] Ichalal | Advances in observer design for Takagi-Sugeno systems with unmeasurable premise variables[END_REF]. It would be therefore interesting to adjust the event-triggered observer design presented in this thesis for these classes of nonlinear observers.

-Tuning of the design parameters. For the general nonlinear systems considered in Chapter 4

it is challenging to analyze how the design parameters impact the number of transmissions triggered, the speed of convergence of the estimation error and its ultimate bound. However, this can be done in some specific cases, as we did in Chapter 3 for linear time-invariant systems and in Theorem 4.2 where we assumed that the input-to-state stability property in Assumption 4.2 holds with a linear α P 8 . Note that these results give some indication on how to tune the designs parameters to obtained the desired properties, but no optimization criteria is presented. In future work it would be interesting optimizing the tuning of the design parameters using a cost that considers the trade-off between the number of transmissions triggered and the ultimate bound of the estimation error. In the linear time-invariant case presented in Chapter 3 this may result in solving linear matrix inequalities. Note that, optimization problems are exploited in the event-triggered estimation literature to learn the optimal communication policy for discrete-time linear-time invariant systems in the recent work [START_REF] Marchand | Deep learning of a communication policy for an event-triggered observer for linear systems[END_REF].

-Periodic event-triggered and/or self-triggered estimation. In this thesis we focused on an event-triggered technique to decide when an output measurement needs to be transmitted to the plant to the observer. Alternatives techniques to trigger transmissions over the network are present in the literature. For example, in the periodic event-triggered approach, see e.g., [START_REF] Etienne | Periodic event-triggered observation and control for nonlinear Lipschitz systems using impulsive observers[END_REF][START_REF] Wang | Periodic event-triggered control for nonlinear networked control systems[END_REF][START_REF] Song | Event-triggered observer design for delayed outputsampled systems[END_REF] the triggering condition is only checked at some specific time instants and, if the triggering rule is satisfied, the data is communicated through the digital network. Another possible option to generate the transmission instants is the self-triggered approach, see e.g., [START_REF] Andrieu | Self-triggered continuous-discrete observer with updated sampling period[END_REF][START_REF] Rabehi | Finite-gain event-triggered interval observers design for continuous-time linear systems[END_REF][START_REF] Anta | To sample or not to sample: self-triggered control for nonlinear systems[END_REF][START_REF] Velasco | The self triggered task model for real-time control systems[END_REF]. In this case, the observer decides when to request new information from the sensor based on the last received value only. As a future work perspective, we could adapt the dynamic triggering rule presented in this thesis for an event-triggered observer design to the contexts of periodic event-triggered estimation and/or self-triggered estimation.

-Analysis of the inter-event times. In this thesis we proved that the proposed event-triggered observer design can stop the transmissions when the output remains in a small neighborhood of a constant and it guarantees the existence of a minimum time between two consecutive output transmissions of each sensor node over the digital network. This implies that the time between any two transmissions of the same sensor node is lower-bounded by a positive constant. However, the actual inter-event times can be larger than this constant. In this work we have not characterized the actual behaviour of the inter-event time because this technically challenging problem as the work in [START_REF] Postoyan | Explaining the 'mystery"of periodicity in inter-transmission times in two-dimensional event-triggered controlled system[END_REF] shows in the context of event-triggered control. A precise analysis of the inter-transmission times and of the number of communications over the network can be an useful and interesting future work direction, which can be inspired by [START_REF] Postoyan | Explaining the 'mystery"of periodicity in inter-transmission times in two-dimensional event-triggered controlled system[END_REF][START_REF] Gleizer | Chaos and order in event-triggered control[END_REF].

-Additional network effects. In this thesis we did not consider network effects such as quantization and packet losses. Taking into account these network effects is another relevant research direction, that can be inspired by e.g., [START_REF] Dolk | Output-based and decentralized dynamic event-triggered control with guaranteed p -gain performance and Zeno-freeness[END_REF][START_REF] Dolk | Event-triggered control systems under packet losses[END_REF]. In addition, we could also characterize our work for different transmission protocols.

-Event-triggered multi-observer. The combination of the results presented in the two parts of the thesis is also a possible and interesting research direction. Indeed, the hybrid multi-observer presented in Chapter 5 requires the knowledge of the whole output both for the modes and for the monitoring variables used to evaluate the performance of the different modes. As a

result, an open question is to understand how and if the estimation performance of the hybrid multi-observer is improved in the case the measured output is transmitted from the plant to the multi-observer via a digital network following an event-triggered approach, as the one presented in this thesis.

Improving estimation performance

We believe that the flexibility of the framework presented in Chapter 5 leads to a range of fascinating research questions, some of which are listed below.

Design guidelines and modes gains tuning

The freedom in the design of the additional modes of the hybrid multi-observer described in Chapter 5 can be exploited to further improve the estimation performance. This opens the door to different future work directions, as detailed next.

-Off-line tuning of the additional modes gains. We currently do not have a systematic methodology to tune the gains of the additional modes, only some guidelines are given in Section 5.3.5. One possible option for the off-line tuning of the additional mode gains would be to design them using learning based techniques, similarly to [START_REF] Peralez | Neural network-based KKL observer for nonlinear discrete-time systems[END_REF] in the context of discretetime KKL observers and thus obtain the "best" possible gains for different classes of inputs or disturbances off-line in simulations. Dynamic programming techniques could be exploited for this purpose, see e.g., [START_REF] Bertsekas | Dynamic programming and optimal control: Volume I[END_REF]. Note that, typically, learning the observer gain produces the best mode for a specific class of input or disturbance, but it often does not provide stability guarantees. Therefore, with the proposed hybrid multi-observer approach we can have both stability properties, thanks to the nominal observer, and good performance, thanks to the additional modes whose gains are designed using learning techniques, for different scenarios.

-On-line tuning of the number of additional modes and their gains. In the current framework, N additional observer-like systems are added in parallel to the nominal observer. The number of these modes N and their gains are designed off-line. A possible interesting research perspective would be to adjust the number of additional modes and/or their gains on-line, based on the actual behaviour of the multi-observer. Indeed, to further improve the estimation performance, it may be useful to add additional modes, with new gains. For example, if the multi-observer switches often between two modes, an option can be adding an additional mode with a gain that is the average of the two. Another example is the case where the multi-observer selection ends to only one mode. In this case, we may want to add an extra additional mode taken in a set centered at the selected one. Note that, adding extra modes on-line should not be a problem for the results of Chapter 5 to hold. However, increasing the number of additional modes, increases the required computation capabilities, which may be problematic in some applications. On the other hand, one may be tempted to remove modes that have never been selected, which may for instance be diverging. This may be a good strategy, but care must be taken because a mode not yet selected might be relevant in the future.

This can happen, for instance, in the case the mode is a local observer robust to measurement noise and disturbance, which has not yet been selected because its domain of attraction has not yet been reached. Following similar ideas of adding/removing modes, one can also keep the number of additional modes constant, but replace a mode gain that has never been selected with a gain that, looking at the behaviour and the performance of the multi-observer, could be good. This approach, may help to further improve the performance, thanks to the new gain, without requiring additional computational capability compared to the original off-line gain tuning. However, since one or more modes are replaced, there is always the risk of removing a mode with a gain that may be the best in the future and thus worsen the performance of the orginanl multi-observer due to the on-line tuning. As a result, we believe that to design a systematic approach to tune on-line the number of additional modes and the corresponding gains is challenging, but may lead to better estimation performance requiring less computation capabilities. Therefore, we believe this is a future work direction that is worth trying to explore.

Relationship between a state estimation error cost and an output estimation error cost

The question of the link between the considered cost function, which involves the output estimation error (see (5.10)), and a cost based on the state estimation error is also a relevant challenge to unravel. To start investigating this difficult question, which, to the best of the author knowledge, does not have an answer even in the unperturbed linear time-invariant system case, an approach based on the Lyapunov equation for observability and detectability properties can be envisioned.

Some preliminary results in this direction are presented in Appendix B.

Observer-based controller

In the current setting only the estimation problem is considered. It would be also interesting to exploit the proposed scheme to improve the performance of a given observer-based controller.

Indeed, an open question is to understand if, providing the controller with a better state estimate, thanks to the hybrid multi-observer, we also obtain better performance for the closed-loop system.

Generalizations

The hybrid multi-observer presented in Chapter 5 can be generalized following different paths, which are detailed below.

-Generalization to other classes of observers. The proposed framework considers general nonlinear observers, however, some observer design techniques, like the Kazantis-Kravaris-Luenberger (KKL) observers, see e.g. [START_REF] Andrieu | On the existence of a kazantzis-kravaris/luenberger observer[END_REF] and the Takagi-Sugeno (TS) observers, see e.g., [START_REF] Lendek | Stability analysis and nonlinear observer design using Takagi-Sugeno fuzzy models[END_REF][START_REF] Ichalal | Advances in observer design for Takagi-Sugeno systems with unmeasurable premise variables[END_REF], escape our theory at the moment, just like for part I. Thus, a possible research direction consists in adapting the proposed hybrid multi-observer technique to these classes of nonlinear observers. Moreover, we currently require that the nominal observer state has the same dimension as the system state. Some nonlinear observers in the literature have a state dimension that is bigger than the corresponding system state, see e.g., [5] for a review of nonlinear continuous-time observers. Therefore, it would be interesting to extend the current result enlarging the class of nonlinear observers that can be considered.

-Discrete-time multi-observer. The starting point of the proposed hybrid multi-observer design is a nominal continuous-time observer satisfying and input-to-state stability property. It would be interesting to exploit similar multi-observer ideas to improve the estimation performance of a discrete-time nonlinear nominal observer that satisfies a discrete-time input-to-state stability property, see e.g., [START_REF] Jiang | Input-to-state stability for discrete-time nonlinear systems[END_REF]. In this case we will obtain a discrete-time multi-observer, where a jump can represent both the discrete-time evolution and a switch of the selected mode. A discrete version of the hybrid scheme would be relevant for implementation purposes and could thus be very useful in applications.

-Multi-observer for hybrid observers. Going one step further compared to the previous item, we could envision developing a hybrid multi-observer to improve the performance of a nominal hybrid observer, see, e.g, [START_REF] Bernard | Observer design for hybrid dynamical systems with approximately known jump times[END_REF][START_REF] Bernard | A local hybrid observer for a class of hybrid dynamical systems with linear maps and unknown jump times[END_REF], which is used to estimate the state of a possibly hybrid dynamical system.

-Modes with different structures. Following similar hybrid multi-observer ideas, a possible relevant future research direction would be to propose a design framework, which allows to consider observers with different structures to further improve the estimation performance. For example, in [START_REF] Astolfi | Uniting observers[END_REF], the authors unite a local and a global observer with different structures (e.g., an extended Kalman filter and a high-gain observer), and thus different behaviours, and switch between them to take the best out of each. We believe that allowing the additional modes of the hybrid multi-observer to have a structure different from the nominal observer, and not only a different gain, may help to further improve the estimation performance. However, to prove stability properties in this case seems challenging. Indeed, even if the additional modes are not required to satisfy a stability property, in Chapter 5 we exploited the structure for the additional mode and the input-to-state stability property of the nominal observer to prove an input/output-to-state stability for the additional modes (Lemma 5.1), which was essential to prove the stability guarantees of the hybrid multi-observer. As a result, allowing the modes to have a different structure than the nominal observer may imply that the additional modes need to guarantee an input-to-state stability property to be able to prove an input-to-state stability property for the multi-observer. Indeed, we believe that, if all the modes of the multi-observer (with the same or different structures) satisfy an input-to-state stability property globally, then, following similar lines as the ones presented in Chapter 5, it should be possible to prove an input-to-state stability property for the hybrid multi-observer state estimate. On the other hand, asking that all modes satisfy an input-to-state stability property might be restrictive, as we saw in the numerical examples, that the performance can be improved thanks to modes that are not converging a priori (see e.g. when the null gain was selected). Therefore, asking all modes to satisfy an input-to-state stability property is a strong assumption compared to the current result, where we have full freedom on the gain selection.

-Several nominal observers. Another possible interesting research perspective consists in following similar ideas as in Chapter 5, but with two or more nominal observers, with different structures, satisfying Assumption 5.1 and then add additional modes with the same structure as one of the nominal observers, but with different gains. This should allow to prove an inputto-state stability property for the hybrid multi-observer, which will have modes with different structures and different gains and thus is more general than the one presented in this thesis.

However, if we follow the same steps we used for the setting presented in this thesis in this new scenario, the corresponding hybrid system can generate Zeno solutions. As a result, to generalize the hybrid multi-observer presented in Chapter 5 by allowing more than one nominal observer, the hybrid estimation scheme needs to be modified. x2 " Ax 2 `Bu `L2 p y ´ŷ 2 q ŷ2 " C x2 , (B.5

)
where x2 is its state estimate. Note that this observer-like system can be an observer or not, as A´L 2 C

is not necessarily Hurwitz. We denote the corresponding state estimation error e 2 :" x ´x 2 , whose dynamics is, in view of (B.1) and (B.5), 9 e 2 " pA ´L2 Cqe 2 .

(B.6)

The additional observer-like system (B.5), together with the nominal observer (B.2) are called modes for the sake of convenience. We define the output estimation errors for both modes as e y k :" y ´ŷ k " Cpx ´x k q " C e k , k P t1, 2u, from (B.1), (B.2), and (B.5).

To evaluate the performance of each mode we should consider a quadratic cost that depends on the state estimation error. Indeed, the smaller is such a cost, the smaller is the estimation error and thus, the better is the performance of the mode. However, in an estimation problem, the system state x is unknown. As a consequence, the state estimation error e k is unknown and thus it is not possible to evaluate the estimation performance of the modes using a cost that depends on e k . As a result, in the literature, see e.g. [START_REF] Willems | Deterministic least squares filtering[END_REF][START_REF] Na | Adaptive optimal observer design via approximate dynamic programming[END_REF], as well as the results in Chapters 5 and 6, the estimation performance is often evaluated using a cost that depends on the output estimation error e y k , which is accessible since it relies on the knowledge of the measured output y and the estimated output ŷk of mode k. The quadratic output estimation error cost we can evaluate on-line has the following form, for any e y k P n y , for any t P ě0 , k P t1, 2u, J k pt, e y k q :" ż t 0 e y k psq J Λ ‹ k e y k psqds, (B.7)

with Λ ‹ k P n y ˆny . While cost (B.7) can be evaluated on-line, it does not provide direct information on the performance concerning the state estimation error. A natural question that rises is to understand how and if the output estimation cost (B.7) relates to a cost that considers the state estimation error.

In particular, if the two modes are initialized at the same value e 0 P n x , k P t1, 2u, we want to understand the relationship between the output estimation error cost (B.7), which can be evaluated online, and a quadratic state estimation error cost in the following form, for any e k P n x initialized at e k p0q " e 0 , for any t P ě0 , k P t1, 2u, W k pt, e k q :" e k ptq J Pe k ptq `ż t 0 e k psq J Qe k psqds, (B.8)

where P and Q come from (B.4).

Note that evaluating the estimation performance based on an cost that depends on the output estimation error does not automatically give information on the estimation performance evaluated using a cost that depends on the whole system state. In particular, it is not guaranteed that if, at time Let e 1 be a solution to system (B. Pick L 2 P n x ˆny and Λ ‹ 2 P n y ˆny such that (B.9) is satisfied with P and Q from (B.4). Then, following similar steps as for the nominal observer, from (B.10) we obtain, for all t P ě0 , W 2 ptq ´e2 p0q J Pe 2 p0q " J 2 ptq.

(B.16)

Since e 1 p0q " e 2 p0q " e 0 P n x , from (B.15) and (B.16) we have W 1 ptq ´J1 ptq " W 2 ptq ´J2 ptq, for all t P ě0 , which is equivalent to J 1 ptq ´J2 ptq " W 1 ptq ´W2 ptq, (B.17) for all t P ě0 . This concludes the proof. ■ Theorem B.1 gives a condition that, if satisfied, provides a relation between a quadratic output estimation error cost and a quadratic state estimation error cost. In particular, it shows that if the output estimation cost related to the observer-like system J 2 ptq is smaller than the output estimation cost of the nominal observer J 1 ptq at some time t P ě0 , then, the corresponding state estimation cost W 2 ptq is smaller than the state estimation cost of the nominal observer W 1 ptq, at the same time t. As a consequence, if the estimation performance are evaluated in terms of output costs and the observerlike system (B.5) has better performance compared to the nominal observer, then, if the condition in Theorem B.1 is satisfied, this mode has better performance also in terms of a state cost. Moreover, also the opposite is true. Indeed, if the observer-like system (B.5) has worse performance compared to the nominal observer (B.2) in terms of an output estimation cost, i.e., J 2 ptq ě J 1 ptq with t P ě0 , then it has worse performance also with respect to a state estimation cost, i.e., W 2 ptq ě W 1 ptq.

Thus, in Theorem B.1 it is shown, under some conditions, that it is possible to evaluate the performance of a mode using an output cost, which can be evaluated since y and ŷk , k P t1, 2u are known, and have guarantees also on the performance of the mode in terms of a state estimation cost, which is the most interesting one. Unfortunately, even if condition (B.9) may look easy to satisfy thanks to the freedom introduced by Λ ‹ 2 , we will show in the next section that it is not possible to find Λ ‹ 2 to satisfy condition (B.9) for any choice of the gain L 2 of the additional observer-like system (B.5).

B.3.2 Condition (B.9) is not always satisfied

In this section we show that it is not always possible to guarantee that, for any choice of gain L 2 P n x ˆny there exists Λ ‹ 2 P n y ˆny such that pA ´L2 Cq J P `PpA ´L2 Cq " ´Q `CJ Λ ‹ 2 C (B.18

)
is satisfied with P and Q from (B.4). In particular, the freedom we introduce with Λ ‹ 2 is not always enough to allow us to choose any gain L 2 for the additional observer-like system. We now provide an example for which there exists Λ ‹ 2 P n y ˆny such that (B.18) is satisfied only for some choices of the output injection gain L 2 , while it is not satisfied for some other choices. We consider the additional observer-like system (B.5) and our objective is to check if, for any choice of the additional gain L 2 P 2ˆ1 , there exists Λ ‹ 2 P such that (B.18) is satisfied. For this reason we define L 2 :" rl 1 l 2 s J and we have For (B.22) to hold, we must have ´l1 `l2 " ´2 `Λ‹ 2 and 0.5l 1 ´l2 `0.5 " 0. The first condition can be always satisfied by selecting Λ ‹ 2 " ´l1 `l2 `2. However, Λ ‹ 2 has no impact on the off-diagonal terms in (B.22) and, as a result, some choices of the gain L 2 " rl 1 l 2 s J do not verify this condition.

For example, with the gain L 2 " r2 2s J , for any choice of Λ ‹ 2 P , l 1 ‰ 2l 2 ´1 and thus (B.18) cannot be satisfied.

It is interesting to notice also that, in this example, the necessary condition on the gain L 2 selection to satisfy (B.18) for some Λ ‹ 2 P has no links with the stability of the mode. Indeed, there are gain choices that satisfy l 1 " 2l 2 ´1 that are stable (see e.g., L 2 " r0 0.5s J , L 2 " r1 1s J , L 2 " r2 1.5s J , L 2 " r5 3s J , L 2 " r10 5.5s J ) and other that are unstable (see e.g., L 2 " r´1 0s J , L 2 " r´2 ´0.5s J , L 2 " r´5 ´2s J , L 2 " r´0.5 0.25s J ). On the other hand, selecting the mode gain L 2 such that A ´L2 C is Hurwitz does not guarantee that there exists Λ ‹ 2 P such that (B.18) is satisfied. Indeed, L 2 " r2 2s J produces a converging mode, however, l 1 ‰ 2l 2 ´1 and thus (B.18) cannot be satisfied.

This example shows that it is not always possible to satisfy condition (B.9) for any choice of the additional gain L 2 P n y ˆnx and apply the result of Theorem B.1.

In the next section we prove that, under some conditions on the choice of the additional gain L 2 P n x ˆny it is possible to satisfy (B.9) and consequently, from Theorem B.1, show that if the additional observer-like system performs better/worse than the nominal observer in terms of an output estimation error cost, it implies that it is performing better/worse also in terms of a state estimation error cost.

B.3.3 Gains selection to guarantee (B.9)

In the next proposition we prove that if the gain of the additional observer-like system, as well as the one of the nominal observer, are designed as the gains of infinite gain margin observers, then there always exists Λ ‹ 2 P n y ˆny such that condition (B.9) in Theorem B.1 is satisfied and thus better performance with respect to an output error cost implies better performance also with respect to a state estimation error cost. Proposition B.1. Consider system (B.1) and the nominal observer (B.2) with L 1 :" P ´1C J Λ 1 , with P from (B.4) and Λ 1 P n y ˆny such that A ´L1 C " A ´P´1 C J Λ 1 C is Hurwitz. Consider the additional observer-like system (B.5). Then, for any Λ 2 P n y ˆny , by defining L 2 :" P ´1C J Λ 2 , where P comes from (B.4), there always exists Λ ‹ 2 P n y ˆny such that pA ´L2 Cq J P `PpA ´L2 and the observer-like system gain L 2 , which are not in the form L k " P ´1C J Λ k , k P t1, 2u, but still satisfy condition (B.9). In particular, with the condition L 1 " P ´1C J Λ 1 , we are only considering the matrix P satisfying pA ´L1 Cq J P `PpA ´L1 Cq " ´Q `CJ Λ ‹ 1 C pA ´P´1 C J Λ 1 Cq J P `PpA ´P´1 C J Λ 1 Cq " ´Q `CJ Λ ‹ 1 C A J P `PA " ´Q `CJ pΛ ‹ 1 `Λ1 `ΛJ 1 qC.

(B.30)

B.3.4 Relaxation of condition (B.9)

In this section we relax the condition on the nominal observer (B.4) and the one for the additional observer-like system (B.9) and we show that, even with less stringent conditions, we can prove that better performance in terms of an output estimation error cost implies better performance with respect to a state estimation error cost.

As explained in Section B.2, since the nominal observer gain L 1 is designed such that A ´L1 C is Hurwitz, we have that for any Q P n x ˆnx symmetric positive definite there exist Λ ‹ 1 P n y ˆny and a symmetric positive definite matrix P P n x ˆnx such that pA ´L1 Cq J P `PpA ´L1 ) for any choice of the gain L 2 P n y ˆnx for the observer-like system (B.5). However, by applying the results in Proposition B.1, we have that, when both the nominal observer (B.2) and the observer-like system (B.5) are infinite gain margin observers, i.e., L k " P ´1C J Λ k , for k P t1, 2u, then, there always exists Λ ‹ 2 P n y ˆny such that condition (B.43) is satisfied and thus we can relate the estimation performance given by the discounted output estimation costs with the estimation performance expressed in terms of the discounted state estimation error costs. Finally, similarly to Section B.3.4, condition (B.43) can be relaxed to enlarge the class of gains satisfying it. However, in this case, if the observer-like system (B.5) has better performance in terms of the output estimation error cost with respect to the nominal observer (B.2), then, it has better performance also in terms of a state estimation error cost, but the opposite is not necessarily true.

B.5 Conclusions and perspectives

In this appendix, we have presented some preliminary results on the relationship between a quadratic output estimation error cost, which can be evaluated on-line, and a quadratic state estimation error cost, which is the one we are interested on when considering the estimation performance of an observer. In particular, we provide a condition that, if satisfied, guarantees that better (worse) performance with respect to a (discounted) output estimation error cost implies better (worse) performance also with respect to a (discounted) state estimation error cost. Moreover, we have shown via a counterexample that this condition is not always satisfied, but it is possible to guarantee it in the case of infinite gain margin observers, which, however, are not the only possible cases satisfying the condition. In addition, for a larger class of observers gains, weaker results, but still insightful, have been proven by relaxing the condition.

We believe that the results presented in this appendix are only the starting point to understand the relationship between output estimation error costs and state estimation error costs. Indeed, in this notes we have considered unperturbed linear time-invariant systems, and it will be interesting including also external unknown disturbances and measurement noise. Moreover, extending the current thoughts to nonlinear systems is definitely a non-trivial interesting future work direction. Finally, to compare the output and the state estimation performance other approaches can be envisioned, 
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 4 the event-triggered estimation problem is presented, where we propose a new dynamic triggering rule, implemented by a smart sensor, to decide when an output transmission over the digital network needs to be triggered. The proposed triggering rule does not rely on a copy of the observer in the sensor, which is therefore not required to have significant computation capabilities. The results are first presented for unperturbed linear time-invariant systems in Chapter 3, and are then extended to general perturbed nonlinear systems and a decentralized scenario in Chapter 4.-In Part II (Chapters 5 and 6) the performance of a given robust nominal nonlinear observer are improved by using hybrid techniques. In particular, a novel hybrid multi-observer is presented in Chapter 5. It is composed by the nominal one and additional dynamical systems, that differs from the nominal one only in their output injection gains. The estimation performance
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  Figure 4.1. As a result, only sampled versions of the outputs are available to the observer. We follow an emulation-based design in the sense that a continuous-time observer x " f p px, u, vq y "

9 zFIGURE 4 . 1 -

 941 FIGURE 4.1 -Block diagram representing the system architecture (ETM: Event-Triggering Mechanism).

  view of the definition of the jump set in (4.19a)-(4.19b). Note also that the empty set in (4.20b) guarantees that the jump map G in (4.20a) is outer semicontinuous and locally bounded relative to the jump set , which is necessary to satisfy the hybrid basic conditions [31, Assumption 6.5].

Theorem 4 . 1 (

 41 Lyapunov stability property). Suppose Assumptions 4.1-4.2 hold and consider the hybrid model (4.16)-(4.20). For any υ ą 0, select σ

Theorem 4 . 2 (

 42 Global practical stability property with the recovering of the decay rate of the Lyapunov function). Consider system (4.16)-(4.20) and suppose Assumption 4.1 holds and Assumption 4.2

Theorem 4 .

 4 2 guarantees that it is always possible to recover the same decay rate of the Lyapunov function along solutions in absence of network when the observer satisfies Assumption 4.2 with α linear. In particular, with Theorem 4.2 we guarantee, in presence of network, a convergence rate a U P p0, as for Upqq " V px, zq `N ři"1 d i η i along solutions to (4.16)-(4.20), which can therefore be equal to the decay rate a of V in absence of network.
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Proposition 4 . 3 (

 43 Global practical stability property). Consider system (4.103) -(4.107) and suppose Assumption 4.4 holds. For any υ ą 0, select α i , α u , σ i , σ u , c i , c u , ϵ i , ϵ u , d i , d u , b i and b u as in Theorem 4

(4. 112 )

 112 with θ P 8 from Assumption 4.4. □ The proofs Theorem 4.5 and Proposition 4.3 follow similar lines as the proofs of Theorem 4.1

Theorem 4 . 6 (

 46 Completeness of maximal solutions). Under Assumptions 4.3 and 4.4, any maximal solution to system (4.103)-(4.107) is complete. □

1 Lemma 4 . 2 (

 142 mintτ 1 , . . . , τ N , τ u u. □ Stop transmissions). Consider system (4.103) under Assumption 4.4. Given a solution q

Figure 4 . 3 ,

 43 we provide the plots obtained for the plant states and its estimates, in Figure4.4 the plots of the state estimation errors, whose norm is shown in Figure4.5. In Figure4.6 the inter-transmissions time is reported. From these figures, it is clear that
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 4445 FIGURE 4.4 -State estimation errors x i ´x i , i P t1, . . . , 4u.
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 246 FIGURE 4.6 -Inter-transmissions times (sensor 1 top, sensor 2 bottom).
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 51 FIGURE 5.1 -Block diagram representing the system architecture with η :" pη 1 , . . . η N `1q, x :" px 1 , . . . , xN`1 q.

L 1 .

 1 This approach to select the additional gains is used Chapter 6, where the hybrid multi-observer is implemented to improve the estimation performance of a electrochemical Li-Ion battery model.In general, possible options to select the additional gains are to pick them in a neighborhood of the nominal one, or to scale the nominal gain by some factors. This gain selection will produce systems with different behaviors and switching between them should allow an improvement of the estimation performance, as illustrated on numerical examples in Section 5.7. The question of the selection of the gains goes beyond this work, as various approaches can be envisioned. For instance, one could select gains based on off-line learning techniques inspired by modern optimization/machine learning algorithms. This will be further investigated in future work. However, three possible methods for the selection of the additional gains are illustrated in Section 5.7 in numerical examples.
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 54 Conditions for performance improvement). Consider system (5.26)-(5.28) with Λ 2 P n x ą0 and suppose Assumptions 5.1-5.3 hold. Select the gains L k , with k P t2, . . . , N `1u, in (5.8) such that there exists k
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 452 FIGURE 5.2 -Van der Pol oscillator. Norm of the estimation error |e| (top figure), performance cost J (middle figure) and σ (bottom figure). Nominal (yellow), without resets (red), with resets (blue).

  and Q " I 4 . We obtain L "
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 1053 FIGURE 5.3 -Flexible joint robotic arm. Norm of the estimation error |e| (top figure), performance cost J (middle figure) and σ (bottom figure). Nominal (yellow), without resets (red), with resets (blue).
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 54 FIGURE 5.4 -Equivalent electrical circuit of a single battery cell.
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 55 FIGURE 5.5 -f pSOCq(blue) with its linearization (red) and PHEV current input.

Figure 5 .

 5 [START_REF] Queinnec | Reduced modeling and state observation of an activated sludge process[END_REF], with a nonlinear output map. Compared to the battery model we considered in the numerical example in Chapter 3, here we do not linearize the function f pSOCq in the output equation. As a result, we are now considering a nonlinear system, compared to the linear time-invariant one used to model the lithium-ion battery in Chapter 3.
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 5456 Figure 5.6 shows the norm of the nominal estimation error, namely |e 1 |, as well as |e σ |, obtained
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 6161 FIGURE 6.1 -Battery model schematic.

  combination of all other sampled concentration in solid phase,

N

  pos q P n x(6.4) with n x :" N neg ´1 `Npos .We now derive the output voltage equation of the lithium-ion battery model. Its main components are the open circuit voltages (OCVs), which are the potential differences between the electrodes and the electrolyte without current and vary with the lithium concentration at the surface of the electrodes. An example of the OCVs is shown in Figure6.3.

"SOC 1 FIGURE 6 . 2 -

 162 FIGURE 6.2 -Block diagram representing the electrochemical lithium-ion battery model (orange) and nominal observer (blue).

  lithium concentrations in the positive electrode at SOC " 0 % and at SOC " 100 %, respectively, V pos tot is the total volume of the positive electrode and V pos i is the volume of the i th sample of the positive electrode. The concentrations in the positive electrode are considered in

FIGURE 6 . 3 - 20 FIGURE 6 . 4 -

 632064 FIGURE 6.3 -OCV curves.

76 FIGURE 6 . 6 -

 7666 FIGURE 6.6 -Lithium concentrations at the surface of both electrodes c surf neg (top figure left) and c surf pos (top figure right), state of charge (SOC) (bottom figure). Reference system (blue), nominal observer (red).

19 ) 1 "

 191 Note that the pair pA, Cq in (B.[START_REF] Trimpe | Stability analysis of distributed event-based state estimation[END_REF]) is observable. We design the nominal observer (B.2) with L 1 " r3 2s J . As a result, the matrix A´L 1 C is Hurwitz with eigenvalues ´1 and ´2. We pick Q " 1 in (B.4) so that Q ´CJ Λ ‹ 1 C " I 2 . As a consequence, P "

20 ) 9 .

 209 Using the matrices P and Q from the nominal observer, we write (B.18) for this additional mode and We do not need to provide information for the matrix B in (B.1). Indeed, all the developments in this section are related to the estimation errors e 1 and e k , which do not depend on the system input, see equations (B.3) and (B.6).

[ 5 , 8 ]----

 58 pour des études sur le sujet. En particulier, selon la structure du système dynamique, différentes techniques de conception peuvent être adoptées. Le point de départ de la plupart des résultats de cette thèse est la connaissance d'un observateur entrée-état stable. Cela implique que son erreur d'estimation est stable et converge vers un voisinage de l'origine, dont la taille dépend de la norme des perturbations. Comme le montre par exemple[5,[START_REF] Astolfi | Stubborn and dead-zone redesign for nonlinear observers and filters[END_REF], il existe dans la littérature de nombreuses techniques de conception d'observateurs satisfaisant cette propriété pour les systèmes dynamiques linéaires et non linéaires. Cependant, plusieurs problèmes méthodologiques majeurs restent ouverts. En particulier, l'observateur (C.2) nécessite la connaissance des mesures de sortie en flux continu. Cependant, ce n'est pas toujours le cas dans les applications pratiques, où les données de sortie peuvent être communiquées sporadiquement du système à l'observateur via un réseau numérique, dans le cas où les capteurs du système et l'observateur ne sont pas situés au même endroit. Plusieurs travaux ont abordé ce sujet dans la littérature, voir par exemple,, mais il reste encore beaucoup à faire, comme nous l'expliquerons plus loin dans ce chapitre, ainsi que dans les chapitres 3 et 4. D'autre part, même si l'observateur a accès à la mesure de sortie en continu, la propriété de stabilité entrée-état garantit une propriété de stabilité robuste de l'erreur d'estimation, mais elle n'est pas toujours satisfaisante en ce qui concerne les performances en termes de vitesse de convergence et de taille de la borne ultime due aux perturbations et au bruit de mesure. Cela pose la question du réglage des observateurs non linéaires afin de garantir une propriété de convergence robuste ainsi que des performances satisfaisantes. Certaines techniques sont évidemment disponibles dans la littérature à cette fin, mais pas pour les systèmes non linéaires généraux, pour autant que nous le sachions. Dans le chapitre 5, ainsi que plus loin dans ce chapitre, nous donnons plus de détails sur la littérature. Dans cette thèse, nous nous concentrons sur ces deux questions ouvertes et nous proposons des solutions en exploitant des techniques hybrides, c'est-à-dire des systèmes qui présentent des dynamiques à la fois à temps continu et à temps discret. différentielle dans (C.3). Par conséquent, l'équation (C.3) décrit une dynamique de système plus riche que les équations (ou inclusions) différentielles ou les équations (ou inclusions) aux différences. Les techniques hybrides se sont avérées très efficaces pour concevoir des contrôleurs. Par exemple, les contrôleurs sont généralement mis en oeuvre par du matériel numérique et des ordinateurs, mais ils sont utilisés pour contrôler des installations physiques, qui sont naturellement décrites par des modèles à temps continu, ce qui conduit à des systèmes dynamiques hybrides. En outre, le comportement plus riche donné par le mélange de dynamiques à temps continu et à temps discret a été exploité dans différents contextes de contrôle, voir par exemple [32] et les références qui y sont citées, où les outils hybrides ont démontré leur pertinence et leur force pour surmonter les limitations des contrôleurs purement à temps continu ou à temps discret et ont ainsi permis de résoudre des problèmes insolubles à l'aide des techniques classiques de l'automatique. De même, il devrait être possible d'exploiter la puissance des outils hybrides dans le contexte de l'estimation d'état, mais cela a été moins exploré dans la littérature. Dans ce cas, nous parlons de la synthèse d'observateurs hybrides, qui consiste donc à concevoir des algorithmes d'estimation décrits par des dynamiques à la fois continues et à temps discret. Notons que nous pouvons également concevoir un observateur hybride pour estimer l'état d'un système dynamique à temps continu si la structure du système, l'objectif d'estimation ou l'approche de conception de l'observateur conduisent à une modélisation hybride. En particulier, nous pouvons classer les observateurs hybrides en trois groupes principaux, comme résumé ci-dessous. Modèle de système hybride. Comme indiqué précédemment, de nombreux systèmes physiques et techniques présentent un comportement hybride et sont donc bien décrits à l'aide de modèles de systèmes hybrides. Dans ce cas, pour estimer l'état hybride, il convient de concevoir un observateur présentant une dynamique à la fois continue et à temps discret, c'est-à-dire un observateur hybride, voir par exemple [39, 40].-Connexion hybride entre le système et l'observateur. Dans de nombreuses applications, le système et l'observateur ne sont pas situés au même endroit et les mesures de sortie sont transmises de l'usine à l'observateur par l'intermédiaire d'un réseau numérique. Par conséquent, l'observateur ne reçoit les données de sortie qu'à certains moments à temps discret, et le système global peut donc être décrit comme un système hybride, cf.[START_REF] Postoyan | A framework for the observer design for networked control systems[END_REF][START_REF] Ferrante | 2 state estimation with guaranteed convergence speed in the presence of sporadic measurements[END_REF]. Performance de l'estimation. Les techniques hybrides peuvent être utilisées pour l'estimation également à des fins de performance. Par exemple, même si le système a une dynamique à temps continu et que le cadre permet de concevoir un observateur à temps continu pour estimer l'état du système, des dynamiques à temps discret peuvent être introduites dans la conception de l'observateur afin d'exploiter la puissance des outils hybrides et la dynamique hybride plus riche pour améliorer les performances de l'estimation, voir par exemple[START_REF] Andrieu | A hybrid scheme for reducing peaking in high-gain observers for a class of nonlinear systems[END_REF][START_REF] Astolfi | Uniting observers[END_REF].Les résultats présentés dans cette thèse appartiennent aux deuxième et troisième catégories. Nous expliquons plus en détail dans la suite les deux études de cas considérées dans ce manuscrit. positif minimum entre deux transmissions de chaque noeud de capteur, ce qui est essentiel pour la mise en oeuvre pratique étant donné que le matériel numérique moderne ne peut pas mettre en oeuvre des échantillonnages infiniment rapides. Nous garantissons également l'absence d'échantillonnage lorsque la sortie reste dans un petit voisinage d'une constante et que, par conséquent, l'observateur n'a pas besoin de cette information pour obtenir une bonne estimation, ce qui constitue un avantage par rapport aux stratégies à déclenchement temporel. De plus, nous montrons comment les résultats présentés peuvent être étendus au cas où les mesures de sortie sont affectées par un bruit de mesure additif et au cas où l'entrée du système est également transmise sur un réseau numérique, et donc l'observateur n'a accès à l'entrée qu'à certains instants à temps discret, qui peuvent être différents des instants de transmission de la sortie. Enfin, l'efficacité de la technique proposée est démontrée par des exemples numériques.C.3.2 Améliorer la performance de l'estimationMotivation L'objectif principal lors de la conception d'un observateur pour estimer l'état d'un système dynamique est d'avoir des garanties que l'erreur d'estimation de l'état converge vers l'origine (ou son voisinage) lorsque le temps tend vers l'infini. Comme nous l'avons mentionné précédemment, de nombreuses techniques sont disponibles dans la littérature pour les systèmes linéaires et non linéaires afin de garantir cette propriété, voir [5, 8]. Cependant, lors de la conception d'un observateur, nous aimerions également assurer une bonne performance d'estimation dans le sens où nous souhaitons les propriétés suivantes. Vitesse de convergence rapide afin que l'observateur soit en mesure de générer rapidement une bonne estimation de l'état et donc de connaître rapidement les variables non mesurées souhaitées. Robustesse aux perturbations et au bruit de mesure en ce sens que l'estimation est précise même en présence d'incertitudes du modèle et qu'elle n'est pas trop sensible au bruit de mesure, qui est inévitable dans la pratique. -Domaine d'attraction global pour garantir la propriété de convergence indépendamment de l'initialisation de l'observateur et donc de l'erreur d'estimation initiale, qui est inconnue puisque l'état initial est inconnu. Idéalement, nous aimerions concevoir un observateur qui satisfasse toutes ces propriétés. Malheureusement, cela est très difficile, voire impossible, car des limitations fondamentales apparaissent, voir [53] dans le contexte des systèmes linéaires. En effet, il existe généralement un compromis entre ces propriétés, ce qui rend le réglage de l'observateur très difficile. De nombreuses techniques de conception d'observateurs dans la littérature consistent à concevoir la dynamique de l'observateur en utilisant une copie du système, puis en ajoutant un terme de correction, souvent appelé terme d'injection de sortie. Ce terme dépend d'un gain (linéaire ou non linéaire) qui multiplie l'erreur d'estimation de la sortie, à savoir la différence entre la sortie mesurée et la sortie estimée. La question du réglage de ce gain pour obtenir de bonnes performances d'estimation est extrêmement difficile.

  dimensional Euclidean space with n P ą0 the set , with Ď n , at a point x P n .It is the set of all vectors v P n for which there exist x i P , τ i ą 0, for any i P ě0 , withx i Ñ x, τ i Ñ 0,as i Ñ 8 and v " lim iÑ8 Clarke generalized directional derivative of a Lipschitz function U at x in the direction v, i.e., U ˝px ; vq :" lim sup hÑ0 `, yÑx Up y`hvq´Up yq h }v} rt 1 ,t 2 s essential supremum in the interval rt 1 , t 2 s of a signal v : ě0 Ñ n v with n v P ą0 , and t 1 , t 2 P ě0 Y t8u with t 1 ď t 2 , i.e., }v} rt 1 ,t 2

	Notation		
	λ min pPq	minimum eigenvalue of a real, symmetric matrix P	
	n ą0	set of real, symmetric, positive definite matrices of dimension n	
	n ě0	set of real, symmetric, positive semidefinite matrices of dimension n
	T pxq	tangent cone to x i	´x
		τ i
	U ˝px ; vq		
	P	belongs to	
	H	empty set	
	Ă	proper subset	
	Ď	subset	
	x xix	

J transpose of a vector x P n with n P ą0 |x| Euclidean norm of a vector x P n with n P ą0 I n identity matrix of dimension n ˆn with n P ą0 O nˆm null matrix of dimension n ˆm with n, m P ą0 }A} 2-induced norm of a matrix A P nˆm , with n, m P ą0 A J transpose of a matrix A P nˆm with n, m P ą0 diagpx 1 , . . . , x n q Diagonal matrix of dimension nˆn with n P ą0 , whose diagonal elements are x 1 , . . . , x n P λ max pPq maximum eigenvalue of a real, symmetric matrix P s :" ess sup tPrt 1 ,t 2 s |vptq| dom f domain of a function f : 1 Ñ 2 with sets 1 , 2 , i.e., dom f :" tz P 1 : f pzq ‰ Hu class of functions α : ě0 Ñ ě0 that are continuous, αp0q " 0 and strictly increasing 8

  For example, the Lyapunov functions we construct in Part II of this thesis are not continuously differentiable, but only locally Lipschitz and thus differentiable almost everywhere by Rademacher's theorem[START_REF] Clarke | Optimization and Nonsmooth Analysis[END_REF]. In this case, to study the differential property of the function V we use the notion of Clarke's generalized directional derivative[START_REF] Clarke | Optimization and Nonsmooth Analysis[END_REF], as defined next.

	defined as			
			V ˝px ; vq :" lim sup hÑ0 `, yÑx	V p y `hvq ´V p yq h	.	(2.3)
					.2)
	where	BV pxq B x i	denotes the partial derivative of the function V with respect to x i at a point x P n , for
	all i P t1, . . . , nu.	

□ Definition 2.1 requires that the function V is continuously differentiable. Unfortunately, not always the Lyapunov functions used to study the stability properties of a dynamical system have this property. Definition 2.2. Consider a locally Lipschitz function V : n Ñ ě0 , with n P ą0 . The Clarke's generalized directional derivative of V at a point x P n in the direction v P n , denoted V ˝px ; vq, is □ Comparison functions To characterize the stability properties of nonlinear systems and to describe the system trajectory behaviours, comparison functions are very useful. We recall the definitions of class , class 8 and class functions, taken from [85, Section 4.4]. A function α : ě0 Ñ ě0 is a class function, denoted α P , if it is continuous, strictly increasing, and αp0q " 0, -class 8 function, denoted α P 8 , if α P and it is unbounded, i.e., lim rÑ`8 αprq " `8. A function β : ě0 ˆ ě0 Ñ ě0 is a class function, denoted β P , if it is nondecreasing in its first argument, nonincreasing in its second argument, i.e., lim rÑ0 `β pr, sq " 0 for each s P ě0 , and lim sÑ`8

  P n x ˆnx positive definite and consider the Lyapunov function V peq :" e J Pe, where P P n x ˆnx is a symmetric positive definite matrix given by PpA´LCq `pA´LCq J P " ´Q. Note that since A ´LC is Hurwitz, in view of e.g.,[START_REF] Khalil | Nonlinear Systems[END_REF] Theorem 4.6], matrix P exists and is unique.

	properties, for all e " x ´x P n x , v P n x and w P n y ,	
	a|e| 2 ď V peq ď a|e| 2	(2.21)
	x∇V peq, pA ´LCqe `v ´Lwqy ď ´aV peq `γv |v| 2 `γw |w| 2 .	(2.22)
		□
	Proof. Consider system (2.17) and observer (2.18). Using the definition e " x ´x, we obtain,
	9 e " 9 x ´9 x " pA ´LCqe `v ´Lw.	(2.23)
	Pick any Q	
	, which is given by
	9 e " pA ´LCqe,	(2.19)
	Solving the differential equation (2.19), we obtain, for any e 0 " ep0q P n x , for all t P ě0 ,	
	eptq " e pA´LCqt e 0 ,	(2.20)
	which, since A´LC is Hurwitz, implies that the estimation error exponentially converges to the origin
	as the time goes to infinity. In addition, in presence of disturbance v and measurement noise w, by
	defining the Lyapunov function V peq :" e J Pe, where P P n x ˆnx is a positive definite matrix given
	by PpA´LCq `pA´LCq J P " ´Q for some Q P n x ˆnx positive definite, the Lyapunov conditions in
	Corollary 2.1 are satisfied, as stated in the next proposition.	
	Proposition 2.2. Consider system (2.17) and observer (2.18), where L P n x ˆny is designed such that
	A ´LC is Hurwitz. Then, there exist a, a, a, γ v , γ w ą 0 such that V peq " e J Pe satisfies the following

  Consider system (2.30) and observer(2.33), where L P n x ˆ1 is designed such that A ´LC is Hurwitz. Then, there exist α, α, α, γ v , γ w P 8 , ℓ ‹ ě 1 and a continuously differentiable function V : n x Ñ ě0 such that, for any ℓ ą ℓ ‹ and for all e :" x ´x P n x , v P n x and w P ,

	be clarified in the next next proposition, where we show that observer (2.33) is input-to-state stable
	observer for system (2.30) in the sense that the Lyapunov conditions in Corollary 2.1 are satisfied.
	Proposition 2.3. αp|e|q ď V peq ď αp|e|q	(2.35)
	x∇V peq, pA ´DpℓqLCqe `Bpϕpxq ´ϕpxqq `v ´DpℓqLwqy ď ´αpV peqq `γv p|v|q `γw p|w|q. (2.36)
		□
	Proof. Consider system (2.30) and observer (2.33). Pick any c v , c w P ą0 , Q P n x ˆnx symmetric
	positive definite. Select L P n x ˆ1 such that A´LC is Hurwitz. Pick ℓ, ℓ ‹ ě 1 such that ℓ ą ℓ ‹ and
	a	

with αpsq :" λ min pPq|ℓDpℓq ´1| 2 s 2 and αpsq :" λ max pPq|ℓDpℓq ´1| 2 s 2 , for all

  x ´x n x Pz, with P P n x ˆnx defined at the begining of the proof. Since P is positive definite we have λ min pPq|z| 2 ď Upzq ď λ max pPq|z| 2 . s P ě0 . We now focus on the proof of (2.36). From (2.40) and the U definition we have, for all z P n x , v P n x and w P ,

	which therefore implies e " 9 z " ℓDpℓq ´1 9 e " ℓDpℓq ´1pAx `Bϕpxq `v ´Ax ´Bϕpxq ´DpℓqLpC x `w ´C xqq Dpℓq ℓ z and x " x ´Dpℓq z. Using (2.30) and (2.33), we have ℓ " ℓDpℓq ´1pA ´DpℓqLCqpx ´xq `ℓDpℓq ´1Bpϕpx q ´ϕpxqq `ℓDpℓq ´1 v ´ℓLw. (2.38) Using x " x ´Dpℓq ℓ z, from (2.38) we obtain 9 z " ℓDpℓq ´1pA ´DpℓqLCq Dpℓq ℓ z `ℓDpℓq ´1B ˆϕpxq ´ϕ ˆx ´Dpℓq ℓ z ˙˙`ℓDpℓq ´1 v ´ℓLw. (2.39) From the definitions of A, C and Dpℓq we have that Dpℓq ´1ADpℓq " ℓA and C Dpℓq " ℓC. There-fore, (2.39) becomes 9 z " ℓpA ´LCqz `ℓDpℓq ´1B ˆϕpxq ´ϕ ˆx ´Dpℓq ℓ z ˙˙`ℓDpℓq ´1 v ´ℓLw. (2.40) Let U :" z J (2.41) From the U definition and e " Dpℓq ℓ z, we define V peq :" UpℓDpℓq ´1eq " ℓ 2 e J Dpℓq ´1 P Dpℓq ´1e, and, from (2.41), we obtain λ min pPq|ℓDpℓq ´1e| 2 ď V peq ď λ max pPq|ℓDpℓq ´1e| 2 , (2.42) ∇Upzq, ℓpA ´LCqz `ℓDpℓq ´1B ˆϕpxq ´ϕ ˆx ´Dpℓq ℓ z ˙˙`ℓDpℓq ´1 v ´ℓLw F ď ℓz J pA ´LCq J Pz `ℓ ˆϕpxq ´ϕ ˆx ´Dpℓq ℓ z ˙˙J B J Dpℓq ´J Pz `ℓv J Dpℓq ´J Pz ´ℓw J L Pz `ℓz J PpA ´LCqz `ℓz J P Dpℓq ´1B ˆϕpxq ´ϕ ˆx ´Dpℓq ℓ z ˙˙`ℓz J P Dpℓq ´1 v ´ℓz J P Lw " ℓz J rpA ´LCq J P `PpA ´LCqsz `2ℓz J P Dpℓq ´1B ˆϕpxq ´ϕ ˆx ´Dpℓq ℓ z ˙2ℓz J P Dpℓq ´1 v ´2ℓz J P Lw ď ´ℓz J Qz `2ℓz J › › P Dpℓq ´1B › › ˇˇˇϕ pxq ´ϕ ˆx ´Dpℓq ℓ z ˙ˇˇˇ`2 ℓ › › P Dpℓq ´1› › |v||z| `2ℓ }P L} |w||z|. (2.43) Using (2.41), the Lipschitz property of the function ϕ and the Young's inequality, from (2.43) we obtain B ∇Upzq, ℓpA ´LCqz `ℓDpℓq ´1B ˆϕpxq ´ϕ ˆx ´Dpℓq ℓ z ˙˙`ℓDpℓq ´1 v ´ℓLw F which corresponds to (2.35) B ď ´pℓλ min pQq `2ℓ
	ℓ n x	ffi ffi ffi ffi ffi fl ´1 fi ffi ffi	P n x ,	(2.37)

  n x u, as all the possible combinations of g

						k	, g k , for
	all the g k s. Similar comments apply to the function h and the respective equations (2.48) and (2.50).
	An observer to estimate the state of system (2.46), where the nonlinear functions g and h satisfy
	the properties described in equations (2.47)-(2.50), has the following form	
		9 x " Ax `Bu `G gpxq `Lp y ´ŷq	(2.51)
		ŷ " C x `Du `Hhpxq,		
	where x P n x is the observer state estimate, ŷ P n y is the output estimate and L P n x ˆny is the
	observer gain, which is obtained by solving some linear matrices inequalities (LMI) as described in
	the next proposition.						
	Proposition 2.4. Consider system (2.46) and observer (2.51) and define the estimation error e :"
	x ´x P n x . If there exist L P n x ˆny , α, µ v and µ w P ą0 and P P n x ˆnx symmetric positive definite
	such that	¨	i, j `αP P	P ´µv I n x	´P L 0	‹ 'ď 0,	(2.52)
			´LJ P	0	´µw I n y		

  Gpx, xq ´LC ´LH Hpx, xqq J Pe `vJ Pe `wJ L J Pe `eJ PpA `G Gpx, xq ´LC ´LH Hpx, xqqe `eJ P v `eJ P Lw

		Let v P , w P . From (2.46) and (2.51), and using e " x ´x, we have
		9 e " Ax `G gpxq `v ´Ax ´G gpxq ´Lp y ´ŷq	
			" Ax `G gpxq `v ´Ax ´G gpxq ´LpC x `Hhpxq `w ´C x ´Hhpxqq	(2.55)
			" pA ´LCqe `Gpgpxq ´gpxqq `v ´LHphpxq ´hpxqq ´Lw.
	Using (2.47) and (2.48), from (2.55), we obtain	
			9 e " pA `G Gpx, xq ´LC ´LH Hpx, xqqe `v ´Lw.	(2.56)
	As V peq " e J Pe, from (2.56), (2.49) and (2.50), we have	
	@	∇V peq, pA `G Gpx, xq ´LC ´LH Hpx, xqqe `v ´Lw D	
		" e J pA `G "	
					.53)
		@	∇V peq, pA `G Gpx, xq ´LC ´LH Hpx, xqqe `v ´Lw D	ď ´αV peq `µv |v| 2 `µw |w| 2 .	(2.54)
					□
		Proof. Let x, x P n x and recall the definition of the estimation error e " x ´x P n x . Let
		V peq " e J Pe. Since P is symmetric positive definite, (2.53) follows from the definition of V .

.2.4 Input/output-to-state stability property

  EKF P ě0 are design matrices and parameter, for all t P ě0 . Then, the extended Kalman filter gain Lptq in (2.61) is given by, for all t P ě0 ,

	inspired by [101, 102].			
	Definition 2.5. System (2.4) is input/output-to-state stable if there exist β P	and γ u , γ v , γ y P 8
	such that, for any input u P	, any disturbance v P	and any measurement noise w P	, for any
	initial condition xp0q P n x , the corresponding solution x satisfies, for all t ě 0,	
	|xptq| ď βp|xp0q|, tq `γu p}u} r0,ts q `γv p}v} r0,ts q `γy p} y} r0,ts q.	(2.66)
					□
	.63) Roughly speaking, when system (2.4) is input/output-to-state stable, it implies that no matter
	where R EKF P what is the initial state, if the control input u, disturbance input v and the output y, which depends n y ą0 , Q EKF P n x also on the measurement noise w, are small, then the state x must eventually be small. As shown in [101, 102], to prove that system (2.4) is input/output-to-state stable, Lyapunov conditions can be ą0 and α L " P C J R ´1 EKF . (2.64) used, as stated in the next proposition.
	Proposition 2.5. Consider system (2.4). Suppose there exist α, α, α, γ u , γ v , γ y P 8 , V : n x Ñ ě0 Conditions to guarantee the local convergence of the state estimation error generated by the extended Kalman filter can be found in e.g., [98-100]. In particular, it is proved that, under some continuously differentiable, such that for all x P n x , u P , v P , y P n y ,
	conditions, see e.g., [98, Assumptions 1, 2 and 3], the estimation error e " x ´x exponentially converges when the initial estimation error is small enough, i.e., there exist b, c, θ P ą0 such that αp|x|q ď V pxq ď αp|x|q (2.67)
	observer (2.61) for system (2.60), with gain (2.64), satisfies, |xp0q ´xp0q| P , where :" tx P n x : |x| ď bu, @ ∇V pxq, f p px, u, vqq D ď ´αpV pxqq `γu p|u|q `γv p|v|q `γy p| y|q. (2.68)
	|xptq ´xptq| ď ce ´θ t |xp0q ´xp0q|, Then, system (2.4) is input/output-to-state stable with respect to input u, disturbance v and the output (2.65)
	y in the sense of Definition 2.5.				□
	for all t P ě0 , where θ ą α. In this thesis, this design is considered in a numerical example in
	Chapter 5, where we do not require any stability property of the corresponding estimation error 1 .
	For this reason, we do not provide details on the required assumptions that need to hold to obtain the
	stability property. Note that (2.65) guarantees a local convergence of the estimation error. Indeed, it
	holds only if the initial error is small enough. In addition, the extended Kalman filter does not satisfy
	globally the Lyapunov conditions in Proposition 2.1, and thus it is not a global input-to-state stable
	observer.			
	2In Section 2.2.2, we have described the important input-to-state stability property for the class
	of nonlinear observers we consider in this thesis. This property guarantees that the estimation er-
	ror solution converges to a neighborhood of the origin. A different stability property, namely the
	input/output-to-state stability property for the nonlinear system (2.4), and its Lyapunov characteri-
	zation are presented in this section. Moreover, when this property is satisfied for the state estimation
	error system, we can define an input/output-to-state stable observer, together with its Lyapunov
	characterization, which will play a key role in Chapter 5. The material presented in this section is

  , described in Definition 2.4. However, it can be useful because it is linked with the concept of detectability. Indeed, from Definition 2.6 we notice that, if the system

	and observer output trajectories are indistinguishable, i.e., yptq " ŷptq for all t P ě0 , then their
	states (xptq and xptq) must converge to each other, up to an ultimate bound that depends on the
	disturbance v and the measurement noise w. Note that the concept of input/output-to-state stable
	observer and its link with the concept of detectability is associated to the notion of incremental
	input/output-to-state stability defined in [102, Definition 20].
	Similarly to the input-to-state stability property described in Section 2.2.2, in the next proposi-
	tion we provide a Lyapunov characterization of the input/output-to-state stability property of the
	estimation error system.		
	Proposition 2.6. Consider system (2.4) and observer (2.6). Suppose there exist α, α, α, γ v , γ w , γ y P
	8 , V : n x ˆ n z Ñ ě0 continuously differentiable, such that for all x P n x , z P n z , u P , v P ,
	w P , ŷ P n y ,		
		αp|x ´ψpzq|q ď V px, zq ď αp|ψ ´Rpx q ´z|q	(2.70)
	@	∇V px, zq, p f p px, u, vq, f o pz, u, y, ŷqq	D	ď ´αpV px, zqq `γv p|v|q `γw p|w|q `γy p| y ´ŷ|q. (2.71)
	Then, observer (2.6) is an input/output-to-state stable observer for system (2.4) with respect to distur-
	bance v, measurement noise w and the output estimation error y ´ŷ in the sense of Definition 2.6.

  and the input u are in the flow set Ď n x ˆ n u , then, the state x evolves according to the ordinary differential equation in (2.72), if the continuous-time evolution keeps the state and input pair in the flow set . On the other hand, when the system state x and the input u are in the jump set

	uq, x `P Gpx, uq,	px, uq P , px, uq P ,	(2.72)
	where x P n x is the state and u P n u is the input, that can represent known inputs, but also unknown
	disturbances and/or measurement noise. As shown in (2.72), the system state of an hybrid dynamical
	system can have both continuous-time and discrete-time dynamics. In particular, when the system
	state x		

  now define the concept of hybrid arc, which comes from [31, Definition 2.4].

	Definition 2.8. A hybrid signal x : dom x Ñ n x is called a hybrid arc if xp¨, jq is locally absolutely
	continuous for each j.			□
	We can now define the concept of solution for the hybrid system with input (2.72), which is taken
	from [37, Defintion 4].		
	Definition 2.9. A hybrid arc x is a solution to	for a given input u P	, if
	-(Flow condition) for all j P	such that I j :" tt | pt, jq P dom xu has nonempty interior,
	9 xpt, jq P F pxpt, jq, uptqq and pxpt, jq, upt, jqq P for almost all t P I j ;

-(Jump condition) for all pt, jq P dom x such that pt, j `1q P dom x, pxpt, jq, upt, jqq P and xpt, j `1q P Gpxpt, jq, uptqq.

  Similar to Theorem 2.1, Lyapunov conditions can be used to prove a global practical two-measure flow input-to-state stability property for system (2.81), as stated in the next theorem. Consider system(2.81). Suppose there exists a Lyapunov function U : n x Ñ ě0 continuously differentiable on an open set containing ϵ , and there exist α U , α U , α U , γ U P 8 , and two continuous functions ω i : n x Ñ ě0 , i P t1, 2u such that for any υ ą 0 there exist ϵ

	Theorem 2.2.

stable and if, in addition, β P is exponential, then the set is uniformly globally practically flow exponentially stable. □ ‹ P ą0 such that, for all ϵ P r0, ϵ ‹ q the following properties hold. (i) For any x P ϵ Y ϵ , α U pω 1 pxqq ď Upqq ď α U pω 2 pxqq. (2.83) (ii) For any x P ϵ and any u P , x∇Upxq, F ϵ px, uqy ď ´αU pUpxqq `υ `γU p|u|q. (2.84) (iii) For any x P ϵ and any u P , UpG ϵ px, uqq ď Upxq. (2.85) Then, system (2.81) is uniformly globally practically two-measure flow input-to-state stable in the sense of Definition 2.13. □ The proof of Theorem 2.2 can be obtained following similar steps as in [31,104] and thus we omit it. Note that, similar to Theorem 2.1, if the Lyapunov function candidate U is not continuosly differentiable in an open set containing ϵ we can we the Clarke's generalized derivative (see Definition 2.2) and the result presented in this theorem still holds.

  `1 s ˆtiu. For each i P t0, . . . , ju and almost all s P rt i , t i`1 s, pqps, iq, ups, iqq P ρ . Then, from (3.16) for all s P rt i , t i`1 s,

			d ds	|e| 2 "	d ds	pe J eq
				" p 9 e J e `eJ 9 eq
				" p´CAx ´C Buq J e `eJ p´CAx ´C Buq	(3.43)
				" ´2e J pCAx `C Buq
				ď 2|e||CAx `C Bu|.
	Since pqps, iq, ups, iqq P ρ " p ˆ q X ρ , in view of (3.41),
						d ds	|e| 2 ď 2|e|ρ.	(3.44)
	Let t 1 i :" inf	!	t ě t i : |ept, iq| "	c ϵ γ	) , hence t 1 i ď t i`1 in view of (3.17b). For almost all
	s P rt i , t 1 i s, from (3.44), we have		d ds	|e| 2 ď 2 c ϵ γ	ρ.	(3.45)

Integrating this equation and applying the comparison principle

[START_REF] Khalil | Nonlinear Systems[END_REF] Lemma 3.4]

, we obtain, for all s P rt i , t

1 

i s |eps, iq| 2 ď |ept i , iq| 2 `2c ϵ γ ρps ´ti q.

(3.46)

Moreover, since ept i , iq " 0, we obtain |eps, iq| 2 ď 2 c ϵ γ ρps ´ti q @s P rt i , t 1 i s.

(3.47)

In view of (3.47), s Þ Ñ 2 c ϵ γ ρps ´ti q upper bounds s Þ Ñ |eps, iq| 2 on rt i , t 1 i s. Hence, the time it takes for s Þ Ñ 2 c ϵ γ ρps ´ti q to grow from 0 to ϵ γ is a lower bound on t 1 i ´ti ď t i`1 ´ti .

Therefore, the solution q with input u has a dwell-time τ " 1 2ρ

c ϵ γ . ■

From Theorem 3.2, we see that the guaranteed minimum inter-event time τ grows when ρ decreases or when ϵ increases, which corresponds to an increase of the ultimate bound ν, as shown in Theorem 3.1. Note that, because of (3.19), the η and the ξ components of the solutions to system (3.42) cannot blow up in finite continuous time. In addition, if the constraint on the state x and the input u in (3.41) is satisfied for all continuous time t ě 0, then we can ensure the t-completeness of maximal solutions to system

(3.42)

, see

[START_REF] Goebel | Hybrid Dynamical Systems: Modeling, Stability, and Robustness[END_REF] Definition 2.5

]. As the conditions on x and u are assumptions on the original system (3.1), and not part of our design, we can indeed establish that t-completeness of maximal solutions to (3.42) is guaranteed, under appropriate assumptions on the initial states of η and ξ, and thus a positive lower bounded on the inter-event times is guaranteed.

TABLE 3 .

 3 1 -Average number of transmissions in the time interval r0 s, 1500 ss, maximum absolute value of the state estimation errors |ξ U RC pt, jq| and |ξ SOC pt, jq| for t P r1000 s, 1500 ss with different choices for σ, c 1 , ϵ.

	σ	c 1	ϵ	Transmissions |ξ U RC | [V] |ξ SOC |%
	500	1	1	390	0.0019	0.0074
	500	1	0.1	1301	0.0006	0.0025
	500	1	10	102	0.0067	0.0251
	500	1	100	19	0.0163	0.0754
	500 0.01	1	10	0.0171	0.0653
	500	0.1	1	340	0.0019	0.0069
	500	10	1	681	0.0021	0.0077
	1000	1	1	364	0.0021	0.0082
	0	1	1	886	0.0018	0.0069

parameters configurations and 100 different initial conditions each time, which were selected randomly in the interval p0, 3qV for U RC p0, 0q and ξ U RC p0, 0q and in the interval p0, 100q% for SOCp0, 0q

  Chapter 3 for unperturbed linear timeinvariant systems. In particular, we investigate the scenario where a perturbed nonlinear system trans-

	mits its output measurements to a remote observer via a packet-based communication network. The
	sensors are grouped into N nodes and each of these nodes decides when its measured data is transmitted
	over the network independently. The objective is to design both the observer and the local transmission
	policies in order to obtain accurate state estimates, while only sporadically using the communication
	network. In particular, given a general nonlinear observer designed in continuous-time satisfying an
	input-to-state stability property, we explain how to systematically design a dynamic event-triggering
	rule for each sensor node that avoids the use of a copy of the observer, thereby keeping local calculation
	simple. We prove the practical convergence property of the estimation error to the origin and we show
	that there exists a uniform strictly positive minimum inter-event time for each local triggering rule under

mild conditions on the plant. The efficiency of the proposed techniques is illustrated on a numerical case study of a flexible joint robotic arm.

  Assumption 4.2 implies that (4.2) is a global asymptotic observer when v " 0 for system(4.1) in the sense that (4.11) and (4.12) guarantee that, in this case, for any initial condition xp0q P n x , zp0q P n z and any input pu, vq P ˆt0u, the corresponding (maximal) solution x and z to (4.1) and (4.2), if complete5 , satisfies xptq ´xptq Ñ 0 as t Ñ `8, where xptq " ψpzptqq. More precisely, Assumption 4.2 implies that the estimation error system x ´x satisfies an input-to-state stability property[START_REF] Sontag | Input to state stability: Basic concepts and results[END_REF] with respect to both the network-induced errors e i , which act as additive measurement noises in (4.12), and to the unknown disturbance input v. In other words, there exist β P and γ P 8 such that, for any input u P and any disturbance v P the corresponding solutions x and z to (4.1) and (4.2) respectively, for all t ě 0 satisfy |xptq ´xptq| ď βp|ψ ´Rpx p0qq ´zp0q|, tq `γp

	9 e i " 9 ȳi ´9 y i "	´Bh i pxq B x	f

1

) and (4.6), 9 z " f o pz, u, y `e, ŷq " f o pz, u, hpxq `e, hpψpzqqq.

(

4.7)

The dynamics of variable e i , for i P t1, . . . , N u, between two successive transmission instants is, in view of (4.1) and (4.3) and since h i is (continuously) differentiable, p px, u, vq ": g i px, u, vq. (4.8)

Furthermore, at each transmission instant of the i-th sensor node, we have e ì " 0, (4.9) in view of (4.4), while, for j P t1, . . . , N u with j ‰ i, e j " e j . (4.10)

4.2.2 Assumption on the observer

Inspired by

[START_REF] Astolfi | Stubborn and dead-zone redesign for nonlinear observers and filters[END_REF]

, we require observer (4.2) to satisfy the following input-to-state stability property, as defined in Chapter 2.

Assumption 4.2.

There exist α, α, α, γ 1 , . . . , γ N , θ P 8 , V :

n x ˆ n z Ñ ě0 continuously differen-

tiable, such that for all x P n x , z P n z , u P , v P , e P n y , ŷ P n y , αp|x ´ψpzq|q ď V px, zq ď αp|ψ ´Rpx q ´z|q (4.11) @ ∇V px, zq, p f p px, u, vq, f o pz, u, y `e, ŷqq D ď ´αpV px, zqq `N ř i"1 γ i p|e i |q `θ p|v|q. (4.12) □ N ÿ i"1 }e i } r0,ts `}v} r0,ts q. (4.13) Hence, Assumption 4.2 is a robustness property of the observer with respect to measurement noise and disturbance, which is independent of the network. In view of [9, Section VI], the class of observers in (4.2) satisfying Assumption 4.2 cover various observer designs in the literature, including Luenberger observers for linear systems, various observers for systems with globally Lipschitz vector fields, observers for input affine systems and extended Kalman filters, see [5] and references therein. See [7] for further results on input-to-state stability properties for observers. More details on input-to-state stability property for nonlinear observer are given in Chapter 2. It is important to notice that for the design of the triggering rule, that will be presented in Section 4.3, α P 8 and the Lyapunov function V in Assumption 4.2 are not needed to be known. Indeed, only γ i is needed and, in addition, we have a lot of freedom regarding the definition of γ i , as explained later in Remark 4.1. Note that we work, for simplicity, with global assumption (see Assumption 4.2) but all the analysis could be done in a more local setting (i.e. semi-global, or regional).

  Remark 4.1. To design the triggering mechanism it is not necessary to know α P 8 and the Lyapunov function V in Assumption 4.2 in view of (4.14)-(4.15): only γ i is needed, and, as a result, there is a lot of freedom regarding the definition of γ i . Indeed, if Assumption 4.2 is satisfied with some γ 1 , . . . , γ N P 8 , then Assumption 4.2 holds with any γ1 , . . . , γN P 8 verifying γ i prq " Opγ i prqq as r Ñ `8 with a different V and a different α in view of Lemma A.1 in the appendix. This implies for instance that, when Assumption 4.2 holds with γ i quadratic for all i P t1, . . . , N u, the γ i 's can be replaced by any quadratic function in (4.14)-(4.15). We will exploit this property in the example in Section 4.7. Note that, in this case, the proposed technique will not necessary approximately preserve the input-to-state stability property of observer (4.2), but it still ensures a desirable input-to-state stability property. □

  [START_REF] Li | Event-triggered state estimation in vector linear processes[END_REF])-(4.20), for all pt, jq P dom q, satisfies |xpt, jq ´xpt, jq| ďβ ‹ p|pψ ´Rpx p0, 0qq ´zp0, 0q, ηp0, 0qq|, tq `γ‹ pυ `θ p}v} r0,ts qq, (4.21) Section 4.4.2. Finally, in Section 4.4.3 we show how to tune the design parameters, in the special case where Assumption 4.2 holds with a linear α P 8 , to obtain the same decay rate of the Lyapunov function along solutions in absence of network.

where θ P 8 comes from Assumption 4.2. □ For this purpose, we first present Lyapunov properties in Sections 4.4.1, then we derive stability guarantees in

  .32) Due to the conditions σ i P r0, σ ‹ i s, c i P r0, c ‹ i s and ϵ i P p0, ϵ ‹ i s in Theorem 4.1,

	ÿ
	x∇Upqq, F pq, wqy ď ´αpV px, zqq´N
	i"1

  Proposition 4.1 (Decay rate of the Lyapunov function). Consider system (4.16)-(4.20) and suppose Assumptions 4.1-4.2 hold. For any α U P 8 such that α U ď α, any compact set Ă and any υ ą 0, select σ i , c i , ϵ i , d i , b i and δ i as in Theorem 4.1 for all i P t1, . . . , N u and define d :" maxtd 1 , . . . , d N u. P 8 , with d :" maxtd 1 , . . . , d N u. Take any α U P 8 such that α U ď α on . From the Heine-Canton theorem, we have that α U is P 8 is the modulus of continuity of α U . Selecting α i P 8 , i P t1, . . . , N u such that, for all s ě 0, α η psq " min " δ 1 α 1 ˆs d N ˙, . . . , δ N α N ˆs d N ˙* ě ψ psq, we obtain from (4.37),

	Select α i P 8 such that min α i ˆs d N ˙ě αpsq δ i for all s ě 0. " δ 1 α 1 where α η psq :" min " δ 1 α 1 ˆs d N ˙, . . . , δ N α N ˆs d N ˙* uniformly continuous on ˆs d N . Applying [118, Proposition A.2.1] we have that, for all q P , i"1 d i η i ¯`υ `θ p|v|q, (4.37) ´N ÿ i"1 d i η i ¯`υ `θ p|v|q ď ´αpV px, zqq ´αU ´V px, zq `N ÿ i"1 d i η i ¯`α U pV px, zqq `υ `θ p|v|q, (4.39) and since α U ď α, " ´αU pUpqqq `υ `θ p|v|q. α x∇Upqq, F pq, wqy ď ´αpV px, zqq ´αη x∇Upqq, F pq, wqy ď ´αU ´V px, zq `N ÿ i"1 d i η i ¯`υ `θ p|v|q (4.40)

˙, . . . , δ N α N ˆs d N ˙* ě ψ psq for all s ě 0, where ψ P 8 is the modulus of continuity of the function α U in the compact set . Then, for any q P X and any w P , x∇Upqq, F pq, wqy ď ´αU pUpqqq `υ `θ p|v|q, (4.36) with U defined in (4.22) and θ P 8 comes from Assumption 4.2. Moreover, (4.36) holds globally, i.e.,

for any q P and w P , when α P 8 is uniformly continuous or when α P 8 is subadditive, i.e. αps 1 q `αps 2 q ě αps 1 `s2 q, for all s 1 , s 2 ě 0 and α i P 8 with i P t1, . . . , N u are selected such that □ Proof. We first show that we can ensure any decay rate α U on flows for U along solutions to (4.16)-(4.20) with α U P 8 and α U ď α on any given compact set by suitably selecting α i in (4.14), for all i P t1, . . . , N u. Let Ă be a compact set, q P X and w P , from (4.24) and by using [114, Lemma 4] we obtain x∇Upqq, F pq, wqy ď ´αpV px, zqq ´αη ´N ÿ U ´V px, zq `N ÿ i"1 d i η i ¯´α U ´V px, zq ¯ď ψ ´N ÿ i"1 d i η i ¯, (4.38) where ψ

  Proposition 4.2 (Global practical stability property). Consider system (4.16)-(4.20) and suppose Assumptions 4.1-4.2 hold. For any υ ą 0, select α i , σ i , c i , ϵ i , d i and b i as in Theorem 4.1 for all i P t1, . . . , N u. Then there exist β ‹ P and γ ‹ P 8 , all independent of υ, such that, for any input w P , any solution q satisfies for all pt, jq P dom q, For each k P t0, . . . , ju and almost all s P rt k , t k`1 s, qps, kq P . In view of (4.46), applying [119, pages 19-21], there exists β U P , γ U P 8 such that Upqps, kqq ď β U pUpqpt k , kqq, s ´tk q `γU pυ `θ p}v} rt k ,ss qq (4.47) for all s P rt k , t k`1 s, for all k P t0, . . . , ju. Consequently, we have, for any k P t0, . . . , ju, Upqpt k`1 , kqq ď β U ppUpqpt k , kqq, t k`1 ´tk q `γU pυ `θ p}v} r0,t k`1 s qq (4.48) On the other hand, from item (iii) of Theorem 4.1, for each k P t1, . . . , ju, Upqpt From (4.48) and (4.49), we deduce that for any pt, jq P dom q, Upqpt, jqq ď β U pUpqp0, 0qq, tq `γU pυ `θ p}v} r0,ts qq.

						(4.50)
	Using the U definition in (4.22), we obtain			
	V pxpt, jq, zpt, jqq	`N ÿ i"1	d i η i pt, jq ďβ U pV pxp0, 0q, zp0, 0qq	`N ÿ i"1	d i η i p0, 0q, tq	(4.51)
			`γU pυ `θ p}v} r0,ts qq.		
	Using (4.23), from (4.51) we have, for all pt, jq P dom q,			

|pxpt, jq ´xpt, jq, ηpt, jqq| ď β ‹ p|pψ ´Rpx p0, 0qq ´zp0, 0q, ηp0, 0qq|, tq `γ‹ pυ `θ p}v} r0,ts qq, (4.44) with θ P 8 from Assumption 4.2. □ Proof. Consider the Lyapunov function U defined in (4.22). From item (ii) of Theorem 4.1 and [114, Lemma 4], we derive that for any q P and w P , x∇Upqq, F pq, wqy ď ´αU pUpqqq `υ `θ p|v|q, (4.45) where α U psq :" min ! α ´s 2 ¯, α η ´s 2 ¯) and α η psq :" min " δ 1 α 1 ˆs d N ˙, . . . , δ N α N ˆs d N ˙*, with d :" maxtd 1 , . . . , d N u. Hence, given ζ P p0, 1q, when υ `θ p|v|q ď p1 ´ζqα U pUpqqq, x∇Upqq, F pq, wqy ď ´ζα U pUpqqq. (4.46)

We then follow similar steps as in [31, proof of Theorem 3.18]. Let w P and q be a solution to system (4.16)-(4.20). Pick any pt, jq P dom q and let 0 " t 0 ď t 1 ď ¨¨¨ď t j`1 " t satisfy dom q X pr0, ts ˆt0, 1, . . . , juq " Ť j k"0 rt k , t k`1 s ˆtku. k , kqq ´Upqpt k , k ´1qq ď 0 @k P t1, . . . , ju. (4.49) α U p|pxpt, jq ´xpt, jq, ηpt, jqq|q ďβ U pV pxp0, 0q, zp0, 0qq `N ÿ i"1 d i η i p0, 0q, tq `γU pυ `θ p}v} r0,ts qq, (4.52) recalling that x " ψpzq from (3). Consequently, |pxpt, jq ´xpt, jq, ηpt, jqq| ď α ´1 U pβ U pV pxp0, 0q, zp0, 0qq `N ÿ i"1

  pγ U pυ `θ p}v} r0,ts qqq " β ‹ p|pψ ´Rpx p0, 0qq ´zp0, 0q, ηp0, 0qq|q, tqq `γ‹ pυ `θ p}v} r0,ts qqq, (4.55)where β ‹ ps, tq :" α ´1 U pβ U pα U psq, tq P and γ ‹ psq :" α ´1 U pγ U psqq for all s, t ě 0. This P 8 as well as in the context of linear time-invariant systems in absence of disturbance, presented in Chapter 3.

	concludes the proof. Proposition 4.2 guarantees that the estimation error x ´x satisfies a uniform global practical ■ stability property. Moreover, (4.44) also ensures that the η Remark 4.2.

0qq ´zp0, 0q, ηp0, 0qq|q. (4.54) Thus, from (4.53) and (4.54) we obtain |pxpt, jq ´xpt, jq, ηpt, jqq| ď α ´1 U pβ U pα U p|pψ ´Rpx p0, 0qq ´zp0, 0q, ηp0, 0qq|q, tqq `α´1 U i components, with i P t1, . . . , N u, are bounded and converge to a neighborhood of the origin. Note that for general nonlinear systems it is difficult to analyze the impact of the parameters on β ‹ and γ ‹ in (4.44). However, this can be done in some specific cases, as we will show in Theorem 4.2 in the case when Assumption 4.2 is satisfied with a linear α

  Upqpt k , kqq `pa U µ `θ p}v} rt k ,ss qq

	ż s
	e ´aU ps´τq dτ
	t k

each k P t0, . . . , ju and almost all s P rt k , t k`1 s, qps, kq P . Then, (4.59) implies that, for each k P t0, . . . , ju and for almost all s P rt k , t k`1 s, d ds Upqps, kqq ď ´aU Upqps, kqq `aU µ `θ p|vpsq|q. (4.60) Applying the comparison principle [85, Lemma 3.4], we obtain, for all ps, kq P dom q, Upqps, kqq ď e ´aU ps´t k q Upqpt k , kqq `ż s t k pa U µ `θ p|vpτq|qqe ´aU ps´τq dτ ď e ´aU ps´t k q

  [START_REF] Alessandri | Hysteresis-based switching observers for linear systems using quadratic boundedness[END_REF] for all k P t0, . . . , ju. Similarly, for each k P t1, . . . , ju, qpt k , k ´1q P . From (4.25) in item (iii) of Theorem 4.1, we obtain Upqpt k , kqq ´Upqpt k , k ´1qq ď 0 @k P t1, . . . , ju.

					(4.63)
	From (4.61), (4.62) and (4.63), we deduce that for any pt, jq P dom q,
		Upqpt, jqq ď e ´aU t Upqp0, 0qq `µ	`1 a U	θ p}v} r0,ts q.	(4.64)
	Finally, using (4.22), we obtain		
	V pxpt, jq, zpt, jqq`N ÿ	d i η i pt, jq ď e ´aU t pV pxp0, 0q, zp0, 0qq`N ÿ
	i"1			i"1

  We exploit[START_REF] Heemels | Hybrid systems with continuous-time inputs: Subtleties in solution concepts and existence properties[END_REF] Proposition 6], which is recalled in Proposition 2.7 in Chapter 2. Let w P and q be a maximal solution to (4.16)-(4.20) with w as input. We denote, for the sake of convenience, ξ :" qp0, 0q P . By definition of and in (4.18a)-(4.19b), ξ P Y .

[START_REF] Li | Event-triggered state estimation in vector linear processes[END_REF]

)-

(4.20)

. Theorem 4.3 (Completeness of maximal solutions). Under Assumptions 4.1, 4.2 and 4.3, any maximal solution to system (4.16)-(4.20) is complete. □ Proof.

  .[START_REF] Farza | Improved high gain observer design for a class of disturbed nonlinear systems[END_REF] With the sets ρ and ρ , we essentially only consider solutions to system (4.16) such that the norm of the derivative of e i is bounded. Hence, Theorem 4.1, Proposition 4.2 and Theorem 4.2 apply to system (4.68). It is important to notice that the constraint (4.67) does not need to be implemented

in the triggering rule: it is only used here for analysis purposes. Moreover, this constraint is always verified as long as the solution to plant (4.1) evolves in a compact set, which is usually the case in practical applications.

In the next theorem we prove the existence of a strictly positive individual minimum inter-event time

[START_REF] Scheres | Event-triggered control in presence of measurement noise: A space-regularization approach[END_REF] Definition 3] 

between any two consecutive transmissions of any sensor node for system (4.68). Theorem 4.4 (Minimum individual inter-event time). Consider system (4.68) with ρ ą 0 under Assumptions 4.1-4.2. Then, for any input w P

, any solution q has an individual minimum interevent time, in the sense that for any i P t1, . . . , N u and any pt, jq, pt 1 , j 1 q P i pqq, t `j ă t 1 `j1 ùñ t 1 ´t ě τ i (4.69)

  P t1, . . . , N u. Let i P t1, . . . , N u, from (4.20b), when pt k , kq R i pqq, e i pt k`1 , k `1q " e i pt k , kq. Conversely, when pt k , kq P i pqq, e i pt k`1 , k `1q " 0.Let pt k , kq P i pqq and t 1 k 1 :" inf ␣ t ě t k : |e i pt, k 1 q| " γ ´1 i pϵ i q with k 1 ě k such that pt, k 1 q P dom q ( . Note that t 1 k 1 is not necessary the next time after t k at which sensor node i generates a transmission, and that, between t k and t 1 k 1 only jumps, which are not due to sensor node i, may occur. Consider that there are n P ě0 of these jumps. Note that n is finite because of (4.71) and because the sampled induced errors e i are reset to 0 after a jump, according to (4.20b). From (4.71), we have that for all m P r0, n ´1s and almost all s P rt k`m , t k`m`1 s,

	4.67),			
	d ds	|e i | " ˇˇˇB h i pxq B x	f p px, wq ˇˇˇď ρ,	(4.71)
	for all i d ds	|e i ps, ¨q| ď ρ.	(4.72)

Integrating this equation and applying the comparison principle [85, Lemma 3.4], we obtain, for all m P r0, n ´1s and almost all s

P rt k`m , t k`m`1 s, |e i ps, k `mq| ď |e i pt k`m , k `mq| `ρps ´tk`m q. (

4.73)

Similarly, for all s P rt k`n , t 1 k s, |e i ps, k `nq| ď |e i pt k`n , k `nq| `ρps ´tk`n q. (4.74) Moreover, recalling that when pt k , kq R i pqq, e i pt k`1 , k `1q " e i pt k , kq, we obtain that, for all s P rt k , t 1 k s |e i ps, k 1 q| ď |e i pt k , kq| `ρps ´tk q, (4.75)

  with a 1 " 2, α 2 psq " a 2 s, with a 2 " 3, ϵ 1 " 10 and ϵ 2 " 10. With this choice of parameters the conditions σ 1 c 1 ă 1 and σ 2 c 2 ă 1 are satisfied and Theorems 4.[START_REF] Radke | A survey of state and disturbance observers for practitioners[END_REF] and 4.2 apply. Moreover, the condition ˇˇˇB h i pxq B x f p px, wq ˇˇˇď ρ is satisfied for i P t1, 2u, for ρ large enough and Theorem 4.4 applies. Thanks to the freedom on the choice of γ i in Remark 4.1, we do not need to use γ 1 , γ 2 coming from Assumption 4.2, as explained in Section 4.

TABLE 4 .

 4 1 -Average number of transmissions in the time interval r0, 30s and maximum absolute value of the state estimation error |ξ| for t P r20, 30s with different choices for σ 1 , σ 2 , ϵ 1 , ϵ 2 , a 1 , a 2 , l 1 and l 2 , both with and without disturbance input and measurement noise.

	σ 1	σ 2	ϵ 1	ϵ 2	a 1	a 2	l 1	l 2	Transmissions	|ξ|	Transmissions	|ξ|
									with v and m	with v and m	without v and m	without v and m
	600	800	10	10	2	3	5	5	163	0.0236	167	6.32 ¨10 ´5
	600	800	1	1	2	3	5	5	497	0.0235	515	2.13 ¨10 ´5
	600	800	100	100	2	3	5	5	47	0.0236	49	2.34 ¨10 ´4
	600	800	1000	1000	2	3	5	5	10	0.0234	7	2.63 ¨10 ´4
	0	0	10	10	2	3	5	5	452	0.0238	474	4.02 ¨10 ´5
	300	400	10	10	2	3	5	5	221	0.0235	214	4.98 ¨10 ´5
	950	950	10	10	2	3	5	5	148	0.0236	156	7.43 ¨10 ´5
	600	800	10	10	1	1.5	5	5	126	0.0238	125	1.14 ¨10 ´4
	600	800	10	10	4	6	5	5	223	0.0235	228	6.08 ¨10 ´5
	600	800	10	10	10	10	5	5	267	0.0234	238	4.01 ¨10 ´5
	600	800	10	10	2	3	1	1	55	0.0236	52	2.01 ¨10 ´4
	600	800	10	10	2	3	10	10	256	0.0236	256	2.54 ¨10 ´5
	600	800	10	10	2	3	100	100	922	0.0236	923	9.88 ¨10 ´7

  P n x , u P , v P , w P , x P n x and any L P n L 1 ˆny , @ ∇V peq, f p px, u, vq ´fo px, u, Lp y ´ŷqq D ď ´αV peq `ψ1 p|v|q `ψ2 p|w|q `γ }L ´L1 } 2 | y ´ŷ| 2 , (5.32)with ŷ " hpx, 0q P n y and α, ψ 1 , ψ 2 , γ, V come from Assumption 5.1. □Proof. Let x P n x , u P , v P , w P , x P n x and L P n L 1 ˆny , we have that @ ∇V peq, f p px, u, vq ´fo `x, u, Lp y ´ŷq ˘D " @ ∇V peq, f p px, u, vq ´fo `x, u, L 1 p y ´ŷq ´L1 p y ´ŷq `Lp y ´ŷq ˘D " @ ∇V peq, f p px, u, vq ´fo `x, u, L 1 p y ´ŷq `pL ´L1 qp y ´ŷq ˘D .

		(5.33)
	9 e " f p px, u, vq ´fo px, u, Lp y ´ŷqq	(5.31)

with L P n L 1 ˆny . Lemma 5.1 (Input/Output-to-State Stability property). Suppose Assumption 5.1 holds. Then, for any x Applying Assumption 5.1 with d " pL ´L1 qp y ´ŷq we obtain @ ∇V peq, f p px, u, vq ´fo `x, u, Lp y ´ŷq ˘D ď ´αV peq `ψ1 p|v|q `ψ2 p|w|q `γ|pL ´L1 qp y ´ŷq| 2 ď ´αV peq `ψ1 p|v|q `ψ2 p|w|q `γ||pL ´L1 q|| 2 | y ´ŷ| 2 .

  d t V pe k ptqq ď aV pe k ptqq `ψ1 p|vptq|q `ψ‹ ) and the last inequality, e k cannot blow up in finite time as V is positive definite and the right hand side is finite for any t ě 0. Moreover, from Assumption 5.3, x cannot blow up in finite time. Consequently, since xk " x ´ek and both x and e k cannot explode in finite time, xk cannot as well. Thus, for any k P t2, . . . , N `1u, any maximal solution to system (5.8) is complete.■We are now ready to prove the completeness of maximal solution of system (5.26)-(5.28).

					2 p|wptq|q.	(5.79)
	Applying the comparison principle [85, Lemma 3.4], we obtain, for all t P r0, 8q,
			V pe k ptqq ď e at V pe k p0qq	`ż t 0	e apt´sq pψ 1 pvp|s|qq `ψ‹ 2 p|wpsq|qqds.	(5.80)
	From (5.4Proposition 5.2 (Completeness of maximal solutions). Under Assumptions 5.1-5.3, for any inputs
	u P	, v P	, w P	

, any maximal solution to system (5.26)-(5.28) is complete. □ Proof. We use [37, Proposition 6], which is recalled in Proposition 2.7, to prove Proposition 5.2.

TABLE 5 .

 5 1 -Van der Pol oscillator. Average MAE and RMSE.

			no reset			reset
		e 1	e σ	% improv.	e 1	e σ	% improv.
	MAE	4.405 0.025 99.44 4.397 0.034 99.23
	RMSE 4.421 0.026 99.40 4.413 0.035 99.20

TABLE 5 .

 5 2 -Flexible joint robotic arm. Average MAE and RMSE.

			no reset			reset
		e 1	e σ	% improv.	e 1	e σ	% improv.
	MAE	0.991 0.718 27.55 1.702 1.350 20.66
	RMSE 3.055 3.027	0.90	3.916 4.912 -25.45

TABLE 5 .

 5 3 -Flexible joint robotic arm. Average MAE and RMSE for t P r70, 100s.

			no reset			reset
		e 1	e σ	% improv.	e 1	e σ	% improv.
	MAE	0.167 0.012 92.55 0.167 0.001 99.34
	RMSE 0.167 0.013 91.81 0.167 0.025 98.49

TABLE 5 .

 5 4 -Battery example. Average MAE and RMSE.

			no reset		reset
		e 1	e σ % improv.	e 1	e σ % improv.
	MAE	28.10 3.37 87.99 27.30 1.65 93.94
	RMSE 30.87 8.66 71.95 29.90 5.99 79.98

  neg P N neg´2 ˆNneg´2 , resp. A pos P N pos ˆNpos , as

	while A A neg :" diagpµ	neg i,i´1 q `diagp μi	neg q `diagpµ	neg i,i q
				A pos :" diagpµ	pos i,i´1 q `diagp μi	pos q `diagpµ	pos i,i q
	for i P t3, . . . , N neg u, resp., for i P t1, . . . , N pos u, where diag denotes the lower diagonal, diag denotes
	the upper diagonal,	
					νneg 2 :" ν neg,neg 2,1,2	´µneg 2,1	´µneg 2,2 ,
					νneg 2 :" ν neg,neg 2,1,3	`µneg 2,2 ,
					µ s i, j :"	D s V s i	S s j r j`1 ´rj	,	(6.9d)
					μs i :" ´µs i,i´1	´µs i,i
					ν s,s 1 i, j,z :" µ s i, j β s 1 z ,
	where β	neg i	and β	pos i	
						6.9a)
	with				˜µneg	¸,
					A ‹ :"	3,2 0 pn x ´2qˆ1	(6.9b)
	and A 2,neg P 1ˆn x in (6.9a) is defined as
			A 2,neg :" ´ν neg 2	νneg 2 ν neg,neg 2,1,4	. . . ν neg,neg 2,1,N neg	ν neg,pos 2,1,1 . . . ν neg,pos 2,1,N pos ¯,	(6.9c)

  x 1 qC i , with λ i P r0, 1s, Assumption 6.3 means that the output map h lies in a polytope defined by the vertices C i , with i P t1, . . . , 4u. This condition is often verified in practice. Indeed, the OCVs are generally defined on the interval r0, 1s by experimental data and they are well-approximated by a piecewise continuously differentiable function. Moreover, the OCVs only depend on the surface lithium concentration of the negative and positive electrode. Consequently, the output map h only depends on two states of the system and the set of C i has only 2 2 elements, which are obtained from the maximum and minimum slopes of the OCVs. Using Assumption 6.3, (6.17) becomes (Input-to-state stability property of the nominal observer). Consider system(6.19). If there exist L 1 P n x ˆ1, α, µ v , µ w and µ d P ą0 and P P n x ˆnx symmetric positive definite such that

	4		
	ÿ	λ i px, x 1 q " 1 and i P t1, . . . , 4u.	□
	i"1		
	9 e 1 " pA ´L1 Cpx, x1 qqe `E v ´L1 w ´d.	(6.19)
	To design the observer output injection gain L 1 we follow a polytopic approach as described Sec-
	tion 2.2.3 and we propose a modified version of [97, Theorem 1] below.	
	Theorem 6.1		

  We first note that all the conditions of Theorem 5.1 are satisfied. Indeed, thanks to Theorem 6.1, Assumption 5.1 holds with αp|e 1 |q " λ min P|e 1 | 2 , αp|e 1 |q " λ max P|e 1 | 2 for all e 1 P n x and ψ 1 p|v|q " µ v |v| 2 , ψ 2 p|w|q " µ w |w| 2 and γ " µ d , for all v P and w P . Moreover, Assumption 5.2 is satisfied thanks to Assumption 6.3 and because the Lyapunov function V in Theorem 6.1 is quadratic. We can then follow similar steps as in the proof of Proposition 5.1 and Theorem 5.1 to obtain the desired result. Note that, having x f as part of the hybrid state is Theorem 6.2 also guarantees that the state estimation error and the monitoring variable of the hybrid multi-observer e σ and η σ

		). The flow and
	jump sets,	and , are defined, similarly to (5.26) and (5.27), as
	not a problem. Indeed, as explained in Section 5.3.6, the filtered estimation error system is an
	input-to-state stable system in cascade with the hybrid system considered in Theorem 5.1, see
	[6, Section 4].

:" tq P : @k P t1, . . . , N `1u η k ě η σ u, (

6.35)

:" tq P : Dk P t1, . . . , N `1uztσu η k ď η σ u.

(6.36) 

Similarly to Theorem 5.1, the next theorem ensures that system (6.34) satisfies a two-measure input-to-state stability property with respect to the disturbance v and the perturbation w

[START_REF] Cai | Smooth Lyapunov functions for hybrid systems-part I: Existence is equivalent to robustness[END_REF]

, see Definition 2.13. Theorem 6.2 (Two-measure flow input-to-state stability property). Consider system (6.34) and suppose Assumptions 6.1-6.3 hold and L 1 is selected such that condition (6.20) in Theorem 6.1 is satisfied.

Then, there exist β U P and γ U P 8 such that for any input u P , disturbance input v P and exogenous perturbation w P , any solution q satisfies |pe 1 pt, jq, η 1 pt, jq, e σ pt, jq, η σ pt, jq, e f pt, jqq| ď β U p|pep0, 0q, ηp0, 0qq|, tq `γU p}v} r0,ts `}w} r0,ts q (6.37) for all pt, jq P dom q, with e :" pe 1 , . . . , e N `1q, η :" pη 1 , . . . , η N `1q, e σ :" x ´x σ and e f :" x f ´x f , where x f is the filtered system state as defined in (5.21)-

(5.22)

. □ Sketch of proof. ■ Theorem 6.2 ensures that the estimation errors and the monitoring variables of the nominal observer e 1 and η 1 converge to a neighborhood of the origin, whose "size" depends on the 8 norm of v and w, which is not surprising in view of Theorem 6.1. However,

TABLE 6 .

 6 1 -Physical parameters of the electrochemical model. Lithium concentration at SOC = 0% rmol.L ´1s 3.167 c 100,pos Lithium concentration at SOC = 100% rmol.L ´1s 9.182 c 100,ne g Lithium concentration at SOC = 100% rmol.L ´1s 11.75 c max,pos Maximum concentration [mol.L ´1] 23.9 c max,neg Maximum concentration [mol.L ´1]

	cell	Cell area [m 2 ]	1.0452
	F	Faraday's constant [C{mol]	96485
	R	Gas constant [J{K{mol]	8.3145
	T	Temperature [K]	298.15
	N	Order of the model [-]	7
	d pos	Thickness of the positive electrode [µm]	36
	d neg	Thickness of the negative electrode [µm]	50
	D pos	Lithium diffusion coefficient [m 2 {s]	3.723 ˆ10 ´16
	D neg	Lithium diffusion coefficient e [m 2 {s]	2 ˆ10 ´16
	c 0,pos	Lithium concentration at SOC = 0% rmol.L ´1s	23.01
	c 0,ne g		
			16.1
	σ pos	Electronic conductivity [S{m]	10
	σ neg	Electronic conductivity [S{m]	100
	R pos	Particle radius [µm]	1
	R neg j pos 0 j neg 0	Particle radius [µm] Exchange current density [A{m 2 ] Exchange current density [A{m 2 ]	1 0.5417 0.75
	ϵ pos	Volume fraction of the material	
		within the positive electrode [-]	0.5
	ϵ neg	Volume fraction of the material	
		within the negative electrode [-]	0.58
	Q Li	Lithium quantity in cell solid phases rAhs	14.8318
	Q cel l	Cell capacity [Ah]	6.9725
	Ω add	Additional resistivity rΩs	0
	ς 1,pos	Ionic diffusion time constant rss	13.0
	ς 1,neg	Ionic diffusion time constant rss	17.3
	ς 1,sep	Ionic diffusion time constant of separatorrss	12.3
	ς 2,pos	Ionic diffusion resistance rµΩs	153.9
	ς 2,neg	Ionic diffusion resistance rµΩs	209.5
	ς 2,sep	Ionic diffusion resistance of separator rµΩs	115.1

  Block diagram describing the different fidelity models for system and observer design.while the nominal observer is initialized with a state of charge of 0%, which corresponds to x1 p0, 0q " p3.069, 3.069, 3.069, 23.01, 23.01, 23.01, 23.01q.(6.49) 

					SOC
		PHEV current	High-fidelity model	
				system N sys " 14	Voltage
					w
	Current	Biased	y	`w	Estimated SOC
	bias	PHEV		Low-fidelity model	
				observer N obs " 7	Estimated voltage
		ŷ			
	FIGURE 6.5 -				
						.42)
	Moreover, to model the input mismatch in the output map, we define
			w 2 " gpI biased q ´gpIq,		(6.43)
	so that w in (6.8) is				
		w " 0.05 sinp30tq `gpI biased q ´gpIq.	(6.44)

TABLE 6 .

 6 3 -Average over 100 simulations with different ŜOC k p0, 0q, with k P t1, . . . , 4u, of the MAE and RMSE of the SOC estimation error (e SOC ) for t P r0, 1500s s (tot), t P r0, 150s s (tran) and t P r150, 1500s s (end).no reset reset e SOC,1 e SOC,σ e SOC, f % improv. σ e SOC,1 e SOC,σ e SOC, f % improv. σ

	MAE tot r%s	0.83	0.78	0.78	6.16	0.84	0.80	0.79	4.13
	MAE tran r%s	0.87	0.85	0.90	2.66	0.83	0.88	0.93	-6.53
	MAE end r%s	0.83	0.77	0.76	6.61	0.84	0.79	0.78	5.47
	RMSE tot r%s	1.73	1.58	1.77	8.75	1.67	1.47	1.64	12.14
	RMSE tran r%s 3.41	3.41	4.17	0	3.06	3.07	3.74	0
	RMSE end r%s 1.30	1.09	1.08	15.91	1.31	1.02	1.01	22.07

  sion, and we have established a uniform global practical stability property for the estimation error (Theorems 3.1, 4.1, 4.2 and Proposition 4.2). In addition, we have shown that maximal solutions are complete (Theorem 4.3) and we have guaranteed the existence of a uniform, strictly positive time between any two transmissions of each sensor node under mild conditions on the plant (Theorems 3.2 and 4.4). Moreover, we have shown that the proposed technique stops transmitting when a new output data is not needed to perform a good estimation, which is an advantage against timetriggered strategies (Lemmas 3.1 and 4.1). Finally, in Section 4.6 of Chapter 4 we have also shown how the triggering rule can be generalized and how to cope with measurement noise and/or sampled input. Numerical case studies on a linear lithium-ion battery model (Chapter 3) and on a flexible joint robotic arm (Chapter 4) illustrate the efficiency of the proposed approach.

  It would be interesting in future work to tailor the results of Chapter 4 to other specific classes of systems and observers. Indeed, similarly to Section 4.4.3, where we considered only the observers satisfying an input-to-state stability property with a linear decay rate of the Lyapunov function, and this allowed us to prove an extra property (namely, Theorem 4.2), it may be possible to obtain additional or less restrictive

  3), then (B.11) implies, for any t P ě0 , d d t V pe 1 ptqq " ´e1 ptq J Qe 1 ptq `e1 ptq J C J Λ ‹ 1 C e 1 ptq. (B.12) Integrating (B.12), we obtain, for all t P ě0 , V pe 1 ptqq ´V pe 1 p0qq `ż t 0 e 1 psq J Qe 1 psqds " ż t 0 e 1 psq J C J Λ ‹ 1 C e 1 psqds, (B.13) which implies, from the definitions of V and e y 1 , e 1 ptq J Pe 1 ptq ´e1 p0q J Pe 1 p0q `ż t 0 e 1 psq J Qe 1 psqds " ż t 0 e y 1 psq J Λ ‹ 1 e y 1 psqds. (B.14) Using (B.8) and (B.7), (B.14) is equivalent to W 1 ptq ´e1 p0q J Pe 1 p0q " J 1 ptq. (B.15)

  As a consequence, if the gains are chosen such that L k " P ´1C J Λ k , k P t1, 2u, with P from (B.4) and Λ k P , from Proposition B.1 we have guarantees that condition (B.9) is satisfied and thus, from Theorem B.1 we can relate a state estimation error cost to an output estimation error cost. However, the example in Section B.3.2 shows that there are other possible choices for the nominal gain L 1

	Cq " ´Q `CJ Λ ‹ 2 C	(B.23)

is satisfied with P and Q from (B.4). □

  Cq " ´Q `CJ Λ ‹ Consider system (B.1), the nominal observer (B.2) and the additional observer-like system (B.5) with e k p0q " e 0 P n x , for all k P t1, 2u. Given L 2 P n x ˆny for the additional mode, if, there exists Λ ‹ 2 P n y ˆny such that pA ´L2Cq J P `PpA ´L2 Cq ď ´Q `CJ Λ ‹ 2 C (B.33)is satisfied with P and Q from (B.4). Then, for any t P ě0 , J 2 ptq ď J 1 ptq implies W 2 ptq ď W 1 ptq. □ Proof. Let V pe k q :" e J k Pe k , for all e k P n x , k P t1, 2u, where P comes from (B.4) as in the proof of Theorem B.1. Similarly to the proof of Theorem B.1 and using condition (B.32) instead of (B.4), from (B.3) we obtain x∇V pe 1 q, pA ´L1 Cqe 1 y " e J 1 `pA ´L1 Cq J P `PpA ´L1 Cq ˘e1 ě ´eJ1 Qe 1 `eJ 1 C J Λ ‹ 1 C e 1 .(B.34)Using (B.4), we havex∇Upe 1 , tq, ppA ´L1 Cqe 1 , 1qy " νe νt e J 1 Pe 1 `eνt e J 1 `pA ´L1 Cq J P `PpA ´L1 Cq ˘e1 " νe νt e J 1 Pe 1 ´eνt e J 1 Qe 1 `eνt e J 1 C J Λ ‹ 1 C e 1 .(B.45)Let e 1 be a solution to system (B.3), then (B.45) implies, for any t P ě0 , d d t Upe 1 ptq, tq " νe νt e 1 ptq J Pe 1 ptq ´eνt e 1 ptq J Qe 1 ptq `eνt e 1 ptq J C J Λ ‹ 1 C e 1 ptq. (B.46) Integrating (B.46), we obtain, for all t P ě0 , Upe 1 ptq, tq ´Upe 1 p0q, 0q `ż t 0 e νs e 1 psq J Qe 1 psqds ´ż t 0 νe νs e 1 psq J Pe 1 psqds " ż t 0 e νs e 1 psq J C J Λ ‹ 1 C e 1 psqds, (B.47) which implies, using the definition of U and e y 1 , e νt e 1 ptq J Pe 1 ptq ´e1 p0q J Pe 1 p0q `ż t ´νpt´sq e y 1 psq J Λ ‹ 1 e y 1 psqds, (B.49) which is equivalent to e 1 ptq J Pe 1 ptq ´e´νt e 1 p0q J Pe 1 p0q `ż t 0 e ´νpt´sq e 1 psq J pQ ´νPqe 1 psqds " ż t 0 e ´νpt´sq e y 1 psq J Λ ‹ 1 e y 1 psqds. Using (B.41) and (B.42), (B.50) is equivalent to W1 ptq ´e´νt e 1 p0q J Pe 1 p0q " J1 ptq. (B.51) Pick L 2 P n x ˆny and Λ ‹ 2 P n y ˆny such that (B.43) is satisfied with P and Q from (B.4). Then, following similar steps as for the nominal observer, from (B.44) we obtain, for all t P ě0 , W2 ptq ´e´νt e 2 p0q J Pe 2 p0q " J2 ptq. (B.52) B.5. Conclusions and perspectives Since e 1 p0q " e 2 p0q " e 0 P n x , from (B.51) and (B.52) we have W1 ptq ´J 1 ptq " W2 ptq ´J 2 ptq, for all t P ě0 , which is equivalent to J1 ptq ´J 2 ptq " W1 ptq ´W 2 ptq, (B.53) for all t P ě0 . This concludes the proof. ■ Theorem B.3 shows that, even when considering discounted estimation error costs (B.41) and (B.42), when condition (B.43) is satisfied, than, better (worse) performance with respect to the discounted output estimation error cost (B.42) implies better (worse) performance also in terms of the discounted state estimation error cost (B.41). Moreover, since conditions (B.43) and (B.9) are equivalent, in view of the developments presented in Section B.3.2, the freedom introduced by Λ ‹ 2 P n y ˆny is not always enough to satisfy condition (B.43

	1 C.	(B.31)
	As a consequence,	
	pA ´L1 Cq (B.50)	

J P `PpA ´L1 Cq ě ´Q `CJ Λ ‹ 1 C. (B.32) Theorem B.2. 0 e νs e 1 psq J Qe 1 psqds ´ż t 0 νe νs e 1 psq J Pe 1 psqds " ż t 0 e νs e y 1 psq J Λ ‹ 1 e y 1 psqds. (B.48) Multiplying (B.48) by e ´νt , we have e 1 ptq J Pe 1 ptq ´e´νt e 1 p0q J Pe 1 p0q `ż t 0 e ´νpt´sq e 1 psq J Qe 1 psqds ´ż t 0 νe ´νpt´sq e 1 psq J Pe 1 psqds " ż t 0 e

  C.1. Estimation d'état où x P n x est l'état du système, qui est inconnu et doit être estimé, u P n u est l'entrée mesurée, y P n y est la sortie mesurée par les capteurs, v P n v est une entrée de perturbation non mesurée et w P n w est un bruit de mesure inconnu avec n x , n y P ą0 , et n u , n v , n w P ě0 . La classe d'observateurs à temps continu pour le système (C.1) étudiée dans cette thèse prend la forme suivante P n z est l'état de l'observateur, avec n z ě n x , x P n x est l'estimation de l'état et ŷ est l'estimation de la sortie. Notons que, dans cette thèse, nous considérons des observateurs dont la dimension de l'état est au moins aussi grande que l'état du système, à savoir n z ě n x . Plus de détails et d'informations sur les systèmes (C.1) et (C.2) sont fournis dans le chapitre 2.2.1. La conception d'observateurs de la forme (C.2) pour estimer l'état du système (C.1) avec les propriétés de stabilité, de convergence et de robustesse souhaitées est un sujet de recherche important en automatique, cf.

	9 z " f o pz, u, y, ŷq,	
	x " ψpzq	(C.2)
	ŷ " hpx, 0q,	
	où z	

The reason why we consider an observer design technique without requiring a stability property of the estimation error will be clarified in Chapter 5.

To be precise, the property described in Definition 2.12 is a global two-measure flow pre-input-to-state stability property since (2.77) only holds on the solution domain, which may be bounded. However, we will not specify this in the stability properties we will prove in this thesis.

The results of this chapter are based on[START_REF] Petri | Event-triggered observer design for linear systems[END_REF], which is a preliminary version of[START_REF] Petri | Decentralized eventtriggered estimation of nonlinear systems[END_REF], that considers a more general setting and will be presented in the next chapter.

A definition of the Zeno phenomenon is given in Section 2.3.4.

p0, 0q, 0q " yp0, 0q´hpx k p0, 0q, 0q " yp0, 0q´ŷ k p0, 0q " ∆ k p0, 0q, for any k P t1, . . . , N `1u.

The results of this chapter are based on[START_REF] Petri | State estimation of an electrochemical lithium-ion battery model: improved observer performance by hybrid redesign[END_REF]. Note that in[START_REF] Petri | State estimation of an electrochemical lithium-ion battery model: improved observer performance by hybrid redesign[END_REF] we consider an earlier version, presented in[START_REF] Petri | Towards improving the estimation performance of a given nonlinear observer: a multi-observer approach[END_REF], of the hybrid multi-observer, while results in this chapter consider the final version of the hybrid multi-observer, presented in Chapter 5 and based on[START_REF] Petri | Hybrid multi-observer for improving estimation performance[END_REF].

First part

Event-triggered estimation

The set-valued jump map G in (4.103) is defined as, for any q P ˜ , Gpqq :" ˜N ď

i"1

Gi pqq ¸ď Gu pqq, ( 

where Λ i and Γ i are defined in (4.20b).

Following similar lines as before, in the next theorem and proposition we adapt the stability results of Theorem 4.1 and Proposition 4.2 to the case where also the input is transmitted from the plant to the observer via a digital network. Upqq :"c 1 paV pe 1 q `η1 q `c2 max kPt1,...,N `1u

tbV pe k q ´ηk , 0u `c3 maxtη σ ´η1 , 0u, (5. [START_REF] Cai | Characterizations of input-to-state stability for hybrid systems[END_REF] for any q P , where c 1 , c 2 , c 3 , a, b P ą0 are selected such that c 2 ă c 3 ă c 1 , a ą ā where ā :" δ 1 pλ max pΛ 1 q `λmax pL J 1 Λ 2 L 1 qq α ě 0 and b P p0, bq with b :" λ min pΛ 1 q θ , with θ :" γ max kPt1,...,N `1u }pL k ´L1 q} 2 P ě0 , where γ comes from Assumption 5.1. Note that U is locally Lipschitz as V is continuously differentiable.

We prove the three items of Proposition 5.1 separately.

Proof of item (i).

We first show the upper-bound. Let q P , using (5.4) we have Upqq ď c 1 paαp|e 1 |q `η1 q `c2 max kPt1,...,N `1u tbαp|e k |q ´ηk , 0u `c3 maxtη σ ´η1 , 0u

pbαp|e k |q `ηk q `c3 pη σ `η1 q

:" α U p|pe, ηq|q, (5.39) for some α U P 8 .

We now prove the lower-bound of item (i) of Proposition 5.1. We have that max kPt1,...,N `1u

tbV pe k qή k , 0u ě bV pe σ q ´ησ as σ P t1, . . . , N `1u. Hence, since maxpη σ ´η1 , 0q ě η σ ´η1 , in view of (5.4), Upqq ě c 1 paαp|e 1 |q `η1 q `c2 pbαp|e σ |q ´ησ q `c3 pη σ ´η1 q " c 1 aαp|e 1 |q `pc 1 ´c3 qη 1 `c2 bαp|e σ |qq `pc 3 ´c2 qη σ .

(5.40)

Since c 1 ´c3 ą 0 and c 3 ´c2 ą 0, there exists α U P 8 such that Upqq ě α U p|pe 1 , η 1 , e σ , η σ q|q.

(5.41)

Proof of item (ii).

For the sake of convenience we write Upqq " U 1 pqq `U2 pqq `U3 pqq, for any q P , where U 1 pqq " c 1 paV pe 1 q `η1 q, U 2 pqq " c 2 max kPt1,...,N `1u

tbV pe k q ´ηk , 0u and U 3 pqq " c 3 maxtη σ ´η1 , 0u. We introduce here the compact notation F " F pq, u, v, wq for the sake of convenience. Let q P , u P , v P and w P , in view of (5.5) and (5.9), U 1 pq; F q ď ´c1 aαV pe 1 q `c1 aψ 1 p|v|q `c1 aψ 2 p|w|q ´c1 νη 1 `c1 p y ´ŷ 1 q J pΛ 1 `LJ 1 Λ 2 L 1 qp y ´ŷ 1 q ď ´c1 aαV pe 1 q `c1 aψ 1 p|v|q `c1 aψ 2 p|w|q ´c1 νη 1 `c1 pλ max pΛ 1 q `λmax pL J 1 Λ 2 L 1 qq| y ´ŷ 1 | 2 .

(5.42)

Then, using Assumption 5.2 we have | y ´ŷ 1 | 2 " |hpx, wq ´hpx 1 , 0q| 2 ď δ 1 V pe 1 q`δ 2 |w| 2 . Thus, estimation errors and monitoring variables of all modes of the multi-observer. This is a consequence of equation (5.35), where the 8 functions α U and α U do not depend on the same arguments, conversely to the "sandwich-bound" in the "classical" Lyapunov characterization of the input-to-state stability property, see e.g., [START_REF] Cai | Characterizations of input-to-state stability for hybrid systems[END_REF]Equation (3)].

Properties of the solution domains

In this section we concentrate on the completeness and more generally on the properties of the solutions time domains. In Section 5.5.1, we show that maximal solutions are complete, while in Section 5.5.2 we ensure the existence of a uniform semiglobal average dwell-time, as defined in Section 2.3.4, thereby ruling out the Zeno phenomenon.

Completeness of maximal solutions

The goal of this section is to show that maximal solutions to system (5.26)-(5.28) are complete.

For this purpose, we need that the system plant (5.1) is complete, as stated in the next assumption. 

with θ " γ max kPt1,...,N `1u 2 , for all k P t2, . . . , N `1u. Thus, from (5.77) we obtain,

" aV pe k q `ψ1 p|v|q `ψ‹ nominal one only in its output injection gain, that can be freely selected as no convergence property is required for these modes. Inspired by supervisory control/observer approaches, we have designed a switching criterion, based on monitoring variables, that selects one mode at any time instant by evaluating their performance. We have proved an input-to-state stability property of the estimation error and the estimation performance improvement. Finally, numerical examples confirm the efficiency of the proposed approach.

We believe that the flexibility of the presented framework leads to a range of fascinating research questions, which are discussed in Chapter 7. In the next chapter, the proposed hybrid multi-observer is applied for the state estimation of an electrochemical model of a lithium-ion battery. where y is the battery output from (6.8) and ϱ r , with r P tpos, neg or sepu, is the electrolyte diffusional overvoltage in the positive electrode, negative electrode or separator, which dynamics is given by

Electrolyte dynamics

where ς 1,r and ς 2,r are the ionic diffusion time constant and ionic diffusion resistance in r. However, these electrolyte dynamics are ignored below when designing the nominal observer and the additional modes.

Nominal observer

We now design the nominal observer in (6.15). To test its efficiency, we design it with a smaller number of samples compared to the system model in (6.8). In this way, a higher fidelity model is used to generate the output voltage. We thus select N neg, obs " N pos, obs " 4 and n x,obs " N neg, obs 1 `Npos, obs " 7, while the battery model is 11 `3, where the 3 additional dimensions are due to the electrolyte dynamics in Section 6.4.3. All the differences between the system used for the observer design (both nominal observer and hybrid multi-observer) and the one considered in the simulations for the battery system are summarized in Table 6.2 and Figure 6.5.

We then solve (6.20) -Experimental data and parameters uncertainties. In Chapter 6 the hybrid multi-observer has been applied in simulations for the state estimation of an electrochemical lithium-ion battery.

The next step we plan to pursue is to test the hybrid multi-observer on experimental data.

-Different system models and thus nominal observers for the specific application. As described in Chapter 6, lithium-ion batteries can be described using electrochemical models (as 

Then, for all i P t1, . . . , N u and any given γi P 8 verifying γ i prq " Opγ i prqq as r Ñ `8, there exist α W , α W , α and W : n x Ñ ě0 continuously differentiable such that for all x P n x , u i P n u i , 

We will show that we can upper-bound this last inequality and obtain

with ϑ i :" α V ˝α´1 p2N γ i q P 8 , for any i P t1, . . . , N u. To show that (A.6) is satisfied, we have to prove that, for any i P t1, . . . , N u,

To show (A. 

As a consequence, we have

thus (A.7) is satisfied. Consequently (A.6) holds. From (A.6), using V pxq ě α V p|x|q, which comes from (A.1), we obtain

Since γ i p|u i |q " Opγ i p|u i |qq as |u i | Ñ `8, for all i P t1, . . . , N u, we can apply [167, Lemma 1] with

(A.12)

Then, there exist q i smooth non-decreasing functions such that q i p0q " 0 and

for all r P r0, `8q, i P t1, . . . , N u. Note that, in [167, Lemma 1] it is not specified that q i p0q " 0.

However, the proof applies by adding this extra condition. From (A.12) and (A.13) we have

for all r P r0, `8q. As a consequence

We define q :" mintq 1 , . . . , q N u. Note that q is a positive definite, non-decreasing function. Using [168, Lemma 1] we have that there exists a function q P , smooth on ą0 , so that qpsq ď qpsq ď q i psq (A. [START_REF] Li | Event-triggered state estimation in vector linear processes[END_REF] for all s ě 0, for all i P t1, . . . , N u. 

γi p|u i |q, 

B.1 Introduction

The objective of this appendix is to unravel relationships between quadratic output estimation costs and state estimation costs. To evaluate online the estimation performance, costs depending on the output estimation error are used in Chapters 5 and 6 and also in e.g., [START_REF] Willems | Deterministic least squares filtering[END_REF][START_REF] Na | Adaptive optimal observer design via approximate dynamic programming[END_REF]. While the output error can be computed on-line, the state estimation error, which is of primary importance, is unknown since the real state of a dynamical system is unknown in an estimation problem. It would thus be interesting to investigate relationships between a state estimation error cost and an output estimation error one. In particular, given two observers with the same structure but different gains, we would like to know how to design an output error cost, so that if one observer has a smaller output estimation error cost, then it means that an associated state estimation error cost is also smaller.

In this appendix, we consider linear time-invariant systems and we present some preliminary results on how to compare observer performance online, starting from a quadratic output estimation error cost, which can be evaluated online, to a state estimation error cost, which is the one directly related to the observer performance and thus the cost we are interested on. Contrary to the other contents presented in this thesis, the results of this appendix are preliminary and have not been submitted for pubblication.

B.2 Problem statement

Consider the unperturbed linear time-invariant system 9

x " Ax `Bu

where x P n x is the state, u P n u is a known input, and y P n y is the measured output with n x , n y P ą0 and n u P ě0 . The pair pA, Cq is assumed to be detectable. Hence, by letting L 1 P n x ˆny be any matrix such that A ´L1 C is Hurwitz, we can design a Luenberger observer [113] of the form

where x1 P n x is the state estimate. We name this observer nominal observer and it is the one for which we compare the estimation performance. We define the state estimation error of the nominal observer as e 1 :" x ´x 1 . In view of (B.1) and (B.2), the dynamics of the state estimation error e 1 is

Since A ´L1 C is Hurwitz, e 1 globally exponentially converges to the origin. As a consequence, for any Q P n x ˆnx symmetric positive definite matrix, there exist Λ ‹ 1 P n y ˆny and a symmetric positive definite matrix P P n x ˆnx such that pA ´L1

Note that there may be more than one possible options for Λ ‹ 1 and P that satisfy (B.4) for the same Q. In particular, since A ´L1 C is Hurwitz, from e.g., [85, Theorem 4.6] we have guarantees that if Λ ‹ 1 " 0 n y ˆny , there exists a unique P P n x ˆnx symmetric positive definite that satisfies (B.4). In addition, for any Λ ‹ 1 P n y ˆny that produces Q ´CJ Λ ‹ 1 C P n x ˆnx symmetric positive definite, we know that there exists a unique P P n x ˆnx symmetric positive definite that satisfies (B.4). As a result, a possible option for the design is to chose Q P n x ˆnx and Λ ‹ 1 P n y ˆny such that Q ´CJ Λ ‹ 1 C is symmetric positive definite and then solve the Lyapunov equation (B.4) to find P. However, there are also other possible combinations of Λ ‹ 1 , Q and P that satisfy (B.4). We now consider an additional observer-like system, which has the same structure as (B.2) but with a different output injection gain L 2 P n x ˆny , t P ě0 , the additional observer-like system (B.5) has better (worse) performance compared to the nominal observer (B.2) in terms of an output estimation cost, i.e., W 2 ptq ď W 1 ptq (W 2 ptq ě W 1 ptq), which is the one we can evaluate on-line, then it has better (worse) performance also in terms of a state estimation error cost, i.e., J 2 ptq ď J 1 ptq (J 2 ptq ě J 1 ptq).

The objective of this work is to identify conditions under which better/worse estimation performance with respect to the output estimation error cost (B.7), implies better/worse estimation performance also with respect to the state estimation error cost (B.8).

B.3 Main result

The goal of this section is to give the conditions under which better performance in terms of the output estimation cost (B.7) implies better performance in terms of a state estimation cost (B.8).

In particular, in Section B.3.1 we present a general condition for this purpose and in Section B.3.2 we show, through a counterexample, that this condition is not verified for any choice of the gain L 2 P n x ˆny of the additional observer-like system. In Section B. 

B.3.1 General condition

In the next theorem, we provide a condition that, if satisfied, allows to compare the observer performance on-line. In particular, by the use of an output estimation error cost, which can be evaluated on-line, when the condition is satisfied, we have information about the estimation performance in terms of a state estimation error cost.

Theorem B.1. Consider system (B.1), the nominal observer (B.2) and the additional observer-like system (B.5) with e k p0q " e 0 P n x , for all k P t1, 2u. Given L 2 P n x ˆny for the additional mode, if there exists Λ ‹ 2 P n y ˆny such that

is satisfied with P and Q from (B.4). Then, for any t P ě0 , J 1 ptq ´J2 ptq " W 1 ptq ´W2 ptq. □ Proof. Let V pe k q :" e J k Pe k , for all e k P n x , k P t1, 2u, where P comes from (B.4). Then, from (B.3) and (B.6), we have x∇V pe k q, pA ´Lk Cqe k y " e J k `pA ´Lk Cq J P `PpA ´Lk Cq ˘ek . (B.10) Using (B.4), we have

(B.11) Proof. Consider system (B.1) and the nominal observer (B.2). Since the pair pA, Cq is detectable and the gain L 1 is designed such that the matrix A ´L1 C is Hurwitz, from (B.4) we have that for any Q P n x ˆnx there exist Λ ‹ 1 P n y ˆny and a symmetric positive definite matrix P P n x ˆnx and such that pA ´L1

Select Λ 2 P n y ˆny and design L 2 " P ´1C J Λ 2 . Then, (B.24) can be rewritten as

which implies

Using L k " P ´1C J Λ k , k P t1, 2u, from (B.26) we have

´ΛJ 2 P n y ˆny . This concludes the proof. ■ Proposition B.1 shows that when the modes are designed as infinite gain margin observers, condition (B.9) is satisfied and the results of Theorem B.1 hold. However, this is not the only possible choice of gains that satisfy condition (B.9). We will now see this on the same example we considered in Section B.3.2. In particular, note that the gain L 1 in the example in Section B.3.2 is not in the form L 1 :" P ´1C J Λ 1 . Indeed, L 1 was selected to place the eigenvalues of A ´L1 C in ´1 and ´2 and we had obtained L 1 " r3 2s J . Solving the Lyapunov equation (B.4) for Q " I 2 and Λ ‹

1 " 1 as in Section B.3.2, we obtained P "

ff and

We recall that Λ 1 can be chosen different from Λ ‹ 1 in (B.4). However, in this example, there is no Λ 1 P that satisfies L 1 " P ´1C J Λ 1 .

In addition, for the P obtained from the choices of L 1 , Q and Λ ‹ 1 , in the example in Section B.3.2 we have showed that condition (B.9) is satisfied if the additional gain L 2 is chosen such that L 2 " rl 1 l 2 s J with l 1 " 2l 2 ´1, which, from (B.29), is not in the from P ´1C J Λ 2 .

On the other hand, from (B.6), and using (B. [START_REF] Liberzon | Switching in systems and control[END_REF] also in this case it is not always possible to satisfy it for any choice of the gain L 2 P n x ˆny . In particular, the freedom we introduce with Λ ‹ 2 is not always enough to guarantee that (B.33) holds for any choice of the additional gains. An example to show this is given in the following. We consider system (B.1) with the matrices A and C given in (B. [START_REF] Trimpe | Stability analysis of distributed event-based state estimation[END_REF]) and we design the nominal observer with the gain L 1 " r3 2s J as in Section B.3.2. As before, we chose Q " 

B.4 Discounted costs

In this section we generalize the results presented in Section B. [START_REF] Blondel | Nonlinear circle-criterion observer design for an electrochemical battery model[END_REF] Cette propriété essentielle est appelée détectabilité, voir par exemple [5]. Lorsque le système est détectable, l'objectif est de concevoir ce système dynamique de manière à ce que l'erreur d'estimation, qui correspond à la différence entre l'état inconnu du système et l'estimation de l'état générée par l'observateur, et qui donne donc une indication de la qualité de l'estimation, converge vers l'origine lorsque le temps tends vers l'infini. Cela implique que l'estimation de l'état produite par l'observateur coïncide, après un temps fini ou infini, avec l'état inconnu du système et que l'observateur estime donc correctement l'état du système.

Comme indiqué précédemment, la conception de cet algorithme d'estimation est basée sur un modèle mathématique de la dynamique du système, qui présente pratiquement toujours des incertitudes ou est affecté par des perturbations inconnues. En outre, les mesures de sortie collectées par les capteurs sont généralement affectées par un bruit de mesure. Toutes ces entrées exogènes sont généralement inconnues et ne peuvent donc pas être utilisées pour la conception de l'observateur, qui doit en conséquence être robuste à ces perturbations dans le sens où les perturbations et le bruit de mesure n'affectent pas de manière significative l'estimation de l'état de l'observateur. En particulier, dans ce cas, la conception de l'observateur a pour objectif de garantir que l'erreur d'estimation converge vers un voisinage de l'origine, dont la « taille » dépend de la norme de ces perturbations.

En effet, notons qu'en raison des perturbations et du bruit de mesure, il n'est pas possible d'obtenir une estimation (asymptotique) exacte de l'état en général, mais il est souhaitable de générer une estimation avec des garanties de ne pas être trop éloigné de l'état réel du système. En particulier, pour être un observateur, un algorithme d'estimation doit garantir que l'erreur d'estimation de l'état, désignée par e :" x ´x, est stable dans le sens où la trajectoire de l'erreur d'estimation reste « petite » si l'erreur initiale est « petite », convergeant vers (un voisinage de) l'origine quand le temps augmente, robuste aux perturbations et au bruit de mesure.

Une propriété qui englobe toutes ces caractéristiques souhaitées du comportement de l'erreur d'estimation de l'état est la propriété de stabilité entrée-état de l'erreur d'estimation par rapport aux perturbations et au bruit chapitre 2.2.2 pour plus de détails.

Dans cette thèse, nous nous concentrons sur les systèmes à temps continu de dimension finie de la forme 9

x " f p px, u, vq y " hpx, wq,

C.2 Systèmes dynamiques hybrides

Dans la théorie classique du contrôle, il est commun de modéliser les systèmes dynamiques soit dynamiques hybrides, voir par exemple [START_REF] Goebel | Hybrid Dynamical Systems: Modeling, Stability, and Robustness[END_REF][START_REF] Liberzon | Switching in systems and control[END_REF][START_REF] Haddad | Impulsive and Hybrid Dynamical Systems: Stability, Dissipativity, and Control[END_REF][START_REF] Lygeros | Hybrid systems: modeling, analysis and control[END_REF][START_REF] Brogliato | Some perspectives on the analysis and control of complementarity systems[END_REF]. Dans cette thèse, nous adoptons le formalisme présenté dans [START_REF] Goebel | Hybrid Dynamical Systems: Modeling, Stability, and Robustness[END_REF]. En particulier, nous considérons l'extension proposée dans [START_REF] Heemels | Hybrid systems with continuous-time inputs: Subtleties in solution concepts and existence properties[END_REF] (inspirée par [START_REF] Cai | Characterizations of input-to-state stability for hybrid systems[END_REF]), qui permet d'inclure des entrées à temps continu dans le modèle hybride.